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(54) LAUNDRY HANDLING APPARATUS

(57) Provided is a laundry treatment apparatus which
may dry laundry by sending air to the laundry while the
laundry is hung on a hanger, and may dehumidify sur-
rounding air of the laundry when drying the laundry, there-
by reducing a drying time of the laundry.

To this end, the laundry treatment apparatus of the
present disclosure includes: a cabinet which has an air
inlet; a dehumidifying unit which is disposed inside the
cabinet, and dehumidifies air suctioned into the cabinet
through the air inlet; a first blower unit which is disposed
at a top portion of the cabinet, and discharges the air
dehumidified in the cabinet by the dehumidifying unit;
and a second blower unit which is disposed over the cab-
inet with a distance therebetween, has a hanging part on
which a hanger is hung, and suctions air to send the air
to the laundry hung on the hanger.
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Description

BACKGROUND OF THE INVENTION

1. Field of the invention

[0001] The present disclosure relates to a laundry
treatment apparatus, and more particularly, to a laundry
treatment apparatus for drying and ironing of laundry.

2. Description of the Related Art

[0002] Generally, washing machines, which sequen-
tially perform washing, rinsing, and spin-drying opera-
tions, are a typical example of the laundry treatment ap-
paratus.
[0003] The washing machine is generally classified in-
to a top-loading washing machine and a front-loading
washing machine (also called a drum washing machine).
The top-loading washing machine performs washing of
laundry by using a rotating water stream generated in
wash water. Further, the front-loading washing machine
performs washing of laundry by friction between laundry
items that is generated when the laundry items are lifted
and dropped by a lifter installed at an inner circumference
of a drum.
[0004] After main washing of laundry is performed by
the washing machine, it is required to dry and iron the
laundry.
[0005] For ironing of the laundry, a laundry drying ma-
chine has been developed, which is provided separately
from the washing machine. The drying machine has an
external appearance similar to the washing machine, and
a typical example of the drying machine is a mechanical
dryer in which the laundry is dried inside the drying ma-
chine.
[0006] However, in the case where the laundry is dried
using a clotheshorse placed inside the house without us-
ing the mechanical dryer, there is a problem in that water
vapor generated in the course of drying the laundry
makes the indoor air too humid, such that a drying time
of the laundry gets longer.
[0007] Further, there is also a problem in that after the
laundry is dried using a clotheshorse, it is required to
separately provide an iron and an ironing board to iron
the laundry.

SUMMARY OF THE INVENTION

[0008] It is a first object of the present invention to pro-
vide a laundry treatment apparatus which may dry laun-
dry by sending air to the laundry while the laundry is hung
on a hanger, and may dehumidify surrounding air of the
laundry when drying the laundry, thereby reducing a dry-
ing time of the laundry.
[0009] It is a second object of the present invention to
provide a laundry treatment apparatus which may reduce
a drying time of the laundry by optimizing a flow of air

sent to the laundry and a flow of the dehumidified air
discharged around the laundry.
[0010] It is a third object of the present invention to
provide a laundry treatment apparatus, in which an iron-
ing board may be put on a flat surface for ironing of the
laundry.
[0011] It is a fourth object of the present invention to
provide a laundry treatment apparatus, in which while an
ironing device to iron the laundry is placed near a position
where the ironing board is put, the ironing device may be
charged via wireless charging.
[0012] It is a fifth object of the present invention to pro-
vide a laundry treatment apparatus, in which the ironing
board may be stored.
[0013] It is a sixth object of the present invention to
provide a laundry treatment apparatus, in which conden-
sate water, generated when the surrounding air of the
laundry is dehumidified, may be easily removed from a
condensate water container that stores the condensate
water.
[0014] It is a seventh object of the present invention to
provide a laundry treatment apparatus, in which the iron-
ing device may be stored.
[0015] It is an eighth object of the present invention to
provide a laundry treatment apparatus, which may re-
duce power consumption when the laundry is dried.
[0016] In order to achieve the first object of the present
invention, in accordance with an aspect of the present
invention, there is provided a laundry treatment appara-
tus including: a cabinet having an air inlet; a dehumidi-
fying unit which is disposed inside the cabinet, and de-
humidifies air suctioned into the cabinet through the air
inlet; a first blower unit which is disposed at a top portion
of the cabinet, and discharges the air dehumidified in the
cabinet by the dehumidifying unit; and a second blower
unit which is disposed over the cabinet with a distance
therebetween, has a hanging part on which a hanger is
hung, and suctions air to send the air to the laundry hung
on the hanger.
[0017] In order to achieve the second object of the
present invention, the laundry treatment apparatus may
include: the first blower unit which is disposed below and
rearward of the hanging part, and discharges the dehu-
midified air forward; and the second blower unit which
discharges air forward and downward from a rear side
of the hanging part.
[0018] In order to achieve the third object of the present
invention, the cabinet may have a flat top surface.
[0019] In order to achieve the fourth object of the
present invention, the laundry treatment apparatus may
further include a wireless charging unit which is installed
at the top portion of the cabinet, and a top surface of
which is at the same height as the top surface of the
cabinet, such that the two top surfaces are disposed hor-
izontal to each other.
[0020] In order to achieve the fifth object of the present
invention, the laundry treatment apparatus may further
include a first storage space, which is opened and closed
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by sliding forward and rearward in the cabinet, and which
stores an ironing board.
[0021] In order to achieve the sixth object of the present
invention, the laundry treatment apparatus may further
include a second storage space which is opened and
closed by sliding forward and rearward in the cabinet, in
which the second storage space has a first storage part
including a condensate water container that stores con-
densate water generated by the dehumidifying unit.
[0022] In order to achieve the seventh object of the
present invention, the second storage space may further
include a second storage part which stores at least one
of an iron, a streamer, and a remover.
[0023] In order to achieve the eighth object of the
present invention, the laundry treatment apparatus may
further include: a humidity sensor which senses a humid-
ity value; and a controller, which in response to the hu-
midity value sensed by the humidity sensor being equal
to or greater than a predetermined value, operates the
dehumidifying unit and the first blower unit, and in re-
sponse to the humidity value sensed by the humidity sen-
sor being lower than the predetermined value, stops the
dehumidifying unit and the first blower unit.

EFFECTS OF THE INVENTION

[0024] With respect to the first object of the present
invention, the surrounding air of laundry remains to be
dry by the dehumidified air discharged by the first blower
unit, and the laundry is dried by air discharged by the
second blower unit, thereby reducing a drying time of the
laundry.
[0025] With respect to the second object of the present
invention, the first blower unit discharges the dehumidi-
fied air downward of the laundry, and the second blower
unit discharges the air toward a portion where the dehu-
midified air, discharged by the first blower unit, is present,
thereby reducing a drying time of the laundry.
[0026] With respect to the third object of the present
invention, an ironing board may be put on the flat top
surface of the cabinet for ironing of the laundry.
[0027] With respect to the fourth object of the present
invention, an ironing device may be placed on a wireless
charging unit for wireless charging.
[0028] With respect to the fifth object of the present
invention, the ironing board may be stored in the first
storage space, and may be taken out from the first stor-
age space to be immediately available for use in ironing
of laundry.
[0029] With respect to the sixth object of the present
invention, a condensate water container may be taken
out from the second storage space, and condensate wa-
ter stored in the condensate water container may be eas-
ily removed from the condensate water container.
[0030] With respect to the seventh object of the present
invention, at least one of an iron, a steamer, and a re-
mover may be taken out from the second storage space
to be immediately available for use in ironing of laundry.

[0031] With respect to the eighth object of the present
invention, the dehumidifying unit and the first blower unit
repeatedly operate and stop according to a surrounding
humidity of the laundry when the laundry is dried, thereby
reducing power consumption.

BRIEF DESCRIPTION OF THE DRAWINGS

[0032]

FIG. 1 is a perspective view illustrating an operation
state of a laundry treatment apparatus according to
an embodiment of the present disclosure.
FIG. 2 is a side cross-sectional view illustrating a
dehumidifying and ironing module illustrated in FIG.
1.
FIG. 3 is a view illustrating a dehumidifying unit illus-
trated in FIG. 2.
FIG. 4 is a view illustrating a first storage space which
is opened in the dehumidifying and ironing module
illustrated in FIG. 1.
FIG. 5 is a view illustrating a second storage space
which is opened in the dehumidifying and ironing
module illustrated in FIG. 1.
FIG. 6 is a control block diagram illustrating a laundry
treatment apparatus according to an embodiment of
the present disclosure.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0033] Hereinafter, a laundry treatment apparatus ac-
cording to embodiments of the present disclosure will be
described with reference to accompanying drawings.
FIG. 1 is a perspective view illustrating an operation state
of a laundry treatment apparatus according to an embod-
iment of the present disclosure; FIG. 2 is a side cross-
sectional view illustrating a dehumidifying and ironing
module illustrated in FIG. 1; FIG. 3 is a view illustrating
a dehumidifying unit illustrated in FIG. 2; FIG. 4 is a view
illustrating a first storage space which is opened in the
dehumidifying and ironing module illustrated in FIG. 1;
FIG. 5 is a view illustrating a second storage space which
is opened in the dehumidifying and ironing module illus-
trated in FIG. 1; and FIG. 6 is a control block diagram
illustrating a laundry treatment apparatus according to
an embodiment of the present disclosure.
[0034] Referring to FIGS. 1 to 6, the laundry treatment
apparatus 400 includes a dehumidifying and ironing mod-
ule 410 and a drying module 420.
[0035] The dehumidifying and ironing module 410 may
be installed on an indoor floor surface, and the drying
module 420 may be installed on the indoor wall or the
ceiling.
[0036] The dehumidifying and ironing module 410 may
suction and dehumidify indoor air, and may discharge
the dehumidified air. Further, the dehumidifying and iron-
ing module 410 may provide a space to iron laundry.
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[0037] The drying module 420 includes a hanging part
422, on which a hanger 421 is hung, and may suction
indoor air to send the suctioned air to laundry hung on
the hanger 421. The laundry hung on the hanger 421
may be dried by air sent by the drying module 420.
[0038] The dehumidifying and ironing module 410 in-
cludes a cabinet 411, a dehumidifying unit 412 installed
at the cabinet 411, and a first blower unit 413 installed
at the top of the cabinet 411.
[0039] The cabinet 411 may be formed in a hexahedral
shape and has an open front surface and a cavity. The
cabinet 411 may include a second upper panel 411a
which is disposed on the top of the cabinet 411. The
second upper panel 411a may form the top surface of
the cabinet 411, and is formed in a flat square shape.
The top surface of the cabinet 411 is formed to be flat
with the second upper panel 411a. A user may put an
ironing board 1 on the flat top surface of the cabinet 411,
and put laundry on the ironing board 1 to iron the laundry.
[0040] A first storage space 414 and a second storage
space 415 may be provided at the open front surface of
the cabinet 411. The first storage space 414 may be dis-
posed above the second storage space 415; and the sec-
ond storage space 415 may be disposed below the first
storage space 414.
[0041] The first storage space 414 may be opened and
closed by sliding forward and rearward in the cabinet
411, and the second storage space 415 may also be
opened and closed by sliding forward and rearward in
the cabinet 411. When opened, the first storage space
414 may protrude forward from the cabinet 411, and
when closed, the first storage space 415 may be inserted
into the cavity of the cabinet 411. When opened, the sec-
ond storage space 415 may also protrude forward from
the cabinet 411, and when closed, the second storage
space 415 may also be inserted into the cavity of the
cabinet 411.
[0042] The first storage space 414 may store the iron-
ing board 1. When a user wishes to iron laundry, the user
may open the first storage space 414, take out the ironing
board 1, and put the ironing board 1 on the top surface
of the cabinet 411 to iron the laundry.
[0043] The second storage space 415 may include a
first storage part 415a and a second storage part 415b.
The first storage part 415a and the second storage part
415b may be divided by a partition wall 415c installed at
the second storage space 415.
[0044] The first storage part 415a may include a con-
densate water container 2, and the second storage part
415b may include at least one of an iron 3, a steamer 4,
and a remover 5.
[0045] The condensate water container 2 may be a
container that stores condensate water generated when
the dehumidifying unit 412 dehumidifies indoor air.
[0046] The iron 3 may be a device for ironing laundry
by converting electric power into heat. The iron 3 may
have a stream spray function. A user may put the laundry
on the ironing board 1, to iron the laundry by using the

iron 3.
[0047] The steamer 4 is a device for ironing the laundry
by spraying high-temperature steam into the laundry.
While hanging the laundry on the hanger 421 and hang-
ing the hanger 421 on a hanging part 422, a user may
spray high-temperature steam on the laundry with the
steamer 4 to iron the laundry.
[0048] The remover 5 is a device for tearing off foreign
materials such as fluff. While hanging the laundry on the
hanger 421 and hanging the hanger 421 on a hanging
part 422, a user may rub the remover 5 on the laundry
to remove fluff from the laundry.
[0049] A wireless charging unit 411c may be installed
on the top of the cabinet 411. The wireless charging unit
411c may include a wireless charging coil (not shown).
The wireless charging unit 411c may be disposed hori-
zontal to the cabinet 411 with a top surface of the wireless
charging unit 411c being at the same height as a top
surface of the cabinet 411. The wireless charging unit
411c may be inserted into the second upper panel 411a.
[0050] The ironing devices, such as the iron 3, the
steamer 4, and the remover 5, may be placed on the top
of the wireless charging unit 411c for wireless charging.
The iron 3, the steamer 4, and the remover 5 each have
a battery, and desirably a coil which electrically reacts
with the wireless charging coil to charge the battery.
[0051] A suction grille 411b may be disposed at the
cabinet 411. The suction grille 411b may form a plurality
of air inlets. The suction grille 411b may be construed as
having the same meaning as the air inlet. In the embod-
iment, the air inlet is formed on the front surface of the
cabinet 411, but is not limited thereto, and may be formed
on at least one of the front surface, the lateral surface,
and the rear surface of the cabinet 411. Hereinafter, de-
scription will be made by using a case where the air inlet
is formed on the front surface of the cabinet 411.
[0052] The suction grille 411b is disposed below the
second storage space 415. The cabinet 411 may suction
air thereinto through the suction grille 411b.
[0053] The dehumidifying unit 412 is disposed inside
the cabinet 411 to dehumidify air suctioned into the cab-
inet 411 through the suction grille 411b. The dehumidi-
fying unit 412 may have a cooling cycle circuit using a
refrigerant. That is, the dehumidifying unit 412 may in-
clude a compressor 412a, a condenser 412b, an expand-
er 412c, and an evaporator 412d. The compressor 412a
may compress a refrigerant; the condenser 412b may
condense the refrigerant compressed by the compressor
412a; the expander 412c may expand the refrigerant con-
densed by the condenser 412b; and the evaporator 412d
may evaporate the refrigerant expanded by the expander
412c.
[0054] The evaporator 412d may cool and dehumidify
the air suctioned into the cabinet 411 through the suction
grille 411b by heat-exchanging. In the case where the
evaporator 412d cools the air inside the cabinet 411, wa-
ter vapor contained in the air of the cabinet 411 is cooled
and changed into condensate water, and the condensate
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water may be formed on the evaporator 412d. The con-
densate water container 2 is disposed below the evapo-
rator 412d to receive and store the condensate water
dropping from the evaporator 412d.
[0055] The compressor 412a and the condenser 412b
may be connected to each other through a first refrigerant
pipe 412e. The condenser 412b and the expander 412c
may be connected to each other through a second re-
frigerant pipe 412f. The expander 412c and the evapo-
rator 412d may be connected to each other through a
third refrigerant pipe 412g. The evaporator 412d and the
compressor 412a may be connected to each other
through a fourth refrigerant pipe 412h. The refrigerant
may circulate by sequentially passing the compressor
412a, the first refrigerant pipe 412e, the condenser 412b,
the second refrigerant pipe 412f, the expander 412c, the
third refrigerant pipe 412e, the evaporator 412d, and the
fourth refrigerant pipe 412h.
[0056] The first blower unit 413 may discharge the air,
dehumidified in the cabinet 411 by the dehumidifying unit
412, to the outside of the cabinet 411. When operating,
the first blower unit 413 may be drawn out of the cabinet
411, and when stopping the operation, the first blower
unit 413 may be inserted into the cabinet 411. When op-
erating, the first blower unit 413 may be drawn out of the
cabinet 411 to protrude upward from the cabinet 411.
When stopping the operation, the first blower unit 413 is
inserted into the cabinet 411, such that the top surface
of the first blower unit 413 is horizontal to the top surface
of the cabinet 411.
[0057] An access hole 411d, through which the first
blower unit 413 may pass, is formed on the top of the
cabinet 411. The access hole 411d is formed close to a
rear end of the second upper panel 411a, such that a
sufficient area may be provided on the second upper pan-
el 411a to place the ironing board 1 in front of the access
hole 411d.
[0058] The first blower unit 413 may include a case
413a, and a fan 413b which suctions the air, dehumidified
in the cabinet 411 by the dehumidifying unit 412, into the
case 413a.
[0059] A discharge grille 413c may be installed at the
front surface of the case 413a. The discharge grille 413c
may form a plurality of air outlets. The discharge grille
413c may be construed as having the same meaning as
the air outlet. It is desired that the case 413 has an open
lower end, so that the dehumidified air, sent by the fan
413b, may be suctioned into the case 413a.
[0060] The fan 413b may be installed inside the cabinet
411, and may rotate by a driving force of a motor (not
shown). The fan 413b may be disposed above the evap-
orator 412d, and may be disposed below the case 413a.
The fan 413b may be vertically interposed between the
case 413a and the evaporator 412d. The fan 413b may
have a rotation axis which is vertically disposed. When
rotating, the fan 413b may suction the air, which is de-
humidified in the cabinet 411 by the evaporator 412d, to
send the suctioned air into the case 413a; and the case

413a may discharge the dehumidified air sent by the fan
413b forward of the case 413a through the discharge
grille 413c.
[0061] When the fan 413b operates, the case 413a pro-
trudes upward from the cabinet 411 through the access
hole 411d formed on the second upper panel 411a, so
as to discharge the dehumidified air sent by the fan 413b
to the outside of the case 413a through the discharge
grille 413c. Further, when the fan 413b stops operating,
the case 413a may be inserted into the cabinet 411
through the access hole 411d. In the case where the case
413a is completely inserted into the cabinet 411 through
the access hole 411d, the top surface of the case 413a
is disposed horizontal to the top surface of the second
upper panel 411a.
[0062] It is desired that the case 413a may be installed
to be movable upward and downward of the second up-
per panel 411a, so that when the fan 413b operates, the
case 413a may protrude upward from the cabinet 411,
and when the fan 413b stops operating, the case 413a
may be inserted into the case 411.
[0063] The drying module 420 may include a second
blower unit 424 and a hanging part 422 installed at the
second blower unit 424. The second blower unit 424 suc-
tions indoor air to send the air to laundry hung on the
hanging part 422 by using the hanger 421. The laundry
may be dried by the air sent by the second blower unit
424.
[0064] As air surrounding the laundry remains to be
dry by using the dehumidified air which is discharged by
the first blower unit 413, and the laundry is dried by the
air discharged by the second blower unit 424, a drying
time of the laundry may be reduced.
[0065] The second blower unit 424 may include: a
housing (not shown) having an air inlet (not shown) and
an air outlet (not shown); and a fan (not shown) which is
disposed inside the housing to suction air, suctioned into
the housing through the air inlet, and to send the air
through the air outlet. A discharge grille 424 is disposed
at a rear lower portion of the second blower unit 424. The
discharge grille 424 forms a plurality of the air inlets. The
discharge grille 424 is tilted with a front end being dis-
posed higher than a rear end, so as to discharge air for-
ward and downward.
[0066] The first blower unit 413 is disposed below and
rearward of the hanging part 422, such that the first blow-
er unit 413 may discharge the dehumidified air forward.
Further, the second blower unit 424 may discharge air
forward and downward from the rear side of the hanging
part 422.
[0067] The first blower unit 413 discharges the dehu-
midified air downward of the laundry, and the second
blower unit 424 discharges air toward a portion where
the dehumidified air, discharged by the first blower unit
413, is present. Accordingly, the air, which is sent by the
second blower unit 424 to the laundry hung on the hanger
421, is mixed with vapor generated in the course of drying
the laundry, and then meets the dehumidified air dis-
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charged by the first blower unit 413, thereby reducing a
drying time of the laundry.
[0068] The ironing part 400 may further include a hu-
midity sensor 416 and a controller 417. The humidity sen-
sor 416 may sense humidity values of surrounding air.
The humidity values sensed by the humidity sensor 416
may be input to the controller 417. Upon receiving the
humidity values sensed by the humidity sensor 416, the
controller 417 may compare the humidity values with a
predetermined value.
[0069] In the case where the humidity value input by
the humidity sensor 416 is equal to or greater than the
predetermined value, the controller 417 may operate the
dehumidifying unit 412 and the first blower unit 413. Fur-
ther, in the case where the humidity value input by the
humidity sensor 416 is lower than the predetermined val-
ue, the controller 417 may stop the dehumidifying unit
412 and the first blower unit 413. Accordingly, when the
dryer 400 dries the laundry, the dehumidifying unit 412
and the first blower unit 413 repeatedly operate and stop
automatically according to the surrounding humidity of
the laundry, thereby reducing power consumption.
[0070] It is desired that the humidity sensor 416 is in-
stalled close to the laundry hung on the hanging part 422
by using the hanger 421, so that the dehumidifying unit
412 and the first blower unit 413 may operate automati-
cally only in the case where the humidity of the surround-
ing air of the laundry hung on the hanging part 422 by
using the hanger 421 is equal to or greater than the pre-
determined value. Accordingly, it is desired that the hu-
midity sensor 416 is installed at the second upper panel
411a on the top of the cabinet 411.

Claims

1. A laundry treatment apparatus comprising:

a cabinet having an air inlet;
a dehumidifying unit which is disposed inside
the cabinet, and dehumidifies air suctioned into
the cabinet through the air inlet;
a first blower unit which is disposed at a top por-
tion of the cabinet, and discharges the air dehu-
midified in the cabinet by the dehumidifying unit;
and
a second blower unit which is disposed over the
cabinet with a distance therebetween, has a
hanging part on which a hanger is hung, and
suctions air to send the air to the laundry hung
on the hanger.

2. The laundry treatment apparatus of claim 1, wherein
when operating, the first blower unit is drawn out of
the cabinet, and when stopping operation, is inserted
into the cabinet.

3. The laundry treatment apparatus of claim 2, wherein

an access hole, through which the first blower unit
passes, is provided at the top portion of the cabinet.

4. The laundry treatment apparatus of claim 1, wherein
the first blower unit comprises:

a case having an air outlet; and
a fan which suctions the air dehumidified in the
cabinet by the dehumidifying unit, and sends the
air into the case.

5. The laundry treatment apparatus of claim 1, wherein:

the first blower unit is disposed below and rear-
ward of the hanging part, and discharges the
dehumidified air forward; and
the second blower unit discharges air forward
and downward from a rear side of the hanging
part.

6. The laundry treatment apparatus of claim 1, wherein
the dehumidifying unit comprises:

a compressor configured to compress a refrig-
erant;
a condenser configured to condense the refrig-
erant having passed through the compressor;
an expander configured to expand the refriger-
ant having passed through the condenser;
an evaporator configured to evaporate the re-
frigerant having passed through the expander
and moving to the compressor, and to dehumid-
ify air by cooling the air suctioned into the cab-
inet.

7. The laundry treatment apparatus of claim 1, wherein
the air inlet is provided at a front surface of the cab-
inet.

8. The laundry treatment apparatus of claim 1, wherein
a top surface of the cabinet is formed to be flat.

9. The laundry treatment apparatus of claim 8, further
comprising a wireless charging unit which is installed
at the top portion of the cabinet, and a top surface
of which is at the same height as the top surface of
the cabinet, such that the two top surfaces are dis-
posed horizontal to each other.

10. The laundry treatment apparatus of claim 1, further
comprising a first storage space which is opened and
closed by sliding forward and rearward in the cabinet,
and which stores an ironing board.

11. The laundry treatment apparatus of claim 1, further
comprising a second storage space which is opened
and closed by sliding forward and rearward in the
cabinet,
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wherein the second storage space has a first storage
part including a condensate water container which
stores condensate water generated by the dehumid-
ifying unit.

12. The laundry treatment apparatus of claim 11, where-
in the second storage space further comprises a sec-
ond storage part which stores at least one of an iron,
a streamer, and a remover.

13. The laundry treatment apparatus of claim 11, further
comprising:

a humidity sensor which senses a humidity value
of surrounding air of the laundry hung on the
hanger; and
a controller, which in response to the humidity
value sensed by the humidity sensor being equal
to or greater than a predetermined value, oper-
ates the dehumidifying unit and the first blower
unit, and in response to the humidity value
sensed by the humidity sensor being lower than
the predetermined value, stops the dehumidify-
ing unit and the first blower unit.
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