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Description

FIELD OF THE INVENTION

[0001] This invention relates to lighting systems, in par-
ticular for providing visible light as well as UV light, which
enables the synthesis in the human body of vitamin D.

BACKGROUND OF THE INVENTION

[0002] People spend approximately 90% of their time
indoors, a substantial amount of this at work, in an office.
[0003] White light sources can produce high quality
light with a color rendering index above 90 with very high
efficiencies. In general, compared with natural sunlight,
such light sources do not have certain parts of the spec-
trum, such as the UV part of the electromagnetic spec-
trum.
[0004] However, natural sunlight, and the UV content
in particular, is essential for the human body, for example
for vitamin D production. It would therefore be desirable
to have times during the working day when exposed to
natural sunlight. This exposure for example would help
the prevention of osteomalacia in adults. Studies have
found that 90% of the population worldwide is below suf-
ficient levels of Vitamin D, because of too limited expo-
sure to sunlight, and in particular the UV component of
natural sunlight, especially in winter time. A correlation
between low vitamin D levels and the incidence of a large
number of health issues has been identified, for example
mood, energy, muscle weakness, cardiovascular dis-
ease, multiple sclerosis, diabetes, obesity, depression,
Alzheimer’s, cancers, etc..
[0005] More and more people want a better work-life
balance, and would therefore appreciate exposure to
more healthy lighting during the working day. In addition,
increasing numbers of people take vitamin D supple-
ments for the prevention of osteomalacia, because of the
problem that artificial lighting does not enable sufficient
synthesis of vitamin D.
[0006] However, it is not easy to provide natural sun-
light in an office environment. There is therefore a need
for a lighting system which is able to replicate the benefits
of natural sunlight, but which can be used in an indoor
environment, such as an office environment.
[0007] For this purpose, it is possible to introduce UV
LEDs in combination with white LEDs and also colored
light. Furthermore, the use of UV LEDs has also been
proposed for producing both white light and also colored
light.
[0008] WO-2008/135927 discloses a solid state light-
ing device comprising a plurality of LEDs, which may for
example, comprise UV LEDs.
[0009] US-2010/327745 discloses a light assembly
with a lamp base, a housing, and a cover. The light as-
sembly further has a substrate or circuit board for sup-
porting solid state light sources that may generate the
same wavelength of light or different wavelengths of light.

Examples of suitable wavelengths include ultraviolet or
blue.
[0010] Low intensity UV light may also be used for other
applications such as for skin tanning, insect attraction,
skin treatment, disinfection, etc. Thus, systems which
provide UV light as well as visible light have applications
other than for emulating natural daylight.
[0011] It is known that UV light tends to degrade many
of the polymers which are used in current lighting appli-
cations, for example in a lighting diffuser.
[0012] There is therefore a need for a lighting system
which enables the provision of UV lighting as well as vis-
ible lighting, but without degrading the polymers which
are desired in the lighting system.

SUMMARY OF THE INVENTION

[0013] The invention is defined by the claims.
[0014] According to examples in accordance with an
aspect of the invention, there is provided a lighting sys-
tem, comprising:

a housing which comprises a support structure and
a light exit window for emitting light to the ambient
surroundings of the lighting system;
an arrangement of UV LEDs mounted on the support
structure, wherein the UV LEDs face the light exit
window;
an arrangement of visible light LEDs mounted on the
support structure; and
a reflector arrangement, wherein the visible light
LEDs face the reflector arrangement, and the reflec-
tor arrangement is for reflecting the visible light out-
put from the visible light LEDs to the exit window.

[0015] The housing defines a mixing chamber having
a top part and a bottom part. The mixing chamber com-
prises one or more side wall portions and a top wall por-
tion which forms the top part. The light exit window is
provided at the bottom part.
[0016] The UV LEDs are provided at the top part facing
the light exit window.
[0017] The visible light LEDs are mounted (i) on a rim
around the light exit window facing the top part, directly
or at an angle, (ii) on the one or more side wall portions
facing across the mixing chamber, or (iii) at the top part
facing in the direction of the light exit window, the reflector
arrangement comprising reflector portions over the visi-
ble light LEDs to block the light path to the light exit win-
dow.
[0018] Note that the term "light" is used broadly to refer
to the full electromagnetic spectrum, i.e. visible and UV
light. The term "light exit window" should for example be
understood accordingly.
[0019] This system provides the output of UV LEDs
directly to a light exit window of the lighting system,
whereas visible light LEDs deliver their output after re-
flection. This reflection can thus be used to provide de-
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sired beam shaping or diffusion so that beam shaping
components are not needed at the exit window. In this
way, UV deterioration of beam shaping components is
avoided. The reflector arrangement defines a light mixing
chamber particularly if diffuse reflections are provided or
it defines a more controlled a reflection profile particularly
if specular reflections are provided.
[0020] By way of example, no diffuser is used at the
light exit window, as would normally be used in order to
hide spottiness. Instead, the output of the visible light
LEDs is indirectly reflected to the outside.
[0021] The system may further comprise a UV beam
shaping arrangement for shaping the output of the UV
LEDs. This is used to ensure that all, or nearly all of the
UV LED output passes to the light exit window and thus
does not cause deterioration of other components. The
UV light is prevented from reaching the UV sensitive parts
of the light arrangement such as the visible light LEDs or
the polymer materials of the reflector arrangement.
[0022] The UV LEDs thus provide direct lighting. The
beam shaping arrangement is insensitive to UV light, and
may for example comprise a metallic shroud around each
UV LED or around sets of UV LEDs.
[0023] Alternatively, the beam shaping arrangement
may comprise a shaped part of the support structure.
This provides a more integrated design with fewer com-
ponents.
[0024] The beam shaping arrangement is for example
adapted to direct at least 80% of the output of the UV
LEDs directly to the exit window, for example at least
85%, for example at least 90%.
[0025] At most 20% of the visible light output from the
visible light LEDs may directly reach the light exit window,
for example at most 15%, for example at most 10%.
[0026] Thus, some direct light output from the visible
light LEDs can be allowed, with the reflected light still
providing the desired shielding of the visible appearance
of the LEDs. Similarly, a small proportion (i.e. intensity)
of the UV output may not directly reach the light exit win-
dow, as long as that proportion has a sufficiently low in-
tensity to avoid damage to the materials on which that
UV output is incident.
[0027] The system is designed so that there is no direct
path from the visible light LEDs to the light exit window
and so that all UV output is directed to the light exit win-
dow.
[0028] The housing defines a mixing chamber, with the
UV LEDs at a top part and the light exit window at a
bottom part. The UV LEDs then simply deliver a down-
ward UV output through the light exit window.
[0029] The visible light LEDs face into the mixing
chamber.
[0030] In a first alternative, the visible light LEDs are
mounted on a rim around the light exit window facing the
top part, directly or at an angle. Thus, they face generally
upwardly if the system is mounted with the light exit win-
dow facing downwardly.
[0031] In a second alternative, the mixing chamber

comprises one or more side wall portions and a top wall
portion which forms the top part, wherein the visible light
LEDs are mounted on the one or more side wall portions
facing across the mixing chamber. Thus, the visible light
LEDs face sideways.
[0032] In a third alternative, the visible light LEDs are
at the top part facing in the direction of the light exit win-
dow, and the reflector arrangement comprises reflector
portions over the visible light LEDs to block the light path
to the light exit window. In this case, all of the LEDs can
be mounted on the same surface facing the same (i.e.
parallel) direction. The direct light path from the visible
LEDs is however blocked by reflector portions. This may
be easier to manufacture.
[0033] The light exit window may comprise an empty
opening formed in the housing. Thus, the UV output does
not pass through any intermediate components at all.
[0034] Alternatively, the light exit window may have a
solid transparent UV-resistant closure. This can protect
the internal components of the lighting system.
[0035] The UV LEDs for example comprise UV-B LEDs
and the visible light LEDs for example comprise LEDs
for delivering white light, such as white LEDs or RGB
LED arrangements controllable to deliver a white light
output..
[0036] The lighting system may comprise an LED lamp
(reflector lamp or tubular lamp) or an LED luminaire.

BRIEF DESCRIPTION OF THE DRAWINGS

[0037] Examples of the invention will now be described
in detail with reference to the accompanying drawings,
in which:

Figure 1 shows a lighting system for providing
visible and UV light;

Figures 2 a-d show various modifications to the de-
sign of Figure 1;

Figures 3 a-d show further modifications to the de-
signs of Figure 1;

Figures 4 a-c show further modifications to the de-
signs of Figure 1;

Figures 5 a-c show further modifications to the de-
signs of Figure 1;

Figures 6 a-b show further modifications to the de-
signs of Figure 1; and

Figure 7 shows lighting devices which may use
the system.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0038] The invention provides a lighting system which
combines an arrangement of UV LEDs which face a light
exit window and an arrangement of visible light LEDs
which face a reflector arrangement. The reflection can
be used to provide desired beam shaping or diffusion so
that beam shaping components are not needed at the
exit window. In this way, UV deterioration of beam shap-
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ing components is avoided.
[0039] Figure 1 shows a lighting system for providing
visible and UV light into an area to be illuminated.
[0040] The system comprises a housing 10 which com-
prises a support structure on which LEDs can be mounted
and a light exit window 12. The support structure in this
example is an integral part of the housing, and comprises
regions 14 of the housing.
[0041] An arrangement of one or more UV LEDs 16 is
mounted on the support structure in particular at a top
part of the housing 10. The light exit window 12 is at a
bottom part of the housing. The UV LEDs deliver a down-
ward UV output through the light exit window. The UV
LEDs emit light with a wavelength from 100 nm to 400 nm.
[0042] Figure 1 shows a single UV LED, but there may
be an array of two or more UV LEDs. The UV LEDs face
the light exit window 12 so that their output 16’ is mainly
directed to the exit window 12 without interacting with
other parts of the system.
[0043] By way of example, at least 80% of the output
16’ of the UV LEDs (as a fraction of the total light intensity)
is directed to the exit window. There may be at least 85%,
or at least 90% of the UV LED output directed to the exit
window 12. Thus, some of the UV output may not directly
reach the light exit window.
[0044] The UV LED may be in the form of a package
which has an output beam shape which achieves this
directional control, without needing further beam shaping
optics. However, Figure 1 shows a beam shaping shroud
18 around the UV LED 16 for limiting the angular spread
of the output UV light to confine its direction generally
towards the exit window 12. The beam shaping shroud
is insensitive to UV light. The beam shaper may be a
metallic reflector. Aluminum is a preferred reflector ma-
terial as it has good reflectivity of UV. It may also be a
multi-layer reflector.
[0045] An arrangement of visible light LEDs 20 is also
mounted on the support structure 14. The visible light
LEDs emit light in a wavelength from 400 nm to 800 nm.
The visible light LEDs do not face the light exit window
but instead face into the housing. The housing functions
as a mixing chamber and for this purpose it has a reflec-
tive inner surface 22 which functions as a reflector ar-
rangement. The reflector arrangement is thus in this ex-
ample an integral part of the main outer housing, but a
separate housing and reflector may instead be provided.
[0046] The visible light LEDs 20 face the reflector ar-
rangement, i.e. the inner surface 22. The reflector ar-
rangement reflects the visible light output 20’ from the
visible light LEDs to the exit window. There may be a
single or multiple reflections before the light eventually
reaches the exit window 12. The effect is to provide light
mixing and/or redirection, thereby preventing the LEDs
being visible.
[0047] Some light from the visible light LEDs may di-
rectly reach the light exit window 12, but the majority un-
dergoes one or more reflections first. The reflection may
be specular or diffuse depending on the desired output

beam characteristics. By way of example, at most 20%
of the visible light output from the visible light LEDs may
directly reach the light exit window, for example at most
15%, for example at most 10%.
[0048] Thus, some direct light output from the visible
light LEDs can be allowed.
[0049] The design of the reflector arrangement, in com-
bination with the output characteristics of the visible light
LEDs 20, is chosen to achieve a desired beam direction,
beam spread and degree of collimation for the visible
light for the desired lighting application.
[0050] In the example shown in Figure 1, the visible
light LEDs 20 are provided on a rim 24 around the light
exit window. The visible light LEDs 20 are mounted on
the rim facing upwardly (i.e. facing the top part of the
housing). The rim 24 may be set back from the opening
as shown, or it may be coplanar with the light exit opening
12, and thus define the light exit opening (as in the ex-
amples shown in Figures 2 and 3).
[0051] This system provides most or all of the output
of the UV LEDs 16 directly to the light exit window where-
as the visible light LEDs 20 deliver their output after re-
flection. UV deterioration of components is avoided.
[0052] The light exit window 12 may be an opening, so
that no components are in the path of the UV light. For
example, no diffuser is used at the light exit window.
[0053] Figure 1 shows the housing having a generally
an arcuate (circular or elliptical) cross sectional shape.
The lighting system may be rotationally symmetric and
hence have a housing which is generally part-spherical
or part-ellipsoidal. Alternatively, the lighting system may
be elongate with a constant cross sectional shape, hence
forming a generally cylindrical design.
[0054] As explained above, the particular shape is de-
signed with the desired light output taken into consider-
ation.
[0055] Figure 2 shows various modifications to the de-
sign of Figure 1. It shows an angular housing design with
a top portion 30 and side portions 32 and a lower rim 24
which defines the light exit opening 12.
[0056] Figure 2A shows generally same arrangement
as Figure 1 but with the angular design and the rim 24
defining the exit window. There are two visible light LEDs
shown. There may however be a ring of LEDs around
the light exit window, for example on an annular circuit
board which sits on the rim 24. This would then provide
a more rotationally symmetric and smooth light output
pattern.
[0057] Figure 2B shows that there may be only a single
visible light LED 20.
[0058] Figure 2C shows that there may be multiple vis-
ible light LEDs at each side of the light exit window. They
may then form multiple concentric rings around the light
exit window, again for example on an annular circuit
board which sits on the rim 24. For a cylindrical design,
there are then multiple lines of visible LEDs along the
length of the system.
[0059] Figure 2D shows that the visible light LEDs 20
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may be provided on the side wall portions 32, so that they
face across the mixing chamber. Thus, the visible light
LEDs face sideways.
[0060] Figure 3 shows further designs.
[0061] Figure 3A shows that the visible light LEDs 20
do not need to face directly upwardly. They may be di-
rected at an angle to the upright direction to provide light
diagonally across the mixing chamber.
[0062] Figure 3B shows that the rim 24 on which the
visible light LEDs 20 are mounted may also perform a
beam shaping function. The reflecting surface can be
angled to limit the spread of light output.
[0063] Figure 3C shows that the reflector arrangement
may include features other than the outer housing. The
visible light LEDs are mounted at the top part 30 facing
in the direction of the light exit window. However, the
reflector arrangement comprises reflector portions 34
over the visible light LEDs to block the light path to the
light exit window. All of the LEDs 16, 20 can then be
mounted on the same surface which can ease manufac-
ture. Figure 3 also shows that the light exit opening may
then cover the full area of the bottom of the housing,
without any rim.
[0064] Figure 3D shows that the visible light LEDs 20
may face in different directions, by combining different
configurations as described above. In Figure 3D there
are visible light LEDs facing upwardly as well as inwardly
across the light mixing chamber.
[0065] Figure 4 shows further designs.
[0066] Figure 4A shows that the visible light LEDs may
be mounted directly on side wall portions (of a curved
reflector design in the example shown) instead of requir-
ing an additional rim.
[0067] Figure 4B shows that the beam shaping ar-
rangement 18 of the UV LED 16 may comprise a shaped
part of the support structure, i.e. the housing. This pro-
vides a more integrated design with fewer components.
The housing may have the same material design
throughout or they may be different reflection properties
at the beam shaping arrangement 18.
[0068] Figure 4C shows that the design of the rim may
provide a more complicated beam shaping function for
the light output of the visible light LEDs 20.
[0069] Figure 5 shows further designs.
[0070] As explained above, the light exit window 12
may be an empty opening in the housing. Figure 5A
shows that there may instead be a solid transparent UV-
resistant closure 50. This does not need to be a diffuser
and may instead be a transparent (to UV and to visible
light) window, for example of glass or quartz or any other
transparent substrate which is insensitive to UV.
[0071] Figure 5B shows that the closure 50 may be
curved to form a cylindrical or spherical or ellipsoidal out-
er shape.
[0072] Figure 5C shows that there may be multiple UV
LEDs 16. This applies to all designs.
[0073] Figure 6 shows further designs.
[0074] Figure 6A shows that a more complicated hous-

ing shape may be used. This example shows that the
housing may define a specular reflecting surface which
performs a collimation function. The specular reflective
collimator may be designed such that it collimates the
visible (e.g. white) light to form collimated indirect visible
(e.g. white) light.
[0075] Figure 6B shows a design with the visible light
LED in the direct path of the UV LED 16 but protected
by a shield 52 which may be an absorber or a reflector.
[0076] The UV LEDs for example comprise UV-B LEDs
and the visible light LEDs for example comprise white
light LEDs.
[0077] The housing, which forms the reflector arrange-
ment and/or defines the mixing chamber, is preferably
made from a plastic material, with a coating if required.
[0078] The plastic may be a silicone material, PMMA,
PET, PC, PE. The plastic may be provided with reflective
particles such as aluminum, silver flakes, Al2O3, BaSO4,
TiO2, or combinations thereof. Alternatively, a reflective
layer may be provided, such as aluminum or silver evap-
orated or deposited onto the plastic surface, or a polymer
coating of reflective particles. The polymer coating may
then comprise aluminum, silver flakes, Al2O3, BaSO4,
TiO2, or combinations thereof in a matrix material such
as polyvinyl butyral (PVB).
[0079] The reflectivity of the mixing chamber is for ex-
ample higher than 80%, more preferably higher than
85%, most preferably above 90%.
[0080] The visible light LEDs are typically white light
LEDs. The white light for example has a maximum devi-
ation to the black body locus (BBL) of 15 standard devi-
ations of color matching (SDCM), for example less than
10 SDCM or even 5 SDCM.
[0081] Preferably, the white light may have a color tem-
perature in the range from 2,000 K to 8,000 K, for example
2,500 K to 6,000 K, for example 2,800 K to 5,000 K.
[0082] Preferably, the white light is light which has a
color rendering index of at least 70, more preferably at
least 80, and most preferably at least 85.
[0083] The UV LEDs are for example UV-B LEDs. They
are designed to provide a dose of UV-B light which is
sufficient to provide the advantages of vitamin D produc-
tion, but not sufficient to cause skin damage. By way of
example, the light intensity of the system as a whole is
based on each UV-B LED having an output power of
400mW to 800mW. A total number of UV-B LEDs can be
for example in the range 1 to 40, giving a total output
power in the range 0.4mW to 30mW.
[0084] UV-B LEDs are commercially available, and are
mainly used in medical applications, for example for med-
ical photometry. There are also commercially available
UV-B lighting products for stimulating plant growth for
illuminating terrariums. The UV-B wavelength is in the
range 280nm to 315nm.
[0085] The invention is not however limited to UV-B
output, and the UV LEDs may operate in the UV-A or
UV-C bands as well as, or instead of the UV-B band.
[0086] The invention is also not limited to white visible
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light. The invention may be applied to a system delivering
any color output or indeed having a controllable color
point and/or color temperature.
[0087] Figure 7 shows lighting devices which may use
the system. The lighting system may comprise an LED
lamp such as a reflector lamp 60 or a tubular LED lamp
62 or it may comprise an LED luminaire 64.
[0088] As mentioned above, the combined visible and
UV lighting may be used to emulate natural daylight. In-
stead, the UV component may be for other purposes such
as for skin tanning, insect attraction, skin treatment, dis-
infection, etc.
[0089] Other variations to the disclosed embodiments
can be understood and effected by those skilled in the
art in practicing the claimed invention, from a study of
the drawings, the disclosure, and the appended claims.
In the claims, the word "comprising" does not exclude
other elements or steps, and the indefinite article "a" or
"an" does not exclude a plurality. The mere fact that cer-
tain measures are recited in mutually different dependent
claims does not indicate that a combination of these
measures cannot be used to advantage. Any reference
signs in the claims should not be construed as limiting
the scope.

Claims

1. A lighting system, comprising:

a housing (10) which comprises a support struc-
ture (14) and a light exit window (12) for emitting
light to the ambient surroundings of the lighting
system, the housing (10) defining a mixing
chamber having a top part and a bottom part,
the mixing chamber comprising one or more side
wall portions (32) and a top wall portion (30)
which forms the top part, the light exit window
(12) being provided at the bottom part;
an arrangement of UV LEDs (16) mounted on
the support structure (14);
an arrangement of visible light LEDs (20) mount-
ed on the support structure (14); and
a reflector arrangement (22), wherein the visible
light LEDs (20) face the reflector arrangement
(22), and the reflector arrangement (22) is for
reflecting the visible light output from the visible
light LEDs (20) to the exit window (12),
wherein the UV LEDs (16) are provided at the
top part facing the light exit window (12),
characterized in that the visible light LEDs (20)
are mounted:

(i) on a rim (24) around the light exit window
(12) facing into the mixing chamber and fac-
ing the top part, directly or at an angle,
(ii) on the one or more side wall portions
(32) facing across the mixing chamber, or

(iii) at the top part facing in the direction of
the light exit window (12), the reflector ar-
rangement (22) comprising reflector por-
tions (34) over the visible light LEDs (20) to
block the light path to the light exit window
(12).

2. A lighting system as claimed in claim 1, further com-
prising a UV beam shaping arrangement (18) for
shaping the output of the UV LEDs.

3. A lighting system as claimed in claim 2, wherein the
UV beam shaping arrangement (18) comprises a
shaped part of the support structure.

4. A lighting system as claimed in claim 2, wherein the
UV beam shaping arrangement comprises a respec-
tive metallic shroud (18) around each UV LED or
around sets of UV LEDs.

5. A lighting system as claimed in any one of claims 2
to 4, wherein the UV beam shaping arrangement (18)
is adapted to direct at least 80% of the output of the
UV LEDs directly to the exit window (12), for example
at least 85%, for example at least 90%.

6. A lighting system as claimed in any preceding claim,
wherein at most 20% of the visible light output from
the visible light LEDs (20) directly reaches the light
exit window, for example at most 15%, for example
at most 10%.

7. A lighting system as claimed in any preceding claim,
wherein the light exit window (12) comprises an emp-
ty opening formed in the housing.

8. A lighting system as claimed in any one of claims 1
to 6, wherein the light exit window has a solid trans-
parent UV-resistant closure.

9. A lighting system as claimed in any preceding claim,
wherein the UV LEDs comprise UV-B LEDs and the
visible light LEDs comprise white light LEDs or LED
arrangements capable of delivering a white light out-
put.

10. A lighting system as claimed in any preceding claim,
comprising an LED lamp, such as an LED reflector
lamp or tubular LED lamp, or an LED luminaire.

Patentansprüche

1. Beleuchtungssystem, das Folgendes umfasst:

ein Gehäuse (10), das einen Strukturträger (14)
und ein Lichtaustrittsfenster (12) zum Abgeben
von Licht zu der Umgebung des Beleuchtungs-
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systems umfasst, wobei das Gehäuse (10) eine
Mischkammer definiert, die einen oberen Teil
und einen unteren Teil aufweist, wobei die
Mischkammer einen oder mehrere Seiten-
wandabschnitte (32) und einen oberen
Wandabschnitt (30), der den oberen Teil bildet,
umfasst, wobei das Lichtaustrittsfenster (12) an
dem unteren Teil vorgesehen ist;
eine Anordnung aus UV-LEDs (16), die auf dem
Strukturträger (14) montiert ist;
eine Anordnung aus LEDs (20) mit sichtbarem
Licht, die auf dem Strukturträger (14) montiert
ist; und
eine Reflektoranordnung (22), wobei die LEDs
(20) mit sichtbarem Licht der Reflektoranord-
nung (22) zugewandt sind, und die Reflektora-
nordnung (22) zum Reflektieren des sichtbaren
Lichts, das von den LEDs (20) mit sichtbarem
Licht abgegeben wird, zu dem Lichtaustritts-
fenster (12) bestimmt ist,
wobei die UV-LEDs (16) an dem oberen Teil,
der dem Lichtaustrittsfenster (12) zugewandt ist
vorgesehen sind,
dadurch gekennzeichnet, dass die LEDs (20)
mit sichtbarem Licht montiert sind auf:

(i) einem Rand (24) um das Lichtaustritts-
fenster (12), das der Mischkammer zuge-
wandt ist, und dem oberen Teil direkt oder
mit einem Winkel zugewandt ist,
(ii) dem einen oder den mehreren Seiten-
wandabschnitten (32), der/die über die
Mischkammer zeigt/zeigen, oder
(iii) dem oberen Teil, der der Richtung des
Lichtaustrittsfensters (12) zugewandt ist,
wobei die Reflektoranordnung (22) Reflek-
torabschnitte (34) über den LEDs (20) mit
sichtbarem Licht umfasst, um den Lichtweg
zu dem Lichtaustrittsfenster (12) zu blockie-
ren.

2. Beleuchtungssystem nach Anspruch 1, das weiter
eine UV-Strahlformungsanordnung (18) zum For-
men der Ausgabe der UV-LEDs umfasst.

3. Beleuchtungssystem nach Anspruch 2, wobei die
Strahlformungsanordnung (18) einen geformten Teil
der Tragstruktur umfasst.

4. Beleuchtungssystem nach Anspruch 2, wobei die
Strahlformungsanordnung eine jeweilige metalli-
sche Verkleidung (18) um jede UV-LED oder um Sät-
ze von UV-LEDs umfasst.

5. Beleuchtungssystem nach einem der Ansprüche 2
bis 4, wobei die Strahlformungsanordnung (18) an-
gepasst ist, um mindestens 80 % der Ausgabe der
UV-LEDs direkt zu dem Lichtaustrittsfenster (12) zu

lenken, zum Beispiel mindestens 85 %, zum Beispiel
mindestens 90 %.

6. Beleuchtungssystem nach dem vorstehenden An-
spruch, wobei mindestens 20 % des sichtbaren
Lichts, das von den LEDs (20) mit sichtbarem Licht
ausgegeben wird, das Lichtaustrittsfenster direkt er-
reicht, zum Beispiel mindestens 15 %, zum Beispiel
mindestens 10 %.

7. Beleuchtungssystem nach einem der vorstehenden
Ansprüche, wobei das Lichtaustrittsfenster (12) eine
leere Öffnung, die in dem Gehäuse gebildet ist, um-
fasst.

8. Beleuchtungssystem nach einem der Ansprüche 1
bis 6, wobei das Lichtaustrittsfenster einen massiven
durchsichtigen UV-beständigen Verschluss um-
fasst.

9. Beleuchtungssystem nach einem der vorstehenden
Ansprüche, wobei die UV-LEDs UV-B-LEDs umfas-
sen, und die LEDs mit sichtbarem Licht LEDs mit
weißem Licht oder LED-Anordnungen, die fähig
sind, eine Weißlichtausgabe zu liefern, umfassen.

10. Beleuchtungssystem nach einem der vorstehenden
Ansprüche, das eine LED-Lampe, wie eine LED-Re-
flektorlampe oder röhrenförmige LED-Lampe oder
einen LED-Beleuchtungskörper umfasst.

Revendications

1. Système d’éclairage, comprenant :

un boîtier (10) qui comprend une structure de
support (14) et une fenêtre de sortie de lumière
(12) destinée à émettre de la lumière aux abords
du système d’éclairage, le boîtier (10) définis-
sant une chambre de mélange dotée d’une par-
tie supérieure et d’une partie inférieure, la cham-
bre de mélange comprenant une ou plusieurs
portions formant paroi latérale (32) et une por-
tion formant paroi supérieure (30) qui forme la
partie supérieure, la fenêtre de sortie de lumière
(12) étant prévue dans la partie inférieure ;
un agencement de DEL UV (16) monté sur la
structure de support (14) ;
un agencement de DEL de lumière visible (20)
monté sur la structure de support (14) ; et
un agencement réflecteur (22), dans lequel les
DEL de lumière visible (20) font face à l’agen-
cement réflecteur (22), et l’agencement réflec-
teur (22) sert à réfléchir la sortie de lumière vi-
sible provenant des DEL de lumière visible (20)
vers la fenêtre de sortie (12),
dans lequel les DEL UV (16) sont prévues dans
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la partie supérieure faisant face à la fenêtre de
sortie de lumière (12),
caractérisé en ce que les DEL de lumière visi-
ble (20) sont montées :

(i) sur un rebord (24) autour de la fenêtre
de sortie de lumière (12) faisant face à la
chambre de mélange et faisant face à la par-
tie supérieure, directement ou de façon obli-
que,
(ii) sur les une ou plusieurs portions formant
paroi latérale (32) faisant face à la chambre
de mélange, ou
(iii) dans la partie supérieure orientée dans
la direction de la fenêtre de sortie de lumière
(12), l’agencement réflecteur (22) compre-
nant des portions de réflecteur (34) sur les
DEL de lumière visible (20) pour bloquer le
trajet de la lumière vers la fenêtre de sortie
de lumière (12).

2. Système d’éclairage selon la revendication 1, com-
prenant en outre un agencement de mise en forme
de faisceau UV (18) pour mettre en forme la sortie
des DEL UV.

3. Système d’éclairage selon la revendication 2, dans
lequel l’agencement de mise en forme de faisceau
UV (18) comprend une partie mise en forme de la
structure de support.

4. Système d’éclairage selon la revendication 2, dans
lequel l’agencement de mise en forme de faisceau
UV comprend une enveloppe métallique respective
(18) autour de chaque DEL UV ou autour d’ensem-
bles de DEL UV.

5. Système d’éclairage selon l’une quelconque des re-
vendications 2 à 4, dans lequel l’agencement de mi-
se en forme de faisceau UV (18) est adapté pour
diriger au moins 80 % de la sortie des DEL UV di-
rectement vers la fenêtre de sortie (12), par exemple
au moins 85 %, par exemple au moins 90 %.

6. Système d’éclairage selon l’une quelconque des re-
vendications précédentes, dans lequel au plus 20 %
de la sortie de lumière visible provenant des DEL de
lumière visible (20) atteint directement la fenêtre de
sortie de lumière, par exemple au plus 15 %, par
exemple au plus 10 %.

7. Système d’éclairage selon l’une quelconque des re-
vendications précédentes, dans lequel la fenêtre de
sortie de lumière (12) comprend une ouverture vide
formée dans le boîtier.

8. Système d’éclairage selon l’une quelconque des re-
vendications 1 à 6, dans lequel la fenêtre de sortie

de lumière comporte une enceinte pleine, transpa-
rente et résistante aux UV.

9. Système d’éclairage selon l’une quelconque des re-
vendications précédentes, dans lequel les DEL UV
comprennent des DEL UV-B et les DEL de lumière
visible comprennent des DEL de lumière blanche ou
des agencements de DEL capables de produire une
sortie de lumière blanche.

10. Système d’éclairage selon l’une quelconque des re-
vendications précédentes, comprenant une lampe à
DEL, telle qu’une lampe réflecteur à DEL ou une
lampe à DEL tubulaire, ou un luminaire à DEL.
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