
Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give
notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in
a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art.
99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
1 

33
7 

77
3

B
1

��&������������
(11) EP 1 337 773 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
30.05.2007 Bulletin 2007/22

(21) Application number: 01961613.5

(22) Date of filing: 25.07.2001

(51) Int Cl.:
F16K 5/20 (2006.01) F16K 11/087 (2006.01)

(86) International application number: 
PCT/US2001/021118

(87) International publication number: 
WO 2002/031389 (18.04.2002 Gazette 2002/16)

(54) FOUR WAY VALVE

VIERWEGEVENTIL

SOUPAPE A QUATRE VOIES

(84) Designated Contracting States: 
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU 
MC NL PT SE TR

(30) Priority: 12.10.2000 US 686819

(43) Date of publication of application: 
27.08.2003 Bulletin 2003/35

(73) Proprietor: Metso Automation USA, Inc.
Shrewsbury, MA 01545 (US)

(72) Inventors:  
• WINQUIST, Melvin

Worcester, MA 00016 (US)

• BAYREUTHER, David
Griswold, CT 06351 (US)

(74) Representative: Poulin, Gérard
BREVALEX 
3, rue du Docteur Lancereaux
75008 Paris (FR)

(56) References cited:  
WO-A-98/36122 DE-A- 19 507 919
DE-C- 952 522 FR-A- 1 450 158
US-A- 2 623 724 US-A- 2 837 308
US-A- 3 194 267 US-A- 3 504 706
US-A- 3 696 710 US-A- 3 848 637
US-A- 4 319 734 US-A- 4 428 561
US-A- 4 972 877



EP 1 337 773 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

Field of the Invention

[0001] The invention relates to valves, and particularly
to four way ball valves, however certain aspects of the
invention (e.g., an improved seat/seal assembly) can al-
so be advantageously utilized in other types of valves.

Discussion of Background

[0002] Figure 6 schematically depicts a conventional
four way valve. The arrangement can accommodate two
inlet flows and provide two outlet flows, and can be used
where it is desired to switch or alternate the fluid flows
to be fed to different parts of a fluid system. By way of
example, a fluid flow system might utilize different fluids
and, periodically, it is desired to switch or change the
fluids which are to be fed into different flow paths of the
system. As shown in figure 6, utilizing a four way valve,
a single valve can switch a pair of inlets and outlets to
change the relationships of the inlets and outlets. The
valve of figure 6 includes inlets 1, 3 and outlets 2, 4, with
the position of the ball closure 6 determining the commu-
nicating relationships of the inlets and outlets. In the po-
sition shown in figure 6, the inlet 1 communicates with
the outlet 4 and the inlet 3 communicates with the outlet
2. By rotating the ball closure 6 by 90°, the inlet 3 then
communicates with the outlet 4, and the inlet 1 commu-
nicates with the outlet 2. Thus, the inlet 1 can be selec-
tively placed in communication with the outlet 2 or the
outlet 4, while the inlet 3 is in communication with which-
ever outlet is not in communication with inlet 1.
[0003] Figure 7 is an enlarged cross-sectional view of
the ball closure 6 for the four way valve of figure 6. As
shown, the closure 6 includes two bores 6a, 6b to provide
two flow paths between the inlets 1, 3 and outlets 2, 4 as
discussed above with reference to figure 6. One of the
problems with such a prior art valve is that, in order to
accommodate for the bores 6a, 6b, the size of the ball
closure is large. In addition, due to the size of the ball
closure, the torque required to rotate the ball is also large,
and the actuator (the device which turns a valve) must
therefore be sized to be able to overcome this torque.
[0004] The conventional four way valve is undesirable
in a number of respects. First, due to the size of the ball
closure, the other components of the valve, such as the
housing, seats/seals, stems, linkages, must be larger,
resulting in higher raw materials costs. In addition, higher
manufacturing costs are encountered in forming the var-
ious components. The excessive size for a given bore
size for the conventional four way valve not only results
in excessive costs, but also, the size for which the valve
can be practically manufactured is limited. For example,
with the conventional arrangement, it is impractical to
manufacture valves which are larger than 6"-8" in bore
diameter, since the overall valve size becomes exces-
sively large.

[0005] As an alternative to the use of a four way valve,
a series of valves and additional piping can be utilized.
For example, as shown in figure 8 (in which inlet and
outlet numbers corresponding to figure 6 are designated
similarly, with the addition of ten), an inlet 11 can alter-
natingly feed outlets 12, 14 utilizing a pair of valves 16a,
16b. In particular, when the valve 16a is "on," and valves
16b and 16c are "off," the flow passes from the inlet 11
to the outlet 12. When valves 16a and 16d are "off’ and
the valve 16b is "on," the flow passes from the inlet 11
to the outlet 14. Similarly, the flow from inlet 13 can be
alternatingly fed to the outlets 12, 14, with the flow fed
from 13 to 12 when 16c is "on" and 16a and 16d
are "off," and with the flow from 13 to 14 when valves
16b and 16c are "off’ and valve 16d is "on." As should be
readily apparent, such is more complex and expensive
in that four valves and additional piping are required.
Moreover, the system is further complicated in requiring
a control system which turns the valves on and off in
concert.
[0006] A further difficulty with the conventional four
way valve resides in providing a reliable and durable seat-
ing arrangement. The seat or seal is a part which contacts
the ball closure so that there is no leakage (or at least
minimal leakage) around the ball closure (and the flow
passes only through the bores of the closure without by-
passing the closure). Since the ball closure moves over
the seat as it is being moved to different positions, the
seat can wear (causing leakage between the seat and
the ball closure), particularly if the valve application calls
for the valve to be repeatedly switched (e.g., a million
cycles per year). To minimize leakage, a seal can be held
tightly against the ball closure, however, particularly with
the large conventional four way valve, a large torque is
then required to move the valve, making it more difficult
to control position and rapidly change the position of the
ball closure.
[0007] Accordingly, an improved four way valve is
needed.

SUMMARY OF INVENTION

[0008] It is therefore an object of the invention to pro-
vide an improved four way valve which is relatively easy
to manufacture and which is smaller than the conven-
tional valve for a given bore size or valve flow capacity.
In accordance with the present invention, a standard ball
closure is utilized with a pair of intersecting bores extend-
ing through the ball closure. An elliptical separator is then
provided within the ball closure so that the cross-bores
form two isolated passageways (or flow paths) through
the closure, and thereby provide a four way valve closure.
With this arrangement, the size of the closure for a given
bore diameter is greatly reduced. By way of example,
with a prior art four way valve as shown in figure 7, the
ratio of the ball diameter to the bore diameter is approx-
imately 3 to 1. In other words, a valve with a 6 inch di-
ameter bore requires a ball which is approximately 18
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inch in diameter. By contrast, with the present invention,
the ratio of the ball diameter to the bore diameter can be
reduced to 2 to 1 or less. Thus, a valve with a 6 inch
diameter bore can be achieved having a ball with a spher-
ical diameter of approximately 12 inches or less. As a
result, materials costs are reduced, not only for the ball
closure, but also for the other components of the valve,
such as the valve housing, seats, stems, etc. Further,
the torque required to turn the valve is reduced, and it
can therefore also be possible to utilize a smaller actuator
or other means for turning the valve. The invention also
provides an improved sealing/seating arrangement in
which the seal or seat is spring loaded against the closure
member. As a result, a reliable seal can be maintained
over a large number of cycles as discussed in further
detail herein.
[0009] The invention is more precisely defined in the
claims, with the original characteristic that the axis of ro-
tation of the closure member extends through first and
second ports of this closure member as well as an open-
ing of the housing in which the closure member is con-
tained.
[0010] The close prior art, for example WO 98/36122
A, DE 952 522 C, US-A-3 696 710 or DE 195 07 919 A,
fails to teach this characteristic.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] A more complete appreciation of the invention
and many of the attendant advantages will become ap-
parent from the detailed description which follows, par-
ticularly when read in conjunction with the accompanying
drawings in which:

Figure 1 is a perspective view of the four way closure
member of the invention;
Figure 2 is a side cross-sectional view of the ball
closure of figure 1;
Figure 3 is a perspective view of a present form of
the valve housing (or valve body) of the invention
with the top removed;
Figure 4 is a side cross-sectional view of the assem-
bled valve of the invention;
Figure 5 is a cut away perspective view of the valve
of figure 4;
Figure 6 is a schematic representation of a conven-
tional four way valve;
Figure 7 is a cross-sectional view of the closure
member of figure 6; and
Figure 8 is a schematic representation of a flow sys-
tem in which on-off valves are utilized in lieu of a four
way valve.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT

[0012] Figures 1 and 2 respectively depict perspective
and cross-sectional views of a preferred form of the clo-

sure member for a four way valve in accordance with the
invention. As shown, four ports are provided in the ball
valve closure. With reference to figure 2, the ports include
left and right ports 20, 22, and top and bottom ports 24,
26. (Left, right, top and bottom are used herein for ease
of reference with respect to the orientations shown in the
drawings. It is to be understood that, when installed, the
valve can be oriented differently than shown in the draw-
ings.)
[0013] In the embodiment shown in figures 1 and 2,
the ball closure is a trunion-type ball, with trunions 28,
30 provided on the top and bottom of the ball. The trunions
provide support and bearing surfaces for rotatably
mounting the ball closure. It is to be understood that the
present invention could also be utilized in non-trunion
mounted closures, or with only a single trunion. For ex-
ample, in lieu of a trunion mounting at the bottom of the
ball closure, the bottom port of the closure can directly
communicate with the bottom opening of the valve hous-
ing, with a seal provided to prevent leakage of the fluid
flow between the closure and the housing. The top trunion
could also be eliminated, for example, by mounting the
valve shaft (or stem) to an apertured plate or a spoke-
like assembly which is connected to the ball at the loca-
tion of the top port of the ball closure (so that the fluid
can flow through the top port 24). Accordingly, while the
presently preferred embodiment includes top and bottom
trunions, it is to understood that the invention is also ap-
plicable to arrangements which include a single trunion
or no trunions. In addition, although a ball closure is pres-
ently preferred, it is also to be understood that closure
members of other shapes (e.g., cylindrical) could also be
utilized.
[0014] In the arrangement shown in figures 1 and 2, a
shaft 34 (which is also called a "stem") is connected to
the trunion 28 for rotating the ball closure. As also shown
in the drawings, the top trunion 28 includes a plurality of
apertures 29. The apertures 29 allow the flow to pass
from the port 24, through the trunion 28, with the fluid
exiting the trunion via apertures 29. The lower trunion 30
is generally cylindrical and includes an aperture 31 so
that the flow passing into or out of the port 26 flows
through the aperture 31. A separator or divider 36 sep-
arates the ports 22, 26 from the ports 20, 24, so that two
flow paths are provided. In particular, flow which enters
port 22 will exit port 26 (and vice versa depending upon
the direction of the flow, i.e., flow which enters port 26
will exit port 22), while flow which enters port 20 will exit
port 24 (and vice versa).
[0015] As should be apparent, the valve closure is ad-
vantageous as compared with the prior arrangement in
a number of respects. First, the bore size for a given ball
diameter are significantly larger than that of the prior art
arrangement. As discussed earlier, the ratio of the ball
diameter to the bore diameter can be on the order of 2
to 1 or less, while with the prior four way valve, a ball
diameter of approximately 3 times the size of the bore
was needed. This not only made the conventional valve
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costly, but restricted the size which could be practically
manufactured. Accordingly, where a very large flow or
flow rate is required, the conventional four way valve
could not be utilized and alternate solutions would be
necessary, for example, utilizing plural valves as dis-
cussed earlier with reference to figure 8. However, utiliz-
ing a series of valves is undesirable in that the cost of
the valves and associated piping is less than optimal,
and the control system required to operate the valves in
concert becomes more complex. Moreover, as noted ear-
lier, with a large conventional four way valve, additional
complications are encountered in terms of the torque re-
quired to turn the valve (and thus the actuator required
to turn the valve) and such problems can be particularly
troublesome where the valve is required to rapidly and
repeatedly switch flow relationships.
[0016] An additional advantage of the valve in accord-
ance with the invention is that it is relatively simple to
manufacture. In particular, the ball closure 18 can be
formed simply by machining two cross bores (or, if de-
sired, casting a valve with two cross bores), with one bore
extending from port 20 to port 22 and the other extending
from port 24 to 26. The separator 36 can then be inserted
into the closure so that it extends across the intersection
of the bores to separate the ports of each bore and form
the two flow paths. In a present form, the separator 36
is a plate which is affixed inside of the ball closure 18,
for example, by welding. In the embodiment shown in
figures 1 and 2, the separator 36 is an elliptical plate.
[0017] Referring now to figure 3, a housing 7 for the
closure of figures 1 and 2 is shown, with the top of the
housing removed. The housing 7 includes four openings,
40, 42,44 and 46 to allow the passage of fluid for the four
ports of the ball closure. (As discussed hereinafter, the
housing top includes a fifth opening 5 which is not a flow
passageway, but which receives the top trunion of the
closure member.) The housing 7 can be formed, for ex-
ample, of carbon steel. In the arrangement of figure 3,
the housing 7 is formed of welded steel plates, however
it is to be understood that the housing can have various
forms, for example, with the housing 7 being cast and
having a different shape than that shown in figure 3.
[0018] The lower trunion 30 sits into the bottom aper-
ture 46 so that the flow passing through the port 26 and
aperture of the trunion 30 also passes through the aper-
ture 46. The flow which passes through the upper port
24 of the ball closure 18 passes through the apertures
29 and then into the valve housing itself (in the space
between the closure member and the housing). Since
the other apertures are sealed (as discussed in further
detail hereinafter), the flow exiting the apertures 29 and
into the housing exits through the aperture 44.
[0019] Figure 4 is a cross-section of the assembled
valve, while figure 5 is a cut-away view of the assembled
valve. As discussed earlier, the housing in figure 3 has
its top removed. The top is depicted at 50 in figure 4, and
includes an opening 5 which receives the trunion 28. The
trunion (and thus the ball closure) is thereby rotatably

mounted with respect to the housing 7, with the bearing
surfaces 28a (see figs. 1 and 2) in sliding contact with
the housing top 50. Within the space 52 between the
housing top and the bearing surfaces 28a a suitable seal,
such as an O-ring, can be disposed to prevent leakage
through the top 50 of the housing. As shown in the draw-
ing, fluid which enters from the right side of the housing
will pass into port 22 of the closure 18, and then will exit
through the port 26 of the closure and through the aper-
ture 31 of the trunion 30 so that the flow exits the bottom
of the valve (or the flow can be in the opposite direction).
Flow which enters from the left side of the housing enters
port 20 and then flows upwardly until it exits port 24 and
apertures 29 of the upper trunion 28. The flow passing
out of the apertures 29 then flows into the housing in the
space between the ball closure and the housing, and the
flow then exits the opening 44 (see figure 3) of the hous-
ing. Of course, suitable piping is connected to each of
the openings of the valve housing. As noted earlier, the
opening 44 is not sealed with respect to the closure mem-
ber of the valve, but instead, the opening 44 communi-
cates with a space between the housing and the closure
member so that the fluid exiting trunion apertures 29 will
pass through the space between the closure and the
housing and will exit through opening 44 (or vice versa
depending upon the flow direction). The closure member
18 is sealed with respect to the remaining apertures to
prevent leakage of the fluid into the valve body or around
the closure member.
[0020] As noted earlier, the upper trunion is sealed with
respect to the housing top 50 by, for example, an O-ring
seal 52. Similarly, the bottom opening 46 (fig. 3) of the
housing is sealed with respect to the trunion 30 by suit-
able means, such as an O-ring seal in the space shown
at 54. Similar to the mounting of the top trunion, the bot-
tom trunion 30 is rotatably received in the bottom opening
of the housing, with bearing surfaces 30a (figs. 1 and 2)
in sliding contact with the bottom surface of the housing
at the housing opening 46. The top and bottom trunions
28, 30 can be connected to the closure member at the
respective ports 24, 26, for example, by welding.
[0021] Although the seals about the upper and lower
trunions are relatively easy to achieve, e.g., with O-ring
seals, providing a durable seal at the ball closure and
about the ports 20, 22 can be more complicated. In par-
ticular, the seal at the closure member is provided upon
a spherical surface (i.e., where the closure is a ball clo-
sure) which moves across the seal repeatedly, and which
can be subjected to forces associated with the fluid flow.
In certain applications, the valve could cycle (i.e., change
positions) one million times or more per year. Thus, it is
desirable to provide a seal arrangement which is durable
so that leakage is minimized despite repeated cycling of
the valve.
[0022] In the arrangement shown in figure 4, a spring
loaded seal assembly is provided at the left and right
sides of the ball closure. Since the seal assemblies are
the same on the left and right sides, the same reference
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numerals are utilized for simplicity. The seals are shown
at 60, and are disposed within a flanged cylinder or sleeve
62. By way of example, the seals can be formed of a high
density polyethylene, and the flanged cylinder 62 can be
stainless steel. The flanged cylinder 62 provides for a
proper positioning of the seal 60, and also provides a
good sliding surface for a spring holder 64. The spring
holder 64 is an annular disk-like member having a plu-
rality of apertures or recesses 66 therein for receiving
springs 9 such as helical springs. For example, eight re-
cesses 66 can be distributed about the periphery of the
spring holder 64 for accommodating eight springs 9. The
spring holder 64 is slidable along the flanged cylinder 62,
and therefore should also have an outer surface which
provides for good sliding contact with the inner surface
of the flanged cylinder 62. For example, the spring holder
64 can be formed of stainless, with a polyethylene sleeve
or ring disposed about the spring holder for sliding contact
with the flanged cylinder 62. Optionally, an O-ring can
additionally be provided between the spring holder 64
and the seal 60 (at the outer periphery of the spring hold-
er) for further prevention of leakage.
[0023] Fastened to the exterior of the housing are
flanges 68, which provide mounting sites for connecting
pipe flanges to the valve. Mounting of the flanges 68 to
the housing causes loading of the springs (which extend
between the spring holders 64 and the flanges 68). Once
the flanges 68 are mounted and the springs are loaded,
the spring holder 64 (which is in sliding contact with the
flanged cylinder 62) in turn is urged against the seals 60
so that a tight seal is ensured against the ball closure 18.
This arrangement is advantageous in a number of re-
spects. The spring loading ensures that a tight seal is
maintained against the ball closure. Since the spring
holder 64 is slidably mounted, even upon the occurrence
of wear, a tight seal is maintained, since the spring holder
64 can move toward the ball closure and continue to urge
the seal 60 against the ball closure. It is to be understood
that alternate seal assemblies can be utilized with the
four way valve of the invention, however the use of a
spring loaded seal assembly is presently preferred to en-
sure a tight seal over a large number of valve cycles. It
is also to be understood that, although the seal assembly
described above is advantageously utilized with the four
way valve of the invention, it could also be utilized with
other types of valves.
[0024] As to the other elements of figures 4 and 5, a
mounting bracket is shown at 70, and can be used for
mounting whatever means are utilized for turning the
valve via shaft 34 (e.g., an actuator, motor, etc.). Bolts
72 are provided for fastening the top 50 to the remainder
of the housing, however, other fastening expedients
could also be utilized. As also shown in figure 5, the flang-
es 68 include two sets of apertures 74, 76. One set of
apertures 74 is utilized for fastening the flanges 68 to the
valve housing (and thus loading the springs of the seal
assemblies), while the other set of apertures 76 is utilized
for mounting of a pipe flange to the valve housing flange

68 and mount of the necessary piping to the valve. In the
present arrangement, the apertures 74 are not threaded.
Fasteners are inserted into the apertures 74 and screw
into threaded apertures provided in the housing walls.
[0025] In operation, the valve as discussed herein can
provide for rapid switching or alternating of the fluid flow
in a given system. For example, in the figure 4 position,
the port 20 of the ball closure is in communication with
the opening in the left side of the housing 7 (the opening
40 of figure 3) and fluid entering the left side of the housing
will then pass through the port 20, to the port 24, and
then through the apertures 29 of the trunion 28 so that
the flow exits through the opening 44 (fig. 3). When the
ball closure is rotated 180 from the figure 4 position, the
port 22 is then in communication with the opening on the
left side of the housing, so that the fluid entering the left
side of the housing exits through port 26 and then through
the bottom opening of the housing (opening 46 in fig. 3).
Similarly, in the position shown in figure 4, the port 22 is
in communication with the right side opening of the hous-
ing so that the flow which enters from the right passes
through port 26 and exits through the bottom of the hous-
ing. However, when the valve is rotated 180° from the
position shown in figure 4, the port 20 is in communication
with the right side opening of the housing so that the flow
entering the right side of the housing passes from port
20, through port 24 and apertures 29, and then passes
through the space 10 between the ball closure and the
valve housing 7 to exit opening 44 of the housing.
[0026] As should be apparent, a four way valve in ac-
cordance with the invention can be utilized for a wide
number of applications. Depending upon the system de-
sign or the fluid pressures encountered, a particular port
might be an inlet for one valve position and an outlet for
another valve position. Alternately, the fluid could be fed
to only one inlet, so that the valve is essentially utilized
to change the flow path for that fluid. As a further alter-
native, the four way valve can be utilized for reversing a
flow. For example, a fluid can be fed into port 22, so that
it flows to port 26 in the position shown in figure 4. A
pump can be connected to the left side of the valve such
that when the valve is rotated 180° from the position
shown in figure 4, the fluid which flowed from port 22 to
outlet 26 is then pumped from port 26 to port 22. The
foregoing are merely exemplary, and the four way valve
of the invention can be utilized in a variety of applications.
[0027] As noted earlier, although a particular form of
the present invention has been described herein, for ex-
ample, with the closure member a ball closure member
having a pair of trunion mountings the invention is not
limited to the arrangement specifically depicted. For ex-
ample, the closure could be provided in different forms,
for example, with a cylindrical closure member. In addi-
tion, in lieu of the use of a pair of trunion mountings, a
single trunion mounting could be provided at either the
top or the bottom of the closure member, or the ball clo-
sure could be mounted without the use of trunions.
[0028] Obviously, numerous modifications and varia-
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tions are possible in light of the above teachings. It is
therefore to be understood that, within the scope of the
appended claims, the present invention can be practiced
otherwise than as specifically disclosed herein.

Claims

1. A valve comprising:

a closure member (18) having first, second, third
and fourth ports (24, 26, 20, 22), respectively ;
a housing (7) having first, second, third and
fourth openings (44, 46, 42, 40), respectively ;
wherein a space (10) is provided inside of said
housing (7) between said closure member (18)
and said housing (7) and wherein said first open-
ing (44) of said housing (7) and said first port
(24) of said closure member (18) are in commu-
nication with said space (10) such that fluid flow-
ing through said first port (24) of said closure
member (18) flows through said space (10) and
through said first opening (44) of said housing
(7),
wherein said closure member (18) is rotatable
about an axis of rotation between first and sec-
ond positions, characterized in that said axis
of rotation extends through said first and second
ports (24, 26) of said closure member (18) and
through said second opening (46) of said hous-
ing (7).

2. A valve as recited in claim 1, further characterized
by including a first trunion (28) mounted to said clo-
sure member (18) at said first port (24), said first
trunion (28) including at least one aperture (29) in
communication with said space (10), such that fluid
flowing through said first port (24) of said closure
member (18) flows through said aperture (29), said
space (10) and said first opening (44) of said housing
(11).

3. A valve as recited in claim 2, further characterized
in that said housing (7) includes a fifth opening (5)
which receives said first trunion (28).

4. A valve as recited in claim 3, further characterized
in that said valve includes a second trunion (30) con-
nected to said closure member (18) at said second
port (26), and wherein said second opening (46) of
said housing (7) receives said second trunion (30).

5. A valve as recited in claim 1, further characterized
by including a trunion (30) mounted to said closure
member (18) at said second port (26), and wherein
said trunion (30) is received in said second opening
(46) of said housing (7).

6. A valve as recited in claim 1, further characterized
in that said closure member (18) is movable be-
tween first and second positions, and wherein in said
first position .

(a) said first port (24) of said closure member
(18) is in communication with said first opening
(44) of said housing (7) ;
(b) said second port (26) of said closure member
(18) is in communication with said second open-
ing (46) of said housing (7) ;
(c) said third port (20) of said closure member
(18) is in communication with said third opening
(42) of said housing (7) ; and
(d) said fourth port (22) of said closure member
(18) is in communication with said fourth open-
ing (40) of said housing (7) ;
and wherein in said second position :

(e) said first port (24) of said closure mem-
ber (18) is in communication with said first
opening (44) of said housing (7) ;
(f) said second port (26) of said closure
member (18) is in communication with said
second opening (46) of said housing (7) ;
(g) said third port (20) of said closure mem-
ber (18) is in communication with said fourth
opening (40) of said housing (7) ; and
(h) said fourth port (22) is in communication
with said third opening (42) of said housing
(7).

7. A valve as recited in claim 6, further characterized
in that said closure member (18) comprises a ball
closure member having a first bore forming said first
and second ports (24, 26) and a second bore forming
said second and third ports (26, 20), and wherein
said first bore and said second bore intersect at an
intersection, said ball closure further including a sep-
arator (36) extending across said intersection such
that said separator (36) isolates said first port (24)
from said second port (26) and said separator (36)
isolates said third port (20) from said fourth port (26),

wherein a first flow path through said closure
member (18) extends from said first port (24) to
said third port (20) and a second flow path
through said closure member (18) extends from
said second port (26) to said fourth port (22).

8. A valve as recited in claim 1, further characterized
by including a seal assembly, said seal assembly
comprising :

(a) a seal member (60) for providing a seal be-
tween said closure member (18) and said hous-
ing (7) ;
(b) a sleeve (62) for holding said seal member ;
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(c) at least one spring (9) ;
(d) a spring holder (64) slidably mounted within
said sleeve (62) for holding said at least one
spring (9) ; and
(e) a flange (68) removably mountable upon said
housing (7) about one of said first, second, third
or fourth openings (44, 46, 42, 40) and wherein
when said flange (68) is mounted upon said
housing (7), said spring (9) and said spring hold-
er (64) are disposed between said seal member
(60) and said flange (68) and said spring (9) is
under compression such that a force of said
spring (9) urges said seal member (60) against
said closure member (18).

Patentansprüche

1. Ventil, umfassend:

ein Schließelement (18) mit einem ersten, zwei-
ten, dritten bzw. vierten Anschluss (24, 26, 20,
22);
ein Gehäuse (7) mit einer ersten, zweiten, dritten
bzw. vierten Öffnung (44, 46, 42, 40);
wobei ein Raum (10) innerhalb des Gehäuses
(7) zwischen dem Schließelement (18) und dem
Gehäuse (7) vorgesehen ist, und wobei die erste
Öffnung (44) des Gehäuses (7) und der erste
Anschluss (24) des Schließelements (18) in Ver-
bindung mit dem Raum (10) derart sind, dass
ein Fluid, welches durch den ersten Anschluss
(24) des Schließelements (18) strömt, durch den
Raum (10) und durch die erste Öffnung (44) des
Gehäuses (7) strömt,
wobei das Schließelement (18) um eine Dreh-
achse zwischen einer ersten und einer zweiten
Position drehbar ist, dadurch gekennzeich-
net, dass die Drehachse durch den ersten und
den zweiten Anschluss (24, 26) des Schließele-
ments (18) und durch die zweite Öffnung (46)
des Gehäuses (7) verläuft.

2. Ventil nach Anspruch 1, ferner dadurch gekenn-
zeichnet, dass es einen ersten Zapfen (28) umfasst,
der bei dem ersten Anschluss (24) an dem
Schließelement (18) montiert ist, wobei der erste
Zapfen (28) wenigstens eine Öffnung (29) in Verbin-
dung mit dem Raum (10) derart umfasst, dass ein
Fluid, welches durch den ersten Anschluss (24) des
Schließelements (18) strömt, durch die Öffnung (29),
den Raum (10) und die erste Öffnung (44) des Ge-
häuses (11) strömt.

3. Ventil nach Anspruch 2, ferner dadurch gekenn-
zeichnet, dass das Gehäuse (7) eine fünfte Öffnung
(5) umfasst, die den ersten Zapfen (28) aufnimmt.

4. Ventil nach Anspruch 3, ferner dadurch gekenn-
zeichnet, dass das Ventil einen zweiten Zapfen (30)
umfasst, der bei dem zweiten Anschluss (26) an das
Schließelement (18) angeschlossen ist, und wobei
die zweite Öffnung (46) des Gehäuses (7) den zwei-
ten Zapfen (30) aufnimmt.

5. Ventil nach Anspruch 1, ferner dadurch gekenn-
zeichnet, dass es einen Zapfen (30) umfasst, der
bei dem zweiten Anschluss (26) am Schließelement
(18) montiert ist, und wobei der Zapfen (30) in der
zweiten Öffnung (46) des Gehäuses (7) aufgenom-
men ist.

6. Ventil nach Anspruch 1, ferner dadurch gekenn-
zeichnet, dass das Schließelement (18) zwischen
einer ersten und einer zweiten Position bewegbar
ist, und wobei in der ersten Position:

(a) der erste Anschluss (24) des Schließele-
ments (18) in Verbindung mit der ersten Öffnung
(44) des Gehäuses (7) ist;
(b) der zweite Anschluss (26) des Schließele-
ments (18) in Verbindung mit der zweiten Öff-
nung (46) des Gehäuses (7) ist;
(c) der dritte Anschluss (20) des Schließele-
ments (18) in Verbindung mit der dritten Öffnung
(42) des Gehäuses (7) ist; und
(d) der vierte Anschluss (22) des Schließele-
ments (18) in Verbindung mit der vierten Öff-
nung (40) des Gehäuses (7) ist;
und wobei in der zweiten Position:

(e) der erste Anschluss (24) des
Schließelements (18) in Verbindung mit der
ersten Öffnung (44) des Gehäuses (7) ist;
(f) der zweite Anschluss (26) des
Schließelements (18) in Verbindung mit der
zweiten Öffnung (46) des Gehäuses (7) ist;
(g) der dritte Anschluss (20) des
Schließelements (18) in Verbindung mit der
vierten Öffnung (40) des Gehäuses (7) ist;
und
(h) der vierte Anschluss (22) in Verbindung
mit der dritten Öffnung (42) des Gehäuses
(7) ist.

7. Ventil nach Anspruch 6, ferner dadurch gekenn-
zeichnet, dass das Schließelement (18) ein Kugel-
schließelement umfasst, welches eine erste Boh-
rung hat, die den ersten und den zweiten Anschluss
(24, 26) bildet, sowie eine zweite Bohrung, die den
zweiten und den dritten Anschluss (26, 20) bildet,
und wobei sich die erste Bohrung und die zweite
Bohrung an einer Schnittstelle schneiden, wobei das
Kugelschließelement ferner einen Separator (36)
umfasst, der sich über die Schnittstelle derart er-
streckt, dass der Separator (36) den ersten An-
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schluss (24) von dem zweiten Anschluss (26) isoliert,
und dass der Separator (36) den dritten Anschluss
(20) von dem vierten Anschluss (26) isoliert,

wobei eine erster Strömungsweg durch das
Schließelement (18) vom ersten Anschluss (24)
zum dritten Anschluss (20) verläuft, und ein
zweiter Strömungsweg durch das Schließele-
ment (18) vom zweiten Anschluss (26) zum vier-
ten Anschluss (22) verläuft.

8. Ventil nach Anspruch 1, ferner dadurch gekenn-
zeichnet, dass es eine Dichtungsgruppe enthält,
wobei die Dichtungsgruppe umfasst:

(a) eine Dichtungselement (60) zum Bereitstel-
len einer Dichtung zwischen dem Schließele-
ment (18) und dem Gehäuse (7);
(b) eine Hülse (62) zum Halten des Dichtungs-
elements;
(c) wenigstens eine Feder (9);
(d) einen Federhalter (64), der verschiebbar in-
nerhalb der Hülse (62) angeordnet ist, um die
wenigstens eine Feder (9) zu halten; und
(e) einen Flansch (68), der abnehmbar auf dem
Gehäuse (7) um eine der ersten, zweiten, dritten
oder vierten Öffnungen (44, 46, 42, 40) herum
montierbar ist, und wobei dann, wenn der
Flansch (68) auf dem Gehäuse (7) montiert ist,
die Feder (9) und der Federhalter (64) zwischen
dem Dichtungselement (60) und dem Flansch
(68) angeordnet sind, und die Feder (9) derart
komprimiert ist, dass eine Kraft der Feder (9)
das Dichtungselement (60) gegen das
Schließelement (18) beaufschlagt.

Revendications

1. Soupape comprenant :

un élément de fermeture (18) muni d’un premier,
deuxième, troisième et quatrième orifice (24, 26,
20, 22), respectivement ;
un logement (7) ayant une première, deuxième,
troisième et quatrième ouverture (44, 46, 42,
40), respectivement ;
dans laquelle un espace (10) est disposé à l’in-
térieur dudit logement (7) entre ledit élément de
fermeture (18) et ledit logement (7) et dans la-
quelle ladite première ouverture (44) dudit loge-
ment (7) et ledit premier orifice (24) dudit élé-
ment de fermeture (18) sont en communication
avec ledit espace (10) de sorte que le fluide tra-
versant ledit premier orifice (24) dudit élément
de fermeture (18) traverse ledit espace (10) et
ladite première ouverture (44) dudit logement
(7),

dans laquelle ledit élément de fermeture (18) est
rotatif autour d’un axe de rotation entre des pre-
mière et seconde positions, caractérisée en ce
que ledit axe de rotation traverse lesdits premier
et deuxième orifices (24, 26) dudit élément de
fermeture (18) et ladite deuxième ouverture (46)
dudit logement (7).

2. Soupape selon la revendication 1, caractérisée en
outre en ce qu’en incluant un premier tourillon (28)
monté sur ledit élément de fermeture (18) au premier
orifice (24), ledit premier tourillon (28) comprenant
au moins une ouverture (29) en communication avec
ledit espace (10) de sorte que le fluide traversant
ledit premier orifice (24) dudit élément de fermeture
(18) traverse ladite ouverture (29), ledit espace (10)
et ladite première ouverture (44) dudit logement (11).

3. Soupape selon la revendication 2, caractérisée en
outre en ce que ledit logement (7) comporte une
cinquième ouverture (5) qui reçoit ledit premier tou-
rillon (28).

4. Soupape selon la revendication 3, caractérisée en
outre en ce que ladite soupape inclut un deuxième
tourillon (30) relié audit élément de fermeture (18)
au deuxième orifice (26) et dans laquelle ladite se-
conde ouverture (46) dudit logement (7) reçoit ledit
deuxième tourillon (30).

5. Soupape selon la revendication 1, caractérisée en
outre en incluant un tourillon (30) monté sur ledit
élément de fermeture (18) au deuxième orifice (26),
et dans laquelle ledit tourillon (30) est reçu dans la-
dite deuxième ouverture (46) dudit logement (7).

6. Soupape selon la revendication 1, caractérisée en
outre en ce que ledit élément de fermeture (18) peut
se déplacer entre les première et seconde positions,
et dans laquelle dans ladite première position :

(a) ledit premier orifice (24) dudit élément de fer-
meture (18) est en communication avec ladite
première ouverture (44) dudit logement (7) ;
(b) ledit deuxième orifice (26) dudit élément de
fermeture (18) est en communication avec ladite
deuxième ouverture (46) dudit logement (7) ;
(c) ledit troisième orifice (20) dudit élément de
fermeture (18) est en communication avec ladite
troisième ouverture (42) dudit logement (7) ; et
(d) ledit quatrième orifice (22) dudit élément de
fermeture (18) est en communication avec ladite
quatrième ouverture (40) dudit logement (7) ;
et dans laquelle dans ladite deuxième position:

(e) ledit premier orifice (24) dudit élément
de fermeture (18) est en communication
avec ladite première ouverture (44) dudit lo-
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gement (7) ;
(f) ledit deuxième orifice (26) dudit élément
de fermeture (18) est en communication
avec ladite deuxième ouverture (46) dudit
logement (7) ;
(g) ledit troisième orifice (20) dudit élément
de fermeture (18) est en communication
avec ladite quatrième ouverture (40) dudit
logement (7) ; et
(h) ledit quatrième orifice (22) est en com-
munication avec ladite troisième ouverture
(42) dudit logement (7).

7. Soupape selon la revendication 6, caractérisée en
outre en ce que ledit élément de fermeture (18)
comprend un élément de fermeture sphérique pré-
sentant un premier alésage formant lesdits premier
et deuxième orifices (24, 26) et un second alésage
formant lesdits deuxième et troisième orifices (26,
20), et dans laquelle ledit premier alésage et ledit
second alésage se coupent à une intersection, ladite
fermeture sphérique inclut en outre un séparateur
(36) qui traverse ladite intersection de telle sorte que
ledit séparateur (36) isole ledit premier orifice (24)
dudit deuxième orifice (26) et ledit séparateur (36)
isole ledit troisième orifice (20) dudit quatrième ori-
fice (26),

dans laquelle un premier passage d’écoulement
à travers ledit élément de fermeture (18) s’étend
depuis ledit premier orifice (24) jusqu’audit troi-
sième orifice (20) et un deuxième passage
d’écoulement à travers ledit élément de ferme-
ture (18) s’étend à partir dudit deuxième orifice
(26) audit quatrième orifice (22).

8. Soupape selon la revendication 1, caractérisée en
outre en ce qu’en incluant un ensemble étanche,
ledit ensemble étanche comprend :

(a) un élément étanche (60) servant à réaliser
un joint entre ledit élément de fermeture (18) et
ledit logement (7) ;
(b) une douille (62) servant à maintenir ledit élé-
ment étanche ;
(c)au moins un ressort (9) ;
(d) un support de ressort (64) monté de manière
coulissante à l’intérieur de la douille (62) pour
maintenir ledit au moins un ressort (9) ; et
(e) une bride (68) pouvant être montée de ma-
nière amovible sur ledit logement (7) autour
d’une desdites première, deuxième, troisième
et quatrième ouvertures (44, 46, 42, 40) et dans
laquelle lorsque ladite bride (68) est montée sur
ledit logement (7), ledit ressort (9) et ledit sup-
port de ressort (64) sont disposés entre ledit élé-
ment étanche (60) et ladite bride (68) et ledit
ressort (9) est en compression de telle sorte

qu’une force dudit ressort (9) force ledit élément
étanche (60) contre ledit élément de fermeture
(18).

15 16 



EP 1 337 773 B1

10



EP 1 337 773 B1

11



EP 1 337 773 B1

12



EP 1 337 773 B1

13



EP 1 337 773 B1

14



EP 1 337 773 B1

15



EP 1 337 773 B1

16



EP 1 337 773 B1

17


	bibliography
	description
	claims
	drawings

