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Description

BACKGROUND

[0001] The present disclosure relates to a calibrating
system for an infrared (IR) sensor or any broadband de-
tector responsive to electromagnetic radiation from var-
ying radiation source types.
[0002] Detectors typically include an array of pixels,
each pixel being operable to generate or pass a current
in response to electromagnetic energy incident upon the
pixel. In most cases the generated or passed current is
proportional to the incident energy.
[0003] These pixels are prone to some fluctuation in
their response behavior over the life of the detector. Reg-
ular calibration is typically desirable so as to ensure uni-
formity in measurements. It is important to know the rel-
ative operation performance of the pixels relative to them-
selves. An unknown change in performance could lead
to erroneous data regarding measurements of an elec-
tromagnetic energy source. As such, calibration is used
to correct for pixel to pixel variations, such as a non-
uniformity correction, and changes in the pixel response
over time.
[0004] Typically, the calibration is accomplished by
placing source(s) at or near the detector. The source il-
luminates the detector. Although calibration in a labora-
tory environment is typically performed before deploy-
ment, regular re-calibration after deployment is highly de-
sired for the reasons stated above.
[0005] As detector assemblies of this type are fre-
quently used in space based devices, a complex calibra-
tion system is quite undesirable. Size and weight are ever
present factors in the cost of assembly and launch. The
greater one component is in terms of size and weight,
generally the smaller some other component must be.
[0006] Further, the system must also be designed to
withstand the forces encountered during launch and de-
ployment and then repeated operation requests without
being easily serviceable. There are also a number of ex-
isting elements that are highly desired for detector func-
tionality, such as spectral filter wheels and guidance sys-
tems. Options to provide calibration without compromis-
ing existing systems has proven challenging as well.
[0007] FIGS. 1 and 2 illustrate conventional system
100 used for calibrating detector 102. FIG. 1 illustrates
system 100 in a non-calibration mode of operation, while
FIG. 2 illustrates calibration system 100 in a calibration
mode of operation.
[0008] System 100 includes source assembly 108 hav-
ing one or more light sources 112 (e.g., light sources
112A-C), mirror 110 and detector 102. Light source 112
is configured to emit light. Mirror 110 is configured to
receive the light from source 112 and redirect or reflect
the light to detector 102.
[0009] System 100 also includes two mechanisms that
are used for calibrating detector 102. These mechanisms
include source assembly rotation mechanism 104 and

mirror rotation mechanism 106. Source assembly rota-
tion mechanism 104 rotates or moves light source 112
to illuminate mirror 110 and thus detector 102. That is,
source assembly rotation mechanism 104 directs the
Field of View (FOV) of detector 102 at source 112. Mirror
rotation mechanism 106 rotates or moves mirror 110 into
the incoming light path from source 112 so that mirror
110 receives the light from source 112, and redirects that
light onto detector 102.
[0010] During calibration mode of system 100, as
shown in FIG. 2, source 112B is moved or rotated by
source assembly rotation mechanism 104, and mirror
110 is moved or rotated by mirror rotation mechanism
108 such that the light emitted by source 112B is received
by mirror 110, and the received light is reflected by mirror
110 onto detector 102. Also, during calibration mode,
source 112A and mirror 110 are moved or rotated such
that the light emitted by source 112A is received by mirror
110 and reflected by mirror 110 onto detector 102, while
source 112C and mirror 110 are moved or rotated such
that the light emitted by source 112C is received by mirror
110 and reflected by mirror 110 onto detector 102.
[0011] These two discrete mechanisms (i.e., source
assembly rotation mechanism 104 and mirror rotation
mechanism 106) used for calibrating detector 102 add
complexity to system 100 and introduce additional relia-
bility concerns over a single mechanism.
[0012] US 5,343,040 A1 discloses a system compris-
ing a forward looking infrared sensor, a scanning mirror
and two thermal reference sources. The scanning mirror
views an external scene and the infrared energy from the
scanning mirror is directed along an optical path to the
solid state detector.
[0013] US 3,576,944 A teaches a scanning radiometer
for producing long wave length infrared photographs and
radiometric measurements. The instrument provides a
raster type area scan by varying the horizontal and ver-
tical field-of-view of the instrument. A detector produces
a video signal which can be displayed on an oscilloscope
and recorded with a camera to produce an area scanned
picture.
[0014] From US 5,311,273 a method and an apparatus
for calibrating a spectrometer, in particular a Fourier
transform spectrometer, in particular for the infrared
spectral range, are known. At least four black body radi-
ators of different temperatures are provided, which are
arranged horizontally, thereby avoiding temperature gra-
dients due to convection. The temperature of the at least
four radiators is determined by means of calibrating
method without a separate measurement.
[0015] Embodiments of the present disclosure pro-
vides improvements over the conventional calibrating
systems.

SUMMARY

[0016] The invention is defined by the appended
claims.
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[0017] One embodiment relates to a calibration system
for a detector. The calibration system includes a base
member, a plurality of radiation sources fixedly attached
to the base member, and a positioning mechanism at-
tached to the base member. Each radiation source is
maintained at a different temperature and is configured
to emit electromagnetic energy. The positioning mecha-
nism includes a movable member having a single degree
of freedom with respect to the base member and a plu-
rality of optical elements arranged on the movable mem-
ber. Each optical element corresponds to one of the ra-
diation sources and each optical element is configured
to at least be movable between a calibration position and
a non-calibration position. When the optical element is
in the calibration position, the optical element is config-
ured to receive the electromagnetic energy from its cor-
responding radiation source and to reflect the electro-
magnetic energy to a detector.
[0018] These and other aspects of the present disclo-
sure, as well as the methods of operation and functions
of the related elements of structure and the combination
of parts and economies of manufacture, will become
more apparent upon consideration of the following de-
scription and the appended claims with reference to the
accompanying drawings, all of which form a part of this
specification, wherein like reference numerals designate
corresponding parts in the various figures. In one exam-
ple of the present disclosure, the structural components
illustrated herein can be considered drawn to scale. It is
to be expressly understood, however, that many other
configurations are possible and that the drawings are for
the purpose of example, illustration and description only
and are not intended as a definition or to limit the scope
of the present disclosure. It shall also be appreciated that
the features of one embodiment disclosed herein can be
used in other embodiments disclosed herein. As used in
the specification and in the claims, the singular form of
"a", "an", and "the" include plural referents unless the
context clearly dictates otherwise.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] Various embodiments will now be disclosed, by
way of example only, with reference to the accompanying
schematic drawings in which corresponding reference
symbols indicate corresponding parts, in which:

FIG. 1 illustrates a conventional system for calibrat-
ing a sensor, wherein the system is in a non-calibra-
tion mode of operation;

FIG. 2 illustrates the conventional calibrating system
of FIG. 1 in a calibration mode of operation;

FIG. 3 illustrates a calibrating system for a detector
in accordance with an embodiment of the present
disclosure;

FIG. 4 illustrates another view of the calibrating sys-
tem of FIG. 3;

FIG. 5 illustrates the calibrating system of FIG. 3,
wherein movable member and its optical elements
are in a stowed position and in a non-calibration
mode of operation in accordance with an embodi-
ment of the present disclosure;

FIG. 6 illustrates the calibrating system of FIG. 3,
wherein the movable member is in an operational
position with a first optical element in a calibration
mode of operation in accordance with an embodi-
ment of the present disclosure;

FIG. 7 illustrates the calibrating system of FIG. 3,
wherein the movable member is in the operational
position with a second optical element in a calibration
mode of operation in accordance with an embodi-
ment of the present disclosure; and

FIG. 8 illustrates the calibrating system of FIG. 3,
wherein the movable member is in the operational
position with a third optical element in a calibration
mode of operation in accordance with an embodi-
ment of the present disclosure.

DETAILED DESCRIPTION

[0020] As noted in the background section of the
present application, the conventional calibrating systems
have at least two degree of freedom mechanisms. That
is, the conventional calibrating systems use two distinct
mechanisms to calibrate the detector. One mechanism
moves the mirror into incoming optical path (i.e., from
source) and another mechanism moves or rotates
source(s). These two discrete mechanisms add com-
plexity to the calibrating system and introduce additional
reliability concerns beyond that of a single mechanism.
[0021] The present disclosure provides a calibrating
system having only one, single degree of freedom mech-
anism. This single degree of freedom mechanism moves
or rotates a member having very small optics so that the
optics point to stationary black bodies. The paddle wheel
calibrator proposed in the present application, thus, re-
duces the complexity of the calibrating system by main-
taining stationary black bodies and eliminating a second
mechanism.
[0022] FIGS. 3 and 4 illustrate calibrating system 300
for detector 328 in accordance with an embodiment of
the present disclosure.
[0023] In one embodiment, detector 328 is an infrared
(IR) sensor configured to be responsive to an infrared
radiation. Such infrared (IR) sensor may be configured
to be responsive to mid wavelength infrared radiation,
short wave infrared radiation, or long-wavelength infra-
red radiation. For example, detector 328 may be a mid-
wave infrared (IR) sensor configured to be responsive to
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mid-wave infrared radiation.
[0024] In another embodiment, detector 328 may be
configured to be responsive to the electromagnetic radi-
ation from different types of radiation sources. For exam-
ple, detector may include a detector configured to be re-
sponsive to visible light or a hyperspectral detector. De-
tector 328 may be a visible detector configured to be
responsive to the electromagnetic radiation from different
visible sources. As will be explained in detail below, dif-
ferent types of radiation sources may include, for exam-
ple, visible light radiation source, infrared radiation
source, and black body radiation source.
[0025] Calibration system 300 includes base member
302, plurality of radiation sources 304 fixedly attached to
base member 302, and positioning mechanism 306 at-
tached to base member 302. Each radiation source 304
may be maintained at a different temperature and con-
figured to emit electromagnetic energy. Positioning
mechanism 306 includes movable member 308 having
a single degree of freedom with respect to base member
302 and plurality of optical elements 310 arranged on
movable member 308. Each optical element 310 corre-
sponds to one of the radiation sources 304, and each
optical element 310 is configured to at least be movable
between a calibration position and a non-calibration po-
sition. When optical element 310 is in the calibration po-
sition, optical element 310 is configured to receive the
electromagnetic radiation or energy from its correspond-
ing radiation source 304 and to reflect the electromag-
netic radiation or energy to detector 328.
[0026] Each radiation source 304 is positioned such
that detector 328 receives the electromagnetic radiation
or energy emitted from radiation source 304 via its cor-
responding optical element 310. Each radiation source
304 may be any source of electromagnetic radiation or
energy capable of emitting a sufficient amount of elec-
tromagnetic radiation or energy for detection by detector
328.
[0027] Plurality of radiation sources 304 may include
two different types of radiation sources. Different types
of radiation sources may include visible light radiation
source, shortwave infrared radiation source, and long
wavelength radiation source. For example, the visible
light radiation sources are configured to provide visible
(VIS) or visible-near (VIS/NIR) radiation. The infrared ra-
diation sources are configured to provide short wave-
length infrared radiation (SWIR), mid-wavelength infra-
red radiation (MWIR), long wavelength infrared radiation
(LWIR) and/or very long wavelength infrared (VLWIR)
radiation.
[0028] Each radiation source 304 may emit radiation
having a wavelength of visible light or a wavelength long-
er than that of visible light. For example, each radiation
source 304 may emit radiation having a wavelength in
the range of 390 nanometers (nm) to 300 micrometers
(mm). In one embodiment, each radiation source 304 may
include a blackbody (e.g., heated filament) source. In an-
other embodiment, each radiation source 304 may in-

clude Light Emitting Diodes (LEDs), laser diodes, and/or
combinations thereof.
[0029] In one embodiment, plurality of different radia-
tion sources 304 is used to provide uniform pixel illumi-
nation of detector 328. Only one radiation source can be
used at any one time, but multiple simultaneous sources
are typically not required for uniformity calibrator. The
plurality of radiation sources 304 may include two or more
blackbody sources 304. In the illustrated embodiment,
as shown in FIGS. 3 and 4, the plurality of radiation sourc-
es 304 include three blackbody sources 304A-C.
[0030] Each radiation source 304 may be maintained
at a different temperature. For example, three blackbody
sources 304A-C, in the illustrated embodiment, may be
a relatively hot blackbody source 304C maintained within
a temperature range of 350K-420K, an ambient black-
body source 304B maintained within a temperature range
of 290K-310K and a relatively cold blackbody source
304A maintained within a temperature range of 250K-
275K. In one embodiment, ambient blackbody source
304B is maintained at a temperature range that is be-
tween the temperature range of the relatively hot black-
body source 304C and the relatively cold blackbody
source 304A. In one embodiment, each blackbody
source 304A-C may be 0.75 inches long and 1.1 inches
wide. In another embodiment, each black body source
304A-C may be of different sizes.
[0031] Each radiation source 304 is fixedly attached to
base member 302. That is, each radiation source 304 is
arranged to be stationary relative to its optical element
310.
[0032] This arrangement in which the radiation sourc-
es are maintained stationary relative to its optical ele-
ments is configured to reduce the power supply required
to heat the hot radiation source and to reduce the amount
of cooling for the cold radiation source. For example, in
one embodiment, the discrete radiation sources are
made of thermally conductive material (e.g., Aluminum
or Copper) and are coated black (painted or otherwise
coated). The temperature and thermal gradients of these
discrete radiation sources are tightly controlled and
measured. Since the temperature of the radiation sourc-
es are at either above or below an environmental tem-
perature, thermal cooling or heating is desired to maintain
the temperature of these radiation sources. In a vacuum,
conduction is one of the most efficient methods of thermal
heat transfer. Radiation, which is significantly less effi-
cient than conduction, takes its place after the conduc-
tion. Since the thermal connection between the radiation
sources and their thermal interfaces is conductive, in the
case of the hot radiation source, the required power to
heat the radiation source is reduced. In the case of the
cold radiation source, the thermal interface temperature
to the radiation source does not need to be as cold as if
it were connected radiatively (e.g., via a radiative link) as
would be the case if the black bodies were on a rotation
stage. Therefore, maintaining stationary black bodies
(radiation sources) is more efficient for power and cool-

5 6 



EP 2 559 980 B1

5

5

10

15

20

25

30

35

40

45

50

55

ing.
[0033] In one embodiment, radiation sources 304A-C
are fixedly attached to base member 302 via members
318 and 320. That is, radiation sources 304A-C are fix-
edly attached to members 318 and 320, which in turn are
fixedly attached to base member 302. Member 318 is
also configured to act as a thermal interface between
cold blackbody source 304A and a cryoradiator (not
shown). Member 320 is configured to act as a thermal
interface between ambient blackbody source 304B and
hot blackbody source 304C to a radiator. Member 318 is
generally referred to as a cold thermal interface and
member 320 generally referred to hot thermal interface.
[0034] In one embodiment, there are limitations to how
much power various radiator interfaces reject, the seg-
regation of these radiator interfaces allows for a single
more efficient radiator ("cold") to be used to passively
cool cold black body source 304A. Member 320 may be
used to attach warm black body source 304B and hot
black body source 304C to a less efficient, warm radiator.
[0035] The radiation sources 304 are fixedly attached
to base member 302 by any suitable thermally isolative
attachment mechanisms as would be appreciated by one
skilled in the art. In one embodiment, the attachment
mechanism includes, but not limited to, welding, inter-
locking fitting, friction fitting, or adhesive bonding.
[0036] Referring to FIG. 4, plurality of thermal isolators
326 is disposed between member 318 and base member
302 and between member 320 and base member 302.
Due to its connection to a source selection mechanism
motor, which generates heat during operation, base
member 302 is generally at a different temperature than
cold and hot radiator thermal interfaces 318 and 320.
The thermal isolators 326 are configured to minimize the
heat transfer from base member 302 to cold radiator ther-
mal interface or member 318 and the heat transfer from
base member 302 to hot radiator thermal interface or
member 320. One example of thermal isolator 326 may
be G-10 isolator. In another embodiment, these thermal
isolators 326 may be formed from any material having
poor thermal conductivity. Thermal isolators 326 may be
configured to provide different thermal insulation be-
tween member 318 and base member 302 and between
member 320 and base member 302.
[0037] Positioning mechanism 306 includes movable
member 308 having a single degree of freedom with re-
spect to base member 302 and plurality of optical ele-
ments 310 arranged on movable member 308.
[0038] As used herein, single degree of freedom may
refer to either translation of movable member 308 along
only one direction (i.e., linear or axial motion or movement
of movable member 308 along only one axis) or rotation
of movable member 308 about only one axis. The six
degrees of freedom are generally defined as axial or lin-
ear motion along the X, Y and Z axes, and rotation around
each of these axes. In the illustrated embodiment, mov-
able member 308 has a single degree of freedom that
provides rotation of movable member 308 about one axis.

However, it is contemplated that movable member 308
may have a single degree of freedom that provides a
linear or an axial movement of movable member 308
along anyone of the X, Y and Z axes.
[0039] In one embodiment, movable member 308 is
rotatable with respect to an axis A-A (shown in FIG. 4)
that passes through base member 302.
[0040] In one embodiment, movable member 308 may
be in the form of a partial-disk shaped structure. In one
embodiment, movable member 308 may be a quarter-
disk shaped structure. In another embodiment, movable
member 308 may be half-disk shaped structure.
[0041] Optical elements 310 are arranged on movable
member 308. Each optical element 310 corresponds to
one of the radiation sources 304, and each optical ele-
ment 310 is configured to at least be movable between
a calibration position and a non-calibration position.
[0042] In one embodiment, each optical element 310
includes a faceted configuration. This faceted mirrored
optic configuration of optical element 310 allows the cal-
ibration system of the present disclosure to be used
across a wide range of the electromagnetic spectrum,
including, visible (VIS), visible-near (VIS/NIR), short
wavelength infrared (SWIR), mid-wavelength infrared
(MWIR), long wavelength infrared (LWIR) and very long
wavelength infrared (VLWIR).
[0043] In one embodiment, plurality of optical elements
310 may include two or more optical elements. In the
illustrated embodiment, as shown in FIGS. 3 and 4, plu-
rality of optical elements 310 include three optical ele-
ments 310A-C. For example, optical elements 310A,
310B, and 310C correspond blackbody sources 304A,
304B, and 304C, respectively. The number of optical el-
ements 310 in system 300 may be made equal to the
number of blackbody or radiation sources desired for cal-
ibration and is not limited to three.
[0044] Optical element 310 may be a powered optical
element. In one embodiment, optical element 310 may
be a positively powered optical element configured to
focus radiation energy from blackbody source 304 so that
the radiation is uniformly received by detector 328.
[0045] In one embodiment, optical elements 310A,
310B, and 310C may have the same shape, size, optical
power and/or other characteristics. In another embodi-
ment, optical elements 310A, 310B, and 310C may have
different shape, size, optical power and/or other charac-
teristics.
[0046] In one embodiment, optical elements 310A,
310B, and 310C may be customized for each blackbody
position in order to minimize potential optical aberrations
to allow all three black bodies to be identical in shape
and size at each position.
[0047] As will be explained in detail with respect to
FIGS. 6-8, when optical element 310 is in the calibration
position, optical element 310 is configured to receive the
electromagnetic radiation or energy from its correspond-
ing radiation source 304 and to reflect the electromag-
netic radiation or energy to detector 328.
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[0048] In contrast to the conventional approaches,
paddle wheel or movable member 308 only requires tem-
perature sensors behind each of the optical elements
310A-C. This is mainly because radiation sources 304
are not attached to and are not moving with respect to
movable member 308. If the radiation sources were at-
tached to member 308, a significant wire count for heat-
ers and temperature sensors would be required to pass
over the rotation axis of movable member 308 in the form
of a cable wrap. The reduction of power and signal wires
over the cable wrap simplifies the cable wrap design.
[0049] System 300 also includes a plurality of dividers
(not shown). Each divider is disposed between two opti-
cal elements 310 so that each radiation source illumi-
nates its corresponding optical element only and does
not illuminate any other optical element. For example, as
shown in FIG. 6, optical element 310A is only illuminated
by blackbody source 304A and not by sources 304B or
304C.
[0050] Positioning mechanism 306 also includes motor
and resolver assembly 322. Movable member 308 is op-
eratively connected to motor and resolver assembly 322.
[0051] The motor is configured to vary the position of
movable member 308 with respect to base member 302.
In one embodiment, the motor may be a stepper motor
configured to supply a drive force and to facilitate variable
positioning of the movable member 308. In one embod-
iment, the motor is operational under the direction of a
control system (not shown) to move or rotate movable
member 308 for calibration purposes. Motor and resolver
assembly 322 may include an actuator coupled to receive
the drive force from the motor to move or rotate movable
member 308 for calibration purposes.
[0052] Motor and resolver assembly 322 may also in-
clude a resolver that is configured to sense the position
of the motor, e.g., rotational position, and to determine
the position of movable member 308. The resolver may
send the positional information of movable member 308
to the control system, which in response controls the op-
eration of the motor.
[0053] FIG. 5 illustrates calibrating system 300, where-
in movable member 308 and its optical elements are in
a stowed position and in a non-calibration mode of op-
eration in accordance with an embodiment.
[0054] When optical elements 310A, 310B, and 310C
are not calibrating, paddle or movable member 308 is
moved out of the optical path. That is, when optical ele-
ments 310A, 310B, and 310C are not calibrating, paddle
or movable member 308 and its optical elements 310A,
310B, and 310C are stowed in a protective environment
(e.g., inside a cover (not shown)). This allows for greater
thermal stability of optical elements 310A, 310B, and
310C by controlling the thermal environment that the op-
tical elements experience in between calibrations.
[0055] FIG. 6 illustrates the calibrating system of FIG.
3, wherein movable member 308 is in a first operational
position with first optical element 310A in a calibration
mode of operation in accordance with an embodiment.

[0056] As shown in FIG. 6, calibration is initiated by
rotating movable member 308 into the first operational
position. The motor and resolver assembly 320 are con-
figured to move or rotate movable member 308 into the
first operational position.
[0057] When movable member 308 is in the first oper-
ational position, as shown in FIG. 6, optical element 310A
is configured to receive the electromagnetic energy from
its corresponding radiation source 304A and to reflect
the electromagnetic radiation or energy to detector 328
(shown in FIG. 4). That is, optical element 310A and its
corresponding radiation source 304A are in calibration
mode of operation, while optical elements 310B and
310C and its corresponding radiation sources 304B and
304C are in non-calibration mode of operation. The di-
vider disposed between two optical elements 310A and
310B and the divider disposed between optical elements
310B and 310C allows the optical element 310A only to
be illuminated by its corresponding blackbody source
304A, and not illuminated by other blackbody sources
304B and 304C. During the calibration process, as illus-
trated in FIG. 6, only movable member 308 (along with
its optical elements) is moved, while blackbody sources
304A-C remain stationary.
[0058] FIG. 7 illustrates the calibrating system of FIG.
3, wherein movable member is in a second operational
position with second optical element 310B in a calibration
mode of operation in accordance with an embodiment.
[0059] Movable member 308 is rotated or moved from
the first operational position, as shown in FIG. 6, to the
second operational position, as shown in FIG. 7. In one
embodiment, movable member 308 is rotated approxi-
mately 45° from the first operational position to the sec-
ond operational position. The motor and resolver assem-
bly 320 configured to move or rotate movable member
308 to the second operational position.
[0060] When movable member 308 is in the second
operational position, as shown in FIG. 7, optical element
310B is configured to receive the electromagnetic radi-
ation or energy from its corresponding radiation source
304B and to reflect the electromagnetic radiation or en-
ergy to detector 328 (shown in FIG. 4). That is, optical
element 310B and its corresponding radiation source
304B are in a calibration mode of operation, while optical
elements 310A and 310C and its corresponding radiation
sources 304A and 304C are in non-calibration modes of
operation. The divider disposed between two optical el-
ements 310A and 310B and the divider disposed be-
tween optical elements 310B and 310C allows the optical
element 310B only to be illuminated by its corresponding
blackbody source 304B, and not illuminated by other
blackbody sources 304A and 304C. During the calibra-
tion process, as illustrated in FIG. 7, only movable mem-
ber 308 (along with its optical elements) is moved, while
blackbody sources 304A-C remain stationary.
[0061] FIG. 8 illustrates the calibrating system of FIG.
3, wherein movable member 308 is in a third operational
position with third optical element 310C in a calibration
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mode of operation in accordance with an embodiment.
[0062] Movable member 308 is rotated or moved from
the second operational position, as shown in FIG. 7, to
the third operational position, as shown in FIG. 8. In one
embodiment, movable member 308 is rotated approxi-
mately 45° from the second operational position to the
third operational position. The motor and resolver assem-
bly 320 configured to move or rotate movable member
308 to the third operational position.
[0063] When movable member 308 is in the third op-
erational position, as shown in FIG. 8, optical element
310C is configured to receive the electromagnetic radi-
ation or energy from its corresponding radiation source
304C and to reflect the electromagnetic radiation or en-
ergy to detector 328 (shown in FIG. 4). That is, optical
element 310C and its corresponding radiation source
304C are in calibration mode of operation, while optical
elements 310A and 310B and its corresponding radiation
sources 304A and 304B are in non-calibration mode of
operation. The divider disposed between two optical el-
ements 310A and 310B and the divider disposed be-
tween optical elements 310B and 310C allows the optical
element 310C only to be illuminated by its corresponding
blackbody source 304C, and not illuminated by other
blackbody sources 304A and 304B. During the calibra-
tion process, as illustrated in FIG. 8, only movable mem-
ber 308 (along with its optical elements) is moved, while
blackbody sources 304A-C remain stationary.
[0064] After the calibration is performed in the third op-
erational position, movable member 308 may be rotated
in the opposite direction by approximately 145° to move
movable member 308 into the stowed position (i.e., out
of the optical path), as shown in FIG. 5.
[0065] In the illustrated embodiment, as shown in
FIGS. 3-8, the present application discloses a system
with three optical elements and three sources. It is con-
templated that principles of the present disclosure may
equally applicable to a system having two (or four) optical
elements and two (or four) sources. In such a system,
movable member may include two (or four) operational
positions (instead of three).
[0066] In the illustrated embodiment, as shown in
FIGS. 3-8, the present application discloses a system
that provides rotation of the movable member about one
axis. It is contemplated that principles of the present dis-
closure may be applicable to a system in which the mov-
able member is configured to linearly or axially move
along anyone of the X, Y and Z axes for calibrating the
detector. In such an embodiment, the movable member
is translated along one direction or axis into two or more
different operational positions. In each operational posi-
tion, one of the optical elements is configured to receive
the electromagnetic radiation or energy from its corre-
sponding radiation source and to reflect the electromag-
netic radiation or energy to detector 328.
[0067] The calibration system disclosed herein may be
used in space applications. For example, such calibration
system may be used for on-board calibration of sensors

disposed on a spacecraft.
[0068] As noted above, the calibration system dis-
closed in the present application uses only one mecha-
nism, instead of two mechanisms used conventionally,
for performing calibration of the detector, such as the
infrared sensor or the broadband detector. This may be
achieved by rotating powered optical elements into the
optical path to look at different stationary black bodies.
[0069] The invention is defined by the appended
claims.

Claims

1. A calibration system (300) for a detector (328) re-
sponsive to electromagnetic radiation, the calibra-
tion system (300) comprising:

a base member (302);
a plurality of radiation sources (304, 304A, 304B,
304C) fixedly attached to the base member
(302), each radiation source (304, 304A, 304B,
304C) being maintained at a different tempera-
ture or intensity level and configured to emit
electromagnetic radiation; and
a positioning mechanism (306) attached to the
base member (302),
characterized in that
the positioning mechanism (306) comprises:

a movable member (308) in form of a partial-
disk shaped structure, such as a quarter-
disk shaped structure or a half-disk shaped
structure, having a single rotatory degree of
freedom with respect to the base member
(302), and
a plurality of optical elements (310, 310A,
310B, 310C) arranged on the movable
member (308), and
the movable member (308) with the plurality
of optical elements (310, 310A, 310B,
310C) is configured to be movable between
at least two calibration positions and a non-
calibration position,
wherein, when one of the optical elements
(310, 310A, 310B, 310C) is in the corre-
sponding calibration position, the optical el-
ement (310, 310A, 310B, 310C) is config-
ured to receive the electromagnetic radia-
tion from one of the radiation sources (304,
304A, 304B, 304C) and to reflect the elec-
tromagnetic radiation to the detector (328),
and the other optical elements and radiation
sources are in non-calibration positions,
where they do not reflect electromagnetic
radiation to the detector.

2. The calibration system (300) of claim 1, wherein the
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plurality of optical elements (310, 310A, 310B, 310C)
includes two or more optical elements.

3. The calibration system (300) of claim 1 or 2, wherein
each optical element (310, 310A, 310B, 310C) is a
powered optical element.

4. The calibration system (300) according to any one
of claims 1 to 3, wherein the fixed positioning of the
radiation source (304, 304A, 304B, 304C) with re-
spect to the base member (302) is configured to pro-
vide conductive thermal control of the radiation
source (304, 304A, 304B, 304C).

5. The calibration system (300) according to any one
of claims 1 to 4, wherein the plurality of radiation
sources (304, 304A, 304B, 304C) includes two or
more black body sources.

6. The calibration system (300) of claim 5, wherein the
plurality of radiation sources (304, 304A, 304B,
304C) includes three black body sources.

7. The calibration system (300) of claim 6, wherein the
three black body sources include a relatively hot
black body source, a relatively cold black body
source and an ambient black body source.

8. The calibration system (300) according to any one
of claims 1 to 7, further comprising a plurality of di-
viders, wherein each divider is disposed between
two optical elements (310, 310A, 310B, 310C) so
that each radiation source (304, 304A, 304B, 304C)
only illuminates its corresponding optical element
(310, 310A, 310B, 310C).

9. The calibration system (300) according to any one
of claims 1 to 8, wherein the movable member (308)
is configured to be movable to a stowed position to
provide thermal stability of the optical elements (310,
310A, 310B, 310C) in between calibrations.

10. The calibration system (300) according to any one
of claims 1 to 9, wherein the movable member (308)
is rotatable with respect to an axis that passes
through the base member (302).

11. The calibration system (300) according to any one
of claims 1 to 10, wherein the detector (328) is an
infrared (IR) sensor configured to be responsive to
an infrared radiation.

12. The calibration system (300) according to any one
of claims 1 to 11, wherein the plurality of radiation
sources (304, 304A, 304B, 304C) includes at least
two different types of radiation sources (304, 304A,
304B, 304C).

13. The calibration system (300) of claim 12, wherein
the different types of radiation sources (304, 304A,
304B, 304C) include visible light radiation sources
and infrared radiation sources.

14. The calibration system (300) according to any one
of claims 1 to 13, wherein the plurality of radiation
sources (304, 304A, 304B, 304C) includes infrared
radiation sources configured to provide short wave-
length infrared radiation (SWIR), mid-wavelength in-
frared radiation (MWIR), long wavelength infrared
radiation (LWIR) and/or very long wavelength infra-
red (VLWIR) radiation.

15. The calibration system (300) according to any one
of claims 1 to 14, wherein the plurality of radiation
sources (304, 304A, 304B, 304C) includes visible
light radiation sources configured to provide visible
radiation or near visible radiation.

16. The calibration system (300) according to any one
of claims 1 to 15, wherein the detector (328) is a
visible detector configured to be responsive to the
electromagnetic radiation from different visible
sources.

Patentansprüche

1. Kalibriereinrichtung (300) für einen Detektor (328),
auf elektromagnetische Strahlung ansprechend,
wobei die Kalibriereinrichtung (300) Folgendes um-
fasst:

ein Basiselement (302);
eine Mehrzahl an Strahlungsquellen (304,
304A, 304B, 304C), fest mit dem Basiselement
(302) verbunden, wobei jede Strahlungsquelle
(304, 304A, 304B, 304C) bei einem anderen
Temperatur- oder Intensitätsniveau gehalten
und zum Emittieren elektromagnetischer Strah-
lung konfiguriert wird; und
ein Positionierungsmechanismus (306), mit
dem Basiselement (302) verbunden,
dadurch charakterisiert, dass
der Positionierungsmechanismus (306) Folgen-
des umfasst:

ein bewegliches Element (308) in Form ei-
ner teilscheibenförmigen Struktur wie bei-
spielsweise eine viertelscheibenförmige
Struktur oder eine halbscheibenförmige
Struktur, einen einzigen Rotationsfreiheits-
grad gegenüber dem Basiselement (302)
aufweisend, und
eine Mehrzahl an optischen Elementen
(310, 310A, 310B, 310C), am beweglichen
Element (308) befestigt, und
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das bewegliche Element (308) mit der
Mehrzahl an optischen Elementen (310,
310A, 310B, 310C) so konfiguriert ist, dass
es zwischen mindestens zwei Kalibrie-
rungspostionen und einer Nicht-Kalibrie-
rungsposition beweglich ist,
wobei, wenn sich eines der optischen Ele-
mente (310, 310A, 310B, 310C) in der ent-
sprechenden Kalibrierungsposition befin-
det, das optische Element (310, 310A,
310B, 310C) zum Empfangen der elektro-
magnetischen Strahlung aus einer der
Strahlungsquellen (304, 304A, 304B,
304C) und zum Reflektieren der elektroma-
gnetischen Strahlung zum Detektor (328)
konfiguriert ist, und sich die anderen opti-
schen Elemente und Strahlungsquellen in
Nicht-Kalibrierungspositionen befinden, in
denen sie keine elektromagnetische Strah-
lung zum Detektor reflektieren.

2. Kalibriereinrichtung (300) nach Anspruch 1, wobei
die Mehrzahl an optischen Elementen (310, 310A,
310B, 310C) zwei oder mehr optische Elemente ent-
hält.

3. Kalibriereinrichtung (300) nach Anspruch 1 oder 2,
wobei jedes optische Element (310, 310A, 310B,
310C) ein optisches Element mit Antrieb ist.

4. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 3, wobei die feste Positionierung der Strah-
lungsquelle (304, 304A, 304B, 304C) gegenüber
dem Basiselement (302) zum Bereitstellen einer lei-
tenden Wärmekontrolle der Strahlungsquelle (304,
304A, 304B, 304C) konfiguriert ist.

5. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 4, wobei die Mehrzahl an Strahlungsquel-
len (304, 304A, 304B, 304C) zwei oder mehrere
Schwarzkörperquellen enthält.

6. Kalibriereinrichtung (300) nach Anspruch 5, wobei
die Mehrzahl an Strahlungsquellen (304, 304A,
304B, 304C) drei Schwarzkörperquellen enthält.

7. Kalibriereinrichtung (300) nach Anspruch 6, wobei
die drei Schwarzkörperquellen eine relativ heiße
Schwarzkörperquelle, eine relativ kalte Schwarzkör-
perquelle und eine Schwarzkörperquelle mit Umge-
bungstemperatur enthalten.

8. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 7, ferner eine Mehrzahl an Trennelementen
umfassend, wobei jedes Trennelement zwischen
zwei optischen Elementen (310, 310A, 310B, 310C)
angeordnet ist, sodass jede Strahlungsquelle (304,
304A, 304B, 304C) lediglich deren zugehöriges op-

tisches Element (310, 310A, 310B, 310C) beleuch-
tet.

9. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 8, wobei das bewegliche Element (308) so
konfiguriert ist, dass es zum Bereitstellen thermi-
scher Stabilität der optischen Elemente (310, 310A,
310B, 310C) zwischen Kalibrierungen in eine ver-
staute Position bewegbar ist.

10. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 9, wobei das bewegliche Element (308)
gegenüber einer Achse, die durch das Basiselement
(302) verläuft, drehbar ist.

11. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 10, wobei der Detektor (328) ein Infrarot-
(IR-) Sensor ist, so konfiguriert, dass er auf eine In-
frarotstrahlung anspricht.

12. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 11, wobei die Mehrzahl an Strahlungsquel-
len (304, 304A, 304B, 304C) mindestens zwei ver-
schiedene Arten von Strahlungsquellen (304, 304A,
304B, 304C) enthält.

13. Kalibriereinrichtung (300) nach Anspruch 12, wobei
die verschiedenen Arten von Strahlungsquellen
(304, 304A, 304B, 304C) sichtbare Lichtstrahlungs-
quellen und Infrarotstrahlungsquellen enthalten.

14. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 13, wobei die Mehrzahl an Strahlungsquel-
len (304, 304A, 304B, 304C) Infrarotstrahlungsquel-
len enthält, die zum Bereitstellen kurzwelliger Infra-
rotstrahlung (SWIR), mittlerer Infrarotstrahlung
(MWIR), langwelliger Infrarotstrahlung (LWIR)
und/oder sehr langwelliger Infrarotstrahlung (VL-
WIR) konfiguriert sind.

15. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 14, wobei die Mehrzahl an Strahlungsquel-
len (304, 304A, 304B, 304C) sichtbare Lichtstrah-
lungsquellen enthält, zum Bereitstellen sichtbarer
Strahlung oder naher sichtbarer Strahlung konfigu-
riert.

16. Kalibriereinrichtung (300) nach einem der Ansprü-
che 1 bis 15, wobei der Detektor (328) ein sichtbarer
Detektor ist, so konfiguriert, dass er auf die elektro-
magnetische Strahlung aus unterschiedlichen sicht-
baren Quellen anspricht.

Revendications

1. Système d’étalonnage (300) pour un détecteur (328)
sensible au rayonnement électromagnétique, le sys-
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tème d’étalonnage (300) comprenant :

un élément de base (302) ;
une pluralité de sources de rayonnement (304,
304A, 304B, 304C) reliées fixement à l’élément
de base (302), chaque source de rayonnement
(304, 304A, 304B, 304C) étant maintenu à une
température différente ou à un niveau d’intensité
différent et configurée pour émettre un rayon-
nement électromagnétique ; et
un mécanisme de positionnement (306) relié à
l’élément de base (302),
caractérisé en ce que
le mécanisme de positionnement (306)
comprend :

un élément déplaçable (308) sous la forme
d’une structure en forme de disque partiel,
telle qu’une structure en forme de quart de
disque ou une structure en forme de moitié
de disque, présentant un seul degré de li-
berté de rotation par rapport à l’élément de
base (302), et
une pluralité d’éléments optiques (310,
310A, 310B, 310C) agencés sur l’élément
déplaçable (308), et
l’élément déplaçable (308) avec la pluralité
d’éléments optiques (310, 310A, 310B,
310C) est configuré pour être déplaçable
entre au moins deux positions d’étalonnage
et une position de non-étalonnage,
dans lequel, lorsque l’un des éléments op-
tiques (310, 310A, 310B, 310C) se trouve
dans la position d’étalonnage correspon-
dante, l’élément optique (310, 310A, 310B,
310C) est configuré pour recevoir le rayon-
nement électromagnétique venant de l’une
des sources de rayonnement (304, 304A,
304B, 304C) et pour réfléchir le rayonne-
ment électromagnétique vers le détecteur
(328), et les autres éléments optiques et
sources de rayonnement se trouvent dans
des positions de non-étalonnage, dans les-
quelles elles ne réfléchissent pas le rayon-
nement électromagnétique vers le détec-
teur.

2. Système d’étalonnage (300) selon la revendication
1 ou 2, dans lequel chaque élément optique (310,
310A, 310B, 310C) comprend deux ou plusieurs élé-
ments optiques.

3. Système d’étalonnage (300) selon la revendication
1 ou 2, dans lequel chaque élément optique (310,
310A, 310B, 310C) est un élément optique alimenté
électriquement.

4. Système d’étalonnage (300) selon l’une quelconque

des revendications 1 à 3, dans lequel le positionne-
ment fixe de la source de rayonnement (304, 304A,
304B, 304C) par rapport à l’élément de base (302)
est configuré pour fournir un contrôle thermique con-
ducteur de la source de rayonnement (304, 304A,
304B, 304C).

5. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 4, dans lequel la pluralité de
sources de rayonnement (304, 304A, 304B, 304C)
comprend deux ou plusieurs sources de corps noir.

6. Système d’étalonnage (300) selon la revendication
5, dans lequel la pluralité de sources de rayonne-
ment (304, 304A, 304B, 304C) comprend trois sour-
ces de corps noir.

7. Système d’étalonnage (300) selon la revendication
6, dans lequel les trois sources de corps noir com-
prennent une source de corps noir relativement
chaude, une source de corps noir relativement froide
et une source de corps noir à température ambiante.

8. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 7, comprenant en outre une
pluralité de diviseurs, chaque diviseur étant disposé
entre deux éléments optiques (310, 310A, 310B,
310C), de sorte que chaque source de rayonnement
(304, 304A, 304B, 304C) illumine seulement son élé-
ment optique (310, 310A, 310B, 310C) correspon-
dant.

9. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 8, dans lequel l’élément dé-
plaçable (308) est configuré pour être déplaçable
vers une position rétractée pour apporter de la sta-
bilité thermique aux éléments optiques (310, 310A,
310B, 310C) entre deux étalonnages.

10. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 9, dans lequel l’élément dé-
plaçable (308) est rotatif par rapport à un axe traver-
sant l’élément de base (302).

11. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 10, dans lequel le détecteur
(328) est un capteur infrarouge (IR) configuré pour
réagir à un rayonnement infrarouge.

12. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 11, dans lequel la pluralité
de sources de rayonnement (304, 304A, 304B,
304C) comprend au moins deux types de sources
de rayonnement (304, 304A, 304B, 304C) différents.

13. Système d’étalonnage (300) selon la revendication
12, dans lequel les différents types de sources de
rayonnement (304, 304A, 304B, 304C) compren-
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nent des sources de rayonnement de lumière visible
et des sources de rayonnement infrarouge.

14. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 13, dans lequel la pluralité
de sources de rayonnement (304, 304A, 304B,
304C) comprend des sources de rayonnement in-
frarouge configurées pour fournir un rayonnement
infrarouge à petite longueur d’onde (SWIR), un
rayonnement infrarouge à longueur d’onde moyen-
ne (MWIR), un rayonnement infrarouge à grande
longueur d’onde (LWIR) et/ou un rayonnement in-
frarouge à très grande longueur d’onde (VLWIR).

15. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 14, dans lequel la pluralité
de sources de rayonnement (304, 304A, 304B,
304C) comprend des sources de rayonnement de
lumière visible configurées pour fournir un rayonne-
ment visible ou un rayonnement presque visible.

16. Système d’étalonnage (300) selon l’une quelconque
des revendications 1 à 15, dans lequel le détecteur
(328) est un détecteur visible configuré pour réagie
au rayonnement électromagnétique de différentes
sources visibles.
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