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(54) DATA TRANSMISSION METHOD, TERMINAL APPARATUS, AND NETWORK APPARATUS

(57) Embodiments of the present invention provide
a method for transmitting data, a terminal device and a
network device. The method includes: generating, by a
network device, indication information, wherein the indi-
cation information is used for indicating at least one of
the following: a first interface, a type of the first interface,
a criterion for determining the type of the first interface,
and a criterion for determining the first interface under at

least one interface type; and sending, by the network
device, the indication information to the terminal device,
so that the terminal device enters or remains in an idle
state under the first interface according to the indication
information. The method for transmitting data in embod-
iments of the present invention can select an appropriate
interface to enter or remain in an idle state.
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Description

Technical Field

[0001] Embodiments of the present invention relate to
the field of communication, and more particularly, to a
method for transmitting data, a terminal device and a
network device.

Background

[0002] In a Long Term Evolution (LTE) technology, a
connection of Radio Resource Control (RRC) can be ex-
plicitly or implicitly released, wherein explicit release sig-
naling is RRC Connection Release signaling, which is
sent from a base station (eNB) to a User Equipment (UE),
and a triggering condition thereof can be deterioration of
channel conditions or termination of a current session.
[0003] However, there may be multiple interfaces
when a terminal performs communication, so how to se-
lect an appropriate interface to enter or remain in an idle
state when the terminal device performs RRC connection
release is a problem to be solved.

Summary

[0004] In embodiments of the present invention, a
method for transmitting data, a terminal device and a
network device are provided. An appropriate interface
can be selected to enter or remain in an idle state.
[0005] In a first aspect, a method for transmitting data
is provided, including: generating, by a network device,
indication information, wherein the indication information
is used for indicating at least one of the following: a first
interface, a type of the first interface, a criterion for de-
termining the first interface under at least one type, and
a criterion for determining the type of the first interface;
and sending, by the network device, the indication infor-
mation to a terminal device so that the terminal device
enters or remains in an idle state under the first interface
according to the indication information.
[0006] In embodiments of the present invention, the
terminal device can enable the terminal device to enter
or remain in an idle state under different interfaces
through the indication information sent the network de-
vice.
[0007] In some possible implementations, the indica-
tion information is also used for indicating a second in-
terface for the terminal device in a connected state to
switch from the connected state to an idle state.
[0008] In some possible implementations, the terminal
device is configured with at least one Uu interface and/or
at least one PC5 interface.
[0009] In embodiments of the present invention, the
terminal device can enable the terminal device to enter
or remain in an idle state under the Uu interface or the
PC5 interface through the indication information sent by
the network device.

[0010] In some possible implementations, the indica-
tion information is used for indicating any one of the fol-
lowing: the type of the first interface is Uu type; the type
of the first interface is PC5 type; and the types of the first
interface are Uu type and PC5 type.
[0011] In some possible implementations, the criterion
includes an interface parameter threshold value, wherein
the interface parameter threshold value is a Reference
Signal Receiving Power (RSRP) threshold value or a Ref-
erence Signal Receiving Quality (RSRQ) threshold val-
ue.
[0012] In some possible implementations, the criterion
for determining the type of the first interface includes: an
interface parameter threshold value or an interface pa-
rameter threshold value set for determining the type of
the first interface among multiple types.
[0013] In some possible implementations, the maxi-
mum value of at least one numerical value corresponding
to the at least one PC5 interface is a first numerical value,
and the maximum value of at least one numerical value
corresponding to the at least one Uu interface is a second
numerical value; if the first numerical value is greater
than or equal to the interface parameter threshold value
for determining the type of the first interface, and the sec-
ond numerical value is less than or equal to the interface
parameter threshold value for determining the type of the
first interface, then the type of the first interface is PC5
type; if the first numerical value is greater than or equal
to the interface parameter threshold value for determin-
ing the type of the first interface, and the second numer-
ical value is less than or equal to the interface parameter
threshold value for determining the type of the first inter-
face, then the type of the first interface is Uu type; if the
first numerical value is greater than or equal to the inter-
face parameter threshold value for determining the type
of the first interface, and the second numerical value is
greater than or equal to the interface parameter threshold
value for determining the type of the first interface, then
the type of the first interface is the type of the interface
corresponding to the maximum value among the first nu-
merical value and the second numerical value.
[0014] In some possible implementations, the interface
parameter threshold value set for determining the type
of the first interface includes: a first interface parameter
threshold value and a second interface parameter thresh-
old value corresponding to PC5 type, and a third interface
parameter threshold value and a fourth interface param-
eter threshold value corresponding to Uu type, wherein
the first interface parameter threshold value is greater
than the second interface parameter threshold value, and
the third interface parameter threshold value is greater
than the fourth interface parameter threshold value.
[0015] In some possible implementations, the maxi-
mum value of at least one numerical value corresponding
to the at least one PC5 interface is a first numerical value,
and the maximum value of at least one numerical value
corresponding to the at least one Uu interface is a second
numerical value; if the first numerical value is greater
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than or equal to the first interface parameter threshold
value and the second numerical value is less than or
equal to the fourth interface parameter threshold value,
then the type of the first interface is PC5 type; if the first
numerical value is less than or equal to the second inter-
face parameter threshold value and the second numer-
ical value is greater than or equal to the third interface
parameter threshold value, then the type of the first in-
terface is Uu type; if the first numerical value is greater
than or equal to the first interface parameter threshold
value and the second numerical value is greater than or
equal to the third interface parameter threshold value,
then the type of the first interface is the type of the inter-
face corresponding to the maximum value among the
first numerical value and the second numerical value.
[0016] In some possible implementations, the multiple
types include: an interface type between the terminal de-
vice and the network device and an interface type be-
tween the terminal device and another terminal device.
[0017] In some possible implementations, the multiple
interface types include Uu type and PC5 type.
[0018] In some possible implementations, the criterion
for determining the first interface includes: an interface
parameter threshold value for determining the first inter-
face in multiple interfaces of a first type.
[0019] In some possible implementations, the first type
is PC5 type.
[0020] In some possible implementations, an interface
parameter of the first interface is greater than or equal
to the interface parameter threshold value for determin-
ing the first interface.
[0021] In some possible implementations, the indica-
tion information is used for indicating that the first inter-
face is an interface meeting at least one of the following
conditions: a specific type of interface under a specific
frequency, an interface under a specific Radio Access
Type (RAT), an interface under a specific cell, a PC5
interface under a specific tracking area, and a PC5 inter-
face under a specific address label.
[0022] In some possible implementations, the specific
type is PC5 type.
[0023] In some possible implementations, before gen-
erating, by the network device, the indication information,
the method further includes: receiving, by the network
device, a measurement report sent by the terminal de-
vice, wherein the measurement report includes meas-
urement results of the terminal device on at least one
PC5 interface and at least one Uu interface; generating,
by the network device, the indication information accord-
ing to the measurement report.
[0024] In some possible implementations, the criterion
for determining the first interface under at least one type
includes an offset threshold value, and the criterion is
used for indicating the terminal device to switch to the
first interface when a difference between an interface pa-
rameter of the first interface and an interface parameter
of a current interface is greater than or equal to the offset
threshold value.

[0025] In embodiments of the present invention, the
terminal device instructs the terminal device to replace
an interface in an idle state through the indication infor-
mation sent by the network device.
[0026] In a second aspect, a method for transmitting
data is provided, including: receiving, by a terminal de-
vice, indication information sent by a network device,
wherein the indication information is used for indicating
at least one of the following: a first interface, a type of
the first interface, a criterion for determining the first in-
terface under at least one type, and a criterion for deter-
mining the type of the first interface; and entering or re-
maining in, by the terminal device, an idle state under
the first interface according to the indication information.
[0027] In some possible implementations, the indica-
tion information is also used for indicating a second in-
terface for the terminal device in a connected state to
switch to an idle state.
[0028] In some possible implementations, the indica-
tion information is used for indicating any one of the fol-
lowing: the type of the first interface is Uu type; the type
of the first interface is PC5 type; and the types of the first
interface are Uu type and PC5 type.
[0029] In some possible implementations, the terminal
device is configured with at least one Uu interface and/or
at least one PC5 interface.
[0030] In some possible implementations, entering or
remaining in, by the terminal device, an idle state under
the first interface according to the indication information,
includes: determining, by the terminal device, the first
interface in the at least one Uu interface and/or the at
least one PC5 interface according to the indication infor-
mation; and entering or remaining in, by the terminal de-
vice, an idle state under the first interface.
[0031] In some possible implementations, determin-
ing, by the terminal device, the first interface in the at
least one Uu interface and/or the at least one PC5 inter-
face according to the indication information, includes: de-
termining, by the terminal device, the type of the first in-
terface among Uu type and PC5 type according to the
indication information; and determining, by the terminal
device, the first interface under the type of the first inter-
face.
[0032] In some possible implementations, the criterion
includes an interface parameter threshold value, wherein
the interface parameter threshold value is a Reference
Signal Receiving Power (RSRP) threshold value or a Ref-
erence Signal Receiving Quality (RSRQ) threshold val-
ue.
[0033] In some possible implementations, the criterion
for determining the type of the first interface includes: an
interface parameter threshold value or an interface pa-
rameter threshold value set for determining the type of
the first interface among multiple types.
[0034] In some possible implementations, determin-
ing, by the terminal device, the type of the first interface
among Uu type and PC5 type according to the indication
information, includes: determining, by the terminal de-
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vice, the maximum value in at least one numerical value
corresponding to the at least one PC5 interface as a first
numerical value; determining, by the terminal device, the
maximum value in at least one numerical value corre-
sponding to the at least one Uu interface as a second
numerical value; if the first numerical value is greater
than or equal to the interface parameter threshold value
for determining the type of the first interface, and the sec-
ond numerical value is less than or equal to the interface
parameter threshold value for determining the type of the
first interface, determining, by the terminal device, that
the type of the first interface is PC5 type; if the first nu-
merical value is greater than or equal to the interface
parameter threshold value for determining the type of the
first interface, and the second numerical value is less
than or equal to the interface parameter threshold value
for determining the type of the first interface, determining,
by the terminal device, that the type of the first interface
is Uu type; and if the first numerical value is greater than
or equal to the interface parameter threshold value for
determining the type of the first interface, and the second
numerical value is greater than or equal to the interface
parameter threshold value for determining the type of the
first interface, determining, by the terminal device, that
the type of the first interface is the type of the interface
corresponding to the maximum value among the first nu-
merical value and the second numerical value.
[0035] In some possible implementations, the interface
parameter threshold value set for determining the type
of the first interface includes: a first interface parameter
threshold value and a second interface parameter thresh-
old value corresponding to PC5 type, a third interface
parameter threshold value and a fourth interface param-
eter threshold value corresponding to Uu type, wherein
the first interface parameter threshold value is greater
than the second interface parameter threshold value, and
the third interface parameter threshold value is greater
than the fourth interface parameter threshold value.
[0036] In some possible implementations, determin-
ing, by the terminal device, the type of the first interface
among Uu type and PC5 type according to the indication
information, includes: determining, by the terminal de-
vice, the maximum value in at least one numerical value
corresponding to the at least one PC5 interface as a first
numerical value; determining, by the terminal device, the
maximum value in at least one numerical value corre-
sponding to the at least one Uu interface as a second
numerical value; if the first numerical value is greater
than or equal to the first interface parameter threshold
value and the second numerical value is less than or
equal to the fourth interface parameter threshold value,
determining, by the terminal device, that the type of the
first interface is PC5 type; if the first numerical value is
less than or equal to the second interface parameter
threshold value and the second numerical value is great-
er than or equal to the third interface parameter threshold
value, determining, by the terminal device, that the type
of the first interface is Uu type; and if the first numerical

value is greater than or equal to the first interface param-
eter threshold value and the second numerical value is
greater than or equal to the third interface parameter
threshold value, determining, by the terminal device, that
the type of the first interface is the type of the interface
corresponding to the maximum value among the first nu-
merical value and the second numerical value.
[0037] In some possible implementations, the multiple
types include: an interface type between the terminal de-
vice and the network device and an interface type be-
tween the terminal device and another terminal device.
[0038] In some possible implementations, the multiple
interface types include Uu type and PC5 type.
[0039] In some possible implementations, the criterion
for determining the first interface includes: an interface
parameter threshold value for determining the first inter-
face in multiple interfaces of a first type.
[0040] In some possible implementations, the first type
is PC5 type.
[0041] In some possible implementations, determin-
ing, by the terminal device, the first interface under the
type of the first interface, includes: determining, by the
terminal device, an interface corresponding to a numer-
ical value greater than or equal to the interface parameter
threshold value for determining the first interface as the
first interface.
[0042] In some possible implementations, the indica-
tion information is used for indicating that the first inter-
face is an interface satisfying at least one of the following
conditions: a specific type of interface under a specific
frequency, an interface under a specific Radio Access
Type (RAT), an interface under a specific cell, a PC5
interface under a specific tracking area, and a PC5 inter-
face under a specific address label.
[0043] In some possible implementations, the specific
type is PC5 type.
[0044] In some possible implementations, before re-
ceiving, by the terminal device, the first indication infor-
mation sent by the network device, the method further
includes: sending, by the terminal device, a measure-
ment report to the network device, wherein the measure-
ment report includes measurement results of the terminal
device on the at least one PC5 interface and the at least
one Uu interface.
[0045] In some possible implementations, the criterion
for determining the first interface under at least one type
includes an offset threshold value, and the criterion is
used for indicating the terminal device to switch to the
first interface when a difference between an interface pa-
rameter of the first interface and an interface parameter
of a current interface is greater than or equal to the offset
threshold value.
[0046] In a third aspect, a network device is provided,
including: a processing unit, used for generating indica-
tion information, wherein the indication information is
used for indicating at least one of the following: a first
interface, a type of the first interface, a criterion for de-
termining the first interface under at least one type, and
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a criterion for determining the type of the first interface;
a transceiving unit, used for sending the indication infor-
mation to the terminal device, so that the terminal device
enters or remains in an idle state under the first interface
according to the indication information.
[0047] In a fourth aspect, a network device is provided,
including: a processor, used for generating indication in-
formation, wherein the indication information is used for
indicating at least one of the following: a first interface, a
type of the first interface, a criterion for determining the
first interface under at least one type, and a criterion for
determining the type of the first interface; and a trans-
ceiver, used for sending the indication information to the
terminal device, so that the terminal device enters or re-
mains in an idle state under the first interface according
to the indication information.
[0048] In a fifth aspect, a terminal device is provided,
including: a transceiving unit, used for receiving indica-
tion information sent by a network device, wherein the
indication information is used for indicating at least one
of the following: a first interface, a type of the first inter-
face, criterion for determining the first interface under at
least one type, and criterion for determining the type of
the first interface; and a processing unit, used for entering
or remaining in an idle state under the first interface ac-
cording to the indication information.
[0049] In a sixth aspect, a terminal device is provided,
including: a transceiver, used for receiving indication in-
formation sent by a network device, wherein the indica-
tion information is used for indicating at least one of the
following: a first interface, a type of the first interface, a
criterion for determining the first interface under at least
one type, and a criterion for determining the type of the
first interface; and a processor, used for entering or re-
maining in an idle state under the first interface according
to the indication information.
[0050] In a seventh aspect, a computer-readable stor-
age medium is provided, wherein the computer-readable
storage medium stores a program which causes a net-
work device to perform a method in the above-mentioned
first aspect and any possible implementation thereof.
[0051] In an eighth aspect, a computer-readable stor-
age medium is provided, wherein the computer-readable
storage medium stores a program which causes a termi-
nal device to perform a method in the above-mentioned
second aspect and any possible implementation thereof.
[0052] In a ninth aspect, a computer program product
including instructions is provided, wherein when being
executed on a computer, the computer program product
causes the computer to perform the methods described
in the above-mentioned various aspects.

Brief Description of Drawings

[0053]

FIG. 1 is an example diagram of a network structure
according to an embodiment of the present inven-

tion.

FIG. 2 is a schematic flowchart of a method for trans-
mitting data according to an embodiment of the
present invention.

FIG. 3 is a schematic block diagram of a network
device according to an embodiment of the present
invention.

FIG. 4 is another schematic block diagram of a net-
work device according to an embodiment of the
present invention.

FIG. 5 is a schematic block diagram of a terminal
device according to an embodiment of the present
invention;

FIG. 6 is another schematic block diagram of a ter-
minal device according to an embodiment of the
present invention.

Detailed Description

[0054] Technical solutions in embodiments of the
present invention will be described with reference to the
accompanying drawings.
[0055] FIG. 1 is a schematic diagram of a network
structure according to an embodiment of the present in-
vention.
[0056] As shown in FIG. 1, the communication system
100 may include a network device 110, a terminal device
120, a terminal device 130, and a relay device 140. Here-
in, the network device 110 may directly communicate with
the terminal device 120 through an air interface, but the
network device 110 needs to communicate with the ter-
minal device 130 through the relay device 140.
[0057] Not generally, the link between the terminal de-
vice 130 and the relay device 140 is an access link, the
link between the relay device 140 and the network device
110 is a relay link, and the link between the network de-
vice 110 and the terminal device 120, and the link be-
tween the network device 110 and the terminal device
130 are direct links.
[0058] It should be understood that the network struc-
ture 100 is only an example for describing embodiments
of the present invention. However, embodiments of the
present invention are not limited to this. That is to say,
the present invention is applicable to any of a system, a
network device and a terminal device that requires the
terminal device to switch in a Uu direct connection and
a PC5 relay.
[0059] For example, technical solutions of embodi-
ments of the present invention may be applied to various
communication systems, including but not limited to: a
Global System of Mobile Communication (GSM), a Code
Division Multiple Access (CDMA) system, a Wideband
Code Division Multiple Access (WCDMA) system, a Gen-
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eral Packet Radio Service (GPRS), a Long Term Evolu-
tion (LTE) system, LTE Time Division Duplex (TDD), a
Universal Mobile Telecommunication System (UMTS),
etc.
[0060] The network device 110 may refer to an entity
on the network side for transmitting or receiving signals,
for example, it may be a user equipment of Machine Type
Communication (MTC), a Base Transceiver Station
(BTS) in GSM or CDMA, a NodeB in WCDMA, an Evo-
lution Node B (eNB or NodeB) in LTE, a base station
device in a 5G network, etc.
[0061] Besides, the terminal device 120 and the termi-
nal device 130 may communicate with one or more core
networks through a Radio Access Network (RAN), and
may also be referred to as an access terminal, a User
Equipment (UE), a subscriber unit, a subscriber station,
a mobile station, a remote station, a remote terminal, a
mobile device, a user terminal, a terminal, a wireless
communication device, a user agent, or a user apparatus.
For example, the terminal device may be a cellular phone,
a cordless phone, a Session Initiation Protocol (SIP)
phone, a Wireless Local Loop (WLL) station, a Personal
Digital Assistant (PDA), a handheld device with a wire-
less communication function, a computing device, or an-
other processing device connected to a wireless modem,
an on-board device, a wearable device, a terminal device
in a 5G network or the like.
[0062] FIG. 2 is a schematic flowchart of a method 200
for transmitting data according to an embodiment of the
present invention.
[0063] As shown in FIG. 2, the method 200 includes
acts S210 and S220.
[0064] In 210, indication information is generated,
wherein the indication information is used for a terminal
device to enter or remain in an idle state.
[0065] Specifically, a network device generates indi-
cation information, wherein the indication information is
used for indicating at least one of the following: a first
interface, a type of the first interface, a criterion for de-
termining the first interface, and a criterion for determin-
ing the type of the first interface.
[0066] For example, the indication information may be
used for indicating the type of the first interface and the
criterion for determining the type of the first interface.
[0067] For another example, the indication information
may be used for indicating the criterion for determining
the first interface and the criterion for determining the
type of the first interface.
[0068] For another example, the indication information
may be used for indicating the type of the first interface,
the criterion for determining the first interface, and the
criterion for determining the type of the first interface, at
the same time.
[0069] For another example, the indication information
may be used for indicating the first interface under which
the terminal device enters or remains in an idle state.
Specifically, if the terminal device can only enter or re-
main in an idle state under a specific interface, the net-

work device can directly indicate the first interface to the
terminal device through the indication information.
[0070] In other words, the indication information in an
embodiment of the present invention can directly indicate
under which interface the terminal device enters or re-
mains in an idle state, or can directly indicate under which
type of interface the terminal device enters or remains in
an idle state, or can indicate some criteria to the terminal
device, so that the terminal device can determine the
type of interface under which the terminal device enters
or remains in an idle state according to these criteria.
[0071] In an embodiment of the present invention, the
terminal device indicates that the terminal device can se-
lect an appropriate interface to enter or remain on an
interface in an idle state through the indication informa-
tion sent by the network device.
[0072] It should be noted that in an embodiment of the
present invention, after the terminal device determines
the first interface according to the indication information,
the terminal device in an connected state can switch from
the connected state to an idle state under the first inter-
face, and the terminal device in an idle state can switch
from the idle state under other interfaces to an idle state
under the first interface. The particular details are not
limited by embodiments of the present invention.
[0073] Specifically, when the terminal device is in an
idle state, the optimal interface for remaining in the idle
state is likely to change during a moving process, so the
terminal device can re-determine an interface according
to the indication information in an embodiment of the
present invention and switch the interface in the idle state,
and thus can effectively ensure a signal quality.
[0074] It should also be noted that the above-men-
tioned indication information is only an exemplary de-
scription, and embodiments of the present invention are
not limited thereto.
[0075] For example, the indication information is used
for indicating that the first interface is an interface meeting
at least one of the following conditions: a specific type of
interface under a specific frequency, an interface under
a specific Radio Access Type (RAT), an interface under
a specific cell, a specific type of interface under a specific
tracking area, and a specific type of interface under a
specific address label.
[0076] Optionally, the specific type is PC5 type.
[0077] It can be understood that the terminal device in
an embodiment of the present invention may be config-
ured with at least one Uu interface and/or at least one
PC5 interface.
[0078] Optionally, in an embodiment of the present in-
vention, before the network device generates the indica-
tion information, the network device may receive a meas-
urement report sent by the terminal device, wherein the
measurement report includes measurement results of
the terminal device on the above-mentioned at least one
PC5 interface and the above-mentioned at least one Uu
interface; and the network device generates the indica-
tion information according to the received measurement
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report.
[0079] It should be understood that the network device
in embodiments of the present invention may generate
the indication information based on the measurement re-
port, or may directly generate the indication information
according to the situation of service transmission with
the terminal device. Embodiments of the present inven-
tion are not specifically limited.
[0080] The following is an exemplary explanation of
the implementation of the indication information for indi-
cating the type of the first interface.
[0081] Optionally, as an embodiment, the indication in-
formation is used for indicating that the type of the first
interface is Uu type or PC5 type. At this time, the terminal
device may directly determine the type of the first inter-
face according to the indication information.
[0082] Specifically, the indication information is used
for indicating any one of the following: the type of the first
interface is Uu type; the type of the first interface is PC5
type; and the types of the first interface are Uu type and
PC5 type.
[0083] It should be understood that in an embodiment
of the present invention, Uu type or PC5 type may be
called as another name, and embodiments of the present
invention only define functions of these two types of in-
terfaces. For example, Uu type refers to an interface be-
tween a terminal device and a network device, and PC5
type refers to an interface between a terminal device and
another terminal device. That is to say, the interface be-
tween a terminal device and another terminal device may
also be an interface of a non-Uu type and the interface
between a terminal device and a network device may
also be an interface of a non-PC5 type, without departing
from the technical solutions of embodiments of the
present invention.
[0084] Optionally, as another embodiment, the criteri-
on for determining the type of the first interface includes:
an interface parameter threshold value or an interface
parameter threshold value set for determining the type
of the first interface among multiple types.
[0085] Optionally, the multiple types include: an inter-
face type between the terminal device and the network
device and an interface type between the terminal device
and another terminal device.
[0086] The following description will take the multiple
types including the PC5 type and Uu type as an example.
[0087] In the PC5 type and Uu type, an interface pa-
rameter threshold value or an interface parameter thresh-
old value set for determining the type of the first interface.
At this time, the terminal device needs to determine the
type of the first interface according to the interface pa-
rameter threshold value or the interface parameter
threshold value set for determining the type of the first
interface.
[0088] For example, when the criterion for determining
the type of the first interface includes an interface param-
eter threshold value for determining the type of the first
interface, specifically, the terminal device determines the

maximum value in at least one numerical value corre-
sponding to at least one PC5 interface as a first numerical
value. The terminal device determines the maximum val-
ue in at least one numerical value corresponding to at
least one Uu interface as a second numerical value. Op-
tionally, if the first numerical value is greater than or equal
to the interface parameter threshold value for determin-
ing the type of the first interface, and the second numer-
ical value is less than or equal to the interface parameter
threshold value for determining the type of the first inter-
face, the terminal device determines that the type of the
first interface is PC5 type. Optionally, if the first numerical
value is greater than or equal to the interface parameter
threshold value for determining the type of the first inter-
face, and the second numerical value is less than or equal
to the interface parameter threshold value for determin-
ing the type of the first interface, the terminal device de-
termines that the type of the first interface is Uu type.
Optionally, if the first numerical value is greater than or
equal to the interface parameter threshold value for de-
termining the type of the first interface and the second
numerical value is greater than or equal to the interface
parameter threshold value for determining the type of the
first interface, the terminal device determines that the
type of the first interface is the type of the interface cor-
responding to the maximum value among the first nu-
merical value and the second numerical value.
[0089] For another example, the interface parameter
threshold value set for determining the type of the first
interface includes: a first interface parameter threshold
value and a second interface parameter threshold value
corresponding to the PC5 type, a third interface param-
eter threshold value and a fourth interface parameter
threshold value corresponding to the Uu type, wherein
the first interface parameter threshold value is greater
than the second interface parameter threshold value, and
the third interface parameter threshold value is greater
than the fourth interface parameter threshold value.
[0090] Specifically, the terminal device determines the
maximum value in at least one numerical value corre-
sponding to at least one PC5 interface as a first numerical
value; the terminal device determines the maximum val-
ue in at least one numerical value corresponding to at
least one Uu interface as a second numerical value. Op-
tionally, if the first numerical value is greater than or equal
to the first interface parameter threshold value and the
second numerical value is less than or equal to the fourth
interface parameter threshold value, the terminal device
determines that the type of the first interface is PC5 type.
Optionally, if the first numerical value is less than or equal
to the second interface parameter threshold value and
the second numerical value is greater than or equal to
the third interface parameter threshold value, the terminal
device determines that the type of the first interface is
Uu type. Optionally, if the first numerical value is greater
than or equal to the first interface parameter threshold
value and the second numerical value is greater than or
equal to the third interface parameter threshold value,
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the terminal device determines that the type of the first
interface is the type of the interface corresponding to the
maximum value among the first numerical value and the
second numerical value.
[0091] It should be noted that the embodiment of the
present invention provides only examples of the case
where the interface parameter threshold value or the in-
terface parameter threshold value set for determining the
type of the first interface includes four specific interface
parameter threshold values, and embodiments of the
present invention are not limited thereto.
[0092] For example, in an embodiment of the present
invention, the threshold set for determining the type of
the first interface may include six thresholds, wherein the
PC5 type corresponds to three interface parameter
threshold values, and the Uu type corresponds to three
interface parameter threshold values, or the like.
[0093] It should also be understood that in an embod-
iment of the present invention, after receiving the inter-
face parameter threshold value or the interface param-
eter threshold value set for determining the type of the
first interface sent by the network device, the specific
rule, with which the terminal device determines the type
of the first interface according to the interface parameter
threshold value or the interface parameter threshold val-
ue set for determining the type of the first interface, may
be pre-configured or sent by the network device to the
terminal device, and embodiments of the present inven-
tion are not specifically limited thereto.
[0094] Optionally, in an embodiment of the present in-
vention, the first numerical value is Reference Signal Re-
ceiving Power (RSRP) or Reference Signal Receiving
Quality (RSRQ), and the second numerical value is
RSRP or RSRQ.
[0095] The implementation of the indication informa-
tion for indicating the first interface is illustratively ex-
plained in the following.
[0096] Optionally, as an embodiment, the indication in-
formation is used for indicating the first interface. At this
time, the terminal device may directly enter or remain in
an idle state on the indicated first interface.
[0097] Optionally, as another embodiment, the criteri-
on for determining the first interface includes: an interface
parameter threshold value for determining the first inter-
face among multiple interfaces of a first type.
[0098] That the first type is PC5 type is illustratively
explained in the following.
[0099] In other words, the terminal device determines
the interface corresponding to the numerical value which
is greater than or equal to the interface parameter thresh-
old value for determining the first interface as the first
interface.
[0100] In 220, the indication information is sent.
[0101] Specifically, the network device sends the indi-
cation information to the terminal device, so that the ter-
minal device enters or remains in the idle state under the
first interface according to the indication information.
[0102] Optionally, the network device sends RRC Con-

nection Release signaling to the terminal device, wherein
the RRC connection release signaling includes the indi-
cation information.
[0103] In 230, the idle state under the first interface is
entered or remained in according to the indication infor-
mation.
[0104] Specifically, after receiving the indication infor-
mation sent by the network device, the terminal device
enters or remains in the idle state under the first interface
according to the indication information.
[0105] Optionally, the terminal device is configured
with at least one Uu interface and/or at least one PC5
interface. The terminal device determines the first inter-
face in the above-mentioned at least one Uu interface
and/or the above-mentioned at least one PC5 interface
according to the indication information. The terminal de-
vice enters or remains in the idle state under the first
interface.
[0106] More specifically, the terminal device deter-
mines the type of the first interface among the Uu type
and PC5 type according to the indication information, and
the terminal device determines the first interface under
the type of the first interface.
[0107] It should be understood that the indication in-
formation in the embodiment of the present invention may
be used for indicating an offset interface parameter
threshold value, wherein the offset interface parameter
threshold value is used for the terminal device to replace
the first interface.
[0108] Specifically, the criterion for determining the
first interface under at least one type includes an offset
threshold value, and the criterion is used for indicating
the terminal device to switch to the first interface when a
difference between an interface parameter of the first in-
terface and an interface parameter of the current inter-
face is greater than or equal to the offset threshold value.
[0109] In other words, after the terminal device switch-
es from the connected state to the idle state under the
first interface, after a period of time, a numerical value of
a second interface of the terminal device is greater than
the numerical value corresponding to the first interface.
At this time, the terminal device needs to determine
whether to switch from the idle state under the first inter-
face to an idle state under the second interface according
to the offset interface parameter threshold value.
[0110] FIG. 3 is a schematic diagram of an information
network device 300 according to an embodiment of the
present invention.
[0111] As shown in FIG. 3, the network device 300 in-
cludes: a processing unit 310, used for generating indi-
cation information, wherein the indication information is
used for indicating at least one of the following: a first
interface, a type of the first interface, a criterion for de-
termining the first interface, and a criterion for determin-
ing the type of the first interface; and a transceiving unit
320, used for sending the indication information to the
terminal device, so that the terminal device enters or re-
mains in an idle state under the first interface according
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to the indication information.
[0112] Optionally, the terminal device is configured
with at least one Uu interface and/or at least one PC5
interface.
[0113] Optionally, the indication information is used for
indicating any one of the following: the type of the first
interface is Uu type; the type of the first interface is PC5
type; and the types of the first interface are Uu type and
PC5 type.
[0114] Optionally, the criterion includes an interface
parameter threshold value, wherein the interface param-
eter threshold value is a Reference Signal Receiving
Power (RSRP) threshold value or a Reference Signal
Receiving Quality (RSRQ) threshold value.
[0115] Optionally, the criterion for determining the type
of the first interface includes: an interface parameter
threshold value or an interface parameter threshold value
set for determining the type of the first interface among
multiple types.
[0116] Optionally, the multiple types include: an inter-
face type between the terminal device and the network
device and an interface type between the terminal device
and another terminal device.
[0117] Optionally, the multiple interface types include
Uu type and PC5 type.
[0118] Optionally, the maximum value of at least one
numerical value corresponding to the above-mentioned
at least one PC5 interface is a first numerical value, and
the maximum value of at least one numerical value cor-
responding to the above-mentioned at least one Uu in-
terface is a second numerical value. If the first numerical
value is greater than or equal to the interface parameter
threshold value for determining the type of the first inter-
face, and the second numerical value is less than or equal
to the interface parameter threshold value for determin-
ing the type of the first interface, then the type of the first
interface is PC5 type. If the first numerical value is greater
than or equal to the interface parameter threshold value
for determining the type of the first interface, and the sec-
ond numerical value is less than or equal to the interface
parameter threshold value for determining the type of the
first interface, then the type of the first interface is Uu
type. If the first numerical value is greater than or equal
to the interface parameter threshold value for determin-
ing the type of the first interface and the second numerical
value is greater than or equal to the interface parameter
threshold value for determining the type of the first inter-
face, then the type of the first interface is the type of the
interface corresponding to the maximum value among
the first numerical value and the second numerical value.
[0119] Optionally, the interface parameter threshold
value set for determining the type of the first interface
includes: a first interface parameter threshold value and
a second interface parameter threshold value corre-
sponding to the PC5 type, a third interface parameter
threshold value and a fourth interface parameter thresh-
old value corresponding to the Uu type, wherein the first
interface parameter threshold value is greater than the

second interface parameter threshold value, and the third
interface parameter threshold value is greater than the
fourth interface parameter threshold value.
[0120] Optionally, the maximum value of at least one
numerical value corresponding to the above-mentioned
at least one PC5 interface is a first numerical value, and
the above-mentioned maximum value of at least one nu-
merical value corresponding to the above-mentioned at
least one Uu interface is a second numerical value. If the
first numerical value is greater than or equal to the first
interface parameter threshold value and the second nu-
merical value is less than or equal to the fourth interface
parameter threshold value, then the type of the first in-
terface is PC5 type. If the first numerical value is less
than or equal to the second interface parameter threshold
value and the second numerical value is greater than or
equal to the third interface parameter threshold value,
then the type of the first interface is Uu type. If the first
numerical value is greater than or equal to the first inter-
face parameter threshold value and the second numer-
ical value is greater than or equal to the third interface
parameter threshold value, then the type of the first in-
terface is the type of the interface corresponding to the
maximum value among the first numerical value and the
second numerical value.
[0121] Optionally, the criterion for determining the first
interface includes: an interface parameter threshold val-
ue for determining the first interface among multiple in-
terfaces of a first type.
[0122] Optionally, the first type is PC5 type.
[0123] Optionally, the interface parameter of the first
interface is greater than or equal to the interface param-
eter threshold value for determining the first interface.
[0124] Optionally, the indication information is used for
indicating that the first interface is an interface meeting
at least one of the following conditions: a specific type of
interface under a specific frequency, an interface under
a specific Radio Access Type (RAT), an interface under
a specific cell, a PC5 interface under a specific tracking
area, and a PC5 interface under a specific address label.
[0125] Optionally, the specific type is PC5 type.
[0126] Optionally, before the network device gener-
ates the indication information, the transceiving unit 320
is further used for: receiving a measurement report sent
by the terminal device, wherein the measurement report
includes measurement results of the terminal device on
the above-mentioned at least one PC5 interface and the
above-mentioned at least one Uu interface; wherein, the
processing unit 310 is used for: generating the indication
information according to the measurement report.
[0127] Optionally, the criterion for determining the first
interface under at least one type includes an offset
threshold value, and the criterion is used for indicating
the terminal device to switch to the first interface when
the difference between the interface parameter of the
first interface and the interface parameter of the current
interface is greater than or equal to the offset threshold
value.
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[0128] It should be noted that in an embodiment of the
present invention, the processing unit 310 may be imple-
mented by a processor, and the transceiving unit 320
may be implemented by a transceiver.
[0129] As shown in FIG. 4, a network device 400 may
include a processor 410, a transceiver 420, and a mem-
ory 430. The storage 430 may be used for storing indi-
cation information, or may be used for storing codes, in-
structions, etc., executed by the processor 410.
[0130] As an example but not limitation, communica-
tion connections are implemented between the proces-
sor 410, the transceiver 420, and the memory 430 by an
approach such as a bus.
[0131] It need to be made clear that the method per-
formed by the processor 410 is consistent with the con-
tents of the afore-mentioned method embodiment and
will not be described here.
[0132] FIG. 5 is a schematic block diagram of a terminal
device 500 according to an embodiment of the present
invention.
[0133] As shown in FIG. 5, the terminal device 500
includes a receiving unit 510 and a processing unit 520.
[0134] The transceiving unit 510 is used for receiving
indication information sent by a network device, wherein
the indication information is used for indicating at least
one of the following: a first interface, a type of the first
interface, a criterion for determining the first interface,
and a criterion for determining the type of the first inter-
face; and the processing unit 520 is used for entering or
remaining in an idle state under the first interface accord-
ing to the indication information.
[0135] Optionally, the indication information is used for
indicating any one of the following: the type of the first
interface is Uu type; the type of the first interface is PC5
type; and the types of the first interface are Uu type and
PC5 type.
[0136] Optionally, the terminal device is configured
with at least one Uu interface and/or at least one PC5
interface.
[0137] Optionally, the processing unit 520 is specifical-
ly used for: determining, by the terminal device, the first
interface in the above-mentioned at least one Uu inter-
face and/or the above-mentioned at least one PC5 inter-
face according to the indication information; entering or
remaining in, by the terminal device, an idle state under
the first interface.
[0138] Optionally, the processing unit 520 is specifical-
ly used for: determining, by the terminal device, the type
of the first interface among Uu type and PC5 type, ac-
cording to the indication information; determining, by the
terminal device, the first interface under the type of the
first interface.
[0139] Optionally, the criterion includes an interface
parameter threshold value, wherein the interface param-
eter threshold value is a Reference Signal Receiving
Power (RSRP) threshold value or a Reference Signal
Receiving Quality (RSRQ) threshold value.
[0140] Optionally, the criterion for determining the type

of the first interface includes: an interface parameter
threshold value or an interface parameter threshold value
set for determining the type of the first interface among
multiple types.
[0141] Optionally, the multiple types include: an inter-
face type between the terminal device and the network
device and an interface type between the terminal device
and another terminal device.
[0142] Optionally, the multiple interface types include
Uu type and PC5 type.
[0143] Optionally, the processing unit 520 is specifical-
ly used for: determining the maximum value in at least
one numerical value corresponding to the above-men-
tioned at least one PC5 interface as a first numerical val-
ue; determining the maximum value in at least one nu-
merical value corresponding to the above-mentioned at
least one Uu interface as a second numerical value; if
the first numerical value is greater than or equal to the
interface parameter threshold value for determining the
type of the first interface, and the second numerical value
is less than or equal to the interface parameter threshold
value for determining the type of the first interface, de-
termining that the type of the first interface is PC5 type;
if the first numerical value is greater than or equal to the
interface parameter threshold value for determining the
type of the first interface, and the second numerical value
is less than or equal to the interface parameter threshold
value for determining the type of the first interface, de-
termining that the type of the first interface is Uu type; if
the first numerical value is greater than or equal to the
interface parameter threshold value for determining the
type of the first interface and the second numerical value
is greater than or equal to the interface parameter thresh-
old value for determining the type of the first interface,
determining the type of the first interface is the type of
the interface corresponding to the maximum value
among the first numerical value and the second numer-
ical value.
[0144] Optionally, the interface parameter threshold
value set for determining the type of the first interface
includes: a first interface parameter threshold value and
a second interface parameter threshold value corre-
sponding to the PC5 type, a third interface parameter
threshold value and a fourth interface parameter thresh-
old value corresponding to the Uu type, wherein the first
interface parameter threshold value is greater than the
second interface parameter threshold value, and the third
interface parameter threshold value is greater than the
fourth interface parameter threshold value.
[0145] Optionally, the processing unit 520 is specifical-
ly used for: determining the maximum value in at least
one numerical value corresponding to the above-men-
tioned at least one PC5 interface as a first numerical val-
ue; determining the maximum value in at least one nu-
merical value corresponding to the above-mentioned at
least one Uu interface as a second numerical value; if
the first numerical value is greater than or equal to the
first interface parameter threshold value and the second
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numerical value is less than or equal to the fourth inter-
face parameter threshold value, determining that the type
of the first interface is PC5 type; if the first numerical
value is less than or equal to the second interface pa-
rameter threshold value and the second numerical value
is greater than or equal to the third interface parameter
threshold value, determining that the type of the first in-
terface is Uu type; if the first numerical value is greater
than or equal to the first interface parameter threshold
value and the second numerical value is greater than or
equal to the third interface parameter threshold value,
determining the type of the first interface is the type of
the interface corresponding to the maximum value
among the first numerical value and the second numer-
ical value.
[0146] Optionally, the criterion for determining the first
interface includes: an interface parameter threshold val-
ue for determining the first interface among multiple PC5
interfaces.
[0147] Optionally, the processing unit 520 is specifical-
ly used for: the terminal device determines the interface
corresponding to the numerical value which is greater
than or equal to the interface parameter threshold value
for determining the first interface as the first interface.
[0148] Optionally, the indication information is used for
indicating that the first interface is an interface meeting
at least one of the following conditions: a specific type of
interface under a specific frequency, an interface under
a specific Radio Access Type (RAT), an interface under
a specific cell, a PC5 interface under a specific tracking
area, and a PC5 interface under a specific address label.
[0149] Optionally, the specific type is PC5 type.
[0150] Optionally, before the terminal device receives
the indication information sent by the network device, the
transceiving unit 510 is further used for: sending, by the
terminal device, a measurement report to the network
device, wherein the measurement report includes meas-
urement results of the terminal device on the above-men-
tioned at least one PC5 interface and the above-men-
tioned at least one Uu interface.
[0151] Optionally, the criterion for determining the first
interface under at least one type includes an offset
threshold value, and the criterion is used for indicating
the terminal device to switch to the first interface when
the difference between the interface parameter of the
first interface and the interface parameter of the current
interface is greater than or equal to the offset threshold
value.
[0152] It should be noted that in an embodiment of the
present invention, the transceiving unit 510 may be im-
plemented by a transceiver, and the processing unit 520
may be implemented by a processor.
[0153] As shown in FIG. 6, a terminal device 600 may
include a processor 610, a transceiver 620, and a mem-
ory 630. The storage 630 may be used for storing indi-
cation information, or may be used for storing codes, in-
structions, etc., executed by the processor 610.
[0154] As an example but not limitation, communica-

tion connections are implemented between the proces-
sor 610, the transceiver 620, and the memory 630 by an
approach such as a bus.
[0155] It need to be made clear that the method per-
formed by the processor 610 is consistent with the con-
tents of the afore-mentioned method embodiment and
will not be described here.
[0156] It should be noted that the method embodi-
ments in embodiments of the present invention may be
applied to a processor or implemented by the processor.
The processor may be an integrated circuit chip with sig-
nal processing capability. In the implementation process,
the actions of the method embodiments described above
may be completed by integrated logic circuits of hardware
in the processor or instructions in the form of software.
The above-mentioned processor may be a general pur-
pose processor, a Digital Signal Processor (DSP), an
Application Specific Integrated Circuit (ASIC), a Field
Programmable Gate Array (FPGA), or other programma-
ble logic devices, transistor logic devices, or discrete
hardware component. The disclosed methods, acts and
logical block diagrams in embodiments of the present
invention may be implemented or performed. The gen-
eral purpose processor may be a microprocessor or the
processor may be any conventional processor or the like.
The acts of the methods disclosed in combination with
embodiments of the present invention may be directly
embodied as to be performed and accomplished by a
hardware decoding processor or by a combination of
hardware and software modules in a decoding processor.
The software modules may be located in a storage me-
dium commonly used in the art, such as a random access
memory, flash memory, read-only memory, programma-
ble read-only memory or electrically erasable program-
mable memory, or register. The storage medium is lo-
cated in the memory, and the processor reads the infor-
mation in the memory and completes the actions of the
above method in combination with its hardware.
[0157] It can be understood that in an embodiment of
the present invention the memory may be a volatile mem-
ory or a non-volatile memory, or it may include both vol-
atile and non-volatile memories. The non-transitory
memory may be a read-only memory (ROM), program-
mable ROM (PROM), an erasable programmable ROM
(EPROM), an electrically erasable programmable ROM
(EEPROM), or a flash memory. The transitory memory
may be a random access memory (RAM) which serves
as an external cache. Through exemplary but not restrict-
ed explanation, many forms of RAMs are available, such
as a Static RAM (SRAM), a Dynamic RAM (DRAM), a
Synchronous DRAM (SDRAM), a Double Data Rate
SDRAM (DDR SDRAM), an Enhanced SDRAM (ES-
DRAM), a Synch Link DRAM (SLDRAM), and a Direct
Rambus RAM (DR RAM). It should be noted that the
memories of the systems and methods described herein
are intended to include, but are not limited to, these and
any other suitable types of memories.
[0158] It should be understood that the terms used in
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embodiments of the present invention and the appended
claims are for the purpose of describing specific embod-
iments only but are not intended to limit embodiments of
the present invention.
[0159] For example, the term "and/or" in embodiments
of the present invention is only an association relation
describing associated objects, representing that there
can be three kinds of relations. Specifically, A and/or B
can represent: three cases of that A exists alone, A and
B exist simultaneously, and B exists alone. In addition,
the symbol "/" in this document generally indicates that
objects before and after the symbol "/" have an "or" re-
lationship.
[0160] For another example, the singular forms "a",
"said", and "the" used in embodiments of the present in-
vention and the appended claims are also intended to
include the plural forms unless the context clearly repre-
sents other meanings.
[0161] For another example, the terms first, second,
third, etc. may be used to describe various interface pa-
rameter threshold values, interfaces, and terminals in
embodiments of the present invention, but these inter-
face parameter threshold values, interfaces, and termi-
nals should not be limited to these terms. These terms
are only used to distinguish the interface parameter
threshold value, interface and terminal from each other.
[0162] For another example, depending on the con-
text, the word "if’ or "if’ as used herein may be interpreted
as "when" or "while" or "in response to a determination
of/that" or "in response to a detection of/that". Similarly,
depending on the context, the phrase "if determined" or
"if detected (a stated condition or event)" may be inter-
preted as "when ... is determined" or "in response to a
determination" or "when (stated condition or event) is de-
tected" or "in response to a detection of (stated condition
or event)".
[0163] Those of ordinary skill in the art will recognize
that the exemplary units and algorithm acts described in
connection with the embodiments disclosed herein may
be implemented in electronic hardware, or a combination
of computer software and electronic hardware. Whether
these functions are implemented in hardware or software
depends on a specific application and design constraint
of the technical solution. One skilled in the art may use
different methods to implement the described functions
for each particular application, but such implementation
should not be considered to be beyond the scope of em-
bodiments of the present invention.
[0164] Those skilled in the art may clearly understand
that for convenience and conciseness of description, the
specific working process of the system, device and unit
described above may refer to the corresponding process
in the aforementioned embodiments of methods, and de-
tails are not described herein again.
[0165] In several embodiments provided by the
present invention, it should be understood that the dis-
closed systems, devices and methods may be imple-
mented in other ways. For example, the apparatus em-

bodiments described above are only illustrative, for ex-
ample, the division of the units is only a logical function
division, and there may be other division modes in actual
implementation, for example, multiple units or compo-
nents may be combined or integrated into another sys-
tem, or some features may be ignored or not executed.
On the other hand, the mutual coupling or direct coupling
or communication connection shown or discussed may
be indirect coupling or communication connection
through some interfaces, devices or units, and may be
in electrical, mechanical or other forms.
[0166] The units described as separated components
may or may not be physically separated, and the com-
ponent shown as a unit may or may not be a physical
unit, i.e., it may be located in one place or may be allo-
cated over multiple network units. Parts or all of the units
can be selected according to actual needs to achieve the
purpose of the embodiments of the present invention.
[0167] In addition, various functional units in the em-
bodiments of the present invention may be integrated in
one processing unit, or various units may be presented
separately in a physical way, or two or more units may
be integrated in one unit.
[0168] The function units may be stored in a computer
readable storage medium if realized in a form of software
functional units and sold or used as a separate product.
Based on this understanding, the technical solutions of
the embodiments of the present invention, in essence,
or the part contributing to the related art, or the part of
the technical solutions, may be embodied in the form of
a software product stored in a storage medium, including
several instructions for causing a computer device (which
may be a personal computer, a server, or a network de-
vice, etc.) to perform all or parts of the acts of the methods
described in various embodiments of the present inven-
tion. The aforementioned storage medium includes var-
ious media capable of storing program codes, such as a
U disk, a mobile hard disk, a read-only memory (ROM),
a random access memory (RAM), a magnetic disk, or an
optical disk.
[0169] What are described above are merely the spe-
cific implementations of the embodiments of the present
invention, but the protection scope of the embodiments
of the present invention is not limited thereto. Any change
or substation that can be easily conceived by a person
skilled in the art within the technical scope disclosed by
the embodiments of the present invention shall be includ-
ed within the protection scope of the embodiments of the
present invention. Therefore, the scope of protection of
the embodiments of the present invention should be sub-
ject to the scope of protection of the claims.

Claims

1. A method for transmitting data, comprising: gener-
ating, by a network device, indication information,
wherein the indication information is used for indi-
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cating at least one of the following:

a first interface, a type of the first interface, a
criterion for determining the type of the first in-
terface, and a criterion for determining the first
interface under at least one interface type; and
sending, by the network device, the indication
information to a terminal device, for the terminal
device to enter or remain in an idle state under
the first interface according to the indication in-
formation.

2. The method according to claim 1, wherein the indi-
cation information is used for indicating any one of
the following:

the type of the first interface is Uu type;
the type of the first interface is PC5 type; and
the types of the first interface are Uu type and
PC5 type.

3. The method according to claim 1 or 2, wherein the
criterion comprises an interface parameter threshold
value, wherein the interface parameter threshold val-
ue is a Reference Signal Receiving Power (RSRP)
threshold value or a Reference Signal Receiving
Quality (RSRQ) threshold value.

4. The method according to any one of claims 1 to 3,
wherein the criterion for determining the type of the
first interface comprises:
an interface parameter threshold value or an inter-
face parameter threshold value set for determining
the type of the first interface among multiple interface
types.

5. The method according to claim 4, wherein the mul-
tiple interface types comprise: an interface type be-
tween the terminal device and the network device
and an interface type between the terminal device
and another terminal device.

6. The method according to claim 4 or 5, wherein the
multiple interface types comprise Uu type and PC5
type.

7. The method according to any one of claims 1 to 6,
wherein the criterion for determining the first inter-
face under at least one interface type comprises:
an interface parameter threshold value for determin-
ing the first interface in multiple interfaces of a first
interface type.

8. The method of claim 7, wherein the first interface
type is PC5 type.

9. The method according to claim 7 or 8, wherein an
interface parameter of the first interface is greater

than or equal to the interface parameter threshold
value for determining the first interface.

10. The method according to any one of claims 1 to 9,
wherein the indication information is used for indi-
cating that the first interface is an interface meeting
at least one of following conditions:
a specific type of interface under a specific frequen-
cy, an interface under a specific Radio Access Type
(RAT), an interface under a specific cell, the specific
type of interface under a specific tracking area, and
the specific type of interface under a specific address
label.

11. The method of claim 10, wherein the specific type is
PC5 type.

12. The method according to any one of claims 1 to 11,
before generating, by the network device, the indi-
cation information, the method further comprises:

receiving, by the network device, a measure-
ment report sent by the terminal device, wherein
the measurement report comprises measure-
ment results of the terminal device on interfaces
under multiple interface types; and
generating, by the network device, the indication
information according to the measurement re-
port.

13. The method according to any one of claims 1 to 12,
wherein the criterion for determining the first inter-
face under at least one interface type comprises an
offset threshold value;
and the criterion is used for indicating the terminal
device to switch to the first interface when a differ-
ence between an interface parameter of the first in-
terface and an interface parameter of a current in-
terface is greater than or equal to the offset threshold
value.

14. A method for transmitting data, comprising: receiv-
ing, by a terminal device, indication information sent
by a network device, wherein the indication informa-
tion is used for indicating at least one of the following:

a first interface, a type of the first interface, a
criterion for determining the type of the first in-
terface, and a criterion for determining the first
interface under at least one interface type; and
entering or remaining in, by the terminal device,
an idle state under the first interface according
to the indication information.

15. The method of claim 14, wherein the terminal device
is configured with at least one Uu interface and/or at
least one PC5 interface.
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16. The method according to claim 14 or 15, wherein the
indication information is used for indicating any one
of the following:

the type of the first interface is Uu type;
the type of the first interface is PC5 type; and
the types of the first interface are Uu type and
PC5 type.

17. The method according to any one of claims 14 to 16,
wherein the criterion comprises an interface param-
eter threshold value, wherein the interface parame-
ter threshold value is a Reference Signal Receiving
Power (RSRP) threshold value or a Reference Sig-
nal Receiving Quality (RSRQ) threshold value.

18. The method according to any one of claims 14 to 17,
wherein entering or remaining in, by the terminal de-
vice, the idle state under the first interface according
to the indication information, comprises:

determining, by the terminal device, the first in-
terface in the at least one Uu interface and/or
the at least one PC5 interface according to the
indication information; and
entering or remaining in, by the terminal device,
the idle state under the first interface.

19. The method of claim 18, wherein determining, by the
terminal device, the first interface in the at least one
Uu interface and/or the at least one PC5 interface
according to the indication information, comprises:

determining, by the terminal device, the type of
the first interface among Uu type and PC5 type
according to the indication information; and
determining, by the terminal device, the first in-
terface under the type of the first interface.

20. The method according to any one of claims 14 to 19,
wherein the criterion for determining the type of the
first interface comprises:
an interface parameter threshold value or an inter-
face parameter threshold value set for determining
the type of the first interface among multiple interface
types.

21. The method of claim 20, wherein the multiple inter-
face types comprise: an interface type between the
terminal device and the network device and an in-
terface type between the terminal device and anoth-
er terminal device.

22. The method according to claim 20 or 21, wherein the
multiple interface types comprise Uu type and PC5
type.

23. The method according to any one of claims 14 to 22,

wherein the criterion for determining the first inter-
face under at least one interface type comprises:
an interface parameter threshold value for determin-
ing the first interface in multiple interfaces of a first
interface type.

24. The method of claim 23, wherein the first interface
type is PC5 type.

25. The method according to claim 23 or 24, wherein an
interface parameter of the first interface is greater
than or equal to the interface parameter threshold
value for determining the first interface.

26. The method according to any one of claims 14 to 25,
wherein the indication information is used for indi-
cating that the first interface is an interface meeting
at least one of the following conditions:
a specific type of interface under a specific frequen-
cy, an interface under a specific Radio Access Type
(RAT), an interface under a specific cell, the specific
type of interface under a specific tracking area, and
the specific type of interface under a specific address
label.

27. The method of any one of claims 14 to 26, wherein
before receiving, by the terminal device, the indica-
tion information sent by the network device, the
method further comprises:
sending, by the terminal device, a measurement re-
port to the network device, wherein the measure-
ment report comprises measurement results of the
terminal device on interfaces of multiple interface
types.

28. The method according to any one of claims 14 to 27,
wherein the criterion for determining the first inter-
face under at least one interface type comprises an
offset threshold value, and the criterion is used for
indicating the terminal device to switch to the first
interface when a difference between an interface pa-
rameter of the first interface and an interface param-
eter of the current interface is greater than or equal
to the offset threshold value.

29. A network device for transmitting data, comprising:
a processing unit, used for generating indication in-
formation, wherein the indication information is used
for indicating at least one of the following:

a first interface, a type of the first interface, a
criterion for determining the type of the first in-
terface, and a criterion for determining the first
interface under at least one interface type; and
a transceiving unit, used for sending the indica-
tion information to the terminal device, for the
terminal device to enter or remain in an idle state
under the first interface according to the indica-
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tion information.

30. The network device according to claim 29, wherein
the indication information is used for indicating any
one of the following:

the type of the first interface is Uu type;
the type of the first interface is PC5 type; and
the types of the first interface are Uu type and
PC5 type.

31. The network device according to claim 29 or 30,
wherein the criterion comprises an interface param-
eter threshold value, wherein the interface parame-
ter threshold value is a Reference Signal Receiving
Power (RSRP) threshold value or a Reference Sig-
nal Receiving Quality (RSRQ) threshold value.

32. The network device according to any one of claims
29 to 31, wherein the criterion for determining the
type of the first interface comprises:
an interface parameter threshold value or an inter-
face parameter threshold value set for determining
the type of the first interface among multiple interface
types.

33. The network device according to claim 32, wherein
the multiple interface types comprise: an interface
type between the terminal device and the network
device and an interface type between the terminal
device and another terminal device.

34. The network device according to claim 32 or 33,
wherein the multiple interface types comprise Uu
type and PC5 type.

35. The network device according to any one of claims
29 to 34, wherein the criterion for determining the
first interface under at least one interface type com-
prises:
an interface parameter threshold value for determin-
ing the first interface in multiple interfaces of a first
interface type.

36. The network device according to claim 35, wherein
the first interface type is PC5 type.

37. The network device according to claim 35 or 36,
wherein an interface parameter of the first interface
is greater than or equal to the interface parameter
threshold value for determining the first interface.

38. The network device according to any one of claims
29 to 37, wherein the indication information is used
for indicating that the first interface is an interface
meeting at least one of the following conditions:
a specific type of interface under a specific frequen-
cy, an interface under a specific Radio Access Type

(RAT), an interface under a specific cell, the specific
type of interface under a specific tracking area, and
the specific type of interface under a specific address
label.

39. The network device according to claim 38, wherein
the specific type is PC5 type.

40. The network device according to any one of claims
29 to 39, wherein before generating, by the network
device, the indication information, the transceiving
unit is further used for:

receiving a measurement report sent by the ter-
minal device, wherein the measurement report
comprises measurement results of the terminal
device on interfaces under multiple interface
types;
wherein the processing unit is used for:
generating the indication information according
to the measurement report.

41. The network device according to any one of claims
29 to 40, wherein the criterion for determining the
first interface under at least one interface type com-
prises an offset threshold value, and the terminal de-
vice is indicated to switch to the first interface when
a difference between an interface parameter of the
first interface and an interface parameter of the cur-
rent interface is greater than or equal to the offset
threshold value.

42. A terminal device for transmitting data, comprising:
a transceiving unit, used for receiving indication in-
formation sent by a network device, wherein the in-
dication information is used for indicating at least one
of the following:

a first interface, a type of the first interface, a
criterion for determining the type of the first in-
terface, and a criterion for determining the first
interface under at least one interface type; and
a processing unit, used for entering or remaining
in an idle state under the first interface according
to the indication information.

43. The terminal device according to claim 42, wherein
the terminal device is configured with at least one
Uu interface and/or at least one PC5 interface.

44. The terminal device according to claim 42 or 43,
wherein the indication information is used for indi-
cating any one of the following:

the type of the first interface is Uu type;
the type of the first interface is PC5 type; and
the types of the first interface are Uu type and
PC5 type.
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45. The terminal device according to any one of claims
42 to 44, wherein the processing unit is specifically
used for:

determining, by the terminal device, the first in-
terface in the at least one Uu interface and/or
the at least one PC5 interface according to the
indication information; and
entering or remaining in, by the terminal device,
the idle state under the first interface.

46. The terminal device according to claim 45, wherein
the processing unit is specifically used for:

determining, by the terminal device, the type of
the first interface among Uu type and PC5 type
according to the indication information; and
determining, by the terminal device, the first in-
terface under the type of the first interface.

47. The terminal device according to any one of claims
42 to 46, wherein the criterion comprises an interface
parameter threshold value, wherein the interface pa-
rameter threshold value is a Reference Signal Re-
ceiving Power (RSRP) threshold value or a Refer-
ence Signal Receiving Quality (RSRQ) threshold
value.

48. The terminal device according to any one of claims
42 to 47, wherein the criterion for determining the
type of the first interface comprises:
an interface parameter threshold value or an inter-
face parameter threshold value set for determining
the type of the first interface among multiple interface
types.

49. The terminal device according to claim 48, wherein
the multiple interface types comprise: an interface
type between the terminal device and the network
device and an interface type between the terminal
device and another terminal device.

50. The terminal device according to claim 48 or 49,
wherein the multiple interface types comprise Uu
type and PC5 type.

51. The terminal device according to any one of claims
42 to 50, wherein the criterion for determining the
first interface under at least one interface type com-
prises:
an interface parameter threshold value for determin-
ing the first interface in multiple interfaces of a first
interface type.

52. The terminal device according to claim 51, wherein
the first interface type is PC5 type.

53. The terminal device according to claim 51 or 52,

wherein the processing unit is specifically used for:
determining, by the terminal device, an interface cor-
responding to an interface parameter greater than
or equal to the interface parameter threshold value
for determining the first interface as the first interface.

54. The terminal device according to any one of claims
42 to 53, wherein the indication information is used
for indicating that the first interface is an interface
meeting at least one of the following conditions:
a specific type of interface under a specific frequen-
cy, an interface under a specific Radio Access Type
(RAT), an interface under a specific cell, the specific
type of interface under a specific tracking area, and
the specific type of interface under a specific address
label.

55. The terminal device according to claim 54, wherein
the specific type is PC5 type.

56. The terminal device according to any one of claims
42 to 55, wherein before receiving, by the terminal
device, the indication information sent by the network
device, the transceiving unit is further used for:
sending, by the terminal device, a measurement re-
port to the network device, wherein the measure-
ment report comprises measurement results of the
terminal device on interfaces under multiple inter-
face types.

57. The terminal device according to any one of claims
42 to 56, wherein the criterion for determining the
first interface under at least one interface type com-
prises an offset threshold value, and the criterion is
used for indicating the terminal device to switch to
the first interface when a difference between an in-
terface parameter of the first interface and an inter-
face parameter of the current interface is greater
than or equal to the offset threshold value.

58. A computer-readable storage medium, wherein the
computer-readable storage medium stores a pro-
gram which causes a network device to perform the
method for transmitting data according to any one
of claims 1 to 13.

59. A computer-readable storage medium, wherein the
computer-readable storage medium stores a pro-
gram which causes a terminal device to perform the
method for transmitting data according to any one
of claims 14 to 28.

60. A computer program product containing instructions,
which, when being executed on a computer, causes
the computer to perform the method for transmitting
data according to any one of claims 1 to 28.
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