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Description

BACKGROUND OF THE INVENTION

FIELD OF THE INVENTION

[0001] The present invention relates to a disk brake
for a vehicle, comprising: an electric motor which has a
motor shaft provided with an armature and which is at-
tached to a caliper body so as to exhibit a power for urging
a friction pad toward a disk rotor; and a Hall IC for de-
tecting a rotational angle of the electric motor.

DESCRIPTION OF THE RELATED ART

[0002] Such a disk brake for a vehicle is known from
Published Japanese Translation No. 2001-510760 of
PCT application No. PCT/EP98/04582.
[0003] In the disk brake disclosed in Published Japa-
nese Translation No. 2001-510760, the disk brake is dis-
posed corresponding to an outer end of a motor shaft of
an electric motor, and a Hall IC is disposed outside the
electric motor. Therefore, a special measure for water-
proof sealing of the Hall IC is required, resulting in an
increase in the number of parts.
[0004] In EP-A-0 849 866, on which the preamble of
claim 1 is based, a Hall-IC (6) is mounted in a recess
formed between the inner circumferential surface and
the normal end face thereto of the brush holder (2), and
this recess is open towards the lid plate (4.1) and covered
thereby. The lid plate is non-removable fixed to the motor
casing by caulking. No separate detachable sensor cover
is shown there beyond the lid plate (4.1).
[0005] In US 2007/034452 A1, Fig. 5, a Hall sensor
(57) is mounted on a side of the brush holder (48) facing
the lid plate (52), and is covered on this side facing the
lid plate (52) by a resin case (62) which is non-detachably
bonded thereto.
[0006] In DE 10 2004 012355 A1, Figs. 2 and 3, a Hall
sensor (27) is mounted in a recess formed on an axial
projection of a resin casing member (22, 24) to be located
axially between the brushless motor and the lid pate (30)
which rotatably supports the motor shaft. The recess
opens in a radial inward direction and has no separate
cover.

SUMMARY OF THE INVENTION

[0007] The present invention has been made in view
of the above-described circumstances, and it is an object
of the present invention to provide a disk brake for a ve-
hicle, wherein a Hall IC detects a rotational angle of an
electric motor, and the number of parts is reduced by
eliminating need of a special sealing measure.
[0008] To achieve the above object, according to a first
aspect of the present invention, there is provided a disk
brake for a vehicle, in accordance with claim 1.
[0009] With the first feature of the invention, the Hall

IC is disposed within the electric motor. Therefore, a wa-
ter-proof sealing measure dedicated for the Hall IC is not
required, and a part required for attaching the Hall IC to
the motor case is only the sensor cover, thereby reducing
the number of parts.
[0010] According to a second feature of the present
invention, in addition to the first feature, the Hall IC is
retained by a brush holder which constitutes a portion of
the motor case while retaining a brush in sliding contact
with a commutator of the armature; and the sensor cover
covers a connection of an internal terminal for a sensor.
[0011] With the second feature of the invention, the
Hall IC is covered by the sensor cover to prevent friction
powder produced by the sliding contact of the brushes
with the commutator from affecting the connection of the
terminal of the Hall IC to generate an electric short circuit.
[0012] According to a third feature of the present in-
vention, in addition to the second feature, a magnet is
disposed close to the Hall IC, and is retained between
the brush holder and the sensor cover.
[0013] With the third feature of the invention, the mag-
net is retained between the sensor cover and the brush
holder. Therefore, a part exclusively used for disposing
the magnet on the brush holder is not required, thereby
reducing the number of parts.
[0014] The above-mentioned object, other objects,
characteristics, and advantages of the present invention
will become apparent from a preferred embodiment,
which will be described in detail below by reference to
the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015]

Fig.1 is a perspective view of a disk brake for a ve-
hicle according to an embodiment of the present in-
vention.
Fig.2 is a sectional view taken along a line 2-2 in Fig.
1.
Fig.3 is a view taken in a direction of an arrow 3 in
Fig. 2.
Fig.4 is a sectional view taken along a line 4-4 in Fig.
2.
Fig. 5 is a view taken in a direction of an arrow 5 in
Fig.1.
Fig.6 is a sectional view taken along a line 6-6 in Fig.
5.
Fig.7 is a view taken in a direction of an arrow 7 in
Fig.6 with a motor cover omitted.
Fig.8 is a perspective view of the motor cover.
Fig. 9 is a view taken along a line 9-9 in Fig. 6 with
a caliper body omitted.
Fig.10 is an enlarged view taken in a direction of an
arrow 10 in Fig.2.
Fig. 11 is a view showing a brush holder viewed in
the same direction as in Fig.7 with the motor cover
omitted.
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Fig. 12 is a view showing the brush holder viewed in
the same direction as in Fig. 11 with the brushes and
the sensor cover omitted.
Fig.13 is a view taken in the same direction as in Fig.
11 for showing a state of a lead frame embedded in
the brush holder.
Fig.14 is a view showing an electrically connected
state of an electric motor.
Fig. 15 is an enlarged sectional view taken along a
line 15-15 in Fig.11.
Fig. 16 is an enlarged sectional view taken along a
line 16-16 in Fig.15.
Fig.17 is a perspective view of the sensor cover.
Fig.18 is an enlarged sectional view showing a de-
celerating mechanism shown in Fig.2.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT

[0016] Referring first to Figs.1 to 3, a disk brake for
vehicle enables a service braked state by a fluid pressure
and also enables a parking braked state by the operation
of an electric motor 25 (see Fig.2). The disk brake in-
cludes a disk rotor 26 adapted to be rotated along with
a vehicle wheel (not shown), a caliper body 27, and a
pair of friction pads 28 and 29 disposed on opposite side
faces of the disk rotor 26 and between the disk rotor 26
and the caliper body 27.
[0017] The caliper body 27 includes a housing portion
27a supported for sliding in a direction along an axis of
the disk rotor 26 by a bracket 30 mounted to a vehicle
body, and an arm 27b extending from the housing portion
27a over the disk rotor 26 to an opposite side. Slide pins
31, 31 extending parallel to the axis of the disk rotor 26
are fixed to the housing portion 27a, and are slidably
carried in the bracket 30. Boots 32, 32 are provided be-
tween the housing portion 27a and the bracket 30 to sur-
round both the slide pins 31.
[0018] The friction pad 28 is opposed to one side face
of the disk rotor 26 on the side of the housing portion
27a, and comprises a backing plate 20 and a lining 22
which is mounted on the backing plate 20 and capable
of exhibiting a friction force in sliding contact with the disk
rotor 26. The friction pad 29 is opposed to the other side
face of the disk rotor 26 on the side of the arm 27b, and
comprises a backing plate 21 and a lining 23 which is
mounted on the backing plate 21 and capable of exhib-
iting a friction force in sliding contact with the disk rotor
26. Both the friction pads 28 and 29 are retained on the
bracket 30 for movement in the direction along the axis
of the disk rotor 26.
[0019] The housing portion 27a of the caliper body 27
is provided with (1) a cylinder bore 33 which has an axis
parallel to the axis of the disk rotor 26 and which is opened
on the side of the friction pad 28, (2) an accommodating
recess 34 opened on a side opposite from the friction
pad 28, and (3) a partition wall 35 interposed between
the cylinder bore 33 and the accommodating recess 34.

The cylinder bore 33 and the accommodating recess 34
are formed to have circular sections on the same axis. A
through-bore 36 is provided in a central portion of the
partition wall 35 to coaxially connect the cylinder bore 33
and the accommodating recess 34 to each other.
[0020] A bottomed cylindrical brake piston 38 with its
front end closed is axially slidably received in the cylinder
bore 33 so that its front end is brought into abutment
against the backing plate 20 of the friction pad 28. The
brake piston 38 has a fluid pressure chamber 37 formed
between the piston 38 and the partition wall 34. The front
end of the brake piston 38 is engaged with the backing
plate 20 in order to inhibit the rotation of the brake piston
38 within the cylinder bore 33.
[0021] An annular piston seal 40 is mounted on an in-
ner surface of the cylinder bore 33 and interposed be-
tween the caliper body 27 and the brake piston 38. An
annular dust boot 41 is mounted between an opened end
of the cylinder bore 33 and the brake piston 38. The hous-
ing portion 27a is provided with a fluid pressure passage
42 for guiding a fluid pressure to the fluid pressure cham-
ber 37.
[0022] An output from the electric motor 25 for exhib-
iting a power for advancing and retracting the friction pads
28 and 29 with respect to the disk rotor 26 is transmitted
to the brake piston 38 through a decelerating mechanism
45 for decelerating the output and a motion converting
mechanism 46. The motion converting mechanism 46 is
accommodated in the cylinder bore 33 in the caliper body
27 in such a manner that it is disposed behind the brake
piston 38. The decelerating mechanism 45 supports the
electric motor 25, with its large portion being accommo-
dated in the accommodating recess 34. The electric mo-
tor 25 is attached to the housing portion 27a of the caliper
body 27 on a side opposite from the disk rotor 26.
[0023] The motion converting mechanism 46 includes
a rotary shaft 47 coaxial with the cylinder bore 33, and a
nut 49 which is engaged with a brake piston for non-
rotatably relative to each other and which is threadedly
engaged with external threads engraved in an outer pe-
riphery of a leading end of the rotary shaft 47. One end
of the rotary shaft 47 is rotatably passed through the
through-bore 36 in the partition wall 35 on the side op-
posite from the brake piston 38. A collar 47a is integrally
provided on the rotary shaft 47 to protrude radially out-
wards, so that it is opposed to a surface of the partition
wall 35 facing the fluid pressure chamber 37. An O-ring
50 is interposed between the partition wall 35 of the hous-
ing portion 27a and the rotary shaft 47. A thrust bearing
51 and a washer 52 are interposed between the surface
of the partition wall 35 facing the fluid pressure chamber
37 and the collar 47a.
[0024] A sliding surface of the thrust bearing 51 on the
washer 52 is coated with a resin, thereby providing a
sealing effect between the thrust bearing 51 and the
washer 52 to alleviate of a loading pressure provided by
the O-ring 50. As a result, it is possible to improve the
durability (friction resistance) of the O-ring 50.
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[0025] A stop ring 53 is mounted around an outer pe-
riphery of a protrusion of the rotary shaft 47 on the side
of the accommodating recess 34, and a Belleville spring
54 is interposed between the partition wall 35 of the cal-
iper body 27 and the stop ring 53. The rotary shaft 47 is
biased toward the electric motor 25 by a resilient force
exhibited by the Belleville spring 54. The resilient force
exhibited by the Belleville spring 54 is set at a value equal
to or larger than a thrust force applied to the rotary shaft
47 toward the side opposite from the electric motor 25
by a roll-back caused in the O-ring 50 upon release of
the fluid pressure after the application of the fluid pres-
sure on the fluid pressure chamber 37.
[0026] Referring also to Fig.4, the rotary shaft 47 is
threadedly engaged with the nut 49 surrounding the ro-
tary shaft 47 within the brake piston 38. The nut 49 has,
at its front end, an engagement portion 49a having a reg-
ular tetragonal outer periphery. A front end face of the
engagement portion 49a abuts against an inner surface
of the front end of the brake piston 38.
[0027] On the other hand, locking grooves 55 in a
number corresponding to an integral multiplication (two-
fold in this embodiment) of the number of four corners of
the engagement portion 49a are provided in an inner pe-
riphery of the bottomed cylindrical brake piston 38 at lo-
cations circumferentially spaced apart from one another
while extending axially such that the corners are selec-
tively brought into engagement with the locking grooves
55 at a plurality of points with their phases circumferen-
tially displaced from one another. In other words, the in-
ner periphery of the brake piston 38 is formed into a star-
shape which corresponds to the shape of an outer pe-
riphery of the engagement portion 49a and in which a
plurality of regular polygonal shapes with phases dis-
placed from one another are superposed together. In this
embodiment, the inner periphery of the brake piston 38
is formed into a star-shape in which two regular tetragonal
shapes with phases displaced from each other are su-
perposed together.
[0028] In such a motion converting mechanism 46,
when the power from the electric motor 25 is decelerated
by the decelerating mechanism 45 and transmitted to the
rotary shaft 47 to rotate the rotary shaft 47 in one direc-
tion, the power of the rotation of the rotary shaft 47 is
converted into an axially advancing/retracting force for
the brake piston 38 in a state in which the rotations of
the brake piston 38 and the nut 49 is inhibited. Thus, the
disk rotor 26 is clamped from opposite sides by the friction
pads 28 and 29 by means of an action and a reaction
caused by the forward sliding of the brake piston 38,
thereby generating a braking force. On the other hand,
the brake piston 38 is slid axially rearwards by the rotation
of the rotary shaft 37 in the other direction, thereby can-
celing the braked state.
[0029] Referring also to Figs. 5 and 6, a motor case
for the electric motor 25 comprises: a yoke 57 which is
formed into a bottomed tubular shape (a bottomed cylin-
drical shape in this embodiment) from a material having

an electrical conductivity and which has an end wall 57a
at one end and a flange 57b overhanging radially out-
wards at the other end; a brush holder 58 formed into a
ring-shape from a synthetic resin and having a center
bore 77 in such a manner its outer periphery is put into
abutment against the flange 57b of the yoke 57; and a
lid plate 59 clamping the brash holder 58 between the lid
plate 59 and the other end, i.e. , the opened end of the
yoke 57. The brush holder 58 is integrally provided with
a short cylindrical portion 58b fitted into the opened end
of the yoke 57.
[0030] A motor shaft 60 passed through the center
bore 77 in the brush holder 58 is rotatably supported by
the motor case 56, and provided with an armature 62
having a commutator 61. One end of the motor shaft 60
is rotatably passed through a cylindrical first bearing
housing 65 provided on the end wall 57a at one end of
the yoke 67 in the motor case 56. A first ball bearing 63
is interposed between the first bearing housing 65 and
the motor shaft 60. The other end of the motor shaft 60
is rotatably passed through a cylindrical second bearing
housing 66 mounted at a central portion of the lid plate
59 in the motor case 56. A second ball bearing 64 having
a seal is interposed between the second ball bearing 64
and the motor shaft 60. That is, the one end of the motor
shaft 60 is rotatably supported at one end of the yoke 57
with the first ball bearing 63 interposed therebetween,
and the other end of the motor shaft 60 is rotatably sup-
ported on the lid plate 59 with the second ball bearing 64
interposed therebetween. A plurality of magnets 67 are
secured to the inner periphery of the yoke 57 in a region
corresponding to the armature 62.
[0031] The decelerating mechanism 45 is housed in
the case 68 which comprises the lid plate 59 constituting
a portion of the motor case 56, and a case member 69
which is formed into a cup-shape and which has at its
opened end a flange 69a which abuts against the outer
periphery of the lid plate 58 from a side opposite from
the electric motor 25. The electric motor 25 is attached
to the flange 57b of the caliper boy 27 by bolts 70 fastened
to the caliper body 27 at a plurality of points (three points
in this embodiment) circumferentially spaced apart from
one another.
[0032] Referring also to Fig.7, insertion bores 71 for
insertion of the bolts 70 are provided in the flange 57b of
the motor case 56 at a plurality of points (three point in
this embodiment) circumferentially spaced apart from
one another, and insertion bores 72 and 73 correspond-
ing to the insertion bores 71 are provided in the outer
peripheral portion of the lid plate 59 and the flange 69a
of the case member 69. Metal cylindrical collars 74 for
insertion of the bolts 70 are embedded in portions of the
outer periphery of the brush holder 58 corresponding to
the insertion bores 71, 72 and 73 such that their opposite
ends abut against the flange 57b of the yoke 57 and
against the lid plate 59. Thus, the bolts 70 are inserted
through the insertion bores 71, the collars 74 and the
insertion bores 72 and 73 such that their enlarged heads
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70a are brought into abutment and engagement with the
flange 57b, and are threadedly fitted into threaded bores
75 provided in the housing portion 27a of the caliper body
27. Moreover, engagement recesses 76 having a non-
circular sectional shape for engagement with a tool (not
shown) for rotating the bolts 70 are provided in outer end
faces of the enlarged heads 70a.
[0033] Referring also to Fig.8, at least a portion of the
motor case 56 (a portion of each of the yoke 57 and the
brush holder 58 in this embodiment) is covered with a
motor cover 80 made of a synthetic resin. The motor cov-
er 80 is integrally includes three portions: a bottomed
cylindrical portion 80a coaxially covering the yoke 57; a
flange 80b overhanging outwards from an opened end
of the bottomed cylindrical portion 80a in such a manner
that it is in close contact with and superposed on the
flange 57b of the yoke 57 ; and a short cylindrical portion
80c connected at a right angle to an outer peripheral edge
of the flange 80b and coaxially covering a portion of the
brush holder 58.
[0034] The flange 80b of the motor cover 80 is inte-
grally provided with base ends of a plurality of, e.g., three
connecting legs 81 passed through the motor case 56
and the case 68. Moreover, leading ends of connecting
legs 81 passed through the flange 69a of the case mem-
ber 69 in the case 68 are fixed in an engaged manner to
the flange 69a of the case member 69. In this embodi-
ment, a small-diameter eccentric shaft portion 81a is in-
tegrally provided at each of the leading end of the con-
necting leg 81, and as shown in Fig.9, push nuts 82 are
mounted to the small-diameter shaft potions 81 to come
into abutment and engagement with the flange 69a. It
should be noted that the leading ends of the connecting
legs 81 is fixed and engaged by heat-crimping with the
flange 69a of the case member 69.
[0035] The motor cover 80 is configured so that its
flange 80b is brought into close contact with the flange
57b of the yoke 57 in the motor case 56 over the entire
peripheries of the enlarged heads 70a of the bolts 70.
The flange portion 80b of the motor cover 80 is integrally
provided with tubular portions 83 through which the bolts
70 can be inserted and which cover the enlarged heads
70a, respectively.
[0036] Moreover, caps 84 made of an elastic material,
e.g., a rubber are detachably fitted into the leading ends
of the tubular portions 83 so as to liquid-tightly close the
leading ends of the tubular portions 83. Moreover, the
cap 84 is integrally provided with a knob 84a which is
adapted to be located outside the tubular portion 83 in a
state in which the cap 84 is fitted into the tubular portion
83. The knob 84a is formed into a shape such that it
clamps the leading end of the tubular portion 83 from the
outside in a natural state in which no force is applied.
[0037] Referring to Fig.10, an annular seal member 86
having an oblong cross-sectional shape longer in a di-
rection along the axis of the electric motor 25 is inter-
posed between opposed surfaces of the brush holder 58
constituting a portion of the motor case 56 and the hous-

ing 27a of the caliper body 27 such that it is restricted
from being flexed inward or outward in the lateral direc-
tion. In this embodiment, the seal member 86 surrounds
the outer periphery of the case 68 having the decelerating
mechanism 45 housed therein, and is restricted from be-
ing flexed inward in the lateral direction by the outer pe-
riphery of the case 68.
[0038] Moreover, annular restricting portions 87 and
88 are projectingly provided on opposed surfaces of the
housing 27a of the caliper body 27 and the brush holder
58 so as to extend in a direction to approach each other.
The annular restricting portions 87 and 88 have restrict-
ing faces 87a and 88a opposed to the seal member 86
from the other of the inward and outward lateral directions
(the outward lateral direction in this embodiment). Both
the restricting faces 87a and 88a are formed into tapered
faces which are inclined so as to get away from the seal
member 86 toward leading ends of the restricting portions
87 and 88.
[0039] Referring to Fig.11, a plurality of, e.g., four
brushes 90 are retained on the brush holder 58 to come
into sliding contact with the commutator 61 of the arma-
ture 62, so that they can be slid in a radial direction of
the commutator 61 at locations equally spaced apart from
one another in a circumferential direction of the commu-
tator 61. The brushes 90 are biased by springs 91 in a
direction to come into sliding contact with the commutator
61.
[0040] A plus-side internal feed terminal 96 and a mi-
nus-side internal feed terminal 97 are disposed adjacent
each other on the brush holder 58. The plus-side internal
feed terminal 96 interconnects plus-side feed wires 92
and 93 respectively connected to two of the four brushes
90 disposed at a distance of 90 degree. The minus-side
internal feed terminal 97 interconnects minus-side feed
wire 94 and 95 respectively connected to the remaining
brushes 90. A rotational angle detecting sensor 98 for
detecting a rotational angle of the electric motor 25 is
disposed on the brush holder 58 on a side opposite from
the plus-side and minus-side internal feed terminals 96
and 97 with respect to the armature 62.
[0041] Referring to Figs.12 and 13, first, second, third,
fourth and fifth lead frames 99, 100, 101, 102 and 103
made of a conductive metal are embedded in the brush
holder 58 in such a manner that they are mold-coupled
together upon the die-molding of the brush holder. The
first and second lead frames 99 and 100 are embedded
in the brush holder 58 so as to form plus-side and minus-
side external feed terminals 104 and 105 at one ends,
and also form the plus-side and minus-side internal feed
terminals 96 and 97 at the other ends. The third and fourth
lead frames 101 and 102 are embedded in the brush
holder 58 so as to form plus-side and minus-side external
terminals 106 and 107 for the sensor at one ends, and
also form plus-side and minus-side internal terminals 108
and 109 for the sensor at the other ends. The rotational
angle detecting sensor 98 is connected to the plus-side
and minus-side internal terminals 108 and 109 for the
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sensor, which face an opening 110 provided in the brush
holder 58 in a region corresponding to the rotational angle
detecting sensor 98.
[0042] A coupler portion 58a is integrally formed on
the brush holder 58 to protrude sideways of the brush
holder 58. The plus-side and minus-side external feed
terminals 104 and 105 and the plus-side and minus-side
external terminals 106 and 107 for the sensor are dis-
posed within the coupler portion 58a. As shown in Fig.
14, a plus-side external power source wire 111 and a
minus-side external power source wire 112 are connect-
ed to the plus-side and minus-side external feed termi-
nals 104 and 105 in the coupler portion 58a, and a plus-
side external lead wire 113 for the sensor and a minus-
side external lead wire 114 for the sensor are connected
to the plus-side and minus-side external terminals 106
and 107 for the sensor in the coupler portion 58a.
[0043] A battery 116 is connected to an electronic con-
trol unit 115 for controlling the operation of the electric
motor 25. The plus-side external power source wire 111 ,
the minus-side external power source wire 112, the plus-
side external lead wire 113 for the sensor and the minus-
side external lead wire 114 for the sensor are connected
to the electronic control unit 115.
[0044] In addition to the plus-side and minus-side ex-
ternal feed terminal 104 and 105 as well as the plus-side
and minus-side external terminals 196 and 107 for the
sensor, a noise-countermeasure terminal 117 for electri-
cally connecting the yoke 57 to the vehicle body B is
mounted on the electric motor 25. The noise-counter-
measure terminal 117 is formed at one end of the fifth
lead frame 103 and disposed within the coupler portion
58a along with the plus-side external feed terminal 104,
the minus-side external feed terminal 105, the plus-side
external terminal 106 for the sensor and the minus-side
external terminal 107 for the sensor.
[0045] Referring carefully to Fig.6, an accommodating
bore 118 is provided in the brush holder 58 with a portion
of the fifth lead frame 103 facing the accommodating bore
118, and a coil spring 119 made of a metal material having
an electrical conductivity is accommodated in the accom-
modating bore 118 in such a manner that one end thereof
is in abutment against the fifth lead frame 103 and the
other end is in abutment against the flange 57b of the
yoke 57. Namely, the noise-countermeasure terminal
117 is electrically connected to the yoke 57 through the
fifth lead frame 103 and the coil spring 119. Moreover, a
ground wire 120 leading to the vehicle body B is connect-
ed to the noise-countermeasure terminal 117, as shown
in Fig.14.
[0046] Referring to Figs. 15 and 16, the rotational angle
detecting sensor 98 comprises: a pair of conductive plate
121 parallel to each other; and a Hall IC 122 attached to
one ends of the rotational angle detecting sensor 98; and
a capacitor 123 provided at a location between interme-
diate portions the conductive plates 121. A magnet 124
is attached to the brush holder 58 at a location close to
the Hall IC 122. A pulser 125 (see Figs. 5 and 6) to be

detected by the rotational angle detecting sensor 98 is
mounted on the motor shaft 60 within the motor case 56
so that it is located inside the Hall IC 122.
[0047] A mounting recess 126 located nearer the cent-
er bore 77 and between the center bore 77 and the open-
ing 110 is provided in the brush holder 58 at a location
outside the pulser 125 mounted on the motor shaft 60 so
that it is opened to a side opposite from the lid plate 59.
The Hall IC 122 is accommodated in the mounting recess
126. Each of the conductive plates 121 is bent approxi-
mately at a right angle in such a manner that the Hall IC
122 at one end is accommodated in the mounting recess
126, and the other end is extended to a side opposite
from the pulser 125. The other ends of the conductive
plate 121 are electrically connected to the plus-side and
minus-side internal terminals 108 and 109 for the sensor
within the opening 110 in the brush holder 58, respec-
tively.
[0048] The Hall IC 122 accommodated in the mounting
recess 126 outside the pulser 125 and the capacitor 123
are retained by the brush holder 58 of the motor case 56
and by a sensor cover 127 detachably mounted to the
brush holder 58.
[0049] Referring to Fig.17, the sensor cover 127 inte-
grally includes (1) a first clamping plate 127a which
clamps the conductive plates 121 having the Hall IC 122
accommodated in the mounting recess 126 between the
first clamping plate 127a and the brush holder 58, (2) first
and second side plates 127b and 127c connected to right
angles to opposite sides of the first clamping plate 127,
respectively, and (3) a second clamping plate 127e con-
nected at its base end to the first side plate 127b through
a hinge portion 127d. An engagement claw 129 is pro-
jectingly provided at a leading end of the second clamping
plate 127e, and is capable of being resiliently brought
into engagement with a locking recess 128 provided in
an inner surface of the second side plate 127c.
[0050] Rectangular insertion bores 130 are provided
in the brush holder 58 on opposite sides of a region where
the conductive plates 121 are disposed between the
mounting recess 126 and the opening 110. The first side
plate 127b and the second clamping plate 127e in states
in which they are not bent at the hinge portion 127d are
inserted through one of the insertion bores 130, and the
second side plate 127c is inserted through the other in-
sertion bore 130.
[0051] The second clamping plate 127e inserted
through the one insertion bore 130 and protruding toward
the lid plate 59 is bent at aright angle at the hinge portion
127d, and the engagement claw 129 is resiliently brought
into engagement with the locking recess 128 in the sec-
ond side plate 127c inserted through the other insertion
bore 130, whereby the sensor cover 127 is detachably
attached to the brush holder 58, and the Hall IC 122 is
retained between the sensor cover 127 and the brush
holder 58. Moreover, Recesses 131 and 132 correspond-
ing to each other are provided in opposed surfaces of
the second clamping plate 127e and the brush holder 58.
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The magnet 124 is retained between the second clamp-
ing plate 127e and the brush holder 58 in such a manner
that it is fitted into the recesses 131 and 132.
[0052] The first clamping plate 127a is formed to cover
the opening 110 from a side opposite from the lid plate
59, and the plus-side and minus-side internal terminals
108 and 109 for the sensor are connected to the conduc-
tive plate 121 within the opening 110. Therefore, connec-
tions of the plus-side and minus-side internal terminals
108 and 109 for the sensor are covered with the sensor
cover 127.
[0053] As clearly shown in Figs.1, 5, 7, 9 and 11 to 13,
a pair of projections 135, 135 are integrally provided on
the brush holder 58 to protrude outwards further than the
outer peripheries the housing 28a of the caliper body 27
and the flange 57b of the yoke 57 so that an operator
can put his fingers on the projections 135 to remove the
electric motor 25 from the caliper body 27. The projec-
tions 135 are integrally provided on the brush holder 58
to protrude outwards on a side opposite from the coupler
portion 58a projectingly provided on the brush holder 58.
[0054] The metal cylindrical collars 74 for inserting the
bolts 70 for fastening the motor case 56 to the housing
27a of the caliper body 27 are embedded at locations
spaced apart from one another in the circumferential di-
rection of the brush holder 58. The projections 135, 135
are projectingly provided on the brush holder 58 so as to
sandwich one of the collars 74 (the collar 74 located on
a side from the coupler portion 58a in this embodiment)
from circumferentially opposite sides.
[0055] Recesses 136 are formed in the outer periphery
of the brush holder 58 at a plurality of points (three points)
in correspondence to sections where the collars 74 are
embedded, and ribs 137 are integrally provided on the
outer periphery of the brush holder 58 so that a plurality
of the ribs are disposed in each of the recesses 136.
[0056] The coupler portion 58a is integrally formed on
the coupler portion 58a in such a manner that a portion
thereof protrudes toward the housing 27a of the caliper
body 27. As clearly shown in Fig. 5, two sets of pairs of
projections 138, 138; 139, 139 are provided in the hous-
ing 27a of the caliper body 27. The projections 138, 138;
139, 139 interfere with the coupler portion 58a when the
operator tries to attach the motor case 56 to the caliper
body 27 in a state in which the circumferential position
of the motor case 56 relative to the caliper body 27 is
displaced from a regular position.
[0057] Namely, because the motor case 56 is fastened
to the caliper body 27 by the bolts 70 at three points
circumferentially spaced apart from one another, the mo-
tor case 56 should be capable of being attached to the
caliper body 27 by the bolts 70 at locations each turned
at 180 degrees relative to the caliper body 27. Thus, it is
required that the position of the coupler portion 58a is
constant around the axis of the wheel, because the cou-
pler portion 58a protrudes sideways from the brush hold-
er 58. Also, it is required that the motor case 56 is at-
tached to the caliper body 27 in a state in which the cir-

cumferential position thereof relative to the caliper body
is a regular position, while the coupler portion 58a is in
a correct position around the axis of the wheel.
[0058] Moreover, the projections 138, 138 in one of
the sets are projectingly provided on the caliper body 27
so as to form a pair at locations symmetric with respect
to the a diametrical line L of the cylinder bore 33 provided
in the caliper body 27, and the projections 139, 139 in
the other set are projectingly provided on the caliper body
27 so as to form a pair at locations symmetric with respect
to the diametrical line of the cylinder bore 33, e.g. , at
locations symmetric with respect to the diametrical line
L on a side opposite from the projections 138 in this em-
bodiment.
[0059] In one of the left and right wheels, supposing
that a state in which the coupler 58a is disposed at a
location shown by a solid line in Fig.5 is a state in which
the circumferential portion of the motor case 56 relative
to the caliper body 27 is a regular position, when the
circumferential portion of the motor case 56 relative to
the caliper body 27 is a position displaced from the reg-
ular position, the fastening of the motor case 56 to the
caliper body 27 becomes impossible due to the interfer-
ence with the coupler portion 58a by one of the projec-
tions 138 in the one set or one of the projections 139 in
the other set.
[0060] In the other of the left and right wheels, when
the circumferential portion of the motor case 56 relative
to the caliper body 27 is the position displaced from the
regular position, the fastening of the motor case 56 to
the caliper body 27 becomes impossible due to the in-
terference with the coupler portion 58a by the other of
the projections 138 in the one set or the other of the pro-
jections 139 in the other set.
[0061] Referring to Fig. 18, the decelerating mecha-
nism 45 is housed in the case 68 which comprises the
lid plate 59 constituting a portion of the motor case 56
and the cup-shaped case member 69 having the flange
69a abutting against the outer periphery of the lid plate
59 from the side opposite from the electric motor 25. The
seal member 140 is interposed between the lid plate 59
and the case member 69.
[0062] The decelerating mechanism 45 is a wave-mo-
tion gear mechanism, is housed in the case 68, and com-
prises: a wave-motion generator 143 including an elliptic
cam 141 relatively non-rotatably connected to the motor
shaft 60 of the electric motor 25 and a third ball bearing
142 mounted to an outer periphery of the elliptic cam
141; a resilient ring gear 144 which has a large number
of teeth provided on its outer periphery and which is
mounted to an outer race of the third ball bearing 142; a
stationary ring gear 146 which is fixed to the case 68 and
which has, on its inner periphery, teeth 147 meshed with
the teeth 145 on one of axial halves of the resilient ring
gear 144; an output ring gear 148 having, on its inner
periphery, teeth 149 meshed with the teeth 145 on the
axial other half of the resilient gear 144; and an output
rotary member 150 coupled to the output ring gear 148.
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Moreover, the number of the teeth 147 on the inner pe-
riphery of the stationary ring gear 146 is the same as the
number of the teeth 145 on the outer periphery of the
resilient ring gear 144, and the number of the teeth 149
on the inner periphery of the output ring gear 148 is in-
creased by two more than the number of the teeth 145
on the outer periphery of the resilient ring gear 144.
[0063] The end of the motor shaft 60 on the side of the
decelerating mechanism 45 protrudes into the case 68
in such a manner that it is supported on the second bear-
ing housing 66 of the lid plate 59 in the case 68 with the
second ball bearing 64 interposed therebetween. The
elliptic cam 141 has one end abutting against an inner
ring of the second ball bearing 64, and is provided with
a connecting bore 151 into which a fitting shaft portion
60a provided at the end of the motor shaft 60 is fitted.
The fitting shaft portion 60a and the connecting bore 151
are formed so that their cross sectional shapes are non-
circular in order to disable the rotation of the elliptic cam
141 relative to the motor shaft 60.
[0064] A small-diameter shaft portion 60b is coaxially
provided on the motor shaft 60 so as to protrude from
the elliptic cam 141 toward the output rotary member
150. A pull nut 152 which is a stop member is mounted
to the small-diameter shaft portion 60b so that it is brought
into abutment and engagement with the elliptic cam 141
from a side opposite from the second ball bearing 64.
Thus, the axial movement of the elliptic cam 141 relative
to the motor shaft 60 is restricted by the second ball bear-
ing 64 and the push nut 152.
[0065] The lid plate 59 is provided with a positioning
portion for positioning at least one stationary member
constituting a portion of the decelerating mechanism 45
(the stationary ring gear 146 in this embodiment) coaxi-
ally with the second ball bearing 64. In this embodiment,
a fitting recess 153 is provided as the positioning portion
coaxial with the cylindrical second ring housing 66 pro-
vided in the lid plate 59 in such a manner that the outer
ring of the second ball bearing 64 is fitted into the cylin-
drical second ring housing 66. The fitting recess 153 is
provided in the lid plate 59 in such a manner that the
outer periphery of the stationary ring gear 146 is fitted
into the fitting recess 153, and the stationary ring gear
146 in a state in which it is fitted in the fitting recess 153
is fixed to the lid plate 59 by a plurality of bolts 154.
[0066] The output ring gear 148 is fastened to the out-
put rotary member 150 by a plurality of bolts 155. The
output rotary member 150 is rotatably supported on a
cylindrical third bearing housing 156 mounted at a central
portion of the case member 69 in the case 68 with a fourth
ball bearing interposed therebetween. A connecting re-
cess 158 is provided in the output rotary member 150. A
connecting fitting portion 47a is relatively non-rotatably
fitted into the connecting recess 158. The connecting fit-
ting portion 47a has a non-circular cross-sectional shape,
and is provided at an end of the rotary shaft 47 in the
motion converting mechanism 47 on the side of the de-
celerating mechanism 45. Thus, the output rotary mem-

ber 150 is relatively non-rotatably connected to the rotary
shaft 47, and a rotating power is decelerated by the de-
celerating mechanism 45 and transmitted to the rotary
shaft 47.
[0067] The operation of this embodiment will be de-
scribed below. The caliper body 27 includes the cylinder
bore 33 in which the brake piston 38 is slidably received,
and the partition wall 35 defining the fluid pressure cham-
ber 37 between the partition wall 35 and the brake piston
38. The through-bore 36 is provided in the partition wall
35. The rotary shaft 47 constituting a portion of the motion
converting mechanism 46 is rotatably passed through
the through-bore 36. The thrust bearing 51 is interposed
between the surface of the partition wall 35 facing the
fluid pressure chamber 37 and the rotary shaft 47. The
O-ring 50 is interposed between the inner periphery of
the through-bore 36 and the outer periphery of the rotary
shaft 47. Thus, a thrust force directed to side opposite
from the electric motor 25 is applied to the rotary shaft
47 by the roll-back caused in the O-ring 50 upon the re-
lease of the fluid pressure after the application of the fluid
pressure on the fluid pressure chamber 37. however, the
Belleville spring 54 for exhibiting a resilient force equal
to or larger than the thrust force is interposed between
the partition wall 35 of the caliper body 27 and the rotary
shaft 47 so as to bias the rotary shaft 47 toward the elec-
tric motor 25.
[0068] Therefore, even if the roll-back is caused in the
O-ring 50 after the release of the fluid pressure in the
fluid pressure chamber 37 to allow the thrust force direct-
ed toward the side opposite from the electric motor 25 to
act on the rotary shaft 47, the rotary shaft 47 can not be
moved axially. Therefore, a gap is prevented from being
created in the sliding surface of the thrust bearing 51,
thereby ensuring the smooth rotation of the rotary shaft
47.
[0069] At least a portion of the motor case 56 of the
electric motor 25 is covered with the motor cover 80 hav-
ing the flange 80b abutting against the motor case 56
from the side opposite from the case 68 in which the
decelerating mechanism 45 is housed. The base ends
of the plurality of connecting legs 81 passed through the
motor case 56 and the case 68 are integrally provided
on the motor cover 80, and the leading ends of the con-
necting legs 81 are fixed in an engaged manner to the
flange 69a of the flange 69a of the case member 69 in
the case 68.
[0070] Therefore, in a state in which the case 68 of the
decelerating mechanism 45 is put into abutment against
the motor case 56 to connect the decelerating mecha-
nism 45 to the electric motor 25, the plurality of connect-
ing legs 81 are passed through the motor case 56 and
the case 68 while bringing the flange 80b of the motor
cover 80 into abutment against the motor case 56, there-
by engaging and fixing the tip ends of the connecting legs
81 with the case 68. Thus, the motor cover 80, the electric
motor 25 and the decelerating mechanism 45 can be
subassembled into a unit. In addition, the motor cover
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80, the electric motor 25 and the decelerating mechanism
45 can be assembled to the caliper body 27 by fastening
the electric motor 25 and the motor case 56 fastening
the caliper body 27. Therefore, as compared with a disk
brake in which a motor cover, an electric motor and a
decelerating mechanism are individually assembled to a
caliper body, it is possible to reduce the number of as-
sembled parts and the number of assembling steps to
improve the assemblability. Also, because the connect-
ing legs 81 respectively axially pierce the motor case 56
and the case 68 of the decelerating mechanism 45, it is
easy to control the coaxial arrangement of the motor cov-
er 80, the electric motor 25 and the decelerating mech-
anism 45.
[0071] In addition, the motor case 56 is attached to the
caliper body 27 by the plurality of bolts 70 having the
enlarged heads 70a brought into abutment and engage-
ment with the motor case 56. The motor cover 80 which
covers at least a portion of the motor case 56 and which
is in close contact with the motor case 56 over the entire
peripheries of the enlarged heads 70a is provided with
the tubular portions 83 through which the bolts 70 can
be inserted and which surround the enlarged heads 70a
of the bolts 70. The caps 84 made of the elastic material
are removably fitted into the leading ends of the tubular
portions 83 so as to liquid-tightly close the leading ends
of the tubular portions 83. Therefore, the enlarged heads
70a of the bolts 70 are liquid-tightly covered with the mo-
tor cover 80 and the caps 84. Thus, it is possible to pre-
vent the enlarged heads 70a from being rusted, and even
if a misalignment is generated between the insertion
bores 71, 72 and 73 provided in the motor case 56 and
the bolts 70, it is possible to reliably seal a portion be-
tween the bolts 70 and the motor case 56.
[0072] Because the caps 84 are integrally provided
with the knobs 84a located outside the tubular portions
83 in a state in which the cap 84 is fitted into the tubular
portions 83, the caps 84 can be easily separated from
the tubular portions 83 by pinching and pulling the knobs
84a, thereby facilitating the maintenance operation.
[0073] Further, because the knobs 84a are formed into
the shape such that they clamp the leading end of the
tubular portion 83 from the outside, the knobs 84a can
be easily grasped, and the appearance of the knobs 84a
is improved in a state in which the caps 84 have been
fitted into the tubular portions 83.
[0074] Furthermore, because the annular seal mem-
ber 86 having a cross-sectional oblong shape longer in
the direction along the axis of the electric motor 25 is
interposed between the caliper body 27 and the motor
case 56, it is possible to seal a portion between the caliper
body 27 and the motor case 56 while absorbing the di-
mensional error of the distance between the opposed
surfaces of the caliper body 27 and the motor case 56
and the assembling error thereof.
[0075] Moreover, the seal member 86 is interposed
between the opposed surfaces of the caliper body 27 and
the motor case 56, while being restricted from being

flexed inwards, the annular restricting portions 87 and 88
having restricting faces 87a and 88a opposed to the seal
member 86 from the outside are projectingly provided on
the opposed surfaces of the caliper body 27 and the mo-
tor case 56 to extend toward each other, and the restrict-
ing faces 87a and 88a are formed as the tapered faces
which are inclined so as to get away from the seal mem-
ber 86 toward the leading end of the restricting portions
87 and 88. Therefore, when the seal member 86 is de-
formed into an outward convex shape, it is brought into
abutment against the restricting faces 87a and 88a,
thereby preventing a degradation in sealability.
[0076] The plurality of brushes 90 are retained on the
brush holder 58 included in the electric motor 25 to come
into sliding contact with the commutator 61 of the arma-
ture 62 mounted on the motor shaft 60, and the plus-side
and minus-side internal feed terminals 96 and 97 inter-
connecting the plus-side and minus-side feed wires 92,
93; 94, 95 connected to the brushes 90 as well as the
rotational angle detecting sensor 98 for detecting the ro-
tational angle of the electric motor 25 are disposed on
the brush holder 58, but the rotational angle detecting
sensor 98 is disposed on the brush holder 58 on the side
opposite from the plus-side and minus-side internal feed
terminals 96 and 97 with respect to the armature 62.
Therefore, the plus-side and minus-side feed wires 92,
93; 94, 95 connected to the brushes 90 can be easily
connected to the plus-side and minus-side internal feed
terminals 96 and 97 in such a manner that the rotational
angle detecting sensor 98 does not act as an obstacle.
In addition, the rotational angle detecting sensor 96 can
be easily assembled in a larger space where the plus-
side and minus-side internal feed terminals 96 and 97
are not provided, thereby facilitating the operation of con-
necting the plus-side and minus-side feed wires 92, 93;
94, 95 to the plus-side and minus-side internal feed ter-
minals 96 and 97, and improving the assemblability of
the rotational angle detecting sensor 98 to the brush hold-
er 58.
[0077] In addition to the plus-side and minus-side ex-
ternal feed terminals 104 and 105 connected to the brush-
es 90 as well as the plus-side and minus-side external
terminals 106 and 107 for the sensor connected to the
rotational angle detecting sensor 98, the noise-counter-
measure terminal 117 for electrically connecting the yoke
57 constituting a portion of the motor case 56 to the ve-
hicle body B is mounted on the electric motor 25. There-
fore, the yoke 57 of the motor case 56 exhibits a shield
effect by virtue of a simple structure in which the yoke 57
is merely electrically connected to the vehicle body B and
grounded, thereby inhibiting the generation of a radio-
noise.
[0078] Moreover, the lead frame 103 forming the noise
countermeasure terminal 117 at one end is embedded
within the brush holder 58 made of the synthetic resin,
and the coil spring 119 having an electrical conductivity
is accommodated in the accommodating bore 118 pro-
vided in the brush holder 58 with a portion of the lead
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frame 103 facing the accommodating bore 118, so that
one end of the coil spring 119 is in abutment against the
lead frame 103 and the other end is in abutment against
the yoke 57. When the yoke 57 and the brush holder 58
are assembled, it is unnecessary to conduct a special
electrically connecting operation such as welding, there-
by reliably ensuring the electrical connection of the yoke
57 and the noise countermeasure terminal 117.
[0079] In addition, the brush holder 58 is integrally pro-
vided with the coupler portion 58a on which the plus-side
and minus-side external feed terminals 104 and 105, the
plus-side and minus-side external terminals 106 and 107
for the sensor and the noise-countermeasure terminal
117 are disposed in common. Therefore, it is possible to
simultaneously conduct the electrical connection of the
plus-side and minus-side external power source wires
111 and 112 to the plus-side and minus-side external
feed terminals 104 and 105, the electrical connection of
the plus-side and minus-side external lead wires 112 and
113 for the sensor to the plus-side and minus-side exter-
nal terminals 105 and 106 for the sensor, and the elec-
trical connection of the noise countermeasure terminal
117 to the vehicle body B, leading to the facilitated elec-
trically connecting operation.
[0080] The Hall IC 122 included in the rotational angle
detecting sensor 98 is disposed within the electric motor
25 in such a manner that it is located outside the pulser
125 mounted on the motor shaft 60, and the Hall IC 122
is retained by the motor case 56 of the electric motor 25
and the sensor cover 127 made of the synthetic resin
and detachably attached to the motor case 56. Thus, a
water-proof sealing countermeasure exclusively for the
Hall IC 122 is not required by virtue of the Hall IC 122
being disposed within the electric motor 25, and a part
required to attach the Hall IC 122 to the motor case 56
is only the sensor cover 127, thereby reducing the
number of parts.
[0081] Additionally, the Hall IC 122 is retained by the
brush holder 58 constituting a portion of the motor case
56 and the sensor cover 127, and the connections of the
plus-side and minus-side internal terminals 108 and 109
for the sensor to the Hall IC 122 are covered with the
sensor cover 127. Therefore, it is possible to prevent fric-
tion powder produced by the sliding contact of the brush-
es 90 retained on the brush holder 58 with the commu-
tator 61 from affecting the connections to generate an
electric short-circuit.
[0082] Moreover, the magnet 124 disposed close to
the Hall IC 122 is retained between the brush holder 58
and the sensor cover 127. Therefore, there is no need
for a part exclusively used for disposing the magnet 124
on the brush holder 58 , thereby reducing the number of
parts. The yoke 57 constituting a portion of the motor
case 56 is formed into the bottomed cylindrical shape
having the flange 57b protruding radially outwards at its
opened end, and the flange 57b of the yoke 57 and the
outer periphery of the brush holder 58 sandwiched be-
tween the flange 57b and the caliper body 27 are fastened

to the caliper body 27 at a plurality of circumferential fas-
tening points, e.g., three points. The projections 135 are
integrally provided on the brush holder 58 to protrude
outwards further than the outer peripheries of the flange
57b of the yoke 57 and the housing 27a of the caliper
body 27 so that the operator can put his fingers on the
projections 135 when the operator tries to remove the
electric motor 25 from the caliper body 27. Therefore, to
remove the electric motor 25 from the caliper body 27,
the fingers are put on the projections 135 integrally pro-
vided on the brush holder 58 to apply a force toward the
side opposite from the caliper body. This enables the
electric motor 25 to be removed from the caliper body 27
in such a manner the brush holder 58 is not separated
from the yoke 57, because the brush holder 58 is sand-
wiched between the yoke 57 and the caliper body 27.
[0083] In addition, the projections 135 protrude out-
wards on the side opposite from the coupler portion 58a
integrally provided on the brush holder 58 and hence,
the removal of the electric motor 25 from the caliper body
27 can be facilitated in such a manner that the coupler
portion 58a does not obstruct the putting of the fingers
on the projections 135.
[0084] The metal cylindrical collars 74 for insertion of
the bolts 70 are embedded in the brush holder 58 at the
plurality of points for fastening by the bolts 70, and the
pair of the projections 135 are integrally provided on the
brush holder 58 so as to sandwich one of the collars 74
from the circumferentially opposite sides. Therefore,
when the electric motor 25 is removed from the caliper
body 27, a force applied to the brush holder 58 can be
dispersed to two points. Moreover, the metal collar 74 is
embedded in the brush holder 58 at a location sand-
wiched between the two projections 135 and hence, the
brush holder 58 can be reinforced by the collar 74 in
correspondence to the force applied to the projections
135.
[0085] Further, the recesses 136 are formed in the out-
er periphery of the brush holder 58 at the plurality of points
including the point between the projections in corre-
spondence to the sections in which the collars 74 are
embedded, and the ribs 137 are integrally provided on
the outer periphery of the brush holder 58 so that a plu-
rality of the ribs are disposed in each of the recesses
136. Therefore, it is possible to avoid the generation of
sink marks due to the presence of the collars 74 upon
the die formation of the brush holder 58 in such a manner
that the collars 74 are embedded. Moreover, there is a
possibility that when the fingers are put on the projections
135, the fingers are liable to enter the recess 136 between
both the projections 135, and a force in a removing di-
rection is applied to only the yoke 57 by the fingers which
have entered the recess 136. However, because the plu-
rality of ribs 137 are disposed in each of the recesses
136, it is possible to prevent the fingers from entering the
recess 136, and the electric motor 25 can be reliably re-
moved along with the brush holder 58 from the caliper
body 27.
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[0086] Additionally, the projections 138 and 139 are
provided on the housing 27a of the caliper body 27 and
adapted to interfere with the coupler portion 58a protrud-
ing outwards from the brush holder 58, when the operator
tries to attach the motor case 56 to the caliper body 27
in the state in which its circumferential position relative
to the caliper body is displaced from the regular position.
Therefore, because the projections 138 and 139 interfere
with the coupler portion in the state in which the circum-
ferential position of the motor case 56 relative to the cal-
iper body is displaced from the regular position 58a pro-
truding from the outer periphery of the motor case 56, it
is possible to reliably prevent the occurrence of the er-
roneous assembling by ensuring that even if anyone car-
ries out the assembling, the position of the coupler portion
58a relative to the caliper body 27 is surely the regular
position. In other words, the motor case 56 is fastened
to the caliper body 27 at the plurality of fastening points
set at equal distances in the circumferential direction of
the cylinder bore 33 and hence, when the motor case 56
is attached to the caliper body 27, the attitude of attach-
ment of the motor case 56 to the caliper body 27 can be
changed as much as the number of the fastening points.
However, in the state in which the circumferential portion
of the motor case 56 relative to the caliper body 27 is
displaced from the regular position, it is possible to reli-
ably prevent of the occurrence of the erroneous assem-
bling by the interference of the projections 138 and 139
with the coupler portion 58a.
[0087] Moreover, a pair of the projections 138 and 139
are provided on the caliper body 27 at the locations to
be symmetric with respect to the diametrical line L of the
cylinder bore 33, and hence the caliper body 27 and the
electric motor 25 can be used commonly for the left and
right wheels. Therefore, it is unnecessary to prepare dies
separately for the left and right wheels in die-molding of
the caliper body 27, thereby reducing the cost.
[0088] The decelerating mechanism 45 is disposed co-
axially with the electric motor 25 so as to decelerate the
rotational power of the electric motor 25, and is a wave
motion gear mechanism which includes: the wave motion
generator 143 including the third ball bearing 142 mount-
ed to the outer periphery of the elliptic cam 141 non-
rotatably connected to the motor shaft 60 of the electric
motor 25; the resilient ring gear 144 which has the plu-
rality of teeth 145 provided on its outer periphery and
which is mounted to the outer race of the third ball bearing
142; the stationary ring gear 146 having on its inner pe-
riphery the teeth 147 meshed with the teeth 145 on one
of the axial halves of the resilient ring gear 144; the output
ring gear 148 having on its inner periphery the teeth 149
meshed with the teeth 145 on the other axial half of the
resilient ring gear; and the output rotary member 150
coupled to the output ring gear 148. The end of the motor
shaft 60 on the side of the decelerating mechanism 45
is rotatably supported on the lid plate 59 of the case 58
which houses the decelerating mechanism 45 with the
second ball bearing interposed therebetween. The ellip-

tic cam 141 having one end abutting against the inner
race of the second ball bearing 64 is provided with the
connecting bore 151 through which the motor shaft 60 is
non-rotatably passed. The push nut 152 is mounted over
the motor shaft 60 to come into engagement with the
elliptic cam 141 from the side opposite from the second
ball bearing 64.
[0089] Therefore, the elliptic cam 141 is rotated along
with the motor shaft 60 by virtue of the motor shaft 60
being non-rotatably coupled to the elliptic cam 141. More-
over, the axial movement of the elliptic cam 141 relative
to the motor shaft 60 is restricted by the second ball bear-
ing 64 interposed between the lid plate 59 of the case 68
housing the decelerating mechanism 45 and the motor
shaft 60, and the push nut 152 mounted to the motor
shaft 60. The push nut 152 is used in place of a ball
bearing interposed between the output rotary member
150 and the elliptic cam 141 in order to restrict the axial
movement of the elliptic cam 141, thereby reducing the
cost. The axial length required in the push nut 152 is
reduced, thereby reducing the axial length of the decel-
erating mechanism 45, leading to a reduction in the size.
[0090] The motor case 56 includes: the yoke 57 formed
into the bottomed cylindrical shape having the end wall
57a at one end on which the motor shaft 60 is rotatably
supported at one end with the first ball bearing 63 inter-
posed therebetween; and the lid plate 59 which is at-
tached to the other end of the yoke 57 and on which the
motor shaft 60 is rotatably supported at the other end
with the second ball bearing 64 interposed therebetween.
The lid plate 59 is provided with the fitting recess 53 into
which the stationary ring gear 146 which is at least one
stationary member constituting a portion of the deceler-
ating mechanism 45 is fitted, whereby the stationary ring
gear 146 is positioned coaxially with the second ball bear-
ing 64. The stationary ring gear 146 positioned in the
fitting recess 153 is fixed to the lid plate 59. Therefore, it
is possible to assemble the decelerating mechanism 45
to the electric motor 25 while enhancing the coaxiality,
and to facilitate the control of the coaxiality while enhanc-
ing the coaxiality thereby preventing the generation of an
operational sound. In addition, the lid plate 59 can be
used commonly as a portion of the case 68 of the decel-
erating mechanism 45, thereby reducing the axial length
upon the interconnection of the deceleration mechanism
45 and the electric motor 25 to reduce the size.
[0091] Although the embodiment of the present inven-
tion has been described, the present invention is not lim-
ited to the above-described embodiment, and various
modifications in design may be made without departing
from the subject matter of the invention defined in the
claims.
[0092] A disk brake for a vehicle, includes: an electric
motor (25) which has a motor shaft (60) provided with an
armature (62) and which is attached to a caliper body
(27) so as to exhibit a power for urging a friction pad (28,
29) toward a disk rotor (26); and a Hall IC (122) for de-
tecting a rotational angle of the electric motor. The Hall
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IC (122) is disposed within the electric motor (25) so as
to be located on an outer side of a pulser (125) mounted
on the motor shaft (60), and is retained by a motor case
(56) of the electric motor (25) and a sensor cover (127)
made of a synthetic resin and detachably attached to the
motor case (56). Thus, it is possible to reduce the number
of parts by eliminating a special sealing measure.

Claims

1. A disk brake for a vehicle, comprising:

an electric motor (25) which has a motor shaft
(60) provided with an armature (62) and which
is attached to a caliper body (27) so as to exhibit
a power for urging a friction pad (28, 29) toward
a disk rotor (26); and
a Hall IC (122) and a magnet (124) for detecting
a rotational angle of the electric motor (25),
wherein the Hall IC (122) is disposed within the
electric motor (25) so as to be located on an
outer side of a pulser (125) mounted on the mo-
tor shaft (60), and is retained by a motor case
(56) of the electric motor (25),
characterized in that a sensor cover (127)
made of a synthetic resin is detachably attached
to a brush holder (58) which retains brushes (90)
in place;
that the sensor cover (127) is positioned be-
tween two adjacent brushes (90) as seen in the
axial direction of the motor shaft (60); and
that the Hall IC (122) and the magnet (124) are
retained between the brush holder (58) and the
sensor cover (127).

2. A disk brake for a vehicle according to claim 1,
wherein the brush (90) is in sliding contact with a
commutator (61) of the armature (62); and the sensor
cover (127) covers a connection of an internal ter-
minal (108, 109) for a sensor (98).

3. A disk brake for a vehicle according to claim 1 or 2,
wherein the motor shaft (60) is rotatably supported
on the motor case (56) and on a lid plate (59) covering
the motor case (56) wherein the Hall-IC (122) is ac-
commodated in a mounting recess (126) formed in
the brush holder (58) and opening to a side opposite
from the lid plate (59), and the sensor cover (127)
covers the mounting recess (126).

Patentansprüche

1. Scheibenbremse für ein Fahrzeug, umfassend:

einen Elektromotor (25), der eine mit einem An-
ker (62) versehene Motorwelle (60) aufweist und

der an einem Sattelkörper (27) angebracht ist,
um eine Kraft zum Drücken eines Reibbelags
(28, 29) zu einem Scheibenrotor (26) hin aus-
zuüben; und
einen Hall IC (122) und einen Magneten (124)
zum Erfassen eines Drehwinkels des Elektro-
motors (25),
worin der Hall IC (122) innerhalb des Elektro-
motors (25) derart angeordnet ist, dass er an
einer Außenseite eines an der Motorwelle (60)
angebrachten Pulsgebers (125) lokalisiert ist,
und von einem Motorgehäuse (56) des Elektro-
motors (25) gehalten wird,
dadurch gekennzeichnet, dass ein aus
Kunststoff hergestellter Sensordeckel (127) ab-
nehmbar an einem Bürstenhalter (58) ange-
bracht ist, der Bürsten (90) am Platz hält;
dass der Sensordeckel (127), bei Betrachtung
in der axialen Richtung der Motorwelle (60), zwi-
schen zwei benachbarten Bürsten (90) ange-
ordnet ist; und
dass der Hall IC (122) und der Magnet (124)
zwischen dem Bürstenhalter (58) und dem
Sensordeckel (127) gehalten sind.

2. Scheibenbremse für ein Fahrzeug nach Anspruch
1, worin die Bürste (90) mit einem Kommutator (61)
des Ankers (62) in Gleitkontakt steht; und der Sens-
ordeckel (127) eine Verbindung eines Innenan-
schlusses (108, 109) für einen Sensor (98) abdeckt.

3. Scheibenbremse für ein Fahrzeug nach Anspruch 1
oder 2, worin die Motorwelle (60) an dem Motorge-
häuse (56) und an einer das Motorgehäuse (56) ab-
deckenden Deckplatte (59) drehbar gelagert ist, wor-
in der Hall IC (122) in einer Montagevertiefung (126)
untergebracht ist, welche in dem Bürstenhalter (58)
ausgebildet ist und sich zu einer von der Deckplatte
(59) entgegengesetzten Seite öffnet, und der Sens-
ordeckel (127) die Montagevertiefung (126) abdeckt.

Revendications

1. Frein à disque pour un véhicule, comprenant :

un moteur électrique (25) qui comporte un arbre
de moteur (60) pourvu d’un induit (62) et qui est
fixé à un corps d’étrier (27) afin de fournir une
puissance pour pousser une plaquette de frein
à disque (28, 29) vers un rotor à disque (26) ; et
un circuit intégré à effet Hall (122) et un aimant
(124) pour détecter un angle de rotation du mo-
teur électrique (25),
dans lequel le circuit intégré à effet Hall (122)
est disposé à l’intérieur du moteur électrique
(25) afin d’être situé sur un côté extérieur d’un
générateur d’impulsions (125) monté sur l’arbre
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de moteur (60), et est retenu par un carter de
moteur (56) du moteur électrique (25),
caractérisé en ce qu’un couvercle capteur
(127) fait d’une résine synthétique est fixé de
façon séparable à un porte-balais (58) qui retient
des balais (90) en place ;
que le couvercle capteur (127) est positionné
entre deux balais adjacents (90), en vue dans
la direction axiale de l’arbre de moteur (60) ; et
que le circuit intégré à effet Hall (122) et l’aimant
(124) sont retenus entre le porte-balais (58) et
le couvercle capteur (127).

2. Frein à disque pour un véhicule selon la revendica-
tion 1,
dans lequel le balai (90) est en contact coulissant
avec un collecteur (61) de l’induit (62) ; et le couver-
cle capteur (127) recouvre une connexion d’une bor-
ne interne (108, 109) pour un capteur (98).

3. Frein à disque pour un véhicule selon la revendica-
tion 1 ou 2,
dans lequel l’arbre de moteur (60) est supporté de
façon rotative sur le carter de moteur (56) et sur une
plaque-couvercle (59) recouvrant le carter de moteur
(56) dans lequel le circuit intégré à effet Hall (122)
est logé dans un évidement de montage (126) formé
dans le porte-balais (58) et donnant sur un côté op-
posé à la plaque-couvercle (59), et le couvercle cap-
teur (127) recouvre l’évidement de montage (126).
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