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(54) VACUUM CONTAINER FOR CREAM TYPE COSMETIC

(57) The present invention discloses a vacuum con-
tainer for cream type cosmetics, and the vacuum cos-
metic container for cream type cosmetics according to
the present invention has a feature in that a content ab-
sorption member absorbing discharged contents is in-
stalled to the upper portion of a button part, so that it is
possible to use the contents absorbed in a content ab-
sorption member as needed by coating with a hand or a
cosmetic applicator and thus to prevent unnecessary
consumption of the contents.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a vacuum con-
tainer for cream type cosmetics, and more particularly to
a vacuum cosmetic container for cream type cosmetics,
which, by installing a content absorption member to the
upper portion of a button part for absorbing discharged
contents and by making it possible to make it possible to
use the contents absorbed in a content absorption mem-
ber as needed by coating with a hand or a cosmetic ap-
plicator, can prevent unnecessary consumption of the
contents.
[0002] the vacuum cosmetic container for cream type
cosmetics according to the present invention includes a
content absorption member attached to the upper portion
of a button part for absorbing discharged contents, which
make it possible to use the contents absorbed in a content
absorption member as needed by coating with a hand or
a cosmetic applicator, thus preventing unnecessary con-
sumption of the contents.

BACKGROUND OF THE INVENTION

[0003] Generally, cream type cosmetics, such as mois-
turized cream, massage cream, eye cream, foundation,
has a lot of oil, and it is a common knowledge that it can
easily be spoiled, compared to low viscosity cosmetics
such as skin lotion and lotion. Since these cream-type
cosmetics are stored in a container with a wide mouth
so as to be taken out a little by a little by hand, it is likely
to be oxidized by air contact, and also easily contaminat-
ed by foreign substances or moisture on the hand.
[0004] To make up for these drawbacks, vacuumed
cosmetic containers are widely used to make a certain
amount of contents discharged under airtight state. In
particular, without being discharged by hand, instead with
a plate-shaped button provided are useful, contents can
be used after a certain amount of contents is filled.
[0005] A traditional vacuum container of these kinds
with a plate-shaped button is shown in Fig 1. Referring
Fig. 1, a traditional vacuum container with a plate-shaped
button comprises a container body (11) containing con-
tents like cosmetics, a dispenser (12) pumping and dis-
charging a certain amount of contents onto a top portion
of the container body, and a button (13) having a plate-
shape on an upper portion of the dispenser.
[0006] In this configuration, the dispenser (12) com-
prises a cylinder (14) combined to a top portion of the
container body (11) and a piston (17) installed at an inner
wall of a suction hole (15) formed on the cylinder (14) so
as for the button to repeatedly pump by a spring (16).
Furthermore, a check valve (18) is installed at a lower
end of the suction hole (15), a piston rod (19) is commu-
nicated with the suction hole (15) at the piston (17) and
forms an outflow tract for contents to flow out, and a pen-
etrating hole (20) is installed on the button (13), wherein

the piston rod (19) is inserted in the middle. In addition,
an assisting cap (21), made of soft synthetic resin, is
installed on the penetrating hole (20) so as to be elasti-
cally deformed by outer pressure and to form a gap.
[0007] A vacuum container for cosmetics with a plate-
shaped button composed of as the above has a config-
uration wherein an upper end of a button (13) has a plate-
shape which goes deeper as nearer to the center of a
top portion, and is formed to use contents by absorbing
the contents discharged into a top portion of the button
(13) by hand or by an applying tool. By a pumping oper-
ation according to pressurization of the button (13), a
certain amount of contents is discharged onto a top por-
tion of the button (13); however, since every user needs
a different amount of contents, amount of contents by a
pumping operation may happen to be more than needed.
At this time, the contents which are discharged more than
needed may be discarded without being used or unin-
tentionally applied on a skin, thereby leading to unnec-
essarily consumption of contents and users’ excessive
cost burdens.

SUMMARY OF THE INVENTION

[0008] The present invention is devised to solve the
said problems above, and its goal is to provide a content
absorption member attached to the upper portion of a
button for absorbing the discharged content, which
makes it possible to use the content absorbed in the ab-
sorption member as needed by hand or by a cosmetic
applying tool, thus preventing unnecessary consumption
of the contents.
[0009] Furthermore, it is possible for the contents to
be absorbed evenly onto the content absorption member
by forming many discharging holes on the content ab-
sorption member, thereby providing a vacuum container
for cream type cosmetics for users’ conveniences.
[0010] To solve the above problems, it is featured that
a vacuum container for cream type cosmetics according
to the present invention comprises an outer container;
an inner container which is combined to an interior of the
outer container and where contents are kept, and a piston
ascending upwards according to the use of contents in-
side is installed; a support body combined as encircling
an upper portion of the outer container; supporting a
pumping member; a pumping member which is combined
to the support body and discharges contents by pumping
operation; a button part which is placed on the pumping
member and pressurizes the pumping member, wherein
a contents movement hole is installed for contents mov-
ing along; a content absorption member which is placed
on upper portion of the button part and absorbs contents
moving along through the contents movement hole; a
button cap which encircles the button part and contents
absorption member and is combined thereat, wherein a
hollow is formed so as for the contents absorption mem-
ber to be exposed to the outside as delivering pressure
to the button part according to a user’s pressurization.
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[0011] Furthermore, it is featured that between the but-
ton part and the contents absorption member is installed
the contents discharge member, comprising a multitude
of contents discharging holes that is communicated with
the contents movement hole of the button part and can
deliver the contents moving through the contents move-
ment hole to the contents absorption member.
[0012] Furthermore, it is featured that on a top portion
is installed a pressing part that extends inward and pres-
surizes a top portion of the contents absorption member,
and at a lower end is installed a fixed protrusion which
fixes the contents absorption member.
[0013] Furthermore, it is featured that the contents ab-
sorption member includes one of the followings, a puff,
a sponge, a foam, and a brush.
[0014] As mentioned above, the present invention has
an advantage wherein on an upper portion of the button
part is installed the contents absorption member that ab-
sorbs discharged contents, and it is possible to use the
contents absorbed in the absorption member as needed
by the hand or by a cosmetic applicator, thus preventing
unnecessary consumption of the contents.
[0015] Furthermore, , the present invention has an ad-
vantage that a multitude of the contents discharging hole
is installed on the contents discharge member and it is
possible for the contents to be absorbed evenly, thereby
providing users’ convenience.

BRIEF DESCRIPTION OF THE DRAWINGS

[0016]

Fig.1 is a cross-sectional view illustrating a configu-
ration of a traditional cream-type vacuum container.
Fig.2 is an exploded cross-sectional view illustrating
a configuration of a vacuum cosmetic container for
cream type cosmetics according to an exemplary
embodiment of the present invention.
Fig.3 is an assembled cross-sectional view illustrat-
ing a configuration of a vacuum cosmetic container
for cream type cosmetics according to an exemplary
embodiment of the present invention.
Fig.4 is a constitutional view illustrating an opera-
tional state of a vacuum cosmetic container for
cream type cosmetics according to an exemplary
embodiment of the present invention.

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENTS

[0017] Hereinafter, exemplary embodiments of the
present invention will be described in detail with refer-
ence to the accompanying drawings. The same refer-
ence numerals provided in the drawings indicate the
same members.
[0018] Fig.2 is an exploded cross-sectional view illus-
trating a configuration of a vacuum cosmetic container
for cream type cosmetics according to an exemplary em-

bodiment of the present invention. Fig.3 is an assembled
cross-sectional view illustrating a configuration of a vac-
uum cosmetic container for cream type cosmetics ac-
cording to an exemplary embodiment of the present in-
vention. Fig.4 is a constitutional view illustrating an op-
erational state of a vacuum cosmetic container for cream
type cosmetics according to an exemplary embodiment
of the present invention.
[0019] Referring to Figs.2 to 4, a vacuum cosmetic con-
tainer for cream type cosmetics according to an exem-
plary embodiment of the present invention includes an
outer container 100, an inner container 200, a support
body 300, a pumping member 400, a button part 500, a
contents absorption member 600, and a button cap 700.
[0020] The outer container 100 holds an inner contain-
er 200, on an upper portion of which a combining part
110 comprising a combining protrusion is installed to be
combined with the inner container 200 to be explained
later
[0021] The inner container 200, which is inserted in the
interior of the outer container 110 and where contents
are kept, comprises a piston 210 which ascends accord-
ing to use of the contents inside the inner container 200,
wherein an air inflow hole is installed at a lower end of
the inner container 200, so that the air flowing in through
a space formed by the outer container 100 and the inner
container 200 moves into the interior of the inner con-
tainer 200 and can lift a piston 210.
[0022] On an upper portion of the inner container 200
is provided a bent part 230 which is bent to outer direction
and combined to a combining part 110, and on the bent
part 230 is provided an engaging protrusion 231 which
meets the lower end of the combining protrusion 111 so
as to be prevented from being separated to upper direc-
tion after being combined to the combining part 110 of
the outer container body 100.
[0023] The support body 300 is combined as encircling
the outer container 100 and the inner container 200, and
supports a pumping member 400. In the center portion
of the support body is provided a cylinder 310, wherein
a seal cap, which is combined to a piston rod of the pump-
ing member 400 and an outer circumferential surface of
the piston rod, ascends and descend, supporting the
pumping member 400. At the lower end of the cylinder
310 is provided a content inflow hole 311 so as for the
contents kept in the inner container 200 to flow in when
the pumping member operates. At an upper end of the
content inflow hole 311 is installed a check valve 312 that
opens and closes according to operation or non-opera-
tion of the pumping member 400.
[0024] Furthermore, at the support body 300 is provid-
ed a protrusion 320 which comprises a guide groove 321
so as to prevent distortion and guide vertical movement
when the button part 500 ascends and descends.
[0025] On the other hand, at the support body 300 is
combined an over cap 900 so as to encircle a button cap
700 and thereby to be able to be attached and detached
to the support body 300. The over cap 900 is combined

3 4 



EP 2 959 795 A1

4

5

10

15

20

25

30

35

40

45

50

55

as encircling the button cap 700 and thereby prevents
malfunction of the pumping member 400 caused by pres-
surization of the button cap 700.
[0026] The pumping member 400 is combined to the
support body 300 and discharges contents by pumping
operation, which is a prior art in the technical field the
present invention belongs to, and thereby detailed ex-
planation will be omitted.
[0027] The button part 500 is combined to an upper
portion of the pumping member 400 and pressurizes the
pumping member 400 by pressurization of the button cap
700 according to a user’s control, thereby enabling pump-
ing operation. On the center of the button part 500, a
content movement hole 510 is provided to enable con-
tents to move by pumping operation of the pumping mem-
ber 400.
[0028] At the button part 500 is installed a guide pro-
trusion 520 which moves inside the guide groove 320
and thereby guides vertical movement of the button part
500.
[0029] The content absorption member 600 is posi-
tioned at an upper portion of the button part 500 and
absorbs the contents flowing in through the content
movement hole 510, thereby making it possible for a user
to apply the contents by hand or by means of a cosmetic
applicator, which can be various kinds of materials such
as puff, sponge, foam, or brush, preferably made of a
porous material for easy absorption of contents.
[0030] When an over cap 900 is closed without using
up all the absorbed contents, the content absorption
member 600 stays in a content-absorbing state, and
thereby, when reusing it later, it is possible to use the
absorbed contents by hand or by means of a cosmetic
applicator without another pumping operation.
[0031] When contents absorbed into the content ab-
sorption member 600 lacks, the contents can be used by
reabsorbing contents into the content absorption mem-
ber 600 through pumping operation by pressurizing the
button cap 700.
[0032] The button cap 700 is combined as encircling
the button part 500 and the content absorption member
600, and according to a user’s pressurization, delivers
pressure to the button part 500, thereby making a pump-
ing operation of the pumping member 400 possible,
wherein a hollow is formed which exposes the content
absorption member 600 so as to make it possible for a
user to use the contents absorbed into the content ab-
sorption member 600.
[0033] At the upper end is installed a pressing part 710
which extends to an inner surface direction so as to pre-
vent the content absorption member 600 from being sep-
arated and pressurizes an upper end of the content ab-
sorption 600. At a lower end of the pressing part 710, it
is preferred that a fixed protrusion 711 is formed to fix
the content absorption 600.
[0034] On the other hand, between the button part 500
and the content absorption member 600, is installed a
content discharge member 800 which is connected with

the content movement hole 510 of the button part 500
and delivers contents moving through the content move-
ment hole 510 to the content absorption member 600.
As for this present invention, it is featured that at the
content discharge member 800 are formed a multitude
of content discharge holes 810 evenly positioned with a
regular interval.
[0035] The content discharge member 800 is preferred
to have a space, placed with a narrow margin apart from
the button part 500, thereby allowing the contents to
move smoothly to a multitude of content discharge holes
810.
[0036] In the following, referring to Fig.4, an operation-
al procedure of a vacuum cosmetic container for cream
type cosmetics according to an exemplary embodiment
of the present invention will be explained. Fig.4 is a con-
stitutional view illustrating an operational state of a vac-
uum cosmetic container for cream type cosmetics ac-
cording to an exemplary embodiment of the present in-
vention.
[0037] Referring to Fig. 4, as for a vacuum cosmetic
container for cream type cosmetics according to an ex-
emplary embodiment of the present invention, when a
button cap 700 is pressurized, a button part 500 com-
bined to a lower portion of the button cap moves down-
wards and pumping operation of a pumping member 400
is performed by downward movement of a button part
500, thereby leading contents stored in a cylinder 310 to
move to a content discharge member 800 via a content
movement hole 5110 of a button part 500 and to be dis-
charged through a multitude of content discharging holes
810 formed at the content discharge member 800.
[0038] As the above, when contents are discharged by
a multitude of content discharging holes 810, a content
absorption member 600 positioned at an upper portion
of a content discharge member 800 absorbs contents,
and the contents absorbed in a content absorption mem-
ber 600 can be used by coating with a hand or a cosmetic
applicator.
[0039] As described above, optimal embodiments
have been disclosed in the drawings and the specifica-
tion. Although specific terms have been used herein,
these are only intended to describe the present invention
and are not intended to limit the meanings of the terms
or to restrict the scope of the present invention as dis-
closed in the accompanying claims. Accordingly, those
skilled in the art will appreciate that various modifications
and other equivalent embodiments are possible from the
above embodiments. Therefore, the scope of the present
invention should be defined by the technical spirit of the
accompanying claims.

Claims

1. A vacuum cosmetic container for cream type cos-
metics comprising:
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an outer container (100);
an inner container (200), combined at the interior
of the outer container (100) and containing con-
tents, inside of which is installed a piston (210)
which ascends according to the use of contents;
a support body (300) combined as encircling an
upper portion of the outer container (100) and
supporting a pumping member (400);
a pumping member (400) combined to the sup-
port body (300) and discharging contents by
pumping operation;
a button part (500) positioned at an upper portion
of the pumping member(400) and pressurizing
the pumping member(400), wherein a content
movement hole (510) is installed;
a content absorption member (600) positioned
at an upper portion of the button part (500) and
absorbing contents moving through the content
movement hole (510);
a button cap (700) combined as encircling the
button part (500) and the content absorption
member (600) and delivering pressure to the
button part (500) according to a user’s pressu-
rizing, wherein a hollow is formed so as for the
content absorption member (600) to be exposed
to the exterior.

2. The vacuum cosmetic container for cream type cos-
metics of claim 1, comprising a content discharge
member (800),
wherein a multitude of content discharging holes
(810), connected with the content movement hole
(510) of the button part (500) between the button
part (500) and the content absorption member (600),
is formed so that contents moving through the con-
tent movement hole (510) is delivered to the content
absorption member (600).

3. The vacuum cosmetic container for cream type cos-
metics of claim 1, comprising a pressing part (710)
which extends to an inner surface direction at an
upper end of the button cap (700) and pressurizes
an upper end of the content absorption member
(600), and a protrusion (320) which fixes the content
absorption member (600) at the lower end of the
pressing part (710).

4. The vacuum cosmetic container for cream type cos-
metics of claim 1, wherein the content absorption
member (600) can be made of one of materials such
as puff, sponge, foam, or brush.
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