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Description

FIELD OF THE INVENTION

[0001] Apparatuses consistent with exemplary em-
bodiments relate to a lighting system, a backlight unit
capable of switching between a 2D image display mode
and a 3D image display mode and an image display ap-
paratus including the backlight unit.

BACKGROUND OF THE INVENTION

[0002] Along with the popularity of three-dimensional
(3D) movies, many different technologies related for 3D
image display apparatuses have been researched. 3D
image display apparatuses display 3D images based on
binocular parallax. Currently commercialized binocular-
parallax 3D image display apparatuses are configured
to display 3D images by providing left-eye and right-eye
images having different viewpoints to the left and right
eyes of viewers. Such 3D image display apparatuses
may be classified as glasses-type 3D image display ap-
paratuses requiring special glasses or as non-glasses-
type 3D image display apparatuses which do not require
special glasses.
[0003] Examples of glasses-type 3D image display ap-
paratuses include red-green glasses type 3D image dis-
play apparatuses, commonly used in movie theaters, and
polarizing glasses or liquid crystal shutter glasses type
3D image display apparatuses, commonly used in con-
junction with televisions (TVs). Non-glasses-type 3D im-
age display apparatuses may be classified, according to
the structures thereof, as barrier-type 3D image display
apparatuses, lenticular-type 3D image display appara-
tuses, etc. In addition, non-glasses-type 3D image dis-
play apparatuses may be classified, according to image
forming methods, as multi-view rendering 3D image dis-
play apparatuses, volumetric 3D image display appara-
tuses configured to contain all 3D space information and
display the 3D information in a 3D space using voxels,
integral imaging 3D image display apparatuses config-
ured to capture images at multiple angles using lenses
shaped like compound eyes of insects (fly’s eyes) and
inversely display the images, holographic 3D image dis-
play apparatuses, etc.
[0004] United States Patent Application Publication
Number US 2013/141937 A1 discloses a light-controlling
element including a light controlling unit capable of con-
trolling an amount of emitted light.
[0005] United States Patent Application Publication
Number US 2012/008067 A1 discloses a backlight unit
including a light source unit which provides collimated
light and controls light such that it is emitted in a plurality
of light exit directions.
[0006] International Patent Application Publication
Number WO 2014/064228 A1 relates to an illumination
device for illuminating a spatial light modulator device.
[0007] EP2736257A discloses selective 2D and 3D

display for binocular view, using an electrowetting lens
array for selectively angling image rays from a light
source, and then a fixed collimator lens array for directing
the rays to a display panel. In either the 2D or the 3D
mode, a first subframe is displayed to one eye and a
second subframe is displayed to a second eye.

SUMMARY OF THE INVENTION

[0008] The invention is defined according to independ-
ent claims 1 and 3.
[0009] One or more exemplary embodiments may pro-
vide a lighting system and a backlight unit capable of
switching between a 2D image display mode and a 3D
image display mode.
[0010] One or more exemplary embodiments may pro-
vide a 3D image display apparatus including a backlight
unit capable of switching between a 2D image display
mode and a 3D image display mode.
[0011] Exemplary embodiments may provide a back-
light unit having an optical structure that may be adjusted
according to a 2D or 3D mode. Embodiments may there-
fore be employed in a television or monitor-type display
panel adopting a grating pixel-based directional a back-
light unit (BLU) method among auto-stereoscopic 3D im-
plementation techniques. By way of example, embodi-
ments may avoid a need to provide separate 2D & 3D
BLUs, thus potentially reducing a number of required light
sources (and the associated driving circuits).
[0012] Additional exemplary aspects and advantages
will be set forth in part in the description which follows
and, in part, will be apparent from the description, or may
be learned by practice of the presented exemplary em-
bodiments.
[0013] The lighting system may be positioned lateral
to a side of the light guide plate.
[0014] The collimated light may be one of blue, red,
and green light and the diverging light is white light.
[0015] The backlight unit may include a plurality of the
lighting systems each being positioned lateral to a differ-
ent side surface of the light guide plate.
[0016] The collimated light selectively outputted from
the lighting systems may be include red collimated light,
green collimated light, and blue collimated light.
[0017] The collimated light selectively outputted from
two of the plurality of lighting system may be the green
collimated light.
[0018] The diverging light selectively outputted from
each of the lighting system is white light.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] These and/or other exemplary aspects and ad-
vantages will become apparent and more readily appre-
ciated from the following description of exemplary em-
bodiments, taken in conjunction with the accompanying
drawings in which:

1 2 



EP 3 136 159 B1

3

5

10

15

20

25

30

35

40

45

50

55

FIG. 1 schematically illustrates a backlight unit;
FIG. 2 illustrates an angle of collimated light in the
backlight unit;
FIG. 3 illustrates an example in which a collimator
of the backlight unit includes a lens according to an
exemplary embodiment;
FIG. 4 illustrates an example in which the collimator
of the backlight unit includes a plurality of lenses ac-
cording to an exemplary embodiment;
FIG. 5 illustrates an example in which the collimator
of the backlight unit includes an active optical device;
FIG. 6 illustrates an operation of the backlight unit
depicted in FIG. 5;
FIG. 7 illustrates an example in which the backlight
unit includes a scatterer according to an exemplary
embodiment;
FIG. 8 schematically illustrates a backlight unit ac-
cording to another exemplary embodiment;
FIG. 9 illustrates an example of a lighting system of
the backlight unit depicted in FIG. 8;
FIG. 10 illustrates another example of the lighting
system of the backlight unit depicted in FIG. 8;
FIG. 11 illustrates an example in which the lighting
system of the backlight unit depicted in FIG. 10 fur-
ther includes a scatterer;
FIG. 12 illustrates another example of the lighting
system of the backlight unit depicted in FIG. 8;
FIG. 13 illustrates another example of the lighting
system of the backlight unit depicted in FIG. 8;
FIG. 14 illustrates an exemplary arrangement of a
lighting system of a backlight unit according to an
exemplary embodiment;
FIG. 15 illustrates lighting systems arranged along
a plurality of sides of a light guide plate according to
an exemplary embodiment;
FIG. 16 illustrates an example of a backlight unit de-
picted in FIG. 15;
FIG. 17 illustrates simulation results on the uniformity
of light intensity of the backlight unit depicted in FIG.
16 when a collimator of the backlight unit is turned
off and the backlight unit is operated in 2D mode;
FIG. 18 illustrates color coordinates when the colli-
mator of the backlight unit depicted in FIG. 16 is
turned off and the backlight unit is operated in 2D
mode;
FIG. 19 schematically illustrates a 3D image display
apparatus including a backlight unit according to an
exemplary embodiment;
FIG. 20 schematically illustrates a 3D image display
apparatus including a curved backlight unit accord-
ing to an exemplary embodiment;
FIG. 21 illustrates an example in which the 3D image
display apparatus depicted in FIG. 19 further in-
cludes a color filter;
FIG. 22 illustrates an exemplary path of collimated
light within a light guide plate and grating; and
FIG. 23 illustrates an exemplary path of diverging
light within a light guide plate and grating.

DETAILED DESCRIPTION

[0020] Reference will now be made in detail to exem-
plary embodiments which are illustrated in the accompa-
nying drawings, wherein like reference numerals refer to
like elements throughout. In this regard, the exemplary
embodiments may have different forms and should not
be construed as being limited to the descriptions set forth
herein. Accordingly, the exemplary embodiments are
merely described below, by referring to the figures, to
explain aspects of the present inventive concept. As used
herein, the term "and/or" includes any and all combina-
tions of one or more of the associated listed items. Ex-
pressions such as "at least one of," when preceding a
list of elements, modify the entire list of elements and do
not modify the individual elements of the list.
[0021] Hereinafter, lighting systems, backlight units
and 3D image display apparatuses including the back-
light units will be described according to exemplary em-
bodiments with reference to the accompanying drawings.
In the drawings, the size of each element may be exag-
gerated for clarity of illustration. It will be understood that
although the terms "first", "second", etc. may be used
herein to describe various components, these compo-
nents should not be limited by these terms. These terms
are only used to distinguish one element from another.
[0022] As used herein, the singular forms "a," "an" and
"the" are intended to include the plural forms as well,
unless the context clearly indicates otherwise. It will be
further understood that the terms "comprises," "compris-
ing," "includes," and/or "including" used herein specify
the presence of stated features or elements, but do not
preclude the presence or addition of one or more other
features or elements.
[0023] In the present disclosure, terms such as units
or modules are used to denote a unit having at least one
function or performing at least one operation and imple-
mented with hardware, software, or a combination of
hardware and software, for example, a combination of a
hardware processor and a memory storing software in-
structions which enable the hardware processor to im-
plement the various units or modules. In addition, expres-
sions such as "A is provided on B" may be construed to
mean that A is provided to B in a contact or non-contact
manner.
[0024] FIG. 1 schematically illustrates a backlight unit
BLU that may be used in an example not according to
the invention. The backlight unit BLU includes a lighting
system LS emitting light, a light guide plate LGP guiding
light emitted from the lighting system LS, and a diffraction
device D provided on the light guide plate LGP.
[0025] The lighting system LS may include a light
source unit SU configured to emit at least one of colli-
mated light and diverging light, and an optical switch OS
configured to selectively transmit the collimated light or
the diverging light. The term "collimated light" refers to
light whose rays are parallel. It should be understood,
however, that, in reality, perfect collimated light with no
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divergence may not be possible. Therefore, as discussed
herein, "collimated light" may angularly disperse within
a diverging angle θ, as shown in FIG. 2. For example,
collimated light CL may disperse over an angle θ of about
5° or less with respect to ideal light with perfectly parallel
rays SL. In another example, collimated light CL may
disperse over an angle θ of about 4° or less. In another
example, collimated light CL may disperse over an angle
θ of about 3° or less.
[0026] The light source unit SU may include at least
one light source S. The light source S may emit collimated
light, or light emitted from the light source S may be col-
limated. For example, if the light source S is a laser diode
(LD), the light source S may emit collimated light. In an-
other example, the light source S may emit diverging light,
or light emitted from the light source S may be scattered
or diffused to obtain diverging light. For example, if the
light source S is a light emitting diode (LED), the light
source S may emit diverging light.
[0027] The optical switch OS may selectively transmit
collimated light or diverging light toward the light guide
plate LGP (On-off control). The on-off control for trans-
mitting collimated light or diverging light may be per-
formed by a mechanical control method or an electric
control method. A control method related to the optical
switch OS will be described in further detail below.
[0028] The light guide plate LGP may guide light emit-
ted from the lighting system LS while totally internally
reflecting the light and may output the light through an
upper side of the light guide plate LGP.
[0029] The diffraction device D may adjust the exit di-
rection of collimated light according to at least one of the
angle of incidence of the collimated light on the light guide
plate LGP and the wavelength of the collimated light. For
example, the angle of incidence of light to the light guide
plate LGP may correspond to an exit direction in which
the light exits the light guide plate LGP. For example, as
shown in FIG. 22, the diffraction device D may include a
plurality of grating G patterns each corresponding to the
direction of collimated light CL incident on the diffraction
device D from the light guide plate LGP and/or the wave-
length of the light. Collimated light CL having a particular
wavelength may interact with a grating G of the diffraction
device D, and a portion of the light may exit the diffraction
device D in a particular direction according to the com-
bination of the pitch of the grating G and the angle of the
grating G relative to the propagation direction of the light.
For example, a grating may have an index of refraction
of n=1.46, with a grating pattern with a height of 100 nm
and a grating pitch of 380 nm, 400 nm, or 420 nm, for
use with light having a wavelength of 520 nm.
[0030] For example, the diffraction device D may in-
clude a plurality of regions and grating patterns respec-
tively corresponding to the regions, and light may exit
from the diffraction device D in different directions ac-
cording to the grating patterns. Light exiting in different
directions may provide different views, and thus 3D im-
ages may be displayed. Here, the term "view" may refer

to an image provided to one eye of a viewer. The diffrac-
tion device D may control the exit direction of collimated
light CL but may transmit diverging light without control-
ling the direction of the diverging light. For example, di-
verging light DL may pass through the diffraction device
D intact and be diffused, as shown in FIG. 23. If the di-
rection of light exiting from the diffraction device D is con-
trolled to provide different views, 3D images may be dis-
played, and if the direction of light exiting from the dif-
fraction device D is not controlled, 2D images may be
displayed. In this manner, 2D images or 3D images may
be selectively displayed using a single light guide plate.
[0031] The light guide plate LGP and the diffraction
device D may be manufactured separately and may then
be combined. The diffraction grating device D may be
formed of a material having the same or similar refractive
index as that of the light guide plate. Alternatively, the
light guide plate LGP and the diffraction device D may
be manufactured as one piece - i.e. a single element. For
example, a diffraction grating may be formed on a side
of the light guide plate LGP as the diffraction device D.
For example, the diffraction grating may be formed by a
nano-imprinting lithography method or an etching meth-
od. However, the diffraction grating may be formed by
any of various methods.
[0032] FIG. 3 illustrates an embodiment of the inven-
tion of claim 1, a backlight unit BLU. Referring to FIG. 3,
the light source unit SU may include a light source 10
and a collimator 20. For example, the light source 10 may
emit diverging light. For example, the light source 10 may
include an LED. The collimator 20 may collimate light
emitted from the light source 10. For example, the colli-
mator 20 may include at least one collimating lens. For
example, the collimating lens may include a convex lens,
a combination of convex lenses, a fly eye lens, or a lens
having a special structure.
[0033] The backlight unit BLU illustrated in FIG. 3 in-
cludes an actuator 30 capable of moving the collimator
20 and functioning as an optical switch. In the exemplary
embodiment illustrated in FIG. 3, the collimator 20 may
be moved by a mechanical driving method, thereby se-
lecting collimated light or diverging light (on-off control).
The actuator 30 may move the collimator 20 to align the
collimator 20 with an optical axis of the light source 10
or place the collimator 20 away from the optical axis. The
actuator 30 may operate as an optical switch as follows.
If the actuator 30 moves the collimator 20 away from the
optical axis, light emitted from the light source 10 diverges
on its path toward the light guide plate LGP without being
collimated. In this case, the collimator 20 is moved away
from the optical axis to an extent such that the collimator
20 does not interfere with light emitted from the light
source 10. Light which diverges on its path to the light
guide plate LGP may be incident on the diffraction device
D after being totally internally reflected, at least by the
lower surface of the light guide plate LGP, and the dif-
fraction device D may output the light without diffracting
the light.
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[0034] If the actuator 30 aligns the collimator 20 with
the optical axis, light emitted from the light source 10 is
collimated by the collimator 20, and thus the collimated
light is incident on the light guide plate LGP. In the light
guide plate LGP, the collimated light may be totally inter-
nally reflected at least by the lower surface of the light
guide plate LGP, and incident on the diffraction device
D, and the diffraction device D may diffract the light inci-
dent thereon. Thereby, a plurality of views may be formed
according to the grating patterns of the diffraction device
D.
[0035] FIG. 4 illustrates an example embodiment in
which the collimator 20 includes a half ball lens 20-1 and
a Fresnel lens 20-2. The collimator 20 may have any
other configuration. Referring to FIG. 4, the collimator 20
may be mechanically moved by the actuator 30 to enable
the lighting system LS to selectively transmit collimated
light or diverging light.
[0036] Referring to FIG. 5, which shows a comparative
example outside the scope of the invention, the light
source unit SU may include a light source 12 and an
electrically controllable collimator 22. The collimator 22
may include an active optical device which is electrically
deformable or variable. For example, the collimator 22
may include a liquid crystal layer or an electrowetting
device. An optical switch 32 may be used to electrically
turn on or off the collimator 22.
[0037] FIG. 6 illustrates another comparative example
not forming part of the invention, in which the collimator
22 includes a liquid crystal layer. The collimator 22 may
include first and second substrates 22a and 22b facing
each other, first electrodes 22c on the first substrate 22a,
and a second electrode 22d on the second substrate 22b.
A liquid crystal layer LC may be provided between the
first and second substrates 22a and 22b. For example,
the collimator 22 may include an array in which structures
such as the structure illustrated in FIG. 6 are arranged
in a matrix format. However, the number or arrangement
of such structures of the collimator 22 may be varied. For
example, the first and second substrates 22a and 22b
may be transparent glass substrates. The first and sec-
ond electrodes 22c and 22d may be transparent elec-
trodes. The first electrodes 22c may be independent elec-
trodes having a strip shape, and the second electrode
22d may be a common electrode.
[0038] If the optical switch 32 does not apply a voltage
between the first and second electrodes 22c and 22d,
the liquid crystal layer LC may transmit diverging light
emitted from the light source 12 without collimating the
light from the light source 12. In this case, the optical
switch 32 may be a liquid crystal driving switch used for
on-off control of voltage to the liquid crystal layer LC. If
the optical switch 32 does not apply a voltage to the liquid
crystal layer LC, the diverging light incident on the light
guide plate LGP and transmitted through the diffraction
device D does not provide a plurality of views but provides
the same view to both eyes of a viewer, and thus 2D
images may be displayed (2D mode). If the optical switch

32 applies a voltage to the liquid crystal layer LC, the
liquid crystal layer LC may deform to form a lens. Then,
light may be collimated by the liquid crystal layer LC func-
tioning as a lens, and the collimated light may be diffract-
ed by the diffraction device D. Thus, a plurality of views
may be formed to create 3D images (3D mode).
[0039] An electrowetting device (not shown) may in-
clude first and second liquids, and the interface between
the first and second liquids may be electrically varied.
The shape of the interface between the first and second
liquids is variable, and thus the electrowetting device may
function as a lens or a transparent plate. In this case, the
optical switch 32 may be an electrowetting device driving
switch capable of performing an electric on-off control
operation on the electrowetting device. When the elec-
trowetting device is controlled to function as a lens, the
collimator 22 may be in an on-state and collimate light
coming from the light source 12, and when the electrowet-
ting device functions as a transparent plate, the collimator
22 may be in an off-state and transmit diverging light
which diverges on its path toward the light guide plate
LGP.
[0040] The light source unit SU of the backlight unit
BLU illustrated in FIG. 7, which embodies the invention
of claim 3, may include a light source 110 and a scatterer
120 configured to scatter light emitted from the light
source 110. For example, the scatterer 120 may include
polymer dispersed liquid crystals (PDLC). The light
source 110 may emit collimated light. For example, the
light source 110 may include a laser diode (LD). The scat-
terer 120 may scatter light emitted from the light source
110, and thus the light emitted from the scatterer may be
disperse. In addition, an optical switch 130 may be used
to turn on or off the scatterer 120. For example, the optical
switch 130 may include an actuator capable of moving
the scatterer 120. If the optical switch 130 aligns the scat-
terer 120 with an optical axis of the light source 110, light
emitted from the light source 110 may be scattered by
the scatterer 120 and may then be incident on the light
guide plate LGP. In the light guide plate LGP, the scat-
tered light may randomly strike the diffraction device D
while undergoing total internal reflection, and may leave
the diffraction device D without being diffracted.
[0041] If the optical switch 130 moves the scatterer 120
away from the optical axis, collimated light emitted from
the light source 110 is incident on the light guide plate
LGP. Then, the collimated light may undergo total internal
reflection in the light guide plate LGP and may be incident
on the diffraction device D as collimated light. Thus, the
light may form a plurality of views owing to diffraction by
the diffraction device D.
[0042] FIG. 8 illustrates a backlight unit BLU according
to another exemplary embodiment not forming part of the
invention. The backlight unit BLU may include a lighting
system LS emitting light, a light guide plate LGP guiding
light emitted from the lighting system LS, and a diffraction
device D diffracting or randomly outputting light coming
from the light guide plate LGP. For example, the lighting
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system LS may be arranged along a lateral side of the
light guide plate LGP.
[0043] The lighting system LS may include a plurality
of light source units, and optical switches OS blocking or
transmitting light emitted from one or more of the light
source units.
[0044] For example, the light source units may have
an array structure in which first light source units SU1
and second light source units SU2 are alternately ar-
ranged. For example, the first light source units SU1 may
emit collimated light, and the second light source units
SU2 may emit diverging light. The optical switches OS
may perform an on-off control operation on the first and
second light source units SU1 and SU2 so as to provide
collimated light or diverging light to the light guide plate
LGP. If collimated light is incident on the light guide plate
LGP, the collimated light may be diffracted by the diffrac-
tion device D, and thus a plurality of views may be formed.
If diverging light is incident on the light guide plate LGP,
the diverging light may pass through the diffraction device
D without diffraction, and thus the same illumination may
be provided to the left and right eyes of a viewer.
[0045] FIG. 9 illustrates an example of the backlight
unit BLU not according to the invention, including an array
of a plurality of light source units.
[0046] The lighting system LS may have an array struc-
ture in which first light source units SU1 and second light
source units SU2 are alternately arranged. For example,
each of the first light source units SU1 may include a first
light source 211 emitting diverging light, and a collimator
220 collimating the diverging light emitted from the first
light source 211. For example, the first light source 211
may include an LED. A first optical switch 231 may elec-
trically turn on or off the first light source 211. Each of
the second light source units SU2 may include a second
light source 212. For example, the second light source
212 may include an LED. A second optical switch 232
may electrically turn on or off the second light source 212.
[0047] When the first light source 211 is turned on and
the second light source 212 is turned off, light emitted
from the first light source 211 is collimated by the colli-
mator 220 and is then incident on the light guide plate
LGP. Thereafter, the light is diffracted by the diffraction
device D, and thus a plurality of views may be formed to
display 3D images. When the first light source 211 is
turned off and the second light source 212 is turned on,
diverging light emitted from the second light source 212
is incident on the light guide plate LGP and passes
through the diffraction device D without diffraction. Thus,
the light emitted from the diffraction device D may be
used to display 2D images.
[0048] FIG. 10 illustrates another example of the light-
ing system LS not according to the invention, having an
array structure.
[0049] The lighting system LS may include first light
source units SU1, first optical switches 261, second light
source units SU2, and second optical switches 262. Each
of the first light source units SU1 may include a first light

source 241 and a collimator 250. Each of the second light
source units SU2 may include a second light source 242.
For example, the collimator 250 may include a half ball
lens 251 and a Fresnel lens 252. The first light source
units SU1 and the second light source units SU2 may be
alternately arranged. In FIG. 10, only one set of the first
light source unit SU1 and the second light source unit
SU2 is illustrated for conciseness. The first light source
241 and the second light source 242 may each emit di-
verging light. For example, the first light source 241 and
the second light source 242 may each include one or
more LEDs.
[0050] For example, the first optical switch 261 and the
second optical switch 262 may be liquid crystal driving
switches. When the liquid crystal driving switches are
turned on, light is transmitted through the liquid crystal
driving switches, and when the liquid crystal driving
switches are turned off, light is not transmitted through
the liquid crystal driving switches. If the first and second
light sources 241 and 242 are turned on, the first optical
switch 261 is turned on, and the second optical switch
262 is turned off, diverging light emitted from the first light
source 241 passes through the first optical switch 261
and is made to be collimated upon transmission through
the collimator 250. Then, the light is incident on the light
guide plate LGP (not shown). Light emitted from the sec-
ond light source 242 is blocked by the second optical
switch 262. In this manner, 3D images may be displayed.
In FIG. 10, the first optical switch 261 is disposed between
the first light source 241 and the collimator 250. In another
example, however, the first optical switch 261 may be
disposed on an optical path after the collimator 250.
[0051] If the first and second light sources 241 and 242
are turned on, the first optical switch 261 is turned off,
and the second optical switch 262 is turned on, diverging
light emitted from the first light source 241 is blocked by
the first optical switch 261, and diverging light emitted
from the second light source 242 is transmitted through
the second optical switch 262 and is incident on the light
guide plate LGP (not shown). In this manner, 2D images
may be displayed in 2D mode.
[0052] FIG. 11 illustrates an example not according to
the invention, in which the lighting system LS depicted
in FIG. 10 further includes a scatterer.
[0053] The scatterer 270 may be disposed on an opti-
cal path after the second optical switch 262 or on an
optical path between the second light source 242 and
the second optical switch 262. In the 2D mode, the scat-
terer 270 scatters light emitted from the second light
source 242. If the collimator 250 and the scatterer 270
are alternately arranged as shown in FIG. 11, light sourc-
es emitting diverging light or collimated light may be used
as the first and second light sources 241 and 242.
[0054] FIG. 12 illustrates another exemplary embodi-
ment of the lighting system LS not forming part of the
invention.
[0055] The lighting system LS may have an array struc-
ture in which first light source units SU1 and second light
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source units SU2 are alternately arranged. For example,
each of the first light source unit SU1 may include a first
light source 311 emitting collimated light. Each of the
second light source units SU2 may include a second light
source 312 emitting collimated light, and a scatterer 320
scattering the collimated light emitted from the second
light source 312. For example, the first light source 311
and the second light source 312 may each include an
LD. A first optical switch 331 may electrically turn on or
off the first light source 311. A second optical switch 332
may electrically turn on or off the second light source 312.
[0056] When the first light source 311 is turned on and
the second light source 312 is turned off, collimated light
emitted from the first light source 311 is incident on the
light guide plate LGP. Thereafter, the light is diffracted
by the diffraction device D, and thus a plurality of views
may be formed to display 3D images. When the first light
source 311 is turned off and the second light source 312
is turned on, collimated light emitted from the second
light source 312 is scattered by the scatterer 320 and is
then be incident on the light guide plate LGP. In this case,
since the light incident on the light guide plate LGP is
diverging light, the light is transmitted through the diffrac-
tion device D without being diffracted. Therefore, the light
emitted from the diffraction device D may be used to dis-
play 2D images.
[0057] FIG. 13 illustrates another exemplary embodi-
ment of the lighting system LS not forming part of the
invention.
[0058] The lighting system LS may include first light
source units SU1 emitting collimated light, first optical
switches OS1 turning on or off the first light source units
SU1, second light source units SU2 emitting diverging
light, and second optical switches OS2 turning on or off
the second light source units SU2. For example, the first
light source units SU1 may each include an LD, and the
second light source units SU2 may each include an LED.
For example, the first and second optical switches OS1
and OS2 may electrically turn on or off the first and sec-
ond light source units SU1 and SU2, respectively. The
first and second light source units SU1 and SU2 may be
alternately arranged.
[0059] When the first light source units SU1 are turned
on and the second light source units SU2 are turned off,
collimated light emitted from the first light source units
SU1 is incident on the light guide plate LGP and is dif-
fracted by the diffraction device D, and thus a plurality of
views may be formed to display 3D images using the light
emitted from the diffraction device D. When the first light
source units SU1 are turned off and the second light
source units SU2 are turned on, diverging light emitted
from the second light source units SU2 is incident on the
light guide plate LGP and is transmitted through the dif-
fraction device D without being diffracted. Therefore, the
light emitted from the diffraction device may be used to
display 2D images.
[0060] FIG. 14 illustrates an example, not forming part
of the invention, in which the array structure of the lighting

system LS is modified. In this example, the lighting sys-
tem LS may include a light source S and a collimator
comprising a half ball lens HL and a Fresnel lens FL. In
addition, an optical path changer OPC such as a mirror
or a prism may be disposed between the half ball lens
HL and the Fresnel lens FL. Owing to the optical path
changer OPC, the space between the light source S and
the light guide plate LGP may be used in various man-
ners. For example, the light source S, the half ball lens
HL, the optical path changer OPC, and the Fresnel lens
FL may be arranged to form an L-shaped or a reverse L-
shaped optical path between the light source S and the
light guide plate LGP. In the example illustrated in FIG.
14, the optical path changer OPC is disposed between
the half ball lens HL and the Fresnel lens FL. However,
the optical path changer OPC may be disposed between
the light source S and the half ball lens HL or between
the Fresnel lens FL and the light guide plate LGP. Instead
of the half ball lens HL and the Fresnel lens FL, any other
collimator may be used. The space lateral to a side of
the light guide plate LGP may be efficiently used due to
the use of the optical path changer OPC. An optical plate
P having an opening OP may be disposed between the
Fresnel lens FL and the light guide plate LGP to adjust
the amount of light transmitted to the light guide plate
LGP. The opening OP may be used for adjusting the
cross-sectional shape of a light beam incident on the light
guide plate LGP as well as adjusting the amount of light
incident on the light guide plate LGP.
[0061] FIG. 15 illustrates a backlight unit BLU including
light sources emitting light having at least two wave-
lengths. For example, the backlight unit BLU may include
a plurality of lighting systems emitting light having two or
more wavelengths, a light guide plate LGP, and a diffrac-
tion device D disposed on the light guide plate LGP. For
example, the lighting systems may include a first lighting
system LS1 emitting light having a first wavelength, a
second lighting system LS2 emitting light having a sec-
ond wavelength, and a third lighting system LS3 emitting
light having a third wavelength. The first lighting system
LS1 may be adjacent to a first lateral side S1 of the light
guide plate LGP, the second lighting system LS2 may be
adjacent to a second lateral side S2 of the light guide
plate LGP, and the third lighting system LS3 may be ad-
jacent to a third lateral side S3 of the light guide plate
LGP. For example, the first lighting system LS1 may emit
blue light, the second lighting system LS2 may emit red
light, and the third lighting system LS3 may emit green
light. For example, red light may have a full width at half
maximum (FWHM) of about 17 nm or less, green light
may have an FWHM of about 33 nm or less, and blue
light may have an FWHM of about 15 nm or less. The
above-mentioned FWHM values are exemplary values,
and the inventive concept is not limited thereto.
[0062] Light emitted from each of the first, second, and
third lighting systems LS1, LS2, and LS3 may be incident
on the light guide plate LGP at a predetermined angle of
incidence, and the diffraction direction of the light may
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be determined according to the angle of incidence and
the wavelength of the light and the grating patterns of the
diffraction device D.
[0063] The diffraction device D may include diffraction
pattern areas DPA corresponding to a plurality of views.
Each of the diffraction pattern areas DPA may have dif-
fraction patterns P corresponding to the different colors
of light incident thereon. For example, when images hav-
ing twenty views are displayed, twenty diffraction pattern
areas DPA may be used, and each of the diffraction pat-
tern areas DPA may include a plurality of patterns P cor-
responding to a plurality of colors.
[0064] If collimated color light is incident on different
sides of the light guide plate LGP, the direction in which
the light is emitted from the diffraction device D may be
controlled by the diffraction device D, and thus 3D images
may be displayed. If diverging color light is incident on
the light guide plate LGP, the direction in which the light
is emitted from the diffraction device D may be random,
and thus 2D color images may be displayed.
[0065] A fourth lighting system LS4 may be further dis-
posed in a position adjacent to a fourth side S4 of the
light guide plate LGP. For example, the fourth lighting
system LS4 may emit green light. Since the optical effi-
ciency of green light is lower than the optical efficiency
of blue light and the optical efficiency of red light, a rela-
tively large amount of green light may be emitted so as
to adjust color balance. However, the method of config-
uring lighting systems according to colors is not limited
to the above-described configuration. That is, the method
may be variously modified. The exemplary lighting sys-
tems described with reference to FIGS. 3, 4 and 7 may
be applied to the first to fourth lighting systems LS1 to
LS4 illustrated in FIG. 15, and this will not be described
in detail.
[0066] FIG. 16 illustrates another example of a back-
light unit BLU, not according to the invention, including
light sources emitting light having at least two wave-
lengths. Referring to FIG. 16, the backlight unit BLU may
include a plurality of lighting systems, a light guide plate
LGP guiding light emitted from the lighting systems, and
a diffraction device D. For example, the plurality of lighting
systems may include a first lighting system LS1 adjacent
to a first lateral side of the light guide plate LGP, a second
lighting system LS2 adjacent to a second lateral side of
the light guide plate LGP, a third lighting system LS3
adjacent to a third lateral side of the light guide plate LGP,
and a fourth lighting system LS4 adjacent to a fourth lat-
eral side of the light guide plate LGP. The first lighting
system LS1 may include light source units SU1-1 and
light source units SU1-2 alternately arranged, optical
switches OS1-1 turning on or off the light source units
SU1-1, and optical switches OS2-1 turning on or off the
light source units SU1-2. Each of the light source units
SU1-1 may emit collimated light having a first color, such
as blue. Here, the collimated light having the first color
may be light emitted from a light source capable of emit-
ting collimated light or may be light collimated by a colli-

mator. In the former case, the light source may be an LD.
In the latter case, the collimator may be substantially the
same as those described with reference to FIGS. 1 and
11, and thus a detailed description thereof will not be
presented here.
[0067] The light source units SU1-2, on the other hand,
may include light sources emitting dispersed white light.
The optical switches OS1-1 and the optical switches
OS1-2 are substantially the same as those described with
reference to FIGS. 1 to 13, and thus detailed descriptions
thereof will not be repeated here.
[0068] The second lighting system LS2 may include
light source units SU2-1 and light source units SU2-2
alternately arranged, optical switches OS2-1 turning on
or off the light source units SU2-1, and optical switches
OS2-2 turning on or off the light source units SU2-2. Each
of the light source units SU2-1 may emit collimated light
having a second color, such as red. Here, the collimated
light having the second color may be light emitted from
a light source capable of emitting collimated light or may
be light collimated by a collimator. The light source units
SU2-2, on the other hand, may include light sources emit-
ting dispersed white light.
[0069] The third lighting system LS3 may include light
source units SU3-1 and light source units SU3-2 alter-
nately arranged, optical switches OS3-1 turning on or off
the light source units SU3-1, and optical switches OS3-2
turning on or off the light source units SU3-2. Each of the
light source units SU3-1 may emit collimated light having
a third color, such as green. Here, the collimated light
having the third color may be light emitted from a light
source capable of emitting collimated light or may be light
collimated by a collimator. The light source units SU3-2,
on the other hand, may include light sources emitting
dispersed white light.
[0070] The fourth lighting system LS4 may include light
source units SU4-1 and light source units SU4-2 alter-
nately arranged, optical switches OS4-1 turning on or off
the light source units SU4-1, and optical switches OS4-2
turning on or off the light source units SU4-2. Each of the
light source units SU4-1 may emit collimated light having
the third color, such as green. Here, the collimated light
having the third color may be light emitted from a light
source capable of emitting collimated light or may be light
collimated by a collimator. The light source units SU4-2,
on the other hand, may include light sources emitting
dispersed white light.
[0071] When the light source units SU1-1, the light
source units SU2-1, the light source units SU3-1, and the
light source units SU4-1 are turned on, and the light
source units SU1-2, the light source units SU2-2, the light
source units SU3-2, and the light source units SU4-2 are
turned off, collimated color light is incident on the diffrac-
tion device D, via the light guide plate LGP, and thus the
direction of the color light emitted by the diffraction device
D may be adjusted. In this manner, light for displaying
multi-view 3D color images may be provided.
[0072] When the light source units SU1-1, the light
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source units SU2-1, the light source units SU3-1, and the
light source units SU4-1 are turned off, and the light
source units SU1-2, the light source units SU2-2, the light
source units SU3-2, and the light source units SU4-2 are
turned on, dispersed white light is transmitted through
the light guide plate LGP and the diffraction device D,
and thus light for displaying 2D images may be provided.
[0073] In the example illustrated in FIG. 16, the light
source units SU1-1 and the light source units SU1-2 are
alternately arranged. However, the numbers and ar-
rangement of the light source units SU1-1 and SU2-1
may be varied. For example, sets each including two light
source units SU1-1 and one light source units SU1-2 may
be arranged. The other light source units may be ar-
ranged in the same manner.
[0074] A light intensity uniformity and white balance
may be affected by the diffraction device D when colli-
mated light is off and 2D image is displayed, while the
light intensity uniformity and white balance may not be
affected by the diffraction device D when collimated light
is on and 3D image is displayed. FIG. 17 illustrates results
of a simulation performed to evaluate light intensity uni-
formity when collimated light is off and diverging light
(white light) is on. In FIG. 17, the x-axis denotes a hori-
zontal direction in a plan view of the backlight unit BLU,
and the y-axis denotes a longitudinal direction in the plan
view of the backlight unit BLU. The light intensity has an
average value of 71.62 Mw/mm2 with a deviation of
61.98 Mw/mm2, and the uniformity of light intensity is
about 91%. It shows that the uniformity of light intensity
does not deteriorate during displaying 2D images. FIG.
18 illustrates color coordinates in the same conditions.
NTSC (National Television System Committee), sRGB,
and Adobe 98 may be generally used as the color coor-
dinates. FIG. 18 shows that white light is distributed in a
range of about 0.3 60.10 at white coordinates (0.3, 0.3),
meaning a good white balance during displaying 2D im-
ages.
[0075] FIG. 19 schematically illustrates a 3D image dis-
play apparatus according to an exemplary embodiment.
The 3D image display apparatus may include a lighting
system LS, a light guide plate LGP guiding light emitted
from the lighting system LS, a diffraction device D pro-
vided on the light guide plate LGP, and a display panel
DP displaying images. The lighting system LS, the light
guide plate LGP, and the diffraction device D are sub-
stantially the same as those illustrated with reference to
FIGS. 1 to 16, and thus detailed descriptions thereof will
not be presented here. The display panel DP may include
a liquid crystal display. For example, the display panel
DP may include a plurality of pixels arranged in a matrix
form, and each of the pixels may include sub-pixels cor-
responding to a plurality of views. Here, the term "view"
may refer to an image provided to one eye of a viewer.
For example, if twenty views are formed, each pixel may
include twenty sub-pixels, and the diffraction device D
may include twenty grating patterns corresponding to the
twenty views, respectively.

[0076] If the display panel DP is capable of displaying
color images, each of the sub-pixels may include color
sub-pixels corresponding to colors. For example, each
sub-pixel may include a blue sub-pixel, a red sub-pixel,
and a green sub-pixel.
[0077] The lighting system LS may selectively emit col-
limated light and diverging light. The diffraction device D
may adjust the direction in which collimated light is emit-
ted from the diffraction device D to the display panel DP
according to at least one of the angle of incidence of the
collimated light on the light guide plate LGP and the wave-
length of the collimated light, and thus 3D images may
be displayed. In addition, the diffraction device D may
transmit diverging light without adjusting the direction of
the diverging light, and thus 2D images may be displayed.
As described above, although the 3D image display ap-
paratus of this exemplary embodiment has a backlight
unit equipped with only one light guide plate LGP, the 3D
image display apparatus is capable of switching between
2D image display mode and 3D image display mode.
[0078] Referring to FIG. 20, a 3D image display appa-
ratus, not forming part of the invention, having a curved
shape may be manufactured. For example, a light guide
plate LGP, a diffraction device D, and a display panel DP
having curved shapes may be manufactured to display
images more naturally. FIG. 21 illustrates a 3D image
display apparatus, not forming part of the invention, fur-
ther including a color filter CF, as compared to the 3D
image display apparatus illustrated in FIG. 19. The color
filter CF may be disposed facing a light output side of a
display panel DP. The display panel DP may display a
grayscale image, and the color filter CF may express
colors, so as to display 3D color images or 2D color im-
ages.
[0079] It should be understood that exemplary embod-
iments described herein should be considered in a de-
scriptive sense only and not for purposes of limitation.
Descriptions of features or aspects within each exempla-
ry embodiment should typically be considered as avail-
able for other similar features or aspects in other exem-
plary embodiments.
[0080] While one or more exemplary embodiments
have been described with reference to the figures, it will
be understood by those of ordinary skill in the art that
various changes in form and details may be made therein
without departing from the scope as defined by the fol-
lowing claims.

Claims

1. A backlight unit (BLU) for switching between a 2D
image display mode and a 3D image display mode,
the backlight unit comprising:

a lighting system (LS) configured to selectively
output collimated light and diverging light;
a diffraction device (D);
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a light guide plate (LGP) configured to guide the
collimated light and the diverging light from the
lighting system to the diffraction device;
wherein the lighting system (LS) includes:

a light source (SU) configured to emit the
diverging light; and
a collimator (20) configured to change the
diverging light from the light source (SU) into
the collimated light; and
characterized in that the lighting system
(LS) further includes:

an optical switch (OS) configured to se-
lectively output the collimated light and
the diverging light to the light guide
plate;
and wherein the optical switch compris-
es an actuator (30) configured to move
the collimator to and away from an op-
tical axis of the light source.

2. The backlight unit of claim 1, wherein: the light source
is a light emitting diode; and the collimator (20) com-
prises a lens.

3. A backlight unit (BLU) for switching between a 2D
image display mode and a 3D image display mode,
the backlight unit comprising:

a lighting system (LS) configured to selectively
output collimated light and diverging light;
a diffraction device (D);
a light guide plate (LGP) configured to guide the
collimated light and the diverging light from the
lighting system to the diffraction device; and
wherein the lighting system (LS) includes a light
source (SU) configured to emit the collimated
light;
characterized in that the lighting system (LS)
further includes:

a scatterer (120) configured to change the
collimated light from the light source into the
diverging light; and
an optical switch (OS) configured to selec-
tively output the collimated light and the di-
verging light to the light guide plate, wherein
the optical switch comprises an actuator
(130) configured to move the scatterer to
and away from an optical axis of the light
source.

4. The backlight unit of claim 3, wherein: the light source
is a laser diode; and the scatterer comprises a pol-
ymer dispersed liquid crystal.

5. The backlight unit of any preceding claim, wherein

the lighting system is positioned lateral to a side of
the light guide plate.

6. The backlight unit of any preceding claim, wherein
the collimated light is one of blue, red, and green
light and the diverging light is white light.

7. The backlight unit of any preceding claim, wherein
the backlight unit includes a plurality of the lighting
systems each being positioned lateral to a different
side surface of the light guide plate.

8. The backlight unit of claim 7, wherein the collimated
light selectively outputted from the lighting systems
includes red collimated light, green collimated light,
and blue collimated light.

9. The backlight unit of claim 8, wherein the collimated
light selectively outputted from two of the plurality of
lighting system is the green collimated light.

10. The backlight unit of claim 8 or 9, wherein the diverg-
ing light selectively outputted from each of the light-
ing system is white light.

11. A display apparatus comprising:

a display panel (DP); and
a backlight unit (BLU) according to any preced-
ing claim, wherein the diffraction device (D) is
configured to transmit the diverging light incident
thereon from the light guide plate (LGP) and to
transmit the collimated light incident thereon
from the light guide plate in an exit direction, the
exit direction being dependent on at least one
of a wavelength and an angle of incidence of the
collimated light from the light guide plate, and
wherein the display panel (DP) is configured to
form images using the light transmitted from the
diffraction device.

Patentansprüche

1. Rückbeleuchtungseinheit (RBE) zum Umschalten
zwischen einem 2D-Bildanzeigemodus und einem
3D-Bildanzeigemodus, wobei die Rückbeleuch-
tungseinheit umfasst:

ein Beleuchtungssystem (BS), das konfiguriert
ist, um selektiv kollimiertes Licht und divergie-
rendes Licht auszugeben;
eine Beugungsvorrichtung (B);
eine Lichtleitplatte (LLP), die konfiguriert ist, um
das kollimierte Licht und das divergierende Licht
vom Beleuchtungssystem zur Beugungsvor-
richtung zu leiten;
wobei das Beleuchtungssystem (BS) enthält:
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eine Lichtquelle (LQ), die konfiguriert ist, um
das divergierende Licht zu emittieren;
und einen Kollimator (20), der konfiguriert
ist, um das divergierende Licht von der
Lichtquelle (LQ) in das kollimierte Licht zu
ändern;
und dadurch gekennzeichnet, dass das
Beleuchtungssystem (BS) ferner enthält:

einen optischen Schalter (OS), der kon-
figuriert ist, um das kollimierte Licht und
das divergierende Licht selektiv an die
Lichtleitplatte auszugeben;
und wobei der optische Schalter ein
Stellglied (30) umfasst, das konfiguriert
ist, um den Kollimator zu einer opti-
schen Achse der Lichtquelle und von
ihr weg zu bewegen.

2. Rückbeleuchtungseinheit nach Anspruch 1, wobei:

die Lichtquelle eine lichtemittierende Diode ist;
und der Kollimator (20) eine Linse umfasst.

3. Rückbeleuchtungseinheit (RBE) zum Umschalten
zwischen einem 2D-Bildanzeigemodus und einem
3D-Bildanzeigemodus, wobei die Rückbeleuch-
tungseinheit umfasst:

ein Beleuchtungssystem (BS), das konfiguriert
ist, um selektiv kollimiertes Licht und divergie-
rendes Licht auszugeben;
eine Beugungsvorrichtung (B);
eine Lichtleitplatte (LLP), die konfiguriert ist, um
das kollimierte Licht und das divergierende Licht
vom Beleuchtungssystem zur Beugungsvor-
richtung zu leiten;
und wobei das Beleuchtungssystem (BS) eine
Lichtquelle (LQ) enthält, die konfiguriert ist, um
das kollimierte Licht zu emittieren;
dadurch gekennzeichnet, dass das Beleuch-
tungssystem (BS) ferner enthält:

eine Streuvorrichtung (120), die konfiguriert
ist, um das kollimierte Licht von der Licht-
quelle in das divergierende Licht zu ändern;
und einen optischen Schalter (OS), der kon-
figuriert ist, um das kollimierte Licht und das
divergierende Licht selektiv an die Lichtleit-
platte auszugeben, wobei der optische
Schalter ein Stellglied (130) umfasst, das
konfiguriert ist, um die Streuvorrichtung zur
optischen Achse der Lichtquelle und von ihr
weg zu bewegen.

4. Rückbeleuchtungseinheit nach Anspruch 3, wobei:

die Lichtquelle eine Laserdiode ist;

und die Streuvorrichtung ein polymerdispergier-
tes Flüssigkristall umfasst.

5. Rückbeleuchtungseinheit nach einem der vorherge-
henden Ansprüche, wobei das Beleuchtungssystem
lateral zu einer Seite der Lichtleitplatte positioniert
ist.

6. Rückbeleuchtungseinheit nach einem der vorherge-
henden Ansprüche, wobei das kollimierte Licht eines
von blauem, rotem und grünem Licht ist und das di-
vergierende Licht weißes Licht ist.

7. Rückbeleuchtungseinheit nach einem der vorherge-
henden Ansprüche, wobei die Rückbeleuchtungs-
einheit mehrere der Beleuchtungssysteme enthält,
die jeweils lateral zu einer unterschiedlichen Sei-
tenoberfläche der Lichtleitplatte positioniert sind.

8. Rückbeleuchtungseinheit nach Anspruch 7, wobei
das selektiv von den Beleuchtungssystemen ausge-
gebene kollimierte Licht rotes kollimiertes Licht, grü-
nes kollimiertes Licht und blaues kollimiertes Licht
enthält.

9. Rückbeleuchtungseinheit nach Anspruch 8, wobei
das von zwei der mehreren Beleuchtungssysteme
selektiv ausgegebene kollimierte Licht das grüne
kollimierte Licht ist.

10. Rückbeleuchtungseinheit nach Anspruch 8 oder 9,
wobei das von jedem der Beleuchtungssysteme se-
lektiv ausgegebene divergierende Licht weißes Licht
ist.

11. Anzeigevorrichtung, umfassend:

ein Anzeigefeld (AF);
und eine Rückbeleuchtungseinheit (RBE) nach
einem der vorhergehenden Ansprüche, wobei
die Beugungsvorrichtung (B) konfiguriert ist, um
das von der Lichtleitplatte (LLP) darauf treffende
divergierende Licht zu übermitteln und das von
der Lichtlenkplatte darauf treffende kollimierte
Licht in einer Ausgangsrichtung zu übermitteln,
wobei die Ausgangsrichtung von mindestens ei-
nem einer Wellenlänge und einem Einfallswin-
kel des kollimierten Lichts von der Lichtleitplatte
abhängt, und wobei das Anzeigefeld (AF) kon-
figuriert ist, um mithilfe des von der Beugungs-
vorrichtung übermittelten Lichts Bilder zu for-
men.

Revendications

1. Unité de rétroéclairage (BLU) destiné à commuter
entre un mode d’affichage d’image 2D et un mode
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d’affichage d’image 3D, l’unité de rétroéclairage
comprenant :

un système d’éclairage (LS) conçu pour délivrer
sélectivement en sortie une lumière collimatée
et une lumière divergente ;
un dispositif de diffraction (D) ;
une plaque de guidage de lumière (LGP) conçue
pour guider la lumière collimatée et la lumière
divergente à partir du système d’éclairage jus-
qu’au dispositif de diffraction ;
ledit système d’éclairage (LS) comprenant :

une source de lumière (SU) conçue pour
émettre la lumière divergente ;
et un collimateur (20) conçu pour changer
la lumière divergente provenant de la sour-
ce de lumière (SU) en une lumière
collimatée ;
et caractérisé en ce que le système
d’éclairage (LS) comprend en outre :

un commutateur optique (OS) conçu
pour délivrer sélectivement en sortie la
lumière collimatée et la lumière diver-
gente à la plaque de guidage de
lumière ;
et ledit commutateur optique compre-
nant un actionneur (30) conçu pour dé-
placer le collimateur vers un axe opti-
que de la source de lumière ou l’éloi-
gner de celui-ci.

2. Unité de rétroéclairage selon la revendication 1,
ladite source de lumière étant une diode
électroluminescente ;
et ledit collimateur (20) comprenant une lentille.

3. Unité de rétroéclairage (BLU) destiné à commuter
entre un mode d’affichage d’image 2D et un mode
d’affichage d’image 3D, l’unité de rétroéclairage
comprenant :

un système d’éclairage (LS) conçu pour délivrer
sélectivement en sortie une lumière collimatée
et une lumière divergente ;
un dispositif de diffraction (D) ;
une plaque de guidage de lumière (LGP) conçue
pour guider la lumière collimatée et la lumière
divergente à partir du système d’éclairage jus-
qu’au dispositif de diffraction ;
et ledit système d’éclairage (LS) comprenant
une source de lumière (SU) conçue pour émet-
tre la lumière collimatée ;
caractérisée en ce que le système d’éclairage
(LS) comprend en outre :

un diffuseur (120) conçu pour changer la

lumière collimatée provenant de la source
de lumière en une lumière divergente ;
et un commutateur optique (OS) conçu pour
délivrer sélectivement en sortie la lumière
collimatée et la lumière divergente à la pla-
que de guidage de lumière, ledit commuta-
teur optique comprenant un actionneur
(130) conçu pour déplacer le diffuseur vers
un axe optique de la source de lumière ou
l’éloigner de celui-ci.

4. Unité de rétroéclairage selon la revendication 3,
ladite source de lumière étant une diode laser ;
et ledit diffuseur comprenant un cristal liquide dis-
persé dans un polymère.

5. Unité de rétroéclairage selon l’une quelconque des
revendications précédentes, ledit système d’éclaira-
ge étant positionné latéralement sur un côté de la
plaque de guidage de lumière.

6. Unité de rétroéclairage selon l’une quelconque des
revendications précédentes, ladite lumière collima-
tée étant l’une d’une lumière bleue, rouge et verte
et ladite lumière divergente étant une lumière blan-
che.

7. Unité de rétroéclairage selon l’une quelconque des
revendications précédentes, ladite unité de rétroé-
clairage comprenant une pluralité de systèmes
d’éclairage positionnés chacun latéralement par rap-
port à une surface latérale différente de la plaque de
guidage de lumière.

8. Unité de rétroéclairage selon la revendication 7, la-
dite lumière collimatée délivrée sélectivement en
sortie par les systèmes d’éclairage comprenant une
lumière collimatée rouge, une lumière collimatée
verte et une lumière collimatée bleue.

9. Unité de rétroéclairage selon la revendication 8, la-
dite lumière collimatée délivrée sélectivement en
sortie par deux systèmes d’éclairage parmi la plura-
lité de systèmes d’éclairage étant la lumière collima-
tée verte.

10. Unité de rétroéclairage selon la revendication 8 ou
9, ladite lumière divergente délivrée sélectivement
en sortie par chacun des systèmes d’éclairage étant
une lumière blanche.

11. Appareil d’affichage comprenant :

un panneau d’affichage (DP) ;
et une unité de rétroéclairage (BLU) selon l’une
quelconque des revendications précédentes,
ledit dispositif de diffraction (D) étant conçu pour
transmettre la lumière divergente incidente sur
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celle-ci à partir de la plaque de guidage de lu-
mière (LGP) et pour transmettre la lumière col-
limatée incidente sur celle-ci à partir de la plaque
de guidage de lumière selon une direction de
sortie, la direction de sortie étant dépendante
d’au moins l’une d’une longueur d’onde et d’un
angle d’incidence de la lumière collimatée pro-
venant de la plaque de guidage de lumière, et
ledit panneau d’affichage (DP) étant conçu pour
former des images à l’aide de la lumière trans-
mise par le dispositif de diffraction.
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