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(54) PARTICULATE MATTER MEASUREMENT DEVICE

(57) The invention relates to a particulate matter measuring device, and effectively increases the number of capacitors
formed between electrodes by optimizing the arrangement of the electrodes. The particulate matter measuring device
includes: a diesel particulate filter (DPF) (16) in which the upstream side and the downstream side openings of multiple
cells partitioned by porous partition walls are alternately plugged; a pair of first electrodes (A) received in a pair of first
electrode cells (2) arranged diagonally with a central cell (1) therebetween; a pair of second electrodes (B) received in
a pair of second electrode cells (3) arranged diagonally with the central cell (1) therebetween; a first connecting member
(A1) for connecting the first electrodes (A) to each other; a second connecting member (B1) for connecting the second
electrodes (B) to each other; and a particulate matter (PM) accumulation amount calculating unit (21, 22) that calculates
an amount of PM trapped in the DPF (16) on the basis of capacitance between the electrodes (A, B). The four cells (4)
which are adjacent to each other around the partition walls of the central cell (1) and are sandwiched between the first
electrode cells (2) and the second electrode cells (3) are used as measurement cells.



EP 2 960 448 A1

2



EP 2 960 448 A1

3

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] The present invention relates to a device for
measuring particulate matter and, in particular, relates
to a device for measuring particulate matter in an exhaust
gas emitted from an internal combustion engine.

BACKGROUND ART

[0002] A diesel particulate filter (hereinafter referred to
as "DPF"), for example, is known as a filter for collecting
particulate matter (hereinafter referred to as "PM") in an
exhaust gas emitted from a diesel engine. Typically, the
DPF includes a number of cells that form lattice-patterned
exhaust flow channels defined by partition walls of porous
ceramics, and these cells are plugged alternatingly at an
upstream side and a downstream side.
[0003] The DPF can only collect a limited amount of
PM. Thus, upon the amount of accumulated PM reaching
a predetermined amount, so-called forced regeneration
for burning and removing the accumulated PM needs to
be carried out. Therefore, it is desirable to precisely
measure the amount of accumulated PM in order to con-
trol the forced regeneration.
[0004] For example, PATENT LITERATURE 1 disclos-
es a PM sensor that detects an amount of accumulated
PM on the basis of an electrostatic capacity (capacitance)
of a capacitor formed by a pair of electrodes. The paired
electrodes are disposed in a corresponding pair of cells
that oppose each other with a measurement cell inter-
posed therebetween. The measurement cell is plugged
at its downstream end of the exhaust passage.

LISTING OF REFERENCES

[0005] PATENT LITERATURE 1: Japanese Patent
Application Laid-Open Publication (Kokai) No.
2012-241643

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0006] In the above-mentioned conventional PM sen-
sor, only one capacitor is formed from a pair of electrodes
with one cell being interposed between the paired elec-
trodes. Because of this, if it is desired to measure the
electrostatic capacity with a larger number of cells, it is
necessary to increase the number of electrodes. This
can increase the manufacturing cost, and deteriorate the
PM collecting capability of the DPF due to the increased
number of electrode cells.
[0007] The present invention has been made in view
of such a problem, and an object of the present invention
is to optimize the electrode arrangement so as to effec-
tively increase the number of capacitors formed between

the electrodes.

SOLUTION TO OVERCOME THE PROBLEMS

[0008] To achieve the above-mentioned object, a par-
ticulate matter measuring device according to the present
invention includes a filter that is provided in an exhaust
passage of an internal combustion engine and that in-
cludes a plurality of cells forming lattice-patterned ex-
haust flow channels defined by porous partition walls,
the cells being plugged alternatingly at an upstream side
and a downstream side. One of the cells is defined as a
center cell. The particulate matter measuring device also
includes a pair of first electrodes disposed in a pair of
first diagonal cells that are disposed diagonally across
the center cell. The pair of first electrodes are received
in the pair of first diagonal cells from an unplugged side.
The particulate matter measuring device also includes a
pair of second electrodes disposed in a pair of second
diagonal cells that are disposed diagonally across the
center cell. The first electrodes are not disposed in the
pair of second diagonal cells. The pair of second elec-
trodes are received in the pair of second diagonal cells
from an unplugged side. The particulate matter measur-
ing device also includes a first connecting member con-
figured to connect the pair of first electrodes to each oth-
er, a second connecting member configured to connect
the pair of second electrodes to each other, and an ac-
cumulation amount calculating unit configured to calcu-
late an amount of accumulated particulate matter, which
is collected by the filter, on the basis of an electrostatic
capacity between the first and second electrodes. Those
four cells which are disposed adjacent to each other
around the partition walls of the center cell and sand-
wiched between the first diagonal cells and the second
diagonal cells are used as measurement cells.
[0009] A protruding amount (length) of each of the first
electrodes from the associated first diagonal cell may be
longer than a protruding amount of each of the second
electrodes from the associated second diagonal cell. The
first connecting member may have a first fixture hole such
that an end of each first electrode extends through the
first fixture hole to fix the end of the first electrode. The
second connecting member may have a second fixture
hole such that an end of each second electrode extends
through the second fixture hole to fix the end of the sec-
ond electrode. The second connecting member may
have a through hole such that each first electrode extends
through the through hole without contacting the through
hole.
[0010] An orifice may be provided at the unplugged
end of each of the measurement cells to throttle (reduce)
the diameter of the fluid passage of the measurement
cell concerned.
[0011] A blockage member may be provided in the
center cell to block or close the fluid passage of the center
cell.
[0012] The blockage member may extend from the
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plugged end to the unplugged end of the center cell such
that the center cell is filled with the blockage member.
[0013] The blockage member may plug (seal) the un-
plugged end of the cell.
[0014] The unplugged ends of the first diagonal cells
or the unplugged ends of the second diagonal cells may
be closed by second blockage members.
[0015] The filter may be disposed in the exhaust pas-
sage with the plugged side of the center cell facing toward
the upstream side of the exhaust passage.
[0016] The particulate matter measuring device may
further include a bypass passage that branches off from
the exhaust passage at a predetermined position, and a
second filter that is provided in the exhaust passage at
a position downstream of the predetermined position
(branching position of the bypass passage) and that col-
lects particulate matter in the exhaust gas flowing through
the exhaust passage downstream of the predetermined
position. The filter may be disposed in the bypass pas-
sage.
[0017] When forced regeneration for burning and re-
moving particulate matter that has accumulated in the
filter is executed, the first and second electrodes may
function as a heater.

ADVANTAGES OF THE INVENTION

[0018] The particulate matter measuring device ac-
cording to the present invention can optimize the elec-
trode arrangement so as to effectively increase the
number of capacitors formed between the electrodes.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019]

Fig. 1 is an overall configuration diagram schemati-
cally illustrating a particulate matter measuring de-
vice according to an embodiment of the present in-
vention.
Figs. 2a and 2b are a set of views showing a DPF
of the particulate matter measuring device according
to the embodiment of the present invention. Specif-
ically, Fig. 2a is a schematic perspective view of the
DPF as viewed from the downstream side of the ex-
haust passage, and Fig. 2b is a schematic plan view
of part of the DPF as viewed from the downstream
side of the exhaust passage.
Figs. 3a to Fig. 3e are a set of vertical cross-sectional
views taken along the lines A1-A1, A2-A2, A3-A3,
A4-A4 and A5-A5, respectively, in Fig. 2a.
Fig. 4a to Fig. 4e are a set of horizontal cross-sec-
tional views taken along the lines B1-B1, B2-B2, B3-
B3, B4-B4 and B5-B5, respectively, in Fig. 2a.
Fig. 5 is a schematic perspective view of modified
connecting members in the particulate matter meas-
uring device according to an embodiment of the
present invention.

Figs. 6a to 6e are a set of schematic cross-sectional
views of modified blockage members in the particu-
late matter measuring device according to an em-
bodiment of the present invention.
Figs. 7a to 7e are a set of schematic cross-sectional
views of modified electrode cells in the particulate
matter measuring device according to an embodi-
ment of the present invention.
Fig. 8 is a diagram that shows PM accumulated on
the surfaces of the partition walls of the measure-
ment cells, as compared to a conventional technol-
ogy.
Fig. 9 is a diagram that shows the change of the
electrostatic capacity over time until saturation in the
particulate matter measuring device according to an
embodiment of the present invention, as compared
to a conventional technology.
Fig. 10 is an overall configuration diagram schemat-
ically illustrating a particulate matter measuring de-
vice according to another embodiment of the present
invention.

MODE FOR CARRYING OUT THE INVENTION

[0020] Hereinafter, with reference to Fig. 1 to Fig. 4e,
a device for measuring particulate matter according to
an embodiment of the present invention will be described.
Identical parts are given identical reference numerals and
symbols, and their names and functions are identical as
well. Therefore, detailed descriptions of such parts will
not be repeated.
[0021] As illustrated in Fig. 1, a diesel engine (herein-
after simply referred to as "engine") 10 has an intake
manifold 10a and an exhaust manifold 10b. An intake
passage 11 for introducing fresh air is connected to the
intake manifold 10a, and an exhaust passage 12 for dis-
charging an exhaust gas to the atmosphere is connected
to the exhaust manifold 10b.
[0022] An in-pipe injection device 13, an exhaust gas
post-treatment device 14, a DPF inlet temperature sen-
sor 31, and a DPF outlet temperature sensor 32 are pro-
vided in the exhaust passage 12. The in-pipe injection
device 13 is arranged upstream of the exhaust gas post-
treatment device 14. The exhaust gas post-treatment de-
vice 14 is arranged upstream of the DPF inlet tempera-
ture sensor 31. The DPF inlet temperature sensor 31 is
arranged upstream of the DPF outlet temperature sensor
32.
[0023] The in-pipe injection device 13 injects unburned
fuel (primarily HC) into the exhaust passage 12, in re-
sponse to an instruction signal from an electronic control
unit (hereinafter referred to as "ECU") 20. The in-pipe
injection device 13 may be omitted if post-injection
through multiple-injection of the engine 10 is carried out.
[0024] The DPF inlet temperature sensor 31 detects
the temperature of the exhaust gas flowing into a DPF
16 (hereinafter referred to as "inlet temperature TIN").
The DPF outlet temperature sensor 32 detects the tem-
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perature of the exhaust gas flowing out of the DPF 16
(hereinafter referred to as "outlet temperature TOUT").
The inlet temperature TIN and the outlet temperature
TOUT are introduced to the ECU 20, which is electrically
connected to the DPF inlet temperature sensor 31 and
the DPF outlet temperature sensor 32.
[0025] The exhaust gas post-treatment device 14 is
constituted by an oxidation catalyst 15 and the DPF 16
disposed inside a casing 14a. The oxidation catalyst 15
is arranged upstream of the DPF 16.
[0026] The oxidation catalyst 15 includes, for example,
a ceramic carrier having a cordierite honeycomb struc-
ture, with a catalyst component supported on a surface
of the ceramic carrier. When forced regeneration of the
DPF 16 is carried out, the oxidation catalyst 15 oxidizes
the unburned fuel (primarily HC) upon the unburned fuel
being supplied by the in-pipe injection device 13 or
through post-injection, thereby causing the exhaust gas
temperature to rise. Thus, the temperature of the DPF
16 is raised to the PM-burning temperature (e.g., approx-
imately 600 degrees C), and the accumulated PM is
burned and removed.
[0027] The DPF 16 includes, for example, a number
of cells arranged along the flowing direction of the ex-
haust gas. The cells form lattice-patterned exhaust flow
channels defined by partition walls. The partition walls
are made from porous ceramics. The cells are plugged
alternatingly at their upstream sides (upstream ends) and
their downstream sides (downstream ends). Referring to
Fig. 2a to Fig. 4e, the structure of the DPF 16 of this
embodiment will be described in detail.
[0028] As illustrated in Fig. 2a to Fig. 4e, a plurality of
cells 1 that are plugged at the upstream side of the ex-
haust passage are selected as center cells in the DPF
16. Blockage members 6 are provided in the center cells
1. A pair of cells 2 are disposed diagonally across each
of the center cells 1, and first electrodes A are received
in the respective cells 2 (hereinafter, the cells 2 are re-
ferred to as "first-electrode cells"). Another pair of cells
3 are disposed diagonally across each of the center cells
1, and second electrodes B are received in the respective
cells 3 (hereinafter, the cells 3 are referred to as second-
electrode cells).
[0029] The first electrodes A and the second elec-
trodes B are made from, for example, conductive metal
wires. The first electrodes A are received in the first-elec-
trode cells 2 from the unplugged side (their downstream
ends in the flow direction of the exhaust gas), and the
second electrodes B are received in the second-elec-
trode cells 3 from the unplugged side, respectively. Thus,
the four electrodes are arranged diagonally across the
center cell 1, and four capacitors are formed between
the first electrodes A and the second electrodes B. In the
following description, the four cells 4 that are situated
adjacent to each other around the partition walls of the
center cell 1 and sandwiched between the first-electrode
cells 2 and the second-electrode cells 3 are referred to
as "measurement cells."

[0030] The first electrodes A received in the first-elec-
trode cells 2 have their end portions protruding outward
on the downstream side of the exhaust passage, and
these end portions are connected to each other by a first
connecting member A1 (see Fig. 2a) made from a con-
ductive metal wire. In a similar manner, the second elec-
trodes B received in the second-electrode cells 3 have
their downstream end portions protruding outward on the
downstream side of the exhaust passage, and these end
portions are connected to each other by a second con-
necting member B1 (see Fig. 2a) made from a conductive
metal wire.
[0031] In this embodiment, a protruding amount
(length) of the first electrode A is greater than a protruding
amount (length) of the second electrode B in order to
prevent the first connecting member A1 and the second
connecting member B1 from coming into contact with
each other. It should be noted, however, that the protrud-
ing amount of the first electrode A need not be greater
than the second electrode B, i.e., the protruding length
of the second electrode B may be greater than the pro-
truding length of the first electrode A.
[0032] As shown in Fig. 5, each of the first connecting
members A1 and the second connecting members B1
may have a flat plate shape. In this configuration, the first
connecting A1 may have a fixture hole a1 such that an
end of the first electrode A extends through the fixture
hole a1 and is secured by welding, and the second con-
necting B1 may have a fixture hole b1 such that an end
of the second electrode B extends through the fixture
hole b1 and is secured by welding. The second connect-
ing member B1 may have a through hole b2 that has a
larger diameter than the first electrode A such that the
first electrode A can extend through the through hole b2
without contacting the through hole b2.
[0033] An orifice 8 is provided at the upstream end of
the measurement cell 4 to throttle the exhaust gas flowing
into the measurement cell 4 (see Figs. 3a-3e and Figs.
4a-4e). The "upstream end" is the end positioned up-
stream in terms of the flow direction of the exhaust gas.
The orifice 8 reduces a flow rate of the exhaust gas flow-
ing into the measurement cell 4, and therefore it is pos-
sible to delay the accumulation of PM on the partition
walls of the measurement cell 4. As such, if the opening
diameter of the orifice 8 is set to an optimal value under
given conditions, it is possible to adjust the timing of sat-
uration of the changing electrostatic capacity between
the first electrode A and the second electrode B to desired
timing.
[0034] A blockage member 6 for blocking (closing) the
exhaust passage is provided in each of the center cells
1. For example, the blockage member 6 is made from
ceramics, which is the same material as the DPF 16. In
this embodiment, the blockage member 6 extends from
the plugged end to the unplugged end of the center cell
1 such that the blockage member 6 closes the entire ex-
haust passage inside the center cell 1, and the entire
interior of the center cell 1 is filled with the blockage mem-
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ber 6 (see Figs. 3a-3e and Figs. 4a-4e).
[0035] Accordingly, the exhaust gas flowing into the
measurement cell 4 does not flow into the center cell 1,
but flows into the first-electrode cells 2 and the second-
electrode cells 3. Thus, the PM in the exhaust gas flowing
into the measurement cell 4 is collected (retained) on the
surfaces of the partition walls of the electrode cells 2 and
3. The accumulation of PM on the partition walls on the
center cell 1 side is effectively suppressed. In particular,
due to the synergetic effect with the orifice 8, it is possible
to effectively reduce not only the accumulation of PM on
the partition walls of the measurement cell 4 on the center
cell side, but also on a turned U-shaped (U-shaped) ac-
cumulation of PM on the rear face of the plug and the
partition walls in the measurement cell 4.
[0036] It should be noted that the entire interior of the
center cell 1 may not be filed with the blockage member
6. As shown in Figs. 6a-6e, the blockage member 6 may
be provided to block part of the fluid passage in the center
cell 1. In the illustrated embodiment, the unplugged end
is blocked (closed) by the blockage member 6.
[0037] It should also be noted that as shown in Figs.
7a-7e, an additional blockage member 7 (second block-
age member) may be provided at the open end (insertion
opening) of each of the first electrodes A or each of the
second electrodes B. In the illustrated embodiment, the
additional blockage members 7 are provided in the first
electrodes A. In this configuration, it is possible to effec-
tively suppress the accumulation of PM on not only the
partition wall surfaces on the center cell 1 side but also
on the partition wall surfaces on the first-electrode cells
2 side.
[0038] Referring back to Fig. 1, the ECU 20 of this em-
bodiment will be described. The ECU 20 controls fuel
injection and other operations of the engine 10 and the
in-pipe injection device 13, and includes a known CPU,
ROM, RAM, input port, output port, and so on. The ECU
20 includes, as part of its functional elements, an elec-
trostatic capacity calculating unit 21 and a PM accumu-
lation amount estimating unit 22. The description contin-
ues with a premise that these functional elements are
included in the ECU 20, which is an integrated piece of
hardware, but some of these functional elements can be
provided in a separate piece of hardware.
[0039] The electrostatic capacity calculating unit 21
calculates an electrostatic capacity (capacitance) C be-
tween the first electrode A and the second electrode B
on the basis of signals from the first electrode A and the
second electrode B. The electrostatic capacity C is cal-
culated by the following Expression 1, where ε represents
a dielectric constant of a medium between the electrodes
A and B, S represents the area of the electrodes A and
B, and d represents the distance between the electrodes
A and B.

[0040] The PM accumulation amount estimating unit
22 estimates the amount PMDEP of accumulated PM col-
lected by the DPF 16, on the basis of the electrostatic
capacity C calculated by the electrostatic capacity calcu-
lating unit 21 and an average of the inlet temperature TIN
detected by the DPF inlet temperature sensor 31 and the
outlet temperature TOUT detected by the DPF outlet tem-
perature sensor 32 (hereinafter referred to as "DPF av-
erage temperature TAVE"). The amount PMDEP of accu-
mulated PM can be estimated by using an approximation
formula, a map, or the like obtained or prepared in ad-
vance through an experiment.
[0041] Operations and advantages of the particulate
matter measuring device of this embodiment will now be
described.
[0042] In the conventional PM sensor, one capacitor
is only formed by a pair of electrodes disposed with a
single cell interposed therebetween (e.g., only two ca-
pacitors are formed by two electrodes A and two elec-
trodes B). Therefore, in order to increase the number of
measurement cells, the number of electrodes needs to
be increased, and problems arise, i.e., the fabrication
cost increases and the PM collection performance of the
DPF drops due to an increase in the number of electrode
cells.
[0043] On the contrary, in the particulate matter meas-
uring device of this embodiment, the two first electrodes
A are received in the corresponding pair of cells 2 located
diagonally across the center cell 1, the two second elec-
trodes B are disposed in the corresponding pair of cells
3 located diagonally across the center cell 1, and four
capacitors are formed between the two first electrodes
A and the two second electrodes B. In other words, four
cells located diagonally across the center cell 1 serve as
the measurement cells for measuring the electrostatic
capacity.
[0044] Therefore, according to the particulate matter
measuring device of this embodiment, a large number of
capacitors can be formed effectively without significantly
increasing the number of the electrodes A and B, and an
increase in the fabrication cost and a decrease in the PM
collecting capability of the DPF can effectively be sup-
pressed.
[0045] In the conventional PM sensor, the upstream
ends of the four cells opposing each other over the meas-
urement cells are only plugged, and their downstream
ends are not plugged. Thus, the PM in the exhaust gas
flowing into each measurement cell accumulates in a
substantially rectangular shape on the surfaces of the
partition walls of the measurement cell. If the PM accu-
mulates in the substantially rectangular shape on the par-
tition wall surfaces of the measurement cell in this man-
ner, the electrostatic capacity between the electrodes of
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the capacitor becomes a saturated condition in a short
time (quickly). This results in a problem, i.e., the sensi-
tivity of the capacitor drops.
[0046] On the contrary, in the particulate matter meas-
uring device of this embodiment, the orifice 8 is provided
at the upstream end of each measurement cell 4 to re-
duce the flow rate of the exhaust gas. In addition, the
blockage member 6 is provided in the center cell 1 to
block (close) the exhaust passage inside the center cell 1.
[0047] As such, the flow rate of the exhaust gas flowing
into the measurement cell 4 is reduced by the orifice 8,
and therefore the PM accumulation on the partition walls
of the measurement cell 4 is reduced. Also, the flow of
the exhaust gas into the center cell 1 is blocked by the
blockage member 6, and therefore the PM accumulation
on the partition walls on the center cell side is reduced
(see Fig. 8). Furthermore, the synergetic effect of the
orifice 8 and the blockage member 6 effectively sup-
presses the PM accumulation on not only the partition
walls of the measurement cell 4 on the center cell side,
but also on the rear face of the plug and the turned U-
shaped (U-shaped) accumulation of PM on the partition
wall surfaces inside the measurement cell 4. As a result,
as shown in Fig. 9, it is possible to significantly delay the
timing of saturation of the changing electrostatic capacity,
as compared to the conventional PM sensor.
[0048] Therefore, the particulate matter measuring de-
vice of this embodiment can effectively prevent the early
saturation of the changing electrostatic capacity and re-
liably prevents the deterioration of the sensitivity.
[0049] It is to be noted that the present invention is not
limited to the above-described embodiment, and can be
implemented with changes and modifications, as appro-
priate, within the scope that does not depart from the
spirit of the present invention.
[0050] For example, although the DPF 16 is disposed
in the exhaust passage 12 with the plugged sides of the
center cells 1 facing toward the upstream side of the ex-
haust passage in the foregoing description, the DPF 16
may be disposed with the unplugged sides of the center
cells 4 facing toward the upstream side of the exhaust
passage. It should also be noted that the blockage mem-
bers 6 in the center cells 1 may be dispensed with, if the
orifices 8 alone can adjust the saturation timing of the
electrostatic capacity to desired timing.
[0051] As illustrated in Fig. 10, a bypass passage 18
that branches off from the exhaust passage 12 at a po-
sition downstream of the oxidation catalyst 15 may be
provided, and a measurement DPF 16 having a reduced
capacity may be disposed in the bypass passage 18. In
this case, it is preferred that a DPF 17 (second filter)
having a large capacity be provided in the exhaust pas-
sage 12 downstream of the branching portion, and an
orifice 18a for adjusting the flow rate of the exhaust gas
be provided in the bypass passage 18. When forced re-
generation of the measurement DPF 16 is executed, the
electrodes A and B may function as a heater by applying
a voltage across the electrodes A and B.

REFERENCE NUMERALS AND SYMBOLS

[0052]

1: Center cell
2: First-electrode cell (first diagonal cell)
3: Second-electrode cell (second diagonal cell)
4: Measurement cell
6: Blockage member
8: Orifice
10: Engine
12: Exhaust passage
14: Exhaust gas post-treatment device
16: DPF (filter)
20: ECU
21: Electrostatic capacity calculating unit (accumula-

tion amount calculating unit)
22: PM accumulation amount estimating unit (accu-

mulation amount calculating unit)
A: First electrode
B: Second electrode
A1: First connecting member
B1: Second connecting member

Claims

1. A device for measuring particulate matter, compris-
ing:

a filter that is provided in an exhaust passage of
an internal combustion engine and that includes
a plurality of cells forming lattice-patterned ex-
haust flow channels defined by porous partition
walls, the plurality of cells being plugged alter-
natingly at an upstream side and a downstream
side;
a pair of first electrodes received in a pair of first
diagonal cells out of said plurality of cells, said
pair of first diagonal cells disposed diagonally
across at least one cell out of said plurality of
cells, said at least one cell serving as a center
cell, said pair of first electrodes being received
from unplugged sides of said pair of first diago-
nal cells;
a pair of second electrodes received in a pair of
second diagonal cells out of said plurality of
cells, said pair of second diagonal cells disposed
diagonally across the center cell, said pair of
second electrodes being received from un-
plugged sides of said pair of second diagonal
cells, the first electrodes being not received in
the pair of second diagonal cells;
a first connecting member configured to connect
the pair of first electrodes to each other;
a second connecting member configured to con-
nect the pair of second electrodes to each other;
and
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accumulation amount calculating means config-
ured to calculate an amount of accumulated par-
ticulate matter collected by the filter, based on
an electrostatic capacity between the first and
second electrodes,
four cells out of said plurality of cells, which are
disposed adjacent to each other around the par-
tition walls of the center cell and sandwiched
between the first diagonal cells and the second
diagonal cells, being used as measurement
cells.

2. The device for measuring particulate matter accord-
ing to claim 1, wherein a protruding length of each
of the first electrodes from the associated first diag-
onal cell is longer than a protruding length of each
of the second electrodes from the associated second
diagonal cell,
the first connecting member has a first fixture hole
such that an end of each said first electrode extends
through the first fixture hole to fix the end of the first
electrode concerned, and
the second connecting member has a second fixture
hole such that an end of each said second electrode
extends through the second fixture hole to fix the end
of the second electrode concerned, and also has a
through hole such that each said first electrode ex-
tends through the through hole without contacting
the through hole.

3. The device for measuring particulate matter accord-
ing to claim 1 or 2 further comprising an orifice pro-
vided at an unplugged end of each of the measure-
ment cells to reduce a diameter of a fluid passage
of the measurement cell concerned.

4. The device for measuring particulate matter accord-
ing to any one of claims 1 to 3 further comprising a
blockage member provided in the center cell and
configured to block a fluid passage of the center cell.

5. The device for measuring particulate matter accord-
ing to claim 4, wherein the blockage member extends
from a plugged end to an unplugged end of the center
cell such that the center cell is filled with the blockage
member.

6. The device for measuring particulate matter accord-
ing to claim 4, wherein the blockage member plugs
the unplugged end of the cell.

7. The device for measuring particulate matter accord-
ing to any one of claims 4 to 6, wherein unplugged
ends of the first diagonal cells or unplugged ends of
the second diagonal cells are closed by second
blockage members.

8. The device for measuring particulate matter accord-

ing to any one of claims 1 to 7, wherein the filter is
disposed in the exhaust passage with a plugged side
of the center cell facing toward the upstream side.

9. The device for measuring particulate matter accord-
ing to any one of claims 1 to 8, further comprising:

a bypass passage that branches off from the
exhaust passage at a predetermined position;
and
a second filter that is provided in the exhaust
passage at a position downstream of the prede-
termined position and configured to collect par-
ticulate matter in the exhaust gas flowing
through the exhaust passage downstream of the
predetermined position,
wherein the filter is disposed in the bypass pas-
sage.

10. The device for measuring particulate matter accord-
ing to claim 9, wherein when forced regeneration for
burning and removing the particulate matter that has
accumulated in the filter is executed, the first and
second electrodes function as a heater.
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