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Description

Technical Field

[0001] The present invention relates to a vehicle inte-
rior structure.

Background Art

[0002] As described in Patent Literature 1, a vehicle
typically has a pedal-backward-preventive mechanism
that prevents a control pedal (in particular, a braking ped-
al) controlled by a foot of a driver from moving backward
further than a predetermined dimension when a forward
collision occurs.
[0003] More vehicles produced nowadays have been
equipped with a head-up display that presents various
types of information in front of a driver as described in
Patent Literature 2.
[0004] The pedal-backward-preventive mechanism
usually includes a pedal-backward-preventive bracket
that is fixed to an instrumental panel support member
(also referred to as a steering support member) serving
as a strength member. When the control pedal moves
backward in a forward collision, a supporting portion of
the control pedal abuts the pedal-backward-preventive
bracket and thereby the control pedal comes off, for ex-
ample. In this manner, the control pedal is prevented from
moving backward further than a predetermined dimen-
sion.
[0005] The pedal-backward-preventive bracket de-
scribed above needs to hold a large rearward load and
thus is required to have sufficient impact resistance. To
increase impact resistance, it is not preferable to simply
increase a thickness or a size of the pedal-backward-
preventive bracket, because the size or weight of the
pedal-backward-preventive bracket is increased.

Citation List

Patent Literature

[0006]

Patent Literature 1: JP 2009-237844 A
Patent Literature 2: JP 2009-1149 A

Summary of Invention

[0007] The present invention is made in view of the
problem described above. An object of the present in-
vention is to provide a vehicle interior structure that in-
cludes a pedal-backward-preventive bracket that under-
goes no or little increase in size and/or weight and has
sufficient impact resistance.
[0008] The vehicle interior structure according to the
present invention includes an instrumental panel support
member to which an instrumental panel is fixed, the in-

strumental panel support member extending in a vehicle
width direction, a pedal-backward-preventive bracket
against which a supporting portion of a control pedal
abuts when the control pedal controlled by a foot of a
driver moves backward, the pedal-backward-preventive
bracket being fixed to the instrumental panel support
member, a mount bracket on which a head-up display is
mounted, the mount bracket being fixed to the instrumen-
tal panel support member, and a load transfer portion
that is provided between the pedal-backward-preventive
bracket and the mount bracket to transfer a rearward load
input to the pedal-backward-preventive bracket to the
mount bracket via the supporting portion.

Brief Description of Drawings

[0009]

FIG. 1 is a side sectional view of a vehicle interior
structure according to a first embodiment of the
present invention.
FIG. 2 is a plan view illustrating a mounted state of
a head-up display.
FIG. 3 is a top perspective view illustrating a rela-
tionship between a mount bracket and a pedal-back-
ward-preventive bracket.
FIG. 4 is a bottom perspective view illustrating a re-
lationship between the mount bracket and the pedal-
backward-preventive bracket.
FIG. 5 is a bottom view illustrating a relationship be-
tween the mount bracket and the pedal-backward-
preventive bracket.
FIG. 6 is a view of the mount bracket from which the
pedal-backward-preventive bracket illustrated in
FIG. 5 is removed.
FIG. 7 is a left perspective view of a mount bracket
and an pedal-backward-preventive bracket (a sec-
ond embodiment).
FIG. 8 is a right top perspective view of the mount
bracket and the pedal-backward-preventive bracket
(the second embodiment).
FIG. 9 is a left top perspective view of a mount brack-
et and an pedal-backward-preventive bracket (a
third embodiment).
FIG. 10 is a right bottom perspective view of the
mount bracket and the pedal-backward-preventive
bracket (the third embodiment).

Description of Embodiments

[0010] A vehicle interior structure according to a first
embodiment of the present invention will be described
with reference to FIGS. 1 to 6. In the following description,
"front", "rear", "right", and "left" respectively correspond
to "front", "rear", "right", and "left" of a vehicle unless
specified.
[0011] In FIG. 1, reference sign 1 indicates an instru-
mental panel support member which is a vehicle body
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strength member extending in a vehicle width direction.
The instrumental panel support member 1 connects be-
tween a pair of right and left hinge pillars (not shown) and
also supports a steering shaft (not shown).
[0012] An instrumental panel 2 is fixed to the instru-
mental panel support member 1. A head-up display 10
is provided in the instrumental panel 2 at an appropriate
position with respect to a driver’s seat. The head-up dis-
play 10 projects various types of information presented
to a driver onto a region forward of a windshield through
an opening 2a provided in the instrumental panel 2. Ref-
erence sign 2b in FIG. 1 indicates an opening in which a
meter panel (meter unit) such as a speed meter is in-
stalled.
[0013] As illustrated in FIG. 2, the head-up display 10
is detachably mounted by first fasteners 12, such as bolts,
on a pair of right and left mount brackets 11 that is fixed
(is welded, for example) to the instrumental panel support
member 1. Specifically, the head-up display 10 has flang-
es 10a used for mounting. The flanges 10a are placed
on bottom faces of the mount brackets 11 and fixed to
the mount brackets 11 by the first fasteners 12 such as
bolts handled (turned) from below. In FIGS. 3 to 6, ref-
erence sign 11a indicates a hole provided in the mount
bracket 11 used for the first fastener 12.
[0014] The mount bracket 11 is made by, for example,
bending an iron-based metal plate. As illustrated in FIGS.
1 to 3, the mount bracket 11 is fixed to an upper portion
of the instrumental panel support member 1 and extends
in front of the instrumental panel support member 1. The
head-up display 10 is mounted on the mount bracket 11
to largely protrude forward from the instrumental panel
support member 1.
[0015] One of the pair of right and left mount brackets
11 (the mount bracket 11 in the right side in FIG. 2) has
a pressure receiving portion 11b on a side face of a front
end. The pressure receiving portion 11b is provided by
integrating a receiving plate with the mount bracket 11
by welding, for example, the receiving plate being made
by working an iron-based metal plate. A braking pedal
50, which will be described later, is disposed below the
mount bracket 11 having the pressure receiving portion
11b (in FIG. 2, the braking pedal 50 is hidden behind the
head-up display 10).
[0016] The pedal-backward-preventive bracket 30 is
fixed to the instrumental panel support member 1 via a
base bracket 20. The pedal-backward-preventive brack-
et 30 is disposed below the mount bracket 11 having the
pressure receiving portion 11b. The base bracket 20 is
made by, for example, working an iron-based metal plate
and fixed (welded, for example) to the instrumental panel
support member 1.
[0017] The pedal-backward-preventive bracket 30 is
made by, for example, working an iron-based metal plate.
The pedal-backward-preventive bracket 30 is placed on
a bottom face of the base bracket 20 and detachably
fixed to the base brackets 20 by second fasteners 31,
such as bolts and nuts. The second fasteners 31 are

handled (turned) from below. In FIG. 6, reference sign
20a indicates a hole provided in the base bracket 20 used
for the second fastener 31.
[0018] As illustrated in FIGS. 3 to 5, the pedal-back-
ward-preventive bracket 30 extends forward from the
base bracket 20, and the pedal-backward-preventive
bracket 30 has a front end provided with an abut portion
30a having a substantially flat face. As will be described
later, a supporting portion of the braking pedal 50 abuts
the abut portion 30a when the braking pedal 50 moves
backward. In order that the supporting portion of the brak-
ing pedal 50 moving backward reliably abuts against the
abut portion 30a even when being shifted in a right-and-
left direction, the abut portion 30a has a width (a length
in the vehicle width direction) sufficiently larger than a
width of the mount bracket 11 and extends to below the
head-up display 10.
[0019] The pedal-backward-preventive bracket 30 has
a front end provided with a pusher 30b having a plate
shape and extending in an up-and-down direction. The
pusher 30b extends upwardly from a right end of a front
extended portion 30c that slightly extends forward from
a top end of the abut portion 30a.
[0020] The pusher 30b is positioned immediately in
front of the pressure receiving portion 11b of the mount
bracket 11. When a large rearward load acts on the pedal-
backward-preventive bracket 30, the rearward load is
transferred to the pressure receiving portion 11b of the
mount bracket 11 via the pusher 30b. In this example,
the pusher 30b and the pressure receiving portion 11b
constitute a load transfer portion of the present invention.
[0021] In FIG. 1, a dashboard panel 40 is provided in
front of the instrumental panel support member 1 to par-
tition an engine room from a vehicle compartment. The
braking pedal 50 is supported on the dashboard panel
40. A proximal end portion of the braking pedal 50 is
swingably supported on a bracket 51 fixed to the dash-
board panel 40 by a support pin 52. The support pin 52
is held in a support hole 51a provided in the bracket 51.
A lower portion of the support hole 51a is partially cut out
to cause the support pin 52 to come out of the support
hole 51a when a force greater than or equal to a prede-
termined value acts on the support pin 52 from above,
thereby allowing the braking pedal 50 to fall.
[0022] A swing lever 54 is swingably supported on the
bracket 51 by a pin 53. Under a normal operation, an end
54a of the swing lever 54 is positioned immediately in
front of the abut portion 30a of the pedal-backward-pre-
ventive bracket 30 described above. The other end 54b
of the swing lever 54 is positioned immediately above
the support pin 53. In this example, the bracket 51 and
the swing lever 54 correspond to the "supporting portion"
of the present invention.
[0023] In the configuration described above, when a
forward collision occurs, the braking pedal 50 moves
backward together with the bracket 51 and the end 54a
of the swing lever 54 abuts the abut portion 30a of the
pedal-backward-preventive bracket 30. The swing lever
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54 thereby swings about the pin 53 by a reaction force
given by the pedal-backward-preventive bracket 30 such
that the other end 54b moves downward. Swinging of the
swing lever 54 causes the support pin 52 to come out of
the support hole 51a and allows the braking pedal 50 to
fall downward. The fall of the braking pedal 50 prevents
the braking pedal 50 from moving backward more than
or equal to a predetermined dimension, and thus a leg
of a driver is protected.
[0024] Meanwhile, the rearward load acts on the pedal-
backward-preventive bracket 30 via the swing lever 54.
The rearward load is received by the instrumental panel
support member 1 via the pedal-backward-preventive
bracket 30. The rearward load is input to the pressure
receiving portion 11b of the mount bracket 11 through
the pusher 30b of the pedal-backward-preventive brack-
et 30 and received by the instrumental panel support
member 1 via the mount bracket 11. That is, the rearward
load generated by the vehicle forward collision is effi-
ciently distributed and transferred in two directions,
namely, upward and downward directions.
[0025] As described above, the rearward load that is
input to the pedal-backward-preventive bracket 30 is also
distributed to the mount bracket 11 to be transferred to
the instrumental panel support member 1. This greatly
improves impact resistance of the pedal-backward-pre-
ventive bracket 30. If the impact resistance is to be set
to a conventional level, downsizing and weight reduction
can be achieved by reducing a thickness of the pedal-
backward-preventive bracket 30 since the rearward load
is also distributed to the mount bracket 11. Thus, the
increase in size and weight of the pedal-backward-pre-
ventive bracket 30 can be prevented or minimized and
at the same time, sufficient impact resistance can be se-
cured for the pedal-backward-preventive bracket 30.
[0026] Now, removing of the head-up display 10 from
inside the instrumental panel 2 for checking or replacing
the head-up display 10 will be described. First, by han-
dling the second fastener 31 from below, the pedal-back-
ward-preventive bracket 30 is removed from the base
bracket 20. Then, the first fastener 12 is handled from
below to release the fixation of the head-up display 10
with respect to the mount bracket 11.
[0027] The head-up display 10 released from the
mount bracket 11 can be handled from below and taken
out through a space K (see FIG. 1) between the dash-
board panel 40 and the instrumental panel support mem-
ber 1 to a floor of the vehicle compartment.
[0028] To reassemble the head-up display 10 in the
vehicle, the procedure described above is performed in
the reverse order. When a lower panel of the instrumental
panel 2 hampers mounting or dismounting of the head-
up display 10, the procedure of mounting or dismounting
is performed with the lower panel removed in advance.
If the steering shaft hampers the procedure, the steering
shaft is removed from the instrumental panel support
member 1 in advance and laid on the floor of the vehicle
compartment.

Second Embodiment

[0029] FIGS. 7 and 8 illustrate a second embodiment
of the present invention. The component same as the
first embodiment is appended with the same reference
sign and description thereof is not repeated (the same
can be said for a third embodiment illustrated in FIGS. 9
and 10).
[0030] In the second embodiment, a front extended
portion 30c of an pedal-backward-preventive bracket 30
is detachably fixed to a bottom face of a front end of a
mount bracket 11. In more detail, a fixing portion 11c is
provided on the bottom face of the front end of the mount
bracket 11, and the front extended portion 30c is fixed to
the fixing portion 11c by a third fastener 32. The third
fastener 32 is also handled from below. The fixing portion
11c, of the mount bracket 11, fixed by the third fastener
32 is provided by fixing a mounting member to the mount
bracket 11 by welding, for example, the mounting mem-
ber being separately prepared and having a U-shape in
a front view.

Third Embodiment

[0031] FIGS. 9 and 10 illustrate a third embodiment of
the present invention. In the present embodiment, a front
end of an pedal-backward-preventive bracket 30 and a
front end of a mount bracket 11 are detachably fixed to
each other by a third fastener 32. In more detail, a fixing
portion 11d is provided on a right side face of the front
end of the mount bracket 11, and a front extended portion
30c is fixed to the fixing portion 11d by the third fastener
32. In the present embodiment, the fixing portion 11d
fixed to the mount bracket 11 by the third fastener 32 is
provided by integrating an mounting member extending
in the vehicle width direction and having an L-shape in a
rear view with the mount bracket 11 by welding, for ex-
ample. The fixing portion 11d is placed on a top face of
the front extended portion 30c of the pedal-backward-
preventive bracket 30.
[0032] Furthermore in the third embodiment, the pedal-
backward-preventive bracket 30 has an upright portion
30d that extends upward by a short distance from the
front end of the front extended portion 30c. The upright
portion 30d is located immediately in front of the fixing
portion 11d of the mount bracket 11. With such a config-
uration, a load is not only transferred through the third
fastener 32 to the fixing portion 11d but also through the
upright portion 30d to the fixing portion 11d, and thereby
a load is further efficiently transferred from the pedal-
backward-preventive bracket 30 to the mount bracket 11.
[0033] The present invention is not limited to the em-
bodiments described above. The embodiments can suit-
ably be modified within the scope described by the
claims. The pedal-backward-preventive bracket 30 may
directly be fixed to the instrumental panel support mem-
ber 1 by a fastener without using the base bracket 20. A
control pedal that is to be prevented from moving back-
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ward is not necessarily a braking pedal but may be an
accelerator pedal or a clutch pedal. It goes without saying
that an object of the present invention is not limited to
the object described above but may implicitly include an
object that is substantially preferable or an object de-
scribed as an advantage.
[0034] The present invention described above is sum-
marized as below.
[0035] In the present invention, a rearward load input
to the pedal-backward-preventive bracket is also distrib-
uted and transferred to the mount bracket on which the
head-up display is mounted. That is, a vehicle interior
structure according to the present invention includes an
instrumental panel support member to which an instru-
mental panel is fixed, the instrumental panel support
member extending in a vehicle width direction, a pedal-
backward-preventive bracket against which a supporting
portion of a control panel abuts when the control pedal
controlled by a foot of a driver moves backward, the ped-
al-backward-preventive bracket being fixed to the instru-
mental panel support member, a mount bracket on which
a head-up display is mounted, the mount bracket being
fixed to the instrumental panel support member, and a
load transfer portion that is provided between the pedal-
backward-preventive bracket and the mount bracket to
transfer a rearward load input to the pedal-backward-
preventive bracket to the mount bracket via the support-
ing portion.
[0036] According to the structure described above,
when a forward collision occurs, the rearward load input
to the pedal-backward-preventive bracket is also distrib-
uted to the mount bracket and transferred to the instru-
mental panel support member. This greatly improves im-
pact resistance of the pedal-backward-preventive brack-
et. If the impact resistance is to be set to a conventional
level, downsizing and weight reduction can be achieved
by reducing a thickness of the pedal-backward-preven-
tive bracket since the rearward load is also distributed to
the mount bracket. Thus, the increase in size and weight
of the pedal-backward-preventive bracket can be pre-
vented or minimized and at the same time, sufficient im-
pact resistance can be secured for the pedal-backward-
preventive bracket.
[0037] In the structure described above, the load trans-
fer portion includes a pusher provided on the pedal-back-
ward-preventive bracket, and a pressure receiving por-
tion provided on the mount bracket and located immedi-
ately behind the pusher.
[0038] According to this structure, preferably, the load
transfer portion can be simplified.
[0039] The pedal-backward-preventive bracket and
the mount bracket are fixed to each other, and the load
transfer portion serves as a fixing portion that fixes the
pedal-backward-preventive bracket to the mount brack-
et.
[0040] According to this structure, a rearward load can
efficiently be transferred to the mount bracket via fixing
which is a very strong connecting method.

[0041] The load transfer portion is provided in a front
portion, with regard to a front-and-rear direction of a ve-
hicle, of the pedal-backward-preventive bracket.
[0042] According to this structure, preferably, the load
transfer portion can be provided as close as possible to
a place where a rearward load is input, and thus the rear-
ward load is efficiently transferred to the mount bracket.
[0043] The pedal-backward-preventive bracket is
longer in the vehicle width direction than the mount brack-
et.
[0044] According to this structure, backward move-
ment of the control pedal is prevented even when the
control pedal is shifted in the vehicle width direction. Ac-
cording to this structure, preferably, the load transfer por-
tion can suitably be provided corresponding to the mount
bracket provided at a preferable location in the vehicle
width direction.
[0045] Furthermore, the head-up display is detachably
mounted on the mount bracket by the first fastener han-
dled from below, the pedal-backward-preventive bracket
is detachably fixed to the instrumental panel support
member by the second fastener handled from below, and
a space is defined between the instrumental panel sup-
port member and a dashboard panel to allow the head-
up display dismounted from the mount bracket to pass
through the space while the pedal-backward-preventive
bracket is removed from the instrumental panel support
member.
[0046] According to this configuration, the head-up dis-
play can be dismounted and mounted from below through
the space between the dashboard panel and the instru-
mental panel support member without an extensive work
of dismounting the whole instrumental panel from the in-
strumental panel support member. This improves work-
ability of maintaining the head-up display.

Industrial Applicability

[0047] The present invention preferably secures safety
when a forward collision occurs.

Claims

1. A vehicle interior structure comprising:

an instrumental panel support member (1) to
which an instrumental panel (2) is fixed, the in-
strumental panel support member extending in
a vehicle width direction;
a pedal-backward-preventive bracket (30)
against which a supporting portion of a control
pedal (50) abuts when the control pedal control-
led by a foot of a driver moves backward, the
pedal-backward-preventive bracket being fixed
to the instrumental panel support member;
characterized by:
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a mount bracket (11) on which a head-up
display (10) is mounted, the mount bracket
being fixed to the instrumental panel sup-
port member; and
a load transfer portion (11b,30b,32) that is
provided between the pedal-backward-pre-
ventive bracket and the mount bracket to
transfer a rearward load input to the pedal-
backward-preventive bracket to the mount
bracket via the supporting portion.

2. The vehicle interior structure according to claim 1,
wherein
the load transfer portion includes a pusher (30b) pro-
vided on the pedal-backward-preventive bracket,
and a pressure receiving portion (11b) provided on
the mount bracket and located immediately behind
the pusher.

3. The vehicle interior structure according to claim 1,
wherein
the pedal-backward-preventive bracket and the
mount bracket are fixed to each other, and
the load transfer portion is a fixing portion (11d) that
fixes the pedal-backward-preventive bracket to the
mount bracket.

4. The vehicle interior structure according to any one
of claims 1 to 3, wherein
the load transfer portion is provided in a front portion,
with regard to a front-and-rear direction of a vehicle,
of the pedal-backward-preventive bracket.

5. The vehicle interior structure according to any one
of claims 1 to 4, wherein
the pedal-backward-preventive bracket is longer in
the vehicle width direction than the mount bracket.

6. The vehicle interior structure according to any one
of claims 1 to 5, wherein
the head-up display is detachably mounted on the
mount bracket by a first fastener (12) handled from
below,
the pedal-backward-preventive bracket is detacha-
bly fixed to the instrumental panel support member
by a second fastener (31) handled from below, and
a space (K) is defined between the instrumental pan-
el support member and a dashboard panel (40) to
allow the head-up display dismounted from the
mount bracket to pass through the space in a state
where the pedal-backward-preventive bracket is re-
moved from the instrumental panel support member.

Patentansprüche

1. Fahrzeuginnenraumstruktur, aufweisend:

ein Instrumententafellagerelement (1), an dem
eine Instrumententafel (2) befestigt ist, wobei
sich das Instrumententafellagerelement in einer
Fahrzeugbreitenrichtung erstreckt;
eine Halterung (30) zur Verhinderung einer Pe-
dalrückwärtsbewegung, an der ein Stützab-
schnitt eines Steuerpedals (50) anliegt, wenn
sich das durch einen Fuß eines Fahrers gesteu-
erte Steuerpedal zurückbewegt, wobei die Hal-
terung zur Verhinderung einer Pedalrückwärts-
bewegung an dem InstrumententafelLagerele-
ment befestigt ist;
gekennzeichnet durch:

eine Halterung (11), an der ein Head-Up-
Display (10) montiert ist, wobei die Halte-
rung an dem Instrumententafellagerele-
ment befestigt ist; und
einen Lastübertragungsabschnitt (11b,
30b, 32), der zwischen der Halterung zur
Verhinderung einer Pedalrückwärtsbewe-
gung und der Halterung bereitgestellt ist,
um einen rückwärtsgerichteten Lasteintrag
auf die Halterung zur Verhinderung einer
Pedalrückwärtsbewegung über den Stütz-
abschnitt an die Halterung zu übertragen.

2. Fahrzeuginnerraumstruktur nach Anspruch 1, wobei
der Lastübertragungsabschnitt ein Drückelement
(30b), das an der Halterung zur Verhinderung einer
Pedalrückwärtsbewegung bereitgestellt ist, sowie
einen Druckaufnahmeabschnitt (11b) aufweist, der
an der Halterung befestigt ist und sich unmittelbar
hinter dem Drückelement befindet.

3. Fahrzeuginnenraumstruktur nach Anspruch 1, wo-
bei
die Halterung zur Verhinderung einer Pedalrück-
wärtsbewegung und die Halterung aneinander be-
festigt sind, und
der Lastübertragungsabschnitt ein Befestigungsab-
schnitt (11d) ist, der die Halterung zur Verhinderung
einer Pedalrückwärtsbewegung an der Halterung
befestigt.

4. Fahrzeuginnenraumstruktur nach einem der An-
sprüche 1 bis 3, wobei der Lastübertragungsab-
schnitt in Bezug auf eine Vorn-Hinten-Richtung ei-
nes Fahrzeugs in einem Vorderabschnitt der Halte-
rung zur Verhinderung einer Pedalrückwärtsbewe-
gung bereitgestellt ist.

5. Fahrzeuginnenraumstruktur nach einem der An-
sprüche 1 bis 4, wobei die Halterung zur Verhinde-
rung einer Pedalrückwärtsbewegung in der Fahr-
zeugbreitenrichtung länger als die Halterung ist.

6. Fahrzeuginnenraumstruktur nach einem der An-
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sprüche 1 bis 5, wobei das Head-Up-Display lösbar
an der Halterung durch ein erstes Befestigungsele-
ment (12) von unten betätigbar montiert ist,
die Halterung zur Verhinderung einer Pedalrück-
wärtsbewegung lösbar an dem Instrumententafella-
gerelement durch ein zweites Befestigungselement
(31) von unten betätigbar befestigt ist, und
ein Raum (K) zwischen dem Instrumententafellage-
relement und einem Armaturenbrett (40) definiert ist,
um es dem von der Halterung abmontierten Head-
Up-Display zu ermöglichen, in einem Zustand, bei
dem die Halterung zur Verhinderung einer Pedal-
rückwärtsbewegung von dem Instrumententafella-
gerelement getrennt ist, durch den Raum zu treten.

Revendications

1. Structure d’intérieur de véhicule comprenant :

un élément de maintien de tableau de bord (1)
auquel un tableau de bord (2) est fixé, l’élément
de maintien de tableau de bord s’étendant le
sens de la largeur d’un véhicule ;
un support de prévention de mouvement rétro-
grade de pédale (30) contre lequel une partie
de maintien d’une pédale de commande (50)
vient buter lorsque la pédale de commande
commandée par un pied d’un conducteur se dé-
place vers l’arrière, le support de prévention de
mouvement rétrograde de pédale étant fixé à
l’élément de maintien de tableau de bord ; ca-
ractérisé par :

un support de montage (11) sur lequel un
affichage tête haute (10) est monté, le sup-
port de montage étant fixé à l’élément de
maintien de tableau de bord ;
et
une partie de transfert de charge (11b, 30b,
32) qui est disposée entre le support de pré-
vention de mouvement rétrograde de péda-
le et le support de montage pour transférer
une entrée de charge rétrograde vers le
support de prévention de mouvement rétro-
grade de pédale vers le support de montage
via la partie de maintien.

2. Structure d’intérieur de véhicule selon la revendica-
tion 1, dans laquelle
la partie de transfert de charge inclut un poussoir
(30b) disposé sur le support de prévention de mou-
vement rétrograde de pédale, et une partie de ré-
ception de pression (11b) disposée sur le support
de montage et située immédiatement derrière le
poussoir.

3. Structure d’intérieur de véhicule selon la revendica-

tion 1, dans laquelle
le support de prévention de mouvement rétrograde
de véhicule et le support de montage sont fixés l’un
à l’autre, et
la partie de transfert de charge est une partie de
fixation (11d) qui fixe le support de prévention de
mouvement rétrograde de pédale au support de
montage.

4. Structure d’intérieur de véhicule selon l’une quelcon-
que des revendications 1 à 3, dans laquelle la partie
de transfert de charge est disposée dans une partie
avant, par rapport à une direction avant et arrière
d’un véhicule, du support de prévention de mouve-
ment rétrograde de véhicule.

5. Structure d’intérieur de véhicule selon l’une quelcon-
que des revendications 1 à 4, dans laquelle le sup-
port de prévention de mouvement rétrograde de pé-
dale est plus long dans la direction de la largeur du
véhicule que le support de montage.

6. Structure d’intérieur de véhicule selon l’une quelcon-
que des revendications 1 à 5, dans laquelle l’afficha-
ge tête haute est monté de manière amovible sur le
support de montage par un premier élément de fixa-
tion (12) manipulé depuis le dessous,
le support de prévention de mouvement rétrograde
de véhicule est fixé de manière amovible à l’élément
de maintien de tableau de bord par un second élé-
ment de fixation (31) manipulé depuis le dessous, et
un espace (K) est défini entre l’élément de maintien
de tableau de bord et un tableau de commande (40)
pour permettre à l’affichage tête haute démonté du
support de montage de passer à travers l’espace
dans un état dans lequel le support de prévention
de mouvement rétrograde de pédale est retiré de
l’élément de maintien de tableau de bord.
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