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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention pertains to an exhaust
port assembly for use in a single-limb pressure support
system, and, in particular, to an exhaust port assembly
with enhanced noise reduction and gas diffusion capa-
bilities, while also minimizing size. The present invention
also pertains to a pressure support system using such
an exhaust port assembly.

2. Description of the Related Art

[0002] It is well known to treat a patient with a non-
invasive positive pressure support therapy, in which a
flow of breathing gas is delivered to the airway of a patient
at a pressure greater than the ambient atmospheric pres-
sure. For example, it is known to use a continuous pos-
itive airway pressure (CPAP) device to supply a constant
positive pressure to the airway of a patient throughout
the patient’s respiratory cycle to treat obstructive sleep
apnea (OSA), as well as other cardio-pulmonary disor-
ders, such as congestive heart failure (CHF) and chey-
nes-stokes respiration (CSR). An example of such a
CPAP device is the REMstar® and Solo® family of CPAP
devices manufactured by Respironics, Inc. of Pittsburgh,
PA.
[0003] It is also known to provide a non-invasive pos-
itive pressure therapy, in which the pressure of gas de-
livered to the patient varies with the patient’s breathing
cycle. For example, a "bi-level" pressure support system
provides an inspiratory positive airway pressure (IPAP)
that is greater than an expiratory positive airway pressure
(EPAP), which is the pressure is delivered during the
patient’s expiratory phase. Such a bi-level mode of pres-
sure support is provided by the BiPAP® family of devices
manufactured and distributed by Respironics, Inc. and is
taught, for example, in U.S. Patent Nos. 5,148,802 to
Sanders et al., 5,313,937 to Zdrojkowski et al., 5,433,193
to Sanders et al., 5,632,269 to Zdrojkowski et al.,
5,803,065 to Zdrojkowski et al., and 6,029,664 to Zdro-
jkowski et al
[0004] It is further known to provide an auto-titration
positive pressure therapy, in which the pressure of the
flow of breathing gas provided to the patient changes
based on the detected conditions of the patient, such as
whether the patient is snoring or experiencing an apnea,
hypopnea or upper airway resistance. An example of a
device that adjusts the pressure delivered to the patient
based on whether or not the patient is snoring is the Vir-
tuoso®CPAP family of devices manufactured and distrib-
uted by Respironics, Inc. This auto-titration pressure sup-
port mode is taught, for example, in U.S. Patent Nos.
5,203,343; 5,458,137 and 6,087,747 all to Axe et al.
[0005] A further example of an auto-titration pressure

support device that actively tests the patient’s airway to
determine whether obstruction, complete or partial, could
occur and adjusts the pressure output to avoid this result
is the Tranquility® Auto CPAP device, also manufactured
by Respironics, Inc. This auto-titration pressure support
mode is taught in U.S. Patent No. 5,645,053 to Remmers
et al.
[0006] Other modes of providing positive pressure
support to a patient are known. For example, a propor-
tional assist ventilation (PAV®) mode of pressure support
provides a positive pressure therapy in which the pres-
sure of gas delivered to the patient varies with the pa-
tient’s breathing effort to increase the comfort to the pa-
tient. U.S. Patent Nos. 5,044,362 and 5,107,830 both to
Younes, teach a pressure support device capable of op-
erating in a PAV mode. Proportional positive airway pres-
sure (PPAP) devices deliver breathing gas to the patient
based on the flow generated by the patient. U.S. Patent
Nos. 5,535,738; 5,794,615; and 6,105,573 all to Estes
et al., teach a pressure support device capable of oper-
ating in a PPAP mode.
[0007] For purposes of the present invention, the
phase "pressure support system", "pressure support de-
vice," or "positive pressure support" includes any medical
device or method that delivers a flow of breathing gas to
the airway of a patient, including a ventilator, CPAP, bi-
level, PAV, PPAP, or bi-level pressure support system.
[0008] Figs. 1 and 2 schematically illustrate two exem-
plary embodiments of conventional pressure support
systems 30 and 30’, respectively; either of is capable of
providing any of the above positive pressure support ther-
apies. The primary difference between these two embod-
iments is the technique used to control the pressure or
flow of breathing gas provided to the patient.
[0009] Pressure support systems 30 and 30’ include a
pressure generating system, generally indicated at 32
and 32’, that receives a supply of breathing gas from a
breathing gas source, as indicated by arrow A, such as
ambient atmosphere, and creates a flow of breathing gas
at a pressure greater than ambient atmospheric pres-
sure. The flow of breathing gas from pressure generator
is indicated by arrow B. A pressure generator 34, such
as a blower, impeller, drag compressor, fan, piston, or
bellows, or other device that achieves this result, creates
the flow of breathing gas at a pressure greater than the
ambient atmospheric pressure. An exit conduit 36 com-
municates the flow of breathing gas from an outlet of
pressure generator 34. Pressure generator 34 is a com-
monly a blower in which a fan or impeller is driven by a
motor operating under the control of a controller 38, which
is typically a microprocessor capable of executing stored
algorithms.
[0010] In Fig. 1, the pressure or flow of breathing gas
delivered to the patient is controlled, at least in part, by
a pressure/flow controller 40 in conduit 36. Pressure/flow
controller 40 is typically a valve that controls the pressure
or flow of breathing gas by (1) exhausting a portion of
the flow of breathing gas to atmosphere or to the inlet of
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pressure generator 34, (2) restricting the flow of breathing
gas through conduit, or (3) a combination of these two
functions. Controller 38 directs the operation of pres-
sure/flow controller 40 to regulate the pressure or flow of
breathing gas provided to the patient. Examples of suit-
able pressure controllers are taught in U.S. Patent No.
5,694,923 to Hete et al. and U.S. Patent No. 5,598,838
to Servidio et al.
[0011] In Fig. 2, the pressure or flow of breathing gas
delivered to the patient is controlled, at least in part, by
controlling the operating speed of pressure generator 34.
This motor speed control technique can be used alone
to control the flow or pressure of the breathing gas pro-
vided to the patient or it can be used in combination with
a pressure controller 40, as discussed above. For present
purposes, the combination of a pressure generator 34
and any of the above described techniques for controlling
the flow or pressure of breathing gas provided to the pa-
tient, e.g., motor speed control, a pressure controller, or
both, are referred to collectively as the "pressure gener-
ating system" or "pressure generating means," with the
ultimate goal of the pressure generating system being to
provide a flow of breathing gas to the airway of the patient
at the desired pressure or flow rate.
[0012] A conventional pressure support system may
also include at least one sensor capable of measuring a
characteristic associated with the flow of breathing gas,
the pressure of the breathing gas, a condition of a patient
using the pressure support system, a condition of the
pressure support system, or any combination thereof.
For example, Figs. 1 and 2 schematically illustrate a flow
sensor 42 and a pressure sensor 44 associated with exit
conduit 36. The output from such sensors are provided
to controller 38 and used to control the rate of flow and/or
pressure of the breathing gas delivered to the patient.
For example, in a bi-level pressure support system, the
transition from IPAP to EPAP and from EPAP to IPAP is
triggered based on the changes in the patient’s breathing
cycle, which is detected by such sensors. For an auto-
titration pressure support system, the output of one or
more such sensors is used to determine when to raise
and lower the pressure provided to the patient, and can
be used to determine the magnitude of the change in
pressure.
[0013] It is known that the location and number of such
sensors can be other than that shown in Figs. 1 and 2
while still providing feedback for the control of the pres-
sure support system. For example, it is known to measure
the pressure at or near a patient interface device 46, rath-
er than near the pressure generating system 32, 32’, as
shown. In addition, it is known to monitor the operation
of pressure generator 34 to determine the condition of
the patient, such as whether the patient in breathing on
the system. In which case, the functions of the pressure
and/or flow sensors are effectively incorporated into the
pressure generator monitoring function.
[0014] Although sensors 42 and 44 are described
above as being a flow and pressure sensor, respectively,

it is to be understood that other types of sensors can be
used in pressure support systems 30 and 30’. For exam-
ple, a microphone can be provided to detect sounds pro-
duced by the patient, which can be used, for example, in
an auto-titration pressure support system to control the
pressure of the breathing gas delivered to the patient.
See, e.g., U.S. Patent Nos. 5,203,343 and 5,458,137
both to Axe et al.
[0015] Other sensors that can be used with the pres-
sure support system include a temperature sensor that
senses the temperature of gas anywhere in the breathing
circuit, a current and/or voltage sensor for sensing the
current/voltage of the signal provided to the motor in the
pressure generator, and a tachometer that detects the
rotational speed of the motor. These sensors are used,
for example, to sense the condition of the patient, the
flow or pressure of gas provided to the patient, or the
operation of the pressure support system. Still other ex-
ternal sensors can include EMG electrodes provided on
the patient, a respiratory belt or other motion sensor that
measures movement of the chest and/or abdomen, and
a motion sensor to detect patient movement, such as leg
movement.
[0016] Conventional pressure support systems 30 or
30’ also typically includes an input/output device 48 for
communicating information to the user and for commu-
nicating information or commands to controller 38. An
example of input/output device 46 is an LCD or LED dis-
play and manually actuated buttons provided on a hous-
ing, which is indicated by dashed line 50, of pressure
support systems 30 and 30’. Of course, other types of
input/output devices, such as a keypad, voice activated
input device, audio outputs, lights, switches, and knobs
are known for use in communicating information between
the user and the pressure support device. In addition, a
computer or printer terminal coupled to controller 38 can
also constitute input/output device 48.
[0017] In a conventional pressure support system, a
flexible conduit 52 is coupled to exit conduit 36. The flex-
ible conduit forms part of what is typically referred to as
a "patient circuit" that carries the flow of breathing gas
from the pressure generating system to patient interface
device 46. Patient interface 46 connects the patient cir-
cuit with the airway of the patient so that the elevated
pressure gas flow is delivered to the patient’s airway.
Examples of patient interface devices include a nasal
mask, nasal and oral mask, full face mask, nasal cannula,
oral mouthpiece, tracheal tube, endotracheal tube, or
hood.
[0018] In a non-invasive pressure support system, i.e.,
a system that remains outside the patient, a single-limb
patient circuit, as shown in Figs. 1 and 2, is typically used
to communicate the flow of breathing (arrow B) with the
airway of the patient. Because patient circuit 52 is a sin-
gle-limb circuit, an exhalation port 54, also referred to as
an exhalation vent, exhaust port, or exhaust vent, is pro-
vided in patient circuit 52 and/or patient interface 46 to
allow exhaust gas, such as the exhaled gas from the
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patient, to exhaust to atmosphere, as indicated by arrow
C.
[0019] A variety of exhalation ports are known for vent-
ing gas from a single-limb patient circuit. For example,
U.S. Patent No. Re. 35,339 to Rappoport discloses a
CPAP pressure support system wherein a few exhaust
ports are provided directly on the patient interface device,
i.e., in the wall of the mask. However, these exhalation
ports are relatively noisy due, for example, to the rela-
tively turbulent passage of gas through the holes. In ad-
dition, this exhaust port configuration results in a rela-
tively direct stream of exhaust gas being directed from
the mask or patient circuit. Both noise and direct stream-
ing of the flow of exhaust gas are undesirable, because
a typical CPAP system is intended to be used while the
patient is asleep. Sleep for the patient or the patient’s
bed partner is disturbed if there is excessive exhaust gas
noise or if a stream of gas is directed at the patient or at
the user’s bed partner.
[0020] The exhaust port assembly described in pub-
lished PCT application no. WO 98/34665 to Kwok at-
tempts to minimize the noise associated with the leakage
of exhaust gas. This is allegedly accomplished by pro-
viding an elastomeric ring around the perimeter of the
exhaust vent. This exhaust port configuration, however,
does not solve the problem of preventing a generally di-
rect or concentrated stream of gas from being directed
from the mask onto the user or the user’s sleep partner.
[0021] U.S. Patent No. 5,937,851 to Serowski et al.,
U.S. Patent No. 6,112,745 to Lang, and published PCT
application no. WO 00/78381 to Gunaratnam et al. all
disclose exhalation ports for a positive pressure support
system. Each of the exhalation ports taught by these ref-
erences attempts to minimize noise by reducing the tur-
bulence associated with the flow of exhaust gas through
the exhalation vent. This is accomplished by providing a
channel from the interior of the patient circuit to the am-
bient atmosphere that is specifically configured to baffle
noise and/or reduce the turbulence in the exhaust flow.
In addition, the exhalation ports taught by these refer-
ences attempt to solve the problem of preventing a
stream of gas from being directed onto the patient or onto
the patient’s bed partner by controlling the direction of
the flow of exhaust gas. For example, each of these ref-
erences teaches directing the flow of exhaust gas back
along the patient circuit rather than directly outward away
from the patient.
[0022] An exhaust vent entitled, "E-Vent N" and man-
ufactured by Dräger Medizintechnik GmbH attempts to
minimize noise by providing a large number of very small
exhaust paths from the patient circuit to ambient atmos-
phere. More specifically, the E-Vent N exhaust port as-
sembly includes several slits defined along the length of
the patient circuit. Surrounding these slits are a number
of rings that encircle the patient circuit and that are
stacked one on top of the other. More specifically, each
ring includes a series of grooves on its flat side, so that
when the rings are stacked in this manner, the grooves

in each ring form a very larger number of minutely sized
exhaust paths to atmosphere, with the exhaust gas pass-
ing between adjacent rings. This configuration disperses
the exhaust gas over a relatively large area due the large
number of rings that are stacked on top of one another,
so that the noise of the exhaust gas passing through the
vent assembly is relatively low.
[0023] However, this exhaust port configuration is very
complicated in that the stacked ring configuration is dif-
ficult to manufacture and maintain. Also, the minute ex-
haust paths defined between each ring are prone to clog-
ging and cleaning is difficult. Finally, this design requires
that the exhaust paths formed by the grooved rings oc-
cupy a relatively large area of the patient circuit to provide
a sufficient flow of exhaust gas therefrom. This makes
the exhaust port assembly bulky and heavy, and it does
not minimize the amount of deadspace in the patient cir-
cuit.
[0024] US 5,647,355 A discloses a self-regulating
valve device which is adapted for use with respiratory
equipment of a type which produces a pressurized flow
of breathing gas. The valve device affords automatic ac-
cess to the ambient atmosphere in the event of respira-
tory equipment malfunction and includes a primary inlet,
a secondary inlet and an outlet. The primary inlet is adapt-
ed for connection to a ported exhalation valve which, in
turn, is connected to one end of an elongated flexible
tube, the opposite end of which is connected to a gas
flow generator.
[0025] WO 00/38772 A1 discloses an anti-asphyxia
valve which is adapted to, in use, be disposed between
a patient and means to deliver a breathable gas to the
patient. The valve comprises a housing having an inte-
rior, at least one port to provide fluid communication be-
tween the housing interior and atmosphere and flap
means comprising a first portion adapted for mounting
to the housing and a second portion adapted to flex. The
second portion flexes between a first biased open posi-
tion allowing gas to pass from the housing interior through
the port to atmosphere when the difference in gas pres-
sure in the housing interior and atmosphere is below a
predetermined operating threshold and a second forced
closed position substantially occluding the ports when
the difference in gas pressure between the housing in-
terior and atmosphere is substantially equal to or above
the operating threshold.
[0026] EP 1 027 905 A2 discloses a patient gas delivery
apparatus including a gas flow generator, a gas delivery
conduit and a patient mask. Connected in series between
the conduit and the mask is an assembly formed in at
least two interengaging parts which may form a housing
for an anti-asphyxia valve or flow sensor.

SUMMARY OF THE INVENTION

[0027] Accordingly, it is an object of the present inven-
tion to provide an exhaust port assembly that overcomes
the shortcomings of conventional exhaust vent devices.
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[0028] This object is achieved according to one em-
bodiment of the present invention by providing an ex-
haust port assembly as defined in the appended claim
1. The exhaust port assembly includes a conduit having
a first end and a second end for carrying a flow of gas
and a venting means disposed between the first end and
the second end of the conduit. The venting means has
a fixed exhaust area for venting a flow of exhaust gas
from within the conduit to ambient atmosphere. In addi-
tion, the venting means simultaneously minimizes noise
associated with the flow of exhaust gas passing to at-
mosphere, diffuses the flow of exhaust gas passing to
ambient atmosphere over a relatively large area, and
minimizes the area occupied by the venting means on
the conduit. The venting means comprises a plurality of
holes defined in the conduit. Each hole defines a direct
path from the interior of the conduit to ambient atmos-
phere through the conduit. The holes have a diameter in
a range of 1.02mm to 0.254mm. The total number of the
plurality of holes is between 20 and 150. The exhaust
port assembly further comprises an auxiliary opening de-
fined in the conduit, and a moveable valve member cou-
pled to the conduit and adapted to close the auxiliary
opening responsive to a pressure of the flow of gas within
the conduit being above a predetermined threshold.
[0029] It is yet another object of the present invention
to provide a pressure support system that does not suffer
from the disadvantages associated with conventional
systems using conventional exhaust port techniques.
This object is achieved by providing a pressure support
system that includes a pressure generator, a patient cir-
cuit, and an exhaust port assembly as described in the
immediately preceding paragraph.
[0030] These and other objects, features and charac-
teristics of the present invention, as well as the methods
of operation and functions of the related elements of
structure and the combination of parts and economies of
manufacture, will become more apparent upon consid-
eration of the following description and the appended
claims with reference to the accompanying drawings, all
of which form a part of this specification, wherein like
reference numerals designate corresponding parts in the
various figures. It is to be expressly understood, however,
that the drawings are for the purpose of illustration and
description only and are not intended as a definition of
the limits of the invention.

BRIEF DESCRIPTION THE DRAWINGS

[0031]

Figs. 1 and 2 are schematic diagrams illustrating two
embodiments of a conventional pressure support
system;
Fig. 3 is a perspective view of a mask and exhaust
port assembly according to a first embodiment of the
present invention;
Fig. 4 is a front view of the exhaust port assembly of

Fig. 3;
Fig. 5 is a cross-sectional view of the exhaust port
assembly taken along line 5-5 of Fig. 4;
Fig. 6 is a perspective view of the exhaust port as-
sembly of Fig. 3;
Fig. 7 is an exploded view of the exhaust port as-
sembly of Fig. 3;
Fig. 8 is a cross-sectional view of the exhaust port
assembly showing a first position of the valve mem-
ber;
Fig. 9 is a cross-sectional view of the exhaust port
assembly showing a second position of the valve
member.
Figs. 10 and 11 are perspective view and Fig. 12 is
a side view of a second embodiment of an exhaust
port assembly 130 according to the principles of the
present invention.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS OF THE INVENTION

[0032] Fig. 3 schematically illustrates a first embodi-
ment of a pressure support system 60 according to the
principles of the present invention. Pressure support sys-
tem 60 includes a pressure generating system 32, 32’, a
patient interface device 46, a patient circuit 52, and an
exhaust port assembly 62. Pressure generating system
32, 32’ corresponds to any conventional pressure gen-
erating system, such as those discussed above with re-
spect to Figs. 1 and 2. Similarly, the present invention
contemplates that patient interface device 46 corre-
sponds to any conventional patient interface device. For
illustration purposes the patient interface device shown
in Fig. 3 is a full face mask that covers the user’s nose
and mouth.
[0033] Exhaust port assembly 62, as shown in greater
detail in Figs. 4-9, includes a vent member 64, a conduit
coupling member 66, and a valve member 68. Vent mem-
ber 64 and conduit coupling member 66 are preferably
joined to one another during the manufacturing process
using any conventional technique so that valve member
68 is sandwiched therebetween. It is to be understood,
however, that vent member 64 and coupling member 66
can be fixed to one another or formed from a single piece
of material so that they are essentially one component.
Furthermore, valve member 68 can be omitted if the func-
tions provided by that valve, which are discussed in great-
er detail below, are not required.
[0034] The combination of vent member 64 and con-
duit coupling member 66 define a conduit having a first
end 70 that is coupled to patient interface device 46 and
a second end 72 that is coupled to patient circuit 52. In
a preferred embodiment of the present invention, first
end 70 is rotateably and permanently attached to patient
interface device 46 using any conventional technique.
Second end 72 is preferably selectively attachable to pa-
tient circuit 52. However, the present invention alterna-
tively contemplates permanently attaching second end
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72 to patient circuit 52 so that the conduit formed by ex-
haust port assembly 62 essentially becomes part of the
patient circuit.
[0035] In the illustrated exemplary embodiment, ex-
haust port assembly 62 includes a quick release assem-
bly 74 provided on conduit coupling member 66, so that
the conduit coupling member can be readily attached and
detached from an end of patient circuit 52, thereby allow-
ing the wearer to uncouple himself or herself from the
pressure support system without having to remove the
mask and mask headgear from his or her head. In the
illustrated exemplary embodiment, quick release assem-
bly 74 includes a pair of flexible prongs 76a and 76b
attached on opposite sides of conduit coupling member
66 and an adapter member 78 that attaches to the patient
circuit. An end of each prong that engages the assembly
to the patient circuit flexes outward, as indicated by arrow
D, when a force is applied to the other end or the prong,
as indicated by arrow E.
[0036] The end of patient circuit 52 is frictionally se-
cured to adapter member 78, which is coupled to conduit
coupling member 66 due to the engagement between
the end of prongs 76a, 76b with an engagement member
80 provided on adapter member 78. In the illustrated em-
bodiment, engagement member 80 is a ring. It is to be
understood however, that other configurations for en-
gagement member 80, as well as prongs 76a, 76b, are
contemplated by the present invention, including provid-
ing the prongs on adapter member 78 and providing the
engagement member on coupling member 66.
[0037] In addition, the present invention contemplates
eliminating adapter member 78 in favor of providing the
components of the quick release assembly directly on
the end of the patient circuit. Furthermore, the present
invention contemplates other techniques for providing a
quick connect/release function for attaching second end
72 of exhaust port assembly 62 to patient circuit 52, in-
cluding, but not limited to, a purely frictional attachment,
a slot and key interconnection, or any other conventional
technique for releaseably coupling two conduits to one
another.
[0038] Exhaust port assembly 62 includes a venting
structure, also referred to as a venting means, disposed
between first end 70 and second end 72 of the conduit
for venting a flow of exhaust gas from within the conduit
to ambient atmosphere. According to the embodiment
illustrated in Figs. 3-9, the venting structure includes a
plurality of fixed diameter holes 82 defined directly
through venting member 64 so that a continuous flow of
exhaust gas can escape from within the exhaust port
assembly to ambient atmosphere, as indicated by arrows
F.
[0039] By providing a relatively large number of holes
82 as the exhaust ports, this embodiment of the present
invention minimizes the noise associated with the flow
of exhaust gas passing to atmosphere. More specifically,
the relatively large number of holes allows the flow
through any single hole to be relatively low, and the lower

the flow through any one exhaust path, the less noise
will be created by the gas passing through that exhaust
path. In addition, this configuration for the exhaust port
diffuses the flow F of exhaust gas passing to ambient
atmosphere over a relatively large area, thereby avoiding
the undesirable consequences associated with a rela-
tively direct or concentrated flow of exhaust gas note
above. Furthermore, by providing the plurality of holes in
a relative compact area, namely on a planar surface 84
of vent member 64, the area occupied by the venting
structure on the conduit is minimized. This is advanta-
geous, as noted above, in it keeps the patient circuit rel-
atively simple, light weight, and minimize deadspace,
which is the space from the airway of the patient to the
exhaust port where gas is not exhausted from the patient
circuit or patient interface.
[0040] The present invention contemplates that the to-
tal exhaust area, i.e., the area of all of the exhaust paths
defined by the holes combined, corresponds to that of
conventional exhaust port assemblies. Of course, as with
a conventional exhaust port, the total exhaust area can
vary depending on the desired rate of exhaust flow. How-
ever, in normal operation as a pressure support device,
such as a CPAP device, the maximum exhaust flow from
the exhaust port assembly is preferably no more than 67
liters per minute (1pm) when the pressure within the pa-
tient circuit, i.e., conduit defined by the components of
the exhaust port assembly, is 40 cmH2O, which is a max-
imum pressure likely to be experienced during normal
operation of a pressure support system. Similarly, the
minimum exhaust flow should be at least 7.5 lpm when
the pressure within the assembly is at 1.5 cmH2O. There-
fore, the number of holes and the size of the holes should
be selected to achieve these flow rates.
[0041] According to the present invention, each hole
has a fixed diameter in a range of 1.02mm to 0.254 mm,
and the total number of the plurality of holes is between
20 and 150. For example, in one conventional pressure
support system, the effective exhaust flow is selected to
be between 67 lpm and 7.5 lpm, when the pressure within
the conduit is 40 and 1.5 cmH2O, respectively. Over the
above-identified hole dimensions, the number of holes
needed to provided this exhaust flow will be between 20
and 150. In a preferred embodiment of the present in-
vention, the holes are 0.635mm in diameter and are no
closer together than 0.635mm.
[0042] The present invention contemplates that each
hole 82 is a generally straight path from the interior of
the conduit to ambient atmosphere. The present inven-
tion further contemplates that each hole 82 has a rela-
tively constant diameter over the length of the path. How-
ever, other configurations for holes 82 are contemplated,
such as having a diameter that decreases from the inte-
rior of the conduit toward an exterior thereof. While holes
82 are shown as being generally circular in shape, the
present invention contemplates that the holes can have
other shapes, such as square, oval, triangular, etc. More-
over, holes 82 need not all have the same shape, size
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or diameter.
[0043] As noted above, holes 82 are provided on pla-
nar surface 84 so that the exhaust gas flow F is dispersed
in a direction generally away from the patient wearing
patient interface device 46. Also, planar surface 84 pro-
vides a surface in which it is relatively easy to form holes
82. Preferably, a protrusion 86 is provided near holes 82
to prevent them from becoming blocked. It should be not-
ed that the spacing between the hole and the pattern by
which the holes are defined in the conduit can also be
different than that shown in the figures. However, it is
preferably that the spacing between the holes is not less
than the diameter of the holes to ensure that the gas
diffusion characteristics, and, hence, noise reduction, are
maximized.
[0044] As noted above, the exhaust port assembly of
the present invention is intended for use with a variety of
different types of mask, including a full face mask, which
is a patient interface device that covers the patient’s nose
and mouth. It is common when using a full face mask, to
provide a valve in the patient circuit that automatically
allows the patient access to the ambient atmosphere in
the event of a failure of the pressure support system.
See, e.g., U.S. Patent No. 5,438,981, which teaches the
function of such a valve and describes several embodi-
ments of such a valve.
[0045] To provide automatic access to the ambient at-
mosphere, exhaust port assembly 62 includes an auxil-
iary opening 88 defined in the conduit and having a rel-
atively large diameter and valve member 68. During nor-
mal use, where the pressure support system is function-
ing properly, a cantilever member 90 of valve member
68 flexes, as shown to Fig. 8, to block auxiliary opening
88. If the gas pressure in an interior 92 of the conduit is
greater than the ambient atmosphere, cantilever member
90 moves to the position shown in Fig. 8 to block opening
88, so that gas is able to flow between the patient and
the pressure generating system, as indicated by arrow G.
[0046] If, however, the pressure of the gas in interior
92 is not greater than ambient atmosphere, cantilever
member 90 returns to its normal, undeflected position
shown in Fig. 9 and unblocks auxiliary opening 88 so that
the patient has access to the ambient atmosphere as
indicated by arrow H. In this position, cantilever member
90 also blocks gas from flowing through the conduit to-
ward the pressure support system. The spring force of
cantilever member 90 tends to urge it toward the unflexed
position shown in Fig. 9 to ensure that auxiliary opening
88 becomes unblocked if the pressure support system
fails to provide an adequate supply of breathing gas.
[0047] It should be noted that the operation of valve
member 68 to block and unblock auxiliary opening 88
and the patient circuit does not affect the operation of
holes 82 in venting a continuous flow F of gas from the
patient circuit. It is to be further understood, that a variety
of configurations for auxiliary opening 88 and valve mem-
ber 68 are contemplated by the present invention, so long
as they function as discussed above. Furthermore, aux-

iliary opening 88 and valve member 68 can be eliminated
if their function of providing automatic access to ambient
atmosphere is not required; for example, if the patient
interface device is a nasal mask only.
Figs. 10, 11, and 12 illustrate a second embodiment of
an exhaust port assembly 130 according to the principles
of the present invention. Exhaust port assembly 130 in-
cludes a conduit 132 and a venting structure 134, also
referred to as a venting means, for venting a flow of ex-
haust gas from within the conduit to ambient atmosphere
a plurality of holes. As with the embodiment shown in
Figs. 3-9, the venting structure in exhaust port assembly
130 is defined by a plurality of fixed diameter holes 136.
These holes are formed through conduit 132 so that a
continuous flow of exhaust gas escapes from within the
exhaust port assembly to ambient atmosphere. Protru-
sions 138 are provided among the pattern of holes to
prevent the holes from becoming blocked.
[0048] The number, size, shape, and spacing of holes
136 are as discussed above with respect to the embod-
iment shown in Figs. 3-9. However, holes 136 are not
formed in a planar surface as in the embodiment shown
in Figs. 3-9. Instead, holes 136 are defined around a pe-
riphery of conduit 132.
[0049] In the illustrated embodiment, holes 136 are
formed in the side of conduit 132 that is opposite the side
to which the patient interface device attaches. In addition,
holes 136 are configured in a pattern around the conduit
over a range of approximately 180°. It is to be understood,
however, that other ranges of angles for the pattern of
holes about the periphery of the conduit are contemplat-
ed by the present invention as well as other patterns.
However, it is preferable that the holes are arranged so
as to diffuse the gas exhausted from the conduit as much
as possible while directing the gas away from the patient.
[0050] Although the invention has been described in
detail for the purpose of illustration based on what is cur-
rently considered to be the most practical and preferred
embodiments, it is to be understood that such detail is
solely for that purpose and that the invention is not limited
to the disclosed embodiments, but, on the contrary, is
intended to cover modifications and equivalent arrange-
ments that are within the scope of the appended claims.

Claims

1. An exhaust port assembly comprising:

a conduit having a first end and a second end
and adapted to carry a flow of gas; and
venting means, (62, 134) disposed between the
first end and the second end of the conduit and
having a fixed area, for venting a flow of exhaust
gas from within the conduit to ambient atmos-
phere, wherein the venting means (62, 134)
comprises a plurality of holes (82, 136) so that
each of the plurality of holes (82, 136) commu-
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nicates an interior of the conduit with ambient
atmosphere;
an auxiliary opening (88) defined in the conduit;
and
a moveable valve member (68) coupled to the
conduit and adapted to close the auxiliary open-
ing (88) responsive to a pressure of the flow of
gas within the conduit being above a predeter-
mined threshold, wherein the plurality of holes
(82, 136) are defined directly through the con-
duit,
characterized in that the plurality of holes (82,
136) have a diameter in a range of 1.02 mm and
0.254 mm, and in that the total number of the
plurality of holes (82, 136) is between 20 and
150.

2. The exhaust port assembly of claim 1, wherein the
conduit includes a generally planar portion (84), and
wherein the plurality of holes (82, 136) are defined
in the planar portion (84) of the conduit.

3. The exhaust port assembly of claim 2, wherein each
of the plurality of holes (82, 136) defines a generally
straight path from the interior of the conduit to am-
bient atmosphere and has either (1) a relatively con-
stant diameter over the length of the path, or (2) a
diameter that decreases from the interior of the con-
duit toward an exterior thereof.

4. The exhaust port assembly of claim 1, wherein the
valve member (68) comprises a flexible cantilever
member (90) having one end attached to the conduit.

5. The exhaust port assembly of claim 1, further com-
prising a quick release assembly (74) provided at
the first end of the conduit.

6. A pressure support system comprising:

a) a pressure generating system (32) adapted
to generate a flow of breathing gas;
b) a patient circuit (36) having a first end coupled
to the pressure generating system (32) and a
second end, wherein the patient circuit (36) is
adapted to carry the flow of breathing gas;
c) a patient interface device (46) adapted to
communicate the flow of breathing gas to an air-
way of a patient; and
d) an exhaust port assembly according to any
one of claims 1 to 5, the exhaust port assembly
being associated with the patient circuit (36), the
first end of the conduit being coupled to the pa-
tient interface device (46) and the second end
of the conduit being coupled to the patient circuit
(36) so that the conduit is disposed in-line in the
patient circuit (36).

Patentansprüche

1. Abgasauslassanordnung, die Folgendes umfasst:

eine Leitung mit einem ersten Ende und einem
zweiten Ende und dafür ausgelegt, eine Gas-
strömung zu transportieren; und
Entlüftungsmittel (62, 134), das zwischen dem
ersten Ende und dem zweiten Ende der Leitung
angeordnet ist und einen festen Bereich zum
Ablassen einer Abgasströmung aus der Leitung
in die umgebende Atmosphäre hat, wobei das
Entlüftungsmittel (62, 134) eine Vielzahl von Lö-
chern (82, 136) hat, so dass jedes der Vielzahl
von Löchern (82, 136) das Innere der Leitung
mit der umgebenden Atmosphäre in Verbindung
treten lässt;
eine zusätzliche Öffnung (88), die in der Leitung
definiert ist; und
ein bewegliches Ventilelement (68), das mit der
Leitung gekoppelt ist und dafür ausgelegt ist, die
zusätzliche Öffnung (88) zu schließen, wenn ein
Druck der Gasströmung in der Leitung einen
vorgegebenen Schwellenwert überschreitet,
wobei die Vielzahl von Löchern (82, 136) direkt
durch die Leitung definiert sind, dadurch ge-
kennzeichnet, dass die Vielzahl von Löchern
(82, 136) einen Durchmesser im Bereich von
1,02 mm und 0,254 mm hat, und dadurch, dass
die Gesamtzahl der Vielzahl von Löchern (82,
136) zwischen 20 und 150 liegt.

2. Abgasauslassanordnung nach Anspruch 1, wobei
die Leitung einen im Allgemeinen planen Teil (84)
umfasst und wobei die Vielzahl von Löchern (82,
136) in dem planen Teil (84) der Leitung definiert
sind.

3. Abgasauslassanordnung nach Anspruch 2, wobei
jedes der Vielzahl von Löchern (82, 136) einen im
Allgemeinen geradlinigen Pfad von dem Inneren der
Leitung zu der umgebenden Atmosphäre definiert
und entweder (1) einen relativ konstanten Durch-
messer über die Länge des Pfads hat oder (2) einen
Durchmesser hat, der von dem Inneren der Leitung
nach außen hin abnimmt.

4. Abgasauslassanordnung nach Anspruch 1, wobei
das Ventilelement (68) ein flexibles Auslegerele-
ment (90) umfasst, dessen eines Ende mit der Lei-
tung verbunden ist.

5. Abgasauslassanordnung nach Anspruch 1, weiter-
hin umfassend eine Schnelllöseanordnung (74), die
an dem ersten Ende der Leitung vorgesehen ist.

6. Druckunterstützungssystem, das Folgendes um-
fasst:
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a) ein Druckerzeugungssystem (32), das dafür
ausgelegt ist, eine Atemgasströmung zu erzeu-
gen;
b) einen Patientenkreislauf (36), der ein erstes
Ende, welches mit dem Druckerzeugungssys-
tem (32) gekoppelt ist, und ein zweites Ende hat,
wobei der Patientenkreislauf (36) dafür ausge-
legt ist, die Atemgasströmung zu transportieren;
c) eine Patientenschnittstelle (46), die dafür aus-
gelegt ist, die Atemgasströmung einem Atem-
weg eines Patienten zuzuführen; und
d) eine Abgasauslassanordnung nach einem
der Ansprüche 1 bis 5, wobei die Abgasauslas-
sanordnung dem Patientenkreislauf (36) zuge-
hörig ist, wobei das erste Ende der Leitung mit
der Patientenschnittstelle (46) gekoppelt ist und
das zweite Ende der Leitung mit dem Patienten-
kreislauf (36) gekoppelt ist, so dass die Leitung
in-line in dem Patientenkreislauf (36) angeord-
net ist.

Revendications

1. Ensemble orifice d’échappement comprenant :

un conduit comportant une première extrémité
et une seconde extrémité et adapté pour trans-
porter un écoulement de gaz ; et
des moyens d’évacuation (62, 134) disposés
entre la première extrémité et la seconde extré-
mité du conduit et ayant une zone fixe, pour éva-
cuer un écoulement de gaz d’échappement de-
puis l’intérieur du conduit vers l’atmosphère am-
biant, dans lequel les moyens d’évacuation (62,
134) comprennent une pluralité de trous (82,
136) de sorte que chaque trou de la pluralité de
trous (82, 136) fait communiquer un intérieur du
conduit avec l’atmosphère ambiant ;
une ouverture auxiliaire (88) définie dans le
conduit ; et
un élément de soupape mobile (68) accouplé
au conduit et adapté pour fermer l’ouverture
auxiliaire (88) en réponse à une pression de
l’écoulement de gaz dans le conduit qui est su-
périeure à un seuil prédéterminé, dans lequel la
pluralité de trous (82, 136) sont définis directe-
ment à travers le conduit,
caractérisé en ce que la pluralité de trous (82,
136) ont un diamètre compris dans une plage
de 1,02 mm et 0,254 mm, et en ce que le nombre
total de la pluralité de trous (82, 136) se trouve
entre 20 et 150.

2. Ensemble orifice d’échappement selon la revendi-
cation 1, dans lequel le conduit comprend une por-
tion globalement planaire (84), et dans lequel la plu-
ralité de trous (82, 136) sont définis dans la portion

planaire (84) du conduit.

3. Ensemble orifice d’échappement selon la revendi-
cation 2, dans lequel chaque trou de la pluralité de
trous (82, 136) définit un chemin globalement droit
depuis l’intérieur du conduit vers l’atmosphère am-
biant et comporte soit (1) un diamètre relativement
constant sur la longueur du chemin, ou (2) un dia-
mètre qui diminue depuis l’intérieur du conduit vers
un extérieur de celui-ci.

4. Ensemble orifice d’échappement selon la revendi-
cation 1, dans lequel l’élément de soupape (68) com-
prend un élément en porte-à-faux flexible (90) ayant
une première extrémité attachée au conduit.

5. Ensemble orifice d’échappement selon la revendi-
cation 1, comprenant en outre un ensemble à libé-
ration rapide (74) situé à la première extrémité du
conduit.

6. Système de support à pression comprenant :

a) un système de génération de pression (32)
adapté pour générer un écoulement de gaz
respiratoire ;
b) un circuit patient (36) ayant une première ex-
trémité accouplée au système de génération de
pression (32) et une seconde extrémité, dans
lequel le circuit patient (36) est adapté pour
transporter l’écoulement de gaz respiratoire ;
c) un dispositif d’interface patient (46) adapté
pour communiquer l’écoulement de gaz respi-
ratoire vers les voies respiratoires d’un patient ;
et
d) un ensemble orifice d’échappement selon
l’une quelconque des revendications 1 à 5, l’en-
semble orifice d’échappement étant associé au
circuit patient (36), la première extrémité du con-
duit étant accouplée au dispositif d’interface pa-
tient (46) et la seconde extrémité du conduit
étant accouplée au circuit patient (36) de sorte
que le conduit soit disposé en ligne dans le cir-
cuit patient (36).

15 16 



EP 2 263 635 B1

10



EP 2 263 635 B1

11



EP 2 263 635 B1

12



EP 2 263 635 B1

13



EP 2 263 635 B1

14



EP 2 263 635 B1

15



EP 2 263 635 B1

16

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 5148802 A, Sanders  [0003]
• US 5313937 A, Zdrojkowski  [0003]
• US 5433193 A, Sanders  [0003]
• US 5632269 A, Zdrojkowski  [0003]
• US 5803065 A, Zdrojkowski  [0003]
• US 6029664 A, Zdrojkowski  [0003]
• US 5203343 A [0004] [0014]
• US 5458137 A [0004] [0014]
• US 6087747 A [0004]
• US 5645053 A, Remmers  [0005]
• US 5044362 A [0006]
• US 5107830 A, Younes [0006]
• US 5535738 A [0006]

• US 5794615 A [0006]
• US 6105573 A [0006]
• US 5694923 A, Hete [0010]
• US 5598838 A, Servidio  [0010]
• US RE35339 E [0019]
• WO 9834665 A, Kwok [0020]
• US 5937851 A, Serowski  [0021]
• US 6112745 A, Lang [0021]
• WO 0078381 A, Gunaratnam  [0021]
• US 5647355 A [0024]
• WO 0038772 A1 [0025]
• EP 1027905 A2 [0026]
• US 5438981 A [0044]


	bibliography
	description
	claims
	drawings
	cited references

