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(54) Asil B-compliant implementation of automotive safety-related functions by means of a high 
diagnosability, quality managed-compliant integrated circuit

(57) An automotive internal combustion engine elec-
tronic control unit required to perform safety-related func-
tions with a predetermined automotive safety integrity
level; wherein the automotive internal combustion engine
electronic control unit comprises a microcontroller and
an integrated circuit distinct from, and communicating
with the microcontroller; in which the microcontroller is
designed to perform one or more safety-related functions
with the same automotive safety integrity level as the one
required to the automotive engine electronic control unit;
in which the integrated circuit is designed to perform one
or more safety-related functions with an automotive safe-
ty integrity level lower than the one of the microcontroller;
in which the integrated circuit is further designed to per-
form, for each performed safety-related function, a cor-
responding diagnosis function designed to detect failures
in the performance of the safety-related function; and in
which the microcontroller is designed to perform, for each
performed diagnosis function, a corresponding monitor-
ing function designed to monitor the performance of the
corresponding diagnosis function by the integrated circuit
to detect failures that may compromise the diagnostic
capability of the diagnosis function.
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Description

TECHNICAL FIELD OF THE INVENTION

[0001] The present invention relates to Automotive
Safety Integrity Level B (ASIL B)-compliant implementa-
tion of automotive safety-related functions by means of
a high diagnosability, Quality Managed (QM)-compliant
integrated circuit.

STATE OF THE ART

[0002] As is known, safety is one of the main subjects
in the automotive industry. The on-vehicle integration of
electric and electronic systems requires development
processes and safety content, and also the opportunity
to provide proof that all reasonable safety goals have
been met.
[0003] New technologies based on functionalities dis-
tributed in various electronic control units typically devel-
oped by different suppliers increase the complexity, soft-
ware content and mechatronic implementation and ac-
cordingly, the risks of system and hardware failures.
[0004] Increasing the integration of electric and elec-
tronic apparatuses (including programmable devices, as
well as electromechanical components) in automotive
systems has led to the introduction of international stand-
ard ISO 26262, which is dealt with by functional safety
standard IEC 61508 for electric/electronic systems in in-
dustry.
[0005] Standard ISO 26262 provides the process and
product requirements for lessening the effects of system
and hardware failures. This standard deals with function-
al safety concepts applied to the automotive field, while
pursuing the absence of unacceptable risks due to haz-
ards caused by undesired behaviour of the systems.
[0006] Standard ISO 26262 defines four Automotive
Safety Integrity Levels (ASIL) while specifying risks and
the needs for reducing risk. ASIL can take on four differ-
ent values for safety-related functions, indicated with let-
ters, from the lowest, indicated by the letter D, which is
the most critical level in terms of safety integrity, up to
the highest level, indicated by the letter A, which is the
minimum safety integrity level. ASIL may also take on
the value QM (Quality Managed), which however is as-
signed to non-safety-related functions.
[0007] The hazard and risk assessment set forth by
standard ISO 26262, and the reference document
"Standardized E-Gas-Monitoring Concept for Engine
Controls of Otto and Diesel Engines", version 5.0, pub-
lished by the German Association of the Automotive In-
dustry or VDA (Verband der Automobilindustrie), provide
that the implementation of automotive safety-related
functions involved in managing the supply of torque by
an internal combustion engine have ASIL B.

SUBJECT AND SUMMARY OF THE INVENTION

[0008] Designing, developing and manufacturing inte-
grated circuits that implement ASIL B-compliant automo-
tive safety-related functions require significant resourc-
es. It would therefore be appreciated to define a more
affordable solution that allows the requirements set forth
in the above-mentioned standard and in the above-men-
tioned document to be met by means of integrated circuits
which, although they are designed, developed and man-
ufactured with Quality Managed criteria, allow ASIL B
safety-related functions to be implemented in accord-
ance with to the provisions set forth in the above-men-
tioned standard and in the above-mentioned document.
[0009] The object of the present invention is therefore
to provide a solution which allows the above need to be
met.
[0010] According to the present invention, an automo-
tive internal combustion engine electronic control unit is
provided, as defined in the appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011]

Figure 1 shows a principle block diagram which
shows the way in which an automotive safety-related
function, indicated by F, may be implemented in such
a manner so as to be ASIL B compliant by means of
the implementation thereof according to Quality
Managed standards, in which a diagnosis function
DIAG may be developed according to Quality Man-
aged standards and in which a monitoring function
MON may be developed according to standard ASIL
B; the implementation of function F and of function
DIAG is allocated to an integrated circuit U-Chip; the
implementation of function MON is instead allocated
to a microcontroller mC.
Figure 2 shows a block diagram of the functions per-
formed by an integrated circuit.
Figure 3 shows a block diagram of a generic diag-
nostic function DIAG implemented in an integrated
circuit U-Chip, according to that diagrammatically
shown in figure 1.
Figure 4 shows a block diagram of a safety architec-
ture of an automotive internal combustion engine
electronic control unit.
Figure 5 shows a block diagram of how an overvolt-
age may propagate within the automotive internal
combustion engine electronic control unit in figure 4.

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENTS OF THE INVENTION

[0012] The present invention will now be described in
detail with reference to the accompanying figures to allow
a skilled person to make and use it. Various modifications
to the embodiments described will be immediately ap-
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parent to skilled persons and the generic principles de-
scribed may be applied to other embodiments and appli-
cations without departing from the scope of protection of
the present invention, as defined in the appended claims.
Therefore, the present invention is not be considered lim-
ited to the embodiments described and illustrated, rather
is to be given the broadest scope of protection conforming
with the principles and characteristics herein described
and claimed.
[0013] Figure 1 shows a principle block diagram which
shows the way in which an automotive safety-related
function, indicated by F, may be implemented in such a
manner so as to be ASIL B compliant by means of an
integrated circuit developed according to Quality Man-
aged standards.
[0014] The integrated circuit, hereinafter indicated in
short with U-Chip (Umbrella-Chip), dedicated, among
other things, to performing F, is arranged in an automo-
tive internal combustion engine electronic control unit,
indicated by ECU, is an electronic component distinct
from and communicating with the microcontroller, indi-
cated by mC, of ECU, and is designed to perform Quality
Managed-compliant functions, which, therefore, fail to
reach the ASIL B required for the implementation of F.
[0015] Whatever indicated below concerning F and
shown in figure 1 is valid and repeatable for each F per-
formed by U-Chip wanted to be performed by the ECU
in compliance with ASIL B requirements.
[0016] With reference to figure 1, in order to ensure
that an F is implemented by the ECU with ASIL B, in
addition to function F, U-Chip also performs a diagnosis
function, indicated by DIAG, designed to detect failures
that may jeopardize the proper performance of F. As it
is performed by U-Chip, DIAG is obviously performed
with the same QM ASIL with which F is performed.
[0017] A monitoring function, indicated by MON and
designed to monitor the operability of DIAG and in par-
ticular to detect failures that may compromise the effec-
tiveness of the diagnostic capability of DIAG, is instead
performed by mC of ECU, which is instead designed to
perform functions with an ASIL B and is exempt from any
functional interferences resulting from failures in the per-
formance of DIAG or F.
[0018] Figure 2 shows a block diagram of the functions
F performed by U-Chip, which comprise:

• intelligent functions comprising:

- smart crank management
- intelligent watchdog
- flying wheel interface
- wake-up and power enable logic

• power supplies comprising:

- ECU power supplies
- sensor power supplies

• communication interfaces comprising:

- MSC (Micro Second Channel) interface
- LIN (Local Interconnect Network) transceiver
- CAN (Controller Area Network) transceiver

• load driving channels.

[0019] Figure 3 instead shows a block diagram of how
F and DIAG are implemented in U-Chip, in which:

- TC is a Test Controller designed to enable and syn-
chronize the performance of DIAG,

- CUT is a Circuit Under Test designed to implement
function F that DIAG is to monitor,

- TPG is a Test Pattern Generator designed to test
correct operation of CUT,

- ORA is an Output Response Analyzer designed to
compare the test results, and in particular to compare
the output of CUT with an expected output and pro-
vide an indication of test success or test failure,

- IIC is an Input Isolation Circuit designed to connect
the input of CUT to TPG when DIAG must be per-
formed,

- OIC is an Output Isolation Circuit designed to con-
nect the output of CUT to ORA when DIAG must be
performed.

[0020] Generally, DIAG is managed by the following
signals:

- MSC_BIST_ENABLE: signal from mC for test ena-
bling

- MSC_BIST_TRIGGER: signal from mC that triggers
the performance of DIAG

- MSC_BIST_END: signal from TC that indicates the
end of the performance of DIAG to mC

- MSC_PASS_FAIL: result of the performance of DI-
AG

[0021] MON is designed to re-perform a group of well-
defined tests performed by DIAG in order to verify, on
the one hand, the proper performance of F and on the
other, the proper performance of DIAG.
[0022] If MON detects a test failure of F or a mismatch
between a result of a test reported by DIAG and a result
of a test reported by MON, then MON triggers a safe
reaction, which could conveniently consist of de-energiz-
ing safety-related loads, as will be more apparent by the
description in figure 4.
[0023] Finally, not only is MON designed to monitor U-
Chip, and in particular the operability of DIAG, but also
other safe-related integrated circuits, as will be more ap-
parent by the description in figure 4.
[0024] As indicated above, one of the elements that
ensures the proper performance of the functional archi-
tecture of the invention is that mC of ECU be exempt from
functional interferences resulting from failures in the per-
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formance of DIAG or F.
[0025] A well-known cause which may compromise
this absence of functional interference is the presence
of an overvoltage propagating from U-Chip to mC which
is designated to the performance of MON.
[0026] Figure 4 shows a block diagram of a safety ar-
chitecture of ECU which allows this propagation to be
mitigated while protecting part of the safety-related loads.
[0027] It is worth noting that U-Chip is provided with its
own embedded safety-related load drivers, through
which it drives given safety-related loads, hereinafter in-
dicated by G2, while mC is not provided with its own em-
bedded safety-related load drivers, but controls external
safety-related load drivers of ECU, through which it drives
other safety-related loads, hereinafter indicated by G1.
[0028] The external load drivers controlled by mC are
provided with respective embedded Over/Under Voltage
Monitors (O/U VM) designed to detect presence of an
overvoltage propagating from mC towards the loads G1
and to responsively generate a de-energization com-
mand for the loads G1, thus causing the de-energizing
thereof and protecting them from any damage due to
overvoltage.
[0029] Furthermore, as is worth noting, the load drivers
controlled by mC, like mC itself, are powered by the power
supplies of U-Chip, which are therefore shared by U-
Chip, mC and the external load drivers controlled by mC.
[0030] For this reason, a possible overvoltage gener-
ated within U-Chip and propagating into mC may com-
promise the functionality of MON, obviously in addition
to the loads G2 driven by U-Chip.
[0031] As instead shown in figure 5, due to the imple-
mentation of external load drivers provided with embed-
ded over/under voltage monitors, a possible overvoltage
generated in U-Chip and propagated to mC and, there-
from to the loads G1, or generated directly in mC and
propagated to the loads G1, is detected by the embedded
over/under voltage monitors, which responsively trigger
a safe reaction comprising the generation of a de-ener-
gization command for the loads G1, thus causing the de-
energization thereof and protecting them from possible
damage due to overvoltage.

Claims

1. An automotive internal combustion engine electronic
control unit (ECU) required to perform safety-related
functions (F) with a predetermined automotive safety
integrity level (ASIL); wherein the automotive elec-
tronic control unit (ECU) comprises a microcontroller
(mC) and an integrated circuit (U-Chip) distinct from
and communicating with the microcontroller (mC);
wherein the microcontroller (mC) is designed to per-
form one or more safety-related functions (F) with
the same automotive safety integrity level as the one
required to the automotive electronic control unit
(ECU); wherein the integrated circuit (U-Chip) is de-

signed to perform one or more safety-related func-
tions (F) with an automotive safety integrity level low-
er than that of the microcontroller (mC); wherein the
integrated circuit (U-Chip) is further designed to per-
form, for each performed safety-related function (F),
a corresponding diagnosis function (DIAG) designed
to detect failures in the performance of the safety-
related function (F); and wherein the microcontroller
(mC) is designed to perform, for each performed di-
agnosis function (DIAG), a corresponding monitor-
ing function (MON) designed to monitor the perform-
ance of the corresponding diagnosis function (DIAG)
by the integrated circuit (U-Chip) to detect failures
that may compromise the diagnostic capability of the
diagnosis function (DIAG).

2. The automotive internal combustion engine elec-
tronic control unit according to claim 1, wherein the
monitoring function (MON) is designed to re-perform
tests performed by the diagnosis function (DIAG) to
check proper performance of both the safety-related
function (F) and the diagnosis function (DIAG); and
wherein the monitoring function (MON) is further de-
signed to trigger a safe reaction when either a test
failure of the safety-related function (F) or a mis-
match between a test result reported by the diagno-
sis function (DIAG) and a test result reported by the
monitoring function (M) is detected.

3. The automotive internal combustion engine elec-
tronic control unit according to claim 2, wherein the
safe reaction triggered by the monitoring function
(MON) comprises de-energizing automotive safety-
related loads.

4. The automotive internal combustion engine elec-
tronic control unit according to any one of the pre-
ceding claims, wherein the automotive safety integ-
rity level of performance of safety-related functions
(F) required to the automotive electronic control unit
(ECU) is ASIL B, while the automotive safety integrity
level of performance of safety-related functions (F)
required to the integrated circuit (U-Chip) is ASIL QM
(Quality Managed).

5. The automotive internal combustion engine elec-
tronic control unit according to any one of the pre-
ceding claims, wherein the safety-related functions
(F) comprise one or more of the following:

• intelligent functions comprising:

- smart crank management
- intelligent watchdog
- flying wheel interface
- wake-up and power enable logic

• power supplies comprising:
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- ECU power supplies
- sensor power supplies

• communication interfaces comprising:

- MSC (Micro Second Channel) interface
- LIN (Local Interconnect Network) trans-
ceiver
- CAN (Controller Area Network) transceiv-
er

• load driving channels.

6. The automotive internal combustion engine elec-
tronic control unit according to any one of the pre-
ceding claims, wherein the integrated circuit (U-
Chip) comprises:

• a Test Controller (TC) designed to enable and
synchronize the performance of the diagnosis
function (DIAG);

- a Circuit Under Test, which implements
the safety-related function (F) to be tested;
- a Test Pattern Generator (TPG) designed
to test correct operation of the Circuit Under
Test (CUT);
- an Output Response Analyzer (ORA) de-
signed to compare an output of the Circuit
Under Test (CUT) with an expected output
and provide an indication of test success or
test failure;
- an Input Isolation Circuit (IIC) designed to
connect an input of the Circuit Under Test
(CUT) to the Test Pattern Generator (TPG)
when the diagnosis function (DIAG) must
be performed; and
- an Output Isolation Circuit (OIC) designed
to connect an output of the Circuit Under
Test (CUT) to the Output Response Ana-
lyzer after the diagnosis function (DIAG)
has been performed.

7. The automotive internal combustion engine elec-
tronic control unit according to any one of the pre-
ceding claims, wherein the integrated circuit (U-
Chip) further comprises embedded safety-related
load drivers, through which the integrated circuit (U-
Chip) drives safety-related loads (G2); wherein the
microcontroller (mC) lacks embedded safety-related
load drivers; wherein the automotive internal com-
bustion engine electronic control unit (ECU) further
comprises external safety-related load drivers sep-
arated from and controlled by the microcontroller
(mC), through which the microcontroller (mC) drives
different safety-related loads (G1); and wherein the
external safety-related load drivers are provided with
respective embedded Over/Under Voltage Monitors

(O/U VM) designed to detect overvoltage propagat-
ing from the microcontroller (mC) towards the respec-
tive safety-related loads (G1) and to responsively
generate a de-energization command for the asso-
ciated safety-related loads (G1).

8. The automotive internal combustion engine elec-
tronic control unit (ECU) according to any one of the
preceding claims, wherein the integrated circuit (U-
Chip) further comprises an electric power supply unit
arranged to power the integrated circuit (U-Chip),
the microcontroller (mC) and the external safety-re-
lated load drivers.

9. An automotive internal combustion engine electronic
control unit (ECU) comprising a microcontroller (mC);
an integrated circuit (U-Chip) distinct from and com-
municating with the microcontroller (mC), and com-
prising embedded safety-related load drivers,
through which the integrated circuit (U-Chip) drives
safety-related loads (G2); and external safety-relat-
ed load drivers separate from and controlled by the
microcontroller (mC), through which the microcon-
troller (mC) drives different safety-related loads (G1);
and wherein the external safety-related load drivers
are provided with respective embedded Over/Under
Voltage Monitors (O/U VM) designed to detect ov-
ervoltage propagating from the microcontroller (mC)
towards the respective safety-related loads (G1) and
to responsively generate a de-energization com-
mand for the associated safety-related loads (G1).

10. The automotive internal combustion engine elec-
tronic control unit according to claim 9, wherein the
integrated circuit (U-Chip) further comprises a power
supply unit to power the integrated circuit (U-Chip),
the microcontroller (mC) and the external safety-re-
lated load drivers.

11. A motor vehicle comprising an automotive internal
combustion engine electronic control unit according
to any one of the preceding claims.
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