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(54) Virtual aircraft network

(57) A system and method for performing a simula-
tion of aircraft networks. Characteristics of components
of the aircraft networks are identified. The aircraft net-
works include a first set of networks within a plurality of
aircraft and a second set of networks configured for com-
munication between the plurality of aircraft. Virtual im-
plementations of the components are generated based
on the characteristics of the components. A simulation
of the aircraft networks is performed that includes the

virtual implementations of the components processing
virtual flight test data generated by the virtual implemen-
tations of the components. The virtual flight test data for
the components in the aircraft networks is compared to
actual flight test data from the components in the aircraft
networks to form a comparison. The characteristics of
the components are then modified based on the compar-
ison.
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Description

BACKGROUND INFORMATION

FIELD

[0001] The present disclosure relates generally to data
processing and, in particular, to simulating data process-
ing systems. Still more particularly, the present disclo-
sure relates to a method and system for simulating com-
ponents of aircraft networks.

BACKGROUND

[0002] Commercial aircraft often include a number of
data processing systems used to perform various func-
tions for the aircraft. For example, without limitation, air-
craft data processing systems are used to monitor flight
sensors, control the aircraft during stages of operation,
communicate with other components within the aircraft,
identify threats, generate feedback for flight crew, and
perform other suitable types of functions. The size and
capability of these aircraft data processing systems de-
pend on the type of functions that need to be performed
for the aircraft.
[0003] Some primitive aircraft data processing sys-
tems used discrete inputs and one-way busses to com-
municate between various components in the system. In
more modern illustrative examples, aircraft data process-
ing systems are connected to different types of aircraft
networks. Because the amount of digital information re-
quired to operate and maintain commercial aircraft is
steadily increasing, the importance of integrating aircraft
data processing systems onto networks is also increas-
ing.
[0004] Typically, aircraft data processing systems, or
simply, "aircraft systems," of modern commercial aircraft
interface with each other over networks configured within
the aircraft. Connecting aircraft systems to networks al-
lows the aircraft systems to exchange information over
the networks. These aircraft systems can operate as a
client, server, or a combination of client and server on
the networks.
[0005] The configuration of the networks selected to
integrate these aircraft systems may depend on a
number of different considerations. For example, the con-
figuration of the aircraft network may be selected based
on the type of aircraft, the desired functions performed
by the aircraft, certification requirements, and security
concerns, among others considerations.
[0006] In addition to communication between various
aircraft systems within an aircraft, aircraft networks also
may provide communication with entities outside the air-
craft. For instance, networks also allow the aircraft sys-
tems to communicate with computers on the ground, with
other aircraft or fleets of aircraft, and other entities. This
communication may be directed over private networks,
the internet, or in another suitable manner.

[0007] Aircraft systems need to be robust, secure, and
reliable. In some cases, components within the aircraft
systems may not perform as desired. For example, data
may not be exchanged between components efficiently.
Moreover, some components within the aircraft systems
may need modification to communicate effectively with
other entities over the aircraft networks. Testing and
modification may be performed to correct these issues.
Testing each of the components of these aircraft sys-
tems, however, may be more complex and time-consum-
ing than desired. Therefore, it would be desirable to have
a method and apparatus that take into account at least
some of the issues discussed above, as well as other
possible issues.

SUMMARY

[0008] In one illustrative embodiment, a method for
performing a simulation of aircraft networks is presented.
Characteristics of components of the aircraft networks
are identified. The aircraft networks include a first set of
networks within a plurality of aircraft and a second set of
networks configured for communication between the plu-
rality of aircraft. Virtual implementations of the compo-
nents are generated based on the characteristics of the
components. A simulation of the aircraft networks is per-
formed that includes the virtual implementations of the
components processing virtual flight test data generated
by the virtual implementations of the components. The
virtual flight test data for the components in the aircraft
networks is compared to actual flight test data from the
components in the aircraft networks to form a compari-
son. The characteristics of the components are then
modified based on the comparison.
[0009] In another illustrative embodiment, an aircraft
network simulation system comprises a memory, a proc-
essor unit, and aircraft network simulation software. The
memory has characteristics of components of aircraft
networks. The aircraft network simulation software is ex-
ecutable by the processor unit and configured to identify
the characteristics of the components of the aircraft net-
works. The aircraft networks include a first set of networks
within a plurality of aircraft and a second set of networks
configured for communication between the plurality of
aircraft. The aircraft network simulation software is also
configured to generate virtual implementations of the
components based on the characteristics of the compo-
nents. The aircraft network simulation software is further
configured to perform a simulation of the aircraft networks
that includes the virtual implementations of the compo-
nents processing virtual flight test data generated by the
virtual implementations of the components. The aircraft
network simulation software is still further configured to
compare the virtual flight test data for the components in
the aircraft networks to actual flight test data from the
components in the aircraft networks to form a compari-
son. The aircraft network simulation software is config-
ured to then modify the characteristics of the components
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based on the comparison.
[0010] In yet another illustrative embodiment, a meth-
od for managing threats using simulated components of
aircraft networks is presented. Characteristics of the
components of the aircraft networks are identified. User
input is received for a modification to a number of the
characteristics of the components. The modification rep-
resents a threat to a component in the components. Vir-
tual implementations of the components are generated
based on the modification to the number of the charac-
teristics of the components. A simulation of the aircraft
networks is performed that includes the virtual implemen-
tations of the components processing virtual flight test
data generated by the virtual implementations of the com-
ponents. User input is received selecting a plurality of
the components of the aircraft networks. The virtual flight
test data for the selected plurality of the components is
compared to previous virtual flight test data performed in
a previous simulation to form a comparison. A real time
view of the processing of the simulation is displayed
based on the comparison. The real time view shows state
changes for the selected plurality of the components.
[0011] The features and functions can be achieved in-
dependently in various embodiments of the present dis-
closure or may be combined in yet other embodiments
in which further details can be seen with reference to the
following description and drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] The novel features believed characteristic of the
illustrative embodiments are set forth in the appended
claims. The illustrative embodiments, however, as well
as a preferred mode of use, further objectives and fea-
tures thereof, will best be understood by reference to the
following detailed description of an illustrative embodi-
ment of the present disclosure when read in conjunction
with the accompanying drawings, wherein:

Figure 1 is an illustration of a block diagram of an
aircraft simulation environment in accordance with
an illustrative embodiment;
Figure 2 is an illustration of a block diagram of char-
acteristics of a component in accordance with an il-
lustrative embodiment;
Figure 3 is an illustration of a block diagram of net-
works simulated by an aircraft simulation environ-
ment in accordance with an illustrative embodiment;
Figure 4 is an illustration of a block diagram of a
graph of components of simulated networks in ac-
cordance with an illustrative embodiment;
Figure 5 is an illustration of a process for managing
a simulation of aircraft networks in accordance with
an illustrative embodiment;
Figure 6 is an illustration of a graphical user interface
for selecting components of aircraft networks and
modifying characteristics of the selected compo-
nents in accordance with an illustrative embodiment;

Figure 7 is an illustration of a graphical user interface
for displaying real time views of simulations in ac-
cordance with an illustrative embodiment;
Figure 8 is an illustration of a flowchart of a process
for performing a simulation of aircraft networks in
accordance with an illustrative embodiment;
Figure 9 is an illustration of a flowchart of a process
for managing threats using simulated components
of aircraft networks in accordance with an illustrative
embodiment;
Figure 10 is an illustration of a block diagram of a
data processing system in accordance with an illus-
trative embodiment; and
Figure 11 is an illustration of a block diagram of sys-
tems of an aircraft in accordance with an illustrative
embodiment.

DETAILED DESCRIPTION

[0013] The illustrative embodiments recognize and
take into account one or more different considerations.
For example, the illustrative embodiments recognize and
take into account that it may be desirable to perform sim-
ulations of aircraft systems and aircraft networks for var-
ious purposes. In performing these simulations, many
types of components need to be simulated. These com-
ponents may be located on aircraft as part of aircraft sys-
tems or outside of aircraft. For instance, some simulated
components may be located on the ground and on sat-
ellites.
[0014] The illustrative embodiments also recognize
and take into account that each aircraft may have differ-
ent types of equipment that use different components or
combinations of components. Entities outside of aircraft
also may use a multitude of different components. As a
result, the number and type of components can vary sig-
nificantly in a simulation of an aircraft network. These
variations in types of components among entities may
make simulating aircraft networks more difficult and time-
consuming than desired. Moreover, the simulations may
not provide sufficient information to operators about the
simulated performance of components across the aircraft
network.
[0015] The illustrative embodiments further recognize
and take into account that it may be desirable to modify
the types of components used in aircraft systems. These
modifications may include the use of new components
or may be changes in existing components. The illustra-
tive embodiments recognize and take into account, how-
ever, that modified components may result in possible
threats to an aircraft network. In addition, entities outside
the network may threaten the vitality of the network. As
a result, it may be desirable to test the performance of
these modified components over the aircraft network. In
some cases, the process of identifying threats to the air-
craft network may be more costly or time-consuming than
desired.
[0016] Thus, the illustrative embodiments provide a
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method and system for performing a simulation of aircraft
networks. In an illustrative example, characteristics of
components of the aircraft networks are identified. The
aircraft networks include a first set of networks within a
plurality of aircraft and a second set of networks config-
ured for communication between the plurality of aircraft.
Virtual implementations of the components are generat-
ed based on the characteristics of the components. A
simulation of the aircraft networks is performed that in-
cludes the virtual implementations of the components
processing virtual flight test data generated by the virtual
implementations of the components. The virtual flight test
data for the components in the aircraft networks is com-
pared to actual flight test data from the components in
the aircraft networks to form a comparison. The charac-
teristics of the components are then modified based on
the comparison.
[0017] Referring now to the figures and, in particular,
with reference to Figure 1, an illustration of a block dia-
gram of an aircraft network simulation environment is de-
picted in accordance with an illustrative embodiment.
Various aircraft systems and networks used for a number
of different types of aircraft may be simulated in aircraft
network simulation environment 100.
[0018] In this illustrative example, aircraft network sim-
ulation environment 100 includes operator 102 and air-
craft network simulation system 104. Operator 102 is a
person or system that interacts with components within
aircraft network simulation environment 100. Operator
102 manages aircraft network simulation system 104 in
this illustrative example.
[0019] As depicted, aircraft network simulation system
104 may be implemented in computer system 106. Com-
puter system 106 is one or more computers. When more
than one computer is present in computer system 106,
those computers are in communication with each other
over a communications medium such as a network. Air-
craft network simulation system 104 comprises various
systems integrated to run simulation 112.
[0020] In this illustrative example, aircraft network sim-
ulation system 104 includes virtual component generator
108. Virtual component generator 108 generates com-
ponents 110 for use in simulation 112. Components 110
may be virtual implementations for components 116
stored in component database 124. Components 116 are
actual components used in physical aircraft.
[0021] Components 116 have characteristics 114 in
this illustrative example. Characteristics 114 may be be-
haviors, traits, or physical structures indicative of the per-
formance of components 110. Components 116 for a par-
ticular aircraft may differ based on various types, models,
sub-models, options, configurations for airline modifiable
information (AMI), and other attributes of the aircraft.
[0022] In this illustrative example, virtual component
generator 108 generates components 110 of simulation
112 based on at least one of characteristics 114 of com-
ponents 116, flight data 117, or any other suitable type
of data for generating components in aircraft network

simulation environment 100. Flight data 117 includes
flight test data 118 and in-service data 119 in this illus-
trative example.
[0023] As used herein, the phrase "at least one of,"
when used with a list of items, means different combina-
tions of one or more of the listed items may be used and
only one of the items in the list may be needed. The item
may be a particular object, thing, or category. In other
words, "at least one of" means any combination of items
or number of items may be used from the list, but not all
of the items in the list may be required.
[0024] For example, "at least one of item A, item B,
and item C" may mean item A; item A and item B; item
B; item A, item B, and item C; or item B and item C. In
some cases, "at least one of item A, item B, and item C"
may mean, for example, without limitation, two of item A,
one of item B, and ten of item C; four of item B and seven
of item C; or some other suitable combination. As used
herein, a "number of" items is one or more items.
[0025] In this illustrative example, flight test data 118
is data recorded from previous operations of aircraft, sim-
ulations of aircraft, or a combination thereof. For exam-
ple, flight test data 118 may include one or both of actual
data 120 and virtual data 122.
[0026] In this illustrative example, flight data 117 may
be continuously updated by in-service data 119. In-serv-
ice data 119 is a type of actual data that has been gen-
erated over the life of the aircraft. In-service data 119
may be data generated by at least one of components
116. Aircraft network simulation system 104 uses in-serv-
ice data 119 to build on flight test data 118 obtained in
previous tests to perform more accurate and helpful sim-
ulations. In other words, flight data 117 used to run sim-
ulation 112 includes actual data 120 from tests of the
aircraft prior to entering into service, virtual data 122 from
previous simulations, and in-service data 119 updated
as it becomes available.
[0027] As depicted, characteristics 114 of components
116 and flight data 117 are stored in component database
124. Component database 124 is a storage device in
aircraft network simulation environment 100. Component
database 124 is located in a remote location from other
components in aircraft network simulation environment
100 in this illustrative example. In other illustrative exam-
ples, component database 124 may be part of aircraft
network simulation system 104, computer system 106,
or both.
[0028] As depicted, aircraft network simulation envi-
ronment 100 may also include component repository
126. In this illustrated example, component repository
126 is a storage device located in a remote location from
other components in aircraft network simulation environ-
ment 100. In other illustrative examples, component re-
pository 126 may be implemented in at least one of air-
craft network simulation system 104, computer system
106, component database 124, or any other suitable
components in aircraft network simulation environment
100.
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[0029] In this illustrative example, component owners
134 manage component repository 126. Component
owners 134 may be a number of different types of entities
such as a government, a company, a private individual,
or other suitable entities. For example, a component own-
er in component owners 134 may be a company that
owns one or more components in components 130.
[0030] As depicted, component owners 134 manage
characteristics 128 of components 130 and flight test da-
ta 132. Characteristics 128 of components 130 and flight
test data 132 are stored in component repository 126.
Characteristics 128 of components 130 are an example
of characteristics 114 of components 116 and flight test
data 132 is an example of flight test data 118.
[0031] In the illustrative example, simulation 112 in-
cludes aircraft 136, aircraft 138, aircraft management
system 140, network 142, network 144, and network 146.
In this example, aircraft management system 140 is at
least one of an aircraft management system located in
an aircraft, an aircraft management system located on
the ground, or other suitable types of aircraft manage-
ment systems. In other examples, simulation 112 may
include any number of aircraft, any number of suitable
networks, and any number of aircraft management sys-
tems.
[0032] For example, without limitation, aircraft man-
agement system 140 may take the form of a flight control
computer (FCC), an auto-throttle computer, a flight man-
agement computer (FMC), an aircraft conditioning and
monitoring function (ACMF), a stall warning computer,
an auto pilot, and other types of aircraft management and
monitoring systems within the aircraft. Additionally, on
the ground, aircraft management system 140 may take
the form of a global positioning system, a differential glo-
bal positioning system, radar, and weather radar, among
others.
[0033] In the illustrated example, network 142 is used
in communications between the various aircraft and air-
craft management system 140 in simulation 112. For ex-
ample, network 142 is used in communications between
at least one of aircraft 136, aircraft 138, or other aircraft
in simulation 112 and aircraft management system 140.
[0034] Network 144 is used in communications be-
tween aircraft 138 and aircraft 136 in simulation 112. In
this illustrative example, network 146 takes the form of
at least one of the internet, a private network, or other
suitable types of networks in aircraft network simulation
environment 100.
[0035] As depicted, aircraft 136 includes networks 148
and aircraft 138 includes networks 150. Networks 148
and networks 150 are virtual representations of in-aircraft
networks in this illustrative example. In other words, net-
works 148 are used in communications between compo-
nents of aircraft 136 and networks 150 are used in com-
munications between components of aircraft 138 of sim-
ulation 112.
[0036] As illustrated, components 110 of simulation
112 include component 152, component 154, component

156, and component 158. Component 152 is an example
of a virtual implementation of a component of aircraft
management system 140, while component 154 is an
example of a virtual implementation of a component of
aircraft 136. Component 156 is an example of a virtual
implementation of a component of aircraft 138 and com-
ponent 158 is an example of a virtual implementation of
a networking component of at least one of network 142,
network 144, network 146, networks 148, or networks
150.
[0037] In this illustrative example, aircraft network sim-
ulation system 104 processes simulation 112 using com-
ponents 110. Aircraft network simulation system 104 us-
es a set physical conditions 160 as input to the processing
of simulation 112. In this illustrative example, a "set" of
items is one or more items. A set of physical conditions
160 includes one or more conditions. Physical conditions
160 may include attributes such as, for example, without
limitation, data loads, throttle settings, flap settings, con-
trol surfaces (e.g., slats, elevators, spoilers and ailerons),
various flight phases (e.g., doors closed, engines oper-
ational, taxi, take-off, climb, cruise, decent, flare, touch-
down, break set, and air-ground transitions), communi-
cation with the control centers, and other suitable types
of physical characteristics.
[0038] As illustrated, operator 102 provides user inputs
162 to user interface 164 of display system 166. Display
system 166 may take various forms. For example, the
number of display devices in display system 166 may be
selected from at least one of a computer screen, a tablet,
a mobile phone, a touch screen device, or some other
suitable type of display system. Display system 166 also
may include a number of display devices in some illus-
trative examples.
[0039] User interface 164 is displayed by display sys-
tem 166 and facilitates interaction with operator 102. Op-
erator 102 may enter user inputs 162 into user interface
164 using one or more input devices selected from at
least one of a keyboard, a mouse, a joystick, a micro-
phone, a tablet, a touch screen, or other suitable types
of input devices.
[0040] In this illustrative example, operator 102 uses
aircraft network simulation system 104 to provide selec-
tions 168 of one or more components 116 in component
database 124. Aircraft network simulation system 104
may include aircraft network simulation software execut-
able by a processor unit in this illustrative example.
[0041] In this depicted example, operator 102 may
make selections 168 to identify components to be dis-
played on user interface 164. Operator 102 also uses
aircraft network simulation system 104 to provide modi-
fications 170 to characteristics 114 of components 116.
For example, changes made by operator 102 to charac-
teristics 114 of components 116 may represent a threat
to one of components 116.
[0042] As depicted, aircraft network simulation system
104 also includes real time view generator 172. In this
illustrative example, real time view generator 172 gener-
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ates real time views 174 of simulation 112 for display on
user interface 164. Real time views 174 of simulation 112
are based on at least one of actual data 120 or virtual
data 122 generated by components 110 of simulation
112.
[0043] Comparator 176 in aircraft network simulation
system 104 generates comparison 178. In this illustrative
example, comparison 178 is based on differences be-
tween actual data 120 and virtual data 122. As another
example, comparison 178 may be based on differences
between virtual data of previous simulations and virtual
data of subsequent simulations.
[0044] In this depicted example, threat manager 180
in aircraft network simulation system 104 identifies threat
182 from comparison 178. For example, threat 182 may
take the form of a cyber-threat, a hack, a component
malfunction, a system time out, a communication loss,
or some other type of threat. Threat 182 may be identified
from changes in at least one of latitude position data,
longitude position data, flight phase, control setting,
course, altitude, break setting, and other changes.
[0045] Turning now to Figure 2, an illustration of a
block diagram of characteristics of a component is de-
picted in accordance with an illustrative embodiment.
Characteristics 202 of component 200 in Figure 2 are
an example of characteristics 114 of components 116 in
Figure 1.
[0046] As depicted, characteristics 202 may include
least one of physical characteristic 204, logical charac-
teristic 206, and data link characteristic 208. In the illus-
trative example, physical characteristic 204 is at least
one of temperature sensitivity ranges, moisture sensitiv-
ity ranges, electrical sensitivity ranges, or other suitable
types of physical characteristics of component 200.
[0047] In this depicted example, logical characteristic
206 is at least one of data flow model 210, state 212 of
component 200, configuration information for component
200, or other suitable types of logical characteristics of
component 200. Data flow model 210 is a sequence of
operations performed by component 200 based on in-
puts. For example, in response to a particular input, data
flow model 210 may direct component 200 to output a
particular result. As another example, in response to re-
ceiving a particular input, data flow model 210 may direct
component 200 to change state 212 of component 200.
[0048] State 212 may include an indication of at least
one of component 200 is running, component 200 is
stopped, component 200 has encountered a problem,
component 200 is operating within established guide-
lines, component 200 has received a particular input,
component 200 is busy processing input, component 200
is communicating with another component, and other
suitable states of component 200. Data link characteristic
208 is at least one of a reference to another component,
a protocol used to communicate with other components,
or other suitable types of data link characteristics.
[0049] When data link characteristic 208 is a protocol,
data link characteristic 208 may be a version of an inter-

net protocol. For instance, data link characteristic 208
may be internet protocol version four (IPV4), internet pro-
tocol version six (IPV6), and other suitable internet pro-
tocols. As an example, communications between com-
ponent 200 and another component may be simulation
using IPV4, again simulated using IPV6, and the results
compared.
[0050] In one illustrative example, overloaded data
links for component 200 may result in state 212 of com-
ponent 200 that causes system time-outs. If component
200 and other components go offline, the overall system
capability may be degraded, compromised, or both.
[0051] In some cases, aircraft systems require a high
degree of redundancy. Without this redundancy for com-
ponents within the aircraft system, undesired results may
occur. For instance, if component 200 is part of one of a
navigation system, a monitoring system, a guidance sys-
tem, or a control system, and component 200 is not re-
sponding, the aircraft may be diverted to an alternate
airport, which may be both inconvenient and expensive.
[0052] Turning next to Figure 3, an illustration of a
block diagram of networks simulated by an aircraft sim-
ulation environment is depicted in accordance with an
illustrative embodiment. In this illustrative example, net-
works 300 are examples of networks in simulation 112
in Figure 1. Networks in aircraft 302 are examples of
networks 148 and networks 150.
[0053] Networks in aircraft 302 may include in-flight
entertainment system 304, flight control computer 305,
aircraft health management system 306, and aircraft in-
formation system 307. In this illustrative example, in-flight
entertainment system 304 provides audio, video, multi-
media, internet, or other communications for aircraft 136
in Figure 1.
[0054] Flight control computer 305 uses feedback sys-
tems to maintain heading and altitude for aircraft 136 in
this illustrative example. Aircraft health management
system 306 monitors the health and state of various com-
ponents within aircraft 136, while aircraft information sys-
tem 307 provides temporal data such as weather, airport
conditions, and other suitable information.
[0055] As depicted, air traffic management system 308
functions and air traffic control on the ground side. Air
traffic management system 308 is an example of aircraft
management system 140 in Figure 1. Internet 310 and
virtual private network 312 are examples of network 146
in Figure 1.
[0056] Various types of data may be held and commu-
nicated over networks in aircraft 302 and other networks
300 located outside of aircraft 136. For instance, main-
tenance records, deferrals, performance and configura-
tion data, and other types of data are held in networks in
aircraft 302. Additionally, flight manifests, fuel invoices,
and cargo invoices may be stored and controlled on net-
works outside of aircraft 136.
[0057] With reference now to Figure 4, an illustration
of a block diagram of a graph of components of simulated
networks is depicted in accordance with an illustrative
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embodiment. In this illustrative example, one implemen-
tation for components 110 in simulation 112 in Figure 1
is shown.
[0058] As depicted, components within aircraft man-
agement system 140, aircraft 136, networks 148, and
network 142 and the interaction between those compo-
nents are shown in greater detail in this figures. In this
illustrative example, component 402 communicates with
component 404 over data link 406. As used herein, a
data link is at least one of a physical wire, a physical
signaling bus, or other suitable data processing systems
used in communications between components.
[0059] Component 404 communicates with compo-
nent 408 over data link 410. Component 408 communi-
cates with component 402 over data link 412. Component
414 communicates with component 416 over data link
418. Component 416 communicates with component
420 over data link 422. Component 420 communicates
with component 414 over data link 424.
[0060] As illustrated, network 426 in networks 148 is
an example of a network in aircraft 136. Component 428
communicates with component 430 over data link 432.
As depicted, at least one of component 428 and compo-
nent 430 may communicate with component 420 over
data link 434. Component 439 communicates with com-
ponent 436 over data link 438. At least one of component
439 and component 436 may facilitate communications
between components of aircraft management system
140 and aircraft 136 over data link 440 and data link 442.
[0061] In the illustrated example, graph of components
400 may be used in a process for generating virtual im-
plementations of components. Graph of components 400
may also be used in a process of displaying real time
views of simulations. In this example, the real time view
may include a graph view that shows graph of compo-
nents 400. Further, the displaying of a state for a com-
ponent in graph of components 400 may be implemented
by displaying the state on or near the component.
[0062] The illustration of aircraft network simulation en-
vironment 100 and the components within aircraft net-
work simulation environment 100 in Figures 1-4 are not
meant to imply physical or architectural limitations to the
manner in which an illustrative embodiment may be im-
plemented. Other components in addition to or in place
of the ones illustrated may be used. Some components
may be optional.
[0063] Also, the blocks are presented to illustrate some
functional components. One or more of these blocks may
be combined, divided, or combined and divided into dif-
ferent blocks when implemented in an illustrative embod-
iment.
[0064] For example, all or a portion of threat manager
180, comparator 176, virtual component generator 108,
and real time view generator 172 in aircraft network sim-
ulation system 104 may be implemented in another com-
puter system other than computer system 106.
[0065] As another example, display system 166 may
be implemented in a client computer of operator 102. In

this example, user interface 164 may be web pages of a
web browser running in display system 166. In this ex-
ample, aircraft network simulation system 104 may in-
clude a web server for providing real time views 174 over
a network to the client computer of operator 102.
[0066] Turning next to Figure 5, an illustration of a
process for managing a simulation of aircraft networks
is depicted in accordance with an illustrative embodi-
ment. The process illustrated in Figure 5 may be imple-
mented in aircraft network simulation environment 100
using aircraft network simulation system 104 in Figure 1.
[0067] As depicted, national airspace system air traffic
control 502 is an example of aircraft management system
140 in Figure 1. As also depicted, communications 504
are between aircraft 136 and national airspace system
air traffic control 502.
[0068] In the illustrated example, actual data 120 in-
cludes flight data 506, flight data 508, and flight data 510.
Flight data 506 is based on communications 504. Flight
data 508 is based on actual flight data from components
of aircraft 136. Flight data 510 is based on actual flight
data from components of national airspace system air
traffic control 502.
[0069] In this illustrative example, comparator 512
takes virtual data 122 and actual data 120 as input. As
depicted, determination 514 is made based on output
from comparator 512 as to whether actual data 120
matches virtual data 122. In the illustrated example, re-
port 516 is generated indicating a success responsive to
actual data 120 matching virtual data 122.
[0070] As depicted, responsive to actual data 120 not
matching virtual data 122, the process continues by gen-
erating modified virtual implementations of components
518. For example, modified virtual implementations of
components 518 may be based on modifications to char-
acteristics of components in simulation 112. In this illus-
trative example, the process continues with performing
simulation 112 based on modified virtual implementa-
tions of components 518.
[0071] The process in Figure 5 is a continual process.
For example, actual flight data from aircraft 136, national
airspace system air traffic control 502, and communica-
tions 504 may continually flow into the process improving
actual data 120.
[0072] With reference next to Figure 6, an illustration
of a graphical user interface for selecting components of
aircraft networks and modifying characteristics of the se-
lected components is depicted in accordance with an il-
lustrative embodiment. User inputs 162 in user interface
164 in Figure 6 are visual illustrations of user inputs 162
in user interface 164 shown in block form in Figure 1.
[0073] As depicted, make component selections 602
is a window in user interface 164 for making selections
604 of components 606. Selections 604 are examples of
selections 168 in Figure 1 and components 606 are an
example of components 116 in Figure 1. For example,
selections 604 of components 606 may be based on a
model, a sub-model, a type, a configuration for airline
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modifiable information, a certification requirement, or
some combination thereof.
[0074] As depicted, responsive to user input making
selection 608, all components in components 606 are
selected. In this illustrative example, selection 610 and
selection 612 are made by user inputs 162 selecting
"COMPONENT NAME A" and "COMPONENT NAME B,"
respectively.
[0075] In this illustrated example, modify 614 is a but-
ton for initiating a process to modify selected components
in components 606. Run simulation 616 is a button for
initiating a process to simulate selected components in
components 606.
[0076] As depicted, make modifications 618 is a win-
dow shown in user interface 164 responsive to user input
selecting the button modify 614. In this illustrative exam-
ple, window 619 for "COMPONENT NAME A" is shown
including characteristics 620 of "COMPONENT NAME
A." Characteristics 620 are a table of examples of char-
acteristics 114 in Figure 1. In this illustrative example,
name 622 and value 624 are columns of the table of
name value pairs of characteristics 620. Name value pair
626 and name value pair 628 are examples of charac-
teristics 620.
[0077] In the illustrative example, window 629 for
"COMPONENT NAME B" is shown including character-
istics 630 of "COMPONENT NAME B." Characteristics
630 are a table of examples of characteristics 114 in Fig-
ure 1.
[0078] In this illustrative example, name 632 and value
634 are columns of the table of name value pairs of char-
acteristics 630. Name value pair 636 and name value
pair 638 are examples of characteristics 630. Save mod-
ifications 640 is a button used to initiate a process for
saving changes made via user inputs 162 to character-
istics 620 and characteristics 630.
[0079] Turning next to Figure 7, an illustration of a
graphical user interface for displaying real time views of
simulations is depicted in accordance with an illustrative
embodiment. Real time views 174 in user interface 164
in Figure 7 are visual illustrations of real time views 174
in user interface 164 shown in block form in Figure 1.
[0080] As depicted, real time view 702, real time view
704, and real time view 706 are windows illustrating real
time views 174. As also depicted, real time view 702 is
showing information based on previous virtual flight test
data, real time view 704 is showing information based on
subsequent virtual flight test data, and real time view 706
is showing information based on actual flight test data.
In this manner, a visual comparison can be shown to an
operator for flight test data between the flight test data
of previous simulations, subsequent simulations, and ac-
tual flights. Visual differences between the real times
views may be determined.
[0081] In this illustrative example, physical conditions
708 is a window in user interface 164 that shows time
710, barometer 712, and temperature 714. As depicted,
time 710, barometer 712, and temperature 714 are ex-

amples of physical conditions 160 in Figure 1.
[0082] In the illustrated example, selected component
716, state change 718, and threat status 720 are exam-
ples of information displayed in real time views 174 to
show a previous performing of simulation 112 in Figure
1. For example, selected component 716 may be an ex-
ample of component 200 in Figure 2. In this example,
state change 718 and threat status 720 are examples of
state 212 for logical characteristics in characteristics 202
in Figure 2.
[0083] As depicted, selected component 724, state
change 726, and threat status 728 are examples of in-
formation displayed in real time views 174 to show a sub-
sequent performing of simulation 112 in Figure 1. Se-
lected component 724 is another example of component
200 in Figure 2. In this example, state change 726 and
threat status 728 are examples of state 212 for logical
characteristics in characteristics 202 in Figure 2. As also
depicted, selected component 730, state change 732,
and threat status 734 are examples of information dis-
played in real time views 174 to show actual data 120 in
Figure 1. Selected component 730 is another example
of component 200 in Figure 2.
[0084] In this example, state change 732 and threat
status 734 are examples of state 212 for logical charac-
teristics in characteristics 202 in Figure 2. Alert 736 and
alert 738 are shown in user interface 164 to indicate
where differences are located between characteristics
shown in real time views 174. As an example, a user can
determine differences between the first one of real time
views 174, such as real time view 702, and the second
one of real time views 174, such as real time view 704,
real time view 706, or both.
[0085] With reference now to Figure 8, an illustration
of a flowchart of a process for performing a simulation of
aircraft networks is depicted in accordance with an illus-
trative embodiment. The process illustrated in Figure 8
may be implemented in aircraft network simulation envi-
ronment 100 in Figure 1. In particular, one or more of
the different operations illustrated may be implemented
using aircraft network simulation system 104 in Figure
1. The first set of networks in this process is an example
of networks 148 and networks 150 in Figure 1. The sec-
ond set of networks in this process is network 146, net-
work 142, and network 144 in Figure 1.
[0086] The process begins by identifying characteris-
tics of components of aircraft networks (operation 800).
In this illustrative example, the aircraft networks include
a first set of networks within a plurality of aircraft and a
second set of networks configured for communication
between the plurality of aircraft.
[0087] The process generates virtual implementations
of the components based on the characteristics of the
components (operation 802). The process next performs
a simulation of the aircraft networks that includes the vir-
tual implementations of the components processing vir-
tual flight test data generated by the virtual implementa-
tions of the components (operation 804).
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[0088] The process compares the virtual flight test data
for the components in the aircraft networks to actual flight
test data from the components in the aircraft networks to
form a comparison (operation 806). The process then
modifies the characteristics of the components based on
the comparison (operation 808), with the process termi-
nating thereafter.
[0089] With reference next to Figure 9, an illustration
of a flowchart of a process for managing threats using
simulated components of aircraft networks is depicted in
accordance with an illustrative embodiment. The process
illustrated in Figure 9 may be implemented in aircraft
network simulation environment 100 in Figure 1. In par-
ticular, one or more of the different operations illustrated
may be implemented using aircraft network simulation
system 104 in Figure 1.
[0090] The process begins by identifying characteris-
tics of components of aircraft networks (operation 900).
The process next receives user input for a modification
to a number of the characteristics of the components (op-
eration 902). In this illustrative example, the modification
represents a threat to a component in the components.
[0091] The process generates virtual implementations
of the components based on the modification to the
number of the characteristics of the components (oper-
ation 904).
[0092] The process performs a simulation of the air-
craft networks that includes the virtual implementations
of the components processing virtual flight test data gen-
erated by the virtual implementations of the components
(operation 906).
[0093] The process next receives user input selecting
a plurality of the components of the aircraft networks (op-
eration 908). The process compares the virtual flight test
data for the selected plurality of components to previous
virtual flight test data performed in a previous simulation
to form a comparison (operation 910). The process then
displays a first real time view of the processing of the
simulation based on the comparison, wherein the real
time view shows state changes for the selected plurality
of the components (operation 912).
[0094] The process next modifies characteristics of the
component to form modified characteristics (operation
914). The process modifies the virtual implementation of
the component based on the modified characteristics
(operation 916). The process performs a subsequent
simulation of the aircraft networks that includes the com-
ponents processing subsequent virtual flight test data
(operation 918). The process next determines whether
the threat was reduced by the modified characteristics
of the component based on the subsequent virtual flight
test data (operation 920).
[0095] The process then displays a second real time
view of the processing of the virtual flight test data that
shows subsequent state changes for the selected plural-
ity of the components based on the modified character-
istics of the component (operation 922), with the process
terminating thereafter. In this example, the second real

time view shows whether the threat was reduced by the
modified characteristics of the component.
[0096] The flowcharts and block diagrams in the differ-
ent depicted embodiments illustrate the architecture,
functionality, and operation of some possible implemen-
tations of apparatuses and methods in an illustrative em-
bodiment. In this regard, each block in the flowcharts or
block diagrams may represent a module, a segment, a
function, and/or a portion of an operation or step.
[0097] In some alternative implementations of an illus-
trative embodiment, the function or functions noted in the
blocks may occur out of the order noted in the figures.
For example, in some cases, two blocks shown in suc-
cession may be executed substantially concurrently, or
the blocks may sometimes be performed in the reverse
order, depending upon the functionality involved. Also,
other blocks may be added in addition to the illustrated
blocks in a flowchart or block diagram.
[0098] Turning now to Figure 10, an illustration of a
block diagram of a data processing system is depicted
in accordance with an illustrative embodiment. Data
processing system 1000 may be used to implement one
or more computers in computer system 106, component
database 124, component repository 126, and display
system 166 in Figure 1. As depicted, data processing
system 1000 includes communications framework 1002,
which provides communications between processor unit
1004, storage devices 1016, communications unit 1010,
input/output unit 1012, and display 1014. In some cases,
communications framework 1002 may be implemented
as a bus system.
[0099] Processor unit 1004 is configured to execute
instructions for software to perform a number of opera-
tions. Processor unit 1004 may comprise a number of
processors, a multi-processor core, and/or some other
type of processor, depending on the implementation. In
some cases, processor unit 1004 may take the form of
a hardware unit, such as a circuit system, an application
specific integrated circuit (ASIC), a programmable logic
device, or some other suitable type of hardware unit.
[0100] Instructions for the operating system, applica-
tions, and/or programs run by processor unit 1004 may
be located in storage devices 1016. Storage devices
1016 may be in communication with processor unit 1004
through communications framework 1002. As used here-
in, a storage device, also referred to as a computer read-
able storage device, is any piece of hardware capable of
storing information on a temporary and/or permanent ba-
sis. This information may include, but is not limited to,
data, program code, and/or other information.
[0101] Memory 1006 and persistent storage 1008 are
examples of storage devices 1016. Memory 1006 may
take the form of, for example, a random access memory
or some type of volatile or non-volatile storage device.
Persistent storage 1008 may comprise any number of
components or devices. For example, persistent storage
1008 may comprise a hard drive, a flash memory, a re-
writable optical disk, a rewritable magnetic tape, or some
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combination of the above. The media used by persistent
storage 1008 may or may not be removable.
[0102] Communications unit 1010 allows data
processing system 1000 to communicate with other data
processing systems and/or devices. Communications
unit 1010 may provide communications using physical
and/or wireless communications links.
[0103] Input/output unit 1012 allows input to be re-
ceived from and output to be sent to other devices con-
nected to data processing system 1000. For example,
input/output unit 1012 may allow user input to be received
through a keyboard, a mouse, and/or some other type of
input device. As another example, input/output unit 1012
may allow output to be sent to a printer connected to data
processing system 1000.
[0104] Display 1014 is configured to display informa-
tion to a user. Display 1014 may comprise, for example,
without limitation, a monitor, a touch screen, a laser dis-
play, a holographic display, a virtual display device,
and/or some other type of display device.
[0105] In this illustrative example, the processes of the
different illustrative embodiments may be performed by
processor unit 1004 using computer-implemented in-
structions. These instructions may be referred to as pro-
gram code, computer usable program code, or computer
readable program code and may be read and executed
by one or more processors in processor unit 1004.
[0106] In these examples, program code 1018 is locat-
ed in a functional form on computer readable media 1020,
which is selectively removable, and may be loaded onto
or transferred to data processing system 1000 for exe-
cution by processor unit 1004. Program code 1018 and
computer readable media 1020 together form computer
program product 1022. In this illustrative example, com-
puter readable media 1020 may be computer readable
storage media 1024 or computer readable signal media
1026.
[0107] Computer readable storage media 1024 is a
physical or tangible storage device used to store program
code 1018 rather than a medium that propagates or trans-
mits program code 1018. Computer readable storage
media 1024 may be, for example, without limitation, an
optical or magnetic disk or a persistent storage device
that is connected to data processing system 1000.
[0108] Alternatively, program code 1018 may be trans-
ferred to data processing system 1000 using computer
readable signal media 1026. Computer readable signal
media 1026 may be, for example, a propagated data sig-
nal including program code 1018. This data signal may
be an electromagnetic signal, an optical signal, and/or
some other type of signal that can be transmitted over
physical and/or wireless communications links.
[0109] The illustration of data processing system 1000
in Figure 10 is not meant to provide architectural limita-
tions to the manner in which the illustrative embodiments
may be implemented. The different illustrative embodi-
ments may be implemented in a data processing system
that includes components in addition to or in place of

those illustrated for data processing system 1000. Fur-
ther, components shown in Figure 10 may be varied from
the illustrative examples shown.With reference now to
Figure 11, an illustration of a block diagram of systems
of an aircraft is depicted. In this illustrative example, air-
craft 1100 is an example of aircraft 136 in Figure 1 sim-
ulated by aircraft network simulation system 104 in Fig-
ure 1. As depicted aircraft 1100 may include airframe
1102 and interior 1106 with systems 1104. Examples of
systems 1104 include one or more of propulsion system
1108, electrical system 1110, hydraulic system 1112, en-
vironmental system 1114, and entertainment system
1116. Any number of other systems may be included.
Although an aerospace example is shown, different illus-
trative embodiments may be applied to other industries,
such as the automotive industry.
[0110] Apparatuses and methods embodied herein
may be employed during at least one of the stages of
aircraft manufacturing and service. For example, one or
more illustrative embodiments may be implemented dur-
ing system integration of new or modified components.
The different illustrative examples may be implemented
to perform a simulation of systems 1104 of aircraft 1100.
In particular, the simulation of aircraft 1100 may be used
to manage threats to components of systems 1104.
[0111] For example, information about a threat to air-
craft 1100 may be defined by modifying characteristics
of components of systems 1104. As another example, a
threat to aircraft 1100 may be identified in concurrent
displays of real time views of simulations of systems
1104. In this example, the different real time views each
show an indicator of threats based on simulations of com-
ponents of systems 1104 of aircraft 1100. More particu-
larly, each simulation shown in parallel can be based on
a different set of characteristics of the components. Still
other real time views, shown concurrently, may be based
on actual flight data of the components of the systems
of aircraft 1100.
[0112] Thus, the illustrative embodiments provide a
method and system for performing simulation 112 of net-
works 142, 144, 146, 148, and 150. Characteristics 114
of components 116 of the aircraft networks are identified.
The aircraft networks include a first set of networks 148
and 150 within a plurality of aircraft 136 and 138 and a
second set of networks 142, 144, and 146 configured for
communication between the plurality of aircraft. Virtual
implementations of the components are generated
based on the characteristics of the components. Simu-
lation 112 of the aircraft networks is performed, the sim-
ulation including the virtual implementations of the com-
ponents processing virtual flight test data generated by
the virtual implementations of the components. The vir-
tual flight test data for the components in the aircraft net-
works is compared to actual flight test data from the com-
ponents in the aircraft networks to form comparison 178.
The characteristics of the components are then modified
based on the comparison. By comparing virtual flight test
data for the components in the aircraft networks with ac-
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tual flight test data from the components in the aircraft
networks to form a comparison and then modifying char-
acteristics of the components based on the comparison,
the simulation may be quickly improved.
[0113] Additionally, the illustrative embodiments pro-
vide a method and system for managing threat 182 using
simulated components 110 of networks 142, 144, 146,
148, and 150. Characteristics 114 of components 116 of
the aircraft networks are identified. User inputs 162 are
received for modifications 170 to a number of the char-
acteristics of the components. The modification repre-
sents threat 182 to a component in the components. Vir-
tual implementations of the components are generated
based on the modification to the number of the charac-
teristics of the components. Simulation 112 of the aircraft
networks is performed that includes the virtual implemen-
tations of the components processing virtual flight test
data generated by the virtual implementations of the com-
ponents. User inputs 162 are received selecting a plu-
rality of the components of the aircraft networks. The vir-
tual flight test data for the selected plurality of compo-
nents is compared to previous virtual flight test data per-
formed in a previous simulation to form a comparison
178. Real time views 174 of the processing of the simu-
lation are displayed based on the comparison. The real
time views show state 212 changes for the selected plu-
rality of the components.
[0114] By displaying real time views of simulated and
actual flight data that show state changes for a selected
plurality of the components, threats to components of
aircraft networks can be quickly identified. By allowing
user inputs to change characteristics of the components
and then showing real time views of simulated results of
the changes to the components in parallel with previous
simulations, threats to the components can be quickly
resolved.
[0115] Further, the disclosure comprises embodi-
ments according to the following clauses:

Clause 1. A method for performing a simulation of
aircraft networks, the method comprising:

identifying characteristics of components of the
aircraft networks, wherein the aircraft networks
include a first set of networks within a plurality
of aircraft and a second set of networks config-
ured for communication between the plurality of
aircraft;
generating virtual implementations of the com-
ponents based on the characteristics of the com-
ponents;
performing the simulation of the aircraft net-
works that includes the virtual implementations
of the components processing virtual flight test
data generated by the virtual implementations
of the components;
comparing the virtual flight test data for the com-
ponents in the aircraft networks to actual flight

test data from the components in the aircraft net-
works to form a comparison; and
modifying the characteristics of the components
based on the comparison.

Clause 2. The method of Clause 1, wherein the char-
acteristics of the components include data links be-
tween the components and further comprising:

generating a graph of the data links between the
components.

Clause 3. The method of Clause 1 or 2, wherein the
characteristics of the components include physical
characteristics and logical characteristics.

Clause 4. The method of Clause 3, wherein the log-
ical characteristics include a data flow model.

Clause 5. The method of Clause 4, wherein the data
flow model is based on input of a set of physical
conditions of the plurality of aircraft.

Clause 6. The method of any preceding Clause,
wherein the second set of networks comprises at
least one of an air traffic management system, an
in-flight entertainment system, an aircraft health
management system, a flight control computer, or
an aircraft information system.

Clause 7. The method of any preceding Clause,
wherein the components include a first set of com-
ponents of the plurality of aircraft and a second set
of components of the second set of networks.

Clause 8. The method of any preceding Clause,
wherein identifying the characteristics of the compo-
nents of the aircraft networks comprises:

retrieving the characteristics from a component
database.

Clause 9. The method of any preceding Clause,
wherein identifying the characteristics of the compo-
nents of the aircraft networks comprises:

retrieving the characteristics from a component
repository managed by component owners.

Clause 10. The method of any preceding Clause fur-
ther comprising:

comparing the virtual flight test data for the com-
ponents in the aircraft networks to in-service da-
ta from the components in the aircraft networks
to form a comparison.

Clause 11. An aircraft network simulation system
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(104) comprising:

a memory having characteristics of components
of aircraft networks;
a processor unit; and
aircraft network simulation software executable
by the processor unit and configured to:

identify the characteristics of the compo-
nents of the aircraft networks, wherein the
aircraft networks include a first set of net-
works within a plurality of aircraft and a sec-
ond set of networks configured for commu-
nication between the plurality of aircraft;
generate virtual implementations of the
components based on the characteristics of
the components;
perform a simulation of the aircraft networks
that includes the virtual implementations of
the components processing virtual flight test
data generated by the virtual implementa-
tions of the components;
compare the virtual flight test data for the
components in the aircraft networks to ac-
tual flight test data from the components in
the aircraft networks to form a comparison;
and
modify the characteristics of the compo-
nents based on the comparison.

Clause 12. The aircraft network simulation system
of Clause 11, wherein the characteristics of the com-
ponents include physical characteristics and logical
characteristics.

Clause 13. The aircraft network simulation system
of Clause 12, wherein the logical characteristics in-
clude a data flow model.

Clause 14. The aircraft network simulation system
of Clause 13, wherein the data flow model is based
on input of a set of physical conditions of the plurality
of aircraft.

Clause 15. The aircraft network simulation system
of any of Clauses 11-14, wherein the second set of
networks comprises at least one of an air traffic man-
agement system, an in-flight entertainment system,
an aircraft health management system, a flight con-
trol computer, or an aircraft information system.

Clause 16. The aircraft network simulation system
of any of Clauses 11-15, wherein the components
include a first set of components of the plurality of
aircraft and a second set of components of the sec-
ond set of networks.

Clause 17. A method for managing threats using sim-

ulated components of aircraft networks, the method
comprising:

identifying characteristics of the components of
the aircraft networks;
receiving user input for a modification to a
number of the characteristics of the compo-
nents, wherein the modification represents a
threat to a component in the components;
generating virtual implementations of the com-
ponents based on the modification to the
number of the characteristics of the compo-
nents;
performing a simulation of the aircraft networks
that includes the virtual implementations of the
components processing virtual flight test data
generated by the virtual implementations of the
components;
receiving user input selecting a plurality of the
components of the aircraft networks;
comparing the virtual flight test data for the se-
lected plurality of the components to previous
virtual flight test data performed in a previous
simulation to form a comparison; and
displaying a real time view of the processing of
the simulation based on the comparison, where-
in the real time view shows state changes for
the selected plurality of the components.

Clause 18. The method of Clause 17, wherein the
real time view is a first real time view and further
comprising:

modifying characteristics of the component in
the components to form modified characteris-
tics;
modifying the virtual implementation of the com-
ponent based on the modified characteristics;
performing a subsequent simulation of the air-
craft networks that includes the components
processing subsequent virtual flight test data;
determining whether the threat was reduced by
the modified characteristics of the component
based on the subsequent virtual flight test data;
and
displaying a second real time view of the
processing of the virtual flight test data that
shows subsequent state changes for the select-
ed plurality of the components based on the
modified characteristics of the component,
wherein the second real time view shows wheth-
er the threat was reduced by the modified char-
acteristics of the component.

Clause 19. The method of Clause 18, wherein the
second real time view is displayed concurrently with
the first real time view.
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Clause 20. The method of Clause 18 or 19, further
comprising:

determining differences between the first real
time view and the second real time view; and
displaying an indicator for at least one of the
differences.

Clause 21. The method of any of Clauses 17-20
wherein the aircraft networks include a first set of
networks within a plurality of aircraft and a second
set of networks configured for communication be-
tween the plurality of aircraft, and wherein the char-
acteristics of the components include physical char-
acteristics and logical characteristics.

Clause 22. The method of Clause 21, wherein the
logical characteristics include a data flow model.

Clause 23. The method of Clause 22, wherein the
data flow model is based on input of a set of physical
conditions of the plurality of aircraft.

Clause 24. The method of Clause 23, wherein dis-
playing a view of the components of the aircraft net-
works comprises:

displaying the set of physical conditions of the
plurality of aircraft.

[0116] The description of the different illustrative em-
bodiments has been presented for purposes of illustra-
tion and description, and is not intended to be exhaustive
or limited to the embodiments in the form disclosed. Many
modifications and variations will be apparent to those of
ordinary skill in the art. Further, different illustrative em-
bodiments may provide different features as compared
to other desirable embodiments. The embodiment or em-
bodiments selected are chosen and described in order
to best explain the principles of the embodiments, the
practical application, and to enable others of ordinary skill
in the art to understand the disclosure for various em-
bodiments with various modifications as are suited to the
particular use contemplated.

Claims

1. A method for performing a simulation (112) of aircraft
networks, the method comprising:

identifying (800) characteristics (114) of compo-
nents (116) of the aircraft networks, wherein the
aircraft networks include a first set of networks
(148, 150) within a plurality of aircraft (136) and
a second set of networks (142, 144, 146) con-
figured for communication between the plurality
of aircraft (136);

generating (802) virtual implementations of the
components (116) based on the characteristics
(114) of the components (116);
performing (804) the simulation (112) of the air-
craft networks that includes the virtual imple-
mentations of the components (116) processing
virtual flight test data generated by the virtual
implementations of the components (116);
comparing (806) the virtual flight test data for
the components (116) in the aircraft networks to
actual flight test data from the components (116)
in the aircraft networks to form a comparison
(178); and
modifying (808) the characteristics (114) of the
components (116) based on the comparison
(178).

2. The method of claim 1, wherein the characteristics
(114) of the components (116) include data links be-
tween the components (116) and further comprising:

generating a graph of the data links between the
components (116).

3. The method of claim 1 or 2, wherein the character-
istics (114) of the components (116) include physical
characteristics and logical characteristics.

4. The method of any preceding claim, wherein the sec-
ond set of networks (142, 144, 146) comprises at
least one of an air traffic management system (308),
an in-flight entertainment system (304), an aircraft
health management system (306), a flight control
computer (305), or an aircraft information system
(307).

5. The method of any preceding claim, wherein the
components (116) include a first set of components
(116) of the plurality of aircraft (136) and a second
set of components (116) of the second set of net-
works (142, 144, 146).

6. The method of any preceding claim, wherein identi-
fying the characteristics (114) of the components
(116) of the aircraft networks comprises:

retrieving the characteristics (114) from a com-
ponent database (124).

7. The method of any preceding claim, further compris-
ing:

comparing the virtual flight test data for the com-
ponents (116) in the aircraft networks to in-serv-
ice data (119) from the components (116) in the
aircraft networks to form a comparison (178).

8. An aircraft network simulation system (104) compris-
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ing:

a memory (1006) having characteristics (114)
of components (116) of aircraft networks;
a processor unit (1004); and
aircraft network simulation software executable
by the processor unit (1004) and configured to:

identify the characteristics (114) of the com-
ponents (116) of the aircraft networks,
wherein the aircraft networks include a first
set of networks (148, 150) within a plurality
of aircraft (136) and a second set of net-
works (142, 144, 146) configured for com-
munication between the plurality of aircraft
(136);
generate virtual implementations of the
components (116) based on the character-
istics (114) of the components (116);
perform a simulation (112) of the aircraft
networks that includes the virtual implemen-
tations of the components (116) processing
virtual flight test data generated by the vir-
tual implementations of the components
(116);
compare the virtual flight test data for the
components (116) in the aircraft networks
to actual flight test data from the compo-
nents (116) in the aircraft networks to form
a comparison (178); and
modify the characteristics (114) of the com-
ponents (116) based on the comparison
(178).

9. The aircraft network simulation system (104) of claim
8, wherein the characteristics (114) of the compo-
nents (116) include physical characteristics and log-
ical characteristics.

10. The aircraft network simulation system (104) of claim
8 or 9, wherein the second set of networks (142, 144,
146) comprises at least one of an air traffic manage-
ment system (308), an in-flight entertainment system
(304), an aircraft health management system (306),
a flight control computer (305), or an aircraft infor-
mation system (307).

11. The aircraft network simulation system (104) of any
of claims 8-10, wherein the components (116) in-
clude a first set of components (116) of the plurality
of aircraft (136) and a second set of components
(116) of the second set of networks (142, 144, 146).

12. A method for managing threats using simulated com-
ponents (116) of aircraft networks, the method com-
prising:

identifying (900) characteristics (114) of the

components (116) of the aircraft networks;
receiving (902) user input for a modification to
a number of the characteristics (114) of the com-
ponents (116), wherein the modification repre-
sents a threat (182) to a component in the com-
ponents (116);
generating (904) virtual implementations of the
components (116) based on the modification to
the number of the characteristics (114) of the
components (116);
performing (906) a simulation (112) of the air-
craft networks that includes the virtual imple-
mentations of the components (116) processing
virtual flight test data generated by the virtual
implementations of the components (116);
receiving (908) user input selecting a plurality of
the components (116) of the aircraft networks;
comparing (910) the virtual flight test data for
the selected plurality of the components (116)
to previous virtual flight test data performed in a
previous simulation (112) to form a comparison
(178); and
displaying (912) a real time view of the process-
ing of the simulation (112) based on the com-
parison (178), wherein the real time view shows
state changes for the selected plurality of the
components (116).

13. The method of claim 12, wherein the real time view
is a first real time view and further comprising:

modifying (914) characteristics (114) of the com-
ponent in the components (116) to form modified
characteristics (114);
modifying (916) the virtual implementation of the
component based on the modified characteris-
tics (114);
performing (918) a subsequent simulation of the
aircraft networks that includes the components
(116) processing subsequent virtual flight test
data;
determining (920) whether the threat (182) was
reduced by the modified characteristics (114) of
the component based on the subsequent virtual
flight test data; and
displaying (922) a second real time view of the
processing of the virtual flight test data that
shows subsequent state changes for the select-
ed plurality of the components (116) based on
the modified characteristics (114) of the compo-
nent, wherein the second real time view shows
whether the threat (182) was reduced by the
modified characteristics (114) of the component.

14. The method of claim 13, wherein the second real
time view is displayed concurrently with the first real
time view.
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15. The method of any of claims 12-14, wherein the air-
craft networks include a first set of networks (148,
150) within a plurality of aircraft (136) and a second
set of networks (142, 144, 146) configured for com-
munication between the plurality of aircraft (136),
and wherein the characteristics (114) of the compo-
nents (116) include physical characteristics and log-
ical characteristics.
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