
Printed by Jouve, 75001 PARIS (FR)

Europäisches Patentamt

European Patent Office

Office européen des brevets

(19)

E
P

1 
20

1 
18

5
A

2
*EP001201185A2*
(11) EP 1 201 185 A2

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication:
02.05.2002 Bulletin 2002/18

(21) Application number: 01122961.4

(22) Date of filing: 25.09.2001

(51) Int Cl.7: A61B 5/0225

(84) Designated Contracting States:
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU
MC NL PT SE TR
Designated Extension States:
AL LT LV MK RO SI

(30) Priority: 30.10.2000 JP 2000330593

(71) Applicant: Colin Corporation
Komaki-shi, Aichi-ken (JP)

(72) Inventor: Yokozeki, Akihiro
Komaki-shi, Aichi-ken (JP)

(74) Representative:
Winter, Brandl, Fürniss, Hübner, Röss, Kaiser,
Polte Partnerschaft
Patent- und Rechtsanwaltskanzlei
Alois-Steinecker-Strasse 22
85354 Freising (DE)

(54) Automatic blood-pressure measuring apparatus

(57) An apparatus (10) for automatically measuring
a blood pressure of a living subject, comprising an in-
flatable cuff (12) which is adapted to be wound around
a portion (13) of the subject; an increase-end-pressure
determining means (54) for determining, based on a cuff
pulse wave occurring to the cuff when a pressure in the
cuff is increased at a first rate, an increase-end pressure
to which the pressure of the cuff is increased at the first

rate, at which the increasing of the pressure of the cuff
is ended, and from which the pressure of the cuff is de-
creased at a second rate lower than the first rate; and a
blood-pressure determining means (56) for determining
a blood pressure of the subject based on a physical sig-
nal obtained from the subject when the pressure of the
cuff is decreased at the second rate from the increase-
end pressure.
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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to an automatic
blood-pressure measuring apparatus which automati-
cally measures a blood pressure of a living subject
based on a physical signal obtained when a pressure in
a cuff is decreased.

Related Art Statement

[0002] There is known an automatic blood-pressure
measuring apparatus of a type which includes a cuff in-
flatable to press a portion of a living subject and meas-
ures a blood pressure of the subject based on a physical
signal, such as a pulse wave or Korotkoff sounds, that
is continuously obtained when the pressure of the cuff
is slowly decreased.
[0003] The pressure of the cuff needs to be increased,
in advance, before the cuff pressure is slowly de-
creased. It is the most appropriate for the increasing of
the cuff pressure to be stopped at the lowest possible
pressure at which, however, the cuff can completely
stop the flow of blood through the portion of the subject
around which the cuff is wound. The lowest possible
pressure needs to be higher than a systolic blood pres-
sure of the subject.
[0004] However, individual living subjects may have
different systolic blood-pressure values. Hence, the
conventional automatic blood-pressure measuring ap-
paratus quickly increases the pressure of the cuff up to
a prescribed increase-end pressure (e.g., 180 mmHg)
that is sufficiently higher than an average systolic blood
pressure. However, for some subjects, the prescribed
increase-end pressure may be too low to measure their
systolic blood-pressure values. In addition, for other
subjects, the prescribed increase-end pressure may be
unnecessarily high to measure their systolic blood-pres-
sure values, causing them to feel discomfort because
the high pressure of the cuff is applied in an unneces-
sarily long time.

SUMMARY OF THE INVENTION

[0005] It is therefore an object of the present invention
to provide an automatic blood-pressure measuring ap-
paratus which automatically measures a blood pressure
of a living subject based on a physical signal obtained
when a pressure in a cuff is decreased after having been
increased to an increase-end pressure and which can
increase the cuff pressure to the increase-end pressure
appropriate for a systolic blood pressure of the subject.
[0006] The above object has been achieved by the
present invention. According to the present invention,
there is provided an apparatus for automatically meas-

uring a blood pressure of a living subject, comprising an
inflatable cuff which is adapted to be wound around a
portion of the subject; an increase-end-pressure deter-
mining means for determining, based on a cuff pulse
wave occurring to the cuff when a pressure in the cuff
is increased at a first rate, an increase-end pressure to
which the pressure of the cuff is increased at the first
rate, at which the increasing of the pressure of the cuff
is ended, and from which the pressure of the cuff is de-
creased at a second rate lower than the first rate; and a
blood-pressure determining means for determining a
blood pressure of the subject based on a physical signal
obtained from the subject when the pressure of the cuff
is decreased at the second rate from the increase-end
pressure.
[0007] According to this invention, the increase-end-
pressure determining means determines, based on a
cuff pulse wave occurring to the cuff when the pressure
of the cuff is increased at a first rate, an increase-end
pressure at which the increasing of the pressure of the
cuff is ended. Since a waveform of the cuff pulse wave
occurring to the cuff when the cuff pressure is increased
changes according to a relationship between cuff pres-
sure and subject's blood pressure, the thus determined
increase-end pressure is appropriate for the subject
whose systolic blood pressure may differ from those of
other subjects.
[0008] Preferably, the increase-end-pressure deter-
mining means determines the increase-end pressure
based on a rate of decrease of an after-peak-point por-
tion of at least one heartbeat-synchronous pulse of the
cuff pulse wave occurring to the cuff when the pressure
of the cuff is increased at the first rate, the after-peak-
point portion starting with a peak point of the heartbeat-
synchronous pulse.
[0009] The respective decrease rates of respective
after-peak-point portions of respective heartbeat-syn-
chronous pulses of the cuff pulse wave increase as the
pressure of the cuff is increased in a range lower than
a systolic blood pressure of the subject, and largely de-
crease as the cuff pressure is increased over the systolic
blood pressure. Therefore, the increase-end-pressure
determining means may determine the increase-end
pressure based on a pressure of the cuff when one of
the respective decrease rates of respective after-peak-
point portions of respective pulses of the cuff pulse wave
significantly largely decreases, or may determine, as the
increase-end pressure, a pressure greater by a pre-
scribed additional pressure than a pressure of the cuff
when one of the respective decrease rates of the re-
spective after-peak-point portions is greater than a pre-
scribed decrease-rate value.
[0010] Preferably, the increase-end-pressure deter-
mining means determines the increase-end pressure
based on whether a peak portion of at least one heart-
beat-synchronous pulse of the cuff pulse wave occur-
ring to the cuff when the pressure of the cuff is increased
at the first rate has a small-projection shape.
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[0011] In the state in which the cuff completely stops
the flow of blood through the portion of the subject
around which the cuff is wound, the peak portion of each
heartbeat-synchronous pulse of the cuff pulse wave oc-
curring to the cuff has a small-projection shape. There-
fore, the increase-end-pressure determining means can
determine the increase-end pressure based on whether
the peak portion of one heartbeat-synchronous pulse of
the cuff pulse wave has the small-projection shape.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] The above and optional objects, features, and
advantages of the present invention will be better un-
derstood by reading the following detailed description of
the preferred embodiments of the invention when con-
sidered in conjunction with the accompanying drawings,
in which:

Fig. 1 is a diagrammatic view for explaining a con-
struction of an automatic blood-pressure measuring
apparatus to which the present invention is applied;
Fig. 2 is a block diagram for explaining essential
functions of a control device of the apparatus of Fig.
1;
Fig. 3 is a graph showing, along a common time ax-
is, a cuff pressure PT detected when a static pres-
sure PC is slowly decreased by a cuff-pressure
changing means shown in Fig. 2; a cuff pulse wave
WC contained in the cuff pressure PT, and a blood-
pressure waveform WA measured through a cathe-
ter during the slow pressure decreasing;
Fig. 4 is a flow chart representing a control program
according to which the control device shown in Fig.
1 is operated;
Fig. 5 is another flow chart representing another
control program according to which the control de-
vice shown in Fig. 1 is operated; and
Fig. 6 is yet another flow chart representing yet an-
other control program according to which the con-
trol device shown in Fig. 1 is operated.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

[0013] Hereinafter, there will be described an embod-
iment of the present invention in detail by reference to
the accompanying drawings. Fig. 1 shows a diagram-
matic view for explaining a construction of an automatic
blood-pressure measuring apparatus 10 to which the
present invention is applied.
[0014] In Fig. 1, the blood-pressure measuring appa-
ratus 10 includes a cuff 12 which has a belt-like cloth
bag and a rubber bag accommodated in the cloth bag
and which is adapted to be wound around, e.g., an upper
arm 13 of a living subject. The cuff 12 is connected to a
pressure sensor 14, a pressure control valve 16, and an
air pump 18 via a piping 20. The pressure control valve

16 is selectively placed in a pressure-supply position in
which the control valve 16 permits a pressurized air to
be supplied from the air pump 18 to the cuff 12, a slow-
deflation position in which the control valve 16 allows
the pressurized air to be slowly discharged from the cuff
12, and a quick-deflation position in which the control
valve 16 permits the pressurized air to be quickly dis-
charged from the cuff 12.
[0015] The pressure sensor 16 detects an air pres-
sure PT in the cuff 10, and supplies a pressure signal
SP representing the detected pressure, to each of a stat-
ic-pressure filter circuit 22 and a pulse-wave filter circuit
24. The static-pressure filter circuit 22 includes a low-
pass filter and extracts, from the pressure signal SP, a
static-pressure component PC contained in the signal
SP, i.e., a static-pressure signal SK representing the
static pressure PC in the cuff 10. The static-pressure sig-
nal SK is supplied to a control device 28 via an analog-
to-digital (A/D) converter 26. The pulse-wave filter cir-
cuit 24 includes a band-pass filter and extracts, from the
pressure signal SP, an oscillating component having
predetermined frequencies, i.e., a pulse-wave signal
SM. The pulse-wave signal SM1 is supplied to the con-
trol device 28 via an A/D converter 30. The pulse-wave
signal SM represents a cuff pulse wave WC, i.e., a pres-
sure pulse wave which is produced from a brachial ar-
tery, not shown, of the patient in synchronism with the
heartbeat of the patient and is propagated to the cuff 12.
[0016] The control device 28 is provided by a so-
called microcomputer including a central processing
unit (CPU) 32, a read only memory (ROM) 34, a random
access memory (RAM) 36, and an output interface 38,
etc. The CPU 32 processes signals according to the
control programs pre-stored in the ROM 34 by utilizing
the temporary-storage function of the RAM 36, and sup-
plies drive signals via the output interface 38 to respec-
tive drive circuits, not shown, associated with the pres-
sure control valve 16 and the air pump 18 so as to
change the pressure in the cuff 12 and determine a
blood pressure BP of the patient based on the static-
pressure signal SK and the pulse-wave signal SM ob-
tained during the changing of the pressure in the cuff
12. In addition, the CPU 32 operates a display device
40 to display the thus determined blood pressure BP.
The display device 48 may include a cathode ray tube
(CRT).
[0017] Fig. 2 is a block diagram for explaining essen-
tial functions of the control device 28. In the figure, a
cuff-pressure changing means 50 operates the pres-
sure control valve 16 and the air pump 18, recognizes
the static pressure PC based on the static-pressure sig-
nal SK supplied from the static-pressure filter circuit 22,
quickly increases the static pressure PC, at a prescribed
high rate (e.g., from 30 to 50 mmHg/sec), up to an in-
crease-end pressure PCE, determined by an increase-
end-pressure determining means 54 described below,
and subsequently slowly decreases the static pressure
PC at a prescribed low rate (e.g., 3 mmHg/sec). After a
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blood-pressure determining means 56, described be-
low, determines a blood pressure BP, the changing
means 50 quickly decreases the static pressure PC.
[0018] A pulse-wave-peak determining means 52
successively determines, based on the pulse-wave sig-
nal SM continuously supplied thereto when the static
pressure PC is quickly increased by the cuff-pressure
changing means 50, respective peak points of succes-
sive heartbeat-synchronous pulses of the cuff pulse
wave WC continuously detected during the quick in-
crease of the static pressure PC.
[0019] An increase-end-pressure determining means
54 determines, based on a shape of the cuff pulse wave
WC, an increase-end pressure PCE at which the quick
increase of the static pressure PC by the cuff-pressure
changing means 50 is ended. When the shape of the
cuff pulse wave WC detected during the change of the
static pressure PC was studied in detail, it was found
that the shape of the cuff pulse wave WC changes de-
pending upon the relationship between the static pres-
sure PC and the blood pressure BP of the subject. Ac-
cording this finding, the increase-end-pressure deter-
mining means 54 determines the increase-end pressure
PCE, based on the shape of the cuff pulse wave WC, in
a manner described below in detail.
[0020] Fig. 3 is a graph showing, along a common
time axis, the cuff pressure PT represented by the pres-
sure signal SP produced when the static pressure PC is
slowly decreased by the cuff-pressure changing means
50; the cuff pulse wave WC contained in the cuff pres-
sure PT; and a blood-pressure waveform WA represent-
ing the change of intraarterial blood pressure of the oth-
er arm than the arm around which the cuff 12 is wound.
The intraarterial blood-pressure waveform WA is meas-
ured in a direct method (so-called "A-LINE" method) us-
ing a catheter inserted in an artery, during the slow de-
creasing of the static pressure PC. The cuff pulse wave
WC shown in Fig. 3 is a differentiated curve.
[0021] In Fig. 3, each of respective peak points of suc-
cessive heartbeat-synchronous pulses of the blood-
pressure waveform WA measured using the catheter
represents a systolic blood pressure BPSYS of the sub-
ject. Therefore, the sixth heartbeat-synchronous pulse
WC1 of the cuff pulse wave WC, counted from the left-
hand end of the graph, is the first pulse detected after
the cuff pressure PT is decreased down to a value lower
than the systolic blood pressure BPSYS. When, for each
of the heartbeat-synchronous pulses of the cuff pulse
wave WC, a rate of decrease V of an after-peak-point
portion of the each pulse detected during a prescribed
time duration T1 shorter than a time duration from a peak
point of the each pulse to a rising point of another pulse
following the each pulse, that is, a slope of a straight line
connecting between the peak point of the each pulse
and another point of the each pulse detected after the
prescribed time duration T1 and before the rising point
of the following pulse is determined, the respective de-
termined decrease rates V of the pulses of the cuff pulse

wave WC detected after the sixth pulse WC1 decrease
as the cuff pressure PT decreases. Meanwhile, the re-
spective determined decrease rates V of the pulses de-
tected before the sixth pulse WC1, i.e., in the state in
which the flow of blood through the upper arm 13 is
stopped by the cuff 12, are much lower than the de-
crease rate V of any pulse detected after the sixth pulse
WC1 is detected and when the cuff pressure PT is lower
than, and near to, the systolic blood pressure BPSYS. In
addition, a peak portion of each of the first to fourth puls-
es of the cuff pulse wave WC detected in the state in
which the flow of blood through the upper arm 13 is
stopped by the cuff 12, has a small-projection shape.
Here, the peak portion of each pulse is defined as a por-
tion of the each pulse that includes, as a center of the
peak portion, a peak point of the each pulse and has a
length not longer than an entire length of the ease pulse,
e.g., equal to half the entire length. The small-projection
shape means that the peak portion projects like a small
projection around the peak point as the center thereof.
[0022] Although the graph shown in Fig. 3 is obtained
when the cuff pressure PT is slowly decreased, a similar
graph representing a relationship among the shape of
cuff pulse wave WC, the cuff pressure PT, and the de-
crease rate V can be obtained when the cuff pressure
PT is increased. More specifically described, the respec-
tive decrease rates V of the pulses of the cuff pulse wave
WC increase as the cuff pressure PT is increased below
the systolic blood pressure BPSYS. Meanwhile, the re-
spective decrease rates V of the pulses of the cuff pulse
wave WC largely decrease as the cuff pressure PT is
increased above the systolic blood pressure BPSYS. Al-
so when the cuff pressure PT is increased, the respec-
tive peak portions of the pulses of the cuff pulse wave
WC detected in the state in which the blood flow is
stopped takes a small-projection shape.
[0023] Thus, the increase-end-pressure determining
means 54 determines, based on the respective peak
points of the heartbeat-synchronous pulses of the cuff
pulse wave WC determined by the pulse-wave-peak de-
termining means 52, the respective decrease rates V of
the respective pulses of the cuff pulse wave WC, and
determines an increase-end pressure PCE based on a
fact that one of the respective decrease rates V is great-
er than a prescribed reference value VSET (> 0), or a fact
that a change value (e.g., a rate of change, or an amount
of change) of one of the respective decrease rates V is
negative. The determining means 54 determines one in-
crease-end pressure PCE, each time the pressure of cuff
12 is increased to stop the blood flow in the upper arm
13 and measure a blood pressure BP of the subject. Al-
ternatively, the increase-end-pressure determining
means 54 determines, based on the respective peak
points of the heartbeat-synchronous pulses of the cuff
pulse wave WC determined by the pulse-wave-peak de-
termining means 52, the respective peak portions of the
respective pulses of the cuff pulse wave WC, and deter-
mines an increase-end pressure PCE based on a fact
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that one of the respective peak portions has a small-
projection shape. In the latter case, too, the determining
means 54 determines one increase-end pressure PCE
each time the pressure of cuff 12 is increased. The
above-mentioned reference value VSET is experimen-
tally determined, in advance, such that the reference
value VSET is equal to a decrease rate V of the pulse of
the cuff pulse wave WC detected in the state in which
the static pressure PC is equal to a systolic blood pres-
sure.
[0024] A blood-pressure determining means 56 deter-
mines, based on the static-pressure signal SK and the
pulse-wave signal SM supplied from the static-pressure
filter circuit 22 and the pulse-wave filter circuit 24 when
the static pressure PC is slowly decreased by the cuff-
pressure changing means 50, a systolic blood pressure
BPSYS, a mean blood pressure BPMEAN, and a diastolic
blood pressure BPDIA of the subject, according to well-
known oscillometric algorithm, and operates the display
device 40 to display the thus determined blood pressure
values BPSYS, etc.
[0025] Next, there will be described the operation of
the control device 28, by reference to the flow chart
shown in Fig. 4. In the control routine represented by
the flow chart, first, at Step SA1 (hereinafter, "Step" is
omitted, if appropriate), the control device 28 judges
whether a start switch, not shown, has been operated
by an operator, e.g., a medical staff. SA1 is repeated till
a positive judgment is made.
[0026] Meanwhile, if a positive judgment is made at
SA1, the control proceeds with SA2 to switch the pres-
sure control valve 16 to its pressure-supply position and
operate the air pump 18, so that the static pressure PC
of the cuff 12 is quickly increased at a prescribed rate
(e.g., 40 mmHg/sec).
[0027] Then, at SA3, the control device 28 judges
whether the control device 28 has received, during the
increasing of the static pressure PC started at SA2, a
length of the pulse-wave signal SM that corresponds to
one heartbeat-synchronous pulse of the cuff pulse wave
WC. If a negative judgment is made at SA3, SA3 is re-
peated while the control device 28 receives the pulse-
wave signal SM continuously supplied from the pulse-
wave filter circuit 24. Meanwhile, if a positive judgment
is made at SA3, the control goes to SA4, corresponding
to the pulse-wave-peak determining means 52, where
the control device 28 determines, according to a well-
known data-process technique, a peak point of the one
heartbeat-synchronous pulse of the cuff pulse wave WC
that has been received while SA3 is repeated.
[0028] Next, the control goes to Steps SA5, SA6, and
SA7 corresponding to the increase-end-pressure deter-
mining means 54. First, at SA5, the control device 28
determines a rate V of decrease of a portion of the one
pulse that starts with the peak point determined at SA4
and lasts for a prescribed time duration T1 (e.g., half a
time duration between the peak point and the rising point
of another pulse following the one pulse). Supposing

that t(1) is a time of detection of the peak point of the
one pulse, A(1) is a magnitude of the peak point of the
one pulse, t(2) is a time after the prescribed time dura-
tion T1, and A(2) is a magnitude of the one pulse at the
time t(2), the decrease rate V is expressed as follows:

[0029] Then, at SA6, the control device 28 judges
whether the decrease rate V determined at SA5 is great-
er than a prescribed reference value VSET. If a negative
judgment is made at SA6, Step SA3 and the following
steps are repeated, so that the quick cuff inflation is con-
tinued, new heartbeat-synchronous pulses of the cuff
pulse wave WC are detected, and respective decrease
rates V of the new pulses are determined.
[0030] Meanwhile, if a positive judgment is made at
SA6, it indicates that the static pressure PC at the time
of detection of one pulse whose decrease rate V is
judged to be greater than the reference value VSET is
substantially equal to a systolic blood pressure BPSYS
of the subject. Then, at SA7, the control device 28 adds
a prescribed addition value α (e.g., 20 mmHg) to the
static pressure PC at that time, and thereby determines
an increase-end pressure PCE.
[0031] At SA8, the control device 28 judges whether
the current static pressure PC is higher than the in-
crease-end pressure PCE determined at SA7. If a neg-
ative judgment is made at SA8, SA7 is repeated, so that
the quick increasing of the static pressure PC is contin-
ued. Meanwhile, if a positive judgment is made at SA8,
then the control goes to SA9 to stop the air pump 18 and
thereby end the quick cuff inflation.
[0032] At SA10, the control device 28 switches the
pressure control valve 16 to its slow-deflation position,
so that the slow decreasing of the static pressure PC is
started. Then, the control goes to Steps SA11 and SA12
corresponding to the blood-pressure determining
means 56. First, at SA11, the control device 28
determines, based on the change of respective
amplitudes of heartbeat-synchronous pulses of the cuff
pulse wave WC continuously detected during the slow
decreasing of the static pressure PC, a systolic blood
pressure BPSYS, a mean blood pressure BPMEAN, and
a diastolic blood pressure BPDIA of the subject,
according to the well-known oscillometric algorithm.
[0033] Since the diastolic blood pressure BPDIA is last
determined according to the oscillometric algorithm, the
control device 28 judges, at SA12, whether the diastolic
blood pressure BPDIA has been determined, and there-
by determines whether the current blood-pressure
measuring operation has been finished. If a negative
judgment is made at SA12, Steps SA11 and SA12 are
repeated. Meanwhile, if a positive judgment is made at
SA12, then the control goes to SA13 to switch the pres-
sure control valve 16 to its quick-deflation position and
thereby quickly release the static pressure PC. And, at

V = -{A(2)-A(1)}/{t(2)-t(1)} (1)
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SA14, the control device 28 operates the display device
40 to display the blood-pressure values BP determined
at SA11. In the flow chart shown in Fig. 4, Steps SA2,
SA9, SA10, and SA13 correspond to the cuff-pressure
changing means 50.
[0034] It emerges, from the foregoing description of
the illustrated embodiment employing the flow chart
shown in Fig. 4, that at Steps SA5 to SA7 (i.e., the in-
crease-end-pressure determining means 54), the in-
crease-end pressure PCE at which the quick increasing
of the static pressure PC is to be ended is determined
based on the fact that the decrease rate V of one pulse
(i.e., a portion of the one pulse from its peak point to the
end of the prescribed time duration T1) of the cuff pulse
wave WC detected during the quick increasing of the
static pressure PC, is greater than the prescribed refer-
ence value VSET. Thus, the quick increasing of the static
pressure PC of the cuff 12 is ended at the thus deter-
mined increase-end pressure PCE that is the most suit-
able for the individual subject whose systolic blood pres-
sure BPSYS may differ from those of other subjects.
[0035] Fig. 5 shows another flow chart that is different
from the flow chart shown in Fig. 4 and represents an-
other control program according to which the control de-
vice 28 shown in Fig. 1 may be operated.
[0036] In the flow chart of Fig. 5, Steps SB1 to SB5
are the same as Steps SA1 to SA5 of the flow chart of
Fig. 4. Then, at SB6, the control device 28 determines
an amount ∆V of change of a decrease rate Vn (n is an
ordinal number counted from the commencement of the
quick cuff inflation) of one heartbeat-synchronous pulse
of the cuff pulse wave WC, determined at SB5, from a
decrease rate Vn-1 of another pulse preceding the one
pulse, according to the following expression (2):

[0037] At SB7, the control device 28 judges whether
the change amount ∆V determined at SB6 is smaller
than zero. Under the condition that the static pressure
PC is lower than the systolic blood pressure BPSYS of
the subject, the respective decrease rates V of the re-
spective heartbeat-synchronous pulses increase as the
static pressure PC increases, and accordingly the each
of the respective change amounts ∆V of the respective
pulses is greater than zero. Thus, under this condition,
a negative judgment is made at SB7. In this case, Step
SB3 and the following steps are repeated, so that the
quick increasing of the static pressure PC is continued.
[0038] On the other hand, if the static pressure PC ex-
ceeds the systolic blood pressure BPSYS of the subject,
the respective decrease rates V of the pulses signifi-
cantly decrease, and accordingly a change amount ∆V
of the decrease rate Vn of one pulse detected immedi-
ately after the static pressure PC exceeds the systolic
blood pressure BPSYS, from the decrease rate Vn-1 of

∆ V = Vn - Vn-1 (2)

the preceding pulse is smaller than zero. Thus, if the
static pressure PC exceeds the systolic blood pressure
BPSYS of the subject, a positive judgment is made at
SB7.
[0039] If a positive judgment is made at SB7, then
control goes to SB8 to determine, as an increase-end
pressure PCE, the current static pressure PC at that time,
and simultaneously stop the operation of the air pump
18. Step SB9 and the following steps are the same as
Step SA10 and the following steps of the flow chart of
Fig. 4. Eventually, the control device 28 determines
blood-pressure values BP of the subject. In this flow
chart, Steps SB5 to SB8 correspond to the increase-
end-pressure determining means 54.
[0040] From the foregoing description of the illustrat-
ed embodiment employing the flow chart shown in Fig.
5, it is apparent that at Steps SB5 to SB8 (the increase-
end-pressure determining means 54), the increase-end
pressure PCE at which the quick increasing of the static
pressure PC is to be ended is determined based on the
fact that the change amount ∆V of the decrease rate V
of one pulse (i.e., a portion of the one pulse from its peak
point to the end of the prescribed time.duration T1) of
the cuff pulse wave WC detected during the quick in-
creasing of the static pressure PC, is smaller than zero.
Thus, the quick increasing of the static pressure PC of
the cuff 12 is ended at the thus determined increase-
end pressure PCE that is the most suitable for the indi-
vidual subject whose systolic blood pressure BPSYS
may differ from those of other subjects.
[0041] Fig. 6 shows yet another flow chart that is dif-
ferent from the flow charts shown in Figs. 4 and 5 and
represents yet another control program according to
which the control device 28 shown in Fig. 1 may be op-
erated.
[0042] In the flow chart of Fig. 6, Steps SC1 to SC4
are the same as Steps SA1 to SA4 of the flow chart of
Fig. 4. Then, at SC5, the control device 28 determines,
as a peak portion of one heartbeat-synchronous pulse
of the cuff pulse wave WC, read in at SC3, a middle por-
tion of the one pulse that has, as the center of the middle
portion, the peak point of the one pulse determined at
SC4 and has a length equal to half an entire length of
the one pulse.
[0043] At SC6, the control device 28 judges whether
the peak portion of the one pulse, determined at SC5,
has a small-projection shape. In the case where the
peak portion of the one pulse has the small-projection
shape, the peak portion has, before its peak point, a first
deflection point where the rate of increase of the mag-
nitude of the peak portion significantly largely increases
and accordingly is greater than a prescribed increase-
ate value, and has, after the peak point, a second de-
flection point where the rate of decrease of the magni-
tude of the peak portion significantly largely decreases
and accordingly is smaller than a prescribed decrease-
rate value. Therefore, at SC6, the control device 28
judges whether the peak portion includes both the first
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and second deflation points.
[0044] Under the condition that the static pressure PC
is lower than the systolic blood pressure BPSYS of the
subject, each of the respective peak portions of the re-
spective heartbeat-synchronous pulses does not have
the small-projection shape, and accordingly a negative
judgment is made at SC6. In this case, Step SC3 and
the following steps are repeated, so that the quick in-
creasing of the static pressure PC is continued.
[0045] On the other hand, if the static pressure PC ex-
ceeds the systolic blood pressure BPSYS of the subject,
each of the respective peak portions of the pulses shows
the small-projection shape, and accordingly a positive
judgment is made at SC6. If a positive judgment is made
at SC6, then control goes to SC7 to determine, as an
increase-end pressure PCE, the current static pressure
PC at that time, and simultaneously stop the operation
of the air pump 18. Step SC8 and the following steps
are the same as Step SA10 and the following steps of
the flow chart of Fig. 4. Eventually, the control device 28
determines blood-pressure values BP of the subject. In
this flow chart, Steps SC5 to SC7 correspond to the in-
crease-end-pressure determining means 54.
[0046] From the foregoing description of the illustrat-
ed embodiment employing the flow chart shown in Fig.
6, it is apparent that at Steps SC5 to SC7 (the increase-
end-pressure determining means 54), the increase-end
pressure PCE at which the quick increasing of the static
pressure PC is to be ended is determined based on the
fact that the peak portion of one pulse of the cuff pulse
wave WC, detected during the quick increasing of the
static pressure PC, has the small-projection shape.
Thus, the quick increasing of the static pressure PC of
the cuff 12 is ended at the thus determined increase-
end pressure PCE that is the most suitable for the indi-
vidual subject whose systolic blood pressure BPSYS
may differ from those of other subjects.
[0047] While the present invention has been de-
scribed in its preferred embodiments by reference to the
drawings, it is to be understood that the invention may
otherwise be embodied.
[0048] For example, the illustrated automatic blood-
pressure measuring apparatus 10 employs the oscillo-
metric blood-pressure measuring method. However, the
apparatus 10 may employ so-called Korotkoff-sound
method in which blood-pressure values are determined
based on respective values of a cuff pressure when Ko-
rotkoff sounds are first and last detected. Otherwise, the
apparatus 10 may employ a supersonic Doppler method
in which supersonic transmitter and receiver are placed
right above an artery to detect the opening and closing
of the artery when the pressing force applied to the ar-
tery is changed, and thereby determine a blood pres-
sure.
[0049] It is to be understood that the present invention
may be embodied with other changes, improvements,
and modifications that may occur to a person skilled in
the art without departing from the spirit and scope of the

invention defined in the appended claims.

Claims

1. An apparatus (10) for automatically measuring a
blood pressure of a living subject, comprising:

an inflatable cuff (12) which is adapted to be
wound around a portion (13) of the subject;
an increase-end-pressure determining means
(54) for determining, based on a cuff pulse
wave occurring to the cuff when a pressure in
the cuff is increased at a first rate, an increase-
end pressure to which the pressure of the cuff
is increased at the first rate, at which the in-
creasing of the pressure of the cuff is ended,
and from which the pressure of the cuff is de-
creased at a second rate lower than the first
rate; and
a blood-pressure determining means (56) for
determining a blood pressure of the subject
based on a physical signal obtained from the
subject when the pressure of the cuff is de-
creased at the second rate from the increase-
end pressure.

2. An apparatus according to claim 1, wherein the in-
crease-end-pressure determining means (54,
SA3-SA7; SB3-SB8) determines the increase-end
pressure based on a rate of decrease of an after-
peak-point portion of at least one heartbeat-syn-
chronous pulse of the cuff pulse wave occurring to
the cuff (12) when the pressure of the cuff is in-
creased at the first rate, said after-peak-point por-
tion starting with a peak point of said heartbeat-syn-
chronous pulse.

3. An apparatus according to claim 1, wherein the in-
crease-end-pressure determining means (54,
SC3-SC7) determines the increase-end pressure
based on whether a peak portion of at least one
heartbeat-synchronous pulse of the cuff pulse wave
occurring to the cuff when the pressure of the cuff
is increased at the first rate has a small-projection
shape.

4. An apparatus according to claim 3, further compris-
ing a cuff-pulse-wave detecting device (24) which
detects the cuff pulse wave occurring to the cuff
when the pressure of the cuff is increased at the first
rate, wherein the increase-end-pressure determin-
ing means (54, SC3-SC7) comprises:

a peak-point identifying means (SC3, SC4) for
identifying a peak point of said heartbeat-syn-
chronous pulse of the cuff pulse wave;
a peak-portion determining means (SC5) for
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determining, as the peak portion of said heart-
beat-synchronous pulse, a portion of the heart-
beat-synchronous pulse that has, as a center
thereof, the identified peak point of the heart-
beat-synchronous pulse and has a predeter-
mined length shorter than an entire length of
the heartbeat-synchronous pulse;
a small-projection-shape identifying means
(SC6) for identifying the small-projection shape
of the peak portion by judging that the peak por-
tion has, before the peak point, a first deflection
point where a rate of increase of the peak por-
tion significantly largely increases and accord-
ingly is greater than a prescribed increase-rate
value, and has, after the peak point, a second
deflection point where a rate of decrease of the
peak portion significantly largely decreases
and accordingly is smaller than a prescribed
decrease-rate value; and
means (SC7) for determining the increase-end
pressure based on a pressure of the cuff at a
time when said heartbeat-synchronous pulse,
for which said small-projection shape of the
peak portion is identified, is detected by the
cuff-pulse-wave detecting device.

5. An apparatus according to claim 1, further compris-
ing a cuff-pulse-wave detecting device (24) which
detects the cuff pulse wave occurring to the cuff (12)
when the pressure of the cuff is increased at the first
rate, wherein the increase-end-pressure determin-
ing means (54, SA3-SA7) comprises:

a peak-point identifying means (SA3, SA4) for
identifying a peak point of at least one heart-
beat-synchronous pulse of the detected cuff
pulse wave;
a decrease-rate determining means (SA5) for
determining a rate of decrease of an after-
peak-point portion of said heartbeat-synchro-
nous pulse that starts with the identified peak
point of the heartbeat-synchronous pulse and
lasts in a predetermined time duration after the
peak point;
a judging means (SA6) for judging whether the
determined rate of decrease of the after-peak-
point portion of said heartbeat-synchronous
pulse is greater than a prescribed decrease-
rate value; and
means (SA7) for determining the increase-end
pressure based on a pressure of the cuff (12)
at a time when said heartbeat-synchronous
pulse, for which said determined rate of de-
crease is judged as being greater than the pre-
scribed decrease-rate value, is detected by the
cuff-pulse-wave detecting device.

6. An apparatus according to claim 1, further compris-

ing a cuff-pulse-wave detecting device (24) which
detects the cuff pulse wave occurring to the cuff (12)
when the pressure of the cuff is increased at the first
rate, wherein the increase-end-pressure determin-
ing means (54, SB3-SB8) comprises:

a peak-point identifying means (SB3, SB4) for
identifying a peak point of each of plurality of
heartbeat-synchronous pulses of the detected
cuff pulse wave;
a decrease-rate determining means (SB5) for
determining a rate of decrease of an after-
peak-point portion of said each of the heart-
beat-synchronous pulses that starts with the
identified peak point of said each heartbeat-
synchronous pulse and lasts in a predeter-
mined time duration after the peak point;
a change-amount determining means (SB6) for
determining an amount of change of the deter-
mined rate of decrease of the after-peak-point
portion of said each heartbeat-synchronous
pulse from the determined rate of decrease of
the after-peak-point portion of a heartbeat-syn-
chronous pulse prior to said each heartbeat-
synchronous pulse;
a judging means (SB7) for judging whether the
determined amount of change of the deter-
mined rate of decrease of the after-peak-point
portion of said each heartbeat-synchronous
pulse is smaller than zero; and
means (SB8) for determining the increase-end
pressure based on a pressure of the cuff (12)
at a time when said each heartbeat-synchro-
nous pulse, for which said determined amount
of change is judged as being smaller than zero,
is detected by the cuff-pulse-wave detecting
device (24).

7. An apparatus according to any one of claims 1 to 6,
further comprising:

a pressure sensor (14, 22) which detects the
pressure in the cuff (12): and
a cuff-pressure changing device (16, 18, 50)
which increases the pressure of the cuff at the
first rate and decreases the pressure of the cuff
at the second rate.

8. An apparatus according to any one of claims 1 to 7,
wherein the blood-pressure determining means
(56) determines the blood pressure of the subject
based on the physical signal comprising the cuff
pulse wave occurring to the cuff (12) when the pres-
sure of the cuff is decreased at the second rate from
the increase-end pressure.

9. An apparatus according to any one of claims 1 to 8,
further comprising a display device (40) which dis-
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plays the blood pressure determined by the blood-
pressure determining means (56).
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