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Description

BACKGROUND OF THE INVENTION

1) Field of the Invention

[0001] The present invention relates to a mobile terminal and a method of controlling reception of the same, and relates
to a technique suitably applied in a system using, for example, an HSDPA (Hi-Speed Downlink Packet Access) trans-
mission system that is one transmission system in the mobile communication system.

2) Description of the Related Art

[0002] A W-CDMA (Wideband-Code Division Multiple Access) system is a 3rd generation mobile communication
system, and is being standardized by the 3GPP (3rd Generation Partnership Project) . The HSDPA is provided as a
system for realizing the maximum transmission speed of 14 Mbps through a downlink, as one of the themes of the
standardization.
[0003] The HSDPA uses the adaptive coding modulation procedure. One feature of the HSDPA is to adaptively switch
between, for example, the QPSK (Quadrature Phase Shift Keying) modulation procedure and the 16QAM (Quadrature
Amplitude Modulation) system in accordance with the wireless environment between a base station and a mobile terminal
device (hereinafter referred to also as a mobile station).
[0004] The HSDPA uses an H-ARQ (Hybrid Automatic Repeat request) system. In the H-ARQ, when the mobile station
detects an error in data received from the base station, the data is retransmitted from the base station in response to a
request from the mobile station. Then, the mobile station performs error correction decoding using both of the already-
received data and the retransmitted data. In this manner, in the H-ARQ, the already-received data is effectively used
even if an error occurs, thereby enhancing the gain of the error correction decoding and reducing the number of retrans-
mission.
[0005] The HSDPA uses mainly the following wireless channels of HS-SCCH (High Speed-Shared Control Channel),
HS-DSCH (High Speed-Downlink Shared Channel), HS-DPCCH (High Speed-Dedicated Physical Control Channel).
[0006] Both of the HS-SCCH and the HS-DSCH are downlink (i.e. in a direction from the base station to the mobile
station) shared channels. The HS-SCCH is a control channel for sending various parameters (L1 information) regarding
data to be sent through the HS-LSCH. In this case, various parameters includes modulation type information (representing
with which modulation procedure data is sent through the HS-DSCH), an assigned number of a diffusion code (code
multiplexing number), a process number of HS-DSCH, a retransmission/new indicator representing whether transmission
data is to be retransmitted and a pattern of rate matching to be performed for the transmission data.
[0007] In the HS-SCCH, control signals can concurrently be sent to a plurality of mobile stations using a plurality of
diffusion codes (e.g. four codes). Of the plurality of HS-SCCHs, the mobile station can determine the HS-SCCH that is
addressed thereto, based on a UE-ID (User Equipment-Identity).
[0008] On the other hand, the HS-DPCCH is an individual control channel in the uplink direction from the mobile station
to the base station, and is used when the mobile station sends an ACK or NACK signal to the base station in accordance
with whether data received through the HS-DSCH can be received or not. When the mobile station fails to receive data
(i.e. when a CRC (Cyclic Redundancy Check) error is found in the received data), the base station controls a retrans-
mission process in response to a NACK signal sent from the mobile station.
[0009] Further, the HS-DPCCH is used when the mobile station sends a measurement result of reception quality (e.g.
an SIR: Signal to Interference Ratio) of a received signal from the base station, to the base station as a CQI (Channel
Quality Indicator). The base station determines whether the downlink wireless environment is favorable based on the
received CQI. If it is determined that the downlink wireless environment is favorable, the modulation procedure is switched
to one capable of transmitting data at a high speed. On the contrary, if it is determined that the downlink wireless
environment is not favorable, the modulation procedure is switched to a procedure for transmitting data at a low speed
(i.e. adaptive modulation is performed).
[0010] In the HSDPA, before and after a rate matching process is performed, a ratio of a small amount of HS-DSCH
data becomes lower than that of a large amount of HS-DSCH data, thus possibly realizing favorable transmission
characteristics.
[0011] Note that the term "ratio before and after the rate matching" relates to a rate matching process on the sender
side (base station), as exemplarily shown in FIG. 9, and can be expressed by the relationship of the (ratio before and
after the rate matching) = (information bit length) 4 (bit length after the rate matching). The lower the value of the "ratio
before and after the rate matching" is, the higher the ratio of the transmission  power per bit becomes, because redundancy
is introduced to a small amount of information so as to become transmission data of a large bit length, thus realizing
favorable transmission characteristics.
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[0012] On the other hand, data of the HS-SCCH has a constant number of information bits at the time of data trans-
mission. In the communication environment of a low SIR, favorable transmission characteristics are not realized, even
if the above transmission control is performed based on the CQI.
[0013] Japanese Patent Application Laid-Open No. 2004-312530 discloses a technique for improving the transmission
power for the HS-SCCH, when the reception of the HS-SCCH is deteriorated.
[0014] Japanese Patent Application Laid-Open No. 2005-318470 discloses a technique for the transmission control
on the side of the mobile station. According to this technique, a BLER of the HS-DSCH becomes constant by adding an
offset to the CQI sent from he mobile station for the sake of modulation.
[0015] Further, Japanese Patent Application Laid-Open No. 2002-369258 discloses a technique for efficiently sending
control information from the mobile station to the base station.
[0016] 3rd Generation Partnership Project; Technical Specification Group Radio Access Network; Physical layer pro-
cedures (FDD) (Release 7) (3GPP TS25. 214V7. 0.0  (2006-03)) discloses the above-described conventional technique.
[0017] In the HSDPA reception, the HS-SCCH is received, and the parameters are extracted therefrom. Then, the
HS-DSCH is received. Depending on the transmission environment and different coding systems between the HS-
SCCH/HS-DSCH, the HS-SCCH may not be received, while the HS-DSCH may be received. In such an environment,
the HS-DSCH may fail to be received.
[0018] Pages 69 to 73 of the textbook "Advances in Mobile Radio Access Networks" describes the working of the HS-
DSCH and the HS-DCCH.
[0019] The below describes the problems and related techniques.

[1] Channel configuration and its timing relationship in HSDPA

[0020] FIG. 4 is a diagram showing the channel configuration and its timing relationship in the HSDPA. Because the
W-CDMA uses a code division multiplex system, each channel is divided by code. Though not illustrated, the mobile
station uses a CPICH (Common Pilot Channel) as a channel for sending a so-called pilot signal . This channel is used
for channel estimation, cell search and timing reference for another down physical channel within the same cell, in the
mobile station. In addition, the mobile station uses a P-CCPCH (Primary Common Control Physical Channel) as a
channel for sending report information.
[0021] As shown in FIG. 4, in each channel, one frame (10 ms) is composed of fifteen slots.
[0022] The frame head of the HS-DSCH delays by two slots as compared to the HS-SCCH. This delay enables the
mobile station to demodulate the HS-DSCH using a demodulation procedure corresponding to a modulation procedure
represented in the received information, after it receives the information through the HS-SCCH. Each of the HS-SCCH
and HS-DSCH includes one sub-frame composed of three slots.
[0023] The HS-DPCCH is a channel of an uplink direction. The first slot of the HS-DPCCH is used for sending an
ACK/NACK signal representing a result of the received HS-DSCH from the mobile station to the base station approxi-
mately after 7.5 slots since the reception of the HS-DSCH. The second and third slots are used for sending CQI information
for controlling the adaptive modulation periodically to the base station for the sake of feedback transmission. In this case,
the CQI information to be sent is generated based on the receiver environment (e.g. a result of measured SIR) that is
measured in a period that is four to one slot prior to the CQI transmission.

[2] Data contents to be sent through HS-SCCH and its encoding procedure

[0024] The following (1) to (7) are examples of data to be sent through the HS-SCCH. Each of the following data is
used for a receiving process for correspond ing HS-DSCH (delay of two slots).

(1) Xccs (Channelization Code Set information)
(2) Xms (Modulation Scheme information)
(3) Xtbs (Transport Block Size information)
(4) Xhap (Hybrid ARQ Process information)
(5) Xrv (Redundancy and constellation Version)
(6) Xnd (New Data indicator)
(7) Xue (User Equipment identify)

[0025] Note that

(1) "Xccs" represents a diffusion code for sending data through the HS-DSCH (e.g. data representing a combination
of a multicode number and a code offset), and is formed of seven bits.
(2) Xms represents whether the modulation procedure of the HS-DSCH is either QPSK or 16QAM, and is formed of
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one bit.
(3) Xtbs is used for calculating a transport block size of data to be transmitted through the HS-DSCH (i.e. the size
of data to be sent in one sub-frame of the HS-DSCH), and is formed of six bits.
(4) Xhap represents a process number of H-ARQ, and is formed of three bits.
The base station cannot determine whether already-transmitted data can be received by the mobile station until an
ACK or NACK signal is received. However, the base station sends a new packet before an ACK or NACK signal is
received, because the transmission efficiency decreases if it waits for the ACK or NACK signal.
Since the mobile station uses the H-ARQ system, it needs to identify with which received data retransmission data
should be synthesized. Process numbers (e.g. 0, 1, ..., 7 up to 8) are defined for the respective data to be sent in
the sub-frames. When the same process number exists, the corresponding HS-DSCH data can be synthesized. It
takes at least 6TTI (Transmission Time Interval) (1TTI=2ms in this case) all the way through since the mobile station
performs a CRC process upon reception of the previous HS-DSCH data, sends a NACK signal to the base station,
and receives retransmission data from the base station. Therefore, the retransmission data should not be synthesized
in a period less than 6TTI.
(5) Xrv represents a rate matching patter and a type of constellation rearrangement in the retransmission of the HS-
DSCH, and is formed of three bits.
(6) represents whether an HS-DSCH transmission block is a new block or a retransmission block, and is formed of
one bit. If the HS-DSCH transmission block is a new block, the above H-ARQ process is not performed.
(7) Xue represents identification information of the mobile station, and is formed of sixteen bits.

[3] Encoding (decoding) process

[0026] FIG. 5 is a diagram exemplarily showing the above data flow. In FIG. 5, a numeral 100 identifies a base station
(BTS : Base Transceiver Station), while a numeral  200 identifies a mobile terminal (MS: Mobile station). Note that the
mobile terminal 200 may be referred simply as a mobile station 200.
[0027] As shown in FIG. 5, the base station 100 mainly includes, for example, a CRC adding unit 101, a turbo-encoder
102, a 1st rate-matching unit 103, a virtual IR. (Virtual Incremental Redundancy) buffer 104, a 2nd rate-matching unit
105 and a physical CH (channel) mapping unit 106.
[0028] In thus configured base station 100, transmission data addressed to the mobile station 200 is input to the CRC
adding unit 101, and the unit 101 adds a CRC code for a CRC process thereto. Then, the transmission data is input to
the turbo-encoder 102, and the turbo-encoder 102 performs an error correction encoding process (a turbo-encoding
process in this case) therefor.
[0029] For the turbo-encoded transmission data, the 1st rate-matching unit 103 performs a puncture (thinning) process
for deleting a predetermined bit(s) using a predetermined algorithm or a repetition process for repeating a predetermined
bit (s). In this case, the data will be processed to a data amount suitable for a predetermined area of the virtual IR buffer
104 in the following stage. Then, the data is temporarily held in the virtual IR buffer 104 for timing adjustment.
[0030] After that, the 2nd rate-matching unit 105 performs  the puncture or repetition process for the transmission data
sent from the virtual IR buffer 104 in such a way that the data can be contained in one sub-frame of the physical channel
that is a target channel for mapping (assignment) performed by the physical CH mapping unit 106 in the following stage.
As a result, the data can be input to the physical CH mapping unit 106.
[0031] The physical CH mapping unit 106 maps the transmission data whose data amount has been adjusted by the
2nd rate-matching unit 105. Then, the transmission data is sent to the mobile station 200 through a non-illustrated
transmission antenna.
[0032] The mobile station 200 mainly includes, for example, a physical CH (channel) separating unit 107, a 2nd rate-
matching unit 108, a virtual IR buffer 109, a 1st rate-dematching unit 110, a turbo-decoding unit 111 and a CRC process
unit 112.
[0033] In thus configured mobile station 200, a signal sent from the base station 100 is input to the physical CH
separation unit 107 through an unshown reception antenna, and the physical CH separation unit 107 identifies and
demaps the received physical channel so as to extract effective data, and the extracted data is input to the 2nd rate-
dematching unit 108.
[0034] For the received data, the 2nd rate-dematching unit 108 performs a rate dematching process (for adjusting the
data amount) that is an opposite process of the rate  matching process (the above puncture or repetition process for
adjusting the data amount) performed by the 2nd rate-matching unit 105 on the receiver side (the base station 100).
The received data after the rate dematching process is temporarily held in the virtual IR buffer 109 for timing adjustment,
and is input to the 1st rate-dematching unit 110.
[0035] For the received data from the virtual IR buffer 109, the 1st rate-dematching unit 110 performs a rate dematching
process (for adjusting the data amount) that is an opposite process of the rate matching process (the above puncture
or repetition process) performed by the 2nd rate-matching unit 105 on the sender side (the base station 100).
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[0036] Thus rate-dematched, received data is turbo-decoded (error correction decoded) by the turbo-decoding unit
111, and is CRC processed by the CRC process unit 112. As described above, if the CRC result is "true" (OK), an ACK
signal is sent to the base station 100. On the contrary, if the CRC result is "false" (NG), an NACK signal is sent thereto.

[4] Data demodulation/coding process

[0037] FIG. 6 is a diagram showing timings of receiving the HS-SCCH and HS-DSCH and various processing timings.
For simplicity of description, FIG. 6 shows only data of the process No. 1. However, the same applies to other data. In
FIG. 6, the process numbers of 0 to 5 are  repeated.
[0038] For example, in the slot numbers #0 to #2 in the process No.1, the mobile station 200 receives the HS-SCCH
sent from the base station 100, extracts Xue included in the first half of the HS-SCCH, and determines whether this HS-
SCCH is addressed to its own mobile station 200 in the slot number #1 in the process No. 1. If it is determined that the
HS-SCCH is addressed to its own mobile station 200, the mobile station 200 extracts HS-DSCH demodulation parameters
(such as a modulation procedure parameter, a code multiplexing numberparameter, etc.) and HS-DSCH decoding
parameters (such as a transport block size parameter, a rate matching parameter, etc.) from the last half of the received
HS-SCCH. In the slot number #0 of the process No. 2, the mobile station 200 performs demodulation setting and decoding
setting for the HS-DSCH that is received with a delay of two slots since the HS-SCCH is received.
[0039] If the HS-DSCH is received with a delay of two slots since the HS-SCCH begins to be received (i.e. from the
slot number #2 of the process No. 1 to the slot number #1 of the process No. 2), the mobile station 200 performs a
process for demodulating the received HS-DSCH in accordance with the HS-DSCH demodulation setting, in the slot
number #0 of the new process No. 3. Then, the turbo-decoding unit 111 performs a process for decoding  the received
HS-DSCH, in accordance with the HS-DSCH decoding setting.
[0040] At this time, if the CRC result of the decodedHS-DSCH is "true", as checked by the CRC process unit 112, the
mobile station 200 sends an ACK signal to the base station 100. On the contrary, if the CRC result of the decoded HS-
DSCH is not "true", the mobile station 200 sends a NACK signal to the base station 100, and requests for retransmission
of the HS-DSCH. After that, the mobile station 200 performs a process for synthesizing retransmission data from the
base station 100 with the data held in the virtual IR buffer 109 (H-ARQ synthesizing).

[5] H-ARQ synthesizing process

[0041] FIG. 7A is a diagram for explaining an H-ARQ process when retransmission data is appropriately received.
FIG. 7B is a diagram for explaining an H-ARQ process when retransmission data is not appropriately received. In this
case also, the process numbers of 0 to 5 are repeated.
[0042] Description will now be made to the case where the mobile station 200 appropriately receives the retransmission
data from the base station 100 as shown in FIG. 7A.
[0043] Upon reception of the HS-DSCH data of the process No. 0, the demodulation/decoding process and the CRC
process is performed for the receive data in the mobile  station 200. When the CRC process unit 112 determines that
the CRC result is "false", the mobile station 200 sends a NACK signal to the base station 100 through the HS-DPCCH
at timing after 7.5 slots since the complete reception of the HS-DSCH (i.e. at a timing corresponding to the 1.5 slots of
the process No. 3).
[0044] Upon reception of the NACK signal, the base station 100 retransmits transmission data (retransmission data
of the process No. 0) whose rate matching pattern has been changed through the HS-DSCH. The mobile station 200
synthesizes the received data held in the virtual IR buffer 109 with the retransmission data at the same timing of the
process No. 0 as that of the next cycle, and performs a turbo-decoding process therefor. Note that the H-ARQ synthesizing
process is performed for the data received in the process No. 1, as illustrated with the dotted lines of FIG. 7A.
[0045] In this manner, in the mobile station 200 in the HSDPA, the received HS-DSCH data is synthesized with the
retransmission data at a processing timing (cycle) of the same processing number. As a result, corresponding HS-DSCH
data pieces can be synthesized without identifying which received data corresponds to the retransmission data using
any special process. The base station 100 can send a next new packet before receiving the ACK or NACK signal from
the base station 200, thus preventing a decrease in the transmission  efficiency and realizing accurate synthesizing
process.

[6] Problem at the time of receiving data

[0046] Due to deterioration of a transmission environment between the base station 100 and the mobile station 200,
the base station 100 may not appropriately receive the NACK signal, the base station 100 may not send retransmission
data (retransmission data of the process No. 0 in this case), or the mobile station 200 may not receive the retransmission
data.
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[0047] As shown in FIG. 7B, it is assumed that the mobile station 200 can not receive the retransmission data of the
process No. 0.
[0048] In this case, the mobile station 200 does not perform the synthesizing process at a timing corresponding to the
process No. 0 in which the retransmission data should originally be synthesized. Instead, the mobile station 200 performs
the synthesizing process at a timing corresponding to the same process No. 0 in which the retransmission data has
appropriately been received. When a time period until retransmission data can appropriately be received is greater than
a predetermined threshold value, the transmission data may not be subject to the synthesizing process.
[0049] In FIG. 7B, because the retranmission data can appropriately be received, data corresponding to the process
No. 1 can be synthesized with the retransmission  data at the timing of the process No. 1 of the next cycle, as in the
case of FIG. 7A.
[0050] With reference to FIG. 8, description will now be made to control processing for a transmission using CQI(s).
FIG. 8 shows a CQI mapping table which holds CQIs in association with transport block size parameters, code multiplexing
number (1 to 5) parameters and modulation procedure (QPSK, 16-QAM) parameters.
[0051] The base station 100 changes the format of the HS-DSCH so as to make the format correspond to a transmission
parameter corresponding to the CQI value stored in the CQI mapping table, and sends the data. In regard to the
relationship between the CQI values and the total amount of data, the lower the CQI value is, the smaller the total amount
of data becomes. In addition, the higher the CQI value is, the larger the total amount of data becomes.
[0052] When the base station 100 sends data through the HS-SCCH or DSCH, the transmission power value is always
constant. However, depending on the positional relationship (distance, etc.) between the base station 100 and the mobile
station 200, different apparent transmission power values are identified by a plurality of mobile stations 200. An SIR is
generally used as an indicator indicating the transmission power from the base station 100 identified at the mobile station
200. For example, when the mobile station 200 exists near  the base station 100, the SIR is high. On the contrary, when
the mobile station 200 exists far from the base station 100, the SIR is low.
[0053] To improve the communication efficiency, the mobile station 200 sends a high CQI value to the base station
100, when a high SIR is identified. As a result, a large amount of transmission data is sent from the base station 100.
On the contrary, when a low SIR is identified, the mobile station 200 sends a low CQI value to the base station 100. As
a result, a small amount of transmission data is sent from the base station 100, thus surely sending/receiving the data.
[0054] That is, in the context of the same transmission power value (SIR), the lower the CQI value is, the lesser the
error occurs (BLER (Block Error Rate) is improved (i.e. low)). On the contrary, the higher the CQI value is, the more the
error occurs (the BLER is high).
[0055] In consideration of the above, according to the basic specifications of the 3GPP, it is defined that CQI values
are sent to the base station 100 in the Static environment (where there is no fading). In this case, specifically, a CQI
value corresponds to the transport block size, the code multiplexing number and the modulation procedure. This CQI
value is so selected that the BLER of the HS-DSCH measured by the mobile station 200 is not greater than 10% (i.e.
BLER < 0.1).
[0056] Further, there is such a relationship as shown in  the following equation (1) between the transmission power
value (PHS-DSCH) of the HS-DSCH and the transmission power value (PCPICH) of the CPICH. 

[0057] As seen from this equation (1), there is a correlation between the power value of the HC-DSCH and the power
value of the CPICH. When the SIR of the CPICH is high, both of the quality of the HS-DSCH and the BLER are improved.
On the contrary, when the SIR of the CPICH is low, the BLER of the HS-DSCH is degraded.
[0058] According to an actual transmission parameter controlling method using the CQI values, such an SIR. that the
BLER is equal to 0.1 (BLER=0.1) in the static environment is searched in advance, based on each transmission parameter
in association with each CQI value of the CQI mapping table (the transport block size parameter, the code multiplexing
number, the modulation procedure, etc.). The CQI value and the searched an SIR are held in association with each
other in a table.
[0059] The mobile station 20 measures each SIR, searches the mapping table for a CQI value corresponding to the
measured SIR, and sends the value to the base station 100. Then, the base station 100 sends transmission data having
a transport block size as large a size as possible (equal to or smaller than any of the transport block sizes acquired from
the CQI mapping table), to the mobile  station 200 through the HS-D,SCH.
[0060] According to the above-described conventional techniques, the HS-SCCH is decoded so as to extract various
parameters. Then, the HS-DSCH is demodulated and decoded using the extracted parameters. At this time, the HS-
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SCCH is convolution codes so as to be decoded. On the other hand, the HS-DSCH is turbo-encoded so as to be
demodulated and decoded. This is because the data to be transmitted through the HS-SCCH has a relatively short bit
length, and the data to be transmitted through the HS-DSCH has various bit lengths.
[0061] Since the data to be transmitted through the HS-DSCH has various bit lengths, the "ratio before and after the
rate matching" changes. Therefore, either good or bad transmission (reception) characteristics may be realized (as
described above, the lower the "ratio before and after the rate matching" is, the favorable reception characteristics may
possibly be realized).
[0062] Since the data to be transmitted through the HS-SCCH has a constant bit length, the "ratio before and after
the rate matching" does not change.
[0063] In such an environment that the "ratio before and after the rate matching" of the HS-DSCH is better (lower)
than that of the HS-SCCH, the HS-DSCH can appropriately be received (i.e. the CRC result is "true" when the data is
received and decoded). However, the HS-SCCH may not appropriately be received (i.e. the CRC result is "false"  when
the data is received and decoded). That is, generally, channels are so assigned that reception characteristics are better
in the HS-SCCH than the case of the HS-DSCH. Depending on the encoding procedure of corresponding channel data
or rate matching process, the good/bad reception characteristics of both of the HS-SCCH and HS-DSCH may become
the other way around.
[0064] Even if the HS-DSCH, corresponding to the HS-SCCH whose CRC result is "false", can appropriately be
received, the receiving process for the HS-DSCH itself can not be carried out. This may result in a problem of deterioration
in the transmission efficiency.
[0065] Pages 69 to 73 of "Advances in Mobile Radio Access Networks", by Y. Jay Guo, published by Artech House,
2004, consider HS-DSCH and associated channels.

SUMMARY OF THE INVENTION

[0066] The present invention has been made in consideration of the above problem. It is accordingly an object of this
invention to prevent deterioration of transmission efficiency by enabling the reception of one channel (second channel),
even if the other channel (first channel) can not appropriately be received, in an HSDPA transmission system where
information regarding a receiving process for the second  channel is transmitted through the first channel.
[0067] To accomplish the above object, the present invention adopts a mobile terminal and a method of controlling
reception of the terminal as follows.
[0068] The present invention is defined by the independent claims, to which reference should now be made. Specific
embodiments are defined in the dependent claims.
[0069] According to the above-described present invention, at least any one of the following effects or advantages
can be obtained.

(1) The mobile station holds information (hereinafter referred simply as a "parameter" regarding a receiving process
for a second channel extracted from a first channel, and performs the receiving process for the second channel
using the held parameter(s). Thus, even if the first channel fails to be received, the receiving process for the newly
received second channel (this time) can be performed using the extracted parameter, thus preventing a failure in
receiving the second channel, improving the data reception efficiency of the second channel, and preventing dete-
rioration of the transmission efficiency of the system as a whole.
(2) The mobile terminal performs the receiving process for the second channel based on a timing determined in
accordance with a result of the previously-received first channel. Therefore, even if the first channel can not be
received, the receiving process for the second channel can be performed appropriately at an appropriate timing,
without  requesting to perform any special timing setting process.
(3) Further, the mobile terminal can manage any parameters necessary for the receiving process for the second
channel with a smaller amount of memory, using a table holding reception quality information sent to the base station
and the parameter in association with each other, and holding only the reception quality information in the holding
means (reception quality information holding unit).
(4) The mobile terminal measures reception quality with respect to the base station, and compares the measured
result with a predetermined threshold value. When the measured result is equal to or lower than the threshold value,
the mobile terminal performs the receiving process for the second channel using the held parameters. When the
measured result is not equal to or lower than the value, the mobile terminal performs the usual receiving process
for the second channel (i.e. selectively performs the receiving process based on the past parameters and the usual
receiving process). In this case, a receiving process can be adopted appropriately in accordance with the commu-
nication context between the mobile terminal and the base station, thus further improving the reception characteristics
(transmission efficiency).
(5) Further, the mobile terminal can stop the  receiving process for the first channel, when the measured result is
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equal to or lower than the threshold value. In this case, the power is not supplied to the first channel receiving
processing means, thus reducing consumption power.
(6) The mobile terminal can negotiate with the base station about a corresponding set of the information regarding
the receiving process and the reception quality information in association with each other. Even if the base station
sends the first channel, using the information regarding the receiving process corresponding to the reception quality
information equal to or lower than the reception quality information, the first channel is prevented from being sent
using such information, and, surely, the second channel does not fail to be received.

BRIEF DESCRIPTION OF THE DRAWINGS

[0070]

FIG. 1 is a block diagram showing the main part of a mobile terminal (a mobile station) according to one embodiment
of the present invention;
FIG. 2 is a timing chart for explaining a reception control method, according to one embodiment of the present
invention;
FIG. 3 is a flowchart for explaining the reception control method according to one embodiment of the present invention;
FIG. 4 is a diagram showing a channel configuration in an HSDPA system;
FIG. 5 is a block diagram for explaining a conventional transmission process in a base station and a receiving
process in the mobile terminal;
FIG. 6 is a timing chart for explaining a conventional reception control method;
FIG. 7A is a diagram for explaining an H-ARQ process when retransmission data has appropriately been received;
FIG. 7B is a diagram for explaining an H-ARQ process when retransmission data has not been received;
FIG. 8 is a diagram showing a CGI mapping table; and
FIG. 9 is a diagram for exemplarily showing the operation on the receiver and sender sides in the HSDPA system.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT

[0071] A preferred embodiment of the present invention will now be described with reference to the drawings.

[A] Description of one embodiment

[0072] FIG. 1 is a block diagram showing the configuration of the main part of a mobile terminal (hereinafter referred
to as a mobile station) according to one embodiment of the present invention. In FIG. 1, the mobile station 1 communicates
with a base station (BTS, not shown) by wireless (through a downlink in the HSDPA system). The mobile station 1
comprises, for example, an HS-SCCH receiving unit 2, an HS-DSCH receiving unit 3, a CQI memory 6, a reception-
controlling unit 7, an HS-DPCCH transmission unit 14 and an HS-SCCH parameter delivery switch 15.
[0073] The HS-SCCH receiving unit (first channel receiving processing means) 2 is to perform a receiving process
(demodulating, decoding, etc.) for an HS-SCCH (first channel) serving as a control channel) that is sent from the base
station (hereinafter referred to as a base station). Specifically, the HS-SCCH receiving unit 2 demodulates and decodes
a received signal of the HS-SCCH, and obtains its decoded result. From this decoded result, the unit 2 can extract
(acquire) information (a process number parameter, a retransmission/new indicator parameter, a transport block size
parameter, a code multiplexing number parameter, a modulation procedure parameter and a rate matching parameter)
necessary for receiving process (demodulating, decoding, etc.) for an HS-DSCH (a second channel) serving as a data
channel.
[0074] The HS-DSCH receiving unit 3 is to perform a receiving process for a received, signal of the HS-DSCH from
the base station, using the parameters extracted by the HS-SCCH receiving unit 2. To satisfactorily perform this receiving
process, the unit 3 includes an  HS-DSCH demodulating unit 4 and an HS-DSCH decoding unit 5.
[0075] The HS-DSCH demodulating unit 4 is to perform a demodulating process for a received signal of the HS-DSCH,
using, for example, these parameters regarding the modulation procedure and code multiplexing number. The HS-DSCH
decoding unit 5 is to perform a decoding process for a received signal of the HS-DSCH, using, for example, these
parameters regarding the process number, retransmission/new indicator, transport block size and rate matching receiving
process.
[0076] The HS-DPCCH transmission unit 14 sends an ACK signal to the base station through the HS-DPCCH, if the
HS-DSCH signal is appropriately received (e.g. a CRC result) by the HS-DSCH receiving unit 3 (OK) . On the contrary,
the unit 14 sends a NACK signal to the base station, if the signal is not appropriately received (NG). Further, the unit 14
sends a CQI corresponding to a received result of an HS-SCCH SIR that is measured by an SIR measuring unit 8 (as
will be described later) to the base station through the HS-DPCCH.
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[0077] The CQI memory (holding means ; reception quality information holding unit) 6 is to hold a CQI value (CQI
report value) sent (feed back) to the base station by the HS-DPCCH transmission unit 14, as reception quality information.
A CQI table 11 is a component part of the reception-controlling unit 7. As shown in FIG. 8, the  table 11 is to hold data
including a predetermined range of CQI values and various parameters (e.g. a transport block size parameter, a code
multiplexing number parameter, a modulation procedure parameter) in association with each other in the form of a
mapping table. The data can be kept in a predetermined storage device (may be provided exclusively for the CQI memory
6, CQI table 11, etc. , or may be shared within the mobile station 1).
[0078] In this example, the CQI table 11 is so prepared that it simply holds information (the CQI report value) held in
association with various parameters in advance, without keeping these parameters per se in the CQI memory 6. Note
that such parameters change in accordance with the CQI report values (i.e. the parameters change in accordance with
the reception quality (SIR) of the signal transmitted to/from the base station). As a result, the CQI memory 6 has such
a configuration as if it holds the above-described parameters, though the memory 6 has only a minimum capacity. Note
that the CQI memory 6 may hold those parameters per se instead of the CQI values (i.e. the CQI table 11 is not necessary
in this case). However, it is preferred that only the CQI values be held as in this example, thereby not requiring a large
memory capacity.
[0079] The HS-SCCH parameter delivery switch 15 selectively delivers, to the HS-DSCH receiving unit 3,  parameters
as information necessary for the receiving process for data of the HS-DSCH (the demodulating and decoding process).
Such parameters include parameters obtained as a result of the receiving process (the demodulating and decoding
process) for the signal of the HS-SCCH received by the HS-SCCH receiving unit 2 and also parameters held in the CQI
table 11 based on the CQI report values. As will be explained later, the selective delivery of the parameters is performed
based on a result of a process for comparing (and determining) a predetermined threshold value with the reception
quality (SIR value) in the signal transmitted between the mobile station 1 and the base station, under the control of the
SIR measuring unit 8, an SIR comparing unit 9 and a controlling unit 12.
[0080] Specifically, in this example, if the SIR value of the signal transmitted between the mobile station 1 and the
base station is greater than the predetermined threshold value, the parameters obtained from the HS-SCCH receiving
unit 2 are delivered to the HS-DSCH receiving unit 3. On the contrary, if the SIR value therebetween is not greater than
the predetermined threshold value, past HS-SCCH decoding results (parameters) corresponding to the CQI values held
in the CQI memory 6 are delivered to the HS-DSCH receiving unit 3.
[0081] The reception-controlling unit 7 is to control the  receiving process for at least the HS-SCCH and HS-DSCH.
In this example, the unit 7 includes not only the CQI table 11, but also the SIR measuring unit 8, the SIR comparing unit
9, an HS-SCCH reception stopping unit 10, the controlling unit 12 and a negotiation controlling unit 13 as shown in FIG. 1.
[0082] The SIR measuring unit (reception quality measuring unit) 8 is to measure the reception quality of a transmission
signal between the mobile station 1 and the base station. For example, the unit 8 measures the SIR of the HS-SCCH
signal received by the HS-SCCH receiving unit 2, as the reception quality information. Note that the SIR measuring unit
8 can also measure the SIR of the received HS-DSCH signal as the reception quality information.
[0083] The SIR comparing unit 9 is to compare and determine whether an SIR measured by the SIR measuring unit
8 is equal to or lower than a predetermined threshold value. In this example, if the SIR is equal to or lower than the
threshold value, the HS-SCCH reception stopping unit 10 stops the HS-SCCH receiving process which is performed by
the HS-SCCH receiving unit 2.
[0084] As a result of the comparison performed by the SIR comparing unit 9, when the measured SIR is equal to or
lower than the threshold value, the HS-SCCH reception stopping unit 10 stops the receiving process for the HS-SCCH
receiving unit 2. This is because the HS-DSCH  receiving unit 3 executes the receiving process based on the past HS-
SCCH decoding results (parameters) corresponding to the CQI values held in the CQI memory 6. (That is, the results
of the received and decoded HS-SCCH to be newly received (this time) are not necessary.) On the contrary, if the
measured SIR is not equal to or lower than threshold value, the HS-SCCH reception stopping unit 10 controls a receiving
process to be usually executed by the HS-SCCH receiving unit 2 (i.e. a receiving process executed by the HS-SCCH
receiving unit 2, using the received HS-SCCH decoding results (parameters) (this time)). Note that it is possible to stop
supplying the power to the HS-SCCH receiving unit 2 when the receiving process for the HS-SCCH receiving unit 2 is
stopped, thus reducing power consumption.
[0085] The controlling unit 12 includes the standard functions of the HSDPA system for providing the HS-DPCCH
transmission unit 14 with a result of the received process (CRC result: OK/NG) performed by the HS-DSCH receiving
unit 3 so as to generate and send an ACK/NACK signal. In addition, the controlling unit 12 controls at least the HS-
SCCH receiving unit 2, the HS-DSCH receiving unit 3, the CQI memory 6 and the HS-DPCCH transmission unit 14,
thereby controlling the receiving process (operational mode) for the HS-SCCH and HS-DSCH. That is, the controlling
unit 12 selectively controls  a normal HS-DSCH receiving process (referred to as a "normal mode") using the parameters
obtained from the newly-received HS-SCCH (this time) and the HS-DSCH receiving process (referred to as a "past
parameter operational mode") using the past parameters corresponding to the CQI values held in the CQI memory 6.
For such processing, the unit 12 includes, for example, the functions as follows.
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(1) Mode setting function in which, if the SIR measuring unit 9 determines that the SIR is equal or lower than the
threshold value, the unit 12 sets the receiving process for the HS-DSCH receiving unit 3 into the past parameter
operational mode. On the other hand, if the SIR measuring unit 9 determines that the SIR is not equal to or lower
than the threshold value, the unit 12 sets the receiving process for the HS-DSCH receiving unit 3 into the normal mode.
(2) Parameter lookup function in which, in the past parameter operational mode, the unit 12 looks up (searches for)
parameters corresponding to the CQI values held in the CQI memory 6 from the CQI table 11.
(3) Parameter transfer function in which the unit 12 provides the HS-DSCH receiving unit 3 with the parameters
obtained from the newly-received HS-SCCH in the normal mode and the past parameters obtained from the CQI
table 11 in the past parameter operational mode, for the receiving process for the HS-DSCH.
(4) HS-SCCH reception stopping control function in which the unit 12 controls the HS-SCCH reception stopping unit
10 to stop the receiving process for the HS SCCH in the past parameter operational mode.
(5) Process number informing function in which the unit 12 detects a receiving process timing (the periodic process
number) of the HS-DSCH that corresponds to the receiving process by the HS-DSCH receiving unit 3, from receiving
process result (process number) of the successful past reception (demodulating, decoding, etc.) by the HS-SCCH
receiving unit 2. Further, the unit 12 provides (informs) the HS-DSCH receiving unit 3 with the detected receiving
process timing.

[0086] Note that the above (4) HS-SCCH reception stopping control function is provided for the purpose of stopping
the supply of power to the HS-SCCH receiving unit 2 in the past parameter operational mode so as to reduce power
consumption. Thus, the function of (4) is not a requisite (i.e. an optional matter).
[0087] The negotiation controlling unit 13 sends a CQI report value to the base station. In response to this CQI report
value, the unit 13 and the base station makes an arrangement (negotiation) for the receiving process. The base station
informs the mobile station 1 about the arrangement through the HS-SCCH. The base station may send the HS-SCCH
using at least one parameter corresponding to any CQI value equal to or lower than  the CQI report value. That is, the
CQI report value may not correspond to the parameter held in the CQI table 11. The negotiation controlling unit 13 is
provided so as to prevent a failure in receiving the HS-DSCH, and thus is not a requisite (i.e. an optional matter) .
[0088] The below describes operations of the mobile station (a reception control method) according to this embodiment
with reference to FIG. 2 and FIG. 3. FIG. 2 is a timing chart showing receiving process timings for the HS-SCCH and
HS-DSCH. FIG. 3 is a flowchart showing the processing flow of the reception control method. For simplicity of description,
only the received data of process No. 1 will hereinafter be described. However, the same reception controlling can be
performed for the received data of any other process number.
[0089] The reception-controlling unit 7 determines whether the HS-SCCH receiving unit 2 is set to perform the receiving
process for the HS-SCCH, before starting the receiving process for the receive data of the process No. 1 (i.e. determines
whether the operational mode is the normal mode or past parameter operational mode (Step S1 of FIG. 3).
[0090] If it is determined the HS-SCCH receiving unit 2 is set to perform the receiving process for the HS-SCCH (i.e.
normal mode) (Yes in Step S1 of FIG. 3), the HS-SCCH receiving unit 2 receives HS-SCCH that is sent from the  base
station in slot numbers #0 to #2 of the process No. 1 in FIG. 2 (Step S2 of FIG. 3). Further, the unit 2 extracts Xue
included in the first half of the HS-SCCH, and determines whether this HS-SCCH is addressed to its own mobile station
1 in the slot number "1" of the process No. 1 (Steps S3 and S4 of FIG. 3).
[0091] If it is determined that the HS-SCCH is addressed to its own mobile station 1 (Yes in Step S4 of FIG. 3), the
HS-SCCH receiving unit 2 extracts HS-DSCH demodulation parameters (including a modulation procedure parameter,
a code multiplexing number parameter, etc.) and HS-DSCH decoding parameters (including a transport block size
parameter, a rate matching parameter, etc.) (Steps S5 and S6 of FIG. 3), from the last half part of the received HS-
SCCH. Then, the HS-SCCH receiving unit 2 performs demodulation and decoding settings for the HS-DSCH received
with a delay of two slots since the HS-SCCH data is received, in the slot number #0 of the process No. 2. Thus extracted
parameters are held in the memory 6. On the contrary, if it is determined that the HS-SCCH is not addressed to its own
mobile station 1 (No in Step S4 of FIG. 3), the HS-SCCH receiving unit 2 does not perform the receiving process for the
last half of the HS-SCCH and corresponding HS-DSCH steps S2 to S4 of FIG. 3).
[0092] If the HS-DSCH data is received by the HS-DSCH receiving unit 3 with a delay of two slots since the  HS-SCCH
data begins to be received (i.e. in the slot number #2 of the process No. 1 to the slot number #1 of the process No. 2
as shown in FIG. 2) (Step S8 of FIG. 3), the reception-controlling unit 7 (controlling unit 12) controls the HS-SCCH
parameter delivery swi tch 15 to deliver parameters extracted from the HS-SCCH newly received by the HS-SCCH
receiving unit 2 to the HS-DSCH receiving unit 3 in the normal mode. Then, the HS-DSCH receiving 3 performs a
demodulation process for the received HS-DSCH in the slot number #0 of the next process No. 3, and performs a
decoding process for the received HS-DSCH in the slot number #0 of the process No. 3 to the slot number #0 of the
process No. 4, in accordance with the parameters (Step S9 of FIG. 3).
[0093] Accordingly, the HS-DSCH receiving unit 3 receives the parameters extracted from the HS-SCCH newly re-
ceived by the HS-SCCH receiving unit 2, using the parameter transfer function of the HS-SCCH parameter delivery
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switch 15 so as to perform a receiving process for corresponding HS-DSCH, in the normal mode of this example.
[0094] After that, the SIR measuring unit 8 measures an SIR of the HS-SCCH signal received by the HS-SCCH
receiving unit 2 as reception quality between the mobile station 1 and the base station (Step S10 of FIG. 3). Further, the
SIR comparing unit 9 compares and determines whether the SIR measured by the SIR measuring unit 8  is equal to or
lower than a predetermined threshold value (Step S11 of FIG. 3).
[0095] If it is determined that the measured SIR is greater than the predetermined threshold value (No in Step S11 of
FIG. 3), the reception-controlling unit 7 (controlling unit 12) sets the operational mode of the HS-SCCH reception stopping
unit 10 into a normal mode so as to perform the HS-SCCH and HS-DSCH receiving processes in the same way as
before (Step S13 of FIG. 3). That is, the controlling unit 7 controls the HS-SCCH receiving unit 2 to perform the primary
receiving process (i.e. a process for newly receiving HS-SCCH using decoded results (parameters)).
[0096] On the contrary, if it is determined that the measured SIR is equal to or lower than the predetermined threshold
value (Yes in Step S11 of FIG. 3), the reception-controlling unit 7 (controlling unit 12) sets the operational mode to the
past parameter operational mode, and stops the HS-SCCH receiving process for the HS-SCCH receiving unit 2 using
the HS-SCCH reception stopping control function (Step S12 of FIG. 3).
[0097] At this time, the reception-controlling unit 7 (controlling unit 12) controls the HS-SCCH parameter delivery
switch 15 to deliver the past decoded HS-SCCH results (parameters) corresponding to the CQI values held in the CQI
memory 6 to the HS-DSCH receiving unit 3. Then, the HS-DSCH receiving unit 3 performs the  receiving process for
the HS-DSCH data based on the past decoded HS-SCCH results (parameters). In the description of the processing flow
here, it is assumed that the measured SIR is equal to or lower than the predetermined threshold value, and the HS-
SCCH reception stopping unit 10 stops the HS-SCCH receiving process of the HS-SCCH receiving unit 2.
[0098] A CRC process unit (not illustrated) performs a CRC process for the HS-DSCH data decoded by the HS-DSCH
receiving unit 3. If the check result is "true", the HS-DPCCH transmission unit 14 sends an ACK signal to the base station.
On the contrary, if the check result is "false", the unit 14 sends a NACK signal to the base station, and sends a request
for retransmitting the HS-DSCH (Step S14 of FIG. 3). The HS-DPCCH transmission unit 14 controls the CQI memory
6 to hold the CQI values, based on the process for newly receiving (this time) the HS-DSCH data (Step S15 of FIG. 3).
[0099] After this, the reception-controlling unit 7 determines again whether the HS-SCCH receiving unit 2 is set to
perform the receiving process for the HS-SCCH data (whether the unit is in a normal mode) (Step S1 of FIG. 3), before
beginning to perform the receiving process for the next data to be received. At this time, the measured SIR between its
own mobile station 1 and the base station is equal to or lower than the predetermined threshold value in the previous
receiving  process for the HS-SCCH (see slot numbers #0 to #2 of the process No.1 in FIG. 2). Thus, the operational
mode has already been set to the past parameter operational mode (No in Step S1 of FIG. 3).
[0100] In this case also, HS-SCCH is sent from the base station, but the HS-SCCH receiving unit 2 does not perform
the receiving process for the HS-SCCH (dotted lines in the slot numbers # 0’ to #2’ of the process No. 1 in FIG. 2).
[0101] In this manner, if the operational mode is the past parameter operational mode, the controlling unit 12 looks
up and acquires parameters (necessary for demodulating and decoding the HS-DSCH) corresponding to the previous
CQI values held in the CQI memory 6 from the CQI table 11 (parameter look up function).
[0102] Thus acquired past parameters are provided to the HS-DSCH receiving unit 3 so as to be used for the receiving
process for the HS-DSCH, through the HS-SCCH delivery switch 15 (Step S7 of FIG. 3).
[0103] In this manner, the parameters acquired from the CQI table 11 are provided to the HS-DSCH receiving unit 3
in the past parameter operational mode of this example. Then, the unit 3 performs the receiving process for the HS-DSCH.
[0104] After that, the controlling unit 12 detects a receiving process timing for the HS-DSCH data based on the received
process result (process number) of the past  successful reception (demodulating and decoding) performed by the HS-
SCCH receiving unit 2, and informs the HS-DSCH receiving unit 3 of the detected timing (process number informing
function).
[0105] As a result, the HS-DSCH receiving unit 3 can be aware of the exact reception timing of the HS-DSCH data
so as to accurately perform the receiving process for the HS-DSCH, even when the receiving process for the HS-SCCH
is not appropriately performed by the HS-SCCH receiving unit 2 (i.e. the operational mode is the past parameter oper-
ational mode).
[0106] According to the above-described process number informing function, the unit 12 detects a time period in which
the HS-DSCH signal is received, the HS-DPCCH data is transmitted, and then the HS-DSCH signal is received again
(e.g. the cycle of six processes "0" to "5"), when the timing of receiving the HS-DSCH cannot be acquired from the result
of the HS-SCCH receiving process. As a result, the timing of each process can easily be estimated.
[0107] Of those parameters, for example, the retransmission/new indicator parameter can easily be distinguished in
accordance with whether the mobile station 1 has sent an ACK or NACK signal every six processes. That is, an HS-
DSCH signal to be newly received (this time) can be considered as a new signal, when the ACK signal has been sent
because the CRC result  of the previous (six processes before) HS-DSCH receiving process was "true". On the contrary,
an HS-DSCH signal to be newly received (this time) can be retransmission data, when a NACK signal has been sent
because the CRC result of the previous (six processes before) HS-DSCH receiving process was "false".
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[0108] In addition, of those parameters, for example, the rate matching parameter can easily be distinguished, in
accordance with whether the retransmission/new indicator parameter represents the reception of the new data or re-
transmission data. That is, it can be understood that a system bit generally has priority over the other, when the new
data will be transmitted. On the contrary, it can be understood that a system bit does not generally have priority over
the other, when the retransmission data will be transmitted.
[0109] For example, at any given time, when the SIR measuring unit 9 determines that the measured SIR is greater
than the predetermined threshold value, the operational mode shifts to the normal mode by the mode setting function,
and the HS-SCCH receiving unit 2 restarts the HS-SCCH receiving process.
[0110] Further, though not illustrated in FIG. 3, the negotiation controlling unit 13 can negotiate with a base station in
advance for the parameters (including the transport block size parameter, the demodulation procedure parameter, the
code multiplexing number  parameter, etc.). In this case, the parameters are to be sent to the mobile station 1 through
the HS-SCCH, in response to the CQI report value sent to the base station.
[0111] Specifically, the negotiation controlling unit 13 controls the base station to uniquely determine a parameter
corresponding to a CQI sent from the mobile station 1 so as to send HS-DSCH data using a DCC (Dedicated Control
Channel) (i.e. to perform a CQI table fixation negotiation), before communication begins between the mobile station 1
and the base station in the HSDPA.
[0112] As a result, the base station can be prevented from sending the HS-SCCH using a parameter corresponding
to any CQI value lower than the CQI report value. That is, data can be matched with the CQI table 11. Thus, it can surely
be prevented that the HS-DSCH fails to be transmitted.
[0113] Accordingly, the preferred embodiment of the present invention has specifically been described. The present
invention is not limited to the above embodiment, and various changes may arbitrarily be made without departing from
the scope of the present invention.
[0114] For example, in the above embodiment, using the parameter look up function, the parameters are looked up
using the CQI values held in the CQI memory 6 and the CQI table 11, and the looked parameters are provided to the
HS-DSCH receiving unit 3. However, the  parameters which are extracted from the previously-received HS-SCCH signal
may be held in the CQI memory 6, and the HS-DSCH data may be received using the parameters.
[0115] When the negotiation is not performed, if the amount of data to be sent from the base station to the mobile
station 1 is smaller than the transport block size corresponding to the CQI table 11, any of the transport block size
parameter, modulation procedure parameter and code multiplexing number parameter may not correspond to the CQI
table 11, due to a change in a communication environment (i.e. a change in the number of users in the same cell). Even
in this case, there is a high probability that its format combination of the transport block size, the modulation procedure
and the code multiplexing number corresponds to any of the combinations held in the CQI table 11, thus not resulting
in a serious problem.
[0116] In the above embodiment, when it is determined that the measured SIR is greater than the predetermined
threshold value, the operational mode is switched to the normal mode by the mode setting function, thereby enabling
controlling the HS-SCCH receiving unit 2 to perform the HS-SCCH receiving process. However, when the HS-SCCH
process is performed for the first time, the operational mode can be switched to the normal mode. Regardless of the
measurement result of the SIR, the  operational mode can periodically be switched to the normal mode (i.e. the HS-
SCCH receiving unit 2 periodically performs the HS-SCCH receiving process) so as to periodically update the data
contents of the CQI memory 6 or CQI table 11. As a result, the data contents of the CQI memory 6 or CQI table 11 can
be highly reliable in accordance with the change in the communication condition.
[0117] In the above embodiment, the operational mode may be switched based on the measured SIR. However, the
operational mode can be switched based on the ratio of the HS-DSCH data before and after the rate matching.
[0118] That is, for example, the operational mode is switched to the past parameter operational mode, only when there
is a low ratio of the HS-DSCH before and after the rate matching and when the HS-DSCH data has a higher possibility
of successful transmission than that of the HS-SCCH. On the contrary, the operational mode may be switched to any
mode, when there is a high ratio of the HS-DSCH before and after the rate matching and when the HS-SCCH data has
the same possibility of transmission failure as that of the HS-DSCH data. If the operational mode is set to the normal
mode, the data contents of the CQI memory 6 or CQI table 11 can periodically be updated. If the operational mode is
set to the past parameter operational mode, the HS-SCCH receiving process for the HS-SCCH receiving unit 2 stops,
thus  reducing the consumption power as a whole.
[0119] Note, however, a ratio of the HS-SCCH is substantially constant before and after the rate matching. If there is
simply a low SIR between the base station and the mobile station 1, there is a high possibility of failure of transmitting
HS-SCCH data. If not, there is a high possibility of successful transmission of the HS-SCCH. However, a ratio of the
HS-DSCH decreases before and after the rate matching, when there is a low SIR between the base station and the
mobile station 1 and there is a low CQI value. Thus, there is a high possibility for successful reception of the HS-DSCH.
On the contrary, a ratio of the HS-DSCH increases before and after the rate matching, when there is a high SIR. between
the base station and the mobile station 1 and there is a high CQI value. Thus, there is a high possibility for failure in
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receiving the HS-DSCH.
[0120] Therefore, in such a communication environment that the SIR is relatively low and the CQI value is small, the
receiving process for the HS-SCCH data is actively stopped (i.e. the operational mode is switched to the past parameter
operational mode), thereby improving the transmission efficiency of the communication system.

Claims

1. A mobile terminal (1) comprising:

first channel receiving processing means (2) for performing a receiving process for a first channel from a base
station and acquiring information regarding a receiving process for a second channel from the base station;
second channel receiving processing means (3) for performing the receiving process for said second channel,
using said information acquired by said first channel receiving processing means (2); characterized by
holding means (6) for holding said information acquired by said first channel receiving processing means (2); and
reception controlling means (7) for controlling, if a reception quality of a first channel signal from the base station
is equal to or lower than a predetermined threshold value, each of said channel receiving processing means
(2, 3) and said holding means (6) in such a way that said second channel receiving processing means (3)
performs a receiving process for a newly received second channel in a current receiving process, using said
information held in said holding means (6) and acquired by performing the receiving process for the first channel
in a past receiving process.

2. The mobile terminal (1) according to claim 1,  wherein
said reception controlling means (7) performs the controlling in such a way that said second channel receiving
processing means (3) performs the receiving process based on a timing determined in accordance with a result of
the past receiving process performed by said first channel receiving processing means (2).

3. The mobile terminal (1) according to claim 1 or 2, wherein
said holding means (6) comprises a reception quality information holding unit (6) which holds reception quality
information sent to said base station, said reception quality information changing in accordance with reception quality
with respect to said base station, and a table (11) which keeps said information regarding the receiving process and
said reception quality information in association with each other; and
said reception controlling means (7) comprises a controlling unit (12) which acquires said information regarding the
receiving process in association with the reception quality information held in said holding means (6) from said table
(11), and outputs the acquired information as information to be used for the receiving process performed by said
second channel receiving processing means (3).

4. The mobile terminal (1) according to claim 3, wherein
said reception controlling means (7) includes
a reception quality measuring unit (8) which measures reception quality with respect to said base station, and
a reception quality determining unit (9) which determines whether a result of measurement performed by said
reception quality measuring unit (8) is equal to or lower than a predetermined threshold value; and
said controlling unit (12) outputs
said information regarding the receiving process to said second channel receiving processing means (3), when said
reception quality determining unit (9) determines that the measurement result is equal to or lower than the threshold
value.

5. The mobile terminal (1) according to claim 4, wherein
said reception controlling means (7) includes
a first channel receiving processing stopping controlling unit (10) which stops the receiving process performed by
said first channel receiving processing means (2), when said reception quality determining unit (9) determines that
the measurement result is equal to or lower than the threshold value.

6. The mobile terminal (1) according to claim 4 or 5, wherein
said reception controlling means (7) controls
each of said channel receiving processing means (2, 3) and said holding means (6) in such a way that said second
channel receiving processing means (3) performs a receiving process for a newly received second channel using
said information acquired by said first channel receiving processing means (2) when said reception quality deter-
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mining unit (9) determines that the measurement result is greater than the threshold value.

7. The mobile terminal (1) according to claim 3 or 4, wherein
said reception controlling means (7) includes
a negotiation controlling unit (13) which negotiates with said base station in advance about a corresponding set of
said information regarding the receiving process and said reception quality information in association with each other.

8. A method of controlling reception of a mobile terminal, said method comprising:

a first channel reception processing step of performing a receiving process for a first channel from a base station
and acquiring information regarding a  receiving process for a second channel from said base station;
a second channel reception processing step of performing the receiving process for said second channel, using
said information acquired in said first channel reception processing step; characterized by
a holding step of holding said information acquired in said first channel reception processing step; and
a reception controlling step of controlling, if a reception quality of a first channel signal from the base station is
equal to or lower than a predetermined threshold value, each of said channel reception processing steps and
said holding step in such a way that a receiving process for a newly received second channel in a current
receiving process is performed using said information held in said holding step and acquired by performing the
receiving process for the first channel in a past receiving process.

9. The method of controlling reception of a mobile terminal according to claim 8, wherein
said reception controlling step includes
a step of performing said controlling in such a way that said receiving process is performed in said second channel
reception processing step, based on a timing determined in accordance with a result of the past receiving process
performed by said first channel reception processing step.

10. The method of controlling reception of a mobile terminal, according to claim 8 or 9, wherein:

said holding step includes a step of holding reception quality information, said reception quality information
being sent to said base station and changing in accordance with reception quality with respect to said base
station; and
said reception controlling step includes a step of acquiring said information regarding the receiving process and
corresponding to the reception quality information held in said holding step, from a table keeping said information
regarding the receiving process in association with said reception quality information, and using the acquired
information in said receiving process for said second channel reception processing step.

11. The method of controlling reception of a mobile terminal, according to claim 10, wherein
said reception controlling step includes
a step of measuring a reception quality with respect to said base station,
a step of determining whether the measurement result is equal to or lower than a predetermined threshold value, and
a step of using said information regarding the receiving process for said second channel reception  processing step
when the measurement result is determined to be equal to or lower than the predetermined threshold value.

12. The method of controlling reception of a mobile terminal, according to claim 11, wherein
said reception controlling step includes
a step of stopping a receiving process in said first channel reception processing step when the measurement result
is determined to be equal to or lower than the predetermined threshold value.

13. The method of controlling reception of a mobile terminal, according to claim 11 or 12, wherein
said reception controlling step includes
a step of performing a receiving process for a newly received second channel using information acquired in said
first channel reception processing step in said second channel reception processing step when the measurement
result is determined to be greater than the predetermined threshold value.

14. The method of controlling reception of a mobile terminal, according to claim 10 or 11, wherein
said reception controlling step includes
a step of negotiating with said base station in advance about a corresponding set of said information  regarding the
receiving process and said reception quality information in association with each other.
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Patentansprüche

1. Mobiles Endgerät (1), enthaltend Erstkanal-Empfangsverarbeitungseinrichtungen (2) zum Ausführen eines Emp-
fangsprozesses für einen ersten Kanal von einer Basisstation und Erlangen von Information betreffend einen Emp-
fangsprozess für einen zweiten Kanal von der Basisstation;
Zweitkanal-Empfangsverarbeitungseinrichtungen (3) zum Ausführen des Empfangsprozesses für den zweiten Kanal
unter Verwendung der Informationen, die von den Erstkanal-Empfangsverarbeitungseinrichtungen (2) erlangt wur-
den;
gekennzeichnet durch
Halteeinrichtungen (6) zum Halten der Informationen, die von den Erstkanal-Empfangsverarbeitungseinrichtungen
(2) erlangt wurden; und
Empfangssteuereinrichtungen (7), um, wenn eine Empfangsqualität eines Erstkanal-Signals von der Basisstation
gleich zu einem vorgegebenen oder geringer als ein vorgegebener Schwellenwert ist, jede der Kanal-Empfangs-
verarbeitungseinrichtungen (2, 3) und die Halteeinrichtungen (6) in einer solchen Weise zu steuern, dass die Zweit-
kanal-Empfangsverarbeitungseinrichtungen (3) einen Empfangsprozess für einen neu empfangenen zweiten Kanal
in einem gegenwärtigen Empfangsprozess unter Verwendung der Informationen ausführt, die in den Halteeinrich-
tungen (6) gehalten werden und durch Ausführen des Empfangsprozesses für die Erstkanal-Empfangsverarbei-
tungseinrichtungen (2) in einem früheren Empfangsprozess erlangt wurden.

2. Mobiles Endgerät (1) nach Anspruch 1, wobei
die Empfangssteuereinrichtungen (7) das Steuern in einer solchen Weise ausführen, dass die Zweitkanal-Emp-
fangsverarbeitungseinrichtungen (3) den Empfangsprozess basierend auf einer Zeitsteuerung ausführen, die gemäß
einem Ergebnis des früheren Empfangsprozesses bestimmt ist, der von den Erstkanal-Empfangsverarbeitungsein-
richtungen (2) ausgeführt wurde.

3. Mobiles Endgerät (1) nach Anspruch 1 oder 2, wobei
die Halteeinrichtungen (6) eine Empfangsqualitätsinformation-Halteeinheit (6) enthalten, die Empfangsqualitätsin-
formationen, die an die Basisstation geschickt wurden, wobei sich die Empfangsqualitätsinformationen gemäß der
Empfangsqualität bezüglich der Basisstation ändert, und eine Tabelle (11) hält, die die Informationen bezüglich des
Empfangsprozesses und die Empfangsqualitätsinformationen im Verbindung miteinander hält; und
die Empfangssteuereinrichtungen (7) eine Steuereinheit (12) enthalten, die die Informationen bezüglich des Emp-
fangsprozesses in Verbindung mit der Empfangsqualitätsinformation, die in den Halteeinrichtungen (6) gehalten
werden, von der Tabelle (11) erlangt und die erlangten Informationen als Informationen ausgibt, die für den Emp-
fangsprozess zu verwenden sind, der von den Zweitkanal-Empfangsverarbeitungseinrichtungen (3) ausgeführt wird.

4. Mobiles Endgerät (1) nach Anspruch 3, wobei
die Empfangssteuereinrichtungen (7) enthalten
eine Empfangsqualitätsmesseinheit (8), die eine Empfangsqualität bezüglich der Basisstation misst, und
eine Empfangsqualitätsbestimmungseinheit (9), die bestimmt, ob ein Ergebnis einer Messung, die von der Emp-
fangsqualitätsmesseinheit  (8) ausgeführt wurde, gleich zu einem vorgegebenen oder geringer als ein vorgegebener
Schwellenwert ist; und
die Steuereinheit (12) ausgibt
die Informationen bezüglich des Empfangsprozesses an die Zweitkanal-Empfangsverarbeitungseinrichtungen (3),
wenn die Empfangsqualitätsbestimmungseinheit (9) bestimmt, dass das Messergebnis gleich zu dem vorgegebenen
oder geringer als der vorgegebene Schwellenwert ist.

5. Mobiles Endgerät (1) nach Anspruch 4, wobei
die Empfangssteuereinrichtungen (7) enthalten
eine Erstkanal-Empfangsverarbeitungsstopp-Steuereinheit (10), die den Empfangsprozess, der von den Erstkanal-
Empfangsverarbeitungseinrichtungen (2) ausgeführt wird, stoppt, wenn die Empfangsqualitätsbestimmungseinheit
(9) bestimmt, dass das Messergebnis gleich zu dem vorgegebenen oder geringer als der vorgegebene Schwellenwert
ist.

6. Mobiles Endgerät (1) nach Anspruch 4 oder 5, wobei
die Empfangssteuereinrichtungen (7) steuern
jede der Kanal-Empfangsverarbeitungseinrichtungen (2, 3) und die Halteeinrichtungen (6) in einer solchen Weise,
dass die Zweitkanal-Empfangsverarbeitungseinrichtungen (3) einen Empfangsprozess für einen neu empfangenen
zweiten Kanal unter Verwendung der Informationen ausführt, die von den Erstkanal-Empfangsverarbeitungsein-
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richtungen (2) erlangt wurden, wenn die Empfangsqualitätsbestimmungseinheit (9) bestimmt, dass das Messergeb-
nis größer als der Schwellenwert ist.

7. Mobiles Endgerät (1) nach Anspruch 3 oder 4, wobei
die Empfangssteuereinrichtungen (7) enthalten
eine Verhandlungssteuereinheit (13), die mit der Basisstation vorher über einen entsprechenden Satz der Informa-
tionen bezüglich des Empfangsprozesses und der Empfangsqualitätsinformationen in Verbindung miteinander ver-
handelt.

8. Verfahren zum Steuern eines Empfangs eines mobilen Endgeräts, wobei das Verfahren enthält:

einen Erstkanal-Empfangsverarbeitungsschritt des Ausführens eines Empfangsprozesses für einen ersten Ka-
nal von einer Basisstation und des Erlangens von Information betreffend einen Empfangsprozess für einen
zweiten Kanal von der Basisstation;
einen Zweitkanal-Empfangsverarbeitungsschritt des Ausführens des Empfangsprozesses für den zweiten Kanal
unter Verwendung der Informationen, die in dem Erstkanal-Empfangsverarbeitungsschritt erlangt wurden;
gekennzeichnet durch
einen Halteschritt des Haltens der Informationen, die von dem Erstkanal-Empfangsverarbeitungsschritt erlangt
wurden; und
einen Empfangssteuerschritt, des Steuerns, wenn eine Empfangsqualität eines Erstkanal-Signals von der Ba-
sisstation gleich zu einem vorgegebenen oder geringer als ein vorgegebener Schwellenwert ist, jedes der Kanal-
Empfangsverarbeitungsschritte (2, 3) und des Halteschrittes in einer solchen Weise, dass ein Empfangsprozess
für einen neu empfangenen zweiten Kanal in einem gegenwärtigen Empfangsprozess unter Verwendung der
Informationen ausführt wird, die in dem Halteschritt gehalten werden und durch Ausführen  des Empfangspro-
zesses für den ersten Kanal in einem früheren Empfangsprozess erlangt wurden.

9. Verfahren zum Steuern eines Empfangs eines mobilen Endgeräts nach Anspruch 8, wobei
der Empfangssteuerschritt enthält
einen Schritt des Ausführend des Steuerns in einer solchen Weise, dass der Empfangsprozess in dem Zweitkanal-
Empfangsverarbeitungsschritt basierend auf einer Zeitsteuerung ausgeführt wird, die gemäß einem Ergebnis des
früheren Empfangsprozesses bestimmt ist, der von den Erstkanal-Empfangsverarbeitungsschritt ausgeführt wurde.

10. Verfahren zum Steuern eines Empfangs eines mobilen Endgeräts nach Anspruch 8 oder 9, wobei:

der Halteschritt einen Schritt des Haltens von Empfangsqualitätsinformationen enthält, wobei die Empfangs-
qualitätsinformationen an die Basisstation geschickt werden und sich gemäß der Empfangsqualität bezüglich
der Basisstation ändern; und
der Empfangssteuerschritt einen Schritt des Erlangens der Informationen bezüglich des Empfangsprozesses
und entsprechend den Empfangsqualitätsinformationen, die in dem Halteschritt gehalten werden, von einer
Tabelle, die die Informationen bezüglich des Empfangsprozesses in Verbindung mit den Empfangsqualitätsin-
formationen hält, und des Verwendens der erlangten Informationen in dem Empfangsprozess für den Zweitkanal-
Empfangsverarbeitungsschritt.

11. Verfahren zum Steuern eines Empfangs eines mobilen Endgeräts nach Anspruch 10, wobei
der Empfangssteuerschritt enthält
einen Schritt des Messens einer Empfangsqualität bezüglich der Basisstation,
einen Schritt des Bestimmens, ob das Messergebnis gleich zu einem vorgegebenen oder geringer als ein vorge-
gebener Schwellenwert ist, und
einen Schritt des Verwendens der Informationen bezüglich des Empfangsprozesses für den Zweitkanal-Empfangs-
verarbeitungsschritt, wenn das Messergebnis bestimmt ist, um gleich zu dem vorgegebenen oder geringer als der
vorgegebene Schwellenwert zu sein.

12. Verfahren zum Steuern eines Empfangs eines mobilen Endgeräts nach Anspruch 11, wobei
der Empfangssteuerschritt enthält
einen Schritt des Stoppens eines Empfangsprozesses in dem Erstkanal-Empfangsverarbeitungsschritt, wenn das
Messergebnis bestimmt wird, um gleich zu dem vorgegebenen oder geringer als der vorgegebene Schwellenwert
zu sein.
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13. Verfahren zum Steuern eines Empfangs eines mobilen Endgeräts nach Anspruch 11 oder 12, wobei
der Empfangssteuerschritt enthält
einen Schritt des Ausführens eines Empfangsprozesses für einen neu empfangenen zweiten Kanal unter Verwen-
dung der Informationen, die in dem Erstkanal-Empfangsverarbeitungsschritt erlangt wurden, in dem Zweitkanal-
Empfangsverarbeitungsschritt, wenn die Empfangsqualitätsbestimmungseinheit (9) bestimmt, dass das Messer-
gebnis größer als der Schwellenwert ist.

14. Verfahren zum Steuern eines Empfangs eines mobilen Endgeräts nach Anspruch 10 oder 11, wobei
der Empfangssteuerschritt enthält
einen Schritt des Verhandelns mit der Basisstation vorher über einen entsprechenden Satz der Informationen be-
züglich des Empfangsprozesses und der Empfangsqualitätsinformationen in Verbindung miteinander.

Revendications

1. Terminal mobile (1) comprenant :

des premiers moyens de traitement de réception de canal (2) pour effectuer un processus de réception pour
un premier canal à partir d’une station de base et acquérir des informations concernant un processus de
réception pour un second canal à partir de la station de base ;
des seconds moyens de traitement de réception de canal (3) pour effectuer le processus de réception pour
ledit second canal, en utilisant lesdites informations acquises par lesdits premiers moyens de traitement de
réception de canal (2) ;
caractérisé par
des moyens de maintien (6) pour maintenir lesdites informations acquises par lesdits premiers moyens de
traitement de réception de canal (2) ; et
des moyens de commande de réception (7) pour commander, si une qualité de réception d’un premier signal
de canal en provenance de la station de base est égale ou inférieure à une valeur de seuil prédéterminée,
chacun desdits moyens de traitement de réception de canal (2, 3) et lesdits moyens de maintien (6) de telle
sorte que lesdits seconds moyens de traitement de réception de canal (3) effectuent un processus de réception
pour un second canal nouvellement reçu dans un processus de réception actuel, en utilisant lesdites informations
maintenues dans lesdits moyens de maintien (6) et acquises en effectuant le processus de réception pour le
premier canal dans un processus de réception passé.

2. Terminal mobile (1) selon la revendication 1, dans lequel
lesdits moyens de commande de réception (7) effectuent la commande de telle sorte que lesdits seconds moyens
de  traitement de réception de canal (3) effectuent le processus de réception sur la base d’un positionnement
temporel déterminé conformément à un résultat du processus de réception passé effectué par lesdits premiers
moyens de traitement de réception de canal (2).

3. Terminal mobile (1) selon la revendication 1 ou 2, dans lequel
lesdits moyens de maintien (6) comprennent une unité de maintien d’informations de qualité de réception (6) qui
maintient des informations de qualité de réception envoyées à ladite station de base, lesdites informations de qualité
de réception changeant conformément à la qualité de réception relativement à ladite station de base, et une table
(11) qui garde lesdites informations concernant le processus de réception et lesdites informations de qualité de
réception en association les unes avec les autres ; et
lesdits moyens de commande de réception (7) comprennent une unité de commande (12) qui acquiert lesdites
informations concernant le processus de réception en association avec les informations de qualité de réception
maintenues dans lesdits moyens de maintien (6) à partir de ladite table (11), et sort les informations acquises comme
informations à utiliser pour le processus de réception effectué par lesdits seconds moyens de traitement de réception
de canal (3).

4. Terminal mobile (1) selon la revendication 3, dans lequel
lesdits moyens de commande de réception (7) comprennent
une unité de mesure de qualité de réception (8) qui mesure la qualité de réception relativement à ladite station de
base, et
une unité de détermination de qualité de réception (9) qui détermine si un résultat de la mesure effectuée par ladite
unité de mesure de qualité de réception (8) est égal ou inférieur à une valeur de seuil prédéterminée ; et
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ladite unité de commande (12) sort
lesdites informations concernant le processus de réception vers lesdits seconds moyens de traitement de réception
de canal (3), lorsque ladite unité de détermination de qualité de réception (9) détermine que le résultat de la mesure
est égal ou inférieur à la valeur de seuil.

5. Terminal mobile (1) selon la revendication 4, dans lequel
lesdits moyens de commande de réception (7) comprennent
une première unité de commande d’arrêt de traitement de réception de canal (10) qui arrête le processus de réception
effectué par lesdits premiers moyens de traitement de réception de canal (2), lorsque ladite unité de détermination
de qualité de réception (9) détermine que le résultat de la mesure est égal ou inférieur à la valeur de seuil.

6. Terminal mobile (1) selon la revendication 4 ou 5, dans lequel
lesdits moyens de commande de réception (7) commandent
chacun desdits moyens de traitement de réception de canal (2, 3) et lesdits moyens de maintien (6) de telle sorte
que lesdits seconds moyens de traitement de réception de canal (3) effectuent un processus de réception pour un
second canal nouvellement reçu en utilisant lesdites informations acquises par lesdits premiers moyens de traitement
de réception de canal (2) lorsque ladite unité de détermination de qualité de réception (9) détermine que le résultat
de la mesure est supérieur à la valeur de seuil.

7. Terminal mobile (1) selon la revendication 3 ou 4, dans lequel
lesdits moyens de commande de réception (7) comprennent
une unité de commande de négociation (13) qui négocie avec ladite station de base à l’avance sur un ensemble
correspondant desdites informations concernant le processus de réception et lesdites informations de qualité de
réception en association les unes avec les autres.

8. Procédé de commande de réception d’un terminal mobile, ledit procédé comprenant :

une première étape de traitement de réception de canal consistant à effectuer un processus de réception pour
un premier canal à partir d’une station de base et acquérir des informations concernant un processus de
réception pour un second canal à partir de ladite station de base ;
une seconde étape de traitement de réception de canal consistant à effectuer le processus de réception pour
ledit second canal, en utilisant lesdites informations acquises à ladite première étape de traitement de réception
de canal ;
caractérisé par
une étape de maintien consistant à maintenir lesdites informations acquises à ladite première étape de traitement
de réception de canal ; et
une étape de commande de réception consistant à commander, si une qualité de réception d’un premier signal
de canal en provenance de la station de base est égale ou inférieure à une valeur de seuil prédéterminée,
chacune desdites étapes de traitement de réception de canal et ladite étape de maintien de telle sorte qu’un
processus de réception pour un second canal nouvellement reçu dans un processus de réception actuel soit
effectué en utilisant lesdites  informations maintenues à ladite étape de maintien et acquises en effectuant le
processus de réception pour le premier canal dans un processus de réception passé.

9. Procédé de commande de réception d’un terminal mobile selon la revendication 8, dans lequel
ladite étape de commande de réception comprend
une étape consistant à effectuer ladite commande de telle sorte que ledit processus de réception soit effectué à
ladite seconde étape de traitement de réception de canal, sur la base d’un positionnement temporel déterminé
conformément à un résultat du processus de réception passé effectué par ladite première étape de traitement de
réception de canal.

10. Procédé de commande de réception d’un terminal mobile selon la revendication 8 ou 9, dans lequel
ladite étape de maintien comprend une étape consistant à maintenir des informations de qualité de réception,
lesdites informations de qualité de réception étant envoyées à ladite station de base et changeant conformément
à la qualité de réception relativement à ladite station de base ; et
ladite étape de commande de réception comprend une étape consistant à acquérir lesdites informations concernant
le processus de réception et correspondant aux informations de qualité de réception maintenues à ladite étape de
maintien, à partir d’une table gardant lesdites informations concernant le processus de réception en association
avec lesdites informations de qualité de réception, et utiliser les informations acquises dans ledit processus de
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réception pour ladite seconde étape de traitement de réception de canal.

11. Procédé de commande de réception d’un terminal mobile selon la revendication 10, dans lequel
ladite étape de commande de réception comprend
une étape consistant à mesurer une qualité de réception relativement à ladite station de base,
une étape consistant à déterminer si le résultat de la mesure est égal ou inférieur à une valeur de seuil prédéterminée,
et
une étape consistant à utiliser lesdites informations concernant le processus de réception pour ladite seconde étape
de traitement de réception de canal lorsque le résultat de la mesure est déterminé comme étant égal ou inférieur
à la valeur de seuil prédéterminée.

12. Procédé de commande de réception d’un terminal mobile selon la revendication 11, dans lequel
ladite étape de commande de réception comprend
une étape consistant à arrêter un processus de réception à ladite première étape de traitement de réception de
canal lorsque le résultat de la mesure est déterminé comme étant égal ou inférieur à la valeur de seuil prédéterminée.

13. Procédé de commande de réception d’un terminal mobile selon la revendication 11 ou 12, dans lequel
ladite étape de commande de réception comprend
une étape consistant à effectuer un processus de réception pour un second canal nouvellement reçu en utilisant
des informations acquises à ladite première étape de traitement de réception de canal à ladite seconde étape de
traitement de réception de canal lorsque le résultat de la mesure est déterminé comme étant supérieur à la valeur
de seuil prédéterminée.

14. Procédé de commande de réception d’un terminal mobile selon la revendication 10 ou 11, dans lequel
ladite étape de commande de réception comprend
une étape consistant à négocier avec ladite station de base à l’avance sur un ensemble correspondant desdites
informations concernant le processus de réception et lesdites informations de qualité de réception en association
les unes avec les autres.
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