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Description

TECHNICAL FIELD

[0001] The present invention relates to a so-called
BBW (brake by wire) type vehicle brake device that con-
verts a driver’s brake pedal operation into an electrical
signal and operates a wheel cylinder by means of brake
fluid pressure generated by a slave cylinder that is con-
trolled based on the electrical signal, and a control meth-
od therefor.

BACKGROUND ART

[0002] The present invention specifically refers to a
brake device according to the preamble of claim 1, and
to a controlling method for such a device according to
claim 5. Such a device and method are known from JP
2007 326 395 A.
[0003] A BBW type vehicle brake device in which an
ABS (antilock brake system), which is [0002] BBW type
vehicle brake device in which an ABS (antilock brake
system), which is formed from a hydraulic pump, an in-
valve, an out-valve, and a reservoir, is disposed between
a slave cylinder and each wheel cylinder, and when a
specific wheel has a tendency to lock while braking is
carried out by means of the brake fluid pressure gener-
ated by the slave cylinder, ABS control is carried out in
which closing the in-valve and opening the out-valve al-
lows the brake fluid pressure to be decreased, closing
the in-valve and the out-valve allows the brake fluid pres-
sure to be maintained, and opening the in-valve and clos-
ing the out-valve allows the brake fluid pressure to be
increased, is known from Patent Document 1 below.

PRIOR ART DOCUMENTS

PATENT DOCUMENTS

[0004] Patent Document 1: Japanese Patent Applica-
tion Laid-open No. 2007-326395

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0005] In such a BBW type brake device equipped with
a VSA (vehicle stability assist) system between the slave
cylinder and the wheel cylinder, when the slave cylinder
malfunctions and braking is carried out by means of the
brake fluid pressure generated by the master cylinder,
increasing the brake fluid pressure of the master cylinder
by means of a pressure increase function of the VSA
system enables a sufficient level of braking force to be
generated in the wheel cylinder while reducing the force
necessary for depressing the brake pedal.
[0006] However, in the above-mentioned conventional
arrangement equipped with the ABS system instead of

the VSA system, the hydraulic pump cannot increase the
brake fluid pressure supplied from the master cylinder,
but only returns the brake fluid stored in the reservoir to
the master cylinder side, and there is the problem that
the depressing force applied to the brake pedal by the
driver in order to ensure a necessary braking force in-
creases.
[0007] The present invention has been accomplished
in light of the above-mentioned circumstances, and it is
an object thereof to increase the brake fluid pressure
generated by a hydraulic modulator when a slave cylinder
malfunctions so as to carry out braking in a BBW type
brake device equipped with an ABS system.

MEANS FOR SOLVING THE PROBLEMS

[0008] In order to attain the above object, according to
a first aspect of the present invention, there is provided
a vehicle brake device comprising: a master cylinder that
is operated by a brake pedal to generate brake fluid pres-
sure, a stroke simulator into which can be introduced
brake fluid from the master cylinder, a simulator valve
disposed between the master cylinder and the stroke
simulator, a fluid path that provides a connection between
the master cylinder and a wheel cylinder, a slave cylinder
that is connected to the fluid path and generates brake
fluid pressure by the driving force of an actuator, a master
cut valve that is disposed in the fluid path on an upstream
side relative to the slave cylinder and can block the con-
nection between the master cylinder and the wheel cyl-
inder, and a hydraulic modulator that is disposed in the
fluid path on a downstream side relative to the slave cyl-
inder, the hydraulic modulator comprising: a hydraulic
pump that can increase the pressure of the brake fluid
of a reservoir and supply the brake fluid to the fluid path,
an in-valve that is disposed between the slave cylinder
and the wheel cylinder, and between the hydraulic pump
and the wheel cylinder, and an out-valve that is disposed
between the wheel cylinder and the reservoir, and when
there is an abnormality of the slave cylinder, control
means closes the simulator valve and opens the master
cut valve, the in-valve, and the out-valve to thus enable
the brake fluid to be transferred from the master cylinder
to the reservoir.
[0009] Further, according to a second aspect of the
present invention, in addition to the first aspect, the de-
vice comprises amount of operation detection means for
detecting an amount of operation of the brake pedal, the
control means closing the master cut valve when the
amount of operation of the brake pedal detected by the
amount of operation detection means attains a predeter-
mined value when there is an abnormality of the slave
cylinder.
[0010] Furthermore, according to a third aspect of the
present invention, in addition to the first or second aspect,
the in-valve and the out-valve are provided so as to cor-
respond to at least two wheel cylinders, and the control
means closes the in-valve and opens the out-valve of
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one wheel cylinder and opens the in-valve and closes
the out-valve of the other wheel cylinder to thus supply
the brake fluid of the one wheel cylinder side to the other
wheel cylinder side via the hydraulic pump.
[0011] Moreover, according to a fourth aspect of the
present invention, in addition to the second aspect, the
control means opens the simulator valve again after clos-
ing the master cut valve.
[0012] Further, according to a fifth aspect of the
present invention, there is provided a vehicle brake de-
vice control method comprising: a master cylinder that is
operated by a brake pedal to generate brake fluid pres-
sure, a stroke simulator into which can be introduced
brake fluid from the master cylinder, a simulator valve
disposed between the master cylinder and the stroke
simulator, a fluid path that provides a connection between
the master cylinder and a wheel cylinder, a slave cylinder
that is connected to the fluid path and generates brake
fluid pressure by the driving force of an actuator, a master
cut valve that is disposed in the fluid path on an upstream
side relative to the slave cylinder and can block the con-
nection between the master cylinder and the wheel cyl-
inder, and a hydraulic modulator that is disposed in the
fluid path on a downstream side relative to the slave cyl-
inder, the hydraulic modulator comprising: a hydraulic
pump that can increase the pressure of the brake fluid
of a reservoir and supply the brake fluid to the fluid path,
an in-valve that is disposed between the slave cylinder
and the wheel cylinder, and between the hydraulic pump
and the wheel cylinder, and an out-valve that is disposed
between the wheel cylinder and the reservoir, the method
comprising: a first step of closing the simulator valve
when there is an abnormality of the slave cylinder, a sec-
ond step of opening the master cut valve, the in-valve,
and the out-valve so that brake fluid is transferred from
the master cylinder to the reservoir, a third step of closing
the master cut valve when an amount of operation of the
brake pedal attains a predetermined value, and a fourth
step of driving the hydraulic pump to operate the wheel
cylinder.
[0013] Furthermore, according to a sixth aspect of the
present invention, in addition to the fifth aspect, the in-
valve and the out-valve each are provided so as to cor-
respond to at least two wheel cylinders, and in the fourth
step, the in-valve of one wheel cylinder is closed, the out-
valve thereof is opened, the in-valve of the other wheel
cylinder is opened, and the out-valve thereof is closed.
[0014] Moreover, according to a seventh aspect of the
present invention, in addition to the fifth or sixth aspect,
in the fourth step the simulator valve is opened again.
[0015] First and second master cut valves 32 and 33
of an embodiment correspond to the master cut valve of
the present invention, a stroke sensor Sd of the embod-
iment corresponds to the amount of operation detection
means of the present invention, and an electronic control
unit U of the embodiment corresponds to the control
means of the present invention.

EFFECTS OF THE INVENTION

[0016] In accordance with the first aspect of the present
invention, when the slave cylinder is normal, while open-
ing the simulator valve to thus allow a brake pedal stroke,
the master cut valve is closed to thus block the brake
fluid pressure from the master cylinder, and the wheel
cylinder is operated by means of the brake fluid pressure
generated by the slave cylinder. In an abnormal situation
when the slave cylinder becomes inoperable, when the
master cylinder is operated for the first time, after the
reservoir of the hydraulic modulator is charged via the
opened master cut valve with the brake fluid fed out by
the master cylinder, since the brake fluid charged into
the reservoir is increased in pressure by driving the hy-
draulic pump in a state in which the master cut valve is
closed, the increased brake fluid pressure can be trans-
mitted to the wheel cylinder by opening the in-valve and
closing the out-valve, and the brake fluid pressure can
be decreased by closing the in-valve and opening the
out-valve. Since the amount of brake fluid on the down-
stream side relative to the master cut valve can be in-
creased by charging the reservoir with brake fluid as
above, it is possible to increase the pressure of the brake
fluid of the reservoir by driving the hydraulic pump of the
hydraulic modulator, thus generating sufficient braking
force with respect to the force with which the brake pedal
is depressed.
[0017] Furthermore, in accordance with the second as-
pect of the present invention, since the amount of oper-
ation of the brake pedal is detected by the amount of
operation detection means, and the master cut valve is
closed when the amount of operation of the brake pedal
detected by the amount of operation detection means
attains a predetermined value when there is an abnor-
mality of the slave cylinder, not only is it possible to charge
the reservoir with a sufficient amount of brake fluid, but
it is also possible to prevent the brake fluid from flowing
back from the reservoir to the master cylinder side.
[0018] Moreover, in accordance with the third aspect
of the present invention, since the in-valve and the out-
valve of the hydraulic modulator are provided so as to
correspond to at least two wheel cylinders, closing the
in-valve and opening the out-valve of one wheel cylinder
allows the brake fluid pressure to be released to the res-
ervoir, thus decreasing the pressure, and opening the in-
valve and closing the out-valve of the other wheel cylinder
enables the brake fluid pressure to be increased by the
hydraulic pump, thereby generating different braking
force in the two wheel cylinders.
[0019] Furthermore, in accordance with the fourth as-
pect of the present invention, since the simulator valve
is opened again after the master cut valve is closed, it is
possible to eliminate any disagreeable sensation for the
driver by enabling brake pedal stroke during braking by
means of the hydraulic modulator.
[0020] Moreover, in accordance with the fifth aspect of
the present invention, in the first step the simulator valve
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is closed when there is an abnormality of the slave cyl-
inder, in the second step the reservoir can be charged
with brake fluid by means of the brake fluid pressure gen-
erated by the master cylinder in a state in which the mas-
ter cut valve, the in-valve, and the out-valve are opened,
in the third step when the amount of operation of the
brake pedal attains a predetermined value the master
cut valve is closed, and in the fourth step the hydraulic
pump is driven to thus operate the wheel cylinder. The
amount of brake fluid on the downstream side relative to
the master cut valve is increased by charging the reser-
voir with brake fluid as above, and it thus becomes pos-
sible to increase the pressure of the brake fluid of the
reservoir by driving the hydraulic pump, thereby enabling
a sufficient braking force to be generated with respect to
the force with which the brake pedal is depressed. The
increased brake fluid pressure can be transmitted to the
wheel cylinder by opening the in-valve and closing the
out-valve, and the brake fluid pressure can be decreased
by closing the in-valve and opening the out-valve.
[0021] Furthermore, in accordance with the sixth as-
pect of the present invention, since the in-valve and the
out-valve are provided so as to correspond to at least
two wheel cylinders, in the fourth step closing the in-valve
and opening the out-valve of one wheel cylinder allows
the brake fluid pressure to be released to the reservoir,
thus decreasing the pressure, and opening the in-valve
and closing the out-valve of the other wheel cylinder en-
ables the brake fluid pressure to be increased by the
hydraulic pump, thereby generating different braking
force in the two wheel cylinders.
[0022] Moreover, in accordance with the seventh as-
pect of the present invention, since the simulator valve
is opened again in the fourth step, it is possible to elim-
inate any disagreeable sensation for the driver by ena-
bling brake pedal stroke during braking by means of the
hydraulic modulator.

BRIEF DESCRIPTION OF DRAWINGS

[0023]

[FIG. 1] FIG. 1 is a fluid pressure circuit diagram
(when a power supply is OFF) of a vehicle brake
device. (first embodiment)
[FIG. 2] FIG. 2 is a block diagram of a control system.
(first embodiment)
[FIG. 3] FIG. 3 is a diagram for explaining the oper-
ation when braking normally. (first embodiment)
[FIG. 4] FIG. 4 is a diagram for explaining the oper-
ation when there is ABS control. (first embodiment)
[FIG. 5] FIG. 5 is a diagram for explaining the oper-
ation when there is a malfunction of the power sup-
ply. (first embodiment)
[FIG. 6] FIG. 6 is a flowchart for explaining the op-
eration when a slave cylinder malfunctions. (first em-
bodiment)
[FIG. 7] FIG. 7 is a diagram showing a fluid pressure

circuit corresponding to step S4. (first embodiment)
[FIG. 8] FIG. 8 is a diagram showing the fluid pres-
sure circuit corresponding to step S5. (first embodi-
ment)
[FIG. 9] FIG. 9 is a diagram showing the fluid pres-
sure circuit corresponding to step S9. (first embodi-
ment)
[FIG. 10] FIG. 10 is a diagram showing the fluid pres-
sure circuit corresponding to step S13. (first embod-
iment)
[FIG. 11]FIG. 11 is a diagram showing a method for
setting a target fluid pressure. (first embodiment)
[FIG. 12] FIG. 12 is a diagram for explaining the ef-
fects of the embodiment. (first embodiment)

EXPLANATION OF REFERENCE NUMERALS AND 
SYMBOLS

[0024]

11 Master cylinder
12 Brake pedal
23 Hydraulic modulator
26, 27 Wheel cylinder
30, 31 Wheel cylinder
32 First master cut valve (master cut valve)
33 Second master cut valve (master cut valve)
34 Simulator valve
35 Stroke simulator
42 Slave cylinder
43 Actuator
52 In-valve
53 Reservoir
54 Out-valve
55 Hydraulic pump
Pa to Pd Fluid path
Qa to Qd Fluid path
Sd Stroke sensor (amount of operation detection
means)
U Electronic control unit (control means)

MODE FOR CARRYING OUT THE INVENTION

[0025] A mode for carrying out the present invention
is explained below by reference to FIG. 1 to FIG. 12.

FIRST EMBODIMENT

[0026] As shown in FIG. 1, a tandem type master cyl-
inder 11 includes a first piston 14 and a second piston
15 disposed in front thereof, the first piston 14 being con-
nected via a push rod 13 to a brake pedal 12 operated
by a driver, a first fluid pressure chamber 17 housing a
return spring 16 is defined between the first piston 14
and the second piston 15, and a second fluid pressure
chamber 19 housing a return spring 18 is defined in front
of the second piston 15. The first fluid pressure chamber
17 and the second fluid pressure chamber 19, which can
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communicate with a reservoir 20, include a first output
port 21 and a second output port 22 respectively, the first
output port 21 being connected to for example wheel cyl-
inders 26 and 27 (first line) of disk brake devices 24 and
25 of a left front wheel and a right rear wheel via a fluid
path Pa, a fluid path Pb, a hydraulic modulator 23, and
fluid paths Pc and Pd, and the second output port 22
being connected to for example wheel cylinders 30 and
31 (second line) of disk brake devices 28 and 29 of a
right front wheel and a left rear wheel via a fluid path Qa,
a fluid path Qb, the hydraulic modulator 23, and fluid
paths Qc and Qd.
[0027] In this specification, the upstream side of the
fluid paths Pa to Pd and the fluid paths Qa to Qd means
the master cylinder 11 side, and the downstream side
means the wheel cylinder 26 and 27; 30 and 31 side.
[0028] A first master cut valve 32, which is a normally
open electromagnetic valve, is disposed between the flu-
id paths Pa and Pb, and a second master cut valve 33,
which is a normally open electromagnetic valve, is dis-
posed between the fluid paths Qa and Qb. Connected
via a simulator valve 34, which is a normally closed elec-
tromagnetic valve, to fluid paths Ra and Rb that branch
from the fluid path Pa on the upstream side of the first
master cut valve 32 is a stroke simulator 35. The stroke
simulator 35 is formed by slidably fitting into a cylinder
36 a piston 38 urged by a spring 37, and a fluid pressure
chamber 39 formed on the side of the piston 38 opposite
to the spring 37 communicates with the fluid path Rb.
Connected in parallel to the simulator valve 34 is a check
valve 40 that only permits brake fluid to flow from the
stroke simulator 35 side to the fluid path Pa side.
[0029] A communication control valve 41, which is a
normally closed electromagnetic valve, is disposed in a
third fluid path Rc that connects the fluid path Pb and the
fluid path Qb to each other on the downstream side of
the first and second master cut valves 32 and 33, and a
slave cylinder 42 is connected to a fluid path Rd branch-
ing from the fluid path Pb. An actuator 43 for operating
the slave cylinder 42 transmits rotation of an electric mo-
tor 44 to a ball screw mechanism 46 via a gear train 45.
The slave cylinder 42 includes a cylinder main body 47
that is connected to the reservoir 20 of the master cylinder
11 via a fluid path Re, and a piston 48 that is slidably
fitted into the cylinder main body 47 is urged by a return
spring 49 in the backward direction. When the piston 48
is driven by the ball screw mechanism 46 of the actuator
43 in the forward direction, brake fluid pressure generat-
ed in a fluid pressure chamber 50 is transmitted to the
fluid path Rd via an output port 51.
[0030] The structure of the hydraulic modulator 23,
which is provided with an ABS (antilock brake system)
function, is known, and the same structure is employed
for the line of the disk brake devices 24 and 25 of the left
front wheel and the right rear wheel and the line of the
disk brake devices 28 and 29 of the right front wheel and
the left rear wheel. The line of the disk brake devices 24
and 25 of the left front wheel and the right rear wheel is

explained as being representative thereof; in-valves 52
and 52, which are a pair of normally open electromagnetic
valves, are disposed between the fluid path Pb and the
fluid paths Pc and Pd, and out-valves 54 and 54, which
are normally closed electromagnetic valves, are dis-
posed between a reservoir 53 and the fluid paths Pc and
Pd on the downstream side of the in-valves 52 and 52.
A hydraulic pump 55 is disposed between the reservoir
53 and the fluid path Pb, this hydraulic pump 55 being
driven by an electric motor 56.
[0031] Check valves 57 and 58, which only permit
brake fluid to flow from the reservoir 53 side to the fluid
paths Pb and Qb side, are disposed on the intake side
and the discharge side of each hydraulic pump 55. Fur-
thermore, check valves 59, which only permit brake fluid
to flow from the fluid paths Pc and Pd; Qc and Qd side
to the fluid paths Pb and Qb side, are connected in parallel
to each in-valve 52.
[0032] As shown in FIG. 1 and FIG. 2, connected to
the fluid path Pa is a first fluid pressure sensor Sa for
detecting the fluid pressure thereof, and connected to
the fluid path Qb is a second fluid pressure sensor Sb
for detecting the fluid pressure thereof. The first fluid pres-
sure sensor Sa, the second fluid pressure sensor Sb,
wheel speed sensors Sc for detecting the wheel speed
of each wheel, and a stroke sensor Sd for detecting the
stroke of the brake pedal 12 are connected to an elec-
tronic control unit U that is connected to the first and
second master cut valves 32 and 33, the simulator valve
34, the communication control valve 41, the slave cylin-
der 42, and the hydraulic modulator 23.
[0033] The operation of the mode for carrying out the
present invention having the above-mentioned arrange-
ment is now explained.
[0034] First, normal braking operation in a normal sit-
uation is explained by reference to FIG. 3.
[0035] In a normal situation when the system is func-
tioning normally, when the first fluid pressure sensor Sa
provided in the fluid path Pa detects the brake pedal 12
being depressed by the driver, the first and second mas-
ter cut valves 32 and 33, which are normally open elec-
tromagnetic valves, are energized and thus close, the
simulator valve 34, which is a normally closed electro-
magnetic valve, is energized and thus opens, and the
communication control valve 41, which is a normally
closed electromagnetic valve, is energized and thus
opens. At the same time as the above, the actuator 43
of the slave cylinder 42 operates and the piston 48 moves
forward, thereby generating a brake fluid pressure in the
fluid pressure chamber 50. Since at this time the com-
munication control valve 41, which is a normally closed
electromagnetic valve, is energized and thus opens, the
brake fluid pressure generated by the slave cylinder 42
is transmitted to the fluid path Pb and the fluid path Qb
connected to the fluid path Pb via the third fluid path Rc,
and transmitted from the two fluid paths Pb and Qb to
the wheel cylinders 26 and 27; 30 and 31 of the disk
brake devices 24 and 25; 28 and 29 via the opened in-
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valves 52 of the hydraulic modulator 23, thus braking
each wheel.
[0036] Furthermore, the brake fluid pressure generat-
ed by the first fluid pressure chamber 17 of the master
cylinder 11 is transmitted to the fluid pressure chamber
39 of the stroke simulator 35 via the opened simulator
valve 34 to move the piston 38 against the spring 37,
thus allowing a stroke of the brake pedal 12 and gener-
ating a simulated pedal reaction force to eliminate any
disagreeable sensation for the driver. In this process, it
is also possible to employ an arrangement in which the
brake fluid pressure is controlled based on the amount
detected by the stroke sensor Sd instead of the first fluid
pressure sensor Sa.
[0037] Controlling the operation of the actuator 43 of
the slave cylinder 42 so that the brake fluid pressure due
to the slave cylinder 42 detected by the fluid pressure
sensor Sb provided in the fluid path Qb has a magnitude
corresponding to the brake fluid pressure due to the mas-
ter cylinder 11 detected by the fluid pressure sensor Sa
provided in the fluid path Pa enables a braking force cor-
responding to the depressing force inputted by the driver
into the brake pedal 12 to be generated in the disk brake
devices 24 and 25; 28 and 29.
[0038] Furthermore, when the brake fluid pressure
transmitted to the wheel cylinders 26 and 27 of the first
line and the brake fluid pressure transmitted to the wheel
cylinders 30 and 31 of the second line are made different
from each other, opening the communication control
valve 41 having a variable degree of opening to any in-
termediate degree of opening may enable the fluid pres-
sure of the fluid path Qb to be decreased relative to the
fluid pressure of the fluid path Pb.
[0039] The operation of ABS control in a normal situ-
ation is now explained by reference to FIG. 4.
[0040] During the above-mentioned braking in a nor-
mal situation, when based on the output of the wheel
speed sensors Sc it is detected that the slip rate of a
wheel has increased and there is a tendency for it to lock,
the operating state of the slave cylinder 42 is maintained,
and in this state the hydraulic modulator 23 is operated
to thus prevent the wheel from locking.
[0041] That is, when there is a tendency for the prede-
termined wheel to lock, in a state in which the in-valve
52 communicating with the wheel cylinder of the disk
brake device of the wheel is closed and transmission of
brake fluid pressure from the slave cylinder 42 is blocked,
a pressure decrease operation in which the out-valve 54
is opened to thus release the brake fluid pressure of the
wheel cylinder to the reservoir 53 and subsequently a
maintenance operation in which the out-valve 54 is
closed to thus maintain the brake fluid pressure of the
wheel cylinder are carried out, thus decreasing the brak-
ing force so that the wheel does not lock.
[0042] If, as a result, the wheel speed recovers and
the slip rate decreases, a pressure increase operation in
which the in-valve 52 is opened to thus increase the brake
fluid pressure of the wheel cylinder is carried out, thereby

increasing the braking force on the wheel. If the wheel
again has a tendency to lock due to this pressure increase
operation, the above-mentioned pressure decrease,
maintenance, and pressure increase are carried out
again, and repeating them enables the maximum braking
force to be generated while suppressing locking of the
wheel. In this process, brake fluid that has flowed into
the reservoir 53 is returned to the fluid paths Pb and Qb
on the upstream side by means of the hydraulic pump 55.
[0043] FIG. 4 shows a state in which the brake fluid
pressure of the wheel cylinder 26 of the left front wheel
is maintained, the brake fluid pressure of the wheel cyl-
inder 27 of the right rear wheel is decreased, and the
brake fluid pressure of the wheel cylinders 30 and 31 of
the right front wheel and the left rear wheel is increased.
[0044] The braking operation when the power supply
malfunctions is now explained by reference to FIG. 5.
[0045] When the power supply malfunctions, the first
and second master cut valves 32 and 33, which are nor-
mally open electromagnetic valves, automatically open,
the simulator valve 34 and the communication control
valve 41, which are normally closed electromagnetic
valves, automatically close, the in-valves 52, which are
normally open electromagnetic valves, automatically
open, and the out-valves 54, which are normally closed
electromagnetic valves, automatically close. In this state,
the brake fluid pressure generated in the first and second
fluid pressure chambers 17 and 19 of the master cylinder
11 passes through the first and second master cut valves
32 and 33 and the in-valves 52 without being absorbed
by the stroke simulator 35, to thus operate the wheel
cylinders 26 and 27; 30 and 31 of the disk brake devices
24 and 25; 30 and 31 of the wheels, and a braking force
can be generated without problem.
[0046] In this process, if the brake fluid pressure gen-
erated by the master cylinder 11 acts on the fluid pressure
chamber 50 of the slave cylinder 42 and makes the piston
48 move backward, there is a possibility that the volume
of the fluid pressure chamber 50 will expand and the
brake fluid pressure will decrease; if an attempt is made
to maintain the brake fluid pressure the stroke of the
brake pedal 12 will increase. However, in accordance
with the present embodiment, since the ball screw mech-
anism 46 of the slave cylinder 42 suppresses backward
movement if a load from the piston 48 side is inputted,
any increase in the volume of the fluid pressure chamber
50 is suppressed.
[0047] Furthermore, when the power supply malfunc-
tions, since the communication control valve 41 is closed,
the fluid paths Pa to Pd of the first line and the fluid paths
Qa to Qd of the second line are completely separated;
even if the fluid path of one line suffers from a liquid leak-
age malfunction, the braking force of the other line can
be maintained, and redundancy can be further enhanced.
[0048] If the power supply malfunctions in a state in
which the brake pedal 12 is depressed, the simulator
valve 34, which is a normally closed electromagnetic
valve, automatically closes to trap the brake fluid in the
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stroke simulator 35; there is a possibility that the volume
of brake fluid will become insufficient, but since in such
a case the brake fluid of the stroke simulator 35 passes
through the check valve 40 and is returned to the master
cylinder 11 side, no problem occurs.
[0049] The operation when the slave cylinder 42 be-
comes inoperable due to failure of the actuator 43, sei-
zure of the piston 48, etc. is explained by reference to
the flowchart of FIG. 6.
[0050] First, if in step S1 the slave cylinder 42 is normal,
in step S2 control for when the situation is normal, which
is explained by reference to FIG. 3 and FIG. 4, is carried
out.
[0051] If in step S1 above the slave cylinder 42 be-
comes inoperable due to the above-mentioned abnor-
mality occurring, the communication control valve 41 is
closed.
[0052] Subsequently, when the brake pedal 12 is de-
pressed for the first time, until the stroke of the brake
pedal 12 detected by the stroke sensor Sd attains a pre-
determined value or greater in step S3, in step S4 the
first and second master cut valves 32 and 33 and the in-
valves 52 and the out-valves 54 of the hydraulic modu-
lator 23 are opened, and the simulator valve 34 is closed.
As a result, the brake fluid fed out by the master cylinder
11 passes the opened first and second master cut valves
32 and 33, in-valves 52, and out-valves 54 without being
absorbed by the stroke simulator 35 and is charged into
the reservoirs 53 and 53 of the hydraulic modulator 23
(see FIG. 7). At least one per line of the out-valves 54
may be opened.
[0053] If in step S3 above the stroke of the brake pedal
12 attains a predetermined value or greater, it is deter-
mined that the reservoirs 53 and 53 are charged with a
sufficient amount of brake fluid, and in step S5 the first
and second master cut valves 32 and 33 and the out-
valves 54 are closed and the in-valves 52 and the simu-
lator valve 34 are opened. This allows the hydraulic mod-
ulator 23 having the reservoirs 53 and 53 charged with
a sufficient amount of brake fluid to be blocked from the
master cylinder 11, thereby preventing the brake fluid
from flowing back from the reservoirs 53 and 53 to the
master cylinder 11 side (see FIG. 8). In the embodiment,
it is detected from the stroke of the brake pedal 12 that
the reservoirs 53 and 53 are charged with a sufficient
amount of brake fluid, but the amount of brake fluid
charged may be detected directly from the position of a
piston of the reservoirs 53 and 53, etc.
[0054] When the brake pedal 12 is depressed next time
or thereafter, since the simulator valve 34 is opened al-
though the first and second master cut valves 32 and 33
are closed, there is a stroke of the brake pedal 12, and
the brake fluid pressure generated in the first fluid path
Pa is detected by the first fluid pressure sensor Sa. There-
fore, in step S6 the brake fluid pressure (master cylinder
fluid pressure) detected by the first fluid pressure sensor
Sa is used to set a target fluid pressure that is higher
than this pressure (see FIG. 11).

[0055] If in the subsequent step S7 the actual fluid pres-
sure detected by the second fluid pressure sensor Sb is
less than the target fluid pressure and in step S8 the
actual fluid pressure is less than a set fluid pressure that
is smaller than the target fluid pressure, then in step S9
the hydraulic pumps 55 and 55 are operated to increase
the pressure of the brake fluid within the reservoirs 53
and 53 and supply it to the wheel cylinders 26 and 27;
30 and 31 via the in-valves 52. In this way, increasing
the pressure of the brake fluid charged in advance into
the reservoirs 53 and 53 by means of the hydraulic pump
55 allows the hydraulic modulator 23, which does not
inherently have a pressure increase function, to exhibit
a pressure increase function, thereby enabling braking
with high deceleration to be carried out by supplying to
the wheel cylinders 26 and 27; 30 and 31 a large brake
fluid pressure with respect to the force with which the
brake pedal 12 is depressed (see FIG. 9).
[0056] In step S7 when the actual fluid pressure attains
the target fluid pressure or greater, since further pressure
increase becomes unnecessary, in step S10 the hydrau-
lic pump 55 is stopped, and the out-valves 54 are opened
as necessary, thus releasing the brake fluid pressure of
the wheel cylinders 26 and 27; 30 and 31 to the reservoirs
53 and 53.
[0057] If in step S8 above the actual fluid pressure is
the set fluid pressure or greater, setting the braking force
for the front wheel, which has a large brake factor, so as
to be larger than the braking force of the rear wheel, which
has a small brake factor, enables more efficient braking
to be carried out.
[0058] That is, in step S11 a target fluid pressure for
the front wheel is calculated; if in step S12 the actual fluid
pressure of the front wheel is less than the target fluid
pressure for the front wheel, then in step S13 the hydrau-
lic pumps 55 and 55 are operated, the in-valves 52 of the
front wheels are opened, and the out-valves 54 of the
rear wheels are closed (see FIG. 10). The brake fluid of
the wheel cylinders 27; 31 of the rear wheels is thereby
discharged to the reservoirs 53 and 53 side, the brake
fluid is increased in pressure by the hydraulic pumps 55
and 55 and supplied to the wheel cylinders 26, 30 of the
front wheels, and the braking force of the rear wheels is
thus decreased relative to the braking force of the front
wheels, thus further increasing the braking force of the
front wheels.
[0059] As hereinbefore described, in accordance with
the present embodiment, when the slave cylinder 42 mal-
functions, the brake fluid from the master cylinder 11 is
charged in advance into the reservoirs 53 and 53; since
the brake fluid within the reservoirs 53 and 53 can be
increased in pressure by the hydraulic pumps 55 and 55
of the hydraulic modulator 23 and supplied to the wheel
cylinders 26 and 27; 30 and 31, even if the hydraulic
modulator 23 does not have a pressure increase function
for the brake fluid pressure but has only a circulation func-
tion with a simpler structure, it is possible for the hydraulic
modulator 23 to generate a brake fluid pressure that is
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higher than the brake fluid pressure that can be gener-
ated by the master cylinder 11 with the depressing force
at that time, thereby generating a high braking force in
the wheel cylinders 26 and 27; 30 and 31 without the
driver increasing the depressing force applied to the
brake pedal 12.
[0060] In FIG. 12 (A), the solid line shows the deceler-
ation of braking by the slave cylinder 42 in a normal sit-
uation, the broken line shows the deceleration of con-
ventional braking by the master cylinder 11 in an abnor-
mal situation, and the chain line shows the deceleration
of braking of the present embodiment in which the master
cylinder 11 is cut off in an abnormal situation and the
hydraulic modulator 23 is operated. From this figure, it
can be seen that in accordance with the present embod-
iment, in an abnormal situation when the slave cylinder
42 is inoperable, the deceleration can be increased with-
out greatly increasing the force with which the brake ped-
al 12 is depressed.
[0061] Furthermore, by discharging the brake fluid of
the wheel cylinders 27; 31 of the rear wheels to the res-
ervoirs 53 and 53 side, increasing the pressure of this
brake fluid by the hydraulic pumps 55 and 55, and sup-
plying it to the wheel cylinders 26, 30 of the front wheels,
it is possible to increase the brake fluid pressure trans-
mitted to the wheel cylinders 26, 30 of the front wheels,
where a large braking force is required, by use of the
brake fluid pressure transmitted to the wheel cylinders
27, 31 of the rear wheels, where only a small braking
force is required, and to appropriately set the distribution
of braking force between the front wheels and the rear
wheels to obtain a greater deceleration.
[0062] As shown by the broken line in FIG. 12 (B), it
can be seen that supplying the brake fluid of the wheel
cylinders 27 and 31 of the rear wheels, which have a
small brake factor, to the wheel cylinders 26 and 30 of
the front wheels, which have a large brake factor, via the
hydraulic pumps 55 and 55 increases the maximum de-
celeration that can be generated.
[0063] A mode for carrying out the present invention
is explained above, but the present invention may be
modified in a variety of ways as long as the modifications
do not depart from the scope thereof, as defined by the
appended claims.
[0064] For example, the slave cylinder 42 of the em-
bodiment is only equipped with the single fluid pressure
chamber 50, but it may be equipped with two fluid pres-
sure chambers so as to correspond to the first and second
lines.
[0065] Furthermore, in the embodiment, the wheel cyl-
inders 26 and 27 of the left front wheel and the right rear
wheel are defined as the first line, and the wheel cylinders
30 and 31 of the right front wheel and the left rear wheel
are defined as the second line, but there are no restric-
tions with regard to this.

Claims

1. A vehicle brake device comprising:

a master cylinder (11) that is operated by a brake
pedal (12) to generate brake fluid pressure,
a stroke simulator (35) into which can be intro-
duced brake fluid from the master cylinder (11),
a simulator valve (34) disposed between the
master cylinder (11) and the stroke simulator
(35),
a fluid path (Pa to Pd; Qa to Qd) that provides
a connection between the master cylinder (11)
and a wheel cylinder (26, 27; 30, 31),
a slave cylinder (42) that is connected to the fluid
path (Pa to Pd; Qa to Qd) and generates brake
fluid pressure by the driving force of an actuator
(43),
a master cut valve (32, 33) that is disposed in
the fluid path (Pa to Pd, Qa to Qd) on an up-
stream side relative to the slave cylinder (42)
and can block the connection between the mas-
ter cylinder (11) and the wheel cylinder (26, 27;
30, 31), and
a hydraulic modulator (23) that is disposed in
the fluid path (Pa to Pd, Qa to Qd) on a down-
stream side relative to the slave cylinder (42),
the hydraulic modulator(23) comprising:

a hydraulic pump (55) that can increase the
pressure of the brake fluid of a reservoir (53)
and supply the brake fluid to the fluid path
(Pa to Pd; Qa to Qd),
an in-valve (52) that is disposed between
the slave cylinder (42) and the wheel cylin-
der, and between the hydraulic pump (55)
and the wheel cylinder (26, 27; 30, 31), and
an out-valve (54) that is disposed between
the wheel cylinder (26, 27; 30, 31) and the
reservoir (53), characterised in that the
device further comprises control means
configurated in such a way that,
when there is an abnormality of the slave
cylinder (42), the control means (U) closes
the simulator valve (34) and opens the mas-
ter cut valve (32, 33), the in-valve (52), and
the out-valve (54) to thus enable the brake
fluid to be transferred from the master cyl-
inder (11) to the reservoir (53).

2. The vehicle brake device according to Claim 1,
wherein the device comprises amount of operation
detection means (Sd) for detecting an amount of op-
eration of the brake pedal (12), the control means
(U) being configurated to close the master cut valve
(32, 33) when the amount of operation of the brake
pedal (12) detected by the amount of operation de-
tection means (Sd) attains a predetermined value
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when there is an abnormality of the slave cylinder
(42).

3. The vehicle brake device according to Claim 1 or
Claim 2, wherein the in-valve (52) and the out-valve
(54) are provided so as to correspond to at least two
wheel cylinders (26, 27; 30, 31), and the control
means (U) is configurated to close the in-valve (52)
and to open the out-valve (54) of one wheel cylinder
and to open the in-valve (52) and to close the out-
valve (54) of the other wheel cylinder to thus supply
the brake fluid of said one wheel cylinder side to said
other wheel cylinder side via the hydraulic pump (55).

4. The vehicle brake device according to Claim 2,
wherein the control means (U) is configurated to
open the simulator valve (34) again after closing the
master cut valve (32, 33).

5. A method for controlling a vehicle brake device com-
prising:

a master cylinder (11) that is operated by a brake
pedal (12) to generate brake fluid pressure,
a stroke simulator (35) into which can be intro-
duced brake fluid from the master cylinder (11),
a simulator valve (34) disposed between the
master cylinder (11) and the stroke simulator
(35),
a fluid path (Pa to Pd; Qa to Qd) that provides
a connection between the master cylinder (11)
and a wheel cylinder (26, 27; 30, 31),
a slave cylinder (42) that is connected to the fluid
path (Pa to Pd; Qa to Qd) and generates brake
fluid pressure by the driving force of an actuator
(43),
a master cut valve (32, 33) that is disposed in
the fluid path (Pa to Pd, Qa to Qd) on an up-
stream side relative to the slave cylinder (42)
and can block the connection between the mas-
ter cylinder (11) and the wheel cylinder (26, 27;
30, 31), and
a hydraulic modulator (23) that is disposed in
the fluid path (Pa to Pd, Qa to Qd) on a down-
stream side relative to the slave cylinder (42),
the hydraulic modulator (23) comprising:

a hydraulic pump (55) that can increase the
pressure of the brake fluid of a reservoir (53)
and supply the brake fluid to the fluid path
(Pa to
Pd; Qa to Qd),
an in-valve (52) that is disposed between
the slave cylinder (42) and the wheel cylin-
der, and between the hydraulic pump (55)
and the wheel cylinder (26, 27; 30, 31), and
an out-valve (54) that is disposed between
the wheel cylinder (26, 27; 30, 31) and the

reservoir (53),
the method comprising:

a first step of closing the simulator valve
(34) when there is an abnormality of the
slave cylinder (42),
a second step of opening the master
cut valve (32, 33), the in-valve (52), and
the out-valve (54) so that brake fluid is
transferred from the master cylinder
(11) to the reservoir (53),
a third step of closing the master cut
valve (32, 33) when an amount of op-
eration of the brake pedal (12) attains
a predetermined value, and
a fourth step of driving the hydraulic
pump (55) to operate the wheel cylinder
(26, 27; 30, 31).

6. The vehicle brake device control method according
to Claim 5, wherein the in-valve (52) and the out-
valve (54) each are provided so as to correspond to
at least two wheel cylinders (26, 27; 30, 31), and
in the fourth step,
the in-valve (52) of one wheel cylinder is closed, the
out-valve (54) thereof is opened, the in-valve (52) of
the other wheel cylinder is opened, and the out-valve
(54) thereof is closed.

7. The vehicle brake device control method according
to Claim 5 or Claim 6, wherein in the fourth step the
simulator valve (34) is opened again.

Patentansprüche

1. Fahrzeugbremsvorrichtung, welche aufweist:

einen Hauptzylinder (11), der mit einem Brem-
spedal (12) betätigt wird, um Bremsfluiddruck
zu erzeugen,
einen Hubsimulator (35), in den Bremsfluid von
dem Hauptzylinder (11) eingeführt werden
kann,
ein Simulatorventil (34), das zwischen dem
Hauptzylinder (11) und dem Hubsimulator (35)
angeordnet ist,
einen Fluidweg (Pa bis Pd; Qa bis Qd), der eine
Verbindung zwischen dem Hauptzylinder (11)
und einem Radzylinder (26, 27; 30, 31) herstellt,
einen Tochterzylinder (42), der mit dem Fluid-
weg (Pa bis Pd; Qa bis Qd) verbunden ist und
durch die Antriebskraft eines Aktuators (43)
Bremsfluiddruck erzeugt,
ein Hauptsperrventil (32, 33), das in dem Fluid-
weg (Pa bis Pd; Qa bis Qd) an einer stromauf-
wärtigen Seite in Bezug auf den Tochterzylinder
(42) angeordnet ist und die Verbindung zwi-
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schen dem Hauptzylinder (11) und dem Radzy-
linder (26, 27; 30, 31) blockieren kann, und
einen Hydraulikmodulator (23), der in dem Flu-
idweg (Pa bis Pd; Qa bis Qd) an einer stromab-
wärtigen Seite in Bezug auf den Tochterzylinder
(42) angeordnet ist,
wobei der Hydraulikmodulator (23) aufweist:

eine Hydraulikpumpe (55), die den Druck
des Bremsfluids eines Reservoirs (53) er-
höhen und das Bremsfluid dem Fluidweg
(Pa bis Pd; Qa bis Qd) zuführen kann,
ein Einlassventil (52), das zwischen dem
Tochterzylinder (42) und dem Radzylinder,
und zwischen der Hydraulikpumpe (55) und
dem Radzylinder (26, 27; 30, 31) angeord-
net ist, und
ein Auslassventil (54), das zwischen dem
Radzylinder (26, 27; 30, 31) und dem Re-
servoir (53) angeordnet ist,
dadurch gekennzeichnet, dass die Vor-
richtung ferner ein Steuermittel aufweist,
das derart konfiguriert ist, dass, wenn eine
Abnormalität des Tochterzylinders (42) vor-
liegt, das Steuermittel (U) das Simulator-
ventil (34) schließt und das Hauptsperrven-
til (32, 33), das Einlassventil (52) und das
Auslassventil (54) öffnet, um hierdurch zu
ermöglichen, dass das Bremsfluid von dem
Hauptzylinder (11) auf das Reservoir (53)
überführt wird.

2. Die Fahrzeugbremsvorrichtung nach Anspruch 1,
wobei die Vorrichtung ein Betätigungsbetragerfas-
sungsmittel (Sd) aufweist, um einen Betätigungsbe-
trag des Bremspedals (12) zu erfassen, wobei das
Steuermittel (U) konfiguriert ist, um das Hauptsperr-
ventil (32, 33) zu schließen, wenn der vom Betäti-
gungsbetragerfassungsmittel (Sd) erfasste Betäti-
gungsbetrag des Bremspedals (12) einen vorbe-
stimmten Wert erreicht, wenn in dem Tochterzylin-
der (42) eine Abnormalität vorliegt.

3. Die Fahrzeugbremsvorrichtung nach Anspruch 1
oder Anspruch 2, wobei das Einlassventil (52) und
das Auslassventil (54) entsprechend zumindest zwei
Radzylindern (26, 27; 30, 31) vorgesehen sind, und
das Steuermittel (U) konfiguriert ist, um vom einen
Radzylinder das Einlassventil (52) zu schließen und
das Auslassventil (54) zu öffnen, und vom anderen
Radzylinder das Einlassventil (52) zu öffnen und das
Auslassventil (54) zu schließen, um hierdurch das
Bremsfluid von der einen Radzylinderseite über die
Hydraulikpumpe (55) der anderen Radzylinderseite
zuzuführen.

4. Die Fahrzeugbremsvorrichtung nach Anspruch 2,
wobei das Steuermittel (U) konfiguriert ist, um nach

dem Schließen des Hauptsperrventils (32, 33) das
Simulatorventil (34) wieder zu öffnen.

5. Verfahren zum Steuern/Regeln einer Fahrzeug-
bremsvorrichtung, welche aufweist:

einen Hauptzylinder (11), der mit einem Brem-
spedal (12) betätigt wird, um Bremsfluiddruck
zu erzeugen,
einen Hubsimulator (35), in den Bremsfluid von
dem Hauptzylinder (11) eingeführt werden
kann,
ein Simulatorventil (34), das zwischen dem
Hauptzylinder (11) und dem Hubsimulator (35)
angeordnet ist,
einen Fluidweg (Pa bis Pd; Qa bis Qd), der eine
Verbindung zwischen dem Hauptzylinder (11)
und einem Radzylinder (26, 27; 30, 31) herstellt,
einen Tochterzylinder (42), der mit dem Fluid-
weg (Pa bis Pd; Qa bis Qd) verbunden ist und
durch die Antriebskraft eines Aktuators (43)
Bremsfluiddruck erzeugt,
ein Hauptsperrventil (32, 33), das in dem Fluid-
weg (Pa bis Pd; Qa bis Qd) an einer stromauf-
wärtigen Seite in Bezug auf den Tochterzylinder
(42) angeordnet ist und die Verbindung zwi-
schen dem Hauptzylinder (11) und dem Radzy-
linder (26, 27; 30, 31) blockieren kann, und
einen Hydraulikmodulator (23), der in dem Flu-
idweg (Pa bis Pd; Qa bis Qd) an einer stromab-
wärtigen Seite in Bezug auf den Tochterzylinder
(42) angeordnet ist,
wobei der Hydraulikmodulator (23) aufweist:

eine Hydraulikpumpe (55), die den Druck
des Bremsfluids eines Reservoirs (53) er-
höhen und das Bremsfluid dem Fluidweg
(Pa bis Pd; Qa bis Qd) zuführen kann,
ein Einlassventil (52), das zwischen dem
Tochterzylinder (42) und dem Radzylinder,
und zwischen der Hydraulikpumpe (55) und
dem Radzylinder (26, 27; 30, 31) angeord-
net ist, und
ein Auslassventil (54), das zwischen dem
Radzylinder (26, 27; 30, 31) und dem Re-
servoir (53) angeordnet ist,
wobei das Verfahren aufweist:

einen ersten Schritt zum Schließen des
Simulatorventils (34), wenn eine Ab-
normalität des Tochterzylinders (42)
vorliegt,
einen zweiten Schritt zum Öffnen des
Hauptsperrventils (32, 33), des Ein-
lassventils (52) und des Auslassventils
(54), so dass das Bremsfluid von dem
Hauptzylinder (11) zum Reservoir (53)
überführt wird,
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einen dritten Schritt zum Schließen des
Hauptsperrventils (32, 33), wenn ein
Betätigungsbetrag des Bremspedals
(12) einen vorbestimmten Wert er-
reicht, und
einen vierten Schritt zum Antreiben der
Hydraulikpumpe (55) zum Betätigen
des Radzylinders (26, 27; 30, 31).

6. Das Fahrzeugbremsvorrichtungs-Steuer-/Regel-
verfahren nach Anspruch 5, wobei das Einlassventil
(52) und das Auslassventil (54) jeweils entspre-
chend zumindest zwei Radzylindern (26, 27; 30, 31)
vorgesehen sind, und
in dem vierten Schritt das Einlassventil (52) des ei-
nen Radzylinders geschlossen wird, das Auslass-
ventil (54) davon geöffnet wird, das Einlassventil (52)
des anderen Radzylinders geöffnet wird und das
Auslassventil (54) davon geschlossen wird.

7. Das Fahrzeugbremsvorrichtungs-Steuer-/Regel-
verfahren nach Anspruch 5 oder Anspruch 6, wobei
im vierten Schritt das Simulatorventil (54) wieder ge-
öffnet wird.

Revendications

1. Dispositif de frein de véhicule comprenant :

un maître-cylindre (11) qui est actionné par une
pédale de frein (12) pour générer une pression
de fluide de frein,
un simulateur de course (35) dans lequel peut
être introduit un fluide de frein à partir du maître-
cylindre (11),
une vanne de simulateur (34) disposée entre le
maître-cylindre (11) et le simulateur de course
(35),
un trajet de fluide (Pa à Pd ; Qa à Qd) qui réalise
une liaison entre le maître-cylindre (11) et un
cylindre de roue (26, 27 ; 30, 31),
un cylindre esclave (42) qui est relié au trajet de
fluide (Pa à Pd ; Qa à Qd) et qui génère une
pression de fluide de frein par la force d’entraî-
nement d’un actionneur (43),
une vanne de coupure maître (32, 33) qui est
disposée dans le trajet de fluide (Pa à Pd, Qa à
Qd) d’un côté amont par rapport au cylindre es-
clave (42) et qui peut bloquer la liaison entre le
maître-cylindre (11) et le cylindre de roue (26,
27 ; 30, 31), et
un modulateur hydraulique (23) qui est disposé
dans le trajet de fluide (Pa à Pd, Qa à Qd) d’un
côté aval par rapport au cylindre esclave (42),
le modulateur hydraulique (23) comprenant :

une pompe hydraulique (55) qui peut aug-

menter la pression du fluide de frein d’un
réservoir (53) et fournir le fluide de frein au
trajet de fluide (Pa à Pd ; Qa à Qd),
une vanne d’entrée (52) qui est disposée
entre le cylindre esclave (42) et le cylindre
de roue, et entre la pompe hydraulique (55)
et le cylindre de roue (26, 27 ; 30, 31), et
une vanne de sortie (54) qui est disposée
entre le cylindre de roue (26, 27 ; 30, 31) et
le réservoir (53), caractérisé en ce que le
dispositif comprend en outre des moyens
de commande configurés de manière à ce
que
lorsqu’il y a une anomalie du cylindre escla-
ve (42), les moyens de commande (U) fer-
ment la vanne de simulateur (34) et ouvrent
la vanne de coupure maître (32, 33), la van-
ne d’entrée (52), et la vanne de sortie (54)
pour permettre ainsi le transfert du fluide de
frein du maître-cylindre (11) au réservoir
(53).

2. Dispositif de frein de véhicule selon la revendication
1, dans lequel le dispositif comprend des moyens de
détection de quantité d’actionnement (Sd) pour dé-
tecter une quantité d’actionnement de la pédale de
frein (12), les moyens de commande (U) étant con-
figurés pour fermer la vanne de coupure maître (32,
33) lorsque la quantité d’actionnement de la pédale
de frein (12) détectée par les moyens de détection
de quantité d’actionnement (Sd) atteint une valeur
prédéterminée lorsqu’il existe une anomalie du cy-
lindre esclave (42).

3. Dispositif de frein de véhicule selon la revendication
1 ou la revendication 2, dans lequel la vanne d’entrée
(52) et la vanne de sortie (54) sont prévues de ma-
nière à correspondre à au moins deux cylindres de
roue (26, 27 ; 30, 31), et les moyens de commande
(U) sont configurés pour fermer la vanne d’entrée
(52) et pour ouvrir la vanne de sortie (54) d’un cylin-
dre de roue et pour ouvrir la vanne d’entrée (52) et
pour fermer la vanne de sortie (54) de l’autre cylindre
de roue pour fournir ainsi le fluide de frein dudit un
côté de cylindre de roue au dit autre côté de cylindre
de roue par l’intermédiaire de la pompe hydraulique
(55).

4. Dispositif de frein de véhicule selon la revendication
2, dans lequel les moyens de commande (U) sont
configurés pour ouvrir la vanne de simulateur (34)
de nouveau après la fermeture de la vanne de cou-
pure maître (32, 33).

5. Procédé pour commander un dispositif de frein de
véhicule comprenant :

un maître-cylindre (11) qui est actionné par une
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pédale de frein (12) pour générer une pression
de fluide de frein,
un simulateur de course (35) dans lequel peut
être introduit un fluide de frein à partir du maître-
cylindre (11),
une vanne de simulateur (34) disposée entre le
maître-cylindre (11) et le simulateur de course
(35),
un trajet de fluide (Pa à Pd ; Qa à Qd) qui réalise
une liaison entre le maître-cylindre (11) et un
cylindre de roue (26, 27 ; 30, 31),
un cylindre esclave (42) qui est relié au trajet de
fluide (Pa à Pd ; Qa à Qd) et qui génère une
pression de fluide de frein par la force d’entraî-
nement d’un actionneur (43),
une vanne de coupure maître (32, 33) qui est
disposée dans le trajet de fluide (Pa à Pd, Qa à
Qd) d’un côté amont par rapport au cylindre es-
clave (42) et qui peut bloquer la liaison entre le
maître-cylindre (11) et le cylindre de roue (26,
27 ; 30, 31), et
un modulateur hydraulique (23) qui est disposé
dans le trajet de fluide (Pa à Pd, Qa à Qd) d’un
côté aval par rapport au cylindre esclave (42),
le modulateur hydraulique (23) comprenant :

une pompe hydraulique (55) qui peut aug-
menter la pression du fluide de frein d’un
réservoir (53) et fournir le fluide de frein au
trajet de fluide (Pa à Pd ; Qa à Qd),
une vanne d’entrée (52) qui est disposée
entre le cylindre esclave (42) et le cylindre
de roue, et entre la pompe hydraulique (55)
et le cylindre de roue (26, 27 ; 30, 31), et
une vanne de sortie (54) qui est disposée
entre le cylindre de roue (26, 27 ; 30, 31) et
le réservoir (53),
le procédé comprenant :

une première étape de fermeture de la
vanne de simulateur (34) lorsqu’il y a
une anomalie du cylindre esclave (42),
une deuxième étape d’ouverture de la
vanne de coupure maître (32, 33), de
la vanne d’entrée (52), et de la vanne
de sortie (54) de sorte que le fluide de
frein soit transféré du maître-cylindre
(11) au réservoir (53),
une troisième étape de fermeture de la
vanne de coupure maître (32, 33) lors-
qu’une quantité d’actionnement de la
pédale de frein (12) atteint une valeur
prédéterminée, et
une quatrième étape de commande de
la pompe hydraulique (55) pour action-
ner le cylindre de roue (26, 27 ; 30, 31).

6. Procédé de commande de dispositif de frein de vé-

hicule selon la revendication 5, dans lequel la vanne
d’entrée (52) et la vanne de sortie (54) sont prévues
chacune de manière à correspondre à au moins
deux cylindres de roue (26, 27 ; 30, 31), et
à la quatrième étape,
la vanne d’entrée (52) d’un cylindre de roue est fer-
mée, la vanne de sortie (54) de celui-ci est ouverte,
la vanne d’entrée (52) de l’autre cylindre de roue est
ouverte, et la vanne de sortie (54) de celui-ci est
fermée.

7. Procédé de commande de dispositif de frein de vé-
hicule selon la revendication 5 ou selon la revendi-
cation 6, dans lequel, à la quatrième étape, la vanne
de simulateur (34) est de nouveau ouverte.
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