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(54) Heater

(57) A heater (1) according to an embodiment in-
cludes a bulb (2), a filament (3), a gas (4), and a multilayer
film (5). The filament (3) is disposed in an interior (2a) of
the bulb (2) along the tube axis. The filament (3) includes
a coil (31) and an anchor (34). The coil (31) is wound
spirally. The anchor (34) supports the coil (31) against
an inner wall (2c) of the bulb (2). The gas (4) is filled in

the interior (2a) of the bulb (2). The multilayer film (5) is
formed on an outer surface (2b) of the bulb (2). The mul-
tilayer film (5) has an average visible light transmittance
in the wavelength range of 380 nm to 780 nm of 24% or
less. The ratio R1/R2 of the outer diameter R1 of the coil
(31) to the outer diameter R2 of the anchor (34) satisfies
the following formula: 0.33 ≤ R1/R2 ≤ 0.55.
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Description

FIELD

[0001] Embodiments described herein relate generally
to a heater.

BACKGROUND

[0002] Heretofore, a heater having a combined func-
tion of space heating in a store or the like and lighting is
used.
[0003] A heater for space heating is used mainly as a
heat source, and a light in a visible light region is emitted
to a space when heat is generated. Here, the heater for
space heating is required to have a function as a heat
source, but depending on the environment where the
heater is used, the heater is required to be glare-free,
that is, required to have a so-called anti-glare property.
[0004] An object of the exemplary embodiments is to
provide a heater having an improved anti-glare property.

BRIEF DESCRIPTION OF THE DRAWINGS

[0005]

FIG. 1 is a front view showing a heater according to
an embodiment.
FIG. 2 is a cross-sectional view showing a heater
according to an embodiment.
FIG. 3 is a front view showing a bulb.
FIG. 4 is a front view showing a filament.
FIG. 5 is a view showing a process for producing a
heater according to an embodiment.
FIG. 6 is a view showing a process for producing a
heater according to an embodiment.
FIG. 7 is a view showing a process for producing a
heater according to an embodiment.
FIG. 8 is a view showing a process for producing a
heater according to an embodiment.
FIG. 9 is an explanatory view showing electrical char-
acteristics of a heater.
FIG. 10 is an explanatory view showing comparison
of illuminance.
FIG. 11 is an explanatory view showing comparison
of illuminance.

DETAILED DESCRIPTION

[0006] A heater 1 according to an embodiment de-
scribed below includes a bulb 2, a filament 3, a gas 4,
and a multilayer film 5. The filament 3 is disposed in an
interior 2a of the bulb 2 along the tube axis. The filament
3 includes a coil 31 and an anchor 34. The coil 31 is
wound spirally. The anchor 34 supports the coil 31
against an inner wall 2c of the bulb 2. The gas 4 is filled
in the interior 2a of the bulb 2. The multilayer film 5 is
formed on an outer surface 2b of the bulb 2. The multi-

layer film 5 has an average visible light transmittance in
the wavelength range of 380 nm to 780 nm of 24% or
less. The ratio R1/R2 of the outer diameter R1 of the coil
31 to the outer diameter R2 of the anchor 34 satisfies the
following formula: 0.33 ≤ R1/R2 ≤ 0.55.
[0007] The heater 1 according to the embodiment de-
scribed below includes a bulb 2, a filament 3, a gas 4,
and a multilayer film 5. The filament 3 is disposed in an
interior 2a of the bulb 2 along the tube axis. The filament
3 includes a coil 31 and an anchor 34. The coil 31 is
wound spirally. The anchor 34 supports the coil 31
against an inner wall 2c of the bulb 2. The gas 4 is filled
in the interior 2a of the bulb 2. The multilayer film 5 is
formed on an outer surface 2b of the bulb 2. The multi-
layer film 5 has an average visible light transmittance in
the wavelength range of 380 nm to 780 nm of 24% or
less. The ratio L1/L2 of the wire length L1 of the coil 31
to the effective light emission length L2 of the bulb 2 sat-
isfies the following formula: 13.0 ≤ L1/L2 ≤ 20.1.
[0008] The heater 1 according to the embodiment de-
scribed below includes a bulb 2, a filament 3, a gas 4,
and a multilayer film 5. The filament 3 is disposed in an
interior 2a of the bulb 2 along the tube axis. The filament
3 includes a coil 31 and an anchor 34. The coil 31 is
wound spirally. The anchor 34 supports the coil 31
against an inner wall 2c of the bulb 2. The gas 4 is filled
in the interior 2a of the bulb 2. The multilayer film 5 is
formed on an outer surface 2b of the bulb 2. The average
visible light transmittance in the wavelength range of 380
nm to 780 nm of the bulb 2 and the multilayer film 5 formed
on the outer surface 2b of the bulb 2 in combination is
22% or less. The ratio R1/R2 of the outer diameter R1
of the coil 31 to the outer diameter R2 of the anchor 34
satisfies the following formula: 0.33 ≤ R1/R2 ≤ 0.55.
[0009] The heater 1 according to the embodiment de-
scribed below includes a bulb 2, a filament 3, a gas 4,
and a multilayer film 5. The filament 3 is disposed in an
interior 2a of the bulb 2 along the tube axis. The filament
3 includes a coil 31 and an anchor 34. The coil 31 is
wound spirally. The anchor 34 supports the coil 31
against an inner wall 2c of the bulb 2. The gas 4 is filled
in the interior 2a of the bulb 2. The multilayer film 5 is
formed on an outer surface 2b of the bulb 2. The average
visible light transmittance in the wavelength range of 380
nm to 780 nm of the bulb 2 and the multilayer film 5 formed
on the outer surface 2b of the bulb 2 in combination is
22% or less. The ratio L1/L2 of the wire length L1 of the
coil 31 to the effective light emission length L2 of the bulb
2 satisfies the following formula: 13.0 ≤ L1/L2 ≤ 20.1.
[0010] In the heater 1 according to the embodiment
described below, the bulb 2 includes a dimple 25 pro-
truding toward the interior 2a on the outer surface 2b of
the bulb 2.
[0011] In the heater 1 according to the embodiment
described below, the anchor 34 is formed into an arc
shape along the inner wall 2c of the bulb 2 when seen in
the tube axis direction, and a plurality of anchors are pro-
vided in the tube axis direction so as to maintain one or
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more predetermined pitches and support the coil 31 so
that the coil 31 is disposed substantially at the center of
the interior 2a of the bulb 2.

Embodiments

[0012] Embodiments will be described with reference
to FIGS. 1 and 2. FIG. 1 is a front view showing a heater
according to the embodiment. FIG. 2 is a cross-sectional
view showing the heater according to the embodiment.
Incidentally, FIG. 1 is a view in which a part of the heater
in the tube axis direction is omitted. FIG. 2 is a cross-
sectional view taken along the line A-A of FIG. 1.
[0013] The heater according to this embodiment pro-
vides heat to an object or a space to be heated, and as
an example, a case where the heater is used as a space
heater in a store or the like will be described. As shown
in FIG. 1, the heater 1 is configured to include a bulb 2,
a filament 3, a gas 4, a multilayer film 5, metal foils 61
and 62, and outer leads 71 and 72.
[0014] The bulb 2 is configured to include a cylindrical
section 21, seal sections 22 and 23, a chip 24, and a
dimple 25. The bulb 2 is formed from, for example, quartz
glass, and is transparent and colorless, and is a long
object in which the total length L is longer than the tube
diameter DO. The bulb 2 preferably has a bulb wall load-
ing of 21.3 (W/cm2) or less. If the bulb wall loading ex-
ceeds 21.3 (W/cm2), for example, the possibility of fusion
of the filament 3 increases. Further, the bulb temperature
(°C) increases, so that the bulb 2 is deformed or the du-
rability of the bulb 2 is lowered.
[0015] In the cylindrical section 21, an interior 2a is
formed as an inner space, and the filament 3 is disposed
in the interior 2a.
[0016] The seal sections 22 and 23 are disposed at
both ends of the cylindrical section 21 in the tube axis
direction, respectively. The seal sections 22 and 23 are
sealing members and seal the cylindrical section 21. The
seal sections 22 and 23 in this embodiment are formed
into a plate shape by a pinch seal. Incidentally, the seal
sections 22 and 23 may be formed into a cylindrical shape
by a shrink seal.
[0017] The chip 24 is a burnt trace of an exhaust tube
24’ (see FIG. 3) provided for evacuation of the interior 2a
and enclosure of the gas 4 when the heater 1 is produced.
The chip 24 is closed when the heater 1 is completed.
[0018] As shown in FIG. 2, the dimple 25 protrudes
toward the interior 2a of the bulb 2 on an outer surface
2b of the bulb 2. The inner diameter DI’ of the bulb 2 at
a position where the dimple 25 is formed is smaller than
the inner diameter DI of the bulb 2 at a position where
the dimple 25 is not formed. That is, at a position where
the dimple 25 is formed, a gap between an inner wall 2c
of the bulb 2 and the filament 3 becomes small. There-
fore, the rotation in the circumferential direction of the
filament 3 with respect to the bulb 2 or the movement
thereof in the tube axis direction can be regulated, and
thus, the formation of a dense portion and a sparse por-

tion of the filament 3 in the tube axis direction can be
prevented. Accordingly, the unevenness of the visible
light amount and the infrared light amount in the tube axis
direction of the heater 1 can be prevented. Incidentally,
at least one dimple 25 may be formed, however, in order
to regulate the movement of the filament 3 according to
the shapes of the bulb 2 and the filament 3 or the outer
diameter R1, two or more dimples 25 may be formed as
in this embodiment. In addition, the dimple 25 may not
be formed.
[0019] The filament 3 is disposed in the interior 2a of
the bulb 2 along the tube axis. The filament 3 is formed
integrally with a coil 31, leg sections 32 and 33, and an
anchor 34. The filament 3 in this embodiment is a metal
wire made of tungsten.
[0020] The coil 31 is a main part of the filament 3, and
is a portion that generates heat and emits a light when
the heater is turned on. The coil 31 is disposed in the
interior 2a of the bulb 2. The coil 31 is formed by spirally
winding a metal wire. As shown in FIG. 2, the coil 31 is
formed into a circular shape when seen in the tube axis
direction. That is, the coil 31 is formed into a cylindrical
shape.
[0021] Here, the ratio L1/L2 of the wire length L1 of the
coil 31 to the effective light emission length L2 of the bulb
2 (hereinafter referred to as "length ratio L1/L2") prefer-
ably satisfies the following formula: 13.0 ≤ L1/L2 ≤ 20.1,
more preferably satisfies the following formula: 14.7 ≤
L1/L2 ≤ 19.7. Incidentally, the "wire length L1 of the coil
31" as used herein refers to a wire length when the coil
31 is unwound into a linear form. If the length ratio L1/L2
is less than 13.0, the illuminance exceeds 130 (lx), which
is the upper limit illuminance for the anti-glare property
in visual evaluation so that the glare increases, and there-
fore, such a length ratio is not preferred. On the other
hand, if the length ratio L1/L2 is more than 20.1, an op-
eration for attaching the anchor 34 to the coil 31 becomes
difficult, and therefore, such a length ratio is not preferred.
Incidentally, the effective light emission length L2 in this
embodiment is a length of the cylindrical section 21 in
the tube axis direction.
[0022] As shown in FIG. 1, the leg sections 32 and 33
are disposed at both ends of the coil 31 in the tube axis
direction, and partially embedded in the seal sections 22
and 23, respectively. The leg sections 32 and 33 are por-
tions that supply electric power to the coil 31. The leg
sections 32 and 33 are connected through one end there-
of to both ends of the coil 31, respectively, and are elec-
trically connected through the other end thereof to metal
foils 61 and 62, respectively.
[0023] As shown in FIGS. 1 and 2, the anchor 34 is a
member that supports the coil 31 against the inner wall
2c of the bulb 2, and is a support member for the coil 31.
The anchor 34 is configured as a separate member from
the coil 31 and the legs sections 32 and 33. As shown in
FIG. 2, the anchor 34 is connected to the coil 31 by wind-
ing one end thereof around the coil 31 several turns. The
anchor 34 is configured such that the central portion
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thereof is formed toward the inner wall 2c of the bulb 2.
The anchor 34 is formed into an arc shape along the inner
wall 2c when the other end thereof is seen in the tube
axis direction. A plurality of anchors 34 are provided in
the tube axis direction so as to maintain one or more
predetermined pitches and support the coil 31 of the fil-
ament 3 so that the coil 31 is disposed substantially at
the center of the interior 2a of the bulb 2. According to
this, the coil 31 can be prevented from entirely coming
into contact with or coming closer to the inner wall 2c of
the bulb 2.
[0024] Here, the ratio R1/R2 of the outer diameter R1
of the coil 31 to the outer diameter R2 of the anchor 34
(hereinafter referred to as "outer diameter ratio R1/R2")
preferably satisfies the following formula: 0.33 ≤ R1/R2
≤ 0.55, more preferably satisfies the following formula:
0.36 ≤ R1/R2 ≤ 0.52. If the outer diameter ratio R1/R2 is
less than 0.33, the illuminance exceeds 130 (lx), which
is the upper limit illuminance for the anti-glare property
in visual evaluation so that the glare increases, and there-
fore, such an outer diameter ratio is not preferred. On
the other hand, if the outer diameter ratio R1/R2 is more
than 0.55, an operation for attaching the anchor 34 to the
coil 31 becomes difficult, and therefore, such an outer
diameter ratio is not preferred.
[0025] The gas 4 is filled in the interior 2a of the bulb
2. The gas 4 in this embodiment is argon gas at about
0.8 atm containing a trace amount of dibromomethane
(CH2Br2). Incidentally, the gas 4 is preferably a gas hav-
ing low thermal conductivity, and may be configured to
contain one type of gas selected from krypton, xenon,
argon, neon, and the like, or two or more types of gases
in combination. Further, the gas 4 may be configured to
contain one type of halogen selected from bromine, io-
dine, and the like, or two or more types of halogens in
combination.
[0026] As shown in FIGS. 1 and 2, the multilayer film
5 is formed on the outer surface 2b of the bulb 2. The
multilayer film 5 is formed in a region of the cylindrical
section 21 in the outer surface 2b. The multilayer film 5
is formed to have an average visible light transmittance
in the wavelength range of 380 nm to 780 nm of 24% or
less. Further, the multilayer film 5 is formed such that the
average visible light transmittance in the wavelength
range of 380 nm to 780 nm of the bulb 2 and the multilayer
film 5 formed on the outer surface 2b of the bulb 2 in
combination is 22% or less. The multilayer film 5 in this
embodiment is composed of 10 layers on the outer sur-
face 2b by alternately depositing silicon oxide and iron
oxide. The multilayer film 5 is visually recognized as gold
when the heater 1 is turned off.
[0027] Here, the "average visible light transmittance in
the wavelength range of 380 nm to 780 nm of the bulb 2
and the multilayer film 5 formed on the outer surface 2b
of the bulb 2 in combination" means as follows. For ex-
ample, with respect to the bulb 2 with the multilayer film
5 formed on the outer surface 2b thereof, the transmit-
tance in the wavelength range of 380 nm to 780 nm in

the visible light wavelength region was measured in 5
nm increments using a spectrophotometer V-570 man-
ufactured by JASCO Corporation, an average of the
transmittance in the wavelength range of 380 nm to 780
nm is obtained, and the thus obtained average is referred
to as the average visible light transmittance in the wave-
length range of 380 nm to 780 nm. Further, the "average
visible light transmittance in the wavelength range of 380
nm to 780 nm of the multilayer film 5" can be calculated
by, for example, the following method. Firstly, the bulb 2
and a glass having substantially the same transmittance,
thickness, and the like as the bulb 2 are used as the
measurement samples, and the transmittance in the
wavelength range of 380 nm to 780 nm in the visible light
wavelength region of the bulb 2 (or the glass having sub-
stantially the same properties) was measured in 5 nm
increments using a spectrophotometer V-570 manufac-
tured by JASCO Corporation. Secondly, based on the
"data of the transmittance in the wavelength range of 380
nm to 780 nm in the visible light wavelength region of the
bulb 2 (or the glass having substantially the same prop-
erties)" and the previously obtained "data of the trans-
mittance in the wavelength range of 380 nm to 780 nm
in the visible light wavelength region of the bulb 2 and
the multilayer film 5 formed on the outer surface 2b of
the bulb 2 in combination", the "data of the transmittance
in the wavelength range of 380 nm to 780 nm in the visible
light wavelength region of the multilayer film 5" can be
calculated. From this "data of the transmittance in the
wavelength range of 380 nm to 780 nm in the visible light
wavelength region of the multilayer film 5", an average
in the wavelength range of 380 nm to 780 nm was ob-
tained, and the thus obtained average value was referred
to as the "average visible light transmittance in the wave-
length range of 380 nm to 780 nm of the multilayer film 5".
[0028] If the average visible light transmittance in the
wavelength range of 380 nm to 780 nm of the multilayer
film 5 is more than 24% (the average visible light trans-
mittance in the wavelength range of 380 nm to 780 nm
of the bulb 2 and the multilayer film 5 formed on the outer
surface 2b of the bulb 2 in combination is more than 22%),
the glare in visual evaluation increases, and therefore,
such a transmittance is not preferred. On the other hand,
when the average visible light transmittance in the wave-
length range of 380 nm to 780 nm of the multilayer film
5 is 24% or less (the average visible light transmittance
in the wavelength range of 380 nm to 780 nm of the bulb
2 and the multilayer film 5 formed on the outer surface
2b of the bulb 2 in combination is 22% or less), the glare
in visual evaluation decreases. In particular, when the
average visible light transmittance in the wavelength
range of 380 nm to 780 nm of the multilayer film 5 is 21%
or less (the average visible light transmittance in the
wavelength range of 380 nm to 780 nm of the bulb 2 and
the multilayer film 5 formed on the outer surface 2b of
the bulb 2 in combination is 19% or less), the glare in
visual evaluation is not felt.
[0029] As shown in FIG. 1, the metal foils 61 and 62
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are connected through one end thereof to the leg sections
32 and 33 of the filament 3, respectively, and are con-
nected through the other end thereof to outer leads 71
and 72, respectively. The metal foils 61 and 62 are em-
bedded in the seal sections 22 and 23, respectively. The
metal foils 61 and 62 in this embodiment are each a mo-
lybdenum foil, and are disposed along the plate-shaped
surfaces of the seal sections 22 and 23, respectively.
[0030] The outer leads 71 and 72 connect an external
power source (not shown) to the metal foils 61 and 62,
respectively. The outer leads 71 and 72 are connected
through one end thereof to the metal foils 61 and 62,
respectively, and the other ends thereof are exposed to
the outside of the bulb 2. The outer leads 71 and 72 are
partially embedded in the seal sections 22 and 23, re-
spectively. Each of the other ends of the outer leads 71
and 72 is inserted into a connector (not shown) along
with the seal section 22 or 23, and is electrically connect-
ed to a cable (not shown) provided for the connector, and
connected to a power source through the cable. The outer
leads 71 and 72 in this embodiment are each a molyb-
denum rod.
[0031] Next, a process for producing the heater 1 will
be described. FIG. 3 is a front view showing the bulb.
FIG. 4 is a front view showing the filament. FIGS. 5 to 8
are views showing a process for producing the heater
according to an embodiment.
[0032] As shown in FIG. 3, the entire bulb 2 is the cy-
lindrical section 21 before processing, and the exhaust
tube 24’ communicates the interior 2a to the outside of
the bulb 2. Further, as shown in FIG. 4, to the filament
3, the metal foils 61 and 62 and the outer leads 71 and
72 are connected in advance by welding or the like.
[0033] First, as shown in FIG. 5, the filament 3 is in-
serted into the interior 2a of the bulb 2. At this time, the
filament 3 is inserted into the interior 2a of the bulb 2 such
that the metal foils 61 and 62 are disposed at positions
where the seal portions of the seal sections 22 and 23
are to be formed, respectively.
[0034] Subsequently, as shown in FIG. 6, the both
ends of the bulb 2 are melted by a gas burner (not shown)
and pinched by a pincher (not shown), whereby the seal
sections 22 and 23 are formed. According to this, the coil
31 of the filament 3 is housed in the cylindrical section 21.
[0035] Subsequently, the gas in the cylindrical section
21 is discharged and the gas 4 is enclosed therein
through the exhaust tube 24’.
[0036] Subsequently, as shown in FIG. 7, the exhaust
tube 24’ is burnt off by melting the tube by a gas burner
(not shown) to hermetically close the cylindrical section
21, whereby the gas 4 is filled in the interior 2a of the
bulb 2.
[0037] Subsequently, as shown in FIG. 8, a portion of
the bulb 2 is softened by a gas burner (not shown) at a
position facing the coil 31 of the filament 3, whereby the
dimple 25 is formed.
[0038] Subsequently, the multilayer film 5 is formed on
the outer surface 2b of the bulb 2. Here, in a region of

the cylindrical section 21 in the outer surface 2b, silicon
oxide is deposited to form first, third, fifth, seventh, and
ninth layers from the bulb 2 side, and iron oxide is de-
posited to form second, fourth, sixth, eighth, and tenth
layers therefrom, whereby the multilayer film 5 composed
of 10 layers is formed. By doing this, the heater 1 shown
in FIG. 1 is produced.
[0039] Hereinafter, the test results of the heaters 1 and
conventional products will be shown. FIG. 9 is an explan-
atory view showing electrical characteristics of the heat-
er. FIGS. 10 and 11 are explanatory views showing com-
parison of illuminance. Incidentally, the illuminance is an
illuminance when the electric power of the heater is 1500
W, and the measurement distance from the heater is 300
mm, and specifically, the measurement is performed us-
ing a color illuminometer CL-200 manufactured by Koni-
ca Minolta, Inc.
[0040] "Present Inventive Product 1" to "Present Inven-
tive Product 12", each of which is the heater 1, and "Con-
ventional Product 1", and "Conventional Product 2", each
have a total length of 337 mm, a tube diameter DO of 10
mm, an inner diameter DI of 8 mm, and an effective light
emission length L2 of 280 mm. Further, as shown in FIG.
9, when the electric power of the heater is 1500 W, the
bulb wall loading is 21.3 W/cm2, the voltage of the heater
is 235 V, and the current of the heater is 6.4 A. Inciden-
tally, the bulb wall loading is a value obtained by dividing
the electric power of the heater by the inner surface area
of the bulb 2, and the inner surface area of the bulb 2
can be obtained according to the following formula: inner
diameter DI (mm) x 3.14 (pi) x effective light emission
length L2 (mm).
[0041] In "Present Inventive Product 1" to "Present In-
ventive Product 6", the coil 31 of the filament 3 is a coil
obtained by spirally winding a metal wire having a wire
length L1 of 6076 mm and a wire diameter of 0.358 mm
such that the outer diameter R1 is in the range of 2.45
mm to 3.9 mm, the outer diameter R2 of the anchor 34
is 7.3 6 0.2 mm, and the multilayer film 5 is composed
of 10 layers (the first, third, fifth, seventh, and ninth layers
each have a thickness of 0.7 mm and are made of silicon
oxide, the second, fourth, sixth, eighth, and tenth layers
each have a thickness of 0.6 mm and are made of iron
oxide, the average visible light transmittance in the wave-
length range of 380 nm to 780 nm of the multilayer film
5 is 21%, and the average visible light transmittance in
the wavelength range of 380 nm to 780 nm of the bulb 2
and the multilayer film 5 formed on the outer surface 2b
of the bulb 2 in combination is 19%). In "Present Inventive
Product 1", the outer diameter R1 of the coil 31 is 2.45
mm and the outer diameter R2 of the anchor 34 is 7.5
mm, in "Present Inventive Product 2", the outer diameter
R1 of the coil 31 is 2.7 mm and the outer diameter R2 of
the anchor 34 is 7.5 mm, in "Present Inventive Product
3", the outer diameter R1 of the coil 31 is 3.2 mm and
the outer diameter R2 of the anchor 34 is 7.3 mm, in
"Present Inventive Product 4", the outer diameter R1 of
the coil 31 is 3.5 mm and the outer diameter R2 of the
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anchor 34 is 7.3 mm, in "Present Inventive Product 5",
the outer diameter R1 of the coil 31 is 3.7 mm and the
outer diameter R2 of the anchor 34 is 7.1 mm, and in
"Present Inventive Product 6", the outer diameter R1 of
the coil 31 is 3.9 mm and the outer diameter R2 of the
anchor 34 is 7.1 mm. Incidentally, in "Present Inventive
Product 1" to "Present Inventive Product 6", the length
ratio L1/L2 is 21.7.
[0042] In "Present Inventive Product 7" to "Present In-
ventive Product 12", the coil 31 of the filament 3 is a coil
obtained by spirally winding a metal wire having a wire
diameter of 0.358 mm and a wire length L1 in the range
of 3640 mm to 5628 mm such that the outer diameter R1
is 3.7 mm, the outer diameter R2 of the anchor 34 is 7.1
mm, and the multilayer film 5 is composed of 10 layers
(the first, third, fifth, seventh, and ninth layers each have
a thickness of 0.7 mm and are made of silicon oxide, the
second, fourth, sixth, eighth, and tenth layers each have
a thickness of 0.6 mm and are made of iron oxide, the
average visible light transmittance in the wavelength
range of 380 nm to 780 nm of the multilayer film 5 is 21%,
and the average visible light transmittance in the wave-
length range of 380 nm to 780 nm of the bulb 2 and the
multilayer film 5 formed on the outer surface 2b of the
bulb 2 in combination is 19%). In "Present Inventive Prod-
uct 7", the wire length L1 of the coil 31 is 3640 mm, in
"Present Inventive Product 8", the wire length L1 of the
coil 31 is 4116 mm, in "Present Inventive Product 9", the
wire length L1 of the coil 31 is 4592 mm, in "Present
Inventive Product 10", the wire length L1 of the coil 31 is
5040 mm, in "Present Inventive Product 11", the wire
length L1 of the coil 31 is 5516 mm, and in "Present In-
ventive Product 12", the wire length L1 of the coil 31 is
5628 mm. Incidentally, in "Present Inventive Product 7"
to "Present Inventive Product 12", the outer diameter ra-
tio R1/R2 is 0.52.
[0043] In "Conventional Product 1", the coil of the fila-
ment is a turn coil obtained by winding a metal wire having
a wire length of 6070 mm and a wire diameter of 0.307
mm such that the outer diameter of the coil is 2.4 mm,
the outer diameter of the anchor 34 is 7.5 mm, and the
multilayer film 5 is composed of 10 layers (the first, third,
fifth, seventh, and ninth layers each have a thickness of
0.7 mm and are made of silicon oxide, the second, fourth,
sixth, eighth, and tenth layers each have a thickness of
0.6 mm and are made of iron oxide, the average visible
light transmittance in the wavelength range of 380 nm to
780 nm of the multilayer film 5 is 21%, and the average
visible light transmittance in the wavelength range of 380
nm to 780 nm of the bulb 2 and the multilayer film 5 formed
on the outer surface 2b of the bulb 2 in combination is
19%). Incidentally, in "Conventional Product 1", the
length ratio is 21.7.
[0044] In "Conventional Product 2", the coil of the fila-
ment is a turn coil obtained by winding a metal wire having
a wire length of 3276 mm and a wire diameter of 0.307
mm such that the outer diameter of the coil is 3.7 mm,
the outer diameter of the anchor 34 is 7.1 mm, and the

multilayer film 5 is composed of 10 layers (the first, third,
fifth, seventh, and ninth layers each have a thickness of
0.7 mm and are made of silicon oxide, the second, fourth,
sixth, eighth, and tenth layers each have a thickness of
0.6 mm and are made of iron oxide, the average visible
light transmittance in the wavelength range of 380 nm to
780 nm of the multilayer film 5 is 21%, and the average
visible light transmittance in the wavelength range of 380
nm to 780 nm of the bulb 2 and the multilayer film 5 formed
on the outer surface 2b of the bulb 2 in combination is
19%). Incidentally, in "Conventional Product 2", the outer
diameter ratio is 0.52.
[0045] As shown in FIG. 10, as compared with "Con-
ventional Product 1" whose illuminance is 138 (lx), the
illuminance of "Present Inventive Product 1" can be de-
creased to 125 (lx), the illuminance of "Present Inventive
Product 2" can be decreased to 98 (lx), the illuminance
of "Present Inventive Product 3" can be decreased to 72
(lx), the illuminance of "Present Inventive Product 4" can
be decreased to 46 (lx), and the illuminance of "Present
Inventive Product 5" and "Present Inventive Product 6"
can be decreased to 20 (lx). That is, with respect to the
illuminance of "Conventional Product 1", the illuminance
can be decreased to about 91% in the case of "Present
Inventive Product 1", about 71% in the case of "Present
Inventive Product 2, about 52% in the case of "Present
Inventive Product 3", about 33% in the case of "Present
Inventive Product 4", about 14% in the case of "Present
Inventive Product 5", and about 14% in the case
of "Present Inventive Product 6". Therefore, in "Present
Inventive Product 1" to "Present Inventive Product 6", the
anti-glare property can be improved by setting the outer
diameter ratio R1/R2 within the following range: 0.33 ≤
R1/R2 ≤ 0.55. Here, when the illuminance is 70 (lx) or
less in visual evaluation, the heater can be evaluated to
be glare-free, and therefore, in "Present Inventive Prod-
uct 4" to "Present Inventive Product 6", the anti-glare
property can be significantly improved. Further, when the
illuminance is 35 (lx) or less in visual evaluation, the heat-
er can be evaluated to be more glare-free, and therefore,
in "Present Inventive Product 5" and "Present Inventive
Product 6", the anti-glare property can be remarkably
improved.
[0046] As shown in FIG. 11, as compared with "Con-
ventional Product 2" whose illuminance is 138 (lx), the
illuminance of "Present Inventive Product 7" can be de-
creased to 125 (lx), the illuminance of "Present Inventive
Product 8" can be decreased to 98 (lx), the illuminance
of "Present Inventive Product 9" can be decreased to 72
(lx), the illuminance of "Present Inventive Product 10"
can be decreased to 46 (lx), and the illuminance of
"Present Inventive Product 11" and "Present Inventive
Product 12" can be decreased to 20 (lx). That is, with
respect to the illuminance of "Conventional Product 2",
the illuminance can be decreased to about 91% in the
case of "Present Inventive Product 7", about 71% in the
case of "Present Inventive Product 8, about 52% in the
case of "Present Inventive Product 9", about 33% in the
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case of "Present Inventive Product 10", about 14% in the
case of "Present Inventive Product 11", and about 14%
in the case of "Present Inventive Product 12". Therefore,
in "Present Inventive Product 7" to "Present Inventive
Product 12", the anti-glare property can be improved by
setting the length ratio L1/L2 within the following range:
13.0 ≤ L1/L2 ≤ 20.1. Here, when the illuminance is 70 (lx)
or less in visual evaluation, the heater can be evaluated
to be glare-free, and therefore, in "Present Inventive
Product 10" to "Present Inventive Product 12", the anti-
glare property can be significantly improved. Further,
when the illuminance is 35 (lx) or less in visual evaluation,
the heater can be evaluated to be more glare-free, and
therefore, in "Present Inventive Product
11" and "Present Inventive Product 12", the anti-glare
property can be remarkably improved.
[0047] As described above, by setting the outer diam-
eter ratio R1/R2 within the following range: 0.33 ≤ R1/R2
≤ 0.55, or by setting the length ratio L1/L2 within the fol-
lowing range: 13.0 ≤ L1/L2 ≤ 20.1, the illuminance can
be decreased. Accordingly, in the heater 1 of this em-
bodiment, the anti-glare property can be improved.
[0048] Further, since the multilayer film 5 having an
average visible light transmittance in the wavelength
range of 380 nm to 780 nm of 24% or less is formed on
the outer surface 2b of the bulb 2, when the heater 1 is
turned off, it is difficult to visually recognize the bulb 2
and the filament 3 directly from the outside. In addition,
the multilayer film 5 is visually recognized as gold when
the heater 1 is turned off. The heater 1 of this embodiment
can improve the designability when the heater 1 is turned
off.
[0049] Incidentally, in the above embodiment, for the
multilayer film 5, silicon oxide and iron oxide are used,
however, the materials are not limited thereto. Since the
multilayer film 5 may be any as long as the average visible
light transmittance in the wavelength range of 380 nm to
780 nm of the multilayer film 5 is 24% or less, the multi-
layer film 5 may be formed by depositing other materials.
Further, any materials may be used as long as the aver-
age visible light transmittance in the wavelength range
of 380 nm to 780 nm of the bulb 2 and the multilayer film
5 formed on the outer surface 2b of the bulb 2 in combi-
nation is 22% or less. For example, the bulb 2 is formed
from quartz glass containing copper oxide or tin oxide,
that is, a so-called ruby tube, and the multilayer film 5
may be formed on the outside of the bulb 2 such that the
average visible light transmittance in the wavelength
range of 380 nm to 780 nm of the bulb 2 and the multilayer
film 5 formed on the outer surface 2b of the bulb 2 in
combination is 22% or less.
[0050] In addition, in the above embodiment, the mul-
tilayer film 5 is composed of 10 layers, but the number
of layers is not limited thereto. The multilayer film 5 may
be any as long as the average visible light transmittance
in the wavelength range of 380 nm to 780 nm of the mul-
tilayer film 5 is 24% or less, and therefore, the multilayer
film 5 may be composed of 10 layers or less, or 10 layers

or more.
[0051] While certain embodiments have been de-
scribed, these embodiments have been presented by
way of example only, and are not intended to limit the
scope of the inventions. Indeed, the novel embodiments
described herein may be embodied in a variety of other
forms; furthermore, various omissions, substitutions and
changes in the form of the embodiments described herein
may be made without departing from the spirit of the in-
ventions. The accompanying claims and their equiva-
lents are intended to cover such forms or modifications
as would fall within the scope and spirit of the inventions.

Claims

1. A heater, comprising:

a bulb;
a filament disposed in the interior of the bulb
along the tube axis;
a gas filled in the interior of the bulb; and
a multilayer film formed on the outer surface of
the bulb, and having an average visible light
transmittance in the wavelength range of 380
nm to 780 nm of 24% or less, wherein
the filament includes a coil wound spirally and
an anchor supporting the coil against the inner
wall of the bulb, and
the ratio R1/R2 of the outer diameter R1 of the
coil to the outer diameter R2 of the anchor sat-
isfies the following formula: 0.33 ≤ R1/R2 ≤ 0.55.

2. The heater according to claim 1, wherein
the bulb includes a dimple protruding toward the in-
terior thereof on the outer surface of the bulb.

3. The heater according to claim 1 or 2, wherein
the anchor is formed into an arc shape along the
inner wall of the bulb when seen in the tube axis
direction, and a plurality of anchors are provided in
the tube axis direction so as to maintain one or more
predetermined pitches and support the coil so that
the coil is disposed substantially at the center of the
interior of the bulb.

4. A heater, comprising:

a bulb;
a filament disposed in the interior of the bulb
along the tube axis;
a gas filled in the interior of the bulb; and
a multilayer film formed on the outer surface of
the bulb, and having an average visible light
transmittance in the wavelength range of 380
nm to 780 nm of 24% or less,
wherein
the filament includes a coil wound spirally and
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an anchor supporting the coil against the inner
wall of the bulb, and
the ratio L1/L2 of the wire length L1 of the coil
to the effective light emission length L2 of the
bulb satisfies the following formula: 13.0 ≤ L1/L2
≤ 20.1.

5. The heater according to claim 4, wherein
the bulb includes a dimple protruding toward the in-
terior thereof on the outer surface of the bulb.

6. The heater according to claim 4 or 5, wherein
the anchor is formed into an arc shape along the
inner wall of the bulb when seen in the tube axis
direction, and a plurality of anchors are provided in
the tube axis direction so as to maintain one or more
predetermined pitches and support the coil so that
the coil is disposed substantially at the center of the
interior of the bulb.

7. A heater, comprising:

a bulb;
a filament disposed in the interior of the bulb
along the tube axis;
a gas filled in the interior of the bulb; and
a multilayer film formed on the outer surface of
the bulb, wherein
the filament includes a coil wound spirally and
an anchor supporting the coil against the inner
wall of the bulb,
the average visible light transmittance in the
wavelength range of 380 nm to 780 nm of the
bulb and the multilayer film formed on the outer
surface of the bulb in combination is 22% or less,
and
the ratio R1/R2 of the outer diameter R1 of the
coil to the outer diameter R2 of the anchor sat-
isfies the following formula: 0.33 ≤ R1/R2 ≤ 0.55.

8. The heater according to claim 7, wherein
the bulb includes a dimple protruding toward the in-
terior thereof on the outer surface of the bulb.

9. The heater according to claim 7 or 8, wherein
the anchor is formed into an arc shape along the
inner wall of the bulb when seen in the tube axis
direction, and a plurality of anchors are provided in
the tube axis direction so as to maintain one or more
predetermined pitches and support the coil so that
the coil is disposed substantially at the center of the
interior of the bulb.

10. A heater, comprising:

a bulb;
a filament disposed in the interior of the bulb
along the tube axis;

a gas filled in the interior of the bulb; and
a multilayer film formed on the outer surface of
the bulb, wherein
the filament includes a coil wound spirally and
an anchor supporting the coil against the inner
wall of the bulb,
the average visible light transmittance in the
wavelength range of 380 nm to 780 nm of the
bulb and the multilayer film formed on the outer
surface of the bulb in combination is 22% or less,
and
the ratio L1/L2 of the wire length L1 of the coil
to the effective light emission length L2 of the
bulb satisfies the following formula: 13.0 ≤ L1/L2
≤ 20.1.

11. The heater according to claim 10, wherein
the bulb includes a dimple protruding toward the in-
terior thereof on the outer surface of the bulb.

12. The heater according to claim 10 or 11, wherein
the anchor is formed into an arc shape along the
inner wall of the bulb when seen in the tube axis
direction, and a plurality of anchors are provided in
the tube axis direction so as to maintain one or more
predetermined pitches and support the coil so that
the coil is disposed substantially at the center of the
interior of the bulb.
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