
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

47
7 

09
3

B
1

TEPZZ 477Z9¥B_T
(11) EP 2 477 093 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
08.07.2015 Bulletin 2015/28

(21) Application number: 12162740.0

(22) Date of filing: 18.04.2008

(51) Int Cl.:
G06F 3/02 (2006.01) H01H 13/83 (2006.01)

G06F 3/023 (2006.01)

(54) Display for a multi-function keypad and an electronic device having the same

Anzeige für eine Multifunktionstastatur und elektronische Vorrichtung damit

Affichage pour clavier multifonctions et dispositif électronique doté de celui-ci

(84) Designated Contracting States: 
DE FR GB

(30) Priority: 19.04.2007 KR 20070038399

(43) Date of publication of application: 
18.07.2012 Bulletin 2012/29

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
08251462.1 / 1 983 404

(73) Proprietor: Samsung Display Co., Ltd.
Gyeonggi-Do (KR)

(72) Inventors:  
• Kim, Kyongdo

Gyeonggi-do (KR)

• Lee, Woojong
Gyeonggi-do (KR)

• Jang, Hyunah
Gyeonggi-do (KR)

• Namgung, Hyungjun
Gyeonggi-do (KR)

(74) Representative: Mounteney, Simon James
Marks & Clerk LLP 
90 Long Acre
London
WC2E 9RA (GB)

(56) References cited:  
GB-A- 2 255 234 US-A- 4 472 610
US-A1- 2002 107 055 US-A1- 2006 152 668



EP 2 477 093 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a display for a
multi-function keypad and an electronic device having
such a display.

2. Description of the Related Art

[0002] Generally, electronic devices (for example, a
mobile communication terminal) include a keypad device
for inputting various instructions easily. For example,
characters, numbers, or specific symbols are allocated
to keys of the keypad device to allow a user to properly
perform various functions such as making and receiving
phone calls, inputting characters, and sending messages
by operating the keypad.
[0003] However, in a conventional keypad device,
unique characters, numbers, or specific symbols are al-
located to respective keys. Therefore, the conventional
keypad device is unsuitable for recently developed elec-
tronic devices for performing various and complicated
functions.
[0004] For example, it is difficult or impossible to input
characters of different languages using the mobile com-
munication terminal during global roaming because a
predetermined character is unchangeably allocated to
each key.
[0005] In addition, there is another problem that it is
inconvenient to use functions such as MP3 function or
camera function because the user often needs to operate
long key-sequences to use those functions in the mobile
communication terminal. In other words, the mobile com-
munication terminal has a deep user interface depth
(e.g., multiple cascaded menus), and thus key operations
are inconvenient and difficult to operate.
[0006] On the other hand, technologies using a touch
screen have been developed as a keypad device for solv-
ing the problem as described above. However, the touch
screen has a problem in that instructions are often not
properly inputted or the same instruction is repeatedly
inputted several times because the user receives no tac-
tile feedback to confirm that the user successfully
touched or pressed the keys. Furthermore, when a key-
pad device is made of the touch screen, power is supplied
to pixels on the entire touch screen, thereby increasing
power consumption and manufacturing cost.
[0007] US2002107055 discloses a portable data ter-
minal having a display for a multi-function keypad, com-
prising a display panel with a plurality of discrete display
regions arranged in a matrix pattern and a non-display
region surrounding the plurality of display regions. At
least one pixel is formed in each of the display regions
and no pixels are formed in the non-display region. On
the display panel a circuit board is disposed that com-

prises a plurality of transparent windows and a plurality
of keys at regions of the circuit board corresponding to
the plurality of display regions. A pad on the circuit board
comprises a plurality of transparent windows corre-
sponding to the plurality of transparent windows of the
circuit board, and a plurality of pressing units facing the
keys of the circuit board. The at least one pixel comprised
in each of the display regions is defined by at least one
first electrode, at least one second electrode having a
color filter formed thereon, and at least one liquid crystal
unit formed at a crossing region between the at least one
first electrode and the at least one second electrode.
Each of the display regions further comprises at least
one spacer between two adjacent liquid crystal units that
is arranged to keep a preferred distance between the at
least one first electrode and the at least one second elec-
trode.
[0008] US4472610 discloses a keyboard, particularly
for control of electronics in vehicles, that has at least one
key mounted in a recess in the keyboard and pivotable
about a pivot to press against a shaped portion of a rubber
gasket to operate an electrical switch. The key has a
transverse bore in which a compression spring is mount-
ed with balls at the end of the spring to co-operate with
stepped generally cylindrical members mounted with
their axes perpendicular to the pivot pin and forming de-
tent means to give the key a tactile operation.
[0009] A display for labelling the key is provided next
to the key, such that the display is not obscured by a
finger pressing on the key.
[0010] GB2255234 discloses a keyboard comprising
a printed substrate disposed on a display unit. The printed
substrate comprises fixed switch contacts, a contact
sheet carrying movable contacts and a sheet for gener-
ating a clicking noise when a button is pushed. Through
holes in the printed substrate adjacent to the switch con-
tacts enable indications of the button functions displayed
on the display unit to be seen.
[0011] US2006152668 deals with the production of liq-
uid crystal display (LCD) apparatuses. In order to en-
hance productivity, in a first step, a mother LCD panel
comprising a plurality of display areas and a non-display
area surrounding the display areas is formed. Then, in a
second step, the mother LCD panel is cut into LCD cells,
yielding a plurality of individual LCD panels. To facilitate
the step of cutting the mother LCD panel into the individ-
ual LCD panels, the LCD cells are spaced apart from
each other by the non-display area. An organic insulating
layer is partially formed in the non-display area.

SUMMARY OF THE INVENTION

[0012] Accordingly, a first aspect of the present inven-
tion provides a display for a multi-function keypad that
can input and output various information as set out in
Claim 1. Preferred features of this aspect of the invention
are set out in Claims 2 to 9. A further aspect of the in-
vention provides an electronic device having the display
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as set out in Claim 10.
[0013] One or more preferred embodiments of the
present invention provide a display for a multi-function
keypad and an electronic device having the display that
can provide a shallow user interface depth and easy key
operation by changing and displaying characters, num-
bers, specific symbols, still images and moving images
according to the user’s choice.
[0014] One or more preferred embodiments of the
present invention also provide a display for a multi-func-
tion keypad and an electronic device having the display
that has reduced power consumption and manufacturing
cost.
[0015] As described above, the display for a multi-func-
tion keypad and the electronic device having the same
may input various types of instructions and output various
information by the keypad.
[0016] Other preferred features are set out in the de-
pendent claims.
[0017] In addition, the display for a multi-function key-
pad and the electronic device having the same may pro-
vide a shallow user interface depth and easy key oper-
ation by variously changing and displaying characters,
numbers, specific symbols, still images and moving im-
ages according to the user’s choice.
[0018] In addition, the display for multi-function keypad
and the electronic device having the same have a simple
mechanical and electrical structure, and thus power con-
sumption and manufacturing cost are reduced, and the
manufacturing process is simplified.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] The above and other preferred features and em-
bodiments of the present invention will be more apparent
from the following detailed description taken in conjunc-
tion with the accompanying drawings, in which:
[0020] FIG. 1a is a perspective view illustrating an as-
sembled display for a multi-function keypad according to
one preferred embodiment of the present invention, and
FIG. 1b is an exploded perspective view of the keypad
of FIG. 1 a;
[0021] FIG. 2 is a plan view illustrating a display panel
mounted on a main circuit board of the display for a multi-
function keypad;
[0022] FIG. 3 is a plan view illustrating that the display
panel and a circuit board are sequentially mounted on
the main circuit board of the display for a multi-function
keypad;
[0023] FIG. 4a is a schematic sectional view taken
along the 4a-4a line of FIG. 1a, and FIG. 4b is a schematic
sectional view taken along the 4b-4b line of FIG. 1a;
[0024] FIG. 5 is a schematic plan view illustrating dis-
play regions and a non-display region formed on the dis-
play panel of the display for a multi-function keypad;
[0025] FIG. 6 is a magnified sectional view illustrating
a key of the display for a multi-function keypad and a
structure around it;

[0026] FIG. 7 is a schematic view illustrating an elec-
trical construction of the display panel of the display for
a multi-function keypad;
[0027] FIG. 8 is a schematic sectional view illustrating
a display for a multi-function keypad according to another
preferred embodiment of the present invention;
[0028] FIG. 9 is a schematic sectional view illustrating
a display for a multi-function keypad according to a still
another preferred embodiment of the present invention;
and
[0029] FIGs. 10a and 10b are schematic perspective
views illustrating examples of an electronic device having
the display for a multi-function keypad.

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENTS

[0030] Throughout this specification the term "adja-
cent" is used to describe the relative positions of various
components. For the avoidance of doubt, it should be
understood that this term is not necessarily intended to
mean that the components are directly adjacent each
other. Instead the term means that the components are
situated in respective regions that are directly adjacent
and the components may therefore be merely mutually
proximal and be separated by a gap (although this is not
to say that a directly adjacent relationship between the
components is excluded). Furthermore, throughout this
specification the term "connected to" is used to describe
the interaction between various components. For the
avoidance of doubt, it should be understood that this term
includes the possibilities of components being directly
connected to each other and indirectly connected to each
other via an additional component.
[0031] FIG. 1a is a perspective view illustrating an as-
sembled display 100 for a multi-function keypad accord-
ing to one preferred embodiment of the present invention,
and FIG. 1b shows an exploded perspective view of FIG.
1a.
[0032] Referring to FIGs. 1a and 1b, the display 100
for a multi-function keypad includes a case 110, a main
circuit board 120 mounted on the case 110, a display
panel 130 mounted on the main circuit board 120, a circuit
board 140 mounted on the display panel 130, a pad 150
mounted on the circuit board 140, and a cover 100 mount-
ed on the pad 150.
[0033] The case 110 includes a bottom surface 111, a
plurality of side walls 112 formed in a suitable height (e.g.,
a predetermined height) around the edges of the bottom
surface 111. The case 110 may be formed of any one
selected from a plastic resin, a metal or other equivalents,
but not limited thereto. In addition, the main circuit board
120, the display panel 130, the circuit board 140, the pad
150 and the cover 160 may be mounted on the case 110
in the order shown in FIG. 1b. A battery (not shown) may
be included in the case 110 for supplying power to the
main circuit board 120, the display panel 130 and the
circuit board 140.
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[0034] The main circuit board 120 has a substrate body
121 of a roughly rectangular shape, a plurality of active
devices 122, a plurality of passive devices 123, a first
flexible circuit 124 and a connector 125 mounted on the
substrate body. The main circuit board 120 supplies or
receives an electrical signal to/from a main display panel
of the display panel 130, the circuit board 140 or a main
display panel of an electronic device to be described be-
low. The first flexible circuit 124 is electrically coupled to
the circuit board 140. In addition, the connector 125 is
electrically coupled to a second flexible circuit 133 that
is connected to the display panel 130 to be described
below.
[0035] The display panel 130 includes a plurality of dis-
play regions 132 which may be arranged in a roughly
matrix pattern with a non-display region 131 as a bound-
ary (e.g., surrounding the display regions 132). One side
of the display panel 130 is electrically coupled to the sec-
ond flexible circuit 133 that is electrically coupled to the
connector 125 of the main circuit board 120. In addition,
lower and side surfaces of the display panel 130 are cov-
ered by a bezel 134 made of resin or metal to protect the
display panel 130 from being damaged by external im-
pact. Twelve display regions 132 formed on the display
panel 130 are shown in the drawings, but the present
invention is not limited thereto. In other words, larger or
smaller numbers of the display regions 132 may be
formed on the display panel 130 in other preferred em-
bodiments. Further, the display regions 132 formed on
the display panel 130 are shown in rectangular shape as
an example, but the invention is not limited thereto. In
other words, the display regions 132 may be formed in
various shapes such as circle, triangle, pentagon, or hex-
agon. In order embodiments, each of the display regions
132 may display different characters, numbers, specific
symbols, still images and moving images according to
the user’s choice, and thus, a user interface depth be-
comes shallow (e.g., less levels), and operation of the
key also becomes easy. No image is displayed on the
non-display region 131 formed outside the display re-
gions 132, thereby reducing or minimizing power con-
sumption. Pixels may be formed in the display regions
132 of the display panel 130 for emitting light of a desired
color (e.g., red, green, blue, and mixed color thereof),
and pixels are not formed in the non-display region 131
where no light is emitted.
[0036] Thus, power is substantially used only in the
display regions 132 of the display panel 130 where the
pixels are formed, and substantially not used in the non-
display region 131 where the pixels are not formed. The
display panel 130 may be, for example, any one selected
from a passive matrix organic light emitting display, an
active matrix organic light emitting display, a liquid crystal
display or other equivalent display devices, but the
present invention is not limited thereto. The passive ma-
trix organic light emitting display, active matrix organic
light emitting display, and liquid crystal display will be
explained in more detail below.

[0037] The circuit board 140 includes a substrate body
141 having openings 142 formed in regions correspond-
ing to the display regions 132 of the display panel 130,
and keys 143 formed in a region corresponding to the
non-display region 131 at one side of each of the open-
ings 142. The openings 142 may be closed or covered
by any one selected from a transparent resin, a trans-
parent glass, or other equivalents; therefore, the display
regions 132 of the display panel 130 may be better pro-
tected from the external environment. In addition, a plu-
rality of keys 144 are formed on regions that do not cor-
respond to the display regions 132 of the display panel
130. That is, a plurality of keys 144 are formed on regions
that do not correspond to the openings 142. The circuit
board 140 is electrically coupled to the main circuit board
120 by the first flexible circuit 124. Thus, control signals
for the keys 143 and 144 provided on the circuit board
140 are properly transmitted to the main circuit board 120
through the first flexible circuit 124. The structure of the
keys 143 will be explained in more detail below.
[0038] The pad 150 includes a pad body 151 having
transparent windows 152 formed in the regions corre-
sponding to the openings 142, that is, the regions corre-
sponding to the display regions 132, and pressing units
153 formed in the regions at one side of the transparent
windows 152 and corresponding to the keys 143. A plu-
rality of pressing units 154 are formed on regions which
do not correspond to the display regions 132 of the dis-
play panel 130 or the openings 142 of the circuit board
140. In other words, the plurality of pressing units 154
are formed in the region corresponding to the keys 144
of the circuit board 140. Characters, numbers and special
symbols may be formed on the surfaces of the pressing
units 154 by methods such as intaglio, engraving or print-
ing. In addition, the transparent windows 152 may be
closed or covered by one selected from a transparent
resin, a transparent glass or other equivalents. When a
user presses the pressing units 153 and 154, the corre-
sponding keys 143 and 144 are operated. Then, control
signals for the keys 143 and 144 are transmitted to the
main circuit board 120 through the first flexible circuit
124. The structures of the pressing units 153 and pad
150 from a sectional view will be explained in more detail
below.
[0039] The cover 160 includes a cover body 161 having
windows 162 formed in regions corresponding to the
transparent windows 152 of the pad 150 and the pressing
unit 153. Thus, the display regions 132 of the display
panel 130 are exposed to the outside through the win-
dows 162 of the cover 160. Thus, the user can input an
instruction by operating the pressing units 153 exposed
through the windows 162 of the cover 160. In addition,
an elongated window 163 is formed on the cover 160 so
as to expose the pressing units 154 of the pad 150 pro-
vided with characters previously formed by methods such
as intaglio, engraving or printing. In addition, the windows
162 and 163 may be closed or covered by any one se-
lected from a transparent resin, a transparent glass or
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other equivalents.
[0040] FIG. 2 is a plan view illustrating a display panel
130 mounted on a main circuit board 120 of the display
100 (shown in FIGs. 1a and 1b) for a multi-function key-
pad.
[0041] Referring to FIG. 2, the display panel 130 is
mounted on the main circuit board 120. The display panel
130 is electrically coupled to the main circuit board 120
through the second flexible circuit 133. In addition, the
circuit board 140 is electrically coupled to the main circuit
board 120 through the first flexible circuit 124. In the as-
sembled condition, the circuit board 140 is mounted on
the display panel 130. The display regions 132 formed
on the display panel 130 and the openings 142 formed
on the circuit board 140 are formed in positions corre-
sponding to each other.
[0042] FIG. 3 shows a plan view illustrating the display
panel 130 and the circuit board 140 that are sequentially
mounted on the main circuit board 120 of the display 100
(shown in FIGs. 1a and 1b) for a multi-function keypad.
[0043] Referring to FIG. 3, the display panel 130 and
the circuit board 140 are sequentially mounted on the
main circuit board 120. Also, the circuit board 140 is elec-
trically coupled to the main circuit board 120 through the
first flexible circuit 124. In addition, the display regions
132 of the display panel 130 are exposed to the outside
through the openings 142 formed on the circuit board
140. Thus, the user may operate the keys 143 and 144
while watching various characters, numbers, specific
symbols, still images and moving images displayed on
the display regions 132 through the openings 142 formed
on the circuit board 140. In addition, the keys 143 are
formed near and outside the peripheral edges of the
openings 142 of the circuit board 140.
[0044] FIG. 4a shows a schematic sectional view taken
along the 4a-4a line of FIG. 1a, and FIG. 4b shows a
schematic sectional view taken along the 4b-4b line of
FIG. 1a.
[0045] The display 100 for a multi-function keypad
shown in FIGs. 4a and 4b is not exactly proportional to
actual size, thickness and length, and is exaggerated or
simplified for comprehension of the embodiments of the
present invention. For example, three first electrodes
1302, three emitting layers 1303 and three second elec-
trodes 1304 are shown in the display panel 130 of FIGs.
4a and 4b. However, these may be formed in more or
less numbers. In addition, the key 143 of FIG. 4a is shown
to have a length roughly equal to a length of the emitting
layers 1303 or the second electrodes 1304, but may be
larger or smaller. In addition, the display panel 130 shown
in FIGs. 4a and 4b is, for example, a passive matrix or-
ganic light emitting display, but the present invention is
not limited thereto.
[0046] The display panel 130 shown in FIG. 4a in-
cludes a first substrate 1301, the first electrodes 1302
formed on the first substrate 1301, the emitting layers
1303 formed on the first electrodes 1302, the second
electrodes 1304 formed on the emitting layers 1303, an

insulation layer 1305 formed between the second elec-
trodes 1304, first separators 1306 formed on the insula-
tion layer 1305, and a second separator 1307 integrally
formed near the peripheral edge of the second electrodes
1304 and having a width larger than that of the first sep-
arators 1306.
[0047] The region provided with the first electrode
1302, the emitting layers 1303, the second electrodes
1304 and the first separators 1306 is defined as the dis-
play region 132. In addition, the region provided with the
first electrodes 1302, and the second separator 1307
without the emitting layers 1303 is defined as the non-
display region 131. Thus, images (e.g., various charac-
ters, numbers, specific symbols, still images and moving
images) may be displayed through the display region
132, but no image is displayed through the non-display
region 131. Therefore, most power is consumed by the
display region 132, and no power or very little power is
consumed by the non-display region 131.
[0048] The first substrate 1301 may be any one select-
ed from glass, plastic resin, nano complex, metal, or other
equivalents, but the present invention is not limited there-
to.
[0049] The first electrodes 1302 may be formed on a
silicon oxide layer, a silicon nitride layer or a silicon oxide
nitride layer formed on the first substrate 1301, or may
be formed directly on the first substrate 1301. The first
electrodes 1302 may be formed of any one selected from
indium tin oxide (ITO), ITO/Ag, ITO/Ag/ITO, ITO/Ag/IZO
(IZO is indium zinc oxide), or other equivalents, but the
present invention is not limited thereto.
[0050] Furthermore, it is desirable to choose a material
having a high work function and a lower hole injection
barrier for the emitting layers 1303 as the first electrodes
1302.
[0051] The emitting layers 1303 are formed on the first
electrodes 1302. The emitting layers 1303 may emit red,
green or blue light, or may emit monochromatic light, but
the present invention is not limited thereto. In addition,
the emitting layer 1303 may be formed of a hole transport
layer (HTL), an organic emitting layer (EML) and an elec-
tron transport layer (ETL), where the hole transport layer
enables holes to move easily, the organic emitting layer
emits light of a desired color by excitons formed by con-
tact of electrons and holes, and the electron transport
layer enables electrons to move easily. In addition, an
electron injecting layer (EIL) may be further formed in the
electron transport layer for improving an electron injec-
tion efficiency, and a hole injecting layer (HIL) may be
further formed in the hole transport layer for improving a
hole injection efficiency, but the present invention is not
limited thereto.
[0052] The second electrodes 1304 are formed on the
emitting layer 1303 in the direction crossing the first elec-
trodes 1302. The first electrodes 1302 and second elec-
trodes 1304 are not electrically shorted with each other.
The second electrodes 1304 may be any one selected
from Al, LiF, MgAg alloy, MgCa alloy, or other equiva-
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lents, but the present invention is not limited thereto.
However, when the top-emission method is used, the
thickness of the Al type second electrodes 1304 should
be very thin. As a result, resistance is increased and thus
an electron injection barrier may become larger. Thus, it
is desirable that any one of LiF, MgAg alloy or MgCa alloy
having a lower electron injection barrier is used as the
second electrodes 1304.
[0053] The insulation layer 1305 is formed between
the emitting layers 1303 for isolating the emitting layers
1303 physically and electrically from each other. The
emitting layers 1303 may be formed of any one selected
from polyimide, or other equivalents, but the present in-
vention is not limited thereto.
[0054] The first separator 1306 is formed between the
second electrodes 1304 (in other words, between the
emitting layers 1303) for isolating the second electrodes
1304 physically. The first separator 1306 is formed thick-
er than the emitting layer 1303, thereby ensuring the
physical isolation of the second electrodes 1304 from
each other. In addition, the first separator 1306 may be
formed in a trapezoid shape whose upper edge is longer
than the lower edge, but the invention is not limited there-
to. In other words, the first separator 1306 may alterna-
tively have a trapezoid shape whose lower edge is longer
than the upper edge, or a rectangular pillar shape. In
addition, the first separator 1306 may be formed by ex-
posure and development of a photoresist, but the present
invention is not limited thereto.
[0055] The second separator 1307 is formed near and
outside the peripheral edge of the display region 132. In
other words, the second separator 1307 is respectively
formed near and outside the peripheral edge of the emit-
ting layers 1303. The second separator 1307 is formed
wider than the first separator 1306. Furthermore, the non-
display region 131 is defined by the second separator
1307. In other words, the region provided with the emit-
ting layers 1303 and first separator 1306 is defined as
the display region 132, and the region provided with the
second separator 1307 is defined as the non-display re-
gion 131. An additional second electrode 1304a may be
further formed on the first separator 1306 and the second
separator 1307, but the present invention is not limited
thereto.
[0056] A transparent second electrode 1308 may be
further formed on the first separator 1306 and the second
separator 1307 which form the display region 132 and
non-display region 131, respectively. The transparent
second electrode 1308 may contact the first separator
1306 and the second separator 1307 or, as shown in
FIGs 4a and 4b, may be spaced therefrom by the addi-
tional second electrode 1304a. The transparent second
electrode 1308 prevents external moisture and dusts
from reaching the emitting layers 1303. The transparent
second electrode 1308 is also referred to as a sealing
substrate.
[0057] The circuit board 140 having the openings 142
and the keys 143 are placed on the second electrode

1308. According to one preferred embodiment, the open-
ings 142 of the circuit board 140 each have almost the
same size as the display regions 132 formed in the dis-
play panel 130. In addition, the pad 150 having the trans-
parent window 152 and the pressing unit 153 are placed
on the circuit board 140. According to one preferred em-
bodiment, the transparent window 152 of the pad 150
has almost the same size as the opening 142 formed in
the circuit board 140. In addition, the cover 160 having
the window 162 is placed on the pad 150. In this embod-
iment, the window 162 of the cover 160 has almost the
same size as the total size of the transparent window 152
and the pressing unit 153 of the pad 150. In other words,
the pressing unit 153 formed on the pad 150 is exposed
to the outside through the window 162 of the cover 160.
In addition, at least one of the opening 142, the transpar-
ent window 152 and the window 162 may be closed or
covered by any one selected from a transparent resin, a
transparent glass, or other equivalents for protecting the
display regions 132 from the external environment. In
some preferred embodiments, the transparent window
152 and the window 162 may be not closed or covered.
[0058] As described above, the display panel 130 is
divided into the non-display region 131 and the display
region 132. The key 143 formed on the circuit board 140
is located in the region corresponding to the non-display
region 131 of the display panel 130. In some preferred
embodiments, the key 143 of the circuit board 140 may
be formed in the region corresponding to the second sep-
arator 1307. The second separator 1307 is thicker than
the emitting layers 1303 formed on the display region
132 and wider than the first separator 1306 formed on
the display region 132 as described above. Thus, when
the key 143 is pressed when the user presses the press-
ing unit 153 of the pad 150, the second electrode 1308
and the second separator 1307 under the second sub-
strate may absorb, damp and endure the pressure.
Therefore, damage or display quality degradation of the
display region 132 when the key 143 is operated by the
user may be prevented or reduced.
[0059] The bezel 134 is placed on the display panel
130 that includes the second electrodes 1304, and the
main circuit board 120 is placed under the bezel 134.
The case 110 is placed under the main circuit board 120.
These elements have already been explained in the
above description, and detailed explanation will be omit-
ted.
[0060] FIG. 5 shows a schematic plan view illustrating
the display regions 132 and the non-display region 131
formed on the display panel 130 of the display 100 for a
multi-function keypad.
[0061] Referring to FIG. 5, the display panel 130 is
formed of the non-display region 131 displaying nothing
and the display regions 132 displaying, for example,
characters, numbers, specific symbols, still images and
moving images. In some preferred embodiments, the dis-
play regions 132 are formed in a matrix pattern having
rows and columns. In FIG. 5, a plurality of pixels 132a
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are formed in the display regions 132, but no pixels are
formed in the non-display region 131.
[0062] According to the structure as described above,
even when the size of the display panel 130 becomes
relatively large, electrode resistance and capacitance of
the emitting layers are not significantly increased.
[0063] For example, when the total area of the display
panel 130 is 20 cm2 (for example, 4cm*5cm), and the
area of one display region 132 is 1cm2, and the number
of display regions 132 is twelve, the total area of the dis-
play regions 132 becomes 12 cm2. Thus, power is not
consumed in the entire display panel 130 having the area
of 20 cm2, but power is consumed in the display regions
132 having a total area of 12 cm2. In other words, from
a power consumption point of view, the effective display
panel is not the whole display panel 130 of roughly 20
cm2, but the total display regions 132 of roughly 12 cm2

in size.
[0064] The oval shapes in FIG. 5 show regions corre-
sponding to the keys 143 of the circuit board 140. In other
words, the keys 143 of the circuit board 140 pressed by
the user are located in the regions corresponding to the
non-display region 131, not to the display regions 132 of
the display panel 130. That is, the regions in the display
panel 130 corresponding to the keys 143 of the circuit
board 140 are the regions where pixels 132a are not
formed.
[0065] FIG. 6 shows a magnified sectional view illus-
trating one of the keys 143 and its peripheral structure
of the display for a multi-function keypad.
[0066] Referring to FIG. 6, the key 143 located in the
region corresponding to the non-display region 131 of
the display panel 130 may be, for example, a dome switch
or its equivalents, but the present invention is not limited
thereto. That is, the key 143 shown in FIG. 6 is illustrated
as an example for comprehension of one preferred em-
bodiment of the present invention, but the present inven-
tion is not limited thereto. The key 143 is formed of at
least one conduction pattern 143a formed on the circuit
board 140 and an elastic member 143b on or over the at
least one conduction pattern 143a. The elastic member
143b deforms under pressure to make contact with the
conduction pattern 143a. In some preferred embodi-
ments, the elastic member 143b may be a conductor, or
may include a conduction layer formed on an inner sur-
face of the elastic member 143b. In addition, it is shown
in FIG. 6 that a cavity 144 is formed in the region of the
circuit board 140 where the key 143 is formed, but the
present invention is not limited thereto. In other words,
the cavity 144 may not be formed in some embodiments.
[0067] The pad 150 placed on the circuit board 140
may have a multi-layer structure. Likewise, the pad 150
shown in the drawing is just an example for comprehen-
sion, but the invention is not limited thereto. The pad 150
is formed of an insulation layer 155 formed at the lowest
layer in contact with the circuit board 140 or the key 143,
a thin metal layer 156 formed on the insulation layer 155,
and the pressing unit 153 formed in the region corre-

sponding to the key 143 on the upper part of the metal
layer 156. The insulation layer 155 enables the pad 150
to be stably and closely contacted with the upper part of
the circuit board 140 and key 143, the metal layer 156
provides rigidity to the pad 150, and the pressing unit 153
transmits pressing force of the user to the key 143. The
pressing unit 153 may be formed of generally known res-
in, metal, or other equivalents, but the present invention
is not limited thereto. In addition, the pressing unit 153
projects away from the circuit board 140 with desirable
thickness, thereby allowing the user to press it easily.
The cover 160 is mounted on the pad 150, and the upper
part of the pressing unit 153 of the pad 150 is exposed
through the window 162 formed in the cover 160. The
thickness of the pressing unit 153 may be controlled so
that the outer part (typically the upper part in use) of the
pressing unit 153 may project or not project out of the
pad 150.
[0068] FIG. 7 shows a schematic view illustrating an
electrical construction of the display panel 130 of the dis-
play 100 for a multi-function keypad.
[0069] Referring to FIG. 7, the display panel 130 is
formed of the non-display region 131 and a plurality of
display regions 132. A plurality of pixels 132a may be
formed in the display regions 132. In addition, a plurality
of first electrodes 1302 and a plurality of second elec-
trodes 1304 may be formed in the display regions 132.
In addition, for example, a data driver 1309 is electrically
coupled to the first electrodes 1302 for applying a data
signal to the display regions 132, and a scan driver 1310
is electrically coupled to the second electrodes 1304 for
applying a scan signal to the display regions 132. The
data driver 1309 may be referred to as a source driver
or a column driver, and the scan driver 1310 may be
referred to as a gate driver or a row driver.
[0070] As described above, the pixels 132a are not
formed on the entire display panel 130. In other words,
the pixels 132a are formed only at the selected display
regions 132. Thus, the above described display panel
130 has lower power consumption and improved manu-
facturing yield in comparison to cases where the display
regions 132 or the pixels 132a are formed on the entire
display panel 130, and thus manufacturing cost is re-
duced.
[0071] Oval regions shown in FIG. 7 are regions cor-
responding to the keys 143 formed on the circuit board
140. As shown in FIG. 7, the keys 143 are located at
regions corresponding to the non-display region 131 of
the display panel 130, thereby reducing or preventing
damage or display quality degradation of the display re-
gions 132 when the keys 143 are operated.
[0072] FIG. 8 is a schematic sectional view illustrating
a display 200 for a multi-function keypad according to
another preferred embodiment of the present invention.
[0073] The display 200 for a multi-function keypad
shown in FIG. 8 is not exactly proportional to actual size,
thickness and length, and is exaggerated or simplified
for comprehension of one embodiment of the present
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invention (e.g., a capacitor is omitted in the drawing). For
example, three transistors 2302, three first electrodes
2304, three emitting layers 2305 and one second elec-
trode 2306 are shown in FIG. 8. However, these may be
formed in more or fewer numbers in practice. In addition,
a key 143 of a circuit board 140 shown in FIG. 8 is shown
to have a length similar to a length of the first electrodes
2304 or the emitting layers 2305, but may be actually
much larger or smaller. In addition, the display panel 230
shown in FIG. 8 is an active matrix organic light emitting
display, but the present invention is not limited thereto.
[0074] Referring to FIG. 8, the display panel 230 in-
cludes a first substrate 2301, the transistors 2302 formed
on the first substrate 2301, the insulation layers 2303
formed on the transistors 2302, the first electrodes 2304
electrically coupled to the transistors 2302, the emitting
layers 2305 formed on the first electrodes 2304, the sec-
ond electrode 2306 formed on the emitting layers 2305,
first pixel definition layers 2307 defining each pixel, and
a second pixel definition layer 2308 formed on the outer
periphery of the first pixel definition layers 2307.
[0075] The region provided with the three first elec-
trodes 2304, three emitting layers 2305, one second elec-
trode 2306 and three first pixel definition layers 2307 is
defined as the display region 132, and the region provid-
ed with only the second pixel definition layer 2308 without
the emitting layers 2305 is defined as the non-display
region 131.
[0076] The first substrate 2301 may be any one select-
ed from glass, plastic resin, nano complex, metal, or other
equivalents, but the present invention is not limited there-
to.
[0077] The transistors 2302 may be formed on a silicon
oxide layer, a silicon nitride layer or a silicon oxide nitride
layer formed on the first substrate 2301, or the transistors
2302 may be formed directly on the first substrate 2301.
In the preferred embodiment illustrated in FIG. 8, the tran-
sistors 2302 are thin film transistors, and each have a
source/drain region 2302a and a channel region 2302b.
A gate insulation layer 2302c is formed on the surface of
the transistor 2302, and a gate electrode 2302d is formed
in the region corresponding to the channel region 2302b.
In addition, a dielectric layer 2302e is formed to cover
the gate electrode 2302d, and a source/drain electrode
2302f electrically coupled to the source/drain region
2302a is formed on the dielectric layer 2302e. The struc-
ture of the transistors 2302 may be any suitable one se-
lected from all conventional structures of the thin film tran-
sistor, for example, an inverted coplanar structure, a
staggered structure, an inverted staggered structure, or
other equivalents, but the present invention is not limited
thereto.
[0078] The insulation layers 2303 are formed on the
surface of the transistors 2302. The insulation layers
2303 prevent moisture from permeating into the transis-
tors 2302 and planarize the surface. The insulation layers
2303 may be any one selected from an organic layer, an
inorganic layer, or other equivalents or mixture thereof,

but the invention is not limited thereto.
[0079] The first electrodes 2304 are formed on the in-
sulation layers 2303 and are electrically coupled to the
corresponding source/drain electrodes 2302f of the tran-
sistors 2302. The first electrodes 2304 may be formed
of any one selected from ITO, ITO/Ag, ITO/Ag/ITO,
ITO/Ag/IZO, or other equivalents, but the present inven-
tion is not limited thereto. The first electrodes 2304 have
been explained in the above description, and thus de-
tailed explanation will be omitted.
[0080] The emitting layers 2305 are formed on the first
electrodes 2304. The emitting layers 2305 may be
formed of a hole transport layer, an organic emitting layer
and an electron transport layer. The emitting layers 2305
have been explained in the above description, and thus
detailed explanation will be omitted.
[0081] The second electrode 2306 is formed on the
emitting layers 2305. The second electrode 2306 may
be any one selected from Al, LiF, MgAg alloy, MgCa alloy,
or other equivalents, but the present invention is not lim-
ited thereto. The second electrode 2306 has been ex-
plained in the above description, and thus detailed ex-
planation will be omitted.
[0082] The first pixel definition layers 2307 are formed
between the emitting layers 2305 for isolating the emitting
layers 2305 physically and electrically from each other.
The first pixel definition layers 2307 are formed thicker
than the emitting layers 2305, thereby ensuring that the
emitting layers 2305 are physically and electrically iso-
lated from each other. In addition, the first pixel definition
layers 2307 may be formed in a trapezoid shape whose
upper edge is longer than the lower edge, but the present
invention is not limited thereto. In addition, the first pixel
definition layer 2307 may be formed by exposure and
development of polyimide, but the present invention is
not limited thereto.
[0083] The second pixel definition layer 2308 is formed
near and outside the peripheral edge of the emitting lay-
ers 2305 that form the display region 132. In the preferred
embodiment shown In FIG. 8, the second pixel definition
layer 2308 is formed wider than the first pixel definition
layers 2307. The non-display region 131 is defined by
the second pixel definition layer 2308. In other words,
the first electrodes 2304, the emitting layers 2305 and
the first pixel definition layers 2307 are defined as the
display region 132, and the second pixel definition layer
2308 is defined as the non-display region 131. Alterna-
tively, the second electrode 2306 may be a common elec-
trode formed on the first pixel definition layers 2307 and
the second pixel definition layer 2308, but the present
invention is not limited thereto.
[0084] A transparent second substrate 2309 is further
formed on the first pixel definition layers 2307 and the
second pixel definition layer 2308 which are included in
the display region 132 and the non-display region 131,
respectively. The transparent second substrate 2309
may be in contact with the first pixel definition layers 2307
and the second pixel definition layer 2308 or may be
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spaced therefrom by the second electrode 2306, as
shown in FIG. 8. The second substrate 2309 prevents or
reduces external moisture and dust from reaching the
emitting layers 2305.
[0085] The circuit board 140 having the opening 142
and the key 143 are placed on the transparent second
substrate 2309, the pad 150 having the transparent win-
dow 152 and the pressing unit 153 are placed on the
circuit board 140, and the cover 160 is placed on the pad
150. This structure has been explained in the above de-
scription, and thus detailed explanation will be omitted.
[0086] As described above, the display panel 230 is
divided into the non-display region 131 and the display
region 132. The key 143 formed on the circuit board 140
is located in the region corresponding to the non-display
region 131 of the display panel 230.The key 143 of the
circuit board 140 is formed in the region corresponding
to the second pixel definition layer 2308. The second
pixel definition layer 2308 is thicker than the emitting lay-
ers 2305 formed on the display region 132, and wider
than the first pixel definition layers 2307 formed on the
display region 132 as described above. Thus, when the
key 143 is pressed by the user by pressing the pressing
unit 153 of the pad 150, the second substrate 2309 and
the second pixel definition layer 2308 under the second
substrate 2309 may sufficiently absorb, damp and en-
dure the pressure. Therefore, damage or display quality
degradation of the display region 132 may be prevented
or reduced even if a user presses the key 143 with ex-
cessive force.
[0087] The bezel 134 is placed under the first substrate
2301 of the display panel 230, and the main circuit board
120 is placed under the bezel 134, and a reference nu-
meral 110 indicates a case placed under the main circuit
board 120.
[0088] FIG. 9 is a schematic sectional view illustrating
a display 300 for a multi-function keypad according to a
still another preferred embodiment of the present inven-
tion.
[0089] The display 300 for a multi-function keypad
shown in FIG. 9 is not exactly proportional to actual size,
thickness and length, and is exaggerated or simplified
for comprehension of an embodiment of the present in-
vention (e.g., a capacitor is omitted). For example, three
transistors 3302, three first electrodes 3303, three liquid
crystal units 3304 and one second electrode 3305 are
shown in FIG. 9. However, these may be formed in more
or less numbers. In addition, a display panel 330 shown
in FIG. 9 is a liquid crystal display, but the present inven-
tion is not limited thereto.
[0090] Referring to FIG. 9, the display panel 330 in-
cludes a first substrate 3301, the three transistors 3302
formed on the first substrate 3301, the three first elec-
trodes 3303 each electrically coupled to a corresponding
one of the three transistors 3302, the three liquid crystal
units 3304 each formed on a corresponding one of the
first electrodes 3303, the second electrode 3305 formed
on the liquid crystal units 3304, color filters 3306 placed

on the second electrode 3305, three first spacers 3307
each defining a pixel, and a second spacer 3308 formed
on the outer periphery of the first spacers 3307. The re-
gion provided with the three transistors 3302, the three
first electrodes 3303, the three liquid crystal units 3304,
the second electrode 3305, the three color filters 3306
and the three first spacers 3307 is defined as the display
region 132, and the region provided with the second
spacer 3308 is defined as the non-display region 131.
[0091] The first substrate 3301 may be any one select-
ed from glass, plastic resin, nano complex, metal, or other
equivalents, but the present invention is not limited there-
to.
[0092] The transistor 3302 may be formed on a silicon
oxide layer, a silicon nitride layer or a silicon oxide nitride
layer formed on the first substrate 3301, or may be formed
directly on the first substrate 3301. For example, as
shown in FIG. 9, a gate electrode 3302a is formed on the
surface of the first substrate 3301, and a gate insulation
layer 3302b is formed on the surface of the gate elec-
trode. A source/drain region 3302c and a channel region
3302d are formed on the gate insulation layer 3302b. In
addition, an insulation layer 3302e is formed on the sur-
faces of the source/drain region 3302c and the channel
region 3302d. In addition, a source/drain electrode 3302f
is electrically coupled to the source/drain region 3302c
on the insulation layer (e.g., a dielectric layer) 3302e.
The transistors 3302 may be thin film transistors of var-
ious structures, but the present invention is not limited
thereto.
[0093] The first electrodes 3303 are electrically cou-
pled to the source/drain electrode 3302f of the transistors
3302. The first electrodes 3303 may be formed of any
one selected from ITO, ITO/Ag, ITO/Ag/ITO, ITO/Ag/IZO,
or other equivalents, but the present invention is not lim-
ited thereto. The first electrodes 3303 have been ex-
plained in the above description. Thus, the detailed ex-
planation will be omitted.
[0094] In the preferred embodiment shown in FIG. 9,
the liquid crystal units 3304 are formed on the first elec-
trodes 3303. The crystallization direction of the liquid
crystal units 3304 is changed according to a magnitude
of electric field formed between the first electrodes 3303
and the second electrode 3305, thereby allowing light
transmittance from a backlight applied the liquid crystal
units 3304 to be changed.
[0095] The second electrode 3305 are formed on the
upper region of the display panel 330 and facing the first
electrodes 3303. The second electrode 3305 is connect-
ed to all pixels in common. The second electrode 3305
may be formed of any one selected from ITO, ITO/Ag,
ITO/Ag/ITO, ITO/Ag/IZO, or other equivalents, but the
present invention is not limited thereto. The second elec-
trode 3305 has been explained in the above description,
and thus detailed explanation will be omitted.
[0096] The color filters 3306 are formed on the second
electrode 3305. The color filters 3306 filter the light trans-
mitted from the backlight to transmit red, green or blue
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light to the outside. Also, a black matrix second electrode
3305a is formed between the color filters 3306 so as to
divide light into red, green and blue light.
[0097] The first spacers 3307 are placed between the
first substrate 3301 and the second electrode 3305 to
keep a preferred distance therebetween.
[0098] The second spacer 3308 is formed on the first
substrate near the outermost first spacer 3307. The sec-
ond spacer 3308 may be formed wider than a first spacer
3307. In other words, the region formed by a plurality of
the first spacers 3307 may be the display region 132, and
the region formed by the second spacer 3308 may be
the non-display region 131.
[0099] A transparent second substrate 3309 is formed
on the first spacers 3307 and the second spacer 3308
which respectively form the display region 132 and the
non-display region 131. The transparent second sub-
strate 3309 is in contact with the first spacers 3307 and
the second spacer 3308. The second substrate 3309 may
prevent or reduce external moisture and dusts from
reaching the liquid crystal units 3304.
[0100] The circuit board 140 having the opening 142
and key 143 is placed on the transparent second sub-
strate 3309, the pad 150 having the transparent window
152 and pressing unit 153 is placed on the circuit board
140, and a cover 160 is placed on the pad 150.
[0101] As described above, the display panel 330 in-
cludes the non-display region 131 and the display region
132. The key 143 formed on the circuit board 140 is lo-
cated in the region corresponding to the non-display re-
gion 131 of the display panel 330. The key 143 of the
circuit board 140 may be formed on the second spacer
3308. In addition, a width of the key 143 of the circuit
board 140 shown in FIG. 9 is similar to that of one of the
color filters 3306, but it may be larger or smaller in prac-
tice. The second spacer 3308 is formed wider than a first
spacer 3307 formed in the display region 132 as de-
scribed above. Thus, when the user presses the key 143
by pressing the pressing unit 153 of the pad 150, the
second substrate 3309 and the second spacer 3308 un-
der the second substrate 3309 can sufficiently absorb,
damp and endure the pressure applied. Therefore, dam-
age or display quality degradation of the display region
132 when the user presses the key 143 with excessive
force may be reduced or prevented.
[0102] The backlight 3310 is placed under the first sub-
strate 3301 that forms the display panel 330, and the
bezel 134 is placed under the back light 3310. The main
circuit board 120 is placed under the bezel 134, and the
case 110 is placed under the main circuit board 120.
[0103] FIGs. 10a and 10b are perspective views illus-
trating examples of electronic devices 401 and 402 hav-
ing the display for a multi-function keypad.
[0104] Referring to FIGs. 10a and 10b, the display 100
(or, the displays 200 or 300) for the multi-function keypad
can be used in electronic devices 401 and 402 as a main
display panel 403.
[0105] More particularly, as shown in FIG. 10a, the

electronic device 401 may be a folder type mobile phone.
The electronic device 401 includes a display panel 130
of the display for a multi-function keypad in addition to
the main display panel 403. Thus, the electronic device
401 has a total of two display panels. In addition, as
shown in FIG. 10b, the electronic device 402 may be a
slide type mobile phone. The electronic device 402 also
includes a display panel 130 of the display for a multi-
function keypad in addition to the main display panel 403,
and thus has a total of two display panels.
[0106] In addition, the displays described above (e.g.,
display 100, 200 or 300) for a multi-function keypad may
be used in various electronic devices such as an MP3
player, a car audio, an auto console, a PDA and other
industrial displays, but the invention is not limited thereto.
[0107] While the present invention has been described
in connection with certain preferred embodiments, it is
to be understood that the invention is not limited to the
disclosed embodiments, but defined by the scope of the
appended claims.

Claims

1. A display (300) a multi-function keypad, comprising:

a display panel (330) comprising a plurality of
display regions (132) arranged in a matrix pat-
tern and a non-display region (131) surrounding
the plurality of display regions (132);
a circuit board (140) on the display panel (330),
the circuit board (140) comprising a plurality of
openings (142) corresponding to the plurality of
display regions (132), and a plurality of keys
(143) at regions of the circuit board (140) adja-
cent peripheral edges of the plurality of openings
(142), the regions of the circuit board (140) cor-
responding to the non-display region (131); and
a pad (150) on the circuit board (140), the pad
(150) comprising a plurality of transparent win-
dows (152) corresponding to the plurality of
openings (142), and a plurality of pressing units
(153) at regions of the pad (150) adjacent pe-
ripheral edges of the transparent windows (152),
the regions of the pad (150) corresponding to
the plurality of keys (143);
wherein the plurality of display regions (132)
each comprise at least one pixel and wherein
no pixels are formed in the non-display region
(131);
wherein each of the plurality of display regions
(132) comprises:

at least one first electrode (3303) extending
in a first direction;
at least one second electrode (3305) ex-
tending in a second direction crossing the
at least one first electrode (3303) and hav-
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ing at least one color filter (3306) formed
thereon; and
at least one liquid crystal unit (3304) formed
at a crossing region between the at least
one first electrode (3303) and the at least
one second electrode (3305) and coupled
to the at least one first electrode (3303) and
the at least one second electrode (3305),
wherein the at least one liquid crystal unit
(3304), the at least one first electrode
(3303), the at least one second electrode
(3305) and the at least one color filter (3305)
define a pixel;
wherein each of the plurality of display re-
gions (132) further comprises at least one
first spacer (3307) between two adjacent
liquid crystal units (3304) and arranged to
keep a preferred distance between the at
least one first electrode (3303) and the at
least one second electrode (3305), and
wherein the non-display region (131) com-
prises at least one second spacer (3308)
that is wider than the at least one first spacer
(3307), the at least one second spacer
(3308) being in region of the non-display re-
gion (131) corresponding to the plurality of
keys (143) of the circuit board (140).

2. A display (300) as claimed in claim 1, wherein the
display panel (330) comprises a data driver (1309)
for applying a data signal to the plurality of display
regions (132), and a scan driver (1310) for applying
a scan signal to the plurality of display regions (132).

3. A display (300) as claimed in claim 1 or 2, further
comprising a transparent substrate (3309) on the at
least one first spacer (3307) and the at least one
second spacer (3308),
wherein the plurality of keys (143) of the circuit board
(140) are located on regions of the transparent sub-
strate (3309) corresponding to the at least one sec-
ond spacer (3308).

4. display (300) as claimed in any one of the preceding
claims, wherein one or more keys (143) of the plu-
rality of keys (143) of the circuit board (140) com-
prises a dome switch.

5. A display (300) as claimed in any one of the preced-
ing claims, wherein one or more keys (143) of the
plurality of keys (143) comprises:

a conduction pattern (143a) in a region of the
circuit board (140) corresponding to the non-dis-
play region (131); and
an elastic member (143b) on the conduction pat-
tern (143a),
wherein the elastic member (143b) is configured

to deform under pressure, thereby making con-
tact with the conduction pattern (143a).

6. A display (300) as claimed in any one of the preced-
ing claims, wherein the pad (150) comprises an in-
sulation layer (155), a metal layer (156) on the insu-
lation layer (155), and at least one pressing unit (153)
on at least one region of the metal layer (156) cor-
responding to the plurality of keys (143).

7. A display (300) as claimed in claim 6, wherein the at
least one pressing unit (153) projects in a direction
away from the metal layer (156).

8. A display (300) as claimed in any one of the preced-
ing claims, further comprising a main circuit board
(120) on one side of the display panel (330) opposite
to another side of the display panel (330) where the
circuit board (140) is located,
wherein the main circuit board (120) is electrically
coupled to the display panel (330) and the circuit
board (140).

9. A display (300) as claimed in any one of the preced-
ing claims, further comprising a cover (160) on the
pad (150) for securing the pad (150).

10. An electronic device (401, 402) comprising:

the display (300) for a multi-function keypad as
claimed in any one of the preceding claims; and
a main display panel (403) electrically and me-
chanically connected to the display (300) for a
multi-function keypad.

Patentansprüche

1. Anzeige (300) für eine Multifunktionstastatur, umfas-
send:

eine Anzeigetafel (330) umfassend eine Viel-
zahl von Anzeigebereichen (132), die in einem
Matrixmuster angeordnet sind, und einen Nicht-
Anzeigebereich (131), der die Vielzahl von An-
zeigebereichen (132) umgibt;
eine Leiterplatte (140) auf der Anzeigetafel
(330), wobei die Leiterplatte (140) eine Vielzahl
von Öffnungen (142), die der Vielzahl von An-
zeigebereichen (132) entsprechen, und eine
Vielzahl von Tasten (143) in Bereichen der Lei-
terplatte (140) umfasst, die zu Umfangsrändern
der Vielzahl von Öffnungen (142) benachbart
sind, wobei die Bereiche der Leiterplatte (140)
dem Nicht-Anzeigebereich (131) entsprechen;
und
eine Tastatur (150) auf der Leiterplatte (140),
wobei die Tastatur (150) eine Vielzahl von trans-
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parenten Fenstern (152), die der Vielzahl von
Öffnungen (142) entsprechen, und eine Vielzahl
von Drückeinheiten (153) in Bereichen der Tas-
tatur (150) umfasst, die zu Umfangsrändern der
transparenten Fenster (152) benachbart sind,
wobei die Bereiche der Tastatur (150) der Viel-
zahl von Tasten (143) entsprechen;
wobei die Vielzahl von Anzeigebereichen (132)
jeweils zumindest ein Pixel umfassen und wobei
keine Pixel im Nicht-Anzeigebereich (131) aus-
gebildet sind;
wobei jeder aus der Vielzahl von Anzeigeberei-
chen (132) umfasst:

mindestens eine erste Elektrode (3303), die
sich in einer ersten Richtung erstreckt;
mindestens eine zweite Elektrode (3305),
die sich in einer zweiten Richtung erstreckt,
wobei sie die mindestens eine erste Elek-
trode (3303) kreuzt und mindestens einen
Farbfilter (3306), der darauf gebildet ist, auf-
weist; und
mindestens eine Flüssigkristalleinheit
(3304), die in einem Kreuzungsbereich zwi-
schen der mindestens einen ersten Elektro-
de (3303) und der mindestens einen zwei-
ten Elektrode (3305) gebildet ist und mit der
mindestens einen ersten Elektrode (3303)
und der mindestens einen zweiten Elektro-
de (3305) gekoppelt ist,
wobei die mindestens eine Flüssigkristal-
leinheit (3304), die mindestens eine erste
Elektrode (3303), die mindestens eine zwei-
te Elektrode (3305) und der mindestens ei-
ne Farbfilter (3306) ein Pixel definieren;
wobei jeder aus der Vielzahl von Anzeige-
bereichen (132) ferner mindestens ein ers-
tes Distanzstück (3307) zwischen zwei be-
nachbarten Flüssigkristalleinheiten (3304)
umfasst, das angeordnet ist, um einen be-
vorzugten Abstand zwischen der mindes-
tens einen ersten Elektrode (3303) und der
mindestens einen zweiten Elektrode (3305)
zu halten, und
wobei der Nicht-Anzeigebereich (131) min-
destens ein zweites Distanzstück (3308)
umfasst, das breiter ist als das mindestens
eine erste Distanzstück (3307), wobei sich
das mindestens eine zweite Distanzstück
(3308) im Bereich des Nicht-Anzeigebe-
reichs (131) befindet, der der Vielzahl von
Tasten (143) der Leiterplatte (140) ent-
spricht.

2. Anzeige (300) nach Anspruch 1, wobei die Anzeige-
tafel (330) einen Datentreiber (1309) zum Anlegen
eines Datensignals an die Vielzahl von Anzeigebe-
reichen (132) und einen Abtasttreiber (1310) zum

Anlegen eines Abtastsignals an die Vielzahl von An-
zeigebereichen (132) umfasst.

3. Anzeige (300) nach Anspruch 1 oder 2, ferner um-
fassend ein transparentes Substrat (3309) auf dem
mindestens einen ersten Distanzstück (3307) und
dem mindestens einen zweiten Distanzstück (3308),
wobei sich die Vielzahl von Tasten (143) der Leiter-
platte (140) auf Bereichen des transparenten Sub-
strats (3309) befinden, die dem mindestens einen
zweiten Distanzstück (3308) entsprechen.

4. Anzeige (300) nach einem der vorhergehenden An-
sprüche, wobei eine oder mehrere Tasten (143) der
Vielzahl von Tasten (143) der Leiterplatte (140) ei-
nen Kuppelschalter umfasst/en.

5. Anzeige (300) nach einem der vorhergehenden An-
sprüche, wobei eine oder mehrere Tasten (143) der
Vielzahl von Tasten (143) umfasst/en:

ein Leitungsmuster (143a) in einem Bereich der
Leiterplatte (140), die dem Nicht-Anzeigebe-
reich (131) entspricht, und
ein elastisches Teil (143b) auf dem Leitungs-
muster (143a),
wobei das elastische Teil (143b) dafür konfigu-
riert ist, sich unter Druck zu verformen und da-
durch Kontakt mit dem Leitungsmuster (143a)
herzustellen;

6. Anzeige (300) nach einem der vorhergehenden An-
sprüche, wobei die Tastatur (150) eine Isolierschicht
(155), eine Metallschicht (156) auf der Isolierschicht
(155) und mindestens eine Drückeinheit (153) auf
mindestens einem Bereich der Metallschicht (156)
umfasst, die der Vielzahl von Tasten (143) ent-
spricht.

7. Anzeige (300) nach Anspruch 6, wobei die mindes-
tens eine Drückeinheit (153) in einer Richtung weg
von der Metallschicht (156) vorsteht.

8. Anzeige (300) nach einem der vorhergehenden An-
sprüche, ferner umfassend eine Hauptleiterplatte
(120) auf einer Seite der Anzeigetafel (330) gegen-
über einer anderen Seite der Anzeigetafel (330), wo
sich die Leiterplatte (140) befindet,
wobei die Hauptleiterplatte (120) mit der Anzeigeta-
fel (330) und der Leiterplatte (140) elektrisch gekop-
pelt ist.

9. Anzeige (300) nach einem der vorhergehenden An-
sprüche, ferner umfassend eine Abdeckung (160)
auf der Tastatur (150) zum Schützen der Tastatur
(150).

10. Elektronische Vorrichtung (401, 402), umfassend:
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die Anzeige (300) für eine Multifunktionstastatur
nach einem der vorhergehenden Ansprüche;
und eine Hauptanzeigetafel (403), die mit der
Anzeige (300) für eine Multifunktionstastatur
elektrisch und mechanisch verbunden ist.

Revendications

1. Affichage (300) pour un clavier multifonction,
comprenant :

un panneau d’affichage (330) comprenant une
pluralité de régions d’affichage (132) agencées
selon un motif matriciel et une région de non-
affichage (131) entourant la pluralité de régions
d’affichage (132) ;
une carte de circuit imprimé (140) sur le pan-
neau d’affichage (330), la carte de circuit impri-
mé (140) comprenant une pluralité d’ouvertures
(142) correspondant à la pluralité de régions
d’affichage (132), et une pluralité de touches
(143) au niveau de régions de la carte de circuit
imprimé (140) adjacentes à des bords périphé-
riques de la pluralité d’ouvertures (142), les ré-
gions de la carte de circuit imprimé (140) cor-
respondant à la région de non-affichage (131) ;
et
un clavier (150) sur la carte de circuit imprimé
(140), le clavier (150) comprenant une pluralité
de fenêtres transparentes (152) correspondant
à la pluralité d’ouvertures (142), et une pluralité
d’unités de pression (153) au niveau de régions
du clavier (150) adjacentes à des bords périphé-
riques des fenêtres transparentes (152), les ré-
gions du clavier (150) correspondant à la plura-
lité de touches (143) ;
dans lequel la pluralité de régions d’affichage
(132) comprennent respectivement au moins un
pixel et dans lequel aucun pixel n’est formé dans
la région de non-affichage (131) ;
dans lequel chacune parmi la pluralité de ré-
gions d’affichage (132) comprend :

au moins une première électrode (3303)
s’étendant dans une première direction ;
au moins une seconde électrode (3305)
s’étendant dans une seconde direction croi-
sant la au moins une première électrode
(3303) et ayant au moins un filtre de couleur
(3306) formé sur celle-ci;
au moins une unité de cristal liquide (3304)
formée au niveau d’une région de croise-
ment entre la au moins une première élec-
trode (3303) et la au moins une seconde
électrode (3305) et couplée à la au moins
une première électrode (3303) et à la au
moins une seconde électrode (3305),

dans lequel la au moins une unité de cristal
liquide (3304), la au moins une première
électrode (3303), la au moins une seconde
électrode (3305) et le au moins un filtre de
couleur (3306) définissent un pixel ;
dans lequel chacune parmi la pluralité de
régions d’affichage (132) comprend en
outre au moins un premier espaceur (3307)
entre deux unités de cristal liquide (3304)
adjacentes, adapté pour garder une distan-
ce préférée entre la au moins une première
électrode (3303) et la au moins une secon-
de électrode (3305), et
dans lequel la région de non-affichage (131)
comprend au moins un second espaceur
(3308) qui est plus large que le au moins un
premier espaceur (3307), le au moins un
second espaceur (3308) se trouvant dans
la région de non-affichage (131) correspon-
dant à la pluralité de touches (143) de la
carte de circuit imprimé (140).

2. Affichage (300) selon la revendication 1, dans lequel
le panneau d’affichage (330) comprend un dispositif
de pilotage de données (1309) permettant d’appli-
quer un signal de données à la pluralité de régions
d’affichage (132), et un dispositif de pilotage de ba-
layage (1310) permettant d’appliquer un signal de
balayage à la pluralité de régions d’affichage (132).

3. Affichage (300) selon la revendication 1 ou 2, com-
prenant en outre un substrat transparent (3309) sur
le au moins un premier espaceur (3307) et le au
moins un second espaceur (3308),
dans lequel la pluralité de touches (143) de la carte
de circuit imprimé (140) se trouvent sur des régions
du substrat transparent (3309) qui correspondent à
l’au moins un second espaceur (3308).

4. Affichage (300) selon l’une quelconque des reven-
dications précédentes, dans lequel une ou plusieurs
touches (143) parmi la pluralité de touches (143) de
la carte de circuit imprimé (140) comprend ou com-
prennent un commutateur en forme de dôme.

5. Affichage (300) selon l’une quelconque des reven-
dications précédentes, dans lequel une ou plusieurs
touches (143) parmi la pluralité de touches (143)
comprend ou comprennent :

un motif conducteur (143a) dans une région de
la carte de circuit imprimé (140) qui correspond
à la région de non-affichage (131), et
un élément élastique (143b) sur le motif conduc-
teur (143a),
dans lequel l’élément élastique (143b) est con-
figuré pour se déformer sous une pression, ce
qui permet d’établir un contact avec le motif con-
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ducteur (143a).

6. Affichage (300) selon l’une quelconque des reven-
dications précédentes, dans lequel le clavier (150)
comprend une couche isolante (155), une couche
métallique (156) sur la couche isolante (155), et au
moins une unité de pression (153) sur au moins une
région de la couche métallique (156) correspondant
à la pluralité de touches (143).

7. Affichage (300) selon la revendication 6, dans lequel
la au moins une unité de pression (153) fait saillie
dans une direction s’éloignant de la couche métalli-
que (156).

8. Affichage (300) selon l’une quelconque des reven-
dications précédentes, comprenant en outre une
carte de circuit imprimé principale (120) sur un côté
du panneau d’affichage (330) opposé à un autre côté
du panneau d’affichage (330) où se trouve la carte
de circuit imprimé (140),
dans lequel la carte de circuit imprimé principale
(120) est couplée électriquement au panneau d’af-
fichage (330) et à la carte de circuit imprimé (140).

9. Affichage (300) selon l’une quelconque des reven-
dications précédentes, comprenant en outre un cou-
vercle (160) sur le clavier (150) afin de protéger le
clavier (150).

10. Dispositif électronique (401, 402), comprenant :

l’affichage (300) pour un clavier multifonction
selon l’une quelconque des revendications
précédentes ; et un panneau d’affichage princi-
pal (403) raccordé électriquement et mécani-
quement à l’affichage (300) pour un clavier mul-
tifonction.
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