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Description

FIELD OF THE INVENTION

[0001] The present invention pertains generally to
medical devices. More particularly, the present inven-
tion pertains to medical devices for administering med-
ication into the tissue of a patient. The present invention
is particularly, but not exclusively, useful for a drug res-
ervoir for a jet injection device.

BACKGROUND OF THE INVENTION

[0002] Subcutaneous and intramuscular delivery of
fluid medicaments by injection are common in the med-
ical arts. Some medications, such as insulin, must be
given frequently by injection to an individual. In many
cases, these injections are self-administered. In other
cases, injections are given to a large number of persons,
such as inoculations to prevent disease. In any event, it
is desirable that the injections be accomplished easily.
[0003] Many patients dislike needle injections due to
pain, fear, and nervousness over needles. Additionally,
practice has indicated there are serious risks related to
needle injections. For example, blood-borne pathogens,
such as HIV and hepatitis, can be transmitted to health
care workers by accidental needle-sticks. Specific envi-
ronments which have an exceptionally high risk of acci-
dental needle-sticks include emergency rooms, county
hospitals, and sites of mass immunizations. Also, the
disposal of used needles is a growing concern. This dis-
posal presents a problem to individuals other than
healthcare workers. Children, for example, may find
used needles in the trash, putting them at risk of con-
tracting infection. Discarded needles likewise pose a
risk to waste disposal workers.
[0004] Injectable medications are typically supplied in
glass vials sealed with an inert rubber stopper. To ad-
minister the fluid medicament, the user must transfer the
fluid medicament from the vial to a fluid medicament de-
livery device, such as a syringe and needle, or a needle-
less jet injector syringe. Transferring the fluid medica-
ment adds cost to administering injections in a hospital
or clinic because of the labor expense. Immunizing large
populations requires administering many injections per
hour, hence transferring the fluid medicament presents
a significant time constraint. For the patient who must
self-administer fluid medicaments, such as a diabetic
patient requiring several insulin injections a day, trans-
ferring the fluid medicament can be an inconvenience.
Also, with each transfer, there is an opportunity for error
in the amount of fluid medicament being transferred and
administered.
[0005] In an effort to eliminate transferring a fluid med-
icament from a vial, pre-filled glass cartridges have been
developed. These pre-filled cartridges are similar in de-
sign to a syringe. One end is closed and includes either
a needle or an inert rubber stopper. If a needle is not

integral, then a needle subassembly that penetrates the
rubber stopper is attached prior to use. A movable rub-
ber plunger closes the end opposite the needle. To ad-
minister the fluid medicament, the pre-filled cartridge is
placed in a device consisting of a holder and a driver
that meets the movable rubber plunger. The user de-
presses the plunger to dispense the medication.
[0006] An example of the use of pre-filled cartridges
is in the treatment of diabetes with multiple daily injec-
tions of insulin. A pre-filled cartridge contains an amount
of insulin sufficient for several days. Insulin is then de-
livered from the pre-filled cartridge using a pen injector,
a pen shaped device for injecting the insulin. A disad-
vantage of pre-filled cartridges, however, is that they still
require using a needle to penetrate the skin and deliver
the medication to the target tissue.
[0007] In efforts to minimize the fears and risks asso-
ciated with needle injections, several types of needle-
free jet injectors have been developed. These devices
penetrate the skin using a high velocity fluid jet, and de-
liver medication into the tissue of a patient. In order to
accomplish this, a force is exerted on the liquid medica-
tion. Jet injectors, in general, contain a fluid medicament
which has been transferred into a chamber having a
small orifice at one end. A ram is accelerated using ei-
ther a coil spring or a compressed gas energy source.
The ram impacts a plunger, which in turn creates a high
pressure impulse within the chamber. This pressure im-
pulse ejects the fluid medicament through the orifice at
high velocity, piercing the skin. The energy source con-
tinues to apply a force to the plunger, which quickly pro-
pels the medication through the opening in the skin,
emptying the syringe in a fraction of a second.
[0008] Neither glass vials containing multiple doses
of a medication nor pre-filled cartridges can be used with
existing jet injectors. This is because a significant
amount of impulse energy is transmitted from the energy
source. Although not directly impacted, the glass walls
of the cartridge do not have sufficient strength to with-
stand the large amplitude pressure waves that result
when the ram impacts the plunger. To withstand the
stresses caused by the high pressures, existing jet in-
jector syringes have thick walls molded from an impact
resistant plastic, such as polycarbonate.
[0009] It is known that the amount of the fluid medi-
cament delivered by any injection system must be ac-
curate. To this end, manual syringes are available in var-
ying sizes, marked for ease of reading and accuracy of
medication dose. Control mechanisms for jet injectors
vary depending on whether a single use, single dose is
contemplated. When multiple doses are to be adminis-
tered, controlling the amount of fluid medicament dis-
pensed becomes more complex.
[0010] In light of the above, it is an object of the
present invention to provide a cassette device for a med-
icament reservoir for use with a jet injector system. An-
other object of an embodiment is to provide a jet injector
assembly to isolate the reservoir from the pressure
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waves created when the ram impacts the plunger. It is
also an object of an embodiment to provide a jet injector
system which can use existing pre-filled cartridges. Yet
another object of an embodiment is to provide a high
workload injector that draws a fluid medicament directly
from a multi-dose vial.
[0011] Another object of the present invention is to
provide an accurate and simple to use control mecha-
nism to deliver predetermined amounts of a medication.
Yet another object of the present invention is to provide
a device for a fluid medicament jet injector with a sepa-
rate reservoir, which is relatively simple to manufacture,
is relatively easy to use, and is comparatively cost ef-
fective.
[0012] United States Patent No. 4,059,107 describes
a two step type pressurized injector comprising a med-
icine chamber, a piston, a nozzle hole, a power means
and a regulating means.
[0013] FR-A-2 339 407 discloses a pistol-shaped
needle less vaccination device where the front part of
the pistol is detachable

SUMMARY OF THE PREFERRED EMBODIMENTS

[0014] The present invention relates to a cassette de-
vice for interconnecting a reservoir with a jet injector to
inject a fluid medicament into a patient which comprises
an upper body member; a lower body member attached
to said upper body member to form a fluid pathway ther-
ebetween, wherein said fluid pathway has a first open-
ing and a second opening; a spike extending from said
upper body member at said first opening of said fluid
pathway for piercing said reservoir to establish fluid
communication between said reservoir and said fluid
pathway; an impulse chamber formed between said up-
per body member and said lower body member, said
impulse chamber being connected in fluid communica-
tion with said second opening of said fluid pathway for
receiving said fluid medicament from said reservoir; a
nozzle formed with a tip extending from said lower body
member to establish fluid communication between said
impulse chamber and said tip; and a plunger connecta-
ble with said jet injector for advancement of said plunger
into said impulse chamber to deliver said fluid medica-
ment from said impulse chamber into the patient when
said tip of said nozzle is in contact with the skin of the
patient.
[0015] A jet injector assembly for injecting a fluid med-
icament into a patient includes a cassette device as in
the invention which interconnects a jet injector to a med-
icament reservoir. In detail, the device has an upper
body and a lower body attached to the upper body to
form a fluid pathway at the interface between the upper
body and the lower body. The fluid pathway has a first
opening and a second opening. The reservoir is at-
tached to the upper body of the device at the first open-
ing of the fluid pathway. A spike extends from the upper
body of the device and into the reservoir. This spike is

formed with a longitudinal channel and is hollow to es-
tablish fluid communication between the reservoir and
the fluid pathway.
[0016] A pre-filled cartridge, which has a rubber stop-
per at a lower end, and a rubber plunger at an upper
end, is placed in the reservoir. The rubber stopper of the
cartridge is pierced by the spike. As a result, the fluid
medicament flows from the reservoir through the chan-
nel in the spike along the fluid pathway into the impulse
chamber.
[0017] Further in detail, the device is formed with an
impulse chamber that extends between the upper body
to the lower body. A nozzle formed with a tip extends
from the lower body of the device to establish fluid com-
munication between the impulse chamber and an orifice
in the tip. The fluid medicament is forced from the im-
pulse chamber through the nozzle, and reaches the skin
at the orifice in the tip. Also formed in the lower body is
a vacuum which forms an interface between the skin of
a patient and the cassette. The vacuum surrounds the
tip and creates suction between the device and the skin
for an injection.
[0018] Jet injectors, in general, require an energy
source, or an impulse generator. In operation, a ram ex-
tends from an impulse generator and fits into a plunger
formed in the impulse chamber. To initiate an injection,
the impulse generator uses stored energy to accelerate
the ram, which then strikes the plunger. The resultant
pressure causes the fluid medicament to be ejected at
a high velocity, puncturing the skin of a patient.
[0019] It can be appreciated that the pressure re-
quired to puncture the skin and initiate an injection has
heretofore precluded the use of glass vials and pre-filled
cartridges. This is so because, as seen in the present
invention, the impulse created by the ram as it impacts
the plunger in the impulse chamber creates pressure
waves. These waves flow through the fluid pathway
back to the reservoir. Large amplitude pressure waves
can crack or damage glass vials and pre-filled cartridges
in the reservoir. The device of the present invention,
however, is designed to attenuate these pressure waves
so that glass cartridges and vials can be used in the res-
ervoir without breakage.
[0020] As envisioned by the present invention, the flu-
id medicament in the reservoir is hydraulically isolated
from the pressure waves by blocking the fluid pathway
in several ways. In a preferred embodiment, a tortuous
fluid pathway is created between the impulse chamber
and the reservoir. This pathway can be formed with
curves or right angles to divert the pressure waves in
order to protect the glass container in the reservoir from
damage.
[0021] The operation of the jet injector with reservoir
requires a coordinated two stage injection. In the first
stage the skin is punctured, then during the second
stage the fluid medicament is delivered by a delivery
mechanism. The delivery mechanism slowly dispenses
a measured amount of a fluid medicament from the res-
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ervoir through the impulse chamber and the nozzle to
the tip. Fluid medicament flows through the tip and into
the tissue of the patient at the orifice.
[0022] To complete the second stage of the injection,
the present invention further envisions control elements
which measure and release the fluid medicament from
the reservoir. When a full dose cartridge is being used,
both the impulse and delivery forces are applied to the
cassette plunger and both stages of the injection can be
accomplished by the same mechanism. In this case, the
complete amount of the fluid medicament to be injected
is transferred from the cartridge in the reservoir to the
impulse chamber. In one embodiment, a manual mech-
anism, such as a thumb wheel and screw-ratchet is used
to release the medicament from the cartridge. A single
spring or gas powered force mechanism can then be
employed as the impulse generator, to inject the medi-
cation.
[0023] Often, however, only a partial dose is to be re-
leased from the reservoir. In this case, once the volume
to be dispensed is determined, a compressed spring
moves the plunger driver to a mechanical stop at a dis-
tance corresponding to the volume of the fluid medica-
ment to be administered. Embodiments of the present
invention advance the plunger mechanically, electrical-
ly, or manually.
[0024] Another embodiment of the present invention
includes a tubing set for delivering multiple doses of the
fluid medicament from one vial. The tubing is attached
to the vial at one end and to the reservoir at the other
end. The tubing can be reused for many doses. A press-
fit luer taper fitting replaces the spike or needle used to
puncture the pre-filled cartridge, and attaches the tubing
to the cassette upper body. In order to deliver the dose
accurately, the present invention envisions a pump
mechanism, which shuts off the flow of medication
through the tubing. An important consideration when
multiple doses are contemplated is the issue of contam-
ination. The present invention therefore envisions re-
placeable components. Examples of the replaceable
parts are the nozzle and tip portions, as well as the cas-
sette/skin interface. Filters are likewise envisioned to
shield components from contamination.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025] The novel features of this invention, as well as
the invention itself, both as to its structure and its oper-
ation, will be best understood from the accompanying
drawings, taken in conjunction with the accompanying
description, in which similar reference characters refer
to similar parts, and in which:

Fig. 1 is a perspective side view of the jet injector
system with separate reservoir of the present inven-
tion;
Fig. 2 is an elevational cross sectional view of a cas-
sette and key injector interfaces as would be seen

in the plane of Fig. 1, specifically showing the tor-
tuous fluid path of the preferred embodiment;
Figs. 3, 4, 5 and 6 are elevational cross sectional
views of cassettes, as would be seen in the plane
of Fig. 1, showing a number of means for attenuat-
ing pressure waves leading to the source of the fluid
medicament;
Fig. 7 is an elevational cross sectional view as
would be seen along the plane of Fig. 1, of an in-
jection system based on transferring the complete
dose to be injected to a cassette chamber;
Fig. 8 is an elevational cross sectional view as
would be seen along the plane of Fig. 1, of an in-
jection system with an electrically powered subsys-
tem for a partial-dose cassette; and
Fig. 9 is an elevational cross sectional view as
would be seen in the plane of Fig. 1, of a cassette
with a replaceable tip for use with a multi-dose vial.

DESCRIPTION OF THE PREFERRED EMBODIMENT

[0026] A needless jet injector system with a separate
reservoir for injecting a fluid medicament into the tissue
of a patient in accordance with the present invention is
represented in Fig. 1, and is generally designated 10.
The system 10 includes a cassette device 12 which con-
nects the jet injector 14 with the reservoir 16. An orifice
18 is formed in a tip 20, which is part of the cassette 12.
An interface is created between the skin of a patient and
the cassette 12 by a cassette/skin interface 22 formed
in the cassette 12, and surrounding the tip 20. A control
mechanism 26 is incorporated into the system 10 and
interacts with the jet injector 14 and the reservoir 16 at
an upper end 34 of the reservoir 16 to release a meas-
ured amount of a fluid medicament.
[0027] Referring to Fig. 2, it can be seen that the cas-
sette 12 has an upper body 28 and a lower body 30. A
fluid pathway 32 is formed at the interface between the
upper body 28 and the lower body 30. The reservoir 16
also has a lower end 36, and attaches at the lower end
36 to the upper body 28. It can also be seen that the
fluid pathway 32 leads from an opening 38 at the lower
end 36 of the reservoir 16 to an opening 40 in an impulse
chamber 42. A spike 39 extends upward from the upper
body 28 and into the reservoir 16 through the opening
38 at the lower end 36 of the reservoir 16. This spike 39
is formed with a longitudinal channel 41 which leads to
the fluid pathway 32. A pre-filled cartridge 48 which has
a rubber stopper 50 at a lower end 52, is placed in the
reservoir 16. The rubber stopper 50 is pierced by the
spike 39. As a result, the fluid medicament flows from
the reservoir 16, through the channel 41 in the spike 39,
along the fluid pathway 32, and into the impulse cham-
ber 42. It can also be seen in Fig. 2 that the impulse
chamber 42 is formed in the cassette 12, and extends
from the upper body 28 to the lower body 30. The lower
body of the cassette 30 further forms a nozzle 44 that
extends from the impulse chamber 42 and ends at the
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orifice 18 in the tip 20. By cross referencing Fig. 2 with
Fig. 1, it can be understood that the lower body 30 forms
the cassette/skin interface 22. A vacuum system 46 cre-
ates suction between the cassette 12 and the skin of the
patient at the interface 22, stabilizing the skin in prepa-
ration for an injection.
[0028] By further cross referencing Fig. 1 and Fig. 2,
it can be appreciated that the jet injector 14 also requires
an impulse generator 54 to supply the energy needed
to force a fluid medicament through the skin. In opera-
tion, as shown in Fig. 2, a ram 56 extends from the im-
pulse generator 54 and fits into a plunger 58 formed in
the impulse chamber 42. To initiate an injection, the im-
pulse generator 54, using stored energy, accelerates
the ram 56, which strikes the plunger 58. The fluid med-
icament in the impulse chamber 42 is forced from the
impulse chamber 42 through the nozzle 44 to the orifice
18 at the tip 20 and punctures the skin of the patient. It
can be understood that the pressure created by the ram
56 as it impacts the plunger 58 creates pressure waves.
These waves flow back through the fluid pathway 32 to
the reservoir 16. Because large amplitude pressure
waves can damage the pre-filled cartridge 48, the sys-
tem 10 of the present invention is designed to attenuate
these pressure waves. Fig. 2 illustrates a preferred em-
bodiment of a fluid pathway 32 which will attenuate the
pressure waves. A tortuous fluid pathway 32 is formed
with several right angles 60 between the reservoir 16
and the impulse chamber 42 to divert the pressure
waves.
[0029] Referring to Fig. 3, another embodiment in-
cludes a flap 62 formed on the plunger 58. This flap 62
extends below the opening 40 of the fluid pathway 32
into the impulse chamber 42 when the plunger 58 is im-
pacted by the ram 56. As a result, the fluid pathway 32
is blocked when pressure is exerted on the plunger 58.
[0030] Fig. 4 shows an embodiment using a ball check
valve 64 attached to a spring 66 which doses the open-
ing 38 of the reservoir 16 in response to pressure exert-
ed along the fluid pathway 32.
[0031] Fig. 5 shows yet another embodiment with a
flap valve 68 which isolates the reservoir 16 from the
pressure waves created by the impact of the ram 56 on
the plunger 58.
[0032] Fig. 6 illustrates another embodiment in which
the flap valve 68 and an elastomeric diaphragm 70 are
molded of one piece. This embodiment includes a ridge
72 in the elastomeric material which surrounds the fluid
pathway 32. The ridge 72 would be compressed by the
pressure waves, sealing the fluid pathway 32.
[0033] Referring to Fig. 7, a system 10 for administer-
ing a full dose cartridge 48 shows the complete amount
of the fluid medicament to be delivered in the impulse
chamber 42. In this embodiment, a valve 74 closes the
fluid pathway 32. A movable stopper 76 is also shown,
which is advanced by a lead screw 78. A single spring
80 is employed as the impulse generator 54 to inject the
medication. It can be appreciated that a replaceable cap

81 is used to cover the tip 20 when the system 10 is not
in use. Cross referencing Fig. 7 with Fig. 1 also shows
the vacuum source 24.
[0034] Fig. 8 shows an embodiment of the system 10
in which an encoder 82 is attached to a motor 84. The
motor 84 advances the lead screw 78 to determine the
amount of medication to be dispensed from the cartridge
48. The encoder 82 indicates when a driver 86 has ad-
vanced a rubber stopper 50 of the cartridge 48 the prop-
er distance.
[0035] Fig. 9 shows the system 10 being used with a
multi-dose vial 88. A pump 90 is attached to tubing 92
which in turn attaches to the multi-dose vial 88 and to
the upper body 28. Luer attachments 94 securely fasten
the tubing 92 to the upper body 28. The pump 90 shuts
off the flow of medication through the tubing 92, deter-
mining the amount of medication to be injected. Re-
placeable components of the lower body 30 are also il-
lustrated. These include the tip 20 and the cassette/skin
interface 22.
[0036] While the particular Needleless Jet Injector
System With Separate Drug Reservoir as herein shown
and disclosed in detail is fully capable of obtaining the
objects and providing the advantages herein before
stated, it is to be understood that it is merely illustrative
of the presently preferred embodiments of the invention.

Claims

1. A cassette device for interconnecting a reservoir
(16) with a jet injector (14) to inject a fluid medica-
ment into a patient which comprises:

an upper body member (28);
a lower body member (30) attached to said up-
per body member to form a fluid pathway (32)
therebetween, wherein said fluid pathway has
a first opening (38) and a second opening (40);
a spike (39) extending from said upper body
member at said first opening of said fluid path-
way for piercing said reservoir to establish fluid
communication between said reservoir and
said fluid pathway;
an impulse chamber (42) formed between said
upper body member and said lower body mem-
ber, said impulse chamber being connected in
fluid communication with said second opening
of said fluid pathway for receiving said fluid
medicament from said reservoir;
a nozzle (44) formed with a tip (20) extending
from said lower body member to establish fluid
communication between said impulse chamber
and said tip; and
a plunger (58) connectable with said jet injector
for advancement of said plunger into said im-
pulse chamber to deliver said fluid medicament
from said impulse chamber into the patient

7 8



EP 1 277 487 B1

6

5

10

15

20

25

30

35

40

45

50

55

when said tip of said nozzle is in contact with
the skin of the patient.

2. A device as recited in claim 1 further comprising a
suction means (46) for creating a vacuum between
the skin of the patient and said lower body member
to stabilize the skin against said tip during an injec-
tion of said fluid medicament into the patient.

3. A device as recited in claim 1 wherein said reservoir
is a glass cartridge having a stopper (50), and
wherein said stopper is pierced by said spike to es-
tablish fluid communication between said cartridge
and said impulse chamber.

4. A device as recited in claim 1 wherein said fluid
pathway is formed with a plurality of curves (60) for
creating a tortuous pathway (32) to attenuate a plu-
rality of pressure waves caused by said plunger ad-
vancing into said impulse chamber.

5. A device as recited in claim 4 further comprising a
means for selectively blocking fluid communication
between said reservoir and said impulse chamber
to isolate said reservoir from said plurality of pres-
sure waves caused by said jet injector advancing
into said impulse chamber.

6. A device as recited in claim 5 wherein said blocking
means is a flap (62) formed on said plunger to cover
said second opening of said fluid pathway when
said plunger is advanced into said impulse cham-
ber.

7. A device as recited in claim 5 wherein said blocking
means is a ball check valve (64) attached to a spring
(66) and disposed at said first opening of said fluid
pathway to close said first end of said fluid pathway
from said reservoir.

8. A device as claimed in claim 1, further comprising
an impulse generator (54) having a ram (56)

for striking said plunger to create a force for injecting
said fluid medicament from said impulse chamber,
through said tip and into the patient.

9. An assembly as recited in claim 1 further comprising
a means for dispensing a measured amount of said
fluid medicament from said reservoir, through said
fluid pathway and into said impulse chamber to con-
trol said amount of said fluid medicament being in-
jected into said patient.

Patentansprüche

1. Kassettenvorrichtung zum Verbinden eines Behäl-
ters (16) mit einem Jet-Injector (14) zum Injizieren

eines flüssigen Medikamentes in einen Patienten,
die umfasst:

ein oberes Körperelement (28);

ein unteres Körperelement (30), das an dem
oberen Körperelement angebracht ist, um ei-
nen Fluidweg (32) dazwischen zu bilden, wobei
der Fluidweg eine erste Öffnung (38) und eine
zweite Öffnung (40) hat;

eine Nadel (39), die sich von dem oberen Kör-
perelement an der ersten Öffnung des Fluidele-
mentes erstreckt, um den Behälter zu durchste-
chen und Fluidverbindung zwischen dem Be-
hälter und dem Fluidweg herzustellen;

eine Impulskammer (42), die zwischen dem
oberen Körperelement und dem unteren Kör-
perelement ausgebildet ist, wobei die Impuls-
kammer in Fluidverbindung mit der zweiten Öff-
nung des Fluidwegs verbunden ist, um das flüs-
sige Medikament aus dem Behälter aufzuneh-
men;

eine Düse (44), die mit einer Spitze (20) verse-
hen ist, die sich von dem unteren Körperele-
ment erstreckt, um Fluidverbindung zwischen
der Impulskammer und der Spitze herzustellen;
und

einen Kolben (58), der mit dem Jet-Injector ver-
bunden werden kann, um den Kolben in die Im-
pulskammer hinein zu schieben und das flüssi-
ge Medikament aus der Impulskammer in den
Patienten abzugeben, wenn die Spitze der Dü-
se in Kontakt mit der Haut des Patienten ist.

2. Vorrichtung nach Anspruch 1, die des Weiteren eine
Saugeinrichtung (46) umfasst, die ein Vakuum zwi-
schen der Haut des Patienten und dem unteren Kör-
perelement erzeugt, um die Haut bei einer Injektion
des flüssigen Medikaments in den Patienten an der
Spitze zu stabilisieren.

3. Vorrichtung nach Anspruch 1, wobei der Behälter
eine Glasskartusche mit einem Stopfen (50) ist und
der Stopfen von der Nadel durchstoßen wird, um
Fluidverbindung zwischen der Kartusche und der
Impulskammer herzustellen.

4. Vorrichtung nach Anspruch 1, wobei der Fluidweg
mit einer Vielzahl von Krümmungen (60) versehen
ist, um einen gewundenen Weg (32) zu erzeugen
und eine Vielzahl von Druckwellen zu dämpfen, die
dadurch verursacht werden, dass der Kolben in die
Impulskammer hinein geschoben wird.
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5. Vorrichtung nach Anspruch 4, die des Weiteren eine
Einrichtung umfasst, die selektiv Fluidverbindung
zwischen dem Behälter und der Impulskammer
sperrt, um die Behälter gegenüber der Vielzahl von
Druckwellen zu isolieren, die dadurch verursacht
werden, dass der Jet-Injector in die Impulskammer
hinein geschoben wird.

6. Vorrichtung nach Anspruch 5, wobei die Sperrein-
richtung eine Klappe (62) ist, die an dem Kolben
ausgebildet ist, um die zweite Öffnung des Fluid-
wegs abzudecken, wenn der Kolben in die Impuls-
kammer hinein geschoben wird.

7. Vorrichtung nach Anspruch 5, wobei die Sperrein-
richtung ein Kugelrückschlagventil (64) ist, das an
einer Feder (66) angebracht und an einer ersten
Öffnung des Fluidwegs angeordnet ist, um das er-
ste Ende des Fluidwegs gegenüber dem Behälter
zu verschließen.

8. Vorrichtung nach Anspruch 1, die des Weiteren um-
fasst:

eine Impulserzeugungseinrichtung (64) mit ei-
nem Stößel (56), der auf den Kolben auf-
schlägt, um eine Kraft zum Injizieren des flüs-
sigen Medikaments aus der Impulskammer,
durch die Spitze und in den Patienten hinein zu
erzeugen.

9. Anordnung nach Anspruch 1, die des Weiteren eine
Einrichtung zum Abgeben einer abgemessenen
Menge des flüssigen Medikamentes aus dem Be-
hälter über den Fluidweg und in die Impulskammer
umfasst, um die Menge des flüssigen Medikaments
zu steuern, die in den Patienten injiziert wird.

Revendications

1. Dispositif à cassette pour interconnecter un réci-
pient (16) avec un injecteur à jet (14) pour injecter
un médicament fluide à un patient, qui comprend :

un élément supérieur de corps (28) ;
un élément inférieur de corps (30) fixé audit élé-
ment supérieur de corps pour former un chemin
de fluide (32) entre ceux-ci, dans lequel ledit
chemin de fluide comporte une première ouver-
ture (38) et une seconde ouverture (40) ;
un perforateur (39) s'étendant depuis ledit élé-
ment supérieur de corps à ladite première
ouverture dudit chemin de fluide pour percer le-
dit récipient afin d'établir une communication
de fluide entre ledit récipient et ledit chemin de
fluide ;
une chambre d'impulsions (42) formée entre le-

dit élément supérieur de corps et ledit élément
inférieur de corps, ladite chambre d'impulsions
étant reliée, en communication de fluide, à la-
dite seconde ouverture dudit chemin de fluide
pour recevoir ledit médicament fluide depuis le-
dit récipient ;
une buse (44) comportant une pointe (20)
s'étendant depuis ledit élément inférieur de
corps afin d'établir la communication de fluide
entre ladite chambre d'impulsions et ladite
pointe ; et
un plongeur (58) reliable audit injecteur à jet
pour l'avance dudit plongeur dans ladite cham-
bre d'impulsions afin de délivrer ledit médica-
ment fluide depuis la chambre d'impulsions
dans le patient, lorsque ladite pointe de ladite
buse est en contact avec la peau du patient.

2. Dispositif selon la revendication 1, comprenant
également un moyen d'aspiration (46) pour créer un
vide entre la peau du patient et ledit élément infé-
rieur de corps afin de stabiliser la peau contre ladite
pointe durant une injection dudit médicament fluide
dans le patient.

3. Dispositif selon la revendication 1, dans lequel ledit
récipient est une cartouche en verre comportant un
bouchon (50) et dans lequel ledit bouchon est percé
par ledit perforateur afin d'établir la communication
de fluide entre ladite cartouche et ladite chambre
d'impulsions.

4. Dispositif selon la revendication 1, dans lequel ledit
chemin de fluide comporte une pluralité de courbes
(60) pour créer un chemin tortueux (32) afin d'atté-
nuer une pluralité d'ondes de pression causées par
l'avance dudit plongeur dans ladite chambre d'im-
pulsions.

5. Dispositif selon la revendication 4, comprenant
également un moyen pour bloquer sélectivement la
communication de fluide entre ledit récipient et la-
dite chambre d'impulsions afin d'isoler ledit réci-
pient de ladite pluralité d'ondes de pression cau-
sées par l'avance dudit injecteur à jet dans ladite
chambre d'impulsions.

6. Dispositif selon la revendication 5, dans lequel ledit
moyen de blocage est un volet (62) formé sur ledit
plongeur afin de recouvrir ladite seconde ouverture
dudit chemin de fluide lorsque ledit plongeur avan-
ce dans ladite chambre d'impulsions.

7. Dispositif selon la revendication 5, dans lequel ledit
moyen de blocage est un clapet antiretour à bille
(64) fixé à un ressort (66) et disposé sur ladite pre-
mière ouverture dudit chemin de fluide afin de fer-
mer ladite première extrémité dudit chemin de fluide
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par rapport audit récipient.

8. Dispositif selon la revendication 1, comprenant
également

un générateur d'impulsions (54) comportant
un vérin (56) pour frapper ledit plongeur afin de
créer une force pour injecter ledit médicament fluide
depuis ladite chambre d'impulsions, à travers ladite
pointe, et dans le patient.

9. Ensemble selon la revendication 1, comprenant
également un moyen de distribuer une quantité me-
surée dudit médicament fluide depuis ledit réci-
pient, à travers ledit chemin de fluide et dans ladite
chambre d'impulsions afin de régler ladite quantité
dudit médicament fluide injecté dans ledit patient.
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