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(54) ELECTRIC PUMP UNIT

(57) There is provided an electric pump unit with a
further reduction in size, weight and cost thereof. An elec-
tric pump unit includes a motor rotor 20 which extends
radially outwards from one end of a pump driving motor
shaft 16 supported by a bearing unit 15 within a unit hous-
ing 1 and surrounds an outer circumference of the bear-
ing unit 15 and a motor stator 22 fixedly provided in the
unit housing 1. An axial position of a center of gravity of
a rotary portion including the motor shaft 16 and the motor
rotor 20 falls within an axial range of the bearing unit 15.
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Description

Technical Field

[0001] The present invention relates to an electric
pump unit for use as an automotive hydraulic pump, for
example.

Background Art

[0002] In recent years, as automotive hydraulic
pumps, with a view to saving energy by controlling starts
and stops of a hydraulic pump minutely and ensuring the
supply of oil pressure to a driving system such as a trans-
mission even while the engine is being stopped due to
the "idling stop," more electric pump units have been in
use.
[0003] Since an automotive electric pump is installed
in a limited space within a vehicle body, compactness is
required, and additionally, light weight and low cost are
also required. As an electric pump unit which can meet
such requirements, there has been proposed an auto-
motive electric pump in which an electric motor and a
pump are integrally incorporated within a common unit
housing (refer to Patent Document 1, for example).
[0004] In addition, as an electric pump unit which can
meet the requirements, there has been proposed an au-
tomotive electric pump unit in which a pump, an electric
motor and a motor controller are integrally incorporated
within a common unit housing (refer to Patent Document
2, for example).

Related Art Documents

Patent Documents

[0005] Patent Document 1: JP-A-2006-274921

Patent Document 2: JP-A-2006-262611

Summary of the Invention

Problem to be solved by the Invention

[0006] The electric pump unit described in Patent Doc-
ument 1 above is such that a pump driving motor shaft
is supported at two axial locations thereon by two rolling
bearings which are disposed within a unit housing and a
motor rotor is formed at a portion situated between these
bearings.
[0007] Since this electric pump unit is constructed so
that the bearings are disposed on both sides of the motor
rotor, the length of the motor shaft is increased accord-
ingly, which limits the attempt to make compact the elec-
tric pump unit. In addition, although one of the bearings
can be supported within a cylindrical portion which is
formed integrally on a pump housing which makes up
the unit housing, a member is necessary which supports

the other bearing, and hence the number of components
is increased, which becomes a factor which disturbs a
further reduction in weight and cost.
[0008] In the electric pump unit described in Patent
Document 2 above, a pump driving motor shaft is sup-
ported at two axial locations thereon by two rolling bear-
ings which are disposed within a unit housing, a motor
rotor is provided at a portion of the motor shaft which is
situated between these bearings, and a motor stator is
fixedly provided at a portion in the unit housing which lies
on the periphery of the motor rotor. One of the bearings
is provided in a cylindrical portion which is formed inte-
grally on a pump housing which makes up the unit hous-
ing, and the other bearing is provided in a cylindrical por-
tion which is formed integrally on a wall of a motor housing
which makes up the unit housing. In addition, a controller
compartment is formed in a portion of a wall of the pump
unit which lies opposite to the motor rotor, and a substrate
for the controller is disposed in the controller compart-
ment. A component making up the controller which is
short in height is disposed on a motor rotor side surface
of the substrate, whereas components of the controller
which are tall in height are disposed on an opposite sur-
face of the substrate to the motor rotor side surface there-
of.
[0009] Since this electric pump unit is constructed so
that the rolling bearings are disposed on both sides of
the motor rotor, the length of the motor shaft is increased
accordingly, which limits the attempt to make compact
the electric pump unit. In addition, since the motor com-
partment in the motor housing which accommodates the
motor and the controller compartment are divided by the
wall of the motor housing in the axial direction, the thick-
ness of the substrate and the height of the components
packaged in the substrate affect the length of the electric
pump unit directly and the length of the electric pump unit
is increased accordingly.
[0010] An object of the invention is to solve the prob-
lems and to provide an electric pump unit which can re-
duce the size, the weight and the cost thereof.

Means for solving the Problem

[0011] According to one aspect of the invention, there
is provided an electric pump unit including a unit housing;
a bearing unit provided within the unit housing; a rotary
portion including a pump driving motor shaft supported
by the bearing unit such that an axial position of a center
of gravity of the rotary portion falls within an axial range
of the bearing unit, and a motor rotor including a disc
portion which extends radially outwards from an axial end
portion of the motor shaft and a cylindrical portion which
extends from an outer circumferential portion of the disc
portion towards the other axial end side and surrounds
an outer circumference of the bearing unit; and a motor
stator fixed to the unit housing.
[0012] Since the electric pump unit is configured such
that the motor shaft is cantilevered so as to be supported
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at one axial location by the bearing unit and the motor
rotor is provided so as to surround the outer circumfer-
ence of the bearing unit, the length of the motor shaft can
be kept short and hence can be made compact further
in size. In addition, the axial position of the center of grav-
ity of the rotary portion including the motor shaft and the
motor rotor falls within the axial range of the bearing unit,
the rotary portion can be supported rotatably in a stable
fashion. The axial position of the center of gravity of the
rotary portion is preferably at a central portion of the axial
range of the bearing unit.
[0013] An electric motor constituting the electric pump
unit is a DC brushless motor, for example. Brushless mo-
tors include a brushless motor in which a rotation angle
(a rotational position) of a motor shaft is detected by a
rotation angle sensor for control and a brushless sensor-
free motor which uses no rotation angle sensor.
[0014] In the electric pump unit according to the aspect
of the invention, for example, a rotor of the rotation angle
sensor may be provided on an outer circumference of
the motor shaft situated further radially inwards than the
cylindrical motor rotor, and a stator of the rotation angle
sensor may be provided on a portion on the unit housing
which faces the rotor of the rotation angle sensor.
[0015] The rotation angle sensor is a resolver, for ex-
ample.
[0016] Further, for example, the rotor of the rotation
angle sensor may be provided on an outer circumference
of the motor shaft situated further radially inwards than
the cylindrical motor rotor, and the stator of the rotation
angle sensor may be provided on an inner circumference
of the cylindrical portion which faces the rotor of the ro-
tation angle sensor.
[0017] With this configuration, the control of the electric
motor can be implemented by detecting the rotation angle
of the motor shaft by the rotation angle sensor. In addi-
tion, the increase in axial length of the electric pump unit
can be suppressed so as to make the electric pump unit
small in size by the configuration in which the rotor and
the stator of the rotation angle sensor face each other in
the radial direction.
[0018] According to another aspect of the invention,
there is provided the electric pump unit according to the
one aspect of the invention, wherein the motor stator pro-
trudes further towards one axial end side than the motor
rotor, wherein a substrate for the controller is fixed to one
axial end portion of the motor stator, and wherein a tallest
component in the controller is disposed in a portion sur-
rounded by the motor stator on the motor rotor side sur-
face of the substrate.
[0019] Since the electric pump unit is configured such
that the motor shaft is cantilevered so as to be supported
at one axial location by the bearing unit and the motor
rotor is provided so as to surround the outer circumfer-
ence of the bearing unit, the length of the motor shaft can
be kept short and hence can be made compact further
in size. In addition, since the motor shaft is cantilevered
so as to be supported at the one axial location by the

bearing unit, it is unnecessary to provide the wall which
is provided to allow one of the bearings provided at the
two locations on the motor shaft of the conventional elec-
tric pump unit to be provided thereon. Thus, with the sub-
strate for the controller fixed to an end portion of the motor
stator, components which are tall in height can be dis-
posed on the motor rotor side surface of the substrate.
Because of this, there is almost no such situation that
the length of the electric pump unit is increased due to
the controller, thereby making it possible to make the
electric pump unit very compact. In addition, the axial
position of the center of gravity of the rotary portion pref-
erably exists at a central portion of an axial range of the
bearing unit.
[0020] In the electric pump unit according to yet anoth-
er aspect of the invention, for example, the motor stator
may include: a core fixedly provided on the unit housing;
a synthetic resin insulator incorporated in the core; and
a coil which is wound round the insulator, and the sub-
strate for the controller may be fixed to an end portion of
the insulator.
[0021] In the electric pump unit according to yet anoth-
er aspect of the invention, for example, the unit housing
may include a cylindrical motor housing and a pump
housing coupled to the other end of the motor housing,
a small diameter cylindrical portion may be formed on
the pump housing so as to extend into an inside of the
motor housing, the bearing unit may be provided inside
the cylindrical portion, and the motor stator may be pro-
vided on an inner circumference of the motor housing.
[0022] In this case, the bearing unit can be supported
by only the cylindrical portion formed integrally on the
pump housing, and hence, no other member to support
the bearing unit is necessary. Because of this, a further
reduction in the number of components is possible,
whereby a further reduction in weight and cost is possible.
[0023] In the electric pump unit according to yet anoth-
er aspect of the invention, for example, the bearing unit
may include two rolling bearings situated adjacent to
each other in the axial direction.
[0024] In this case, the rotary portion can be supported
in a stable fashion by the two rolling bearings, and the
service life of the rolling bearings can be extended. The
axial position of the center of gravity of the rotary portion
preferably exists between the two rolling bearings.
[0025] In the electric pump unit according to yet anoth-
er aspect of the invention, for example, the bearing unit
may include a single needle roller bearing.
[0026] Since the needle roller bearing has a certain
length in the axial direction, the needle roller bearing can
support the rotary portion stably. The axial position of the
center of gravity of the rotary portion preferably exists at
a central portion of the needle roller bearing.

Advantages of the Invention

[0027] According to the electric pump unit of the inven-
tion, as has been described above, the electric pump unit
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can be made more compact.
[0028] In addition, the weight and cost of the electric
pump unit can be reduced further.

Brief Description of the Drawings

[0029]

Fig. 1 is a vertical sectional view of an electric pump
unit depicting a first embodiment of the invention.

Fig. 2 is a vertical sectional view of an electric pump
unit depicting a second embodiment of the invention.

Fig. 3 is a vertical sectional view of an electric pump
unit depicting a third embodiment of the invention.

Fig. 4 is a vertical sectional view of an electric pump
unit depicting a fourth embodiment of the invention.

Mode for Carrying Out the Invention

[0030] Hereinafter, referring to the drawings, the in-
vention will be described by reference to some embodi-
ments in which the invention is applied to an automotive
hydraulic pump. In the following description, a right-hand
side of the drawings is referred to as a rear of an electric
pump unit which is one axial end side thereof, and a left-
hand side thereof is referred to as a front of the electric
pump unit which is the other axial end side thereof. These
embodiments depict electric pump units which are made
more compact according to the invention.

First Embodiment

[0031] Fig. 1 is a vertical sectional view of an electric
pump unit depicting a first embodiment of the invention.
[0032] An electric pump unit is such that a pump (2)
and an electric motor (3) which rotationally drives the
pump (2) are integrally incorporated within a pump hous-
ing (1). In this embodiment, a controller (4) for the motor
(3) is also incorporated in the housing (1). In this embod-
iment, the pump (2) is a trochoidal pump, and the motor
(3) is a DC brushless sensor-free motor having three-
phase windings.
[0033] The unit housing (1) includes a pump housing
(5), a pump plate (6), a motor housing (7) and a lid (8),
and a waterproof housing (9) is configured by the pump
housing (5), the motor housing (7) and the lid (8).
[0034] The pump housing (5) is a thick plate-like mem-
ber which extends in a direction which is at right angles
to a front to back direction, and a pump compartment
(10), which is opened at a front portion thereof, is formed
in the center of the pump housing (5). The pump plate
(6) is fixed to a front surface of the pump housing (5) via
an O-ring, and a front surface of the pump chamber (10)
is closed. An outer gear (12), which makes up the pump
(2), is accommodated rotatably in the pump compartment

(10), and an inner gear (13), which meshes with the outer
gear (12), is disposed inside the outer gear (12). Although
its illustration is omitted, a fluid inlet port and a fluid outlet
port are provided in the pump plate (6).
[0035] The motor housing (7) has a cylindrical shape,
and a front end (the other axial end portion) of the motor
housing (7) is fixed to a portion of a rear surface of the
pump housing (5) which lies close to an outer circumfer-
ence thereof. An opening in a rear end of the motor hous-
ing (7) is closed by the lid (8).
[0036] A cylindrical portion (5a), which is smaller in di-
ameter than the motor housing (7), is formed integrally
in the center of a rear end face of the pump housing (5).
A pump driving motor shaft (16) is cantilevered so as to
be supported by a bearing unit (15) which is provided at
a rear portion of an interior of the cylindrical portion (5a).
In this embodiment, the bearing unit (15) is made up of
two rolling bearings which are ball bearings (17). An inner
ring (17a) of each bearing (17) is fixed to the motor shaft
(16), and an outer ring (17b) thereof is fixed to the cylin-
drical portion (5a). A front portion of the motor shaft (16)
enters an interior of the pump compartment (10) via a
hole (18) which is formed in a portion of a rear wall of the
pump housing (5), and a front end of the motor shaft (16)
is coupled to the inner gear (13). A seal (19) is provided
between a portion inside the cylindrical portion (5a) which
lies further forwards than the bearing unit (15) and the
motor shaft (16).
[0037] A motor rotor (20), which makes up the motor
(3), is fixedly fitted on a rear end portion of the motor
shaft (16) which protrudes further rearwards than the cy-
lindrical portion (5a). The rotor (20) is a cylindrical mem-
ber which extends radially from a rear end (one axial end)
of the motor shaft (16) and surrounds an outer circum-
ference of the bearing unit (15), and a permanent magnet
(21) is provided on an outer circumference thereof. An
axial position of a center of gravity of a rotary portion
which includes the motor shaft (16), the rotor (20) and
the inner gear (13) of the pump (2) falls within an axial
range of the bearing unit (15). In this embodiment, the
axial position of the center of gravity exists between the
two ball bearings (17) which make up the bearing unit
(15). The motor rotor (20) is made up of a disc portion
(20a) which lies at a rear thereof and extends radially
outwards from the rear end (the one axial end portion)
of the rotor shaft and a cylindrical portion (20b) which
extends to the front (the other axial end portion side) from
the disc portion (20a) so as to surround the outer circum-
ference of the bearing unit (15). An inner circumference
of the disc portion (20a) is fixed to the motor shaft (16),
and the permanent magnet (21) is provided on an outer
circumference of the cylindrical portion (20b). A rear end
face (one axial end face) of the disc portion (20a) of the
motor rotor (20) and a rear end face (one axial end face)
of the motor shaft (16) are present substantially on the
same plane.
[0038] A motor stator (22), which makes up the motor
(3), is fixedly provided on a portion of an inner circumfer-
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ence of the motor housing (7) which confronts the rotor
(20). The stator (22) is such that an insulator (a synthetic
resin insulator) (24) is incorporated in a core (23) made
up of a stack of steel plates and coils 25 are wound round
portions of the insulator (24). In this embodiment, the
stator (22) is fixed to the inner circumference of the motor
housing (7) with an appropriate means such as an ad-
hesive.
[0039] The insulator (24) protrudes further rearwards
(towards the one axial end side) than the motor rotor (20).
A substrate (26) for the controller (4) is fixed to a rear
end (one axial end portion) of the insulator (24), and a
component (27) which makes up the controller (4) is
packaged on a front surface of the substrate (26).
[0040] Since this electric pump unit is constructed so
that the motor shaft (16) is supported at one axial location
(lying further towards the other axial end side than the
portion where the motor rotor is cantilevered so as to be
supported (one axial end portion) by the bearing unit (15)
and the motor rotor (20) is provided so as to surround
the outer circumference of the bearing unit (15), the
length of the motor shaft (16) can be kept short and
hence, the electric pump unit can be made more com-
pact. In addition, since the axial position of the center of
gravity of the rotary portion which includes the motor shaft
(16), the motor rotor (20) and the inner gear (13) of the
pump (2) falls within the axial range of the bearing unit
(15), the rotary portion can be supported rotatably in a
stable fashion. Further, since the axial position of the
center of gravity exists between the two ball bearings
(17) which make up the bearing unit (15), the rotary por-
tion can be supported rotatably in a stabler fashion. In
addition, since the bearing unit (15) can be supported by
only the cylindrical portion (5a) which is formed integrally
on the pump housing (5), no other member for supporting
the bearing unit (15) is necessary. Because of this, a
further reduction in the number of components is possi-
ble, thereby making it possible to reduce further the
weight and cost of the electric pump unit.

Second Embodiment

[0041] Fig. 2 is a vertical sectional view of an electric
pump which depicts a second embodiment of the inven-
tion.
[0042] A second embodiment has a similar configura-
tion to that of the first embodiment excluding a bearing
unit (30). In Fig. 2, like reference numerals will be given
to like portions to those of the first embodiment.
[0043] In the second embodiment, a bearing unit 830)
is made up of a single needle roller bearing (31). In this
embodiment, the bearing unit (30) is a needle roller bear-
ing with a cage which includes a cage (31 a) and a plu-
rality of needle rollers (31 b) which are supported by the
cage (31 a). The rollers (31 b) roll while being held be-
tween an outer circumferential surface of a motor shaft
(16) and a cylindrical portion (5a). An axial position of the
bearing (31) is restricted by front and rear end faces of

the cage (31 a) being brought into abutment with a rear-
ward annular end face (32) formed on an inner circum-
ference of the cylindrical portion and a front surface of a
portion (a disc portion) of a rotor (20) which extends ra-
dially outwards. An axial position of a center of gravity of
a rotary portion which includes the rotor shaft (16), the
rotor (20) and an inner gear (13) of a pump (2) falls within
an axial range of the bearing unit (30). In this embodi-
ment, the axial position of the center of gravity exists at
a central portion of an axial length of the needle roller
bearing (31) which makes up the bearing unit (30).
[0044] In the case of the second embodiment, since
the needle roller bearing (31) has a certain length in the
axial direction, the needle roller bearing (31) can support
the rotary portion in a stable fashion. In addition, the bear-
ing unit (30) is not limited to the needle roller bearing
(31), and even in the event that the bearing unit (30) is
made up of a cylindrical roller bearing which has a certain
length in the axial direction, a similar advantage can be
provided.

Third Embodiment

[0045] Fig. 3 is a vertical sectional view of an electric
pump unit which depicts a third embodiment of the in-
vention.
[0046] A third embodiment is such that a rotation angle
(a rotational position) of a motor shaft (16) is detected by
a rotation angle sensor (33) for control, and excluding
this, the third embodiment has a similar configuration to
that of the first embodiment. In Fig. 3, like reference nu-
merals will be given to like portions to those of the first
embodiment.
[0047] The rotation angle sensor (33) is provided within
a unit housing (1). The rotation angle sensor (33) is made
up of a rotor (33a) and a stator (33b) and is a resolver in
this embodiment. The sensor rotor (33a) is provided on
an outer circumference of the motor shaft (16) which lies
further radially inwards than a cylindrical motor rotor (20),
and the sensor stator (33b) is provided at a portion on
the unit housing (1) which confronts the sensor rotor
(33a). In this embodiment, the sensor rotor (33a) is pro-
vided on a portion of the outer circumference of the motor
shaft (16) which lies between a bearing unit (15) and a
seal (19), and the sensor stator (33b) is provided on a
portion on an inner circumference of a cylindrical portion
(5a) of a pump housing (5) which confronts the sensor
rotor (33a). An electric wire 34 connected to the sensor
stator (33b) is led to the outside from a portion of a motor
housing (7).
[0048] In the case of the third embodiment, the electric
motor can be controlled by detecting the rotation angle
of the motor shaft (16) by the rotation angle sensor (33),
and by the rotor (33a) and the stator (33b) of the rotation
angle sensor (33) confronting each other in the radial
direction, an increase in axial length of the electric pump
unit can be suppressed, thereby making it possible to
make small the electric pump unit in size.
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Fourth Embodiment

[0049] Fig. 4 is a vertical sectional view of an electric
pump unit which depicts a fourth embodiment of the in-
vention.
In this invention, a motor rotor (16) is cantilevered so as
to be supported by a bearing unit (15) at one axial location
thereon which lies further towards the other axial end
side than a portion (one axial end side) where a motor
rotor (20) is supported, and therefore, the wall is unnec-
essary which is provided to allow one of the two bearings
of the conventional electric pump unit to be provided ther-
eon. Because of this, a substrate (26) for a controller (4)
can be fixed to one axial end portion of an insulator (24)
of a motor stator (22), so that a component (27) which is
tall in height can be disposed on a motor rotor (20) side
surface of the substrate (26). Because of this, there is
almost no such situation that the length of the electric
pump unit is increased due to the controller (4), thereby
making it possible to make the electric pump unit very
compact in size.
Except for this point, the fourth embodiment has a similar
configuration to that of the first embodiment. In Fig. 4,
like reference numerals will be given to like portions to
those of the first embodiment.
[0050] In the fourth embodiment, the insulator (24) pro-
trudes further rearwards (towards one axial end side)
than the motor rotor (20). The substrate (26) for the con-
troller (4) is fixed to a rear end (one axial end portion) of
the insulator (24), and a component (27) making up the
controller (4) which is the tallest in height such as a ca-
pacitor is packaged on a front surface of the substrate
(26), that is, a motor rotor (20) side surface of the sub-
strate (26) so as to be positioned within a space sur-
rounded by the insulator (24) and a disc portion (20g) of
the rotor (20). Although its illustration is omitted, a com-
ponent making up the controller (4) which is relatively
short in height is also disposed on the front surface of
the substrate (26). In addition, a component making up
the controller (4) which is relatively short in height can
be disposed in an arbitrary position on the front surface
or a rear surface of the substrate (26).
[0051] Since this electric pump unit is constructed so
that the motor rotor (16) is cantilevered so as to be sup-
ported by the bearing unit (15) at the one axial location
thereon which lies further towards the other axial end
side than the portion (the one axial end side) where the
motor rotor (20) is supported and the rotor (20) is provided
so as to surround an outer circumference of the bearing
unit (15), the axial length of the motor shaft (16) can be
kept short, and the electric pump unit can be made more
compact in size. In addition, an axial position of a center
of gravity of a rotary portion which includes the motor
shaft (16), the motor rotor (20) and an inner gear (13) of
a pump (2) falls within an axial range of the bearing unit
(15), whereby the rotary portion can be supported rotat-
ably in a stable fashion. Further, since the axial position
of the center of gravity exists between two roller bearings

(17) which make up the bearing unit (15), the rotary por-
tion can be supported rotatably in a more stable fashion.
In addition, the bearing unit (15) can be supported by
only a cylindrical portion (5a) which is formed integrally
on a pump housing (5), and hence, no other member for
supporting the bearing unit (15) is necessary. Because
of this, a further reduction in the number of components
is possible, and a further reduction in weight and cost of
the electric pump unit is possible.
[0052] In addition, since the motor rotor (16) is canti-
levered so as to be supported by the bearing unit (15) at
the one axial location thereon which lies further towards
the other axial end side than the portion (the one axial
end side) where the motor rotor (20) is supported, the
wall is unnecessary which is provided to allow one of the
two bearings of the conventional electric pump unit to be
provided thereon. In addition, the substrate (26) for the
controller (4) can be fixed to the one axial end portion of
the insulator (24) of the motor stator (22), so that the
component (27) which is tall in height can be disposed
on the motor rotor (20) side surface of the substrate (26).
Because of this, there is almost no such situation that
the length of the electric pump unit is increased due to
the controller (4), thereby making it possible to make the
electric pump unit very compact in size.
[0053] The overall configuration of the electric pump
unit and configurations of the constituent portions thereof
are not limited to those described in the embodiments
and hence can be altered as required.
[0054] For example, while the bearing unit is made up
of the rolling bearing or bearings in the first to fourth em-
bodiments, the bearing unit may be made up of a sliding
bearing.
[0055] In addition, the invention can also be applied to
other electric pump units than the automotive electric
pump unit.

Description of Reference Numerals

[0056] (1) unit housing; (5) pump housing; (5a) cylin-
drical portion; (7) motor housing; (15), (30) bearing unit;
(16) motor shaft; (17) ball bearing; (20) motor rotor; (22)
motor stator; (31) needle roller bearing; (33) rotation an-
gle sensor; (33a) rotor; (33b) stator.

Claims

1. An electric pump unit comprising:

a unit housing;
a bearing unit provided within the unit housing;
a rotary portion comprising:

a pump driving motor shaft supported by the
bearing unit such that an axial position of a
center of gravity of the rotary portion falls
within an axial range of the bearing unit, and
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a motor rotor comprising:

a disc portion which extends radially
outwards from an axial end portion of
the motor shaft, and
a cylindrical portion which extends from
an outer circumferential portion of the
disc portion towards the other axial end
side and surrounds an outer circumfer-
ence of the bearing unit; and

a motor stator fixed to the unit housing.

2. The electric pump unit according to claim 1, wherein
the unit housing comprises:

a cylindrical motor housing; and
a pump housing coupled to the other end of the
motor housing,

wherein a small diameter cylindrical portion is formed
on the pump housing so as to extend into an inside
of the motor housing,
wherein the bearing unit is provided inside the cylin-
drical portion, and wherein the motor stator is pro-
vided on an inner circumference of the motor hous-
ing.

3. The electric pump unit according to claim 1 or 2,
wherein the bearing unit comprises two rolling bear-
ings situated adjacent to each other in the axial di-
rection.

4. The electric pump unit according to claim 1 or 2,
wherein the bearing unit comprises a single needle
roller bearing.

5. The electric pump unit according to claim 1,
wherein a rotor of a rotation angle sensor is provided
on an outer circumference of the motor shaft situated
further radially inwards than the cylindrical motor ro-
tor, and
wherein a stator of the rotation angle sensor is pro-
vided on a portion of the unit housing which faces
the rotor of the rotation angle sensor.

6. The electric pump unit according to claim 2,
wherein a rotor of a rotation angle sensor is provided
on an outer circumference of the motor shaft situated
further radially inwards than the motor rotor, and
wherein a stator of the rotation angle sensor is pro-
vided on an inner circumference of the cylindrical
portion which faces the rotor of the rotation angle
sensor.

7. The electric pump unit according to claim 1,
wherein the motor stator protrudes further towards
one axial end side than the motor rotor,

wherein a substrate for a controller is fixed to one
axial end portion of the motor stator, and
wherein a tallest component in the controller is dis-
posed in a portion surrounded by the motor stator
on the motor rotor side surface of the substrate.

8. The electric pump unit according to claim 7,
wherein the motor stator comprises:

a core fixedly provided on the unit housing;
a synthetic resin insulator incorporated in the
core; and
a coil which is wound round the insulator, and

wherein the substrate for the controller is fixed to an
axial end portion of the insulator.
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