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(57) According to embodiments, a regional energy
integrated management device for managing energy in
a region containing multiple buildings includes an infor-
mation acquisition unit, an information generator, and an
instruction transmitter. The information acquisition unit
acquires energy management information containing en-
ergy shortage and surplus information of a building from

the multiple buildings. The information generator gener-
ates regional energy management information for mutu-
ally adjusting energy supply between different buildings
in the management target region based on the energy
management information on the multiple buildings thus
acquired. The instruction transmitter transmits the gen-
erated regional energy management information to the
corresponding buildings.
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Description

Technical Field

[0001] Embodiments of the present invention relate to
a regional energy management system and to a regional
energy integrated management device and a regional
energy integrated management method used in the sys-
tem.

Background Art

[0002] Energy management systems that utilize BAS
(building automation systems), BEMS (building and en-
ergy management systems), and so forth have hereto-
fore been proposed in order to optimize use efficiency of
energy such as electric power and heat in buildings such
as office buildings and factories.
[0003] These energy management systems also in-
clude a supply-demand control technique which matches
power generation and power consumption. This match-
ing is made by using, in combination with power from a
bulk power system, renewable energy supplied from
power generation such as wind and photovoltaic power
generation, energy supplied from an energy storage de-
vice or the like.

Citation List

Patent Literature

[0004] PTL 1: JP 2010-204833 A

Summary of Invention

Technical Problem

[0005] However, a conventional energy management
system merely manages energy for an individual build-
ing, and does not consider interchanging energy with
neighboring buildings in case of energy shortage or sur-
plus.
[0006] The present invention has been made in view
of the aforementioned circumstances. An object of the
present invention is to provide a regional energy man-
agement system capable of efficiently managing energy
among multiple buildings in a management target region,
and to provide a regional energy integrated management
device and a regional energy integrated management
method used in the regional energy management sys-
tem.

Solution to Problem

[0007] A regional energy integrated management de-
vice for managing energy in a region including multiple
buildings according to an embodiment to achieve the
aforementioned object includes an information acquisi-

tion unit, an information generator, and an instruction
transmitter. The information acquisition unit acquires in-
building energy management information including en-
ergy shortage information and energy surplus informa-
tion on the multiple buildings. The information generator
generates regional energy management information for
mutually adjusting energy supply between different build-
ings in a management target region based on the in-build-
ing energy management information on the multiple
buildings acquired by the information acquisition unit.
The instruction transmitter transmits the regional energy
management information to the corresponding buildings.

Brief Description of Drawings

[0008]

Fig. 1 is an overall view showing a configuration of
a regional energy management system according to
an embodiment of the present invention.
Fig. 2 is a block diagram showing a configuration of
an in-building energy management device used in
the regional energy management system according
to the embodiment.
Fig. 3 is a block diagram showing a configuration of
a regional energy integrated management device
used in the regional energy management system ac-
cording to the embodiment.
Fig. 4 is a sequence diagram showing operations in
which the regional energy management system ac-
cording to the embodiment executes processing for
energy distribution adjustment among multiple build-
ings.
Fig. 5 is a sequence diagram showing operations in
which the regional energy management system ac-
cording to the embodiment executes processing of
responding to a demand reduction instruction.

Brief Description of Embodiments

[0009] A regional energy management system will be
described as an embodiment of the present invention.
The regional energy management system covers a re-
gion containing a group of buildings including a building
A, a building B, and a building C as a management target
and that integrally manages energy used and generated
within the group of building in this region.

(A configuration of a regional energy management sys-
tem according to the embodiment)

[0010] A configuration of a regional energy manage-
ment system according to this embodiment will be de-
scribed with reference to Fig. 1.
[0011] A regional energy management system 1 of this
embodiment includes an in-building energy management
system 3 configured to manage energy which is used,
generated, and stored inside the building A, and an in-
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building energy management system 4 configured to
manage energy which is used, generated, and stored
inside the building B. These in-building energy manage-
ment systems are connected through a network 5 to an
energy supply system 2 of an electric power company or
the like who manages supply power. Here, the building
C is assumed to lack an in-building energy management
system and to be therefore unable to acquire in-building
energy management information.
[0012] The in-building energy management system 3
includes an energy generation device 11A installed in
the building A, an energy storage device 12A, a UPS
(uninterruptible power system) 13A, a lighting device 14A
and an air conditioner 15A serving as loading devices, a
wattmeter 16A, a thermometer 17A, and a hygrometer
18A serving as measuring instruments, an in-building en-
ergy management device 20A connected to these devic-
es and to a network 5, and a regional energy integrated
management device 30 connected to the network 5.
[0013] The regional energy integrated management
device 30 is connected to the network 5 so that the device
30 can exchange a variety of information with the energy
supply system 2 and with the in-building energy manage-
ment systems in the buildings (i.e., the in-building energy
management systems 3 and 4 according to this embod-
iment).
[0014] The building A and the building B are located
close to each other. The energy generation device 11A,
the energy storage device 12A, the UPS 13A, the lighting
device 14A, and the air conditioner 15A in the building A
are interconnected to an energy generation device 11B,
an energy storage device 12B, a UPS 13B, a lighting
device 14B, and an air conditioner 15B in the building B
so as to allow energy supply to and from one another.
Here, all the devices do not always have to be intercon-
nected to one another and some devices may be inter-
connected instead.
[0015] The energy generation device 11A is the device
such as a photovoltaic power generator or a wind power
generator, which is configured to generate electric ener-
gy by converting renewable energy such as solar energy
or wind energy into electric power.
[0016] The energy storage device 12A is the device
such as a battery, a heat storage layer, a water tank, a
flywheel or the like, which is configured to store the elec-
tric energy generated by the energy generation device
11A in an appropriate state to conform to usage thereof.
For example, in the case of the battery, the supplied elec-
tric energy is stored in a general stationary battery. In the
case of the heat storage layer, hot water is generated by
means of heat exchange with a heating coil or the like
using the supplied electric energy so that the energy is
stored in the form of thermal energy. In the case of the
water tank, water stored in the tank is pumped up to a
high place by use of the supplied power so that the energy
is stored in the form of potential energy. In the case of
the flywheel, the flywheel is rotated by use of the supplied
power so that the energy is stored in the form of kinetic

energy.
[0017] The UPS 13A supplies the electric energy to
the lighting device 14A and the air conditioner 15A as
loading devices. Here, the electric energy is electric en-
ergy supplied from the energy supply system 2 or the
energy generation device 11A, electric energy stored in
the energy storage device 12A, or electric energy con-
verted from the thermal energy, the potential  energy or
the kinetic energy.
[0018] The lighting device 14A is operated by using
the electric energy supplied from the UPS 13A. Alterna-
tively, the electric energy may be supplied directly from
the energy storage device 12A in the case of having in-
stalled a direct-current compatible device such as an LED
light compatible with a direct-current power source, which
is currently under research and development.
[0019] The air conditioner 15A is operated by using the
electric energy supplied form the UPS 13A or the hot
water supplied form the energy storage device 12A.
[0020] The wattmeter 16A measures the electric ener-
gy (electric power amount) used in the building by meas-
uring the power supplied from the UPS 13A to the loading
devices including the lighting device 14A and the air con-
ditioner 15A.
[0021] The thermometer 17A measures temperatures
inside and outside the building used for energy manage-
ment in the building.
[0022] The hygrometer 18A measures humidities in-
side and outside the building used for energy manage-
ment in the building.
[0023] The in-building energy management device
(hereinafter referred to as the energy management de-
vice) 20A manages the energy which is used, generated,
and stored in the building A. As shown in Fig. 2, the en-
ergy management device 20A includes a measurement
value acquisition unit 21, an energy generation status
acquisition unit 22, an energy storage status acquisition
unit 23, an in-building energy management information
generator (a first information generator) 24, a manage-
ment information transmitter-receiver 25, an operating
unit 26, and a display unit 27.
[0024] The measurement value acquisition unit 21 ac-
quires an electric energy (electric power amount meas-
urement value) measured with the wattmeter 16, a tem-
perature (temperature measurement value) measured
with the thermometer 17, and a humidity (humidity meas-
urement value) measured with the hygrometer 18.
[0025] The energy generation status acquisition unit
22 acquires energy generation status information indi-
cating an amount of energy generated by the energy gen-
eration device 11A, for example.
[0026] The energy storage status acquisition unit 23
acquires energy storage status information indicating an
amount of energy stored by the energy storage device
12, for example.
[0027] The in-building energy management informa-
tion generator (hereinafter simply referred to as the in-
formation generator) 24 generates in-building energy
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management information (hereinafter referred to as en-
ergy management information) by using the energy gen-
eration status information, the energy storage status in-
formation, the electric energy, the temperature, and the
humidity. Here, the energy management information in-
cludes shortage information and surplus information on
the energy in the building as well as operation control
information on the energy generation device 11A, the
energy storage device 12A, the UPS 13A, the lighting
device 14A, and the air conditioner 15A. The energy gen-
eration status information is acquired by the energy gen-
eration status acquisition unit 22, the energy storage sta-
tus information is acquired by the energy storage status
acquisition unit 23, and the electric energy, the temper-
ature, and the  humidity are acquired by the measurement
value acquisition unit 21. Moreover, the information gen-
erator 24 generates the energy management information
including the operation control information on the energy
generation device 11A, the energy storage device 12A,
the UPS 13A, the lighting device 14A, and the air condi-
tioner 15A based on regional energy management infor-
mation and demand reduction amount information (such
as information on an energy use amount reduction re-
quest) transmitted from the regional energy integrated
management device 30.
[0028] The management information transmitter-re-
ceiver (hereinafter referred to as the transmitter-receiver)
25 transmits the energy management information gen-
erated by the information generator 24 to the regional
energy integrated management device 30 and also to
the energy generation device 11A, the energy storage
device 12A, the UPS 13A, the lighting device 14A, and
the air conditioner 15A as appropriate. Moreover, the
transmitter-receiver 25 receives the regional energy
management information and the demand reduction
amount information transmitted from the regional energy
integrated management device 30 and forwards these
pieces of information to the information generator 24.
[0029] The operating unit 26 is operated by an admin-
istrator of the in-building energy management system 3
and is configured to perform operations for displaying the
energy management information generated by the infor-
mation generator 24, for example.
[0030] The display unit 27 displays the energy man-
agement information generated by the information gen-
erator 24 based on the operations executed by using the
operating unit 26.
[0031] In the meantime, the in-building energy man-
agement system 4  includes the energy generation de-
vice 11B installed in the building B, the energy storage
device 12B, the UPS (uninterruptible power system) 13B,
the lighting device 14B and the air conditioner 15B serv-
ing as loading devices, a wattmeter 16B, a thermometer
17B, a hygrometer 18B, and an in-building energy man-
agement device (hereinafter referred to as the energy
management device) 20B connected to these devices
and to the network 5. The energy management device
20B manages energy which is used, generated, and

stored inside the building B.
[0032] Functions of the devices in the building B are
similar to those of the corresponding devices in the build-
ing A. Accordingly, detailed description thereof will be
omitted.
[0033] The regional energy integrated management
device 30 is the device configured to perform integrated
management of the energy used and generated in the
building A, the building B, and the building C located in
the management target region. The device 30 includes
an in-building energy management information acquisi-
tion unit 31, a regional energy management information
generator (a second information generator) 32, an in-
struction transmitter 33, and an in-building energy man-
agement information estimator 34.
[0034] The in-building energy management informa-
tion acquisition unit (hereinafter referred to as the infor-
mation acquisition unit) 31 acquires the energy manage-
ment information transmitted from the transmitter-receiv-
ers 25 of the respective buildings (the building A and the
building B).
[0035] The regional energy management information
generator (hereinafter referred to as the information gen-
erator) 32 generates regional energy management infor-
mation for adjusting energy supply among different  build-
ings in the management target region based on the en-
ergy management information on the multiple buildings
acquired by the information acquisition unit 31. Moreover,
when a demand reduction instruction for reducing energy
consumption in the region is transmitted from the energy
supply system 2 through the network 5, the information
generator 32 generates building-based demand reduc-
tion amount information, which indicates a demand re-
duction amount allocated to each building from the total
demand reduction amount requested by the demand re-
duction instruction, based on the acquired energy man-
agement information on the multiple buildings.
[0036] The instruction transmitter 33 transmits the re-
gional energy management information and the building-
based demand reduction amount information generated
by the information generator 32 to the energy manage-
ment device of the corresponding building (i.e., the en-
ergy management device 20A or 20B).
[0037] The in-building energy management informa-
tion estimator 34 generates estimated management in-
formation which is estimated information of the energy
management information concerning one of the buildings
inside the target region, on which the energy manage-
ment information is unavailable.

(Operations of the regional energy management system 
according to the embodiment)

[0038] Operations of the regional energy management
system 1 of this embodiment will be described below re-
garding the case of executing (1) processing for energy
distribution adjustment among multiple buildings and (2)
processing of responding to a demand reduction instruc-
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tion.

(1) Processing for energy distribution adjustment among 
multiple buildings

[0039] Operations when the regional energy manage-
ment system 1 of this embodiment executes the process-
ing for energy distribution adjustment between the build-
ing A and the building B will be described below with
reference to a sequence diagram in Fig. 4.
[0040] First, among the buildings in the management
target region, the temperatures (temperature measure-
ment values) inside and outside the building A, which is
under in-building energy management, are measured
with the thermometer 17A. Meanwhile, the humidities
(humidity measurement values) inside and outside the
building A are measured with the hygrometer 18A. The
temperatures and the humidities are acquired by the
measured value acquisition unit 21 of the energy man-
agement device 20A (step S1).
[0041] The temperatures and the humidities acquired
by the measured value acquisition unit 21 are then for-
warded to the information generator 24, and operation
control information for the lighting device 14A and the air
conditioner 15A is generated based on the temperatures
and the humidities. The operation control information
thus generated is transmitted from the transmitter-receiv-
er 25 to the lighting device 14A and the air conditioner
15A to control operations thereof (step S2).
[0042] Meanwhile, electric energy is generated in the
energy generation device 11A located in the building A,
which is formed of the photovoltaic power generator, the
wind power generator or the like, by converting renewa-
ble energy such as solar energy or wind energy into the
electric energy.
[0043] The amount and other parameters of the electric
energy generated by  the energy generation device 11A
are acquired as the energy generation status information
by the energy generation status acquisition unit 22 of the
energy management device 20A (step S3).
[0044] The energy generation status information ac-
quired by the energy generation status acquisition unit
22 is forwarded to the information generator 24. Accord-
ingly, an energy storage instruction to the energy storage
device 12A and an energy supply instruction to the UPS
13A are generated based on this energy generation sta-
tus information and the operation control information for
the lighting device 14A and the air conditioner 15A gen-
erated in step S3. The energy storage instruction and the
energy supply instruction thus generated are transmitted
from the transmitter-receiver 25 to the energy generation
device 11A, the energy storage device 12A, and the UPS
13A, so that the energy management is carried out (step
S4).
[0045] For example, when the operations of the lighting
device 14A and the air conditioner 15A based on the
generated operation control information is possible by
use of the electric energy generated by the energy gen-

eration device 11A, the information generator 24 gener-
ates the energy supply instruction such that the electric
energy generated by the energy generation device 11A
is supplied to the lighting device 14A and to the air con-
ditioner 15A through the UPS 13A. Then, this energy
supply instruction is transmitted to the energy generation
device 11A and the UPS 13A. Here, if a direct-current
power can be supplied from the energy generation device
11A to the loading device such as the lighting device 14A,
for example, then the energy supply instruction is gen-
erated such that the electric energy generated by the
energy generation device 11A is supplied directly to the
lighting device 14A without using the UPS 13A.
[0046]   In the meantime, when the energy generation
device 11A generates electric energy in excess of a re-
quired amount to be supplied to the lighting device 14A
and the air conditioner 15A, the information generator 24
generates the energy storage instruction such that sur-
plus electric energy thus generated by the energy gen-
eration device 11A is stored in the energy storage device
12A. This energy storage instruction is transmitted to the
energy generation device 11A and the energy storage
device 12A.
[0047] Here, the amount of the electric energy supplied
from the UPS 13A to the lighting device 14A and the air
conditioner 15A is measured with the wattmeter 16A and
is acquired by the measurement value acquisition unit
21 of the energy management device 20A as an electric
energy consumed by the building A (step S5). The con-
sumed electric energy acquired by the measurement val-
ue acquisition unit 21 is then forwarded to the information
generator 24.
[0048] Meanwhile, the amount of energy stored in the
energy storage device 12A is acquired by the energy
storage status acquisition unit 23 of the energy manage-
ment device 20A as the energy storage status informa-
tion (step S6). The energy storage status information ac-
quired by the energy storage status acquisition unit 23
is then forwarded to the information generator 24.
[0049] Thereafter, the information generator 24 gen-
erates the energy shortage and surplus information of
the building by use of the energy generation status infor-
mation, the consumed electric energy, and the energy
storage status information thus acquired. The energy
shortage and surplus information of the building thus gen-
erated is transmitted to the regional energy integrated
management device 30 through the network 5 (step S7).
[0050] Similarly, in the building B, the information gen-
erator 24 of the  energy management device 20B gen-
erates operation control information for the lighting de-
vice 14B and the air conditioner 15B, an energy storage
instruction to the energy storage device 12B, an energy
supply instruction to the UPS 13B, and energy shortage
and surplus information of the building (steps S8 to S13).
The energy shortage and surplus information of the build-
ing thus generated is transmitted to the regional energy
integrated management device 30 through the network
5 (step S14).
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[0051] In the regional energy integrated management
device 30, the information acquisition unit 31 acquires
the energy shortage and surplus information of the build-
ings transmitted from the energy management devices
20A and 20B (step S15), and the information generator
32 generates the regional energy management informa-
tion for adjusting the energy supply based on the infor-
mation so that an energy-saving effect on the building A
and the building B is improved and CO2 emission is sup-
pressed (step S16).
[0052] For example, when the shortage information in-
dicating shortage in thermal energy is acquired from the
energy management device 20A in the building A and
the surplus information indicating storage of hot water as
surplus thermal energy is acquired from the energy man-
agement device 20B in the building B, the regional energy
management information for distribution is generated for
providing (selling) the hot water from the building B to
the building A by pumping the water through pipes.
[0053] The generated regional energy management
information is transmitted to the energy management de-
vice 20A in the building A and the energy management
device 20B in the building B (step S17).
[0054] Then, the operation control instructions for de-
vices in the buildings  to deal with the acquired regional
energy management information are generated by the
energy management devices 20 and are transmitted to
the relevant devices (steps S17 and S18).
[0055] For example, when the regional energy man-
agement information for providing the hot water from the
building B to the building A as described above is trans-
mitted from the regional energy integrated management
device 30, this regional energy management information
is acquired by the information generator 24 of the energy
management device 20B through the transmitter-receiv-
er 25 in the building B, and the energy storage device
12B in the building B generates a thermal energy provi-
sion instruction for supplying the hot water stored as the
thermal energy to the building A.
[0056] The generated thermal energy provision in-
struction is transmitted to the energy storage device 12B,
and the energy storage device 12B performs control so
that the stored hot water is provided to the building A
[0057] Meanwhile, the various information generated
by the information generator 24 are displayed on the dis-
play unit 27 and used for monitoring as the administrator
of the in-building energy management system 3 operates
the operating unit 26. In addition, if needed, by allowing
the administrator to confirm the display on the display
unit 27 upon issuance of the control instruction and to
check whether or not it is appropriate to carry out the
control instruction by using the operating unit 26, it is also
possible to form a mechanism in which the administrator
has a lead time before judging whether or not it is appro-
priate to carry out the control instruction.

(2) Processing of responding to a demand reduction in-
struction

[0058] With reference to a sequence diagram in Fig.
5, description will be provided for operations performed
by the regional energy management  system 1 upon
transmission of the demand reduction instruction from
the energy supply system 2 while the above-mentioned
processing for energy distribution adjustment between
the building A and the building B is performed.
[0059] First, when the demand reduction instruction is
transmitted from the energy supply system 2 to the man-
agement target region, this demand reduction instruction
is acquired by the regional energy integrated manage-
ment device 30 (step S21).
[0060] The demand reduction instruction is acquired
by the information generator 32 in the regional energy
integrated management device 30, and the building-
based demand reduction amount information, which in-
dicates a demand reduction amount allocated to each
building from the total demand reduction amount request-
ed by the demand reduction instruction, is generated
based on the acquired energy management information
on the multiple buildings.
[0061] At this time, the in-building energy management
information estimator 34 generates the estimated man-
agement information representing the estimated infor-
mation of the energy management information on a build-
ing among the buildings in the target region for which the
energy management information is not available, such
as the energy management information concerning the
building C. The building-based demand reduction
amount information is generated by using this informa-
tion. This estimated management information may be
generated based on a gross floor area of the building and
on the equipment installed therein, or may be generated
by using a technique to perform simulation of the equip-
ment in the building when available.
[0062]   Meanwhile, concerning a building for which
the energy management information becomes unavail-
able due to a failure or the like while the system is in
operation, the estimated management information is
generated by employing an estimation method based on
an autoregressive model with use of the energy manage-
ment information acquired in chronological order before
such information becomes unavailable, or employing an
estimation method based on date and time information
in a similar environment selected from past information,
for example.
[0063] Then, the building-based demand reduction
amount information is generated such that the required
demand reduction is performed in the buildings where
the energy management is conducted by the in-building
energy management system while assuming that the de-
mand reduction cannot be performed in the building for
which the energy management information is acquired
by use of the estimated management information.
[0064] The building-based demand reduction amount
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information thus generated is transmitted to the energy
management devices 20A and 20B in the corresponding
buildings (step S22).
[0065] The information generators 24 in the respective
energy management devices 20A and 20B acquire the
transmitted building-based demand reduction amount in-
formation through the transmitter-receivers 25. The op-
eration control instructions for the devices in the buildings
are generated based on this building-based demand re-
duction amount information and are transmitted to these
devices (steps S23 and S24).
[0066] According to the above-described embodiment,
it is possible to perform efficient energy management not
only inside an individual building but also among multiple
buildings in a management target region. Hence  the
buildings in the whole region can be controlled so that
an energy-saving effect is improved and CO2 emission
is suppressed.
[0067] Moreover, a building for which any manage-
ment information is unavailable can be included as a
management target by using an appropriate measure for
generating the estimated information.
[0068] Although the present invention has been de-
scribed with reference to the embodiment, it is to be un-
derstood that the embodiment is merely an example and
does not intend to limit the scope of the present invention.
The present invention can also be implemented by other
embodiments, and various omissions, replacements,
and alterations are possible without departing from the
gist of the invention. Such embodiments and modifica-
tions thereof are encompassed by the gist and scope of
the present invention as defined by the appended claims
and equivalents thereto.
[0069] For example, the embodiment has described
the case where the regional energy integrated manage-
ment device is installed in the in-building energy man-
agement system in the building A. However, the present
invention is not limited to this configuration, and the re-
gional energy integrated management device may be in-
stalled independently of any of the in-building energy
management systems.
[0070] In addition, as for an operation instruction for
each device for responding to the demand reduction in-
struction described in the present disclosure, the display
unit and the operating unit may be configured to allow an
administrator of each building to check in advance the
operation instruction and select whether to execute or
cancel the operating instruction depending on the situa-
tion or a request by an owner of the system. This config-
uration, however, may encounter a failure in achievement
of overall  energy-saving efficiency at a desired level in
some cases.

Claims

1. A regional energy management system comprising:

a plurality of energy management devices each
configured to individually manage energy used,
generated, and stored in a corresponding one
of a plurality of buildings; and
a regional energy integrated management de-
vice connected to the plurality of energy man-
agement devices and configured to perform in-
tegrated management of the energy in the plu-
rality of buildings, wherein
each of the energy management devices in-
cludes:

a first information generator configured to
generate energy management information
containing shortage information and sur-
plus information on the energy in the build-
ing managed by the energy management
device; and
a management information transmitter-re-
ceiver configured to receive the energy
management information and to transmit
the energy management information to the
regional energy integrated management
device, wherein

the regional energy integrated management de-
vice includes:

an information acquisition unit configured to
acquire the energy management informa-
tion from the plurality of energy manage-
ment devices;
a second information generator configured
to generate regional energy management
information for mutually adjusting energy
supply between different buildings based on
the energy management information ac-
quired by the information acquisition unit;
and
an instruction transmitter configured to
transmit the regional energy management
information to the corresponding buildings.

2. The regional energy management system according
to claim 1, wherein each of the energy management
devices is installed in the  corresponding building
and is connected to an energy generation device
configured to generate electric energy by converting
renewable energy into electric power, an energy
storage device configured to store the energy, and
a wattmeter configured to measure an electric power
amount used in a loading device in the building, and
the first information generator generates the energy
management information by using energy genera-
tion status information indicating a status of the en-
ergy generated by the energy generation device, en-
ergy storage status information indicating a status
of the energy stored in the energy storage device,
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and an electric energy measured by the wattmeter.

3. A regional energy integrated management device
configured to manage energy used and generated
in a plurality of buildings, comprising:

an information acquisition unit configured to ac-
quire energy management information contain-
ing shortage information and surplus informa-
tion on the energy in the plurality of buildings;
an information generator configured to generate
regional energy management information for
mutually adjusting energy supply between dif-
ferent buildings in a management target region
based on the energy management information
on the plurality of buildings acquired by the in-
formation acquisition unit; and
an instruction transmitter configured to transmit
the regional energy management information to
the corresponding buildings.

4. The regional energy integrated management device
according to claim 3, wherein
the regional energy integrated management device
is connected to an energy supply system configured
to manage supply power in the region, and
the information generator acquires a demand reduc-
tion instruction when the demand reduction instruc-
tion is transmitted from the energy  supply system,
and generates building-based demand reduction
amount information based on the energy manage-
ment information on the plurality of buildings ac-
quired by the information acquisition unit, the build-
ing-based demand reduction amount information in-
dicating a demand reduction amount allocated to
each building from a total demand reduction amount
requested by the demand reduction instruction.

5. A regional energy integrated management method
using a regional energy integrated management de-
vice configured to manage energy used and gener-
ated in a plurality of buildings, the method compris-
ing:

an energy management information acquiring
step of acquiring energy management informa-
tion from each of the plurality of buildings, the
energy management information containing
shortage information and surplus information on
the energy in the building;
a regional energy management information gen-
erating step of generating regional energy man-
agement information for mutually adjusting en-
ergy supply between different buildings in a
management target region based on the energy
management information on the plurality of
buildings acquired in the energy management
information acquiring step; and

an instruction transmitting step of transmitting
the regional energy management information
generated in the regional energy management
information generating step to the correspond-
ing buildings.

6. The regional energy integrated management meth-
od according to claim 5, wherein
the regional energy integrated management device
is connected to an energy supply system configured
to manage supply power in the region, and
the regional energy management information gen-
erating step includes: acquiring a demand reduction
instruction when the demand reduction instruction is
transmitted from the energy supply system; and  gen-
erating building-based demand reduction amount in-
formation based on the acquired energy manage-
ment information on the plurality of buildings, the
building-based demand reduction amount informa-
tion indicating a demand reduction amount allocated
to each building from a total demand reduction
amount requested by the demand reduction instruc-
tion.
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