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(54) BATTERY PACK

(57) Fuse links are effectively not allowed to be bro-
ken by vibration or an impact. Further, when an overcur-
rent flows through the fuse links, the fuse links rapidly
and surely melt, and thus protect batteries.

A battery pack includes a plurality of batteries (1)
that are chargeable and dischargeable, a battery holder
(2) that arranges the batteries (1) at predetermined po-
sitions, and a bus bar (3) that is a metal sheet fixed to
electrode terminals (1x, 1y) of the batteries (1). The bus
bar (3) includes: a plurality of fixed terminals (3A) con-

nected with the electrode terminals (1x, 1y) of the batter-
ies (1); a base (3B) that connects the plurality of batteries
(1) with each other through the plurality of fixed terminals
(3A) in series and/or in parallel; and fuse links (3C) that
include ends connected with the fixed terminals (3A), re-
spectively, and roots that are connected with the base
(3B). The battery pack further includes a heat insulating
member (8) that tightly covers surfaces of the fuse links
(3C), and surfaces of the fixed terminals (3A) connected
with the fuse links (3C), respectively.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a battery pack
that includes a battery holder that arranges a plurality of
batteries at predetermined positions, and bus bars that
connect the plurality of batteries with each other in series
or in parallel. More specifically, the present invention re-
lates to a battery pack that includes the bus bars that
include fuse links melted by an overcurrent of the batter-
ies.

BACKGROUND ART

[0002] A battery pack that includes bus bars that con-
nect a plurality of batteries with each other in series or in
parallel includes fuse links at the bus bars, and thus does
not allow an overcurrent of the batteries (see PTLs 1 and
2).
[0003] Each of the bus bars is a metal sheet that con-
nects the batteries with each other in series or in parallel.
Each of the bus bars is made by cutting one metal sheet.
In the bus bar, a base that connects the batteries with
each other in series or in parallel, and fixed terminals
connected with electrode terminals of the batteries are
connected with each other by fuse links. The fixed termi-
nals are connected with the base through the fuse links.
Therefore, the fuse links are designed such that the fuse
links melt when an electric current of the batteries, that
is, an electric current that flows through the fixed termi-
nals, exceeds an assigned electric current. The assigned
electric current that melts the fuse links is adjusted by
electrical resistance of the fuse links. Therefore, if the
fuse links are metal sheets that are very conductive, an
assigned electric current is adjusted by narrowing and
lengthening the fuse links. Electrical resistance of a metal
wire is generally in proportion to a length of the metal
wire, and is in inverse proportion to an area of a cross
section of the metal wire. Therefore, a value of electrical
resistance of a fuse link made by cutting a metal sheet
is increased by narrowing a width of the fuse link and
lengthening a length of the fuse link. Therefore, the fuse
link is narrowed and lengthened to increase the electrical
resistance. Consequently, when an assigned overcur-
rent flows through the fuse link, the fuse link generates
heat and melts.

Citation List

Patent Literatures

[0004]

PTL 1: Unexamined Japanese Patent Publication
No. 2015-141801
PTL 2: Unexamined Japanese Patent Publication
No. 2016-066455

SUMMARY OF THE INVENTION

Technical problems

[0005] A fuse link is heated by Joule heat due to an
overcurrent, and melts. Joule heat is determined by a
product of a square of an electric current and electrical
resistance. Therefore, an assigned electric current that
melts a fuse link is determined by adjusting electrical re-
sistance of the fuse link. Not to allow an overcurrent to
flow through a battery when the battery is in an abnormal
state, a fuse link is designed such that the fuse link surely
melts when an assigned electric current flows through
the fuse link. Further, preferably, a circuit is rapidly shut
off when a battery is in an abnormal state. Therefore, it
is important to melt a fuse link as rapidly as possible, and
surely stop an overcurrent. A bus bar is made of a metal
sheet that is very conductive. In other words, electricity
easily flows through the metal sheet. Therefore, a width
of a fuse link is narrowed, and a length of the fuse link is
lengthened to increase its electrical resistance. However,
a metal sheet that has a narrow width and is long has a
physically low strength. Therefore, the metal sheet is like-
ly to be broken by impacts, such as vibration or a fall.
[0006] As described before, electrical resistance of a
fuse link of a bus bar needs to be adjusted to allow the
fuse link to rapidly and surely melt when an assigned
electric current flows through the fuse link. Especially to
increase electrical resistance, a width of a metal sheet
needs to be narrowed, and a length of the metal sheet
needs to be lengthened. Further, not to allow the fuse
link to be broken by impacts, such as vibration or a fall,
a structure that increases strength of a fuse link is needed
for a bus bar included in a battery pack and connected
with batteries. The strength of the fuse link are increased
by widening a width of a metal sheet or shortening a
length of the metal sheet, to increase the impact resist-
ance of the fuse link. However, high electrical resistance
and high strength are inconsistent. Therefore, it has been
thought that the high electrical resistance and the high
strength are not satisfied simultaneously.
[0007] The present invention is developed to solve the
above problems. It is an object of the present invention
to provide a battery pack that effectively does not allow
fuse links to be broken by vibration or an impact, and
allows the fuse links to rapidly and surely melt when an
overcurrent flows through the fuse links, and thus pro-
tects batteries.

Solutions to problems

[0008] A battery pack according to an aspect of the
present invention includes a plurality of batteries 1 that
are chargeable and dischargeable, a battery holder 2 that
arranges the batteries 1 at predetermined positions, and
a bus bar 3 that is a metal sheet fixed to electrode termi-
nals 1x, 1y of batteries 1. The bus bar 3 includes a plurality
of fixed terminals 3A connected with the electrode termi-
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nals 1x, 1y of batteries 1, the base 3B that connects the
plurality of batteries 1 with each other through the plurality
of fixed terminals 3A in series and/or in parallel, and fuse
links 3C that include ends that are connected with the
fixed terminals 3A, respectively, and roots that are con-
nected with the base 3B. The battery pack further in-
cludes a heat insulating member 8 that tightly covers sur-
faces of the fuse links 3C, and surfaces of the fixed ter-
minals 3A connected with the fuse links 3C, respectively.
[0009] The above battery pack effectively does not al-
low the fuse links to be broken by vibration or an impact,
and allows the fuse links to rapidly and surely melt when
an overcurrent flows through the fuse links, and thus pro-
tects the batteries. The reason is that in the above battery
pack, the heat insulating member tightly covers surfaces
of the fuse links of the bus bar, and surfaces of the fixed
terminals connected with the fuse links. In the battery
pack, the heat insulating member tightly covers surfaces
of the fuse links and surfaces of the fixed terminals.
Therefore, both the fuse links and the fixed terminals are
insulated from outside. Therefore, heat is allowed to ac-
cumulate in the fuse links when the batteries are in an
abnormal state. Therefore, the fuse links rapidly melt.
For example, if thermal runaway occurs in a battery due
to internal short circuit, a temperature of the battery rap-
idly increases. Thermal energy is released from the bat-
tery to outside. However, since the heat insulating mem-
ber tightly covers surfaces of the fuse links and surfaces
of the fixed terminals, release of heat from the surfaces
to outside is reduced. Therefore, heat accumulates in the
fixed terminals and the fuse links. Therefore, heat gen-
erated in the battery is effectively transferred to the fuse
links through the fixed terminals. Consequently, the fuse
links are rapidly heated. When internal short circuit oc-
curs in a battery, a large short-circuit electric current flows
through the battery. Therefore, the large short-circuit
electric current generates Joule heat at the fuse links.
Since the heat insulating member tightly covers surfaces
of the fuse links, heat accumulates in the fuse links.
Therefore, the fuse links are effectively heated by the
Joule heat. Therefore, temperatures of the fuse links rap-
idly increase to a melting point. Consequently, the fuse
links rapidly melt, and rapidly stop a large short-circuit
electric current that flows through the battery.
[0010] As described before, the heat insulating mem-
ber covers surfaces of the fixed terminals. While the fixed
terminals reduce release of heat energy that has been
generated in a battery to outside, heat is efficiently trans-
ferred to the fuse links from the electrode terminals, and
thus the fuse links are heated. Heat transfer from the
fixed terminals to the fuse links efficiently heats the fuse
links. In addition, the heat insulating member covers sur-
faces of the fuse links. Therefore, release of Joule heat
that is generated by an overcurrent that flows through
the fuse links is reduced. Therefore, the battery pack rap-
idly increases a temperature of the fuse links. That is,
when a battery is in an abnormal state, heat that is gen-
erated in the battery is efficiently transferred to the fuse

links through the fixed terminals, and thus the fuse links
are heated. In addition, an overcurrent that flows through
the fuse links generates Joule heat, and release of Joule
heat to outside is reduced, and thus the fuse links are
efficiently heated. Due to the two effects of the battery
pack, temperatures of the fuse links rapidly increase to
a melting point, and the fuse links melt. Therefore, the
battery is surely protected.
[0011] Further, in the above battery pack, the heat in-
sulating member tightly covers surfaces of the fuse links
and surfaces of the fixed terminals. Therefore, tempera-
tures of the fuse links rapidly and efficiently increase to
a melting point. Therefore, even if an area of a transverse
cross-section of the fuse links is designed to be in-
creased, for example, even if a width of the fuse links
that are metal sheets is increased or even if a length of
the fuse links are is designed to be shortened, tempera-
tures of the fuse links surely increase to a melting point
when a battery is in an abnormal state, and the fuse links
melt. Such a battery pack that allows a width of the fuse
links to be widened, or allows a length of the fuse links
to be shortened increases strength of the fuse links.
Therefore, the battery pack effectively does not allow the
fuse links to be broken by impacts, such as vibration and
a fall.
[0012] Further, in the above battery pack, the heat in-
sulating member tightly covers surfaces of the fuse links
and surfaces of the fixed terminals. Therefore, the battery
pack effectively does not allow the fuse links and the fixed
terminals to move relative to the base of the bus bar when
the battery pack receives vibration or an impact. The rea-
son is that the heat insulating member that covers sur-
faces of the fuse links and surfaces of the fixed terminals
does not allow movement of the fuse links and movement
of the fixed terminals. Such a battery pack that does not
allow the fuse links and the fixed terminals to move rel-
ative to the base improves impact resistance. In various
applications, the battery pack does not lose a fuse func-
tion, and is safely used.
[0013] In a battery pack according to another aspect
of the present invention, the heat insulating member 8
may be made of a potting resin. In the above battery
pack, the heat insulating member is made of the potting
resin. Therefore, the heat insulating member that tightly
covers surfaces of the fuse links and surfaces of the fixed
terminals is easily made by filling the potting resin on the
surfaces of the fuse links and the surfaces of the fixed
terminals. Further, manufacturing cost is reduced by min-
imizing an amount of potting resin used to cover the sur-
faces of the fuse links and the surfaces of the fixed ter-
minals.
[0014] In a battery pack according to another aspect
of the present invention, the heat insulating member 8
includes a cover 8A into which resin is molded, and the
cover 8A is tightly fixed to surfaces of the fuse links 3C
and surfaces of the fixed terminals 3A connected with
the fuse links 3C.
[0015] In the above battery pack, the cover into which
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resin is molded is fixed to a surface of the bus bar, and
thus tightly covers the fuse links and the fixed terminals.
Therefore, the surface of the bus bar may be covered
with a cover that has been preliminarily manufactured in
another step. Therefore, a manufacturing time is re-
duced. Further, due to the structure, the fuse links and
the fixed terminals are always similarly covered by man-
ufacturing covers that each have a same shape and a
same thickness. Therefore, a time it takes for the fuse
links to melt is constant. Therefore, the fuse links stably
melt when an assigned electric current flows through the
fuse links.
[0016] In a battery pack according to another aspect
of the present invention, the bus bar 3 includes the plu-
rality of fuse links 3C, and the heat insulating member 8
is integrally molded to tightly cover surfaces of all the
fuse links 3C of the bus bar 3.
[0017] In the above battery pack, the bus bar includes
the plurality of fuse links, and the heat insulating member
is integrally molded to tightly cover surfaces of all the
fuse links. Therefore, the heat insulating member uni-
formly covers the fuse links, and a time for which the heat
insulating member is molded is reduced. Since the heat
insulating member uniformly covers surfaces of all the
fuse links of the bus bar, the fuse links are stably heated,
and the fuse links surely melt when an assigned electric
current flows through the fuse links.
[0018] In a battery pack according to another aspect
of the present invention, the heat insulating member 8 is
on a whole surface of the bus bar 3.
[0019] In the above battery pack, the heat insulating
member is on a whole surface of the bus bar. Therefore,
a manufacturing time is reduced, and the heat insulating
member covers the plurality of fuse links and the fixed
terminals of the bus bar. Especially if the heat insulating
member is made of a potting resin, surfaces of the fuse
links and surfaces of the fixed terminals are uniformly
covered by applying the potting resin on a whole surface
of the bus bar. Further, a thickness of the heat insulating
member becomes uniform. If the heat insulating member
is the cover, an outer shape of the cover and an outer
shape of the bus bar are equalized. Consequently, a
whole surface of the bus bar is easily covered with the
cover, and the cover is disposed at a predetermined po-
sition.
[0020] In a battery pack according to another aspect
of the present invention, the battery holder 2 puts the
plurality of batteries 1 parallel to each other, and arrang-
es, on same planes, the electrode terminals 1x, 1y at
both ends of the batteries 1, and the bus bar 3 connects
the electrode terminals 1x, 1y of the batteries 1 with each
other at each of both surfaces of the battery holder 2.
Further, the battery holder 2 includes a positioning hollow
2D on each of both the surfaces on which the electrode
terminals 1x, 1y of the batteries 1 are arranged, the bus
bar 3 is disposed in the positioning hollow 2D, and the
heat insulating member 8 is disposed in the positioning
hollow 2D.

[0021] In the above battery pack, the bus bar is dis-
posed in the positioning hollow on each of both the sur-
faces of the battery holder, and the heat insulating mem-
ber is disposed in the positioning hollow. Therefore, an
inner wall of the positioning hollow functions as a bound-
ary wall, and the heat insulating member is precisely dis-
posed relative to a surface of the bus bar. If the potting
resin is filled to form the heat insulating member, for ex-
ample, the inner wall of the positioning hollow of the bat-
tery holder also functions as a peripheral wall of an area
where the potting resin is filled. Consequently, the potting
resin does not spread outside the positioning hollow, and
the potting resin is efficiently filled. If the heat insulating
member is the cover, the inner wall of the positioning
hollow of the battery holder also functions as a positioning
wall used to position a peripheral edge of the cover. Con-
sequently, the cover is easily disposed at a precise po-
sition.
[0022] In a battery pack according to another aspect
of the present invention, the base 2B includes fuse-link
connecting portions 3Ba that are connected with the roots
of the fuse links 3C, respectively, and the fuse-link con-
necting portions 3Ba include first fitting portions 3I, re-
spectively, battery holder 2 includes second fitting por-
tions 2C, and the second fitting portions 2C are connect-
ed with the first fitting portions 3I, respectively, and thus
the second fitting portions 2C are connected with the
fuse-link connecting portions 3Ba, respectively, the sec-
ond fitting portions 2C are connected with the first fitting
portions 3I, respectively, and thus the fuse-link connect-
ing portions 3Ba are connected with the battery holder
2, and the heat insulating member 8 fixes connections
between the first fitting portions 3I and the second fitting
portions 2C.
[0023] In the above battery pack, the fuse-link connect-
ing portions are connected with roots of the fuse links,
respectively. The fuse-link connecting portions include
the first fitting portions, respectively. The second fitting
portions of the battery holder are connected with the first
fitting portions, respectively. Consequently, the fuse-link
connecting portions are connected with the battery hold-
er. Consequently, the fuse links are connected with the
battery holder in such a manner that the fuse links do not
move relative to the battery holder. Further, the heat in-
sulating member fixes connections between the first fit-
ting portions and the second fitting portions. Therefore,
the heat insulating member fixes both the battery holder
and the fuse-link connecting portions at predetermined
positions. Therefore, the fuse links and the batteries sure-
ly do not move relative to each other. Therefore, even if
the above battery pack receives an impact, such as a
fall, the fuse links and the batteries do not move relative
to each other. Consequently, the fuse links are not dam-
aged.
[0024] In a battery pack according to another aspect
of the present invention, the base 3B of the bus bar 3
includes a positioning hole 3K between the fixed termi-
nals 3A that are adjacent to each other. The battery hold-
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er 2 includes a positioning rib 2F that is guided by the
positioning hole 3K and is connected with the bus bar 3.
The positioning rib 2F is connected with the positioning
hole 3K, and thus the bus bar 3 is connected with the
battery holder 2. Further, the heat insulating member 8
fixes a connection between the positioning hole 3K and
the positioning rib 2F.
[0025] In the above battery pack, the positioning rib of
the battery holder is connected with the positioning hole
of the base of the bus bar. Consequently, the bus bar is
connected with the battery holder. Further, the heat in-
sulating member fixes a connection between the posi-
tioning hole and the positioning rib. Therefore, the heat
insulating member stably fixes the bus bar at a predeter-
mined position on the battery holder.

BRIEF DESCRIPTION OF DRAWINGS

[0026]

FIG. 1 is a horizontal cross-sectional view of a battery
pack according to an exemplary embodiment of the
present invention, and is a drawing that corresponds
to a cross section taken along line I-I in FIG. 2.
FIG. 2 is a cross-sectional view of the battery pack
illustrated in FIG. 1 taken along line II-II.
FIG. 3 is a partially-enlarged exploded perspective
view of the battery pack illustrated in FIG. 1.
FIG. 4 is a front view that illustrates an internal con-
figuration of the battery pack illustrated in FIG. 1, and
illustrates bus bars fixed to a battery holder.
FIG. 5 is a rear view that illustrates the internal con-
figuration of the battery pack illustrated in FIG. 1, and
illustrates bus bars fixed to the battery holder.
FIG. 6 is an enlarged perspective view that illustrates
the internal configuration of the battery pack illustrat-
ed in FIG. 1, and illustrates the bus bars covered
with a heat insulating member.
FIG. 7 is a front view of one of the bus bars.
FIG. 8 is a partially-enlarged front view of an upper
left portion of the battery pack illustrated in FIG. 5.
FIG. 9 is an enlarged front view of a lower left portion
of the battery pack illustrated in FIG. 5.
FIG. 10 is a schematic circuit diagram in which bat-
teries of the battery pack illustrated in FIG. 1 are
connected with each other.
FIG. 11 is an enlarged perspective view that illus-
trates an internal configuration of a battery pack ac-
cording to another exemplary embodiment of the
present invention.
FIG. 12 is an enlarged exploded cross-sectional view
of a main portion of a battery pack according to an-
other exemplary embodiment of the present inven-
tion.
FIG. 13 is an enlarged perspective view that illus-
trates an internal configuration of a battery pack ac-
cording to another exemplary embodiment of the
present invention.

DESCRIPTION OF EMBODIMENTS

[0027] Hereinafter, exemplary embodiments of the
present invention will be described with reference to the
drawings. However, the exemplary embodiments de-
scribed later exemplify battery packs that embody a tech-
nical idea of the present invention. The present invention
is not limited to the battery packs described later. The
present description should never limit members recited
in the claims to members according to the exemplary
embodiments. In particular, it is not intended to limit the
scope of the present invention to sizes, materials, and
shapes of components and relative arrangement be-
tween the components, which are described in the ex-
emplary embodiments, unless otherwise specified. The
sizes, materials, and shapes of components and relative
arrangement between the components are mere exam-
ples for explanation. Sizes and positional relation of com-
ponents in the drawings may be exaggerated for clear
explanation. Furthermore, in the following description,
same names or same reference marks denote same
components or same types of components, and detailed
description is therefore appropriately omitted. Regarding
elements that constitute the present invention, one com-
ponent may constitute a plurality of elements of the ele-
ments, or one component may serve as a plurality of
elements of the elements. On the other hand, a function
of one component may be shared by a plurality of com-
ponents.
[0028] The battery pack according to an aspect of the
present invention is mainly used as a power source for
motor. The battery pack is used as a power source for
electric motor equipment operated by a motor, such as
electric tools, electric-assist bicycles, electric motorcy-
cles, electric wheelchairs, electric tricycles, and electric
carts. However, the present invention does not limit ap-
plications of the battery pack. In addition to the above
electric equipment, the battery pack may be used as a
power source for various electric equipment except elec-
tric motor equipment, such as cleaners, transceivers,
lights, digital cameras, and video cameras that are used
indoors or outdoors.
[0029] FIGS. 1 to 6 illustrate a battery pack according
to an exemplary embodiment of the present invention.
FIG. 1 illustrates a horizontal cross-sectional view of the
battery pack. FIG. 2 illustrates a vertical cross-sectional
view of the battery pack. FIG. 3 illustrates an exploded
perspective view of the battery pack. FIG. 4 illustrates a
front view that illustrates an internal configuration of the
battery pack. FIG. 5 illustrates a rear view that illustrates
the internal configuration of the battery pack. FIG. 6 il-
lustrates an enlarged perspective view that illustrates the
internal configuration of the battery pack. The battery
pack illustrated in FIGS. 1 to 6 includes a plurality of bat-
teries 1 that are chargeable and dischargeable, battery
holder 2 that arranges the plurality of batteries 1 at pre-
determined positions, and bus bars 3 that are metal
sheets fixed to electrode terminals 1x, 1y of batteries 1.
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Battery holder 2 puts the plurality of batteries 1 parallel
to each other, arranges both ends of the plurality of bat-
teries 1 on same planes, and arranges the plurality of
batteries 1 at predetermined positions. The plurality of
batteries 1 which battery holder 2 arranges at predeter-
mined positions are connected with each other in series
and in parallel by bus bars 3. Each of bus bars 3 includes
a plurality of fixed terminals 3A connected with the elec-
trode terminals of batteries 1, base 3B that connects the
plurality of batteries 1 with each other through the plurality
of fixed terminals 3A in series and/or in parallel, and fuse
links 3C that include ends that connect with fixed termi-
nals 3A, respectively, and roots that connect with base
3B. The battery pack also includes heat insulating mem-
ber 8 that tightly covers surfaces of fuse links 3C, and
surfaces of fixed terminals 3A connected with fuse links
3C, respectively, at a close contact state. In FIGS. 2, 4,
and 5, heat insulating member 8 is not illustrated to allow
a configuration of the battery pack to be easily seen. Fur-
ther, battery holder 2 that arranges the plurality of bat-
teries 1 at predetermined positions are disposed in ex-
ternal case 11. Consequently, the battery pack is assem-
bled.

(Battery 1)

[0030] The battery pack in the drawings includes bat-
teries 1 that are cylindrical batteries. Each of the cylin-
drical batteries includes an exterior can that is cylindrical,
an electrode assembly disposed within the exterior can,
electrolyte filled within the exterior can, and a sealing
plate that seals an opening of the exterior can. A bottom
surface of the exterior can, and a projection electrode at
a center of the sealing plate are both end surfaces of the
cylindrical battery. The bottom surface of the exterior can
and the projection electrode at a center of the sealing
plate are positive and negative electrode terminals 1x,
1y. The cylindrical batteries that each include positive
and negative electrode terminals 1x, 1y at both the end
surfaces of each of the cylindrical batteries are arranged
parallel to each other by battery holder 2. Battery holder
2 exposes electrode terminals 1x, 1y at both ends of the
cylindrical batteries. Electrode terminals 1x, 1y are con-
nected with each other in series and in parallel by bus
bars 3. The battery pack in the drawings includes batter-
ies 1 that are cylindrical batteries. According to an aspect
of the present invention, however, batteries are not lim-
ited to cylindrical batteries, and may be prismatic (=rec-
tangular) batteries, for example. The batteries are non-
aqueous-electrolyte secondary batteries, such as lithi-
um-ion batteries. However, the present invention does
not limit batteries to lithium-ion batteries. All secondary
batteries that are currently used or will now be developed,
such as other non-aqueous-electrolyte secondary bat-
teries or nickel metal hydride batteries may be used.

(Battery holder 2)

[0031] Battery holder 2 is made of resin, such as a
thermoplastic resin that is an insulating material. Battery
holder 2 is molded into a predetermined shape. Prefer-
ably, battery holder 2 may be made of a flame-resistant
resin. Polycarbonate (PC) or polypropylene (PP) can be
used as such a resin.
[0032] As illustrated in FIGS. 1 and 3, the plurality of
batteries 1 are inserted into battery accommodating por-
tions 4 of battery holder 2. Battery holder 2 arranges the
plurality of batteries 1 at predetermined positions, and
thus the plurality of batteries 1 are parallel to each other.
When batteries 1 are inserted into battery accommodat-
ing portions 4, electrode terminals 1x, 1y at both end
surfaces of batteries 1 are arranged on same planes.
Consequently, electrode terminals 1x, 1y are exposed
from both surfaces of battery holder 2. Partition wall 5
partitions battery holder 2 into battery accommodating
portions 4. Partition wall 5 is in contact with and is ther-
mally connected with outer curved surfaces of batteries
1 in a thermal-coupling state. Heat generated in batteries
1 is transferred to partition wall 5 thermally connected
with batteries 1. Consequently, partition wall 5 absorbs
heat generated in batteries 1. Partition wall 5 that parti-
tions battery holder 2 into battery accommodating por-
tions 4 is between batteries 1 that are adjacent to each
other. Surfaces of partition wall 5 are in contact with sur-
faces of batteries 1. Partition wall 5 is thermally connect-
ed with batteries 1. Partition wall 5 is in contact with sur-
faces of batteries 1, and thus arranges batteries 1 at pre-
determined positions. Batteries 1 are inserted into battery
accommodating portions 4 into which partition wall 5 par-
titions battery holder 2, and thus are arranged at prede-
termined positions. Accordingly, inner surfaces of battery
accommodating portions 4 each have an inner shape
that corresponds to an outer curved surface of battery 1.
Battery accommodating portions 4 of battery holder 2 in
the drawings each have an inner shape that is cylindrical
since the cylindrical batteries are inserted into battery
accommodating portions 4, and thus are arranged at pre-
determined positions. An inner diameter of battery ac-
commodating portions 4 that are cylindrical is slightly
larger than an outer diameter of the cylindrical batteries.
Battery accommodating portions 4 are thermally con-
nected with the cylindrical batteries. Battery accommo-
dating portions 4 arrange cylindrical batteries at prede-
termined positions. A surface of partition wall 5 between
batteries 1 has a shape that corresponds to a surface of
the cylindrical battery since partition wall 5 partitions bat-
tery holder 2 into battery accommodating portions 4.
[0033] Battery holder 2 illustrated in FIGS. 2 and 3 has
a shape in which the plurality of battery accommodating
portions 4 are arranged in a "staggered (=zigzag) ar-
rangement" in a plurality of columns and a plurality of
rows. The plurality of battery accommodating portions 4
are parallel to each other. Battery holder 2 includes par-
tition wall 5 between the batteries, and peripheral wall 9
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that surrounds battery holder 2. Partition wall 5 and pe-
ripheral wall 9 are integrally molded. Battery holder 2
includes battery accommodating portions 4 arranged be-
tween peripheral wall 9 and partition wall 5 at a peripheral
portion of the battery holder 2, and battery accommodat-
ing portions 4 arranged between partition walls 5 inside
battery holder 2. Partition wall 5 and peripheral wall 9
have battery contact surfaces that each have a shape
that corresponds to a surface of battery 1. Partition wall
5 and peripheral wall 9 are thermally connected with bat-
teries 1, and arrange batteries 1 at predetermined posi-
tions.
[0034] Battery holder 2 in FIGS. 2 and 3 arranges bat-
tery accommodating portions 4 in a staggered (=zigzag)
arrangement. Battery holder 2 arranges batteries 1 in
such a manner that a space is used efficiently. Therefore,
whole battery holder 2 is compact. Resin at valley por-
tions is reduced. Consequently, an amount of used resin
is reduced, and thus manufacturing cost is reduced, and
a weight is reduced. Instead of an arrangement of bat-
teries in a plurality of rows and a plurality of columns,
battery holder 2 may vertically and laterally arrange bat-
teries, and batteries may be arranged at intersections of
a grid.
[0035] Battery holder 2 in FIGS. 2 and 3 arranges 112
batteries 1 in eight rows and fourteen columns. In FIGS.
2 and 3, one column of batteries 1 vertically arranged are
in a staggered (=zigzag) arrangement. An adjacent col-
umn of batteries 1 are arranged at valley portions of the
staggered (=zigzag) arrangement. Batteries 1 are ar-
ranged in a staggered (=zigzag) arrangement. Battery
holder 2 includes partition wall 5 between batteries 1 that
are arranged in a plurality of rows and a plurality of col-
umns. In other words, partition wall 5 forms battery ac-
commodating portions 4. Batteries 1 are arranged be-
tween partition walls 5. Heat of batteries 1 is transferred
to partition wall 5.
[0036] Battery holder 2 illustrated in FIGS. 1 and 3 is
divided into halves, and includes a pair of holder units
2A. Holder units 2A are open at electrode windows 7.
Electrode windows 7 are at both ends of battery accom-
modating portions 4 that hold batteries 1 that have been
inserted into battery accommodating portions 4. Elec-
trode windows 7 expose electrode terminals 1x, 1y at
both ends of batteries 1. Bus bars 3 are connected with
electrode terminals 1x, 1y of batteries 1 which electrode
windows 7 expose. In battery holder 2 in FIG. 2, electrode
windows 7 that expose electrode terminals 1y of batteries
1 each have a square shape. Electrode windows 7 that
expose other electrode terminals 1x of batteries 1 each
have a circular shape. Electrode windows 7 are smaller
than an outer shape of batteries 1, and thus batteries 1
do not pass through electrode windows 7, and batteries
1 are arranged in battery accommodating portions 4.
[0037] Battery holder 2 illustrated in FIGS. 3 and 6 is
molded, and thus includes positioning hollows 2D at both
surfaces of battery holder 2. Each of positioning hollows
2D arranges bus bars 3 at predetermined positions. Bat-

tery holder 2 in FIGS. 3 and 6 includes the plurality of
positioning hollows 2D that arrange the plurality of bus
bars 3 at predetermined positions. Positioning hollows
2D each have a shape that corresponds to a periphery
of bus bars 3. Therefore, bus bars 3 are inserted into
positioning hollows 2D while bus bars 3 are positioned.
Battery holder 2 in FIGS. 3 and 6 includes boundary walls
2E at both surfaces of battery holder 2. Boundary walls
2E correspond to a periphery of bus bars 3. Areas within
boundary walls 2E are positioning hollows 2D. Bottom
surfaces of positioning hollows 2D of battery holder 2 are
lower than an end surface of battery holder 2, more spe-
cifically, an end surface of boundary walls 2E. Bottom
surfaces of positioning hollows 2D are open at the plu-
rality of electrode windows 7. The plurality of bus bars 3
are arranged on a same plane at the bottom surfaces.
Bus bars 3 are arranged in positioning hollows 2D formed
at both surfaces of battery holder 2, and bus bars 3 are
connected with batteries 1. Then heat insulating member
8 is disposed in positioning hollows 2D.
[0038] A length of battery accommodating portions 4
formed by the pair of holder units 2A of battery holder 2,
that is, a thickness of one of holder units 2A, is substan-
tially same as a half of a total length of batteries 1. Holder
units 2A that are in connect with each other form battery
accommodating portions 4. Batteries 1 are inserted into
battery accommodating portions 4. Consequently, bat-
tery accommodating portions 4 cover whole outer curved
surfaces of batteries 1. Battery accommodating portions
4 that cover whole outer curved surfaces of batteries 1
effectively do not allow fire to spread from a battery to an
adjacent battery.

(Bus Bar 3)

[0039] The plurality of batteries 1 arranged in a plurality
of rows and a plurality of columns are connected with
each other in series and in parallel by bus bars 3 of the
battery pack illustrated in FIGS. 1 and 5. Each of bus
bars 3 is a conductive metal sheet, and includes a plu-
rality of fixed terminals 3A connected with electrode ter-
minals 1x, 1y of batteries 1, base 3B that connects the
plurality of batteries 1 with each other through fixed ter-
minals 3A in series and in parallel, and fuse links 3C that
include ends that connect with fixed terminals 3A, re-
spectively, and roots that connect with base 3B. Each of
bus bars 3 is made by cutting one metal sheet with a die,
and bending the one metal sheet that has been cut. FIG.
4 is a front view of bus bar 3 arranged on a front-side
surface of battery holder 2. FIG. 5 is a front view of bus
bar 3 arranged on a rear-side surface of battery holder
2. Seven bus bars 3 are arranged on the front-side sur-
face of battery holder 2. Eight bus bars 3 are arranged
on the rear-side surface of battery holder 2. Bus bars 3
connect batteries 1 with each other in parallel and in se-
ries.
[0040] As illustrated in FIGS. 6 to 9, fixed terminals 3A
are connected with electrode terminals 1x, 1y of batteries
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1 by spot welding. Each of fixed terminals 3A includes
welded portion 3E at an end of step 3D. Gap 3F is be-
tween fixed terminal 3A and base 3B. Consequently,
welded portion 3E is apart from base 3B. Welded portion
3E is disposed within electrode window 7 of battery holder
2, and is connected with electrode terminals 1x, 1y of
battery 1 by spot welding. Welded portion 3E that is sep-
arate from base 3B projects from step 3D to electrode
terminals 1x, 1y. Welded portion 3E is in contact with and
is connected with electrode terminals 1x, 1y within elec-
trode window 7. Welded portion 3E that projects from
step 3D to electrode terminals 1x, 1y is inserted into elec-
trode window 7 of battery holder 2, and becomes in con-
tact with electrode terminals 1x, 1y arranged on an inner
surface of electrode window 7. Projections 3G partially
project from welded portion 3E to electrode terminals 1x,
1y. Two projections 3G are on both sides of slit 3H. Pro-
jections 3G are connected with electrode terminals 1x,
1y by spot welding. Slit 3H reduces reactive (or invalid)
current. Consequently, projections 3G are efficiently
welded to electrode terminals 1x, 1y.
[0041] Fixed terminals 3A include first fixed terminals
3Aa that are connected with base 3B through fuse links
3C, respectively. Fixed terminals 3A also include second
fixed terminals 3Ab that are directly connected with base
3B not through fuse links, respectively. For each of first
fixed terminals 3Aa, fuse link 3C connects step 3D with
base 3B. For each of second fixed terminals 3Ab, step
3D is directly connected with base 3B. In the battery pack
in the drawings, fuse link 3C is connected with electrode
terminal 1y on a negative side of battery 1. Therefore,
first fixed terminal 3Aa is connected with the negative
side of battery 1. Second fixed terminal 3Ab is connected
with electrode terminal 1x on a positive side of battery 1.
[0042] Fuse link 3C is at a position opposite supporting
surface 2B of battery holder 2. That is, battery holder 2
includes supporting surface 2B at a surface opposite fuse
link 3C. Fuse link 3C is in contact with supporting surface
2B of battery holder 2 or is at a position near supporting
surface 2B of battery holder 2. Therefore, supporting sur-
face 2B does not allow fuse link 3C to be deformed or
damaged. A height of step 3D is set to a height that allows
fuse link 3C to be in contact with or to be near supporting
surface 2B. That is, the height of step 3D is set to a height
that allows fuse link 3C to be in contact with or is near
supporting surface 2B after welded portion 3E is fixed to
electrode terminals 1x, 1y. Bus bar 3 allows welded por-
tions 3E to be fixed to electrode terminals 1x, 1y, and
allows fuse links 3C to be in contact with or is near sup-
porting surfaces 2B. In battery holder 2 in FIG. 3, fixed
terminals 3A connected with fuse links 3C, respectively,
are arranged within electrode windows 7that each have
a square shape. Supporting surfaces 2B for fuse links
3C are outside edges of openings of electrode windows
7, respectively. Battery holder 2 includes electrode win-
dows 7 that each have a square shape, and supporting
surfaces 2B that are outside electrode windows 7, re-
spectively. Therefore, whole surfaces of fuse links 3C

are opposite supporting surfaces 2B, respectively.
Therefore, battery holder 2 surely does not allow all fuse
links 3C to be deformed and damaged.
[0043] Base 3B is part of bus bar 3 that does not include
fixed terminals 3A and fuse links 3C. All batteries 1 con-
nected with fixed terminals 3A are connected with each
other in parallel and in series by base 3B. One metal
sheet is pressed. The pressed metal sheet is cut to form
a plurality of fixed terminals 3A and fuse links 3C within
the metal sheet that has been pressed. The metal sheet
that has been cut is bent. Consequently, as illustrated in
FIG. 7, bus bar 3 includes base 3B outside fixed terminals
3A, and between fixed terminals 3A that are adjacent to
each other. Bus bar 3 includes fuse-link connecting por-
tions 3Ba. Each of fuse-link connecting portions 3Ba is
part of base 3B that is between fixed terminals 3A that
are adjacent to each other, and is connected with a root
of fuse link 3C.
[0044] As illustrated in FIGS. 6 to 9, each of fuse-link
connecting portions 3Ba includes first fitting portion 3I
connected with battery holder 2 not to allow fuse-link con-
necting portions 3Ba and battery holder 2 to move relative
to each other. First fitting portions 3I are connected with
second fitting portions 2C of battery holder 2, respective-
ly. Second fitting portions 2C are connected with first fit-
ting portions 3I, respectively. Consequently, fuse-link
connecting portions 3Ba are connected with battery hold-
er 2 not to allow fuse-link connecting portions 3Ba and
battery holder 2 to move relative to each other. Since
fuse-link connecting portions 3Ba and battery holder 2
do not move relative to each other, batteries 1 and fuse
links 3C do not move relative to each other. The reason
is that since batteries 1 are arranged at predetermined
positions of battery holder 2, and fuse links 3C are con-
nected with fuse-link connecting portions 3Ba, fuse links
3C are connected with batteries 1 through battery holder
2 in such a manner that fuse links 3C and batteries 1 do
no move relative to each other. Since batteries 1 and
fuse links 3C do not move relative to each other, fuse
links 3C do not deform even if the battery pack receives
an impact or vibration. Therefore, fuse links 3C do not
break even if the battery pack receives an impact, for
example the battery pack falls.
[0045] Bus bar 3 in FIGS. 8 and 9 includes fitting holes
as first fitting portions 3I, and connecting ribs as second
fitting portions 2C that are molded on battery holder 2.
The fitting holes are formed by cutting bus bar 3. The
connecting ribs are molded integrally with battery holder
2. An outer shape of each of the connecting ribs is sub-
stantially same as an inner shape of each of the fitting
holes. However, the connecting ribs each have a size
that allows the connecting ribs to be inserted into the
fitting holes. Bus bar 3 in FIGS. 8 and 9 includes the fitting
holes that are circular. The connecting ribs each have a
cylindrical shape. Therefore, an inner diameter of the fit-
ting holes is slightly larger than an outer diameter of the
connecting ribs. The connecting ribs are inserted into the
fitting holes during assembly. Consequently, fuse-link
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connecting portions 3Ba are connected with battery hold-
er 2 in such a manner that fuse-link connecting portions
3Ba and battery holder 2 do not move relative to each
other. Consequently, fuse links 3C and batteries 1 do not
move relative to each other. Therefore, the structure
surely does not allow fuse links 3C to be deformed. The
structure allows easy assembly. To make bus bar 3, a
metal sheet is cut, and fitting holes are formed. Further,
in a process that molds battery holder 2, connecting ribs
are molded integrally with battery holder 2. Therefore, a
manufacturing process is easy. Alternatively, according
to an aspect of the present invention, fitting projections
may be first fitting portions 3I, and fitting hollows or fitting
holes into which the fitting projections are fitted may be
second fitting portions 2C. The fitting projections and the
fitting hollows or the fitting holes are not illustrated.
[0046] In bus bar 3 in FIGS. 6 to 9, first fitting portions
3I are near roots of fuse links 3C. In bus bar 3, distance
(k) between first fitting portion 3I and a root of fuse link
3C is shorter than or equal to five times width (W) of fuse
link 3C. Therefore, deformation of fuse link 3C is further
reduced. In bus bar 3 in FIGS. 6 to 9, first fitting portion
3I of fuse-link connecting portion 3Ba is on an extended
line of a root of fuse link 3C. Consequently, first fitting
portion 3I is near the root of fuse link 3C. First fitting por-
tions 3I and second fitting portions 2C surely do not allow
fuse links 3C to be deformed. Therefore, the structure
effectively does not allow deformation or damage.
[0047] The bus bar does not necessarily need the first
fitting portions at all the fuse-link connecting portions. In
bus bar 3 in FIGS. 7 to 9, first fitting portions 3I are only
at fuse-link connecting portions 3Ba each between fixed
terminals 3A that are adjacent to each other. First fitting
portions are not at fuse-link connecting portions 3Ba at
a periphery of bus bar 3. Through hole 3J is formed
through base 3B near fuse-link connecting portion 3Ba
at the periphery. Connecting rib of battery holder 2 is
inserted into through hole 3J. Through hole 3J and the
connecting rib do not allow relative movement. Conse-
quently, fuse link 3C is not allowed to deform.
[0048] In FIGS. 7 to 9, bus bar 3 includes positioning
holes 3K at base 3B. Each of positioning holes 3K is
between fixed terminals 3A that are transversely ar-
ranged. Positioning ribs 2F are inserted into positioning
holes 3K. Consequently, bus bar 3 is disposed at a pre-
determined position of battery holder 2. Positioning ribs
2F are molded integrally with battery holder 2. Positioning
holes 3K and positioning ribs 2F position bus bar 3 at a
predetermined position on battery holder 2. Further, po-
sitioning holes 3K and positioning ribs 2F do not allow
bus bar 3 and battery holder 2 to move relative to each
other.
[0049] Each of bus bars 3 arranged on a front surface
of battery holder 2 connects batteries 1 with each other
in parallel that are vertically arranged in FIGS. 4 and 5,
and connects batteries 1 with each other in series that
are horizontally apart from each other and are trans-
versely adjacent to each other. Bus bars 3 arranged on

a rear-side surface of battery holder 2 include bus bars
3 that each connect batteries 1 with each other in parallel
that are arranged on either side in FIG. 5 and are ar-
ranged vertically in a line. Bus bars 3 arranged on a rear-
side surface of battery holder 2 also include bus bars 3
that each connect two columns of batteries 1 with each
other in parallel and in series. Bus bars 3 that each con-
nect two columns of batteries 1 with each other in parallel
and in series each connect batteries 1 in each column
with each other in parallel, and each connect batteries 1
of an adjacent column with each other in series, similarly
as bus bars 3 on a front surface of battery holder 2.
[0050] Bus bar 3 connects first fixed terminals 3Aa with
electrode terminals 1y of batteries 1 through fuse links
3C, respectively. FIG. 10 illustrates a schematic circuit
diagram of a circuit that connects the plurality of batteries
1 with each other in parallel and in series. In the battery
pack that has a circuit configuration in the circuit diagram,
fuse links 3C are connected with negative sides of bat-
teries 1, respectively. Fixed terminals 3A of bus bars 3
are connected with positive sides and negative sides of
batteries 1. Fuse links 3C are connected with first fixed
terminals 3Aa, respectively, that are connected with the
negative sides. Therefore, fuse links 3C are connected
with a half of first fixed terminals 3Aa, respectively, that
are connected with the negative sides.
[0051] Fixed terminals 3A of bus bars 3 are connected
with electrode terminals 1x, 1y of batteries 1 by spot weld-
ing or laser welding. In FIGS. 4 and 5, batteries 1 ar-
ranged in a plurality of rows (vertically arranged in FIGS.
4 and 5) are connected with each other in parallel by bus
bars 3. Further, batteries 1 arranged in a plurality of col-
umns (transversely arranged in FIGS. 4 and 5) are con-
nected with each other in series by bus bars 3. However,
the bus bars may connect batteries with each other in
series that are arranged in a plurality of rows, and may
connect batteries with each other in parallel that are ar-
ranged in a plurality of columns. Bus bars 3 are arranged
on both surfaces of battery holder 2, and connect batter-
ies 1 with each other in series and in parallel.

(Heat insulating member 8)

[0052] Heat insulating member 8 is disposed on a sur-
face of bus bars 3 connected with electrode terminals 1x,
1y of batteries 1. Heat insulating member 8 tightly covers
at least surfaces of fuse links 3C and surfaces of fixed
terminals 3A connected with fuse links 3C, respectively,
at a close contact state. Heat insulating member 8 is a
member that has an insulating property. Preferably, heat
insulating member 8 is made of resin. Heat insulating
member 8 made of resin is tightly in contact with surfaces
of fuse links 3C and surfaces of fixed terminals 3A, and
thus insulates fuse links 3C and fixed terminals 3A from
outside. Fuse links 3C and fixed terminals 3A that are
insulated by heat insulating member 8 effectively transfer
heat generated by batteries 1. When an overcurrent flows
through fuse links 3C, heat generated by fuse links 3C

15 16 



EP 3 633 764 A1

10

5

10

15

20

25

30

35

40

45

50

55

is not released to outside, and thus surely increases a
temperature, and melts fuse links 3C.
[0053] Preferably, heat insulating member 8 is made
of a potting resin. The potting resin that has not cured is
paste or liquid. Surfaces of fuse links 3C of bus bars 3
and surfaces of fixed terminals 3A connected with fuse
links 3C, respectively, are filled with potting resin that has
not cured. The potting resin with which the surfaces of
fuse links 3C and the surfaces of fixed terminals 3A are
filled cures as time passes. Consequently, heat insulating
member 8 is formed and is tightly fixed to the surfaces
of fuse links 3C and the surfaces of fixed terminals 3A.
[0054] An adhesive resin, such as a urethane resin, is
used as the potting resin. A two-part urethane resin may
be used as such a potting resin. Main agent that is liquid
at normal temperatures and hardener are stirred and
mixed to polymerize the main agent and the hardener.
Consequently, the two-part urethane resin that has not
cured and has been paste or liquid cures.
[0055] However, an epoxy resin or an unsaturated pol-
yester resin may be used as the two-part resin. Resin
that has been paste or liquid at normal temperatures and
cures as times passes may be used as the potting resin.
Alternatively, resin that has been paste or liquid at normal
temperatures and is cured by heat or light (thermosetting
resin, light-activated resin) may be used as the potting
resin. The potting resin that has not cured is filled on
surfaces of fuse links 3C and surfaces of fixed terminals
3A, and cures as time passes. The potting resin that has
cured is tightly fixed to the surfaces of fuse links 3C and
the surfaces of fixed terminals 3A and has excellent heat
insulation.
[0056] Heat insulating member 8 is formed to cover
surfaces of the plurality of fuse links 3C of bus bars 3,
and surfaces of fixed terminals 3A connected with fuse
links 3C, respectively. Heat insulating member 8 illustrat-
ed in FIG. 6 is formed to cover whole surfaces of bus
bars 3. As described before, potting resin that has not
cured and is paste or liquid is filled into positioning hol-
lows 2D. In other words, while positioning hollows 2D are
used as mold containers for heat insulating member 8,
potting resin that has not cured is filled into positioning
hollows 2D. The potting resin that has been filled is cured.
Consequently, heat insulating member 8 that covers
whole surfaces of bus bars 3 is formed. According to the
method, bus bars 3 are fixed to bottom surfaces of posi-
tioning hollows 2D of battery holder 2. Then battery holder
2 is disposed in such a manner that openings of position-
ing hollows 2D face upward. Then the potting resin that
has not cured is filled into positioning hollows 2D. The
potting resin that has not cured and is filled into position-
ing hollows 2D spreads over surfaces of bus bars 3, and
covers whole surfaces of bus bars 3. Potting resin that
is filled into positioning hollows 2D is cured. Consequent-
ly, heat insulating member 8 covers whole surfaces of
bus bars 3.
[0057] As described before, the plurality of fuse links
3C and the plurality of fixed terminals 3A of bus bars 3

are easily covered with heat insulating member 8 formed
on whole surfaces of bus bars 3. Further, as described
before, the potting resin is filled into positioning hollows
2D to form heat insulating member 8. Consequently, heat
insulating member 8 that has a predetermined thickness
is formed on surfaces of bus bars 3. Consequently, por-
tions of heat insulating member 8 that cover the plurality
of fuse links 3C and the plurality of fixed terminals 3A
have a same thickness. Consequently, a time it takes for
fuse links 3C to melt is constant. Consequently, fuse links
3C surely melt when an assigned electric current flows
through fuse links 3C.
[0058] The potting resin filled to cover surfaces of fuse
links 3C and surfaces of fixed terminals 3A enters hollows
each formed between electrode window 7 and electrode
terminals 1x, 1y, and gaps 3F each formed between fixed
terminal 3A and base 3B, and gaps 3F each formed be-
tween fuse link 3C and base 3B. Consequently, the pot-
ting resin is tightly filled into surfaces of fuse links 3C and
surfaces of fixed terminals 3A and into areas near fuse
links 3C and fixed terminals 3A, without spaces. There-
fore, heat insulating member 8 covers and insulates sur-
faces of electrode terminals 1x, 1y of batteries 1, or areas
around fuse links 3C and fixed terminals 3A. Therefore,
heat energy generated within a battery that is in an ab-
normal state is not released to outside, but is transferred
to fuse links 3C through fixed terminals 3A. Consequent-
ly, fuse links 3C are effectively heated.
[0059] Further, the potting resin filled into positioning
hollows 2D fixes connections between first fitting portions
3I and second fitting portions 2C. Heat insulating member
8 covers the connections between first fitting portions 3I
and second fitting portions 2C. Therefore, heat insulating
member 8 fixes both battery holder 2 and fuse-link con-
necting portions 3Ba at predetermined positions. Conse-
quently, fuse links 3C and batteries 1 surely do not move
relative to each other. Further, the potting resin filled into
positioning hollows 2D fixes connections between posi-
tioning holes 3K and positioning ribs 2F. Heat insulating
member 8 covers the connections between positioning
holes 3K and positioning ribs 2F. Therefore, bus bars 3
are stably fixed to predetermined positions on battery
holder 2.
[0060] Heat insulating member 8 described before
covers whole surfaces of bus bars 3. However, the heat
insulating member does not necessarily cover whole sur-
faces of the bus bars. Heat insulating member 8 covers,
at least, surfaces of fuse links 3C of bus bars 3 and sur-
faces of fixed terminals 3A connected with fuse links 3C.
Therefore, a heat insulating member (not shown in the
figures) may be formed to separately cover surfaces of
the plurality of fuse links and surfaces of the fixed termi-
nals connected with the fuse links, respectively. Accord-
ing to the configuration, the potting resin is separately
supplied to each of the fuse links and the fixed terminals,
and the heat insulating member is formed on each of the
fuse links and the fixed terminals. Therefore, an amount
of used potting resin is minimized. Consequently, an
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amount of used potting resin is reduced.
[0061] Further, a heat insulating member (not shown
in the figures) may be integrally molded to cover surfaces
of a plurality of fuse links of bus bars. For example, the
potting resin is continuously supplied along surfaces of
the bus bars. Consequently, the heat insulating member
covers surfaces of all the fuse links of the bus bars. The
structure reduces a time for which a heat insulating mem-
ber is manufactured, and allows the heat insulating mem-
ber to uniformly cover the fuse links since the heat insu-
lating member that covers surfaces of the plurality of fuse
links of bus bars is integrally molded.

(Cover 8A)

[0062] Heat insulating member 8 may include covers
8A, as illustrated in FIG. 11. Resin is molded into covers
8A. Covers 8A are plates or sheets into which resin is
molded. For example, covers 8A are fixed to surfaces of
bus bars 3 with adhesive 8B, particularly surfaces of fuse
links 3C and surfaces of fixed terminals 3A. Adhesive 8B
is filled into projections and hollows formed around fuse
links 3C and fixed terminals 3A. Consequently, heat in-
sulating member 8 that is illustrated in FIG. 11 and in-
cludes covers 8A and adhesive 8B is tightly fixed to sur-
faces of the fuse links and surfaces of the fixed terminals.
Covers 8A are plates or sheets, and each have a shape
that corresponds to an outer shape of bus bars 3, as
illustrated in FIG. 11. Therefore, covers 8A are inserted
into positioning hollows 2D, respectively, and each dis-
posed along a surface of bus bar 3 and disposed at a
predetermined position. Each of covers 8A illustrated in
FIG. 11 is open at connection holes 8F. Connection holes
8F are at positions opposite positioning ribs 2F.
[0063] Resin is molded into each of covers 8A. As il-
lustrated in FIG. 12, soft layer 8C is formed on a surface
of cover 8A. A surface of cover 8A on which the soft layer
is formed is opposite bus bar 3. Soft layer 8C illustrated
in FIG. 12 includes projections 8D at positions opposite
hollows and projections that are formed around fuse links
3C and fixed terminals 3A. Since soft layer 8C is pressed
against surfaces of fuse links 3C and surfaces of fixed
terminals 3A, cover 8A tightly covers surfaces of fuse
links 3C and surfaces of fixed terminals 3A, and effec-
tively insulates the surfaces of fuse links 3C and the sur-
faces of fixed terminals 3A. Soft layer 8C covers fuse
links 3C, and functions as an impact absorber. Therefore,
cover 8A improves impact resistance of fuse links 3C. If
soft layer 8C is an adhesive layer, cover 8A is easily
adhered to a surface of bus bar 3.

(External case 11)

[0064] External case 11 illustrated in FIGS. 1 to 3 ac-
commodates battery holder 2. The plurality of cylindrical
batteries are disposed at predetermined positions within
battery holder 2. External case 11 illustrated in FIGS. 1
to 3 is divided into first case 11A and second case 11B.

An accommodating portion is formed within external case
11, and accommodates battery holder 2. Each of first
case 11A and second case 11B illustrated in FIG. 3 has
a shape like a box, and has a depth that allows substan-
tially a half of battery holder 2 to be accommodated. An
end surface of a peripheral wall of first case 11A of ex-
ternal case 11 and an end surface of a peripheral wall of
second case 11B of external case 11 are welded to each
other by ultrasonic welding, or are connected with each
other with adhesive. Fixing screws may be inserted into
one case of the first case and the second case. The fixing
screws may be inserted into bosses of the other case.
Consequently, the first case may be connected with the
second case. The fixing screws and the bosses are not
illustrated.
[0065] In addition to battery holder 2, external case 11
accommodates circuit board 10. Electronic components,
such as a protection circuit, may be mounted on circuit
board 10. Protection circuit 10 may include a detection
circuit that detects a voltage, a remaining capacity, and
a temperature of each of batteries 1, and switching ele-
ments switched ON or OFF based on the data of batteries
1 the detection circuit detects. The detection circuit and
the switching elements are not illustrated. In the battery
pack that accommodates the circuit board, an output con-
nector connected with the circuit board may be fixed to
external case 11. The output connector includes an out-
put terminal and a signal terminal. The batteries are
charged and discharge through the output terminal. Cir-
cuit board 10 communicates with connected equipment
through the signal terminal. However, the battery pack
may not include the output connector. Connection termi-
nals that include an output terminal and a signal terminal
may be fixed to the circuit board. The connection termi-
nals may be exposed from a bottom case, and may be
connected with outside.
[0066] According to the battery pack described before,
if any battery 1 is in an abnormal state (e.g., internal short
circuit), and thus an overcurrent flows, fuse link 3C con-
nected with battery 1 rapidly melts, and stops the over-
current. The reason is that heat insulating member 8 tight-
ly covers surfaces of fuse links 3C and surfaces of fixed
terminals 3A. Therefore, release of heat from the surfac-
es of fuse links 3C and the surfaces of fixed terminals 3A
to outside is effectively reduced. Therefore, heat is al-
lowed to accumulate in fuse links 3C when any battery
1 is in an abnormal state. According to the battery pack
that includes the plurality of batteries 1 arranged in a
plurality of rows and a plurality of columns, and are con-
nected with each other in series and in parallel with bus
bars 3, as illustrated in FIG. 10, if any battery 1 becomes
in an abnormal state due to internal short circuit, for ex-
ample, abnormal heat is generated within the battery,
and an overcurrent flows through battery 1. In FIG. 10,
battery 1 at a center in an upper row is in an abnormal
state.
[0067] According to the battery pack, if battery 1 is in
an abnormal state, and a temperature within the battery
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increases, heat insulating member 8 that covers fixed
terminals 3A reduces release of heat from surfaces of
fixed terminals 3A. Therefore, heat energy within the bat-
tery is efficiently transferred to fuse link 3C from fixed
terminal 3A, as illustrated by arrow B in FIG. 10. Conse-
quently, fuse link 3C is effectively heated. When battery
1 of the battery pack is in an abnormal state, an overcur-
rent flows through fuse link 3C, as illustrated by arrow A,
and the overcurrent generates Joule heat, heat insulating
member 8 that covers fuse link 3C reduces release of
heat from a surface of fuse link 3C. Therefore, Joule heat
heats fuse link 3C, and thus a temperature of fuse link
3C rapidly increases to a melting point. Consequently,
fuse link 3C melts. Especially since heat insulating mem-
ber 8 of the battery pack tightly covers surfaces of fuse
links 3C and surfaces of fixed terminals 3A, heat accu-
mulates in fixed terminals 3A and fuse links 3C, and thus
fuse links 3C are effectively heated.
[0068] Experiments were performed. In each of the ex-
periments, a battery pack according to the exemplary
embodiment of the present invention that included heat
insulating member 8 that covered surfaces of fuse links
3C of bus bars 3 and surfaces of fixed terminals 3A con-
nected with fuse links 3C, respectively, and an conven-
tional battery pack in which surfaces of fuse links and
surfaces of fixed terminals were not covered with a heat
insulating member were used, and a time was measured
that it took for the fuse links to melt when an overcurrent
flowed through the fuse links. The battery pack according
to the exemplary embodiment used in each of the exper-
iments, and the conventional battery pack used in each
of the experiments each included bus bars that were met-
al sheets and were connected with electrode terminals
of batteries. A width of fuse links of the bus bars was 1.5
mm. An electric current of 160 A flowed through the fuse
links. A plurality of experiments were performed in each
of which a time was measured that it took for the fuse
links to melt.
[0069] As results of the experiments, it took 0.6 sec-
onds to 0.7 seconds for the fuse links of the conventional
battery pack that did not include a heat insulating member
to melt. On the other hand, it took 0.2 seconds for the
fuse links of the battery pack according to the exemplary
embodiment that included the heat insulating member
that covered surfaces of the fuse links and surfaces of
the fixed terminals to melt. As describe above, in the bat-
tery pack according to an aspect of the present invention,
the heat insulating member covered surfaces of the fuse
links and surfaces of the fixed terminals. Consequently,
heat was allowed to accumulate in the fuse links. Con-
sequently, the time it took for the fuse links to melt was
reduced to a time that was shorter than or equal to one
third of the time it took for the fuse links of the conventional
battery pack to melt. According to the structure described
before, the time it takes for the fuse links to melt is re-
duced. Therefore, the fuse links rapidly melt when any
battery is in an abnormal state. Therefore, an overcurrent
is not rapidly allowed to flow through the battery in an

abnormal state. Therefore, safety is ensured.
[0070] In the battery pack according to the exemplary
embodiment, the heat insulating member covers surfac-
es of the fuse links and surfaces of the fixed terminals of
the bus bars. Consequently, a time it takes for the fuse
links to melt is reduced to a time that is shorter than or
equal to one third of a time it takes for conventional fuse
links to melt. As shown in the fact, even if a width of the
fuse links is made wide, or the fuse links are made short,
and thus electrical resistance is made low, the fuse links
melt rapidly compared with a conventional structure that
does not include a heat insulating member. In the battery
pack according to an aspect of the present invention, the
heat insulating member covers surfaces of the fuse links
and surfaces of the fixed terminals. Therefore, even if a
width of the fuse links of the bus bars is wider than a
width of fuse links of bus bars of a conventional battery
pack, and a length of the fuse links of the bus bars is
shorter than a length of fuse links of bus bars of the con-
ventional battery pack, a time it takes for the fuse links
to melt is shorter than a time it takes for fuse links of the
conventional battery pack to melt. Such a wide width or
a short length of the fuse links increases strength of the
fuse links. Therefore, vibration or an impact is effectively
not allowed to damage the fuse links.
[0071] As illustrated in FIGS. 6 to 9, in the battery pack
described in the above exemplary embodiment, fuse
links 3C that are each elongated and S-shaped connect
fixed terminals 3A with base 3B. Electrical resistance of
fuse link 3C that has the shape is increased if a width of
a metal sheet is narrowed, and a total length of fuse link
3C is lengthened. However, a shape of fuse links 3C of
bus bars 3 of the battery pack according to an aspect of
the present invention may be variously varied. Especially
in the battery pack according to an aspect of the present
invention, heat insulating member 8 covers surfaces of
fuse links 3C and surfaces of fixed terminals 3A connect-
ed with fuse links 3C, respectively. Therefore, fuse links
3C rapidly and surely melt even if a width of fuse links
3C is widened, and a total length of fuse links 3C is short-
ened. Therefore, metal sheets of the fuse links may have
a wide width and a long length.

(Another example of fuse link)

[0072] A battery pack illustrated in FIG. 13 is a battery
pack according to another exemplary embodiment of the
present invention. A shape of fuse links 3C of bus bars
is different from a shape of fuse links 3C of bus bars 3
described before. Fuse links 3C of bus bars 3 illustrated
in FIG. 13 connect steps 3D of fixed terminals 3A with
base 3B. A shape of fuse links 3C is like a strip that has
a uniform width. A shape of some fuse links 3C is like a
strip that is curved at approximately 90 degrees and has
a predetermined radius of curvature. Alternatively, a
shape of other fuse links 3C is like a strip that extends
straight. Fuse links 3C of bus bars 3 in FIG. 13 are wider
and shorter than fuse links 3C of bus bars 3 described
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before. As described before, in the battery pack accord-
ing to an aspect of the present invention, a heat insulating
member covers fuse links 3C of bus bars 3 and fixed
terminals 3A connected with fuse links 3C, respectively.
Therefore, fuse links 3C rapidly melt. Therefore, even if
a width of fuse links 3C is widened, and short fuse links
3C are designed as illustrated in FIG. 13, fuse links 3C
surely melt at a predetermined assigned temperature.
[0073] In the battery pack illustrated in FIG. 13, some
bus bars 3 each include a plurality of fuse links 3C, and
fixed terminals 3A connected with fuse links 3C, respec-
tively, and connected with electrode terminals 1y, respec-
tively (first fixed terminals 3Aa). Heat insulating member
8 covers fuse links 3C and fixed terminals 3A. On the
other hand, other bus bars 3 each include a plurality of
fixed terminals 3A connected with electrode terminals 1x,
respectively (second fixed terminals 3Ab). Heat insulat-
ing member is not on surfaces of other bus bars 3. As
described before, according to the present invention,
heat insulating member 8 covers fuse links 3C and fixed
terminals 3A connected with fuse links 3C. Fixed termi-
nals 3A that are not connected with fuse links 3C may
not be covered with the heat insulating member.

INDUSTRIAL APPLICABILITY

[0074] The present invention is effectively applicable
to a battery pack that accommodates a plurality of bat-
teries in a battery holder, and includes fuse links con-
nected with the batteries to improve safety.

REFERENCE MARKS IN THE DRAWINGS

[0075]

1 battery
1x electrode terminal
1y electrode terminal
2 battery holder
2A holder unit
2B supporting surface
2C second fitting portion
2D positioning hollow
2E boundary wall
2F positioning rib
3 bus bar
3A fixed terminal
3Aa first fixed terminal
3Ab second fixed terminal
3B base
3Ba fuse-link connecting portion
3C fuse link
3D step
3E welded portion
3F gap
3G projection
3H slit
3I first fitting portion

3J through hole
3K positioning hole
4 battery accommodating portion
5 partition wall
7 electrode window
8 heat insulating member
8A cover
8B adhesive
8C soft layer
8D projection
8F connection hole
9 peripheral wall
10 circuit board
11 external case
11A first case
11B second case

Claims

1. A battery pack comprising:

a plurality of batteries that are chargeable and
dischargeable;
a battery holder that arranges the batteries at
predetermined positions; and
a bus bar that is a metal sheet fixed to electrode
terminals of the batteries,
wherein
the bus bar includes:

a plurality of fixed terminals connected with
the electrode terminals of the batteries;
a base that connects the plurality of batter-
ies with each other through the plurality of
fixed terminals in series and/or in parallel;
and
fuse links that include ends that are con-
nected with the fixed terminals, respective-
ly, and roots that are connected with the
base, and

the battery pack further comprises a heat insu-
lating member that tightly covers surfaces of the
fuse links, and surfaces of the fixed terminals
connected with the fuse links, respectively.

2. The battery pack according to claim 1, wherein the
heat insulating member is made of a potting resin.

3. The battery pack according to claim 1, wherein the
heat insulating member includes a cover molded with
resin, and the cover is tightly fixed to the surfaces of
the fuse links and the surfaces of the fixed terminals
connected with the fuse links, respectively.

4. The battery pack according to any one of claims 1
to 3, wherein the bus bar includes the plurality of fuse
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links, and the heat insulating member is integrally
molded to tightly cover surfaces of all the fuse links
of the bus bar.

5. The battery pack according to claim 4, wherein the
heat insulating member is on a whole surface of the
bus bar.

6. The battery pack according to any one of claims 1
to 5, wherein
the battery holder puts the plurality of batteries par-
allel to each other, and arranges, on same planes,
the electrode terminals at both ends of the batteries,
and the bus bar connects the electrode terminals of
the batteries with each other at each of both surfaces
of the battery holder, and
the battery holder includes a positioning hollow on
each of both the surfaces on which the electrode
terminals of the batteries are arranged, the bus bar
is disposed in the positioning hollow, and the heat
insulating member is disposed in the positioning hol-
low.

7. The battery pack according to any one of claims 1
to 6, wherein
the base includes fuse-link connecting portions that
are connected with the roots of the fuse links, re-
spectively, and the fuse-link connecting portions in-
clude first fitting portions, respectively,
the battery holder includes second fitting portions,
and the second fitting portions are connected with
the first fitting portions, respectively, and the second
fitting portions are connected with the fuse-link con-
necting portions, respectively,
the second fitting portions are connected with the
first fitting portions, respectively, and the fuse-link
connecting portions are connected with the battery
holder, and
the heat insulating member fixes connections be-
tween the first fitting portions and the second fitting
portions.

8. The battery pack according to any one of claims 1
to 7, wherein
the base of the bus bar includes a positioning hole
between the fixed terminals that are adjacent to each
other,
the battery holder includes a positioning rib that is
guided by the positioning hole and is connected with
the bus bar,
the positioning rib is connected with the positioning
hole, and the bus bar is connected with the battery
holder, and
the heat insulating member fixes a connection be-
tween the positioning hole and the positioning rib.
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