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(54) CONTAINER FOR ABSORBENT ARTICLES

(57) In the absorbent article package (100), display
element unit (61) that has display elements exhibiting a
pattern and/or a mark and non-display element unit (62)
that does not have display elements are provided on a
package sheet (70) that encloses the absorbent article
(1). A window unit (204), which is configured to allow the
absorbent article packages (100) contained therein to be

seen, is formed on one side (S3) of a container bag (201)
and is configured so that only the non-display element
unit (62) can be seen through the window. A container
bag display unit (203) that shows the display elements
is provided on the one side (S3) where the container bag
window is provided.
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Description

[Technical Field]

[0001] The present invention relates to an absorbent
article container that contains a plurality of absorbent ar-
ticle packages in which an absorbent article such as a
sanitary napkin is individually packaged.

[Background Art]

[0002] Patent Literature 1 discloses an absorbent ar-
ticle container that has a container bag having contained
an absorbent article package in which an absorbent ar-
ticle is individually packaged by a package sheet, and is
configured such that patterns indicating a characteristic
and the like of the absorbent article are imparted to the
package sheet, a window is formed through the container
bag, and the patterns of the absorbent article package
are visible through the window.
[0003] According to the aforementioned absorbent ar-
ticle container, since the patterns are imparted to the
package sheet, it is possible to improve a decoration
property. Moreover, according to the absorbent article
container, a user is able to see the patterns of the pack-
age sheet through the window from the outer side of the
container bag, and to understand a characteristic or us-
age such as the performance of the absorbent article.

[Citation List]

[Patent Literature]

[0004] [PTL 1] Japanese Unexamined Patent Publica-
tion No. 2008-528398 (Fig. 1, Paragraph [0045] and
[0046], and the like)

[Summary of Invention]

[0005] However, the aforementioned absorbent article
container has the following problems. The absorbent ar-
ticle container contains a plurality of absorbent article
packages and is configured such that a part of the ab-
sorbent article packages is visible through the window.
For example, as illustrated in Fig. 1 of Patent Literature
1, when the patterns are imparted to a thickness part of
the absorbent article, a pattern visible through the win-
dow is smaller relative to the size of an entire container.
Accordingly, since a user is not able to apparently rec-
ognize the patterns in the state in which the absorbent
article package is contained in the container bag, it may
be difficult to understand the characteristic and the like
of the absorbent article.
[0006] Furthermore, in addition to the patterns of the
absorbent article packages, it is considered imparting
characters indicating the characteristic and the like of the
absorbent articles to the container bag. However, if the
characters are overlapped and imparted to the window

in the aforementioned absorbent article container, it is
probable that visibility of the characters is reduced be-
cause the patterns imparted to the package sheet overlap
the characters.
[0007] Therefore, the present invention has been
achieved in view of the above-described circumstances,
and an object thereof is to provide an absorbent article
container capable of improving the decoration property
of an absorbent article package, and allowing a user to
easily understand a characteristic or usage of the ab-
sorbent article in the state in which a plurality of absorbent
article packages are contained in the container.
[0008] In order to resolve the above-described prob-
lems, there is provided an absorbent article container
including an absorbent article having a liquid-permeable
topsheet, a liquid-impermeable backsheet, and an ab-
sorber arranged between the topsheet and the back-
sheet, a package sheet that individually packages the
absorbent article, an absorbent article package in which
the package sheet and the absorbent article are folded
in a state in which the absorbent article has been ar-
ranged on the package sheet and the absorbent article
is individually packaged by the package sheet, and a
container bag that contains a plurality of absorbent article
packages, wherein the package sheet is provided with a
display element unit having a display element indicating
a pattern and/or a mark and a non-display element unit
having no display element, the container bag is provided
with a window unit through which the absorbent article
package contained in the container bag is visible, only
the non-display element unit of the package sheet is con-
figured to be visible through the window unit, and a con-
tainer bag display unit indicating the display element is
provided on a surface on which the window unit of the
container bag has been provided.

[Brief Description of Drawings]

[0009]

[Fig. 1] Fig. 1 is a plan view when viewed from a skin
contact surface side of an absorbent article package
according to an embodiment.
[Fig. 2] Fig. 2 is a rear view when viewed from a non-
skin contact surface side of the absorbent article
package illustrated in Fig. 1.
[Fig. 3] Fig. 3 is a rear view when viewed from the
non-skin contact surface side of the absorbent article
package illustrated in Fig. 1.
[Fig. 4] Fig. 4 is a sectional view taken along line A-
A illustrated in Fig. 1.
[Fig. 5] Fig. 5 is a partially exploded view of a part B
of Fig. 3.
[Fig. 6] Fig. 6 is a perspective view schematically
illustrating a folding process of the absorbent article
package illustrated in Fig. 1. [Fig. 7] Fig. 7 is a sche-
matic view for explaining a method of printing a pack-
age sheet.
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[Fig. 8] Fig. 8 is a perspective view of an absorbent
article container according to the embodiment.
[Fig. 9] Fig. 9 is a perspective view of an absorbent
article container according to a modification.
[Fig. 10] Fig. 10 is a diagram schematically illustrat-
ing manufacturing steps of an absorbent article pack-
age according to the modification.

[Description of Embodiments]

[0010] With reference to Fig. 1 to Fig. 4, an absorbent
article package according to an embodiment will be de-
scribed. Fig. 1 is a plan view of the absorbent article pack-
age, and Fig. 2 and Fig. 3 are rear views of the absorbent
article package. Fig. 2 illustrates the state in which print-
ing of a package sheet is omitted, which will be described
later, and Fig. 3 illustrates the printing of the package
sheet. Fig. 4 is a sectional view taken along line A-A
illustrated in Fig. 1. As illustrated in Fig.1 to Fig. 4, an
absorbent article package 100 includes an absorbent ar-
ticle 1, and a package sheet 70 that individually packages
the absorbent article 1. The absorbent article 1 according
to the present embodiment is a sanitary napkin, for ex-
ample.
[0011] The absorbent article package 100 is config-
ured such that the package sheet 70 and the absorbent
article 1 are folded in the state in which the absorbent
article 1 is arranged on the package sheet 70, and then
the absorbent article 1 is individually packaged. Fig. 1 to
Fig. 3 illustrate the state in which the absorbent article 1
is individually packaged by the package sheet 70 and
then the absorbent article 1 is opened.
[0012] The absorbent article 1 has a topsheet 10 that
is in contact with the skin of the wearer, a liquid-imper-
meable backsheet 20 that does not allow liquid to pass
through, and an absorber 30. The absorber 30 is ar-
ranged between the topsheet 10 and the backsheet 20.
Consequently, the absorber 30 is indicated by a broken
line in Fig. 1 and the like. The absorber 30 is arranged
in the central part in a longitudinal direction L and a width-
wise direction W of the absorbent article 1. Furthermore,
in the plan view illustrated in Fig. 1, the absorbent article
1 has the absorber 30, and includes an absorbent body
extending in the longitudinal direction L, and wing units
43 and 44 provided at the outer side of the absorbent
body in the widthwise direction W perpendicular to the
longitudinal direction L. Additionally, the absorbent article
1 includes sidesheets 41 and 42 provided at the outer
side of the absorber 30 in the widthwise direction W.
[0013] The topsheet 10 is a liquid-permeable sheet that
allows liquids such as bodily fluid to pass through. The
topsheet 10 covers at least the surface of the absorber
30. The topsheet 10 is not particularly limited as long as
the topsheet 10 is a sheet-like material having a structure
that allows the liquids to pass through, such as a nonwo-
ven fabric, a woven fabric, a perforated plastic sheet, and
a mesh sheet. Both natural fibers and chemical fibers
can be used as a woven and nonwoven fabric.

[0014] Examples of the natural fibers include cellulose
such as ground pulp and cotton. Examples of the chem-
ical fibers include regenerated cellulose such as rayon
and fibril rayon; semi-synthetic cellulose such as acetate
and triacetate; thermoplastic hydrophobic chemical fib-
ers; and thermoplastic hydrophobic chemical fibers that
have been subjected to hydrophilic treatment. Examples
of the thermoplastic hydrophobic chemical fibers include
monofilament fibers such as polyethylene (PE), polypro-
pylene (PP), and polyethylene phthalate (PET); fibers
obtained by graft polymerization of polyethylene and
polypropylene; and composite fibers with core-clad struc-
tures.
[0015] Furthermore, the topsheet 10 according to the
present embodiment can be made from one or more ma-
terials. For example, the topsheet 10 may include a wo-
ven cloth, a nonwoven cloth, a polymer film, a film non-
woven laminate and the like, and a combination thereof.
The nonwoven cloth includes an air-laid nonwoven web,
a spun bond nonwoven web, a melt blown nonwoven
web, a bonded carded web, a hydraulically entangled
nonwoven web, a spun lace web and the like, and a com-
bination thereof. The nonwoven cloth is formed by one
of a dry type (such as a card method, a spun bond meth-
od, a melt blown method, and an air-laid method) and a
wet type.
[0016] The nonwoven cloth may be formed by combin-
ing a plurality of methods of the dry type method and the
wet type method with each other. Furthermore, it is pos-
sible to exemplify a method such as thermal bonding,
needle punch, or chemical bonding. In addition, a method
for manufacturing the nonwoven cloth is not limited to
the aforementioned method. An example of another pre-
ferred material may include rayon, polyester, polypropyl-
ene, polyethylene, nylon, a fine perforated film web that
is another thermally bondable fiber, a mesh-like member,
and a bonded carded web that is a combination thereof.
These webs, for example, can be prepared from polyole-
fin such as polypropylene, polyethylene, or copolymer
thereof, general polylactate, nylon, or a polymer material
such as polyester including another thermally bondable
aliphatic ester.
[0017] The backsheet 20 has substantially the same
length as the length of the topsheet 10. The backsheet
20 may use a polymer film, a woven cloth, a nonwoven
cloth and the like, a combination or a constituent material
thereof, and the like. The polymer film may be composed
of polyethylene, polypropylene, polyester and the like,
and a combination thereof. Moreover, the polymer film
can be micro-embossed to have a printed design or a
printed message to a consumer, and/or can be at least
partially colored. Preferably, the backsheet may be an
air-permeable microporous film. Furthermore, it is pref-
erable that the backsheet 20 is made from a material
having flexibility to the extent that a user does not feel
discomfort when wearing the absorbent article 1.
[0018] The absorber 30 includes hydrophilic fibers and
pulp. The absorber 30 includes a lower layer absorber
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31 and an upper layer absorber 32 stacked on the lower
layer absorber 31. The upper layer absorber 32 is smaller
than the lower layer absorber 31 in the longitudinal di-
rection L and the widthwise direction W. In addition, the
lower layer absorber 31 and the upper layer absorber 32
may be provided separately from each other, or may be
integrally formed with each other. Furthermore, the lower
layer absorber 31 and the upper layer absorber 32 are
bonded by a hot melt type adhesive.
[0019] The absorber 30 including the lower layer ab-
sorber 31 and the upper layer absorber 32 is formed by
a material capable of absorbing bodily fluid such as men-
strual blood. A material suitable for the absorber 30, for
example, includes cellulose, wood pulp fluff, rayon, cot-
ton, and melt blown polymer such as polyester, polypro-
pylene, or coform. The absorber 30 may be formed by
stacking hydrophilic fibers or powder by an air-laid meth-
od, may be an air-laid sheet obtained by forming hy-
drophilic fibers or powder in a sheet shape by an air-laid
method, or may be formed by arranging ground pulp
mixed with high absorbent polymer on a tissue (for ex-
ample, a basis weight 15 g/m2) and surrounding the
ground pulp with the tissue.
[0020] The sidesheets 41 and 42 can be selected from
a similar material to that of the topsheet 10. However, in
order to prevent menstrual blood from being leaked to
the widthwise outer side of the absorbent article 1, it is
preferable that the sidesheets 41 and 42 have hydropho-
bic property or water-repellent property. Specifically, a
spun bond nonwoven cloth, an SMS nonwoven cloth and
the like are exemplified. The sidesheet constitutes a con-
tact surface with a skin. Therefore, in order to reduce
friction stimulation to a skin, it is preferable to use an air-
through nonwoven cloth.
[0021] The sidesheets 41 and 42 are located on both
sides of the topsheet 10. The sidesheets 41 and 42 cover
a part of the side edges of the absorber 30, and the wing
units 43 and 44. In the absorbent article 1, the peripheries
of the topsheet 10, the sidesheets 41 and 42, and the
backsheet 20 are joined, and the absorber 30 is included
within. As a method for joining the topsheet 10 to the
backsheet 20, it is possible to use one of heat embossing,
ultrasonic wave, and a hot melt type adhesive, or a com-
bination of a plurality thereof.
[0022] In the backsheet 20, an adhesive member 50
is applied on the surface coming into contact with under-
wear (see Fig. 2). The adhesive member 50 is formed
by applying an adhesive on the non-skin contact surface
of the backsheet 20, or applying an adhesive on the pack-
age sheet 70, the entire surface of which is stripped, and
then transferring the adhesive on the non-skin contact
surface of the backsheet 20. A plurality of adhesives 50
are arranged in a stripe shape extending in the longitu-
dinal direction L at the widthwise center of the absorbent
article.
[0023] The adhesive member 50 is also provided on
the surfaces coming into contact with underwear at the
wing unit 43 and the wing unit 44. In a state before being

used, the adhesive member 50 comes into contact with
the package sheet 70, and the adhesive member is pre-
vented from deteriorating by the package sheet 70 before
being used. At the time of use, the package sheet 70 is
stripped by a wearer. In addition, it may be configured
such that the deterioration of the adhesive member is
prevented by a release sheet including a paper, other
than the package sheet 70, before being used. In addi-
tion, the adhesive member, for example, may use a hot
melt type adhesive.
[0024] The package sheet 70 individually packages
the absorbent article 1. The package sheet 70 includes
a rear surface 71 that is an opposite surface facing the
absorbent article 1 at the side of the backsheet 20 of the
absorbent article 1, and a front surface 72 that is a non-
opposite surface not facing the absorbent article 1 and
is positioned at the outer side in the state in which the
absorbent article 1 is contained.
[0025] The material of the package sheet 70 is not par-
ticularly limited, and for example, includes various films,
such as a plastic film of polyethylene, polypropylene, pol-
yester and the like, or a nylon film, an air permeable film
in which a filler such as barium sulfate is added and
stretched, and a film obtained by laminating nonwoven
cloths. The basis weight of the package sheet 70 is 10
g/m2 to 50 g/m2, and preferably, is 12 g/m2 to 30 g/m2.
[0026] Moreover, the rear surface of the package sheet
70 is subject to a process capable of stripping the adhe-
sive member without reducing the adhesibility of the ad-
hesive member. A processing method capable of strip-
ping the adhesive member includes a method for apply-
ing a stripping agent on the entire surface (to be proc-
essed) of the package sheet 70 and heating and drying
the stripping agent, a method for spraying a stripping
agent on the entire surface (to be processed) of the rear
surface of the package sheet 70 by using a spray and
forming a thin film, and the like. Examples of the stripping
agent include silicon-based resin, fluorine-based resin,
and octaldecyl isocyanate-based resin.
[0027] The front surface 72 of the package sheet 70 is
a surface positioned at the outer side when the absorbent
article 1 is packaged by the package sheet 70, and is a
surface seen in Fig. 2 and Fig. 3. The front surface 72 of
the package sheet 70 is subject to printing. Fig. 5 is a
partially exploded view of a part B of Fig. 3. The package
sheet 70 is provided with a first colored area A11 colored
with a first color, a first non-colored area A12 not colored
with the first color, a second colored area A2 colored with
a second color, a non-colored area A3 colored with nei-
ther the first color nor the second color, and a superpo-
sition area A4 colored with both the first color and colored
with the second color.
[0028] The first colored area A11 is provided in the
whole of the package sheet 70, and constitutes a non-
display element unit 62 that is a background of display
element units 61 including patterns. The non-display el-
ement unit 62 is a part other than display elements having
patterns or characters. The first non-colored area A12
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constitutes the display element unit 61 indicating a star-
shaped pattern and a heart-shaped pattern. The second
colored area A2 is printed with the second color different
from the first color. The second colored area A2 consti-
tutes the display element unit 61 indicating a star-shaped
pattern and a heart-shaped pattern. The first non-colored
area A12 and the second colored area A2 have the same
shape and are arranged to partially overlap with each
other.
[0029] The display element unit 61 is configured to in-
dicate the display elements including the patterns or the
characters, and is able to indicate a characteristic or us-
age such as the performance of the absorbent article 1.
A wearer is able to understand the performance and the
like of the absorbent article 1 from the outer side of the
package sheet 70 at the time of selection of the absorbent
article 1 or at the time of use of the absorbent article 1.
In addition, it may be configured such that the perform-
ance and the like of the absorbent article are indicated
on the basis of the content (the image or meaning of
patterns) of the display elements of the display element
units 61, or the performance and the like of the absorbent
article are indicated on the basis of the content and colors
of the display elements.
[0030] As described above, since it is configured such
that the package sheet is decorated by patterns or colors
and the performance and the like of the absorbent article
are indicated by the decoration, even when the absorbent
article 1 is kept after being extracted from a container
bag 201 (see Fig. 8) which will be described later or the
absorbent article 1 is carried after being extracted from
the container bag 201, a wearer is able to see the display
elements of the package sheet 70 to understand and
select the absorption performance of the absorbent arti-
cle 1, such as whether it is an absorbent article in daytime,
in the state in which the absorbent article 1 is surrounded
by the package sheet 70. Furthermore, as compared with
the case of indicating the absorbent article 1 by charac-
ters and the like, since it is not possible to know that it is
a sanitary napkin at first glance, it is preferable in the
case in which the content is not desired to be recognized.
[0031] At the vicinity of the second colored area A2,
the non-colored area A3 and the superposition area A4
are provided. The non-colored area A3 is a non-colored
area in which the color of the package sheet 70 itself is
shown. The non-colored area A3 is arranged along the
outline of the second colored area A2. The superposition
area A4 is an area, in which the first color and the second
color overlap each other, and is deeper than the first color
and the second color.
[0032] As described above, the non-colored area A3
is arranged along the outline of the second colored area
A2, so that the first colored area A11 and the second
colored area A2 can be seen to stand out by color contrast
between the colored first colored area A11 and second
colored area A2, and the non-colored area A3, and it is
possible to three-dimensionally express the display ele-
ments in a pseudo manner. Furthermore, the superposi-

tion area A4 is arranged along the outline of the second
colored area A2, so that the outline of the second colored
area A2 can be made deeper, and the display elements
can be shown as if they are three-dimensionally formed
through light and shade by the color contrast.
[0033] The display elements are three-dimensionally
expressed to improve the feeling of the package sheet
70 itself, so that it is possible to allow the absorbent article
package 100 to be seen as fabric such as a handkerchief
in a packaged state. Furthermore, no embossing for
three-dimensional decoration is performed for the pack-
age sheet itself and the display elements are three-di-
mensionally expressed by the color contrast, so that it is
possible to suppress the occurrence of a problem due to
stripping of an adhesive member and the like.
[0034] As illustrated in Fig. 3, the first non-colored ar-
eas A12 are provided at the center, in the widthwise di-
rection W, of the absorbent article 1 and both ends, in
the widthwise direction W, of the absorbent article 1. The
second colored areas A2 are arranged to partially overlap
the first non-colored area A12 positioned at the center in
the widthwise direction W and are not arranged to overlap
the first non-colored area A12 positioned at both ends in
the widthwise direction W. That is, the first non-colored
area A12 positioned at both widthwise ends is not colored
with the second color and becomes the non-colored area
A3. The first non-colored area A12 positioned at the
widthwise center and the first non-colored area A12 po-
sitioned at both widthwise ends show different aspects.
Accordingly, it is possible to allow decoration patters of
a plurality of first non-colored areas to be different from
each other, resulting in the improvement of decoration
property.
[0035] The superposition area A4 and the first non-
colored area A12 are arranged to be interposed between
the second colored areas A2 in the longitudinal direction
L. The superposition area A4 and the non-colored area
A3 are arranged at both ends, in the longitudinal direction
L, of the second colored areas A2. The superposition
area A4 is provided at an end at an opposite side of the
non-colored area A3. As described above, the superpo-
sition area A4 and the non-colored area A3 are provided,
so that it is possible to allow a color of one end for the
second colored area A2 to be light while allowing a color
of the other end to be deep, and to more three-dimen-
sionally express the display elements through light and
shade in the whole of the display elements.
[0036] A color colored on the package sheet, for ex-
ample, may be configured to be suitable according to
Commission Internationale de l’Eclairage L*a*b* color
space (hereinafter, "CIELab") disclosed in Japanese Un-
examined Patent Publication No. 2008-507385. The CIE-
Lab is a mathematical tristimulus color scale based on
the CIE 1976 standard. The CIELab enables colors to be
described quantitatively and precisely. The CIELab al-
lows a color to be plotted in a three-dimensional space
similar to the xyz space of Cartesian coordinates. The
CIELab has colors from green to red on the original x-
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axis in the xyz space of the Cartesian coordinates. CIE-
Lab regards this axis as an a-axis. Negative a* values
indicate green, and positive a* values indicate red. The
CIELab has colors from blue to yellow on the original y-
axis in the xyz space of the Cartesian coordinates. The
CIELab regards this axis as a b-axis. Negative b* values
indicate blue, and positive b* values indicate yellow. The
CIELab has brightness on the original z-axis in the xyz
space of the Cartesian coordinates. The CIELab regards
this axis as an L-axis. The L*-axis ranges from 100 to 0,
and the value of 100 indicates white while the value of 0
indicates black. An L* value of 50 indicates a mid-tone
gray (provided a* and b* are all zero). Any color may be
plotted in the CIELab according to the three values (L*,
a*, b*).
[0037] The three-dimensional CIELab enables calcu-
lation of the three color components of saturation, hue,
and brightness. The components of hue and saturation
can be determined in the two-dimensional space includ-
ing the a-axis and the b-axis. The saturation is the relative
degree of saturation of the perceived color, and is deter-
mined by a distance from the origin when measured in
the a*b* plane.
[0038] For example, a color with a*b* values of (10, 0)
exhibits a lesser saturation than a color with a*b* values
of (20, 0). The latter color is qualitatively perceived as
being stronger in red than the former color. The hue is
the relative red, yellow, green, and blue in a particular
color. A radius can be created from the origin to any color
within the two-dimensional a*b* space. The hue is an
angle measured from 0° (the positive a*-axis) to the cre-
ated radius. The hue can be any value in a range of 0°
to 360°. The brightness is determined by the L* value,
and the higher in value, the stronger in white, and the
lower in value, the stronger in black.
[0039] The color difference ΔE, which is a difference
between colors can be evaluated based on, for example,
the following equation. ΔE = ((ΔL*)2 + (Δa*)2 + (Δb*)2)1/2,
In the above equation, L denotes brightness, a* denotes
a coordinate of a red-green axis, and b* denotes a coor-
dinate of a yellow-blue axis. By measuring the color dif-
ference with respect to a reference color, it is possible to
specify a first color and a second color printed on a pack-
ing sheet, for example.
[0040] For example, the color difference can be meas-
ured by the following method. Specifically, firstly, L*a*b*
of white serving as reference color is measured using a
color-difference meter (for example, CR-300 manufac-
tured by Konica Minolta, Inc.). In the present embodi-
ment, a C-light source (standard of Commission Interna-
tionale de l’Eclairage (CIE)) is used as a light source of
the meter. A diameter of a measurement window of the
meter is 10 mm. Further, a white reference plate (Y =
92.0, x = 0.3145, y = 0.3198) serving as a reference color
when the color difference is measured is used, where Y
is a value indicating the brightness, and x and y are plane
coordinates of the chromaticity.
[0041] Thereafter, the measured measurement values

(L*a*b*) are set as reference colors. Next, a package
sheet and the like (a color difference of which is meas-
ured) as a sample are mounted on the white reference
plate, and then L*a*b* of a target color is measured. Thus,
the color differences of the sample to be measured with
respect to the reference colors can be calculated. When
a color portion of a sample to be measured is smaller
than the measurement window of the meter, a predeter-
mined portion is cut off in advance, and is arranged on
the white reference plate without to perform measure-
ment without causing a gap or overlapping.
[0042] A color difference ΔE between the first color and
the second color is preferable to be large in order to in-
crease distinguishability of display elements, and specif-
ically, is preferable to be equal to or more than 1. When
the color difference between the first color and the second
color is equal to or more than 1, a user is able to generally
distinguish the first color from the second color. Moreo-
ver, preferably, the color difference ΔE between the first
color and the second color is preferable to be equal to or
more than 10. When the color difference between the
first color and the second color is equal to or more than
10, a user is able to distinguish the first color from the
second color more apparently, and display elements can
be expressed more three-dimensionally by a combina-
tion of the first color and the second color.
[0043] The first color and the second color are prefer-
able to be in a complementary color relation. In the
present embodiment, the complementary color relation
indicates a color with hue in the range of 180 6 45 degree.
Preferably, in the case in which the hue is in the range
of 615 degree, a dark color may be more easily obtained
when colors overlap each other. Specifically, for exam-
ple, there are combinations of a green color for a red
color, an orange color for a blue color, and a purple color
for a yellow color.
[0044] An area of the superposition area A4 is prefer-
able to be 1% to 50% relative to an area of the second
colored area A2. The superposition area A4 in such a
range is provided, so that the outline of the display ele-
ments are made to stand out and thus it is possible to
clearly obtain a three-dimensional effect. Moreover, pref-
erably, the area of the superposition area A4 is 10% to
33% relative to the area of the second colored area A2.
Furthermore, an area of the non-colored area A3 is pref-
erable to be 1% to 50% relative to the area of the second
colored area A2. The non-colored area A3 in such a range
is provided, so that it is possible to clearly obtain a three-
dimensional effect of the display elements. Moreover,
preferably, the area of the non-colored area A3 is 10%
to 33% relative to the area of second colored area A2.
[0045] In the present embodiment, as illustrated in Fig.
4, the second color is arranged to overlap on the first
color. At least the second color of the first color and the
second color is configured to have light transmitting prop-
erty. The second color has the light transmitting property,
so that the second color and the first color which is a
lower layer thereof can be seen as if they are mixed when
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the first color and the second color overlap each other.
In addition, the brightness of the second color is config-
ured to be lower than the brightness of the first color. The
brightness of the second color is configured to be low,
so that the second color and the first color which is a
lower layer thereof can be easily seen as if they are mixed
when the first color and the second color overlap each
other.
[0046] The coloring of the package sheet 70 can be
performed according to various well-known coloring
technologies. The coloring includes printing, coating, and
impregnation, but is not limited thereto. A printing meth-
od, for example, includes relief printing, flexo printing,
gravure printing, offset printing, screen, and inkjet, but is
not limited thereto.
[0047] The absorbent article 1 and the package sheet
70 are configured to be folded with the topsheet 10 of
the absorbent article 1 disposed at the inner side thereof
at a predetermined folding position along the widthwise
direction W and the longitudinal direction L. Specifically,
the package sheet 70 is folded through two longitudinal
folding lines FL1 and FL2 along the longitudinal direction
L, and is folded through transverse folding lines FW1 and
FW2 along the widthwise direction W. The longitudinal
folding lines and the transverse folding lines are indicated
by dashed-dotted lines in Fig. 1 and Fig. 2. In the state
in which the absorbent article 1 is folded, one end, in the
longitudinal direction L, of the package sheet 70 adheres
to the package sheet 70. The end of the package sheet
70 adheres to a part of the package sheet 70 by an ad-
hesive tape 75. A material of the adhesive tape 75 is
formed by a single layer film such as a polypropylene film
or a polyethylene film, or a multi-layer film obtained by
laminating a plurality of types of resin films.
[0048] Next, a method of folding the absorbent article
package 100 will be described. Fig. 6 is a perspective
view schematically illustrating a folding process of the
absorbent article package 100. The folding process of
the absorbent article package 100 includes an absorbent
article mounting step, a first folding step, a second folding
step, a bonding step, and a third folding step.
[0049] In the absorbent article mounting step, the ab-
sorbent article 1 is arranged on the package sheet 70.
The package sheet 70 faces the backsheet 20 of the
absorbent article 1. In addition, the absorbent article 1
may be arranged on the package sheet 70 dimensioned
to individually package one absorbent article 1, or for
example, a plurality of absorbent articles may be ar-
ranged on a package sheet, which is continuous along
a conveyance direction, at a predetermined interval. In
the present embodiment, for the purpose of convenience,
a folding method will be described using an absorbent
article package that packages one absorbent article.
[0050] In the first folding step, as illustrated in Fig. 6
(a), the package sheet 70 and the absorbent article 1 are
folded inward about the first longitudinal folding line (see
Fig. 1) FL1 along the longitudinal direction L from an end
region side including one end side of the absorbent article

1 in the widthwise direction W. In the second folding step,
as illustrated in Fig. 6 (b), the package sheet 70 and the
absorbent article 1 are folded inward about the second
transverse folding line FL2 (see Fig. 1) along the longi-
tudinal direction L from an end region side including the
other end side of the absorbent article 1 in the widthwise
direction W.
[0051] Next, in the bonding step, widthwise ends of the
absorbent article 1 and the package sheet 70, which are
folded back about the second longitudinal folding line
FL2, adhere to the package sheet 70 through a hot melt-
type adhesive member. Through the present step, the
absorbent article 1 is individually packaged by the pack-
age sheet 70. It is sufficient if the hot melt-type adhesive
member is arranged to allow a widthwise end of the rear
surface 71 of the package sheet to adhere to the front
surface 72 of the package sheet.
[0052] In addition, in the present embodiment, the
widthwise end of the package sheet 70 folded back about
the first longitudinal folding line FL1 and the second lon-
gitudinal folding line FL2 adheres through the hot melt-
type adhesive member. However, the widthwise end of
the package sheet 70 may not adhere. Furthermore, a
method of adhering the widthwise end of the package
sheet 70 may be performed by thermal welding, crimping,
or ultrasonic welding.
[0053] In the third folding step, as illustrated in Fig. 6
(c), the package sheet 70 and the absorbent article 1 are
folded inward about the first transverse folding line FW1
and the second transverse folding line FW2 (see Fig. 1)
along the widthwise direction W from both end sides in
the longitudinal direction L of the absorbent article 1. The
aforementioned steps are performed, so that the absorb-
ent article package 100 is folded to be small.
[0054] In addition, when the package sheet 70 and the
absorbent article 1 are folded back from both end sides
in the longitudinal direction L of the absorbent article 1,
they may be configured to be folded back one by one
from one end side in the longitudinal direction L, or they
may be configured to be folded back at a time from both
end sides in the longitudinal direction L.
[0055] As described above, the package sheet 70 and
the absorbent article 1 are folded, so that the absorbent
article 1 can be individually packaged by the package
sheet 70 in a compact manner. Since the absorbent ar-
ticle 1 is miniaturized, when the absorbent article 1 is
contained in a bag such as a makeup bag or a pochette,
simple carrying is possible without occupying a large por-
tion of a storage space of the bag. Furthermore, since
the absorbent article 1 is individually packaged in a com-
pact manner, when a user carries the absorbent article
1 in a toilet and the like at the time of use of the absorbent
article 1, the user is able to arrange the absorbent article
1 in her hand even in a non-folded state and to hold the
absorbent article 1 so as not to be seen by another per-
son.
[0056] As illustrated in Fig. 3, the display element units
61 positioned at the widthwise center of the package
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sheet 70 are configured by the first non-colored areas
A12, and are positioned between the first longitudinal
folding line FL1 and the second longitudinal folding line.
Furthermore, the display element units 61 positioned at
both widthwise ends of the package sheet 70 are config-
ured by the first non-colored areas A12 and the second
colored areas A2, and are positioned at the widthwise
outer side from the first longitudinal folding line FL1 or
the widthwise outer side from second longitudinal folding
line FL2.
[0057] Consequently, in the state in which the package
sheet and the absorbent article are folded along the first
longitudinal folding line or the second longitudinal folding
line, display element units positioned at the widthwise
outer side from the first longitudinal folding line and the
second longitudinal folding line are seen. The display el-
ement units are configured by the first non-colored areas.
[0058] Meanwhile, in the state in which the package
sheet and the absorbent article are folded along the trans-
verse folding line, display element units positioned be-
tween the first longitudinal folding line in the widthwise
direction and the longitudinal folding line are seen. The
display element units are configured by the first non-
colored areas and the second colored areas. That is, in
the state in which the package sheet and the absorbent
article are folded along the longitudinal folding line and
in the state in which the package sheet and the absorbent
article are folded along the transverse folding line, since
the configurations of the display element units can be
made to be different from each other, it is possible to
increase a variation in a decoration mode.
[0059] The display element units 61 are provided on
the first longitudinal folding line FL1 and the non-display
element unit 62 is provided on the second longitudinal
folding line FL2. The display element units 61 of the pack-
age sheet 70 are arranged over the first longitudinal fold-
ing line FL1 in the widthwise direction W, and are ar-
ranged over a first side portion S1, in which the first lon-
gitudinal folding line is arranged, of side portions of the
package sheet 70 in the state in which the absorbent
article 1 is packaged. Accordingly, in the folded state,
display elements are imparted to the widthwise inner side
and the widthwise outer side of the first side portion S1
(see Fig. 6), so that it is possible to obtain a sense of
depth.
[0060] In addition, the non-display element unit 62 is
arranged at a second side portion S2, in which the second
longitudinal folding line is arranged, of the side portions
of the package sheet in the state in which the absorbent
article is packaged. Accordingly, in the folded state, dec-
oration modes of the first side portion of the first longitu-
dinal folding line side and the second side portion of the
second longitudinal folding line side can be made to be
different from each other, so that a user can see a differ-
ent color or pattern of the absorbent article package de-
pending on a user’s viewing angle or a user’s holding
angle.
[0061] Next, a part of a method of manufacturing the

absorbent article package according to the present em-
bodiment will be described. As far as the method that is
not described in the present embodiment is concerned,
the existing method can be used. According to a method
of manufacturing the absorbent article, the back surface
71 of the package sheet 70 is applied with the adhesive
member 50. The adhesive member, for example, is a hot
melt-type adhesive and has a property that it becomes
soft by heat. The side of the backsheet 20 of the absorb-
ent article 1 is stuck to come into contact with the adhe-
sive member 50.
[0062] In addition, an adhesive member applied on the
rear surface of the package sheet is configured to be soft
in the state in which the adhesive member is applied on
the backsheet. Accordingly, when the absorbent article
1 is stuck to the package sheet 70, if concave and convex
portions are formed in the package sheet by embossing
and the like as with the conventional art, the adhesive
member applied on the rear surface of the package sheet
is applied along the concave and convex portions. How-
ever, since the adhesive member is hardened according
to passage of time, an air is included when the adhesive
member adheres to the absorbent article. An adhesive
member at the part, in which an air is included, remains
in the package sheet side and may not be transferred to
the absorbent article.
[0063] However, since the package sheet according
to the present embodiment is not formed with concave
and convex portions by embossing and the like, a contact
surface with the adhesive member in the package sheet
is smooth, so that it is possible to appropriately transfer
the adhesive member, resulting in the suppression of the
occurrence of a problem due to including an air. Further-
more, it is possible to ensure a contact area between the
adhesive member of the absorbent article and the pack-
age sheet, and to suppress the reduction of adhesion of
the adhesive member of the absorbent article. Since it is
possible to suppress shift between the absorbent article
and the package sheet, the adhesive member of the ab-
sorbent article before being used is difficult to be ex-
posed.
[0064] Furthermore, a method of printing the package
sheet may use the following method. Fig. 7 is a schematic
diagram for explaining the printing method. Specifically,
for example, the non-display element unit 62 of the pack-
age sheet is printed with the first color. Fig. 7 (a) illustrates
the state in which the non-display element unit 62 is print-
ed with the first color. The first colored area A11 printed
with the first color constitutes the non-display element
unit 62, and the first non-colored area A12 not printed
with the first color constitutes the display element unit
61. The non-display element unit 62 is a whitened part
and is indicated by a color of a base material of the pack-
age sheet 70. Next, the display element unit 61 is printed
with the second color. Fig. 7 (b) illustrates the state in
which the display element unit is printed with the second
color with respect to the package sheet not printed with
the first color. The display element unit 61 is configured
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by the second colored area A2 printed with the second
color. Fig. 7 (c) illustrates the state in which the package
sheet printed with the first color is printed with the second
color.
[0065] When the first non-colored area A12 and the
second colored area A2 have the same shape, the color-
ing is performed such that a partial shift is made, for ex-
ample. In this way, the second colored area A2 printed
with the second color constitutes the display element unit
61, the superposition area A4, in which the first color and
the second color overlap each other, is arranged along
the outline of the second colored area A2, and the non-
colored area A3 not printed with the first color and the
second color is arranged along the outline of the second
colored area A2, so that it is possible to apply three-di-
mensional decoration.
[0066] When the first non-colored area A12 and the
second colored area A2 have similar shapes, they are
colored to overlap each other, for example. In this way,
the display element unit 61 is configured by the second
colored area A2 printed with the second color, and the
superposition area A4, in which the first color and the
second color overlap each other, is arranged along the
outline of the second colored area A2, so that it is possible
to apply three-dimensional decoration.
[0067] Furthermore, according to the three-dimension-
al decoration, the display element unit can be colored
with the first color, and then can be colored with the sec-
ond color along the outline of the display element unit
colored with the first color. Moreover, a color for coloring
the package sheet is not limited to two colors, and may
be equal to or more than three colors.
[0068] The absorbent article package 100 is contained
in the container bag 201. Fig. 8 is a perspective view
illustrating an absorbent article container 200 in the state
in which a plurality of absorbent article packages 100 are
contained in the container bag 201. The container bag
201 has a bag shape for containing a plurality of absorb-
ent article packages 100. The plurality of absorbent arti-
cle packages 100 arranged in the transverse direction
are contained in the container bag 201. Since an opening
202 is provided at the upper portion of the container bag
201, a wearer is able to take the absorbent article pack-
ages 100 in and out through the opening 202. In addition,
it is sufficient if the opening 202 of the container bag 201
is configured such that the absorbent article 1 can be
taken in and out of the bag 201, and the position and
shape of the opening 202 are not limited to the example
illustrated in Fig. 8.
[0069] The container bag 201 is printed with container
bag display units 203 indicating display elements impart-
ed to a package sheet. The container bag display unit
203 is configured by a combination of a star-shaped pat-
tern and a heart-shaped pattern that are equal to those
of the display elements printed on the package sheet 70.
One side S3 of a plurality of sides of the container bag
201 is provided with a window unit 204 through which
the absorbent article packages 100 contained in the con-

tainer bag 201 are visible. The one side S3 described
herein is a surface positioned at the front in Fig. 8, and
the window unit 204 formed at the side is configured such
that only the non-display element unit 62 of the package
sheet constituting the absorbent article package 100 is
visible. That is, when a user sees the container bag from
the front side of Fig. 8, the window unit 204 is not con-
figured such that the pattern and the like imparted to the
package sheet 70 are seen through the window unit 204,
and is configured such that a blank part, other than the
pattern of the package sheet 70, is seen through the win-
dow unit 204.
[0070] In addition, in the present embodiment, among
the sides of the container bag, at the side of the front side
illustrated in Fig. 8 and the side positioned at the upper
portion, window units through which the absorbent article
package contained in the container bag is visible are
formed. The absorbent article container according to the
present invention has a concept that it may be configured
such that only the non-display element units of the pack-
age sheet are visible through the window unit formed at
least one side, it is sufficient if a container display unit is
imparted to the one side, and it may be configured such
that the display element units of the package sheet are
visible through the window unit formed at the other side.
[0071] Furthermore, the sides include all sides of the
container, and have a concept to include all surfaces in-
cluding an upper surface positioned at an upper portion,
a bottom surface positioned at a lower portion, a front
surface positioned at a front side, a rear surface posi-
tioned at a rear side, a left side surface positioned at a
left side, a right side surface positioned at a right side,
and the like. In addition, it is sufficient if the window unit
is configured such that the absorbent article package
contained in the container is visible therethrough, and for
example, it is sufficient if the window unit is transparent
or semi-transparent.
[0072] Since the container bag display unit 203 is pro-
vided at the side having the window unit, it is possible to
express decoration equal to that of the package sheet
by the display elements in the container bag display unit
203 and the non-display element of the package sheet.
A wearer is able to see the display element units and the
non-display element unit from the outside of the container
bag and understand the characteristic or usage such as
the absorption performance and the like of the absorbent
article 1 contained in the container bag. Consequently,
a wearer is able to understand and select the perform-
ance of an absorbent article from the outside of the con-
tainer bag 201 at the time of selection of the absorbent
article.
[0073] In addition, the display element printed on the
package sheet and the display element in the container
bag display unit 203 may have the same shape or have
similar shapes. Furthermore, the display element printed
on the package sheet and the display element in the con-
tainer bag display unit 203 may have the same color or
have colors different from each other.
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[0074] Since it is configured such that only the non-
display element unit of the package sheet is visible
through the window unit 204, it is possible to impart a
character of a product name and the like of an absorbent
article while overlapping the window unit 204. Even when
an information display unit of a character and the like is
imparted while overlapping the window unit 204, since
the pattern and the character imparted to the package
sheet 70 do not overlap each other, it is possible to sup-
press the reduction of visibility of the character and to
indicate information by the character.
[0075] Since the display element unit 61 of the package
sheet 70 is arranged over the first side portion S1, in
which the first longitudinal folding line is arranged, of the
side portions of the package sheet 70, the display ele-
ment unit 61 is larger than a thickness dimension of the
first side portion S1. Accordingly, in the state in which
the side first portion of the package sheet is seen, it is
difficult to understand the display element and to under-
stand the content and the like of the display element.
However, since a container bag display element includ-
ing the display element of the package sheet is provided
on the container bag, a user is able to see the display
element indicated on the container bag and understand
the content and the like of the display element.
[0076] The container bag 201 is formed with an auxil-
iary window unit 205 through which the display element
units of the package sheet 70 constituting the absorbent
article package 100 contained in the container bag 201
is visible. In the state in which the absorbent article pack-
age 100 is contained in the container bag 201, the display
elements are visible through the auxiliary window unit
205, resulting in the improvement of the decoration prop-
erty of the container. It is sufficient if the auxiliary window
unit is configured such that at least a part of the display
elements unit are visible therethrough. In addition, in the
present embodiment, the auxiliary window unit is formed
on a surface adjacent to the surface on which the window
unit is formed in the container bag. However, the present
invention is not limited to this configuration. The auxiliary
window unit may be formed on the surface on which the
window unit is formed, or a surface facing the surface on
which the window unit is formed.
[0077] In addition, the display element may be three-
dimensionally displayed by a combination of the first color
and the second color, or by one color such as only the
first color or only the second color. For example, the
whole of the package sheet is printed with the first color
and the display element is further printed with the second
color thereon. It is configured such that only the first color
of the package sheet is visible through the window unit
of the storage bag, and the display element is printed
with the second color on the surface on which the window
unit of the storage bag is formed. Even in such a config-
uration, it is possible to apply decoration equal to that of
the package sheet 70 by the display element of the sec-
ond color printed on the surface on which the window
unit 204 of the container bag 201 is provided and the

non-display element unit of the first color which is visible
through the window unit. That is, in the state in which a
plurality of the absorbent article packages 100 are con-
tained in the container bag 201, it is possible to indicate
the characteristic or usage of the absorbent article with
respect to a user.
[0078] In the present embodiment, only the front sur-
face (a surface positioned at an outer side when the ab-
sorbent article is packaged) of the package sheet is print-
ed. However, only the rear surface (a surface positioned
at an inner side when the absorbent article is packaged)
of the package sheet may be printed, or the front surface
and the rear surface of the package sheet may be printed.
In the present embodiment, the first non-colored area
and the second colored area are configured to have the
same shape. However, the first non-colored area and the
second colored area may have similar shapes, or the first
non-colored area and the second colored area may have
analogous shapes. The analogous shape, for example,
includes a true circular shape and an elliptical shape.
[0079] In the present embodiment, the adhesive mem-
ber provided on the backsheet of the absorbent article is
configured to come into contact with the package sheet.
However, it may be configured such that a release sheet
may be provided between the package sheet and the
adhesive member, and an adhering area is covered by
the release sheet. The release sheet, for example, may
be formed by a nonwoven material, a film, a paper, a
laminate, and/or a cloth (including a woven cloth) mate-
rial, and a combination of these materials.
[0080] As the absorbent article, a plurality of absorbent
articles having different absorption performance may be
prepared, and it may be configured such that the per-
formance and the like of the absorbent article are indi-
cated by the display elements and the like. For example,
as the absorbent article package, a first absorbent article
package having a first absorbent article with first absorp-
tion performance, a first container bag that contains the
first absorbent article package, a second absorbent arti-
cle package having a second absorbent article with sec-
ond absorption performance different from the first ab-
sorption performance, and a second container bag that
contains the second absorbent article package are pro-
vided, and a first display element indicating the first ab-
sorption performance and a second display element in-
dicating the second absorption performance are provid-
ed.
[0081] For example, the first absorbent article is a san-
itary napkin in daytime and the second absorbent article
is a sanitary napkin at night. A display element unit of the
first absorbent article is configured to have the first dis-
play element indicating the first absorption performance,
and a display element unit of the second absorbent article
is configured to have the second display element indi-
cating the second absorption performance. For example,
the first display element may be a floral pattern unit that
reminds a daytime image, and the second display ele-
ment may be a star pattern unit that reminds a night im-
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age.
[0082] The container bag includes the first container
bag that contains the first absorbent article and the sec-
ond container bag that contains the second absorbent
article, a first container bag display unit indicating the first
display element is provided on a surface on which a win-
dow unit of the first container bag is formed, and a second
container bag display unit indicating the second printing
element is provided on a surface on which a window unit
of the second container bag is formed.
[0083] A wearer is able to see the first display element
unit or the second display element unit from the outside
of the container bag, and understand the absorption per-
formance of the absorbent article 1 contained in the con-
tainer bag. Consequently, a wearer is able to understand
and select the performance of an absorbent article from
the outside of the container bag 201 at the time of selec-
tion of the absorbent article. The display element is con-
figured by a pattern and/or a mark. However, it may be
configured such that the absorption performance is indi-
cated by the content and the number of the display ele-
ments. Consequently, a wearer is able to intuitively un-
derstand absorption performance as compared with the
case in which absorption performance is indicated by a
character and the like.
[0084] Moreover, for example, as a pattern that re-
minds a daytime or bright image, a solar pattern or a
heart-shaped pattern is available as well as the floral pat-
tern. Display elements having such patterns are used,
so that it is possible to inform a wearer that it is a sanitary
napkin in daytime, or a sanitary napkin for a day in which
menses is light (a physiological amount is small). Mean-
while, as a pattern that reminds a night image, a moon
pattern is available as well as the star-shaped pattern.
Such display elements are used, so that it is possible to
inform a wearer that it is a sanitary napkin at night, or a
sanitary napkin for a day in which menses is heavy (a
physiological amount is large).
[0085] Furthermore, according to the configuration in
which the absorption performance of the absorbent arti-
cle is indicated by the patterns of the display elements,
it is possible to obtain a decoration effect based on a
pattern and the like and to prettily decorate the absorbent
article, as compared with the configuration in which the
characteristic of the absorbent article is instructed to a
wearer by a character and the like. Moreover, since an
index at the time of selection of the absorbent article is
a pattern, a wearer is able to enjoyably select the absorb-
ent article by the appearance without being conscious of
a gloomy feeling of menses at the time of selection.
[0086] In addition, the color imparted to the first ab-
sorbent article package and the color imparted to the
second absorbent article package may be equal to each
other or colors different from each other. The perform-
ance and the like of the absorbent article may be config-
ured to be indicated by a difference between colors to be
colored. For example, it may be configured such that the
package sheet for packaging the first absorbent article

may be colored with the first color and the second color,
the package sheet for packaging the second absorbent
article may be colored with a third color and a fourth color,
or it may be configured such that the package sheet for
packaging the first absorbent article may be colored with
the first color and the second color and the package sheet
for packaging the second absorbent article may be color-
ed with the first color and the third color. In addition, when
the color imparted to the first absorbent article package
and the color imparted to the second absorbent article
package are equal to each other, the performance and
the like of the absorbent article are configured to be in-
dicated by the pattern of the display element.
[0087] Next, an absorbent article container 200A ac-
cording to a modification will be described on the basis
of Fig. 9 and Fig. 10. The absorbent article container
200A according to the modification includes a first color-
ed pattern package 100A colored with a first colored pat-
tern and a second colored pattern package 100B colored
with a second colored pattern different from the first color-
ed pattern as absorbent article packages, and contains
these packages. The first colored pattern package 100A
and the second colored pattern package 100B are ab-
sorbent article packages with the same absorption per-
formance, and the colored patterns of package sheets
thereof are different from each other.
[0088] A display element unit 61A of the first colored
pattern package 100A and a non-display element unit
62B of the second colored pattern package 100B are
colored with the same color, and a display element unit
61B of the second colored pattern package 100B and a
non-display element unit 62A of the first colored pattern
package 100A are colored with the same color. In the
container bag 201, the first colored pattern packages
100A and the second colored pattern packages 100B are
alternately arranged. A container bag display unit 203A
is arranged at one side S3 of the container bag, and is
colored with the same color as that of the display element
unit 61A of the first colored pattern package.
[0089] According to the absorbent article container
200A configured as above, it is possible to express dec-
oration the same as that of the package sheet by a display
element in the container bag display unit 203A and a
display element unit of the package sheet. A wearer is
able to see the display element unit and the like from the
outside of the container bag, and to understand the char-
acteristic or usage such as the absorption performance
and the like of the absorbent article 1 contained in the
container bag.
[0090] Moreover, the colored patterns of the first color-
ed pattern package 100A and the second colored pattern
package 100B with the same absorption performance
are made to be different from each other, so that it is
possible to improve decoration property. Furthermore,
the display element unit 61A of the first colored pattern
package 100A and the non-display element unit 62B of
the second colored pattern package 100B are colored
with the same color, and the display element unit 61B of
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the second colored pattern package 100B and the non-
display element unit 62B of the first colored pattern pack-
age 100A are colored with the same color, wherein they
are colored with two colors. Consequently, it is possible
to increase a variation in the absorbent article package
without an increase in the number of colors.
[0091] In an absorbent article package with absorption
performance different from that of the absorbent article
package according to the modification, the first colored
pattern package 100A and the second colored pattern
package 100B are colored with two colors different from
each other, and are used as a third colored pattern pack-
age and a fourth colored pattern package, so that it is
possible to increase a variation. For example, an absorb-
ent article package in daytime is colored with two colors
of a pink color and a green color and an absorbent article
package at night is colored with two colors of a purple
color and a yellow color, so that it is possible to indicate
a difference in absorption performance by a combination
of the colors.
[0092] In addition, the absorbent article package ac-
cording to the modification, for example, may be manu-
factured by the following method. According to a method
of manufacturing absorbent articles, the absorbent arti-
cles may be manufactured by a well-known method and
are arranged on a continuous package sheet. Fig. 10
illustrates the state in which absorbent articles are ar-
ranged on the package sheet. A plurality of absorbent
articles are arranged at an interval in a conveyance di-
rection of the package sheet.
[0093] Although not illustrated in the drawing, in the
state illustrated in Fig. 10, the absorbent articles and the
package sheet are folded along the conveyance direction
and then are cut into a product length, so that individual
absorbent article packages are manufactured. CL illus-
trated in Fig. 10 virtually indicates a cutting line of the
package sheet.
[0094] On the package sheet 70, first colored patterns
and second colored patterns are alternately printed in
the conveyance direction. The lengths in the conveyance
direction of each first colored pattern and each second
colored pattern are the product length of the package
sheet. For example, Fig. 10 (a) illustrates the state in
which the boundary between the first colored pattern and
the second colored pattern coincides with the cutting line
CL. According to a manufacturing method illustrated in
Fig. 10 (a), the first colored pattern package 100A with
the first colored pattern and the second colored pattern
package 100B with the second colored pattern can be
continuously and alternately manufactured.
[0095] Furthermore, in Fig. 10 (b), the boundary be-
tween the first colored pattern and the second colored
pattern is arranged to be shifted from the cutting line CL.
The rear side end of each absorbent article package has
partially different colored pattern. As described above,
since the rear side end of the absorbent article package
has the different colored pattern, the rear side end of the
absorbent article package, that is, rear end of the pack-

age sheet is easily noticeable. The rear end of the pack-
age sheet is a portion grasped in the state, in which the
package sheet is deployed about the second transverse
folding line FW2 (see Fig. 1), when the absorbent article
package is opened. The rear end of the package sheet
is made to stand out, so that a wearer is able to easily
understand a portion to be grasped and easily open it.
[0096] In Fig. 10 (c), the boundary between the first
colored pattern and the second colored pattern is ar-
ranged to be shifted from the cutting line CL. The front
side end of each absorbent article package has partially
different colored pattern. Fig. 10 (d) is a diagram illus-
trating the second colored pattern package 100B manu-
factured by the arrangement pattern of Fig. 10 (c).
[0097] In the first colored pattern package 100A and
the second colored pattern package 100B manufactured
by the arrangement pattern of Fig. 10 (c), since the front
side end of the absorbent article package has the partially
different colored pattern, the front side end of the absorb-
ent article package, that is, a front end 70F of the package
sheet is easily noticeable. The front end 70F of the pack-
age sheet is a portion to which the adhesive tape 75
adheres in the state in which the package sheet is folded.
In the case of opening the absorbent article package in
the state illustrated in Fig. 10 (d), the adhesive tape 75
or the front end 70F of the package sheet is grasped and
the package sheet 70 is opened. Accordingly, the front
end 70F of the package sheet 70 is made to stand out,
so that a wearer is able to easily understand a portion to
be grasped and easily open it.
[0098] In addition, the first colored pattern package
100A and the second colored pattern package 100B ac-
cording to the present embodiment have a concept that
more than half of the area of the package sheet is the
first colored pattern and a part thereof is the first colored
pattern package 100A with the second colored pattern,
or more than half of the area of the package sheet is the
second colored pattern and a part thereof is the second
colored pattern package 100B with the first colored pat-
tern.
[0099] Moreover, the color of the package sheet itself
is made to change, so that it is possible to increase a
variation in a decoration pattern. Furthermore, the per-
formance and the like of the absorbent articles may be
configured to be indicated by allowing the colors of the
package sheet for surrounding the first absorbent article
and the package sheet for surrounding the second ab-
sorbent article to be different from each other.
[0100] The entire contents of Japanese Patent Appli-
cation No. 2011-112926 (filed on May 19, 2011) and Jap-
anese Patent Application No. 2012-065222 (filed on
March 22, 2012) are incorporated in the present specifi-
cation by way of reference.

[Industrial Applicability]

[0101] A display element unit having a display element
is imparted to a package sheet for surrounding an ab-
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sorbent article, and a container bag display unit indicating
the display element imparted to the package sheet is
imparted to a container bag. The container bag is pro-
vided at one side with a window unit through which a
package sheet of the absorbent article contained in the
container bag is visible, and it is configured such that
only a non-display element unit having no display ele-
ment is visible through the window unit. Since the con-
tainer bag display unit is provided at the one side provided
with the window unit, it is possible to express decoration
equal to that of the package sheet by the display element
of the container bag display unit and the non-display el-
ement unit of the package sheet. It is possible to provide
an absorbent article container in which a wearer is able
to see the display element unit and the non-display ele-
ment unit from the outside of the container bag, and to
understand the characteristic or usage such as the ab-
sorption performance and the like of the absorbent article
contained in the container bag.

[Reference Signs List]

[0102] A11 ... first colored area, A12 ... first non-color-
ed area, A2 ... second colored area, A3 ... non-colored
area, A4 ... superposition area, L ... longitudinal direc-
tion, W ... widthwise direction, 1 ... absorbent article,
10 ... topsheet, 20 ... backsheet, 30 ... absorber, 31 ...
lower layer absorber, 32 ... upper layer absorber, 41,
42 ... sidesheet, 43,44 ... wing unit, 50 ... adhesive, 61 ...
display element unit, 62 ... non-display element unit70 ...
package sheet, 70F ... front end of package sheet, 71
rear surface, 72 ... front surface, 75 ... adhesive tape,
100 ... package, 100A ... first colored pattern package,
100B ... second colored pattern package, 200 ... contain-
er, 201 ... container bag, 202 ... opening, 203 ... contain-
er bag display unit, 204 ... window unit, 205 ... auxiliary
window unit

Claims

1. An absorbent article container including an absorb-
ent article having a liquid-permeable topsheet, a liq-
uid-impermeable backsheet, and an absorber ar-
ranged between the topsheet and the backsheet, a
package sheet that individually packages the ab-
sorbent article,
an absorbent article package in which the package
sheet and the absorbent article are folded in a state
in which the absorbent article has been arranged on
the package sheet and the absorbent article is indi-
vidually packaged by the package sheet, and a con-
tainer bag that contains a plurality of the absorbent
article packages,
wherein
the package sheet is provided with a display element
unit having a display element indicating at least one
of a pattern and a mark and a non-display element

unit having no display element,
the container bag is provided at one side with a win-
dow unit through which the absorbent article pack-
age contained in the container bag is visible,
only the non-display element unit of the package
sheet is configured to be visible through the window
unit, and
a container bag display unit indicating the display
element is provided at the one side provided with the
window unit of the container bag.

2. The absorbent article container according to claim
1, wherein
the display element unit is provided at a first side
portion of side portions of the package sheet in a
state in which the absorbent article has been pack-
aged,
the non-display element unit is provided at a second
side portion of the side portions of the package sheet,
and
the display element of the package sheet is larger
than a thickness dimension of the first side portion.

3. The absorbent article container according to claim
2, wherein the second side portion of the package
sheet is configured to be visible through the window
unit.

4. The absorbent article container according to claim 2
or 3, wherein
the absorbent article and the package sheet are con-
figured to be folded inward from an outer side of the
absorbent article about a first longitudinal folding line
and a second longitudinal folding line along a longi-
tudinal direction of the absorbent article,
the first longitudinal folding line is arranged at the
first side portion,
the second longitudinal folding line is arranged at the
second side portion, and
the display element unit is provided over the first side
portion in a widthwise direction of the absorbent ar-
ticle.

5. The absorbent article container according to any one
of claims 1 to 4, wherein the container is provided
with an auxiliary window unit through which the dis-
play element unit of the package sheet is visible.

6. The absorbent article container according to any one
of claims 1 to 5, wherein the display element unit and
the container bag display unit are colored with a first
color, and
the non-display element unit is colored with a second
color.

7. The absorbent article container according to any one
of claims 1 to 6, wherein
the absorbent article package comprises: a first ab-
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sorbent article package having a first absorbent ar-
ticle with first absorption performance; and a second
absorbent article package having a second absorb-
ent article with second absorption performance dif-
ferent from the first absorption performance;
the display element unit of the first absorbent article
package has a first display element indicating the
first absorption performance,
the display element unit of the second absorbent ar-
ticle package has a second display element indicat-
ing the second absorption performance,
the container bag comprises: a first container bag
that contains the first absorbent article package; and
a second container bag that contains the second ab-
sorbent article package,
a first container bag display unit indicating the first
display element is provided at one side on which the
window unit of the first container bag has been
formed, and
a second container bag display unit indicating the
second printing element is provided at one side on
which the window unit of the second container bag
has been formed.

8. The absorbent article container according to any one
of claims 1 to 7, wherein
the absorbent article package comprises: a first
colored pattern package colored with a first colored
pattern;
and a second colored pattern package colored with
a second colored pattern different from the first color-
ed pattern, wherein
a display element unit of the first colored pattern
package and a non-display element unit of the sec-
ond colored pattern package are colored with the
same color,
a display element unit of the second colored pattern
package and a non-display element unit of the first
colored pattern package are colored with the same
color,
the first colored pattern packages and the second
colored pattern packages are alternately arranged
in the container bag, and
the container bag display unit is colored with a color
of one of the display element unit of the first colored
pattern package and the display element unit of the
second colored pattern package.
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