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Description

Field of the invention

[0001] The present disclosure relates to a front-end system for wireless devices and more specifically for wireless
devices for mm-wave applications.

Background of the invention

[0002] For wireless communication at data rates above 1 Gbit/s a frequency band of 7 GHz has been allocated around
60 GHz. In this frequency band several applications are targeted with mass-market potential. For example wireless High
Definition Multi-media Interface (HDMI), wireless Universal Serial Bus (USB) or SYNC-and-GO, allowing fast data down-
load, are very interesting application for the consumer market. For wireless consumer products the key elements are
low price and low power consumption. Considering possible implementation technology, CMOS is preferred as it allows
for integration of both digital and analog blocks on a single chip. Moreover, downscaled digital CMOS - a cheap technology
for large-volume products - is capable of handling radio frequency signals with a carrier frequency of 60 GHz and with
baseband bandwidths up to 1GHz. To relax the link budget (i.e. the gain and the output power of the transmitter), often
beam-forming, which requires multiple antenna paths at the receiver and the transmitter sides, is used. Compact designs
occupying small chip area and consuming low power are essential for beam-forming transceivers operating at 60 GHz.
[0003] For a radio receiver operating at mm-waves the most challenging tasks are the design and implementation of
the blocks operating directly at the radio frequency, i.e. so called radio frequency (RF) building blocks. A simplified block
scheme of a wireless receiver operating at mm-waves is shown in Fig. 1. The LNA and the down-conversion mixers
(MIX) form the RF front-end, they amplify and down-convert the received RF signal to low (baseband) frequencies. The
signal is further processed by the baseband (BB) blocks.
[0004] The design challenge comes from the fact that the RF front-end (i.e. the LNA and MIX blocks) are tuned circuits,
which intensively use inductive passive elements (inductors or transformers) to tune out/cancel parasitic capacitances.
As a consequence different resonant circuits are created in the front-end. Accurate prediction of the resonant frequencies
and mutual dependence of these resonant circuits have direct influence on performance of RF building blocks. In addition,
since the RF building blocks operate directly at mm-wave frequencies, they represent the most power hungry part of a
radio receiver as well as the strongest noise contributor.
[0005] Different radio receiver architectures operating at mm-waves have been proposed. However, they primarily
focus on proposing optimal designs for only one of the RF front-end blocks, e.g. the LNA block. For example, Borremans
et al. ("A digitally controlled compact 57-to-66GHz front-end in 45nm digital CMOS", IEEE ISSCC 2009, pp. 492-493,
493a, Feb. 2009) propose a 60GHz low noise direct-downconversion front-end with a two-stage cascode LNA and a
conventional current-commutating down-conversion mixer (so called Gilbert-type mixer). Khanpour et al. propose in "A
Wideband W-Band Receiver Front-End in 65-nm CMOS" (IEEE ISSCC 2008, vol. 43, no. 8, pp. 1717-1730, August
2008) a wideband front-end with a three-stage cascode LNA with transformer feedback and double-balanced Gilbert-
cell mixers. Weyers et al. ("A 22.3dB Voltage Gain 6.1dB NF 60GHz LNA in 65nm CMOS with Differential Output", IEEE
ISSCC 2008, pp.192-606, February 2008) propose a LNA with two inductively-coupled cascode amplifiers and an output
buffer, which can be directly connected to double-balanced Gilbert-cell mixers. However, there are a couple of problems
associated with the proposed solutions. First, the layout is bulky because they use several inductors per stage. This
increases the sensitivity to parasitics and modeling inaccuracies. Second, the ESD protection, which is made by using
diodes, introduces penalty to the noise figure. It is difficult to achieve noise figure lower than 7 dB using proposed
solutions. Further, these conventional architectures suffer from high current losses as they use current-commutating
mixer.
[0006] Document WO01/52431 presents a receiver RF front-end with two-step down-conversion. The application is
mainly concerned with the issues typical for two-step down-conversion front-ends. For example, it explains how the
image can be rejected by the LNA before first down-conversion.
[0007] In document WO2009/035665, a low-noise amplifier suitable for operation at low-frequencies is presented.
[0008] Document WO2007/068547 deals with a frequency division multiplex system for wireless communications. In
this system the receiver and the transmitter are both on and the strong transmit signal is a strong interferer for the weak
received signal. It mainly focuses on the way the receiver can suppress the strong signal coming from the transmitter.
[0009] In document US2008/0139149 an apparatus is presented for receiving RF signals. It comprises a passive
mixer, a low-noise amplifier (LNA) and a balun. The LNA outputs a single-ended signal to the balun. The balun transforms
its input signal into a differential signal to be fed to the mixer.
[0010] Document US2003/0114129 relates to a radio frequency receiver front end utilizing a balun to couple a single-
ended low-noise amplifier to a differential mixer. The balun is used as an interface between the LNA and the mixer to
avoid compromising relevant factors of the RF receiver.
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[0011] In document WO00/02323, an apparatus for implementing a low-noise amplifier is disclosed containing a mixer,
amplifier module and an interface circuit interposed between the mixer and amplifier module.
[0012] It becomes apparent that there is a need for providing a low power, cost and area efficient front-end solution
for wireless devices operating at mm-waves.

Summary of the invention

[0013] The present disclosure aims at providing a low power, cost and area effective front-end system for wireless
devices operating at mm-waves. The invention is defined in the claims.
[0014] In one aspect, the present disclosure relates a front-end system for a radio device, the front-end system com-
prising:

a low-noise amplifier, arranged for receiving an input signal and for outputting an amplified signal, and
a mixer arranged for down-converting said amplified signal provided by said low-noise amplifier to a baseband signal
(BB), by multiplying the amplified signal with a local oscillator frequency tone);
characterized in that the low-noise amplifier comprises:

a first amplification stage;
a second amplification stage;
a transformer configured for inductively coupling the second amplification stage to the first amplification stage;
a resistive shunt feedback circuit; and
a neutralization circuit comprising a cross-coupled capacitor;
and in that said mixer is inductively coupled to said low-noise amplifier.

[0015] By having a first and a second amplification stage, further amplification of the input signal can be attained.
[0016] In an embodiment, the first amplification stage comprises the resistive shunt feedback circuit, whereby the
resistive shunt feedback circuit further comprises a capacitor connected in series to a resistor, for DC decoupling.
[0017] The simultaneous use of neutralization circuit and a resistive shunt feedback circuit with capacitor helps achiev-
ing simultaneously low noise figure, good impedance match and improved stability of the low-noise amplifier.
[0018] In another embodiment, the low-noise amplifier comprises, at its input, an input transformer with a turn-ratio of
1:3 and coupling value k of 0.5.
[0019] The front-end system may further comprise an antenna inductively coupled to the low-noise amplifier.
[0020] In another embodiment the mixer is a passive voltage switching mixer. The mixer may preferably be implemented
differentially.
[0021] In a further aspect, the present disclosure relates to a radio device comprising the front-end system as described
above.
[0022] The proposed RF front-end system as described above can be readily embedded in radio device operating at
mm-waves.

Brief description of the drawings

[0023] For a better understanding of the present disclosure preferred embodiments are described below in conjunction
with the appended figures and figures description, wherein:

Figure 1 illustrates a block diagram of an RF front-end system.
Figure 2 illustrates an example of a schematic and a possible layout of an inductively-degenerated common-source
low noise amplifier.
Figure 3 illustrates a schematic of a current-commutating down-conversion mixer.
Figure 4 illustrates a block diagram of the proposed RF front-end according to one embodiment of the present
disclosure.
Figure 5 illustrates a block diagram of a radio device comprising the proposed RF front-end according to the present
disclosure.
Figure 6 illustrates a block diagram and schematics of the low-noise amplifier of the proposed RF front-end.
Figure 7 illustrates the layout of the low-noise amplifier used in the proposed RF front-end.
Figure 8 illustrates an example of a voltage-commutating down-conversion mixer.
Figure 9 illustrates the concept of impedance matching at the input of the low noise amplifier.
Figure 10 illustrates the dependency of the real part of the input impedance of the active part and driving impedance
required for the noise matching on the resistor value used in shunt feedback.
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Figure 11 illustrates the quality of the input matching (expressed via S11) of the low noise amplifier as a function of
the resistor in the shunt feedback and the capacitor in the shunt feedback.
Figure 12 illustrates gain and noise figure with respect to baseband and RF frequencies.

Detailed description of illustrative embodiments

[0024] The present invention will be described with respect to particular embodiments and with reference to certain
drawings but the invention is not limited thereto. The drawings described are only schematic and are non-limiting. In the
drawings, the size of some of the elements may be exaggerated and not drawn on scale for illustrative purposes. The
dimensions and the relative dimensions do not necessarily correspond to actual reductions to practice of the invention.
[0025] Furthermore, the terms first, second, third and the like in the description and in the claims, are used for distin-
guishing between similar elements and not necessarily for describing a sequential or chronological order. The terms are
interchangeable under appropriate circumstances and the embodiments of the invention can operate in other sequences
than described or illustrated herein.
[0026] Moreover, the terms top, bottom, over, under and the like in the description and the claims are used for descriptive
purposes and not necessarily for describing relative positions. The terms so used are interchangeable under appropriate
circumstances and the embodiments of the invention described herein can operate in other orientations than described
or illustrated herein.
[0027] The term "comprising", used in the claims, should not be interpreted as being restricted to the means listed
thereafter; it does not exclude other elements or steps. It needs to be interpreted as specifying the presence of the stated
features, integers, steps or components as referred to, but does not preclude the presence or addition of one or more
other features, integers, steps or components, or groups thereof. Thus, the scope of the expression "a device comprising
means A and B" should not be limited to devices consisting of only components A and B. It means that with respect to
the present invention, the only relevant components of the device are A and B.
[0028] As described above, the first building block of the RF front-end is the low-noise amplifier LNA, which is directly
connected to the antenna. As being the first block, the LNA has to fulfil a number of important tasks. First, it has to
provide high amplification of the received RF signal while adding as less noise as possible. Second, it has to provide
good impedance match to prevent reflection of the received signal and formation of a standing wave, i.e. its input
impedance has to match the impedance of the antenna. Third, it has to ensure good trade-off between noise and
impedance match, to simultaneously provide low noise and good impedance match. However, all three requirements
(high gain, low noise figure and good input impedance match) depend on the same design parameters. Their mutual
dependence makes the RF front-end design very challenging.
[0029] To illustrate the problem of intensive use of inductors as well as the mutual dependence on the LNA performance
parameters (gain, noise figure and input impedance), an inductively-degenerated common-source LNA (see the above-
mentioned Borremans paper) is taken as an example. This LNA topology represents a conventional LNA design for
60GHz applications. The schematic and a possible layout of the inductively-degenerated common-source LNA are
shown in Fig.2(a) and Fig.2(b), respectively. This design comprises five inductive elements having the following func-
tionality:

1) LS is used to control the real part of the input impedance,
2) LG is used to cancel the input capacitance of the transistor M1,
3) LN improves the output impedance of the transistor M1 and to reduce the noise contribution of the cascode MOS
transistor M2
4) LD1 tunes the capacitance at the output of the first stage in the LNA
5) LD2 tunes the capacitance at the output of the first stage in the LNA.

Here, the input impedance of the LNA depends on the inductors LS and LG, as well as on the transconductance and the
input capacitance of the transistor M1. At the same time, these parameters influence the gain as well as the noise figure
of the LNA.
[0030] Performing the design and implementation of the LNA with the right balance between different LNA performance,
i.e. impedance match, gain and noise figure is very challenging. In addition, accurate prediction of the inductors behaviour
is required. The intensive use of inductive passive elements (inductors or transformers) to tune out/cancel parasitic
capacitances in conventional approaches, results in creating tuned circuits of which the behaviour should be accurately
predicted, by taking into account their mutual influence via magnetic field. Also, at 60 GHz the interconnects play an
important role and must be taken into account. Fig.2(b) illustrates the layout of such an LNA showing closely positioned
inductive elements, which results in high mutual dependence and significantly deteriorates the LNA robustness to process
spread. The possibility to recover from a bad process corner is reduced as well.
[0031] Further, considering the next block of the RF front-end, the down-conversion mixers (MIX), conventional ar-
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chitectures for mm-wave applications use current-commutating mixers, so called Gilbert-cell mixers. A block scheme of
an RF front-end employing a current-commutating mixer is presented in Fig.3. In this configuration the LNA acts as a
current source pushing the current towards the switching stage in the mixer and IF amplifier (IFAMP) has to provide low
input impedance in order to collect the current coming from the mixer. The drawback of this solution is that it is very
difficult to realize good current source operating at 60 GHz due to the fact that it is difficult to provide high output
impedance at RF frequencies, which is an essential property of a current source. As a consequence, this solution suffers
from high current losses, as a lot of current is lost flowing into the output impedance of the LNA.
[0032] Fig.4 shows a block diagram of the proposed RF front-end, comprising a low-noise amplifier (LNA) and a
passive voltage-commutating mixer (MIX). The received radio signal is first amplified by the LNA, down-converted by
the mixer (MIX) to baseband (BB) frequencies, by using a frequency tone provided by the local oscillator (LO) of the
radio device. After down-converting, the signal is further processed in the baseband (BB) blocks. The LNA is inductively
coupled via a transformer (TR1) to the antenna and via a second transformer (TR3) to the mixer. The input coupling via
TR1 provides electrostatic discharge (ESD) protection, while the output coupling via TR3 provides direct connection to
the mixer (MIX).
[0033] In another embodiment the proposed low-noise amplifier may further comprise an additional amplification stage,
for further amplifying the received input signal. This additional amplification stage is inductively coupled via an additional
transformer (TR2). Fig.5 shows a radio device comprising the proposed RF front-end system according to this embod-
iment.
[0034] In comparison to conventional approaches, in the present disclosure the LNA acts as a voltage source. In this
case, the LNA provides low output impedance, which is much easier to achieve at 60 GHz, than providing high output
impedance as required in order to have good current source. After commutation, the voltage is sensed by the BB amplifier,
which has to provide high input impedance, which is relatively easy to do at low (baseband) frequencies.
[0035] Instead of using an inductively-degenerated common-source topology for the LNA, a differential transformer-
coupled LNA is proposed in a preferred embodiment (Fig.6), wherein the active part of the proposed LNA is a simple
differential pair. To improve stability in the differential pair a neutralization circuit, i.e. cross-coupled gate-drain neutral-
ization capacitors, is used. For the first differential pair (LNA stage 1) the neutralization circuit is used in combination
with a resistive shunt feedback. Additionally, the combination of the neutralization capacitors and a resistive shunt
feedback allows simultaneous impedance and noise matching at the LNA input. This improves the noise figure (NF) of
the LNA as well as the quality of the input-impedance matching (IIM). Due to the differential nature the immunity of this
LNA to any common-mode disturbance (LO feed-through, substrate noise, supply ripple) is improved.
[0036] Further, a wideband input-impedance matching and a wideband response of the LNA are achieved, by designing
the input transformer (TR1) with a turn ratio of 1:3 and a coupling factor of 0.5. In this way a wideband LNA response
of more than 10 GHz is ensured. At the same time, ESD protection at the LNA input is obtained without introducing any
penalty on the LNA performance.
[0037] The layout of the differential transformer-coupled LNA with neutralization and resistive shunt feedback as
proposed in one embodiment of this invention is shown in Fig.7. The layout of the LNA is compact and straightforward.
The number of passive inductive elements is reduced by 50 % compared to an inductively-degenerated common-source
amplifier as shown in Fig.2(b). In the layout the borders between active and passive elements as well as the surrounding
environment of the passive elements are very clear which allows good prediction of the behaviour of the passive elements
and easy co-simulation. In addition, the mutual influence of the inductive elements is minimized since they are placed
far from each other. In this way, it is possible to predict the behaviour of the passive elements very well. Finally, the input
matching does not depend on the transconductance of the active part. In this way, certain orthogonality is introduced
between LNA voltage gain and noise figure on one side and impedance matching on the other side. All this improves
robustness of the LNA to process spread.
[0038] The embodiment of the LNA shown in Fig.6 has a differential pair with neutralization implemented by using
capacitor CN and resistive shunt feedback implemented via resistor RS. The purpose of the capacitor CS is to only DC
decouple the LNA input from its output. The advantage of using a differential pair is in the improved robustness to
common-mode disturbance, simplified layout and very low minimum noise figure (NFmin). Performed simulations with
TSMC CMOS 40nm technology show an NFmin as low as 2 dB is achievable. To use a differential pair in the LNA as an
active element, two problems have been solved. First, stability has to be ensured as well as simultaneous input impedance
and noise matching. For explaining the conditions to be satisfied for providing simultaneous input impedance and noise
matching Fig.9 is used. To provide impedance matching at the input the following equation has to be satisfied : 

RS is the source impedance and ZIN is the input impedance of the LNA. RS is usually equal to 50 Ω. If Equation (1) is
satisfied then the following holds 
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ZOUT,M is the output impedance of the matching network and ZIN,A is the input impedance of active part of the LNA. If
ZNM is the required driving impedance for which minimum noise figure is achieved, then in order to achieve simultaneous
input impedance matching and noise matching the following equation has to be satisfied: 

By combining equations (2) and (3) the final condition for simultaneous input impedance matching and noise matching
is obtained:

[0039] The input impedance of the active part can be approximated by: 

where Rg is the gate resistance of the transistor M1, while Cgs is gate-source and gate-drain parasitic capacitances of
the transistor M1. Considering noise matching, it can be calculated that the required driving impedance can be expressed
as: 

where gm is the transconductance of the transistor M1 and y is a constant approximately equal to 1. Based on equation
(4), the real and imaginary parts of ZIN,A and ZNM should be equal. Their imaginary parts will be equal when Cgd=0 and
this is exactly what neutralization does by choosing CN=Cgd. This effect is also confirmed by simulations. In Table 1
simulated values for ZIN,A and ZNM for the differential pair with and without neutralization are shown. It is clear that

neutralization contributes to the simultaneous impedance and noise matching because    An-
other positive effect of the neutralization is stability improvement. Cgd deteriorates reverse isolation and by neutralizing
Cgd a unilateral and stable LNA is obtained. The application of neutralization for stability improvement is known in the
literature, but positive influence on simultaneous input impedance matching and noise matching has not been reported
in the literature so far.

[0040] Although neutralization ensures that  there is still a difference between Re{ZNM} and

 Actually, the question is how to increase the real part of the input impedance of the active part in the LNA.
One way is to degenerate the transistor M1 with an inductor. This solution, however, is not good from layout compactness
point of view, as it is a step back towards inductively-degenerated common-source LNA. To avoid the use of an additional
inductor, in the present disclosure a resistive shunt feedback, a cross-coupled Rs and Cs as shown in Fig.6, is used. In
Fig.10 dependence is shown of the real parts of the input impedance of the active part and driving impedance required

Table 1: Simulated input impedance and driving impedance required for noise matching for differential pair with and 
without neutralization

without neutralization
  

ZNM = 44 + j49

with neutralization
  

ZNM = 19 + j82
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for the noise matching on the resistor value used in shunt feedback. It is clear that by reducing RS, the difference between

Re{ZNM} and  can be made very small, allowing simultaneous input impedance matching and noise matching,
which as a consequence minimizes the noise figure of the LNA.
[0041] Another advantage of using resistive shunt feedback is the quality improvement of the LNA input matching.
Fig.12(a) and (b) shows the quality of the input matching of the LNA (expressed via the parameter S11) as a function of
RS and CS, respectively. It is clear that matching improves (lower than -10 dB) by decreasing RS. S11 is better than -10
dB in a very wide frequency range from 50 GHz up to 80 GHz. It is interesting and also beneficial that S11 does not
depend on CS, which can be chosen to be small in order not to deteriorate layout compactness. Finally, the resistive
shunt feedback improves stability in case of process spread. Then the neutralization capacitor CN will not be able to
exactly compensate Cgd and stability will be deteriorated. But, fortunately, the resistive shunt feedback partially com-
pensate mismatch between CN and Cgd and in this way improves robustness to process spread.
[0042] By using the input transformer with a turn ratio of 1:3 and a coupling factor of 0.5, the wideband input-impedance
matching and the wideband response of the LNA are achieved. At the same time the ESD protection is obtained at the
input without introducing any penalty on the LNA performance. The simulated RF bandwidth of the LNA is as wide as
10 GHz. The layout of the LNA is compact and straightforward. The number of passive inductive elements is reduced
by 50 % compared to inductively-degenerated common-source amplifier. In the layout the borders between active and
passive elements are clearly defined and mutual influence of the transformers is minimized. In this way it is possible to
predict the behaviour of the passive elements very well. Wideband nature of the LNA and good prediction of the behaviour
of passive elements contribute a lot to the robustness of the proposed LNA.
[0043] Finally, the input matching of the LNA depends on parasitic gate-source capacitance of the input transistor in
the LNA, which is mainly determined by the transistor geometry. The transconductance of the input transistor does not
play a role in the input matching any more. Therefore a certain orthogonality is introduced between LNA voltage gain
and noise figure on one side and impedance matching on the other side. This is very important for the LNA robustness
to the process spread. By performing process spread, S11 stays better than -10 dB in the frequency range from 57 GHz
up to 64 GHz, which is the frequency range of interest.
[0044] In another embodiment, the proposed RF front-end system uses a passive mixer (e.g. a voltage-commutating
mixer) instead of current-commutating mixer (active mixer) for down-converting the amplified radio signal to baseband
frequency (Fig. 8). At radio frequencies, e.g. 60GHz, it is easier to realize low impedance than high impedance, while
at low frequencies it is not an issue. Therefore, for a RF front-end operating at 60 GHz it is more beneficial to use voltage-
commutating mixer. In this case the LNA has to act as a voltage source with a low output impedance and the IF amplifier
(IFAMP) has to provide a high impedance in order to sense the voltage at the mixer output. In a current-commutating
down-conversion mixer the LNA has to work as a current source requiring high output impedance. Since this is difficult
to realize at 60 GHz, a lot of current provided by the LNA flows into his output impedance. This portion of the current is
lost. Hence, a voltage-commutating mixer can provide substantially larger voltage gain than the current-commutating
equivalent. As shown in Fig.8, the centre tap of the transformer TR1 on the mixer side is left open. This means there is
no DC current flowing through the switches in the mixer. The advantage of having no DC current through the mixer
switches is reduction of the flicker noise. The use of a passive voltage commutating mixer yields a high voltage gain
and reliable operation with low LO amplitudes.
[0045] While the invention has been illustrated and described in detail in the drawings and foregoing description, such
illustration and description are to be considered illustrative or exemplary and not restrictive. The foregoing description
details certain embodiments of the invention. It will be appreciated, however, that no matter how detailed the foregoing
appears in text, the invention may be practiced in many ways. The invention is not limited to the disclosed embodiments.
[0046] Other variations to the disclosed embodiments can be understood and effected by those skilled in the art in
practicing the claimed invention, from a study of the drawings, the disclosure and the appended claims. In the claims,
the word "comprising" does not exclude other elements or steps, and the indefinite article "a" or "an" does not exclude
a plurality. A single processor or other unit may fulfil the functions of several items recited in the claims. The mere fact
that certain measures are recited in mutually different dependent claims does not indicate that a combination of these
measures cannot be used to advantage. A computer program may be stored/distributed on a suitable medium, such as
an optical storage medium or a solid-state medium supplied together with or as part of other hardware, but may also be
distributed in other forms, such as via the Internet or other wired or wireless telecommunication systems. Any reference
signs in the claims should not be construed as limiting the scope.

Claims

1. A front-end system for a radio device, the front-end system comprising:
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a low-noise amplifier (LNA), arranged for receiving an input signal (RFIN) and for outputting an amplified signal
(RFOUT), and
a mixer (MIX) arranged for down-converting said amplified signal (RFOUT) provided by said low-noise amplifier
(LNA) to a baseband signal (BB), by multiplying the amplified signal (RFOUT) with a local oscillator (LO) frequency
tone);
the low-noise amplifier (LNA) comprising:

a first amplification stage;
a second amplification stage;
a transformer (TR2) configured for inductively coupling said second amplification stage to said first ampli-
fication stage;
a resistive shunt feedback circuit; and
a neutralization circuit comprising a cross-coupled capacitor (CN);
and wherein said mixer (MIX) is inductively coupled to said low-noise amplifier (LNA) via a second trans-
former (TR3).

2. A front-end system as claimed in claim 1, wherein said first amplification stage comprises said resistive shunt
feedback circuit, said resistive shunt feedback circuit further comprising a capacitor (CS) connected in series to a
resistor (RS), for DC decoupling.

3. A front-end system as claimed in claim 1 or 2, further comprising, at its input, an input transformer (TR1) with a turn
ratio of 1:3 and coupling factor k of 0.5.

4. A front-end system as claimed in any one of claims 1 to 3, further comprising an antenna inductively coupled to the
low-noise amplifier (LNA).

5. A front-end system as claimed in any one of claims 1 to 4, wherein said mixer (MIX) is a passive voltage switching
mixer.

6. A front-end system as claimed in claim 5, wherein said mixer (MIX) is implemented differentially.

7. A radio device comprising the front-end system as claimed in any one of claims 1 to 6.

Patentansprüche

1. Ein Front-End-System für eine Funkvorrichtung, wobei das Front-End-System Folgendes umfasst:

einen rauscharmen Verstärker (LNA), angeordnet, um ein Eingabesignal (RFIN) zu empfangen und um ein
verstärktes Signal (RFOUT) auszugeben, und
einen Mischer (MIX), angeordnet, um das erwähnte verstärkte Signal (RFOUT), das durch den erwähnten rausch-
armen Verstärker (LNA) bereitgestellt wird, in ein Basisbandsignal (BB) abwärts zu wandeln, indem das ver-
stärkte Signal (RFOUT) mit einem Lokaloszillator- (LO) Frequenzton vervielfacht wird;
wobei der rauscharme Verstärker (LNA) Folgendes umfasst:

eine erste Verstärkerstufe;
eine zweite Verstärkerstufe;
einen Wandler (TR2), konfiguriert, um die erwähnte zweite Verstärkerstufe an die erwähnte erste Verstär-
kerstufe zu koppeln;
einen resistiven Querschluss-Rückführkreis; und
einen Neutralisationskreis (CN), welcher einen kreuzgekoppelten Kondensator umfasst;
und wobei der erwähnte Mischer (MIX) über einen zweiten Wandler (TR3) induktiv an den erwähnten
rauscharmen Verstärker (LNA) gekoppelt ist.

2. Ein Front-End-System nach Anspruch 1, wobei die erwähnte erste Verstärkerstufe den erwähnten resistiven Quer-
schluss-Rückführkreis umfasst, wobei der erwähnte resistive Querschluss-Rückführkreis ferner einen Kondensator
(Cs) umfasst, der in Serie mit einem Widerstand (RS) verbunden ist, zur DC-Entkopplung.
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3. Ein Front-End-System nach Anspruch 1 oder 2, welches ferner, an seinem Eingang, einen Eingangswandler (TR1)
mit einem Übersetzungsverhältnis von 1:3 und einem Kopplungsfaktor k von 0,5 umfasst.

4. Ein Front-End-System nach irgendeinem der Ansprüche 1 bis 2, welches ferner eine Antenne umfasst, die induktiv
an den rauscharmen Verstärker (LNA) gekoppelt ist.

5. Ein Front-End-System nach irgendeinem der Ansprüche 1 bis 4, wobei der erwähnte Mischer (MIX) ein passiver
Spannungs-Schaltermischer ist.

6. Ein Front-End-System nach Anspruch 5, wobei der erwähnte Mischer (MIX) differential implementiert wird.

7. Eine Funkvorrichtung, welche das Front-End-System nach irgendeinem der Ansprüche 1 bis 6 umfasst.

Revendications

1. Système frontal pour un dispositif radio, le système frontal comprenant :

un amplificateur à faible bruit (LNA), conçu pour recevoir un signal d’entrée (RFIN) et pour émettre un signal
amplifié (RFOUT), et
un mélangeur (MIX) conçu pour abaisser la fréquence dudit signal amplifié (RFOUT) fourni par l’amplificateur à
faible bruit (LNA) en un signal de bande de base (BB), en multipliant le signal amplifié (RFOUT) avec une tonalité
de fréquence d’oscillateur local (LO) ;
l’amplificateur à faible bruit (LNA) comprenant :

un premier étage d’amplification ;
un second étage d’amplification ;
un transformateur (TR2) configuré pour coupler de manière inductive ledit second étage d’amplification
audit premier étage d’amplification ;
un circuit de rétroaction parallèle résistif ; et
un circuit de neutralisation comprenant un condensateur à couplage croisé (CN) ;
et dans lequel
ledit mélangeur (MIX) est couplé de manière inductive audit amplificateur à faible bruit (LNA) via un second
transformateur (TR3).

2. Système frontal selon la revendication 1, dans lequel ledit premier étage d’amplification comprend ledit circuit de
rétroaction parallèle résistif, ledit circuit de rétroaction parallèle résistif comprenant en outre un condensateur (CS)
connecté en série à une résistance (RS), pour un découplage CC.

3. Système frontal selon la revendication 1 ou 2, comprenant en outre, à son entrée, un transformateur d’entrée (TR1)
avec un rapport de rotation de 1:3 et un facteur de couplage k de 0,5.

4. Système frontal selon l’une quelconque des revendications 1 à 3, comprenant en outre une antenne couplée de
manière inductive à l’amplificateur à faible bruit (LNA).

5. Système frontal selon l’une quelconque des revendications 1 à 4, dans lequel ledit mélangeur (MIX) est un mélangeur
à commutation de tension passif.

6. Système frontal selon la revendication 5,
dans lequel ledit mélangeur (MIX) est mis en œuvre de manière différentielle.

7. Dispositif radio comprenant le système frontal selon l’une quelconque des revendications 1 à 6.
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