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Description

[0001] This invention relates to prosthetic heart valves
of the kind that can be collapsed to a reduced circumfer-
ential size for delivery to the valve-implant site in a patient
(e.g., in or through the lumen of tubular delivery appara-
tus such as a catheter, a trocar, laparoscopic apparatus,
or the like). When the valve is at the.implant site, it can
be released from the delivery apparatus, which allows
the valve to re-expand (or to be re-expanded) to its larger,
full, operational, circumferential size. This re-expansion
may be wholly elastic, wholly plastic, or partly elastic and
partly plastic. Elastic re-expansion may be achieved by
using a springy metal such as nitinol in the valve. Plastic
expansion may be achieved, for example, by inflating a
balloon inside the valve. In addition to restoring the valve
to the size that permits it to operate as a valve (i.e., a
size at which the flexible leaflets in the valve can open
and close), re-expansion of the valve causes the valve
to engage native tissue of the patient at the implant site,
thereby anchoring the valve at that location in the patient.
[0002] Terms like retrieval, repositioning, and removal
refer to the ability to return the valve to the delivery ap-
paratus after it has wholly or partly left that apparatus.
Such retrieval may be done to allow the valve to be moved
to another, different location or orientation in the patient
(so-called repositioning), or to completely remove the
valve from the patient (so-called removal). Returning the
valve to the delivery apparatus involves re-collapsing the
valve to its reduced circumferential size. If the valve is to
be repositioned, then when the valve is at the desired
new location or orientation in the patient, the valve leaves
the delivery apparatus again, and it again expands (or is
expanded) to its full operating size.
[0003] WO 2008/150529 A1 relates to a prosthetic
heart valve including a stent portion and ring portion that
is substantially concentric with the stent portion but down-
stream from the stent portion in the direction of blood flow
through the implanted valve. When the valve is implant-
ed, the stent portion engages the patient’s tissue at or
near the native valve annulus, while the ring portion en-
gages tissue downstream from the native valve site (e.g.,
the aosta). Furthermore, EP 1690515 discloses a frame
structure for a prosthetic heart valve comprising an an-
nulus portion, an aortic portion and a plurality of strut
members connecting the annulus portion to the aortic,
portion.
[0004] There are many considerations involved in de-
signing a prosthetic heart valve that can collapse to a
relatively small diameter without, for example, damaging
the flexible leaflets of the valve, and that can also be re-
collapsed (e.g., for repositioning) after expansion or par-
tial expansion at the implant site in the patient. There is
therefore an on-goring need for improvements in these
and other areas of prosthetic heart valve design.
This object is achieved with the features of the claims.
[0005] In accordance with certain possible aspects, a
frame structure for a prosthetic heart valve may include

a plurality of Y-shaped structures disposed in an annular
array in which the Y-shaped structures are spaced from
one another in a direction that is annular of the array. For
example, each of the Y-shaped structures may provide
a commissure post region of the prosthetic valve. Each
of the Y-shaped structures may include a base member
having a first free end portion (providing, for example, a
commissure post tip of the prosthetic valve) and an op-
posite second end to which a first end of each of two
arms of the Y-shaped structure are connected. The arms
of each of the Y-shaped structures diverge from one an-
other in a direction away from the second end of the as-
sociated base member to define an annular space be-
tween the arms. The frame structure-may further include
a plurality of connecting structures, seach of which ex-
tends between a respective pair of annularly adjacent
ones of the Y-shaped structures, and each of which in-
terconnects the Y-shaped structures in the associated
pair. Each of the, connecting structures may be collaps-
ible and re-expandable in the annular direction. Each of
the Y-shaped structures is preferably sufficiently strong
to maintain at least 75% of the space between its arms
when the array is subjected to an annular collapsing force
that collapses it to 50% of an initial annular size.
[0006] In accordance with another possible aspect,
each of the above-mentioned connecting structures may
be connected to the arms of the above-mentioned Y-
shaped structures in the associated pairs but not to the
base members of those Y-shaped structures.
[0007] In accordance with yet another possible aspect,
each of the above-mentioned Y-shaped structures may
further include a linking member that interconnects the
arms of that Y-shaped structure at a location that is
spaced from the second end of the base member of that
Y-shaped structure.
[0008] In accordance with still another possible aspect
of the invention, the above-mentioned array may lie in
an approximately tubular geometric space that surrounds
a central longitudinal axis. The base member of each of
the above-mentioned Y-shaped structures may be ap-
proximately parallel to this longitudinal axis. All of the
above-mentioned first free end portions may point in a
first direction along this longitudinal axis. The first free
end portions may all extend farther in the first direction
than any portions of any of the above-mentioned con-
necting structures..
[0009] In accordance with yet another possible aspect,
no portions of any of the above-mentioned Y-shaped
structures may extend as far opposite the above-men-
tioned first direction as portions of the above-mentioned
connecting structures. Again, in such a case, each of the
Y-shaped structures may further include a linking mem-
ber that interconnects the arms of that Y-shaped struc-
ture at a location that is spaced from the second end of
the base member of that Y-shaped structure. Alternative-
ly, when such linking members are provided, the linking
member of each of the Y-shaped structures may extend
approximately as far opposite the first direction as por-
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tions of the connecting structures.
[0010] In accordance with still another possible aspect,
the frame structure may further include an aortic portion
that is spaced from the above-mentioned Y-shaped
structures and connecting structures in the first direction.
The aortic portion may be annular about the above-men-
tioned longitudinal axis and is annularly collapsible and
re-expandable.
The frame structure may further include a plurality of strut
members for attaching the aortic portion to the Y-shaped
and connecting structures of the frame structure. In such
a case, the aortic portion may include a plurality of closed-
perimeter, open-centered cells disposed in an annular
array in which connection points between annularly ad-
jacent cells are at intermediate points along sides of the
cells and each cell includes first and second ends that
respectively point in the above-mentioned first direction
and opposite that first direction. Further in such a case,
the second end of each of the cells may include an eyelet
or other such feature for attaching a tether member that
can be used to pull that eyelet or other such feature ra-
dially in toward the above-mentioned central longitudinal
axis.
[0011] In accordance with a possible aspect of the in-
vention, a frame structure for a prosthetic heart valve
may include an annulus portion that is annular about a
longitudinal axis and that is annularly collapsible and re-
expandable. The frame structure may further include an
aortic portion that is also annular about the longitudinal
axis and that is also annularly collapsible and re-expand-
able. The frame structure may still further include a plu-
rality of strut members for connecting the annulus portion
to the aortic portion at a plurality of points that are spaced
from one another in a direction that is annular of the aortic
portion. The aortic portion may include, at each of the
above-mentioned points, a pair of arm members that be-
gin at that point and that diverge from one another in the
first direction with an included angle between the arm
members of less than 90°. Each such arm member ex-
tends in this fashion from its beginning point until it con-
nects to an annularly adjacent arm member that began
from another annularly adjacent one of the above-men-
tioned beginning points. The aortic portion preferably in-
cludes no other structure between annularly adjacent
ones of the arm members that thus connect to one an-
other and that start from different ones of the above-men-
tioned beginning or starting points. Similar principles can
be alternatively or additionally applied to the annulus por-
tion of the frame structure.
[0012] In accordance with still another possible aspect
of the invention, a frame structure as summarized in the
preceding paragraph may further include a plurality of
closed-perimeter, open-centered cells between the arm
members that start from each of the above-mentioned
starting points. These cells are preferably configured to
allow the included angle between those arm members
to collapse and re-expand.
In such a case, the frame structure may still further in-

clude a plurality of additional closed-perimeter, open-
centered cells that are disposed in the above-mentioned
first direction from the cells between the arm members
and that are connected to the cells between the arm
members. The additional cells may form an annular array
in which those cells are configured to allow the array to
annularly collapse and re-expand.
[0013] In accordance with yet another possible aspect
of the invention, the annulus portion of a frame structure
as summarized in the paragraph prior to the preceding
one may include a plurality of annularly spaced commis-
sure posts extending in the above-mentioned first direc-
tion. In such a case, the strut members may be grouped
in a plurality of pairs, each pair being associated with a
respective one of the commissure posts, with that com-
missure post being between the strut members in the
associated pair.
[0014] Further features of the invention, its nature and
various advantages will be more apparent from the ac-
companying drawings and the following detailed descrip-
tion.

FIG. 1 is a simplified, planar development of an il-
lustrative embodiment of a prosthetic heart valve
component. By "planar development" it is meant that
FIG. 1 shows a component that is actually tubular.
But FIG.’ 1 and other similar FIGS. show this com-
ponent as though cut along a vertical line and then
laid out flat.
FIG. 2 is a simplified elevational view of a represent-
ative portion of the FIG. 1 apparatus in the operating
condition of that apparatus that is shown in FIG. 1.
FIG. 3 is a simplified elevational view of the FIG. 2
structure in another operating condition of the appa-
ratus.
FIG. 4 shows a portion of what is shown in FIG. 1 on
a larger scale.
FIG. 5 shows another portion of what is shown in
FIG. 1 on a larger scale.
FIG. 6 is similar to FIG. 1 for another illustrative ex-
ample.
FIG. 7 is similar to FIG. 6 for an illustrative embodi-
ment in accordance with the invention.
FIG. 8 repeats FIG. 7 with some additional reference
information added to facilitate explanation of certain
possible aspects of the invention.
FIG. 9 shows a portion of what is shown in FIG. 8 on
e larger scale.
FIG. 10 is a simplified perspective or isometric view
of apparatus of the type that is shown in FIG. 8.
FIG. 11 is similar to FIG. 10 from another angle.
FIG. 12 is similar to a portion of FIGS. 10 and 11
from still another angle.
FIG. 13 shows a portion of what is shown in FIG. 10
on a larger scale.
FIG. 14 is similar to FIG. 5 for another illustrative
embodiment of the invention.
FIG. 15 is similar to FIG. 14 for still another illustrative
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embodiment of the invention.

[0015] All of the FIGS. that accompany this specifica-
tion show prosthetic aortic valve embodiments. The lower
annular part 60 of each of these embodiments is implant-
ed in or near the patient’s native aortic valve annulus.
Thus the lower annular part 60 may sometimes be re-
ferred to as the annulus part or the annulus portion. The
upper annular part 20 or 220 of each of these embodi-
ments is implanted in the patient’s native aorta, typically
downstream (in the direction of blood flow) from the pa-
tient’s native valsalva sinus. Thus the upper annular part
20 or 220 may sometimes be referred to as the aortic
part or the aortic portion.. The struts 40 that connect the
upper and lower parts of each embodiment typically ex-
tend through the patient’s native valsalva sinus.
[0016] All of the FIGS. that accompany this specifica-
tion (except for FIG. 3) show the depicted valve compo-
nent (i.e., frame structure 10, 100, or 200) in the circum-
ferentially (or radically, or annularly, or diametrically) col-
lapsed condition. It will be explained below where in these
valve components the expansion occurs when the valve
re-expands. All of the FIGS. that accompany this speci-
fication omit the flexible valve leaflets that are neverthe-
less present in valves in accordance with this invention.
Examples of how such leaflets may be provided and se-
cured to the components (e.g., frame structure 10, 100,
or 200) that are shown in the accompanying FIGS. are
shown in post-published WO 2009/045338 A1 (Braido).
All of the FIGS. that accompany this specification also
omit other components that may be part of valves in ac-
cordance with this invention. Examples of such possible
other components are tissue layers for cushioning and/or
buffering, fabric covers, and the like. (See again the
above-mentioned Braido reference.) Some of the accom-
panying FIGS. show the metal frame component (e.g.,
10, 100, or 200) of the valve as though cut along a lon-
gitudinal axis and laid out flat. This is only a matter of
depiction, however. In all cases the metal frame compo-
nent 10, 100, or 200 is actually a complete and continu-
ous ring or annular structure, such as is shown in some
others of the accompanying FIGS.
[0017] The present invention is based on a unique col-
lapsing and expanding frame mechanism concept, sev-
eral illustrative embodiments of which are shown in the
accompanying FIGS. Prosthetic valves in accordance
with the invention include such a frame 10, 100, or 200,
as well as tissue or polymer valve leaflets (not shown in
the accompanying FIGS., as mentioned above). The
frame 10, 100, or 200 can be laser-cut from various met-
als, a particularly preferred metal being nitinol. For ex-
ample, the starting nitinol metal stock may be a tube.
After processing through appropriate annealing steps,
the nitinol stent 10, 100, or 200 takes on the final shape
and dimensions intended for the final deployment size
and shape of patient anatomy. This so-called final
shape/dimension is the expanded size of the metal frame
10, 100, or 200, not the collapsed size shown in all of the

accompanying FIGS. (with the exception of FIG. 3).
[0018] The polymer or tissue valve leaflets (not shown
as mentioned above) can be attached to the frame 10,
100, or 200 by various means such as suturing, stapling,
or the like. The frame and leaflets (and any other possible
components as mentioned above) can then be collapsed
in preparation for integration into a delivery system. Var-
ious delivery systems can be employed to deliver and
deploy the valve at the intended target (implant site) in
the patient. The delivery system may depend to some
extent on the desired valve implantation approach. Ex-
amples of possible approaches are percutaneous retro-
grade (i.e., percutaneous, meaning catheter-like at least
partly through blood vessels of the patient’s circulatory
system; and retrograde, meaning opposite the blood flow
direction), percutaneous antegrade (i.e., antegrade,
meaning with the blood flow direction), transapical (i.e.,
through the apex of the heart), etc. Although the delivery
system may thus include certain variations depending on
how the implant site is to be approached, all such systems
may have similar valve interface mechanisms for collaps-
ing the valve. The valve can be deployed in the same
manner for any of the possible approaches, i.e., with-
drawal of a sheath that is initially loaded over the col-
lapsed valve to keep the valve in a collapsed state. As
the sheath is pulled back, the portions of the stent or
frame 10, 100, or 200 that become uncovered by the
sheath will start to deploy. The sheath can be pulled in
either direction relative to the valve (i.e., either proximally
or distally, where proximal means closer to or toward the
operator of the delivery apparatus, and distal means far-
ther or away from the operator of the delivery apparatus),
but this may also depend on the delivery system design
and the approach, as well as on desired performance
features. After the valve is fully deployed, the delivery
system can still retain the ability recapture the valve for
repositioning or retrieval/removal of the valve at the dis-
cretion of the operator.
[0019] FIG. 1 shows an illustrative embodiment of the
metal frame 10 of a prosthetic heart valve. As mentioned
earlier,
FIG. 1 shows frame 10 as though cut longitudinally (i.e.,
along a vertical axis in FIG. 1) and laid out flat. However,
frame 10 is actually a hollow annular (ring-like or tubular)
structure in which the left and right edges of what is shown
in FIG. 1 are integrally connected to one another. In other
words, frame 10 actually forms a continuous, hollow an-
nulus or annular structure (e.g., lying in an approximately
tubular geometric, space).
[0020] In FIG. 1 reference 20 points to the top ring (or
aortic portion) cells of frame 10. Eyelets 30 are provided
to facilitate stent retrieval with the delivery system. Con-
necting struts 40 connect top ring 20 to the bottom ring
of cells (or annulus portion) 60. Commissure posts 50
project upwardly to some extent from bottom ring 60.
[0021] FIG. 1 shows a flat development of frame 10 in
its annularly compressed or collapsed condition. (Again,
such flat depictions of what are actually tube-like struc-
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tures are employed solely to simplify some of the FIGS.
herein.) This is the condition in which closed-perimeter,
open-centered cells 20 and 60 are relatively compressed
from left to right as viewed in FIG. 1 (see also FIG. 2). A
valve may be delivered into a patient in this collapsed
condition. FIG. 3 shows what-happens to such a repre-
sentative cell 20/60 (from FIG. 2) when frame 10 expands
to the implant and operating condition. Comparison of
FIGS. 2 and 3 shows that (in FIG. 3) each cell 20, or 60
becomes much wider in the left-right direction. These in-
creased cell widths add up to make the expanded frame
10 much larger in circumference than the collapsed frame
(FIGS. 1 and 2) .
[0022] It is briefly mentioned again that when the valve
is implanted in the patient, top or aortic ring cells 20 are
disposed in the patient’s aorta (e.g., downstream from
the valsalva sinus), connecting struts 40 pass through
the valsalva sinus, and bottom or annulus ring cells 60
are disposed in or near the patient’s native aortic valve
annulus. Commissure posts 50 may be rotationally
aligned with the patient’s native aortic valve commis-
sures. The prosthetic valve includes three flexible leaflets
(not shown herein, but see again the above-mentioned
Braido reference). Each of these leaflets basically ex-
tends between a respective pair of annularly adjacent
ones of commissure posts 50. Left and right edge por-
tions of each leaflet are respectively attached to the posts
50 in the pair of posts between which that leaflet extends.
A lower edge portion of each leaflet is attached to bottom
ring structure 60 below and between the posts 50 be-
tween which that leaflet extends. The upper edge of each
leaflet is relatively free and is able to move toward and
meet the upper edges of the other two leaflets to close
the valve, or to move radially out away from those other
two leaflet upper edges to open the valve. The direction
of blood flow through the valve (when open) is upward
as viewed in FIG. 1.
[0023] It should be noted that in FIG. 1 and in all other
examples and embodiments of this invention the bottom
ring cell 62 immediately below each commissure post 50
is different from the other bottom ring cells 60. In partic-
ular, bottom ring cells 62 are stronger and more resistant
to collapse (in a direction that is circumferential of the
valve (left-right as viewed in FIG. 1)) than the other bot-
tom ring cells 60. This greater strength of cells 62 ac-
counts for the fact that even in the collapsed condition
shown in FIG. 1, cells 62 remain relatively open, while
all of the other cells 60 are very nearly closed in the cir-
cumferential direction. Indeed, the condition of cells 62
shown in FIG. 1 may also be very nearly the fully expand-
ed condition of those cells. Most of the annular compres-
sion and re-expansion of bottom ring 60 may occur in
cells other than cells 62, with cells 62 remaining at or
nearly at the same size (in the circumferential direction)
in both the collapsed condition and the re-expanded con-
dition of the valve. Cells 62 can be given the above-de-
scribed greater strength, for example, by increasing the
width and/or thickness of the members that form those

cells.
[0024] To quantify the possible feature of the example
that has just been described, when a valve frame like 10
with this feature is subjected to an annular collapsing
force that reduces annulus portion 20 to 50% of its full
(expanded) size as an operating valve, each of cells 62
still preferably retains at least 75% of its full operating
size width (e.g., as measured in the area indicated by
the dimension W in FIG. 5). Note that each substructure
that includes a commissure post 50 and a cell 62 may
be described as a Y-shaped structure (with post 50 form-
ing the base member of the Y, and with cell sides 63a
and 63b forming the diverging arm members of the Y).
The cell 62 of this Y-shaped structure is closed by a link-
ing member 63c that interconnects the arm members 63a
and 63b remote from where the arms begin to diverge
from one another. The upper end of post 50 is a free end
portion. The included angle A between diverging arm
members 63a and 63b is preferably less than 90°. Di-
mension W is typical of how the open space between
arms 63a and 63b can be measured. Linking member
63c may help to resist collapse of this open space; but,
on the other hand, it may still allow some change in the
size of the cell 62 for which it provides some of the pe-
rimeter structure.
[0025] The following summarizes some of the benefits
and other features of the above-described approach. The
increase in stiffness of commissure posts 50 and asso-
ciated cells 62 can help to maintain repeat cycle deflec-
tion over time. (Such repeat cycle deflection may include
deflection of posts 50 in the radial direction in response
to each cycle of opening and closing of the valve after it
has been implanted and is functioning in a patient.) Mak-
ing parts 50/62 relatively non-collapsible and non-ex-
panding facilitates configuring the geometry of those
parts without major constraints in order to achieve a de-
sired flexibility/stiffness balance (e.g., in the radial direc-
tion). Note that connecting struts 40 are directly attached
to the flexing posts 50/62 to provide additional support
and/or stiffness. The following further explains the mech-
anism of stent post flexibility/stiffness. This performance
can be controlled by varying the contact point of the con-
necting arms 40 along the inverted Y post arms. For ex-
ample, connecting struts 40 may be connected (1) at or
near the tip of the posts 50 in one extreme possibility, (2)
at or near the bottom of the inverted Y structure in the
other extreme possibility, (3) or anywhere in between
these two extremes. This can greatly increase or de-
crease the ability of the post tip to deflect inwardly. This
is another way that the flexibility/stiffness can be control-
led (in addition to changing the width and/or thickness of
the inverted Y arms) .
[0026] Another possibly advantageous feature that is
illustrated by FIG. 1 is the absence of frame geometry
and metal below each post 50 and cell 62. In other words,
bottom ring 60 does not extend down below posts 50
nearly as far as it extends down elsewhere. The resulting
recesses 64 (extending upwardly into the structure) help
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the implanted valve avoid interfering with the patient’s
adjacent mitral valve.
[0027] Each Commissure post 50 has several eyelets
52 for easier leaflet integration (attachment).
[0028] Eyelets 30 in top ring cells 20 can be used to
pass a wire (e.g., of nitinol) or other tether through frame
10 and then through a central lumen of the delivery sys-
tem. This aids in reducing the expanded top (aortic) ring
diameter for retrieval of the valve for purposes of repo-
sitioning or removing the valve. In other words, the above-
mentioned tether(s) through eyelets 30 can be tensioned
to pull eyelets 30 and adjacent frame elements radially
inwardly so that they will again fit into a delivery system
sheath. For example, the above-described tether and
eyelet 30 structure can also help to prevent the stent 10
from catching on an edge of a sheath that is part of the
delivery apparatus as mentioned above. Once the frame
10 is thus back in the delivery system, that system can
be used to reposition and redeploy the valve, or alterna-
tively to completely remove the valve from the patient.
[0029] As has been noted, FIG. 4 shows an enlarge-
ment of the upper portion of frame 10 from FIG. 1. FIG.
5 shows an enlargement of the lower portion of frame 10
from FIG. 1.
[0030] FIG. 6 is a view similar to FIG. 1 showing an
alternative frame embodiment 100. The only difference
between frame 10 and frame 100 is that in frame 100
cells 62 are diamond-shaped and extend down to or close
to the plane containing the bottoms of other bottom (an-
nulus portion) ring cells 60. (The same reference num-
bers are used in FIGS. 1 and 6 for elements that are the
same or similar.) This means that frame 100 does not
include the upwardly extending recesses 64 that are
shown in earlier FIGS. and described above for frame 10.
[0031] FIG. 7 shows an illustrative embodiment of the
invention. Again, these features can help to facilitate easy
repositioning and/or retrieval of the valve. FIG. 7 is an-
other view similar to FIGS. 1 and 6, but FIG. 7 shows a
modified frame embodiment 200. Elements in FIG. 7 that
are the same as or similar to elements in earlier FIGS.
have the same reference numbers again in FIG. 7. In
particular, the differences from frame 10 are in top ring
area (aortic portion) 220.
[0032] As shown in FIG. 7, the top ring 220 cell design
is such that there are no elbow struts that can catch on
a sheath of delivery apparatus during valve collapsing.
This is achieved by connecting all expandable cells in
top ring 220 down to the six connecting struts 40 in a
tapered manner. More specifically, the lower-most points
or elbows 223a (FIG. 9) of the top-most row of cells 222
also form the side mid-point nodes of cells 224 in a next-
lower row of the top ring. The lower-most points or elbows
225a of cells 224 form the side mid-point nodes of cells
226 in a still lower row of the top ring. The lower-most
points or elbows 227a of cells 226 blend into (i.e., are
the attachment points for) struts 40. As a consequence
of this, no cell 222, 224, or 226 in top ring 220 has a
downwardly projecting elbow that is exposed (i.e., does

not smoothly blend into some further, lower structure,
ultimately leading smoothly into struts 40). There are thus
no exposed, downwardly pointing elbows on any top ring
cells that could catch on a sheath that is moving (from
below as indicated by arrow 203 in FIG. 8) back up over
the top ring structure in order to re-collapse that structure
for repositioning or retrieval of the valve.
[0033] Another way to describe the feature illustrated
by FIGS. 7-9 is to start from struts 40 and work upward.
The upper end 227a of each strut 40 is the starting point
for two arms (e.g., 228a and 228b) that diverge from one
another as one proceeds upwardly from that starting
point. The included angle B between these two arms is
preferably less than 90°. Each of these arms 228a/b con-
tinues upwardly until it meets and joins the circumferen-
tially (or annularly) adjacent arm 228a/b extending up-
wardly from another circumferentially (or annularly) ad-
jacent one of the starting points 227a. There is no struc-
ture between any of the circumferentially adjacent arms
228 that emanate from circumferentially adjacent ones
of starting points 227a. Thus there is no such structure
that can catch on delivery apparatus that is moving up-
wardly (arrow 203 in FIG. 8) to re-collapse and re-enclose
the upper portion of frame 200. All of the structure of
aortic ring 220 is either between the pairs of arms 228a/b
that emanate from the same starting point 227a or up-
wardly beyond that structure. Struts 40 and arms 228a/b
can thus act to smoothly feed all of aortic ring 220 back
into delivery apparatus that is moving upwardly as indi-
cated by arrow 203 in FIG. 8.
[0034] The same principle illustrated by FIGS. 7-9 can
be alternatively or additionally applied to bottom ring
structure (annulus portion) 60 for the reverse deployment
option (i.e., deployment of annulus portion 60 first). In
other words, bottom ring cells 60 (other than 62 and posts
50) can be blended into connecting struts 40 via one or
more intervening rows of additional bottom ring cells to
avoid exposed, upwardly facing elbows (other than posts
50).
[0035] The point mentioned in the immediately preced-
ing paragraph is illustrated by FIGS. 14 and 15 (which
show two different illustrative embodiments).
In FIG. 14 annulus portion 360 includes three rows or
tiers of closed-perimeter, open-center cells 362, 364, and
366. All of the cells 362 in the topmost row begin (at their
upper ends) at points 367a that are at the bottom ends
of struts 40. The rows of cells 364 and 366 below top row
362 fan out gradually from the topmost row, so that no
cell in any row has an upwardly pointing corner that is
not also part of the side structure of another cell that is
higher up. In other words, from each starting point 367a,
two arms 368a and 368b gradually diverge and continue
relatively smoothly down as far as is necessary to include
the upper elbows of all cells 362, 364, and 366 that are
between those arms. All cells in annular portion 360 are
between some such pair of diverging arms 368a and
368b.
(Again, the included angle B between each such pair of
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arms 368a and 368b is less than 90°.) Avoidance of ex-
posed, upward-pointing cell corners in this way facilitates
reintroduction of annulus portion 360 into a downwardly
moving delivery apparatus sheath in the event that the
prosthetic valve must be repositioned in the patient or
withdrawn from the patient. The only upwardly pointing
structures that are not thus prevented from being ex-
posed are commissure posts 50. However, these posts
50 can be designed to have a slight inward tilt toward the
central axis, which can help prevent a frame-collapsing
sheath from catching on these posts as the sheath pass-
es over them.
[0036] Again it is emphasized that the principles illus-
trated by FIGS. 7-12 (i.e., no exposed cell corners in aor-
tic portion pointing toward annulus portion) and FIGS. 14
and 15 (i.e., no exposed cell corners in annulus portion
pointing toward aortic portion) can be combined in one
valve frame in accordance with this invention.
[0037] FIG. 15 shows an alternate embodiment of what
is shown in FIG. 14. Reference numbers in FIG. 15 in
the 400 series that are otherwise similar to reference
numbers in FIG. 14 in the 300 series refer to similar el-
ements. The description of FIG. 15 can therefore be
somewhat abbreviated because the description of FIG.
14 applies again to FIG. 15 with only the above reference
number difference. The major difference between
FIGS. 14 and 15 is in where the cellular structure of the
annulus portion connects to the structure of commissure
post cells 50/62. In FIG. 14 the upper-most of these con-
nection points 369a/b are relatively close to the bottom
of cells 62. In FIG. 15, on the other hand, the upper-most
of these connection points 469a/b are closer to the tops
of cells 62. As is pointed and described elsewhere in this
specification, this kind of variation can be used to affect
the stiffness of the commissure posts structures 50/62.
For example, all other things being equal, the commis-
sure post structures 50/62 in FIG. 14 tend to be more
flexible (e.g., for deflection radial of the prosthetic valve)
than the commissure post structures 50/62 in FIG. 15.
The length of cantilevering of the structure 50/62 is great-
er in FIG. 14 than in FIG. 15.
[0038] FIGS. 10 and 11 show frame 200 in the round,
but still in the collapsed condition. FIG. 12 shows an en-
largement of the upper portion of what is shown in FIGS.
10 and 11. FIG. 13 shows an enlargement of the lower
portion of what is shown in FIGS. 10 and 11.
[0039] The following paragraphs highlight various as-
pects of the invention.
[0040] Flexible stent frame posts 50 separated from
the main frame structure on the upper or blood outflow
end, but attached to the stent structure at the lower or
blood inflow end of the posts. This allows the stent (es-
pecially posts 50) to flex and deflect to accommodate
valve tissue function in the open/closed cycles.
[0041] At least three non-expanding stent post mem-
bers 50/62. This allows for balancing the stiffness of the
bending/flexing post 50/62 by dialing in geometry of the
post as well as the width of its struts (i.e., the side mem-

bers of cells 62).
[0042] At least three connecting members 40 that con-
nect the stent’s top (outflow) expanding ring geometry
20/220 with the stent’s bottom (inflow) expanding ring
geometry 60.
[0043] The connecting struts 40 can be attached to the
stent’s posts 50/62 at various locations to provide addi-
tional means of adjusting stiffness, as well as controlling
stent post 50/62 flexibility and deflection.
[0044] Connecting struts 40 can also be attached to
any of the bottom cells. More than six connecting struts
40 are also possible if it is desired to connect every cell
at the top ring with every cell at the bottom ring. The
geometries of the connections between top and bottom
rings can vary significantly, but the objective is to elimi-
nate exposed elbows that can potentially cause catching
when re-sheathing.
[0045] A unique and differentiated top ring geometry
220 design that includes several struts (cell perimeter
members) and closed and open cells that are disposed
in rows 222, 224, and 226. As the rows approach the
connecting struts 40, the number of cells and struts (cell
perimeter members) decreases in a manner that forms
a smooth and streamed transition from the very top (out-
flow end) down to the point of making connection with
the six struts 40. The geometry is such that there are no
exposed strut (cell perimeter member) elbows that are
not connected to the remainder of the geometry such that
they can catch and hang on the edge of an advancing
sheath during re-sheathing for repositioning or for retriev-
al.
[0046] The same geometry described in the above par-
agraph can be applied to the stent’s bottom ring 60 (e.g.,
as shown in FIGS. 14 and 15).
[0047] This stent invention can incorporate the above-
described geometry on the top ring only, the bottom ring
only, or on both rings. With incorporation on the top ring
only, the sheath can only be advanced from the blood
inflow to the blood outflow end of the stent when recap-
ture is desired. Similarly, if the geometry is incorporated
on the bottom ring only, the sheath can only be advanced
from the blood outflow to the blood inflow end of the stent.
Finally, if the geometry is incorporated on both rings, the
sheath can be advanced from either direction when stent
collapsing for recapture is desired.
[0048] The geometry design described above can vary
in strut (e.g., cell perimeter member) width, thickness,
shape, taper, and/or length to create a desired balance
for that geometry that will allow for reduced strain during
initial processing expansion, collapsing, and re-expan-
sion. Therefore, the design can utilize various combina-
tions of these variations to achieve the right balance.
[0049] The mid-section 40 of the stent between the top
and bottom rings can be designed to expand to fit and
self-anchor in the valve sinus area (i.e., the valsalva si-
nus). Also, it can be designed with no curves (straight
members 40) and serve the purpose of connecting the
stent’s top and bottom rings. Finally, it can be designed
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to have predetermined bends that may have some func-
tional aspects when collapsed for delivery, as well as in
the deployed functional state.
[0050] The stent geometry incorporates several eyelet
designs (e.g., 30) that are disposed at various locations
of the stent. Depending on their locations, these eyelets
serve different functions. When disposed around the top
ring 20/220, they can facilitate stent collapsing for certain
stent geometry designs by threading a temporary thin
nitinol wire suture or other appropriate tether member to
loop through the eyelet(s) 30 and back into the central
lumen of delivery apparatus. When the stent is partially
deployed and recapture is desired, the wires can be
pulled proximally, which causes the geometry to taper
and "funnel" radially inwardly into the delivery system
sheath (tube).
[0051] The stent posts 50 can incorporate eyelets 52
to facilitate leaflet integration and attachment to the posts
with appropriate means (e.g., with sutures).
[0052] The stent’s bottom (inflow) ring 60 geometry
may also incorporate eyelets 66 at various locations that
can be utilized for leaflet integration, cuff integration, or
for attaching members that can assist in re-collapsing
the valve during repositioning and retrieval.
[0053] The eyelets or other similar apertures can be
disposed at different locations and in various combina-
tions for purposes such as stent/tissue/cuff integration
and/or stent deployment/recapture/ repositioning. There-
fore, eyelets can be located at the corners of cells, or
between cells at the top and bottom rings, or anywhere
in between.
[0054] The stent geometry at both the inflow and out-
flow edges can incorporate additional anchoring features
so the stent remains secured during the cardiac cycle.
[0055] The stent frame has sections designed to allow
clearance of the coronary arteries, thus not obstructing
critical blood flow to the heart. This aspect of the invention
is illustrated by reference numbers 240 in FIGS. such as
FIGS. 7-15. When the valve frame opens up (expands
annularly) at the implant site in the patient, these areas
240 between struts 40 will become relatively large, open,
and unobstructed areas. If posts 50 are aligned with the
patient’s native valve commissure posts, open areas 240
(which are circumferentially offset from posts 50) will tend
to be aligned with the patient’s native coronary artery
ostia. This helps to ensure that no part of the prosthetic
valve blocks blood flow from the aorta into the coronary
arteries. This property of the prosthetic valve is enhanced
by the use of a design (e.g., like that shown in FIG. 7) in
which one or both ends (upstream and/or downstream)
of areas 240 are free of exposed cell elbows as described
elsewhere in this specification. For example, there are
no exposed, upstream-pointing cell elbows or corners
between the arms that are labelled 228a and 228b in
FIG. 11. This helps to keep the area that is labelled 240
in FIG. 11 open for avoidance of obstruction of a patient’s
coronary artery ostia.
[0056] The stent can incorporate a collapsible cuff to

promote tissue in-growth, thus preventing perivalvular
leaks.
[0057] The cell elbow geometry can incorporate
unique geometry that stress-relieves the stent, as well
as allowing for larger cell expansion and providing loca-
tions that can be used for leaflet and cuff integration.
[0058] The stent geometry design can have features
(e.g., recesses 64) to relieve impingement on the mitral
valve when expanded within calcified leaflets.
[0059] It will be understood that the foregoing is only
illustrative of the principles of the invention, and that var-
ious modifications can be made by those skilled in the
art without departing from the scope of the invention. For
example, the number of closed-perimeter, open-cen-
tered cells (e.g., 20 or 60) that is used to form each ring
of such cells can be more or less than the numbers shown
in the accompanying FIGS. Similarly, the number of rows
or.tiers of such cells (e.g., 20 or 60) that are used in the
aortic or annulus portions of frame 10, 100, or 200 can
be different from the numbers shown in the accompany-
ing FIGS.

Claims

1. A frame structure for a prosthetic aortic heart valve
comprising:

an annulus portion (60; 360) that is annular
about a longitudinal axis and that is annularly
collapsible and re-expandable;
an aortic portion (220) that is annular about the
longitudinal axis and that is annularly collapsible
and re-expandable, the aortic portion being
spaced from the annulus portion in a first direc-
tion along the longitudinal axis; and
a plurality of strut members (40) for connecting
the annulus portion to the aortic portion at a plu-
rality of points (227a) that are spaced from one
another in a direction that is annular of the aortic
portion,

characterized by the aortic portion (220)
including, at each of said points, a pair of
arm members (228a, 228b) that begin at
that point (227a) and that diverge from one
another in the first direction with an included
angle (B) between the arm members of less
than 90° until each arm member connects
to an annularly adjacent arm member
(228a, 228b) that started from another, an-
nularly adjacent one of the points,
the aortic portion (220) including no other
structure between annularly adjacent ones
of the arm members that connect to one an-
other and that start from different ones of
the points (227a).
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2. The frame structure defined in claim 1 further com-
prising a plurality of open-centered, closed-perime-
ter cells (222, 224, 226) between the arm members
that start from each of the points (227a), the cells
being configured to allow the included angle between
those arm members to collapse and re-expand.

3. The frame structure defined in claim 2 further com-
prising a plurality of additional closed-perimeter,
open-centered cells (222, 224, 226) that are dis-
posed in the first direction from the cells between the
arm members and that are connected to the cells
between the arms members.

4. The frame structure defined in claim 3 wherein the
additional cells form an annular, array, and wherein
the additional cells are configured to allow the annu-
lar array to annularly collapse and re-expand.

5. The frame structure defined in claim 1 wherein the
annulus portion includes a plurality of annularly
spaced commissure posts (50) extending in the first
direction, and wherein the strut members are
grouped in a plurality of pairs, each pair being asso-
ciated with a respective one of the commissure posts
with that commissure post being between the strut
members in the associated pair.

6. The frame structure defined in claim 5 wherein an
open space (240) is provided between a duality of
the strut members that are annularly adjacent to one
another, each of the strut members in the duality
being one of the strut members in a respective dif-
ferent one of said pairs of the strut members, the
open space helping the frame structure avoid ob-
structing a patient’s coronary artery when the frame
structure is implanted in a patient.

7. A frame structure for a prosthetic aortic heart valve
comprising:

an annulus portion (60; 360)that is annular about
a longitudinal axis and that is annularly collaps-
ible and re-expandable;
an aortic portion (20; 220) that is annular about
the longitudinal axis and that is annularly col-
lapsible and re-expandable, the aortic portion
being spaced from the annulus portion in a first
direction along the longitudinal axis; and
a plurality of strut members (40) for connecting
the aortic portion to the annulus portion at a plu-
rality of points (367a; 467a) that are spaced from
one another in a direction that is annular of the
annulus portion, characterized by the annulus
portion (60; 360) including

a plurality of rows or tiers of closed-perim-
eter, open-center cells (362, 364, 366; 462,

464, 466) formed by a plurality of arm mem-
bers, each of the cells sharing an arm mem-
ber with an adjacent cell,
the cells starting from each of the points
(367a; 467a) and including a pair of arm
members (368a, 368b; 468a, 468b) that be-
gin at that point and that diverge from one
another in a direction opposite the first di-
rection with an included angle between the
arm members of less than 90° until each
arm member connects to

(1) an annularly adjacent arm member
that is started from another, annularly
adjacent one of points, or
(2) to a commissure post structure (50)
of the annulus portion (360).

8. The frame structure defined in claim 7 further com-
prising a plurality of open-centered, closed perimeter
cells (362, 364, 366; 462, 464, 466) between the arm
members that start from each of the points (367a;
467a), the cells being configured to allow the includ-
ed angle between those arm members to collapse
and re-expand.

9. The frame structure defined in claim 8 wherein the
strut members are grouped in a plurality of pairs,
each pair being associated with a respective one of
the commissure post structures, with that commis-
sure post structure being between the strut members
in the associated pair.

10. The frame structure defined in claim 9 wherein an
pen space (240) is provided between a duality of the
strut members that are annularly adjacent to one an-
other, each of the strut members in the duality being
one of the strut members in a respective different
one of said pairs of the strut members, the open
space helping the frame structure avoid obstructing
a patient’s coronary artery when the frame structure
is implanted in a patient.

Patentansprüche

1. Rahmenstruktur für eine Herzklappenprothese, die
aufweist:

einen Anulusabschnitt (60; 360), der ringförmig
um eine Längsachse ist und der ringförmig zu-
sammenfaltbar und wieder ausdehnbar ist;
einen Aortenabschnitt (220), der ringförmig um
die Längsachse ist und der ringförmig zusam-
menfaltbar und wieder ausdehnbar ist, wobei
der Aortenabschnitt vom Anulusabschnitt in ei-
ne erste Richtung entlang der Längsachse be-
abstandet ist; und
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mehrere Verstrebungselemente (40) zum Ver-
binden des Anulusabschnitts mit dem Aorten-
abschnitt an mehreren Punkten (227a), die von-
einander in einer Ringrichtung zum Aortenab-
schritt beabstandet sind,
dadurch gekennzeichnet, dass der Aortenab-
schnitt (220) an jedem der Punkte ein Paar Ar-
melemente (228a, 228b) aufweist, die von dem
Punkt (227a) ausgehen und die voneinander in
der ersten Richtung mit einem von den Armele-
menten eingeschlossenen Winkel (B) von we-
niger als 90° divergieren, bis jedes Armelement
an ein ringförmig benachbartes Armelement
(228a, 228b) anschließt, das von einem der an-
deren ringförmig benachbarten Punkte ausgeht,
wobei der Aortenabschnitt (220) zwischen ring-
förmig benachbarten Armelementen, die anein-
ander anschließen und die von verschiedenen
Punkten (227a) ausgehen, keine anderen Struk-
turen aufweist.

2. Rahmenstruktur nach Anspruch 1, ferner mit meh-
reren Zellen (222, 224, 226) mit offener Mitte und
geschlossenem Umfang zwischen den Armelemen-
ten, die von jedem der Punkte (227a) ausgehen, wo-
bei die Zellen so ausgebildet sind, dass sich der zwi-
schen deren Armelementen eingeschlossene Win-
kel verkleinern und wieder vergrößern kann.

3. Rahmenstruktur nach Anspruch 2, ferner mit meh-
reren zusätzlichen Zellen (222, 224, 226) mit offener
Mitte und geschlossenem Umfang, die in der ersten
Richtung von den Zellen zwischen den Armelemen-
ten angeordnet sind und die mit den Zellen zwischen
den Armelementen verbunden sind.

4. Rahmenstruktur nach Anspruch 3, wobei die zusätz-
lichen Zellen eine ringförmige Anordnung bilden und
wobei die zusätzlichen Zellen so ausgebildet sind,
dass sich die ringförmige Anordnung ringförmig zu-
sammenfalten und wieder vergrößern kann.

5. Rahmenstruktur nach Anspruch 1, wobei der Anu-
lusabschnitt mehrere ringförmig beabstandete Kom-
missurpfosten (50) aufweist, die sich in die erste
Richtung erstrecken, und wobei die Verstrebungse-
lemente in mehrere Paare gruppiert sind, und jedes
Paar jeweils einem der Kommissurpfosten zugeord-
net ist, wobei dieser Kommissurpfosten zwischen
den Verstrebungselementen im damit verbundenen
Paar vorgesehen ist.

6. Rahmenstruktur nach Anspruch 5, wobei ein offener
Raum (240) zwischen einer Dualität von Verstre-
bungselementen vorgesehen ist, die einander ring-
förmig benachbart sind, wobei jedes Verstrebungs-
element der Dualität eines der Verstrebungselemen-
te in einem jeweils anderen der Paare von Verstre-

bungselementen ist, wobei, wenn die Rahmenstruk-
tur in einen Patienten implantiert ist, der offene Raum
die Rahmenstruktur beim Vermeiden des Verstop-
fens der Herzkranzgefäße eines Patienten unter-
stützt.

7. Rahmenstruktur für eine Herzklappenprothese, die
aufweist:

einen Anulusabschnitt (60; 360), der ringförmig
um eine Längsachse ist und der ringförmig zu-
sammenfaltbar und wieder ausdehnbar ist;
einen Aortenabschnitt (20; 220), der ringförmig
um die Längsachse ist und der ringförmig zu-
sammenfaltbar und wieder ausdehnbar ist, wo-
bei der Aortenabschnitt vom Anulusabschnitt in
eine erste Richtung entlang der Längsachse be-
abstandet ist; und
mehrere Verstrebungselemente (40) zum Ver-
binden des Aortenabschnitts mit dem Anulus-
abschnitt an mehreren Punkten (367a; 467a),
die voneinander in einer Ringrichtung zum Aor-
tenabschnitt beabstandet sind,
dadurch gekennzeichnet, dass der Anulusab-
schnitt (60; 360) aufweist:

mehrere Reihen oder Ebenen von Zellen
(362, 364, 366; 462, 464, 466) mit offener
Mitte und geschlossenem Umfang, die von
mehreren Armelementen gebildet werden,
wobei jede der Zellen sich ein Armelement
mit einer benachbarten Zelle teilt,
wobei die Zellen von jedem der Punkte
(367a; 467a) ausgehen und ein Paar Arme-
lemente (368a, 368b; 468a, 468b) aufwei-
sen, die von dem Punkt ausgehen und die
voneinander in einer Richtung entgegenge-
setzt zur ersten Richtung mit einem zwi-
schen den Armelementen eingeschlosse-
nen Winkel, der kleiner als 90° ist, divergie-
ren, bis jedes Armelement anschließt an

(1) ein ringförmig benachbartes Arme-
lement, das von einem der anderen
ringförmig benachbarten Punkte aus-
geht, oder
(2) eine Kommissurpfostenstruktur
(50) des Anulusabschnitts (360).

8. Rahmenstruktur nach Anspruch 7, ferner mit meh-
reren Zellen (362, 364, 366; 462, 464, 466) mit offe-
ner Mitte und geschlossenem Umfang zwischen den
Armelementen, die von jedem der Punkte (367a;
467a) ausgehen, wobei die Zellen so ausgebildet
sind, dass sich der zwischen deren Armelementen
eingeschlossene Winkel verkleinern und wieder ver-
größern kann.
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9. Rahmenstruktur nach Anspruch 8, wobei die Ver-
strebungselemente in mehreren Paaren gruppiert
sind und jedes Paar jeweils einer der Kommissur-
pfostenstrukturen zugeordnet ist, wobei diese Kom-
missurpfostenstruktur zwischen den Verstrebungs-
elementen im damit verbundenen Paar vorgesehen
ist.

10. Rahmenstruktur nach Anspruch 9, wobei ein offener
Raum (240) zwischen einer Dualität von Verstre-
bungselementen vorgesehen ist, die einander ring-
förmig benachbart sind, wobei jedes Verstrebungs-
element der Dualität eines der Verstrebungselemen-
te in einem jeweils anderen der Paare von Verstre-
bungselementen ist, wobei, wenn die Rahmenstruk-
tur in einen Patienten implantiert ist, der offene Raum
die Rahmenstruktur beim Vermeiden des Verstop-
fens der Herzkranzgefäße eines Patienten unter-
stützt.

Revendications

1. Structure de bâti pour une prothèse valvulaire car-
diaque aortique, comprenant :

une partie annulaire (60 ; 360), annulaire autour
d’un axe longitudinal et qui est annulairement
rétractable et ré-expansible ;
une partie aortique (220), annulaire autour de
l’axe longitudinal et qui est annulairement ré-
tractable et ré-expansible, ladite partie aortique
étant espacée de la partie annulaire dans une
première direction le long de l’axe longitudinal ;
et
une pluralité d’éléments d’entretoise (40) desti-
nés à relier la partie annulaire à la partie aortique
sur une pluralité de points (227a) espacés l’un
de l’autre dans une direction annulaire de la par-
tie aortique,
caractérisée en ce que la partie aortique (220)
présente sur chacun des points une paire d’élé-
ments de bras (228a, 228b) partant dudit point
(227a) et divergeant l’un de l’autre dans la pre-
mière direction en incluant un angle (B) inférieur
à 90° entre les éléments de bras jusqu’à ce que
chaque élément de bras se raccorde à un élé-
ment de bras (228a, 228b) annulairement adja-
cent partant d’un autre point annulairement ad-
jacent,
la partie aortique (220) n’incluant pas d’autre
structure entre des éléments de bras annulaire-
ment adjacents raccordés l’un à l’autre et partant
de points (227d) différents.

2. Structure de bâti selon la revendication 1, compre-
nant en outre une pluralité de cellules à ouverture
centrale et à périmètre fermé (222, 224, 226) entre

les éléments de bras, partant de chacun des points
(227a), les cellules étant prévues pour permettre à
l’angle inclus entre lesdits éléments de bras d’être
rétracté et ré-expansé.

3. Structure de bâti selon la revendication 2, compre-
nant en outre une pluralité de cellules additionnelles
à ouverture centrale et à périmètre fermé (222, 224,
226) disposées dans la première direction depuis
les cellules entre les éléments de bras et raccordées
aux cellules entre les éléments de bras.

4. Structure de bâti selon la revendication 3, où les cel-
lules additionnelles forment un réseau annulaire, et
où les cellules additionnelles sont prévues pour per-
mettre au réseau annulaire d’être annulairement ré-
tracté et ré-expansé.

5. Structure de bâti selon la revendication 1 où la partie
annulaire comprend une pluralité de montants de
commissure (50) annulairement espacés s’étendant
dans la première direction, et où les éléments d’en-
tretoise sont groupés en une pluralité de paires, cha-
que paire étant associée à un montant de commis-
sure correspondant, ledit montant de commissure
étant disposé entre les éléments d’entretoise de la
paire associée.

6. Structure de bâti selon la revendication 5, où un es-
pace libre (240) est ménagé entre une dualité d’élé-
ments d’entretoise annulairement adjacents l’un à
l’autre, chaque élément d’entretoise de la dualité
étant un des éléments d’entretoise d’une paire dif-
férente correspondante parmi les paires d’éléments
d’entretoise, l’espace libre permettant à la structure
de bâti d’empêcher une obstruction artérielle coro-
naire chez un patient quand la structure de bâti est
implantée sur le patient.

7. Structure de bâti pour une prothèse valvulaire car-
diaque aortique, comprenant :

une partie annulaire (60 ; 360), annulaire autour
d’un axe longitudinal et qui est annulairement
rétractable et ré-expansible;
une partie aortique (20 ; 220), annulaire autour
de l’axe longitudinal et qui est annulairement ré-
tractable et ré-expansible, ladite partie aortique
étant espacée de la partie annulaire dans une
première direction le long de l’axe longitudinal ;
et
une pluralité d’éléments d’entretoise (40) desti-
nés à relier la partie aortique à la partie annulaire
sur une pluralité de points (367a ; 467a) espa-
cés l’un de l’autre dans une direction annulaire
de la partie annulaire,
caractérisée en ce que la partie annulaire (60 ;
360) comprend
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une pluralité de rangées ou de niveaux de cel-
lules à ouverture centrale et à périmètre fermé
(362, 364, 366 ; 462, 464, 466) formées par une
pluralité d’éléments de bras, chacune des cel-
lules partageant un élément de bras avec une
cellule adjacente,
les cellules partant de chacun des points (367a ;
467a) et comprenant une paire d’éléments de
bras (368a, 368b ; 468a, 468b) partant dudit
point et divergeant l’une de l’autre dans une di-
rection opposée à la première direction, en in-
cluant un angle inférieur à 90° entre les éléments
de bras jusqu’à ce que chaque élément de bras
se raccorde à

(1) un élément de bras annulairement ad-
jacent partant d’un autre point annulaire-
ment adjacent, ou
(2) à une structure de montant de commis-
sure (50) de la partie annulaire (360).

8. Structure de bâti selon la revendication 7, compre-
nant en outre une pluralité de cellules à ouverture
centrale et à périmètre fermé (362, 364, 366 ; 462,
464, 466) entre les éléments de bras, partant de cha-
cun des points (367a ; 467a), les cellules étant pré-
vues pour permettre à l’angle inclus entre lesdits élé-
ments de bras d’être rétracté et ré-expansé.

9. Structure de bâti selon la revendication 8, où les élé-
ments d’entretoise sont groupés en une pluralité de
paires, chaque paire étant associée à une structure
de montant de commissure correspondante, ladite
structure de montant de commissure étant disposée
entre les éléments d’entretoise de la paire associée.

10. Structure de bâti selon la revendication 9, où un es-
pace libre (240) est ménagé entre une dualité d’élé-
ments d’entretoise annulairement adjacents l’un à
l’autre, chaque élément d’entretoise de la dualité
étant un des éléments d’entretoise d’une paire dif-
férente correspondante parmi les paires d’éléments
d’entretoise, l’espace libre permettant à la structure
de bâti d’empêcher une obstruction artérielle coro-
naire chez un patient quand la structure de bâti est
implantée sur le patient.
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