
Printed by Jouve, 75001 PARIS (FR)

Europäisches Patentamt

European Patent Office

Office européen des brevets

(19)

E
P

1 
29

1 
86

0
A

2
*EP001291860A2*
(11) EP 1 291 860 A2

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication:
12.03.2003 Bulletin 2003/11

(21) Application number: 02255869.6

(22) Date of filing: 22.08.2002

(51) Int Cl.7: G11B 15/00

(84) Designated Contracting States:
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR
IE IT LI LU MC NL PT SE SK TR
Designated Extension States:
AL LT LV MK RO SI

(30) Priority: 23.08.2001 US 938159

(71) Applicant: Hewlett-Packard Company
Palo Alto, CA 94304 (US)

(72) Inventors:
• Coffin, Paul Clinton

Fort Collins, CO 80524 (US)
• Mueller, Robert Lee

Windsor, CO 80550 (US)
• Schmidtke, Gregg S.

Fort Collins, CO 80524 (US)

(74) Representative: Tollett, Ian et al
Williams Powell
4 St. Paul’s Churchyard
London EC4M 8AY (GB)

(54) Removable media storage device for a data storage system

(57) Media storage devices for, and methods of stor-
ing data media in, a data storage system (100) are pro-
vided. The data storage system (100) may comprise a
data exchange device (108) configured to exchange da-
ta stored on data media (102) and a media handling sys-
tem (200) configured to transfer the data media (102)
between the media storage device and the data ex-
change device (108). The media storage device com-

prises a housing (2702) configured to receive the data
media (102). The housing (2702) includes a first elon-
gate alignment groove (2750) adapted to slidably en-
gage with a corresponding first elongate reference rail
(1316) located adjacent an opening in the data storage
system (100) such that the media storage device may
be inserted and removed by slidably engaging the first
elongate reference rail (1316) and the first elongate
alignment groove (2750).
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Description

[0001] The present invention is generally related to a
media storage device and to a method for storing data
media in a data storage system. More particularly, it is
related to devices for storing and providing access to
data media (such as optical disks and magnetic tape
cartridges) in a data storage system.
[0002] Many different types of data storage systems
exist and are currently being us ed to store and access
various types of data media, such as optical disks and
magnetic tape cartridges to name a few, so that data
may be read from and/or written to the data media. Typ-
ically, data storage systems include many media stor-
age devices for storing a group of data media, one or
more data exchange devices for reading from and/or
writing to the data media, and a media handling device
for transferring the data media between the media stor-
age devices and the data exchange devices. A typical
example of a data storage system is disclosed in U.S.
Patent Application Serial No. 09/045,134, entitled "Mul-
ti-Plane Translating Cartridge Handling System" and
filed on March 20, 1998, and which is hereby incorpo-
rated by reference in its entirety.
[0003] The data media employed by data storage sys-
tems may be any of a variety of types of machine-read-
able devices capable of storing data, having the data
read from the device by a data exchange device, and/
or having the data written to the device by the data ex-
change devices. For instance, the data media may be
a magnetic disk or tape, such as a digital linear tape
(DLT) or an optical disk, such as a compact disc (CD)
and a digital video disc (DVD). Depending on the type
of data media employed by the data storage system, any
of a variety of data exchange devices may be used.
[0004] The data exchange devices and the media
storage devices are typically positioned at various loca-
tions around the media handling device so that the me-
dia handling device may access the data media stored
in the media storage devices. Examples of media stor-
age devices are disclosed in U.S. Patent No. 6,042,205,
entitled "Media Holding Device Incorporating A Media
Locking Mechanism" and U.S. Patent Application Serial
No. xx/xxx,xxx entitled "Data Cartridge Exchange Ap-
paratus," which are hereby incorporated by reference in
their entirety.
[0005] In many data storage systems, the media stor-
age devices are arranged in a plurality of vertical stacks.
Such data storage systems typically include a lift assem-
bly engaged with, and for, moving the media handling
device to access the data media arranged in the vertical
stacks.
[0006] Data storage systems are usually connected
to a host computer system that may access or store data
on the data media. For example, if the host computer
issues a request for data contained on a particular data
medium, a control system associated with the data stor-
age system may engage a positioning system to move

the media handling system adjacent the desired data
medium. The media handling system may then remove
the data medium from the media storage device and
transport it to the data exchange device. When properly
positioned adjacent the data exchange device, the me-
dia handling system may insert the data medium in the
data exchange device so that the host computer may
access the data stored on the data medium.
[0007] It is often necessary and desirable for an op-
erator or service personnel to periodically access the
data media contained within the data storage system.
Therefore, data storage systems may be configured in
a variety of ways to enable the operator to access the
data media. For example, as disclosed in U.S. Patent
No. 6,042,205, the media storage devices may imple-
mented within a data media exchange apparatus pro-
viding an extendable drawer that can be pulled open to
allow the operator to access the data media stored in
the data storage system. However, these systems have
several disadvantages. These types of systems require
multiple components: a mounting system, an extenda-
ble drawer attached to the mounting system, and one
or more media storage devices configured to receive the
data media and configured to be inserted within the ex-
tendable drawer. Accordingly, existing systems are
more expensive to manufacture and more difficult to in-
stall in the data storage system.
[0008] Thus, there is a need in the industry to address
these and/or other deficiencies and inadequacies.
[0009] The present invention may be viewed as a me-
dia storage device for storing and providing access to a
plurality of data media in a data storage system. The
data storage system comprises a data exchange device
configured to exchange data stored on the plurality of
data media and a media handling system configured to
transfer the plurality of data media between the media
storage device and the data exchange device. Briefly,
in one of many possible embodiments, the media stor-
age device comprises a housing configured to receive
the plurality of data media. The housing includes a first
elongate slot adapted to slidably engage with a corre-
sponding first elongate reference rail located adjacent
an opening in the data storage system such that the me-
dia storage device may be inserted and removed by sl-
idably engaging the first elongate reference rail and the
first elongate slot. The media storage device may further
comprise a locking plate attached to the housing and
configured to engage a locking mechanism located in
the opening in the data storage system. The media stor-
age device may further comprise a handle operationally
attached to the housing and configured to enable an op-
erator to apply a force substantially parallel to the first
elongate slot such that when the first elongate slot en-
gages the first elongate reference rail the media storage
device may be inserted and removed from the data stor-
age system.
[0010] The present invention may also be viewed as
providing a method of storing a plurality of data media
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in a data storage system. The data storage system com-
prises a data exchange device configured to exchange
data stored on the plurality of data media and a media
handling system configured to transfer the plurality of
data media between a media storage device and the da-
ta exchange device. Briefly, in one of many possible em-
bodiments, the method involves the steps of: locating
the plurality of data media within the media storage de-
vice, the media storage device configured to receive the
plurality of data media and having a first elongate slot;
and inserting the media storage device into an opening
in the data storage system by engaging the first elongate
slot with a first elongate reference rail located adjacent
the opening in the data storage system and applying a
force in a direction substantially parallel to the first elon-
gate slot. The method may further comprise the step of
locking the media storage device in the data storage
system by engaging a lock plate attached to the media
storage device with a locking mechanism in the data
storage system.
[0011] A number of preferred embodiments of the
present invention will now be described with reference
to the drawings.
[0012] The invention can be better understood with
reference to the following drawings. The components in
the drawings are not necessarily to scale, emphasis in-
stead being placed upon clearly illustrating preferred
embodiments of the present invention. Moreover, in the
drawings, like reference numerals designate corre-
sponding parts throughout the several views.

FIG. 1 is a perspective view of one of many possible
embodiments of a data storage system.
FIG. 2 is a top view diagram illustrating the internal
arrangement of the components of the data storage
system of FIG. 1.
FIG. 3 is a perspective view of another embodiment
of a data storage system.
FIG. 4 is a perspective view of the media handling
system in the data storage system of FIGS. 1 and 2.
FIG. 5 is a perspective view of one of many possible
embodiments of a data medium access device that
may be used in the media handling system of FIG.
4.
FIG. 6 is a perspective view of one of many possible
embodiments of a lift assembly that may be used in
the data storage system of FIG. 3.
FIG. 7 is another perspective view of the lift assem-
bly of FIG. 6.
FIG. 8 is top view of the lift assembly of FIGS. 6 and
7.
FIG. 9 is a perspective view of another embodiment
of a lift assembly that may be used in the data stor-
age system of FIG. 3.
FIG. 10 is a perspective view illustrating one of
many possible embodiments for removably secur-
ing the media handling system of FIG. 4 and the lift
assembly of FIGS. 6 - 9.

FIG. 11 is a perspective view illustrating the media
handling system of FIG. 4 being removed from the
data storage system of FIG. 3.
FIG. 12 is a perspective view of one of many pos-
sible embodiments of a data media exchange ap-
paratus that may be used in the data storage sys-
tem of FIGS. 1 - 3 for storing data media.
FIG. 13 is an exploded perspective view of the data
media exchange apparatus of FIG. 12 and one of
many possible embodiments of a mounting system
that may be used to mount the data media ex-
change apparatus to the data storage system of
FIGS. 1 - 3.
FIG. 14 is a perspective view of a portion of the data
media exchange apparatus of FIG. 12 mounted in
the data storage system of FIGS. 1 and 2.
FIG. 15 is a detailed diagram of the mounting sys-
tem of FIG. 13.
FIG. 16 is a cross-sectional view of one of the guide
rails in the mounting system of FIG. 15.
FIG. 17 is a cross-sectional view of another of the
guide rails in the mounting system of FIG. 15.
FIG. 18 is side view of the guide rail of FIG. 16.
FIG. 19 is a side view of the guide rail of FIG. 17.
FIG. 20 is a side view illustrating the engagement
of the guide rails of FIGS. 16 - 19.
FIG. 21 is a side view illustrating the engagement
of the data media exchange apparatus of FIG. 12
and the mounting system of FIG. 15.
FIG. 22 is a side view of one of many possible em-
bodiments of a locking system for locking the data
media exchange apparatus of FIG. 12 in the retract-
ed position.
FIG. 23 is a top view of the lock plate in the locking
system of FIG. 22.
FIG. 24 is a perspective view of another embodi-
ment of a data media exchange apparatus that con-
tains a supplemental storage apparatus.
FIG. 25 is a perspective view of the data media ex-
change apparatus of FIG. 24 containing two media
storage devices, various data media, and two spare
data media.
FIG. 26 is a perspective view of the storage tray of
the data media exchange apparatus of FIG. 24.
FIG. 27 is a perspective view of one of many pos-
sible embodiments of an integrated media ex-
change/storage device that may be inserted and re-
moved from the data storage system of FIGS. 1 - 3.
FIG. 28 is a side view of the integrated media ex-
change/storage device of FIG. 27.
FIG. 29 is a top view of the integrated media ex-
change/storage device of FIG. 27 illustrating the
spring mechanism.
FIG. 30 is a side cross-sectional view of the inte-
grated media exchange/storage device of FIGS. 27
- 29 illustrating the operation of the spring mecha-
nism.
FIG. 31 is a side view of one of many possible em-
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bodiments of an automated media exchange sys-
tem that may be used to automatically retract and
extend the data media exchange apparatus of
FIGS. 12 and 24 - 26 in the data storage system of
FIGS. 1 - 3 in a retracted position.
FIG. 32 is an end view of the automated media ex-
change system of FIG. 31.
FIG. 33 is a top view of another embodiment of a
spring retention system that may be used in the data
media exchange apparatus of FIGS. 12 and 24 - 30
for retaining the data media.
FIG. 34 is a side view of the operation of the spring
retention system of FIG. 33.
FIG. 35 is a top view of yet another embodiment of
a spring retention system that may be used in the
data media exchange apparatus of FIGS. 12 and
24 - 30 for retaining the data media.
FIG. 36 is a detailed view of the spring guide tabs
of the spring retention system in FIG. 35.
FIG. 37 is a side view of the operation of the spring
retention system of FIG.35.
FIG. 38 is a perspective view of one of many pos-
sible embodiments of a bulk data media access sys-
tem for providing an operator and/or service per-
sonnel access to a plurality of data media contained
in the data storage system of FIG. 3.
FIG. 39 is a side cross-sectional view of the bulk
data media access system of FIG. 38.
FIG. 40 is a top cross-sectional view of the bulk data
media access system of FIG. 38.
FIG. 41 is a top view illustrating the frame assembly
of the media handling system of FIGS. 2 and 4 re-
movably attached to a lift frame.
FIG. 42 is a front view of the frame assembly and
lift frame of FIG. 41. FIG. 43 is a side view of the
frame assembly and lift frame of FIG. 41.

I. Data Storage System

[0013] FIGS. 1 and 2 illustrate a data storage system
100 for handling and storing various data media 102.
Data storage system 100 may comprise a housing 104
that contains media storage devices 106, such as mag-
azines, for storing a group of data media 102, data ex-
change devices 108 for reading from, and/or writing to,
data media 102, media handling system 200 for trans-
ferring data media 102 between media storage devices
106 and data exchange devices 108, media storage ac-
cess panels 110, and handling system access panel
112. One of ordinary skill in the art will understand that
housing 104 may also contain any of a variety of addi-
tional components or devices, such as control systems,
processors, memory devices, software modules, and
power supplies to name a few, which may be required
or desired for operation of data storage system 100.
[0014] Data storage system 100 may be implemented
in a number of different types of data storage systems.
For example, data storage system 100 may be imple-

mented within a data storage system of the type shown
and described in U.S. Patent Application Serial No.
09/045,134, entitled "Multi-Plane Translating Cartridge
Handling System" and filed on March 20, 1998, and
which is hereby incorporated by reference in its entirety.
Although the drawings illustrate a particular type of data
storage system, one of ordinary skill in the art will un-
derstand that data storage system 100 may be imple-
mented in any of a variety of alternative types of data
storage systems.
[0015] In this regard, data media 102 may be any of
a variety of types of machine-readable devices capable
of storing data, having the data read from the device by
data exchange devices 108, and/or having the data writ-
ten to the device by data exchange devices 108. For
example, data media 102 may be a magnetic disk or
tape, such as a digital linear tape (DLT), an optical disk,
such as a compact disc (CD) and a digital video disc
(DVD), or any other type of data medium regardless the
way in which data is stored on the data medium 102,
read from the data medium 102, and/or written to the
data medium 102. Accordingly, data exchange devices
108 may be configured in a variety of different ways de-
pending on the specific type of data medium 102 being
used in data storage system 100.
[0016] Data exchange devices 108 and media stor-
age devices 106 may be positioned at various locations
around media handling system 200 so that they define
the generally U-shaped configuration shown in FIG. 2.
In this manner, media handling system 200 may access
data media 102 from media access planes 202, 204,
and 206. As one of ordinary skill in the art will under-
stand, data exchange devices 108, media storage de-
vices 106, and media handling system 200 may be ar-
ranged in numerous alternative configurations.
[0017] Media storage devices 106 may be configured
in a variety of ways. For example, media storage device
106 may be configured as disclosed in U.S. Patent No.
6,042,205, entitled "Media Holding Device Incorporating
A Media Locking Mechanism," which is hereby incorpo-
rated by reference in its entirety. As described in more
detail below, media storage devices 106 may be imple-
mented within a data media exchange apparatus 120.
Data media exchange apparatus 120 may comprise a
retractable drawer 114, such as disclosed in U.S. Patent
Application Serial No. xx/xxx,xxx entitled "Data Car-
tridge Exchange Apparatus," which is hereby incorpo-
rated by reference in its entirety. In other embodiments,
data media exchange apparatus 120 may be imple-
mented without the need for the retractable drawer. For
example, as described below with respect to FIGS.
27-30, data media exchange apparatus 120 may be
configured to eliminate the need for the retractable
drawer.
[0018] As illustrated in FIG. 3, housings 104 may be
arranged in vertical stacks to expand the capacity of da-
ta storage system 100. Media storage devices 106 in
housings 104 may be arranged so that they form a plu-
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rality of vertical stacks 300 in data storage system 100.
As described in detail below, where data storage system
100 includes a large number of data media 102 ar-
ranged in vertical stacks 300, data storage system 100
may further comprise a lift assembly 600 for moving me-
dia handling system 200 to access data media 102 ar-
ranged in vertical stacks 300.

II. Media Handling System

[0019] Referring to FIGS. 2 and 4, media handling
system 200 may comprise a frame assembly 214, a data
medium access device 216, and a positioning system
400. Frame assembly 214 may comprise a lower or
base plate 402 and an upper or top plate 404 that are
held in generally parallel, spaced-apart relation by a
support structure 406. Frame assembly 214 may define
a generally rectangularly-shaped structure having a first
lateral side portion 408, a second lateral side portion
410, a front side portion 412, and a back side portion
414. By way of example, frame assembly 214 may be
positioned within data storage system 100 such that lat-
eral side portions 408 and 410 are adjacent to one or
more media storage devices 106, front side portion 412
is adjacent to handling system access panel 112, and
back side portion 414 is adjacent one or more data ex-
change devices 108. However, one of ordinary skill in
the art will understand that the configuration of frame
assembly 214 may be varied depending on the specific
positioning of media storage devices 106, data ex-
change devices 108, and handling system access panel
112 within data storage system 100. The important as-
pect is that media handling system 200 transports data
media 102 between media storage devices 106 and da-
ta exchange devices 108.
[0020] Lower plate 402 of frame assembly 214 may
include a lower U-shaped guide member or channel 416
that forms a substantially continuous member along first
lateral side portion 408, second lateral side portion 410,
and back side portion 414 of frame assembly 214. Sim-
ilarly, upper plate 404 may include an upper U-shaped
guide member or channel 418 that also forms a substan-
tially continuous member along first lateral side portion
408, second lateral side portion 410, and back side por-
tion 414 of frame assembly 214.
[0021] Media handling system 200 may further com-
prise a data medium access device 216 configured for
loading data media 102 to and from media storage de-
vices 106 and data exchange devices 108. In certain
embodiments, data media access device 216 may be
configured as described in U.S. Patent Application Se-
rial No. 09/045,558, entitled "Cartridge Engaging As-
sembly with Rack Drive Thumb Actuator System," filed
on March 20, 1998, which is hereby incorporated by ref-
erence in its entirety. In other embodiments, data medi-
um access device 216 may be configured as described
in the following U.S. patents, which are all hereby incor-
porated by reference in their entirety: U.S. Patent No.

4,998,2614 entitled "Optical Disk Handling Apparatus
with Flip Latch;" U.S. Patent No. 5,010,536 entitled
"Cartridge Handling System;" U.S. Patent No.
5,014,255 entitled "Optical Disk Cartridge Handling Ap-
paratus with Passive Cartridge Engagement Assem-
bly;" and U.S. Patent No. 5,043,16102 entitled "Car-
tridge Handling System." The precise configuration of
data medium access device 216 is not relevant. Thus,
one of ordinary skill in the art will appreciate that there
are various other embodiments of data medium access
device 216.
[0022] Data medium access device 216 engages up-
per and lower U-shaped guide members 416 and 418
along first lateral side portion 408, second lateral side
portion 410, and back side portion 414 of frame assem-
bly 214. In other words, data medium access device 216
moves along a generally U-shaped path 220 corre-
sponding to guide members 416 and 418. For example,
as illustrated in FIG. 2, data medium access device 216
may be moved between a first position 222 adjacent first
lateral side portion 408, a second position 222' adjacent
back side portion 414, and a third position 222" adjacent
second lateral side portion 410. Obviously, data medium
access device 216 may also be moved in any of a variety
of other ways. For instance, data medium access device
216 may be moved from a position adjacent second lat-
eral side portion 410 to positions adjacent back side por-
tion 414 and first lateral side portion 408. The important
aspect is that depending on the particular configuration
of frame assembly 214 and the particular arrangement
of media storage devices 106 and data exchange de-
vices 108 within data storage system 100, data medium
access device 216 may retrieve and provide data media
102 by being moved adjacent media storage devices
106 and data exchange devices 108.
[0023] Data medium access device 216 may be
moved along lower and upper guide members 416 and
418 by positioning system 400. FIG. 5 illustrates one of
a number of possible embodiments of positioning sys-
tem 400. Positioning system 400 may comprise a rack
and pinion drive system having a substantially continu-
ous lower gear rack 230 mounted adjacent U-shaped
guide member 416. A lower pinion gear 500 may be
mounted to data medium access device 216 so that it
engages lower gear rack 230. A pair of lower bearing
members 502 and 504 mounted to data medium access
device 216 may be configured to be received by guiding
member 416. Data medium access device 216 may also
comprise a pair of upper bearing members 506 and 508
and an upper pinion gear 410, which engage upper U-
shaped guide member 418 and an upper U-shaped gear
rack 430 provided on upper plate 404. A drive pinion
actuator 512 may be used to drive lower and upper pin-
ion gears 500 and 510 and position data medium access
device 216 along U-shaped path 220.
[0024] In operation, data storage system 100 may be
used to transfer data media 102 between media storage
devices 106 and data exchange devices 108 positioned
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throughout data storage system 100. For example, data
storage system 100 may be used by a host computer
(not shown) or other data processing system to store
and access data contained in data media 102. If the host
computer system issues a request for data stored on a
particular data medium 102, a control system (not
shown) associated with data storage system 100 may
operate positioning system 400 as necessary to position
data medium access device 216 until it is located adja-
cent the appropriate data medium 102.
[0025] For instance, a desired data medium 102 may
be stored in data storage system 100 in one of media
storage devices 106. Upon receiving a request for the
data medium 102 from the host computer system, the
control system operates positioning system 400 to move
data medium access device 216 along U-shaped path
220 until it is adjacent the selected data medium 102 in
media storage device 106. Data medium access device
216 then loads the data medium 102 and positioning
system 400 moves data medium access device 216 to
a data exchange device 108. Once properly positioned
adjacent the desired data exchange device 108, data
medium exchange device 216 loads the data medium
102 into the desired data exchange device 108. As one
of ordinary skill in the art will understand, the host com-
puter system may then access the data on the data me-
dium 102.
[0026] When the data medium 102 is no longer need-
ed, the control system may operate actuator 512 to
move data medium access device 216 along U-shaped
path 220 until data medium access device 216 is again
located adjacent the data exchange device 108 (if data
medium access device 216 is not already located in the
appropriate position). Thereafter, data medium access
device 216 may retrieve the data medium 102 from data
exchange device 108. Data medium access device 216
may then return the data medium 102 to an appropriate
location in media storage device 106.
[0027] As stated above with respect to FIG. 3, in var-
ious embodiments of data storage system 100, media
storage devices 108 may be arranged in a plurality of
vertical stacks 300. In such embodiments, data storage
system 100 further comprises a lift assembly 600 (FIG.
6) engaged with, and for, moving media handling system
200 to access data media 102 arranged in the vertical
stacks 300. The precise configuration of lift assembly
600 is not critical. As understood by one of ordinary skill
in the art, lift assembly 600 may be configured in any of
a variety of ways. The important aspect is that lift as-
sembly 600 engages media handling system 200 in or-
der to move media handling system 216 to access data
media 102 arranged in the vertical stacks 300.
[0028] Although any configuration may be used, as il-
lustrated in FIG. 6, lift assembly 600 may be configured
as disclosed in United States Pat. No. 5,596,556, enti-
tled "Linear Displacement and Support Apparatus for
Use in a Cartridge Handling System," which is hereby
incorporated by reference in its entirety. Lift assembly

600 may comprise a lower base plate 602, an upper
base plate 604, a plurality of vertical beams 606, 608,
and 610 fixedly attached at opposite ends to the upper
and lower base plates 604 and 602, and a lift frame 612.
Media handling system 200 may be fixedly secured to
lift frame 612. As described in detail below, media han-
dling system 200 is preferably removably secured to lift
frame 612 so that media handling system 200 may be
easily detached from lift frame 612 and removed from
data storage system 100 via handling system access
panel 112. Base plates 602 and 604 and vertical beams
606, 608, and 610 are each preferably constructed from
a high-strength, yet lightweight, material, such as thin
steel, aluminum, or any other material with desirable
properties.
[0029] Lift assembly 600 may include elongate flexi-
ble member means 614 fixedly secured to lift frame 612
for providing support thereto and for applying a driving
force thereto to displace lift frame 612 and media han-
dling system 200 back and forth in the vertical direction
to access data media 102 arranged in vertical stacks
300. Elongate flexible member means 614 may com-
prise a plurality of elongate flexible members 616, 618,
and 620. Each of the elongate flexible members 616,
618, and 620 may be comprised of a cable, such as that
sold under the product name wire rope and manufac-
tured by Sava Industries. As understood by one of ordi-
nary skill in the art, elongate flexible members 616, 618,
and 620 may also be comprised of any other desirable
material, such as, for example, a frictionally-driven belt,
a toothed belt, a steel band, or a chain.
[0030] Elongate flexible members 616, 618, and 620
are fixedly secured in any conventional manner at one
or more points, for example, 622, 624, and 626, respec-
tively, to lift frame 612. For example, when elongate flex-
ible members 616, 618, and 620 are comprised of ca-
bles, each cable may be provided with one or more ball-
shaped fittings (not shown) fixedly secured to the cable
which may be fitted into corresponding grooves (not
shown) on the lift frame 612.
[0031] In a preferred embodiment as shown in FIGS.
6 and 7, at least three elongate flexible members 616,
618, and are provided. Each elongate flexible member
616, 618, and 620 is preferably fixedly secured to lift
frame 600 at one or more points 622, 624, and 626, re-
spectively, so that lift frame 612 and media handling sys-
tem 200 are supported at at least three points.
[0032] Furthermore, at least three of these points, e.
g. 622, 624, and 626, are not located along the same
axis. The three points 622, 624, and 626 thus define
plane "P" extending perpendicularly to the displacement
path "VV" of the lift flame 612 as shown in phantom in
FIG. 6.
[0033] Such multiple-point support facilitates planar
stability for lift frame 612 and media handling system
200. For example, if the lift frame 612 and media han-
dling system 200 were supported at a single point there
would be a tendency to rotate around that point. Simi-
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larly, if the lift frame 612 and media handling system 200
were supported at only two points there would be a ten-
dency to rotate around the axis on which the two points
are located. However, these problems can be avoided
by providing a lift frame 612 that is supported at three
(or more) points 622, 624, and 626 such as described
above.
[0034] The elongate flexible member means 614 is
preferably constructed and arranged with at least three
linear strand portions 630, 632, and 634 extending par-
allel to the displacement path VV. Each linear strand
portion 630, 632, and 634 is defined as a section of each
elongate flexible member 616, 618, and 620, respec-
tively, extending above and below the point 622, 624,
and 626, respectively, at which the member 616, 618,
and 620 is attached to the lift frame 612. The linear
strand portions 630, 632, and 634 all move in the same
direction at the same rate in response to drive force ap-
plied to the elongate flexible member means 614, as de-
scribed in greater detail below.
[0035] With continued reference to FIGS. 6 and 7, lift
assembly 600 may also include flexible member en-
gagement means 640 fixedly positioned relative to the
displacement path VV. A function of the flexible member
engagement means 640 is to maintain the plurality of
elongate flexible member means 616, 618, and 620 lin-
ear strand portions 630, 632, and 634 in parallel rela-
tionship with the displacement path VV. Another function
of the flexible member engagement means 40 is to ten-
sion the elongate flexible member means 616, 618, and
620.
[0036] The flexible member engagement means 40
preferably comprises a plurality of pulley members 642,
644, 646, 648, 650, 652, 654, 656, 658, and 660. Four
pulley members (e.g. 642, 644, 646 and 648) are pref-
erably mounted on the lower base plate 603, and six
pulley members are preferably mounted on the upper
base plate 604, as shown in FIG. 6. Each pulley member
may have a diameter of, e.g., 1.8 inches, and a width
of, e.g., 0.6 inches. Alternatively, the flexible member
engagement means 640 may be comprised of rollers,
toothed pulleys, or the like, which may depend upon the
type of elongate flexible members used (e.g. frictionally-
driven belts, toothed belts, steel bands, chains, etc.).
[0037] In a preferred embodiment, the pulley mem-
bers may be configured in pairs having parallel rotation
axes which may be comprised of a first pair 642, 644
mounted on the lower base plate 602; a second pair 646
and 648 mounted on the lower base plate 602 perpen-
dicularly to the first pair 642, 644; a third pair 650, 652
mounted on the upper base plate 604directly above and
parallel to the first pair 642, 644; a fourth pair 654, 656
mounted on the upper base plate 604 perpendicularly
to the third pair 650, 652 and directly above the drive
means 662 and capstan 664 (the drive means 662 and
capstan 664 are described in more detail below); and a
fifth pair 658, 660 mounted on the upper base plate 604
parallel to the fourth pair 654, 656 and directly above

the second pair 646, 648. Alternatively, each pulley
member pair may be replaced by a single, larger pulley
member (not shown) which has a diameter "D", equal
to the distance between the outer portions of each pulley
member pair. Three or more pulley members (not
shown) may also replace each pulley member pair.
[0038] Each elongate flexible member 616, 618, and
620 is in nonslipping engagement with at least one pul-
ley member pair. Two of the elongate flexible members
are preferably each associated with two pulley member
pairs; one pair mounted on the lower base plate 602,
and the other pair mounted on the upper base plate 604.
[0039] Specifically, elongate flexible member 616
may be in nonslipping engagement with pulley member
pair 646, 648 on the lower base plate 602 and pulley
member pair 658, 660 on the upper base plate 604.
Elongate flexible member 618 may be similarly associ-
ated with pulley member pair 642, 644 on the lower base
plate 602 and pulley member pair 650, 652 on the upper
base plate 604. Elongate flexible member 620 may be
similarly associated with pulley member pair 654, 656
on the upper base plate 604, and member 620 may be
nonslipping engaged with a drive means 662 capstan
664 mounted on the lower base plate 602, as described
in further detail below.
[0040] As shown in FIGS. 6 and 7, each elongate flex-
ible member 616, 618, and 620 is preferably configured
in a continuous loop with two vertical portions (e.g. 670,
672 of member 620). The pulley members associated
with each elongate flexible member 616, 618, and 620
loop are spaced apart sufficiently, and each elongate
flexible member 616, 618, and 620 has an appropriate
length (e.g. 120 inches), to maintain each elongate flex-
ible member 616, 618, and 620 taut about the associat-
ed pulley members 42, 44, 46, etc. Thus, all of the ver-
tical portions (e.g. 670, 672) of all of the flexible mem-
bers are taut and parallel.
[0041] Since elongate flexible members such as ca-
bles may stretch and slacken over time, one or more
conventionally-known tensioning devices (not shown)
may be provided for each elongate flexible member 616,
618, and 620. Tensioning devices may be mounted, for
example, with pulley members 642, 644, 646, etc. so
that the pulley members may be adjusted to take up any
slack in the elongate flexible members 616, 618, and
620. Tensioning devices may alternatively be mounted
along each elongate flexible member 616, 618, and 620,
for example, at the points 622, 624, and 626 where the
members 616, 618, and 620 are attached to lift frame
612.
[0042] Lift assembly 600 may further include drive
means 662 operatively connected to the elongate flexi-
ble member means 640 for simultaneously driving the
linear strand portions 630, 632, and 634 in the same di-
rection at the same rate as described above. The drive
means 662 may be comprised of a capstan 664 mount-
ed on the lower base plate 602 directly below the fourth
pulley member pair 654, 656. The capstan 664 may be
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operatively connected to an electric drive motor 666 by
a conventional gear box 680 or the like. To maintain the
vertical portions of all of the flexible members parallel to
one another as described above, the capstan 664 pref-
erably has a diameter equal to that of one pulley mem-
ber pair, i.e. the capstan 664 has a diameter equal to
the diameter "D" of the fourth pulley member pair 654,
656. The capstan 664 may also have a width of, e.g.,
1.0 inch. The electric drive motor 66 is preferably a 1/8
hp, 24 V dc motor, such as manufactured by Elec-
tro-Craft. The drive means 662 may further include a re-
motely-mounted computer control system (not shown)
for controlling the vertical displacement of lift frame 612
through appropriate control commands to motor 682.
[0043] In the preferred embodiment as shown in
FIGS. 6 and 7, one elongate flexible member 620 is non-
slippingly engaged with the capstan 664 so that the
member 620 is driven by the drive means 662. Member
620 may be connected to the capstan 664 in any con-
ventional manner. For example, a member 620 which is
comprised of a cable could be provided with ball-shaped
ends which could each be fitted into corresponding
holes or "keys" in the capstan and thus held in place. A
member 620 which is comprised of an endless belt could
be wrapped around the capstan 64 and held in nonslip-
ping engagement with the capstan 664 by frictional
force.
[0044] The elongate flexible members 616, 618, and
620 may be retained together at one or more points in
any conventional manner, such as by one or more cou-
plers (only one shown) or the like, which allows the elon-
gate flexible members 616, 618 to be driven with and at
the same rate as member 620. As previously described,
elongate flexible members 616, 618, and 620 are fixedly
connected to lift frame 612 at points 622, 624, and 626,
respectively. Therefore, when the elongate flexible
members 616, 618, and 620 are driven, points 622, 624,
and 626 of lift frame 612 are displaced at the same rate
and thus maintain lift frame 612 at a fixed orientation
relative to its displacement path VV. In other words, lon-
gitudinal and lateral axes AA, BB of lift frame 612 each
remain oriented at fixed angles "a" and "b", respectively,
with the axis of the displacement path VV. The elongate
flexible members 616, 618, and 620 thus act to support
and maintain the stability of lift frame 612 as well as to
linearly displace it.
[0045] As shown in FIGS. 6 and 8, lift assembly 600
may further include guide means 800 for preventing
transverse and/or rotational displacement of lift frame
612. Guide means 800 is best shown in FIG. 8, which
is a top plan view taken at Section 4--4 of FIG. 6, with
portions thereof, including the elongate flexible member
means 614, removed for clarity, and with lift frame 612
shown in phantom. As illustrated in FIG. 8, guide means
800 may include one or more, and preferably two, guide
posts which are substantially U-shaped in cross-section
and which may be comprised of vertical beams 608,
610. Each of the vertical beams 608, 610 has two edge

portions 802, 804 and 806, 808, respectively.
[0046] The guide means 800 may also include a plu-
rality of bearing members 810, 812, 814 (shown in phan-
tom). The bearing members 810, 812, and 814 are pref-
erably comprised of bushing members which are also
substantially U-shaped in cross- section and which are
mounted on lift frame 612. However, the bearing mem-
bers 810, 812, and 814 may also be comprised of rollers
(not shown) or other substantially nonfrictional sliding or
rolling components.
[0047] As shown in FIG. 8, the bearings 810, 812, and
814 are preferably comprised of a first bushing member
810 having a first interior portion 816, a second bushing
member 812 oriented perpendicularly to the first bush-
ing member 810 and having a second interior portion
818, and a third bushing member 814 oriented 180 de-
grees to the first bushing member 810 and having a third
interior portion 820.
[0048] Referring to both FIGS. 6 and 8, as lift frame
612 is displaced along its vertical displacement path VV,
the first interior portion 816 of the first bushing member
810 is substantially nonfrictionally, slidingly engaged
with the edge portion of vertical beam 608, the second
interior portion 818 of the second bushing member 812
is substantially nonfrictionally, slidingly engaged with
the edge portion of vertical beam 608, and the third in-
terior portion 820 of the third bushing member 812 is
substantially nonfrictionally, slidingly engaged with the
edge portion of vertical beam 608. This sliding engage-
ment and the relative orientation of the bushing mem-
bers 810, 812, and 814 as shown in FIG. 8 and de-
scribed above prevents transverse displacement (e.g.
displacement along axis AA or BB, FIG. 6) of lift frame
612 and media handling system 200, and also prevents
rotational displacement (e.g. displacement around axis
VV, FIG. 6, or an axis parallel thereto) of the lift frame
612 and media handling system 200.
[0049] Since the stability of lift frame 612 is main-
tained by the elongate flexible members 616, 618, and
620 as described above, guide means 800 is not subject
to any significant load during displacement of lift frame
612. Specifically, during intended operation, no large lat-
eral or longitudinal load is applied to lift frame 612, which
would be of sufficient magnitude to substantially strain
the cable means. Thus, guide means 800 requires less
precision and less rigidity than conventionally-used rails
or guides such as those used with single-point-support
components such as leadscrews. Therefore, the relative
mass of the guide means 800 to lift frame 612 may be
very low, and the guide means 800 may be constructed
from lightweight materials. As previously noted, in the
preferred embodiment, the vertical beams 608 and 610
may be constructed from a high-strength, yet light-
weight, material such as thin steel, aluminum, or any
other desirable material. The bushing members 810,
812, and 814 may be constructed from plastic or any
other material.
[0050] FIG. 9 illustrates another possible embodiment
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of a lift assembly 900. Lift assembly 900 may comprise
a rack and pinion drive system comprising a lift frame
612, a pair of fixed lift racks 902 and 904, lift bearing
member 906 having a drive gear 908 and pinion gears
910 and pinion gears 910 and 912, and a drive actuator
914.
[0051] Lift racks 902 and 904 may comprise vertical
support members configured for engaging pinion gears
910 and 912. Lift racks 902 and 904 may be positioned
vertically at any two points adjacent lift frame 612. Al-
though lift racks 902 and 904 may be positioned in a
number of ways, as illustrated in FIG. 9, it may be ad-
vantageous to position lift racks 902 and 904 vertically
adjacent lift frame 612 at points such that the load as-
sociated with lift frame 612 and media handling system
200 is equally balanced between the two points. By way
of example, as illustrated in FIG. 9, where lift frame 612
is substantially rectangular, lift racks 902 and 904 may
be positioned at points along a diagonal defined by lift
frame 612. This symmetrical configuration will minimize
the forces exerted on lift assembly 900 during operation.
For instance, if lift racks 902 and 904 are positioned
along the same side of lift frame 612, the unbalanced
load between the two points may exert too much force
on lift assembly 900. As one of ordinary skill will appre-
ciate, lift assembly 900 may further include additional
vertical racks to ensure the stability of lift assembly 900.
Furthermore, depending on the precise configuration of
lift frame 612, lift racks 902 and 904 may be positioned
adjacent lift frame 612 as desired.
[0052] Lift bearing member 906 may comprise a sup-
port member secured to lift frame 612. Drive gear 908
and pinion gears 910 and 912 may be secured to lift
bearing member 908 in such a way that the rotation of
drive gear 908 causes pinion gears 910 and 912 to also
rotate.
[0053] Lift frame 612 and media handling system 200
may be moved vertically along lift racks 908 and 910 by
drive actuator 914 engaged with drive gear 908. For ex-
ample, a desired data medium 100 may be stored in one
of media storage devices 102 stacked vertically in data
storage system 100. Upon receiving a request for the
data medium 102 from the host computer system, the
control system operates lift assembly 900 to move me-
dia handling system 200 vertically along lift racks 902
and 904 until it is positioned adjacent the selected data
medium 102 in media storage device 106. Referring to
FIG. 9, drive actuator 914 engages drive gear 908 such
that it rotates in the desired direction for moving media
handling system 200 either up or down. As drive gear
908 rotates, pinion gears 910 and 912 attached to lift
bearing member 906 also rotate and engage lift racks
904 and 902, thereby moving lift frame 612 and media
handling system 200 along lift racks 904 and 902. After
media handling system 200 is in the proper vertical po-
sition adjacent the desired data medium 102, position
system 400 controls the movement of data medium ac-
cess device 216 as described above.

[0054] As stated above, regardless the precise con-
figuration of lift assembly 600 and 900, media handling
system 200 is preferably removably secured to lift frame
612 so that media handling system 200 may be easily
detached from lift frame 612 and removed from data
storage system 100 via handling system access panel
112. As illustrated in FIG. 10, frame assembly 214 of
media handling system 200 may be removably secured
to lift frame 612 of lift assembly 600 and 900. Lift frame
612 and frame assembly 214 may be removably se-
cured in numerous ways. For example, in one of a
number of embodiments, lift frame 612 may be config-
ured with similar dimensions except with lift frame 612
having a slightly larger cross-sectional area so that
frame assembly 214 easily slides in and out of lift frame
612.
[0055] Referring to FIGS. 4 and 41 - 43, another em-
bodiment for removably attaching lift frame 612 and
frame assembly 214 will be described. FIGS. 41 - 43 are
top, front, and side views, respectively, which illustrate
frame assembly 214 removably attached to lift frame
612. As best illustrated in FIG. 42, frame assembly 214
may include one or more guide slots 4200 affixed to
frame assembly 214.
[0056] In the embodiment illustrated in FIG. 42, frame
assembly 214 comprises three guide members 4200. A
first guide member 4200 may extend upward from top
plate 404 (FIG. 4) of frame assembly 214. The first guide
member 4200 may be positioned anywhere on top plate
404, but in FIG. 42 it is shown being located substantially
in the middle of top plate 404. Furthermore, the first
guide member 4200 located on top plate 404 may be
elongate and extend substantially from front side portion
412 to back side portion 414. Second and third guide
members 4200 may extend laterally away from the por-
tion of lower plate 402 facing lateral side portions 408
and 410. The second and third guide members 4200
may also be elongate and extend from front side portion
412 to back side portion 414. One of ordinary skill in the
art will appreciate that various other configurations and
combinations of locations exist for guide members
4200. For example, any number of guide slots 4200 may
be implemented. Furthermore, the first guide slot 4200
may be located on lower plate 402, while the second
and third slots 4200 may be located on top plate 404.
[0057] As best illustrated in FIG. 42, lift frame 612 may
include one or more lift frame guide members 4202 af-
fixed to lift frame 612. In the embodiment illustrated in
FIG. 42, lift frame 612 comprises three lift frame guide
members 4202. First and second lift frame guide mem-
bers 4202 may extend from opposing lateral side por-
tions of lift frame 612. First and second lift frame guide
members 4202 should be positioned on lift frame 612
and configured such that each engages with one of the
guide members 4200 facing lateral side portions 408
and 410 when frame assembly 214 is installed in lift
frame 612. In this manner, lift frame guide members
4202 and 4200 may be used to facilitate the insertion
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and removal of frame assembly 214 from lift frame 612,
as well as provide support when frame assembly 214 is
installed in lift frame 612.
[0058] A third lift frame guide member 4202 may ex-
tend downward from a top portion of lift frame 612. The
third lift frame guide member 4202 should be positioned
on lift frame 612 and configured such that it engages
with the guide member 4200 positioned on top plate
404. As shown in FIG. 42, the third lift frame guide mem-
ber 4202 may comprise two opposing lift frame guide
members 4200 in spaced-apart relation such that the
guide member 4200 extending from top plate 404 may
be positioned between the opposing guide members
4200 when frame assembly 214 is installed in lift frame
612. Again, the guide members 4202 and 4200 may be
used to facilitate the insertion and removal of frame as-
sembly 214 from lift frame 612, as well as provide sup-
port when frame assembly 214 is installed in lift frame
612.
[0059] As best illustrated in FIG. 42, lift frame 612 may
also include one or more frame assembly retention
springs 4104 affixed to lift frame 612. Frame assembly
retention springs 4104 may be configured to engage
frame assembly 214 when frame assembly 214 is in-
stalled in lift frame 612. Furthermore, frame assembly
retention springs 4104 provide a force against frame as-
sembly 214 to prevent frame assembly 214 from losing
engagement with lift frame 612 and thereby retaining
frame assembly 214 within lift frame 612. The embodi-
ment shown in FIG. 42 illustrates that frame assembly
retention springs 4104 may be configured with an elon-
gate portion and a triangle-shaped portion latch portion.
Frame assembly retention spring 4104 may be affixed
to lift frame 612 at one end of the elongate portion. The
triangle-shaped portion may be attached to the elongate
portion such that the angled portion faces a front portion
of lift frame 612. As described below, when frame as-
sembly 214 is inserted within lift frame 612, the back
portion 414 of frame assembly 214 deflects frame as-
sembly retention spring 4104. When frame assembly
214 is positioned properly within lift frame 612, frame
assembly retention spring 4104 may return to an initial
position in which the straight side of the triangle-shaped
portion engages the front portion 412 of frame assembly
214, thereby securing frame assembly 214 within lift
frame 612.
[0060] In order to provide power to media handling
system 200 contained within frame assembly 214, lift
frame 612 may include an electrical connector 4100 and
frame assembly 214 may include a mating connector
4102. When frame assembly 214 is installed within lift
frame 612, mating connector 4102 and electrical con-
nector 4100 may be connected in order to provide power
and various control signals to media handling system
200. Electrical connector 4100 may communicate with
a power supply and/or control system associated with
the data storage system 100 by any known means. Al-
though communication may be via wireless means, the

embodiment illustrated in FIGS. 41 - 43 illustrates that
electrical connector 4100 may be connected to the pow-
er supply and/or control system via an umbilical cable
4204.
[0061] In operation, frame assembly 214 may be in-
stalled in the lift frame 612 through and opening in the
front of the lift frame 614. Accordingly, the lift frame 614
may comprise a box frame configured with five-sides
such that each side has an opening adapted to enable
the data medium access device 216 (FIG. 5) contained
within the frame assembly 214 to access, during oper-
ation of data storage system 100, the data media 102
positioned around frame assembly 214. The frame as-
sembly 214 may be guided into the lift frame 612 by lift
frame guide members 4202 and guide members 4200.
Guide members 4200 on the frame assembly 214 en-
gage lift frame guide members 4202 and align the frame
assembly 214 to the lift frame 612. The frame assembly
retention springs 4104 are configured to secure the
frame assembly 214 in the lift frame 612. In order to re-
move the frame assembly 214 from the lift frame 612,
the frame assembly retention springs may be deflected,
thereby allowing the frame assembly 214 to be removed
from the lift frame 612 in the manner described above.
[0062] As stated above, there are various other em-
bodiments for aligning and retaining the frame assembly
214 within the lift frame 612. For example, other meth-
ods of aligning and retaining the frame assembly 214
within the lift frame 612 may include capture plates that
may be installed after engaging the frame assembly in
the lift frame 612. Such plates may be fastened to the
lift frame 612 by any standard type of mechanical fas-
tener or other means that permits easy removal of the
capture plate and thus easy removal of the frame as-
sembly 214 from the lift frame 612. Several other meth-
ods exist for guiding and aligning the frame assembly
214 within lift frame 612. For instance, such methods
may include guide pins, plastic guide rails, machined
ways and precision ground shafting.
[0063] Again, the precise manner in which lift frame
612 and frame assembly 214 are removably attached is
not critical. Rather, as illustrated in FIG. 11, the impor-
tant aspect is that because lift frame 612 and frame as-
sembly 216 are removably attached, media handling
system 200 may be easily detached from lift frame 612
and removed from data storage system 100 via handling
system access panel 112. As stated above, in data stor-
age systems that employ media handling system 200
and a lift assembly, such as lift assembly 800 or 900, it
is desirable to have convenient access to media han-
dling system 200 and data medium access device 216
for situations in which repair and/or replacement are
needed. Because of its complex nature and precision
requirements, media handling system 200 may have a
much higher failure rate than other components of data
storage system 100. Thus, it may be desirable to have
easy access to media handling system 200 for service
and/or maintenance. By removably securing lift frame
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612 and frame assembly 214, an operator and/or serv-
ice personnel may easily access and remove media
handling system 200 from data storage system 100
without having to also remove the lift assembly.
[0064] For example, in situations where media han-
dling system 200 is to be removed from data storage
system 100, such as where media handling system 200
malfunctions and requires repair and/or replacement
and where maintenance is required, an operator and/or
service personnel may remove handling system access
panel 112 from data storage system 100. In alternative
embodiments, handling system access panel 112 may
be configured as a panel door that hinges to provide ac-
cess to media handling system 200.
[0065] After handling system access panel 112 is re-
moved (or opened where configured as a door), the op-
erator or service personnel may easily detach frame as-
sembly 214 from lift frame 612, thereby removing media
handling system 200 from data storage system 100.
Once media handling system 200 is removed, the oper-
ator or service personnel may repair the device and/or
perform required maintenance. Then, media handling
system 200 (or a replacement) may be inserted back in
data storage system 100 by removably attaching frame
assembly 214 to lift frame 612.

III. Data Media Exchange Apparatus

[0066] As stated above, data media 102 may be
stored within data storage system 100 in media storage
devices 106. FIGS. 1 and 2 described above illustrate
a data media exchange apparatus 120 in which media
storage devices 106 may be implemented. Data media
exchange apparatus 120 allows at least one data medi-
um 102 to be accessed by an operator or service per-
sonnel. The operator or service personnel may use data
media exchange apparatus 120 to access any of the da-
ta media 102 stored therein. For example, the operator
or service personnel may use data media exchange ap-
paratus 120 to withdraw a certain data medium 102 and
replace it with a substitute data medium 102. In this
manner, data media exchange apparatus 120 provides
a convenient way to deposit and withdraw selected data
media 102 to and from data storage system 100.
[0067] Obviously, data storage system 100 may be
provided with any number of data media exchange ap-
paratus 120. For instance, data storage system 100 il-
lustrated in FIG. 1 includes two data media exchange
apparatus 120, one which is closed and the other which
is open. However, as stated above and illustrated in FIG.
3, data storage system 100 may be configured with mul-
tiple data exchange apparatus 120 that are arranged in
a plurality of vertical stacks 300. With this in mind, the
remaining description will be directed at a single data
exchange apparatus 120.
[0068] As illustrated in FIG. 12, in one of many possi-
ble embodiments, data media exchange apparatus 120
may comprise a drawer 114 mounted to data storage

system 100 such that drawer 114 may be moved be-
tween a retracted or closed position and an extended or
open position, one or more media storage devices 106
for receiving one or more data media 102, and front ac-
cess panel 110. Drawer 114 may be configured to re-
ceive one or more data media 102, which may be con-
tained within one or more media storage devices 106.
[0069] Referring to FIGS. 12 - 14, one embodiment of
drawer 114 may comprise a storage tray 1200 that may
be mounted directly to a mounting system 1330 in the
manner that will be described in greater detail below.
Storage tray 1200 may be configured to removably re-
ceive media storage devices 106. Storage tray 1200 il-
lustrated in FIGS. 12-14 receives two media storage de-
vices 106. Media storage devices 106 may be config-
ured to receive one or more data medium 102. Media
storage devices 106 illustrated in FIGS. 12-14 are con-
figured to removably receive five data media 102. Stor-
age tray 1200 may comprise a generally rectangular
member having a floor section 1302, a back section
1300, and opposed end walls 1202 and 1204. Storage
tray 1200 may also be provided with a center divider
section 1304 located substantially between end walls
1202 and 1204. Each end wall 1202 and 1204 may be
provided with a spring member 1306 to urge media stor-
age device 106 against center divider section 1304, al-
though this is not required.
[0070] Storage tray 1200 may be made from any of a
wide range of desirable materials, such as metals or
plastics, suitable for the intended application. By way of
example, in one of many possible embodiments, stor-
age tray 1200 is molded as a single piece from a fiber
reinforced polycarbonate plastic material. Media stor-
age device 106 may also be made from any of a wide
range of desirable materials, depending on the require-
ments of the particular application. For instance, media
storage devices 106 may be molded from a fiber rein-
forced polycarbonate plastic material.
[0071] Drawer 114 may also be provided with a front
access panel 110, or bezel (FIG. 1) that may be attached
directly to a guide rail 1332 as described in detail below.
In alternative configurations, front access panel 110
may be attached to storage tray 1200 or may even com-
prise an integral portion of storage tray 1200. Front ac-
cess panel 110 forms a part of front access panel 110
of the data storage system 100 when drawer 114 is in
the retracted position. Front access panel 110 also pro-
vides a convenient means to allow the system operator
or service personnel to pull drawer 114 open.
[0072] Drawer 114 may be mounted to data storage
system 100 by a mounting system 1330. Referring now
to Figures 15-20, mounting system 1330 may comprise
three guide rails 1400, 1308, and 1332, which are con-
figured to be mounted in sliding engagement with one
another so as to allow drawer 114 to be moved between
the extended and retracted positions as described
above. Guide rails 1400, 1308, and 1332 each may
comprise one of two configurations: a first configuration
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(illustrated in FIGS. 16 and 18) and a second configu-
ration (illustrated in FIGS. 17 and 19). More specifically,
guide rails 1400 and 1332 may comprise the first con-
figuration, whereas guide rail 1308 may comprise the
second configuration. Accordingly, only two guide rail
configurations are required, even though mounting sys-
tem 1330 implements three separate guide rails 1400,
1308, and 1332.
[0073] Guide rails 1400 and 1332 having the first con-
figuration are best illustrated in FIGS. 16 and 18. Guide
rails 1400 and 1332 may be identical to one another in
all respects. Each guide rail 1400 and 1332 may com-
prise an elongate member having a back portion 1600
from which extend a pair of flanges 1602 and 1604. A
first bearing track 1606 extends generally outwardly
from flange 1602 and, together with flange 1602 and
elongate member 1600, defines a first channel 1800.
Similarly, a second bearing track 1608 extends gener-
ally outwardly from the flange 1604 and, together with
flange 1604 and elongate member 1600, defines a sec-
ond channel 1802. Bearing tracks 1606 and 1608 are
substantially parallel to elongate member 1600 as illus-
trated in FIG. 18. A pair of U-shaped bearing members
1610 may be provided within channels 1800 and 1802
at substantially a proximal end 1612 of each guide rail
1400 and 1332 (FIG. 16).
[0074] The guide rail having the second configuration,
for example guide rail 1308, is best illustrated in FIGS.
17 and 19. Guide rail 1308 may comprise a cross-sec-
tion generally in the form of a Roman numeral II. Guide
rail 1308 having the second configuration may comprise
a pair of elongate bearing guide members 1700 and
1900, which are held in substantially parallel, spaced-
apart relation by a pair of flange members 1902 and
1904. The portions of first bearing guide member 1700
that are outboard of the flanges 1902 and 1904 form
bearing tracks 1906 and 1908. Similarly, the portions of
second bearing guide member 1900 that are outboard
of the flanges 1902 and 1904 form bearing tracks 1910
and 1912. Guide members 1700 and 1900, together
with first and second flanges 1902 and 1904, define re-
spective first and second channels 1914 and 1916.
[0075] Bearing guide members 1700 and 1900 of
guide rail 1308 having the second configuration also
may be provided with a plurality of U-shaped bearing
members 1610 located substantially in the positions
shown in FIG. 17. More specifically, a total of four bear-
ings 1610 may be affixed to lower bearing tracks 1910
and 1912, two bearings 1610 at about the proximal end
1710 of guide rail 1308 and two bearings 1610 at about
the center region 1712 of guide rail 1308. Similarly, a
total of four bearings 1610 may be affixed to upper bear-
ing tracks 1906 and 1908: two bearings 1610 at about
the center region 1712 and two bearings 1610 at about
the distal end 1714 of guide rail 1308.
[0076] Guide rails 1400, 1308, and 1332 may be
made from any of a wide range of materials (such as
metals or plastics) suitable for the intended application.

Thus, the present invention should not be regarded as
limited to guide rails being fabricated from any particular
material. Nonetheless, in one of many possible embod-
iments, guide rails 1400, 1308, and 1332 are formed
from extruded aluminum. Bearing members 1610 may
also be made from a wide range of materials suitable
for providing a low friction sliding engagement with
guide rails 1400, 1308, and 1332. For example, in one
possible embodiment bearing member 1610 is molded
as a single piece from polythalamide plastic. In other
embodiments, other types of bearings, such as wheels
or rollers, could be substituted for sliding bearings 1610.
[0077] Guide rails 1400, 1308, and 1332 may be sli-
dably engaged with one another as illustrated in FIGS.
15 and 20. Channels 1800 and 1802 of the guide rails,
for example guide rails 1400 and 1332, having the first
configuration receive U-shaped bearing members 1610
mounted to bearing guide members 1700 and 1900 of
the guide rail, for example guide rail 1308, having the
second configuration. (Similarly, U-shaped bearings
1610 located in channels 1800 and 1802 of guide rails
1400 and 1332 having the first configuration engage the
bearing guide members 1700 and 1900 of guide rail
1308 having the second configuration.)
[0078] The locations of U-shaped bearings 1610 on
the various guide rails are such that U-shaped bearings
1610 located in channels 1800 and 1802 of guide rails
1400 and 1332 will come into abutting contact with U-
shaped bearings 1610 affixed to the bearing guide
members 1700 and 1900 of guide rail 1308 when the
guide rails 1400, 1308, and 1332 are in the fully extend-
ed position illustrated in Figure 15. More specifically,
bearings 1610 located on lower guide rail 1400 will come
into abutting contact with bearings 1610 on lower bear-
ing tracks 1910 and 1912 that are located in center re-
gion 1712 of guide rail 1308. Similarly, bearings 1610
located on upper guide rail 1332 will come into abutting
contact with bearings 1610 on upper bearing tracks
1906 and 1908 that are located in center region 1712 of
guide rail 1308. This configuration may prevent the op-
erator or service personnel from inadvertently pulling
drawer 114 beyond the extended position and thereafter
possibly pulling apart or separating guide rails 1400,
1308, and 1332.
[0079] Referring again to FIG. 15, guide rails 1400
and 1332 having the first configuration may be provided
with one or more mounting holes or slots 1500 to allow
the guide rails to be mounted to housing 104 of data
storage system 100 and to allow storage tray 1200 to
be mounted to the guide rail. For example, in one of
many possible embodiments, guide rail 1400 is mount-
ed directly to housing 104 (FIG. 14) of data storage sys-
tem 100 by a plurality of screws (not shown). Similarly,
storage tray 1200 may also be mounted directly to guide
rail 1332 by a plurality of screws (not shown). In alter-
native embodiments, other types of fasteners now
known in the art or that may be developed in the future
may be used to mount guide rail 1400 to housing 104
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and to mount storage tray 1200 to guide rail 1332.

IV. Automated Media Exchange System

[0080] As understood by one of ordinary skill in the
art, the various embodiments of data media exchange
apparatus 120 may be mounted directly to data storage
system 100 in a variety of ways. For example, as de-
scribed above in detail with respect to FIGS. 15 - 20,
data media exchange apparatus 120 may be mounted
directly to mounting system 1330. In this embodiment,
mounting system 1330 enables an operator or service
personnel to manually extend and/or retract data media
exchange apparatus 120. Various other systems and
methods exist for enabling the data media exchange ap-
paratus 120 to extend and/or retract as described
above. In one of many possible embodiments, an auto-
mated media exchange system 3100 (FIGS. 31-32) may
be provided in conjunction with mounting system 1300
and data media exchange apparatus 120. Automated
media exchange system 3100 enables an operator to
automatically control the operation of data media ex-
change apparatus 120. In other words, automated me-
dia exchange system 3100 enables an operator to au-
tomatically control how far media exchange apparatus
120 is retracted and/or extended from data storage sys-
tem 100. In this manner, an operator may designate a
particular data medium 102 located in a particular data
media exchange apparatus 120. Based on the particular
data medium 102 designated, automated media ex-
change system 3100 may automatically extend the par-
ticular data media exchange apparatus 120 an appro-
priate distance so that the operator may access the par-
ticular data medium 102. Automated media exchange
system 3100 may also enable the operator to control,
for example, via a control panel, how far to extend and/
or retract data media exchange apparatus 3100.
[0081] Automated media exchange system 3100 may
include a drive system 3102, an elongate drive member
3112 engaged by drive system 3102, and a mounting
system, such as mounting system 1330. One of ordinary
skill in the art will appreciate that various mounting sys-
tems may be employed by automated media exchange
system 3100. As described above in detail, mounting
system 1300 may comprise three guide rails 1400,
1308, and 1332, which are configured to be mounted in
sliding engagement with one another so as to allow
drawer 114 to be moved between the extended and re-
tracted positions as described above. Guide rails 1400,
1308, and 1332 each may comprise one of two config-
urations: a first configuration (illustrated in FIGS. 16 and
18) and a second configuration (illustrated in FIGS. 17
and 19). More specifically, guide rails 1400 and 1332
may comprise the first configuration, whereas guide rail
1308 may comprise the second configuration. Referring
to FIG. 31, in one of many possible embodiments, guide
rail 1400 may be mounted directly to housing 104 (FIG.
14) of data storage system 100 by a plurality of screws

(not shown). Similarly, storage tray 1200 of data media
exchange apparatus 120 may be mounted directly to
guide rail 1332 by a plurality of screws (not shown). In
alternative embodiments, other types of fasteners now
known in the art or that may be developed in the future
may be used to mount guide rail 1400 to housing 104
and to mount storage tray 1200 to guide rail 1332.
[0082] Drive system 3102 may comprise a motor (not
shown), a drive gear 3106 engaged by the motor, the
elongate drive member 3112, and a housing 3104 for
containing the motor, the drive gear 3106, and a portion
of the elongate drive member 3112. Elongate drive
member 3112 may comprise a first end 3120, a second
end 3122, a top portion 3124, and a bottom portion
3126. First end 3120 may be fixedly attached to guide
rail 1308 at point 3110. Second end 3122 may be con-
tained within housing 3104. The top portion 3124 of
elongate drive member 3112 may be a gear rack 3108
that may be engaged by drive gear 3106. One of ordi-
nary skill in the art will appreciate that there are various
configurations for drive gear 3106 and gear rack 3108.
For example, drive gear 3106 and gear rack 3108 each
may be configured with teeth, such that the teeth of drive
gear 3106 and the teeth of gear rack 3108 mesh togeth-
er so that as drive gear 3106 rotates in one direction,
elongate drive member 3112 is coiled within housing
3104, and as drive gear 3106 rotates in another direc-
tion, elongate member 3112 is uncoiled within housing
3104. Because elongate drive member 3112 is fixedly
attached to guide rail 1308, when the drive gear 3106
uncoils the elongate drive member 3112, guide rail 1308
is extended from data storage system 100. Depending
on how much drive gear 3106 uncoils the elongate
member 3112, guide rail 1332 may also become extend-
ed because of the interaction of guide rails 1308, 1332,
and 1400 as described above. When the drive gear
3106 coils the elongate drive member 3112, guide rail
1308 (and when necessary guide rail 1332) is retracted
into data storage system 100. Obviously, drive gear
3106 and elongate drive member 3112 may be config-
ured in such a way that the bottom portion 3124 includes
the gear rack 3108. Furthermore, drive gear 3106 and
gear rack 3108 need not be configured with teeth. The
important aspect is that drive gear 3106 engages elon-
gate drive member 3112 and coils or uncoils (depending
on the rotation of drive gear 3106), thereby retracting or
extending data media exchange apparatus 120 mount-
ed to guide rail 1308.
[0083] Referring to FIGS. 13, 14, and 21, data car-
tridge exchange apparatus 120 may further comprise a
media storage device alignment apparatus 1314 to pro-
vide more precise positioning of media storage devices
106 when drawer 114 is in the fully retracted position.
Media storage device alignment apparatus 1314 may
comprise a pair of elongate reference rails 1316 and
1312, which are mounted in spaced-apart relation to
housing 104 of data storage system 100 as best illus-
trated in FIG. 14. Each media storage device 106 may
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be provided with first and second elongate slots 1320
and 1322, which are sized to slidably engage respective
elongate reference rails 1316 and 1312 when drawer
114 is moved to the retracted position. The engagement
of elongate reference rails 1316 and 1312 with respec-
tive slots 1320 and 1322 in media storage devices 106
slightly lifts media storage devices 106 from drawer 114
and holds each media storage device 106 in a registra-
tion position 2104, as best illustrated in FIG. 21. Conse-
quently, when drawer 114 is fully retracted, the positions
of media storage devices 106 may be determined by
media storage device alignment apparatus 1314 and
not by drawer 114.
[0084] Media storage device alignment apparatus
1314 more accurately positions media cartridge devices
106 than would be possible if media storage devices 106
were to remain seated in storage tray 1200 of drawer
114. The more accurate positioning provided by media
storage device alignment apparatus 1314 substantially
improves the likelihood that media handling system 200
will be capable of properly engaging the selected data
medium 102. This configuration also dispenses with the
need to provide a high precision drawer mounting sys-
tem. In other words, since media storage devices 106
are not held in position by drawer 114, drawer 114 need
not be designed to return media storage devices 106 to
their exact locations each time drawer 114 is closed.
[0085] Referring to FIGS. 22 and 23, in additional em-
bodiments, data cartridge exchange apparatus 120 may
comprise a drawer lock apparatus 2200 to hold drawer
114 in the fully retracted position. Drawer lock apparatus
2200 may comprise a lock actuator 2202 for moving a
lock bolt or plunger 2204 between a locked position
2206 and an unlocked position 2208. A spring (not
shown) may be used to bias lock bolt 2204 in a unlocked
position 2208. Lock bolt 2204 may be sized to engage
at least one of a plurality of apertures 2210 provided in
a lock plate 2212 affixed to drawer 114. A limit switch
2214 may be mounted to housing 104 of data storage
system 100 and may provide a signal to a lock control
system 2216 when drawer 114 is in the fully closed or
retracted position.
[0086] Lock plate 2212 may comprise an integral por-
tion of storage tray 1200. However, since storage tray
1200 is designed to be utilized in either a right-hand
drawer 114 (FIG. 14) or a left-hand drawer 114' (FIG.
14), storage tray 1200 is provided with two lock plates
2212 and 2212', one located at either end of storage tray
1200 (FIG. 14). This configuration allows a single stor-
age tray 1200 to be used in either a right-hand or a left-
hand drawer 114 by simply turning storage tray 1200
180°. Furthermore, lock actuator 2202may not be locat-
ed along the centerline of the guide rail 1332, but instead
displaced slightly to one side. Accordingly, lock plate
2212 may be provided with two apertures 2210, which
again allows the same storage tray 1200 and lock plate
2212 to be used in either a right-hand or left-hand con-
figuration.

[0087] The various components of drawer lock appa-
ratus 2200 may comprise any of a wide range of devices
and systems well-known in the art and that are commer-
cially available. For example, lock actuator 2202 may
comprise an electrically operated solenoid having a
plunger 2204 sized to engage at least one of the holes
2210 provided in lock plate 2212. Lock actuator
2202may be biased in unlocked position 2208 by a suit-
able spring (not shown). Thus, when the solenoid is en-
ergized, it will move lock bolt 2204 to locked position
2206. Obviously, one of ordinary skill in the art will ap-
preciate that various other types of components and op-
erating arrangements could also be used.
[0088] Data cartridge exchange apparatus 120 may
be operated as follows to allow an operator or service
personnel to access the various media 102 contained
within data storage system 100. Consider, for example,
a situation in which data storage system 100 has been
provided with a plurality of data media 102. During nor-
mal operation, drawer 114 may remain in the closed or
retracted position shown, thereby allowing media han-
dling system 200 (FIGS. 2 and 4) to access all of data
media 102 contained in data storage system 100. If the
need arises for the operator or service personnel to ac-
cess one or more of data media 102, to remove, for ex-
ample, one or more of data media 102 and replace it, or
them, with a substitute data media 102, the operator or
service personnel may pull on the front access panel
110 of drawer 114, thereby moving drawer 114 to the
extended position. Where data storage system 100 in-
cludes automated media exchange system 3100, the
operator or service personnel may automatically control
the extension and/or retraction of drawer 114 via a con-
trol panel and/or a host computer. The operator or serv-
ice personnel may input a particular data medium 102
in a particular data media exchange apparatus 120 that
needs to be accessed. Data storage system 100 may
include logic which contains the precise location of each
data medium 102 within the drawer 114 and a prede-
fined distance in which the drawer 114 is to be extended
in order to enable the operator or service personnel to
access the data medium 102. Thus, based on the par-
ticular data medium 102 selected by the operator or
service personnel and the predefined logic, a control
system (not shown) may control the motor to engage
the drive gear 3106 until elongate drive member 3112
is uncoiled such that guide rail 1308 (and, if necessary,
guide rail 1332) extends drawer 114 to the predefined
distance. The operator or service personnel may also
automatically control the extension and/retraction of the
drawer 114 by controlling the motor and drive gear 3106.
[0089] If data media exchange apparatus 120 is pro-
vided with a drawer lock apparatus 2200, the lock con-
trol system 2216 first would need to actuate the lock ac-
tuator 2202to move the lock bolt or plunger 2204 to the
unlocked position 2208, thereby allowing media han-
dling system 200 (FIGS. 2 and 4) to access all of data
media 102 in drawer 114. The lock control system 2216
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could be engaged by a signal from a control system (not
shown), or by the operator or service personnel via a
control panel (not shown). Once drawer 114 has been
opened or extended, the operator or service personnel
may thereafter access the exposed data media 102 for
the exchange, removal, or replacement of data media
102. While drawer 114 is in the extended position, data
storage system 100 may remain operable and media
handling system 200 may continue to access data me-
dia 102 stored in other media storage devices 106.
When the operator or service personnel no longer needs
access to the exposed data media 102, the front access
panel 110 of drawer 114 may be pushed, thereby return-
ing drawer 114 to the retracted position. As drawer 114
is moved to the retracted position, elongate reference
rails 1316 and 1312 may engage respective slots 1320
and 1322 on media storage devices 106. When fully en-
gaged with slots 1320 and 1322, reference rails 1316
and 1312 slightly lift media storage devices 106 from
drawer 114 and hold each media storage device 106 in
registration position 32104 shown in FIG. 21.
[0090] After drawer 114 has been returned to the re-
tracted position, the magazine sensor switch is tripped
triggering the data storage system 100 to command the
lock control system 2216 to operate drawer lock appa-
ratus 2200 to lock drawer 114 in the closed or retracted
position. Thereafter, data storage system 100 may "re-
inventory" data media 102 contained within data storage
system 100. In this example, data storage system 100
need only re-inventory data media 102 contained in
drawer 114 since those were the only data media 102
that could have been exchanged, removed, or replaced
by the operator or service personnel.
[0091] If data media exchange apparatus 120 is con-
figured so that the various data media 102 carried by
drawer 114 are contained within one or more media stor-
age devices 106, then data media exchange apparatus
120 will allow an entire media storage device to be re-
moved and replaced. For example, where drawer 114
is configured to receive two media storage devices 106,
each of which is configured to receive five data media
102, then an entire media storage device 106 may be
removed by the operator or service personnel, thereby
allowing for the convenient exchange, removal, or re-
placement of the plurality of data media 102 contained
within media storage device 106. Media storage device
106 may be provided with a handle 30 to allow media
storage device 106 to be conveniently carried by the op-
erator or service personnel.
[0092] As illustrated best in FIGS. 1, 2 and 12, data
media exchange apparatus 120 includes an unused vol-
ume between end wall 1202 and front access panel 110,
which data medium access device 216 of media han-
dling system 200 cannot access due to the thickness of
housing 114 and front access panel 110. FIGS. 24 - 26
illustrate another embodiment of a data media ex-
change apparatus 2400 that may also be implemented
within data storage system 100.

[0093] Data media exchange apparatus 2400 may be
configured in much the same manner as data media ex-
change apparatus 120. Data media exchange appara-
tus 2400 may also be mounted directly to mounting sys-
tem 76 and operated in the same manner described
above with respect to data media exchange apparatus
120. However, data media exchange apparatus 2400
further comprises a supplemental storage apparatus
2402 positioned between end wall 1202 and front ac-
cess panel 110. Supplemental storage apparatus 2402
comprises a plurality of slots 2408 defined by slot mem-
bers 2404. As illustrated in FIG. 25, each slot 2408 may
be configured to contain a spare data medium 2500.
Slots 2408 and the data media 2500 contained therein
will not be accessible to media handling system 200 be-
cause of the thickness of housing 104 and front access
panel 110 and the configuration of media handling sys-
tem 200.
[0094] One of ordinary skill in the art will appreciate
that the precise volume between end wall 1202 and front
access panel 110 may vary depending on a variety of
factors, such as the precise size and configuration of
data media exchange apparatus 2400, data media 102,
media storage devices 106, and data storage system
100. Thus, the number of slots 2408 and slot members
2402 in supplemental storage apparatus 2402 may vary.
Furthermore, the precise size and configuration of slots
2408 and slot members 2402 may also vary depending
on the type of data media 2500 being contained within
storage slots 2408. For example, in one of the many
possible embodiments illustrated in FIGS. 24 - 26, the
volume between end wall 1202 and front access panel
110 enables supplemental storage apparatus 2402 of
data media exchange apparatus 2400 to be configured
with two slots 2408, each containing a data medium
2500. In this example, slot 2408 adjacent end wall 1202
may be defined by a slot member 2404 and end wall
1202. Alternatively, slot 2408 adjacent end wall 1202
may be defined by two slot members 2404. Similarly,
slot 2408 adjacent front access panel 110 may be de-
fined by a slot member 2404 and front access panel 110
or any other component of data exchange apparatus
2400. Alternatively, slot member 2408 adjacent front ac-
cess panel 1202 may be defined by two slot members
2404. Slot 2408 adjacent end wall 1202 and slot 2408
adjacent front access panel 110 may or may not be de-
fined by a common slot member 2404. Furthermore,
where supplemental storage apparatus 2402 comprises
more than two slots 2408, each pair of interior slots 2408
may or may not be defined by a common slot member
2402.
[0095] Supplemental storage apparatus 2402 may be
made from any of a wide range of desirable materials,
such as metals or plastics, suitable for the intended ap-
plication. In one of many possible embodiments, sup-
plemental storage apparatus 2402 may be molded as a
single piece from a fiber reinforced polycarbonate plas-
tic material. Supplemental storage apparatus 2402 may
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be formed as an integral part of storage tray 1200. In
other embodiments, supplemental storage apparatus
2402 may be formed as a separate component from
storage tray 1200, in which case supplemental storage
apparatus 2402 may be fixedly secured to storage tray
1200 or some other component of data media exchange
apparatus 2400.
[0096] As stated above, data media exchange appa-
ratus 2400, may be configured and operated in much
the same manner as data media exchange apparatus
120. However, supplemental storage apparatus 2402
enables spare data medium 2500 to be stored in data
media exchange apparatus 2400 rather than being
stored in some other location outside of data storage
system 100. Thus, supplemental storage apparatus
2402 provides an operator or service personnel with
quick access to spare data media 2500 that may be
used to replace data media 102 contained in media stor-
age devices 106 without the burden of locating spare
data media 2500 at some other location.

V. Integrated Media Exchange/Storage Device

[0097] FIGS. 27 - 30 illustrate an integrated media ex-
change/storage device 2700 configured to receive one
or more data medium 102 and that may be easily insert-
ed and removed from data storage system 100 by an
operator or service personnel by slidably engaging the
integrated media exchange/storage device 2700 with
alignment apparatus 1418 (FIGS. 13 and 21).
[0098] Integrated media exchange/storage device
2700 may generally comprise: a housing 2702 having
end portions 2704 and 2706, top portion 2708, bottom
portion 2710, and side portions 2712 and 2714; and one
or more handles 2716 attached to the housing 2702; one
or more lock plates 2718 attached to the housing 2702
and having at least one aperture 2720 therein. Side por-
tion 2712 comprises a plurality of slots 2722 configured
for receiving data media 102. Slots 2722 may be defined
by a plurality of spaced dividers 2724 within the housing
2702. Dividers 2724 may be parallel to end portions
2706 and 2704 and may have beveled edges that serve
to guide data media 102 into slots 2722. Slots 2722 may
have inclined surfaces on bottom portion 2710 that also
serve to guide data media 102 into the slots 2722. As
described in detail below, in order to slidably engage
with alignment apparatus 1418, the top portion 2708 of
housing 2702 may include an elongate slot 2750 , which
engages with elongate reference rail 1316 (FIGS 13 and
21), and the bottom portion 2710 may include an elon-
gate slot 2752, which engages with elongate reference
rail 1310 (FIGS. 13 and 21).
[0099] One of ordinary skill in the art will appreciate
that the precise configuration of integrated media ex-
change/storage device 2700 may vary depending on a
variety of factors, such as the precise size and configu-
ration of data media 102 and data storage system 100.
Thus, the number of slots 2722 and dividers 2724 may

vary. Furthermore, the precise size and configuration of
slots 2722 and slot members 2724 may also vary de-
pending on the type of data media 102 being contained
within slots 2722. For example, in one of the many pos-
sible embodiments illustrated in FIGS. 27 - 29, integrat-
ed media exchange/storage device 2700 includes ten
slots 2722 for receiving data media 102. Furthermore,
dividers 2724 need not extend the entire distance from
top portion 2708 to bottom portion 2710. Dividers 2724
need only be configured to guide data media 102 into
slots 2722. For example, a divider 2724 may comprise
two small divider portions, one which extends downward
from top portion 2708 and one which extends upward
from bottom portion 2710.
[0100] Integrated data media exchange 2700 may al-
so include a spring mechanism 2730 fixedly attached to
top portion 2708 of housing 2702 for retaining data me-
dia 102 positioned in slots 2722. Spring mechanism
2730 provides a force for securing data media 102 in
slots 2722 in housing 2702. Top portion 2708 of the
housing 2702 may have a plurality of devices that are
used to secure the spring mechanism 2730 to the hous-
ing 2702. The top portion 2708 may have a plurality of
spring locks 2732. A spring lock 2732 may have a left
portion, a right portion, a top portion, and an opening.
The left portion and the right portion may extend normal
to the top portion 2708 of the housing 2702. The top por-
tion of the spring lock 2732 may extend between the left
portion and the right portion to form the opening. The
spring locks 2732 may, for example, be integrally formed
into the top portion 2708 of the housing 2702. The top
portion 2708 of the housing 2702 may also have one or
more spring guides 2734 integrally formed into the top
portion 2708. The spring guides 2734 may serve to align
the spring mechanism 2730 relative to the top portion
2708 of the housing 2702 as described below.
[0101] As stated above, the spring mechanism 2730
may be attached to the top portion 2708 of the housing
2702. The spring mechanism 2730 may have a mount-
ing portion 2736 and a plurality of fingers 2738. A finger
2738 may have a front portion 2740, a back portion
2742, and mid-portion 2744.
[0102] In a preferred embodiment, the front portion
2740 may have a width of approximately 7 millimeters
and the back portion 2742 a width of approximately 4
millimeters. Fingers 2738 may have a length of approx-
imately 40 millimeters. The tapered shape of fingers
2738 allows for a greater deflection of the finger 2738
relative to a non-tapered finger when the same stress is
applied to both types of fingers.
[0103] The mounting portion 2746 may have a plural-
ity of spring tabs (not shown) located opposite a front
edge 2746 of spring mechanism 2730. The front edge
2746 may abut spring guides 2734. The spring guides
2734 may be adapted to fit in the openings (not shown)
of the spring locks 2732. The combination of the spring
guides 2734 and the spring locks 2732 allows the spring
mechanism 2730 to be attached to the top portion 2708
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of the housing 2702 without the need of fasteners. They
further properly align the spring mechanism 2730 rela-
tive to the housing 2702.
[0104] The spring mechanism 2730 may be made
from, for example, a single sheet of 301 stainless steel
that is approximately 0.635 millimeters thick. The use of
stainless steel reduces the probability of the spring
mechanism 21300 corroding. The stiffness of the fingers
2738 may be selected by known mechanical techniques
involving selecting the material of the spring mechanism
2730, the thickness of the material, the widths of the fin-
gers 2738, and other factors that are known in the art.
[0105] As best illustrated in FIG. 30, the back portions
2742 of fingers 2738 may include locking elements
3000. Locking elements 3000 may be affixed to the back
portions 2742 of the fingers 2738. The locking elements
3000 may serve to secure the data media in the housing
2702. FIG. 30 illustrates a cross-sectional view of inte-
grated data media exchange/storage device 2700 with
a data medium 102 located in a slot 2722. The locking
element 3000 may, for example, be molded from nylon
6-10 modified by the addition of carbon fiber and PTFE,
which is commercially available from the LNP Engineer-
ing Plastics Company of Exton, Pa. as product number
QCL-4036. The locking element 3000 may be attached
to the back portion 2742 of the finger 2738 by molding
the locking element 3000 onto the finger 2738 as known
in the art.
[0106] The locking element 3000 may be generally tri-
angle-shaped with a top portion 3002, a back portion
3004, and a front portion 3006. The back portion 3004
and the front portion 3006 may intersect at a point 3008.
A reference line AA may extend parallel to the top por-
tion 3002 and may intersect the point 3008. A back angle
3010, for example, 55 degrees, may exist between the
reference line AA and the back portion 3004. A front an-
gle 3012, for example, 620 degrees, may exist between
the reference line AA and the front portion 3006. In the
embodiment illustrated in FIG. 30, the locking element
3000 may serve to secure data media 102 in slots 2722
of integrated data media exchange/storage device
2700.
[0107] As stated above, integrated data media ex-
change/storage device 2700 may include a handle 2716
attached the housing 2702. The handle 2716 may be
pivotally attached end portion 2704 and/or end portion
2706. In the embodiment illustrated in FIGS. 27 - 30,
integrated data media exchange/storage device 2700 is
configured so that it may be used in a data storage sys-
tem 100 (FIGS. 1 and 2). Thus, integrated data media
exchange/storage device 2700 includes a handle 2716
on both end portions 2704 and 2706. In this manner,
integrated data media exchange/storage device 2700
may be implemented with either the right or left side of
data storage system 100. This configuration enables the
manufacture of a single symmetrical integrated data
media exchange/storage device 2700.
[0108] As stated above, integrated media exchange/

storage device 2700 may be easily inserted and re-
moved from data storage system 100 by an operator or
service personnel by slidably engaging the elongate
slots 2750 and 2752 with elongate reference rails 1316
and 1310 respectively as described above in detail with
respect to FIGS. 13 and 21.
[0109] Integrated data media exchange/storage de-
vice 2700 may also have lock plates 2718 fixedly at-
tached to end portion 2704 and/or end portion 2706.
Lock plates 2718 may be used in conjunction with the
lock apparatus 2200 (FIG. 22) of data storage system
100. As described in detail above, the lock apparatus
2200 may comprise a lock actuator 2202 for moving a
plunger or lock bolt 2204 between a locked position
2206 and an unlocked position 2208. The lock bolt 2204
is sized to engage an aperture 2720 provided in a lock
plate 2718 on integrated data media exchange/storage
device 2700. A limit switch 2214 mounted to the chassis
1310 of data storage system 100 detects when integrat-
ed data media exchange/storage device 2700 is fully in-
serted in data storage system 100. Limit switch 2214
may be connected to the lock control system 2216 which
may be used to operate the lock actuator 2202 as de-
scribed above.
[0110] Integrated data media exchange/storage de-
vice 2700 may be operated as follows to allow an oper-
ator (not shown) to access the various data media 102
contained within an integrated data media exchange/
storage device 2700 in data storage system 100. During
normal operation of data storage system 100, integrated
data media exchange/storage device 2700 may be sli-
dably engaged within data storage system 100 by elon-
gate slots 2750 and 2752 and elongate reference rails
1316 and 1310. While integrated data media exchange/
storage device 2700 is inserted within data storage sys-
tem 100, media handling system 200 (Figures 2 and 4)
inside the data storage system 100 may access all of
the data media 100 contained within slots 2722. If the
need then arises for the operator to access one or more
of the media 102, such as, for example, to remove one
or more of the data media 102 and replace it or them
with a substitute data medium 102 (not shown), the op-
erator may remove or open a front panel 110. Then, the
operator may slide integrated data media exchange/
storage device 2700 from alignment apparatus 1314 by
pulling on the handle 2716. As the operator pulls on the
handle 2716, elongate slots 2750 and 2752 slide over
elongate reference rails 1316 and 1310, thereby remov-
ing integrated data media exchange/storage device
2700. If data storage system 100 is provided with a lock
apparatus 1200, then the lock control system 2216
would first have to be instructed to unlock integrated da-
ta media exchange/storage device 2700. The lock con-
trol system 2216 could be instructed by the control sys-
tem (not shown), or by the operator via a control panel
112.
[0111] Once integrated data media exchange/storage
device 2700 has been partially extended or removed,
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the operator may access the exposed data media 102
for their exchange, removal, or replacement. While in-
tegrated data media exchange/storage device 2700 is
partially extended or removed, the data storage system
100 may remain operable and the media handling sys-
tem 200 may continue to access the data media 102
stored in other integrated data media exchange/storage
devices 2700 and/or data media exchange apparatus
120 and 2400. However, the media handling system 200
will not access the data media contained in the partially
extended or removed integrated data media exchange/
storage device 2700.
[0112] When the operator no longer needs access to
the exposed data media 102, he or she may insert inte-
grated data media exchange/storage device 2700 into
data storage system 100. Integrated data media ex-
change/storage device 2700 should be pushed into data
storage system 100 so that the elongate reference rails
1316 and 1310 engage the respective elongate slots
2750 and 2752 in integrated data media exchange/stor-
age device 2700. When fully engaged with the slots
2750 and 2752, the reference rails 1316 and 1310 slight-
ly lift integrated data media exchange/storage device
2700, thereby ensuring that the media handling system
200 will be able to quickly locate the desired data media
102 in slots 2722.
[0113] After integrated data media exchange/storage
device 2700 has been fully inserted, the lock control sys-
tem 2216 (FIG. 22) may operate the lock apparatus
2200 to insert the lock bolt 2204 within the aperture 2720
in the lock plate 2718. Thereafter, the data storage sys-
tem 100 may "re-inventory" the data media 102 stored
within the data storage system 100. In this example, the
data storage system 100 need only re-inventory those
data media 102 contained in integrated data media ex-
change/storage device 2700, since those were the only
data media 102 that could have been exchanged, re-
moved, or replaced by the operator.

VI. Bulk Data Media Access System

[0114] As stated above, media storage devices 106
and data media 102 may be implemented in data stor-
age system 100 in a variety of devices and in a variety
of ways. For example, data media 102 may be imple-
mented in a media storage device 106, such as an in-
tegrated data media exchange/storage device 2700,
that may be easily inserted and removed from data stor-
age system 100. In this type of configuration, media stor-
age device 106 may be inserted and removed in a slid-
ing arrangement. Data media 102 may also be imple-
mented in a media storage device 106 having a drawer
configuration, such as, for example, data media ex-
change apparatus 120 and 2400. In the drawer config-
uration, each media storage device 106 is accessed
from a separate access means. For instance, consider
a data storage system 100 that includes a plurality of
data media exchange apparatus 120 and 2400, which

may, for example, be arranged in a plurality of vertical
stacks 300. In the drawer configuration, each data me-
dia exchange apparatus 120 and 2400 provides for a
separate means for accessing the device. Specifically,
an operator may access the data media 102 stored in a
data media exchange apparatus 120 or 2400 by extend-
ing and retracting the drawer 114. Thus, each data me-
dia exchange apparatus 120 and 2400 in data storage
system 100 employs a separate access means and a
separate locking means.
[0115] Referring to FIGS. 38 - 40, a bulk data media
access system 3900 for a data storage system 100 will
be described. Regardless the precise configuration of
media storage devices 106 and data storage system
100, bulk data media access system 3900 provides a
single means for accessing the plurality of media stor-
age devices 106 arranged in the data storage system
100. In other words, bulk data media access system
3900 may eliminate the need for providing a separate
access means and a separate locking means for each
media storage device.
[0116] Bulk data media access system 3900 provides
a bulk access apparatus 3902 for accessing at least a
portion of the plurality of media storage devices 106 ar-
ranged in a contiguous manner. As illustrated in FIGS.
39 and 40, in one of many possible embodiments, bulk
access apparatus 3902 may be configured to provide a
single access means to a plurality of media storage de-
vices 106 arranged in a plurality of vertical stacks 300.
One of ordinary skill in the art will appreciate that bulk
access apparatus 3902 may be configured in a variety
of other ways. For instance, bulk access apparatus 3902
may be configured to provide a single access means to
a plurality of media storage devices arranged horizon-
tally in a plurality of rows. The precise configuration of
bulk access apparatus 3902 may be altered to corre-
spond to any contiguous arrangement of media storage
devices 106. The important aspect is that bulk access
apparatus 3902 enables an operator to access more
than one media storage device 106 at a time.
[0117] Accordingly, bulk media access system 3900
may employ more than one bulk access apparatus
3902. In a preferred embodiment, bulk media access
system 3900 is implemented in a data storage system
100 in which media storage devices 106 are arranged
in a plurality of vertical stacks 300 as illustrated in FIGS.
3, 39, and 40. Within each stack 300, media storage de-
vices 106 are arranged on opposite sides of media han-
dling system 200 as illustrated in FIG. 2. Accordingly,
two groups of contiguous media storage devices 106
may be defined: one defined by the vertical arrangement
of contiguous media storage devices 106 on one side
portion of data storage system 100 and the other defined
by the vertical arrangement of contiguous media stor-
age devices 106 on the other side portion of data stor-
age system 100. Thus, in this embodiment, bulk media
access system 3900 provides two bulk access appara-
tus 3902.
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[0118] Furthermore, bulk access apparatus 3902 may
be attached to data storage system 100 in a variety of
ways for providing a single access means to a plurality
of media storage devices 106. As illustrated in FIGS. 38
- 40, bulk access apparatus 3902 may be configured as
a door that is hinged to a housing 104 of data storage
system 100. Bulk access apparatus 3902 may also be
configured as a removable panel that may be easily at-
tached and removed from housing 104 of data storage
system 100. Again, the precise configuration is not im-
portant. Rather, the important aspect is that bulk access
apparatus 3902 provides a single access means to a
plurality of media storage devices 106 arranged in a
contiguous manner.
[0119] Bulk access apparatus 3902 may further in-
clude a plurality of spring pads 3912 that are attached
to the side of bulk apparatus 3902 opposing media stor-
age device 106. Each spring pad 3912 is positioned op-
posite a corresponding media storage device 106.
Spring pads 3912 may be configured as a foam panel,
a passive spring mechanism, or any other mechanism
for providing a force against media storage device 106
when bulk apparatus 3902 is closed and/or attached to
data storage system 100. In this manner, spring pads
3912 may hold media storage device 106 in a prede-
fined position relative to the media handling system 200,
thereby promoting effective operation of the data stor-
age system 100.
[0120] Bulk access apparatus 3902 may also include
a locking mechanism 3904 configured to lock the bulk
access apparatus 3902 relative to the housing of data
storage system 100. In one of many possible embodi-
ments, locking mechanism 3904 may comprise two sys-
tems for locking the bulk access apparatus 3902: a key
lock mechanism and an electronic lock mechanism con-
trolled by a control system associated with data storage
system 100. Key lock mechanism may comprise a door
key lock 3914 attached to the bulk access apparatus
3902 and configured to engage a key lock latch (not
shown) within data storage system 100. Key lock 3914
and the key lock latch may provide a locked state, in
which key lock 3914 and the key lock latch are engaged,
and an unlocked state, in which key lock 3914 and the
key lock latch are not engaged.
[0121] Locking mechanism 3904 may also include an
electronic lock mechanism for additional security. The
electronic lock mechanism may be configured to work
in cooperation with a control system associated with da-
ta storage system 100. In one of many possible embod-
iments, the electronic lock mechanism may comprise an
electro-mechanical device 3910, such as a solenoid,
that is contained within data storage system 100 and
controlled by the control system and a door latch 3906
secured to the bulk access apparatus. The electro-me-
chanical device 3910 and the door latch 3906 may pro-
vide a locked state, in which device 3910 and the door
latch 3906 are engaged, and an unlocked state, in which
device 3910 and the door latch are not engaged.

[0122] In operation, locking mechanism 3904 may
provide two levels of security for the data storage sys-
tem 100. Thus, in order to access the media storage de-
vices 106 associated with the bulk access apparatus
3902, an operator or service personnel must unlock both
the electronic mechanism and the key lock mechanism.
Using a key, the operator must place the key lock 3914
and the key lock latch in the unlocked state. In addition,
the operator must place the device 3910 and the door
latch 3906 in the unlocked state. After both mechanisms
are unlocked, the bulk access apparatus 3902 may be
opened and access provided to the associated media
storage devices 106.
[0123] The electro-mechanical locking may used to
meet safety requirements designed to prevent users
from obtaining access to functional areas of data stor-
age system 100 when media handling system 200 is in
operation. This prevents possible injury to users. It also
allows the control system associated with data storage
system 100 to maintain control over the timing of access
to data media 102. Otherwise a user could remove or
switch locations of a data medium 102 that the data stor-
age system 100 was in the process of accessing. If the
data storage system 100 could not find the data medium
102 in the expected location it would generate an error.
The electro-mechanical lock must shut down or fail in
an open state (allowing access to data media 102). If it
did not, the users data would be trapped in the data stor-
age system 100 during a power failure or mechanical
failure. The key lock provides security from unauthor-
ized access to data media 102 in the event the power
fails, or if the data storage system 100 is powered down
for other reasons.

VII. Spring Retention System

[0124] As stated above, integrated data media ex-
change/storage device 2700 may include a spring
mechanism 2730 fixedly attached to top portion 2714 of
housing 2702 for retaining data media 102 positioned in
slots 2722. Spring mechanism 2730 provides a force for
securing data media 102 in slots 2722 in housing 2702.
In the embodiment described above with respect to
FIGS. 27 - 30, the combination of the spring guides 2734
and the spring locks 2732 allow the spring mechanism
2730 to be attached to the top portion 2714 of the hous-
ing 2702 without the need of fasteners. They further
properly align the spring mechanism 213000 relative to
the housing 2702.
[0125] One of ordinary skill in the art will appreciate
that various other ways exist for attaching spring mech-
anism 2730 to housing 2702, some of which are de-
scribed below. These systems and methods for attach-
ing spring mechanism 2730 to housing 2720 may be im-
plemented in a variety of devices, such as, for example,
integrated data media exchange/storage device 2700,
media storage devices 106, or any other device for stor-
ing data media 102, including those disclosed in U.S.
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Patent No. 6,042,205, entitled "Media Holding Device
Incorporating a Media Locking Mechanism," which is
hereby incorporated by reference in its entirety.
[0126] Referring to FIGS. 34 and 35, a spring reten-
tion system 3400 for retaining data media 102 in a data
media storage device will be described. Spring retention
system 3400 may be configured to operate in much the
same manner as described above with respect to spring
mechanism 2730. Accordingly, spring retention system
3400 provides a spring mechanism 3404 attached to
one side, for example a top portion, of a housing 3402
of any of a variety of media storage devices.
[0127] Spring mechanism 3404 provides a force for
securing data media 102 in slots (not shown) within
housing 3402. The top portion of the housing 3402 may
have a plurality of spring alignment members 3406 and
one or more spring retention elements 3418. The top
portion of housing 3402 may have a plurality of spring
alignment members 3406, each of which may include a
left portion, a right portion, a top portion, and an opening.
The left portion and the right portion may extend normal
to the top portion of the housing 3402. The top portion
of the spring alignment member 3406 may extend be-
tween the left portion and the right portion to form the
opening. The spring alignment members 3406 may, for
example, be integrally formed into the top portion of the
housing 3402.
[0128] The top portion of the housing 3402 may also
have one or more spring retention members 3418 that
extend from the top portion of the housing 3402. As de-
scribed in detail below, in operation, each spring reten-
tion member 3418 aligns with an aperture 3420 in spring
mechanism 3404 and works in cooperation with a spring
alignment member 3406. Therefore, there are numer-
ous configurations for spring retention member 3418
and aperture 3420. As illustrated in cross-section in FIG.
35, in one embodiment spring retention members 3418
are substantially triangle-shaped so that they define a
ramp angle that opposes a corresponding spring align-
ment member 3406. The spring retention members
3418 may be integrally formed into the top portion of the
housing 3402, or in the alternative may be attached to
the top portion of the housing 3402.
[0129] Spring mechanism 3404 may be attached to
the top portion of the housing 3402. The spring mecha-
nism 3404 comprises a mounting portion 3410 from
which extend a plurality of fingers 3412 and one or more
elongate spring tabs 3414. Fingers 3412 may be con-
figured in much the same manner as fingers 2730 (FIG.
29). As stated above, each elongate spring tab 3414 in-
cludes an aperture 3420. Aperture 3420 is positioned
on the elongate spring tab 3414 to align with the spring
retention member 3418 of housing 3402. Aperture 3420
is also configured to be placed over and retained by the
spring retention member 3418 of housing 3402. Spring
mechanism 3404 may also include one or more spring
tabs 3416 that also extend from mounting portion 3410.
Spring tabs 3416 do not include an aperture 3420 and

are shorter in length than elongate spring tabs 3414.
[0130] As illustrated in FIG. 35, spring retention sys-
tem 3400 provides for a convenient method for attaching
spring mechanism 3404 to housing 3402. For example,
spring mechanism 3404 may be attached to housing
3402 by placing spring mechanism 3404 flat against the
top portion of housing 3402 and sliding the elongate
spring tabs 3414 through the openings in spring align-
ment members 3406. As a spring mechanism 3404
slides across the top portion of housing 3402 and comes
in contact with a spring retention member 3418, an elon-
gate spring member 3414 deflects until the aperture
3420 engages the spring retention member 3418. Elon-
gate spring members 3414 need not automatically de-
flect as a result of the sliding motion and engagement
with the spring retention members 3418. For instance,
the elongate spring members may be manually deflect-
ed and arranged in cooperation with spring retention
member 2418. In this manner, spring alignment mem-
bers 3406 may retain spring mechanism 3404 relative
to lateral and vertical movement, while the engagement
of apertures 3420 and spring retention members 3418
may prevent spring mechanism 3404 from sliding within
the openings in the spring alignment members 3406.
[0131] Spring mechanism 3404 may be constructed
of any material, which based on the precise configura-
tion of spring mechanism 3404 and housing 3402, has
a desirable spring constant that permits proper deflec-
tion of elongate spring tabs 3414. In one embodiment,
spring mechanism 3404 may be made from a single
sheet of 301 stainless steel that is approximately
0.1901908 millimeters thick. The use of stainless steel
reduces the probability of the spring mechanism 3404
failing due to fatigue.
[0132] Referring to FIGS. 36 and 37, another spring
retention system 3600 for retaining data media 102 in a
data media storage device will be described. Spring re-
tention system 3600 provides a spring mechanism 3604
attached to one side, for example a top portion, of a
housing 3602 of any of a variety of media storage de-
vices.
[0133] Spring mechanism 3604 provides a force for
securing data media 102 in slots (not shown) within
housing 3602. The top portion of the housing 3602 may
have a plurality of spring alignment members 3606 and
one or more spring tabs 3608. The spring alignment
members 3606 may be configured similar to spring
alignment members 3406 (FIGS. 34 and 35). The top
portion of the housing 3602 may also have one or more
guide tabs 3608. Guide tabs 3608 have a tab portion
3612 and an elongate portion 3614 defined by a break
3610 in the top portion of the housing 3602. As best il-
lustrated in FIGS. 37 and 620, tab portion 3612 extends
substantially normal to the elongate portion 3614 de-
fined by break 3610. One of ordinary skill in the art will
appreciate that the break 3610 that defines elongate
portion 3614 provides for some deflection of the guide
tab 3608 with respect to the top portion of housing 3602.
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In this manner, guide tabs 3608 operate as cantilevered
springs.
[0134] Spring mechanism 3604 may be attached to
the top portion of the housing 3602. The spring mecha-
nism 3604 comprises a mounting portion 3620 from
which extend a plurality of fingers 3622 and a plurality
of spring tabs 3624. Fingers 3620 may be configured in
much the same manner as fingers 2730 (FIG. 29).
Spring tabs 3624 may be configured in much the same
manner as tabs 2732 (FIG. 29). As best illustrated in
FIG. 620, spring retention system 3600 provides for an-
other convenient method for attaching spring mecha-
nism 3604 to housing 3602. For example, spring mech-
anism 3604 may be attached to housing 3402 by sliding
spring tabs 3424 through the openings in spring align-
ment members 3606. As spring mechanism 3604 slides,
mounting portion 3620 may apply a force to tab portion
3612, thereby deflecting guide tab 3608 away from the
top portion of housing 3602. This deflection enables
spring mechanism 3604 to be easily positioned with re-
spect to spring alignment members 3606. When spring
mechanism 3604 is in the proper position within spring
alignment members 3606, the edge of the mounting por-
tion 3620 of spring mechanism 3604 clears the tab por-
tion 3612 of guide tab 3608, thereby returning the guide
tab 3608 to the un-deflected position. In the un-deflect-
ed position, guide tabs 3608 prevent spring mechanism
3604 from sliding within the openings in the spring align-
ment members, while the spring alignment members
3606 retain spring mechanism 3604 relative to lateral
and vertical movement.
[0135] It should be emphasized that the above-de-
scribed embodiments, particularly, any "preferred" em-
bodiments, are merely possible examples of implemen-
tations, merely set forth for a clear understanding of the
principles of the invention. Many variations and modifi-
cations may be made to the above-described embodi-
ment(s) of the invention without departing substantially
from the principles of the invention. All such modifica-
tions and variations are intended to be included herein
within the scope of this disclosure and protected by the
following claims.

Claims

1. A media storage device for storing and providing ac-
cess to data media (102) in a data storage system
(100) comprising a data exchange device (108)
configured to exchange data stored on the data me-
dia (102) and a media handling system (200) con-
figured to transfer the data media (102) between the
media storage device and the data exchange de-
vice (108), the media storage device comprising a
housing (2702) configured to receive the data me-
dia (102), the housing (2702) having a first elongate
alignment groove (2750) adapted to slidably en-
gage with a corresponding first elongate reference

rail (1316) located adjacent an opening in a data
storage system (100) such that the media storage
device may be inserted and removed by slidably en-
gaging the first elongate reference rail and (1316)
the first elongate alignment groove (2750).

2. A media storage device as claimed in claim 1, fur-
ther comprising a locking plate (2718) attached to
the housing (2702) and configured to engage a
locking mechanism located in the opening in the da-
ta storage system (100).

3. A media storage device as claimed in claim 1 or 2,
wherein the housing (2702) has opposing top and
bottom portions, one of which has the first elongate
alignment groove (2750) that is adapted to slidably
engage the first elongate reference rail (1316) and
the other which has a second elongate alignment
groove (2752) that is adapted to slidably engage a
second elongate reference rail (1312).

4. A media storage device as claimed in claim 3,
wherein the housing has a side portion that has a
plurality of slots (2722) configured to receive the da-
ta media (102).

5. A media storage device as claimed in claim 4, fur-
ther comprising:

a spring mechanism (2730) comprising a first
end and a second end, the first end being op-
erationally attached to the top portion of the
housing (2702); and
a finger (2738) attached to the second end of
the spring mechanism and extending into the
plurality of slots (2722),

wherein the spring mechanism (2730) and the
finger (2738) are configured to engage the data me-
dia when received with the plurality of slots.

6. A method of storing data media (102) in a data stor-
age system (100), the data storage system (100)
comprising a data exchange device (108) config-
ured to exchange data stored on the data media
(102) and a media handling system (200) config-
ured to transfer the data media (102) between a me-
dia storage device (106) and the data exchange de-
vice (108), the method comprising the steps of:

locating the data media (102) within the media
storage device (106), the media storage device
(106) configured to receive the data media
(102) and having a first elongate alignment
groove (2750); and
inserting the media storage device (106) into
an opening in the data storage system (100) by
engaging the first elongate alignment groove
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(2750) with a first elongate reference rail (1316)
located adjacent the opening in the data stor-
age system (100) and applying a force in a di-
rection substantially parallel to the first elon-
gate alignment groove (2750).
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