
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

90
5 

88
5

A
1

TEPZZ 9Z5885A_T
(11) EP 2 905 885 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
12.08.2015 Bulletin 2015/33

(21) Application number: 14154345.4

(22) Date of filing: 07.02.2014

(51) Int Cl.:
H02M 3/07 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME

(71) Applicant: Alstom Technology Ltd.
5400 Baden (CH)

(72) Inventors:  
• Maneiro, Jose

65310 Horgues (FR)
• Barker, Carl

Walton, Stone
Staffordshire ST15 0LN (GB)

(74) Representative: Day, Caroline Margaret
Haseltine Lake LLP 
120 Redcliff Street
Bristol BS1 6HU (GB)

(54) DC/DC converter

(57) A DC to DC converter (300,300a, 700) for con-
verting voltage between two voltage levels is described.
The converter (300, 300a, 700) comprises a plurality of
capacitors (404) and switch units (304, 406) and is con-
trollable between a first and second commutation state.
In the first commutation state, the converter (300, 300a,
700) is configured for connection to higher voltage ter-
minals and the capacitors (404) are connected in series.
In the second commutation state, the converter (300,
300a, 700) is configured for connection to lower voltage
terminals, and the capacitors (404) are connected to form
at least two branches (502) connected in parallel, the
branches (502) comprising a series connection of at least
two capacitors (404). In some embodiments, one or more
intermediate commutation states may also be provided.
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Description

[0001] This invention relates to Direct Current to Direct
Current (DC-DC) converters, in particular but not exclu-
sively for use in medium or high voltage grids.
[0002] There is often a desire to change the voltage
level of a power source. Such a desire is seen in all man-
ner of electronic devices, from low power devices (for
example, a battery in a computer may supply a particular
voltage, but circuits therein may individually require a dif-
ferent voltage) to High Voltage Direct Current (HVDC)
networks. For example, in the developing field of HVDC
power transmission, it may be desirable to interconnect
a DC transmission network and a DC distribution net-
work. However, these networks may operate at different
voltage levels.
[0003] In higher power applications, DC to DC conver-
tors usually comprise two conversion stages, transform-
ing the current from DC to Alternating Current (AC) then
back to DC. This intermediate AC stage may require use
of a transformer. Such converters are heavy and bulky,
with a high number of components.
[0004] Direct DC to DC converters are also known.
These include so called "DC chopper" circuits, where an
arrangement normally involving passive energy storage
components (such as inductors and capacitors), and
semiconductors (diodes and controlled switches such as
bipolar junction transistors (BJTs), metal-oxide-semicon-
ductor field-effect transistors (MOSFETs) or insulated-
gate bipolar transistor (IGBTs) are used, as shown in
Figures 1A and 1 B respectively, which illustrate a step
down (Buck) and step up (Boost) converter respectively.
[0005] Referring to the devices shown in Figure 1A and
1 B, switch S is commutated with the desired frequency
and duty cycle in order to achieve a transfer of energy
from a voltage source Vin to an inductor L and a capacitor
C while regulating the output voltage level Vout. Diode D
is a unidirectional current device.
[0006] Such switched topologies require high switch-
ing frequencies in order to reduce the size of the passive
components. Further, they require switch S to withstand
the full DC voltage. As the voltage rating of such switches
is usually limited, for higher voltage operation a single
switch could be replaced by a series connection of switch-
es, or an alternative arrangement with half or full bridge
cells could be used. Were such a circuit to be used in a
medium or high voltage DC environment, however, the
power losses in the semiconductor devices would reach
unacceptable levels.
[0007] The skilled person will also be aware of a "Marx
Generator", a circuit used to generate high-voltage im-
pulses. Such a circuit usually comprises a set of capac-
itors and electromechanical or solid-state switches, ar-
ranged to form a repeating structure. A general configu-
ration for this circuit using semiconductor switches is
shown in Figures 2A-C, in which capacitors are desig-
nated as C, diodes as D, and switches as S.
[0008] Two commutation states are defined, and ap-

plied to the circuit sequentially and cyclically. The first
commutation state connects the capacitors Cn in parallel
across the low voltage source Vdc (Figure 2B) allowing
for an energy transfer between the capacitors C and the
source Vdc. The second commutation state connects the
capacitors in series across the high voltage terminal (Vo)
of the circuit (Figure 2C).
[0009] RU2454779 and RU2394344 disclose a circuit
comprising a connection of capacitors and proposed for
the implementation of DC to DC converters in railway
trains. The circuit uses a combination of solid-state
switches and capacitors to transfer energy from a low
voltage source to a high voltage source. The circuit com-
prises two arms, with a high voltage source connected
across both arms, and a low voltage source connected
across the middle point of both arms. The circuit can be
arranged as the Marx generator in the commutation
states described above (Figures 2B and 2C), with all the
top and bottom arm capacitors connected in parallel first
across the low voltage source and then in series across
the high voltage source, which leads to the same equiv-
alent circuit commutation states as those shown in Figure
2. Alternatively, in order to reduce the voltage stress with-
stood by switches therein, both arms can be separately
connected in parallel across the low voltage source and
then together in series across the high voltage source.
The voltage level in each capacitor must equal the volt-
age level of the low voltage source in both modes of op-
eration. This limits the circuit low voltage output to the
maximum voltage that each capacitor can be charged to,
which in turn is limited by the maximum voltage rating of
the solid-state switches employed in the circuit.
[0010] Related ideas are all discussed in N. N. Lopat-
kin, G. S. Zinoviev, and L. G. Zotov, "Bi-directional high-
voltage DC-DC converter for advanced railway locomo-
tives," Energy Conversion Congress and Exposition (EC-
CE), 2010 IEEE, 2010, pp. 1123-1128 According to a
first aspect of the invention, there is provided a DC to DC
converter for converting voltage between a higher volt-
age and a lower voltage,
the converter comprising a plurality of capacitors and
switch units and being controllable between a first and
second commutation state by operation of at least one
switch unit wherein,
in the first commutation state, the converter is configured
for connection to higher voltage terminals and the capac-
itors are connected in series, and
in the second commutation state, the converter is con-
figured for connection to lower voltage terminals, and the
capacitors are connected to form at least two branches
connected in parallel, the branches comprising a series
connection of at least two capacitors.
[0011] The converter is therefore controllable between
a ’series’ configuration and what could be termed a ’ma-
trix’ configuration, in which parallel branches of series
connected capacitors are provided. The provision of at
least two capacitors connected in series when configured
for connection to the lower voltage terminals means that
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the lower voltage connection may be sum of the maxi-
mum voltage for the series connected capacitors. This
therefore provides a flexible topology for a converter,
where the voltage of the lower voltage network is not
limited to the voltage rating of a single capacitor, and
instead the number of series connected capacitors may
be selected as appropriate.
[0012] Within this context, the terms ’higher voltage’
and ’lower voltage’ are used in the comparative sense
as will be familiar to the skilled person from discussion
of converters in general: indeed such apparatus is gen-
erally described as simply having a high voltage side and
a low voltage side. Therefore, the terms ’lower voltage’
or ’low voltage’ and ’higher voltage’ or ’high voltage’ in
this sense (i.e. when specifically referring to the connec-
tion terminals or connecting networks either side of a
converter) shall not be taken to imply any limitation on
the actual voltage, which in some preferred embodiments
may both be relatively high, for example in the few kilo-
volts to hundreds of kilovolts range.
[0013] Conveniently, each branch comprises the same
number of capacitors, or at least the same capacitance.
[0014] In some embodiments, the capacitors may be
arranged in clusters. Preferably, the clusters are ar-
ranged such that, in the first and in the second commu-
tation states, the capacitors within a cluster are connect-
ed in series. A cluster may therefore provide a branch of
the ’matrix’-like configuration of the second commutation
state. Configuring the converter in terms of clusters sim-
plifies the reconfiguration from a series to a parallel con-
nection.
[0015] In some examples, a converter is made up of a
limited number of types of cluster, for example 1, 2, 3 or
4 types of cluster. A plurality of clusters of the same type
may be provided in a given converter. This eases man-
ufacturing and design requirements, providing a convert-
er with a readily scalable design, in which the number of
clusters may be selected according the anticipated func-
tional environment of a given converter.
[0016] In the first commutation state, the clusters may
be connected in series and in the second commutation
state, the clusters may be connected in parallel. The con-
verter may comprise at least two clusters and at least
two switch units arranged to allow selective connection
of the clusters in series in the first commutation state and
in parallel in the second commutation state.
[0017] In one embodiment, each capacitor is associ-
ated with at least one switch unit, for example in a func-
tional cell. Such a design will be readily scalable. The
converter may be made up of a limited number of types
of cell, for example two, three or four types of cell. A
plurality of cells of at least one such type may be provided
in a given converter, which eases manufacturing require-
ments.
[0018] In preferred embodiments, the converter is con-
trollable by operation of at least one switch unit to one or
more intermediate commutation state(s) during transfor-
mation between the first and second commutation states.

Such intermediate states may be arranged to utilise, ef-
fect and/or maintain a low, or even zero voltage condition
for switching of at least some switch units within the con-
verter. The intermediate commutation state(s) may com-
prise interrupting (for example by opening a switch) at
least one series connection between the capacitors, for
example those within a branch of the converter when the
converter is in the second commutation state. Therefore,
at least one switch unit may be provided to selectively
connect capacitors in series or to interrupt the series con-
nection. In one example, at least one switch unit is pro-
vided between each capacitor in a branch for this pur-
pose. Alternatively or additionally, the intermediate com-
mutation state(s) may be arranged to configure the ca-
pacitors to clamp the voltage across one or more switch
units. For example, the voltage may be clamped across
one or more switch units to be at most the voltage across
a single capacitor.
[0019] This may be advantageous, for example, to limit
the voltage across components during switching. Even
if disconnected from both networks, if the capacitors re-
main in series connection, a voltage may be seen across
circuit components such as switches. However, provid-
ing at least one intermediate commutation state in which
the number of series connected capacitors is reduced
(or in some examples, most or all series connections are
removed) limits the voltage across circuit components
during switching from the first commutation state to the
second commutation state and therefore allows switch-
ing to occur at low or zero voltages, resulting in lower
losses and lower rating requirements for the switch units
(which is usually associated with a reduction in cost).
[0020] The converter may further be arranged to switch
from the first commutation state to the second commu-
tation state in a condition of zero, or near zero, current
flow from a connected network (which state may be seen
due to a resonant nature of the circuit). In such examples,
the circuit may comprise one or more inductors. In some
examples, the converter may be provided with a means
(for example resistors connected in parallel with each
capacitor) to assist in balancing series connected capac-
itors. Such an arrangement will be familiar to the person
skilled in the art.
[0021] The converter may be arranged such that the
maximum voltage across any switch unit within a cell
(and/or, in some examples, at least one switch unit out-
side a cell) during transformation between the first and
second commutation states is at most the voltage across
one cell capacitor.
[0022] In some examples, the converter may be a bi-
pole converter and comprise two arms, each arm com-
prising a plurality of capacitors and switch units and being
controllable, by operation of at least one switch unit, be-
tween a first and second commutation state wherein,
in the first commutation state, the converter is configured
for connection to higher voltage terminals and the capac-
itors are connected in series, and
in the second commutation state, the converter is con-
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figured for connection to lower voltage terminals, and the
capacitors in each arm are connected to form at least
two parallel branches, the branches comprising a series
connection of at least two capacitors, wherein a lower
voltage terminal is connected to a point between the
arms.
[0023] In some such embodiments, the lower voltage
terminal between the arms may be at ground potential,
which allows for a more relaxed voltage isolation ratings
for any equipment connected to it.
[0024] In such embodiments, one or more switch unit
may be provided in at least one arm to allow selective
connection of the at least one arm to both positive and
negative lower voltage terminal.
[0025] The switch units may comprise one or more of:
a single switch; a series of connected switches; a parallel
connection of switches; a combination of series and par-
allel connected switches; at least one uni-directional
switch associated with an anti-parallel uni-directional cur-
rent device (such as a diode); a series connection of uni-
directional switches, wherein the series connection is as-
sociated with at least one anti-parallel uni-directional cur-
rent device; or the like. In preferred embodiments, at least
one switch unit comprises one or more semiconductor
devices, for example a bipolar junction transistor (BJT),
metal-oxide-semiconductor field-effect transistors
(MOSFET) or insulated-gate bipolar transistor (IGBT).
[0026] The converter is preferably bi-directional, in the
sense that it may either transfer power from the higher
voltage terminals to the lower voltage terminals or vice
versa. This provides a versatile converter, which may be
able to react to conditions of associated networks or net-
work buses, or be suitable for installation where bi-direc-
tional power flow is required.
[0027] According to a second aspect of the present
invention, there is provided a method of converting volt-
age between a higher voltage and a lower voltage, the
method comprising (i) providing a plurality of capacitors
in a series configuration connected to higher voltage ter-
minals; (ii) disconnecting the capacitors from the higher
voltage terminals; (iii) reconfiguring the connections ther-
ebetween into a matrix configuration comprising at least
two parallel branches, the branches comprising a series
connection of at least two capacitors; and (iv) connecting
the matrix configuration to lower voltage terminals.
[0028] In some examples, the method further compris-
es the steps of (v) disconnecting the capacitors from the
lower voltage terminals; (vi) reconfiguring the connec-
tions therebetween into a series configuration, and (vii)
connecting the series configuration to the higher voltage
terminals.
[0029] The steps may be carried out in sequence, or
at least two steps may be carried out in overlapping time
frames or substantially simultaneously.
[0030] The term ’matrix’ configuration should not be
taken to imply that a regular array of capacitors is pro-
vided (although this may be the case), but simply that
the arrangement comprises at least two branches con-

nected in parallel, and at least two such branches having
series connected capacitors therein.
[0031] Preferably, the steps are carried out in a condi-
tion of low, near zero or zero current flow. In such exam-
ples, the circuit may conveniently be a resonant circuit.
The step of providing a plurality of capacitors in a series
configuration connected to higher voltage terminals (i.e.
step (i)), or else a step of providing a plurality of capacitors
in a matrix configuration comprising at least two parallel
branches, the branches comprising a series connection
of at least two capacitors connected to lower voltage ter-
minals (i.e. the state of the converter after step (iv)) may
continue until current flow within the circuit ceases, at
which point steps (ii) to (iv) and/or (v) to (vii) are carried
out.
[0032] As will be appreciated, steps (i) to (vii) may be
carried out cyclically, such that a connection to the higher
and lower voltage terminals is made alternately and re-
peatedly. The method may start at step (i) or with the
provision of a plurality of capacitors in a matrix configu-
ration comprising at least two parallel branches, each
branch comprising a series connection of at least two
capacitors connected to a lower voltage bus (i.e. the state
of the converter after step (iv)).
[0033] The method may be a method of transferring
power from the higher voltage terminals to the lower volt-
age terminals, or vice versa, or be capable of transferring
power in both directions (i.e. the converter may be a step
up, step down or bi-directional converter).
[0034] In some embodiments, the method further com-
prises reconfiguring the connections between the capac-
itors into at least one intermediate commutation state.
Such an intermediate state may be arranged to maintain
a low, or even a zero voltage condition across at least
one switch unit during at least one of the steps of discon-
necting from a network, reconfiguring the connections
between capacitors and connecting to a network. In par-
ticular, the method may comprise reconfiguring the con-
nections between the capacitors to remove at least one
series connection therebetween.
[0035] The steps of disconnecting from network termi-
nals, reconfiguring the connections between the capac-
itors and connecting to a network terminals may comprise
controlling switch units. The switch units may comprise
one or more semi conductor switches.
[0036] The method may comprise method of using the
converter according to the first aspect of the invention.
Teaching provided in relation to one aspect of the inven-
tion may be applied to the other aspect of the invention.
[0037] Embodiments of the invention will now be de-
scribed by way of example only with reference to the
following drawings, of which:

Figures 1A and 1 B respectively show a prior art
step down and step up converter;
Figure 2A-C show a prior art configuration of a Marx
Generator;
Figure 3 shows a modular DC-DC converter accord-
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ing to one embodiment of the present invention;
Figure 4 shows the detail of a cluster of a DC-DC
converter as shown in Figure 3;
Figures 5A and 5B respectively show a represen-
tation of a first and second commutation state of the
converter of Figure 3;
Figures 6A to 6F respectively show a first, four in-
termediate and a second commutation state of the
converter of Figure 3;
Figure 7 shows a bi-polar modular DC-DC converter
according to one embodiment of the present inven-
tion;
Figure 8 shows detail of a cell within the converter
of Figure 7;
Figures 9A-E show power, currents and voltage
waveforms within a monopole converter during op-
eration; and
Figures 10A-G show power, currents and voltage
waveforms within a bipole converter during opera-
tion.

[0038] Figure 3 shows a converter 300 according to
one embodiment of the invention for use between DC
systems (for example, MVDC and HVDC systems) with
a monopole configuration (i.e. having a grounded nega-
tive network pole). The converter 300 comprises a
number of clusters 302 arranged between switch units,
which in this example are switches 304a-c.
[0039] The clusters 302 may be selectively connected
in series or in parallel, and with a higher voltage network
or a lower voltage network, as described in greater detail
below, by selective operation of the switches 304. In a
general case, where N clusters 302 are provided, the
converter 300 comprises 2N switches 304.
[0040] Two categories of switch 304 are provided. In
particular, there are two network switches 304a and
304b, a higher voltage network switch 304a and lower
voltage network switch 304b, allowing selective connec-
tion to the higher voltage or lower voltage terminals re-
spectively. In addition, there are parallel connection
switches 304c arranged such that, when the switches
304c are closed (i.e. such that current may pass there-
through), the clusters 302 may be arranged in parallel
connection, each cluster 302 providing a branch of a ma-
trix configuration of the converter 300.
[0041] Although as shown herein, the switches 304 are
represented as simple switches, in some examples at
least one switch 304 may be provided by a switch unit
comprising a uni-directional switch associated with a uni-
directional current device, such as a diode, such that the
switch may be by-passed in its open state when the cur-
rent flow is in a first direction but current will not flow in
the opposite direction unless the switch 304 is closed.
Alternatively or additionally several switches could be
provided in a series and/or parallel connection and ar-
ranged to operate together to provide the function of a
single switch, for example to increase the current rating
of the converter 300 compared to that which could be

used with a single switch of the same rating.
[0042] The converter 300 further comprises higher
voltage (Vdc high) terminals 306a, 306b (shown on the
right hand side of the Figure as drawn), and a higher
voltage inductor LHV, which creates a resonant circuit
with capacitors internal to the clusters 302, as will be
described below. Lower voltage terminals (Vdc low) 312a,
312b are arranged on the left hand side of the Figure as
drawn, and associated with a lower voltage inductor LLV
and a lower voltage capacitor CLV creating the another
resonant circuit.
[0043] A portion of broken lines can be seen in Figure
3, to illustrate that any number of clusters and parallel
connection switches 304c may be provided as desired.
Similar notation is used throughout the Figures.
[0044] In this embodiment, a single type of cluster 302
is used, i.e. all clusters 302 have the same design.
[0045] A cluster 302 of the converter 300 is shown in
Figure 4. In this example, the cluster 302 comprises a
number of functional cells 402, each comprising at least
one cell capacitor 404 and at least one cell switch 406a,
406b, 406c. It will be noted that there are two cell types:
A first cell type, referred to herein as a connecting cell
402a, comprises a single switch 406a and a single ca-
pacitor 404. A second cell type, referred to herein as a
series connected cell 402b, comprises two switches, re-
ferred to herein as a series connection switch 406b, and
a intermediate switch 406c, and a single capacitor 404.
[0046] Again, while the switches 406 are represented
as simple switches, in some examples at least one switch
406 may be provided by a switch unit comprising a uni-
directional switch associated with a unidirectional current
device, such as a diode, such that the switch may be by-
passed in its open state when the current flow is in a first
direction but current will not flow in the opposite direction
unless the switch 406 is closed. Alternatively several
switches could be provided in a series and/or parallel
connection and arranged to operate together to provide
the function of a single switch. As explained in greater
detail below, such a series connection may be more de-
sirable for the connecting cell switch 406a.
[0047] As mentioned above, the parallel connection
switches 304c are arranged such that the connection be-
tween the clusters 302 may be a series connection or a
parallel connection. Within each cluster 302, if the series
connection switch 406b is closed and the intermediate
switch 406c is open, the capacitors 404 therein are con-
nected in series.
[0048] This is illustrated schematically in Figure 5A and
5B, which respectively show the clusters 302 connected
in series and in parallel, such that the converter 300 is in
a first and second commutation state respectively. The
connections between the cells inside a cluster 302 are
in a series connection in both configurations. In Figure
5B, a matrix configuration of capacitors 404 comprising
a plurality of branches 502, each made up of a single
cluster 302, connected in parallel across the lower volt-
age network, is seen.
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[0049] During reconfiguration between the first and
second commutation states, and even if the converter
300 is isolated from both the higher and lower voltage
networks, there may still be relatively high voltage levels
across certain circuit components. For reasons expand-
ed upon below, relating to the ratings and power losses
of the switching components, it is generally preferred to
operate switches at low, or zero voltage and/or current
conditions during a commutation event. To utilise or
achieve a low voltage condition, one or a number of in-
termediate commutation states may be provided as de-
scribed below. Further, it is possible to take advantage
of the resonant nature of the circuit (which, as would be
appreciated by the skilled person, and as mentioned
above, is an LC circuit) to operate the switches at, or
close to, the ’zero crossing point’, and therefore achieve
low or zero current conditions.
[0050] An example of the commutation states of a con-
verter 300a is shown in Figure 6A-F. In this example, a
simple converter 300a comprising two clusters 302, each
containing three cells 402, is shown.
[0051] In Figure 6A, a first commutation state is shown.
The clusters 302 are connected in series to the higher
voltage network. To that end, the higher voltage switch
304a is closed and the lower voltage network switch 304b
is open. The parallel connection switches 304c are also
open. Within the cells 402, the connecting cell switch
406a in the connecting cell 402a is closed, and the clus-
ters 302 are therefore arranged in series. The series con-
necting switches 406b in the series connected cells 402b
are also closed and the intermediate switch 406c of the
series connected cells 402b is open: therefore, the ca-
pacitors 404 within each cluster 302 are also connected
in series.
[0052] As can be seen from the bold black line, this
forms a connection between the positive and negative
higher voltage dc terminals 306a, 306b where all of the
capacitors 404 in all of the cells 402 are arranged in se-
ries.
[0053] The second commutation state, in which the
converter is connected to the lower voltage dc network,
is shown in Figure 6F. However, various intermediate
commutation states are now described with reference to
Figure 6B to 6E
[0054] A first intermediate commutation state is shown
in Figure 6B. It will be noted that both network switches
304a and 304b are now open, so the converter 300a is
not connected to either network. In addition, the connect-
ing cell switches 406a in the connecting cells 402a are
open. Otherwise, the commutation states of the switches
304, 406 remain unchanged from those shown in Figure
6A. In this state, the series connection between the clus-
ters 302 has been interrupted by the opening of the con-
necting cell switch 406a, but the series connection of the
capacitors 404 within each cluster 302 remains. As will
be appreciated, once the connection with both networks
has been broken, the voltage across the connecting cell
switch 406a should be zero or low, as the capacitors 404

should be balanced. Therefore, opening the connecting
cell switches 406a during this period allows for a zero,
or low, voltage commutation of these switches 406a. As
this low/zero voltage state may not be seen in subsequent
switching states, it is desirable to operate these switches
at this point in the cycle (although, as will be appreciated,
not essential if the switches 406a are rated sufficiently
highly).
[0055] A second intermediate commutation state is
shown in Figure 6C. Both network switches 304a and
304b remain open, as do connecting cell switches 406a
in the connecting cells 402a. However, the switching po-
sitions within the series connected cells 402b are re-
versed: the series connecting switches 406b are open
and the intermediate switches 406c of the series con-
nected cells 402b are closed. Therefore, the series con-
nection of the capacitors 404 within each cluster 302 has
been interrupted in order to reduce the voltage across
the parallel connecting switches 304c. Indeed, in this
commutation state, no two capacitors 404 are connected
in series. The capacitors 404 act to clamp the voltage
within each cell so that, at most, the voltage across a
switch 406b, 406c in this operation is the voltage across
one of the capacitors 404.
[0056] In Figure 6D, the lower voltage network switch
304b is closed, as are the parallel connection switches
304c. Such switching has taken place at relatively low
voltage- at most the combined voltage of the capacitors
in a module- thanks to the configuration assumed in Fig-
ure 6C. However, the connection across the lower volt-
age network is not complete as the connecting cell
switches 406a in the connecting cells 402a remain open.
As in Figure 6C, the series connecting switches 406b are
open and the intermediate switches 406c of the series
connected cells 402b are closed. As in Figure 6C, no two
capacitors 404 are connected in series.
[0057] In Figure 6E, the switching positions within the
series connected cells 402b is again reversed such that
the series connecting switches 406b are closed and the
intermediate switches 406c of the series connected cells
402b are open (the capacitors 404 again acting to clamp
the voltage in each cell to the voltage across a cell ca-
pacitor 404). The series connection of capacitors 404
within each cluster 302 has therefore been restored. The
connecting cell switches 406a in both connecting cells
402a remain open, however, so the clusters 302 remain
isolated from one another (and are also disconnected
from the lower voltage terminals).
[0058] Finally, in Figure 6F, the connecting cell switch
406a in the connecting cell 402a directly connected to
the negative terminal 308b of the lower voltage dc net-
work is closed, completing the connection to the lower
voltage network. It will be noted that the connecting cell
switch 406a in the connecting cell 402a of the other clus-
ter remains open to ensure the clusters 302 are connect-
ed in parallel. If more clusters were provided, this switch
406a would be open in all such clusters, with only the
connecting cell switch 406a in the connecting cell 402a
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directly connected to the negative terminal 308b being
closed. With the parallel connection switches 304c
closed and conducting current, the clusters 302 are ar-
ranged in parallel, as can be seen from the bold black
line in Figure 6F, and are thus connected to provide a 2
X 3 matrix of capacitors 404 (as in this example there are
two clusters 302 with three cells 402 each) across the
lower voltage dc network.
[0059] A similar sequence of commutation states
would be employed for the inverse process, this is, to go
from the parallel connection of clusters 302 to series con-
nection of clusters 302.
[0060] It will be noted that, while the series connecting
switches 406b and the intermediate switches 406c of the
series connected cells 402b have to be rated to withstand
a voltage magnitude equal the voltage across one cell
capacitor. However, the lower voltage network switch
304b and the parallel connection switches 304c and con-
necting cell switches 406a in the connecting cells 402a
must be rated to withstand a voltage magnitude equal
the voltage of all the capacitors 404 connected in series
inside a cluster 302, which is also the lower voltage output
of the circuit (Vdc low). The higher voltage switch 304a in
this example may experience a higher voltage, specifi-
cally the Voltage of the higher voltage network (Vhvdc)
less the voltage of a cluster (Vcluster), i.e. Vhvdc - Vcluster,
and should be selected or configured accordingly.
[0061] For circuit configurations where a switch may
be expected to operate at a voltage (e.g. the lower voltage
side output of the circuit for many of the switches 304b,
304c, 406, or Vhvdc - Vcluster for the higher voltage switch
304a) which exceeds the voltage rating of readily avail-
able (or readily affordable) semiconductor switches (typ-
ically around 6.5kV for IGBTs at the time of writing), a
series of switches may be used to provide any, some or
all of the external switches 304 and the connecting cell
switches 406a (although in principle the series connect-
ing switches 406b and the intermediate switches 406c
could each also comprise a series connection of switch-
es). While, as noted above, switching at low or zero cur-
rent and voltage conditions is generally desirable as it
reduces the risk of damage to switching components, in
the particular examples where each switch is actually
provided by a series connection of lower-rated voltage
switches, it is also desirable as it avoids the need to bal-
ance the voltage across these switches such that no one
switch has to exceed its voltage rating.
[0062] It can therefore be seen that any such dynamic
voltage sharing problems during the commutation of the
series connecting switches 304, 406a are avoided by op-
erating the converter 300 with intermediate switching
states in such a way that the intermediate switches 406c
are closed to ensure a zero or low voltage switching of
any such series connected connecting switches 304,
406a.
[0063] By closing the intermediate switches 406c and
opening the series connecting switches as in Figures 6C
and 6D, the series connection between the capacitors

404 is removed, achieving a zero or low voltage commu-
tation for series connected switches. The capacitors 404
in such an arrangement act to clamp the voltage across
the switches within the clusters 302.
[0064] It will be noted that such a converter 300 is read-
ily scalable as more clusters 302 can be added to in-
crease the higher voltage output and, assuming that the
capacitors 404 are provided such that, arranged in series
within a cluster 302, they are rated to match the lower
voltage peak, adding further cells 402 to a cluster 302
allows for a higher lower voltage. In any event, as no one
cluster capacitor 404 appears alone (i.e. rather than in
series with at least one other capacitor) in a parallel con-
nection, no one capacitor 404 has to be rated to the full
lower voltage. This means that higher voltages may be
used on the lower voltage side, and/or, as high rated
capacitors are rare and relatively expensive, a greater
range of capacitors, likely at reduced cost, may be used.
[0065] Furthermore, the series connected semicon-
ductors switches do not need to withstand high voltage
levels during the conversion process, as the capacitors
404 act to clamp the voltage across the switches 406
inside each of the clusters 302, thus avoiding any dy-
namic voltage sharing problems which might otherwise
arise during commutation associated with series con-
nected semiconductor devices.
[0066] A second embodiment of a converter, specifi-
cally a bi-pole converter 700 is shown in Figure 7. In this
example, the converter 700 has a bi-pole configuration,
specifically arranged as a ’symmetric monopole’ where
both the positive and negative poles are at a voltage level

 with respect to ground. The bi-pole converter 700

comprises two arms 702, 704, and the lower voltage ter-
minal is connected to a midpoint between the arms 702,
704. In this embodiment, the lower voltage output is at
ground potential, which allows for a more relaxed voltage
isolation ratings for any equipment connected to it, as
may be desirable, for example, for a relatively small VSC
station feeding a local AC grid.
[0067] The converter arms each comprise a number
of clusters 302, one of which from each arm is shown in
enlarged view within Figure 7. In the lower arm, the clus-
ter 302’ of the bottom arm 704 which connects directly
to the lower voltage terminal has a connecting cell 402a’
having a different arrangement to that described previ-
ously, and specifically having the arrangement shown in
Figure 8, in order to allow a connection to both the positive
and negative lower voltage terminal. The connecting cell
shown in Figure 8 has two terminal connections, a pos-
itive terminal connection 802, and a negative terminal
connection 804, each associated with a switch unit 806.
This allows selective connection of this lower arm 704 to
both the positive and negative lower voltage terminal.
[0068] A similar commutation regime to that described
above could be used with such a converter 700.
[0069] Figures 9A-E shows some waveforms anticipat-
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ed during the operation of the modular cascaded DC-DC
converter in the monopole configuration. In this particular
example, a 2MW converter with a HV (High Voltage) /
LV (Low Voltage) conversion ratio of 2:1 (6kV / 3kV) is
implemented. The converter in this case has two cells
402 per cluster 302) and two clusters 302, therefore the
converter has four capacitors and the capacitor voltage
is limited to 1.5 kV.
[0070] In Figure 9A, the average active power flow in
both the higher voltage and lower voltage terminals of
the converter is shown, and correctly track the 62MW
power demand. Power reversal occurs without significant
disruption to the wave form (although it does take a short
amount of time for the power to assume the steady state).
[0071] Figure 9B shows the voltage waveforms and
Figure 9C the current waveforms at the lower voltage
terminal. It will be noted that the voltage is properly reg-
ulated to the desired value of 3kV, and the current is
smoothly reversed when the power flow direction is
changed.
[0072] Figure 9D shows the capacitor voltages, which
are kept within desired voltage ripple margins around the
1500V average voltage value and are well balanced, and
Figure 9E shows the currents through the lower voltage
inductor and the four external solid state switches in the
circuit (i.e. the higher voltage switch 304a, the lower volt-
age network switch 304b and the parallel connection
switches 304c). In particular, the Figure 9E shows the
current through the higher voltage network switch 304a
build and then fall while the capacitors 404 connected
thereto charge. When a zero current condition is
achieved, the converter 300 switches to the second com-
mutation state, in which current flows through the lower
voltage network switch 304b, and through each (or in this
case both) of the parallel connection switches 304c until
current flow is again zero (as will be appreciated by the
skilled person, throughout this process, the charge which
was gained during the connection to the higher voltage
side is transferred to the lower voltage side and the cur-
rent rises and falls back to zero thanks to the action of
the resonant circuit), at which point the first commutation
state is resumed. A zero net energy exchange in the ca-
pacitors 404 between the two commutation states is
seen.
[0073] The current waveforms of Figure 9E show the
resonant nature of the converter 300 operation and the
zero current commutation of the converter switches.
[0074] Figures 10A-E shows simulation results for a
66MW bi-pole converter having a similar configuration
to that in Figure 7 with a HV (High Voltage) / LV (Low
Voltage) conversion ratio of 6:1 (72kV / 12kV). The con-
verter in this case has three cells 402 per cluster 302 and
three clusters 302 per arm, therefore the converter 700
has nine capacitors 404 per arm. Since each cluster 302
is composed of three cells 402, the voltage in each indi-
vidual capacitor 404 is limited to 4 kV.
[0075] In Figure 10A the average active power flow in
both the higher voltage and lower voltage terminals of

the converter is plotted, and correctly track the 66MW
power demand.
[0076] Figure 10B shows the voltage waveforms and
Figure 10C the current waveforms at the lower voltage
terminal.
[0077] Figures 10D and E show respectively, the ca-
pacitor voltages of the top and bottom arms, which are
kept within desired voltage ripple margins around the 4kV
average voltage value and are well balanced. Since both
arms of the bipolar circuit are operated alternately, it can
be observed that the discharge of the capacitors 404 hap-
pens simultaneously for both top and bottom arms (i.e.
when all the capacitors 404 are in series across the higher
voltage side), but the charge from the lower voltage side
takes place alternative, first for the cells 402 in the top
arm and then for the cells 402 in the bottom arm when
each of them is connected in parallel with the lower volt-
age output. In this case the capacitor voltage and switch
currents are displayed for the operation interval when the
power flow direction is from the lower voltage side to the
higher-voltage side.
[0078] Figure 10F shows the currents through the low-
er voltage inductor and the six external solid state switch-
es in the circuit (i.e. the higher voltage switch 304a
(ISext1), the lower voltage network switch 304b (ISext6)
and the parallel connection switches 304c (ISext2-5) , are
well balanced.
[0079] While certain examples have been described
herein, the invention is not limited to those described and
alternatives will occur to the skilled person. In particular,
while converters with particular numbers of cells and
modules have been described, more of few mod-
ules/cells may be provided, and could differ in design
from those shown.
[0080] Where numerical examples are provided herein
these are purely for the purpose of example. Where a
capacitor, diode, inductor and/or switch is described
herein, the skilled person will be aware that more than
one capacitor/switch/ diode/inductor can be used to pro-
vide the function described and the terms should be un-
derstood accordingly.

Claims

1. A DC to DC converter for converting voltage between
a higher voltage and a lower voltage, the converter
comprising a plurality of capacitors and switch units
and being controllable between a first and a second
commutation states by operation of at least one
switch unit, wherein;
in the first commutation state, the converter is con-
figured for connection to higher voltage terminals
and the capacitors are connected in series; and
in the second commutation state, the converter is
configured for connection to lower voltage terminals,
and the capacitors are connected to form at least
two branches connected in parallel, the branches
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comprising a series connection of at least two ca-
pacitors.

2. A converter according to claim 1 in which the capac-
itors are arranged in at least two clusters arranged
such that, in the first and second commutation state,
the capacitors within a cluster are connected in se-
ries, and further such that the clusters are connected
in series in the first commutation state and in parallel
in the second commutation state.

3. A converter according to claim 2, in which at least
two such clusters comprise substantially the same
configuration of components.

4. A converter according to any preceding claim in
which each capacitor is associated with at least one
switch unit in a cell, and at least two such cells com-
prise substantially the same configuration of compo-
nents.

5. A converter according to any preceding claim which
is controllable by operation of at least one switch unit
to one or more intermediate commutation state(s),
and the converter is arranged to assume at least one
intermediate commutation state between assuming
the first and the second commutation states.

6. A converter according to claim 5 in which at least
one intermediate commutation states comprises a
state in which at least one series connection between
capacitors which, in the second configuration, are
within a common branch of the converter is interrupt-
ed.

7. A converter according to claim 5 or claim 6 in which
capacitors which, in the second configuration, are
within a common branch are in series across a plu-
rality of series connecting switch units, and the in-
termediate commutation state(s) are arranged such
that maximum voltage across any series connecting
switch unit during transformation between the first
and second commutation states is at most the volt-
age across a single capacitor.

8. A converter according to any preceding claim which
has a bi-pole configuration, wherein the converter
comprises two arms, each arm comprising a plurality
of capacitors and switch units and being controllable
between first and second commutation states by op-
eration of at least one switch unit, wherein,
in the first commutation state, the converter is con-
figured for connection to higher voltage terminals
and the capacitors are connected in series, and
in the second commutation state, the converter is
configured for connection to lower voltage terminals,
and the capacitors in each arm are connected to form
at least two parallel branches, the branches com-

prising a series connection of at least two capacitors,
wherein the lower voltage terminal is connected to
a point between the arms.

9. A converter according to claim 8 in which one or more
switch unit is provided in at least one arm to allow
selective connection of at least one arm to both the
positive and negative lower voltage terminal.

10. A converter according to any preceding claim in
which the switch units comprise one or more of: a
single switch, a series of connected switches; a par-
allel connection of switches; at least one uni-direc-
tional switch associated with an anti-parallel uni-di-
rectional current device; a series connection of uni-
directional switches wherein the series connection
is associated with at least one anti-parallel uni-direc-
tional current device; a semiconductor device.

11. A converter according to any preceding claim which
is bi-directional.

12. A method of converting voltage between a higher
voltage and a lower voltage, the method comprising

(i) providing a plurality of capacitors in a series
configuration connected to higher voltage termi-
nals;
(ii) disconnecting the capacitors from the higher
voltage terminals;
(iii) reconfiguring the connections therebetween
into a matrix configuration comprising at least
two parallel branches, the branches comprising
a series connection of at least two capacitors;
and
(iv) connecting the matrix configuration to lower
voltage terminals.

13. A method of converting voltage according to Claim
12, which further comprises the steps of:

(v) disconnecting the capacitors from the lower
voltage terminals;
(vi) reconfiguring the connections therebetween
into a series configuration; and
(vii) connecting the series configuration to the
higher voltage terminals.

14. A method of converting voltage according to claim
12 or 13 in which step (i) is carried out until current
flow within the circuit at least substantially ceases.

15. A method of converting voltage according any of
claim 12 to 14 which further comprises reconfiguring
the connections between the capacitors into at least
one intermediate configuration between steps (i) and
(iv) and/or between steps (v) and (vii), comprising
reconfiguring the connections between the capaci-
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tors which are series connected in both the matrix
and the series connection to remove at least one
series connection therebetween.
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