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(54) Aerosol generating device and aerosol inhalation device having same

(57) The present disclosure relates to an exemplary
aerosol generating device for heating a tobacco block.
The aerosol generating device includes a shell, a mouth-
piece assembly at an end of the shell, and an atomizing
assembly received in the shell. The atomizing assembly
includes a hollow heating body configured for inserting
into the tobacco block. The heating body includes an in-
ner surface and an outer surface for heating the tobacco
block.
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Description

TECHNICAL FIELD

[0001] The present invention relates to aerosol inha-
lation devices, and particularly to an aerosol generating
device and an aerosol inhalation device using same.

BACKGROUND ART

[0002] A typical electronic cigarette includes an atom-
izer and a battery assembly. The atomizer includes an
atomizing sleeve, a liquid reservoir defined in the atom-
izing sleeve, and a heating component. The liquid reser-
voir is configured for storing tobacco liquid. The heating
component is for heating the tobacco liquid to form aer-
osol. However, the aerosol may do not taste as good as
that of ordinary cigarette.
[0003] What is needed, therefore, is an aerosol gen-
erating device and an aerosol inhalation device using
same, which can overcome the above shortcomings.

SUMMARY

[0004] The present disclosure relates to an exemplary
aerosol generating device for heating a tobacco block.
The aerosol generating device includes a shell, a mouth-
piece assembly at an end of the shell, and an atomizing
assembly received in the shell. The atomizing assembly
includes a hollow heating body configured for inserting
into the tobacco block. The heating body includes an in-
ner surface and an outer surface for heating the tobacco
block.

BRI EF DESCRIPTION OF THE DRAWINGS

[0005] Many aspects of the present disclosure can be
better understood with reference to the following draw-
ings. The components in the drawings are not necessarily
drawn to scale, the emphasis instead being placed upon
clearly illustrating the principles of the present disclosure.
Moreover, in the drawings, like reference numerals des-
ignate corresponding parts throughout the several views.

FIG. 1 is a cross-section view of an aerosol gener-
ating device according to a first embodiment.

FIG. 2 is an isometric exploded view of the aerosol
generating device of FIG. 1.

FIG. 3 is a schematic plan view of an end of a tobacco
block according to the first embodiment.

FIG. 4 is a partially enlarged view of area IV of FIG.
1, with air flow direction shown.

FIG. 5 is a cross-section view of an aerosol gener-
ating device according to a second embodiment, in-

cluding a thermal baffle.

FIG. 6 is a perspective view of the thermal baffle of
FIG. 5.

FIG. 7 is a partially enlarged view of area VII of FIG.
5, with air flow direction shown.

FIG. 8 is a cross-section view of a heating body ac-
cording to a third embodiment.

DETAILED DESCRIPTION

[0006] It will be appreciated that for simplicity and clar-
ity of illustration, where appropriate, reference numerals
have been repeated among the different figures to indi-
cate corresponding or analogous elements. In addition,
numerous specific details are set forth in order to provide
a thorough understanding of the embodiments described
herein. However, it will be understood by those of ordi-
nary skill in the art that the embodiments described herein
can be practiced without these specific details. In other
instances, methods, procedures and components have
not been described in detail so as not to obscure the
related relevant feature being described. Also, the de-
scription is not to be considered as limiting the scope of
the embodiments described herein. The drawings are
not necessarily to scale and the proportions of certain
parts have been exaggerated to better illustrate details
and features of the present disclosure.
[0007] The disclosure is illustrated by way of example
and not by way of limitation in the figures of the accom-
panying drawings in which like references indicate similar
elements. It should be noted that references to "an" or
"one" embodiment in this disclosure are not necessarily
to the same embodiment, and such references mean at
least one.
[0008] Several definitions that apply throughout this
disclosure will now be presented.
[0009] The term "outside" refers to a region that is be-
yond the outermost confines of a physical object. The
term "inside" indicates that at least a portion of a region
is partially contained within a boundary formed by the
object. The term "substantially" is defined to be essen-
tially conforming to the particular dimension, shape or
other word that substantially modifies, such that the com-
ponent need not be exact. For example, substantially cy-
lindrical means that the object resembles a cylinder, but
can have one or more deviations from a true cylinder.
The term "comprising," when utilized, means "including,
but not necessarily limited to"; it specifically indicates
open-ended inclusion or membership in the so-described
combination, group, series and the like.
[0010] Referring to FIGS. 1-2, an aerosol inhalation
device 1 includes an aerosol generating device 2 and a
power supply 3 detachably connected to the aerosol gen-
erating device 2. In the present embodiment, the aerosol
generating device 2 are coupled to the power supply 3
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via screw threads. The power supply 3 is configured (i.e.,
structured and arranged) for providing power to the aer-
osol generating device 2. The power supply 3 may be a
battery.
[0011] The aerosol generating device 2 includes a shell
20, a mouthpiece assembly 22, an atomizing assembly
24, a circuit board assembly 26, and a connecting as-
sembly 28. The mouthpiece assembly 22 and the con-
necting assembly 28 are arranged at two opposite ends
of the shell 20. The atomizing assembly 24 and the circuit
board assembly 26 are both received in the shell 20. The
atomizing assembly 24 is adjacent to the mouthpiece as-
sembly 22, while the circuit board assembly 26 is adja-
cent to the connecting assembly 28.
[0012] The mouthpiece assembly 22 includes a mouth-
piece 222, a connecting element 224 fixedly connected
with the mouthpiece 222, a thermal baffle 226 arranged
at an end of the mouthpiece 222, an air pipe 228 passing
through the thermal baffle 226, and a gasket 221 between
the mouthpiece and the thermal baffle 226. The connect-
ing element 224 is configured for detachably connecting
the mouthpiece 222 and the shell 20, e.g., threadedly.
The air pipe 228 communicates with the mouthpiece 222.
The connecting element 224 defines a plurality of air in-
lets in a side surface thereof. It is to be noted that the
connecting element 224 and the mouthpiece 222 may
be integrally formed.
[0013] The atomizing assembly 24 includes an atom-
izing chamber 242 defined in the shell 20, a hollow heat-
ing body 244 accommodated in the atomizing chamber
242. The air inlets 2242 communicates with the atomizing
chamber 242. The heating body 244 is for heating a to-
bacco block 4. The heating body 244 includes a base
2444 and a heating wall 2442 extending substantially ver-
tically from the base 2444. I n the present embodiment,
the heating wall 2442 is cylindrical. It is to be understood
that, in other embodiments, the heating wall 2442 can be
other shape, e.g., square, and a shape of the tobacco
block 4 should be changed accordingly.
[0014] Referring to FIG. 3, the tobacco block 4 is sub-
stantially cylindrical, and defines a cylindrical through
hole 42. The tobacco block 4 further defines a cylindrical
groove 44 at one end, and is double ring shaped in cross
section. The air pipe 228 inserts into the through hole 42
of the tobacco block 4, and the air pipe 228 and an internal
surface of the tobacco block 4 cooperatively define a first
air passage 422.
[0015] The heating wall 2442 inserts the groove 44, an
inner surface and an outer surface of the heating wall
2442 are both adapted for heating the tobacco block 4.
Quite usefully, the inner surface and the outer surface of
the heating wall 2442 are in surface contact with the to-
bacco block 4, so as to heat the tobacco block 4 more
evenly. To improve user experience, a heat insulation
ring 246 is provided on a side surface of the atomizing
chamber 242, and a heat insulation cotton 248 is provided
at an end of the atomizing chamber 242 away from the
mouthpiece assembly 22.

[0016] The circuit board assembly 26 includes a heat
insulation chamber 262 in the shell 20, a printed circuit
board (PCB) 264 in the heat insulation chamber 264, and
a switch button 266. The switch button 266 protrudes out
of the shell 20. The switch button 266 and the PCB 264
are configured for controlling the aerosol generating de-
vice 2 to work. The heat insulation cotton 248 prevents
heat generated in the atomizing chamber 242 from af-
fecting the PCB 264. Furthermore, the heat insulation
chamber 262 serves as a heat buffer. The heat from the
atomizing chamber 242 is further decreased after pass-
ing the heat insulation chamber, thus reducing effects of
the heat on the power supply 3.
[0017] The connecting assembly 28 is arranged at one
end of the shell 20 away from the mouthpiece 222, and
configured for detachably connecting with the power sup-
ply 3. In the present embodiment, the connecting assem-
bly 28 and the power supply 3 are coupled via screw
threads.
[0018] The power supply 3 includes a casing 32, a bat-
tery 34 received in the casing 32, a spring 36 in contact
with the battery 34, a holder 38 for supporting the spring
36.
[0019] I n use, the mouthpiece assembly 22 is screwed
off from the shell 20, and the tobacco block 4 is placed
into the atomizing chamber 242 in such a manner that
the heating wall 2442 inserts the cylindrical groove 44.
Then the mouthpiece assembly 22 is coupled to the shell
20, the switch button 266 is pressed, and the heating
body 244 starts heating. The tobacco block 4 is heated
and baked to form aerosol, and aerosol passes the
mouthpiece 222 to reach the user. After the tobacco block
4 is finished, the mouthpiece 222 is screwed off from the
shell 20 to replace the used tobacco block 4 with a new
tobacco block.
[0020] Referring to FIG. 4, a direction of the air flow is
shown. The air enters the air inlet 2242, flows through a
gap between the tobacco block 4 and the thermal baffle
226, passes through a first air passage between the to-
bacco block 4 and the air pipe 228, flows into the air pipe
228, and then reaches the mouth of the user. The tobacco
block 4 may be made of tobacco leaf material or fragrance
material. The tobacco leaf material may be selected from
the group consisting of flue-cured tobacco, burley tobac-
co, and aromatic tobacco.
[0021] The aerosol formed by the aerosol generating
device of the present embodiment taste good. In addition,
both of the inner surface and the outer surface of the
heating wall heats the tobacco block. Therefore, heating
speed of the tobacco block 4 is high, and heat efficiency
of the aerosol inhalation device is high.
[0022] Referring to FIGS. 5-7, an aerosol generating
device 6 according to a second embodiment is shown.
The aerosol generating device 6 is similar to the aerosol
generating device 2, and differs in that the thermal baffle
626 includes a main body 6262 and a cylindrical guiding
part 6264 perpendicularly extending from the main body
6262. The guiding part 6264 inserts the atomizing cham-
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ber 242. A second air passage 2426 is defined between
the guiding part 6264 and the heat insulation ring 246,
and a third air passage 2428 is defined between the guid-
ing part 6264 and the tobacco block 4. The guiding part
6264 is configured for guiding the air to proceed along a
circuitous path before reaching the mouth of the user.
Accordingly, the tobacco smell and the fragrance smell
can be mixed fully and evenly. Specifically, referring to
FIG. 7, the air enters the air inlet 2242, flows along the
second air passage 2426 and the third air passage 2428,
and a gap between an end of the tobacco block 4 and
the main body 6262, proceeds along a fourth air passage
424 between an inner surface of the tobacco block 4 and
the air pipe 228, and finally reaches the mouth of the user
via the mouthpiece 222.
[0023] Referring to FIG. 8, a heating body 844 accord-
ing to a third embodiment is shown. The heating body
844 is similar to the heating body 244 of the first embod-
iment, except that the heating body 844 includes two co-
axially cylindrical heating walls 8442 extending from the
base 8444. It is to be understood that the shape of the
tobacco block coupled with the heating body 844 should
be changed accordingly. That is, the tobacco block
should include two coaxially cylindrical grooves. In this
way, heating surface of the heating body 844 is larger
than that in the first embodiment, contact surface be-
tween the heating body 844 and the tobacco block also
is larger, and heating speed is quicker. Quite usefully,
the base 8444 further defines a through hole 8446. It is
noteworthy that the heating body 844 may include more
than two cylindrical heating walls.
[0024] It is understood that the above-described em-
bodiments are intended to illustrate rather than limit the
disclosure. Variations may be made to the embodiments
and methods without departing from the spirit of the dis-
closure. Accordingly, it is appropriate that the appended
claims be construed broadly and in a manner consistent
with the scope of the disclosure.

Claims

1. An aerosol generating device for heating a tobacco
block, the aerosol generating device comprising:

a shell;
a mouthpiece assembly at an end of the shell;
and
an atomizing assembly received in the shell, the
atomizing assembly comprising a hollow heat-
ing body configured for inserting into the tobacco
block, the heating body comprising an inner sur-
face and an outer surface for heating the tobac-
co block.

2. The aerosol generating device according to claim 1,
further comprising an air pipe, wherein a first end of
the air pipe communicates with the mouthpiece as-

sembly, a second end of the air pipe inserts the to-
bacco block, and a first air passage is defined be-
tween the tobacco block and the air pipe.

3. The aerosol generating device according to claim 1,
further comprising a cylindrical guiding part between
the shell and the tobacco block, wherein the guiding
part is configured for guiding air to proceed along a
circuitous path before reaching the mouthpiece as-
sembly.

4. The aerosol generating device according to claim 3,
wherein the guiding part and the shell cooperatively
define a second air passage, the guiding part and
the tobacco block define a third air passage, the air
flows sequentially along the second air passage, and
the third air passage.

5. The aerosol generating device according to claim 1,
wherein the heating body comprises at least one cy-
lindrical heating wall.

6. The aerosol generating device according to claim 1,
further comprising a connecting assembly at one end
of the shell away from the mouthpiece assembly,
wherein the connecting assembly is configured for
coupling with a power supply.

7. The aerosol generating device according to claim 6,
further comprising a heat insulation chamber defined
in the shell, wherein the insulation chamber is locat-
ed between the atomizing assembly and the con-
necting assembly.

8. The aerosol generating device according to claim 1,
wherein the inner surface and the outer surface are
in surface contact with the tobacco block.

9. The aerosol generating device according to claim 1,
wherein the mouthpiece assembly is detachably
coupled to the shell.

10. An aerosol inhalation device, comprising:

an aerosol generating device according to any
of claims 1-9; and
a power supply for providing power to the aero-
sol generating device.
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