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Description

Technical Field

[0001] The present invention relates to a sequence assignment method in mobile communication systems. More
particularly, the present invention relates to a sequence assignment method of assigning a CAZAC (Constant Amplitude
Zero Auto-Correlation) sequence to cells in a case of using a CAZAC sequence for an uplink reference signal.

Background Art

[0002] In 3GPP LTE (3rd Generation Partnership Project Long-term Evolution), studies are underway to use a CAZAC
sequence such as a Zadoff-Chu sequence (hereinafter simply "ZC sequence") and a generalized chirp-like sequence
(hereinafter simply "GCL sequence") as an uplink reference signal. A ZC sequence, which has especially good cross-
correlation characteristics among CAZAC sequences, becomes a focus of attention.
[0003] A ZC sequence is represented by the following equation 1. Here, N is the sequence length and r is the sequence
number. N and r are coprime.

[0004] With regards to ZC sequence, if the sequence length N is a prime number, N-1 sequences of good cross-
correlation characteristics can be generated. At this time, the cross-correlation between sequences is √N and fixed. For
example, the cross-correlation between the ZC sequence of sequence number r = 1 and the ZC sequence of sequence
number r = 5 that are different sequence numbers, is √N and fixed. On the other hand, if the sequence length N is a
number other than prime numbers and if the absolute value of the difference between two sequence numbers is not
coprime to N, the maximum value of cross-correlation between these two sequences is greater than √N.
[0005] Further, with regards to a ZC sequence, it is possible to generate, from one sequence, a plurality of cyclic shift
sequences shiftedmtimes the amount of cyclic shift Δ (hereinafter the cyclic shift sequence number is m.) Then, auto-
correlation is ideally zero in all cyclic shift sequences other than the cyclic shift sequence, which the amount of shift is zero.
[0006] Here, the amount of cyclic shift Δ is designed based on delay spread. This is because, if delay spread exceeds
the amount of cyclic shift Δ, a detection error occurs in the base station by detecting a correlation value between cyclic
shift sequences of different amounts of cyclic shifts within the range of a delay profile detection window set in association
with m times the amount of cyclic shift Δ.
[0007] Further, the transmission time length L of a reference signal is set to a given length, and therefore the number
of cyclic shift sequences M that can be generated from one ZC sequence is limited, and the following equation 2 holds. 

[0008] As a method of assigning a ZC sequence to cells in cases where a ZC sequence having these characteristics
is used as a reference signal, studies are conducted for assigning different ZC sequences to neighboring cells and
assigning M cyclic shift sequences that can be generated from one ZC sequence in a cell (see Non-Patent Document
1). FIG. 1 shows this conventional assignment method. Here, ZC sequences of different sequence numbers (r = 1 to
21) are assigned to cells, and cyclic shift sequences (m= 1 to 6) are used in each cell. Here, each cell corresponds to
a radio service area. That is, in cases where one base station provides communication service for a plurality of radio
service areas, a plurality of cells belong to one base station. When a plurality of cells belong to one base station, a
plurality of cells each may be referred to as a "sector." The same applies to the following explanation.
[0009] In this way, by assigning ZC sequences having low cross-correlations and having different sequence numbers
to neighboring cells, it is possible to reduce inter-cell interference. Further, by using cyclic shift sequences having good
autocorrelation characteristics in the same cell, it is possible to reduce interference between mobile stations in the cell
and perform accurate channel estimation. The effect of reducing interference by a plurality of cyclic shift sequences
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generated from one ZC sequence is greater than by a plurality of cyclic shift sequences of different sequence numbers.
Non-patent Document 1: R1-062072, MOTOROLA, "Uplink Reference Signal Multiplexing Structures for E-UTRA," 3GPP
TSG RAN WG1 Meeting #46, August 28 - September 1, 2006.
[0010] Non-patent Document 2: R1-062101, "Multiplexing Method for Orthogonal Reference Signals for E-UTRA Up-
link", Aug. 28-Sep. 1, 2006.

Disclosure of Invention

Problems to be Solved by the Invention

[0011] Here, the number of ZC sequences is limited, and therefore it is necessary to reuse a ZC sequence having the
same sequence number as a ZC sequence assigned to a cell in different cells. For example, in cases where ZC sequences
of the same sequence number is assigned to two neighboring cells, the base station cannot identify which a reference
signal is transmitted from a mobile station in one of cells, and consequently, an error occurs in the channel estimation
result. That is, in cases where ZC sequences of the same sequence number are assigned to a plurality of cells, it is
necessary to arrange a plurality of cells distant from each other, to prevent inter-cell interference.
[0012] On the other hand, the maximum transmission power of a mobile station is limited in uplink, and therefore,
when the cell radius is long, to obtain the accuracy of desired channel estimation, it is necessary to transmit a reference
signal and data in narrowband (e.g. 360 kHz). If the transmission time length of a reference signal does not change, the
sequence length N of a ZC sequence that can be used as a reference signal is shorter when a transmission bandwidth
is narrower. Accordingly, the number of ZC sequences that can be assigned to cells decreases. For example, assuming
a 360 kHz transmission bandwidth and a 30 kHz subcarrier bandwidth, ZC sequence length N is 12 (11 if N is a prime
number).
[0013] Here, FIG.2 shows the assignment pattern if the number of ZC sequences is nine (r = 1 to 9). If the number of
ZC sequences is small like this, ZC sequences that can be assigned to cells decreases, and therefore ZC sequences
of the same sequence number have to be assigned to a plurality of relatively nearby cells. As a result, interfering a
reference signal increases between the nearby cells.
[0014] It is therefore an object of the present invention to provide a sequence assignment method that can reduce
inter-cell interference of reference signals in mobile communication systems.

Means for Solving the Problem

[0015] The present invention where a Zadoff-Chu sequence is used as a reference signal includes :grouping RxM
sequences specified by Zadoff-Chu sequence numbers r (r = 1 to R) and the cyclic shift sequence numbers m (m = 1
to M) into a plurality of sequence groups according to transmission bandwidths for reference signals; and assigning a
plurality of sequences belonging to a same group to one cell.

Advantageous Effect of the Invention

[0016] According to the present invention, ZC sequences are grouped into a plurality of sequence groups according
to transmission bandwidth for reference signals, so that it is possible to increase the number of sequence groups by
reducing the number of sequences included in a sequence groups. Consequently, even in cases where reference signals
are transmitted in narrow bands, it is possible to determine a sequence group assigned to a cell from a large number of
sequence groups and reduce interference between different cells.

Brief Description of Drawings

[0017]

FIG.1 shows a conventional ZC sequence assignment method;
FIG.2 shows a conventional assignment pattern;
FIG.3 shows the virtual sequence groups (in cases where the number according to transmission bandwidths is six),
according to Embodiment 1;
FIG.4 shows the virtual sequence groups (in cases where the number according to transmission bandwidths is two),
according to Embodiment 1;
FIG.5 shows the assignment method according to Embodiment 1;
FIG.6 shows a block diagram showing the configuration of the base station according to Embodiment 1;
FIG.7 shows a block diagram showing the configuration of the mobile station according to Embodiment 1;
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FIG.8 shows the assignment method according to Embodiment 2;
FIG.9 shows the assignment pattern according to Embodiment 2;
FIG.10 illustrates cross-correlation characteristics of a ZC sequence according to Embodiment 2;
FIG.11 shows the assignment method according to Embodiment 3; and
FIG.12 shows the assignment method according to Embodiment 4.

Best Mode for Carrying Out the Invention

[0018] Now, embodiments of the present invention will be described in detail with reference to the accompanying
drawings.

(Embodiment 1)

[0019] In the sequence assignment method according to Embodiment 1 of the present invention, in a case of using
ZC sequences for uplink reference signals, RxM sequences specified by the ZC sequence numbers r (r = 1 to R) and
the cyclic shift sequence numbers m (m = 1 to M) are grouped into a plurality of sequence groups as a unit of predetermined
number according to transmission bandwidths for reference signals, and ZC sequences are assigned to each cell in the
sequence group units. For example, when RxM is twenty and when ten sequence groups are generated, the predeter-
mined number is two. Further, when RxM is sixty and when ten sequence groups are generated, the predetermined
number is six.
[0020] In the following explanation, RxM sequences specified by the ZC sequence numbers r (r = 1 to R) and the
cyclic shift sequence numbers m (m = 1 to M) are referred to as "virtual sequences" and are specified by virtual sequence
number Z. Further, a group formed with these virtual sequences is referred to as a "virtual sequence group" and is
specified by virtual sequence group number X.
[0021] FIG.3 (where the predetermined number is six) and FIG. 4 (where the predetermined number is two) show the
relationships between the virtual sequence group numbers (X), the ZC sequence numbers r, the cyclic shift sequence
numbers m and the virtual sequence numbers Z where the predetermined numbers according to transmission bandwidths
for reference signals are six or two, in tables, respectively. A virtual sequence group refers to the group formed with a
plurality of different virtual sequences. A virtual sequence group may be formed with virtual sequences of different ZC
sequence numbers, but it is preferable to be formed with virtual sequences of the same ZC sequence number from a
viewpoint to reduce interference. In the table in FIG.3, similar to a conventional method, one virtual sequence group is
associated with one ZC sequence number, and R is the number of virtual sequence groups in cases where ZC sequence
numbers can be used up to R. Meanwhile, in the table in FIG.4, three virtual sequence groups are associated with one
ZC sequence number, so that the number of virtual sequence groups is 3R, and it is learned that the number of virtual
sequence groups increases. For example, in cases where transmission bandwidths for reference signals are narrow, it
is possible to use the setting of FIG.4 where the number of virtual sequences is reduced for a narrow band. In other
cases, it is possible to use the setting of FIG.3.
[0022] Further, in the table in FIG.3, one virtual sequence group is associated with one ZC sequence number and
cyclic shift sequence numbers 1 to 6. However, one virtual sequence group may be associated with a plurality of ZC
sequence numbers and cyclic shift sequence numbers 1 to 6 of each ZC sequence number. That is, virtual sequence
group 1 may be associated with cyclic shift sequence numbers 1 to 6 of ZC sequence number 1 and cyclic shift sequence
numbers 1 to 6 of ZC sequence number 2. For example, in cases where transmission bandwidths for reference signals
are narrower than a threshold value, the table in FIG. 3 may be used, and, meanwhile, in cases where transmission
bandwidths for reference signals are wider than a threshold value, the number of virtual sequences included in one
virtual sequence group may increase. In cases where transmission bandwidths for reference signals are wide, the number
of virtual sequences is large, so that it is possible to maintain the distance between base stations reusing the same
sequence to be a distance of little interference between sequences, even when the number of virtual sequences included
in one virtual sequence group is increased. Further, in virtual sequence groups, the number of sequences the mobile
stations can use increases, so that, by the effect of randomizing the sequence numbers, it is possible to reduce interference
within a virtual sequence group or reduce interference between virtual sequence groups.
[0023] FIG.5 shows the method of assigning the virtual sequence groups (the number of virtual sequences :2) in FIG.
4, to cells. Here, assuming R = 9 and M = 6, the number of virtual sequences is fifty four kinds. Meanwhile, each virtual
sequence group is formed with two virtual sequences, and the number of virtual sequence groups is twenty seven kinds.
In the assignment method according to the present embodiment, these twenty seven kinds of virtual sequence groups
are assigned to cells. In a conventional assignment method, nine kinds need to be assigned to cells.
[0024] Now, an example of methods of determining the number of virtual sequences included in each virtual sequence
group will be explained.
[0025] In uplink data transmission, the minimum unit of transmission bandwidth is determined, and the mobile station
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transmits data using the minimum unit of bandwidth or a plurality of minimum units bandwidths.
[0026] Consequently, when the transmission bandwidth for reference signals is wide, there may be a large number
of mobile stations transmitting data in the bandwidth. At this time, it is necessary to multiplex reference signals in the
same transmission bandwidth for channel estimation of the mobile stations. For example, in cases where a transmission
band for reference signals are 1.25 MHz, if the minimum transmission bandwidth for data transmission is 375 kHz,
reference signals of three mobile stations need to be multiplexed. The example here presumes that all mobile stations
transmitting data transmit reference signals. However, assuming that two kinds of virtual sequences included in a virtual
sequence group are assigned, it is difficult tomultiplex reference signals from three mobile stations in the same trans-
mission bandwidth. Consequently, in cases where transmission bandwidth is wide, it is necessary to set the larger
number of virtual sequences assigned to one cell.
[0027] On the other hand, when the transmission bandwidth for reference signals is narrow, it is less likely to be a
large number of mobile stations transmitting data in the bandwidth, and therefore it is less likely to have to multiplex a
large number of reference signals. If the transmission band for reference signals is 375 kHz, a reference signal of one
mobile station alone may be transmitted. In this way, the number of virtual sequences required to be assigned to one
cell varies depending on a transmission bandwidth for reference signals and the minimum transmission bandwidth of
data. Then, the virtual sequences are grouped into a plurality of virtual sequence groups according to transmission
bandwidths.
[0028] As explained above, when the transmission bandwidth for reference signals is narrow, it is possible to reduce
the number of virtual sequences included in a virtual sequence group and increase the number of virtual sequence groups.
[0029] Increasing and decreasing the number of virtual sequence groups by changing the predetermined number is
very preferable the fact that the number of cyclic shift sequences varies according to the sequence length N. For example,
in a conventional assignment method, the distance between base stations reusing the same sequence is longer when
the band is broader, and inter-cell interference decreases between the same sequences. However, if the bandwidth
exceeds a certain extent, the distance between base stations is long enough, so that inter-cell interference between the
same sequences little occurs, and the inter-cell interference between the same sequences little decreases even if the
bandwidth is wider.
[0030] On the other hand, in the assignment method according to the present embodiment, the number of virtual
sequences assigned to one cell is set to the necessary predetermined number according to the bandwidths, so that
lower flexibility in assignment due to decrease of the number of ZC sequences can be compensated for, thereby enabling
assignment with suppressed interference. For example, by increasing the number of virtual sequences included in one
virtual sequence group in broadband, the number of virtual sequences the mobile stations can use increases and the
mobile stations can change virtual sequences used in a given interval, so that, by the effect of randomizing sequences,
it is possible to reduce interference in a virtual sequence group or between virtual sequence groups. Further, it is possible
to reduce inter-sequence interference between a virtual sequence group of a wide bandwidth and virtual sequence group
of a narrow bandwidth. The distance between base stations reusing the same sequences can be maintained in more
than a given distant, so that it is possible to suppress inter-cell interference low because of the same sequence.
[0031] Next, FIG.6 shows base station 100 according to the present embodiment.
[0032] In base station 100, transmission data and control information are encoded in encoding section 110, modulated
in modulating section 111, subjected to transmission processing including D/A conversion, amplification and up-conver-
sion in RF transmitting section 112 and transmitted to mobile stations from antenna 101.
[0033] RF receiving section 102 performs receiving processing including down-conversion and A/D conversion on
signals received from mobile stations via antenna 101, and outputs the signals to separating section 103.
[0034] Separating section 103 separates a signal received as input to a reference signal, a data signal and a control
signal, and outputs the data signal and the control signal to equalizing section 104 and the reference signal to channel
estimating section 107.
[0035] Equalizing section 104 equalizes the data signal and the control signal using channel fluctuation estimated in
channel estimation section 107, and outputs the signals after equalization processing to demodulating section 105.
[0036] Demodulating section 105 demodulates the data signal and control signal, and outputs the signals to decoding
section 106.
[0037] Decoding section 106 decodes the signal received as input after demodulation, to acquire received data.
[0038] Channel estimation section 107 measures uplink channel characteristics from the reference signal received as
input using the ZC sequence number and cyclic shift sequence number associated with the virtual sequence group
number of the cell belonging to base station 100 ("local cell"), and outputs the measurement result to scheduling section
108 and equalizing section 104.
[0039] Scheduling section 108 performs scheduling based on the measurement result received as input. Further,
scheduling section 108 assigns the ZC sequence number and cyclic shift sequence number associated with the virtual
sequence group number of the local cell to the reference signal of each mobile station.
[0040] Control information generating section 109 generates control information using the above assignment method.
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[0041] Next, FIG.7 shows the configuration of mobile station 200 according to the present embodiment.
[0042] Mobile station 200 has: determining section 205 for determining the ZC sequence number and cyclic shift
sequence number assigned to the mobile station based on the control information transmitted from base station 100;
and reference signal generating section 206 for generating a reference signal according to the ZC sequence number
and cyclic shift sequence number assigned to the mobile station.
[0043] RF receiving section 202 performs receiving processing including down-conversion and A/D conversion on the
signal received from base station 100 via antenna 201, and outputs the signal to demodulating section 203.
[0044] Demodulating section 203 demodulates the signal received as input from RF receiving section, and outputs
the demodulated signal to decoding section 204.
[0045] Decoding section 204 decodes the signal after demodulation, to acquire data signal and control information.
The control information related to the reference signal is outputted to determining section 205.
[0046] Determining section 205 determines the ZC sequence number and cyclic shift sequence number assigned to
the mobile station, and outputs the determination result to reference signal generating section 206.
[0047] Reference signal generating section 206 generates a reference signal based on the ZC sequence number and
cyclic shift sequence number inputted from determining section 205, and outputs the reference signal to multiplexing
section 209.
[0048] On the other hand, transmission data is encoded in encoding section 207 and modulated in modulating section
208, and outputted to multiplexing section 209.
[0049] Multiplexing section 209 time-multiplexes transmission data and reference signal received as input, and outputs
the time-multiplexed signal to RF transmitting section 210.
[0050] RF transmitting section 210 performs transmission processing including D/A conversion, amplification and up-
conversion on the reference signal and data symbol, and transmits the reference signal and data symbol after transmission
processing to base station 100 from antenna 201.
[0051] In this way, according to the present embodiment, by setting the number of virtual sequences included in a
virtual sequence group according to transmission bandwidths for reference signals, it is possible to increase the number
of virtual sequence groups upon narrowband transmission. For this reason, even when a reference signal is transmitted
in a narrowband, a virtual sequence group assigned to a cell can be determined from a large number of virtual sequence
groups, so that it is possible to reduce inter-cell interference with reference signals. Further, in a broadband, by increasing
the number of virtual sequences included in one virtual sequence group, it is possible to reduce inter-cell interference
with the reference signals by the randomization effect.

(Embodiment 2)

[0052] In the present embodiment, in cases where virtual sequence groups are grouped such that each virtual sequence
group is formed with virtual sequences of the same ZC sequence number as shown in the table in FIG.4, virtual sequence
groups of the same ZC sequence are preferentially assigned to cells belonging to the same base station. That is, in a
case of using the table in FIG.4, virtual sequence groups (X), that is, X1=3k, X2=3k+1 and X3=3k+2, are preferentially
assigned to cells belonging to one base station. In this way, the common ZC sequence number is preferentially used in
a plurality of cells belonging to the same base station, and different cyclic shift sequences are used between cells in the
same base station. FIG.8 shows the method of assigning this virtual sequence group (the number of virtual sequences:
2) to cells. Referring to FIG.8, the ZC sequences of the same sequence number r (e.g. r = 1) are used in the cells
belonging to the same base station (e.g. three cells in a shaded part in FIG.8). Then, in the cells of the same base station
different cyclic shift sequences m are used. That is, m = 1, 2 are used in cell #1, m = 3, 4 are used in cell #2, m = 5 and
6 are used in cell #3.
[0053] Next, FIG.9 shows assignment patterns to cells in the assignment method according to the present embodiment.
The number of ZC sequences is nine. As apparent from this assignment method compared to the conventional assignment
method shown in FIG.2, according to the present embodiment, the distance between a plurality of base stations using
the same ZC sequence can be longer than in a conventional case. Consequently, it is possible to decrease inter-cell
interference between different base stations using the same ZC sequence.
[0054] Further, it is possible to reduce interference between cells belonging to the same base station. If sequence
length N is a prime number, the maximum value of correlation between different sequences is √N and fixed. On the
other hand, if the sequences are the same, the maximum value of correlation is N. FIG.10 shows the correlation char-
acteristics between sequences of these ZC sequences (in the case of r = 2). At this time, the difference between a
correlation value between different ZC sequences and a correlation value between the same ZC sequences decreases
when the sequence length N is shorter. Consequently, in a conventional method, even when ZC sequences of different
sequence numbers are used between neighboring cells, effect of suppressing inter-cell interference with reference
signals decreases when the sequence length N is shorter. By contrast with this, according to the present embodiment,
in the cells that establish frame timing synchronization and that belong to the same base station, delay spread is deter-
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mined so as not to exceed the amount of cyclic shift Δ, so that it is possible to reduce interference by using cyclic shift
sequences orthogonal to each other at the interval Δ , and consequently, it is possible to reduce interference between
cells belonging to the same base station.
[0055] Although establishing synchronization with frame timings (i.e. uplink and downlink transmission or reception
timing) between cells belonging to different base stations is difficult, establishing synchronization with frame timings
between cells belonging to the same base station is relatively easy. For the reason, it is relatively easy to perform
multiplexing by cyclic shift sequences between cells belonging to the same base station.
[0056] Further, in a communication system where synchronization with frame timings is established between cells
belonging to different base stations (i.e. synchronization system between base stations), the cells where a virtual se-
quence group of the same ZC sequence is preferentially assigned is not limited to the cells belonging to the same base
station, and may be neighboring cells. Even if this sequence assignment is performed, it is possible to reduce inter-cell
interference with received signals.

(Embodiment 3)

[0057] In the present embodiment, in cases where the number of virtual sequences included in a virtual sequence
group of Embodiment 2 decreases, the cyclic shift sequence numbers m to be assigned to cells are discontinuous
numbers. That is, assignment is given to cells at an interval of cyclic shift sequence numbers m.
[0058] FIG.11 shows an example of the assignment method according to Embodiment 3. In FIG.11, cyclic shift se-
quence numbers m = 1, 4 are assigned in cell #1, m = 2, 5 are assigned in cell #2, m = 3 and 6 are assigned in cell #3.
Although, in FIG.11, the same ZC sequence number is used in three cells belonging to the same base station, the
present embodiment is not limited to this.
[0059] In this way, according to the present embodiment, each virtual sequence group is formed with virtual sequences,
which are virtual sequences of the same ZC sequence number and which are virtual sequences of discontinuous numbers.
Accordingly, it is possible to reduce interference by the delay wave exceeding the amount of cyclic shift transmitted from
the same cell. When the reference signal of cyclic shift sequence number m = 2 is the delayed wave exceeding the
amount of cyclic shift Δ , in the base station, the reference signal is detected in error as cyclic shift sequence number m
= 1. Further, this error detection interferes with cyclic shift sequence number m = 1. However, according to the present
embodiment, for example, only the ZC sequences of cyclic shift sequence numbers m =2, 5 are used in one cell, so
that, even when these ZC sequences are received as ZC sequences of cyclic shift sequence number m = 1 in the base
station, the reference signal is not detected in error. That is, according to the present embodiment, it is possible to reduce
interference between reference signals in one cell.

(Embodiment 4)

[0060] In the present embodiment, in cases where the number of virtual sequences included in a virtual sequence
group of Embodiment 2 decreases, cyclic shift sequence numbers are reused between cells belonging to the same base
station. That is, in the cells belonging to the same base station, different cyclic shift numbers are used between neighboring
cells, and cyclic shift sequence numbers are reused between cells that are not neighboring each other.
[0061] FIG.12 shows an example of assignment method according to Embodiment 4. In FIG.12, it is assumed that
there are six cells belonging to the same base station, and the same ZC sequence is used in the cells (e.g. the six cells
in shadedparts in FIG.12). In the example shown in FIG.12, cyclic shift sequence numbers m are reused between cells
in the same base station, like m=1, 2 in cells #1 and #4, m=3, 4 in cells #2 and #5, m=5, 6 in cell #3 and #6.
[0062] Consequently, according to the present embodiment, cyclic shift sequence numbers are reused between cells
in the same base station, so that, even when the number of cells increases, it is possible to make longer the distance
between base stations using the same sequence number and reduce inter-cell interference. The same cyclic shift
sequence numbers m are not used in neighboring cells, so that influence of inter-cell interference between cells is little.
[0063] The embodiments of the present invention have been explained.
[0064] In all the embodiments explained above, it is possible to reduce the amount of report signaling. For example,
assuming that cyclic shift sequence numbers m =1 to 6, six kinds (m = 1 to 6) of the cyclic shift sequences are used in
a conventional case. However, in the present invention, two kinds of the cyclic shift sequences are used(for example,
m=1, 2 in cell #1, m=3, 4 in cell #2, and m=5, 6 in cell #3).
[0065] For this reason, in a conventional method, the base station selects a cyclic shift sequence number from six
kinds (m= 1 to 6) and reports it to the mobile stations. That is, as a report of cyclic shift sequence number to mobile
stations, it is necessary to provide three bits for each mobile station.
[0066] By contrast with this, in the present invention, the base station may select a cyclic shift sequence number from
two kinds and report it to the mobile stations. The cyclic shift sequence numbers are limited to two kinds, for example,
cyclic shift sequence numbers 1 and 2 in cell #1, cyclic shift sequence numbers 3, 4 in cell #2, cyclic shift sequence
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numbers 5, 6 in cell #3. That is, when the present invention is implemented, as a report of cyclic shift sequence number
for each mobile station, one bit may be provided for each mobile station.
[0067] Meanwhile, the mobile station estimates a cyclic shift sequence number assigned to the cell where the mobile
station belongs, from one-bit report information transmitted from the base station. For example, when one-bit report
information (for example, 1) is reported, the mobile station located in cell #1 (cyclic shift sequence m=1, 2) can determine
m = 1, the mobile station located in cell #2 (cyclic shift sequence m=3, 4) can determine m = 3, and the mobile station
located in cell #3 (cyclic shift sequence m=5, 6) can determine m = 5. In this way, according to the present invention, it
is possible to reduce the amount of report signaling.
[0068] Further, although the present invention is especially effective in cases where transmission bandwidth for a
reference signal is narrow, the present invention is not limited to this.
[0069] Further, the predetermined number may be changed such that the number of virtual sequence groups are the
same between transmission bandwidths for reference signals. That is, when twenty virtual sequence groups are gen-
erated in each transmission bandwidth, the predetermined number may be set according to the number of the groups.
[0070] Further, it is effective that the base station and the mobile station share information of virtual sequence groups
and virtual sequence numbers. For example, the base station and the mobile station may share a table showing the
relationships between virtual sequence groups and virtual sequence numbers.
[0071] Further, all numbers in virtual sequence numbers may not be included in a virtual sequence group. That is,
there may be virtual sequence numbers unused.
[0072] Further, in the above explanation, cells in the same base station have been explained as an example. However,
they may also be the cells where frame synchronization is established.
[0073] Further, the present invention may be applied to a part of transmission bandwidth instead of all transmission
bandwidth.
[0074] Further, although cases have been explained above where the number of virtual sequences included in a virtual
sequence group is two kinds, the present invention is not limited to this.
[0075] Further, cases have been explained above presuming that each virtual sequence group is assigned to a cell.
However, it may be presumed that each virtual sequence group is assigned to a base station. For example, virtual
sequence group 1 of FIG. 3 may be assigned to the base station, and the base station may allocate virtual sequence
numbers 1 to 6 included in virtual sequence group 1 to the cells or mobile stations.
[0076] Further, generally, the sequence length is longer when transmission bandwidths are wider, and therefore,
setting the number of virtual sequences included in a virtual sequence group according to the transmission bandwidths
for reference signals equals setting the number of virtual sequences included in a virtual sequence group according to
the sequence length of a reference signal.
[0077] Further, although cases have been explained using ZC sequences, the present invention may be applied to
CAZAC sequences, ZC sequences with even lengths, GCL sequences, Frank sequences, PN sequences such as M
sequences and gold sequences, sequences that CAZAC sequences are truncated or extended, sequences that CAZAC
sequences are punctured, Random CAZAC sequences, OLZC sequences, RAZAC sequences and other sequences
generated by a computer.
[0078] Further, a base station in the above embodiments may be referred to as "Node-B," and a mobile station may
be referred to as "UE."
[0079] Moreover, although with the above embodiment a case has been described where the present invention is
configured by hardware, the present invention may be implemented by software.
[0080] Each function block employed in the explanation of the aforementioned embodiment may typically be imple-
mented as an LSI constituted by an integrated circuit. These may be individual chips or partially or totally contained on
a single chip. "LSI" is adopted here but this may also be referred to as "IC," "system LSI," "super LSI" or "ultra LSI"
depending on differing extents of integration.
[0081] Further, the method of circuit integration is not limited to LSI’s, and implementation using dedicated circuitry
or general purpose processors is also possible. After LSI manufacture, utilization of an FPGA (Field Programmable Gate
Array) or a reconfigurable processor where connections and settings of circuit cells within an LSI can be reconfigured
is also possible.
[0082] Further, if integrated circuit technology comes out to replace LSI’s as a result of the advancement of semicon-
ductor technology or a derivative other technology, it is naturally also possible to carry out function block integration
using this technology. Application of biotechnology is also possible.

Industrial Applicability

[0083] The present invention is applicable to, for example, mobile communication systems.
According to an illustrative embodiment of the invention, a sequence assignment method where a Zadoff-Chu sequence
is used as a reference signal, the method comprising: grouping RxM sequences specified by Zadoff-Chu sequence
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numbers r (r = 1 to R) and the cyclic shift sequence numbers m (m = 1 to M) into a plurality of sequence groups according
to transmission bandwidths for reference signals, and assigning a plurality of sequences belonging to a same group to
one cell.
According to a further embodiment of the sequence assignment, each sequence group is formed with a plurality of
sequences, which are the same Zadoff-Chu sequence number and which are different cyclic shift sequence numbers.
According to a further embodiment of the sequence assignment method, said each sequence group is formed with a
plurality of sequences of discontinuous cyclic shift sequence numbers.
According to a further embodiment, the sequence assignment method further comprises: associating a plurality of groups
formed with sequences of the same Zadoff-Chu sequence number with a plurality of cells belonging to a same base
station, and assigning a plurality of sequences belonging to one of the groups to one of the cells.
According to a further embodiment, the sequence assignment method, further comprises: associating a plurality of
groups formed with sequences of the same Zadoff-Chu sequence number and discontinuous cyclic shift sequence
numbers with a plurality of cells belonging to a same base station, and assigning a plurality of sequences belonging to
one of the groups to one of the cells.
According to a further embodiment, the sequence assignment method, further comprises: assigning a plurality of se-
quences belonging to the same group to a plurality of cells that belong to the same base stations and that are not
neighboring each other.
According to a further embodiment, the sequence assignment method, a predetermined number is determined by the
transmission bandwidths for the reference signals and a minimum transmission bandwidth for a data signal.
According to a further embodiment of the sequence assignment method, the predetermined number is the number of
minimum transmission bandwidths of data signals that can be transmitted in the transmission bandwidths for the reference
signals.

Claims

1. A system comprising a base station (100) and a mobile station (200), wherein:

the base station (100) comprises:

an assigning unit (108) configured to assign a sequence in one of multiple groups, which contain sequences
generated from a plurality of Zadoff-Chu, ZC, sequences and cyclic shifts as reference signals, to the mobile
station (200); and
a transmitting unit (112) configured to transmit, to the mobile station (200), control information related to
the assigned sequence, and

the mobile station (200) comprises:

a receiving unit (202) configured to receive the control information;
a determining unit (205) configured to determine a ZC sequence and a cyclic shift in said one of the multiple
groups based on the control information;
a generating unit (206) configured to generate a reference signal using the determined ZC sequence and
the determined cyclic shift; and
a transmitting unit (210) configured to transmit the reference signal generated using the determined ZC
sequence and the determined cyclic shift, wherein
the sequences are grouped, for one transmission bandwidth for the reference signal, into the multiple
groups, each of which contains a predefined number of the sequence(s) which varies according to the
transmission bandwidth.

2. The system according to claim 1, wherein each of the multiple groups contains the same number of the sequence(s)
according to the transmission bandwidth.

3. The system according to claim 1 or 2, wherein the predefined number is greater where the transmission bandwidth
is larger than where the transmission bandwidth is smaller.

4. The system according to any of claims 1-3, wherein the predefined number where the transmission bandwidth is
less than a threshold value is less than the predefined number where the transmission bandwidth is larger than or
equal to the threshold value.
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5. The system according to any of claims 1-4, wherein the group is assigned depending on a cell.

6. The system according to any of claims 1-5, wherein the sequences are multiple cyclically shifted sequences generated
from the ZC sequence through different cyclic shifts, and said transmitting unit transmits the reference signal using
the cyclically shifted sequence.

7. The system according to claim 6, wherein the cyclic shift is assigned depending on a cell.

8. The system according to claim 6 or 7, wherein in the mobile station apparatus (299) the reference signal transmitted
using the cyclically shifted sequence is multiplexed with a reference signal, which is transmitted from another mobile
station apparatus using a different cyclically shifted sequence.

9. The system according to any of claims 1-8, wherein the number of the multiple groups is the same between the
transmission bandwidths.

10. A reference signal generating method comprising:

assigning by a base station a sequence in one of multiple groups, which contain sequences generated from a
plurality of Zadoff-Chu, ZC, sequences and cyclic shifts as reference signals, to a mobile station;
transmitting, to the mobile station, control information related to the assigned sequence;
receiving, at the mobile station, the control information; and
determining, at the mobile station, a ZC sequence and a cyclic shift in one of multiple groups based on the
control information; and
generating a reference signal using the determined ZC sequence and the determined cyclic shift;
wherein
the sequences are grouped, for one transmission bandwidth for the reference signal, into the multiple groups,
each of which contains a predefined number of the sequence(s) which varies according to the transmission
bandwidth.

Patentansprüche

1. System, das eine Basisstation (100) und eine Mobilstation (200) umfasst, wobei:

die Basisstation (100) umfasst:

eine Zuweisungseinheit (108), die konfiguriert ist, um eine Sequenz in einer von mehreren Gruppen, die
aus einer Vielzahl von Zadoff-Chu bzw. ZC-Sequenzen und zyklischen Verschiebungen als Bezugssignale
erzeugte Sequenzen enthalten, zu der Mobilstation (200), und
eine Sendeeinheit (112), die konfiguriert ist, um an die Mobilstation (200) Steuerinformationen in Bezug
auf die zugewiesene Sequenz zu senden, und

die Mobilstation (200) umfasst:

eine Empfangseinheit (202), die konfiguriert ist, um die Steuerinformationen zu empfangen,
eine Bestimmungseinheit (205), die konfiguriert ist, um eine ZC-Sequenz und eine zyklische Verschiebung
in der einen der mehreren Gruppen basierend auf den Steuerinformationen zu bestimmen,
eine Erzeugungseinheit (206), die konfiguriert ist, um ein Bezugssignal unter Verwendung der bestimmten
ZC-Sequenz und der bestimmten zyklischen Verschiebung zu erzeugen, und
eine Sendeeinheit (210), die konfiguriert ist, um das unter Verwendung der bestimmten ZC-Sequenz und
der bestimmten zyklischen Verschiebung erzeugte Bezugssignal zu senden,
wobei:

die Sequenzen für eine Sendebandbreite für das Bezugssignal in die mehreren Gruppen gruppiert
sind, von denen jede eine vordefinierte Anzahl der Sequenzen enthält, die in Übereinstimmung mit der
Sendebandbreite variiert.

2. System nach Anspruch 1, wobei jede der mehreren Gruppen die gleiche Anzahl der Sequenzen in Übereinstimmung
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mit der Sendebandbreite enthält.

3. System nach Anspruch 1 oder 2, wobei die vordefinierte Anzahl bei einer größeren Sendebandbreite größer ist als
bei einer kleineren Sendebandbreite.

4. System nach einem der Ansprüche 1-3, wobei die vordefinierte Anzahl bei einer Sendebandbreite, die kleiner als
ein Schwellwert ist, kleiner ist als die vordefinierte Anzahl bei einer Sendebandbreite, die größer oder gleich dem
Schwellwert ist.

5. System nach einem der Ansprüche 1-4, wobei die Gruppe in Abhängigkeit von einer Zelle zugewiesen wird.

6. System nach einem der Ansprüche 1-5, wobei die Sequenzen mehrfach zyklisch verschobene Sequenzen sind,
die aus der ZC-Sequenz durch verschiedene zyklische Verschiebungen erzeugt werden, und wobei die Sendeeinheit
das Bezugssignal unter Verwendung der zyklisch verschobenen Sequenz sendet.

7. System nach Anspruch 6, wobei die zyklische Verschiebung in Abhängigkeit von einer Zelle zugewiesen wird.

8. System nach Anspruch 6 oder 7, wobei in der Mobilstationsvorrichtung (299) das unter Verwendung der zyklisch
verschobenen Sequenz gesendete Bezugssignal mit einem Bezugssignal, das von einer anderen Mobilstations-
vorrichtung unter Verwendung einer anderen zyklisch verschobenen Sequenz gesendet wird gemultiplext wird.

9. System nach einem der Ansprüche 1-8, wobei die Anzahl der mehreren Gruppen zwischen den Sendebandbreiten
gleich ist.

10. Bezugssignal-Erzeugungsverfahren, das umfasst:

Zuweisen, durch eine Basisstation, einer Sequenz in einer von mehreren Gruppen, die aus einer Vielzahl von
Zadoff-Chu bzw. ZC-Sequenzen und zyklischen Verschiebungen als Bezugssignale erzeugte Sequenzen ent-
halten, zu einer Mobilstation,
Senden, an die Mobilstation, von Steuerinformationen in Bezug auf die zugewiesene Sequenz,
Empfangen, an der Mobilstation, der Steuerinformationen, und
Bestimmen, an der Mobilstation, einer ZC-Sequenz und einer zyklischen Verschiebung in einer von mehreren
Gruppen basierend auf den Steuerinformationen, und
Erzeugen eines Bezugssignals unter Verwendung der bestimmten ZC-Sequenz und der bestimmten zyklischen
Verschiebung,
wobei:

die Sequenzen für eine Sendebandbreite für das Bezugssignal in die mehreren Gruppen gruppiert werden,
von denen jede eine vordefinierte Anzahl der Sequenzen enthält, die in Übereinstimmung mit der Sende-
bandbreite variiert.

Revendications

1. Système comprenant une station de base (100) et une station mobile (200), dans lequel
la station de base (100) comprend :

une unité d’affectation (108) configurée pour affecter une séquence dans un groupe parmi des groupes multiples,
contenant des séquences générées par une pluralité de séquences de Zadoff-Chu, ZC, et décalages cycliques,
en tant que signaux de référence, vers la station mobile (200) ; et
une unité de transmission (112) configurée pour transmettre à la station mobile (200) des informations de
commande relatives à la séquence affectée, et

la station mobile (200) comprend :

une unité de réception (202) configurée pour recevoir les informations de commande ;
une unité de détermination (205) configurée pour déterminer une séquence ZC et un décalage cyclique dans
ledit groupe parmi les groupes multiples en se basant sur les informations de commande ;
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une unité de génération (206) configurée pour générer un signal de référence en utilisant la séquence ZC
déterminée et le décalage cyclique déterminé ; et
une unité de transmission (210) configurée pour transmettre le signal de référence généré en utilisant la sé-
quence ZC déterminée et le décalage cyclique déterminé,
dans lequel
les séquences sont regroupées pour une largeur de bande de transmission pour le signal de référence dans
les groupes multiples, chacun d’entre eux contenant un nombre prédéfini de la ou des séquences qui varient
en fonction de la largeur de bande de transmission.

2. Système selon la revendication 1, dans lequel chacun des groupes multiples contient le même nombre de la ou
des séquences en fonction de la largeur de bande de transmission.

3. Système selon la revendication 1 ou 2, dans lequel le nombre prédéfini est plus grand lorsque la largeur de bande
de transmission est plus grande que lorsque la largeur de transmission est plus petite.

4. Système selon l’une quelconque des revendications 1 à 3, dans lequel le nombre prédéfini où la largeur de bande
de transmission est inférieure à une valeur de seuil est inférieur au nombre prédéfini où la largeur de bande de
transmission est supérieure ou égale à la valeur de seuil.

5. Système selon l’une quelconque des revendications 1 à 4, dans lequel le groupe est affecté en fonction d’une cellule.

6. Système selon l’une quelconque des revendications 1 à 5, dans lequel les séquences sont des séquences multiples
décalées de façon cyclique générées par la séquence ZC sur différents décalages cycliques et ladite unité de
transmission transmet le signal de référence en utilisant la séquence à décalage cyclique.

7. Système selon la revendication 6, dans lequel le décalage cyclique est affecté en fonction d’une cellule.

8. Système selon la revendication 6 ou 7, dans lequel, dans le dispositif station mobile (299), le signal de référence
transmis en utilisant la séquence à décalage cyclique est multiplexé avec un signal de référence, qui est transmis
par un autre dispositif station mobile en utilisant une séquence à décalage cyclique différente.

9. Système selon l’une quelconque des revendications 1 à 8, dans lequel le nombre de groupes multiples est le même
entre les largeurs de bande de transmission.

10. Procédé de génération de signal de référence comprenant :

l’affectation par une station de base d’une séquence dans un groupe parmi des groupes multiples, contenant
des séquences générées par une pluralité de séquences de Zadoff-Chu, ZC, et décalages cycliques, en tant
que signaux de référence, vers une station mobile ; et
la transmission vers la station mobile d’informations de commande relatives à la séquence affectée, et
la réception des informations de commande au niveau de la station mobile ; et
la détermination au niveau de la station mobile d’une séquence ZC et d’un décalage cyclique dans un groupe
parmi des groupes multiples en se basant sur les informations de commande ; et
la génération d’un signal de référence en utilisant la séquence ZC déterminée et le décalage cyclique déterminé ;
dans lequel
les séquences sont regroupées pour une largeur de bande de transmission pour le signal de référence dans
les groupes multiples, chacun d’entre eux contenant un nombre prédéfini de la ou des séquences qui varient
en fonction de la largeur de bande de transmission.
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