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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a hydrostatic
transaxle, which supports a pair of left and right steerable
drive wheels, and incorporates a pair of hydraulic motors
for driving the respective drive wheels. Further, the
present invention relates to a hydraulically driven vehicle,
which comprises a common hydraulic pressure source
and at least two hydraulic motors connected in series to
the common hydraulic pressure source, wherein one of
the at least two hydraulic motors drives front drive wheels
(or a front drive wheel), and the other drives rear drive
wheels (or a rear drive wheel).

Related Art

[0002] Conventionally, as disclosed in International
Publication WO 2004/062956, there is a well-known hy-
draulically driven vehicle having a main transaxle and an
auxiliary transaxle. The main transaxle supports main
drive wheels, and comprises a hydraulic motor for driving
the main drive wheels. The auxiliary transaxle supports
a pair of auxiliary drive wheels, and comprises a pair of
hydraulic motors for driving the respective auxiliary drive
wheels. The vehicle has a hydraulic circuit fluidly con-
necting the hydraulic motors of the main and auxiliary
transaxles to a hydraulic pump. In the hydraulic circuit,
the hydraulic motor of the main transaxle and the pair of
hydraulic motors of the auxiliary transaxle are connected
in series to the hydraulic pump, and the hydraulic motors
of the auxiliary transaxle are connected to the hydraulic
pump in parallel to each other.
[0003] The left and right auxiliary drive wheels are
steerable wheels. Both of the hydraulic motors of the aux-
iliary transaxle are variable in displacement so as to pre-
vent drag of the steerable wheels or the main drive
wheels. The hydraulic motors of the auxiliary transaxle
are provided with respective movable swash plates
moved according to steering operation of the vehicle, or
according to change of left or right turning angle of the
steerable wheels, so as to change rotary speed of the
steerable wheels, i.e., generate difference between the
main drive wheels and the auxiliary drive wheels, accord-
ing to change of the left or right turning angle of the ve-
hicle. However, the link mechanism for moving the two
movable swash plates according to the turning of the
steerable wheels is complicated, and expanded so as to
reduce spaces for other parts. Further, the link mecha-
nism requires a large operation force because of its small
operational efficiency.
[0004] Further, the conventional vehicle is set so that
peripheral speed of the front drive wheels becomes equal
to peripheral speed of the rear drive wheels during
straight traveling. However, there is a problem that the

peripheral speed of the drive wheel may be unexpectedly
reduced because of bad road condition so as to be slower
than that corresponding to the amount of fluid flowing
through the corresponding hydraulic motor, thereby
causing stiff traveling of the vehicle.
[0005] Further, with respect to the conventional hy-
draulically driven vehicle, as disclosed in International
Publication WO 2004/062956, the main transaxle is ex-
panded because it incorporates the hydraulic pump to-
gether with the hydraulic motor for driving the main drive
wheels. Such a large-size transaxle may reduce variation
of adaptable vehicles in size. Further, a pump shaft of
the hydraulic pump projects outward from the transaxle
so as to be provided thereon with a cooling fan. The ex-
pansion of the transaxle means that the area of the
transaxle blown by cooling wind generated from the cool-
ing fan becomes small relative to the transaxle. Besides,
to efficiently cool fluid circulating in the HST fluid circuit
having the series connection of the hydraulic motor for
the main drive wheels and the pair of hydraulic motors
for the auxiliary drive wheels to the hydraulic pump, it is
advantageous that pipes for circulating fluid are blown
by cooling wind generated from the cooling fan. However,
it is difficult to concentrating the pipes adjacent to the
cooling fan of the large-size transaxle. In this way, the
conventional combination of the main transaxle incorpo-
rating the hydraulic pump and the hydraulic motor for
driving the main drive wheels with the auxiliary transaxle
incorporating the pair of hydraulic motors for driving the
auxiliary drive wheels cannot ensure sufficient cooling
efficiency for the HST fluid circuit. Furthermore, Europe-
an Patent Application EP 0 916 541 A1 discloses a hy-
drostatic transaxle according to the preamble of claim 1
and a traveling equipment for hydraulic four-wheel drive
vehicles having a variable displacement hydraulic pump
and front and rear wheel side hydraulic motors. The
equipment comprises a closed center type front wheel
side directional switching- valve provided for the front
wheel side hydraulic motor, a closed center type rear
wheel side directional switching valve provided for the
rear wheel side hydraulic motor, a pump flow rate control
means for controlling a pump discharge oil quantity so
as to maintain differential pressure across the respective
directional switching valves constant, and a communica-
tion valve provided between an oil passage extending
from the front wheel side directional switching valve to
the front wheel side hydraulic motor and an oil passage
extending from the rear wheel side directional switching
valve to the rear wheel side hydraulic motor to provide
communication or shut-off between these oil passages.

SUMMARY OF THE INVENTION

[0006] An object of the present invention is to provide
a hydrostatic transaxle supporting a pair of left and right
steerable drive wheels and comprising a pair of hydraulic
motors for driving the respective drive wheels, wherein
the hydrostatic transaxle is provided with a simple and
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compact link mechanism for controlling displacement of
the hydraulic motors during turning of a vehicle.
[0007] This object is achieved by a hydrostatic transax-
le according to claim 1. Due to the construction, the
change of steered angles of the drive wheels does not
have to be transmitted to a fixed swash plate or another
fixed displacement-setting member of the fixed displace-
ment hydraulic motor. Therefore, a link mechanism for
moving a movable swash plate or another variable dis-
placement-setting member of the variable displacement
hydraulic motor according to change of turning angle of
the vehicle can be simple and compact in comparison
with the conventional type transaxle having a pair of var-
iable displacement hydraulic motors, thereby expanding
a space around the hydrostatic transaxle for arrangement
of other members, and increasing variation of layout in
the vehicle. Further, when the displacement of the vari-
able displacement hydraulic motor is reduced during
turning of the vehicle so as to increase peripheral speed
of the drive wheel driven by the variable displacement
hydraulic motor, peripheral speed of the drive wheel driv-
en by the fixed displacement hydraulic motor is also in-
creased according to the increase of peripheral speed of
the drive wheel driven by the variable displacement hy-
draulic motor so as to ensure smooth turning of the ve-
hicle without drag of the drive wheels while keeping prop-
er driving force.
[0008] Preferably, a pair of left and right steerable cas-
ings are relatively horizontally rotatably attached onto re-
spective left and right ends of the transaxle casing so as
to support the respective drive wheels, thereby making
the drive wheels steerable. The variable displacement
hydraulic motor is provided with a displacement control
section for controlling displacement of the variable dis-
placement hydraulic motor. The displacement control
section is connected to a rod extended from one of the
steerable casings so as to enable the change of displace-
ment of the variable displacement hydraulic motor ac-
cording to change of steered angles of the drive wheels.
[0009] Since the displacement control section changes
the displacement of the variable displacement hydraulic
motor correspondingly to the change of steered angles
of the drive wheels, the rod does not have to be extended
adjacent to the steerable casing supporting the drive
wheel driven by the fixed displacement hydraulic motor,
thereby ensuring a large space for arrangement of an-
other member, such as a hydraulic fluid port for fluidly
connecting the pair of hydraulic motors to the hydraulic
pressure source.
[0010] Therefore, preferably, the displacement control
section of the variable displacement hydraulic motor and
a hydraulic fluid port for fluidly connecting the pair of hy-
draulic motors to the hydraulic pressure source are jux-
taposed on an outer surface of the transaxle casing in-
corporating the pair of hydraulic motors. Due to this lay-
out, the hydrostatic transaxle can be entirely minimized
and the hydraulic fluid port can be disposed at a suitable
position for piping. The variable displacement hydraulic

motor with the movable swash plate requires a cam
mechanism for converting axial (push-and-pull) move-
ment of the rod to the rotary movement of the movable
swash plate. If both the hydraulic motors in the transaxle
were variable displacement hydraulic motors with re-
spective movable swash plates, the hydraulic motors
would require a complicated cam mechanism for con-
verting the axial movement of the rod extended from one
of the steerable casings to the rotary movements of the
two movable swash plates. However, in the transaxle
according to present invention, the variable displacement
hydraulic motor and the fixed displacement hydraulic mo-
tor are provided, and only the variable displacement hy-
draulic motor has the displacement control section re-
quiring such a cam mechanism. Therefore, the cam
mechanism can be compact and reduce a space for ar-
rangement thereof. Preferably, the cam mechanism of
the displacement control section can be simply consti-
tuted by a cam member rotated by axial movement of
the rod, and a rotary member contacting the cam member
so as to be rotated integrally with a movable swash plate
of the variable displacement hydraulic motor according
to rotation of the cam member. Preferably, a pin is pro-
vided on the steerable casing from which the rod is ex-
tended, and a tie rod connected to the other steerable
casing and the rod connected to the displacement control
section are pivoted on the pin, thereby reducing the
number of component parts, and preventing the rod and
the tie rod from crossing so as to hinder each other and
hinder movement of the steerable casings.
[0011] Preferably, the transaxle casing comprises: a
pair of left and right axle casings incorporating the re-
spective axles; and a motor casing incorporating the pair
of hydraulic motors. The motor casing is removably in-
terposed between the left and right axle casings. There-
fore, the motor casing with the pair of hydraulic motors
therein can be removed from the axle casings for easy
maintenance of the pair of hydraulic motors. Further, a
spacer can be easily disposed between the axle casing
and the motor casing so as to ensure a required tread
between left and right drive wheels.
[0012] Preferably, a center pin bracket is removably
attached to the transaxle casing so as to swingably sus-
pend the transaxle casing from a vehicle frame. There-
fore, different center pin brackets are prepared so that,
even if a positional relation of the transaxle casing to a
center pin changes due to change of a vehicle, a suitable
center pin bracket can be selected so as to suitably equip
the transaxle casing on the target vehicle. In this way,
the transaxle can be standardized for various vehicles.
Similarly, an arm for operatively connecting the steerable
casing to a steering operation device on a vehicle may
be removably attached to the steerable casing.
[0013] Preferably, a hydrostatic transaxle according to
the present invention comprises: a transaxle casing; a
pair of left and right axles disposed in the transaxle cas-
ing; a pair of hydraulic motors for driving the respective
axles being disposed in the housing so as to be fluidly
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connected to a common hydraulic pressure source in par-
allel to each other; and a pair of left and right steerable
drive wheels disposed on left and right outsides of the
transaxle casing so as to be drivingly connected to the
respective axles. Both the hydraulic motors are fixed dis-
placement hydraulic motors.
[0014] Therefore, the hydrostatic transaxle requires no
link mechanism for moving swash plates of the hydraulic
motors according to steering rotation of the steerable
casings, thereby being compact and economical, and en-
suring a large freedom degree of piping for supplying
fluid to the hydraulic motors. If a vehicle does not require
difference of peripheral speed between front wheels and
rear wheels during turning of the vehicle because the
front wheels and the rear wheels are equally distant from
the turning center of the vehicle or for another reason,
this hydrostatic transaxle is thoroughly applicable. Even
if a vehicle employing this hydrostatic transaxle requires
difference of peripheral speed between front wheels and
rear wheels during turning of the vehicle, the vehicle can
turn smoothly so as to give a feeling of two-wheel drive
by employing later-discussed setting of peripheral
speeds of front and rear wheels.
[0015] Another object of the present invention is to pro-
vide a hydraulically driven vehicle, comprising: a first
drive wheel disposed at one of front and rear portions of
the vehicle; a second drive wheel disposed at the other
rear or front portion of the vehicle; first and second hy-
draulic motors for driving the respective first and second
drive wheels; a common hydraulic pump; and a hydraulic
circuit fluidly connecting the first and second hydraulic
motors in series to the hydraulic pump, smoothened in
straight-traveling thereof.
[0016] This object is achieved by a hydraulically driven
vehicle according to claim 8.
[0017] Therefore, during straight traveling of the vehi-
cle, even if the peripheral speed of the first drive wheel
is reduced relative to a set output of the first hydraulic
motor due to bad road condition, the peripheral speed of
the first drive wheel can be kept to be equal to the pe-
ripheral speed of the second drive wheel, or larger than
the peripheral speed of the second drive wheel, so that
the second drive wheel may be rotated according to ro-
tation of the first drive wheel, however, the first drive
wheel is hardly rotated according to rotation of the second
drive wheel, thereby canceling stiffness in straight
traveling caused by the phenomenon that peripheral
speeds of the first and second drive wheels alternately
exceed each other. However, due to this peripheral
speed setting of the first and second drive wheels, a suc-
tion port of the second hydraulic motor tends to be hy-
draulically depressed so as to reduce drive efficiency of
the second hydraulic motor. This problem is solved by
the check valve, which is disposed in the supply portion
of the hydraulic circuit for supplying fluid to the second
hydraulic motor so as to introduce fluid into the hydraulic
circuit from outside of the hydraulic circuit, thereby en-
suring a proper drive condition of the second hydraulic

motor. Further, by using this configuration, a drive mode
of the vehicle can be automatically switched between a
normal drive mode of the vehicle by substantially driving
only the first drive wheel and an emergency drive mode
of the vehicle by driving both the first and second drive
wheels when slipping of the first drive wheel is detected.
That is, if the vehicle has a pair of left and right first drive
wheels and a pair of left and right second drive wheels,
the vehicle can be configured so that a two-wheel drive
mode depending on driving the first drive wheels is set
for normal traveling of the vehicle, and a four-wheel drive
mode depending on driving the first and second drive
wheels is automatically set when slipping of the first
wheel or wheels is detected. Therefore, the vehicle can
save energy cost at its work of light-load traction and
reduce wear of tires of the first and second drive wheels.
[0018] Preferably, the hydraulic circuit is configured so
that fluid delivered from the hydraulic pump circulates in
the hydraulic circuit so as to pass the second hydraulic
motor after passing the first hydraulic motor. Therefore,
if the second drive wheel is stuck (in a ditch), or if the
vehicle weight applied on the first drive wheel exceeds
the vehicle weight applied on the second drive wheel
because of traveling of the vehicle on a slope, the first
hydraulic motor supplied with fluid from the hydraulic
pump prior to the second hydraulic motor can be effec-
tively driven so that, by driving the first drive wheel, the
vehicle can travel on the slop smoothly or escape from
being stuck.
[0019] Alternatively, preferably, the hydraulic circuit is
configured so that fluid delivered from the hydraulic pump
circulates in the hydraulic circuit so as to pass the first
hydraulic motor after passing the second hydraulic motor.
Therefore, if the first drive wheel is stuck (in a ditch), or
if the vehicle weight applied on the second drive wheel
exceeds the vehicle weight applied on the first drive
wheel because of traveling of the vehicle on a slope, the
second hydraulic motor supplied with fluid from the hy-
draulic pump prior to the first hydraulic motor can be ef-
fectively driven so that, by driving the second drive wheel,
the vehicle can travel on the slop smoothly or escape
from being stuck.
[0020] Preferably, a hydraulically driven vehicle com-
prises: a first drive wheel disposed at one of front and
rear portions of the vehicle; a pair of second steerable
drive wheels disposed at the other rear or front portion
of the vehicle; a first fixed displacement hydraulic motor
for driving the first drive wheel; a pair of second fixed
displacement hydraulic motors for driving the respective
second drive wheels; a common hydraulic pump for sup-
plying fluid to the first hydraulic motor and the pair of
second hydraulic motors; and a hydraulic circuit fluidly
connecting the first hydraulic motor and the pair of second
hydraulic motors in series to the hydraulic pump, and
fluidly connecting the second hydraulic motors to the hy-
draulic pump in parallel to each other. Peripheral speed
of the first drive wheel is set to be equal to peripheral
speeds of the second drive wheels, or to be slightly larger
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than peripheral speeds of the second drive wheels, dur-
ing straight traveling of the vehicle. The hydraulic circuit
includes a supply portion from which fluid is supplied to
the pair of second hydraulic motors. A check valve is
disposed in the supply portion so as to introduce fluid
into the hydraulic circuit from outside of the hydraulic cir-
cuit. The second fixed displacement hydraulic motors flu-
idly connected to the hydraulic pump in parallel to each
other require no link mechanism for moving swash plates
(or other displacement-setting members) of the second
hydraulic motors according to change of steered angles
of the second steerable drive wheels. Therefore, a drive
system for driving the second drive wheels can be simple,
compact, and economical. Further, due to the peripheral
speed setting of the first and second drive wheels, the
stiffness in straight traveling can be canceled. In this pe-
ripheral speed setting condition, the check valve can sup-
ply fluid to suction ports of the second hydraulic motors
which tend to be hydraulically depressed, thereby ensur-
ing proper drive condition of the second hydraulic motors.
Even while both the second hydraulic motors are fixed
in displacement, the peripheral speed setting of the first
and second drive wheels during straight traveling of the
vehicle causes the second steerable drive wheels to be
rotated according to rotation of the first drive wheel so
as to prevent drag of the second steerable drive wheels
during turning of the vehicle, whereby the vehicle can
turn as smoothly as a four-wheel drive vehicle set in a
two-wheel drive mode. Since both the second hydraulic
motors are fixed in displacement, the vehicle in turning
can obtain drive force which is substantially equal to that
ensured by a three-wheel drive mode, because the sec-
ond drive wheel disposed on the distal side of turning
circle of the vehicle is driven by pressure from the con-
tacting ground surface.
[0021] These, further and other objects, features and
advantages will appear more fully from the following de-
scription with reference to accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

Fig. 1 is a side view of a four-wheel drive lawn tractor
serving as a hydraulically driven vehicle according
to a first embodiment of the present invention.
Fig. 2 is a skeleton diagram showing a hydraulic cir-
cuit and a structure for driving front and rear transax-
les equipped on the vehicle of Fig. 1, wherein the
front transaxle incorporates a combination of a var-
iable displacement hydraulic motor and a fixed dis-
placement hydraulic motor.
Fig. 3 is a skeleton diagram showing a hydraulic cir-
cuit and a structure for driving front and rear transax-
les equipped on the vehicle of Fig. 1, wherein the
front transaxle incorporates a pair of fixed displace-
ment hydraulic motors.
Fig. 4 is a side view of a four-wheel drive lawn tractor

serving as a hydraulically driven vehicle according
to a second embodiment of the present invention.
Fig. 5 is a plan view of the vehicle of Fig. 4.
Fig. 6 is a skeleton diagram showing a hydraulic cir-
cuit and a structure for driving front and rear transax-
les of the vehicle of Figs. 4 and 5.
Fig. 7 is a side view of a four-wheel drive lawn tractor
serving as a hydraulically driven vehicle according
to an embodiment.
Fig. 8 is a plan view of the vehicle of Fig. 7.
Fig. 9 is a sectional rear view of the vehicle of Figs.
7 and 8.
Fig. 10 is a front view of the front transaxle for the
vehicles according to the first and second embodi-
ments, wherein the front transaxle incorporates the
combination of the variable displacement hydraulic
motor and the fixed displacement hydraulic motor.
Fig. 11 is a plan view of the front transaxle.
Fig. 12 is an enlarged sectional front view of a portion
of the front transaxle incorporating a motor assembly
and axles.
Fig. 13 is an enlarged sectional front view of the front
transaxle, showing a steerable casing thereof
Fig. 14 is a sectional front view of a motor casing
fitted into the front transaxle.
Fig. 15 is a sectional plan view of the motor casing.
Fig. 16 is a rear view of a portion of the front transaxle,
showing the motor casing.
Fig. 17 is a rearwardly perspective view of the motor
assembly to be disposed in the motor casing.
Fig. 18 is a front view partly in section of an inside
portion of a motor cover covering a rear opening of
the motor casing.
Fig. 19 is a fragmentary sectional side view of the
motor casing and the motor cover supporting shafts
for controlling displacement of the hydraulic motor.
Fig. 20 is a sectional side view of the motor casing,
the motor cover and a pipe connector block, showing
hydraulic passages for driving the hydraulic motor
therein.
Fig. 21 is plan view of the four-wheel lawn tractor
according to the second embodiment of the present
invention, employing a system for steering rear
wheels.
Fig. 22 is a rear view of the rear wheel steering sys-
tem of Fig. 21.
Fig. 23 is a rear view of another rear wheel steering
system.

DETAILED DESCRIPTION OF THE INVENTION

[0023] Referring to Figs. 1 and 2, description will be
given of a lawn tractor employing an Ackerman type front
wheel steering system, serving as a hydraulically driven
four-wheel drive vehicle according to a first embodiment
of the present invention. The lawn tractor has a vehicle
frame 3, which supports a rear transaxle 1 below a front
portion thereof. A bracket 4 is fixed onto a front bottom
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portion of vehicle frame 3. A front transaxle 2 is suspend-
ed from bracket 4 via a fore-and-aft horizontal center pin
5 so that left and right ends of front transaxle 2 are ver-
tically swingable. Rear transaxle 1 journals left and right
opposite axles 6, which project laterally outward from rear
transaxle 1 so as to be fixed at outer ends thereof to
respective center portions of rear wheels 7. Front
transaxle 2 journals left and right opposite axles 8, which
project laterally outward from front transaxle 2 so as to
be steerably and drivingly connected at outer ends there-
of to respective center portions of front wheels 9.
[0024] An engine 10 is vibro-isolatingly supported on
a front upper portion of vehicle frame 3 via vibro-isolating
rubbers or the like, and covered with a bonnet 11. A steer-
ing wheel 12 is extended upwardly rearward at a rear
end of bonnet 11, and a speed change pedal 13 is dis-
posed at the bottom portion of the rear end of bonnet 11.
Speed change pedal 13 is shaped like a seesaw such
as to have a front portion depressed for setting forward
traveling speed and a rear portion depressed for setting
backward traveling speed. Speed change pedal 13 is
linked to a speed change lever 14 pivoted on a casing of
rear transaxle 1. A rear cover 15 is mounted on a rear
upper portion of vehicle frame 3. A reservoir tank 28 is
disposed in rear cover 15. A driver’s seat 16 is mounted
on rear cover 15.
[0025] Engine 10 has a downwardly vertical output
shaft 10a on which pulleys 10b and 10c are fixed. An
input shaft 17 (serving as a pump shaft of a later-dis-
cussed hydraulic pump P) projects upward from the cas-
ing of rear transaxle 1. A belt 18 is interposed between
a pulley 17a fixed on input shaft 17 and pulley 10b on
engine output shaft 10a, so as to drivingly connect hy-
draulic pump P in rear transaxle 1 to engine 10. Further,
a cooling fan 17b is fixed on input shaft 17 so as to blow
cooling air to the casing of rear transaxle 1.
[0026] A mower 20 is vertically movably suspended
below vehicle frame 3 between front wheels 7 and rear
wheels 9. An input pulley 20b is disposed on a top of
mower 20. A belt 19 is interposed between pulley 10c on
engine output shaft 10a and input pulley 20b so as to
drivingly connect a rotary blade 20a in mower 20 to en-
gine 10.
[0027] Hydraulic pump P, and hydraulic motor M1 for
driving rear wheels 7 (axles 6) are disposed in the casing
of rear transaxle 1. On the other hand, a pair of hydraulic
motors M2 and M3 for driving respective left and right
front wheels 9 (axles 8) are disposed in a casing of front
transaxle 2. HST fluid pipes 23 and 26 including respec-
tive intermediate flexible hydraulic fluid hoses 23a and
26a are interposed between the casings of front and rear
transaxles 1 and 2 so as to constitute an HST circuit HC1
including hydraulic pump P and hydraulic motors M1, M2
and M3.
[0028] HST circuit HC1 will be described with reference
to Fig. 2. The casing of rear transaxle 1 has outwardly
opened HST fluid ports 1a and 1b, and the casing of front
transaxle 2 has outwardly opened HST fluid ports 2a and

2b. Pipe 23 including hose 23a is interposed between
ports 1a and 2a, and pipe 26 including hose 26a is inter-
posed between ports 1b and 2b.
[0029] In the casing of rear transaxle 1, a fluid passage
21 is interposed between hydraulic pump P and hydraulic
motor M1, a fluid passage 27 is interposed between hy-
draulic pump P and port 1b, and a fluid passage 22 is
interposed between hydraulic motor M1 and port 1a.
[0030] In the casing of front transaxle 2, hydraulic mo-
tor M2 is fixed in displacement, and hydraulic motor M3
is variable in displacement. In the casing of front transaxle
2, a fluid passage 24 is extended from port 2a toward
hydraulic motors M2 and M3, and a fluid passage 25 is
extended from port 2b toward hydraulic motors M2 and
M3. Fluid passage 24 bifurcates into a fluid passage 24a
connected to hydraulic motor M2 and a fluid passage 24b
connected to hydraulic motor M3. Fluid passage 25 bi-
furcates into a fluid passage 25a connected to hydraulic
motor M2 and a fluid passage 25b connected to hydraulic
motor M3.
[0031] In HST circuit HC1, hydraulic motor M1 of rear
transaxle 1 and the pair of hydraulic motors M2 and M3
of front transaxle 2 are connected in series to hydraulic
pump P. Hydraulic motors M2 and M3 in front transaxle
2 are fluidly connected to hydraulic pump P in parallel to
each other so as to be rotatable relative to each other
according to conditions of load or the like.
[0032] In HST circuit HC1, during forward traveling of
the vehicle, fluid delivered from hydraulic pump P flows
through fluid passage 21, hydraulic motor M1, hydraulic
passage 22, port 1a, pipe 23, port 2a, fluid passage 24,
the pair of hydraulic motors M2 and M3, fluid passage
25, port 2b, pipe 26, port 1b, and fluid passage 27, so as
to return to hydraulic pump P. In other words, during for-
ward traveling of the vehicle, pressurized fluid from hy-
draulic pump P is supplied to hydraulic motor M1 of rear
transaxle 1 before the pair of hydraulic motors M2 and
M3 of front transaxle 2. During backward traveling of the
vehicle, the fluid circulation route in HST circuit HC1 is
reversed, that is, pressurized fluid from hydraulic pump
P is supplied to the pair of hydraulic motors M2 and M3
of front transaxle 2 before hydraulic motor M1 of rear
transaxle 1.
[0033] Of course, forward traveling is more frequent
than backward traveling. It is now assumed that the cir-
culation route in HST circuit HC1 during each of forward
and backward travels is opposite to the above-mentioned
route. On the assumption, when the vehicle climbing over
a step is caught on the step and front wheels 9 are stuck,
hydraulic motor M1 of rear transaxle 1 cannot be supplied
with fluid through hydraulic motors M2 and M3 of front
transaxle 2, whereby rear wheels 7 also stop. For this
reason, the vehicle may stop every time it climbs over a
step. Considering this problem, actual HST circuit HC1
is constructed as mentioned above so that fluid from hy-
draulic pump P is supplied to hydraulic motor M1 before
hydraulic motors M2 and M3. Therefore, even if front
wheels are stuck, hydraulic motor M1 is supplied with
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fluid from hydraulic pump P so as to drive rear wheels 7,
thereby canceling the stuck condition of front wheels 9.
[0034] Additionally, a drive-mode setting valve may be
interposed across pipes 23 and 26 between transaxles
1 and 2. The drive-mode setting valve is opened so as
to complete connection between ports 1 a and 2a and
between ports 1b and 2b, thereby putting the vehicle into
a four-wheel drive mode where fluid from hydraulic pump
P circulates through hydraulic motors M1, M2 and M3.
The drive-mode setting valve is closed so as to shut off
ports 2a and 2b from ports 1a and 1b, and make a closed
fluid circuit between hydraulic pump P and hydraulic mo-
tor M1 isolated from hydraulic motors M2 and M3, thereby
putting the vehicle into a two-wheel drive mode where
only hydraulic motor M1 is driven by fluid supplied from
hydraulic pump P. The casings of transaxles 1 and 2 are
filled with fluid so as to form respective fluid sumps there-
in. The casing of rear transaxle 1 is provided with a drain
port 1c from which a drainpipe 29 is connected to reser-
voir tank 28. The casing of front transaxle 2 is provided
with a drain port 2c from which a drainpipe 30 is connect-
ed to reservoir tank 28. Therefore, reservoir tank 28 ab-
sorbs excessively expanded fluid in the respective fluid
sumps of transaxles 1 and 2.
[0035] Rear transaxle 1 incorporates a charge pump
33 for supplying fluid to HST circuit HC1. As shown in
Fig. 2, charge pump 33 is preferably driven together with
hydraulic pump P by input shaft 17 serving as the pump
shaft of hydraulic pump P. Charge pump 33 sucks fluid
from the fluid sump in the casing of rear transaxle 1
through a suction line 31 (having an oil filter 32 at its start
end). Alternatively, fluid to charge pump 33 may be in-
troduced from reservoir tank 28 out of rear transaxle 1.
[0036] In the casing of rear transaxle 1, a charge fluid
passage 34 is interposed between fluid passages 21 and
27 with hydraulic pump P therebetween, so as to charge
fluid from charge pump 33 to hydraulically depressed one
of fluid passages 21 and 27 via corresponding one of
check valves 35. Charge fluid passage 34 is connected
at a portion thereof between check valves 35 and 35 to
a hydraulic pressure control valve 36, so as to drain ex-
cessive pressurized fluid via hydraulic pressure control
valve 36 into the fluid sump in the casing of rear transaxle
1. Charge fluid passage 34 is also connected at the por-
tion thereof between check valves 35 to suction line 31
via a check valve 39, in parallel to charge pump 33. Check
valve 39 is opened when either fluid passage 21 or 27 is
hydraulically depressed to open corresponding check
valve 35 so as to absorb the suction port of charge pump
33 (suction line 31), thereby preventing cavitation in HST
circuit HC1 during straight travel of the vehicle.
[0037] In the casing of rear transaxle 1, a differential
gear unit 38 is disposed so as to differentially connect
axles 6 to each other. Distal ends of axles 6 project op-
positely laterally outward from the casing of rear transax-
le 1 so as to be fixed to respective rear wheels 7 (alter-
natively, rear wheels 7 may be steerably connected to
the distal ends of axles 6, as discussed later with refer-

ence to Fig. 23). In the casing of rear transaxle 1, a de-
celeration gear train 37 is interposed between a motor
shaft M1a of hydraulic motor M1 and differential gear unit
38. In this way, rear transaxle 1 drives hydraulic motor
M1 for driving both rear drive wheels 7 by pressurized
fluid supplied from hydraulic pump P. Hydraulic pump P
is provided with a movable swash plate Pa (see Fig. 2)
linked with a speed change lever 14 (see Fig. 1) pivoted
on the casing of rear transaxle 1. By depression of speed
change pedal 13, movable swash plate Pa is set in di-
rection and angle so as to set the fluid delivery direction
and amount of hydraulic pump P, thereby setting the ro-
tary direction and speed of rear wheels 7.
[0038] Description will now be given on peripheral
speed setting of rear wheels 7 and front wheels 9 de-
pending on the output rotary speed setting of hydraulic
motor M1 and the pair of hydraulic motors M2 and M3,
and design of HST circuit HC1 in correspondence to the
peripheral speed setting of wheels 7 and 9. In a general
manner, hydraulic motor M1 and hydraulic motors M2
and M3 would be set in output rotary speed so as to
equalize peripheral speeds of rear wheels 7 to those of
front wheels 9 during straight travel of the vehicle. How-
ever, if the setting is excessively strict, peripheral speed
difference between rear wheels 7 and front wheels 9 due
to road conditions causes stiff travel of the vehicle. That
is, on one occasion, the peripheral speeds of rear wheels
7 exceed those of front wheels 9 (i.e., the peripheral
speeds of front wheels 9 become lower than those cor-
responding to the set output of hydraulic motors M2 and
M3), so as to cause a condition where front wheels 9
rotate following rotation of rear wheels 7. On another oc-
casion, the peripheral speeds of front wheels 9 exceed
those of rear wheels 7 (i.e., the peripheral speeds of rear
wheels 7 become lower than those corresponding to the
set output of hydraulic motor M1), so as to cause a con-
dition where rear wheels 7 rotate following rotation of
front wheels 9.
[0039] Therefore, the output rotary speeds of hydraulic
motors M1, M2 and M3 are actually set so that, during
straight travel of the vehicle, peripheral speeds of rear
wheels 7 strictly exceed those of front wheels 9. Due to
this setting, front wheels 9 almost constantly rotate fol-
lowing rotation of rear wheels 7. Even if the slowing-down
degree of rear wheels 7 is considerably large (the pe-
ripheral speeds of rear wheels 7 is considerably reduced
to be lower than those corresponding to the set output
of hydraulic motor M1), peripheral speeds of rear wheels
7 is still larger than peripheral speeds of front wheels 9,
or equal to peripheral speeds of front wheels 9. Even if
the reduced peripheral speeds of rear wheels 7 become
lower than the peripheral speeds of front wheels 9, the
major case is that the peripheral speed difference be-
tween rear wheels 7 and front wheels 9 is still small so
that rear wheels 7 are rotated with a little assistance of
front wheels 9, and the difference of reduced peripheral
speeds of rear wheels 7 from peripheral speeds of front
wheels 9 hardly becomes sincerely large. Consequently,
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the vehicle is substantially prevented from stiffly
traveling.
[0040] However, due to the output speed setting of hy-
draulic motors M1, M2 and M3 for making peripheral
speeds of rear wheels 7 exceed peripheral speeds of
front wheels 9, i.e., for rotating front wheels 9 following
rotation of rear wheels 7, hydraulic motors M2 and M3
receive opposite torque from respective axles 8 so as to
act as pumps. Consequently, primary (suction) ports of
hydraulic motors M2 and M3 are hydraulically depressed.
This phenomenon remarkably happens during turning of
the vehicle, especially during sharp turning of the vehicle,
thereby causing cavitation in the HST circuit, and causing
hunting of the vehicle. Therefore, HST circuit HC1 in-
cludes a check valve disposed on the suction side fluid
passage of the pair of hydraulic motors M2 and M3 so
as to introduce fluid from the outside of HST circuit HC1
into HST circuit HC1. During forward travel of the vehicle,
the suction side fluid passage comprises fluid passages
22 to 24a and 24b between hydraulic motor M1 and the
pair of hydraulic motors M2 and M3. During backward
travel of the vehicle, the suction side fluid passage com-
prises fluid passages 21 to 25a and 25b between hydrau-
lic motor M1 and the pair of hydraulic motors M2 and M3
through hydraulic pump P. In the embodiment of Fig. 2,
in front transaxle 2, a check valve 40 is connected to fluid
passage 24a so as to introduce fluid from the fluid sump
in the casing of front transaxle 2 to the suction side fluid
passage of the pair of hydraulic motors M2 and M3 during
forward travel of the vehicle. An oil filter 40a is interposed
between check valve 40 and fluid passage 24a. On the
other hand, in rear transaxle 1, the above-mentioned
check valve 39 is provided for introducing fluid from the
fluid sump in the casing of rear transaxle 1 to the suction
side fluid passage of the pair of hydraulic motors M2 and
M3 during backward travel of the vehicle.
[0041] Alternatively, check valve 40 to be opened dur-
ing forward travel of the vehicle may be connected to
fluid passage 24 or 24b in front transaxle 2. Alternatively,
a check valve for absorbing fluid from the fluid sump in
the casing of rear transaxle 1 may be connected to fluid
passage 22 in rear transaxle 1 so as to have the same
effect as check valve 40. On the other hand, in stead of
check valve 39 in rear transaxle 1, a check valve may be
connected to fluid passage 25, 25a or 25b in front
transaxle 2 so as to introduce fluid from the fluid sump
in the casing of front transaxle 2 to the suction side fluid
passage of the pair of hydraulic motors M2 and M3 during
backward travel of the vehicle.
[0042] In association with the peripheral speed setting
such that peripheral speeds of rear wheels 7 exceed pe-
ripheral speeds of front wheels 9 during straight travel of
the vehicle, fluid circulates in HST circuit HC1 during for-
ward travel of the vehicle so as to flow from hydraulic
pump P to the pair of hydraulic motors M2 and M3 through
hydraulic motor M1. Therefore, during forward climbing
a slope, rear wheels 9 can be effectively rotated for
smooth climbing of the vehicle over a slope, because

hydraulic motor M1 for driving rear wheels 7 weighed
more than front wheels 9 is effectively supplied with fluid
from hydraulic pump P before the pair of hydraulic motors
M2 and M3 is supplied.
[0043] However, during forward descending a slope,
front wheels 9 weighed more than rear wheels 7 require
larger driving force than that for rear wheels 7. If the for-
ward descending on a slope is more important than the
forward ascending on a slope, the circulation route in
HST circuit HC1 may be reversed so that, during forward
travel of the vehicle, fluid from hydraulic pump P is sup-
plied to hydraulic motor M 1 through the pair of hydraulic
motors M2 and M3.
[0044] Due to the above output setting of hydraulic mo-
tors M1, M2 and M3 and construction of HST circuit HC1,
front wheels 9 receive driving forces from hydraulic mo-
tors M2 and M3 with the assistance of rotation of rear
wheels 7. Therefore, the vehicle can travel straight with-
out stiff movement, and the operation force required for
steering front wheels 9 can be lightened so as to enable
the vehicle to turn smoothly with the feeling of almost
two-wheel drive mode travel. It may be said that accel-
eration of the forward wheels during turning of the vehicle
is unnecessary. Due to this theory, as shown in Fig. 3,
both of the hydraulic motors in front transaxle 2 for driving
respective axles 8 may be fixed displacement hydraulic
motors M2. In this case, fixed displacement hydraulic mo-
tors M2 of front transaxle 2 are fluidly connected to com-
mon hydraulic pump P in parallel to each other, and in
series with hydraulic motor M1, so as to make peripheral
speeds of rear wheels 7 slightly exceed or equal to pe-
ripheral speeds of front wheels 9 during straight travel of
the vehicle. Check valve 40 is provided for introducing
fluid from the fluid sump in front transaxle 2 to the suction
side passage (in Fig. 3, fluid passage 24a) of the pair of
hydraulic motors M2 in HST circuit HC1. Due to this con-
struction, a later-discussed link mechanism for changing
the displacement of the hydraulic motor is unnecessary.
Referring to Figs. 4, 5 and 6, an Ackerman-type steering
lawn tractor serving as a four-wheel drive vehicle
equipped with a hydraulic transaxle according to a sec-
ond embodiment of the present invention will be de-
scribed. The lawn tractor has vehicle frame 3 supporting
a rear transaxle 101 at a rear portion thereof, and front
transaxle 2 at a front portion thereof. A pump unit 50 and
reservoir tank 28 are laterally juxtaposed and supported
by vehicle frame 3 just in front of rear transaxle 101. Pref-
erably, similar to the vehicle of Fig. 1, the present vehicle
includes bracket 4 fixed on a front end portion of vehicle
frame 3, and fore-and-aft horizontal center pin 5 pivoted
on bracket 4 for rotatably suspending front transaxle 2
therefrom. Rear transaxle 101 supports left and right ax-
les 6 whose outer ends are fixed to the center portions
of respective rear wheels 7 (alternatively, steerably con-
nected to respective rear wheels 7, as discussed later).
Front transaxle 2 supports left and right axles 8 to which
respective front wheels 9 (serving as steerable second
drive wheels) are vertically swingably and drivingly con-
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nected.
[0045] Engine 10 is vibro-isolatingly supported on ve-
hicle frame 3 via vibro-isolating rubbers or the like. Pulley
10b is fixed on output shaft 10a of engine 10. Input shaft
17 serves as the pump shaft of hydraulic pump P in the
casing of pump unit 50. Input shaft 17 projects upward
from a casing of pump unit 50 so as to be fixedly provided
thereon with pulley 17a. Belt 18 is interposed between
pulleys 10b and 17a so as to drivingly connect hydraulic
pump P to engine 10. Cooling fan 17b is fixed on input
shaft 17 above the casing of pump unit 50 so as to blow
cooling air to the casing of pump unit 50 and reservoir
tank 28 adjacent to the casing of pump unit 50. Pipes 51,
123 and 126, constituting a later-discussed HST circuit
HC2, and drainpipes 52, 129 and 30 connected to res-
ervoir tank 28 are partly disposed in an area blown by
cooling wind generated from cooling fan 17b so as to
enhance the effect of cooling fluid therein. Pump unit 50
also obtains the vibro-isolating effect of engine 10 against
vehicle frame 3. More specifically, pump unit 50 is vibro-
isolatingly supported together with engine 10 onto vehicle
frame 3. To get such vibro-isolating effect, engine output
shaft 10a may be coaxially and integrally rotatably con-
nected to input shaft 17, or single engine output shaft
10a may be extended so as to serve as input shaft 17 of
pump unit 50.
[0046] Variable displacement hydraulic pump P in
pump unit 50 is provided with movable swash plate Pa
linked to speed change lever 14 pivoted on the casing of
pump unit 50, and speed change lever 14 is linked to
speed change pedal 13. By depression of speed change
pedal 13, movable swash plate Pa is set in direction and
angle so as to set the fluid delivery direction and amount
of hydraulic pump P.
[0047] Mower 20 is disposed below vehicle frame 3
between front wheels 9 and rear wheels 7. Rotary blade
20a in mower 20 is drivingly connected to engine 10 via
power transmission means, e.g., a belt transmission,
such as the belt transmission of the vehicle shown in Fig.
1 including pulleys 10c and 20b and belt 19.
[0048] A duct 92 is extended rearward from mower 20
so as to send grass mowed by rotary blade 20a. Rear
transaxle 101 having no hydraulic pump is vertically and
laterally slimed. Such rear transaxle 101 is laterally ec-
centrically disposed toward one of left and right sides of
the vehicle (in this embodiment, leftward) so as to ensure
a large space for duct 92 on the other right or left side of
the vehicle (in this embodiment, right side). Therefore,
duct 92 can have such a large capacity as to prevent wet
grass from clogging therein.
[0049] Further, as shown in Fig. 5, pump unit 50 and
reservoir tank 28 are aligned in the fore-and-aft direction
on one of left and right sides of the vehicle along one
side surface of duct 92, so as to increase the capacity of
duct 92, and to compactly collect fluid pipes including
pipe 126. Cooling fan 17b fixed on a bottom end of input
shaft 17 of pump unit 50 blows upward cooling wind to
adjoining pump unit 50 and reservoir tank 28 and fluid

pipes so as to cool fluid therein. Additionally, as drawn
in phantom lines, input shaft 17 may be extended upward
from pump unit 50 so as to be provided thereon with
another cooling fan 17b for blowing downward cooling
wind. In this case, vehicle frame 3 is opened to lead the
downward cooling wind to pipes.
[0050] Hydraulic motor M1 for driving rear wheels 7
(axles 6) are disposed in the casing of rear transaxle 101.
On the other hand, a pair of hydraulic motors M2 and M3
for driving respective left and right front wheels 9 (axles
8) are disposed in the casing of front transaxle 2. An HST
fluid pipe 51 is interposed between pump unit 50 and rear
transaxle 101, an HST fluid pipe 123 between rear
transaxle 101 and front transaxle 2, and an HST fluid
pipe 126 between front transaxle 2 and pump unit 50,
thereby constituting HST circuit HC2. Pipes 123 and 126
may be provided at intermediate portions thereof with
flexible hoses, respectively, similar to fluid pipes 23 and
26 including flexible hoses 23a and 26a in the vehicle
according to the first embodiment as shown in Fig. 1.
[0051] HST circuit HC2 will be described with reference
to Fig. 6. The casing of pump unit 50 has outwardly
opened HST fluid ports 50a and 50b, the casing of rear
transaxle 101 has outwardly opened HST fluid ports 101a
and 101b, and the casing of front transaxle 2 has out-
wardly opened HST fluid ports 2a and 2b. Pipe 51 is
interposed between ports 50a and 101 a, pipe 123 is
interposed between ports 101b and 2a, and pipe 126 is
interposed between ports 2b and 50b. In the casing of
pump unit 50 incorporates common hydraulic pump P for
supplying fluid to hydraulic motors M1, M2 and M3. In
the casing of pump unit 50, a fluid passage 121a is ex-
tended from hydraulic pump P to port 50a, and a fluid
passage 127 from hydraulic pump P to port 50b. In the
casing of rear transaxle 101, a fluid passage 121b is ex-
tended from hydraulic motor M1 to port 101a, and a fluid
passage 122 from hydraulic motor M1 to port 101b. Fluid
passages 121a and 121b and pipe 51 constitute a fluid
passage 121 between hydraulic pump P and hydraulic
motor M1.
[0052] Similar to front transaxle 2 of the vehicle shown
in Fig. 1, in the casing of the present front transaxle 2,
fixed displacement hydraulic motor M2 for driving one
front wheel 9 and variable displacement hydraulic motor
M3 for driving the other front wheel 9 are disposed, fluid
passages 24, 24a and 24b are interposed between port
2a and the pair of hydraulic motors M2 and M3, and fluid
passages 25, 25a and 25b between port 2b and the pair
of hydraulic motors M2 and M3.
[0053] In HST circuit HC2, hydraulic motor M1 of rear
transaxle 101 and the pair of hydraulic motors M2 and
M3 of front transaxle 2 are connected in series to hydrau-
lic pump P. Hydraulic motors M2 and M3 in front transaxle
2 are fluidly connected to hydraulic pump P in parallel to
each other.
[0054] In HST circuit HC1, during forward traveling of
the vehicle, fluid delivered from hydraulic pump P flows
through fluid passage 121 (i.e., fluid passage 121 a, pipe
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51 and fluid passage 121b), hydraulic motor M1, hydrau-
lic passage 122, outwardly opened port 101b, pipe 123,
outwardly opened port 2a, fluid passage 24, the pair of
hydraulic motors M2 and M3, fluid passage 25, outwardly
opened port 2b, pipe 126, outwardly opened port 50b,
and fluid passage 127, so as to return to hydraulic pump
P. In other words, during forward travel of the vehicle,
pressurized fluid from hydraulic pump P is supplied to
hydraulic motor M1 of rear transaxle 1 before the pair of
hydraulic motors M2 and M3 of front transaxle 2. During
backward travel of the vehicle, the fluid circulation route
in HST circuit HC2 is reversed, that is, pressurized fluid
from hydraulic pump P is supplied to the pair of hydraulic
motors M2 and M3 of front transaxle 2 before hydraulic
motor M1 of rear transaxle 1.
[0055] Such circulation route of HST circuit HC2 is set
for the same reason as the circulation route setting of
HST circuit HC1 of the vehicle shown in Figs. 1 and 2
(and Fig. 3).
[0056] Additionally, a drive-mode setting valve for
switching drive mode of the vehicle between four-wheel
drive mode and two-wheel drive mode may be interposed
between hydraulic motor M1 and the pair of hydraulic
motors M2 and M3 in HST circuit HC2.
[0057] The casings of pump unit 50 and transaxles 1
and 2 are filled with fluid so as to form respective fluid
sumps therein. As shown in Fig. 6, the casing of pump
unit 50 is provided with a drain port 50c from which a
drainpipe 52 is connected to reservoir tank 28. The casing
of rear transaxle 101 is provided with a drain port 101c
from which a drainpipe 129 is connected to reservoir tank
28. The casing of front transaxle 2 is provided with drain
port 2c from which drainpipe 30 is connected to reservoir
tank 28. Therefore, reservoir tank 28 absorbs excessively
expanded fluid in the respective fluid sumps of pump unit
50 and transaxles 101 and 2. Pump unit 50 incorporates
charge pump 33 for supplying fluid to HST circuit HC2.
As shown in Fig. 6, charge pump 33 is preferably driven
together with hydraulic pump P by input shaft 17 serving
as the pump shaft of hydraulic pump P. Pump unit 50 is
provided with a charge pump port 50d. A charge pipe
131 including an intermediate oil filter 132 is interposed
between reservoir tank 28 and charge pump port 50d,
so as to introduce fluid from reservoir tank 28 to charge
pump 33.
[0058] In the casing of pump unit 50, charge fluid pas-
sage 34 is interposed between fluid passages 121a and
127 with hydraulic pump P therebetween, so as to charge
fluid from charge pump 33 to hydraulically depressed one
of fluid passages 121 and 127 via corresponding one of
check valves 35. Charge fluid passage 34 is connected
at a portion thereof between check valves 35 and 35 to
hydraulic pressure control valve 36, so as to drain ex-
cessive pressurized fluid via hydraulic pressure control
valve 36 into the fluid sump in the casing of pump unit
50. Check valve 39 for preventing cavitation is interposed
between charge fluid passage 34 and hydraulic pressure
control valve 36 so as to bypass one of check valves 35.

[0059] Similar to rear transaxle 1 of the vehicle shown
in Figs. 1 and 2, rear transaxle 101 incorporates differ-
ential gear unit 38 for mutually differentially connecting
axles 6, and deceleration gear train 37 interposed be-
tween motor shaft M1a of hydraulic motor M1 and differ-
ential gear unit 38.
[0060] As the vehicle shown in Figs. 1 and 2, the
present vehicle shown in Figs. 4, 5 and 6 has the same
relative peripheral speed setting of rear wheels 7 and
front wheels 9, and the same output rotary speed of hy-
draulic motor M1, M2 and M3 for ensuring the relative
peripheral speed setting of rear wheels 7 and front wheels
9. Further, similar to HST circuit HC1, HST circuit HC2
is provided with check valves for compensation of fluid
reduced by the output rotary speed setting of hydraulic
motors M1, M2 and M3. More specifically, peripheral
speeds of rear wheels 7 exceed or are equal to peripheral
speeds of front wheels 9 during straight travel of the ve-
hicle. A check valve for introducing fluid into HST circuit
HC2, e.g., check valve 40 in front transaxle 2 as shown
in Fig. 6, is connected to the suction side fluid passage
of the pair of hydraulic motors M2 and M3. Alternatively,
the vehicle of Figs. 4, 5 and 6 with HST circuit HC2 may
be provided with fixed displacement hydraulic motors M2
serving as the pair of hydraulic motors in front transaxle
2, similar to that shown in Fig. 3.
[0061] Referring to Figs. 7, 8 and 9, an Ackerman-type
steering lawn tractor serving as a four-wheel drive vehicle
equipped with a hydraulic transaxle will be described. In
the present lawn tractor, pump unit 50 incorporating hy-
draulic pump P is separated from rear transaxle 101 in-
corporating hydraulic motor M1, similar to those in the
lawn tractor of the second embodiment. The different
point of the present vehicle from the vehicle of the second
embodiment is that a duct 192 is extended rearward from
mower 20 at the lateral center of the vehicle. Separated
pump unit 50 and rear transaxle 101 are so compact as
to be distributed on vehicle frame 3 while ensuring suffi-
cient capacity in duct 192. In the present embodiment,
pump unit 50 and reservoir tank 28 are laterally juxta-
posed on vehicle frame 3 just in front of duct 192, and
rear transaxle 101 is supported on vehicle frame 3 just
above a fore-and-aft intermediate portion of duct 192.
Cooling fan 17b fixed on a bottom end of input shaft 17
of pump unit 50 blows upward cooling wind to adjoining
pump unit 50 and reservoir tank 28 and fluid pipes so as
to cool fluid therein. Additionally, as drawn in phantom
lines, input shaft 17 may be extended upward from pump
unit 50 so as to be provided thereon with another cooling
fan 17b for blowing downward cooling wind. In this case,
vehicle frame 3 is opened to lead the downward cooling
wind to pipes. Rear transaxle 101 may be disposed on
vehicle frame 3 in front or rear of pump unit 50. Especially,
as shown in Fig. 7, rear transaxle 101 may be disposed
so as to have a bottom surface thereof sloped along a
sloped upper surface of duct 192, thereby approaching
pump unit 50 and reducing a dead space. This is appro-
priate for a small size vehicle. Another effect of rear
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transaxle 101 disposed at such a high position on vehicle
frame 3 is that a space in rear cover 15 can be used for
locating a portion of rear transaxle 101 projecting upward
from vehicle frame 3.
[0062] Rear transaxle 101 has left and right rear-
wheel-driving output shafts 106 which are differentially
connected to each other by differential gear unit 38 and
extended oppositely outward from the casing of rear
transaxle 1. As shown in Figs. 8 and 9, left and right chain
casings 108 are disposed at left and right outsides of duct
192. Outer ends of output shafts 106 are inserted into
upper portions of respective chain casings 108, and
sprockets 106a are fixed on the outer ends of respective
output shafts 106 in respective chain casings 108. When
viewed in front or rear, left and right output shafts 106
and chain casings 108 look like a gate. Left and right rear
wheels 7 has respective axles 107 extended laterally
proximally of the vehicle. Axles 107 are inserted into low-
er portions of respective chain casings 108, and sprock-
ets 107a are fixed on the proximal ends of respective
axles 107 in respective chain casings 108. In each of
chain casings 108, a chain 109 is interposed between
sprockets 106a and 107a so as to transmit the driving
force of output shaft 106 to axle 107, thereby driving left
and right rear wheels 7.
[0063] A drive system of the present vehicle is repre-
sented by the description of drive system of the vehicle
according to the second embodiment with reference to
Fig. 6, except that the chain transmissions are interposed
between differential gear unit 38 and respective rear
wheels 7. Alternatively, both the hydraulic motors in front
transaxle 2 may be fixed displacement hydraulic motors
M2.
[0064] Front transaxle 2 incorporating fixed displace-
ment hydraulic motor M2 and variable displacement hy-
draulic motor M3 will be described with reference to Figs.
1, 2 and 4 to 20.
[0065] Referring to a casing structure of front transaxle
2, as shown in Figs. 10 to 12, a motor casing 201 is
disposed between left and right axle casings 203, and
detachably attached to each axle casing 203. Axle cas-
ings 203 incorporate respective axles 8. A spacer may
be interposed between motor casing 201 and any of axle
casings 203, if a tread between front wheels 9 has to be
lengthened. Kingpin casings 204 are fixed on distal ends
of respective axle casings 203, extended laterally out-
wardly downward at kingpin angles, and inserted into re-
spective steerable casings 205. Steerable casings 205
are rotatable centered on the axes of respective kingpin
casings 204.
[0066] As shown in Figs. 11 and 15, motor casing 201
is opened at a rear end thereof. A motor cover 202, onto
which a assembly of hydraulic motors M2 and M3 (motor
assembly) are attached as shown in Fig. 17, is fitted to
the rear end of motor casing 201 so as to cover the rear
opening of motor casing 201, thereby setting hydraulic
motors M2 and M3 in motor casing 201. Motor casing
201 can be removed from motor casing 202 so as to

easily take out the assembly of hydraulic motors M2 and
M3 from motor casing 201, thereby facilitating mainte-
nance of hydraulic motors M2 and M3.
[0067] The motor assembly will be described with ref-
erence to Figs. 14, 15, 17 and others. Each of hydraulic
motors M2 and M3 comprises: a horizontal motor shaft
61 to be drivingly connected to corresponding axle 8; a
cylinder block 62 which is rotatable together with motor
shaft 61 centered on the axis of motor shaft 61; and hor-
izontal pistons 63 reciprocally slidably fitted in respective
cylinder holes of cylinder block 62 around motor shaft
61. Cylinder blocks 62 of hydraulic motors M2 and M3
are slidably rotatably fitted onto a center section 60 dis-
posed between cylinder blocks 62.
[0068] As best shown in Figs. 12, 17 and 20, a pair of
parallel fluid passages 60a and 60b are bored in center
section 60 so as to be extended in the fore-and-aft direc-
tion and opened rearward. Fluid passages 60a and 60b
serve as respective fluid passages 24 and 25 in each of
HST circuit HC1 shown in Fig. 2 and HST circuit HC2
shown in Fig. 6. As best shown in Figs. 15 and 20, a pair
of kidney ports 60c and 60d laterally penetrate center
section 60 so as to be opened at left and right ends thereof
to the cylinder holes of respective cylinder blocks 62.
Fluid passage 60a is connected to kidney port 60c, and
fluid passage 60b to kidney port 60d. Therefore, kidney
port 60c serves as bifurcating fluid passages 24a and
24b, and kidney port 60d serves as bifurcating fluid pas-
sages 25a and 25b. Center section 60 is penetrated be-
tween kidney ports 60c and 60d by a laterally horizontal
shaft hole 60e, into which proximal end portions of motor
shafts 61 are slidably rotatably fitted. Further, a fluid drain
passage 60f is bored in center section 60. Fluid drain
passage 60f is opened at one end thereof to a portion of
shaft hole 60e between the proximal ends of motor shafts
61, and be opened at the other end thereof outward from
center section 60 to the fluid sump in motor casing 201,
thereby fluidly connecting shaft hole 60e to the fluid sump
in motor casing 201. As shown in Fig. 14, in shaft hole
60e, a bush 61 a (or a needle bearing) is interposed be-
tween center section 60 and motor shafts 61 so as to
reduce frictional resistance to motor shafts 61, thereby
improving mechanical efficiency of rotation of motor
shafts 61.
[0069] As shown in Figs. 12, 14, 15 and 17, each of
hydraulic motors M2 and M3 has a thrust bearing 64
pressed against heads of pistons 63. Thrust bearing 64
of fixed displacement hydraulic motor M2 is positionally
fixed in a fixed swash plate support 65, thereby serving
as a fixed swash plate (hereinafter referred to as "fixed
swash plate 64"). Some fixed swash plate supports 65
having different slant angles may be prepared for optional
setting of slant angle fixed swash plate 64 of hydraulic
motor M2. Variable displacement hydraulic motor M3 has
a movable swash plate 67, which is rotatably supported
by a movable swash plate support 66 so that its tilt angle
relative to movable swash plate support 66 can be
changed. Thrust bearing 64 of hydraulic motor M3 is in-
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tegrally assembled in movable swash plate 67.
[0070] To fix the motor assembly to an inside (front)
surface of motor cover 202, as best shown in Fig. 17,
bolts 68 project rearward from rear end surfaces of re-
spective swash plate supports 65 and 66. A bolt hole 60g
is bored in center section 60 and opened at the rear end
surface of center section 60. Swash plate supports 65
and 66 are fastened to motor cover 202 by bolts 68, and
center section 60 is fastened to motor cover 202 by a
bolt 96 (see Fig. 18) screwed into bolt hole 60g. Addi-
tionally, a knock pin 69 for locating motor cover 202
projects rearward from the rear end surface of center
section 60.
[0071] As best shown in Fig. 15, rearwardly opened
front joggle holes are bored in a front wall of motor casing
201. Forwardly opened rear joggle holes are bored in
center section 60 and swash plate supports 65 and 66,
respectively. When the motor assembly is inserted into
motor casing 201, the rear joggle holes of center section
60 and swash plate supports 65 and 66 coincide to the
respective front joggle holes of motor casing 201 with
respective joggles 93 fitted between the coinciding front
and rear joggle holes, thereby retaining center section
60 and swash plate supports 65 and 66 to motor casing
201 onto the front wall of motor casing 201. In this state,
motor cover 202 is fitted to motor casing 201 so as to
cover the rear opening of motor casing 201. Then, bolts
95 are screwed forward together with motor cover 202
into motor casing 201, thereby completing setting of the
motor assembly.
[0072] Motor cover 202 with the motor assembly in mo-
tor casing 201 is fixedly provided with a pipe coupling
block 70 on the rear surface thereof just in rear of center
section 60. Pipe coupling block 70 is bored by fluid pas-
sages 70c and 70d, which are opened to respective fluid
passages 60a and 60b via respective fluid passages
202a and 202b penetrating motor cover 202. Pipe cou-
plings 70a and 70b are disposed at outer ends of respec-
tive fluid passages 70c and 70d, and project outward
from pipe coupling block 70. Pipe couplings 70a and 70b
serve as fluid ports 2a and 2b of each of HST circuits
HC1 and HC2 shown in Figs. 2 and 6. The series of fluid
passages 70c, 202a and 60a serves as fluid passage 24.
The series of fluid passages 70d, 202b and 60b serves
as fluid passage 25.
[0073] In comparison with the case where pipe cou-
plings 70a and 70b are directly attached to motor cover
202, pipe coupling block 70 with pipe couplings 70a and
70b is advantageous in increasing angle variation of pipe
couplings 70a and 70b relative to fluid passages 60a and
60b and the like serving as fluid passages 24 and 25.
Therefore, pipe coupling block 70 with pipe couplings
70a and 70b can be designed so that angles of pipes 23
(or 123) and 26 (or 126) coupled to respective pipe cou-
plings 70a and 70b are optimized in relation to a later-
discussed linkage for controlling the swash plate of hy-
draulic motor M3.
[0074] Alternatively, pipe coupling block 70 may be

separated from motor cover 202 and supported on vehi-
cle frame 3 or the like, so as to have pipes between pipe
coupling block 70 and motor cover 202.
[0075] As shown in Figs. 11, 15 and 16, a pipe coupling
71, serving as drain port 2c of each of HST circuits HC1
and HC2 shown in Figs. 2 and 6, projects from the rear
end surface of motor cover 202 adjacent to pipe coupling
block 70 so as to be connected to reservoir tank 28 via
drainpipe 30. As shown in Fig. 18, a drain hole 202c is
bored through motor cover 202 between pipe coupling
71 and the fluid sump in motor casing 201. Therefore,
excessively expanded fluid in the fluid sump in motor
casing 201 can be drained to reservoir tank 28. Pipe cou-
pling 71 is disposed in a space behind fixed displacement
hydraulic motor M2, where the linkage for controlling the
displacement of hydraulic motor M3 is not disposed.
[0076] As shown in Fig. 20, above-mentioned check
valve 40 is disposed in center section 60 so as to be
connected to kidney port 60c serving as a part of fluid
passage 24 (and fluid passages 24a and 24b) which is
hydraulically higher-pressurized in each of HST circuits
HC1 and HC2 during forward travel of the vehicle. If kid-
ney port 60c, i.e., fluid passage 24 is hydraulically de-
pressed, check valve 40 is opened to introduce fluid from
the fluid sump in motor casing 201 into fluid passage 24.
Check valve 40 is provided with an oil filter 40a interposed
between check valve 40 and kidney port 60c. The linkage
for controlling the displacement of hydraulic motor M3
will be described. As shown in Figs. 15, 16 and 17, a
fore-and-aft horizontal swash plate pivot shaft 73 is piv-
oted onto motor cover 202 in rear of hydraulic motor M3.
In motor casing 201, an inner arm 74 is fixed on an inner
(front) end of swash plate pivot shaft 73 and engages
with movable swash plate 67 of hydraulic motor M3. In
motor casing 201, a spring 75 is wound around swash
plate pivot shaft 73 so as to return swash plate pivot shaft
73 and inner arm 74 to their initial position (that is, the
swash plate angle setting position during straight travel
of the vehicle).
[0077] As shown in Figs. 18 and 19, inner arm 74 has
a projection 74a fitted to swash plate 67. A pushpin 74b
projects from inner arm 74. One end of spring 75 is con-
stantly pressed against an inner surface of a wall of motor
casing 202 so as to be retained. During turning of the
vehicle, inner arm 74 is rotated for changing the displace-
ment of hydraulic motor M3 so that pushpin 74b pushes
the other end of spring 75 away from the retained end of
spring 75, whereby spring 75 generates biasing force for
returning inner arm 74 to the initial position. A stopper
pin 76 is planted into a wall of motor casing 202 so as to
abut against inner arm 74 disposed at the initial position.
Stopper pin 76 is an eccentric pin, which is usually fas-
tened to motor casing 202 by a nut 76b. By loosening
nut 76b and revolving stopper pin 76 around its center
axis portion 76a, the relative position of stopper pin 76
to inner arm 74 can be adjusted so as to adjust the initial
position of inner arm 74 and swash plate pivot shaft 73,
thereby canceling positional error of inner arm 74 and
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swash plate pivot shaft 73 relative to the initial slant angle
position of swash plate 67.
[0078] As shown in Figs. 11, 15, 16 and 18, a camshaft
80 is disposed in parallel to swash plate pivot shaft 73,
and pivoted onto motor cover 202 on one of left and right
sides of swash plate pivot shaft 73 (preferably, leftwardly
or rightwardly outward from hydraulic motor M3) adjacent
to swash plate pivot shaft 73. A cam plate 81 is fixed on
an outer (rear) end of camshaft 80 on the outside of (in
rear of) motor cover 202. Cam plate 81 has a pair of cam
profiles 81a above camshaft 80. An upper edge of cam
plate 81 between cam profiles 81a is disposed horizon-
tally when cam plate 81 is disposed at the initial position.
On the outside (in rear) of motor cover 202, an outer arm
77 is fixed on an outer (rear) end of swash plate pivot
shaft 73. A pressure plate 78 is fixed on outer arm 77 so
as to be pressed at a bottom edge thereof against the
upper edge of cam plate 81.
[0079] Pressure plate 78 is fastened to outer arm 77
so as to be shiftable relative to outer arm 77, so that,
when cam plate 81 is disposed at the initial position, the
bottom edge of pressure plate 78 is disposed horizontally
to abut against the upper edge of cam plate 81 regardless
of the initial position of swash plate pivot shaft 73 with
inner and outer arms 74 and 77 adjusted by stopper pin
76. In this regard, outer arm 77 is bored by a pair of bolt
holes. One of the bolt holes is disposed toward a tip of
outer arm 77, and the other toward a basal end of outer
arm 77. As shown in Fig. 16, a pair of bolts 79 screwed
into the respective bolt holes of outer arm 77 are passed
through respective slots 78a and 78b bored in pressure
plate 78. Nuts are screwed on respective bolts 79 so as
to fasten outer arm 77 and pressure plate 78 together.
By loosening the nuts and adjusting positions of bolts 79
in slots 78a and 78b, the position of pressure plate 78
relative to outer arm 77 can be adjusted. Due to this con-
struction, the present linkage for controlling the displace-
ment of hydraulic motor M3 can be adapted to various
vehicles having different steering angle settings.
[0080] Cam plate 81 is extended downward from cam-
shaft 80. An acceleration rod 82 is pivotally connected
at one end thereof to a bottom end of downwardly ex-
tended cam plate 81. Acceleration rod 82 is pivoted at
the other end thereof onto one of left and right steerable
casings 205. Preferably, the other end of acceleration
rod 82 is pivoted onto a pivot pin 83 (as best shown in
Figs. 10 and 11), which is planted into a wall of steerable
casing 205 supporting front wheel 9 drivingly connected
to variable displacement hydraulic motor M3. In this way,
steered steerable casings 205 are rotated leftward or
rightward centered on respective kingpin casings 203 so
as to push or pull acceleration rod 82, thereby swinging
the bottom end of cam plate 81 leftward or rightward.
Accordingly, the upper edge of cam plate 81 is slanted
so that one of cam profiles 81a rises to push up pressure
plate 78. Consequently, outer arm 77 are rotated upward
so as to integrally rotate swash plate pivot shaft 73 and
inner arm 74, thereby reducing the tilt angle of swash

plate 67 of hydraulic motor M3.
[0081] As shown in Figs. 10 and 11, acceleration rod
82 has an intermediate spline collar 82a so as to be tel-
escoped in correspondence to the above-mentioned
tread adjustment by interposition of a spacer between
motor casing 201 and any of axle casings 203.
[0082] In this way, the cam system including cam plate
81 and pressure plate 78 abutting against each other,
and arms 77 and 74 connected to pressure plate 78 so
as to rotate integrally with movable swash plate 67 con-
stitute the linkage for moving swash plate 67 of hydraulic
motor M3 according to lateral rotation of steerable cas-
ings 205 during turning of the vehicle. The linkage is dis-
posed on the outer surface of motor cover 202 in rear of
variable displacement hydraulic motor M3. Pipe coupling
block 70 is disposed on the outer surface of motor cover
202 in rear of the portion between hydraulic motors M2
and M3 adjacent to the linkage.
[0083] It is now assumed that both the hydraulic motors
in front transaxle 2 are variable displacement hydraulic
motors M3. The linkage must have a cam system for
converting the push-and-pull movement of a rod for the
lateral rotation of steerable casings 205 into rotation of
movable swash plates 67 of both hydraulic motors M3.
Therefore, the linkage must be complicated and large so
as to substantially entirely cover the outer surface of mo-
tor cover 202 (the rear surface of front transaxle 2) in the
left-and-right direction. Accordingly, a port member hav-
ing ports for fluidly connecting both hydraulic motors M3
to hydraulic pump P and motor M1 (such as pipe coupling
block 70) has to be disposed on a surface of rear transax-
le 2, which is different from the outer surface of motor
cover 202. For instance, the port member has to be at-
tached to the front surface of front transaxle 2 opposite
to the outer surface of motor cover 202. Pipes to be con-
nected to the port member have to be extended along or
beyond motor casing 201. However, in front transaxle 2
of the present embodiment, one of the pair of hydraulic
motors therein is fixed displacement hydraulic motor M2.
The linkage for angle controlling of movable swash plate
67 does not have to be disposed on the outer (rear) sur-
face of motor cover 202 in rear of hydraulic motor M2 or
in rear of the portion between hydraulic motors M2 and
M3, thereby ensuring a space in rear of the rear surface
of front transaxle 2 for attaching pipe coupling block 70
and drain pipe coupling 71. Due to pipe coupling block
70 disposed at this position, pipes connected to front
transaxle 2 from rear transaxle 1 (or from pump unit 50
and front transaxle 101) are streamlined so as to increase
fluid circulation efficiency, and to reduce interference
thereof with other parts or members.
[0084] A drive train from each motor shaft 61 to corre-
sponding front wheel 9 will be described. As shown in
Fig. 12, motor shaft 61 of each of hydraulic motors M2
and M3 freely rotatably passes through thrust bearing 62
and swash plate support 65 or 66 so as to be connected
to coaxial axle 8 supported in axle casing 203. Facing
ends of motor shaft 61 and axle 8 are spline-fitted into a
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bush 85 disposed in a proximal end portion of axle casing
203 from opposite openings of bush 85, whereby coaxial
motor shaft 61 and axle 8 are integrally rotatably con-
nected to each other. Alternatively, single motor shaft 61
may be extended into axle casing 203 so as to serve as
axle 8.
[0085] As best shown in Fig. 13, a bevel gear shaft 86
is journalled by a distal end portion of axle casing 203.
A distal end of axle 8 and a proximal end of bevel gear
shaft 86 are spline-fitted into bush 85 disposed in the
distal end portion of axle casing 203 from opposite open-
ings of bush 85, wherein coaxial axle 8 and bevel gear
shaft 86 are integrally rotatably connected to each other.
The distal end portion of axle casing 203 projects into
kingpin casing 204, so that a distal end of bevel gear
shaft 86, formed thereon with a bevel gear 86a, projects
from axle casing 203 into an upper portion of kingpin
casing 204. A kingpin center shaft 87 is rotatably passed
through the downwardly extended portion of kingpin cas-
ing 204. A bevel gear 87a is fixed on a top of kingpin
center shaft 87 in the upper portion of kingpin casing 204,
so as to mesh with bevel gear 86a.
[0086] A top opening of kingpin casing 204 facing the
inner space of kingpin casing 204, in which meshing bev-
el gears 86a and 87a are disposed, is wide so as to be
adapted for economically forming kingpin casing 204 by
die casting. Further, the wide opening facilitates easy
and accurate forming of bearing grooves in the inner wall
surface of kingpin casing 204. The opening is closed by
a grommet after the bevel gears and others are com-
pletely disposed in kingpin casing 204.
[0087] The downwardly extended portion of kingpin
casing 204 is inserted into steerable casing 205. Steer-
able casing 205 relatively rotatably supports the down-
wardly extended portion of kingpin casing 204 therein
with bearings. In other words, steerable casing 205 is
laterally rotatable around kingpin casing 204. Kingpin
center shaft 87 is extended downward from a bottom end
of kingpin casing 204, and fixedly provided on a bottom
end thereof with a bevel gear 87b in steerable casing 205
below kingpin casing 204. Bevel gear 87b is journalled
by a bottom portion of steerable casing 205.
[0088] A bearing cover support portion 205a is formed
on a lateral distal end of steerable casing 205 so as to
journal a proximal end of a center axis shaft 9a of front
wheel 9 in a center hole thereof. A diametrically large
bevel gear 89 is fixed on center axis shaft 9a and meshes
with bevel gear 87b. A bearing cover 206 is fastened to
bearing cover support portion 205a so as to cover bevel
gear 89. Center axis shaft 9a is extended distally outward
from bevel gear 89 so as to be pivoted onto bearing cover
206 via bearings, and further extended distally outward
from bearing cover 206 so as to be connected at a distal
end thereof to front wheel 9.
[0089] In this way, front wheels 8 can be steered by
rotating steerable casing 205 around kingpin casing 204
while receiving the output force of respective hydraulic
motors M2 and M3 through respective motor shafts 61,

axles 8 and kingpin center shafts 87.
[0090] As mentioned above, the entire casing of front
transaxle 2 is formed by joining motor casing 201 (with
motor cover 202), left and right axle casings 203, kingpin
casings 204, steerable casings 205 and bearing covers
206 to one another. A bearing for journalling a shaft is
disposed at a junction between any adjoining casings of
rear transaxle 2. The bearing is provided with no oil seal.
In this regard, lube (also used as operation fluid for the
HST) filled in motor casing 201, axle casings 203, kingpin
casings 204, steerable casings 205 and bearing covers
206 can freely pass among these casings and covers.
The costs for oil seals are saved. Oiling ports to fill entire
front transaxle 2 with fluid (lube) can be reduced, and
even only a single oiling port can be provided. Further,
the total amount of fluid and the total surface area of
hydraulic devices are increased so as to suppress heat-
ing of the hydraulic devices, thereby improving the hy-
draulic devices in endurance and mechanical efficiency.
[0091] The linkage from steering wheel 12 to steerable
casing 205 will be described with reference to Figs. 2 and
21. A steering link bracket 207 is fixed on one of steerable
casings 205 so as to cover the top surface of this steer-
able casing 205. Preferably, steerable casing 205 having
no acceleration rod 82 connected thereto is provided with
steering link bracket 207, so as to prevent steering link
bracket 207 from interfering with acceleration rod 82 and
the like. A drag rod 90 is extended in parallel to an outer
side surface of vehicle frame 3, and pivotally connected
at a front end thereof to steering link bracket 207. A gear-
box 12b is provided on a bottom end of a stem 12a (see
Fig. 2) of steering wheel 12, and an arm 12c is fore-and-
aft rotatably attached onto an output end of gearbox 12b.
Drag rod 90 is pivotally connected at a rear end thereof
to a free tip of arm 12c. Drag rod 90 may be replaced
with a hydraulic power steering cylinder. Preferably, drag
rod 90 or the hydraulic power steering cylinder is dis-
posed substantially in parallel to vehicle frame 3.
[0092] As best shown in Figs. 10 and 11, steering cas-
ing 205 on variable displacement hydraulic motor M3 side
and steering casing 205 on fixed displacement hydraulic
motor M2 are connected to each other via tie rod 84 so
as to be laterally rotatable substantially integrally with
each other. An end of tie rod 84 toward steering casing
205 on variable displacement hydraulic motor M3 side is
pivoted onto pivot pin 83. Preferably, pivot pin 83 is
stepped so that upper and lower portions of pivot pin 83,
onto which accelerator rod 82 and tie rod 84 are pivotally
connected respectively, have different diameters. In this
way, ends of accelerator rod 82 and tie rod 84 are pivoted
on common pivot pin 82, so as to save the parts count,
and to prevent rods 82 and 84 from intercrossing each
other hindering their own movement and movement of
steerable casing 205.
[0093] Referring to Figs. 1, 16, 20 and others, a struc-
ture for supporting front transaxle 2 onto vehicle frame 3
will be described. Upright stays 201a are disposed at
optimal positions (e.g., four stays 201a are disposed at
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the front, rear, right and left) on a top surface of motor
casing 201, and a center pin boss member 200 is mount-
ed over all stays 201 a. Center pin boss member 200
includes a horizontal plate portion 200a, which is inte-
grally formed at the lateral center portion thereof with a
fore-and-aft axial boss portion 200b. Four corners of plate
portion 200a are screwed onto respective stays 201 a.
Center pin 5 is freely rotatably passed through a boss
hole of boss portion 200b.
[0094] Some different designed center pin brackets
200 are prepared, and one corresponding to relative pivot
positions of front transaxle 2 in a vehicle is selected to
be fastened to stays 201 a of motor casing 201. There-
fore, front transaxle 2 can be standardized for various
designed vehicles. Center pin 5 is journalled at front and
rear ends thereof by front axle bracket 4 fixed on the front
end of vehicle frame 3. Front axle bracket 4 comprises
a pair of left and right vertical side plates 4a, a vertical
rear plate 4b connecting side plates 4a to each other, a
front plate 4c, and a horizontal plate 4d connected be-
tween rear and front plates 4b and 4c.
[0095] Each of left and right side plates 4a has bolt
holes 4h bored in a rear end portion thereof. Bolts are
passed through bolt holes 4h of left and right side plates
4a so as to fasten left and right side plates 4a onto front
end portions of respective left and right side plate portions
of vehicle frame 3, thereby fixing front axle bracket 4 onto
the front end portion of vehicle frame 3. Center pin 5
passed through center pin bracket 5 is journalled at the
rear end portion by rear plate 4b, and at the front end
portion by front plate 4c. Therefore, front transaxle 2 is
swingably supported. Flexibility of hydraulic fluid hoses
23a and 26a permits the swing of front transaxle 2.
[0096] In this state, horizontal plate 4d covers the top
of motor casing 201 disposed in front of the front end of
vehicle frame 3. A pair of left and right stoppers 4e are
hung down from the bottom surface of horizontal plate
4d. The position where one of stoppers 4e abuts against
the top of plate portion 200a of center pin bracket 200
fixed on front transaxle 2 is defined as the limit swing
position of front transaxle 2 centered on center pin 5.
Stoppers 4e also serve as ribs for reinforcing horizontal
plate 4d.
[0097] Further, horizontal plate 4d is at a lower degree
than the top of the front end of vehicle frame 3. An engine
muffler 10d is mounted on horizontal plate 4d, so as to
be covered at a rear portion thereof with rear plate 4b,
and at left and right end portions thereof with left and
right side plates 4a. In this way, a suitable space for ef-
ficient radiation of engine muffler 10d is ensured in front
axle bracket 4. Further, horizontal plate 4d protects front
transaxle 2 from the heat radiated from engine muffler
10d.
[0098] As shown in Fig. 20, front ends of left and right
side plates 4a are extended upwardly forward so as to
serve as bonnet brackets 4f for supporting a pivot shaft
for opening and closing bonnet 11. The pivot shaft is
passed through holes 4g formed in bonnet brackets 4f.

A rear end of bonnet 11 can be rotated upward centered
on the pivot shaft so as to open engine 10 mounted on
vehicle frame 3. Front axle bracket 4 can be fastened by
bolts, or joined by welding, to a front end of a vehicle
frame for a two-wheel drive vehicle, thereby platforming
the vehicle frame for both two-wheel drive vehicles and
four-wheel drive vehicles.
[0099] A part of each side plate 4a adjacent to corre-
sponding bonnet bracket 4f is cut off and bent laterally
inward of the vehicle so as to form a spring stay 4j, onto
which an end of a spring for biasing bonnet 11 to its initial
closed position is connected.
[0100] As shown in Figs. 1, 4 and 7, mower lifting cra-
dles 91 are extended downward from front ends of re-
spective side plates 4a so as to guide the vertical move-
ment of mower 20. Link rods 91a are extended rearward
from respective cradles 91 and connected to mower 20.
Plurality of bolt holes are bored in each of cradles 91. On
the other hand, as shown in Fig. 20, a bolt hole 4k is
bored in each side plate 4 below spring stay 4j. Each
cradle 91 is disposed so as to selectively coincide one
of the bolt holes thereof to bolt hole 4k, and fastened to
each side plate 4a by a bolt through the selected bolt
hole thereof and bolt hole 4k. In this way, the vertical
position of mower 20 relative to front axle bracket 4 can
be adjusted by selecting one of the bolt holes in each
cradle 91.
[0101] Front axle bracket 4 may be replaced with a
simple vertical plate covering the front end of vehicle
frame 3, if the vehicle is a two-wheel drive vehicle having
no front transaxle 2 incorporating the pair of hydraulic
motors.
[0102] Referring to Figs. 21 to 23, two type rear-wheel
steering systems will be described. These steering sys-
tems are applicable to the respective four-wheel drive
lawn tractors according to the first embodiment shown in
Figs. 1 and 2, the second embodiment shown in Figs. 4
and 5, and an embodiment not belonging to the present
invention shown in Figs. 7 and 8. The rear-wheel steering
system shown in Figs. 21 and 22 is applied to the lawn
tractor as shown in Figs. 4 and 5, having separate pump
unit 50 and rear transaxle 101. However, as shown in
Figs. 1 and 2, rear transaxle 1 can be applied to a lawn
tractor having rear transaxle 1 incorporating hydraulic
pump P, such as the lawn tractor shown in Figs. 1 and 2.
[0103] Referring to the rear-wheel steering system of
Figs. 21 and 22, a connection portion 3b is connected
between left and right side plates 3a of vehicle frame 3.
Connection portion 3b is provided at the lateral center
portion thereof with a bearing portion 3c. A vertical pivot
shaft 221 is journalled by bearing portion 3c. A rear axle
support frame 222 has a laterally central boss 222a, into
which pivot shaft 221 extended downward from bearing
portion 3c is inserted and fixed. A horizontal arm 222b is
extended from boss 222a so as to be interlockingly con-
nected to steering wheel 12. Rear axle support frame
222 has laterally opposite first and second end portions
222c and 222d. First end portion (in this embodiment,
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the left end portion) 222c of rear wheel support frame
222 is extended downward, and fastened at the bottom
end portion thereof to one of left and right end portions
(in this embodiment, the left end portion) of the casing of
rear transaxle 101. Second end portion (in this embodi-
ment, the right end portion) 222d of rear wheel support
frame 222 is extended downward, and provided at the
bottom thereof with a bearing 222e for longer axle 6 (in
this embodiment, right axle 6) extended outward from
rear transaxle 101. A space for duct 92 extended from
mower 20 is ensured below axle 6 between bearing 222e
and the other right or left end portion (in this embodiment,
the right end portion) of rear transaxle 101.
[0104] Rear transaxle 101 has longer and shorter axles
6. Shorter axle 6 is extended laterally outward from the
end portion of the casing of rear transaxle 101 fastened
to the bottom of first end portion 222c of rear wheel sup-
port frame 222, and fixed at the distal end thereof to one
rear wheel 7. Longer axle 6 is further extended laterally
outward from bearing 222e, and fixed at the distal end
thereof to the other rear wheel 7.
[0105] Therefore, by rotating steering wheel 12, rear
wheel support frame 222 rotates integrally with rear
transaxle 101, left and right axles 6 and rear wheels 7
relative to vehicle frame 3 centered on pivot shaft 221,
thereby steering rear wheels 7.
[0106] A structure of rear wheel support frame 222,
and a structure of the casing of rear transaxle 101 with
axles 6 to be supported by rear wheel support frame 222
may be different from those shown in Figs. 21 and 22.
The only important thing for this embodiment is to make
the casing of rear transaxle 101 with axles 6 horizontally
rotatable relative to vehicle frame 3 according to opera-
tion of steering wheel 12 while ensuring the driving of
axles 6.
[0107] Referring to the rear wheel steering system of
Fig. 23, rear wheel support frames 223 are fixed onto
respective left and right side plates 3a of vehicle frame
3. Each rear wheel support frame 223 has a portion ex-
tended downward from the bottom end of corresponding
side plate 3a. The downwardly extended portion of rear
wheel support frame 223 may be fastened to an end por-
tion of the casing of rear transaxle 101 while avoiding
interference thereof with corresponding axle 6 (axle 6
may be freely rotatably passed through the downwardly
extended portion of rear wheel support frame 223), as
the downwardly extended portion of left rear wheel sup-
port frame 223 in Fig. 23 is so. Otherwise, the downwardly
extended portion of rear wheel support frame 223 may
be provided with a bearing portion 223a for journaling
corresponding axle 6, as the downwardly extended por-
tion of right rear wheel support frame 223 in Fig. 23 is so
provided. Both left and right rear wheel support frames
223 may be fastened to the casing of rear transaxle 101.
Alternatively, both left and right rear wheel support
frames 223 may be provided with respective bearing por-
tions 223a for respective axles 6. The important distinc-
tion of this steering system of Fig. 23 from the above

steering system of Figs. 21 and 22 is that the casing of
rear transaxle 101 is fixed to vehicle frame 3 regardless
of steering of rear wheels 7.
[0108] An upper kingpin support portion 223b and a
lower kingpin support portion 223c are extended laterally
outward from each rear wheel support frame 223. The
distal end of each axle 6 extended outward from the cas-
ing of rear transaxle 101 is disposed between upper and
lower kingpin support portions 223b and 223c. The distal
end of axle 6 is connected to center axis shaft 7a of rear
wheel 7 via a universal joint 6a, so that rear wheel 7 with
center axis shaft 7a can be substantially horizontal rela-
tive to axle 6.
[0109] Center axis shaft 7a is journalled in a bearing
block 224. An upper arm 224a is extended from an upper
portion of bearing block 224 so as to be pivotally con-
nected to upper kingpin support portion 223b via a kingpin
225. A lower arm 224b is extended from a lower portion
of bearing block 224 so as to be pivotally connected to
lower kingpin support portion 223c via a kingpin 226. Up-
per and lower kingpins 225 and 226 are disposed coax-
ially, and the pivot of universal joint 6a is coaxially dis-
posed between upper and lower kingpins 225 and 226.
[0110] A tie rod (not shown) is interposed between tie
rod stays 224c extended from respective upper portions
of bearing blocks 224, and connected to steering wheel
12. By rotating steering wheel 12, left and right bearing
blocks 224 are substantially horizontally rotated around
respective kingpins 225 and 226 so as to steer left and
right rear wheels 7.
[0111] The hydrostatic transaxle and the hydraulically
driven vehicle of the present invention are applicable to
various vehicles such as working vehicles including dis-
closed lawn tractors. The illustrated vehicles have Ack-
erman-type steering systems. However, the peripheral
speed setting of front and rear wheels, the structure of
the hydraulic pump unit separated from the front and rear
transaxles, and the like are applicable to vehicles having
different steering systems, such as an articulated vehicle.

Claims

1. A hydrostatic transaxle (2), comprising:

a transaxle casing (201,202,203,204);
a pair of left and right axles (8) disposed in the
transaxle casing (201,202,203,204);
a pair of hydraulic motors (M2,M3) for driving
the respective axles (8), wherein the hydraulic
motors (M2,M3) are disposed in the transaxle
casing (201,202,203,204) so as to be fluidly con-
nected to a common hydraulic pressure source
(P) in parallel to each other;
a pair of left and right steerable drive wheels (9)
disposed on left and right outsides of the
transaxle casing (201,202,203,204) so as to be
drivingly connected to the respective axles (8);
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and
a pair of left and right steerable casings (205)
operatively connected to a steering wheel (12),
wherein the steerable casings (205) are rotated
according to operation of the steering wheel (12)
so as to steer the steerable drive wheels (9),
characterized in that one of the hydraulic mo-
tors (M2,M3) is a fixed displacement hydraulic
motor (M2), and the other is a variable displace-
ment hydraulic motor (M3), wherein the hydro-
static transaxle (2) comprises:

a rod (82) extended from one of the steer-
able casings (205); and
a displacement control section (77,78,81)
for controlling displacement of the variable
displacement hydraulic motor (M3), where-
in the displacement control section
(77,78,81) is connected to the rod (82) so
as to enable the change of displacement of
variable displacement hydraulic motor (M3)
according to change of steered angles of
the steerable drive wheels (9).

2. The hydrostatic transaxle according to claim 1,
wherein the pair of left and right steerable casings
(205) are relatively horizontally rotatably attached
onto respective left and right ends (204) of the
transaxle casing (201,202,203) so as to support the
respective drive wheels (9), thereby making the drive
wheels (9) steerable.

3. The hydrostatic transaxle according to claim 2,
wherein the displacement control section (77,78,81)
of the variable displacement hydraulic motor (M3)
and a hydraulic fluid port (70) for fluidly connecting
the pair of hydraulic motors (M2,M3) to the hydraulic
pressure source (P) the pair of hydraulic motors
(M2,M3) are juxtaposed on an outer surface (202)
of the transaxle casing (201,202,203,204) incorpo-
rating the pair of hydraulic motors (M2,M3).

4. The hydrostatic transaxle according to claim 2, the
displacement control section (77,78,81) comprising:

a cam member (81) rotated by axial movement
of the rod (82); and
a rotary member (77,78) contacting the cam
member (81) so as to be rotated integrally with
a movable swash plate (67) of the variable dis-
placement hydraulic motor (M3) according to ro-
tation of the cam member (81).

5. The hydrostatic transaxle according to claim 2, fur-
ther comprising:

a pin (83) provided on the steerable casing (205)
from which the rod (82) is extended, wherein a

tie rod (84) connected to the other steerable cas-
ing (205) and the rod (82) connected to the dis-
placement control section (77,78,81) are pivot-
ed on the pin (83).

6. The hydrostatic transaxle according to claim 1, the
transaxle casing (201,202,203,204) comprising:

a pair of left and right axle casings (203) incor-
porating the respective axles (8);
and
a motor casing (201) incorporating the pair of
hydraulic motors (M2,M3), wherein the motor
casing (201) is removably interposed between
the left and right axle casings (203).

7. The hydrostatic transaxle according to claim 1, fur-
ther comprising:

a center pin bracket (200) removably attached
to the transaxle casing so as to swingably sus-
pend the transaxle casing from a vehicle frame
(3).

8. A hydraulically driven vehicle, comprising:

a first drive wheel (7) disposed at one of front
and rear portions of the vehicle;
a first hydraulic motor (M1) for driving the first
drive wheel (7);
a pair of second drive wheels (9) disposed at
the other rear or front portion of the vehicle;
the hydrostatic transaxle (2) according to any
one of claims 1 to 7, wherein the pair of hydraulic
motors (M2,M3) of the hydrostatic transaxle (2)
serve as second hydraulic motors (M2;M3) for
driving the respective second drive wheels (9)
via the respective left and right axles (8);
a common hydraulic pump (P) serving as the
common hydraulic pressure source (P) for sup-
plying fluid to the first and second hydraulic mo-
tors (M1,M2;M3); and
a hydraulic circuit (HC1;HC2) fluidly connecting
the first and second hydraulic motors
(M1,M2;M3) in series to the hydraulic pump (P),
characterized in that peripheral speed of the
first drive wheel (7) is set to be equal to periph-
eral speed of the second drive wheels (9), or to
be slightly larger than peripheral speed of the
second drive wheels (9), during straight
traveling of the vehicle, wherein the hydraulic
circuit (HC1;HC2) includes a supply portion
(24a;24b) from which fluid is supplied to the sec-
ond hydraulic motors (M2;M3), and a check
valve (40) disposed in the supply portion
(24a;24b) so as to introduce fluid into the hy-
draulic circuit (HC1,HC2) from outside of the hy-
draulic circuit (HC1,HC2).

31 32 



EP 1 632 381 B1

18

5

10

15

20

25

30

35

40

45

50

55

9. The hydraulically driven vehicle according to claim
8, wherein fluid delivered from the hydraulic pump
(P) circulates in the hydraulic circuit (HC1;HC2) so
as to pass the second hydraulic motors (M2;M3) after
passing the first hydraulic motor (M1).

10. The hydraulically driven vehicle according to claim
8, wherein fluid delivered from the hydraulic pump
(P) circulates in the hydraulic circuit (HC1;HC2) so
as to pass the first hydraulic motor (M1) after passing
the second hydraulic motors (M2;M3).

Patentansprüche

1. Hydrostatisches Getriebe (2), umfassend:

ein Getriebegehäuse (201, 202, 203, 204),
ein Paar linker und rechter Achsen (8), die in
dem Getriebegehäuse (201, 202, 203, 204) an-
geordnet sind,
ein Paar Hydraulikmotoren (M2, M3) zum An-
treiben der entsprechenden Achsen (8), wobei
die Hydraulikmotoren (M2, M3) in dem Getrie-
begehäuse (201, 202, 203, 204) so angeordnet
sind, dass sie parallel zueinander in Flüssig-
keitsverbindung mit einer gemeinsamen Quelle
(P) für hydraulischen Druck stehen,
ein Paar linker und rechter lenkbarer Antriebs-
räder (9), die links und rechts außen an dem
Getriebegehäuse (201, 202, 203, 204) so ange-
ordnet sind,
dass sie auf antreibbare Weise mit den entspre-
chenden Achsen (8) verbunden sind, und
ein Paar linker und rechter lenkbarer Gehäuse
(205), die mit einem Antriebsrad (12) wirkver-
bunden sind, wobei die lenkbaren Gehäuse
(205) gemäß dem Betrieb des Antriebsrads (12)
so gedreht werden, dass sie die lenkbaren An-
triebsräder (9) steuern,
dadurch gekennzeichnet, dass es sich bei
dem einen der Hydraulikmotoren (M2, M3) um
einen hydraulischen Konstantmotor (M2) und
bei dem anderen um einen hydraulischen Ver-
stellmotor (M3) handelt,
wobei das hydrostatische Getriebe (2) Folgen-
des umfasst:

eine Stange (82), die sich von einem der
lenkbaren Gehäuse (205) erstreckt, und
einen Stellwegsteuerabschnitt (77, 78, 81)
für die Steuerung des Stellwegs des hy-
draulischen Verstellmotors (M3), wobei der
Stellwegsteuerabschnitt (77, 78, 81) so mit
der Stange (82) verbunden ist, dass er die
Veränderung des Stellwegs des hydrauli-
schen Verstellmotors (M3) gemäß der Ver-
änderung in den gelenkten Winkeln der

lenkbaren Antriebsräder (9) ermöglicht.

2. Hydrostatisches Getriebe nach Anspruch 1, wobei
das Paar linker und rechter lenkbarer Gehäuse (205)
in relativ horizontaler Richtung und auf drehbare
Weise so an den entsprechenden linken und rechten
Enden (204) des Getriebegehäuses (201, 202, 203)
angebracht ist, dass sie die entsprechenden An-
triebsräder (9) halten und dadurch die Antriebsräder
(9) lenkbar machen.

3. Hydrostatisches Getriebe nach Anspruch 2, wobei
der Stellwegsteuerabschnitt (77, 78, 81) des hydrau-
lischen Verstellmotors (M3) und ein Hydraulikflüs-
sigkeitsanschluss (70) zur Herstellung einer Flüssig-
keitsverbindung zwischen dem Paar Hydraulikmo-
toren (M2, M3) und der Quelle (P) für hydraulischen
Druck und das Paar Hydraulikmotoren (M2, M3) auf
einer Außenfläche (202) des Getriebegehäuses
(201, 202, 203, 204), welches das Paar Hydraulik-
motoren (M2, M3) enthält, nebeneinander liegen.

4. Hydrostatisches Getriebe nach Anspruch 2, wobei
der Stellwegsteuerabschnitt (77, 78, 81) Folgendes
umfasst:

ein Nockenelement (81), das durch eine axiale
Bewegung der Stange (82) bewegt wird, und
ein drehbares Element (77, 78), welches mit
dem Nockenelement (81) so in Kontakt kommt,
dass es einstückig mit einer beweglichen Tau-
melscheibe (67) des hydraulischen Verstellmo-
tors (M3) gemäß der Drehung des Nockenele-
ments (81) gedreht wird.

5. Hydrostatisches Getriebe nach Anspruch 2, ferner
umfassend:

einen Stift (83), der auf dem lenkbaren Gehäuse
(205), von dem sich die Stange (82) erstreckt,
vorgesehen ist, wobei eine Zugstange (84), die
mit dem anderen lenkbaren Gehäuse (205) ver-
bunden ist, und die Stange (82),
die mit dem Stellwegsteuerabschnitt (77, 78, 81)
verbunden ist, drehbar auf dem Stift (83) gela-
gert sind.

6. Hydrostatisches Getriebe nach Anspruch 1, wobei
das Getriebegehäuse (201, 202, 203, 204) Folgen-
des umfasst:

ein Paar linker und rechter Achsgehäuse (203),
welche die entsprechenden Achsen (8) enthal-
ten, und
ein Motorgehäuse (201), welches das Paar Hy-
draulikmotoren (M2, M3) enthält, wobei das Mo-
torgehäuse (201) auf lösbare Weise zwischen
dem linken und dem rechten Achsgehäuse
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(203) angeordnet ist.

7. Hydrostatisches Gehäuse nach Anspruch 1, ferner
umfassend:

eine Mittelbolzenkonsole (200), die auf lösbare
Weise so an dem Getriebegehäuse angebracht
ist, dass das Getriebegehäuse auf schwingende
Weise an einem Fahrzeugrahmen (3) aufge-
hängt werden kann.

8. Hydraulisch angetriebenes Fahrzeug, umfassend:

ein erstes Antriebsrad (7), das an einem der vor-
deren und hinteren Abschnitte des Fahrzeugs
angeordnet ist,
einen ersten Hydraulikmotor (M1) zum Antrei-
ben des ersten Antriebsrads (7),
ein Paar zweiter Antriebsräder (9), die an dem
anderen hinteren oder
vorderen Abschnitt des Fahrzeugs angeordnet
sind,
das hydrostatische Getriebe (2) nach einem der
Ansprüche 1 bis 7, wobei das Paar Hydraulik-
motoren (M2, M3) des hydrostatischen Getrie-
bes (2) als zweite Hydraulikmotoren (M2, M3)
zum Antreiben der entsprechenden zweiten An-
triebsräder (9) über die entsprechenden linken
und rechten Achsen (8) dient,
eine gemeinsame hydraulische Pumpe (P), die
als gemeinsame Quelle (P) für hydraulischen
Druck dient, um die ersten und zweiten Hydrau-
likmotoren (M1, M2; M3) mit Flüssigkeit zu ver-
sorgen, und
einen hydraulischen Kreislauf (HC1, HC2), der
eine Flüssigkeitsverbindung der ersten und
zweiten Hydraulikmotoren (M1, M2; M3) in Rei-
he mit der hydraulischen Pumpe (P) herstellt,
dadurch gekennzeichnet, dass die Umfangs-
geschwindigkeit des ersten Antriebsrads (7) so
eingestellt ist, dass sie, während das Fahrzeug
geradeaus fährt, gleich der Umfangsgeschwin-
digkeit der zweiten Antriebsräder (9) oder ge-
ringfügig höher als die Umfangsgeschwindigkeit
der zweiten Antriebsräder (9) ist, wobei der hy-
draulische Kreislauf (HC1, HC2) einen Versor-
gungsabschnitt (24a, 24b), aus dem Flüssigkeit
zu den zweiten Hydraulikmotoren (M2, M3) ge-
leitet wird, und ein Rückschlagventil (40), das in
dem Versorgungsabschnitt (24a, 24b) angeord-
net ist, aufweist, um von außerhalb des hydrau-
lischen Kreislaufs (HC1, HC2) Flüssigkeit in den
hydraulischen Kreislauf (HC1, HC2) einzuleiten.

9. Hydraulisch angetriebenes Fahrzeug nach An-
spruch 8, wobei Flüssigkeit, die von der hydrauli-
schen Pumpe (P) geliefert wird, in dem hydrauli-
schen Kreislauf (HC1, HC2) so zirkuliert, dass sie

an den zweiten Hydraulikmotoren (M2, M3) vorbei-
strömt, nachdem sie an dem ersten Hydraulikmotor
(M1) vorbeigeströmt ist.

10. Hydraulisch angetriebenes Fahrzeug nach An-
spruch 8, wobei Flüssigkeit, die von der hydrauli-
schen Pumpe (P) geliefert wird, in dem hydrauli-
schen Kreislauf (HC1, HC2) so zirkuliert, dass sie
an dem ersten Hydraulikmotor (M1) vorbeiströmt,
nachdem sie an den zweiten Hydraulikmotoren (M2,
M3) vorbeigeströmt ist.

Revendications

1. Boîte-pont hydrostatique (2), comprenant :

un carter de boîte-pont (201, 202, 203, 204) ;
une paire d’axes gauche et droit (8) disposés
dans le carter de boîte-pont (201, 202, 203,
204) ;
une paire de moteurs hydrauliques (M2, M3)
pour entraîner les axes respectifs (8), sachant
que les moteurs hydrauliques (M2, M3) sont dis-
posés dans le carter de boîte-pont (201, 202,
203, 204) de façon à être reliés de façon fluidi-
que à une source de pression hydraulique com-
mune (P) parallèlement l’un à l’autre ;
une paire de roues motrices orientables gauche
et droite (9) disposées sur des côtés extérieurs
gauche et droit du carter de boîte-pont (201,
202, 203, 204) de façon à être reliées en entraî-
nement aux axes respectifs (8) ; et une paire de
carters orientables gauche et droite (205) reliés
de façon opérationnelle à une roue directrice
(12), sachant que les carters orientables (205)
sont tournés selon le fonctionnement de la roue
directrice (12) de façon à orienter les roues mo-
trices orientables (9),
caractérisé en ce que l’un des moteurs hydrau-
liques (M2, M3) est un moteur hydraulique à dé-
placement fixe (M2) et l’autre est un moteur hy-
draulique à déplacement variable (M3), sachant
que la boîte-pont hydrostatique (2) comprend :

une tige (82) tendue depuis l’un des carters
orientables (205) ; et
une section de commande de déplacement
(77, 78, 81) pour commander le déplace-
ment du moteur hydraulique à déplacement
variable (M3), sachant que la section de
commande de déplacement (77, 78, 81) est
reliée à la tige (82) de façon à permettre le
changement de déplacement du moteur hy-
draulique à déplacement variable (M3) se-
lon le changement d’angles orientés des
roues motrices orientables (9).
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2. Boîte-pont hydrostatique selon la revendication 1,
dans laquelle la paire de carters orientables gauche
et droite (205) est fixée de façon relativement à l’ho-
rizontale en rotation sur des extrémités respectives
gauche et droite (204) du carter de boîte-pont (201,
202, 203, 204) de façon à supporter les roues mo-
trices respectives (9), faisant ainsi que les roues mo-
trices (9) soient orientables.

3. Boîte-pont hydrostatique selon la revendication 2,
dans laquelle la section de commande de déplace-
ment (77, 78, 81) du moteur hydraulique à déplace-
ment variable (M3) et un port de fluide hydraulique
(70) pour relier de façon fluidique la paire de moteurs
hydrauliques (M2, M3) à la source de pression hy-
draulique (P), la paire de moteurs hydrauliques (M2,
M3) sont juxtaposés sur une surface extérieure (202)
du carter de boîte-pont (201, 202, 203, 204) intégrant
la paire de moteurs hydrauliques (M2, M3).

4. Boîte-pont hydrostatique selon la revendication 2, la
section de commande de déplacement (77, 78, 81)
comprenant :

un élément de came (81) tourné par le mouve-
ment axial de la tige (82) ; et
un élément rotatif (77, 78) contactant l’élément
de came (81) de façon à être tourné intégrale-
ment avec un plateau oscillant mobile (67) du
moteur hydraulique à déplacement variable
(M3) selon la rotation de l’élément de came (81).

5. Boîte-pont hydrostatique selon la revendication 2,
comprenant en outre :

une broche (83) prévue sur le carter orientable
(205) duquel la tige (82) est tendue, sachant
qu’une barre d’accouplement (84) reliée à
l’autre carter orientable (205) et la tige (82) reliée
à la section de commande de déplacement (77,
78, 81) sont pivotées sur la broche (83).

6. Boîte-pont hydrostatique selon la revendication 1, le
carter de boîte-pont (201, 202, 203, 204)
comprenant :

une paire de carters d’axe gauche et droit (203)
intégrant les axes respectifs (8) ; et
un carter de moteur (201) intégrant la paire de
moteurs hydrauliques (M2, M3), sachant que le
carter de moteur (201) est intercalé de façon
amovible entre les carters d’axe gauche et droit
(203).

7. Boîte-pont hydrostatique selon la revendication 1,
comprenant en outre :

une fixation d’essieu central (200) fixée de façon

amovible au carter de boite-pont de façon à sus-
pendre le carter de boite-pont en oscillation de-
puis un châssis de véhicule (3).

8. Véhicule à entraînement hydraulique, comprenant :

une première roue motrice (7) disposée sur l’une
de parties avant et arrière du véhicule ;
un premier moteur hydraulique (M1) pour en-
traîner la première roue motrice (7) ;
une paire de secondes roues motrices (9) dis-
posées sur l’autre partie avant ou arrière du
véhicule ;
la boîte-pont hydrostatique (2) selon l’une quel-
conque des revendications 1 à 7, dans laquelle
la paire de moteurs hydrauliques (M2, M3) de
la boîte-pont hydrostatique sert de seconds mo-
teurs hydrauliques (M2 ; M3) pour entraîner les
secondes roues directrices (9) respectives via
les axes gauche et droit (8) respectifs ;
une pompe hydraulique commune (P) servant
en tant que source de pression hydraulique
commune (P) pour fournir du fluide aux premier
et
second moteurs hydrauliques (M1, M2 ; M3) ; et
un circuit hydraulique (HC1 ; HC2) reliant de fa-
çon fluidique les premier et
second moteurs hydrauliques (M1, M2 ; M3) en
série à la pompe hydraulique (P) ;
caractérisé en ce que la vitesse périphérique
de la première roue motrice (7) est réglée pour
être égale à la vitesse périphérique des secon-
des roues motrices (9), ou pour être légèrement
supérieure à la vitesse périphérique des secon-
des roues motrices (9), pendant que le véhicule
roule en ligne droite, sachant que le circuit hy-
draulique (HC1 ; HC2) comprend une partie
d’alimentation (24a ; 24b) de laquelle du fluide
est fourni aux seconds moteurs hydrauliques
(M2 ; M3), et un clapet de non-retour (40) dis-
posé dans la partie d’alimentation (24a ; 24b)
de façon à introduire du fluide dans le circuit
hydraulique (HC1 ; HC2) par l’extérieur du cir-
cuit hydraulique (HC1 ; HC2).

9. Véhicule à entraînement hydraulique selon la reven-
dication 8, dans lequel du fluide fourni par la pompe
hydraulique (P) circule dans le circuit hydraulique
(HC1 ; HC2) de façon à dépasser les second mo-
teurs hydrauliques (M2 ; M3) après avoir dépassé le
premier moteur hydraulique (M1).

10. Véhicule à entraînement hydraulique selon la reven-
dication 8, dans lequel du fluide fourni par la pompe
hydraulique (P) circule dans le circuit hydraulique
(HC1 ; HC2) de façon à dépasser le premier moteur
hydraulique (M1) après avoir dépassé les second
moteurs hydrauliques (M2 ; M3).
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