
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

71
1 

22
3

A
1

TEPZZ 7__  ¥A_T
(11) EP 2 711 223 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
26.03.2014 Bulletin 2014/13

(21) Application number: 13185663.5

(22) Date of filing: 24.09.2013

(51) Int Cl.:
B60K 5/12 (2006.01) B60K 5/04 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME

(30) Priority: 24.09.2012 JP 2012209375

(71) Applicant: Mitsubishi Jidosha Kogyo K.K.
Tokyo 108-8410 (JP)

(72) Inventor: Akimoto, Yasuo
Tokyo, 108-8410 (JP)

(74) Representative: Vossius & Partner
Siebertstrasse 4
81675 München (DE)

(54) Power unit mounting apparatus

(57) The present invention provides a power unit
mounting apparatus which can prevent the dislocation of
a pin portion from the inside of a cylindrical portion in an
early stage of collision when a vehicle is involved in a
collision by a simple and inexpensive construction.

A power unit mounting apparatus of the invention is
configured so that a claw-shaped portion 25 is formed at
a distal end portion of a pin portion 18 which is press
fitted in a cylindrical portion 14 of an insulator 11 in such
a way as to be situated further transversely outwards
than the cylindrical portion 14 with the pin portion 18 press
fitted in the inside of the cylindrical portion 14, whereby
when a vehicle is involved in a collision, causing the pin
portion 18 and the insulator 11 to be displaced relatively

in directions in which they are separated from each other,
the claw-shaped portion 25 is brought into locking en-
gagement with a transversely outboard edge portion of
the cylindrical portion 14. By adopting this configuration,
when the vehicle is involved in the collision, causing the
pin portion and the insulator to be displace relatively in
the directions in which they are separated from each oth-
er, the claw-shaped portion 25 formed at the pin portion
18 is brought into locking engagement with the trans-
versely outboard edge portion of the cylindrical portion
14 to thereby prevent the pin portion 18 from being dis-
located from the inside of the cylindrical portion 14 in an
early stage of the collision, whereby a power unit 5 is
prevented from coming off in the early stage of the colli-
sion.
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Description

Technical Field

[0001] The present invention relates to a mounting ap-
paratus for elastically supporting a power unit of a vehicle.

Background Art

[0002] In vehicles such as passenger cars, an engine
compartment is formed in an area at the front of a pas-
senger compartment of the vehicle, so that a power unit
is accommodated transversely in the engine compart-
ment. Most of the power units are configured as a struc-
ture in which, for example, an engine, a transmission and
the like are directly connected (coupled) together in a
vehicle transverse direction, and therefore, a construc-
tion is required on a mount for such a power unit which
suppresses the transmission of vibration to a vehicle
body from the engine and the transmission. Because of
this, a front portion of the engine and a rear portion of
the transmission which are positioned at transverse side
portions of the engine compartment are elastically sup-
ported on constituent members of the vehicle body which
make up the engine compartment, for example, side
frame members which extend in a front-to-rear or longi-
tudinal direction of the vehicle body by using a mounting
construction employing an insulator, whereby the trans-
mission of vibration from the engine and the transmission
to the vehicle body is suppressed.
[0003] For many of these mounting apparatuses which
employ the insulator, a construction is adopted in which
pin portions which project transversely outwards are
mounted at the transverse end portions of the power unit
such as the front portion of the engine and the rear portion
of the transmission, and insulators are mounted on the
side frame members at the transverse sides of the engine
compartment, so that the pin portions are press fitted in
cylindrical portions which are formed in the insulators so
as to penetrate therethrough in the transverse direction
so as to support the power unit at the ends thereof (refer
to Patent Literatures 1, 2). Namely, the power unit is sup-
ported within the engine compartment in such a state that
vibration transmitted through the pin portions is absorbed
by the insulators so as to suppress the transmission of
vibration from the power unit to the vehicle body side (the
side frame members).
[0004] Incidentally, when collision load is applied to the
power unit which is supported at the transverse end por-
tions thereof from one transverse side of the vehicle body
as a result of the vehicle being involved in a frontal offset
collision (as a result of the vehicle being involved in an
offset collision), the power unit is pushed to be displaced
towards the rear of the vehicle body (towards the pas-
senger compartment) while rotating. Namely, in the fron-
tal offset collision, since one of the transverse sides of
the power unit is pushed to the rear, the power unit is
rotationally displaced towards the passenger compart-

ment which is situated to the rear of the power unit while
rotating on the mounting portion on the non-colliding side
thereof. Then, the colliding side end portion of the power
unit and the insulator are displaced relatively in a direction
in which they are separated from each other, and there-
fore, the pin portion at the colliding side of the power unit
also follows the movement of the power unit in the rota-
tional direction and is displaced in a direction in which
the pin portion is dislocated from the cylindrical portion
in the insulator.
[0005] Because of this, when the vehicle is involved in
a frontal offset collision, with the pin portion and the cy-
lindrical portion fixed to each other by depending only
upon the press fitting, there are fears that the pin portion
is dislocated from the inside of the cylindrical portion in
an early stage of the collision. When the pin portion is
dislocated from the cylindrical portion, it follows that the
end portion at the colliding side of the power unit comes
off from the engine compartment (the vehicle body). In
the event that the power unit comes off in the early stage
of the collision, the colliding load applied to the power
unit cannot be absorbed only by the side frame members,
whereby the load cannot be controlled, resulting in an
increased possibility of the power unit coming into inter-
ference with the passenger compartment.
[0006] Then, as countermeasures against this prob-
lem, conventionally, as also disclosed in Patent Litera-
tures 1, 2, a dislocation preventive device is provided at
a distal end portion of the pin member, that is, for exam-
ple, a bolt member or a nut member whose outside di-
ameter is larger than an outside diameter of the pin mem-
ber is assembled to the distal end portion of the pin mem-
ber, so as to prevent the dislocation of the pin member
from the inside of the cylindrical portion by the part so
assembled which functions to prevent the dislocation of
the pin member. By doing so, the power unit is controlled
so as not to come off in the early stage of the collision.

Related Art Literature

Patent Literature

[0007]

[Patent Literature 1] JP-A-3-182837
[Patent Literature 2] JP-A-10-299833

Summary of Invention

Technical Problem

[0008] In the construction in which the separate bolt
member or nut member is used as the dislocation pre-
ventive device, however, not only is the bolt member or
the nut member prepared separately, but also the screw-
ing work is necessary in which the nut member or the
bolt member is screwed into the pin portion after the pin
portion is inserted through the cylindrical portion. Thus,
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many man-hours are required until the apparatus is es-
tablished which prevents the dislocation of the pin mem-
ber. This leads to a problem that the production costs are
increased.
[0009] It is therefore an object of the invention to pro-
vide a power unit mounting apparatus in which when a
vehicle is involved in a collision, a pin portion is prevented
from being dislocated from the inside of a cylindrical por-
tion in an early stage of the collision by a simple and
inexpensive construction.

Solution to Problem

[0010] According to an advantageous aspect of the in-
vention, there is provided a power unit mounting appa-
ratus for supporting both transverse end portions of a
power unit (5) in a vehicle transverse direction to side
frames (1 a, 1 b) of a vehicle body (2), the power unit
mounting apparatus comprising:

a pin portion (18), provided at an end portion of the
power unit (5) in the vehicle transverse direction, and
projecting outward in the vehicle transverse direc-
tion; and
an insulator (11) elastically supporting the pin portion
(18),
wherein a cylindrical portion (14) through which the
pin portion (18) is inserted is provided in the insulator
(11), and
wherein a claw-shaped portion (25) is formed at a
distal end portion of the pin portion (18).

[0011] The pin portion (18) may be formed so as to be
disposed outward in the vehicle transverse direction than
the cylindrical portion (14) in a state where the pin portion
(18) is inserted through the cylindrical portion (14).
[0012] The claw-shaped portion (25) may be config-
ured to be engaged with an outer edge portion of the
cylindrical portion (14) in the vehicle transverse direction
when the pin portion (18) and the insulator (11) are rel-
atively displaced so as to separate from each other in a
collision of the vehicle.
[0013] The power unit mounting apparatus may be
configured such that: the claw-shaped portion (25) in-
cludes a projecting portion (27); and a distal end portion
of the projecting portion (27) projects in a vehicle longi-
tudinal direction in a range of a radial section of the pin
portion (18).
[0014] The power unit mounting apparatus may be
configured such that: a recess portion (28) is formed in
the claw-shaped portion (25) at an inner portion with re-
spect to a base portion of the projecting portion (27) in
the vehicle transverse direction; and a depth of the recess
portion (28) is increased towards the projecting portion
(27).
[0015] The power unit mounting apparatus may be
configured such that: a tapered portion (18a) in which a
radius thereof is decreased towards a distal end of the

pin portion (18) is provided at a distal end portion of the
pin portion (18); and an outer surface of the projecting
portion (27) and an inner surface of the recess portion
(28) are formed so as to continue to the tapered portion
(18a).
[0016] The pin portion (18) may be press fitted into the
cylindrical portion (14).

Advantageous Effects of Invention

[0017] According to the invention, when the vehicle is
involved in a collision to thereby displace relatively the
pin portion and the insulator in the directions in which
they are separated from each other, the claw-shaped por-
tion of the pin portion is brought into locking engagement
with the transversely outer edge portion of the cylindrical
portion, whereby the pin portion is prevented from being
dislocated from the cylindrical portion in an early stage
of the collision. Consequently, the necessities of prepa-
ration of a separate part and assembling work of the sep-
arate part are obviated. In addition, the pin portion can
be prevented from being dislocated from the inside of the
cylindrical portion in the early stage of the collision only
by forming the claw-shaped portion at the distal end por-
tion of the pin portion. Further, the power unit can be
prevented from coming off in the early stage of the colli-
sion, thereby making it possible to control the timing at
which the power unit comes off.
[0018] According to the invention, the easy insertion
of the pin portion into the inside of the cylindrical portion
can also be ensured. According to the invention, the claw-
shaped portion can be realized by the simple construction
in which only the projecting portion and the recess portion
are formed on the pin portion. According to the invention,
the dislocation of the pin portion can be prevented without
deteriorating the easy insertion of the pin portion into the
cylindrical portion which is provided by the tapered por-
tion.

Brief Description of Drawings

[0019]

Fig. 1 is a plan view showing a power unit mounting
apparatus according an embodiment of the inven-
tion.
Fig. 2 is a perspective view showing the construction
of the mounting apparatus which supports an engine
of the power unit according to the embodiment of the
invention.
Fig. 3 is an exploded perspective view showing con-
structions of respective portions of the mounting ap-
paratus according to the embodiment of the inven-
tion.
Fig. 4 is a plan view illustrating a behavior of the
mounting apparatus when a vehicle is involved in a
frontal offset collision.
Fig. 5 is a plan view showing a condition in which
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the dislocation of a pin portion is prevented when the
vehicle is involved in the frontal offset collision.
Fig. 6 is a sectional view taken along the line A-A in
Fig. 2, showing a claw-shaped portion formed at a
distal end portion of the pin portion.
Fig. 7 is an enlarged sectional view of a portion B in
Fig. 5, illustrating a condition in which the claw-
shaped portion is brought into locking engagement
with an edge portion of a cylindrical portion when the
vehicle is involved in a frontal offset collision.

Description of Embodiments

[0020] Hereinafter, the invention will be described
based on an embodiment shown in Figs. 1 to 7. Fig. 1 is
shows a plan view of a front portion of a vehicle body of
a vehicle or a passenger car. To describe briefly the front
portion of the vehicle body, in the figure, reference nu-
merals 1 a, 1 b denote a pair of side frame members
(members extending in a longitudinal direction of the ve-
hicle body) which makes up the vehicle body 2, and ref-
erence numeral 3 denotes a cross member (a member
extending in a vehicle transverse direction) which is pro-
vided to extend between front end portions of the side
frame member 1 a, 1b in such a way as to intersect them.
[0021] An engine compartment 4 (an accommodation
area) is formed in an area at the front of a passenger
compartment T which expands from the cross member
3, which constitutes a frontmost portion of the vehicle
body, to a dashboard which defined the passenger com-
partment T at the center of the vehicle. A vehicle running
power unit 5 is accommodated in this engine compart-
ment 4. The power unit 5 is, for example, a structure in
which a transmission 7 is connected in series with an
output portion of a multi-cylinder reciprocating engine 6.
The whole of the power unit 5 is accommodated (trans-
versely) within the engine compartment 4 in a transverse-
ly oriented attitude in which the engine 6 is disposed at
one transverse side and the transmission 7 is disposed
at an opposite side or the other transverse side of the
engine compartment 4.
[0022] Transverse end portions of the power unit 5 are
mounted on the vehicle body 2 via an engine side mount-
ing apparatus 10a and a transmission side mounting ap-
paratus 10b (both corresponding to a mounting appara-
tus of the present patent application), respectively. Inci-
dentally, a middle portion of the power unit 5 is fixed to
the vehicle body via roll rod member 11 which is adapted
to suppress the rolling of the power unit 5. The engine
side mounting apparatus 10a and the transmission side
mounting apparatus 10b both have the same construc-
tion, and therefore, taking the engine side mounting ap-
paratus 10a for example herein, the construction of the
mounting apparatus will be described.
[0023] As shown in Figs. 2 and 3, the engine side
mounting apparatus 10a includes a vehicle body side
mounting portion 16 which is placed on the side frame
member 1 a and an engine side mounting portion 20

which is placed on a transversely outboard end portion
of the engine 6 (a transverse end portion of the power
unit 5 which lies to face the engine 6), and both the con-
stituent members are combined together into the engine
side mounting apparatus 10a. The vehicle body side
mounting portion 16 has, for example, a cylindrical insu-
lator 11 in which an elastic member 13 such as rubber
is interposed between an outer cylinder 12 and an inner
cylinder 14 (corresponding to a cylindrical portion of the
present patent application) and a vehicle body mounting
seat 15 which is provided on the outer cylinder 12 so as
to be fixed to the side frame member 1 a. The inner cyl-
inder 14 is formed into an angular shape, and a lining
14a of a resin material such as rubber is applied to an
inner circumferential surface thereof. The vehicle body
mounting seat 15 is fixed to an upper surface of the side
frame member 1a, which lies adjacent to the transversely
outboard end portion of the engine 6 in the transverse
direction, with a bolt member 22. In addition, the insulator
11 is disposed in such an attitude that an axis thereof is
oriented in the transverse direction. Namely, the insulator
11 is placed in such a way that a through hole in the inner
cylinder 14 is oriented so as to penetrate the inner cylin-
der 14 in the transverse direction. Incidentally, a stay
member 23 extends from the outer cylinder 12, and an
extending end portion (although not shown) of this stay
member 23 is fixed to a panel member (not shown) which
constitutes a circumferential wall of the engine compart-
ment 4.
[0024] The engine side mounting portion 20 has an
angular pin portion 18 which can be inserted through the
inner cylinder 14 and an L-shaped engine mounting seat
19 which supports the pin portion 18 on the engine 6.
The pin portion 18 may be press fitted into the inner cyl-
inder 14. The engine mounting seat 19 is formed inte-
grally with a base end portion of the pin portion 18 and
is fixed to a flange-shaped supporting seat 6a which is
formed on an end face of the transversely outboard end
portion of the engine 6 with a bolt member 21. By doing
so, the pin portion 18 is placed so as to project trans-
versely outwards of the engine compartment 4 from the
transversely outboard end portion of the engine 6.
[0025] Then, the transversely outboard end portion of
the engine 6, that is, the end portion of the power unit 5
which lies to face the engine 6 is elastically supported on
the side frame member 1 a via the insulator 11 by press
fitting the pin portion 18 of the engine side mounting por-
tion 20 in the inner cylinder 14 of the insulator 11 o the
vehicle body side mounting portion 16. It is noted that a
distal end portion of the pin portion 18 is formed into a
tapered portion in which an outside diameter decreases
gradually as it extends towards a distal end thereof. By
forming the distal end portion in such a way, the pin por-
tion 18 is formed into a shape which facilitates the press
fitting of the pin portion 18 into the inner cylinder 14 of
the insulator 11.
[0026] The same construction as that of the engine
side mounting apparatus 10a is adopted for the trans-
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mission side mounting apparatus 10b, whereby an end
portion of the power unit 5 which lies to face the trans-
mission 7 is elastically supported on the side frame mem-
ber 1 b. Thus, the whole of the power unit 5 is elastically
supported on the vehicle body 2 at the respective mount-
ing apparatuses 10a, 10b thereof.
[0027] Further, a dislocation preventive construction is
provided on each of these mounting apparatuses 10a,
10b, and this dislocation preventive construction pre-
vents the pin portion 18 from being dislocated from the
inside of the inner cylinder 14 when the vehicle is involved
in a frontal offset collision. The offset collision means a
collision from one of longitudinal end portions of the ve-
hicle body 2.
[0028] For example, when a side of the power unit 5
which faces the engine 6 is involved in a frontal offset
collision, colliding load is applied to the engine 6 side of
the power unit 5 in an offset fashion. Because of this, the
power unit 5 is rotationally displaced towards the pas-
senger compartment T about the mounting apparatus
10b of the power unit 5 which lies to face the transmission
7 as a fulcrum (refer to Fig. 5). As this occurs, the engine
6 side end portion of the power unit 5 and the insulator
11 are displaced relatively in directions in which they are
separated from each other, and therefore, the pin portion
18 is dislocated from the inside of the inner cylinder 14
in the insulator 11 in association with the rotational dis-
placement of the power unit 5, leading to a situation in
which the power unit 5 comes off in an early stage of the
collision. However, in this embodiment, by using the dis-
location preventive construction in which the shape of
the pin portion 18 is devised, the pin portion 18 is pre-
vented from being dislocated from the inner cylinder 14,
whereby the power unit 5 is prevented from coming off
in the early stage of the collision.
[0029] Hereinafter, the dislocation preventive con-
struction of this embodiment will be described in detail.
As shown in Figs. 2 and 3, a claw-shaped portion 25 is
formed at the distal end portion of the pin portion 18. The
pin portion 18 is formed in such a way as to be situated
further transversely outwards than the inner cylinder 14
in such a state that the pin portion 18 is inserted through
the inner cylinder 14. The claw-shaped portion 25 may
be formed in such a way as to be situated further trans-
versely outwards than the inner cylinder 14 in the state
that the pin portion 18 is inserted through the inner cyl-
inder 14. In addition, a claw portion is formed on the claw-
shaped portion 25, and this claw portion projects from
the distal end portion of the pin portion 18 in the same
direction as that in which the colliding load is inputted,
that is, towards the rear of the vehicle body 2 (here, to-
wards the passenger compartment T) within a radial sec-
tional (an angular sectional) range of the pin portion 18.
[0030] Specifically as shown also in Figs. 2, 3, 6 and
7, the claw-shaped portion 25 is made up of the claw
portion having a projecting portion 27 which is formed at
the distal end portion of the pin portion 18 and a recess
portion 28 which is formed in a transversely inner side of

a base end portion of the projecting portion 27, that is,
the claw portion which is integrated with the pin portion
18. To describe this in detail, the projecting portion 27
employs, for example, an L-shaped construction in which
the pin portion 18 is extended so long as to penetrate
through the inner cylinder 14 and the projecting portion
27 is formed at a portion of an extended end portion of
the pin portion 18 so as to project towards the rear of the
vehicle body (towards the passenger compartment T)
within the radial sectional (angular sectional) range of
the pin portion 18. Additionally, the recess portion 28 is
made up of an arc-shaped recess which is formed in a
surface facing the rear of the vehicle body which is situ-
ated on the transversely inner side of the base end portion
of the projecting portion 27 of the pin portion 18 in such
a way as to gouge the same surface. The arc-shaped
recess is formed so that the depth thereof gets gradually
deeper as the recess extends towards the projecting por-
tion 27. Then, when the pin portion 18 is displaced in a
direction in which the pin portion 18 is dislocated from
the inside of the inner cylinder 14 as shown in Fig. 7 in
association with a rotational displacement of the power
unit 5 caused by a frontal offset collision, an edge portion
of a transversely outboard end portion of the inner cylin-
der 14 enters the recess portion 28, and the edge portion
of the inner cylinder 14 is guided to a point where the
edge portion of the inner cylinder 14 is superposed on
the transversely inner side of the projecting portion 27.
Thereby, the transversely outer edge portion of the inner
cylinder 14 is brought into abutment with a transversely
inner surface of the projecting portion 27.
[0031] Namely, when the pin portion 18 on the power
unit 5 and the insulator 11 on the side frame member 1
a are displaced in directions in which they are separated
from each other as a result of the vehicle being involved
in the frontal offset collision, the projecting portion 27 is
locked at the edge portion of the inner cylinder 14. This
prevents the dislocation of the pin portion 18 from the
inside of the inner cylinder 14.
[0032] It is noted that an outer surface of the projecting
portion 27 and an inner surface of the recess portion 28
are formed so as to continue to the shape (a tapered
portion) of a tapered surface of a tapered portion 18a at
a distal end side of the pin portion 18 so that the insertion
of the pin portion 18 into the inner cylinder 14 is not in-
terrupted. By adopting this configuration, the function to
prevent the dislocation of the pin portion 18 is compatible
with the easy insertion of the pin portion 18.
[0033] This claw-shaped portion 25, which is config-
ured as described above, prevents the dislocation of the
pin member 18 , with respect to a state where the pin
portion 18 is only press fitted in the inside of the inner
cylinder 14.
[0034] Next, the operation of the dislocation preventing
construction of the engine side mounting apparatus 10a
will be described in detail which is triggered when the
vehicle is involved in a front offset collision.
[0035] As shown in Fig. 1, it is assumed that the vehicle
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comes into collision with a barrier X, for example, at one
side of the front thereof or at the engine 6 side (the right-
hand side in the figure) of the power unit 5 (a frontal offset
collision).
[0036] Then, as shown in Fig. 4, a colliding load F is
applied to the one side of the front of the vehicle body 2,
and receiving the colliding load F, the frontmost cross
member 3 is deformed so as to be curved or bent, where-
by a buckling deformation is caused at the front end por-
tion of the side frame member 1 a. When the buckling
deformation is developed, the engine 6 (the one side of
the power unit 5) is pushed by the cross member 3 which
is being deformed. Then, in the power unit 5, a rotational
movement towards the rear of the vehicle body (towards
the passenger compartment T) is induced in which the
power unit 5 is rotated about the transmission side mount-
ing apparatus 10b as a fulcrum in a direction indicated
by α in Fig. 5.
[0037] In association with this rotational movement
(the rotational displacement) of the power unit 5, the pin
portion 18 of the engine side mounting apparatus 10a is
displaced in a direction in which the pin portion 18 is
dislocated from the inside of the inner cylinder 14 while
being inclined towards the rear of the vehicle body as
shown in Fig. 7. As this occurs, the constituent portions
of the engine side mounting apparatus 10a, that is, the
inner cylinder 14 and the insulator 11 are deformed in
association with the movement of the pin portion 18.
[0038] Then, the projecting portion 27 and the recess
portion 28, which are situated at the distal end portion of
the pin portion 18, follow the movement of the pin portion
18 which is being dislocated from the inside of the inner
cylinder 14 to approach the transversely outboard edge
portion of the inner cylinder 14. Further, the transversely
outboard edge portion of the inner cylinder 14 is intro-
duced into the recess portion 28 as shown in Fig. 7 as a
result of the pin portion 18 being inclined. Then, the trans-
versely outboard edge portion of the inner cylinder 14 is
guided to a point where it is superposed on the trans-
versely inner surface of the projecting portion 27, that is,
a point where the transversely outboard edge portion of
the inner cylinder 14 comes into abutment with the trans-
versely inner surface of the projecting portion 27.
[0039] Then, the projecting portion 27 is brought into
locking engagement with the transversely outboard edge
portion of the inner cylinder 14 to thereby prevent the
inner portion 18 from being dislocated from the inside of
the inner cylinder 14. This restriction by the projecting
portion 27 prevents the dislocation of the engine 6 side
end portion of the power unit 5 in the early stage of the
collision, thereby making it possible to control the timing
at which the power unit 5 comes off. Thus, as has been
described heretofore, according to the embodiment, the
apparatus can be established in which the pin portion 18
is prevented from being dislocated from the inside of the
inner cylinder 14 or from the attitude in which the pin
portion 18 is press fitted in the inner cylinder 14 while
obviating the necessities of preparing a separate part

and assembling the part only by the construction in which
the claw-shaped portion 25 is formed at the distal end
portion of the pin portion 18. Thereby, it is possible to
prevent the early dislocation of the pin portion 18 when
the vehicle is involved in the frontal offset collision by the
simple and inexpensive construction.
[0040] It is possible to prevent the power unit 5 from
coming off in the early stage of the collision, thereby mak-
ing it possible to control the timing at which the power
unit 5 comes off. In particular, since the distal portion of
the claw-shaped portion 25 is caused to project towards
the center of the vehicle body within the rotational sec-
tional range of the pin portion 18, the claw-shaped portion
25 is made easy to be inserted into the inside of the cy-
lindrical portion 14 together with the pin portion 18. More-
over, the claw-shaped portion 25 is allowed to be formed
into the simple construction in which only the projecting
portion 27 is formed at the distal end portion of the pin
portion 18 within the radial sectional range of the pin por-
tion 18 with the recess portion 28 formed in the trans-
versely inner side of the base end portion of the projecting
portion 27.
[0041] Furthermore, the outer surface of the projecting
portion 27 and the inner surface of the recess portion 28
are made to continue to the tapered portion which con-
stitutes the external shape of the distal end portion of the
pin portion 18. Therefore, the ease with which the pin
portion 18 is inserted into the cylindrical portion 14 pro-
vided by the tapered portion of the pin portion is not in-
terrupted, whereby the prevention of dislocation of the
pin portion can be compatible with the easy insertion of
the pin portion 18 into the inner cylinder 14. In particular,
the dislocation preventive construction for the pin portion
18 which employs the claw-shaped portion 25 is effective
when the insulator 11 is displaced transversely more
largely at a rear side of the insulator 11 than at a front
side thereof in association with the buckling deformation
of the side frame 1 a as indicated by a chain double-
dashed line S in Fig. 5 (when a space between the engine
side mounting portion 20 and the insulator 11 is small at
a front side of the space and is increased wider at a rear
side thereof than at the front side).
[0042] It is noted that the invention is not limited to the
embodiment that has been described heretofore, and
there will be no problem in carrying out the invention in
various forms without departing from the spirit and scope
of the invention. For example, in the embodiment de-
scribed above, while the claw-shaped projecting portion
and the arc-shaped recess portion are formed at the distal
end portion of the angular pin portion, the invention is not
limited thereto. Hence, the pin portion, the projecting por-
tion and the recess portion may be formed into any other
shapes. In addition, in the embodiment, while the inven-
tion is applied to the vehicle in which the power unit is
accommodated in the area situated at the front of the
passenger compartment, the invention is not limited
thereto. Hence, the invention may be applied to a vehicle
in which a power unit is accommodated in an area at the
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rear of a passenger compartment. Of course, the power
unit is not limited to the construction in which the engine
and the transmission are combined, and hence, a power
unit may be adopted in which a motor or an engine is
combined with a motor.

Reference Signs List

[0043]

2 vehicle body

4 engine compartment (accommodating area)

5 power unit

10a engine side mounting apparatus (power unit
mounting apparatus)

11 insulator

12 outer cylinder

13 elastic member

14 inner cylinder (cylindrical portion)

18 pin portion

18a tapered portion

25 claw-shaped portion

27 projecting portion

28 recess portion.

Claims

1. A power unit mounting apparatus for supporting both
transverse end portions of a power unit in a vehicle
transverse direction to side frames, the power unit
mounting apparatus comprising:

a pin portion, provided at an end portion of the
power unit in the vehicle transverse direction,
and projecting outward in the vehicle transverse
direction; and
an insulator elastically supporting the pin por-
tion,
wherein a cylindrical portion through which the
pin portion is inserted is provided in the insulator,
and
wherein a claw-shaped portion is formed at a
distal end portion of the pin portion.

2. The power unit mounting apparatus according to

claim 1,
wherein the pin portion is formed so as to be dis-
posed outward in the vehicle transverse direction
than the cylindrical portion in a state where the pin
portion is inserted through the cylindrical portion.

3. The power unit mounting apparatus according to
claims 1 or 2,
wherein the claw-shaped portion is configured to be
engaged with an outer edge portion of the cylindrical
portion in the vehicle transverse direction when the
pin portion and the insulator are relatively displaced
so as to separate from each other in a collision of
the vehicle.

4. The power unit mounting apparatus according to any
one of claims 1 to 3,
wherein the claw-shaped portion includes a project-
ing portion, and
wherein a distal end portion of the projecting portion
projects in a vehicle longitudinal direction in a range
of a radial section of the pin portion.

5. The power unit mounting apparatus according to
claim 4,
wherein a recess portion is formed in the claw-
shaped portion at an inner portion with respect to a
base portion of the projecting portion in the vehicle
transverse direction, and
wherein a depth of the recess portion is increased
towards the projecting portion.

6. The power unit mounting apparatus according to
claim 5,
wherein a tapered portion in which a radius thereof
is decreased towards a distal end of the pin portion
is provided at a distal end portion of the pin portion,
and
wherein an outer surface of the projecting portion
and an inner surface of the recess portion are formed
so as to continue to the tapered portion.

7. The power unit mounting apparatus according to any
one of claims 1 to 6,
wherein the pin portion is press fitted into the cylin-
drical portion.
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