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(54) Storage and transportation of a catalyst for a production of olefin polymers

(57) The present invention relates to a pressure drum
(1) for filling, storing, transporting and discharging a cat-
alyst (3) for a production of olefin polymers. The pressure
drum (1) comprises a cylindrical body (7) with a first end
(9) and a second end (11). Furthermore, the pressure
drum (1) comprises a first torispherical head (13) and a
second torispherical head (15). The first torispherical
head (13) is arranged at the first end (9) of the cylindrical
body (7) and the second torispherical head (15) is ar-
ranged at the second end (11) of the cylindrical body (7).
The first torispherical head (13) and the second torispher-
ical head (15) are connected to the cylindrical body (7)
by full penetration welding in such a way that the pressure
drum is adapted for withstanding pressures between-0,5
and 9 bar g.



EP 2 711 073 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

FIELD OF THE INVENTION

[0001] The present invention relates to a pressure
drum for storing and transporting a component used as
catalyst for a production of olefin polymers. Moreover,
the present invention relates to the process of filling a
pressure drum with a catalyst and to a process for drain-
ing or emptying a pressure drum of catalyst. Furthermore,
the present invention relates to the use of a pressure
drum for filling, storing, transporting and draining com-
ponents used as catalysts for a production of olefin pol-
ymers.

BACKGROUND OF THE INVENTION

[0002] Polymers may be formed during a polymeriza-
tion process in which a catalyst slurry consisting from
e.g. an oil and catalyst component is used. The slurry
may be maintained in a catalyst feed vessel in a homo-
geneous state and may be continuously withdrawn from
the catalyst feed vessel and introduced into a polymeri-
zation reactor. Subsequently, an olefin monomer may be
continuously introduced into the polymerization reactor.
The polymerization reactor is operated in such a way that
the olefin monomer is polymerized. Subsequently the po-
lymerized olefin is withdrawn from the polymerization re-
actor. Such a process for polymerizing olefins in the pres-
ence of an olefin polymerization catalyst is known for
example from WO 2006/063771 A1.
[0003] Before the polymerization process the catalyst
is filled into barrels or drums for storage and transporta-
tion. A first kind of known barrels may be low stress bar-
rels. These barrels may hold a risk for the operators when
manipulating the barrels during a filling and an emptying
or draining process. Furthermore, the flange joints of
such barrels may be not gastight enough to hold gases.
Furthermore, they may not be homologated for gases
and may not fulfill Health Safety and Environment (HSE)
requirements. Moreover, such low stress barrels may re-
quire laborious manual lifting to a process area of a po-
lymerization catalyst feed vessel and manual emptying
of the barrel by gravity into the polymerization process.
[0004] A second kind of known barrels may be homolo-
gated for liquids and gases. However, these barrels have
a significantly higher weight than the low stress barrels.
Moreover, these barrels have significantly greater dimen-
sions and wall thicknesses than the low stress barrels.
Furthermore, these barrels are also significantly costlier
than the low stress barrels. Due to the high cost the sec-
ond kind of barrels requires multiple uses. I.e. a washing
station, a painting station and a tracking system for the
barrels is required when used in a process for polymer-
izing olefins.

SUMMARY OF THE INVENTION

[0005] There may be a need to provide a possibility for
enhancing the security of operators during the filling, stor-
ing, transportation and draining of a catalyst and also for
increasing the reproducibility of the catalyst draining and
handling in polyolefin processes.
[0006] This need may be covered by the subject-matter
of the independent claims. Further exemplary embodi-
ments are evident from the dependent claims and the
following description.
[0007] According to a first aspect of the present inven-
tion, a pressure drum for storing and transporting a cat-
alyst for a production of olefin polymers is presented. The
pressure drum comprises a cylindrical body with a first
end and a second end. Furthermore, the pressure drum
comprises a first torispherical head and a second tori-
spherical head. The cylindrical body may be designed
as a shell and the first and second torispherical heads
may be denoted as cylindrical borders of the shell.
[0008] The first torispherical head is arranged at the
first end of the cylindrical body and the second torispher-
ical head is arranged at the second end of the cylindrical
body. Therein, the first torispherical head and the second
torispherical head are connected to the cylindrical body
by full penetration welding in such a way that the pressure
drum is adapted for withstanding pressures between -0,5
and 9 bar gauge (bar g) .
[0009] In other words, the idea of the present invention
according to the first aspect is based on providing a drum
which is designed in such a way that it may accommodate
a catalyst under a certain pressure, preferably a pressure
of 2 to 4 bar g, more preferably 3 bar g, during storage
and transportation. Therein, the use of a full penetration
welding and relatively thin walls of the drum allow to use
a partially automated pressure transfer system for filling,
transporting, storing and emptying the drum while main-
taining a high safety level and keeping the costs bal-
anced. Due to the relatively balanced costs, the pressure
drum may be used as a one time use drum or as a reus-
able drum which is flushed or washed after use. As the
pressure demand for storing a catalyst for a production
of olefin polymers may be about 3 bar g, walls thinner
than in the known barrels may be used in combination
with the full penetration welding for providing enough
pressure resistance. Due to the use of thinner walls also
the weight of the pressure drum is reduced.
[0010] The pressure drum, also denoted as pressure
barrel, may be used for storing and transporting a catalyst
which for example may be a solid catalyst component, a
fluid catalyst or a suspension of solid catalyst compo-
nents for example in oil or wax.
[0011] The pressure drum may be adapted for any kind
of catalyst. For example, the catalyst may be a chromium
catalyst, a Ziegler-Natta catalyst, a single-site catalyst or
any mixture thereof. The catalyst is preferably supported
or self-supported as described for instance in WO
03/000754. Typical support materials are organic or in-
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organic support materials, like silica, MgCl2 or porous
polymeric material. Furthermore, the catalyst may have
been prepolymerized in the catalyst polymerization re-
actor. Moreover, the oil in which the catalyst may be sus-
pended may be the same oil used in the catalyst feed
vessel of the polymerization process. For example, the
concentration of a solid catalyst component in the cata-
lyst stored and transported in the pressure drum may be
up to 450 kg/m3 of the fluid medium.
[0012] The oil which may be contained in the catalyst
stored and transported in the pressure drums may be
inert towards the catalyst. For example, the oil may be a
hydrocarbon oil or a silicon oil with a dynamic viscosity
from 20 - 3000 mPa.s at the operating temperature of
the catalyst feed drum.
[0013] Furthermore, the catalyst may comprise a drag
reducing agent for avoiding sedimentation of the catalyst
during storage and transportation. The drag reducing
agent is chosen in such a way that no negative effect on
the viscosity of the oil is detectable.
[0014] The pressure drum comprises a cylindrical
body, i.e. a cylindrical shell or a tubular shaped body,
with a first end and a second end. When the pressure
drum is stored or transported a longitudinal axis of the
cylindrical body may be orientated perpendicular to the
floor or to a pallet on which the pressure drum is stored.
In this case the first end may be positioned above the
second end, i.e. the drum may be standing on the bottom
border.
[0015] Moreover, the pressure drum comprises a first
torispherical head which is arranged at the first end of
the cylindrical body and a second torispherical head
which is arranged at the second end of the cylindrical
body. The upper head (top) is equipped with nozzles for
filling and unloading as well as a pressure gauge and a
nitrogen nozzle. The bottom head is without nozzles and
may be marked with an ADR-code.
[0016] The connection between the torispherical
heads and the cylindrical body is achieved by full pene-
tration welding according to welding standards. Therein,
the phrase full penetration welding may denote that the
full wall thickness of the elements to be welded is molten
and the region between the elements to be welded is
filled completely with molten material.
[0017] The full penetrated welding seams make pos-
sible for the pressure drum to withstand pressures from
within between -0,5 and 9 bar g. Preferably the pressure
drum may withstand pressures from within of 2 to 4 bar
g, preferably about 3 bar g. This pressure is higher than
possible with conventional barrels of the low stress type.
Furthermore, as the transportation and the storage of the
catalyst require pressures which are smaller than in other
applications the walls of the pressure drum may be de-
signed thinner than in the second kind of known pressure
drums. In this way, weight may be reduced and costs
optimized.
[0018] As the pressure drum according to the invention
may withstand pressures between - 0,5 bar g and 9 bar

g, pressure may be applied to the drum during filling and
during emptying or draining of the catalyst. In this way,
the filling and also the draining process may be sped up.
Moreover, the security during storage and transportation
of the catalyst may be enhanced with the pressure drum
according to the invention because it allows to apply an
inert gas under pressure to the catalyst inside the pres-
sure drum.
[0019] According to an exemplary embodiment of the
invention, the pressure drum comprises a first coupling
element which is adapted for allowing a flow to and from
the pressure drum. Furthermore, the pressure drum com-
prises a second coupling element which is adapted for
allowing a flow of an inert gas or oil into the pressure
drum. Moreover, the pressure drum comprises a third
coupling element which is adapted for allowing a flow of
the catalyst into the pressure drum. Furthermore, the
pressure drum comprises a fourth coupling element
which is adapted for allowing an outflow of the catalyst
from the pressure drum. All of the coupling elements are
integrated into the first torispherical head. Optionally, a
pressure measurement element is provided at the first
coupling element. Therein, the pressure measurement
element may be a manometer.
[0020] The coupling elements may for example com-
prise ports and valves. Furthermore, the coupling ele-
ments may comprise further functionalities. For example,
the third coupling element may be further adapted for
allowing an outflow of the catalyst from the pressure
drum. Moreover, for example the fourth coupling element
may be also adapted for allowing an inflow of an inert
gas or of oil for enhancing the draining of the catalyst
from the pressure drum when the pressure drum is turned
upside down.
[0021] Due to the integration of several coupling ele-
ments into the first torispherical head of the pressure
drum, a fully automated filling and draining of the pres-
sure drum is possible. Therein, automated or automati-
cally may denote that during this process no interaction
with an operator is necessary.
[0022] Moreover, the security during manipulation of
the drums by an operator is enhanced. For example, the
security is enhanced during the process of connecting
hoses and tubes to the pressure drum for allowing a com-
munication with reservoirs of catalyst and inert gas.
[0023] According to a further exemplary embodiment
of the present invention, at least one of the first coupling
element, the second coupling element, the third coupling
element and the fourth coupling element comprises a
locking element with a first security level and a second
security level.
[0024] In other words, one or each of the coupling el-
ements may comprise a nozzle which may be blocked
twice, i.e. double blocked with a valve and a blind cou-
pling. Furthermore, the coupling elements may comprise
further security levels. For example, at least one of the
coupling elements may comprise a cam-lock male part
and a cam-lock female part which may correspond to a
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first security level. Furthermore, the same coupling ele-
ment may comprise a cam-lock cap sealed by a wire.
Due to the double security, i.e. due to the two security
levels a higher security may be provided when manipu-
lating the pressure drum during filling, storage, transpor-
tation and draining. A further security level may be pro-
vided by a valve included in each of the coupling ele-
ments.
[0025] According to a further exemplary embodiment
of the present invention, at least one of the first coupling
element, the second coupling element, the third coupling
element and the fourth coupling element comprises a
valve, particularly a disc valve. A disc valve may be in-
tegrated into one or into each of the nozzles of the cou-
pling elements. The disc valve may comprise a movable
element inside a stationary body. The disc valve may
adjustably restrict the flow cross-section through the re-
spective coupling element. The disc valve may for exam-
ple move linearly or rotate on a stem, i.e. be designed
as a butterfly valve. Moreover, the valve may be designed
as a check valve and rotate on a hinge. Alternatively, the
valve may be designed as a ball valve in which the ball
may comprise a cylindrical hole which provides a fluid
passage. The integration of a disc valve into the coupling
elements enables metering or portioning of the catalyst
during filling and draining of the pressure drum. A disc
valve may allow for a particularly exact metering of the
catalyst and also of an inert gas. Furthermore, a disc
valve may enhance the security when using the pressure
drum because the valve may be closed for example in
addition to a cam-lock.
[0026] According to a further exemplary embodiment
of the present invention, the pressure drum further com-
prises a dip tube adapted for guiding the catalyst in the
direction from the second torispherical head to the first
torispherical head and out of the pressure drum. More-
over, the pressure drum comprises a dip tube holding
element arranged at the second torispherical head. The
dip tube is connected to the dip tube holding element in
such a way that the dip tube encloses an angle between
1 and 20° with a longitudinal axis of the cylindrical body
of the pressure drum.
[0027] In other words, the dip tube is adapted to guide
the catalyst from the bottom of the pressure drum to the
top and out of the pressure drum e.g. through the fourth
coupling. Furthermore, the dip tube is adapted to guide
an inert gas into the drum when the drum is emptied
upside down as explained in more detail below.
[0028] Furthermore, the dip tube is arranged in a slant-
ed fashion within the pressure drum for allowing for a
coupling element, particularly the third coupling element,
to be placed exactly in the middle of the first torispherical
head surface.
[0029] Therein, the pressure drum may be emptied in
two different ways. According to one embodiment of the
invention the drum may be emptied standing upside
down, i.e. with the second torispherical head up and the
first torispherical head down. In this case, the pressure

drum may be emptied by gravity. Therefore, it may be
advantageous for the third coupling element to be ar-
ranged in the middle, i.e. at the lowest point, of the first
torispherical head.
[0030] According to a further embodiment the catalyst
may be emptied from the pressure drum while it is stand-
ing with the first torispherical head up and the second
torispherical head down. In this case, the emptying proc-
ess may be conducted as follows: The fourth coupling
element to which the dip tube is connected may be con-
nected to the catalyst feed vessel by corresponding lines.
Furthermore, a valve for example a disc valve at the
fourth coupling element is opened. Due to the overpres-
sure within the pressure drum the catalyst ascends from
the bottom of the pressure drum through the dip tube to
the catalyst feed vessel of a polymerization reactor.
Moreover, for example through the second coupling el-
ement or through the third coupling element additional
inert gas such as nitrogen may be added to increase the
pressure within the pressure drum.
[0031] According to a further exemplary embodiment
of the present invention, the cylindrical body, the first tor-
ispherical head and the second torispherical head are
made of stainless steel. Alternatively, other kinds of ma-
terials may be used in the pressure drum. For example,
other kinds of metals, particularly other kinds of steel may
be used. Preferably a stainless steel e.g. a AISI 304
(1.4301) or a AISI 316L (1.4404) steel is used.
[0032] According to a further exemplary embodiment
of the present invention, the cylindrical body, the first tor-
ispherical head and the second torispherical head com-
prise a nominal wall thickness of 2 mm between 1,5 to 3
mm. Preferably, the wall thickness of the elements of the
pressure drum is 2 mm. In this way, weight of the pressure
drum may be reduced compared to conventional drums
and thus, costs may be optimized.
[0033] According to a further exemplary embodiment
of the present invention, the pressure drum further com-
prises a first cylindrical skirt also denoted as border,-ar-
ranged at the first torispherical head and a second cylin-
drical skirt arranged at the second torispherical head.
Furthermore, the pressure drum comprises a first load
securing element and a second load securing element.
The first load securing element and the second load se-
curing element are integrated into the first cylindrical skirt.
The first load securing element and the second load se-
curing element enclose an angle of about 90° in a plane
perpendicular to a longitudinal axis of the cylindrical
body.
[0034] The cylindrical skirts may be frame elements
for providing a steady positioning of the drum at the pallet
or at the floor. Therein, the cylindrical skirts may comprise
the same diameter as the cylindrical body. Furthermore,
the cylindrical skirts may provide protection for the cou-
pling elements during storage. At one end the cylindrical
skirts may be connected to the cylindrical body or to the
respective torispherical head. At the opposite end the
cylindrical skirts may be open or closed. Particularly, the
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first cylindrical skirt may be open and the second cylin-
drical skirt may be closed. Therein, the closed second
cylindrical skirt may comprise openings, e.g. three open-
ings. The openings may serve as rain water outlets.
[0035] The load securing elements may for example
be recesses, holes or ears into which restraints or safety
belts may be inserted for connecting the pressure drums
for example on a pallet to each other and/or to the pallet.
The arrangement of the load securing elements in an
angle of 90° allows to position and secure for example
four pressure drums beside each other in a square ar-
rangement which may be optimal for transportation.
[0036] Furthermore, a first transportation element and
a second transportation element may be arranged at the
first cylindrical skirt. The transportation elements may al-
so be denoted as crane holes. Therein, the transportation
elements may be designed as recesses, holes or ears
at which a crane may be connected to the pressure drum
for lifting and moving the pressure drum. The transpor-
tation elements are placed at different locations than the
load securing elements. For example, the first transpor-
tation element may be arranged in the middle between
the first and second load securing elements, i.e. in a dis-
tance of 45° to each of the load securing elements. The
second transportation element may be arranged for ex-
ample at an angle of 180° in relation to the first transpor-
tation element in the plane mentioned above.
[0037] According to a further exemplary embodiment
of the present invention, the diameter of the cylindrical
body is equal to or smaller than half of the width of a
pallet on which the pressure drum is to be transported.
For example, conventional pallets may have a size of
1100 x 1100 mm. Thus, the diameter of the cylindrical
body and also of the first and second cylindrical skirts
may be less than 550 mm. Particularly, the diameter of
the cylindrical body may be in the range between 350mm
and 550 mm. In this way, the pressure drum does not
overlap the pallet when for example four pressure drums
are loaded on the conventional pallet.
[0038] According to a further exemplary embodiment
of the present invention, the pressure drum comprises a
volume between 50 and 250 liters. Particularly, the pres-
sure drum may accommodate 200 liters of fluid. Further-
more, the pressure drum comprises a diameter between
450 and 550 mm and a height of e.g. 710 mm. In case
of 50 liter drums the cylindrical body may comprise the
same or a smaller diameter and a smaller height of e.g.
200 mm.
[0039] According to a second aspect of the present
invention, a process for filling a pressure drum with cat-
alyst for production of olefin polymers is presented. The
process comprises the following steps: providing a pres-
sure drum as described above; connecting a reservoir of
catalyst to the pressure drum for example at the third
coupling element; connecting a reservoir of inert gas to
the pressure drum for example at the second coupling
element; automatically flushing the pressure drum with
the inert gas which for example may be nitrogen; auto-

matically filling a predefined amount of catalyst into the
pressure drum; and automatically filling a predefined
amount of inert gas into the pressure drum. Advanta-
geously, the pressure drum allows for an automatic filling
of the pressure drum for example due to the providing of
coupling elements and due to the ability of the pressure
drum to withstand pressures of about 3 bar g.
[0040] According to a third aspect of the present inven-
tion, a process for draining or emptying a pressure drum
of catalyst for production of olefin polymers is provided.
The process comprises the following steps: providing a
pressure drum as described above filled with catalyst;
opening a third coupling element and/or a fourth coupling
element; and automatically draining the catalyst from the
pressure drum by introducing an oil or a gas under pres-
sure into the pressure drum. A gas under pressure may
be a gas which is introduced with a higher pressure than
atmospheric pressure into the drum. The gas may for
example be the inert gas used for storing the catalyst.
Also the draining process may be advantageously auto-
mated after for example manually opening the coupling
elements.
[0041] According to a fourth aspect of the present in-
vention, a process for manufacturing a polyolefin in the
presence of a catalyst is presented. The process com-
prises inter alia the steps of supplying a catalyst from the
pressure drum (1) to a reactor system in which the po-
lymerization takes place. The feeding of the catalyst in
the reactor system from the pressure drum (1) can be for
instance continuously during the polymerization. Addi-
tionally monomers are introduced in the reactor system,
like propylene and/or ethylene, and the reactor conditions
are chosen that olefin polymerization takes place. The
reactor system can comprise one, two or more reactors
in series. Preferably the first reactor is a loop reactor
whereas the subsequent reactors are preferably gas
phase reactors. The polyolefin which is manufactured
may for example be a polypropylene and/or a polyethyl-
ene.
[0042] According to a fifth aspect of the present inven-
tion, the use of a pressure drum as described above for
filling, storing, transporting and/or draining a catalyst for
production of olefin polymers is presented.
[0043] According to a further embodiment of the
present invention, the dimensions of the pressure drum
are designed in such a way that a conventional transpor-
tation space, e.g. in a conventionally sized transportation
vehicle, may be optimally used. I.e. the dimensions of
the pressure drum, for example the diameter of the pres-
sure drum, may be optimized to fit into conventional trans-
portation means such as transportation trucks and par-
ticularly into the reefer of the transportation vehicles.
[0044] According to a further exemplary embodiment
of the present invention, the dimensions of the pressure
drum are designed in such a way that a space on a con-
ventional pallet may be optimally used. For example, the
diameter of the pressure drum may be designed in such
a way that four pressure drums fit optimally without an
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overlap on a conventional pallet.
[0045] It has to be noted that embodiments of the in-
vention are described with reference to different subject-
matters. In particular, some embodiments are described
with reference to process-type claims or use claims
whereas other embodiments are described with refer-
ence to device claims. However, a person skilled in the
art will gather from the above and the following descrip-
tion that, unless otherwise notified, in addition to any com-
bination of features belonging to one type of subject-mat-
ter also any combination between features relating to dif-
ferent subject-matters is considered to be disclosed with
this application. However, all features can be combined
providing synergetic effects that are more than the simple
summation of the features.

BRIEF DESCRIPTION OF THE DRAWINGS

[0046] Exemplary embodiments of the invention will be
described in the following with reference to the following
drawings.

Fig 1 shows schematically a cross section of a pres-
sure drum according to an exemplary embodi-
ment of the invention

Fig. 2 shows schematically a perspective view of the
upper part of the pressure drum according to
an exemplary embodiment of the invention

Fig. 3 shows schematically a top view of four pressure
drums arranged on a pallet according to an ex-
emplary embodiment of the invention

Fig. 4 shows schematically a flow diagram of the proc-
ess of filling a pressure drum according to an
exemplary embodiment of the invention

Fig. 5 shows schematically a flow diagram of the proc-
ess of draining a pressure drum according to a
first exemplary embodiment of the invention

Fig. 6 shows schematically a flow diagram of the proc-
ess of draining a pressure drum according to a
second exemplary embodiment of the invention

DETAILED DESCRIPTION OF EMBODIMENTS

[0047] In Fig. 1 to 3, different embodiments of a pres-
sure drum 1 are shown. In Fig. 1, a cross-sectional view
through a pressure drum 1 is shown. The pressure drum
is filled with a catalyst 3 which is used in a process for
producing olefin polymers. Furthermore, an inert gas 5
such as nitrogen is filled into the pressure drum 1. The
fluids are filled into the pressure drum 1 at a pressure of
approximately 3 bar g. The pressure drum may comprise
a volume of 200 liters with an outer diameter of maximally
550 mm. Preferably, the outer diameter of the pressure

drum 1 is approximately 500 mm. The height of the pres-
sure drum 1 may correspond to approximately 1200 mm.
The drum may comprise a metal particularly stainless
steel of for example AISI 304 or AISI 316L. The pressure
drum may be adapted to securely store and transport the
catalyst under temperatures between - 30°C and 220°C
and in particular between -25°C and 60°C.
[0048] The pressure drum 1 comprises a cylindrical
body 7 with a first end 9 and a second end 11. Further-
more, the pressure drum 1 comprises a first torispherical
head 13 and a second torispherical head 15. The walls
of the cylindrical body 7 and of the torispherical heads
13, 15 may have a width of approximately 2 mm. The
torispherical heads 13, 15 are connected to the cylindrical
body 7 by full penetration welding seams 17. The quality
of the welding seams 17 may correspond to certain offi-
cial requirements such as PED (pressure equipment di-
rective) and AD-2000. Furthermore, the pressure drum
1 may fulfill further official requirement such as ADR, RID
and IMDG.
[0049] A type label 51, also denoted as type plate, may
be arranged at one side of the pressure drum 1. Partic-
ularly, the type label 51 may be glued or tagged to the
cylindrical body 7.
[0050] Moreover, a first coupling element 19, a second
coupling element 21, a third coupling element 23 and a
fourth coupling element 25 are integrated into the first
torispherical head 13. The first coupling element 19 may
provide a connection for a pressure measurement ele-
ment 27 such as a manometer. The second coupling el-
ement 21 may provide a connection to a reservoir with
an inert gas 5. Therein, the second coupling element 21
may comprise a quick connector and/or a Kamlok.
[0051] Furthermore, the second coupling element may
be designed as gas-tight and self-locking. The third cou-
pling element may be arranged in the middle of the sur-
face of the first torispherical head 13. Furthermore, the
third coupling element may be designed to be connected
to a reservoir of catalyst. Therein, the diameter, i.e. the
possible maximal cross-section of the flow through the
third coupling element 23 may be bigger than that of sec-
ond coupling element 21. The third coupling element 23
may also comprise a cam-lock. The fourth coupling ele-
ment 25 may be adapted to allow an outflow of catalyst
3 from the pressure drum 1 and may also comprise a
cam-lock.
[0052] The coupling elements 19, 21, 23 and 25 may
comprise locking elements 29 such as a cam-locks se-
cured by a wire. Furthermore, a valve 31, particularly a
disc valve, may be provided at the coupling elements 19,
21, 23, 25. In this way, the coupling elements 19, 21, 23,
25 are secured twice and may not be opened acciden-
tally.
[0053] Furthermore, the fourth coupling element 25 is
connected to a dip tube 33 which is connected at two dip
tube holding elements 35 at the second torispherical
head 15. The dip tube 33 encloses an angle of for exam-
ple 15° with a longitudinal axis 8 of the cylindrical body
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7 of the pressure drum 1. In this way, the main coupling
element for filling the pressure drum 1, namely the third
coupling element 23 may be positioned in the center, i.e.
at the longitudinal axis 8 of the cylindrical body 7.
[0054] Furthermore, the pressure drum 1 comprises a
first cylindrical skirt 37 and a second cylindrical skirt 39.
The first cylindrical skirt 37 may be connected at the first
end 9 of the cylindrical body 7. Furthermore, the second
cylindrical skirt 39 may be connected at the second end
11 of the cylindrical body 7. The second cylindrical skirt
39 may serve for stable and safe positioning of the pres-
sure drum 1 at a pallet or at a floor. Furthermore, the first
cylindrical skirt 37 may enhance the security of the cou-
pling elements 21, 23, 25, 27. The cylindrical skirts 37,
39 maybe open. Alternatively, for example the first cylin-
drical skirt 37 may comprise a closing cap for protecting
the coupling elements 19, 21, 23, 25 from environmental
influences such as rain.
[0055] In Fig. 2, a part of a top view of a pressure drum
as shown in Fig. 1 is shown. In Fig. 3, a top view of four
pressure drums 1 on a pallet 45 is shown.
[0056] As may be seen in Fig. 3, the dimensions of the
pressure drums 1 are optimized for storage and trans-
portation on conventional pallets 49. Particularly, a pallet
49 may have a width of 1100 mm. Accordingly, the outer
diameter 12 of the pressure drum 1 is less than 550 mm
such that four pressure drums 1 may be stored on one
pallet 49 without any overlap.
[0057] For moving and positioning the pressure drums
1, for example on the pallet 49, a first transportation el-
ement 45 and a second transportation element 47 are
provided at the first cylindrical skirt 37. The transportation
elements 45, 47 may be arranged on opposite sides of
the first cylindrical skirt 37 and be designed as crane
holes.
[0058] Moreover, a first load securing element 41 and
a second load securing element 43 are provided at the
first cylindrical skirt 37. The load securing elements 41,
43 may form an angle of 90° between each other in a
plane perpendicular to a longitudinal axis 8 of the cylin-
drical body 7. In this way, a first load securing element
41 of a first pressure drum 1 may be positioned opposite
a second load securing element 43 of a second pressure
drum 1 respectively when the four pressure drums 1 are
positioned on a pallet 49. Due to this design with load
securing elements 41, 43, the pressure drums 1 may be
connected to each other by securing belts. Furthermore,
the pressure drums 1 may be secured to the pallet 49.
The load securing elements 41, 43 may for example be
designed as holes, recesses or ears in the first cylindrical
skirt 37.
[0059] The pressure drums 1 according to the inven-
tion may be produced at lower costs as compared to con-
ventional barrels while maintaining a better pressure re-
sistance than low stress type barrels. Furthermore, the
design of the pressure drums 1 allows for a safer handling
during the whole chain of use of the pressure drum 1.
[0060] In Fig. 4, a process for filling the pressure drum

1 with catalyst 3 and possibly inert gas 5 is shown in a
flow diagram. In step S01, an empty pressure drum 1 is
provided. Furthermore, in step S03, a reservoir of inert
gas 5 is connected to the pressure drum 1. In step S05,
a reservoir of catalyst 3 is connected to the pressure drum
1. In step S07, the pressure drum 1 may be optionally
flushed automatically with inert gas 5. Subsequently, a
predefined amount of catalyst 3 is automatically filled into
the pressure drum 1 in step S09. Moreover, in step S11,
a predefined amount of inert gas 5 is automatically filled
into the pressure drum 1. In step S13, the pressure within
the pressure drum 1 is controlled with the help of the
pressure measurement element 27. Step S13 may for
example be executed in parallel to steps S09 and S11.
[0061] Therein, a different order of steps is possible.
For example, the connecting of a reservoir of inert gas 5
to a second coupling element 21 in step S03 and the
connecting of reservoir of catalyst 3 e.g. to the third cou-
pling element 23 in step S05 may be executed in parallel
or in optional order.
[0062] In Figs. 5 and 6, two optional processes for
draining the catalyst 3 from the pressure drum 1 are de-
scribed. Fig. 5 describes the process of emptying the
pressure drum 1 while it is standing upright. Fig. 6 de-
scribes the process of emptying the pressure drum 1
while it is turned upside down.
[0063] In Fig. 5, a pressure drum 1 filled with catalyst
3 is provided in step S 15. Furthermore, a fourth coupling
element 25 is connected to a catalyst feed vessel in step
S 17. In step S 19, a third coupling element 23 is con-
nected to a reservoir of oil. Step S19 is optional. In step
S21, a second coupling element 21 is connected to a
reservoir of inert gas 5. Subsequently, the coupling ele-
ments 21, 23 and 25 are opened in step S23. Alterna-
tively, only coupling elements 23 and 25 or only the cou-
pling elements 21 and 25 are opened. Furthermore, in
step S25, the catalyst 3 is drained automatically from the
pressure drum 1 by introducing an oil through the third
coupling element 23 and/or by introducing an inert gas
5 under pressure through the second coupling element
21 into the pressure drum 1. Therein, the catalyst 3 is
pushed due to the created overpressure through the dip
tube 33 out of the pressure drum 1 into the catalyst feed
vessel.
[0064] Also here, the steps of the process may be ex-
ecuted in different order. For example, the order of the
connection of the coupling elements may be different.
Furthermore, for example, either step S 19 or step S21
may be omitted.
[0065] In Fig. 6, an alternative draining process is de-
scribed. In the beginning, a pressure drum 1 filled with
catalyst 3 is provided in step S 15. Furthermore, the pres-
sure drum 1 is turned upside down in step S27. This
means that after turning the pressure drum 1 upside
down, the first torispherical head 13 is positioned below
the second torispherical head 15. Furthermore, in step
S29, a third coupling element 23 is connected to a cata-
lyst feed vessel. In step S31, a fourth coupling element
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25 is connected to a reservoir of oil. Therein, step S31
is optional and may be omitted. In step S33, a second
coupling element 21 is connected to a reservoir of inert
gas 5. Step S33 is also optional and may be omitted.
[0066] The coupling elements 21, 23, 25 in the embod-
iment of Fig. 6 may be connected to different reservoirs
than in the embodiment shown in Fig. 5. In step S35, the
coupling elements 21, 23, 25 are opened. Furthermore,
in step 37, the catalyst 3 is automatically drained from
the pressure drum 1 by gravity flow. Optionally, the grav-
ity flow may be enhanced by introducing an oil through
the fourth coupling element 25 and the dip tube 33 and/or
by introducing an inert gas 5 through the second coupling
element 21 into the pressure drum 1.
[0067] The steps of the process shown in Fig. 6 may
be executed in different order and may be partially omit-
ted. For example, the order of the connecting of the cou-
pling elements 21, 23, 25 may be different. Furthermore,
for example, step S31 and/or step S33 may be omitted.
[0068] While the invention has been illustrated and de-
scribed in detail in the drawings and foregoing descrip-
tion, such illustration and description are to be considered
illustrative or exemplary and not restrictive. The invention
is not limited to the disclosed embodiments. Other vari-
ations to the disclosed embodiments can be understood
and effected by those skilled in the art in practicing a
claimed invention, from a study of the drawings, the dis-
closure, and the dependent claims. In the claims, the
word "comprising" does not exclude other elements or
steps, and the indefinite article "a" or "an" does not ex-
clude a plurality. Any reference signs in the claims should
not be construed as limiting the scope.

LIST OF REFERENCE SIGNS

[0069]

1 pressure drum
3 catalyst
5 inert gas
7 cylindrical body
8 longitudinal axis of cylindrical body
9 first end of cylindrical body
11 second end of cylindrical body
12 diameter of cylindrical body
13 first torispherical head
15 second torispherical head
17 welding seam
19 first coupling element
21 second coupling element
23 third coupling element
25 fourth coupling element
27 pressure measurement element (manometer)
29 locking element (camlock, wire)
31 valve (disc valve)
33 dip tube
35 dip tube holding element
37 first cylindrical skirt

39 second cylindrical skirt
41 first load securing element
43 second load securing element
45 first transportation element
47 second transportation element
49 pallet
51 type label / plate

S01 providing an empty pressure drum
S03 connecting a reservoir of inert gas to the pressure

drum
S05 connecting a reservoir of catalyst to the pressure

drum
S07 automatically flushing the pressure drum with the

inert gas
S09 automatically filling a predefined amount of cat-

alyst into the pressure drum
S11 automatically filling a predefined amount of inert

gas into the pressure drum
S13 controlling the pressure within the pressure drum

with the help of the pressure measurement ele-
ment

S15 providing a pressure drum filled with catalyst
S17 connecting a forth coupling element to a catalyst

feed vessel
S19 connecting a third coupling element to a reservoir

of oil
S21 connecting a second coupling to a reservoir of

inert gas
S23 opening the coupling elements
S25 automatically draining the catalyst from the pres-

sure drum by introducing an oil or an inert gas
under pressure into the pressure drum

S27 turning the pressure drum upside down
S29 connecting a third coupling element to a catalyst

feed vessel
S31 connecting a forth coupling element to a reservoir

of oil
S33 connecting a second coupling element to a res-

ervoir of inert gas
S35 opening the coupling elements
S37 automatically draining the catalyst from the pres-

sure drum by gravity flow optionally enhanced by
introducing an oil or an inert gas under pressure
into the pressure drum

Claims

1. Pressure drum (1) for filling, storing, transporting and
discharging a catalyst (3) for a production of olefin
polymers, the pressure drum (1) comprising a cylin-
drical body (7) with a first end (9) and a second end
(11);
a first torispherical head (13);
a second torispherical head (15);
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wherein the first torispherical head (13) is arranged
at the first end (9) of the cylindrical body (7) and the
second torispherical head (15) is arranged at the
second end (11) of the cylindrical body (7);
wherein the first torispherical head (13) and the sec-
ond torispherical head (15) are connected to the cy-
lindrical body (7) by full penetration welding (17) in
such a way that the pressure drum (1) is adapted for
withstanding pressures between -0,5 and 9 bar g.

2. Pressure drum (1) according to claim 1, further com-
prising a first coupling element (19) which is adapted
for allowing a flow to and from the pressure drum (1);
a second coupling element (21) which is adapted for
allowing a flow of an inert gas (5) into the pressure
drum (1);
a third coupling element (23) which is adapted for
allowing a flow of the catalyst (3) into the pressure
drum (1);
a forth coupling element (25) which is adapted for
allowing an outflow of the catalyst (3) from the pres-
sure drum (1);
wherein the first coupling element (19), the second
coupling element (21), the third coupling element
(23) and the fourth coupling element (25) are inte-
grated into the first torispherical head (13);
wherein a pressure measurement element (27) is
provided at the first coupling element (19).

3. Pressure drum (1) according to claim 2,
wherein at least one of the first coupling element
(19), the second coupling element (21), the third cou-
pling element (23) and the fourth coupling element
(25) comprises a locking element (29) with a first
security level and a second security level.

4. Pressure drum (1) according to any of claims 2 and 3,
wherein at least one of the first coupling element
(19), the second coupling element (21), the third cou-
pling element (23) and the fourth coupling element
(25) comprises a valve (31).

5. Pressure drum (1) according to any of claims 1 to 4,
further comprising a dip tube (33) adapted for guiding
the catalyst (3) from the second torispherical head
(15) to the first torispherical head (13); and
a dip tube holding element (35) arranged at the sec-
ond torispherical head (15);
wherein the dip tube (33) is connected to the dip tube
holding element (35) in such a way that the dip tube
(33) encloses an angle between 1° and 20° with a
longitudinal axis (8) of the cylindrical body (7) of the
pressure drum (1).

6. Pressure drum (1) according to any of claims 1 to 5,
wherein the cylindrical body (7), the first torispherical
head (13) and the second torispherical head (15) are
made of stainless steel.

7. Pressure drum (1) according to any of claims 1 to 6,
wherein the cylindrical body (7), the first torispherical
head (13) and the second torispherical head (15)
comprise a wall thickness of 1,5 to 3 mm.

8. Pressure drum (1) according to any of claims 1 to 7,
further comprising
a first cylindrical skirt (37) arranged at the first tori-
spherical head (13);
a second cylindrical skirt (39) arranged at the second
torispherical head (15);
a first load securing element (41); and
a second load securing element (43);
wherein the first load securing element (41) and the
second load securing element (43) are integrated
into the first cylindrical skirt (37);
wherein the first load securing element (41) and the
second load securing element (43) enclose an angle
of 90° in a plane perpendicular to a longitudinal axis
(8) of the cylindrical body (7).

9. Pressure drum (1) according to any of claims 1 to 8,
wherein the diameter of the cylindrical body (7) is
equal to or smaller than half of the width of a pallet
(49) on which the pressure drum (1) is transported.

10. Pressure drum (1) according to any of claims 1 to 9,
wherein the pressure drum (1) comprises a volume
between 50 and 250 liters; wherein the pressure
drum (1) comprises a diameter (12) between 450
and 550 mm.

11. Process for filling a pressure drum (1) with catalyst
(3) for production of olefin polymers, the process
comprising the following steps providing a pressure
drum (1) according to any of claims 1 to 10; connect-
ing a reservoir of catalyst (3) to the pressure drum
(1); connecting a reservoir of inert gas (5) to the pres-
sure drum (1); automatically flushing the pressure
drum (1) with the inert gas (5); automatically filling a
predefined amount of catalyst (3) into the pressure
drum (1);
automatically filling a predefined amount of inert gas
(5) into the pressure drum (1).

12. Process for draining a pressure drum (1) of catalyst
(3) for production of olefin polymers, the process
comprising the following steps providing a pressure
drum (1) according to any of claims 1 to 10 filled with
catalyst (3);
opening a third coupling element (23) and/or a fourth
coupling element (25); automatically draining the
catalyst (3) from the pressure drum (1) by introducing
an oil or the inert gas (5) under pressure into the
pressure drum (1).

13. Process for manufacturing a polyolefin in the pres-
ence of a catalyst (3), wherein said catalyst (3) is
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supplied from a pressure drum (1) according from
any one of claims 1 to 10 to a reactor system in which
the polymerization takes place.

14. Use of a pressure drum (1) according to any of claims
1 to 10, for filling, storing, transporting and/or drain-
ing a catalyst (3) for a production of olefin polymers.

15. Use of a pressure drum (1) according to claim 14,
wherein the dimensions of the pressure drum (1) are
designed in such a way that a transportation space
may be optimally used.

16. Use of a pressure drum (1) according to any of claims
14 and 15,
wherein the dimensions of the pressure drum (1) are
designed in such a way that a space on a pallet may
be optimally used.
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