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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to an electric ro-
tating machine and a hybrid car provided with the same.
[0002] There has been a demand for an electric rotat-
ing machine, more specifically, a permanent-magnet-
type electric rotating machine for driving a vehicle, in-
cluding an inverter for controlling the same having a re-
duced size and capable of providing an increased output
power. There has been a demand particularly for a per-
manent-magnet-type electric rotating machine capable
of producing high torque at low operating speeds and of
providing high output power at high rotating speeds.
Therefore, the conventional permanent-magnet-type
electric rotating machine is an embedded permanent-
magnet-type electric rotating machine with salient poles
using low field magnets for high-speed rotation and ca-
pable of using reluctance torque. See, for example, JP-
A 1998-126985.
[0003] A rotor core on the side of a permanent-magnet
stator and a rotor core on the side of the center axis of a
permanent-magnet rotor are connected by a bridge for
enhancing the mechanical strength withstanding the cen-
trifugal force. See, for example, JP-A 2006-187189.
[0004] A permanent-magnet-type electric rotating ma-
chine for driving a vehicle is required to produce a very
high torque for conformation. Usually, the output torque
of an electric rotating machine can be increased by in-
creasing the current supplied to the stator coils. However,
an increased current increases heat generated by the
electric rotating machine and, therefore, a thermal re-
quirement places a limit on current density. Thus, the
magnetic flux of the permanent magnets of the perma-
nent-magnet-type electric rotating machine needs to be
effectively used to make the permanent-magnet-type
electric rotating machine produce the highest possible
torque.
[0005] The effective magnetic flux of the permanent
magnets of the embedded permanent-magnet-type elec-
tric rotating machine can be increased by embedding the
permanent magnets at a small depth to reduce leakage
flux. The embedded permanent-magnet-type electric ro-
tating machine for driving a vehicle is operated at high
rotating speeds. Therefore, the permanent magnets of
the embedded-magnet type electric rotating machine
needs to have mechanical strength sufficient for securely
holding the embedded permanent magnets in place
against centrifugal force that acts on the permanent mag-
nets and capable of withstanding operations at high ro-
tating speeds.
[0006] US 2005/110356 A1 describes a rotor including
a plurality of permanent magnet pieces fixed in a plurality
of magnet insertion slots provided on the outer periphery
of a rotor yoke, respectively. The rotor yoke has concaves
each provided between the permanent magnet pieces
adjacent to each other and protrusions each provided in

each of the concaves to protrude outwardly in the radial
direction of the rotor yoke.
[0007] When the bridge is used for enhancing the me-
chanical strength withstanding the centrifugal force, it is
possible that the effective magnetic flux of the permanent
magnets is less than that of a electric rotating machine
not provided with any bridge because the bridge is a mag-
netic member similar to the core.

SUMMARY OF THE INVENTION

[0008] Accordingly, it is an object of the present inven-
tion to provide an electric rotating machine provided with
permanent magnets and capable of withstanding oper-
ations at high rotating speeds without reducing the effec-
tive magnetic flux of the permanent magnets and to pro-
vide a hybrid car provided with the same electric rotating
machine.
[0009] The above-described object is solved by the in-
vention according to claim 1. The dependent clams de-
scribe further preferred developments.
[0010] The present invention provides.an electric ro-
tating machine having a rotor and a core holding perma-
nent magnets, in which compressive stress is induced in
the core when the rotor rotates.
[0011] Thus, the present invention provides an electric
rotating machine capable of withstanding operations at
high rotating speed without reducing the effective mag-
netic flux of the permanent magnets and a hybrid car
provided with the same electric rotating machine.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] The above objects, features and advantages of
the present invention will become apparent from the fol-
lowing description taken in connection with the accom-
panying drawings.

Fig. 1 is a block diagram of a hybrid car provided
with a motor generator, namely, an electric rotating
machine, in a first embodiment according;
Fig. 2 is a circuit diagram of an inverter illustrated in
Fig. 1;
Fig. 3 is a cross-sectional view of the motor generator
illustrated in Fig. 1;
Fig. 4 is an enlarged, fragmentary cross-sectional
view of the motor generator illustrated in Fig. 1;
Fig. 5 is a graph illustrating the variation of stresses
induced in the rotor of the motor generator illustrated
in Fig. 1 with the rotating speed of the rotor;
Fig. 6 is an enlarged, fragmentary cross-sectional
view of a motor generator in a second embodiment;
Fig. 7 is an enlarged, fragmentary cross-sectional
view of a motor generator in a third embodiment;
Fig. 8 is an enlarged, fragmentary cross-sectional
view of a motor generator in a fourth embodiment;
Fig. 9 is an enlarged, fragmentary cross-sectional
view of a motor generator in a fifth embodiment; and
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Fig. 10 is an enlarged, fragmentary cross-sectional
view of a motor generator in a sixth embodiment.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0013] Preferably, a permanent-magnet-type electric
rotating machine has a rotor including a rotor core in
which compressive stress is intentionally induced to re-
duce tensile stress that may be induced in the rotor core
when the rotor rotates. Preferably, the absolute value of
the compressive stress is equal to that of the tensile
stress.
[0014] More specifically, the rotor core is provided with
magnet holding cavities respectively holding permanent
magnets therein, nonmagnetic parts disposed on the op-
posite sides, respectively, of each magnet holding cavity,
and slits formed in the circumference of the rotor core on
the outer side of the nonmagnetic parts in a depth greater
than the distance between the circumference of the rotor
and each nonmagnetic part . Preferably, the bottom of
the slit is nearer to the center of the magnetic pole of the
rotor than the open end of the slit. Preferably, the thick-
ness along the circumference of the rotor of a part of the
rotor core, extending between the slit and the nonmag-
netic member is substantially equal to the thickness along
the circumference of the rotor of a part of the rotor core
extending between the bottom of the slit and the magnet
holding cavity.
[0015] The preferred embodiments are described be-
low with reference to the accompanying drawings.
[0016] The constitution of a hybrid electric car provided
with motor generators are described with reference to
Fig. 1. The hybrid electric car is provided with two different
types of power plants.
[0017] The hybrid electric car is a four-wheel drive ve-
hicle provided with an internal combustion engine (here-
inafter, referred to simply as "engine") ENG, a front motor
generator MG1 for driving front wheels FRW and FLW,
and a rear motor generator MG2 for driving rear wheels
RRW and RLW. The description herein assumes that the
front wheels FRW and FLW are driven by the engine
ENG and the front motor generator MG1, and the rear
wheels RRW and RLW are driven by the rear motor gen-
erator MG2. However, the front wheels FRW and FLW
may be driven by the front motor generator MG1, and
the rear wheels RRW and RLW may be driven by engine
ENG and the rear motor generator MG2.
[0018] Front axles FDS supporting the front wheels
FRW and FLW are connected mechanically through a
front differential FDF to a transmission T/M. The front
motor generator MG1 and the engine ENG are connected
mechanically through a transfer PSM to the transmission
T/M. The transfer PSM divides input power and delivers
divided power. The ac side of an inverter INV is connect-
ed electrically to the stator windings of the front motor
generator MG1. The inverter INV is a power converter
for converting dc power into three-phase ac power. The
inverter INV controls the operation of the front motor gen-

erator MG1. The dc side of the inverter INV is connected
electrically to a battery BAT.
[0019] The rear motor generator MG2 is connected
mechanically through a reduction gear RG and a rear
differential RDF to rear axles RDS supporting the rear
wheels RRW and RLW. The stator windings of the rear
motor generator MG2 are electrically connected to the
ac side of the inverter INV. The inverter INV is common
to the motor generators MG1 and MG2. The inverter INV
includes a power module PMU1 and a drive circuit DCU1
for the front motor generator MG1, and power module
PMU2 and a drive circuit DCU2 for the rear motor gen-
erator MG2, and a motor control unit MCU.
[0020] A starting motor STR is combined with the en-
gine ENG. The starting motor STR is included in a starting
system for starting the engine ENG.
[0021] The engine control unit ECU calculates values
for controlling operations of components of the engine
ENG including a throttle valve, fuel injection valves and
such on the basis of input signals received from sensors
and other controllers. The engine control unit ECU gives
control signals carrying the calculated values to drivers
for driving the components of the engine ENG.
[0022] Operations of the transmission T/M are control-
led by a transmission control unit TCU. The transmission
control unit TCU calculates values for controlling opera-
tions of a transmission gear on the basis of input signals
received from sensors and other controllers. The trans-
mission control unit TCU gives control signals carrying
calculated values to a driver for driving the transmission
gear to control the operations of the transmission gear
of the transmission T/M.
[0023] The battery BAT is a high-voltage lithium-ion
battery having a high terminal voltage of 200 V or above.
A battery control unit BCU manages operations for charg-
ing and discharging the battery BAT and the life of the
battery BAT. Signals indicating the terminal voltage of
the battery BAT and a current supplied by the battery
BAT are given to the battery control unit BCU. The hybrid
electric car is provided with a low-voltage battery, not
illustrated, having a terminal voltage of 12 V. The low-
voltage battery is a power supply for the control system,
the radio, lights, and other such equipment.
[0024] The engine control unit ECU, the transmission
control unit TCU, the motor control unit MCU and the
battery control unit BCU are electrically interconnected
and are electrically connected to a general control unit
GCU by an in-vehicle local area network LAN. Thus, the
control units can transmit signals in a two-way commu-
nication mode, can exchange information and can use
detected values in common. The general control unit
GCU gives control signals to the control units according
to the operating condition of the hybrid vehicle. The gen-
eral control unit GCU calculates a torque necessary for
accelerating the hybrid electric car in response to a driv-
er’s request for acceleration requested by the driver by
operating the accelerator pedal, divides the calculated
necessary torque into a torque to be produced by the
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engine ENG and a torque to be produced by the front
motor generator MG1 so that the engine ENG may op-
erate efficiently, and gives a control signal carrying the
torque to be produced by the engine ENG to the engine
control unit ECU and gives a control signal carrying the
torque to be produced by the front motor generator MG1
to the motor control unit MCU.
[0025] The operation of the hybrid electric car is de-
scribed below.
[0026] The front motor generator MG1 drives the front
wheels FRW and FLW when the hybrid electric car is
started and while the hybrid electric car is running at a
low running speed, in which the operation efficiency of
the engine ENG is low and the fuel consumption rate is
high. Although the description is made herein on an as-
sumption that the front motor generator MG1 drives the
front wheels FRW and FLW when the hybrid electric car
is started and while the hybrid electric car is running at
a low running speed, the front motor generator MG1 and
the rear motor generator MG2 may drive the front wheels
FRW and FLW and the rear wheels RRW and RLW, re-
spectively, in a four-wheel drive mode. Dc power is sup-
plied to the inverter INV from the battery BAT. The in-
verter INV converts the received dc power into three-
phase ac power. The three-phase ac power is supplied
to the stator windings of the front motor generator MG1
to drive the front motor generator MG1. The output rota-
tional power of the front motor generator MG1 is trans-
mitted through the transfer PSM to the transmission T/M.
The transmission T/M changes the input rotating speed.
The output rotational power of the transmission T/M is
transmitted to the front differential FDF. The front differ-
ential FDF distributes the rotational power to the front
right and the front left axle FDS to drive the front axles
FDS for rotation.
[0027] While the hybrid electric car is running in a nor-
mal running mode on a dry road, in which the engine
ENG is operating at a high efficiency at a low fuel con-
sumption rate, the engine ENG drives the front wheels
FRW and FLW. Therefore, the output rotational power
of the engine ENG is transmitted through the transfer
PSM to the transmission T/M. The transmission T/M
changes the input rotating speed. The output rotational
power of the transmission T/M is transmitted through the
front differential FDF to the front axles FDS to drive the
front wheels FRW and FLW for rotation. The state of
charge of the battery BAT is detected, and, if the battery
needs charging, the output rotational power of the engine
ENG is distributed through the transfer PSM to the front
motor generator MG1 to drive the front motor generator
MG1. Then, the front motor generator MG1 functions as
a generator to generate three-phase ac power by the
stator windings thereof. The three-phase ac power thus
generated is converted into a predetermined dc power
by the inverter INV. The output dc power of the inverter
INV is supplied to the battery BAT to charge the battery
BAT.
[0028] While the hybrid electric car is running in a four-

wheel drive mode on a snowy road or the like, in which
the engine is operating at a high efficiency and at a low
fuel consumption rate, the rear motor generator MG2
drives the rear wheels RRW and RLW, and the engine
ENG drives the front wheels FRW and FLW in the same
mode as the normal running mode. Since the electric
charge stored by the battery BAT is decreased by the
driving of the front motor generator MG1, the engine ENG
drives the front motor generator MG1 to charge the bat-
tery BAT. Since the rear motor generator MG2 drives the
rear wheels RRW and RLW, dc power is supplied to the
inverter INV from the battery BAT. The inverter INV con-
verts the input dc power into three-phase ac power and
supplies the three-phase ac power to the stator windings
of the rear motor generator MG2 to drive the rear motor
generator MG2. The rear motor generator MG2 thus driv-
en generates rotational power. The output rotational pow-
er is distributed to the right and the left rear axle RDS by
the rear differential RDF to drive the rear axles RDS for
rotation. Thus the rear wheels RRW and RLW are driven
for rotation.
[0029] The engine ENG and the front motor generator
MG1 drive the front wheels FRW and FLW to accelerate
the hybrid electric car. Although this embodiment is sup-
posed to accelerate the hybrid electric car by driving the
front wheels FRW and FLW by the engine ENG and the
front motor generator MG1, the front wheels FRW and
FLW may be driven by the engine ENG and the front
motor generator MG1 and the rear wheels RRW and
RLW may be driven by the rear motor generator MG2 to
accelerate the hybrid electric car; that is, the hybrid elec-
tric car may be accelerated by four-wheel drive. The out-
put rotational power of the engine ENG and the front mo-
tor generator MG1 are transmitted through the transfer
PSM to the transmission T/M. The transmission T/M
changes the input rotating speed. The output rotational
power of the transmission T/M is transmitted through the
front differential FDF to the front axles FDS to drive the
front wheels FRW and FLW for rotation.
[0030] When the hybrid electric car is in a regenerative
braking mode, in which the brake pedal is depressed,
the stroke of the accelerator pedal is decreased or the
accelerator pedal is released for deceleration, the rota-
tional forces of the front wheels FRW and FLW are trans-
mitted through the front axles FDS, the front differential
FDF, the transmission T/M, and the transfer PSM to the
front motor generator MG1 to drive the front motor gen-
erator MG1 to operate the front motor generator MG1 as
a generator. Three-phase ac power generated in the sta-
tor windings of the front motor generator MG1 is supplied
to the inverter INV. The inverter INV converts the input
three-phase ac power into predetermined dc power and
supplies the dc power to the battery BAT to charge the
battery BAT. On the other hand, the rotational forces of
the rear wheels RRW and RLW are transmitted through
the rear axles RDS, the rear differential RDF and the
reduction gear RG to the rear motor generator MG2 to
drive the rear motor generator MG2. for power genera-
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tion. Thus, three-phase ac power is generated in the sta-
tor windings of the rear motor generator MG2. The output
three-phase ac power of the rear motor generator MG2
is supplied to the inverter INV. The inverter INV converts
the input three-phase ac power into predetermined dc
power and supplies the dc power to the battery BAT to
charge the battery BAT.
[0031] Fig. 2 illustrates the configuration of the inverter
INV.
[0032] As mentioned above, the inverter INV includes
power modules PMU1 and PMU2, drive circuits DCU1
and DCU2, and motor control unit MCU. The power mod-
ules PMU1 and PMU2 are typically the same in config-
uration. The drive circuits DCU1 and DCU2 are typically
the same in configuration.
[0033] The power modules PMU1 and PMU2 have
conversion circuits, namely, main circuits, that convert
dc power supplied thereto from the battery BAT into ac
power and supply the ac power to the motor generators
MG1 and MG2, respectively. The conversion circuits also
convert ac power supplied thereto from the correspond-
ing motor generators MG1 and MG2 into dc power and
supply the dc power to the battery BAT.
[0034] The conversion circuits are bridge circuits each
having three series circuits for three phases electrically
connected in parallel to the positive and the negative
poles of the battery BAT. The series circuits are called
arms and each arm includes two semiconductor devices.
[0035] Each arm for a phase is formed by electrically
connecting a power semiconductor device on the side of
an upper arm and a power semiconductor on the side of
a lower arm in series. This embodiment uses IGBTs (in-
sulated-gate field-effect bipolar transistors), i.e., switch-
ing semiconductor devices, as the power transistors. A
semiconductor chip forming the IGBT is provided with
three electrodes, namely, a collector electrode, an emit-
ter electrode, and a gate electrode. A diode chip is con-
nected electrically to the collector and the emitter elec-
trode of the IGBT such that a direction from the emitter
electrode toward the collector electrode of the IGBT is a
forward direction. In some cases a MOSFET (metal oxide
semiconductor field-effect transistor) is used as the pow-
er semiconductor device instead of the IGBT. When a
MOSFET is used instead of the IGBT, the diode is omit-
ted.
[0036] The emitter electrode of the power semiconduc-
tor device Tpu1 and the collector electrode of the power
semiconductor device Tnu1 are electrically connected in
series to form a U-phase arm of the power module PMU1.
A V-phase arm and a W-phase arm have the same con-
struction as the U-phase arm. The emitter electrode of
the power semiconductor device Tpv1 and the collector
electrode of the power semiconductor device Tnv1 are
electrically connected in series to form a V-phase arm of
the power module PMU1. The emitter of the semicon-
ductor device Tpw1 and the collector electrode of the
power semiconductor device Tnw1 are electrically con-
nected in series to form a W-phase arm of the power

module PMU1. The arms of the power module PMU2 are
formed by connecting the electrodes thereof in the same
relation as those of the power module PMU1.
[0037] The collector electrodes of the power semicon-
ductor devices Tpu1, Tpv1, Tpw1, Tpu2, Tpv2, and Tpw2
are electrically connected to the positive electrode of the
battery BAT. The emitter electrodes of the power se de-
vices Tnu1, Tnv1, Tnw1, Tnu2, Tnv2, and Tnw2 are elec-
trically connected to the negative terminal of the battery
BAT.
[0038] The middle point of the U-phase arm (the V-
phase arm and the W-phase arm), namely, the joint of
emitter electrode of the power semiconductor device on
the side of the upper arm and the collector electrode of
the power semiconductor device on the side of the lower
arm, of the power module PMU1 is electrically connected
to the U-phase (V-phase and the W-phase) stator wind-
ings of the front motor generator MG1.
[0039] The middle point of the U-phase arm (the V-
phase arm and the W-phase arm), namely, the joint of
emitter electrode of the power semiconductor device on
the side of the upper arm and the collector electrode of
the power semiconductor device on the side of the lower
arm, of the power module PMU2 is electrically connected
to the U-phase (V-phase and the W-phase) stator wind-
ings of the front motor generator MG2.
[0040] A smoothing electrolytic capacitor SEC is elec-
trically connected to the positive and the negative elec-
trodes of the battery BAT to suppress the variation of dc
voltage caused by the operation of the power semicon-
ductor devices.
[0041] The drive circuits DCU1 and DCU2 are driving
units that provide drive signals on the basis of a control
signal provided by the motor control unit MCU to drive
the power semiconductor devices of the power modules
PMU1 and PMU2. The drive circuits, DCU1 and DCU2
are formed by connecting circuit parts including insulated
power supplies, interface circuits, drive circuits, sensing
circuits and snubber circuits, which are not illustrated.
[0042] The motor control unit MCU is an arithmetic unit
included in a microcomputer. The motor control unit MCU
receives input signals and gives control signals for oper-
ating the power semiconductor devices of the power
modules PMU1 and PMU2 to the drive circuits DCU1 and
DCU2. Input signals include torque signals τ*1 and τ*2,
detected current signals Iu1, Iv1, Iw1, Iu2, Iv2, and Iw2,
and magnetic pole position signals θ1 and θ2.
[0043] The torque signals τ*1 and τ*2 are provided ac-
cording to the operating mode of the hybrid electric car
by a host controller. The torque signals τ*1 and τ*2 are
for the front motor generator MG1 and the rear motor
generator MG2, respectively. The detected current sig-
nals Iu1, Iv1, and Iw1 indicate input currents supplied
respectively to the U-phase, V-phase, and W-phase sta-
tor windings of the front motor generator MG1, respec-
tively. The detected current signals Iu2, Iv2, and Iw2 in-
dicate input currents supplied respectively to the U-
phase, V-phase, and W-phase stator windings of the rear
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motor generator MG2, respectively. The detected current
signals Iu1, Iv1, Iw1, Iu2, Iv2, and Iw2 are detected by a
current sensor, such as current transformer CT. The
magnetic pole position signal θ1 indicates the angular
position of the magnetic pole of the front motor generator
MG1 measured by a magnetic pole position measuring
device, such as a resolver, an encoder, a Hall element,
or a Hall IC. The magnetic pole position signal θ2 indi-
cates the angular position of the magnetic pole of the
rear motor generator MG2 measured by a magnetic pole
position measuring device, such as a resolver, an encod-
er, a Hall element or a Hall IC.
[0044] The motor control unit MCU calculates voltage
control values on the basis of input signals and gives
control signals, namely, PWM signals (pulse-width mod-
ulating signals), carrying the calculated voltage control
values for operating the power semiconductor devices
Tpu1 to Tnw1 of the power module PMU1 and the power
semiconductor devices Tpu2 to Tnw2 of the power mod-
ules PMU2 to the drive circuits DCU1 and DCU2.
[0045] Generally, the PWM signal provided by the mo-
tor control unit MCU indicates time-averaged voltage var-
ying in a sine curve. Since an instantaneous maximum
output voltage is equal to the voltage of a dc line con-
nected to the inverter, the effective value of the voltage
varying in a sine curve is 1/√2 of the maximum output
voltage. In the hybrid car, the effective value of the input
voltage applied to the motor is increased to increase the
output of the motor by the limited inverter. That is, the
motor control unit MCU provides a PWM signal having
only an on-state and an off-state like a rectangular-wave
signal. Thus, the peak value of a rectangular wave is
equal to the voltage Vdc of the dc line of the inverter and
hence the effective value is Vdc. Thus, the highest effec-
tive value is obtained.
[0046] However, when the rectangular voltage wave
is used, inductance is small in a low rotating speed range,
and the current wave varies irregularly. Consequently,
unnecessary vibratory force is generated in the motor
and noise is generated. Therefore, a control operation
using the rectangular voltage wave is executed only while
the motor is operating at high rotating speeds and the
ordinary PWM control is executed while the motor is op-
erating at low rotating speeds.
[0047] Figs. 3 and 4 illustrate the front motor generator
MG1.
[0048] In this embodiment, the front motor generator
MG1 is described as an embedded-magnet type three-
phase synchronous motor by way of example. The front
motor generator MG1 and the rear motor generator MG2
are typically constructed in a similar manner.
[0049] Although an electric rotating is applicable to the
foregoing hybrid electric car provided with the inverter
and the drive system, the present invention is not limited
thereto in its practical application and is applicable to any
suitable electric rotating machines provided with an em-
bedded-magnet type rotor.
[0050] Referring to Fig. 3, the motor generator includes

a stator 10, and a rotor 20 inserted in the stator 10. An
annular air gap 30 is formed between the stator 10 and
the rotor 20. The stator 10 is fixedly attached to a housing,
not illustrated, and the rotor 20 is rotatably supported on
the housing.
[0051] Fig. 4 is an enlarged view of a part 1 surrounded
by a circle illustrated in Fig. 3. The stator 10 has a stator
core 11 and stator windings 12. The stator core 11 is
formed by axially stacking a plurality of magnetic lami-
nations, such as a plurality of silicon steel plates. The
stator core 11 has a yoke part, namely, a core back, and
a tooth part, namely, a protruding part or a salient pole
part. The yoke part has a cylindrical yoke core 11a, name-
ly, a core back, fitted in the housing. The tooth part has
a plurality of core teeth 11b protruding radially inward
from the inner circumference of the yoke core 11a and
circumferentially arranged at predetermined angular in-
tervals. In this embodiment, the number of the core teeth
11b is seventy-two; however, any suitable number may
be used. Thus, the stator 10 has seventy-two stator mag-
netic poles.
[0052] Seventy-two axial slots 13 opening toward the
rotor 20 and the core teeth 11b are arranged alternately.
Insulators, not illustrated, are placed in the seventy-two
slots 13. The U-phase, V-phase, and W-phase stator
windings are fitted in the slots 13. In this embodiment,
the stator windings 12 are wound in a distributed winding
system. The distributed winding system winds a phase
winding in two slots 13 separated by a plurality of slots
13 on the stator core 11. Since the windings are wound
in the distributed winding system, the motor generator
G1 can be controlled for operation at rotating speeds in
a wide range, from a low rotating speed to a high rotating
speed by using field-weakening cont rol and reluctance
torque.
[0053] The rotor 20 has a rotor core 21 and permanent
magnets 22. The rotor core 21 is formed by stacking a
plurality of annular magnetic laminates, such as a plural-
ity of annular silicon steel plates. In this embodiment,
twelve permanent-magnet holding grooves 28 are
formed in the circumference of the rotor core 21 at equal
angular intervals so as to extend between the opposite
ends of the rotor core 21; however, any suitable number
may be used. The same number of recesses is formed
at the same positions, in the same shape and in the same
size in peripheral parts of the annular silicon steel plates
before stacking. The permanent-magnet holding grooves
are formed necessarily when the silicon steel plates thus
processed are stacked.
[0054] Permanent magnets 22 serving as magnetic
poles are fitted in the permanent-magnet holding grooves
28. Thus the twelve permanent magnets 22 are embed-
ded in the circumference of the rotor core 21 to form the
rotor 20. The further description of this embodiment is
made on the assumption that the rotor 20 has twelve
magnetic poles.
[0055] The permanent magnets 22 of reverse polari-
ties, are fitted in the permanent-magnet holding grooves
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28 such that N-poles and S-poles are arranged alternate-
ly. An auxiliary magnetic pole 25 is formed in a part of
the rotor core 21 between the adjacent permanent mag-
nets 22. The auxiliary magnetic pole 25 forms a bypass
magnetic circuit bypassing a magnetic circuit formed by
the permanent magnet 22. The magnetomotive force of
the stator 10 produces magnetic flux directly in the aux-
iliary magnetic poles 25 of the rotor 10. The outer surface
of each permanent magnet 22 is covered with a pole
piece 26. The pole piece 26 forms a magnetic circuit of
the magnetic flux of the permanent magnet 22.
[0056] Since both torque produced by the magnetic
flux of the permanent magnets 22 and reluctance torque
produced by the magnetic flux passing the auxiliary mag-
netic poles 25 can be used, the efficiency of the motor
generator MG1 can be improved. Since the auxiliary
magnetic poles 25 can execute field-weakening control,
the high-speed operating range of the motor generator
MG1 can be widened. Since the pole pieces 26 are mag-
netic members, the pulsating magnetic flux of the stator
magnetic poles can be moderated.
[0057] Nonmagnetic parts 24, namely, magnetic gaps,
are formed on the circumferentially opposite sides of
each permanent magnet 22, namely, the magnetic pole
of the rotor 20. The nonmagnetic parts 24 moderate mag-
netic flux density distributions of the magnetic flux of the
permanent magnet 22 on the circumferentially opposite
sides of the permanent magnet 22.
[0058] The nonmagnetic parts 24 are continuous with
the permanent-magnet holding groove 28. When the per-
manent magnet 22 is fitted in the permanent-magnet
holding groove 28, the nonmagnetic parts 24 are formed
contiguously with the circumferentially opposite ends of
the permanent magnet 22. The nonmagnetic parts 24,
similar to the permanent-magnet holding groove 28, ex-
tend axially between the opposite ends of the rotor 20.
The nonmagnetic parts 24 may be filled with a filler, such
as varnish. The nonmagnetic parts 24 reduce cogging
torque. The nonmagnetic part 24 makes the radial thick-
ness of a magnetic path 27 formed in a peripheral part
of the rotor 20 smaller than the radial thickness of the
permanent magnet 22, which reduces the leakage flux
of the permanent magnet 22. Typically, the radial thick-
ness of the magnetic path 27 is half the radial thickness
of the permanent magnet 22 or below.
[0059] A slit 23 is formed in the circumference of the
rotor 20 at a position near a part of the nonmagnetic part
24 apart from the circumferential end of the permanent
magnet 22. The depth A of the slit 23 is greater than the
depth B of the nonmagnetic part 24.
[0060] Fig. 5 is a graph illustrating the variations of the
stress induced in the rotor 20 provided with the slits 23
and the stress induced in a rotor not provided with the
slits 23 with the rotating speed of the rotors. In Fig. 5,
stress is measured on the vertical axis and rotating speed
is measured on the horizontal axis.
[0061] Referring to Fig. 5, in the rotor not provided with
the slits 23, the absolute value of tensile stress is greater

than the absolute value of compressive stress. Those
stresses are induced by centrifugal force that acts on the
rotor core 21 and the permanent magnets 22 when the
rotor rotates. Those stresses increase in proportion to
the square of rotating speed. The stresses act in direc-
tions substantially parallel to the circumference of the
rotor. A maximum tensile stress is induced in a part of
the magnetic path 27 extending between the pole piece
26 and the auxiliary magnetic pole 25 on the side of the
nonmagnetic part 24. The absolute value of the compres-
sive stress induced in a part of the magnetic path 27 on
the side of the stator 10 is smaller than that of tensile
stress.
[0062] The respective absolute values of the compres-
sive stress and the tensile stress induced in the rotor 20
illustrated in Fig. 4 are approximately equal to each other.
The tensile stress induced in the rotor core 21 of the rotor
20 is lower than that induced in the rotor core of the rotor
not provided with the slits 23. The slit 23 has an effect
on inducing compressive stress in a part 32 of the rotor
core 21 when the rotor 20 rotates to reduce the tensile
stress induced in the rotor core 21. The tensile stress is
induced in a part 31. In other words, the parts in which
compressive stress are induced disperse the stress in-
duced in the rotor core 21.
[0063] Parts of the rotor core 21 circumferentially con-
tiguous with the permanent magnet 22 have parts that
induce compressive stress when stress is induced in
parts of the rotor core 21 circumferentially contiguous
with the permanent magnet 22, namely, the magnetic
paths 27 of the rotor core 21 contiguous with the perma-
nent magnet 22, by centrifugal force acting on the per-
manent magnet 22 and the pole piece 26 on the radially
outer side of the permanent magnet 22 when the rotor
20 rotates. Preferably, the absolute value of the in-
creased compressive stress is equal to that of the tensile
stress. The magnetic path 27 functions like a spring to
disperse the stresses.
[0064] Fig. 6 illustrates a motor generator MG1 in a
second embodiment. Features other than those de-
scribed below are the same as those of the motor gen-
erator MG1 in the first embodiment.
[0065] In this embodiment, a slit 23 is formed, similar
to that illustrated in Fig. 4, in the circumference of a rotor
20 at a position near a part of a nonmagnetic part 24
apart from the circumferential end of a permanent mag-
net 22. The depth A of the slit 23 is greater than the depth
B of the nonmagnetic part 24. The distance D between
the center of the permanent magnet 22 and the bottom
of the slit 23 is shorter than the distance C between the
center of the permanent magnet 22 and the open end of
the slit 23. Parts of the rotor core 21 circumferentially
contiguous with the permanent magnet 22 are curved
from nonmagnetic parts 24 toward the permanent mag-
net 22.
[0066] Consequently, large auxiliary magnetic poles
25 can be formed and the motor generator MG1 can op-
erate at a higher efficiency. Parts 31 in which tensile
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stress is induced can be formed in a circular shape great-
er than the open ends of the slits 23, which is expected
to reduce tensile stress still further. Apart of the rotor core
21 between the slit 23 and the nonmagnetic part 24 can
be formed in a circumferential size substantially equal to
that of a part of the rotor core 21 between the bottom of
the slit 23 and a permanent-magnet holding groove 28,
which reduces the leakage flux of the permanent magnet
22.
[0067] Fig. 7 illustrates a motor generator MG1 in a
third embodiment. Features other than those described
below are the same as those of the motor generator MG1
in the first embodiment.
[0068] In this embodiment, permanent magnets 22 are
not rectangular bars. The outer surfaces of the perma-
nent magnets 22 have the shape of a part of the side
surface of a circular cylinder. The effect of the motor gen-
erator MG1 in the third embodiment is the same as the
motor generator MG1 in the first embodiment.
[0069] Fig. 8 illustrates a motor generator MG1 in a
fourth embodiment. Features other than those described
below are the same as those of the motor generator MG1
in the first embodiment.
[0070] In this embodiment, two permanent magnets 22
disposed in a V-shape form one magnetic pole. The effect
of the motor generator MG1 in the fourth embodiment in
which the two permanent magnets 22 form one magnetic
pole is the same as the motor generator MG1 in the first
embodiment.
[0071] Fig. 9 illustrates a motor generator MG1 in a
fifth embodiment. Features other than those described
below are the same as those of the motor generator MG1
in the first embodiment.
[0072] In this embodiment, a part of the rotor core 21
of a rotor 20 contiguous with the open end of one of two
slits 23 respectively near the circumferentially opposite
ends of a permanent magnet 22 is chamfered in a bevel
41 as illustrated in Fig. 9. The effect of the motor gener-
ator MG1 in the fifth embodiment is the same as the motor
generator MG1 in the first embodiment. The bevels 41
reduces torque ripple when the motor generator MG1
operates.
[0073] The bevel 41 of this rotor 20 is a flat surface.
The bevel 41 may be a curved surface, a polyhedral sur-
face or a composite surfaces formed by combining
curved surfaces and flat surfaces.
[0074] Fig. 10 illustrates a motor generator MG1 in a
sixth embodiment. Features other than those described
below are the same as those of the motor generator MG1
in the first embodiment.
[0075] In this embodiment, parts of the rotor core 21
of a rotor 20 contiguous with the open ends of two slits
23 respectively near the circumferentially opposite ends
of a permanent magnet 22 are chamfered in bevels 41,
respectively, as illustrated in Fig. 10. The effect of the
motor generator MG1 in the sixth embodiment is the
same as the motor generator MG1 in the first embodi-
ment.. Conditions for the bevels 41 are the same as those

for the bevels 41 of the motor generator MG1 in the fifth
embodiment illustrated in Fig. 9.
[0076] Although high-tensile steel plates are expen-
sive, the rotor cores of the rotors of the foregoing em-
bodiments may be formed by stacking high-tensile steel
plates.
[0077] In each of the foregoing embodiments, tensile
stress induced in the rotor core is reduced to enable the
rotor to operate at high rotating speeds and the magnetic
flux of the permanent magnets are used effectively. Thus,
the present invention provides the low-cost permanent-
magnet-type electric rotating machine suitable for hybrid
electric cars.
[0078] Although the invention has been described in
its preferred embodiments with a certain degree of par-
ticularity, obviously many changes and variations are
possible therein.

Claims

1. An electric rotating machine comprising:

a stator (10);
a rotor (20) having a rotor core (21) and inserted
in a bore formed in the stator (10) such that an
air gap is formed between the stator (10) and
the rotor (20); and
magnetic poles (22) circumferentially arranged
in a peripheral portion of the rotor core (21) of
the rotor (20);
wherein the rotor (20) further comprises slits (23)
formed in the rotor core (23) and extending be-
tween the adjacent ones of the magnetic poles
(22), and
wherein a magnetic gap (24) is formed between
the magnetic poles (22) and the rotor core (21),
characterized in that
the rotor core (21) has portions, each extending
between the slit (23) and the magnetic pole (22),
in which compressive stress is induced when
stress is induced in the portions of the rotor core
(21) between the slit (23) and the magnetic pole
(22) by centrifugal force produced when the rotor
(20) rotates and acting on the magnetic pole (22)
and a portion of the rotor core (21) on the radially
outer side of each magnetic pole (22),
wherein a radial length from an outer surface of
the rotor (20) to a bottom of the slit (23) is longer
than a radial length from the outer surface of the
rotor (20) to an inner edge of the magnetic gap
(24),
wherein the slit (23) has an open end to the sur-
face of the rotor core (21), and the bottom of the
slit (23) swells circumferentially toward a center
of the magnetic pole (22).

2. The electric rotating machine according to claim 1,
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wherein the magnetic gap (24) has a radial dimen-
sion smaller than that of the magnetic pole (22), the
magnetic gap (24) and the radially outer surface of
the magnetic pole (22) are at substantially the same
depth in a radial direction, and the slit (23) has a
circumferential width substantially equal to a radial
direction.

3. The electric rotating machine according to claim 1,
wherein the magnetic gap (24) has a radial length
shorter than that of the magnetic pole (22), the mag-
netic gap (24) and the radially outer surface of the
magnetic pole (22) are at substantially the same
depth in a radial direction, a portion of the slit (23)
radially corresponding to the magnetic gap (24) has
a circumferential width substantially equal to a radial
direction, and a portion of the slit (23) on the diamet-
rically inner side of the magnetic gap (24) has a cir-
cumferential width greater than that of the portion
corresponding to the magnetic gap (24).

4. The electric rotating machine according to claim 1,
wherein a portion of the rotor core (21) circumferen-
tially contiguous with the magnetic pole has a curved
portion curving from a position circumferentially con-
tiguous with the magnetic gap (24) toward the mag-
netic pole (22).

5. The electric rotating machine according to claim 1,
wherein an edge of an open end of the slit (23) farther
from the magnetic pole is chambered.

6. The electric rotating machine according to claim 1,
wherein a distance from an outer circumference of
the rotor (20) to a bottom of the slit (23) is longer
than a distance from the outer circumference of the
rotor to the magnetic gap (24).

7. The electric rotating machine according to claim 6,
wherein a bottom of the slit (23) is nearer to a center
of the magnetic pole than an open end of the slit.

8. The electric rotating machine according to claim 1,
wherein each of the magnetic poles (22) is formed
by disposing a plurality of permanent magnets in cir-
cumferential arrangement in the same direction of
magnetic pole.

9. A hybrid car driven by driving power of an internal
combustion engine and driving power of the electric
rotating machine according to claim 1.

Patentansprüche

1. Elektrische rotierende Maschine, die Folgendes um-
fasst:

einen Stator (10);
einen Rotor (20), der einen Rotorkern (21) auf-
weist und in eine Bohrung, die in dem Stator (10)
gebildet ist, so eingesetzt ist, dass ein Luftspalt
zwischen dem Stator (10) und dem Rotor (20)
gebildet ist; und
magnetische Pole (22), die umlaufend in einem
Umfangsabschnitt des Rotorkerns (21) des Ro-
tors (20) angeordnet sind;
wobei der Rotor (20) ferner Schlitze (23) um-
fasst, die in dem Rotorkern (21) gebildet sind
und sich zwischen den benachbarten magneti-
schen Polen (22) erstrecken und
wobei ein magnetischer Spalt (24) zwischen den
magnetischen Polen (22) und dem Rotorkern
(21) gebildet ist,
dadurch gekennzeichnet, dass
der Rotorkern (21) Abschnitte aufweist, die sich
jeweils zwischen dem Schlitz (23) und dem ma-
gnetischen Pol (22) erstrecken, in denen eine
Kompressionsbeanspruchung induziert wird,
wenn in den Abschnitten des Rotorkerns (21)
zwischen dem Schlitz (23) und dem magneti-
schen Pol (22) durch Zentrifugalkraft, die er-
zeugt wird, wenn der Rotor (20) rotiert, und die
auf den magnetischen Pol (22) und einen Ab-
schnitt des Rotorkerns (21) auf der radialen Au-
ßenseite jedes magnetischen Pols (22) einwirkt,
eine Beanspruchung induziert wird,
wobei eine radiale Länge von einer Außenfläche
des Rotors (20) zu einem Boden des Schlitzes
(23) länger als eine radiale Länge von der Au-
ßenfläche des Rotors (20) zu einer Innenkante
des magnetischen Spalts (24) ist,
wobei der Schlitz (23) ein offenes Ende zu der
Oberfläche des Rotorkerns (21) aufweist und
der Boden des Schlitzes (23) umlaufend in Rich-
tung eines Zentrums des magnetischen Pols
(22) größer wird.

2. Elektrische rotierende Maschine nach Anspruch 1,
wobei der magnetische Spalt (24) eine radiale Ab-
messung aufweist, die kleiner ist als die des mag-
netischen Pols (22), der magnetische Spalt (24) und
die radiale Außenfläche des magnetischen Pols (22)
sich in einer radialen Richtung im Wesentlichen in
der gleichen Tiefe befinden und der Schlitz (23) eine
Umfangsbreite aufweist, die im Wesentlichen gleich
einer radialen Richtung ist.

3. Elektrische rotierende Maschine nach Anspruch 1,
wobei der magnetische Spalt (24) eine radiale Länge
aufweist, die kürzer ist als die des magnetischen
Pols (22), der magnetische Spalt (24) und die radiale
Außenfläche des magnetischen Pols (22) sich in ei-
ner radialen Richtung im Wesentlichen in der glei-
chen Tiefe befinden, ein Abschnitt des Schlitzes
(23), der radial dem magnetischen Spalt (24) ent-
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spricht, eine Umfangsbreite aufweist, die im Wesent-
lichen gleich einer radialen Richtung ist, und ein Ab-
schnitt des Schlitzes (23) auf der diametralen Innen-
seite des magnetischen Spalts (24) eine Umfangs-
breite aufweist, die größer als die des Abschnitts ist,
der dem magnetischen Spalt (24) entspricht.

4. Elektrische rotierende Maschine nach Anspruch 1,
wobei ein Abschnitt des Rotorkerns (21), der in Um-
laufrichtung mit dem magnetischen Pol zusammen-
hängt, einen gekrümmten Abschnitt aufweist, der
sich von einer Position, die in Umlaufrichtung mit
dem magnetischen Spalt (24) zusammenhängt, in
Richtung des magnetischen Pols (22) krümmt.

5. Elektrische rotierende Maschine nach Anspruch 1,
wobei eine Kante eines offenen Endes des Schlitzes
(23), die vom magnetischen Pol weiter entfernt ist,
mit einer Kammer versehen ist.

6. Elektrische rotierende Maschine nach Anspruch 1,
wobei ein Abstand von einem Außenumfang des Ro-
tors (20) zu einem Boden des Schlitzes (23) größer
ist als ein Abstand von dem Außenumfang des Ro-
tors zu dem magnetischen Spalt (24).

7. Elektrische rotierende Maschine nach Anspruch 6,
wobei ein Boden des Schlitzes (23) näher an einem
Zentrum des magnetischen Pols als an einem offe-
nen Ende des Schlitzes liegt.

8. Elektrische rotierende Maschine nach Anspruch 1,
wobei jeder der magnetischen Pole (22) durch An-
ordnen mehrerer Permanentmagneten in einer Um-
fangsanordnung in derselben Ausrichtung des ma-
gnetischen Pols gebildet ist.

9. Hybridfahrzeug, das durch die Antriebsleistung einer
Brennkraftmaschine und durch die Antriebsleistung
der elektrischen rotierenden Maschine nach An-
spruch 1 angetrieben wird.

Revendications

1. Machine électrique rotative comprenant :

un stator (10) ;
un rotor (20) ayant un noyau de rotor (21) et
inséré dans un perçage formé dans le stator (10)
de sorte qu’un entrefer est formé entre le stator
(10) et le rotor (20) ; et
des pôles magnétiques (22) agencés circonfé-
rentiellement dans une portion périphérique du
noyau de rotor (21) du rotor (20) ;
dans laquelle le rotor (20) comprend en outre
des fentes (23) formées dans le noyau de rotor
(23) et s’étendant entre des pôles magnétiques

adjacents (22), et
dans laquelle un intervalle magnétique (24) est
formé entre les pôles magnétiques (22) et le
noyau de rotor (21),
caractérisée en ce que
le noyau de rotor (21) comprend des portions,
s’étendant chacune entre la fente (23) et le pôle
magnétique (22), dans lesquelles des contrain-
tes de compression sont induites quand des
contraintes sont induites dans les portions du
noyau de rotor (21) entre la fente (23) et le pôle
magnétique (22) par la force centrifuge produite
quand le rotor (20) est en rotation et agissant
sur le pôle magnétique (22), et une portion du
noyau de rotor (21) sur le côté radialement ex-
térieur de chaque pôle magnétique (22),
dans laquelle une longueur radiale depuis une
surface extérieure du rotor (20) jusqu’à un fond
de la fente (23) est plus longue qu’une longueur
radiale depuis la surface extérieure du rotor (20)
jusqu’à une bordure intérieure de l’intervalle ma-
gnétique (24),
dans laquelle la fente (23) a une extrémité
ouverte vers la surface du noyau de rotor (21),
et le fond de la fente (23) s’enfle circonférentiel-
lement vers un centre du pôle magnétique (22).

2. Machine électrique rotative selon la revendication 1,
dans laquelle l’intervalle magnétique (24) a une di-
mension radiale plus petite que celle du pôle ma-
gnétique (22), l’intervalle magnétique (24) et la sur-
face radialement extérieure du pôle magnétique (22)
sont sensiblement à la même profondeur dans une
direction radiale, et la fente (23) a une largeur cir-
conférentielle sensiblement égale à une direction ra-
diale.

3. Machine électrique rotative selon la revendication 1,
dans laquelle l’intervalle magnétique (24) a une lon-
gueur radiale plus courte que celle du pôle magné-
tique (22), l’intervalle magnétique (24) et la surface
radialement extérieure du pôle magnétique (22) sont
sensiblement à la même profondeur dans une direc-
tion radiale, une portion de la fente (23) qui corres-
pond radialement à l’intervalle magnétique (24) a
une largeur circonférentielle sensiblement égale à
une direction radiale, et une portion de la fente (23)
sur le côté diamétralement intérieur de l’intervalle
magnétique (24) a une largeur circonférentielle plus
grande que celle de la portion correspondant à l’in-
tervalle magnétique (24).

4. Machine électrique rotative selon la revendication,
dans laquelle une portion du noyau de rotor (21) cir-
conférentiellement contiguë au pôle magnétique a
une portion incurvée qui fait une courbe depuis une
position circonférentiellement contiguë à l’intervalle
magnétique (24) vers le pôle magnétique (22).
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5. Machine électrique rotative selon la revendication 1,
dans laquelle une bordure d’une extrémité ouverte
de la fente (23) la plus éloignée depuis le pôle ma-
gnétique est chanfreinée.

6. Machine électrique rotative selon la revendication 1,
dans laquelle une distance depuis une circonférence
extérieure du rotor (20) jusqu’à un fond de la fente
(23) est plus longue qu’une distance depuis la cir-
conférence extérieure du rotor jusqu’à l’intervalle
magnétique (24).

7. Machine électrique rotative selon la revendication 6,
dans laquelle un fond de la fente (23) est plus proche
d’un centre du pôle magnétique qu’une extrémité
ouverte de la fente.

8. Machine électrique rotative selon la revendication 1,
dans laquelle chacun des pôles magnétiques (22)
est formé en disposant une pluralité d’aimants per-
manents dans un agencement circonférentiel dans
la même direction du pôle magnétique.

9. Véhicule hybride entraîné par la puissance motrice
d’un moteur à combustion interne et la puissance
motrice de la machine électrique rotative selon la
revendication 1.
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