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Description

BACKGROUND

1. Technical Field.

[0001] The present disclosure relates to femoral com-
ponents in a knee prosthesis.

2. Description of the Related Art.

[0002] Orthopaedic prostheses are commonly utilized
to repair and/or replace damaged bone and tissue in the
human body. For a damaged knee, a knee prosthesis
may be implanted using a tibial base plate, a tibial bearing
component, and a distal femoral component. The tibial
base plate is affixed to a proximal end of the patient’s
tibia, which is typically resected to accept the base plate.
The femoral component is implanted on a distal end of
the patient’s femur, which is also typically resected to
accept the femoral component. The tibial bearing com-
ponent is placed between the tibial base plate and fem-
oral component, and may be fixedly or slidably coupled
to the tibial base plate.
[0003] The femoral component provides articular sur-
faces which interact with the adjacent tibial bearing com-
ponent and a natural or prosthetic patella during exten-
sion and flexion of the knee. The features and geometry
of the articular surfaces of the femoral component influ-
ence the articular characteristics of the knee, such as by
cooperating with the tibial bearing component to define
flexion range, internal/external rotation, femoral rollback
and patellar tracking, for example. The nonarticular, bone
contacting surfaces of the femoral component define the
shape and geometry of the bone resection on the distal
femur, and therefore influence the amount of bone re-
sected from the femur. EP 303 467 A, which defines the
preamble of claim 1 and US 2008/058948 disclose fem-
oral components.
[0004] Further, the overall shape and geometry of the
femoral component, particularly around its outer periph-
ery, influences the interaction between the knee prosthe-
sis and adjacent soft tissues remaining in place after
prosthesis implantation.
[0005] Accordingly, substantial design efforts have fo-
cused on providing knee prosthesis components which
preserve flexion range, promote desirable kinematic mo-
tion profiles, protect natural soft tissues, and are com-
patible with the widest possible range of prospective knee
replacement patients.

SUMMARY

[0006] The present disclosure provides a femoral com-
ponent which exhibits enhanced articular features, min-
imizes removal of healthy bone stock from the distal fe-
mur, and minimizes the impact of the prosthesis on ad-
jacent soft tissues of the knee.

[0007] Features which operate to enhance articulation
include: 1) bulbous posterior geometry of the femoral
condyles, as viewed in a sagittal cross-section (i.e., the
"J-curve"), facilitates deep flexion and low component
wear by reconfiguring the J-curve curvature at flexion
levels above 90-degrees; 2) provision of "standard" and
"narrow" femoral components which share a common
bone-resection sagittal profile but define different periph-
eral and particular geometries designed to accommodate
natural variability in patient anatomy; and 3) a lateral pos-
terior femoral condyle which is shorter (i.e., defines a
reduced proximal/distal dimension) as compared to the
medial posterior condyle, thereby facilitating deep flexion
and the attendant external rotation of the femur while
avoiding impingement between prosthesis components.
[0008] Features which operate to minimize impact of
the prosthesis on adjacent soft tissues of the knee in-
clude: 1) for posterior-stabilized (PS) designs, a femoral
cam with a generally cylindrical articular surface, in which
the articular surface is flanked at its medial and lateral
ends by broad, large-radius convex-to-concave transi-
tions to the adjacent medial and lateral femoral condyles,
thereby ensuring a desired cam/spine articular interac-
tion while avoiding potential soft-tissue impingement; 2)
for cruciate retaining (CR) designs, an asymmetric inter-
condylar notch which accommodates external rotation of
the femur in deep flexion while avoiding impingement
between intercondylar wall surfaces and the posterior
cruciate ligament; and 3) an anterior flange including a
patellofemoral groove or sulcus, in which the medial and
lateral surfaces near the edge of the flange define broad,
large-radius convexity, thereby accommodating soft tis-
sues in the anterior portion of the knee.
[0009] Features which allow femoral components
made in accordance with the present disclosure to be
implanted with minimal bone removal include: 1) an an-
terior bone contacting surface, opposite the patellar
groove of the anterior flange, which includes an edged
central peak operable to maintain a desired material
thickness throughout the anterior flange while reducing
the overall average thickness of the anterior flange; 2)
for posterior-stabilized (PS) implant designs, an inter-
condylar box with sloped sidewalls which selectively re-
duce the proximal/distal height of portions of the side-
walls, to facilitate preservation of bone near the anterior
end of the anatomic intercondylar notch; 3) for PS de-
signs, intercondylar box sidewalls which are configured
to function as a fixation lug, thereby obviating the need
for fixation pegs; 4) consistently small incremental growth
between respective pairs of prosthesis sizes, thereby al-
lowing minimal bone resection for a greater majority of
patients; and 5) a especially designed "pocket" on the
bone contacting side of the femoral component for bone
cement and/or porous bone-ingrowth material, in which
the pocket maximizes long-term fixation while also facil-
itating potential component removal in revision surgery.
[0010] According to one embodiment thereof, the
present invention provides a femoral component adapted
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to articulate with a tibial articular surface and a patellar
articular surface in a knee prosthesis, the femoral com-
ponent comprising: a medial condyle comprising: a me-
dial condylar surface shaped to articulate with a medial
compartment of the tibial articular surface through a
range of motion; and a medial posterior bone-contacting
surface disposed opposite the medial condylar surface
and positioned to abut a posterior facet of a resected
femur upon implantation of the femoral component, the
medial posterior bone-contacting surface extending be-
tween a medial edge of the femoral component and a
medial intercondylar wall; a lateral condyle separated
from the medial condyle by a component sagittal plane,
the lateral condyle comprising: a lateral condylar surface
shaped to articulate with a lateral compartment of the
tibial articular surface through the range of motion; and
a lateral posterior bone-contacting surface disposed op-
posite the lateral condylar surface and positioned to abut
the posterior facet of the resected femur upon implanta-
tion of the femoral component, the lateral posterior bone-
contacting surface extending between a lateral edge of
the femoral component and a lateral intercondylar wall
facing the medial intercondylar wall, such that the medial
and lateral intercondylar walls define an intercondylar
notch; and a patellar flange extending anteriorly from the
medial and lateral condyles, the patellar flange compris-
ing: a flange articular surface shaped to articulate with
the patellar articular surface; an anterior bone-contacting
surface disposed opposite the flange articular surface
and positioned to abut an anterior facet of the resected
femur upon implantation of the femoral component, the
anterior bone-contacting surface extending between the
lateral edge of the femoral component and the medial
edge of the femoral component; and a distal bone-con-
tacting surface extending along an anterior/posterior
space between the anterior bone-contacting surface and
the medial and lateral posterior bone-contacting surfac-
es, the distal bone-contacting surface extending between
the lateral edge of the femoral component and the medial
edge of the femoral component, the medial and lateral
edges of the femoral component defining an inner sagittal
profile, as viewed in the component sagittal plane such
that the medial edge of the femoral component is super-
imposed over the lateral edge of the femoral component,
an anterior chamfer surface disposed between and ad-
joining said anterior and distal bone-contacting surfaces,
said anterior chamfer surface arranged at an angle to
said anterior and distal bone-contacting surfaces, the
femoral component including a thickness ridge disposed
on the anterior bone-contacting surface between the me-
dial and lateral edges, the thickness ridge protruding in-
wardly from the inner sagittal profile by up to 1.5 mm
whereby the thickness ridge is sized to compress adja-
cent bone of the anterior facet when the femoral compo-
nent is mated to a corresponding resected profile of a
distal femur, the thickness ridge spanning and protruding
inwardly from said anterior bone-contacting surface and
said anterior chamfer surface.

[0011] A method of implanting a femoral component
onto a distal femur is described, the method comprising:
resecting the distal femur to create a substantially planar
anterior facet, a substantially planar posterior facet op-
posite the anterior facet, and a distal facet extending
along an anterior/posterior space formed between the
anterior facet and the posterior facet; providing a femoral
component shaped to articulate with a tibial articular sur-
face and a patellar articular surface, the femoral compo-
nent comprising: a medial condyle comprising a medial
condylar surface shaped to articulate with a medial com-
partment of the tibial articular surface through a range of
motion, and a medial posterior bone-contacting surface
disposed opposite the medial condylar surface and po-
sitioned to abut the posterior facet of a resected femur
upon implantation of the femoral component, the medial
posterior bone-contacting surface extending between a
medial edge of the femoral component and a medial in-
tercondylar wall; a lateral condyle separated from the me-
dial condyle by a component sagittal plane, the lateral
condyle comprising a lateral condylar surface shaped to
articulate with a lateral compartment of the tibial articular
surface through the range of motion, and a lateral pos-
terior bone-contacting surface disposed opposite the lat-
eral condylar surface and positioned to abut the posterior
facet of the resected femur upon implantation of the fem-
oral component, the lateral posterior bone-contacting
surface extending between a lateral edge of the femoral
component and a lateral intercondylar wall facing the me-
dial intercondylar wall; and a patellar flange extending
anteriorly from the medial and lateral condyles, the pa-
tellar flange comprising a flange articular surface shaped
to articulate with the patellar articular surface, and an
anterior bone-contacting surface disposed opposite the
flange articular surface and positioned to abut the ante-
rior facet of the resected femur upon implantation of the
femoral component, the anterior bone-contacting surface
extending between the lateral edge of the femoral com-
ponent and the medial edge of the femoral component;
and a distal bone-contacting surface extending along an
anterior/posterior space between the anterior bone-con-
tacting surface and the medial and lateral posterior bone-
contacting surfaces, the distal bone-contacting surface
extending between the lateral edge of the femoral com-
ponent and the medial edge of the femoral component,
the medial and lateral edges of the femoral component
defining an inner sagittal profile, as viewed in the com-
ponent sagittal plane such that the medial edge of the
femoral component is superimposed over the lateral
edge of the femoral component, the femoral component
including a thickness ridge disposed on the anterior
bone-contacting surface between the medial and lateral
edges, the thickness ridge protruding inwardly from the
inner sagittal profile by up to 1.5 mm whereby the thick-
ness ridge is sized to compress adjacent bone when the
inner sagittal profile is mated to a corresponding sagittal
resected profile of the distal femur; implanting the femoral
component onto the anterior, posterior and distal surfac-
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es along a generally distal-to-proximal direction, such
that the thickness ridge compresses a portion of the pla-
nar anterior facet into a non-planar shape.
[0012] A femoral component adapted to articulate with
a tibial articular surface and a patellar articular surface
is also described, the femoral component comprising: a
medial condyle comprising: a medial condylar surface
shaped to articulate with a medial compartment of the
tibial articular surface through a range of motion; and a
medial bone-contacting surface disposed opposite the
medial condylar surface and positioned to abut a resect-
ed femur upon implantation of the femoral component; a
lateral condyle separated from the medial condyle by a
component sagittal plane, the lateral condyle comprising:
a lateral condylar surface shaped to articulate with a lat-
eral compartment of the tibial particular surface through
the range of motion; and a lateral bone-contacting sur-
face disposed opposite the lateral condylar surface and
positioned to abut the resected femur upon implantation
of the femoral component, a patellar flange extending
anteriorly from the medial and lateral condyles, the pa-
tellar flange comprising: a flange articular surface shaped
to articulate with the patellar particular surface; and an
anterior bone-contacting surface disposed opposite the
flange particular surface and positioned to abut an ante-
rior facet of the resected femur upon implantation of the
femoral component; the flange articular surface defining
a plurality of radii across an entire medial/lateral extent
of the flange particular surface, a minimum radius among
the plurality of radii equal to at least 5 mm.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] The above mentioned and other features and
advantages of this disclosure, and the manner of attain-
ing them, will become more apparent and the invention
itself will be better understood by reference to the follow-
ing description of embodiments of the invention taken in
conjunction with the accompanying drawings, wherein:

Fig. 1A is a bottom perspective view of a femoral
component in accordance with the present disclo-
sure;
Fig. 1B is a side, elevation cross-section view of the
femoral component shown in Fig. 1A, taken along
line 1B-1B;
Fig. 1C is an enlarged view of a portion of the femoral
component shown in Fig. 1B, illustrating posterior
condylar geometry as compared with an alternative
design;
Fig. 1D is a graph plotting the arc length per degree
of angular sweep for portions of lateral femoral J-
curves corresponding to greater than 90-degrees of
flexion, with the illustrated data pertaining to cruci-
ate-retaining prior art femoral components (where
prior art devices are listed as "predicate") and cruci-
ate-retaining femoral components made in accord-
ance with the present disclosure;

Fig. 1E is a graph plotting the arc length per degree
of angular sweep for portions of medial femoral J-
curves corresponding to greater than 90-degrees of
flexion, with the illustrated data pertaining to cruci-
ate-retaining prior art femoral components (where
prior art devices are listed as "predicate") and cruci-
ate-retaining femoral components made in accord-
ance with the present disclosure;
Fig. 1F is a graph plotting the arc length per degree
of angular sweep for portions of femoral J-curves
corresponding to greater than 90-degrees of flexion,
with the illustrated data pertaining to posterior-sta-
bilized prior art femoral components(where prior art
devices are listed as "predicate") and cruciate-re-
taining femoral components made in accordance
with the present disclosure;
Fig. 2A is a side elevation, cross-sectional view of
the femoral component shown in Fig. 1B, in which
the femoral component is particulating with a tibial
bearing component made in accordance with the
present disclosure;
Fig. 2B is an enlarged view of a portion of the femoral
component and tibial bearing component shown in
Fig. 2A, illustrating a deep-flexion contact point ther-
ebetween;
Fig. 3A is an anterior, elevation view illustrating a
pair of femoral components made in accordance with
the present disclosure;
Fig. 3B is a sagittal, elevation view illustrating the
pair of femoral components of Fig. 3A;
Fig. 3C is a graph plotting the overall medial/lateral
width of families of regular and narrow femoral com-
ponents made in accordance with the present dis-
closure;
Fig. 3D is a graph plotting the proximal/distal height
of the anterior flanges of the families of femoral com-
ponents shown in Fig. 3C;
Fig. 3E is a graph plotting the proximal/distal height
of the lateral condyles of the families of femoral com-
ponents shown in Fig. 3C;
Fig. 3F is a graph plotting the proximal/distal height
of the medial condyles of the families of femoral com-
ponents shown in Fig. 3C;
Fig. 4 is a posterior elevation, cross-sectional view
of the femoral component shown in Fig. 1B, illustrat-
ing the coronal articular profile of the femoral con-
dyles;
Fig. 5A is a posterior, perspective view of a femoral
component made in accordance with the present dis-
closure;
Fig. 5B is a side elevation, cross-sectional view of a
portion of the femoral component shown in Fig. 5A:
Fig. 5C is a posterior elevation, cross-sectional view
of the femoral component shown in Fig. 5A;
Fig. 6 is a proximal, perspective view of a tibial bear-
ing component made in accordance with the present
disclosure;
Fig. 7 is a proximal plan view of a femoral component
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made in accordance with the present disclosure;
Fig. 8 is a proximal plan, cross-sectional view of the
anterior flange of the femoral component shown in
Fig. 1B, taken along line 8-8 shown in Fig. 1B;
Fig. 9A is a perspective view of the femoral compo-
nent shown in Fig. 1B;
Fig. 9B is a partial, enlarged view of a portion of the
femoral component shown in Fig. 9A;
Fig. 10A is a sagittal elevation, cross-sectional view
of a portion of the femoral component shown in Fig.
9A, taken along line 10A-10A of Fig. 9B;
Fig. 10B is a sagittal elevation, cross-sectional view
of the femoral component shown in Fig. 9A, illustrat-
ing the femoral component implanted on a femur;
Fig. 10C is an anterior elevation view of the femur
shown in Fig. 10B, prior to implantation of the femoral
component;
Fig. 10D is an anterior elevation view of the femur
shown in Fig. 10B, after implantation of the femoral
component;
Fig. 11A is a sagittal elevation, cross-sectional view
of a femoral component made in accordance with
the present disclosure, shown with a femur resected
to receive the femoral component;
Fig. 11B is a sagittal elevation, cross-sectional view
of the femoral component of Fig. 11A, illustrating in-
teraction between an intercondylar box thereof and
the femur after implantation;
Fig. 12A is a proximal perspective view of a femoral
component made in accordance with the present dis-
closure;
Fig. 12B is an enlarged view of a portion of the fem-
oral component shown in Fig. 12A, illustrating an in-
tercondylar box sidewall thereof;
Fig. 12C is an enlarged view of a portion of the fem-
oral component shown in Fig. 12A, illustrating an in-
tercondylar box sidewall thereof;
Fig. 12D is a proximal perspective view of another
femoral component made in accordance with the
present disclosure;
Fig. 13A is a sagittal, elevation view illustrating a pair
of differently sized femoral components made in ac-
cordance with the present disclosure;
Fig. 13B is a graph plotting the functional anteri-
or/posterior extents of the differently sized femoral
components of Fig. 13A, as compared to prior art
devices;
Fig. 14A is a proximal perspective view of the femoral
component of Fig. 1B, illustrating osteotome access
thereto; and
Fig. 14B is a proximal perspective view of the femoral
component shown in Fig. 5A, illustrating osteotome
access thereto.

[0014] Corresponding reference characters indicate
corresponding parts throughout the several views. The
exemplifications set out herein illustrate exemplary em-
bodiments of the present invention, and such exemplifi-

cations are not to be construed as limiting the scope of
the invention in any manner.

DETAINED DESCRIPTION

[0015] The present disclosure provides a femoral com-
ponent for a knee prosthesis which contributes to pres-
ervation of healthy bone stock, enhanced articular char-
acteristics, and reduced impact on soft tissues of the
knee.
[0016] In order to prepare the tibia and femur for receipt
of a knee joint prosthesis of the present disclosure, any
suitable methods or apparatuses for preparation of the
knee joint may be used. Exemplary surgical procedures
and associated surgical instruments are disclosed in
"Zimmer LPS-Flex Fixed Bearing Knee, Surgical Tech-
nique", "NEXGEN COMPLETE KNEE SOLUTION, Sur-
gical Technique for the CR-Flex Fixed Bearing Knee"
and "Zimmer NexGen Complete Knee Solution Ex-
tramedullary/Intramedullary Tibial Resector, Surgical
Technique" (collectively, the "Zimmer Surgical Tech-
niques"). A surgeon first provides a prosthetic component
by procuring an appropriate component (e.g., such as
femoral component 20) for use in the surgical procedure,
such as from a kit or operating-room container or storage
receptacle. The surgeon then implants the component
using suitable methods and apparatuses, such as the
methods and apparatuses described in the Zimmer Sur-
gical Techniques.
[0017] As used herein, "proximal" refers to a direction
generally toward the torso of a patient, and "distal" refers
to the opposite direction of proximal, i.e., away from the
torso of a patient. "anterior" refers to a direction generally
toward the front of a patient or knee, and "posterior" refers
to the opposite direction of anterior, i.e., toward the back
of the patient or knee. In the context of a prosthesis alone,
such directions correspond to the orientation of the pros-
thesis after implantation, such that a proximal portion of
the prosthesis is that portion which will ordinarily be clos-
est to the torso of the patient, the anterior portion closest
to the front of the patient’s knee, etc.
[0018] Similarly, knee prostheses in accordance with
the present disclosure may be referred to in the context
of a coordinate system including transverse, coronal and
sagittal planes of the component. Upon implantation of
the prosthesis and with a patient in a standing position,
a transverse plane of the knee prosthesis is generally
parallel to an anatomic transverse plane, i.e., the trans-
verse plane of the knee prosthesis is inclusive of imagi-
nary vectors extending along medial/lateral and anteri-
or/posterior directions. However, it is contemplated that
in some instances the bearing component transverse
plane will be slightly angled with respect to the anatomic
transverse plane, depending, e.g., on the particular sur-
gical implantation technique employed by the surgeon.
[0019] Coronal and sagittal planes of the knee pros-
thesis are also generally parallel to the coronal and sag-
ittal anatomic planes in a similar fashion. Thus, a coronal
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plane of the prosthesis is inclusive of vectors extending
along proximal/distal and medial/lateral directions, and
a sagittal plane is inclusive of vectors extending along
anterior/posterior and proximal/distal directions. As with
the relationship between the anatomic and bearing com-
ponent transverse planes discussed above, it is appre-
ciated that small angles may be formed between the
bearing component sagittal and coronal planes and the
corresponding anatomic sagittal and coronal planes de-
pending upon the surgical implantation method.
[0020] As with anatomic planes, the sagittal, coronal
and transverse planes defined by the knee prosthesis
are mutually perpendicular to one another. For purposes
of the present disclosure, reference to sagittal, coronal
and transverse planes is with respect to the present knee
prosthesis unless otherwise specified.
[0021] In the context of the femoral component in some
knee prostheses, a sagittal plane may be a plane this is
equidistant from intercondylar walls bounding the inter-
condylar gap formed by the component condyles. For
example, referring to Fig. 5A, femoral component 220
defines intercondylar notch or gap 268 formed between
lateral and medial intercondylar walls 238, 239 (Fig. 5C).
In this context of component 220, a sagittal plane may
the plane which bisects intercondylar gap 268 and is equi-
distant from intercondylar walls 238, 239.
[0022] Where the sagittal plane discussed above
forms the basis for the component coordinate system, a
coronal plane would be defined as a plane perpendicular
to the sagittal plane and extending along the same prox-
imal/distal direction as the sagittal plane. A transverse
plane is the plane perpendicular to both the sagittal and
coronal planes.
[0023] In other instances, it may be appropriate to de-
fine transverse plane as the plane perpendicular to one
or both of distal most points 30, 32 (Fig. 1B) defined by
lateral and medial condyles 24, 26. Generally speaking,
the "distal-most points" of a femoral component of a knee
prosthesis are those points which make the distal-most
contact with the corresponding tibial bearing component
or natural tibial articular surface when the knee is fully
extended. Similarly, the "posterior-most points" of a fem-
oral component of a knee prosthesis are those points
which make contact with the corresponding tibial bearing
component when the knee is at 90-degrees flexion, i.e.,
when the anatomic femoral and tibial axes form an angle
of 90 degrees.
[0024] In the illustrative embodiment of Fig. 1A, lateral
and medial condyles 24, 26 each define bearing surfaces
that are three-dimensionally convex at distal-most points
30, 32. Stated another way, the lateral and medial par-
ticular bearing surfaces have no planar portions at distal-
most points 30, 32. Recognizing that a three-dimension-
ally convex surface can define only one tangent plane at
a particular point, the transverse plane of femoral com-
ponent 20 may be defined as the plane tangent to one
or both of distal-most points 30, 32. For many femoral
components, transverse planes tangent to each of distal-

most points 30, 32, are coplanar or nearly coplanar, such
that a election of either of distal-most points 30, 32 is
suitable as a reference point for definition of the compo-
nent transverse plane.
[0025] Where the above-described transverse plane
is the basis for the component coordinate system, a coro-
nal plane may be defined as being perpendicular to the
transverse plane and extending along the same medi-
al/lateral direction as the transverse plane. Alternatively,
the coronal plane may be defined as a plane tangent to
one or both of posterior-most points 34, 36 in similar fash-
ion to the tangency of the transverse plane to distal-most
points 30, 32 as discussed above. In either instance, the
sagittal plane can then be defined as a plane perpendic-
ular to the coronal and transverse planes.
[0026] Practically speaking, femoral prostheses are
sold with a particular surgical procedure envisioned for
component implantation. Depending on the particular ge-
ometry and accompanying surgical procedure, a person
having ordinary skill in the art of orthopaedic prostheses
will be able to define "distal-most points" of a femoral
prosthesis component, and will be able to identify the
sagittal, coronal and transverse component coordinate
planes based on their relationship to the corresponding
anatomic planes upon implantation.
[0027] The embodiments shown and described herein
illustrate components for a left knee prosthesis. Right
and left knee prosthesis configurations are mirror images
of one another about a sagittal plane. Thus, it will be
appreciated that the aspects of the prosthesis described
herein are equally applicable to a left or right knee con-
figuration.
[0028] Prosthesis designs in accordance with the
present disclosure may include posterior stabilized (PS)
prostheses and mid level constraint (MLC) prostheses,
each of which includes spine 278 (Fig. 6) on the tibial
bearing component and femoral cam 276 (Fig. 5A) on
the femoral component. Spine 278 and cam 276 are de-
signed to cooperate with one another to stabilize femoral
component 220 with respect to tibial bearing component
240 in lieu of a resected posterior cruciate ligament
(PCL).
[0029] Another contemplated design includes "cruci-
ate retaining" (CR) prostheses, such as those using com-
ponents configured as shown in Figs. 1A, 2A (shown by
solid lines) and 4. CR designs omit spine 278 from the
tibial bearing component and femoral cam 276 from the
femoral component (e.g., Fig. 9A), such that cruciate-
retaining femoral component 20 defines an intercondylar
space between lateral and medial condyles 24, 26 that
is entirely open and uninterrupted by femoral cam 276.
CR tibial components are generally used in surgical pro-
cedures which retain the PCL.
[0030] Yet another design includes "ultra congruent"
(UC) prostheses, which may use a femoral component
lacking femoral cam 276, and may be similar or identical
to the femoral component used in a CR prosthesis (i.e.,
femoral component 20 shown in Fig. 9A). Like CR pros-

9 10 



EP 2 720 647 B1

7

5

10

15

20

25

30

35

40

45

50

55

theses, UC prostheses also omit spine 278 (e.g., the sol-
id-line embodiment of Fig. 2A). However, UC prostheses
are designed for use with a patient whose PCL is resected
during the knee replacement surgery. "Congruence," in
the context of knee prostheses, refers to the similarity of
curvature between the convex femoral condyles and the
correspondingly concave tibial particular compartments.
UC designs utilize very high congruence between the
tibial bearing compartments and femoral condyles to pro-
vide prosthesis stability, particularly with respect to an-
terior/posterior relative motion.
[0031] Except as otherwise specified herein, all fea-
tures described below may be used with any potential
prosthesis design. While a particular design may include
all the features described herein, it is contemplated that
some prostheses may omit some features described
herein, as required or desired for a particular application.

1. Articular Features: Bulbous Sagittal Posterior Geom-
etry.

[0032] Referring to Fig. 1B, femoral component 20 in-
cludes anterior flange 22, lateral condyle 24 and oppos-
ing medial condyle 26, and fixation pegs 28. Lateral and
medial condyles 24, 26 define particular surfaces which
extend from respective lateral and medial distal-most
contact points 30, 32 (Fig. 4), through respective lateral
and medial posterior-most contact points 34, 36 (Fig. 7)
and terminate at respective deep flexion contact areas
as described in detail below. The particular surfaces are
rounded and convex in shape, and sized and shaped to
articulate with a tibial particular surface through a full
range of motion from full extension of the knee (i.e., zero
degrees flexion) through mid-flexion and deep-flexion. In
an exemplary embodiment, such tibial particular surfaces
are correspondingly concave dished surfaces of a pros-
thetic tibial component (e.g., tibial bearing component
240 of Fig. 6). However, it is appreciated that in some
instances the tibial particular surface may be the natural
particular compartments of a patient’s tibia.
[0033] Distal-most contact points 30, 32 contact a tibial
bearing component of the knee prosthesis (such as tibial
bearing component 40 shown in Fig. 2A) when the knee
prosthesis is at zero degrees of flexion, i.e., when the
knee is fully extended, as noted above. As the knee is
flexed from full extension, the lateral and medial contact
points between femoral component 20 and the adjacent
tibial articular surface shift posteriorly and proximally into
an initial-flexion segment along medial and lateral J-
curves 27M, 27L (Fig. 1A), passing through intermediate
levels of flexion to eventually reach posterior most con-
tact points 34, 36 at 90 degrees flexion. Further flexion
transitions such contact points further proximally, and al-
so anteriorly (i.e., toward anterior flange 22) into a deep-
flexion segment of J-curves 27M, 27L.
[0034] For convenience, the present discussion refers
to "points" or "lines" of contact between tibial bearing
component 40 and femoral component 20. However, it

is of course appreciated that each potential point or line
of contact is not truly a point or line, but rather an area
of contact. These areas of contact may be relatively larger
or smaller depending on various factors, such as pros-
thesis materials, the amount of pressure applied at the
interface between tibial bearing component 40 and fem-
oral component 20, and the like. In an exemplary em-
bodiment, for example, tibial bearing component 40 is
made of a polymeric material such as polyethylene, while
femoral component 20 is made of a metallic material such
as cobalt-chrome-molybdenum (CoCrMo).
[0035] Moreover, it is appreciated that some of the fac-
tors affecting the size of the contact area may change
dynamically during prosthesis use, such as the amount
of applied pressure at the femoral/tibial interface during
walking, climbing stairs or crouching, for example. For
purposes of the present discussion, a "contact point" may
be taken as the point at the geometric center of the area
of contact. The "geometric center", in turn, refers to the
intersection of all straight lines that divide a given area
into two parts of equal moment about each respective
line. Stated another way, a geometric center may be said
to be the "average" (i.e., arithmetic mean) of all points of
the given area. Similarly, a "contact line" is the central
line of contact passing through and bisecting an elongate
area of contact.
[0036] Taken from the sagittal perspective (Fig. 1B),
anterior flange 22 and condyles 24, 26 cooperate to de-
fine an overall U-shaped profile of femoral component
20. The particular surface of femoral component 20,
along the outer surface of this U-shaped profile, defines
medial and lateral J-curves 27M, 27L respectively (Fig.
1A). More specifically, the particular surface of lateral
condyle 24 cooperates with the particular surface of an-
terior flange 22 to define lateral J-curve 27L, which is
inclusive of distal-most contact point 30 and posterior-
most contact point 34. Similarly, medial J-curve 27M is
defined by the articular surfaces of anterior flange 22 and
medial condyle 26, taken in a sagittal cross-section and
inclusive of distal-most contact point 32 and posterior-
most contact point 36.
[0037] Where J-curves 27L, 27M define the sagittal
particular profile of femoral component 20, coronal
curves 64L, 64M define the corresponding coronal artic-
ular profile. Lateral coronal curve 64L extends along a
generally medial/lateral direction, passing through lateral
distal-most contact point 30 perpendicular to J-curve 27L.
Similarly, medial coronal curve 64M extends along a gen-
erally medial/lateral direction, passing through medial
distal-most contact point 32 perpendicular to J-curve
27M. The articular surfaces of lateral and medial con-
doles 24, 26 may be defined or "built" by sweeping coro-
nal curves 64L, 64M along J-curves 27L, 27M respec-
tively to produce convex three-dimensional articular sur-
faces generally corresponding with the shape of the nat-
ural femoral condyles. The specific curvatures of coronal
curves 64L, 64M may vary over the extent of J-curves
27L, 27M, such as by having a generally larger radius at
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distal-most points 30, 32 as compared to posterior-most
points 34, 36. It is contemplated that coronal curves 64L,
64M may have a variety of particular geometrical ar-
rangements as required or desired for a particular appli-
cation.
[0038] The portions of J-curves 27L, 27M which artic-
ulate with lateral and medial particular compartments 46,
48 (Fig. 6) of tibial bearing component 40 extend from
approximately distal-most points 30, 32, through poste-
rior-most contact points 34, 36 and into the portion of J-
curves 27L, 27M including bulbous profile 42, shown in
Fig. 1C. Stated another way, the condylar articular por-
tions of J-curves 27L, 27M are a collection of the contact
points between femoral condyles 24, 26 and tibial artic-
ular compartments 46, 48 respectively. The J-curve ge-
ometry illustrated in Fig. 1C is common to both lateral
condyle 24 and medial condyle 26. For charity, however,
such geometry is described herein only with respect to
lateral condyle 24.
[0039] Condyle 24A of a predicate design is shown
schematically in Fig. 1C as dashed lines, while condyle
24 of femoral component 20 is shown in solid lines. As
compared with condyle 24A, condyle 24 defines bulbous
profile 42 in the portion of lateral J-curve 27L of condyle
24 corresponding to greater than 90 degrees of prosthe-
sis flexion. Medial J-curve 27M of medial condyle 26
(shown behind lateral condyle 24 in Fig. 1B and extending
further proximally, as described in detail below) also de-
fines a similar bulbous geometry in the portion of J-curve
27M corresponding to greater than 90 degrees flexion.
For simplicity, the bulbous condylar geometry of condyles
24, 26 is described with reference to lateral condyle 24
only.
[0040] As illustrated, bulbous profile 42 extends further
posteriorly and proximally than the corresponding pred-
icate profile 42A. This bulbous geometry arises from a
reduction in the average magnitude of radius R defined
throughout angular sweep α of profile 42, such that radius
R is less than the corresponding average magnitude of
radius RA of profile 42A through angular sweep αA. It is
contemplated that one or more radii may be defined
through angular sweeps α, αA. Comparisons of the av-
erage radii, rather than individual radius values, are ap-
propriate where multiple different radii cooperate to form
profile 42 of J-curve 27L and/or the corresponding pred-
icate profile 42A. For example, in certain exemplary em-
bodiments femoral component 20 may define an average
radius R of 10 mm while the average magnitude of radius
RA may be 10.8 mm over a similar angular sweep. As
described in detail below, the resulting bulbous overall
arrangement of profile 42 advantageously influences the
articular characteristics of femoral component 20 in deep
flexion while minimizing bone resection.
[0041] Prior art devices relevant to deep-flexion bul-
bous sagittal geometry include the femoral components
of the NexGen CR Flex prosthesis system and the fem-
oral components NexGen LPS Flex prosthesis system,
all available from Zimmer, Inc. of Warsaw, Indiana. The

prior art Zimmer NexGen CR Flex prosthesis system is
depicted in "NEXGEN COMPLETE KNEE SOLUTION,
Surgical Technique for the CR-Flex Fixed Bearing Knee."
The prior art Zimmer NexGen LPS Flex prosthesis sys-
tem is depicted in "Zimmer LPS-Flex Fixed Bearing Knee,
Surgical Technique."
[0042] As noted above, radii R are swept through an-
gular extents α, αA. Angular patents α, αA begins in the
area of posterior most point 34, such as within 10 degrees
of posterior-most point 34, and ends at or near the prox-
imal-most point of the articular surface of lateral condyle
24. Referring to Fig. 1C, this proximal-most point of the
articular surface is at the intersection between the end
of J-curve 27L and posterior bone-contacting surface 58.
It is contemplated that terminal profile 44 may be dis-
posed between the proximal end of bulbous profile 42
and posterior bone contacting surface 53 (As shown in
Fig. 1C). If included, terminal profile 44 is a nearly flat or
very large-radius nonarticular portion of condyle 24 which
bridges the gap between bulbous profile 42 and posterior
bone contacting surface 58. In an exemplary embodi-
ment, however, bulbous profiles 42 extend all the way to
posterior bone-contacting surface 58. Further, this ex-
emplary femoral component 20 has a substantially planar
bone-contacting surface 58 which forms obtuse angle 57
with distal bone-contacting surface 54. Anterior bone-
contacting surface 50 also diverges proximally from pos-
terior bone-contacting surface 58 in the sagittal perspec-
tive, such that femoral component 20 is implantable onto
a resected distal femur along a distal-to-proximal direc-
tion.
[0043] In the illustrated embodiment, the proximal ter-
minus of angular extent a (i.e., the deepest-flexion portion
of bulbous profile 42) corresponds with up to 170 degrees
of knee flexion. Because femoral component 20 facili-
tates this high level flexion of the knee, component 20
may be referred to as a "high flexion" type component,
though it is appreciated that any component which ena-
bles flexion of at least 130 degrees would also be con-
sidered "high flexion." In exemplary embodiments, a
high-flexion knee prosthesis may enable a flexion range
of as little as 130 degrees, 135 degrees, or 140 degrees
and as large as 150 degrees, 155 degrees or 170 de-
grees, or may enable any level of flexion within any range
defined by any of the foregoing values.
[0044] For example, as illustrated in Figs. 2A and 2B,
femoral component 20 is illustrated in a deep flexion ori-
entation, i.e., an orientation in which flexion angle θ be-
tween longitudinal tibial axis AT and longitudinal femoral
axis AF is between 130 degrees and 170 degrees. As
best shown in Fig. 2B, bulbous profile 42 remains in firm
contact with lateral articular compartment 46 of tibial
bearing component 40 at this deep flexion configuration,
thereby establishing femoral component 20 as a compo-
nent which is deep flexion enabling. As described in detail
below, femoral component 20 accomplishes this high-
flexion facilitation with a reduced condyle thickness as
compared to prior art high-flexion type components.
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[0045] Determination of whether the sagittal profiles
42, 42A are relatively more or less "bulbous" within the
meaning of the present disclosure can be accomplished
by a comparison of radii R, RA as described above. How-
ever, because angular sweeps α, αA may differ, a suitable
comparative quantify may be the amount of arc length
per degree of angular sweep referred to herein as the
"bulbousness ratio." A more bulbous geometry, (i.e., one
having a smaller average radius) defines a shorter arc
length per degree of sweep as compared to a comparable
less-bulbous geometry. That is to say, a lower bulbous-
ness ratio value corresponds to a more bulbous sagittal
geometry across a given angular sweep. Given the direct
correspondence between bulbousness and radius, a rel-
atively smaller average radius (i.e., radius R as compared
to radius RA, as shown in Fig. 1C) yields a correspond-
ingly larger bulbousness ratio across a comparable an-
gular sweep.
[0046] Turning now to Fig 1D, a comparison of bul-
bousness ratios defined by profiles 42, 42A are shown
across various prosthesis sizes for lateral condyles 24
and 24A. For purposes of the bulbousness comparisons
discussed herein, angular sweeps α, αA (Fig. 1C) are
taken from posterior-most points 34, 36, (i.e., at 90-de-
grees flexion) through the end of the corresponding J-
curve (i.e., at the intersection between J-curves 27L,
27M, 27A and posterior bone-contacting surface 58, 58A
respectively).
[0047] As illustrated in Fig. 1D, a dotted-line data set
illustrates that the lateral condyles of the femoral com-
ponents of the prior art Zimmer NexGen CR Flex pros-
thesis system define a bulbousness ratio of between
0.190 mm/degree (for the smallest nominal size) and
0.254 mm/degree (for the largest nominal size), while the
dashed-line data set illustrates an alternative subset of
lateral condyles within the prior art Zimmer NexGen CR
Flex prosthesis system defining a bulbousness ratio of
between 0.231 mm/degree and 0.246 mm/degree across
a range of sizes. Femoral components made in accord-
ance with the present disclosure define a bulbousness
ratio of between 0.177 mm/degree (for the smallest nom-
inal size) and 0.219 mm/degree (for the largest nominal
size), with each comparable size of the present compo-
nents having a bulbousness ratio below the comparable
size of the prior art devices (as shown).
[0048] For purposes of the present disclosure, anter-
oposterior sizing extent 340 (Fig. 13A) can be considered
a proxy for nominal sizes of the present femoral compo-
nent and prior art devices. Anteroposterior sizing extent
340 may also be referred to the "functional" anterior/pos-
terior extent of femoral component 20, because extent
340 traverses the portion of femoral component 20 which
is most relevant to tibiofemoral articulation (and excludes
the articular portions of anterior flange 22, which is rele-
vant to patellofemoral articulation). More information re-
garding specific, enumerated definitions of nominal sizes
is provided in Fig. 13B, a detailed discussion of which
appears below.

[0049] Similar to the lateral condylar bulbousness il-
lustrated in Fig 1D, Fig. 1E illustrates a comparison of
bulbousness ratios defined by the portions of medial J-
curves 27M corresponding to greater than 90 degrees of
prosthesis flexion, shown across various prosthesis siz-
es as compared to prior art devices. As illustrated, a dot-
ted-line data set illustrates that the medial condyles of
the femoral components of the prior art Zimmer NexGen
CR Flex prosthesis system define a bulbousness ratio of
between 0.185 mm/degree (for the smallest nominal
size) and 0.252 mm/degree (for the largest nominal size),
while the dashed-line data set illustrates the above-men-
tioned alternative subset of medial condyles within the
prior art Zimmer NexGen CR Flex prosthesis system de-
fining a bulbousness ratio of between 0.209 mm/degree
and 0.259 mm/degree across the same range of sizes
depicted in Fig. 1D. Femoral components made in ac-
cordance with the present disclosure define a bulbous-
ness ratio of between 0.172 mm/degree (for the smallest
nominal size) and 0.219 mm/degree (for the largest nom-
inal size), with each comparable size of the present com-
ponents having a bulbousness ratio below the compara-
ble size of the prior art devices (as shown).
[0050] Thus, Figs. 1D and 1E quantify the bulbous ge-
ometry for profiles 42 of lateral and medial condyles 24,
26 of cruciate-retaining type femoral component 20. Sim-
ilarly, Fig. 1F quantifies the corresponding bulbous J-
curve geometry for lateral and medial condyles 224, 226
of posterior-stabilized type femoral component 220
(shown, for example, in Fig. 2A inclusive of the dashed
lines and Fig. 5A) as compared to the femoral compo-
nents of the prior art Zimmer NexGen LPS Flex prosthe-
sis system, described above. As illustrated, a dotted-line
data set illustrates that the medial and lateral condyles
of the femoral components of the prior art Zimmer Nex-
Gen LPS Flex prosthesis system define a bulbousness
ratio of between 0.209 mm/degree (for the smallest and
second-smallest nominal sizes) and 0.282 mm/degree
(for the second-largest nominal size), Femoral compo-
nents made in accordance with the present disclosure
define a bulbousness ratio of between 0.208 mm/degree
(for the smallest nominal size) and 0.240 mm/degree (for
the largest nominal size), with each comparable size of
the present components having a bulbousness ratio be-
low the comparable size of the prior art devices (as
shown).
[0051] Advantageously, the above-described bulbous
geometry of condyles 24, 26, 224, 226 facilitates a re-
duced anterior/posterior condylar thickness TC in such
condyles as compared to the larger anterior/posterior
condylar thickness TA while also enabling high flexion
(i.e., flexion of at least 130 degrees, as noted above).
For such high-flexion enablement to exist, angular sweep
a must be sufficiently large such that an articular portion
of J-curves is available at deep-flexion orientations. Stat-
ed another way with reference to lateral condyle 24
shown in Fig. 1C, profile 42 of J-curve 27L must "make
the turn" completely from 90-degrees flexion at posterior-
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most point 34 through a deep flexion orientation at 130
degrees or greater.
[0052] The reduction in condylar thickness TC as com-
pared to prior art condylar thickness TA is facilitated by
the bulbous geometry of the portion of J-curves 27L, 27M
occupied by profile 42, which in turn flows from a reduc-
tion in average radius R as compared to prior art radius
RA as discussed above. More particularly, these geomet-
rical features of the portions of J-curves 27L, 27M occu-
pied by profile 42 allow J-curves 27L, 27M to "make the
turn" required in a smaller allotted anterior/posterior
space. In an exemplary embodiment, the relatively great-
er arc length per degree of angular sweep and smaller
radius R defined by bulbous profile 42 allows the approx-
imately 80-degree angular sweep α from posterior-most
contact point 34 to terminal profile 44 to be completed in
a shorter anterior/posterior span, thereby allowing the
overall thickness TC of condyle 24 to be reduced relative
to thickness TA of predicate condyle 24A.
[0053] Advantageously, this reduced condylar thick-
ness TC shifts posterior bone contacting surface 58 pos-
teriorly with respect to the predicate posterior bone con-
tacting surface 58A, as illustrated in Fig. 1C, while pre-
serving high-flexion enablement. Thus, femoral compo-
nent 20satisfies an unmet need by safely allowing very
deep flexion (e.g., between 130 and 170 degrees) while
also allowing the posterior portions of lateral and medial
condyles 24, 26 to be relatively thin, thereby reducing
the amount of bone that must be resected as compared
to predicate devices. For example, the family of femoral
component sizes provided by the prior art Zimmer CR
Flex prior art designs define thickness TA of between 8.5
mm and 8.6 for the two smallest prosthesis sizes and in
excess of 11 mm for the remaining larger prosthesis siz-
es. An alternative prior art Zimmer CR Flex prior art de-
sign, referred to in the present application as the "CR
Flex Minus" prosthesis system, defines thickness TA of
between 9.1 mm and 9.6 mm across the range of pros-
thesis sizes.
[0054] In an exemplary cruciate-retaining embodiment
(Figs. 1D and 1E), bulbous profile 42 facilitates a condylar
thickness TC of 8 mm for the smallest two prosthesis
sizes and 9 mm for the remaining prosthesis sizes, as
measured by the maximum material thickness between
posterior-most points 34, 36 and posterior bone-contact-
ing surface 58. This thickness TC is less than thickness
TA for comparable prosthesis sizes in the above-de-
scribed prior art high-flexion devices.
[0055] Thus up to 2.3 mm of bone adjacent posterior
bone contacting surface 58 is preserved through the use
of femoral component 20 as compared to comparably-
sized prior art high-flexion femoral prostheses. In an ex-
emplary embodiment, the overall anterior/posterior
space APF (Fig. 1B) between anterior and posterior bone-
contacting surfaces 50, 58, which corresponds to the an-
terior/posterior extent of the distal femur after preparation
to receive femoral component 20, is between 33 mm and
56 mm. The numerical value of anterior/posterior space

APF is relatively smaller or larger in direct correspond-
ence to the size of component 20 within a family of com-
ponent sizes.
[0056] In an exemplary posterior-stabilized embodi-
ment (Fig. 1F and 5A), bulbous profile 42 facilitates a
condylar thickness TC of 9 mm for the smallest two pros-
thesis sizes and 10 mm for the remaining prosthesis siz-
es, as measured by the maximum material thickness be-
tween posterior-most points 34, 36 and posterior bone-
contacting surface 258. This thickness TC is less than
thickness TA for comparable prosthesis sizes in the prior
art high-flexion devices. For example, a family of prior
art femoral component sizes in the Zimmer NexGen LPS
Flex prosthesis system, which is a posterior-stabilized
design which enables high flexion, defines thickness TA
of between 10.4 mm and 10.5 for the two smallest pros-
thesis sizes and between 12.2 mm and 12.4 for the re-
maining larger prosthesis sizes.
[0057] Thus between 1.4 mm and 2.4 mm of bone ad-
jacent posterior bone contacting surface 258 is preserved
through the use of femoral component 220 as compared
to comparably-sized prior art high-flexion femoral pros-
theses. In an exemplary embodiment, the overall anteri-
or/posterior space APF between anterior and posterior
bone-contacting surfaces 250, 258, which corresponds
to the anterior/posterior extent of the distal femur after
preparation to receive femoral component 220, is be-
tween 33 mm and 56 mm. The numerical value of ante-
rior/posterior space APF is relatively smaller or larger in
direct correspondence to the size of component 220 with-
in a family of component sizes.

2. Articular Features: "Standard" and "Narrow" Femoral 
Components for Each Component Size.

[0058] Turning to Fig. 3A, an anterior elevation view of
regular femoral component 20 is shown juxtaposed
against a corresponding narrow component 120. Regular
component 20 includes articular geometry in accordance
with the present disclosure and adapted for a particular
subset of potential knee replacement patients, while nar-
row component 120 has articular geometry different from
component 20 and adapted for a different subset of pa-
tients. As best seen in Fig. 3B, femoral components 20,
120 share a common sagittal geometry such that com-
ponent 120 is adapted to selectively mount to a femur
which has been prepared to accept femoral component
20. Advantageously, this common sagittal geometry al-
lows a surgeon to choose intraoperatively between com-
ponents 20, 120.
[0059] As shown in Fig. 3B, regular femoral component
20 has five bone contacting surfaces disposed opposite
the articular surfaces of anterior flange 22 and lateral and
medial condyles 24, 26. These five bone contacting sur-
faces include anterior bone contacting surface 50, ante-
rior chamfer surface 52, distal bone contacting surface
54, posterior chamfer surface 56, and posterior bone con-
tacting surface 58. Anterior, distal and posterior bone-
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contacting surfaces 50, 54, 58 are adapted to abut a re-
sected surface of a femur upon implantation of femoral
component 20. In an exemplary embodiment, anterior
chamfer and posterior chamfer surfaces 52, 56 are sized
and positioned to leave a slight gap between surfaces
52, 56 and the respective adjacent chamfer facet of the
resected femur upon implantation, such as about 0.38
mm. However, because this gap is small and may be
filled in with fixation material adhering the resected cham-
fer facets to chamfer surfaces 52, 56, anterior chamfer
and posterior chamfer surfaces 52, 56 are also referred
to as "bone-contacting" surfaces herein.
[0060] As derailed in the Zimmer Surgical Techniques,
a surgical procedure to implant a femoral component
such as component 20 includes resecting the distal end
of a femur to create five facets corresponding with bone
contacting surfaces 50, 54, 58 and chamfers 52,56. Rel-
atively tight tolerances between the distal end of the fe-
mur and the five bone-contacting surfaces of femoral
component 20 ensure a snug fit.
[0061] Femoral component 20 is provided in a family
or kit of differing component sizes, as graphically por-
trayed in Figs. 3C-3F and described in detail below. Con-
sideration in choosing an appropriately sized femoral
component 20 from among the set of components include
the amount of bone resection necessary to accommo-
date the component 20, and the ability for resected sur-
faces to make full-area, flush contact with the adjacent
bone-contacting surfaces 50, 52, 54, 56, 58 of femoral
component 20 (see, e.g., Fig. 11B showing femoral com-
ponent 220 implanted upon femur F). To implant femoral
component 20, the anterior/posterior distance defined by
the anterior and posterior facets of the resected femur
must match the corresponding anterior/posterior dis-
tance APF (Fig. 1B) between anterior bone contacting
surface 50 and posterior bone contacting surface 58. An
appropriately sized femoral component 20 provides snug
abutting contact between all five of the bone-contacting
surfaces of femoral component 20 and the distal resected
facets, while also resulting in a desired articular profile
in the knee prosthesis.
[0062] In the interest of preserving as much natural
bone stock as practical, it is desirable to maximize the
anterior/posterior distance APF of femoral component 20
provided the articular profile is acceptable to the surgeon.
However, no two patients are exactly alike. In some cas-
es, for example, the overall sagittal geometry of bone
contacting surfaces 50, 54, 58 and chamfers 52, 56 may
represent an ideal match for the femur of a particular
patient, but the peripheral characteristics of femoral com-
ponent 20 (described in detail below) may not present
an adequate match to the other anatomical features of
the femur. The present disclosure addresses this even-
tuality by providing alternative femoral component de-
signs sharing a common sagittal geometry, as illustrated
in Fig. 3B.
[0063] For example, the height HSF and geometry of
anterior flange 22 of regular femoral component 20 (Figs.

3A, 3B and 3D) may result in "overhang" thereof past the
associated anterior facet of the resected femur. Similarly,
the overall medial/lateral width MLS of regular femoral
component 20 (Figs. 3A and 3C) may be too large, as
indicated by overhang of one or more bone-contacting
surfaces 50, 52, 54, 56, 58 past the medial and/or lateral
edge of the patient’s femur. Yet another possibility is that
the overall proximal/distal heights HSM, HSL of medial
and lateral condyles 26, 24, respectively (Figs. 3A, 3B,
3E, and 3F) may be too large, also potentially resulting
in overhang of the component beyond the resected pos-
terior facets of the femur. In each of these cases, femoral
component 20 would normally be considered too large,
possibly resulting in the use of a smaller component size
with its associate reduction in anterior/posterior distance
APF (Figs. 1B and 3B).
[0064] Moreover, Applicants have found that for a sub-
stantial subset of knee replacement candidates, "regular"
or standard femoral component sizes may have an ap-
propriate anterior/posterior distance APF and spatial ar-
rangement of bone contacting surfaces 50, 54, 58 and
chamfers 52, 56, but are too large with respect to one or
more of the aforementioned characteristics of the com-
ponent periphery, and usually all three (i.e., height HSF
and geometry of anterior flange 22, overall width MLS,
and condyle heights HSM, HSL).
[0065] To accommodate a wider variety of femoral ge-
ometries while facilitating maximum preservation of
healthy bone stock during the surgical procedure, a pros-
thesis system in accordance with the present disclosure
provides a set of "narrow" femoral components 120 which
share a common spatial arrangement of bone contacting
surface geometry with a corresponding set of femoral
components 20 (i.e., a common anterior/posterior dis-
tance APF and associated sagittal profile of resected fac-
ets), but includes anterior flange 122, lateral condyle 124
and medial condyle 126 which are strategically down-
sized.
[0066] In the anterior elevation view of Fig. 3A, the pe-
riphery of narrow femoral component 120 is aligned with
the periphery of regular femoral component 20 such that
lateral distal-most contact points 30, 130 and medial dis-
tal-most contact points 32, 132 are superimposed over
one another. Moreover, the articular profile and geometry
of condyles 24, 26 of femoral component 20, including
medial and lateral J-curves 27M, 27L described above
(Fig. 3B), are substantially identical to the corresponding
profile of condyles 124, 126 of narrow femoral component
120, with the exception of the reduction in various pe-
ripheral aspects of femoral component 120 as compared
to component 20 as described below. Taking account of
such reductions, the articular surfaces of femoral com-
ponent 120 are subsumed by the articular surfaces of
femoral component 20 when the articular surfaces of
components 20, 120 are superimposed, as illustrated in
Figs. 3A and 3B. Thus, both of femoral components 20
and 120 may be used interchangeably with a selected
abutting tibial component, such as tibial bearing compo-
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nent 240 (Fig. 6).
[0067] However, anterior flange 122 of narrow femoral
component 120 defines a shorter overall flange height
HCF, as illustrated in Figs. 3A, 3B and 3D. In an exemplary
embodiment, height HCF may be reduced by 1 mm from
the corresponding height HSF of anterior flange 22 of reg-
ular femoral component 20 for any given prosthesis size.
As shown in Fig. 3D, height HSF of femoral component
20 ranges from 38 mm to 51 mm, and grows progres-
sively larger across a range of prosthesis sizes (starting
from a nominal size 3 and ending at a nominal size 12).
By contrast, height HCF of femoral component 120 ranges
from 35 mm to 47 across an overlapping range of pros-
thesis sizes (starting from a nominal size 1 and ending
at a nominal size 11). As illustrated in the lines connecting
the data points of Fig. 3D, anterior flange heights HCF of
each size of femoral component 120 are consistently less
than the corresponding flange heights HSF for corre-
sponding sizes of femoral component 20. A common
nominal size for femoral components 20, 120 denotes a
substantially identical spatial arrangement of bone con-
tacting surface geometry, including a common anteri-
or/posterior distance APF, such that either of a particular
size of component 20, 120 can be implanted onto the
same resected femur.
[0068] Medial condyle height HCM of medial condyle
126 is also shorter than the corresponding medial con-
dyle height HSM of standard medial condyle 26. In an
exemplary embodiment, height HCM may be reduced by
1 mm from the corresponding height HSM of medial con-
dyle 26 of regular femoral component 20 for any given
prosthesis size. As shown in Fig. 3F, height of medial
condyle 26 of regular femoral component 20 ranges from
24 mm to 33 mm, and grows progressively larger across
a range of prosthesis sizes (starting from a nominal size
3 and ending at a nominal size 12). By contrast, height
HCM of femoral component 120 ranges from 21 mm to
31 mm across an overlapping range of prosthesis sizes
(starting from a nominal size 1 and ending at a nominal
size 11). As illustrated in the lines connecting the data
points of Fig. 3F, medial condyle heights HCM of femoral
component 120 are consistently less than the corre-
sponding medial condyle heights HSM of femoral com-
ponent 20 across a range of corresponding sizes.
[0069] Similarly, lateral condyle height HCL of lateral
condyle 124 is less than lateral condyle height HSL of
lateral condyle 24. In an exemplary embodiment, height.
HCL may be reduced by 1 mm from the corresponding
height HSL of lateral condyle 24 of regular femoral com-
ponent 20 for any given prosthesis size. As shown in Fig.
3E, height HSL of lateral condyle 24 of regular femoral
component 20 ranges from 22 mm to 31 mm, and grows
progressively larger across a range of prosthesis sizes
(starting from a nominal size 3 and ending at a nominal
size 12). By contrast, height HCL of lateral condyle 124
of femoral component 120 ranges from 19 mm to 29 mm
across an overlapping range of prosthesis sizes (starting
from a nominal size 1 and ending at a nominal size 11).

As illustrated in the lines connecting the data points of
Fig. 3E, lateral condyle heights HCL of femoral compo-
nent 120 are consistently less than the corresponding
lateral condyle heights HSL of femoral component 20
across a range of corresponding sizes.
[0070] Referring now to Fig. 3A, the overall width MLC
of narrow femoral component 120 is also consistently
less than the overall width MLS of femoral component 20
across a range of prosthesis sizes. In an exemplary em-
bodiment, width MLC may be reduced by between 1 mm
from the corresponding width MLS of regular femoral
component 20 for any given prosthesis size. As shown
in Fig. 3C, width MLS of regular femoral component 20
ranges from 62 mm to 78 mm, and grows progressively
larger across a range of prosthesis sizes (starting from
a nominal size 3 and ending at a nominal size 12). By
contrast, width MLC of femoral component 120 ranges
from 55 mm to 70 mm across an overlapping range of
prosthesis sizes (starting from a nominal size 1 and end-
ing at a nominal size 11). As illustrated in the lines con-
necting the data points of Fig. 3C, width MLC of femoral
component 120 is consistently less than the correspond-
ing width MLS of femoral component 20 across each size
in a range of corresponding sizes.
[0071] The above-described changes in peripheral
characteristics to femoral component 120, as compared
to femoral component 20, advantageously leave the
overall sagittal profile of components 20, 120 similar, and
with substantially identical anterior/posterior spaces be-
tween anterior bone-contacting surfaces 50, 150 and
posterior bone-contacting surfaces 58, 158 (including
distance APF). However, it is appreciated that the short-
ening of anterior flange 122 and posterior condyles 124,
126 do alter the sagittal profile of component 120 in that
such profile is "shortened" overall. However, the sagittal
profile of component 120 is subsumed by the correspond-
ing profile of regular component 20 (as illustrated in Fig.
3B), such that narrow component 120 will fit the same
resected femur as component 20. Advantageously, this
shortening prevents potential overhang of component
120 past the resected portions of some femurs, as dis-
cussed above.
[0072] In addition to the differences in the peripheral
characteristics described above, articular features of an-
terior flange 122 also vary as compared to anterior flange
22 of regular femoral component 20. Referring to Fig.
3A, standard anterior flange 22 defines flange taper angle
βS, which is the taper angle defined by the medial and
lateral walls adjoining anterior bone-contacting surface
50 to the opposed articular surface of flange 22. In the
illustrative embodiment of Fig. 3A, taper angle βS angle
is measured between lines tangent to points along the
rounded frontal profile defined by the medial and lateral
walls of anterior flange 22 at the base of anterior bone-
contacting surface 50 (i.e., where anterior bone-contact-
ing surface 50 meets anterior chamfer surface 52). How-
ever, it is appreciated that taper angle βS may be defined
at any point along such rounded edges, provided the me-
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dial and lateral tangent lines are drawn at common prox-
imal/distal heights for purposes of comparison between
femoral components 20, 120.
[0073] In contrast to standard anterior flange 22, nar-
row anterior flange 122 defines taper angle βC which is
different from taper angle βS for any given nominal pros-
thesis size. This disparity of taper angles facilitates a rel-
atively smaller disparity in overall heights HSF, HCF of
anterior flanges 22, 122 as compared to the relatively
larger disparity in overall widths MLC, MLS thereof (as
shown by comparison of Figs. 3C and 3D, and detailed
above). Advantageously, this differing taper defined by
taper angles βS, βC in anterior flanges 22, 122 accom-
modates a wide range of natural patient anatomies for
larger- and smaller-stature patients.
[0074] Yet another difference between regular femoral
component 20 and narrow femoral component 120 is the
angle defined by patellar grooves 60, 160 (also referred
to a patellar sulcus) formed in anterior flanges 22, 122
respectively. As best illustrated in Fig. 8, anterior flange
22 defines patellar groove 60, which is a longitudinal con-
cavity or trough extending along the proximal/distal ex-
tent of anterior flange 22, as shown in Fig. 3A. A natural
or prosthetic patella articulates with groove 60 during nor-
mal flexion and extension of the knee. Turning back to
Fig. 3A, the path of the deepest portion of the patellar
trough defined by patellar groove 60 is represented by
the illustrated sulcus axis, which is extrapolated proxi-
mally and distally for clarity. The sulcus axis of patellar
groove 60 defines angle γS with a transverse plane tan-
gent to distal most points 30, 32 of lateral and medial
condyles 24, 26. In the illustrated embodiment of Fig. 3A,
this transverse plane appears as an imaginary line con-
necting distal-most points 30, 32 (and also, therefore,
connecting distal-most points 130, 132 of the superim-
posed narrow femoral component 120).
[0075] As illustrated, standard patellar groove angle γS
is greater than the corresponding groove angle γC defined
by patellar groove 160 of anterior flange 122. In an ex-
emplary embodiment, standard patellar groove angle γS
is 83 degrees, while the narrow-component patellar
groove angle γC is 80 degrees.
[0076] It is contemplated that for each regular femoral
component size within the range of available sizes (i.e.,
for a range of unique, differing anterior distances APF),
one narrow femoral component including the features
described above may be provided. In an exemplary em-
bodiment, up to twelve or more unique femoral compo-
nent sizes may be provided, with each of the 12 sizes
including both regular and narrow femoral components
20, 120. Thus, a surgeon may intraoperatively elect to
implant narrow femoral component 120 if it becomes ap-
parent that regular femoral component 20 is too large in
certain respects (as described above).
[0077] An exemplary surgical technique and apparatus
for intraoperatively choosing between regular femoral
component 20 and narrow femoral component 120 is de-
scribed in U.S. Patent Application Serial No. 13/161,624,

filed June 16, 2011 and entitled FEMORAL PROSTHE-
SIS SYSTEM (Attorney Docket No. ZIM0896).
[0078] However, it is also contemplated that multiple
narrow components may be provided corresponding to
each standard component size. Each of the plurality of
narrow components may feature different widths, heights
and/or anterior flange arrangements in accordance with
the principles described above.

3. Articular Features: Differential Condyle Height.

[0079] Referring again to Fig. 1C, medial condyle 26
is taller (i.e., defines a greater proximal/distal extent) as
compared to lateral condyle 24 to define height differen-
tial ΔH. In an exemplary embodiment, height differential
ΔH may be between 1.1 and 2.3 mm depending on pros-
thesis size. As described in detail below, an exemplary
family or set of femoral components 20 may include
twelve prosthesis sizes, with the smallest size defining
height differential ΔH at 1.1 mm and the largest size de-
fining height differential ΔH at 2.3 mm. Intermediate sizes
define intermediate height differentials ΔH within the
aforementioned range.
[0080] In an exemplary embodiment, each adjacent
pair of prosthesis sizes have respective height differen-
tials ΔH that vary by 0.1 mm, with larger sizes having
proportionally larger variance in height differentials ΔH.
Thus, for example, a prosthesis having a nominal size of
1 may have a height differential ΔH of 1.1 mm, while a
prosthesis having nominal size 2 has a height differential
ΔH of 1.2 mm.
[0081] By contrast, the femoral components of the prior
art Zimmer NexGen CR Flex prosthesis system have me-
dial condyles which are taller than the lateral condyles
by between 1.3 mm and 2.1 mm. Further, families of fem-
oral components of the prior art Zimmer NexGen CR Flex
prosthesis system have variability in the condyle height
differential which do not grow proportionally larger as
nominal sizes increase, instead having differentials
which grow at varying rates across the range of sizes.
[0082] Advantageously, providing a relatively shorter
lateral condyle 24 allows such lateral condyle 24 to roll
back and externally rotate when the knee prosthesis is
in deep flexion (Fig. 2A). This deep-flexion rollback and
rotation is permitted by shortened lateral condyle 24,
while any potential impingement between condyle 24 and
adjacent structures and/or soft tissues is avoided. This
facilitation of femoral roll back is particularly effective in
combination with the other features of a cruciate-retain-
ing femoral component, such as component 20, which
lacks a femoral cam as described herein.

4. Soft Tissue Accommodation: Femoral Cam Geometry.

[0083] Turning now to Fig. 5A, posterior stabilized (PS)
femoral component 220 having femoral cam 276 is illus-
trated. Femoral component 220 is substantially similar
to femoral component 20 described above, with refer-
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ence numerals of component 220 corresponding to the
reference numerals used in component 20, except with
200 added thereto. Structures of femoral component 220
correspond to similar structures denoted by correspond-
ing reference numerals of femoral component 20, except
as otherwise noted.
[0084] However, femoral component 220 is specifically
adapted for use in a surgical procedure wherein the pos-
terior cruciate ligament (PCL) is resected. More particu-
larly, femoral component 220 includes femoral cam 276
spanning intercondylar notch 268 formed between lateral
and medial condyles 224, 226. Intercondylar notch 268
is bounded at its lateral and medial sides by lateral and
medial condylar walls 238, 239 (Fig. 5C), which face in-
wardly toward one another and each extend proximally
from distal bone-contacting surface 254. Condylar walls
238, 239 are engageable with spine 278 of tibial bearing
component 240 (Fig. 6) to provide medial/lateral stability
to femoral component 220 from full extension to at least
mid-flexion; therefore, in an exemplary embodiment con-
dylar walls 238, 239 are substantially parallel to one an-
other to define a total medial/lateral width MLT which re-
mains constant across the anterior/posterior extent of in-
tercondylar notch 268.
[0085] Femoral cam 276 is sized, shaped and posi-
tioned to articulate with spine 278 of tibial bearing com-
ponent 240 (Fig. 6) along posterior articular surface 280
thereof (as described in detail below). Spine 278 extends
proximally from the articular surface of tibial bearing com-
ponent 240, and is disposed between lateral and medial
articular compartments 246, 248 thereof. Additional de-
tails of spine 278 and its interaction with femoral cam 276
are described in: U.S. Provisional Patent Application Se-
rial No. 61/561,657, filed November 18, 2011 and entitled
"TIBIAL BEARING COMPONENT FOR A KNEE PROS-
THESIS WITH IMPROVED ARTICULAR CHARACTER-
ISTICS" (Attorney Docket ZIM0912); U.S. Provisional
Patent Application Serial No. 61/577,293, filed Decem-
ber 19, 2011 and entitled "TIBIA BEARING COMPO-
NENT FOR A KNEE PROSTHESIS WITH IMPROVED
ARTICULAR CHARACTERISTICS" (Attorney Docket
ZIM0912-01); U.S. Provisional Patent Application Serial
No. 61/592,576, filed January 30, 2012 and entitled "TIB-
IAL BEARING COMPONENT FOR A KNEE PROSTHE-
SIS WITH IMPROVED ARTICULAR CHARACTERIS-
TICS" (Attorney Docket ZIM0912-02); U.S. Provisional
Patent Application Serial No. 61/621,361, filed on April
6, 2012 and entitled "TIBIA BEARING COMPONENT
FOR A KNEE PROSTHESIS WITH IMPROVED ARTIC-
ULAR CHARACTERISTICS" (Attorney Docket
ZIM0912-03); U.S. Provisional Patent Application Serial
No. 61/621,363, filed on April 6,2012 and entitled "TIBIAL
BEARING COMPONENT FOR A KNEE PROSTHESIS
WITH IMPROVED ARTICULAR CHARACTERISTICS"
(Attorney Docket ZIM0912-04); U.S. Provisional Patent
Application Serial No. 61/621,364, filed on April 6, 2012
and entitled "TIBIA BEARING COMPONENT FOR A
KNEE PROSTHESIS WITH IMPROVED ARTICULAR

CHARACTERISTICS" (Attorney Docket ZIM0912-05);
U.S. Provisional Patent Application Serial No.
61/621,366, filed on April 6, 2012 and entitled "TIBIAL
BEARING COMPONENT FOR A KNEE PROSTHESIS
WITH IMPROVED ARTICULAR CHARACTERISTICS"
(Attorney Docket ZIM0912-06) U.S. Patent Application
Serial No....../.......,......., filed on even date herewith and
entitled "TIBIAL BEARING COMPONENT FOR A KNEE
PROSTHESIS WITH IMPROVED ARTICULAR CHAR-
ACTERISTICS" (Attorney Docket ZIM0912-07); U.S.
Patent Application Serial No....../.......,......., filed on even
date herewith and entitled "TIBIAL BEARING COMPO-
NENT FOR A KNEE PROSTHESIS WITH IMPROVED
ARTICULAR CHARACTERISTICS" (Attorney Docket
ZIM0912-08); U.S. Patent Application Serial
No....../.......,......., filed on even date herewith and entitled
"TIBIAL BEARING COMPONENT FOR A KNEE PROS-
THESIS WITH IMPROVED ARTICULAR CHARACTER-
ISTICS" (Attorney Docket ZIM0912-09); and U.S. Patent
Application Serial No....../.......,......., filed on even date
herewith and entitled "TIBIAL BEARING COMPONENT
FOR A KNEE PROSTHESIS WITH IMPROVED ARTIC-
ULAR CHARACTERISTICS" (Attorney Docket
ZIM0912-10).
[0086] Femoral cam 276 includes central articular area
282 defined by a plurality of cylindrical surfaces tangent
to one another, with the longitudinal axes defined by such
cylindrical surfaces all substantially parallel to one an-
other and extending in a medial/lateral direction. Central
articular area 282 is flanked by medial and lateral tran-
sition areas 284M, 284L which provide a rounded tran-
sition from the cylindrical central articular area to lateral
and medial condyles 224, 226, as shown in Fig. 5A and
described in detail below.
[0087] More particularly, Fig. 5B illustrates four cylin-
drical surface curves 286, 288, 290, 292 as viewed in a
sagittal cross-section bisecting femoral cam 276. As de-
scribed in detail below, curves 286, 288, 290, 292 are
indicative of surfaces when viewed from a perspective
other than the sagittal perspective of Fig. 5B. Proximal
curve 286 extends posteriorly from posterior bone con-
tacting surface 258, and defines a relatively large curva-
ture radius R1. In an exemplary embodiment, radius R1
may be as little as 10 mm or as large as 11.5 mm, with
larger values for radius R1 corresponding to larger pros-
thesis sizes within a family of different prosthesis sizes.
[0088] Posterior curve 288 tangentially adjoins proxi-
mal curve 286, thereby creating a smooth transition be-
tween curves 286, 288. As viewed from the sagittal per-
spective of Fig. 5B, posterior curve 288 extends poste-
riorly and distally from its junction with proximal curve
286. Posterior curve 288 defines radius R2 which is small-
er than radius R1. In an exemplary embodiment, radius
R2 may be as little as 2.5 mm, 6.5 mm or 7 mm and large
as 8 mm or 12 mm, or may be any size within any range
defined by the foregoing values. Similar to radius R1 dis-
cussed above, larger values of radius R1 may correspond
to larger prosthesis sizes within a family of prostheses.
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[0089] Distal curve 290 tangentially adjoins posterior
curve 288 to create another smooth transition between
curves 288, 290. As viewed from the sagittal perspective
of Fig. 5B, distal curve 290 extends distally and anteriorly
from its junction with posterior curve 288. Distal curve
290 defines radius R3 which is smaller than radius R2 of
posterior curve 288. In an exemplary embodiment, radius
R3 may be between 2 mm and 3 mm across all sizes in
the aforementioned family of prostheses.
[0090] Anterior curve 292 tangentially adjoins distal
curve 290, and extends anteriorly and proximally there-
from, to rejoin posterior bone contacting surface 258. An-
terior curve 292 defines a very large radius, or is sub-
stantially flat. As noted above, curves 286, 288, 290 each
define a medially/laterally extending cylindrical face,
such that centers C1, C2, C3 of radii R1, R2, R3, respec-
tively, lie on respective medially/laterally extending lon-
gitudinal cylinder axes. Stated another way, the cylindri-
cal faces and longitudinal axes of curves 286, 288, 290
extend into and out of the page of Fig. 5B.
[0091] Although the sagittal curve arrangement de-
scribed above utilizes three articular curves to define cen-
tral particular area 282, it is contemplated that any
number of mutually tangent curves may be used. For
example, in certain exemplary embodiments posterior
curve 288 may be broken up into two sections, in which
a transitional curve portion between radii R1, R2 has a
relatively smaller radius than either of radii R1, R2, there-
by providing a decisive transition from the mid-flexion
particular characteristics provided by posterior curve 288
(as described below) and the deep-flexion articular char-
acteristics of proximal curve 286 (also described below).
[0092] As described above with regard to the exem-
plary embodiment of femoral component 220, the partic-
ular surfaces defined by curves 286, 288, 290 are shown
and described as cylindrical and therefore are depicted
as straight lines in the coronal cross-section of Fig. 5C.
However, it is contemplated that central articular area
282 may have a slight medial/lateral curvature, such as
a slight convex curvature resulting in a slightly curved
coronal profile. Moreover, for purposes of the present
disclosure, a geometric shape defined by a component
of a knee prosthesis (such as a cylindrical surface) refers
to a shape having the nominal characteristics of that ge-
ometric shape, it being appreciated that manufacturing
tolerances and circumstances of in vivo use may cause
such nominal characteristics to deviate slightly.
[0093] Turning now to Fig. 5C, the cylindrical surfaces
including curves 286, 288, 290 define varying medial/lat-
eral extents along the respective longitudinal axes de-
fined by the curves. As described in detail below, these
varying axial extents cooperate to accommodate the
unique demands on central particular area 282 through
the range of prosthesis flexion.
[0094] Medial/lateral extent MLP is defined by proximal
cylindrical surface 286, which corresponds to a deep-
flexion portion of central particular area 282, i.e., that part
of femoral cam 276 which contacts spine 278 during deep

flexion of femoral component 220. In the context of the
varying widths defined by central articular area 282, me-
dial/lateral extent MLP is relatively small. In an exemplary
embodiment, medial/lateral extent MLP may be as small
as 1.5 mm or 3 mm, and may be as large as 3.5 mm or
5 mm, or may be any size within any range defined by
the foregoing values. For example, in an exemplary fam-
ily of femoral components having different component
sizes, medial/lateral extent MLP may grow larger as the
component sizes increase. In this exemplary family of
components, medial/lateral extent MLP is between 10%
and 25% of total intercondylar width MLT, which in turn
ranges from 14 mm to 22 mm.
[0095] By contrast, medial/lateral extent MLD is de-
fined by distal cylindrical surface 290, which corresponds
to an initial-flexion portion of central particular area 282.
Medial/lateral extent MLD of distal cylindrical surface 290
is relatively larger than medial/lateral extent MLP, and
represents the largest medial/lateral extent of central ar-
ticular area 282. In an exemplary embodiment, medi-
al/lateral extent MLD may be as small as 12 mm, 14.8
mm or 15 mm, and may be as large as 16.1 mm, 19.5
mm or 20 mm, or may be any size within any range de-
fined by the foregoing values. As best seen in Fig. 5A,
posterior cylindrical surface 288 defines a steadily ex-
panding medial/lateral extent which smoothly transitions
from the narrower proximal medial/lateral extent MLP to
the wider distal medial/lateral extent MLD. For example,
in the above-mentioned exemplary family of femoral
components having different component sizes, medi-
al/lateral extent MLD may grow larger as the component
sizes increase. In this exemplary family of components,
medial/lateral extent MLD is between 85% and 95% of
total intercondylar width MLT.
[0096] Lateral and medial transition areas 284L, 284M
(Fig. 5C) flank central articular area 282 and extend lat-
erally and medially to join particular area 282 to the ad-
jacent lateral and medial condyles 224, 226, respectively.
In an exemplary embodiment, medial and lateral transi-
tion areas 284M, 284L are mirror images of one another
about a sagittal plane, i.e., the section plane of Fig. 5B
which is parallel to and equidistant from lateral and medial
condylar walls 238, 239. However, it is contemplated that
differing transition areas may be employed as required
or desired for a particular application.
[0097] Transition areas 284M, 284L define transition
surfaces corresponding to the respective central articular
surfaces to which they are adjoined. For example, Fig.
5C illustrates a representative coronal cross-section of
femoral cam 276, in which the curvature of transitions
areas 284M, 284L is depicted. Convex lateral and medial
transition surfaces defining coronal radius R4 flank the
lateral and medial terminus of proximal central particular
surface 286, forming a tangent with surface 286 and ex-
tending medially and laterally toward lateral and medial
condyles 224, 226 respectively. In an exemplary embod-
iment, radius R4 may be as small as 6 mm, 6.5 mm or 7
mm, and may be as large as 8 mm or 12 mm, or may be
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any size within any range defined by the foregoing values.
In an exemplary family of prosthesis sizes, larger values
for radius R4 correspond to larger prosthesis sizes.
Across all sizes, however, radius R4 represents a signif-
icant portion of the total medial/lateral width MLT. For
example, radius R4 may be equal to as little as 40%, 41%
or 44% of total medial/lateral width MLT, or may be as
large as 46% or 56% thereof, or may be any percentage
within any range defined by the foregoing values.
[0098] Referring still to Fig. 5C, the widely radiused
and convex coronal curvature defined by radius R4 gives
way to a tighter concave curvature having radius R5 as
lateral and medial transitional areas 284L, 284M ap-
proach intersection with lateral and medial condyles 224,
226 respectively. This concave curvature is tangent to
radius R4 and to the adjacent surfaces of condyles 224,
226, thereby forming a smooth transition therebetween.
Similarly, the portion of transition areas 284L, 284M
which join distal and anterior surfaces 290, 292 (Fig. 5B)
of femoral cam 276 to condyles 224, 226 are composed
only of concave curvature having radius R6, owning to
the substantival width of surfaces 290, 292 (as discussed
above). In an exemplary embodiment, both radius R5 and
radius R6 are at least 1 mm. As noted above, all other
radii defined by the surfaces of femoral cam 276 are sub-
stantially larger than 1 mm. Thus, femoral cam 276 de-
fines a minimum radius of at least 1 mm at all parts subject
to articulation with any adjacent soft tissues or prosthesis
structures (i.e., excluding the portion of posterior bone-
contacting surface 258, which only abuts the correspond-
ing facet of the bone after implantation).
[0099] Moreover, the concave transitional radii R5, R6
are not generally considered a portion of the "articular"
surfaces of femoral cam 276, because these concave
surfaces will not come into contact with spine 278 of tibial
bearing component 240 (Fig. 6). Rather, central articular
area 282 and lateral and medial transitional areas 284L,
284M form the potential articular surfaces with regard to
spine 278, and these areas combine to occupy a large
proportion of total medial/lateral width MLT. In an exem-
plary embodiments, the overall portion of total medial/lat-
eral width MLT occupied by the combination of central
articular area 282 and the convex portions of transition
areas 284L, 284M is as little as 80%, 85% or 88%, and
as much as 89% or 91%, or may be any percentage within
any range defined by the foregoing values. Thus, only
surfaces which are broadly convex and/or cylindrical are
presented to surrounding tissues and anatomical struc-
tures, thereby maximizing surface area contact (and re-
ducing contact pressure) between femoral cam 276 and
spine 278 during articulation.
[0100] As illustrated in Figs. 5A and 5B, femoral cam
276 is disposed between lateral and medial condyles
224, 226 near the proximal-most portion thereof. In use,
the relative positioning of femoral cam 276 and tibial
spine 278 results in initial contact therebetween in mid-
flexion. As femoral component 220 as articulates with
tibial bearing component 240 through the range of flex-

ion, a portion of distal curve 290 initially contacts spine
278 along proximal contact line 294 (Fig. 6). In an exem-
plary embodiment, this initial contact occurs at a pros-
thesis flexion angle θ (Fig. 2A) of between 75 degrees
and 93 degrees. In this mid-flexion configuration, external
rotation of femoral component 220 has not yet begun,
and the wide medial/lateral extent MLD of the cylindrical
distal surface 290 is in articular contact with a comparably
wide medial/lateral extent of proximal contact line 294 to
provide a large contact area and associated low contact
pressure.
[0101] As femoral component 220 transitions into
deeper flexion orientations (i.e., larger flexion angles 0
as shown in Fig. 2A), contact between femoral cam 276
and posterior articular surface 280 of spine 278 moves
distally toward distal contact line 296 (Fig. 6). Simulta-
neously, the contact area on cam 276 transitions from
distal surface 290, through posterior surface 288, and
ultimately to proximal surface 286 once in deep flexion
(e.g., when angle θ approaches and surpasses 155 de-
grees, as shown in Fig. 2A). In deep flexion, femoral com-
ponent 220 also externally rotates, thereby altering the
orientation of cylindrical surfaces 286, 288, 290 of fem-
oral cam 276 with respect to posterior articular surface
280 of spine 278. To accommodate this altered orienta-
tion, posterior articular surface 280 angles or "turns" as
cam 276 moves from proximal contact line 294 toward
distal contact line 296. Thus, the anterior/posterior thick-
ness defined by spine 278 along distal contact line 296
is greater near lateral articular compartment 246 as com-
pared to the corresponding thickness near medial artic-
ular compartment 248.
[0102] This configuration of posterior articular surface
280 and attendant change in thickness is described in
detail in: U.S. Provisional Patent Application Serial No.
61/561,657, filed November 18, 2011 and entitled "TIB-
IAL BEARING COMPONENT FOR A KNEE PROSTHE-
SIS WITH IMPROVED ARTICULAR CHARACTERIS-
TICS" (Attorney Docket ZIM0912); U.S. Provisional Pat-
ent Application Serial No. 61/577,293, filed December
19, 2011 and entitled "TIBIAL BEARING COMPONENT
FOR A KNEE PROSTHESIS WITH IMPROVED ARTIC-
ULAR CHARACTERISTICS" (Attorney Docket
ZIM0912-01); U.S. Provisional Patent Application Serial
No. 61/592,576, filed January 30, 2012 and entitled "TIB-
IAL BEARING COMPONENT FOR A KNEE PROSTHE-
SIS WITH IMPROVED ARTICULAR CHARACTERIS-
TICS" (Attorney Docket ZIM0912-02); U.S. Provisional
Patent Application Serial No. 61/621,361, filed on April
6, 2012 and entitled "TIBIAL BEARING COMPONENT
FOR A KNEE PROSTHESIS WITH IMPROVED ARTIC-
ULAR CHARACTERISTICS" (Attorney Docket
ZIM0912-03); U.S. Provisional Patent Application Serial
No. 61/621,363, filed on April 6, 2012 and entitled "TIBIAL
BEARING COMPONENT FOR A KNEE PROSTHESIS
WITH IMPROVED ARTICULAR CHARACTERISTICS"
(Attorney Docket ZIM0912-04); U.S. Provisional Patent
Application Serial No. 61/621,364, filed on April 6, 2012
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and entitled "TIBIAL BEARING COMPONENT FOR A
KNEE PROSTHESIS WITH IMPROVED ARTICULAR
CHARACTERISTICS" (Attorney Docket ZIM0912-05);
U.S. Provisional Patent Application Serial No.
61/621,366, filed on April 6, 2012 and entitled "TIBIAL
BEARING COMPONENT FOR A KNEE PROSTHESIS
WITH IMPROVED ARTICULAR CHARACTERISTICS"
(Attorney Docket ZIM0912-06); U.S. Patent Application
Serial No....../.......,......., filed on even date herewith and
entitled "TIBIAL BEARING COMPONENT FOR A KNEE
PROSTHESIS WITH IMPROVED ARTICULAR CHAR-
ACTERISTICS" (Attorney Docket ZIM0912-07); U.S.
Patent Application Serial No....../.......,......., filed on even
date herewith and entitled "TIBIAL BEARING COMPO-
NENT FOR A KNEE PROSTHESIS WITH IMPROVED
ARTICULAR CHARACTERISTICS" (Attorney Docket
ZIM0912-08); U.S. Patent Application Serial
No....../.......,......., filed on even date herewith and entitled
"TIBIAL BEARING COMPONENT FOR A KNEE PROS-
THESIS WITH IMPROVED ARTICULAR CHARACTER-
ISTICS" (Attorney Docket ZIM0912-09); and U.S. Patent
Application Serial No....../.......,......., filed on even date
herewith and entitled "TIBIAL BEARING COMPONENT
FOR A KNEE PROSTHESIS WITH IMPROVED ARTIC-
ULAR CHARACTERISTICS" (Attorney Docket
ZIM0912-10).
[0103] As external rotation of femoral component 220
initiates in deep flexion, engagement of posterior articular
surface 280 of spine 278 shifts from distal surface 290
to posterior surface 288 of cam 276. As this shift takes
place, the convex portions of transition areas 284M, 284L
(described in detail above) move into position near the
medial and lateral edges of posterior articular surface
280. As flexion (and external rotation) of femoral compo-
nent 220 progresses, contact between femoral cam 276
and posterior articular surface 280 transitions from pos-
terior surface 288 and to proximal surface 286. Proximal
surface 286 defines a smaller medial/lateral width MLP
compared to width MLD of distal surface 290 creating the
medial/lateral space for the large-radius, broadly convex
portions of transition areas 284M, 284L flanking proximal
surface 286 (fig. 5A). These large portions of transition
areas 284M, 284L facilitate solid contact between the
relatively narrower proximal surface 286 when femoral
component 220 internally or externally rotates in deep
flexion, thereby ensuring that a large area of contact and
concomitantly low contact pressure between femoral
cam 276 and tibial spine 278 is maintained.
[0104] Stated another way, the potential for inter-
nal/external rotation of femoral component 220 increases
with increasingly deep flexion. Such internal/external ro-
tation also causes the longitudinal axis of femoral cam
276 to rotate with respect to posterior surface 280 of tibial
spine 278, thereby potentially misaligning one of cylin-
drical surfaces 286, 288 with posterior surface 280 (de-
pending on the level of flexion). This misalignment is ac-
commodated by the progressive narrowing of cylindrical
surface 288 (and resulting narrow width MLP of proximal

surface 286), which concomitantly increases the medi-
al/lateral extent of transition areas 284M, 284L. The nar-
rower cylindrical surfaces 286, 288 present a smaller ar-
ea of contact with posterior surface 280 of spine 278,
which in turn allows femoral cam 276 the requisite rota-
tional freedom to accommodate internal/external rotation
while maintaining area contact between the cylindrical
surface of proximal surface 286 of femoral cam and the
angled distal contact line 296 along posterior surface 280
of spine 278.
[0105] Advantageously, medial and lateral transition
areas 284M, 284L provide a space or "through" that is
strategically located to accommodate the edges of spine
278 adjacent posterior particular surface 280, as femoral
component 220 rotates externally and/or internally. This
accommodation prevents any potential for impingement
of cam 276 upon spine 278 in deep flexion. At the same
time, radii R4 are relatively large, thereby providing a
widely rounded, convex and "soft tissue friendly" surface
to reduce contact pressure in the event of soft tissue im-
pingement upon transition areas 284L, 284M. Convex
radii R5 similarly eliminate any sharp edges in the vicinity
of femoral cam 276, further minimizing potential contact
pressures caused by impingements thereupon.
[0106] By contrast, predicate femoral components uti-
lize an articular surface that is concave along its medi-
al/lateral extent, and includes transition area radii that
are substantially less than 1 mm. One such prior art fem-
oral component forms a part of the NexGen LPS Flex
prosthesis system (described above).

5. Soft Tissue Accommodation: Asymmetric Intercondy-
lar Notch.

[0107] Referring to Fig. 7, for cruciate retaining (CR)
femoral component designs, such as femoral component
20, intercondylar notch 68 is laterally and medially bound-
ed by lateral inner sidewall 76 and medial inner sidewall
77, respectively. As described in detail below, inner side-
walls 76, 77 define angular orientations with respect to
femoral component 20 which operate to protect the pos-
terior cruciate ligament (PCL) during prosthesis articula-
tion. As noted above, the PCL is retained in the surgical
procedure implanting cruciate retaining femoral compo-
nent 20 and associated prosthesis components.
[0108] Referring to Fig. 7, femoral component 20 de-
fines bisecting axis 80, which divides femoral component
20 into medial and lateral halves. In the context of com-
ponent 20, bisecting axis 80 bisects the arcuate anterior
terminus 82 of intercondylar notch 68, and is perpendic-
ular to a posterior coronal plane defined by posterior bone
contacting surface 58. However, it is contemplated that
bisecting axis 80 may be defined in a number of other
ways, provided that axis 80 generally divides a femoral
component made in accordance with the present disclo-
sure into medial and lateral halves. In the context of pa-
tient anatomy, bisecting axis 80 corresponds to White-
side’s line when implanted onto a femur. Whiteside’s line
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is defined as the line joining the deepest part of the an-
atomic patellar groove, anteriorly, and the center of the
anatomic intercondylar notch, posteriorly.
[0109] Lateral inner sidewall 76 defines angle σL with
respect to bisecting axis 80, while medial sidewall 77
defines angle σM with respect to bisecting axis 80. Inter-
condylar notch 68 may be said to be "asymmetric" be-
cause medial sidewall angle σM is greater than lateral
sidewall angle σL- Advantageously, this asymmetric an-
gular arrangement of sidewalls 76, 77 of intercondylar
notch 68 facilitates external rotation of femoral compo-
nent 20 in deep flexion (described in detail above) by
providing additional space for the posterior cruciate lig-
ament on the medial side. This additional medial space
avoids potential contact between the PCL and medial
inner sidewall 77 which might otherwise occur when fem-
oral component 20 externally rotates.

6. Soft Tissue Accommodation: Rounded Anterior 
Flange.

[0110] Fig. 8 illustrates a cross-section of anterior
flange 22 of femoral component 20. As illustrated in Fig.
1B, the cross-sectional profile of Fig. 8 is taken at the
junction of anterior bone-contacting surface 50 and an-
terior chamfer surface 52 (and through the middle of
thickness ridge 300, as described below). The plane of
the Fig. 8 cross section is taken generally perpendicular
to the adjacent surfaces, i.e., such that the minimum ma-
terial thicknesses are shown. For simplicity, the geomet-
ric features of anterior flange 22 are described with ref-
erence to the cross section of Fig. 8, it being understood
that such geometric features also propagate through the
remainder of anterior flange 22.
[0111] As shown in Fig. 8, anterior flange 22 includes
lateral condylar portion 62 and medial condylar portion
63, with a concave patellar groove 60 disposed therebe-
tween. As noted above, a natural or prosthetic patella
articulates with the concave patellar groove 60 during
prosthesis articulation. During such articulation, lateral
and medial condylar portions 62, 63 provide constraint
to medial and lateral movement of the patella. The level
of medial/lateral constraint depends in part on "jump
heights" JHL, JHM, defined by condylar portions 62, 63.
Jump heights JHL, JHM, illustrated in Fig. 8, represent
the amount of anterior travel, i.e., travel outwardly away
from patellar groove 60, that a patella would have to
traverse in order for subluxation of the patella component
from the lateral and medial sides of anterior flange 22,
respectively to occur. In anterior flange 22, jump heights
JHL, JHM are arranged to prevent such subluxation under
normal operating conditions of the prosthesis. In an ex-
emplary embodiment, medial jump height JHM is be-
tween 3.0 mm and 4.6 mm and lateral jump height JHL
is between 3.5 mm and 5.7 mm. These jump height value
ranges are comparable to the prior art femoral compo-
nents of the Zimmer NexGen prosthesis series, e.g., the
NexGen CR Flex prosthesis system and the NexGen

LPS Flex prosthesis system.
[0112] Interior flange 22 defines large-radius, convex
lateral and medial condylar portions 62, 63 respectively.
Lateral edge 98 extends from peak 62P of the convex
lateral condylar portion 62, to the lateral edge of anterior
bone contacting surface 50. Similarly, medial edge 99
extends from peak 63P of the convex medial condylar
portion 63 to the medial edge of anterior bone contacting
surface 50. Peaks 62P, 63P cooperate with patellar
groove 60 to define lateral jump height JHL, JHM respec-
tively, as illustrated in Fig. 8. As compared with alternative
anterior flange profiles (schematically illustrated in Fig.
8 using dashed lines), anterior flange 22 includes lateral
and medial edges 98, 99 which define larger radii of cur-
vature R7, R8, respectively. These large radii of curvature
R7, R8 advantageously present a large, convex surface
which minimizes pressure applied to adjacent soft tissues
such as the retinaculum and extensor mechanism. In an
exemplary embodiment, radius R7 is equal to radius R8,
with each of radii R7, R8 sized as small as 5.0 mm, 5.3
mm or 5.5 mm and as large as 6.5 mm, 6.8 mm or 7.0
mm, or are any size within any range defined by any of
the foregoing values.
[0113] In some instances, the radii defined by the
cross-sectional profile of patellar groove 60 are larger
than radii R7, R8, such that the smallest radii presented
across the entire medial/lateral extent MLG of the partic-
ular surface of anterior flange 22 are radii R7, R8. In these
instances, no small radii are potentially presented to any
adjacent soft tissues.
[0114] Moreover, these radii represent a large propor-
tion of the overall medial/lateral width MLG (Fig. 8) of
anterior flange 22 at any given medial/lateral cross-sec-
tion. For example, at the cross-section of Fig. 8, medi-
al/lateral flange width MLG ranges from 37 to 53 mm
across a family of prosthesis sizes, such that radii R7, R8
each define between 10 % and 16% of overall medial/lat-
eral width MLG of anterior flange 22.
[0115] By contrast, the corresponding radii defined by
the prior art femoral components of the Zimmer NexGen.
CR Flex prosthesis system define medial and lateral
flange radii (analogous to radii R7, R8 of the present pros-
thesis) of between 2.0 mm and 2.6 mm. across a range
of seven nominal prosthesis sizes. Each of these prior
art radii define between 3,5% and 5.9% of the overall
medial/lateral width (analogous to width MLG of the
present prosthesis) of the respective anterior flanges of
the prior art femoral components.

7. Bone Conservation: Uniform Thickness of Anterior 
Flange.

[0116] Fig. 9A illustrates femoral component 20 having
thickness ridge 300, which is disposed on the bone-con-
tacting side of anterior flange 22 and spans across por-
tions of anterior bone contacting surface 50 and anterior
chamfer surface 52. As described in detail below, thick-
ness ridge 300 defines a sagittally-oriented peak 302,
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which advantageously allows minimum thicknesses TT
(Fig. 8), TS (Fig. 10A) in anterior flange 22 to be main-
tained while preserving a surgeon’s ability to implant fem-
oral component 20 on a distal femur with planar anterior
and anterior chamfer facet cuts.
[0117] Turning to Fig. 9B, thickness ridge 300 includes
ramped lateral facet 304 and ramped medial facet 306,
which gradually ascend toward one another to meet at
peak 302. By contrast, a non-peaked thickness ridge may
include a single flat surface (illustrated schematically as
surface 300’ in Fig. 8), which extends medially/laterally
without any peaked structure. Viewed from a sagittal per-
spective, such as shown in Fig. 10A, such non-peaked
thickness ridge would follow the inner sagittal profile of
anterior bone contacting surface 50 and anterior chamfer
surface 52 (shown in dashed lines). In contrast, as best
seen in Figs. 10A and 10B, peak 302 of thickness ridge
300 protrudes inwardly from bone contacting surface 50
and anterior chamfer surface 52. In an exemplary em-
bodiment, the amount of such inward protrusion may be
up to 1.5 mm to allow for implantation of femoral compo-
nent 20 upon a bone with planar resected surfaces, as
discussed below.
[0118] Bone-contacting surfaces 50, 52, 54, 56, 58
(Fig. 9A) each extend from a lateral edge to a medial
edge of femoral component 20. Posterior surface 58 and
posterior chamfer surface 56 are each interrupted by in-
tercondylar notch 68, such that surfaces 56, 58 each ex-
tend from the medial edge of condyle 26 to medial con-
dylar wall 39, and from the lateral edge of lateral condyle
24 to lateral condylar wall 38. Together, bone-contacting
surfaces 50, 52, 54, 56, 58 define the inner sagittal profile
of femoral component 20, which is the profile as it ap-
pears when the medial and lateral edges are superim-
posed over one another (i.e., aligned as illustrated in Fig.
1B).
[0119] Referring still to Fig. 9A, femoral component 20
includes lateral and medial rails 59L, 59M which bound
recessed pocket 31 adapted to receive bone cement,
porous material, or other fixation material (e.g., fixation
material 33 as shown in Fig. 10B) for adhering femoral
component 20 to the distal femur upon implantation.
Where rails 59L, 59M are provided, rails 59L, 59M are
considered to define the inner sagittal periphery of fem-
oral component 20 rather than the recessed profile of
pocket 31.
[0120] Advantageously, peaked thickness ridge 300
allows for transverse thickness TT (Fig. 8) and sagittal
thickness TS (Fig. 10A) to be maintained above a desired
minimum thickness by providing extra material following
the path of patellar groove 60 (Fig. 8). Thicknesses TT,
TS are measured as the shortest distance between the
trough of patellar groove 60 (described above) and peak
302, and are equal when measured between common
points. The extra material provided by peak 302, corre-
sponds with the profile of the deepest portion of the trough
defined by groove 60. In the exemplary embodiment il-
lustrated in the drawings, this deepest portion of groove

60 is also the portion that defines a series of points closest
to the adjacent anterior and anterior-chamfer bone-con-
tacting surfaces 50, 52 (e.g., Figs. 7 and 8). Thus, what
would normally be the thinnest portion of anterior flange
22 is made thicker by peak 302. The overall minimum
thickness of anterior flange 22 may be as little as 1 mm,
1.1 mm or 1.3 mm and may be as large as 1.8 mm, 1.9
mm or 2 mm, or may be any thickness within any range
defined by any of the foregoing values. Generally speak-
ing, larger prosthesis sizes have larger minimum thick-
nesses. Thicknesses TT, TS, are at least as large as, or
greater than, the minimum.
[0121] Moreover, as illustrated in Figs. 8 and 10A, the
overall thickness of anterior flange 22 is also more con-
sistent across the medial/lateral and proximal/distal ex-
tent of anterior flange 22, as compared with a thickness
ridge having surface 300’ with a flat medial/lateral profile.
This consistent thickness allows for the overall average
thickness of anterior flange 22 to be reduced to a value
close to the desired minimum thickness, rather than pro-
viding the minimum thickness only near patellar groove
60 and excess thickness in the remainder of flange 22.
This reduction in average flange thickness allows for re-
duced bone resection in the anterior facet and anterior
chamfer, thereby facilitating preservation of healthy bone
stock. Further maintaining uniformity of thickness across
medial/lateral extent MLG facilitates manufacture of fem-
oral component 20 by allowing for more even, consistent
dissipation of heat, such as after forming, forging and
machining operations.
[0122] The uniformity of thickness across the medi-
al/lateral cross-section of anterior flange 22 may be ex-
pressed as the maximum deviation of any given thick-
ness dimension as a percentage of the average thick-
ness. In an exemplary embodiment, this deviation may
be as little as 38%, 39% or 44% and as large as 55%,
58% or 65% of the average thickness, or may be any
percentage of the average thickness within any range
defined by any of the foregoing values. The nominal
range of average thicknesses across the range of pros-
thesis sizes is between 2.2 mm and 3.7 mm. The above-
mentioned thicknesses take into account the presence
of recessed pocket 31, which defines recess depth DR
of between 1.1 and 1.2 mm.
[0123] By contrast, the prior art Zimmer NexGen CR
Flex prosthesis system includes femoral components ex-
hibit a corresponding maximum thickness deviation of
between 35% and 46%, with the nominal range of aver-
age thicknesses across a range of prosthesis sizes being
between 3.4 mm and 4.4 mm.
[0124] Peak 302 defines a relatively sharp edge along
its longitudinal extent (Fig. 9B). In an exemplary embod-
iment, this sharp edge is manufactured as an edged sur-
face, such that the edge defines no appreciable radius
as viewed in the medial/lateral cross section of Fig. 8.
Because peak 302 protrudes inwardly from bone con-
tacting surface 50 and anterior chamfer surface 52 (as
viewed from the sagittal perspective of Fig. 10A), this
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sharp edge operates to compact adjacent bone of the
anterior facet and anterior chamfer facet when femoral
component 20 is implanted on a distale femur. Such com-
paction is shown in Fig. 10B, where peak 302 is shown
extending into the anterior and anterior chamfer facets
of resected femur F. More particularly, referring to Fig.
10C, femur F may be prepared with planar anterior facet
AF and planar anterior chamfer facet ACF. Once femoral
component 20 is implanted upon femur F as shown in
Fig. 10B, indentation I mimicking thickness ridge is
formed by local compaction of bone on facet AF and pla-
nar anterior chamfer facet ACF, thereby disrupting the
planarity of facets AF, ACF in the region of indentation I.
[0125] As compared with flat a prior art surface (shown
schematically as surface 300’, shown in Fig. 8 and de-
scribed above), the additional volume of bone displaced
by the edge defined by peak 302 and the associated el-
evation of lateral and medial facets 304, 306 is minimal.
In an exemplary embodiments, the displaced volume
may be as little as 0.8 mm3, 1.2 mm3 or 1.5 mm3 and as
large as 13.5 mm3, 13.7 mm3 or 13.8 mm3, or may be
any volume within any range defined by any of the fore-
going values. Moreover, the maximum inward protrusion
of the edged peak 302 is 1.5 mm past the sagittal geom-
etry of anterior bone-contacting surface 50 and anterior
chamfer surface 52, as noted above.
[0126] Thus, the cancellous or cortical bone of the pla-
nar resected anterior and anterior chamfer facets is easily
compacted upon implantation of femoral component 20
to accommodate such additional volume. A surgeon may
make facet cuts in the femur which are substantially pla-
nar (as shown in Fig. 10C), thereby simplifying the sur-
gical procedure. These facet cuts may, for example, in-
clude five cuts to create five facets sized to receive an-
terior, anterior chamfer, distal, posterior chamfer and
posterior bone-contacting surfaces 50, 52, 54, 56, 58.
Femoral component 20 is provided by the surgeon, who
then implants femoral component 20 on the resected fe-
mur along a distal-to-proximal direction, until peaked por-
tion 302 of thickness ridge 300 compresses the adjacent
bone fully (as shown in Fig. 10B). When such full com-
pression has occurred, indentation I is formed (Fig. 10D)
such that the entire periphery of thickness ridge 300 will
be in contact with the adjacent, facets of the bone.
[0127] Optionally, to further ease bone compaction to
accommodate peak 302, additional resection of the bone
at the intersection of the anterior facet and anterior cham-
fer facet may be performed. For example, a small oste-
otomy in the vicinity of peak 302 may be made prior to
implantation, such as with a small saw blade, so that
peak 302 sits within the osteotomy upon implantation.
Similarly, a small hole may be made in this area, such
as with a drill. However, testing performed by Applicants
has revealed that no such osteotomy is necessary, and
peak 302, lateral facet 304 and medial facet 306 all seat
firmly and completely on cortical and cancellous bone
upon implantation.
[0128] An additional advantage conferred by peak

thickness ridge 300 is additional medial/lateral fixation of
femoral component 20 upon implantation. Once peak
302 has impacted the abutting bone, such facets are no
longer planar but instead include a ridge-shaped depres-
sion occupied by peak 302. Thus, lateral and medial fac-
ets 304, 306 act as barriers to medial and lateral trans-
lation of femoral component 20, and thereby confer ad-
ditional medial/lateral stability. This additional stability
aids in secure component fixation, particularly initially af-
ter implantation.
[0129] It is contemplated that the overall size and ge-
ometry of thickness ridge 300 may be constant across
multiple femoral sizes, or may grow and shrink as femoral
sizes grow larger or smaller. In an exemplary embodi-
ment, twelve femoral sizes are provided (as described in
detail below), with the ten largest sizes including thick-
ness ridge 300 having a common size, shape and volume
across all ten sizes. For the smallest sizes, a reduced-
size thickness ridge 300A (Fig. 12A) may be used.
[0130] Overall medial/lateral extent MLR (Figs. 8 and
9B) and proximal/distal height HR (Figs. 9B and 10A) are
calculated to be as small as possible while maintaining
a minimum desired thickness across the entirety of an-
terior flange 22 (as discussed above). In an exemplary
embodiment, proximal/distal height HR may be as little
as 7.4 mm and as large as 14.5 mm, 14.6 or 15.0 mm,
or may be any height within any range defined by any of
the foregoing values. Medial/lateral extent MLR may be
as little as 12.5 mm and as large as 15.0 mm, 15.1 or
15.5 mm, or may be any volume within any range defined
by any of the foregoing values. Within these dimensional
bounds, the overall peripheral shape of thickness ridge
300 is designed to follow the contours of anterior flange
22, advantageously providing visual acuity therebe-
tween.
[0131] For example, the changes in geometry for nar-
row anterior flange 122 of narrow femoral component
120 result in corresponding changes to the overall shape
of the corresponding thickness ridge (not shown), there-
by providing visual acuity with the narrow shape of com-
ponent 120. However, the overall coverage area and de-
sign principles of thickness ridge 300 apply to any femoral
component made in accordance with the present disclo-
sure.
[0132] Advantageously, maintaining medial lateral
width MLR and proximal/distal height HR at minimum val-
ues serves to maximize the area on anterior bone con-
tacting surface 50 and anterior chamfer surface 52 for
fixation material, as described in detail below.

8. Bone Conservation: Intercondylar Notch with Slopped 
Sidewalls.

[0133] Figs. 11A and 11B illustrate a sagittal cross-
sectional view of posterior stabilized femoral component
220, both before and after implantation upon resected
femur F. The cross section of Figs. 11A and 11B are
taken along the outer (i.e., lateral-facing) surface of lat-
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eral wall 238 of intercondylar notch 268. A similar cross-
sectional view, taken at the medially-facing side of medial
will 239 of intercondylar notch 268, would be a mirror
image of Figs. 11A and 11B. As illustrated, lateral wall
238 extends proximally from distal bone-contacting sur-
face 254 to define a height HIW along the proximal/distal
direction (e.g., the direction perpendicular to distal bone
contacting surface 254).
[0134] A posterior portion of wall 238 defines proximal
edges (extending along distance D of Figs. 11A and 11B)
which are substantially parallel with distal bone-contact-
ing surface from the sagittal perspective of Fig. 11A, while
lateral wall 238 includes a downwardly sloping (i.e., in a
distal direction) anterior portion 320. In an exemplary em-
bodiment, the posterior and anterior portions define an
overall anterior/posterior extent of between 35 mm and
54 mm. The downward sloping anterior portion 320 initi-
ates at a distance D spaced anteroposteriorly from pos-
terior bone contacting surface 258, which is between 27
mm and 48 mm in the exemplary embodiment. Both dis-
tance D and the overall anterior/posterior extent grow as
sizes grow within a family of prosthesis sizes; across such
a family of prosthesis sizes, distance D represents be-
tween 77% and 89% of the overall anterior/posterior ex-
tent of wall 238.
[0135] Distance D is calculated to provide sufficient
proximal/distal wall height across the posterior portion of
intercondylar notch 268, such that impingement of femur
F upon spine 278 of tibial bearing component 240 (Fig.
6) is avoided throughout the prosthesis range of motion.
[0136] Similarly, the angle 322 of sloped portion 320,
taken with respect to a transverse plane (which, in the
illustrated embodiment, is parallel to distal bone contact-
ing surface 254), is also calculated to prevent spine 278
from extending proximally beyond walls 238, 239
throughout the range of prosthesis motion. In extension,
spine 278 sits between the non-sloped portions of walls
238, 239 occupied by distance D (Fig. 11A). As flexion
progresses, the proximal tip of spine 278 advances to-
ward sloped portion 320 as femoral components 220 ro-
tates with respect to tibial bearing component 240. Angle
322 is calculated to provide space above the proximal
tip of spine 278 in deep flexion, while avoiding unneces-
sary resection of bone. Depending on the geometry of
spine 278 and the particular articular characteristics of
the prosthesis, angle 322 may be any acute angles great-
er than zero but less than 90 degrees. In an illustrative
embodiment of Figs. 11A and 11 Bangle 322 is 60 de-
grees. The anterior location and gentile slope of anterior
portion 320 cooperate to position the anterior terminus
of sloped potion 320 at anterior chamfer 252. As shown
in Figs. 11A and 11B, sloped portion 320 terminates into
anterior chamfer 252.
[0137] Advantageously, positioning the terminus of
sloped portion 320 in a relatively anterior location, i.e.,
at anterior chamfer 252, prevents the junction between
walls 238, 239 and the adjacent bone-contacting surfac-
es (252, 254, 256, 258) from interfering with any portion

of intercondylar notch 268. By contrast, for example, a
very steep or vertical angle 322 for sloped portion 320
would cause sloped portion 320 to terminate into an area
occupied by intercondylar notch 268, potentially neces-
sitating a change in the geometry and/or location of in-
tercondylar notch 268.
[0138] Advantageously, sloped portion 320 preserves
bone stock of femur F within area A in the anatomic in-
tercondylar notch, thereby reducing the amount of bone
which must be removed upon implantation of femoral
component 220. By contrast, anterior sagittal profile 320’,
which excludes anterior sloped portion 320 and extends
anteriorly along the same profile as the top of lateral wall
238, would necessitate the removal of the bone within
area A. Although femur F is shown in Figs. 11A and 11B
as having resection profiles that follow the sagittal profile
of intercondylar walls 238, 239, it is contemplate that in
certain exemplary procedures the portion of the bone re-
section corresponding to sloped portion 320 may be ex-
trapolated to the posterior facet (thereby yielding a sub-
stantially planar distal facet).

9. Bone Conservation: Intercondylar Fixation Lug,

[0139] For posterior stabilized femoral prosthesis de-
signs, e.g., those including a femoral cam which articu-
lates with a tibial bearing component spine during artic-
ulation, fixation pegs 28
[0140] (Fig. 1B) may be omitted in favor of utilizing lat-
eral and medial walls 238, 239 of intercondylar notch 268
for fixation of femoral component 220 to the femur.
[0141] For example, Fig. 12A shows femoral compo-
nent 220 in a relatively smaller component size which
omits fixation pegs, instead offering uninterrupted (distal
bone contacting surfaces 254. In order to fix component
220 to femur F (Figs. 11A and 11B), a function normally
provided in part by pegs 28, walls 238, 239 of intercondy-
lar notch 268 may double as a fixation device. For exam-
ple, a close tolerance between the central lug defined by
walls 238, 239 and the adjacent resected bone within the
anatomic intercondylar notch may result in a friction-fit
therebetween, thereby providing axial fixation of compo-
nent 220 to femur F. In an exemplary embodiment, fem-
oral component 220 including such a central lug is im-
planted onto a femur with a nominal clearances of 0.76
mm, and a range of clearances between 0.43 mm and
1.49 mm. These clearances may be provided through
use of an appropriately sized cut guide designed for re-
section of the anatomic intercondylar fossa.
[0142] Advantageously, these exemplary clearances
allow walls 238, 239 to be used as an axial fixation struc-
ture as described above, while maintaining acceptable
stresses on the surrounding bone upon implantation of
femoral component 220. Further, because the natural
intercondylar notch naturally defines an anatomic void,
use of walls 238, 239 for fixation allows for only minimal
resection of bone around the periphery of the existing
void, rather than creation of an entirely new void within
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the bone stock of the distal femur.
[0143] Referring now to Fig. 12B, for example, lateral
wall 238 may include recessed cement pocket 330
formed therein. Medial wall 239 may include a similar,
laterally facing recessed cement pocket (not shown).
When femoral component 220 is implanted upon femur
F, bone cement or porous fixation material may be dis-
posed in the lateral and medial cement pockets 330 for
fixation to the adjacent, resected bone within the inter-
condylar notch of the femur to augment the fixation of
femoral component 220 at bone contacting surfaces 250,
254, 258 and chamfers 252, 256.
[0144] For example, pockets 330, bone contacting sur-
faces 250, 254, 258 and/or chamfers 252, 256 may be
at least partially coated with a highly porous biomaterial
to facilitate firm fixation thereof to the abutting resected
surfaces of the distal femur. A highly porous biomaterial
is useful as a bone substitute and as cell and tissue re-
ceptive material. A highly porous biomaterial may have
a porosity as low as 55%, 65%, or 75% or as high as
80%, 85%), or 90%), or may have any porosity within
any range defined by any of the foregoing values. An
example of such a material is produced using Trabecular
Metal™ Technology generally available from Zimmer,
Inc., of Warsaw, Indiana. Trabecular Metal™ is a trade-
mark of Zimmer, Inc. Such a material may be formed
from a reticulated vitreous carbon foam substrate which
is infiltrated and coated with a biocompatible metal, such
as tantalum, by a chemical vapor deposition ("CVD")
process in the manner disclosed in detail in U.S. Patent
No. 5,282,861 to Kaplan. In addition to tantalum, other
metals such as niobium, or alloys of tantalum and niobium
with one another or with other metals may also be used.
[0145] Generally, the porous tantalum structure in-
cludes a large plurality of struts (sometimes referred to
as ligaments) defining open spaces therebetween, with
each strut generally including a carbon core covered by
a thin film of metal such as tantalum, for example. The
open spaces between the struts form a matrix of contin-
uous channels having no dead ends, such that growth
of cancellous bone through the porous tantalum structure
is uninhibited. The porous tantalum may include up to
75%, 8%), or more void space therein. Thus, porous tan-
talum is a lightweight, strong porous structure which is
substantially uniform and consistent in composition, and
closely resembles the structure of natural cancellous
bone, thereby providing a matrix into which cancellous
bone may grow to provide fixation of implant 10 to the
patient’s bone.
[0146] The porous tantalum structure may be made in
a variety of densities in order to selectively tailor the struc-
ture for particular applications. In particular, as discussed
in the above-incorporated U.S. Patent No. 5,282,861, the
porous tantalum may be fabricated to virtually any de-
sired porosity and pore size, and can thus be matched
with the surrounding natural bone in order to provide an
improved matrix for bone ingrowth and mineralization.
[0147] Alternatively, as shown in Fig. 12C, the laterally

facing surface of lateral wall 238 may include surface
texture 332 to aid in initial and long term fixation of femoral
component 220 to bone. Surface texture 332 may include
knurling, striations or scales, or any other suitable tex-
ture. Similar to cement pocket 330, surface texture 332
may also be provided on the medially facing surface of
medial walls, such that surface texture 332 abuts resect-
ed bone in the intercondylar notch of femur F when fem-
oral component 220 is implanted.
[0148] Omitting fixation pegs 28 and utilizing walls 238,
239 of intercondylar notch 268 is particularly advanta-
geous in the context of small component sized for use
with small stature patients. In these instances, a limited
amount of distal bone area is available for fixation of fem-
oral component 220, which may leave insufficient fixation
space between fixation pegs 28 and walls 238, 239 of
intercondylar notch 268. By omitting femoral fixation pegs
28 and instead using walls 238, 239 for fixation as de-
scribed above, additional natural bone may be preserved
to provide enhanced structural integrity and robustness
of the distal femur.
[0149] For small stature patients, the medial/lateral
width or gap between lateral and medial walls 238, 239
of intercondylar notch 268 may be reduced. This may
allow for walls 238, 239 to have increased contact with
cortical bone in a relatively narrower anatomic inter-
condylar notch typical of small stature distal femurs.
[0150] Referring now to Fig. 12D, an optional auxiliary
fixation lug 334 may be provided to further enhance fix-
ation of femoral component 220 to the femur. Auxiliary
lug 334 extends laterally from the lateral face of lateral
wall 238, and spans the angular corner formed by lateral
wall 238 and the adjacent portion of distal bone contact-
ing surface 254, thereby forming a fin-like structure pro-
truding outwardly from wall 238. A similar auxiliary fin
(not shown) may also extend medially from the medial
face of medial wall 239.
[0151] Auxiliary lug 334 increases the bone-contacting
surface area provided by femoral component 220, there-
by enhancing the strength of fixation of component 220
to the distal resected femur. The surfaces of auxiliary lug
334 may be affixed to the bone by porous material, bone
cement or surface texture, for example, in a similar fash-
ion to the lateral and medial faces of walls 238, 239 as
discussed above.
[0152] In use, a slot is resected in the distale resected
surface of the femur, with the slot sized and positioned
to accommodate auxiliay lug 334. Advantageously, the
resected slots in the femur are cleanly risible to the sur-
geon as femoral component 220 is advanced toward the
femur upon final implantation. If the anterior and distale
facets of the femur (i.e., the resected surfaces created
to abut anterior and posterior bone-contacting surfaces
250, 258 respectively) are obscured during implantation,
such as by the adjacent tissues of the knee, the surgeon
will nevertheless be able to visualize the proper implant-
ed orientation of femoral component 220 by aligning aux-
iliary lug 324 to the visibly resected slot in the distal femur,
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and then verify such alignment by tactile feedback as
femoral component 220 is seated upon the resected
bone surface.
[0153] In the illustrated embodiment, auxiliary lug 334
has a generally triangular shape and is substantially per-
pendicular to lateral wall 238. However, it is contemplated
that auxiliary lug 334 may have other shapes and/or spa-
tial arrangements. For example, lug 334 may have round-
ed corners, squared corners. and/or loading edges that
are pointed, rounded or squared.

10. Bone Conservation: Reduced Incremental Growth 
Between Sizes.

[0154] Referring now to Fig. 13A, anteroposterior siz-
ing extent 340 of femoral component 20 is illustrates.
Extent 340 is measured beginning from intersection point
342 between anterior bone contacting surface 50 and
distal bone contacting surface 54, with surfaces 50, 54,
extrapolated distally and anteriorly to form intersection
point 342. The other end of extent 340 is posterior-most
contact points 34 and/or 36 (discussed in detail above).
[0155] As noted herein, an exemplary knee prosthesis
system in accordance with the present disclosure in-
cludes twelve separate component sizes, each of which
defines a different and unique anteroposterior sizing ex-
tent 340. As between any adjacent pair of sizes (e.g.
sizes 1 and 2, sizes 6 and 7 or sizes 11 and 12), a common
difference 344 is defined between the respective anter-
oposterior extents 340 of the pair of sizes, as shown in
Fig. 13B. Fig. 13B illustrates that difference 344 is 2 mm
across a range of prosthesis sizes, while corresponding
prior art size ranges have corresponding differences that
are larger than 2 mm and not consistent across the range
of sizes. In an exemplary embodiment, the associated
family of femoral prostheses may be as little as 3 sizes
and as large as 12 sizes. The prior art devices shown in
Fig. 13B include cruciate-retaining designs, in particular
the femoral components of the prior art Zimmer NexGen
CR Flex prosthesis system, discussed above, and fem-
oral components of the prior art Zimmer NexGen CR
prosthesis system, shown in the "NexGen Complete
Knee Solution, Implant Options, Surgeon-Specific." Fig.
13B also includes posterior-stabilized prior art designs,
in particular the femoral components of the prior art Zim-
mer NexGen LPS Flex prosthesis system, and the fem-
oral components of the prior art Zimmer NexGen LPS
prosthesis system, shown in the "Zimmer® NexGen®
LPS-Flex Mobile and LPS-Mobile Bearing Knees" prod-
uct brochure and "Zimmer® NexGen® LPS Fixed Knee,
Surgical Technique".
[0156] Advantageously, measuring anteroposterior
extent 340 from the virtual intersection point 342 to pos-
terior most contact point 34 establishes size increments
irrespective of changes to anterior flange 22 across sizes.
For example, as shown in Fig. 13A, anterior flange 50A
of the next incrementally larger-size femoral component
20A is longer and wider. Therefore, difference 344, de-

signed to be constant among respective adjacent pairs
of sizes, would be effected by this changing geometry of
flange 22A.
[0157] However, it is desirable to include only incre-
mental anteroposterior growth/shrinkage of posterior
most contact point 34A in selecting size increments, so
that a change in size has a predictable effect on mid-
flexion soft tissue balancing of the knee. Thus, incremen-
tal size growth having a common anteroposterior differ-
ence 344 defined between any respective pair of sizes
provides a uniform and consistent effect on soft tissue
balancing as between any pair of sizes across the size
range. This, in turn, promoters shorter operative times
and allows for implant designers to optimize anterior
flange 22 without impacting the consistency of growth
between sizes. Further, by providing twelve standard siz-
es with unique anteroposterior extents 340, greater pa-
tient specificity may be achieved as compared with alter-
native systems having fewer size options.
[0158] In an exemplary embodiment, a surgeon may
resect a patient’s femur to accept the largest of a range
of candidate prosthesis sizes identified by the surgeon
(such as, for example, by pre-operative imaging). If the
surgeon subsequently decides to "downsize" to the next-
smallest size of femoral component 20, the posterior and
posterior-chamfer facets of the resected bone surface
(i.e., the facets corresponding to posterior chamfer sur-
face 56 and posterior surface 58) may be further resect-
ed, with 2 mm of bone removed from posterior surface
58 to correspond to anteroposterior difference 344. To
effect such further resection, an appropriately configured
cutting guide may be used. Alternatively, the surgeon
may employ a provisional femoral component utilizing
appropriately sized resection slots, such as by using the
system and method disclosed in U.S. Patent Application
Publication Serial No. 2012/0078263, filed September 9,
2011 and entitled BONE PRESERVING INTRAOPERA-
TIVE DOWNSIZING SYSTEM FOR ORTHOPAEDIC IM-
PLANTS (Attorney Docket No. ZIM0816-01).

11. Bone Conservation: Revisable Bone Contacting Fix-
ation Area.

[0159] As shown in Fig. 14A, femoral component 20
includes recessed pocket 336 formed as part of bone
contacting surfaces 50, 54 and 58 and chamfers 52, 56.
Recessed pocket 336 is surrounded by peripheral rail
337, similar to medial and lateral rails 59M, 59L shown
in Fig. 9A and discussed in detail above. Recessed pock-
et 336 is interrupted by fixation pegs 28 and thickness
ridge 300. Aside from the small areas occupied by rail
337, pegs 28 and ridge 300, the entirety of bone contact-
ing surfaces 50, 54 and 58 and chamfers 52 and 56 are
available to receive cement or porous ingrowth material
for fixation of femoral component 20 to the adjacent re-
sected facets on the distal femur. In an exemplary em-
bodiment, rails 59M, 59L are elevated above the surfaces
of recessed pocket 336 by between 1.1 and 1.2 mm.
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[0160] Advantageously, recessed pocket 336 is larger
than alternative devices by up to 40%, thereby providing
a larger fixation area for more robust fixation to the distal
femur. More particularly, in an exemplary embodiment
femoral component 20 may have a total fixation area with-
in recessed pocket 336 of as little as 2272 mm3 for a
small-size prosthesis and as much as 5343 mm3 for a
large-size prosthesis, representing between 79% and
88% of the total aggregated surface area of bone-con-
tacting surfaces 50, 52, 54, 56, 58 across all prosthesis
sizes. Advantageously, this range of surface area cov-
erage represents an increase in surface area coverage
of at least 14%, as compared to comparable prosthesis
sizes in the above-mentioned prior art cruciate-retaining
prostheses.
[0161] In some instances, it may be necessary to per-
form a revision surgery in which femoral component 20
is removed from the distal femur and replaced with a new
femoral component. In order to facilitate this process,
osteotome 350 having blade 352 may access the entirety
of recessed pocket 336 either from the outer periphery
along rail 337, or via intercondylar notch 68 and the in-
tercondylar portion of rail 337. When blade 352 is worked
around the entirety of rail 337 in this way, all of the bone
cement or porous fixation material may be dislodged from
the distal femur by osteotome 350. Full dislodging fem-
oral component 20 from the distal femur prior to removal
in a revision surgery protects the integrity of the remaining
bone.
[0162] Turning now to Fig. 14B, posterior stabilized
femoral component 220 includes recessed pocket 338
surrounded by rail 237, which are generally similar to
recessed pocket 336 and rail 337 described above. In an
exemplary embodiment, rail 237 is elevated above the
surfaces of recessed pocket 338 by between 1.1 and 1.2
mm. However, the proximally extending lateral and me-
dial intercondylar walls 238, 239 of intercondylar notch
268 (described in detail above) preclude blade 352 of
osteotome 350 from accessing the bone-contacting
space between walls 238, 239 and adjacent fixation pegs
28.
[0163] To facilitate potential revision surgery, femoral
component 220 includes recessed pocket interruptions
in the form of lateral and medial ridges 346, 348. Lateral
ridge 346 directly abuts the distal resected facet on femur
F (Fig. 11) when femoral component 220 is implanted
thereon, thereby preventing bone cement or porous in-
growth material from inhabiting the space between lateral
wall 238 and peg 28. Similarly, medial ridge 348 occupies
the space between medial wall 239 and peg 28, also
preventing bone cement or porous ingrowth material from
inhabiting this space upon implantation. In an exemplary
embodiment, ridges 346, 348 are elevated above the sur-
rounding surfaces of recessed pocket 338 by the same
amount as rail 337, i.e., between 1.1 and 1.2 mm.
[0164] Referring still to Fig. 14B, lateral and medial
ridges 346, 348 define ridge sidewalls disposed entirely
anterior or posterior of the periphery of pegs 28, (i.e., as

viewed "from the side" in a sagittal plane or "from the top"
in a transverse plane). Thus, no portion of the sidewalls
of ridges 346, 348 is inaccessibly to blade 352 of oste-
otome 350 as blade 352 enters from rail 237 and sweeps
along a medial-to-lateral or lateral-to-medial direction.
Accordingly, blade 352 can reach every other portion of
recessed pocket 338 via rail 237 surrounding outer pe-
riphery of femoral component 220 in similar fashion as
described above. Accordingly, femoral component 220
may be fully dislodged from femur F prior to removal
therefrom during revision surgery.
[0165] Similar to recessed pocket 336 discussed
above, recessed pocket 338 is also larger than alterna-
tive devices by up to 40%, thereby providing a larger
fixation area for more robust fixation to the distal femur.
More particularly, in an exemplary embodiment femoral
component 220 may have a total fixation area within re-
cessed pocket 338 of as little as 2128 mm3 for a small-
size prosthesis and as much as 4780 mm3 for a large-
size prosthesis, representing between 77% and 85% of
the total aggregated surface area of bone-contacting sur-
faces 50, 52, 54, 56, 58 across all prosthesis sizes. Ad-
vantageously, this range of surface area coverage rep-
resents an increase in surface area coverage of at least
15%, as compared to comparable prosthesis sizes in the
above-mentioned prior art posterior-stabilized prosthe-
ses.
[0166] While the disclosure has been described as
having exemplary designs, the present disclosure can
be further modified within the scope of this invention as
defined by the claims. This application is therefore in-
tended to cover any variations, uses or adaptations of
the disclosure using its general principles. Further, this
application is intended to cover such departures from the
present disclosure as come within known or customary
practice in the art to which this disclosure pertains.

Claims

1. A femoral component (20, 120, 220) adapted to ar-
ticulate with a tibial articular surface and a patellar
articular surface in a knee prosthesis, said femoral
component comprising:

a medial condyle (26, 126, 226) comprising:

a medial condylar surface shaped to artic-
ulate with a medial compartment of the tibial
articular surface through a range of motion;
and
a medial posterior bone-contacting surface
(58, 158, 258) disposed opposite said me-
dial condylar surface and positioned to abut
a posterior facet of a resected femur upon
implantation of the femoral component, said
medial posterior bone-contacting surface
extending between a medial edge of said
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femoral component and a medial inter-
condylar wall (39, 139, 239);

a lateral condyle (24, 124, 224) separated from
said medial condyle by a component sagittal
plane, said lateral condyle comprising:

a lateral condylar surface shaped to articu-
late with a lateral compartment of the tibial
articular surface through the range of mo-
tion; and
a lateral posterior bone-contacting surface
(58, 158, 258) disposed opposite said lat-
eral condylar surface and positioned to abut
the posterior facet of the resected femur up-
on implantation of the femoral component,
said lateral posterior bone-contacting sur-
face extending between a lateral edge of
said femoral component and a lateral inter-
condylar wall (38, 38, 238) facing said me-
dial intercondylar wall, such that said medial
and lateral intercondylar walls define an in-
tercondylar notch (68, 168, 268); and

a patellar flange (22, 122, 222) extending ante-
riorly from said medial and lateral condyles, said
patellar flange comprising:

a flange articular surface shaped to articu-
late with the patellar articular surface;
an anterior bone-contacting surface (50,
150, 250) disposed opposite said flange ar-
ticular surface and positioned to abut an an-
terior facet of the resected femur upon im-
plantation of the femoral component, said
anterior bone-contacting surface extending
between said lateral edge of said femoral
component and said medial edge of said
femoral component; and

a distal bone-contacting surface (54, 154, 254)
extending along an anterior/posterior space be-
tween said anterior bone-contacting surface and
said medial and lateral posterior bone-contact-
ing surfaces, said distal bone-contacting surface
extending between said lateral edge of said fem-
oral component and said medial edge of said
femoral component,
said medial and lateral edges of said femoral
component defining an inner sagittal profile, as
viewed in the component sagittal plane such that
said medial edge of said femoral component is
superimposed over said lateral edge of said fem-
oral component,
said femoral component including a thickness
ridge (300) disposed on said anterior bone-con-
tacting surface between said medial and lateral
edges, said thickness ridge protruding inwardly

from said inner sagittal profile by up to 1.5 mm
whereby said thickness ridge is sized to com-
press adjacent bone of the anterior facet when
said femoral component is mated to a corre-
sponding resected profile of a distal femur
characterised in that the femoral component
futher comprises an anterior chamfer surface
(52, 152, 252) disposed between and adjoining
said anterior and distal bone-contacting surfac-
es (50, 54; 150, 154; 250, 254), said anterior
chamfer surface arranged at an angle to said
anterior and distal bone-contacting surfaces,
wherein said thickness ridge (300) spans and
provides inwardly from said anterior bone-con-
tacting surface (50, 150, 250) and said anterior
chamfer surface.

2. The femoral component (20, 120, 220) of claim 1,
wherein said medial and lateral edges define medial
and lateral rails (59M, 59L) protruding inwardly to
define a recessed pocket (31, 336, 338) between
said medial and lateral rails,
said thickness ridge (300) protruding from said re-
cessed pocket to define a thickness ridge periphery,
said thickness ridge comprising a peaked portion
(302) spaced medially and laterally from said thick-
ness ridge periphery,
said thickness ridge periphery subsumed by said in-
ner sagittal profile as viewed in the component sag-
ittal plane, said peaked portion defining the portion
of said thickness ridge protruding inwardly from said
inner sagittal profile.

3. The femoral component (20, 120, 220) of claim 2,
wherein:

said flange articular surface of said patellar
flange (22, 122, 222) comprises a sulcus groove
(60, 160, 260) defining a longitudinal groove ax-
is, and
said peaked portion (302) defines a longitudinal
extent generally aligned with at least a portion
of said longitudinal groove axis.

4. The femoral component (20, 120, 220) of claim 2,
wherein said thickness ridge (300) comprises medial
and lateral ramped surfaces (306, 304) gradually ex-
tending from said thickness ridge periphery to said
peaked portion (302).

5. The femoral component (20, 120, 220) of claim 2,
wherein said peaked portion (302) defines an edge
adjoining said medial and lateral ramped surfaces
(306, 304), said edge configured to compact adja-
cent bone when said femoral component is implant-
ed on the distal femur.

6. The femoral component (20, 120, 220) of claim 5,
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wherein said edge of said peaked portion (302) de-
fines a sharp edge.

7. The femoral component (20, 120, 220) of claim 2,
wherein said recessed pocket (31, 336, 338) com-
prises a total pocket area equal to at least 79% of
an aggregated surface area of said medial and lat-
eral posterior bone-contacting surface (58, 158,
258), said anterior bone-contacting surface (50, 150,
250), and said distal bone-contacting surface (54,
154, 254).

8. The femoral component (20, 120, 220) of claim 7,
wherein said total pocket area is equal to up to 88%
of said aggregated surface area.

9. The femoral component (20, 120, 220) of claim 7,
wherein said total pocket area of said recessed pock-
et (31, 336, 338) is between 2272 mm3 and 5343
mm3 depending on a nominal size of said femoral
component.

10. The femoral component (20, 120, 220) of claim 1,
wherein said patellar flange (22, 122, 222) comprises
a medial/lateral cross-sectional profile coinciding
with said thickness ridge (300) and defining a plural-
ity of thickness, each of said plurality of thicknesses
measured along an anterior/posterior direction, said
plurality of thicknesses cooperating to define an av-
erage thickness across a medial/lateral extent of said
cross-sectional profile, each of said plurality of thick-
nesses varying from said average thickness by less
than 65%, whereby said thickness ridge of said pa-
tellar flange facilitates a relatively uniform thickness
of said patellar flange.

11. The femoral component (20, 120, 220) of claim 10,
wherein said plurality of thicknesses are each be-
tween 2.2 mm and 3.7 mm.

12. The femoral component (20, 120, 220) of claim 10,
wherein:

said flange articular surface of said patellar
flange (22, 122, 222) comprises a sulcus groove
(60, 160, 260) defining a longitudinal groove ax-
is, and
said thickness ridge (300) comprising a peaked
portion (302) defining a longitudinal extent gen-
erally aligned with at least a portion of said lon-
gitudinal groove axis, whereby said thickness
ridge facilitates the relatively uniform thickness
of said patellar flange.

13. The femoral component (20, 120, 220) of claim 12,
wherein said anterior bone-contacting surface (50,
150, 250) of said patellar flange (22, 122, 222) de-
fines a recessed pocket (31, 336, 338), said thick-

ness ridge (300) protruding from said recessed pock-
et to define a thickness ridge periphery, said peaked
portion (302) spaced medially and laterally from said
thickness ridge periphery,
said thickness ridge periphery subsumed by said in-
ner sagittal profile as viewed in the component sag-
ittal plane, said peaked portion defining the portion
of said thickness ridge protruding inwardly from said
inner sagittal profile.

14. The femoral component (20, 120, 220) of claim 13,
wherein said thickness ridge (300) comprises medial
and lateral ramped surfaces (306, 304) gradually ex-
tending from said thickness ridge periphery to said
peaked portion (302).

15. The femoral component (20, 120, 220) of claim 1,
wherein the medial and lateral compartments of the
tibial articular surface comprise medial and lateral
compartments (48, 46; 248, 246) of a prosthetic tibial
bearing component (40, 240).

Patentansprüche

1. Femurkomponente (20, 120, 220), die mit einer tibi-
alen artikulären Oberfläche und einer patellaren ar-
tikulären Oberfläche in einer Knieprothese artikulie-
ren kann, wobei die Femurkomponente folgendes
umfasst:

einen medialen Kondylus (26, 126, 226), umfas-
send:

eine mediale Kondylusoberfläche, die so
geformt ist, dass sie mit einer medialen
Kammer der tibialen artikulären Oberfläche
über einen Bewegungsbereich artikuliert;
und
eine mediale posteriore Knochenkontakto-
berfläche (58, 158, 258), die entgegenge-
setzt zu der medialen Kondylusoberfläche
angeordnet und so positioniert ist, dass sie
nach Implantation der Femurkomponente
an eine posteriore Facette eines resezier-
ten Femurs anstoßen kann, wobei sich die
mediale posteriore Knochenkontaktober-
fläche zwischen einer medialen Kante der
Femurkomponente und einer medialen In-
terkondyluswand (39, 139, 239) erstreckt;

einen lateralen Kondylus (24, 124, 224), der von
dem medialen Kondylus durch eine Komponen-
ten-Sagittalebene getrennt ist, wobei der latera-
le Kondylus folgendes umfasst:

eine laterale Kondylusoberfläche, die so ge-
formt ist, dass sie mit einer lateralen Kam-
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mer der tibialen artikulären Oberfläche über
einen Bewegungsbereich artikuliert; und
eine laterale posteriore Knochenkontakto-
berfläche (58, 158, 258), die entgegenge-
setzt zu der lateralen Kondylusoberfläche
angeordnet und so positioniert ist, dass sie
nach Implantation der Femurkomponente
an eine posteriore Facette des resezierten
Femurs anstoßen kann, wobei sich die la-
terale posteriore Knochenkontaktoberflä-
che zwischen einer lateralen Kante der Fe-
murkomponente und einer lateralen Inter-
kondyluswand (38, 138, 238) erstreckt, die
zu der medialen Interkondyluswand zeigt,
so dass die medialen und lateralen Inter-
kondyluswände eine Interkondyluskerbe
(68, 168, 268) definieren; und

einen patellaren Flansch (22, 122, 222), der sich
anterior von den medialen und lateralen Kondyli
erstreckt, wobei der patellare Flansch folgendes
umfasst:

eine artikuläre Flanschoberfläche, die so
geformt ist, dass sie mit der patellaren arti-
kulären Oberfläche artikuliert;
eine anteriore Knochenkontaktoberfläche
(50, 150, 250), die entgegengesetzt zu der
artikulären Flanschoberfläche angeordnet
und so positioniert ist, dass sie nach der Im-
plantation der Femurkomponente an eine
anteriore Facette des resezierten Femurs
anstößt, wobei sich die anteriore Knochen-
kontaktoberfläche zwischen der lateralen
Kante der Femurkomponente und der me-
dialen Kante der Femurkomponente er-
streckt; und

eine distale Knochenkontaktoberfläche (54,
154, 254), die sich entlang eines anterioren/pos-
terioren Zwischenraums zwischen der anterio-
ren Knochenkontaktoberfläche und den media-
len und lateralen posterioren Knochenkontakto-
berflächen erstreckt, wobei sich die distale Kno-
chenkontaktoberfläche zwischen der lateralen
Kante der Femurkomponente und der medialen
Kante der Femurkomponente erstreckt;
wobei die medialen und lateralen Kanten der Fe-
murkomponente ein inneres Sagittalprofil defi-
nieren, bei einer Betrachtung in der Komponen-
ten-Sagittalebene, so dass die mediale Kante
der Femurkomponente die laterale Kante der
Femurkomponente überlagert;
wobei die Femurkomponente einen Dickengrat
(300) aufweist, der an der anterioren Knochen-
kontaktoberfläche zwischen den medialen und
lateralen Kanten angeordnet ist, wobei der Di-
ckengrat einwärts von dem inneren Sagittalprofil

um bis zu 1,5 mm vorsteht, wobei der Dickengrat
so bemessen ist, dass er benachbarten Kno-
chen der anterioren Facette zusammendrückt,
wenn die Femurkomponente mit einem entspre-
chenden resezierten Profil eines distalen Fe-
murs zusammengeführt wird; dadurch ge-
kennzeichnet, dass die Femurkomponente fol-
gendes umfasst: eine anteriore Schrägenober-
fläche (52, 152, 252), die zwischen den anteri-
oren und distalen Knochenkontaktoberflächen
(50, 54; 150, 154; 250, 254) angeordnet ist und
an diese angrenzt, wobei die anteriore Schrä-
genoberfläche in einem Winkel zu den anterio-
ren und distalen Knochenkontaktoberflächen
angeordnet ist, wobei der Dickengrat (300) sich
einwärts von der anterioren Knochenkontakto-
berfläche (50, 150, 250) und der anterioren
Schrägenoberfläche erstreckt und vorsteht.

2. Femurkomponente (20, 120, 220) nach Anspruch 1,
wobei die medialen und lateralen Kanten mediale
und laterale Schienen (59M, 59L) definieren, die ein-
wärts vorstehen, um eine ausgesparte Tasche (31,
336, 338) zwischen den medialen und lateralen
Schienen zu definieren;
wobei der Dickengrat (300) von der ausgesparten
Tasche vorsteht, um eine Dickengratperipherie zu
definieren, wobei der Dickengrat einen in einer Spit-
ze auslaufenden Teil (302) umfasst, der medial und
lateral zu der Dickengratperipherie mit Zwischenab-
stand angeordnet ist;
wobei die Dickengratperipherie subsumiert ist durch
das innere Sagittalprofil bei Betrachtung in der Kom-
ponenten-Sagittalebene, wobei der in einer Spitze
auslaufende Teil (302) den Teil des Dickengrats de-
finiert, der einwärts von dem inneren Sagittalprofil
vorsteht.

3. Femurkomponente (20, 120, 220) nach Anspruch 2,
wobei:

die artikuläre Flanschoberfläche des patellaren
Flanschs (22, 122, 222) eine Furche (60, 160,
260) umfasst, die eine Längsfurchenachse de-
finiert; und wobei
der in einer Spitze auslaufende Teil (302) eine
Längserstreckung definiert, die mit wenigstens
einem Teil der Längsfurchenachse ausgerichtet
ist.

4. Femurkomponente (20, 120, 220) nach Anspruch 2,
wobei der Dickengrat (300) mediale und laterale
Rampenoberflächen (306, 304) umfasst, die sich
von der Dickengratperipherie fortschreitend zu dem
in einer Spitze auslaufenden Teil (302) erstrecken.

5. Femurkomponente (20, 120, 220) nach Anspruch 2,
wobei der in einer Spitze auslaufende Teil (302) eine
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Kante definiert, die an die medialen und lateralen
Rampenoberflächen (306, 304) angrenzt, wobei die
Kante so konfiguriert ist, dass sie benachbarten Kno-
chen zusammendrückt, wenn die Femurkomponen-
te an dem distalen Femur implantiert wird.

6. Femurkomponente (20, 120, 220) nach Anspruch 5,
wobei die Kante des in einer Spitze auslaufenden
Teils (302) eine scharfe Kante definiert.

7. Femurkomponente (20, 120, 220) nach Anspruch 2,
wobei die ausgesparte Tasche (31, 336, 338) eine
Gesamttaschenfläche umfasst, die wenigstens 79%
einer aggregierten Oberfläche der medialen und la-
teralen posterioren Knochenkontaktoberfläche (58,
158, 258), der anterioren Knochenkontaktoberflä-
che (50, 150, 250) und der distalen Knochenkontak-
toberfläche (54, 154, 254) entspricht.

8. Femurkomponente (20, 120, 220) nach Anspruch 7,
wobei die Gesamttaschenfläche bis zu 88% der ag-
gregierten Oberfläche entspricht.

9. Femurkomponente (20, 120, 220) nach Anspruch 7,
wobei die Gesamttaschenfläche der ausgesparten
Tasche (31, 336, 338) abhängig von der nominellen
Größe der Femurkomponente zwischen 2272 mm3

und 5343 mm3 liegt.

10. Femurkomponente (20, 120, 220) nach Anspruch 1,
wobei der patellare Flansch (22, 122, 222) ein me-
diales/laterales Querschnittsprofil umfasst, das mit
dem Dickengrat (300) zusammenfällt und eine Mehr-
zahl von Dicken definiert, wobei jede Dicke der Mehr-
zahl von Dicken entlang einer anterioren/posterioren
Richtung gemessen wird, wobei die Mehrzahl von
Dicken so zusammenwirken, dass eine durch-
schnittliche Dicke über eine mediale/laterale Erstre-
ckung des Querschnittsprofils definiert wird, wobei
jede Dicke der Mehrzahl von Dicken von der durch-
schnittlichen Dicke um weniger als 65% abweicht,
wodurch der Dickengrat des patellaren Flanschs ei-
ne relativ einheitliche Dicke des patellaren Flanschs
ermöglicht.

11. Femurkomponente (20, 120, 220) nach Anspruch
10, wobei die Dicken der Mehrzahl von Dicken je-
weils zwischen 2,2 mm und 3,7 mm betragen.

12. Femurkomponente (20, 120, 220) nach Anspruch
10, wobei:

die artikuläre Flanschoberfläche des patellaren
Flanschs (22, 122, 222) eine Furche (60, 160,
260) umfasst, die eine Längsfurchenachse de-
finiert; und wobei
der Dickengrat (300) einen in einer Spitze aus-
laufenden Teil (302) umfasst, der eine Längser-

streckung definiert, die allgemein mit wenigs-
tens einem Teil der Längsfurchenachse ausge-
richtet ist, wobei der Dickengrat die relativ ein-
heitliche Dicke des patellaren Flanschs ermög-
licht.

13. Femurkomponente (20, 120, 220) nach Anspruch
12, wobei die anteriore Knochenkontaktoberfläche
(50, 150, 250) des patellaren Flanschs (22, 122, 222)
eine ausgesparte Tasche (31, 336, 338) definiert,
wobei der Dickengrat (300) von der ausgesparten
Tasche vorsteht, um eine Dickengratperipherie zu
definieren, wobei der in einer Spitze auslaufende Teil
(302) medial und lateral von der Dickengratperiphe-
rie beabstandet ist;
wobei die Dickengratperipherie subsumiert ist durch
das innere Sagittalprofil bei Betrachtung in der Kom-
ponenten-Sagittalebene, wobei der in einer Spitze
auslaufende Teil den Teil des Dickengrats definiert,
der einwärts von dem inneren Sagittalprofil vorsteht.

14. Femurkomponente (20, 120, 220) nach Anspruch
13, wobei der Dickengrat (300) mediale und laterale
Rampenoberflächen (306, 304) umfasst, die sich
fortschreitend von der Dickengratperipherie zu dem
in einer Spitze auslaufenden Teil (302) erstrecken.

15. Femurkomponente (20, 120, 220) nach Anspruch 1,
wobei die medialen und lateralen Kammern der tibi-
alen artikulären Oberfläche mediale und laterale
Kammern (48, 46; 248, 246) einer prothetischen ti-
bialen Lagerkomponente (40, 240) umfassen.

Revendications

1. Composant fémoral (20, 120, 220) conçu pour s’ar-
ticuler avec une surface articulaire tibiale et une sur-
face articulaire rotulienne dans une prothèse du ge-
nou, ledit composant fémoral comprenant :

un condyle médial (26, 126, 226) comprenant :

une surface condylienne médiale d’une for-
me lui permettant de s’articuler avec un
compartiment médial de la surface articu-
laire tibiale sur une plage de mouvements ;
et
une surface en contact osseux postérieure
médiale (58, 158, 258) disposée en face de
ladite surface condylienne médiale et posi-
tionnée pour venir en butée contre une fa-
cette postérieure d’un fémur réséqué lors
de l’implantation du composant fémoral, la-
dite surface en contact osseux postérieure
médiale s’étendant entre un bord médial du-
dit composant fémoral et une paroi intercon-
dylienne médiale (39, 139, 239) ;
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un condyle latéral (24, 124, 224) séparé dudit
condyle médial par un plan sagittal du compo-
sant, ledit condyle latéral comprenant :

une surface condylienne latérale d’une for-
me lui permettant de s’articuler avec un
compartiment latéral de la surface articulai-
re tibiale sur une plage de mouvements ; et
une surface en contact osseux postérieure
latérale (58, 158, 258) disposée à l’opposé
de ladite surface condylienne latérale et po-
sitionnée pour venir en butée contre la fa-
cette postérieure du fémur réséqué lors de
l’implantation du composant fémoral, ladite
surface en contact osseux postérieure laté-
rale s’étendant entre un bord latéral dudit
composant fémoral et une paroi intercondy-
lienne latérale (38, 138, 238) faisant face à
ladite paroi intercondylienne médiale, de
sorte que lesdites parois intercondyliennes
médiale et latérale définissent une encoche
intercondylienne (68, 168, 268) ; et

une bride rotulienne (22, 122, 222) s’étendant
vers l’avant desdits condyles médial et latéral,
ladite bride rotulienne comprenant :

une surface articulaire de bride d’une forme
lui permettant de s’articuler avec la surface
articulaire rotulienne ;
une surface en contact osseux antérieure
(50, 150, 250) disposée à l’opposé de ladite
surface articulaire de bride et positionnée
pour venir en butée contre une facette an-
térieure du fémur réséqué lors de l’implan-
tation du composant fémoral, ladite surface
en contact osseux antérieure s’étendant en-
tre ledit bord latéral dudit composant fémo-
ral et ledit bord médial dudit composant
fémoral ; et
une surface en contact osseux distale
(54,154, 254) s’étendant le long d’un espa-
ce antérieur/postérieur entre ladite surface
en contact osseux antérieure et lesdites
surfaces en contact osseux postérieures
médiale et latérale, ladite surface en contact
osseux distale s’étendant entre ledit bord
latéral dudit composant fémoral et ledit bord
médial dudit composant fémoral,

lesdits bords médial et latéral bords dudit com-
posant fémoral définissant un profil sagittal in-
terne, tel que vu sur le plan sagittal du compo-
sant de sorte que ledit bord médial dudit com-
posant fémoral soit superposé sur ledit bord la-
téral dudit composant fémoral,
ledit composant fémoral comprenant une crête
d’épaisseur (300) disposée sur ladite surface en

contact osseux antérieure entre lesdits bords
médial et latéral, ladite crête d’épaisseur faisant
saillie vers l’intérieur dudit profil sagittal interne
de 1,5 mm maximum moyennant quoi ladite crê-
te d’épaisseur est dimensionnée pour compri-
mer l’os adjacent de la facette antérieure lorsque
ledit composant fémoral est associé à un profil
réséqué correspondant d’un fémur distal,
caractérisé en ce que le composant fémoral
comprend en outre une surface de chanfrein an-
térieure (52, 152, 252) disposée entre et adja-
cente auxdites surfaces en contact osseux an-
térieure et distale (50, 54 ; 150, 154 ; 250, 254),
ladite surface de chanfrein antérieure étant dis-
posée à un angle par rapport auxdites surfaces
en contact osseux antérieure et distale, ladite
crête d’épaisseur (300) s’étendant et faisant
saillie vers l’intérieur de ladite surface en contact
osseux antérieure (50, 150, 250) et de ladite sur-
face de chanfrein antérieure.

2. Composant fémoral (20, 120, 220) selon la revendi-
cation 1, lesdits bords médial et latéral définissant
des rails médial et latéral (59M, 59L) faisant saillie
vers l’intérieur pour définir une poche encastrée (31,
336, 338) entre lesdits rails médial et latéral,
ladite crête d’épaisseur (300) faisant saillie de ladite
poche encastrée pour définir une périphérie de crête
d’épaisseur, ladite crête d’épaisseur comprenant
une partie à sommet (302) espacée médialement et
latéralement de ladite périphérie de crête d’épais-
seur,
ladite périphérie de crête d’épaisseur étant modulée
par ledit profil sagittal interne tel que vu dans le plan
sagittal du composant, ladite partie à sommet défi-
nissant la partie de ladite crête d’épaisseur faisant
saillie vers l’intérieur dudit profil sagittal interne.

3. Composant fémoral (20, 120, 220) selon la revendi-
cation 2 :

ladite surface articulaire de bride de ladite bride
rotulienne (22, 122, 222) comprenant une rai-
nure de sillon (60, 160, 260) définissant un axe
de rainure longitudinale, et
ladite partie à sommet (302) définissant une
étendue longitudinale généralement alignée
avec au moins une partie dudit axe de rainure
longitudinale.

4. Composant fémoral (20, 120, 220) selon la revendi-
cation 2, ladite crête d’épaisseur (300) comprenant
des surfaces inclinées médiale et latérale (306, 304)
s’étendant progressivement de ladite périphérie de
crête d’épaisseur vers ladite partie à sommet (302).

5. Composant fémoral (20, 120, 220) selon la revendi-
cation 2, ladite partie à sommet (302) définissant un
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bord adjacent auxdites surfaces inclinées médiale
et latérale (306, 304), ledit bord étant conçu pour
comprimer l’os adjacent lorsque ledit composant fé-
moral est implanté sur le fémur distal.

6. Composant fémoral (20, 120, 220) selon la revendi-
cation 5, ledit bord de ladite partie à sommet (302)
définissant un bord pointu.

7. Composant fémoral (20, 120, 220) selon la revendi-
cation 2, ladite poche encastrée (31, 336, 338) com-
prenant une superficie de poche totale égale au
moins à 79 % d’une superficie agrégée de ladite sur-
face en contact osseux postérieure médiale et laté-
rale (58, 158, 258), ladite surface en contact osseux
antérieure (50, 150, 250) et ladite surface en contact
osseux distale (54 154, 254).

8. Composant fémoral (20, 120, 220) selon la revendi-
cation 7, ladite superficie de poche totale étant égale
à 88 % maximum de ladite superficie agrégée.

9. Composant fémoral (20, 120, 220) selon la revendi-
cation 7, ladite superficie de poche totale de ladite
poche encastrée (31, 336, 338) étant comprise entre
2 272 et 5 343 mm3 selon une dimension nominale
dudit composant fémoral.

10. Composant fémoral (20, 120, 220) selon la revendi-
cation 1, ladite bride rotulienne (22, 122, 222) com-
prenant un profil transversal médial/latéral coïnci-
dant avec ladite crête d’épaisseur (300) et définis-
sant une pluralité d’épaisseurs, chacune de ladite
pluralité d’épaisseurs étant mesurée le long d’une
direction antérieure/postérieure, ladite pluralité
d’épaisseurs coopérant pour définir une épaisseur
moyenne à travers une étendue médiale/latérale du-
dit profil transversal, chacune de ladite pluralité
d’épaisseurs variant de ladite épaisseur moyenne
de moins de 65 %, moyennant quoi ladite crête
d’épaisseur de ladite bride rotulienne permet une
épaisseur relativement uniforme de ladite bride ro-
tulienne.

11. Composant fémoral (20, 120, 220) selon la revendi-
cation 10, ladite pluralité d’épaisseurs étant chacune
comprise entre 2,2 et 3,7 mm.

12. Composant fémoral (20, 120, 220) selon la revendi-
cation 10 :

ladite surface articulaire de bride de ladite bride
rotulienne (22, 122, 222) comprenant une rai-
nure de sillon (60, 160, 260) définissant un axe
de rainure longitudinale, et
ladite crête d’épaisseur (300) comprenant une
partie à sommet (302) définissant une étendue
longitudinale généralement alignée avec au

moins une partie dudit axe de rainure longitudi-
nale, moyennant quoi ladite crête d’épaisseur
permet l’épaisseur relativement uniforme de la-
dite bride rotulienne.

13. Composant fémoral (20, 120, 220) selon la revendi-
cation 12, ladite surface en contact osseux antérieu-
re (50, 150, 250) de ladite bride rotulienne (22, 122,
222) définissant une poche encastrée (31, 336, 338),
ladite crête d’épaisseur (300) faisant saillie de ladite
poche encastrée pour définir une périphérie de crête
d’épaisseur, ladite partie à sommet (302) étant es-
pacée médialement et latéralement de ladite péri-
phérie de crête d’épaisseur,
ladite périphérie de crête d’épaisseur étant modulée
par ledit profil sagittal interne tel que vu dans le plan
sagittal du composant, ladite partie à sommet défi-
nissant la partie de ladite crête d’épaisseur faisant
saillie vers l’intérieur dudit profil sagittal interne.

14. Composant fémoral (20, 120, 220) selon la revendi-
cation 13, ladite crête d’épaisseur (300) comprenant
des surfaces inclinées médiale et latérale (306, 304)
s’étendant progressivement de ladite périphérie de
crête d’épaisseur vers ladite partie à sommet (302).

15. Composant fémoral (20, 120, 220) selon la revendi-
cation 1, les compartiments médial et latéral de la
surface articulaire tibiale comprenant des comparti-
ments médial et latéral (48, 46 ; 248, 246) d’un com-
posant de roulement tibial prothétique (40, 240).
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