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Description

[0001] The present invention relates to a method for
forming an extrusion, and particularly but not exclusively
to forming a sealing element or strip.
[0002] US-A-4,328,273 discloses a sealing element
for attachment to a door or window, the sealing element
having a resilient foam core enveloped by a wrap-around
outer cover having a flexible portion and a relatively rigid
portion for attaching the seat to another structure. How-
ever, a disadvantage of such sealing elements is that the
cover and the core are produced separately and com-
bined at a later stage in production.
[0003] US-A-5,562,961 discloses a compound profile
of thermoplastics material and elastomeric material. A
multi-component extrusion head is disclosed for produc-
ing a three-part extrusion which is chemically bended by
covulcanisation.
[0004] The present invention seeks to provide an im-
proved method of forming an extrusion.
[0005] Accordingly, the present invention provides a
method of forming an extrusion according to claim 1.
[0006] Advantageously, the second material contacts
said first and third materials at different locations in the
flowpath of said second material.
[0007] In a preferred form of the invention each of the
three plastics materials is introduced into the die in a heat
softened flowable state. The flowable state maybe a liq-
uid, semi-liquid or viscous state.
[0008] Preferably, the second material is applied as a
coating to at least a portion of said first and third materials
as said first and third materials pass through the die.
[0009] Advantageously, the second material retains
said first and third materials in spaced relationship in the
extrusion.
[0010] The third material forms a rigid or partially rigid
strip in said extrusion.
[0011] In a preferred form of the invention the third ma-
terial forms a rigid or partially rigid strip bonded to said
foam substrate.
[0012] Also disclosed is a die for forming an extruded
premie, the die comprising: a first channel through said
die for passing a first plastics material therethrough; a
second channel for receiving a second plastics material
in a flowable state; a third channel for receiving a third
plastics material in a flowable state; characterised in that
a metering gap is fanned between an outer surface of
one of said first or third channels and an inner surface of
said second channel for metering said second plastics
material to bring said second plastics material into con-
tact with at least one of said first and third plastics mate-
rials so as to bond therewith.
[0013] In a preferred form the second material is di-
rected into contact with said first and third materials at
different locations in the flow path of said second material.
[0014] Advantageously, a first metering gap is provid-
ed for directing said second material into contact with
said first material and a second metering gap is provided

for directing said second material into contact with said
third material.
[0015] Preferably, the first and third channel means
have respective extrusion orifices wherein said first chan-
nel means extrusion orifice is within said second channel
means intermediate the ends thereof and said third chan-
nel means extrusion ori fice is at or adjacent the down-
stream end of said second channel means. The metering
gap is formed between each extrusion orifice and the
inner wall of said second channel means.
[0016] Preferably, the die forms part of an apparatus
for forming an extrusion comprising means for directing
first, second and third heat softened flowable plastics ma-
terial continuously into the die.
[0017] The present invention is further described here-
inafter by way of example, with reference to accompa-
nying drawings 1 to 16, in which:

Figure 1 is an end elevation of a back plate of a pre-
ferred form of die;

Figure 2 is a partial section along the line 2-2 of Fig-
ure 1;

Figure 3 is an opposite end elevation of the back
plate;

Figure 4 is a view similar to that of Figure 1 of a
middle plate of the preferred form of die;

Figure 5 is a view similar to that of Figure 2 of the
middle plate of Figure 4;

Figure 6 is a view similar to that of Figure 3 of the
middle plate of Figure 5;

Figure 7 is a view similar to that of Figure 1 of a
forward plate of the preferred die;

Figure 8 is a view similar to that of Figure 2 of the
plate of Figure 7;

Figure 9 is a view similar to that of Figure 3 of the
plate of Figure 7;

Figure 10 is a view similar to that of Figure 1 of a
front plate of the preferred form of die;

Figure 11 is a view similar to that of Figure 2 of the
front plate of Figure 10;

Figure 12 is a view similar to that of Figure 3 of the
front plate of Figure 10;

Figure 13 is a partial section through the assembled
die of Figures 1 to 12;

Figure 14 is a diagrammatic representation of an ex-
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trusion apparatus using the die of Figures 1 to 13;

Figure 15 is a section through an extrusion produced
by the die of Figures 1 to 13;

Figure 16 diagrammatically represents the flow
paths of materials through the assembled die of Fig-
ures 1 to 13;

[0018] Accompanying Figures 17 to 26, and the de-
scription relating thereto, relate to an alternative method
and die not claimed as part of the present invention.

Figure 17 is an end elevation of a back plate of sec-
ond a preferred form of die;

Figure 18 is a partial section along the line 18-18 of
Figure 17;

Figure 19 is an opposite end elevation of the back
plate;

Figure 20 is a view similar to that of Figure 17 of a
front plate of the second preferred form of die;

Figure 21 is a view similar to that of Figure 18 of the
front plate of Figure 20;

Figure 22 is a view similar to that of Figure 19 of the
front plate of Figure 20;

Figure 23 is a partial section through the assembled
die of Figures 17 to 22;

Figure 24 is a diagrammatic representation of an ex-
trusion apparatus using the die of Figures 17 to 23;

Figure 25 is a section through an extrusion produced
by the die of Figures 17 to 23; and

Figure 26 is a view similar to that of Figure 16 show-
ing the flow paths of materials through the assem-
bled die of Figures 17 to 24.

[0019] Referring firstly to Figure 15 this is a cross-sec-
tion of a weather seal 10 formed by extrusion using the
die of Figures 1 to 13. The extrusion has a core 12 formed
of a first, resilient, foam material such as a thermoplastic
elastomer which is covered with a flexible or partially flex-
ible coating 14 such as a thermoplastic elastomer. Bond-
ed with the foam core 12 is a strip 16. Whilst the strip 16
is preferably rigid, it can also be flexible or partially flex-
ible. Finally, a rib or strip 18 of flexible or partly flexible
material is bonded to the strip 16. The material forming
the rib 18 is conveniently the same as the material form-
ing the coating 14.
[0020] As can be seen from Figure 15, the body of the
extrusion has a generally V-shape formed by two arms

or limbs 14a, 14b. The rigid or partly rigid strip 16 is gen-
erally L-shaped, having two arms or limbs 16a, 16b with
one arm 16a bonded to the free end region of the arm
14b of the body 14. The strip 18 is bonded to the edge
region of the free arm 16b of the L-shaped strip 16.
[0021] Referring to Figures 1 to 13 these show a pre-
ferred form of die 20 which is formed by four plates, a
back plate 100, a middle plate 200, a forward plate 300
and a front plate 400.
[0022] Figures 1 to 3 show the back plate 100 which
has an outer face 106 and an inner face 108. A die open-
ing in the form of a resin channel 104 extends through
the centre of the back plate and as can be seen from
Figures 1 and 3 is generally V-shaped, corresponding to
the V-shaped body of the extrusion 10.
[0023] Figures 4 to 6 show the middle plate 200 which
has a back face 206 and a forward face 208. The back
face 206 is intended to abut the inner face 108 of the
back plate 100.
[0024] The middle plate 200 has a resin channel 204
which is intended as an extension of the resin channel
104 of the back plate 100.
[0025] The back plate 100 has two elongate, parallel
channels 110 formed in the inner face 108. These chan-
nels open into the face 108 and are formed one above
and one below the resin channel 104. The channels 110
communicate through respective arms of a Y-shaped
channel 112 to an inlet half 114, both of which are formed
in the inner surface 108 of the back plate.
[0026] The middle plate 200 has channels 210 corre-
sponding to the channels 110 of the back plate but the
channels 210 of the middle plate extend fully through the
middle plate. The middle plate also has an inlet half 214
which, in the assembled die, combines with inlet half 114
of the back plate to form an inlet for a second, coating
material. When the two plates are joined together with
back face 206 of the middle plate abutting the inner face
of the back plate, the channels 110, 210 align such that
material which is fed under pressure into the inlet 114
flows through the channels 112, 110 into the channels
210.
[0027] The channels 210 of the middle plate open into
a generally rectangular recess 216 formed in the forward
face 208 of the plate. When the middle plate is joined to
the forward plate 300 the recess 216 forms a reservoir
for the material.
[0028] As can be seen in Figures 5 and 6 the recess
216 carries an upstanding tubular portion or extension
218 which forms an extension of the resin channel 204.
As can be seen from Figure 6 extension 218 has a cross-
sectional shape which corresponds to that of the desired
cross-sectional shape of the body 14 of the extrusion 10.
The extension 218 projects above the forward face 208
of the middle plate 200 and engages through the forward
plate 300 as described below.
[0029] Figures 7 to 9 show the forward plate which has
a middle face 306 and a front face 308. The middle face
306 abuts the forward face 208 of the middle plate in the
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assembled die and a through-hole or channel 310 which
extends fully through the forward plate 300 aligns with
the right-hand end of the lower channel 210 of the middle
plate as seen in Figure 6. This allows the second material
to flow from the reservoir 216 and channel 210 into the
through-channel 310.
[0030] The forward plate 300 also has a resin channel
304 which is an extension of the resin channels 104, 204.
Channel 304 has a cross-sectional shape corresponding
to that of the projection 218 but is dimensioned so as to
provide a preferably uniform gap between the inner wall
304a of the channel 304 and the outer surface 218a of
the extension 218. This provides a metering gap for the
second material and allows the second material to flow
from the reservoir 216 through the gap between the chan-
nel 310 and the extension 218. The material flows past
the open end of the extension 218 to contact the foam
extruding out of the extension 218 and bond with the
foam outer surface.
[0031] The front face 308 of the forward plate 300 also
has a channel 312 and an inlet half 314 which are open
to the front face 308. The front plate 400 has a cooper-
ating inlet half 414 and channel 412 formed in the inner
face 406 such that when the die is assembled with the
inner face 406 abutting the forward face 306 the inlet
halves 314, 414 and channels 312, 412 combine to form
a further inlet and channel for the third material. The chan-
nel 312 has an end portion 320 which, in the assembled
die, aligns with a through-channel 420 in the front plate
400. The channel 420 has a relatively large opening in
the inner face 406 of the front plate 400 but the channel
narrows to its opening 422 towards the outer face 408 of
the plate 400. This brings a portion of the third material
through to form the strip 18 and the opening 422 is shaped
to provide the shaped flexible strip 18 of the extruded
product.
[0032] The continuation of the resin channel 104, 204,
304 is shown at 404 in Figures 10 and 12. The length of
the extension 218 of the middle plate 200 is such that it
projects into the channel 404 but does not extend to the
outer face 408 of the plate 400. As can be seen in Figures
10 and 12 the opening of the channel 404 in the outer
face 408 is of reduced dimension compared to the open-
ing in the forward face 406.
[0033] The front plate 400 is also provided with a fur-
ther through-channel 430 which is of generally L-shape
and as can be seen from Figure 10 its opening into the
forward face 406 lies adjacent one arm of the extrusion
channel 404. However, as can be seen from Figure 12
the two channels 404, 430 join at a point partway through
the front die plate 400 such that the openings of the chan-
nels 404, 430 and 422 in the outer face 408 are combined
to the profile of the end product shown in Figure 15.
[0034] The front face 308 of the forward plate 300 has
an L-shaped recess 330 which aligns with the recess 430
of the front plate 400 when the die is assembled but is
wider than the recess 430 to form a relatively small res-
ervoir. Resin is supplied to the recess 330 and channel

430 by way of the channel 312, one limb of the channel
430 bridging the gap between the end 320 of the channel
312 and the recess 330 to allow the passage of resin.
[0035] Figure 14 shows an assembled system for pro-
ducing the extrusion, the system having a first source 50
of the foam material, a second source 52 of the second,
plastics material which is rigid or partially rigid when set
or cured, and a third source 54 of the third, plastics ma-
terial which is flexible or partially flexible when set or
cured. These materials are extruded through the die 20
to form the extruded product.
[0036] In operation, the die 20 is firstly heated to a set
temperature and the foam material is fed in a heat sof-
tened flowable state through the die channel 104, 204,
304, 404 of the die. Once the foam extrusion begins to
exit the die through the combined openings 404, 422,
430 the second material is fed in a heat softened flowable
state or liquid form from the source 54 through the inlet
144, 214, the channels 112, 212, the channels 110,210,
the reservoir 216, between the walls of the channel 304,
404 and the protrusion 218 until it comes into contact
with the outer surface of the extruding foam. The two
materials naturally bond together and exit the die. At the
same time, the third material is fed again in a heat sof-
tened flowable state or liquid form into the die through
the inlet 314, 414 and channels 312,430 and 330 such
that it flows into contact with and bonds naturally with the
foam material and, where applicable, the second material
at or adjacent the outer end of the extension 218.
[0037] Finally the second material is also fed from the
channel 210 and reservoir 216 through the channel 310
into the channel 420 where it contacts and naturally
bonds to the third material as it flows through the channel
430 in the front plate 400.
[0038] Figure 16 shows in diagrammatic form the flow
of the materials 51 through the die.
[0039] The foam material 12 is passed through the die
channel 104, 204, 304, 404 of the die and the second,
flexible material 55 which forms the coating or skin 14
and the rib 18 is fed into the die through the inlet 114,
214. The third, rigid or semi-rigid material 53 is fed into
the die through inlet 314 to form the strip 16 which is
bonded to both the substrate 51 and the material 55 which
forms the coating 14 and flexible strip 18.
[0040] It will be appreciated, therefore, that in the
above process all three materials bond together through
a combination of temperature and pressure within the die
with the final profile of the extruded product being shaped
by the openings 404, 422, 430 in the front face 408 of
the die plate 400.
[0041] Referring now to Figures 17 to 26 these show
an alternative die and extrusion process.
[0042] Referring firstly to Figure 25, this is a cross-
section of a weather seal 10 formed by extrusion using
the die of Figures 17 to 23. The extrusion has a first por-
tion or core 12 formed of a first, plastics material which
in this example is a resilient, foam material such as a
thermoplastic elastomer.
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[0043] The extrusion has a second portion 14 formed
by a second plastics material such as a thermoplastic
elastomer. This forms a flexible or partially flexible coat-
ing or body which encloses the core 12..
[0044] As can be seen from Figure 25, the body 14 of
the extrusion has a generally V-shape formed by two
arms or limbs 14a, 14b with the core 12 enclosed within
the base 15 of the V. A third portion of the extrusion is
formed by a third plastics material which forms a gener-
ally planar strip 16 which is fully enclosed by the material
of the limb 16a. The latter effectively forms a coating over
the strip 16. The material of the body 14 thus encloses
and maintains the core 12 and strip 16 in spaced rela-
tionship. Whilst the strip 16 is preferably rigid, it can also
be flexible or partially flexible.
[0045] The body 14 also has a flange 18 which extends
laterally of the limb 14b. The flange is generally U-shaped
having two limbs 18a, 18b with the open end of the U
being closed by the limb 16b. Thus the flange is formed
with an internal cavity or air space 19 which extends lon-
gitudinally of the extrusion. The flange base is shaped
like an arrowhead in cross section as a retension feature
in use.
[0046] Referring to Figures 17 to 23 these show a pre-
ferred form of die 20 which is formed by two plates, a
back plate 100 and a front plate 400. Two plates are used
for convenience here and it will be appreciated that more
than two could be used.
[0047] Figures 17 to 19 show the back plate 100 which
has an outer face 106 forming the rear face of the die,
and an inner face 108. Four generally parallel resin chan-
nels 104 extend through a central region of the back plate
and open into a generally rectangular recess 116 formed
in the inner face 108 of the plate. When the back plate
is joined to the front plate 200 the recess 116 forms a
reservoir for the second plastics material.
[0048] As can be seen in Figures 21 and 22 the recess
116 carries in or about its central region an upstanding
portion or extension 118 which is formed by a number of
tubular extensions 118a, 118b and 118c. Extension 118a
is provided for the material which forms the core 12 of
the extrusion and extension 118b is provided for the ma-
terial which forms the strip 16. These tubular extensions
have cross-sectional shapes which correspond to the de-
sired shapes of the core 12 and strip 16 and connect
respectively to two elongate channels 110, 112 formed
in the plate 100 through which the materials for the core
12 and the rigid strip 16 are passed.
[0049] The tubular extension 118c is provided for the
flange 18 and because it is intended to form the cavity
19 it is provided with an air passage in the form of a bleed
hole 120 which allows air external to the die to flow into
the cavity 19 as it is formed. Without the bleed hole there
would be a danger of the cavity being collapsed by ex-
ternal pressure. The bleed hole 120 could, of course, be
replaced by a further channel (not shown) similar to chan-
nels 110, 112. This could be used to pass one of the
extrusion materials or a fourth plastics material to fill the

cavity 19 with, for example, a foam material.
[0050] The tubular extensions are formed by walls
119a,119b and 119c which are generally of the same
thickness and, as can be seen from Figure 18, extend
beyond the inner face 108 of the back plate 100. The wall
119a generally defines the shape of the core 12 and at
the outer end of the extension 118a forms an extrusion
orifice 120a. The wall 119b generally defines the shape
of the strip 16 and at the outer end of the extension 118b
forms an extrusion orifice 120b. The wall 119c generally
defines the shape of the cavity 19 and forms an orifice
120c. As can be seen from Figure 18, the walls 119a and
119c project by about the same amount beyond the inner
face of the back plate 100 whilst the wall 119b projects
substantially further.
[0051] The front plate 400 has an inner face 406 and
an outer face 408 forming the front face of the die. It is
also provided with a through-channel 430 which opens
into the front face 408. At its outer end 432 (at the front
face 408) the channel 430 is of a cross-sectional shape
which corresponds to that of the desired extrusion 10.
The channel 430 aligns with the recess 116 and the ex-
tension 118 of the back plate 100 such that when the die
is assembled the extension 118 projects into the channel
430, as can be seen from Figure 22. The difference in
lengths of the walls 119a,119b and 119c means that the
walls 119a and 119c and thus the extrusion orifices 120a,
120b terminate within the channel 430, approximately
half way through the front plate 400 whilst the wall 119b
terminates at or adjacent the front face 408. The extrusion
orifices 120a, 120b could, of course, be provided at any
suitable location in the channel 430.
[0052] The channel 430 has an opening in the inner
face 406 of the front plate 400 which is larger than the
outer end 432 but the channel narrows or tapers inwardly
towards its opening 432 in the outer face 408 of the plate
400. The walls 119a, 119b and 119c of the extension and
the inner wall of the channel 430 form a preferably uni-
form gap around most of the periphery of the extension
118. This provides a metering gap for the second material
and allows the second material to flow from the reservoir
116 through the gap between the channel 430 and the
extension 118, and past the open ends of the extension
118 to contact and bond with the foam and strip material
extruding out of the extension 118. Although the metering
gap between the walls 119a, 119b and 119c of the ex-
tension and the inner wall of the channel 430, around
most of the periphery of the extension 118, is preferably
uniform, it will be appreciated that the gap may vary to
vary the thickness of the coating of the second plastics
material around the core 12 and strip 16.
[0053] The limb 14a is formed by a correspondingly
shaped portion 414 of the channel 430. It will be appre-
ciated that the external shape of the extrusion, including
any flanges or limbs such as limb 14a can be varied by
varying the shape of the outer end 432 of the channel
430. Thus, a number of different die front plates can be
used with a variety of back plates to give extrusions hav-
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ing a variety of cross-sectional shapes with a variety of
shapes of core 12, strip 16 and cavity 19.
[0054] An assembled system for producing the extru-
sion is shown in Figure 24. The system has a first source
50 of the first resin, a second source 52 of the second
resin which is flexible or partially flexible when set or
cured, and a third source 54 of the third resin which is
rigid or partially rigid when set or cured. These materials
are extruded through the die 20 to form the extruded prod-
uct.
[0055] Figure 26 shows in diagrammatic form the flow
of the materials through the die.
[0056] The foam material 12 forming the core is passed
through the die channel 110,118a of the die. The flexible
or partially flexible material 14 which encloses the core
is fed into the die through the inlet holes 104 into the
reservoir 116 and passes around the extension 118. The
third, rigid or partially rigid material 16 is fed into the die
through inlet 112 and then through tubular extension
118b and orifice 120b to form the strip 16.
[0057] In operation, the three sources of resin are heat-
ed to provide the resins in liquid, semi-liquid or viscous
form. The degree of viscosity of each resin is not impor-
tant provided the resins can flow through the die. The die
20 is also heated to a set temperature to allow the resins
to flow through the die. The core material is passed
through the die channel 110 of the die and the strip ma-
terial is passed through the die channel 112. Once the
first and third materials begin to exit the die through the
combined openings 118a,118b the second material is
fed in liquid form from the source 52 through the channels
104 and the reservoir 116, between the walls of the chan-
nel 430 and the extension 118 until it comes into contact
with the outer surfaces of the extruding first and third
materials. The materials naturally bond together and exit
the die as the complete extrusion.

Claims

1. A method of forming an extrusion comprising:

passing a first plastics resilient foam material
(12) through a rust channel (204) in a die;
passing a second, flexible or partially flexible
plastics material (55) through a second channel
(304) in said die:
and passing a third, plastics material (53)
through a third channel (404) in said die;
wherein each said plastics material is introduced
into said die in a flowable state;
metering gap means is formed between an outer
surface (218a) of said first channel (204) and an
inner surface of said second channel (304);
and at least one of said materials is passed
through said metering gap means into contact
with at least one of the other of said materials
to cause said at least one material to bond with

said at least one of said other of said materials
as said materials pass through the die;
characterised in that
the third material forms a generally L-shaped
strip (16), having two arms or limbs (16a, 16b),
which is rigid or partly rigid after the extrusion
has left the die;
the extrusion has a generally V-shaped body
formed by two arms or limbs (14a, 14b) with one
arm (16a) of the generally L-shaped strip (16)
bonded to the free end region of the arm (14b)
of the body; and
wherein
a rib or strip (18) of the second material is bond-
ed to the edge region of the free arm (16b) of
the generally L-shaped strip 16.

2. A method as claimed in claim 1 wherein said second
material (55) is passed through said metering gap
means info contact with said first (12) and third (53)
materials to cause said second material (55) to bond
with said first (12) and third (53) materials as said
first (12) and third (53) materials pass through the
die (20).

3. A method as claimed in any of the preceding claims
wherein the second material (55) contacts said first
(12) and third (53) materials at different locations in
the flowpath of said second material (55).

4. A method as claimed in any of the preceding claims
wherein each of the three plastics (12, 55, 53) ma-
terials is introduced into the die (20) in a heat sof-
tened flowable state.

5. A method as claimed in claim 8 wherein said flowable
state is one of a liquid, semiliquid or viscous state.

6. A method as claimed in any of the preceding claims
wherein each of said second (55) and third (53) ma-
terials is passed through a respective metering gap
means into contact with at least one of the other of
said materials to cause each said second (55) and
third (53) material to bond with said at least one of
said other of said materials as said materials pass
through the die (20).

Patentansprüche

1. Verfahren zum Strangpressen eines Extrudats, um-
fassend:

Hindurchführen eines ersten dehnbaren Kunst-
stoffmaterials (12) durch einen ersten Kanal
(204) in einer Düse;
Hindurchführen eines zweiten elastischen oder
teilweise elastischen Kunststoffmaterials (55)
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durch einen zweiten Kanal (304) in der Düse;
und Hindurchführen eines dritten Kunststoffma-
terials (53) durch einen dritten Kanal (404) in der
Düse;
wobei jedes der Kunststoffmaterialien in einem
fließfähigen Zustand in die Düse eingeführt wird;
ein Dosierspaltmittel zwischen einer Außenflä-
che (218a) des ersten Kanals (204) und einer
Innenfläche des zweiten Kanals (304) gebildet
ist;
und wobei mindestens eines der Materialien
durch das Dosierspaltmittel in Kontakt mit min-
destens einem der anderen Materialien hin-
durchgeführt wird, um zu bewirken, dass sich
das mindestens eine Material mit dem minde-
stens einen der anderen Materialien verbindet,
wenn die Materialien die Düse durchlaufen;
dadurch gekennzeichnet, dass
das dritte Material einen im Wesentlichen L-för-
migen Streifen (16) bildet, der zwei Arme oder
Glieder (16a, 16b) hat, der, nachdem das Extru-
dat die Düse verlassen hat, starr oder teilweise
starr ist;
wobei das Extrudat einen im Wesentlichen V-
förmigen Körper hat, der durch zwei Arme oder
Glieder (14a, 14b) gebildet ist, wobei
ein Arm (16a) des im Wesentlichen L-förmigen
Streifens (16) mit dem freien Endbereich des
Armes (14b) des Körpers verbunden ist; und
wobei
eine Rippe oder ein Streifen (18) des zweiten
Materials mit dem Randbereich des freien Arms
(16b) des im Wesentlichen L-förmigen Streifens
(16) verbunden ist.

2. Verfahren nach Anspruch 1 wobei das zweite Mate-
rial (55) durch das Dosierspaltmittel in Kontakt mit
dem ersten (12) und dritten (53) Material hindurch-
geführt wird, um zu bewirken, dass sich das zweite
Material (55) mit dem ersten (12) und dem dritten
(53) Material verbindet, wenn das erste (12) und das
dritte Material (53) die Düse (20) durchlaufen.

3. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei das zweite Material (55) das erste (12)
und dritte (53) Material an verschiedenen Stellen im
Fließweg des zweiten Materials (55) kontaktiert.

4. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei jedes der drei Kunststoffmaterialien (12,
55, 53) in einem thermisch erweichten fließfähigen
Zustand in die Düse (20) eingeführt wird.

5. Verfahren nach Anspruch 4, wobei der fließfähige
Zustand einer eines flüssigen, halbflüssigen oder
viskosen Zustands ist.

6. Verfahren nach einem der vorhergehenden Ansprü-

che, wobei jedes der zweiten (55) und dritten (53)
Materialien durch ein jeweiliges Dosierspaltmittel
hindurchgeführt und in Kontakt mit mindestens ei-
nem der anderen Materialien gebracht wird, um zu
bewirken, dass sich jedes zweite (55) und dritte (53)
Material mit dem mindestens einen der anderen Ma-
terialien verbindet, wenn die Materialien die Düse
(20) durchlaufen.

Revendications

1. Procédé pour former un extrudat comprenant :

le fait de faire passer une première matière plas-
tique résiliente (12) à travers un premier canal
(204) dans une filière;
le fait de faire passer une deuxième matière
plastique flexible ou partiellement flexible (55) à
travers un deuxième canal (304) dans ladite fi-
lière (20) ;
et le fait de faire passer une troisième matière
plastique (53) à travers un troisième canal (404)
dans ladite filière;
dans lequel chacune desdites matières plasti-
ques est introduite dans ladite filière dans un
état coulant ;
un moyen de dosage sous forme de fente étant
formé entre une surface extérieure (218a) dudit
premier canal (204) et une surface intérieure du-
dit deuxième canal (304) ;
et le fait de faire passer au moins une desdites
matières à travers ledit moyen de dosage sous
forme de fente pour la mettre en contact avec
au moins une autre desdites matières pour que
ladite au moins une matière se lie avec ladite au
moins une desdites autres matières à mesure
que lesdites matières passent à travers la filière;
caractérisé en ce que
la troisième matière forme une bande généra-
lement en forme de L (16) ayant deux bras ou
membres (16a, 16b), qui est rigide ou partielle-
ment rigide après que l’extrudat a quitté la
filière ;
l’extrudat ayant un corps généralement en for-
me de V formé par deux bras ou membres (14a,
14b), un bras (16a) de la bande généralement
en forme de L (16) étant lié à la région d’extré-
mité libre du bras (14b) du corps ; et
une nervure ou ruban (18) de la deuxième ma-
tière est liée à la région de bord du bras libre
(16b) de la bande généralement en fortme de L
(16).

2. Procédé selon la revendication 1, dans lequel on fait
passer ladite deuxième matière (55) à travers ledit
moyen de dosage en forme de fente pour la mettre
en contact avec lesdites première (12) et troisième
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(53) matières pour que ladite deuxième matière (55)
se lie avec lesdites première (12) et troisième (53)
matières à mesure que lesdites première (12) et troi-
sième (53) matières passent à travers la filière (20).

3. Procédé selon l’une quelconque des revendications
précédentes, dans lequel la deuxième matière (55)
contacte lesdites première (12) et troisième (53) ma-
tières à différents endroits dans la voie d’écoulement
de ladite deuxième matière (55).

4. Procédé selon l’une quelconque des revendications
précédentes, dans lequel chacune des trois matiè-
res plastiques (12 ; 55 ; 53) est introduite dans la
filière (20) dans un état coulant ramolli à la chaleur.

5. Procédé selon la revendication 4, dans lequel ledit
état coulant est soit un état liquide, soit un état semi-
liquide, soit un état visqueux.

6. Procédé selon l’une quelconque des revendications
précédentes, dans lequel chacune des deuxième
(55) et troisième (53) matières est passée à travers
un moyen de dosage sous forme de fente respectif
et mise en contact avec au moins une desdites
autres matières de sorte que chacune desdites
deuxième (55) et troisième (53) matières se lient à
ladite au moins une desdites autres matières à me-
sure que lesdites matières passent à travers la filière
(20).
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