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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates generally to range sensing and more particularly to ultrasonic range sensing and
temperature sensing in road finishing applications. In construction using asphalt and concrete materials (e.g., road
finishing, paving, etc.) various systems and methods for sensing the distance to a surface (e.g., a road) have been used.
[0002] From DE 88 06 271 U1 there is known a range sensing apparatus for determining a distance from the range
sensing apparatus to a surface comprising a plurality of range sensors, wherein the range sensors measure the distance
between the range sensing apparatus and the surface at different positions, respectively.
[0003] Contacting and non-contacting systems have been used. Contacting systems suffer in that they are prone to
damage and breakage. Prior non-contacting systems are not accurate enough. These systems generally employ a range
sensor, such as an ultrasonic sensor, to measure the distance from the construction vehicle or sensing unit to the road
surface. In some systems more than one homogenous sensor is used to measure distances to the surface from the
sensing unit. These measured distances are averaged to determine an approximate distance between the sensing
mechanism and the surface.
[0004] In some cases, these sensing units or construction vehicles include some apparatus for temperature sensing.
An example of a commonly used temperature sensor is a U-shaped metal attachment to the sensing apparatus that
extends toward the road surface. The attachment is used to measure the temperature at the road surface.
[0005] The prior range sensing set-ups often provide inaccurate measurements and/or inconsistent sensing because
the construction vehicle and/or the sensors and sensing unit may be too close or too far away from the road surface.
That is, the sensors may not be in their optimal performance range. Accordingly, improved systems and methods for
range sensing are needed.

BRIEF SUMMARY OF THE INVENTION

[0006] The object of the present invention is to provide a range sensing apparatus allowing a more accurate distance
measurement. The object is attained by a distance range sensing apparatus according to claim 1 or by a corresponding
method according to claim 8. Further developments of the invention are specified in the dependent claims.
[0007] These and other advantages of the invention will be apparent to those of ordinary skill in the art by reference
to the following detailed description and the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008]

FIG. 1A depicts a bottom-side perspective view of a sensing unit according to an embodiment of the present invention;
FIG. 1B depicts a bottom perspective view of a sensing unit according to an embodiment of the present invention;
FIG. 2A depicts a bottom perspective view of an alternative sensing unit according to an embodiment of the present
invention;
FIG. 2B depicts a bottom perspective view of an alternative sensing unit according to an embodiment of the present
invention;
FIG. 3 depicts a side schematic view of a sensing unit according to an embodiment of the present invention;
FIG. 4 is a high level block diagram of a controller according to an embodiment of the invention;
FIG. 5 illustrates a method of ultrasonic sensing;
FIG. 6 depicts a paving system according to an embodiment of the present invention; and
FIG. 7 illustrates a method of paving according to an embodiment of the invention.

DETAILED DESCRIPTION

[0009] The present invention generally provides systems and methods for improved range sensing in a construction
environment. More specifically, the present invention provides more accurate distance determination. This may be
achieved using multiple sensors of multiple sizes in a single sensing unit, infrared temperature sensing, and/or a foldable
temperature bar.
[0010] In an embodiment of the invention, multiple sensors of varying diameters on a sensing unit are used to determine
an approximate distance from the sensing unit to a reference point (e.g., from a range sensor to a surface). The present
invention employs sensors of different diameters in order to more accurately determine the distance between the sensing
mechanism and the intended point or surface of measurement. In such an embodiment, these sensors are used to
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determine most accurately this distance through the means of ultrasonic emission and reception whereby each sensor
has a unique weighting or influence on a determined distance. That is, a mathematical calculation may be performed
which more heavily regards (e.g., weights, assigns a multiplier to, etc.) distances measured by one set of sensors. These
sensors are configured in a single housing or component piece, so as to enable more accurate determination of the
distance to be measured.
[0011] In the same and/or alternative embodiments of the invention, various temperature sensing apparatus (e.g.,
temperature sensors) are included at (e.g., integrated into and/or coupled to) the sensing unit. These temperature sensors
establish a reference for use in determining (e.g., calculating) a distance to the road surface. Ideally, air temperature
between the temperature sensor and the surface should be known because uncompensated variations in air temperature
may compromise the accuracy of the range measurements. The temperature sensor may help compensate (e.g., aid
in accounting, calculating, and/or adjusting) for variations in air temperature. While an appropriate compensation factor
may be more easily determined when the air temperature is relatively constant between the sensor and surface and is
only disturbed by temporary air turbulence, the inventive system may account for more significant fluctuations in tem-
perature and conditions. Additionally and/or alternatively, one or more temperature sensors are used to determine the
temperature of the work surface to determine if appropriate working conditions exist.
[0012] FIGS. 1A and 1B depict an exemplary sensing unit 100 according to an embodiment of the present invention.
FIG. 1A shows a bottom-side perspective view of the sensing unit 100 and FIG. 1B shows a bottom perspective view
of the sensing unit 100. The sensing unit 100 comprises a housing 102, which encloses a controller 400 (not shown in
FIGS. 1A and 1B, but discussed below with respect to FIG. 4) for controlling the various components and functions of
the sensing unit 100.
[0013] Sensing unit 100 includes one or more outer sensors 104a and 104b. In the exemplary embodiment of FIGS.
1A and 1B, the sensing unit 100 has two outer sensors 104a and 104b located on a bottom surface 106 of the sensing
unit 100. It may be understood that, in some embodiments, other numbers of outer sensors 104 may be used. Also
located on the bottom surface 106 are one or more inner sensors 108a and 108b. Similar to outer sensors 104a and
104b, any number of inner sensors 108 may be used. Of course, subsequent sensors, rows of sensors, or arrangements
of sensors may be used such as a set of inner-inner sensors (e.g., sensors arranged inboard of the inner sensors 108a
and 108b) or arranging the sensors in a substantially circular pattern or sets of concentric circles, for example. Generally,
outer sensors 104a and 104b are located outboard (e.g., closer to an end or edge of sensing unit 100) of inner sensors
108a and 108b. In alternative embodiments, inner sensors 108a and 108b may be located outboard of outer sensors
104a and 104b and/or adjacent outer sensors 104a and 104b. As will be discussed further below with respect to FIG.
3, outer sensors 104a and 104b and inner sensors 108a and 108b may be spaced apart a predetermined distance from
each other and/or from a point on or section of sensing unit 100 and may be of varying diameters which may be correlated
to each other. Though depicted as residing on/within bottom surface 106, outer sensors 104a and 104b and inner sensors
108a and 108b may be located in any other appropriate location on the sensing unit 100 (e.g., on an end, on top,
projecting from a surface, etc.).
[0014] Sensing unit 100 may also include one or more temperature sensing devices. In the embodiment depicted in
FIGS. 1A and 1B, the temperature sensing device may be a temperature bar 110 protruding from the bottom surface
106. The temperature bar 110 may be coupled (e.g., attached) to the sensing unit 100 via a flexible or otherwise moveable,
rotatable, and/or detachable connection 112 at its proximal end and may include a temperature detector 114 at its distal
end. As shown in FIG. 1B, a portion on or near the distal end of temperature bar 110 may be securable to the housing
102 at one or more catches 116 when the temperature bar 110 and/or the temperature detector 114 is not in use, when
the sensing unit 100 is being transported, etc. Temperature bar 110 may additionally or alternatively be secured to the
housing 102 at other locations along its length using other catches or any other appropriate securing means. Other
temperature sensing means such as temperature sensor 118 may also be included.
[0015] Sensing unit 100 may be a stand-alone unit and/or may be included as part of a construction system (e.g.,
attached to a paving vehicle 602 of FIG. 6). In some embodiments, the sensing unit 100 may be coupled to the paving
vehicle 602 (FIG. 6) such that it is capable of feeding back information such as temperature and/or range information.
Such information may be recorded (e.g., with control circuitry of controller 400), displayed to one or more users, or
otherwise catalogued so as to provide information in real-time and/or in a memory to one or more users. That is, the
sensing unit 100 may record and/or send temperature and/or range information to a paving vehicle operator for use
during construction operations. Similarly, one or more parts (e.g., components) of the sensing unit 100 may provide
distance and/or temperature information to an automated system (e.g., in conjunction with a system such as paving
system 600 of FIG. 6). Additionally, sensing unit 100 may be removable, angleable, and/or otherwise positionable to
provide the most accurate temperature and range information possible.
[0016] Outer sensors 104a and 104b and inner sensors 108a and 108b may be ultrasonic sensors as are known.
Other types of sensors may be used as appropriate such as highly collimated light beam (e.g., laser) sensors, optical
sensors, interferometers, etc. Outer sensors 104a and 104b and inner sensors 108a and 108b may be controlled via
control circuitry of the sensing unit 100 (e.g., controller 400), by an external source, or by any other appropriate method.



EP 2 137 352 B1

4

5

10

15

20

25

30

35

40

45

50

55

Outer sensors 104a and 104b and inner sensors 108a and 108b may be configured to measure a respective distance
from the sensor to a surface and/or object. That is, outer sensors 104a and 104b and inner sensors 108a and 108b are
used to measure a distance from the sensing unit 100 to a surface.
[0017] Temperature bar 110 may be a rod, shaped wire, substantially U-shaped bar, support means, etc. of any
appropriate length secured to the sensing unit 100 via a flexible connection 112 or secured directly to the sensing unit
100. Flexible connection 112 may be a spring, hinge, pivot, or other flexible apparatus to secure temperature bar 110
to the housing 102, but also to allow temperature bar 110 to be moved. In some cases, temperature bar 110 may be
moved manually (e.g., secured by a user to catch 116). In other cases, temperature bar 110 may be moved in response
to an obstacle. That is, in the course of operation, the temperature bar 110 and/or temperature detector 114 may contact
an obstacle (e.g., a road surface, rock, debris, etc.) and the flexible connection 112 may allow the temperature bar 110
to move (e.g., swing and/or bend) out of the way of the obstacle without breaking off as in prior rigid extended temperature
sensors. In some embodiments, temperature bar 110 may itself be flexible such that it is capable of bending, flexing,
and/or moving as when encountering an obstacle or acted upon (e.g., pushed) by an outside force.
[0018] Temperature detector 114 may be a temperature sensor. Similarly, temperature bar 110 may be a temperature
sensor and/or may be adapted to transmit temperature information from the temperature detector 114 to a controller
400 of FIG. 4 or other appropriate location as discussed above. In operation, the temperature detector 114 (or the
temperature bar 110 if no temperature detector 114 is used) may measure a temperature near a surface and/or may
measure one or more temperatures of air between the sensing unit 100 and a surface.
[0019] Temperature sensor 118 may be an infrared sensor capable of measuring a temperature at and/or near to a
surface and transmitting the temperature information to the sensing unit 100 and/or another appropriate location. Similar
to temperature detector 114 and temperature bar 110, temperature sensor 118 may also be capable of measuring one
or more temperatures of air between the sensing unit 100 and a surface. In some embodiments, the temperature sensor
118 may be capable of triggering an alarm condition when a detected temperature is outside of a predetermined tem-
perature range. That is, temperature sensor 118 (or similarly temperature bar 110 and/or temperature detector 114)
may be configured to transmit temperature information to controller 400. The temperature information may be used to
indicate (e.g., by controller 400) an alert condition (e.g., surface too hot, a temperature difference between the sensing
unit 100 and the work surface, etc.). Temperature sensor 118 may also be any other appropriate type of sensor.
[0020] In some embodiments, temperatures determined using temperature bar 110 and/or temperature detector 114
(e.g., a temperature of air between sensing unit 100 and a surface) and temperatures determined using temperature
sensor 118 (e.g., a temperature at or near to the surface) may be used in combination to estimate a curve of air
temperatures between the sensing unit 100 and the surface. For example, sensing unit 100 and/or controller 400 of FIG.
4 may utilize one or more temperatures determined using temperature bar 110, temperature detector 114, and/or tem-
perature sensor 118 to approximate a distribution of the actual air temperatures between the sensing unit 100 and the
surface.
[0021] FIGS. 2A and 2B depict an alternative exemplary sensing unit 200 according to an embodiment of the present
invention. FIG. 2A shows a bottom perspective view of the sensing unit 200 with an extended temperature bar 210 and
FIG. 2B shows a bottom perspective view of the sensing unit 200 with a folded temperature bar 210. The sensing unit
200 may be similar to sensing unit 100 of FIGS. 1A and 1B and accordingly comprises similar components. For simplicity
of presentation, only those components of sensing unit 200 that differ from sensing unit 100 are discussed in further
detail. Substantially similar components of sensing unit 200 are referred to hereinafter and in FIGS. 2A and 2B by the
same reference numerals.
[0022] In the embodiment depicted in FIGS. 2A and 2B, sensing unit 200 includes a temperature bar 210 protruding
from the bottom surface 106. The temperature bar 210 may be coupled (e.g., attached) to the sensing unit 200 via a
flexible or otherwise moveable, rotatable, and/or detachable connection 212 and may include a temperature detector
214. As shown in FIG. 2B, a portion of temperature bar 210 may be securable to the housing 102 at one or more catches
216 when the temperature bar 210 and/or the temperature detector 214 is not in use, when the sensing unit 200 is being
transported, etc. Temperature bar 210 may additionally or alternatively be secured to the housing 102 at other locations
along its length using other catches or any other appropriate securing means.
[0023] In the exemplary embodiment of FIGS. 2A and 2B, temperature bar 210 may be a rod, shaped wire, or sub-
stantially U-shaped bar of any appropriate length secured to the sensing unit 200 via flexible connection 212. In some
embodiments, temperature bar 210 may be a 3 mm steel wire shaped into an approximately U-shaped configuration
and including a crossbar 218 near the "open" end of the U-shaped wire. Temperature bar 210 may be secured to the
housing 102 at the crossbar 218 such that a portion of the length of temperature bar 210 is free to pivot away from the
housing 102 as shown in FIG. 2B. Of course, other configurations and materials may be used. For example, a temperature
detector 214 may be secured between multiple temperature bars 210 moveably secured to sensing unit 200. FIGS. 1A,
1B, 2A, and 2B depict exemplary configurations of temperature bars, but any appropriate temperature sensing mechanism
and/or means may be used in their stead.
[0024] Flexible connection 212 may be a spring, hinge, pivot, or other flexible and/or moveable apparatus to secure
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temperature bar 210 to the housing 102, but also to allow temperature bar 210 to be moved. In at least one embodiment,
flexible connection 212 may include multiple components to secure the temperature bar 210. For example, a clasp, pin,
bar, or other means for securing may be used to hold the crossbar 218 of FIGS. 2A and 2B to the bottom surface 106,
but allow rotational movement of the crossbar 218; this allows the temperature bar 210 and temperature detector 214
to be capable of pivoting, but holding the temperature bar fast to sensing unit 200. In some cases, temperature bar 210
may be moved manually (e.g., secured by a user to catch 216). In other cases, temperature bar 210 may be moved in
response to an obstacle. That is, in the course of operation, the temperature bar 210 and/or temperature detector 214
may contact an obstacle (e.g., a road surface, rock, debris, etc.) and the flexible connection 212 may allow the temperature
bar 210 to move (e.g., swing and/or bend) out of the way of the obstacle without breaking off as in prior rigid extended
temperature sensors. In some embodiments, temperature bar 210 may itself be flexible such that it is capable of bending,
flexing, and/or moving as when encountering an obstacle or acted upon (e.g., pushed) by an outside force.
[0025] Temperature detector 214 may be a temperature sensor. Similarly, temperature bar 210 may be a temperature
sensor and/or may be adapted to transmit temperature information from the temperature detector 214 to a controller
400 of FIG. 4 or other appropriate location as discussed above. In operation, the temperature detector 214 (or the
temperature bar 210 if no temperature detector 214 is used) may measure a temperature near a surface and/or may
measure one or more temperatures of air between the sensing unit 200 and a surface.
[0026] FIG. 3 depicts a side schematic layout of the sensing unit 100 according to an embodiment of the present
invention. Various diameters and frequencies of sensors may be used in operation of the sensing unit 100. FIG. 3 is
presented as an illustrative embodiment to show the interaction of multiple sensors and is not meant to limit the invention
to a single set of outer sensors 104a and 104b of a specific diameter or a single set of inner sensors 108a and 108b of
a specific diameter.
[0027] In the exemplary embodiment of FIG. 3, outer sensors 104a and 104b may have a diameter A and a frequency
fA. In one embodiment, the diameter A may be substantially 25 mm and the frequency fA may be approximately 120
kHz. Similarly, inner sensors 108a and 108b may have a diameter B and a frequency fB. In one embodiment, the diameter
B may be substantially 16 mm and the frequency fB may be approximately 200 kHz. Each of sensors 104a and 104b
and 108a and 108b may be separated by a center-to-center distance (e.g., approximately C). In practice, larger diameter
sensors generate a wider radiation cone while smaller diameter sensors generate a narrower radiation cone. The distance
C between sensors is preferably such that at the minimum advantageous reading distance L (discussed below) all
radiation cones very slightly overlap. Though depicted here as pairs of sensors having equal diameters and frequencies,
it may be understood that each sensor may have its own unique diameter and/or frequency. As discussed generally
above, temperature bar 110 may be a length L, extending from the bottom surface 106.
[0028] In some embodiments, a controller 400 may be included and may be or may include any components or devices
which are typically used by, or used in connection with, a computer or computer system. Such a controller may be control
circuitry as described with respect to FIGS. 1A and 1B, reside at another location in the sensing unit 100, and/or be
associated with (e.g., be in communication with and/or coupled to) the paving vehicle 602 discussed below with respect
to FIG. 6.
[0029] FIG. 4 is a schematic drawing of a controller 400 according to an embodiment of the invention. Controller 400
contains a processor 402 which controls the overall operation of the controller 400 by executing computer program
instructions which define such operation. The computer program instructions may be stored in a storage device 404
(e.g., magnetic disk, database, etc.) and loaded into memory 406 when execution of the computer program instructions
is desired. Thus, applications for performing the herein-described method steps, such as weighting measured distances
(step 508 of method 500) and determining calculated distance (step 510 of method 500), are defined by the computer
program instructions stored in the memory 406 and/or storage 404 and controlled by the processor 402 executing the
computer program instructions. The controller 400 may also include one or more network interfaces 408 for communi-
cating with other devices via a network (e.g., a Controller Area Network (CAN)). These devices may be other sensing
units 100, 200, other controllers 400, or any other relevant device. The controller 400 also includes input/output devices
410 (e.g., display, keyboard, mouse, speakers, buttons, etc.) that enable user interaction with the controller 400. Controller
400 and/or processor 402 may include one or more central processing units, read only memory (ROM) devices and/or
random access memory (RAM) devices. One skilled in the art will recognize that an implementation of an actual controller
could contain other components as well, and that the controller of FIG. 4 is a high level representation of some of the
components of such a controller for illustrative purposes.
[0030] According to some embodiments of the present invention, instructions of a program (e.g., controller software)
may be read into memory 406, such as from a ROM device to a RAM device or from a LAN adapter to a RAM device.
Execution of sequences of the instructions in the program may cause the controller 400 to perform one or more of the
method steps described herein, such as those described below with respect to methods 500 and 700. In alternative
embodiments, hard-wired circuitry or integrated circuits may be used in place of, or in combination with, software in-
structions for implementation of the processes of the present invention. Thus, embodiments of the present invention are
not limited to any specific combination of hardware, firmware, and/or software. The memory 406 may store the software
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for the controller 400, which may be adapted to execute the software program and thereby operate in accordance with
the present invention and particularly in accordance with the methods described in detail below. However, it would be
understood by one of ordinary skill in the art that the invention as described herein could be implemented in many
different ways using a wide range of programming techniques as well as general purpose hardware sub-systems or
dedicated controllers.
[0031] Such programs may be stored in a compressed, uncompiled and/or encrypted format. The programs furthermore
may include program elements that may be generally useful, such as an operating system, a database management
system and device drivers for allowing the controller to interface with computer peripheral devices, and other equipment/
components. Appropriate general purpose program elements are known to those skilled in the art, and need not be
described in detail herein.
[0032] In operation, sensing units 100, 200 may be used to determine.a distance from the sensing unit 100, 200 to a
surface S. FIG. 5 illustrates the method steps of a method 500 of ultrasonic sensing using the sensing unit 100, 200 and
will be described in conjunction with FIG. 3. The method begins at step 502.
[0033] In step 504, distances to a surface are measured using sensors. For example, outer sensors 104a and 104b
and inner sensors 108a and 108b each measure a respective distance D1, D2, D3, and D4 to a surface S as shown in
FIG. 3. Specifically, sensor 104a measures distance D1, sensor 108a measures distance D2, sensor 108b measures
distance D3, and sensor 104b measures distance D4.
[0034] In step 506, temperatures are measured. In some embodiments, a temperature may be measured by, for
example, temperature bar 110, temperature detector 114, and/or temperature sensor 118. In such embodiments, the
temperature may be a temperature in the vicinity of a work surface. Additionally and/or alternatively, temperatures may
be measured in more than one location (e.g., at the work surface, midway between the work surface and sensing unit
100, and at sensing unit 100, etc.). In this way, temperature variations may be measured.
[0035] In step 508, the measured distances (e.g., D1-D4) are weighted. As is known, measurement devices (e.g.,
sensors) may be more or less accurate under certain conditions. In the context of the present invention, range sensors
of a smaller diameter may be more accurate when close to a surface than range sensors of a larger diameter. Similarly,
the larger diameter range sensors may be more accurate than the smaller diameter range sensors at a greater distance
to the surface. Accordingly, it may be preferable to give more account to the sensors that are more likely to be more
accurate at a certain distance. In this way, the input of multiple sensors may be used in determining the distance from
the sensors to the surface while taking into account the likelihood that the inputs (e.g., measured distances) are accurate.
[0036] In some embodiments, the distances are weighted based on the distance from the sensors (e.g., sensors 104a,
104b, 108a, and 108b) to the surface S. This may be an approximate predetermined distance that may be input by a
user, may be known at controller 300, and/or may be approximated based on the measured distances. That is, sensors
104a, 104b, 108a, and 108b may each measure a distance to the surface S and the approximate predetermined distance
may be determined using these initial measurements.
[0037] In the same or alternative embodiments, when the surface S is greater than a distance L (e.g., the closest the
sensing unit 100 can be to the surface S without impacting temperature bar 110 and/or temperature detector 114) and
less than a maximum advantageous sensing distance of the inner sensors 108a and 108b, the distances measured by
the inner sensors 108a and 108b (e.g., distances D3 and D4) are weighted by a factor of X (e.g., X(D3) and X(D4), X
(D3 + D4), etc.). In an alternative embodiment, each measured distance has its own weighting factor (e.g., X1(D3), X2
(D4), etc.).
[0038] In practical application, the minimum sensing distance may be limited by the function of the chosen sensor and
not the length L of the temperature bar 110. That is, the minimum sensing distance may be limited by the abilities of the
sensors and the related electronics.
[0039] In the example described herein, inner sensors 108a and 108b have a diameter B of 16 mm and a frequency
fB of 200 kHz and a minimum sensing distance (e.g., the minimum distance at which an acceptably stable reading may
be achieved) of approximately 20 cm and a maximum advantageous sensing distance of approximately 40 cm. When
the surface S is further away than the maximum advantageous sensing distance of the inner sensors 108a and 108b
(e.g., approximately 40 cm), the distances measured by the outer sensors 104a and 104b (e.g., distances D1 and D2)
are weighted by a factor of Y (e.g. Y(D1) and Y(D2), Y(D1 + D2), etc.). In an alternative embodiment, each measured
distance has its own weighting factor (e.g., Y1(D1), Y2(D2), etc.). Of course, other inner sensors 108a and 108b and/or
outer sensors 104a and 104b with different respective diameters A and B and/or frequencies fA and fB may be used. In
such cases, different minimum sensing distances and maximum advantageous sensing distance may be used.
[0040] In an exemplary embodiment, when sensing unit 100 is relatively far from the surface (e.g., greater than ap-
proximately 50 cm), the distances measured by the outer sensors 104a and 104b (e.g., distances D1 and D2) are each
weighted by a factor of 50% and the distances measured by the inner sensors 108a and 108b (e.g., distances D3 and
D4) are each weighted by a factor of 0%. Similarly, when the sensing unit 100 is relatively close to the surface (e.g.,
less than approximately 25 cm), the distances measured by the inner sensors 108a and 108b (e.g., distances D3 and
D4) are each weighted by a factor of 50% and the distances measured by the outer sensors 104a and 104b (e.g.,
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distances D1 and D2) are each weighted by a factor of 0%. When the sensing unit 100 is positioned at intermediate
distances (e.g., between approximately 25 cm and approximately 50 cm), the relative weights for each sensor varies
linearly with the distance from the surface. Of course, other variation gradients and/or weights may be used for various
distances from the surface.
[0041] Measured distances D1-D4 may be weighted based at least in part on a measured temperature. That is, an
additional weighting factor may applied to one or more of the measured distances to account for variations in temperature
between the sensing unit 100 in the region of the sensors 104a, 104b, 108a, and 108b and the surface S. Since each
sensor may be affected differently by variations in temperature, each sensor may have its own weighting factor. Similarly,
equal weighting factors may applied to similar sensors (e.g., the same weighting factor for sensors 104a and 104b and
a different weighting factor for sensors 108a and 108b, etc.).
[0042] In step 510, a calculated distance is determined. In some embodiments, a weighted average distance is cal-
culated. The weighted measured distances may be averaged to determine an approximate calculated distance (ACD).
Thus, in the above example: 

[0043] It is understood that the weighting factors X and Y may be the same, may be of any value (e.g., 0, 0.5, 1, 2,
etc.), and/or may be predetermined and/or continually re-determined. If more or less sensors are used, different and/or
additional weighting factors may be used. Similarly, a weighting factor based on the one or more measured temperatures
may also be used in the calculation of the distance to the surface.
[0044] Following step 510, the method 500 may return control to step 504. That is, a new distance may be measured
by one or more sensors to be used in calculation of a weighted average distance (e.g., ACD). This method may be
repeated continually in real-time to provide a constant updated of the distance to the surface for use in construction
operations.
[0045] In step 512, the method 500 ends.
[0046] FIG. 6 depicts a top schematic view of a paving system 600 for distance and/or temperature sensing according
to an embodiment of the present invention. The system 600 comprises a paving vehicle 602. Paving vehicle 602 may
be a construction vehicle for use in road paving and/or construction or may be any other type of movable and/or stationary
platform. Coupled to paving vehicle 602 may be one or more sensing units 100 as described above. FIG. 6 also shows
a first lane of road 604, a second lane of road 606, and the joint 608 between them. In operation, the paving vehicle 602
may be used in ultrasonic distance sensing, temperature measurement, and/or related construction tasks such as road
paving.
[0047] For illustrative purposes, FIG. 7 illustrates the method steps of a method 700 of paving. The method begins at
step 702.
[0048] In step 704, the paving vehicle 602 paves a first section of road (e.g., first lane 604). In some embodiments,
the paving vehicle 602 paves a lane of road at a time. When laying asphalt (e.g., paving) on a first lane 604, the joint
608 of asphalt exposed to a future second lane 606 (e.g., the section to be asphalted) may cool. This may prevent the
second lane 606 from properly bonding with the first lane 604.
[0049] In step 706, a temperature of a road surface is measured. In some embodiments, the temperature bar 110,
temperature detector 114, and/or temperature sensor 118 will measure the temperature of the asphalt on the first lane
604. Any of these or other sensors may be used to measure such a temperature as appropriate.
[0050] In step 708, the suitability of the measured temperature for paving operation is determined. If the road surface
is an unsuitable temperature, an alarm condition is triggered in step 710. In step 712 corrective action is taken. In at
least one embodiment, the alarm condition may comprise an indication to heat the joint 608 (e.g., the corrective action
of step 712) using an appropriate method or may be transmitted to a user by controller 400 (e.g. via input/output device
410). After corrective action is taken, the method passes to step 706 to re-measure the surface temperature and/or to
step 714. If the road surface temperature is measured as a suitable temperature, the method passes control to step 714.
[0051] In step 714, a second section of road (e.g., second lane 606) is paved by the paving vehicle 602. The method
ends at step 716.
[0052] The foregoing description discloses only particular embodiments of the invention; modifications of the above
disclosed methods and apparatus which fall within the scope of the invention will be readily apparent to those of ordinary
skill in the art. For instance, it will be understood that, though discussed primarily as a stand-alone unit with one set of
inside sensors and one set of outside sensors, any number and/or type of sensors in any suitable arrangement may be
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used with a corresponding weighting and/or calculating algorithm. Similarly, other components may perform the functions
of methods 500 and 700 even when not explicitly discussed.
[0053] The foregoing Detailed Description is to be understood as being in every respect illustrative and exemplary,
but not restrictive, and the scope of the invention disclosed herein is not to be determined from the Detailed Description,
but rather from the claims as interpreted according to the full breadth permitted by the patent laws. It is to be understood
that the embodiments shown and described herein are only illustrative of the principles of the present invention and that
various modifications may be implemented by those skilled in the art without departing from the scope of the invention
as defined by the appended claims. Those skilled in the art could implement various other feature combinations without
departing from the scope of the invention as defined by the appended claims.

Claims

1. A range sensing apparatus (100) for determining a distance from the range sensing apparatus (100) to a surface
comprising:

a first ultrasonic range sensor (108a) having a first diameter;
a second ultrasonic range sensor (104a) having a second diameter different from the first diameter; and
a controller (400) configured to calculate the distance based at least in part on ranges measured with the first
and second ultrasonic range sensors (104a, 108a).

2. The range sensing apparatus (100) of claim 1 further comprising:

a third ultrasonic range sensor (108b) having the first diameter;
a fourth ultrasonic range sensor (104b) having the second diameter; and
wherein the controller (400) is further configured to calculate the distance based at least in part on ranges
measured with the first, second, third, and fourth ultrasonic range sensors (104a, 104b, 108a, 108b).

3. The range sensing apparatus of claim 2 wherein the first and third ultrasonic range sensors have a diameter that is
smaller and a frequency that is higher than the diameter and frequency of the second and fourth ultrasonic range
sensors.

4. The range sensing apparatus (100) of claim 1 further comprising:

a housing (102);
a flexible connection (112) attached to the housing (102);
a bar (110) attached to the flexible connection (112) at a first end;
a temperature detector (114) attached to the bar (110) at a second end of the bar (110); and
wherein the controller (400) is further configured to receive temperature information from the temperature de-
tector (114).

5. The range sensing apparatus (100) of claim 1 further comprising:

a temperature sensor (118) coupled to the range sensing apparatus (100).

6. A method of determining a distance from a range sensing apparatus to a surface comprising:

measuring a first set of distances from the range sensing apparatus (100) to the surface with a first set of sensors
(108a, 108b) having a first diameter;
measuring a second set of distances from the range sensing apparatus to the surface with a second set of
sensors (104a, 104b) having a second diameter different from the first diameter; and
calculating a calculated distance from the range sensing apparatus (100) to the surface based at least in part
on the measured first and second sets of distances.

7. The method of claim 6 wherein the first and second sets of sensors (104a, 104b, 108a, 108b) each comprise two
sensors.

8. The method of claim 6 further comprising:
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weighting the measured first set of distances with a first weight;
weighting the measured second set of distances with a second weight; and
calculating the calculated distance based at least in part on the weighted measured distances.

9. The method of claim 8 further comprising:

measuring a temperature of the surface; and
weighting the measured distances based at least in part on the measured temperature.

10. The method of claim 8 wherein calculating the calculated distance based at least in part on the weighted measured
distances comprises calculating a weighted average of the first and second sets of measured distances.

Patentansprüche

1. Entfernungserkennungsvorrichtung (100) zum Bestimmen einer Distanz zwischen der Entfernungserkennungsvor-
richtung (100) und einer Oberfläche, aufweisend:

einen ersten Ultraschallentfernungssensor (108a), der einen ersten Durchmesser aufweist;
einen zweiten Ultraschallentfernungssensor (104a), der einen zweiten Durchmesser aufweist, der sich von dem
ersten Durchmesser unterscheidet; und
eine Steuerung (400), die so konfiguriert ist, dass sie die Distanz zumindest teilweise auf Basis von Entfernungen
berechnet, die durch die ersten und zweiten Ultraschallentfernungssensoren (104a, 108a) gemessen werden.

2. Entfernungserkennungsvorrichtung (100) nach Anspruch 1, ferner aufweisend:

einen dritten Ultraschallentfernungssensor (108b), der den ersten Durchmesser aufweist;
einen vierten Ultraschallentfernungssensor (104b), der den zweiten Durchmesser aufweist; und
wobei die Steuerung (400) ferner so konfiguriert ist, dass sie die Distanz zumindest teilweise auf Basis von
Entfernungen berechnet, die durch die ersten, zweiten, dritten und vierten Ultraschallentfernungssensoren
(104a, 104b, 108a, 108b) gemessen werden.

3. Entfernungserkennungsvorrichtung nach Anspruch 2, wobei der erste und dritte Ultraschallentfernungssensor je-
weils einen Durchmesser aufweist, der kleiner ist, und eine Frequenz aufweist, die höher ist, als der Durchmesser
und die Frequenz des zweiten und vierten Ultraschallentfernungssensors.

4. Entfernungserkennungsvorrichtung (100) nach Anspruch 1, ferner aufweisend:

ein Gehäuse (102);
eine flexible Verbindung (112), die an dem Gehäuse (102) befestigt ist;
einen Stab (110), der an der flexiblen Verbindung (112) an einem ersten Ende befestigt ist;
einen Temperaturdetektor (114), der an dem Stab (110) an einem zweiten Ende des Stabs (110) befestigt ist; und
wobei die Steuerung (400) ferner so konfiguriert ist, dass sie Temperaturinformationen von dem Temperatur-
detektor (114) empfängt.

5. Entfernungserkennungsvorrichtung (100) nach Anspruch 1, ferner aufweisend:

einen Temperatursensor (118), der mit der Entfernungserkennungsvorrichtung (100) verbunden ist.

6. Verfahren zum Bestimmen einer Distanz zwischen einer Entfernungserkennungsvorrichtung und einer Oberfläche,
aufweisend:

Messen eines ersten Satzes Distanzen zwischen der Entfernungserkennungsvorrichtung (100) und der Ober-
fläche mit einem ersten Satz Sensoren (108a, 108b), die einen ersten Durchmesser aufweisen;
Messen eines zweiten Satzes Distanzen zwischen der Entfernungserkennungsvorrichtung und der Oberfläche
mit einem zweiten Satz Sensoren (104a, 104b), die einen zweiten Durchmesser aufweisen, der sich von dem
ersten Durchmesser unterscheidet; und
Berechnen einer berechneten Distanz zwischen der Entfernungserkennungsvorrichtung (100) und der Ober-
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fläche zumindest teilweise auf Basis der gemessenen ersten und zweiten Sätze Distanzen.

7. Verfahren nach Anspruch 6, wobei der erste und zweite Satz Sensoren (104a, 104b, 108a, 108b) jeweils zwei
Sensoren aufweist.

8. Verfahren nach Anspruch 6, ferner aufweisend:

Gewichten des gemessenen ersten Satzes Distanzen mit einer ersten Gewichtung;
Gewichten des gemessenen zweiten Satzes Distanzen mit einer zweiten Gewichtung; und
Berechnen der berechneten Distanz zumindest teilweise auf Basis der gewichteten gemessenen Distanzen.

9. Verfahren nach Anspruch 8, ferner aufweisend:

Messen einer Temperatur der Oberfläche; und
Gewichten der gemessenen Distanzen zumindest teilweise auf Basis der gemessenen Temperatur.

10. Verfahren nach Anspruch 8, wobei das Berechnen der berechneten Distanz, das zumindest teilweise auf den
gewichteten gemessenen Distanzen basiert, das Berechnen eines gewichteten Durchschnitts der ersten und zweiten
Sätze gemessener Distanzen beinhaltet.

Revendications

1. Appareil de détection de portée (100) destiné à déterminer une distance entre l’appareil de détection de portée
(100) et une surface comprenant :

un premier capteur de portée ultrasonore (108a) ayant un premier diamètre ;
un deuxième capteur de portée ultrasonore (104a) ayant un second diamètre différent du premier diamètre ; et
une unité de commande (400) configurée pour calculer la distance en se basant au moins en partie sur des
portées mesurées par les premier et deuxième capteurs de portée ultrasonore (104a, 108a).

2. Appareil de détection de portée (100) selon la revendication 1, comprenant en outre :

un troisième capteur de portée ultrasonore (108b) ayant le premier diamètre ;
un quatrième capteur de portée ultrasonore (104b) ayant le second diamètre ; et
dans lequel l’unité de commande (400) est en outre configurée pour calculer la distance en se basant au moins
en partie sur des portées mesurées par les premier, deuxième, troisième et quatrième capteurs de portée
ultrasonore (104a, 104b, 108a, 108b).

3. Appareil de détection de portée selon la revendication 2, dans lequel les premier et troisième capteurs de portée
ultrasonore ont un diamètre qui est plus petit et une fréquence qui est supérieure au diamètre et à la fréquence des
deuxième et quatrième capteurs de portée ultrasonore.

4. Appareil de détection de portée (100) selon la revendication 1, comprenant en outre :

un logement (102) ;
une connexion flexible (112) fixée au logement (102) ;
une barre (110) fixée à la connexion flexible (112) à une première extrémité ;
un détecteur de température (114) fixé à la barre (110) à une seconde extrémité de la barre (110) ; et
dans lequel l’unité de commande (400) est en outre configurée pour recevoir des informations de température
du détecteur de température (114).

5. Appareil de détection de portée (100) selon la revendication 1, comprenant en outre :

un capteur de température (118) couplé à l’appareil de détection de portée (100).

6. Procédé de détermination d’une distance entre un appareil de détection de portée et une surface comprenant :
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la mesure d’un premier ensemble de distances entre l’appareil de détection de portée (100) et la surface grâce
à un premier ensemble de capteurs (108a, 108b) ayant un premier diamètre ;
la mesure d’un second ensemble de distances entre l’appareil de détection de portée et la surface grâce à un
second ensemble de capteurs (104a, 104b) ayant un second diamètre différent du premier diamètre ; et
le calcul d’une distance calculée entre l’appareil de détection de portée (100) et la surface en se basant au
moins en partie sur les premier et second ensembles de distances mesurées.

7. Procédé selon la revendication 6, dans lequel les premier et second ensembles de capteurs (104a, 104b, 108a,
108b) comprennent chacun deux capteurs.

8. Procédé selon la revendication 6, comprenant en outre :

la pondération du premier ensemble de distances mesurées grâce à un premier poids ;
la pondération du second ensemble de distances mesurées grâce à un second poids ; et
le calcul de la distance calculée en se basant au moins en partie sur les distances mesurées pondérées.

9. Procédé selon la revendication 8, comprenant en outre :

la mesure d’une température de la surface ; et
la pondération des distances mesurées en se basant au moins en partie sur la température mesurée.

10. Procédé selon la revendication 8, dans lequel le calcul de la distance calculée en se basant au moins en partie sur
les distances mesurées pondérées comprend le calcul d’une moyenne pondérée des premier et second ensembles
de distances mesurées.
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