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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to a vehicle seat
lock to hold the seat back of a chair in a standing position,
the seat back being capable of standing up or falling
down.
[0002] JP2003-146126A discloses a vehicle seat lock
comprising a hook member mounted to the seat back
supported to a vehicle body to stand up and fall down,
and an opening lever operated by an operating device
at a shoulder of the seat back, the hook member and
opening lever being pivotally secured on each pivot be-
tween a base plate and a cover plate fixed to the seat
back.
[0003] In the vehicle seat back, the hook member, the
pivot on which the hook member is secured and a spring
for forcing the hook member are assembled in place
when the base plate is joined to the cover plate. Thus,
several assembling steps are necessary before the final
step in which the base plate is joined to the cover plate,
which makes assembling more complicated and reduces
efficiency.
[0004] JP2001-130295A discloses a vehicle seat lock
comprising a hook member mounted to the seat back
and engagable with a striker of a vehicle body, and an
opening lever connected to an operating knob at the seat
back. By the operating knob, the opening lever is oper-
ated to allow the hook member to disengage from the
striker thereby enabling the seat back to move from a
standing position to a falling position.
[0005] However, in the vehicle seat lock, a structure
that is capable of detecting whether or not the hook mem-
ber is engaged with the striker is added which makes the
structure more complicated and increases its size. It is
likely to make it more difficult for the vehicle seat lock to
be positioned in a small space of the seat back.
[0006] Document US 6 733 078 shows another seat
lock and is considered to be the closest prior art.

SUMMARY OF THE INVENTION

[0007] In view of the disadvantages in the prior art, it
is an object of the present invention to provide a vehicle
seat lock enabling assembling efficiency to improve.
[0008] It is another object of the present invention to
provide a vehicle seat lock allowing it to be simplified and
reduced in size.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009] The features and advantages of the invention
will become more apparent from the following description
with respect to embodiments as shown in the accompa-
nying drawings wherein:

Fig. 1 is a perspective view of a rear seat for a vehicle

including the present invention;
Fig. 2 is an exploded perspective view of a locking
assembly;
Fig. 3 is a rear perspective view of the locking as-
sembly provisionally assembled;
Fig. 4 is a rear perspective view of the locking as-
sembly;
Fig. 5 is a side view of the locking assembly;
Fig. 6 is a side view of the locking assembly;
Fig. 7 is a horizontal sectional view taken along the
line Vll-Vll in Fig. 5;
Fig. 8 is a vertical sectional view taken along the line
VIII-VIII in Fig. 6;
Fig. 9 is a horizontal sectional view taken along the
line IX-IX in Fig. 6;
Fig. 10 is an enlarged view of a hook member;
Fig. 11 is a view showing an action of main parts
when an operating knob is in the second rest posi-
tion;
Fig. 12 is a view showing an action of main parts
when the operating knob is in the first rest position;
Fig. 13 s a view showing an action of main parts
when the operating knob is in the first operating po-
sition;
Fig. 14 is a view showing an action of main parts
when the operating knob is in the second rest posi-
tion; and
Fig. 15 is a view showing an action of main parts
when the operating knob is in the first rest position.

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENTS

[0010] As shown in Fig. 1, a rear seat 1 comprises a
seat cushion 2 mounted on a body floor, and a seat back
3 which is supported by a hinge shaft (not shown) at the
rear end of the seat cushion 2 to enable the seat back 3
to fall down on the seat cushion 2
[0011] In the seat back 3, a locking assembly 4 is pro-
vided below a shoulder part close to a body panel and
engages with a metal striker 5 fixed to the body panel to
enable the seat back 3 to be held at the first standing
position by a solid line and at the second standing position
reclined backwards of the first standing position by a dot-
ted line and to enable the seat back 3 to fall down forwards
with operation of an operating device 6 in the shoulder
part of the seat back 3.
[0012] The striker 5 comprises a base 53 fixed to the
body panel facing the side of the seat back 3, and a U-
shaped engaging member 54 comprising the first en-
gagement portion 51 and the second engagement por-
tion 52.
[0013] In Fig. 4, the locking assembly 4 comprises the
first metal base member 7 fixed to a seat frame 31 in Fig.
4 in the seat back 3 with a bolt (not shown), and the
second metal base member 11 fixed to the side of the
first metal member 7 facing an outside. The first and sec-
ond base members 7,11 have striker-engaging grooves
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71,111 in which the first and second engagement por-
tions 51,52 of the striker 5 engage forwards when the
seat back 3 stands up.
[0014] Between the first base member 7 and the sec-
ond base member 11, there are disposed a hook member
8 containing metal as matrix to engage with the first or
second engagement portions 51,52 of the striker 5 to
allow the seat back 3 to be held at the first or second
standing position, a synthetic-resin opening lever 9 op-
erated by the operating device 6, and a synthetic-resin
sensing member 10 movable depending on engagement
of the striker 5 and the hook member 8.
[0015] To a metal mounting bracket 43 fixed on the
first base member 7, an operating device 6 and a bell
crank 23 are mounted. The mounting bracket 43 may be
molded together with the first base member 7. The op-
erating device 6 may be mounted to the second base
member 11.
[0016] As shown in Fig. 4, above the striker-engage-
ment grooves 71,111 of the first and second base mem-
bers 7,11, there are provided the first fixing member 73
and the second fixing member 112 connected to each
other with a bolt 18.
[0017] As shown in Fig. 7, a burring 74 that cylindrically
projects rearwards or downwards in Fig. 7, from the first
fixing portion 73. On the inner circumferential surface of
the burring 74, a female thread is formed to engage with
the bolt 18.
[0018] In the second fixing portion 112 on the rear sur-
face of the first fixing portion 73, there is an engagement
hole 113 in which the burring 74 engages.
[0019] To connect the first base member 7 to the sec-
ond base member 11, the burring 74 of the first fixing
portion 73 engages in the engagement hole 113 of the
second fixing portion 112. In this condition, the bolt 18 is
screwed in the burring 74. As shown in Fig. 7, the second
fixing portion 112 is held between a head 181 of the bolt
18 and the first fixing portion 73. By connecting opening
sides of the striker-engaging grooves 71,111 of the first
and second base members 7,11, deformation of the first
and second base members 7,11 can be effectively pre-
vented when high load acts to the seat back 3. As a result,
by preventing deformation of the hook member 8, locking
strength of the locking assembly 4 can be improved.
[0020] The first base member 7 is connected to the
second base member 11 after the opening lever 9, the
sensing member 10 and the bell crank 23 are mounted
to the first base member 7 and after the hook member 8
is mounted to the second base member 11.
[0021] Fig. 8 is a vertical sectional view taken along
the line VIII-VIII in Fig. 6; Fig. 9 is a horizontal sectional
view taken along the line IX-IX; Fig. 10 is an enlarged
view of the hook member 8; and Figs. 11-15 are views
for showing operation.
[0022] In Figs. 11-15, the operating device 6, the bell
crank 23, the hook member 8, the opening lever 9 and
the sensing member 10 are on the same surface. Thus,
in the operating device 6 and the bell crank 23, the front

of the figures is deemed as "rear side", and the back is
deemed as "front side". In the hook member 8, the open-
ing lever 9 and sensing member 10, the left side of the
figures is deemed as "rear side" and the right side is
deemed as "front side".
[0023] The hook member 8 is molded with synthetic
resin on the outer circumferential surface of metal. A pivot
portion 88 is pivotally secured on the first pivot 12 in the
striker-engaging groove 111 of the second base member
11 to enable it to move up and down. The pivot portion
88 is forced by the first spring 13 to go down. The first
pivot 12 is positioned on an extension of movement of
the striker 5.
[0024] As shown in Fig. 6, the first spring 13 has one
end 131 which engages with the hook member 8 and the
other end 132 which engages with a projection 114 of
the second base member 11. As shown in Figs. 8 and 9,
the first pivot 12 has a larger-diameter portion 121 be-
tween the first base member 7 and the second base
member 11.
[0025] The hook member 8 has the first engagement
groove 81 opening downwards and capable of selectively
engaging with the first and second engagement portions
51,52; and the second engagement groove 82 capable
of engaging with the first engagement portion 51. The
first arm 84 having an inclined edge 83 is provided in the
hook member 8 and the second arm 85 is provided be-
tween the first engagement groove 81 and the second
engagement groove 82. From the side of the hook mem-
ber 8, a protrusion 86 projects towards the cabin.
[0026] When the hook member 8 disengages from the
striker 5 or when the seat back 3 folds down, it is held
horizontally in a standby position in Figs. 6 and 11. When
the first engagement portion 51 or the second engage-
ment portion 52 of the striker 5 engages in the first en-
gagement groove 81, the hook member 8 is held in an
engagement position where it slightly rotates upwards
from the standby position in Fig. 12 or 15. According to
operation of the operating device 6 to the first operating
position (C) below, the hook member 8 rotates in an un-
locking direction or a clockwise direction in Figs. 6 and
11-15 to shift to the first-step unlocking position in Fig.
13 in which the first engagement portion 51 is releasable
from the first engagement groove 81 only rearwards.
[0027] Furthermore, according to operation of the op-
erating device 6 to the second operating position (D) be-
low, the hook member 8 rotates upwards from the first-
step unlocking position and enables it to shift to the sec-
ond-step unlocking position in Fig. 14 in which the first
engagement portion 51 can engage in the second en-
gagement groove 82 from the first engagement groove
81.
[0028] When the seat back 3 is held in the first standing
position, the first engagement portion 51 of the striker 5
engages in the first engagement groove 81 of the hook
member 8, and when it is held in the second standing
position, the second engagement portion 52 engages in
the first engagement groove 81 and the first engagement
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portion 51 puts in the second engagement groove 82 with
play.
[0029] The first and second arms 84,85 project down-
wards to put on the inner side surface of the second base
member 11, and the lower end of the second arm 85 is
allowed to contact the lower surface of the second base
member 11 when the hook member 8 is in the standby
position.
[0030] As shown in Fig. 10, the first engagement
groove 81 is formed like a wedge to reduce a width up-
wards gradually. A width (W1) is set to put the striker 5
between the engagement portions 51 and 52 without
loosening. Thus, the first engagement groove 81 tightly
fits in the first engagement portions 51 and 52 thereby
preventing the seat back 3 from moving back and forth.
[0031] A receiving edge 8a of the first engagement
groove 81 contacts the first and second engagement por-
tions 51,52 of the striker 5 when the seat back 3 is leaned
backwards. On the rear edge of the second arm 85 which
comprises the receiving edge 8a and a contact portion
8b continuous with the receiving edge 8a, metal matrix
is exposed without synthetic resin molding.
[0032] The front edge of the first arm 84 comprises the
inclined edge 83 of the first arm 84 and a coming-out
preventing edge 8c which faces the receiving edge 8a of
the first engagement groove 81. The coming-out-pre-
venting edge 8e contacts the first and second engage-
ment portions 51,52 when the seat back 3 falls down and
folds on the seat. The front edge is molded with synthetic
resin.
[0033] Immediately before the first or second engage-
ment portion 51 or 52 of the striker 5 engages in the first
engagement groove 81 of the hook member 8, metal
parts contact each other. Even though the hook member
8 is molded with synthetic resin, deformation of synthetic
resin over the parts does not prevent the hook member
8 from moving out. Thus, the first engagement portion
51 does not engage in the second engagement groove
82 beyond the first engagement groove 81.
[0034] When the first and second engagement por-
tions 51,52 engage in the first engagement groove 81,
the metal-exposing receiving edge 8a can receive weight
of the leaning seat back 3 when a passenger sits down
on the rear seat 1. Even though the hook member 8 is
molded with synthetic resin, fast collapse or deformation
of the synthetic resin is prevented thereby assuring stable
engagement of the hook member 8 with the striker 5 for
a long time.
[0035] When the passenger leans against the seat
back 3 or when weight is applied to the seat cushion 2,
one needs to operate an operating knob 21. Load can
be received by the receiving edge 8a of the hook member
8, so that the hook member 8 is unlikely to rotate in an
unlocking direction without deformation of synthetic res-
in. Synthetic resin is not applied to the rear edge or the
receiving edge 8a and contact portion 8b of the second
arm 85. Thus, when the operating knob 21 is operated,
synthetic resin is not caught to decrease the change in

operation ensuring suitable operation.
[0036] When the first and second engagement por-
tions 51,52 of the striker 5 goes into the striker-engaging
grooves 71,111 to contact the inclined edge 83 of the
hook member 8, noise is relieved with the synthetic resin
part.
[0037] The second engagement groove 82 is formed
between the second arm 85 and the pivot portion 88 piv-
otally supported by the first pivot 12. When the first en-
gagement portion 51 of the striker 5 engages in the sec-
ond engagement groove 82 in the second standing po-
sition of the seat back 3, the width is determined not to
allow the first engagement portion 51 to engage with the
second engagement groove 82.
[0038] A front edge 85a of the second arm 85 compris-
es an arc of a circle around the first pivot 12 as a center.
At the rear edge of the pivot portion 88, there is formed
a buffer portion 87 molded with synthetic resin.
[0039] The front edge 85a of the second arm 85 is
formed as an arc of a circle around the first pivot 12 as
center. When the seat back 3 is held in the second stand-
ing position, forward excessive load acts to the seat back
3 via a seat belt connected to the seat back 3. Even if
the second engagement portion 52 is deformed to go out
of the first engagement groove 81, the first engagement
portion 51 contacts the front edge 85a of the second arm
85 in a substantially perpendicular direction, so that the
first engagement portion 51 neither press up the second
arm 85 nor rotates the hook member 8 in an unlocking
direction. Thus, the present invention affects locking
strength even in engagement relationship of the first en-
gagement portion 51 and the second engagement por-
tion 82, so that the seat back 3 can be held firmly in the
second standing position.
[0040] The buffer portion 87 is positioned out of the
movement track L of the first and second engagement
portions 51,52 of the striker 5 when the hook member 8
is in an engagement position in Figs. 12 and 15. The
buffer portion 87 moves into the movement track L when
the hook member 8 shifts to the second-step unlocking
position in Fig. 14. Thus, when the first engagement por-
tion 51 comes into the second engagement groove 82 of
the hook member 8, the first engagement portion 51 con-
tacts the buffer portion 87 to restrict invasion of the striker
5 and to reduce noise when the striker 5 comes in. The
hook member 8 rotates from the second-step unlocking
position in a direction of engagement or in an anticlock-
wise direction in Figs. 6 and 11-15 to shift to the engage-
ment position to allow the buffer portion 87 to shift out of
the movement track L to go away from the first engage-
ment portion 51. Without subjecting to variation in dis-
tance between the first engagement portion 51 and the
second engagement portion 52 of the striker 5 or to errors
in a mounted position of the locking assembly 4, the first
engagement groove 81 can surely engage with the sec-
ond engagement portion 52.
[0041] The buffer portion 87 may preferably be molded
with the hook member 8 in synthetic resin. Instead, it may
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be formed separately from the hook member 8.
[0042] An opening lever 9 is pivoted with the second
pivot 14 above the striker-engaging groove 71 of the first
base member 7, forced in a standby direction or in a
clockwise direction in Figs. 6 and 11-15 by the second
spring 15 wound on the second pivot 14 and held in the
standby position in which a lower acting portion 91 is
positioned downwards in Figs. 6, 11, 12 and 15.
[0043] The acting portion 91 is between the hook mem-
ber 8 and sensing member 10 and allowed to contact a
projection 86 of the hook member 8 when the opening
lever 9 rotates anticlockwise from the standby position.
When the opening lever 9 is in the standby position, a
certain gap is formed not to contact the acting portion 91
with the projection 86 owing to variation of the mounted
positions of the hook member 8, striker 5 and other parts.
[0044] As mentioned below, based on the operating
knob 21 of the operating device 6, the opening lever 9
rotates anticlockwise from the standby position to the first
operating position in Fig. 13 to allow the front edge of the
acting portion 91 to contact the projection 86 of the hook
member 8 to shift the hook member 8 from the engage-
ment position to the first-step unlocking position. The
opening lever 9 shifts to the second operating position in
Fig. 14 in which it rotates further anticlockwise from the
first operating position to allow the hook member 8 to
shift to the second-step unlocking position.
[0045] The sensing member 10 is pivotally secured on
a third pivot 16 above the striker-engaging groove 71 of
the first base member 7; forced by a third spring 17 wound
around the third pivot 16; and usually held in the standby
position in Figs. 6 and 11 in which the upper front portion
contacts a stopper 75 of the first base member 7.
[0046] The sensing member 10 has at the lower rear
end a contact portion 101 which can go on the first and
second engagement portions 51,52 of the striker 5.
[0047] The first engagement portion 51 or second en-
gagement portion 52 of the striker 5 engages in the first
engagement groove 81 of the hook member 8 to allow
the contact portion 101 to go on the first or second en-
gagement portion 51 or 52 to enable the sensing member
10 to shift to a detecting position to which the standby
position rotates upwards in Figs. 12-15.
[0048] Then, the operating device 6 will be described.
As described in Fig. 4, the operating device 6 is exposed
from the shoulder of the seat back 3 and comprises a
rectangular guide member 20 in a mounting hole 431a
of the mounting bracket 43 and an operating knob 21
which is stored to enable it to slide in the guide member
20 up and down.
[0049] The operating knob 21 is connected to a con-
necting shaft 233 fixed to one end of the bell crank 23
and moved with the bell crank 23 between the first rest
position A in which the upper surface is substantially co-
planar with the upper surface of the guide member 20 in
Figs. 12 and 15 and the second rest position in which the
upper surface is retracted in Fig. 11. According to the
passenger, the upper surface of the operating knob 21

is shifted to the first operating position C in Fig. 13 which
is retracted further from the second rest position B and
the second operating position D in Fig. 14 which is re-
tracted further from the second operating position C.
[0050] In the first rest position A, the first or second
engagement portion 51 or 52 of the striker 5 engages in
the first engagement groove 81 of the hook member and
the sensing member 10 is in the detecting position. In
the second rest position B, the sensing member 10 is in
the standby position and the first and second engage-
ment portions 51,52 disengage from the first engagement
groove 81 of the hook member 8. In the first operating
position C, the opening lever 9 is moved to the first acting
position to allow the hook member 8 to move to the first-
step unlocking position. In the second operating position
D, the opening lever 9 is moved to the second acting
position to allow the hook member 8 to move to the sec-
ond-step unlocking position.
[0051] On the upper inner circumferential surface of
the guide member 20, there is an indicator (not shown)
comprising a different color from the guide member 20
or a word such as "UNLOCK". The indicator is hindered
when the operating knob 21 is in the first rest position A,
while it is exposed when the operating knob 21 is out of
the first rest position A thereby allowing the passenger
to be warned that the locking assembly 4 is disengaged
from the striker 5 to improve security.
[0052] The bell crank 23 is pivotally secured on the
fourth pivot 22 to the mounting bracket 43 to move up
and down, and forced clockwise by a fourth spring 25
wound on the fourth pivot 22 in Figs. 6 and 11-15. The
bell crank 23 is moved together with the operating knob
21 to the first rest position A1 in Figs. 12 and 15; the
second rest position B1 in Fig. 11 to which it rotates an-
ticlockwise from the first rest position AS1; the first op-
erating position C1 in Fig. 13 to which it rotates anticlock-
wise from the second rest position B1; and the second
operating position D1 in Fig. 14 to which it rotates anti-
clockwise from the first operating position C1.
[0053] The force of the fourth spring 25 acting to the
bell crank 23 is set to be smaller than the force of the
third spring 17 acting to the sensing member 10.
[0054] The other end of the bell crank 23 has the first
elongate opening 231 and second elongate opening 232
extending vertically.
[0055] In the first elongate opening 231, the upper end
24a of the first connecting rod 24 connected at the lower
end to the sensing member 10 engages with play to slide
up and down. In the second elongate opening 232, the
upper end 26a of the second connecting rod 26 connect-
ed at the lower end to the opening lever 9 engages with
play to slide up and down.
[0056] The first elongate opening 231 is set to have a
length having a play to the upper end 24a of the first
connecting rod 24 corresponding to stroke of the bell
crank 23 between the first rest position A1 and the second
operating position D1 with respect to anticlockwise rota-
tion of the bell crank 23 when the operating knob 21 and
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bell crank 23 are in the first rest position A, A1. Thus,
motion of the operating knob 21 and bell crank 23 from
the first rest position A,A1 to the second operating posi-
tion D,D1 and vice versa is not transmitted to the sensing
member 10.
[0057] The second elongate opening 232 is set to have
a length having a play to the upper end 26a of the second
connecting rod 26 corresponding to stroke of the bell
crank 23 between the first rest position A1 and the second
rest position B1 with respect to anticlockwise rotation of
the bell crank 23 when the bell crank 23 is in the first rest
position A1. Thus, motion of the operating knob 21 and
bell crank 23 from the first rest position A,A1 to the second
rest position B,B1 and vice versa is not transmitted to the
opening lever 9.
[0058] The operating knob 21 and the bell crank 23
moves from the first rest position A,A1 to the second rest
position B,B1 below.
[0059] When the sensing member 10 is in the
standby position in Fig. 11:
[0060] While the upper end 24a of the first connecting
rod 24 contacts the upper end of the first elongate open-
ing 231, the operating knob 21 and bell crank 23 are held
in the second rest position B,B1. In this case, force of the
third spring 17 acting to the sensing member 10 is set to
be greater than force of the fourth spring 25 acting to the
bell crank 23, so that the bell crank 23 does not rotate
clockwise or in the first rest position A1 by the force of
the fourth spring 25.
[0061] When the sensing member 10 shifts from
the standby position to the detecting position from
Fig. 11 to Fig. 12 or 15:
[0062] The sensing member 10 shifts from the standby
position to the detection position, so that the first con-
necting rod 24 goes down. Following the motion of the
sensing member 10, the bell crank 23 shifts by the force
of the fourth spring 25 from the second rest position B1
to the first rest position A1.
[0063] When the sensing member 10 shifts from the
detecting position to the standby position in Fig. 12 or 15
to Fig. 11
[0064] The sensing member 10 shifts from the detect-
ing position to the standby position, so that the first con-
necting rod 25 goes up to allow the upper end 24a to
contact the upper edge of the first elongate opening 231
to press up the bell crank 23. Thus, the bell crank 23
shifts to the second rest position B1 against the force of
the fourth spring 25.
[0065] Then, it will be described how to assemble the
locking assembly 4. As shown in Fig. 3, before the first
base member 7 is connected to the second base member
11, the first subassembly 41 for the first base member 7
and the second subassembly 42 for the second base
member 11 are formed.
[0066] The ends of the pivots 14,16 are previously
crimped. The opening lever 9 and the sensing member
10 are pivotally connected to the first base member 7
with the pivots 14,16 and the springs 15,17 are connect-

ed, so that the first subassembly 41 is formed.
[0067] One end of the first pivot 12 or the end which
projects from the second base member 11 is crimped
and the hook member 8 is pivotally connected to the sec-
ond base member 11 with the pivot 12. As shown in Figs.
8 and 9, the hook member 8 is put between the second
base member 11 and the larger-diameter portion 121 of
the first pivot 12 to enable the hook member 8 to rotate.
[0068] After the first and second subassemblies 41,42
are formed, a positioning projection 76 of the first base
member 7 is engaged in a positioning opening 115 of the
second base member 11 and positioned. And the other
end of the first pivot 12 is put into an axial hole 72 of the
first base member 7 and crimped in Fig. 2. As mentioned
above, the first fixing portion 73 is joined to the second
fixing portion 112 with a bolt 18 in a direction perpendic-
ular to the pivots 12,14,16. The first subassembly 41 and
the second subassembly 42 are previously formed, which
results in efficient assembling of the locking assembly 4.
[0069] The first base member 7 is connected to the
second base member 11 with the bolt 18 at an opening
side of the striker-engaging grooves 71,111 with the first
pivot 12 at the inner part of the striker-engaging grooves
71,111 thereby preventing deformation around the strik-
er-engaging grooves 71,111 in which load is gathered
and improving lock strength.
[0070] The hook member 8 is pivotally connected to
the second base member 11, and the opening lever 9
and the sensing member 10 are pivotally connected to
the first base member 7. Thus, the hook member 8 and
the sensing member 10 are arranged in parallel between
the first base member 7 and the second base member
11, thereby shortening height of the locking assembly 4.
As a result, the locking assembly 4 can be disposed in a
narrow space close to the shoulder of the seat back 3.
Thus, the locking assembly 4 can be disposed at a po-
sition spaced from a hinge shaft at maximum thereby
reducing moment acting to the locking assembly 4 and
improving support strength of the seat back 3.
[0071] The hook member 8 can be disposed closer to
the body panel to which the striker 5 is fixed thereby short-
ening the length of the engagement portions 51,52 and
improving locking strength.
[0072] The function of the present embodiment will be
described:

(i) When the seat back 3 is held in the first standing 
position in Fig. 12:

[0073] The first engagement portion 51 of the striker 5
engages in the first engagement groove 81 of the hook
member 8, In this condition, the first engagement portion
51 contacts the receiving edge 8a of the hook member 8.
[0074] The contact portion 101 of the sensing member
10 rides on the first engagement portion 51 of the striker
5 to move the detecting position. Thus, the operating
knob 21 is held in the first rest position. The passenger
visually confirm the first rest position in which the upper
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surface of the operating knob 21 is coplanar with the up-
per surface of the guide member 20 thereby easily mak-
ing sure that the first engagement portion 51 of the striker
5 engages in the first engagement groove 81 of the hook
member 8 to allow the seat back 3 to be held surely in
the first standing position.

(ii) When the seat back 3 is held in the second stand-
ing position in Fig. 15:

[0075] The second engagement portion 52 of the strik-
er 5 engages in the first engagement groove 81 of the
hook member 8 and the first engagement portion 51 en-
gages in the second engagement portion 82 with play.
In this situation, against leaning of the seat back 3, the
second engagement portion 52 contacts the receiving
edge 8a of the first engagement groove 81. The first en-
gagement portion 51 is spaced apart from the buffer por-
tion 87 in the second engagement groove 82.
[0076] The contact portion 101 of the sensing member
10 rides on the second engagement portion 52 to move
to the detecting position, thereby holding the operating
knob 21 in the first rest position A. Thus, as well as the
above (i), it allows the passenger to visually confirm that
the second engagement portion 52 engages in the first
engagement groove 81 of the hook member 8 so that the
seat back 3 may be held in the second standing position.

(iii) When the seat back 3 falls down or when the 
striker 5 disengages from the hook member 8 of the 
locking assembly 4 in Fig. 11.

[0077] The hook member 8 is held in the standby po-
sition by the force of the first spring 13; the sensing mem-
ber 10 is held in the standby position by the force of the
third spring 17; and the bell crank 23 is held in the second
rest position B,B1 against the force of the fourth spring 25.
[0078] The passenger visually confirms that the upper
surface of the operating knob 21 is retracted in the guide
member 20 to allow the indicator to be exposed thereby
making sure that the striker 5 disengages from the hook
member 8 of the locking assembly 4.

(iv) When the seat back 3 is moved from the falling 
position to the first standing position:

[0079] When the seat back 3 stands up from the falling
position, the first engagement portion 51 of the striker 5
engages in each of the striker-engaging groove 71,111
to get in touch with the inclined edge 83 of the hook mem-
ber 8 and the inclined edge 102 at the end of the sensing
member 10 to move the hook member 8 upwards from
the standby position against the force of the first spring
13, to jump up the sensing member 10 against the force
of the third spring 17 and to allow the contact portion 101
on the first engagement portion 51 to move to the detect-
ing position.
[0080] When the first engagement portion 51 contacts

the contact portion 8b of the second arm 85 of the hook
member 8 in Fig. 13, the seat back 3 rests at the first
standing position and the hook member 8 moves to the
engagement position by the force of the first spring 13 to
allow the first engagement portion 51 of the striker 5 to
engage in the first engagement groove 81 in Fig. 12. As
a result, the seat back 3 is held in the first standing po-
sition and the operating knob 21 moves from the second
rest position B to the first rest position A.
[0081] When the operating knob 21 moves from the
second rest position B to the first rest position A, the bell
crank 23 is connected to the opening lever 9 with play
corresponding to a moving distance between the second
rest position B1 and the first rest position A1 of the bell
crank 23. So movement of the operating knob 21 from
the second rest positionB1 to the first rest position A1is
not transmitted to the opening lever 9. As a result, even
though the operating knob 21 moves to the first rest po-
sition A, the hook member 8 can be held in the engage-
ment position.

(v) When the seat back 3 is moved from the first 
standing position to the falling position:

[0082] The operating knob 21 is pushed from the first
rest position A to the first operating position C. Thus, the
bell crank 23 rotates from the first rest position A1 to the
first operating position C1 against the force of the fourth
spring 25 and the hook member 8 rotates from the stand-
by position to the first-step unlocking position via the sec-
ond connecting rod 26 and the opening lever 9 in Fig.
13. Thus, the first engagement portion 51 of the striker
5 becomes releasable from the first engagement groove
81. In this situation, the seat back 3 is rotated forwards
to move to the falling position.
[0083] When the operating knob 21 is pressed in from
the first rest position to the first operating position C, the
operating knob 21 is joined to the sensing member 10
such that movement of the bell crank 23 between the first
rest position A1 and the first operating position C1 is
transmitted to the sensing member 10, so that action of
the operating knob 21 is not transmitted to the sensing
member 10.
[0084] When the seat back 3 moves to the falling po-
sition, the operating knob 21 is moved to the second rest
position and retracted thereby preventing the operating
knob 21 from contacting a front sheet (not shown) to dam-
age the surface of the front sheet.

(vi) When the seat back 3 is moved from the first 
standing position to the second standing position:

[0085] As shown in Fig. 14, the operating knob 21 is
pressed into the second operating position D to move
the bell crank 23 to the second operating position D1.
Thus, the hook member 8 is moved to the second-step
unlocking position via the second connecting rod 26 and
opening lever 9 to enable the first engagement portion
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51 of the striker 5 to be released from the first engage-
ment groove 81 of the hook member 8. In this condition,
the seat back 3 is pushed rearwards to allow the first
engagement portion 51 to engage in the second engage-
ment groove 82 to release the operation of the operating
knob 21. As shown in Fig. 15, the hook member 8 is
moved to the engagement position by the force of the
first spring 13 to allow the second engagement portion
52 to engage in the first engagement groove 81 and allow
the first engagement portion 51 to put in the second en-
gagement groove 82 with play.
[0086] When the first engagement portion 51 of the
striker 5 comes into the second engagement groove 82,
the first engagement portion 51 contacts the buffer por-
tion 87 of the hook member 8 moved to second-step un-
locking position thereby relieving contacting sound when
the seat back 3 stops in the second standing position and
determining a position for stopping the seat back 3. As
a result, the first engagement groove 81 of the hook mem-
ber 8 can surely engage with the second engagement
portion 52. When the hook member 8 moves to the en-
gagement position, the buffer portion 87 goes away from
the first engagement portion 51 and does not bind the
first engagement portion 51 thereby allowing the first en-
gagement groove 81 to engage the second engagement
portion 52 surely without subjecting to irregularity in size
between the first engagement portion 51 and the second
engagement portion 52 of the striker 5 and errors in a
mounting position of the striker 5 and locking assembly 4.

(vii) When the seat back 3 is moved from the second 
standing position to the falling position:

[0087] Similar to the above (vi), the operating knob 21
is pressed into the second operating position D to allow
the hook member 8 to move to the second-step unlocking
position, so that the second engagement portion 52 of
the striker 5 becomes releasable from the first engage-
ment groove 81 of the hook member 8 and the first en-
gagement portion 51 becomes releasable from the sec-
ond engagement groove 82 to allow the seat back to fall
forwards.
[0088] The foregoing merely relate to embodiment of
the invention. Various changes and modifications may
be made by a person skilled in the art without departing
from the scope of claims

Claims

1. A vehicle seat lock that is engagable with a striker
(5) fixed to a vehicle body, comprising:

a first subassembly (41) comprising a first base
member (7), a second pivot (14), an opening
lever (9) pivotally secured on the second pivot
(14) to the first base member (7), and a second
spring (15) wound on the second pivot (14), the

first base member (7) having a first striker-en-
gaging groove (71) in which the striker (5) is en-
gagable; and
a second subassembly (42) comprising a sec-
ond base member (11), a first pivot (12), a hook
member (8) pivotally secured on the first pivot
(12) to the second base member (11), and a first
spring (13) wound on the first pivot (12), the sec-
ond base member (11) having a second striker-
engaging groove (111) in which the striker (5) is
engagable;
characterized in that:
a bolt (18) that extends perpendicular to an axis
of the first pivot (12) is operable to couple the
first base member (7) with the second base
member (11) with the bolt (18) at an open side
of the first striker-engaging groove (71) and the
second striker-engaging groove (111), a burring
(74) being formed on a first fixing portion (73) of
the first base member (7), an engagement hole
(113) that engages with the burring (74) being
formed on the second fixing portion (112), the
bolt (18) being screwed in the burring (74) that
engages in the engagement hole (113).

2. A vehicle seat lock of claim 1 wherein a sensing
member (10) is pivotally secured to the first base
member (7) and is operable to detect whether or not
the hook member (8) engages with the striker (5).

3. A vehicle seat lock of claim 1 wherein the first pivot
(12) for pivotally securing the hook member (8) is
configured as a bolt.

Patentansprüche

1. Fahrzeugsitzverriegelung, die mit einer am Fahr-
zeugaufbau befestigten Gegenplatte (5) in Eingriff
bringbar ist, umfassend:

eine erste Baugruppe (41) umfassend ein erstes
Grundelement (7), eine zweite Drehachse (14),
einen Öffnungshebel (9), der drehbar um die
zweite Drehachse (14) am ersten Grundelement
(7) gesichert ist, und eine zweite Feder (15) die
um die zweite Drehachse (14) gewickelt ist, wo-
bei das erste Grundelement (7) eine erste Ein-
griffsausnehmung (71) aufweist, in die die Ge-
genplatte (5) in Eingriff bringbar ist; und
eine zweite Baugruppe (42) umfassend ein
zweites Grundelement (11), eine erste Drehach-
se (12), ein Hakenelement (8), das drehbar um
die erste Drehachse (12) am zweiten Grundele-
ment (11) gesichert ist, und eine erste Feder
(13), die um die erste Drehachse (12) gewickelt
ist, wobei das zweite Grundelement (11) eine
zweite Eingriffsausnehmung (111) aufweist, in

13 14 



EP 1 810 875 B1

9

5

10

15

20

25

30

35

40

45

50

55

die die Gegenplatte (5) in Eingriff bringbar ist;

gekennzeichnet durch:

einen Bolzen (18), der rechtwinklig zu einer Ach-
se der ersten Drehachse (12) angeordnet ist und
die Verbindung des ersten Grundelements (7)
mit dem zweiten Grundelement (11) mittels des
Bolzens (18) erlaubt an einer offenen Seite der
ersten Eingriffsausnehmung (71) und die zweite
Eingriffsausnehmung (111), eine Entgratung
(74), die auf einem ersten Befestigungsab-
schnitt (73) des ersten Grundelements (7) und
auf einem zweiten Befestigungsabschnitt (112)
des zweiten Grundelements (11) angeordnet ist,
ein Eingriffshohlraum (113), der mit der Entgra-
tung (74) in Eingriff steht und auf dem anderen
des ersten Befestigungsabschnitts (73) oder
zweiten Befestigungsabschnitts (112) ausgebil-
det ist, wobei der Bolzen (18) in die Entgratung
(74), die mit dem Eingriffshohlraum (113) in Ein-
griff steht, geschraubt ist.

2. Fahrzeugsitzverriegelung nach Anspruch 1, wobei
ein Erfassungselement (10) drehbar am ersten
Grundelement (7) gesichert ist dazu ausgebildet ist
zu erfassen, ob das Hakenelement (8) mit der Ge-
genplatte (5) in Eingriff steht.

3. Fahrzeugsitzverriegelung nach Anspruch 1, wobei
die erste Drehachse (12) zum drehbaren Sichern
des Hakenelements (8) als Bolzen ausgebildet ist.

Revendications

1. Verrou de siège de véhicule qui peut être mis en
prise avec une gâche (5) fixée à une carrosserie de
véhicule, comprenant :

un premier sous-ensemble (41) qui comprend
un premier élément de base (7), un second pivot
(14), un levier d’ouverture (9) attaché au premier
élément de base (7) en pivotant sur le second
pivot (14), et un second ressort (15) enroulé sur
le second pivot (14), le premier élément de base
(7) ayant une première gorge (71) de prise avec
la gâche dans laquelle la gâche peut être mise
en prise ; et
un second sous-ensemble (42) qui comprend
un second élément de base (11), un premier pi-
vot (12), un élément formant crochet (8) attaché
au second élément de base (11) en pivotant sur
le premier pivot (12), et un premier ressort (13)
enroulé sur le premier pivot (12), le second élé-
ment de base (11) ayant une seconde gorge
(111) de prise de la gâche et dans laquelle la
gâche (5) peut être mise en prise ;

caractérisé en ce qu’

une vis (18) qui s’étend perpendiculairement à
un axe du premier pivot (12) a pour effet d’ac-
coupler le premier élément de base (7) au se-
cond élément de base (11), la vis (18) se trou-
vant sur un côté ouvert de la première gorge de
prise de la gâche (71) et de la seconde gorge
(111) de prise de la gâche, une barbe 74 étant
formée sur une première partie de fixation (73)
du premier élément de base (7), un trou de prise
(113) qui entre en prise avec la barbe (74) étant
formé sur la seconde partie de fixation (112), la
vis (18) étant vissée dans la barbe (74) qui est
en prise dans le trou de prise (113).

2. Verrou de siège de véhicule selon la revendication
1, dans lequel un élément détecteur (10) est attaché
de façon pivotante au premier élément de base (7)
et a pour effet de détecter si l’élément formant cro-
chet (8) est ou n’est pas en prise avec la gâche (5).

3. Verrou de siège de véhicule selon la revendication
1, dans lequel le premier pivot (12) servant à attacher
l’élément formant crochet (8) de façon pivotante a la
configuration d’une vis.
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