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Electric  commutator  motor,  particularly  for  domestic  laundry  washers. 

@  An  electric  commutator  motor  of  the  universal 
type,  particularly  for  domestic  laundry  washers  and 
the  like,  comprising  a  hollow  stator  with  an  asso- 
ciated  copper  winding  and  a  rotor  formed  of  a  lami- 
nated  stack  provided  with  grooves  for  containing  the 
rotor  winding. 

For  reducing  the  number  of  components,  for 
obtaining  a  more  compact  construction  and  for  facili- 
tating  the  assembly  of  the  motor,  the  rotor  (14)  is 
enclosed  between  two  symmetric  half  shells  (18) 

|  which  are  subsequently  inserted  into  the  stator  (10) 
jso  as  to  be  engaged  with  the  poise  pieces  (13) 
*  thereof. 
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Electric  Commutator  Motor,  Particularly  for  Domestic  Laundry  Washers 

Further  characteristics  and  advantages  of  the 
motor  according  to  the  invention  will  become  more 
clearly  evident  from  the  following  description,  given 
by  way  of  example  with  reference  to  the  accom- 

5  panying  drawings,  wherein: 
fig.  1  shows  a  diagrammatic  elevational  view 

of  a  motor  according  to  an  embodiment  of  the 
invention, 

fig.  2  shows  a  sideview  of  one  of  the  two  half 
10  shells  enclosing  the  rotor  of  the  motor,  and 

fig.  3  shows  an  end  view  of  the  motor  shown 
in  fig.  1. 

The  motor  according  to  the  invention  generally 
15  comprises  a  conventional  hollow  stator  10  of  a 

ferromagnetic  material  (fig.1)  internally  provided 
with  a  copper  wire  winding  11  wound  upon  two 
insulating  elements  12  disposed  at  opposite  loca- 
tions  and  defining  respective  pole  pieces  13  (fig. 

20  3). 
The  motor  further  comprises  a  rotor  14  fixedly 

secured  to  a  shaft  1  5  and  conventionally  formed  of 
a  laminated  stack  of  a  ferromagnetic  material  pro- 
vided  with  grooves  for  containing  the  strands  of  the 

25  rotor  winding  16  (fig.  1). 
Fixedly  secured  to  shaft  15  are  a  commutator 

17,  a  pair  of  bearings  and,  when  required,  one  or 
more  pulleys  and  a  rotary  speed  sensor  compo- 
nent.  These  wholly  conventional  components  have 

30  not  been  depicted  in  the  drawings  for  the  sake  of 
simplicity. 

Rotor  14  has  to  be  mounted  and  centered 
within  stator  10,  to  which  purpose  the  state  of  the 
art  requires  the  employ  of  two  opposite  end  plates 

35  interconnected  by  tension  bolts,  and  a  number  of 
additional  structural  elements.  The  machining  of 
the  end-  plates  has  to  be  highly  accurate,  and  the 
assembly  of  the  motor  is  a  complicated,  time- 
consuming  and  laborious  operation. 

40  According  to  the  principal  object  of  the  inven- 
tion,  these  structural  elements  and  the  respective 
assembly  operations  are  to  be  eliminated. 

The  invention  instead  proposes  the  employ  of 
only  two  symmetric  half  shells  18  formed  of  an 

45  amagnetic  material  such  as  plastic,  aluminum,  a 
zinc  alloy,  stainless  steel  or  the  like,  between  which 
rotor  14  is  inclosed  for  subsequent  insertion  into 
the  internal  space  of  stator  10. 

An  individual  half  shell  18  is  depicted  in  detail 
so  in  fig.  2.  It  has  a  concave  internal  surface  19 

adapted  to  conform  to  the  exterior  surface  of  rotor 
14,  and  two  opposite  profiled  end  portions  20 
adapted  to  be  engaged  with  complementary  end 
portions  of  the  other  half  shell  so  as  to  enclose  the 
components  fixedly  secured  to  rotor  shaft  1  5. 

The  present  invention  relates  to  an  electric 
commutator  motor  of  the  universal  type  normally 
adapted  to  operate  at  controlled  speeds  and  to  be 
employed  in  a  wide  range  of  applications,  for  in- 
stance  in  domestic  laundry  washers  and  the  like. 

A  motor  of  the  type  defined  above  generally 
comprises  a  hollow  stator  of  a  ferromagnetic  ma- 
terial  with  an  associated  copper  winding,  and  a 
rotor  formed  of  a  laminated  stack  of  a  ferromag- 
netic  material  and  provided  with  grooves  for  con- 
taining  the  strands  of  the  rotor  winding.  The  shaft 
of  the  rotor  carries  a  fixedly  mounted  commutator 
and  is  mounted  by  means  of  two  bearings  in  two 
end  plates  interconnected  by  a  number  of  tension 
bolts. 

The  assembly  and  centering  of  the  motor  re- 
quire  additional  structural  elements  such  as  screws, 
Seeger  rings,  bushings,  pins  and  the  like,  resulting 
in  a  complicated  construction  and  preventing  the 
advantageous  rationalization  of  production  and  stor- 
age  of  components. 

A  principal  object  of  the  invention  is  the  provi- 
sion  of  an  electric  commutator  motor  based  on  a 
construction  concept  different  from  that  of  conven- 
tional  motors  for  eliminating  certain  components  to 
result  in  a  more  compact  construction  permitting 
the  motor  to  be  manufactured  and  assembled  by 
automatized  systems  and  equipment. 

The  proposed  solution  permits  the  assembly  of 
motors  of  different  dimensions  and  power  output 
with  the  employ  of  standardized  and  interchange- 
able  components,  and  is  conducive  to  obtain  im- 
proved  performance  as  regards  noise  generation, 
operating  temperatures  and  electrical  and  mechani- 
cal  protection. 

These  objects  are  attained  according  to  the 
invention  in  an  electric  commutator  motor,  particu- 
larly  for  domestic  laundry  washers,  comprising  a 
hollow  stator  of  a  ferromagnetic  material  with  an 
associated  copper  winding,  and  a  rotor  formed  of  a 
laminated  stack  of  a  ferromagnetic  material  pro- 
vided  with  grooves  for  containing  the  strands  of  the 
rotor  winding,  the  shaft  of  the  rotor  carrying  a 
communtator  fixedly  secured  thereto,  bearings  for 
mounting  the  rotor  and,  when  so  required,  a  pulley 
and  a  rotary  speed  sensor  component,  said  motor 
being  characterized  in  that  said  rotor  in  a  pre- 
assembied  state  is  enclosed  between  two  symmet- 
ric  half  shells  of  an  amagnetic  material  provided 
with  profited  end  portions  and  axial  extensions  for 
mounting  thereon  the  components  to  be  secured  to 
the  shaft  of  the  rotor,  said  half  shells  being  adapted 
to  be  inserted  into  the  interior  of  the  stator  and  to 
be  engaged  with  the  end  portions  of  the  pole 
pieces  thereof. 
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are  simply  joined  and  inserted  into  the  stator  in  a 
force  fit; 
-  possibility  of  pre-assembiing  the  rotor  including 
its  bearings,  pulleys  and  rotary  speed  sensor  com- 

5  ponents; 
-  possibility  of  using  half  shells  and  motor  shafts  of 
the  same  shape  and  dimensions  for  motors  of 
different  power  output  within  certain  limits; 
-  possibility  of  providign  the  half  shells  with  mount- 

w  ing  means  for  various  components  such  as 
brushes,  bearings,  mounting  supports  and-  the  like, 
and  suitable  protection  means  (dust-retaining  parti- 
tions); 
-  reduction  of  the  noise  generation  due  to  turbulent 

75  air  flows  thanks  to  the  more  regular  configuration  of 
the  voids  between  the  rotor  and  the  stator; 
-  reduction  of  the  operating  temperature  of  the 
motor  thanks  to  improved  ventilation  due  to  the  fact 
that  the  stator  winding  is  not  enclosed  between  end 

20  plates. 

The  outer  surface  of  each  half  shell  18  is 
formed  with  guide  means  for  the  insertion  of  rotor 
14  into  stator  10  in  accurate  alignment.  These 
guide  means  specifically  include  two  opposite 
guides  21  adapted  to  cooperate  with  the  end  por- 
tions  of  the  pole  pieces  13  of  stator  winding  11, 
and  a  guide  22  adapted  to  cooperate  with  an 
internal  projection  of  stator  10  (fig.  3). 

Both  guides  21  and  guides  22  extend  over  a 
limited  length  with  respect  to  the  body  of  the  half 
shell  so  that  their  respective  ends  act  as  insertion 
limiting  stops  as  the  rotor  is  inserted  into  the  stator. 
In  this  manner  an  additional  advantage  is  obtained 
by  the  possibility  of  using  half  shells  of  the  same 
dimensions  for  different  dimentsions  of  the 
rotor/stator  (for  example,  from  35  mm  to  55  mm), 
to  always  ensure  proper  centering  of  the  rotor 
within  the  stator. 

The  half  shells  18  are  additionally  provided 
with  a  seat  23  for  mounting  a  brush  carrier  element 
24.  This  seat  is  simultaneously  fashioned  as  the 
respective  half  shell  is  being  formed,  and  located 
adjacent  the  end  portion  thereof  at  the  side  cor- 
responding  to  the  commutator  17  secured  to  shaft 
15. 

During  the  process  of  forming  the  half  shells, 
each  half  shall  is  additionally  provided  with  an 
internal  partition  25  (fig.  2)  for  preventing  the  car- 
bon  powder  produced  by  the  wear  of  the  brushes 
from  entering  the  voids  between  the  components  of 
the  adjacent  bearing. 

At  one  of  its  end  portions  each  half  shell  18  is 
finally  provided  with  an  axial  extension  26  formed 
with  a  seat  30  for  the  motor  mounting  brackets  and 
for  the  optional  mounting  of  rotational  speed  sensor 
components. 

In  the  example  depicted  in  figs.  1  and  3,  the 
motor  mounting  brackets  27  are  formed  as  plate 
members  having  a  tubular  sleeve  portion  28  for 
mounting  on  the  respective  seat  30,  and  two  arm 
portions  provided  with  holes  29  for  securing  them, 
by  means  of  suitable  known  fixing  elements  such 
as  bolts  and  nuts,  to  the  machine  to  be  equipped 
with  the  motor,  for  instance  to  the  tub  of  a  domes- 
tic  laundry  washer. 

It  is  of  course  possible  to  employ  different 
mounting  elements,  depending  on  the  type  of  ma- 
chine  in  which  the  motor  is  to  be  installed;  it  is  thus 
for  instance  possible  to  employ  resilient  vibration- 
dampener  mounting  devices. 

The  motor  according  to  the  invention  definitely 
offers  the  following  important  advantages  over  pre- 
viously  known  motors: 
-  reduction  of  the  number  of  structural  components, 
particularly  elimination  of  end  plates  and  asso- 
ciated  tension  bolts, 
-  simplicity  of  assembly,  which  may  even  be 
automatized,  by  the  employ  of  the  half  shells  which 

Claims 

25  1.  An  electric  commutator  motor,  particularly 
for  domestic  laundry  washers,  comprising  a  hollow 
stator  of  a  ferromagnetic  material  with  an  asso- 
ciated  copper  winding,  and  a  rotor  formed  of  a 
laminated  stack  of  a  ferromagnetic  material  pro- 

30  vided  with  grooves  for  containing  the  strands  of  the 
rotor  winding,  the  shaft  of  said  rotor  carrying  a 
commutator  fixedly  secured  thereto,  a  number  of 
support  bearings,  and  when  so  required,  a  pulley 
and  a  rotary  speed  sensor  component,  said  motor 

35  being  characterized  in  that  said  rotor  (14)  in  a  pre- 
assembled  state  is  enclosed  between  two  symmet- 
ric  half-shells  (18)  of  an  amagnetic  material  pro- 
vided  with  profiled  end  portions  (20)  and  axial 
extensions  (26)  for  mounting  said  components  se- 

40  cured  to  said  shaft  (15),  said  half  shells  (18)  being 
adapted  to  be  inserted  into  said  stator  (10)  and  to 
be  engaged  with  the  end  portions  of  the  pole 
pieces  (13)  thereof. 

2.  A  motor  according  to  claim  1  ,  characterized 
45  in  that  each  half  shell  (18)  is  formed  as  a  one-piece 

member  and  provided  with  guides  (21,  22)  for 
engagement  with  said  stator  (10)  on  its  outer  sur- 
face,  and  on  its  inner  surface,  with  a  transverse 
dust-protection  wall  (25)  at  the  side  facing  said 

50  commutator  (17). 
3.  A  motor  according  to  claim  1  ,  characterized 

in  that  each  half  shell  (18)  is  formed  with  a  seat 
(23)  for  mounting  a  respective  brush  support  ele- 
ment  (24). 

55  4.  A  motor  according  to  claim  1  ,  characterized 
in  that  each  half  shell  (18)  has  two  seats  (30) 
formed  at  its  end  portions  adapted  to  be  mounted 
in  a  conventional  resilient  vibration  dampener 
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mounting  device  or  in  a  rigid  mounting  bracket  (27) 
provided  with  means  (29)  for  mounting  the  motor  in 
a  machine  to  be  driven  thereby. 
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