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@  Analog  macro  embedded  in  a  digital  gate  array. 
(g)  A  single  logic  gate  array  chip  is  disclosed  having  a  first 
portion  dedicated  to  the  generation  of  one  or  more  clock 
signals  and  the  remaining  portion  occupied  by  logic  circuits. 
The  first  portion  uses  the  same  gate  array  cell  design  as 
embodied  in  the  logic  circuits  of  the  remaining  portion.  Both 
portions  are  powered  by  similar  gate  array  metallization 
patterns,  although  some  of  the  cells  of  the  clock  signal  sources 
are  disconnected  from  the  normal  chip  powering  busses  and 
are  powered  instead  by  respective  control  signal  generators. 
Each  control  signal  represents  the  frequency  difference 
between  a  given  clock  signal  and  a  reference  signal.  The  cells 
which  are  powered  by  a  given  control  signal  introduce  a 
commensurate  signal  delay  to  drive  the  clock  signal  frequency 
into  a  predetermined  relationship  with  the  frequency  of  the 
reference  signal. 
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Description 

ANALOG  MACRO  I 

Field  of  the  Invention 

The  present  invention  relates  to  logic  gate  array 
;hips,  also  termed  master  slices,  and  more  particu- 
arly  concerns  such  chips  adapted  to  provide  analog 
'unctions  and  digital  functions  from  respective  areas 
Df  the  same  chip. 

Background  of  the  Invention 

As  chips  become  larger  in  size  and  greater  in 
circuit  density  and  approach  the  complexity  of 
computer  systems,  the  need  arises  to  incorporate 
both  analog  and  digital  functions  on  the  same  chip. 

In  a  straightforward  approach,  each  of  the  re- 
quired  analog  circuits  and  digital  circuits  can  be 
designed  separately,  without  regard  to  the  other. 
However,  such  an  approach  does  not  permit  any 
exploitation  of  pre-existing  chip  designs  of  exclu- 
sively  one  functional  kind  to  incorporate  the  other 
functional  kind,  e.g.  to  add  analog  functions  to  a 
pre-existing  digital  function  gate  array. 

Summary  of  the  Invention 

One  object  of  the  present  invention  is  to  imple- 
ment  analog  as  well  as  digital  functions  on  the  same 
gate  array  or  masterslice  chip  without  the  need  for 
more  than  one  basic  gate  or  masterslice  cell  design. 

Another  object  is  to  provide  oscillator  and  logic 
functions  on  the  same  gate  array  chip  using  the 
same  basic  gate  design. 

A  further  object  is  to  provide  a  plurality  of  different 
frequency  oscillators  as  well  as  logic  functions  on 
the  same  gate  array  chip. 

Another  object  is  to  provide  a  plurality  of  different 
frequency  oscillators  and  logic  functions  on  the 
same  gate  array  using  similar  array  powering 
metallization  patterns. 

Yet  another  object  is  to  add  oscillator  function  to  a 
pre-existing  logic  gate  array  using  the  same  cell 
design. 

These  and  other  objects  are  achieved,  in  accord- 
ance  with  a  preferred  embodiment  of  the  present 
invention,  by  the  provision  of  a  logic  gate  array 
having  one  portion  dedicated  to  the  generation  of  at 
least  one  oscillator  signal.  The  dedicated  portion 
utilizes  the  same  gate  array  cell  design  and  similar 
array  powering  metallization  patterns  as  the  remain- 
ing  logic  portion  of  the  array. 

In  one  embodiment,  the  invention  comprises 
a  single  semiconductor  chip  for  performing  both 
logic  and  analog  functions,  comprising: 
a  gate  array  composed  of  cells  with  digital  logic 
elements  therein  disposed  on  the  single  chip,  with 
each  of  the  cells  having  a  power  supply  line; 
a  main  power  bus  for  providing  electrical  power  to 

D  IN  A  DIGITAL  GATE  ARRAY 

the  power  supply  lines  of  the  gate  array  cells; 
means  for  connecting  the  logic  elements  in  a 

5  plurality  of  the  cells  to  form  at  least  one  oscillating 
circuit,  oscillating  at  a  signal  frequency; 
means  for  disconnecting  the  main  power  bus  from  a 
first  set  of  the  cells  used  to  form  the  oscillating 
circuit; 

10  means  for  receiving  the  frequency  signal  from  the  at 
least  one  oscillating  circuit  and  for  receiving  a 
reference  frequency  signal,  and  for  generating  a 
control  signal  indicative  of  the  frequency  difference 
between  the  signal  frequencies;  and 

15  means  for  providing  the  control  signal  to  the  power 
supply  lines  of  the  first  set  of  cells  used  to  form  the 
oscillating  circuit  to  provide  a  controlled  amount  of 
power  thereto  in  order  to  control  the  frequency  of 
oscillation  of  the  oscillating  circuit. 

20  In  a  second  embodiment,  each  generation  circuit 
is  comprised  of  a  phase  comparator,  a  reference 
frequency  circuit,  and  an  odd  number  of  array  cells 
connected  in  an  oscillator  loop  whereby  each 
oscillator  loop  cell  in  this  odd  number  of  array  cells 

25  inverts  and  delays  its  respective  input  signal. 
The  amount  of  delay  introduced  by  each  oscillator 

loop  cell  is  a  function  of  its  applied  power  supply 
voltage.  Accordingly,  the  chip  power  line  buss  is 
connected  to  all  of  the  cells  of  the  array  except  for 

30  the  oscillator  loop  cells  which  instead  are  powered 
by  the  control  voltage  output  of  a  respective  phase 
comparator.  The  comparator  provides  a  control 
voltage  determined  by  the  difference  in  frequencies 
of  its  two  input  signals.  One  input  signal  is  a  desired 

35  reference  signal.  The  other  of  the  input  signals  is 
obtained  from  the  loop-connected  oscillator  cells, 
either  directly,  or  after  a  frequency  division  or 
multiplication  operation  has  been  performed. 

If  more  than  one  oscillator  frequency  is  desired 
40  on-chip,  then  a  separate  generation  circuit  is  used 

for  each  frequency,  with  a  different  frequency 
division  or  multiplication  operation  performed  on 
each  oscillator  loop  output  prior  to  application  of  the 
signal  to  its  respective  comparator.  The  same 

45  reference  signal,  however,  is  used  for  all  phase 
comparators. 

Brief  Description  of  the  Drawings 
50 

For  a  more  complete  understanding  of  the 
present  invention,  reference  should  be  made  to  the 
following  detailed  description  and  drawings  of  which 

Fig.  1  is  a  simplified  chip  layout  diagram 
55  illustrating  the  relative  positioning  of  the  ref- 

erence  signal  oscillator,  loop-connected  oscil- 
lators  and  logic  gate  array  of  a  preferred 
embodiment  of  the  present  invention; 

Fig.  2  is  a  block  diagram  of  each  phase- 
60  locked  loop  oscillator  of  Fig.  1. 

Fig.  3  is  a  block  diagram  of  the  loop-con- 
nected  oscillator  cells  of  Fig.  2;  and 

Fig.  4  is  a  representative  metallization  pattern 
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or  the  loop-connected  oscillator  portion  of 
:ig.1. 

Description  of  the  Preferred  Embodiment 

Referring  to  Fig.  1,  the  preferred  embodiment 
sxemplifies  the  introduction  of  two  clock  oscillators 
i.g.,  operating  at  the  respective  frequencies  of  40 
Ahz  and  32  Mhz,  on  a  single,  pre-existing  gate  array 
:hip  1.  The  oscillators  are  located  within  region  2 
:onveniently  positioned  along  the  accessible  per- 
meter  of  chip  1  .  Region  2,  along  with  region  3  of  chip 
i,  is  uniformly  provided  with  the  same  gate  array 
:ells  in  accordance  with  gate  array  or  masterslice 
iesign  technology.  The  array  cells  in  region  2, 
lowever,  are  connected  together  to  form  a  pair  of 
jscillator  signal  sources.  Additionally,  as  further 
described  later,  some  of  the  cells  of  region  2  are 
disconnected  from  the  cip  busses  that  otherwise 
sower  the  cells  of  the  entire  chip. 

For  enhanced  stability,  the  oscillators  of  region  2 
nay  be  crystal  controlled.  For  this  purpose,  a  single 
Dff-chip  crystal  4  is  connected  to  a  single  on-chip 
■eference  oscillator  5  (shown  in  Fig.  1)  also  located 
within  region  2. 

In  past  designs,  reference  clock  oscillator  fre- 
quencies  have  been  generated  by  respective  crystal 
Dscillator  units,  one  crystal  unit  used  per  frequency, 
n  accordance  with  one  feature  of  the  present 
nvention,  however,  the  individual  units  are  replaced 
oy  the  single  off-chip  crystal  4  of  Fig.  2,  a  single 
Dn-chip  reference  oscillator  5  and  a  plurality  of 
phase-frequency  locked  loops  6  and  7  to  generate  a 
desired  pair  of  reference  clock  frequencies.  By 
integrating  the  reference  oscillator  and  the  phase 
locked  loops  onto  a  single  chip,  a  substantial  cost 
savings  can  be  realized  over  separate  crystal 
oscillator  units. 

A  further  cost  savings  is  available,  in  accordance 
with  another  feature  of  the  present  invention,  by 
implementing  the  on-chip  oscillator  units  using  the 
cells  of  a  pre-existing  gate  array  or  masterslice 
design  originally  created  to  implement  logic  circuits. 

Fig.  2  illustrates  the  manner  in  which  the  fre- 
quency  from  off-chip  crystal  4  stabilizes  a  respective 
oscillator  8  in  the  phase  lock  loop  6  and  a  respective 
oscillator  9  in  the  phase  lock  loop  7.  In  the  phase 
lock  loop  6  configuration  illustrated  in  Fig.  2,  the 
signal  from  oscillator  8  is  applied  via  a  frequency 
divider  10  to  one  input  of  a  phase/frequency 
comparator  1  1  .  The  second  input  of  the  comparator 
11  is  obtained  from  crystal  controlled  reference 
oscillator  5.  In  this  embodiment  an  output  control 
voltage  containing  a  direct  component  representing 
the  frequency  difference  between  the  two  inputs  is 
provided  by  comparator  1  1  .  The  direct  component  of 
the  control  voltage  is  extracted  by  a  filter  12  and 
applied  as  a  powering  voltage  to  oscillator  8.  In 
conventional  servo-feedback  fashion,  the  divided- 
down  frequency  of  oscillator  8,  available  at  the 
output  of  divider  10,  is  constrained  to  be  substan- 
tially  equal  to  the  frequency  of  reference  oscillator  5. 
Thus,  the  harmonically  related  frequency  of  oscilla- 
tor  8  (where  divider  10  introduces  a  whole  integer 

quotient)  is  likewise  closely  rrequency  sxaDinzea. 
Fully  analogous  operation  may  be  achieved  by 
utilizing  a  signal  frequency  multiplier  instead  of  a 
signal  frequency  divider,  in  which  case  the  respec- 

5  tive  loop-connected  oscillator  would  be  driven  to 
operate  at  a  subharmonic  of  the  frequency  of 
reference  oscillator  5. 

The  apparatus  and  operation  of  loop  7  corre- 
sponds  to  the  above-described  loop  6,  the  only 

10  difference  being  that  oscillator  9  operates  at  a 
frequency  determined  by  the  quotient  of  frequency 
divider  13  rather  than  by  the  quotient  of  frequency 
divider  10. 

The  present  invention  is  not  restricted  to  any  one 
15  specific  circuit  design  or  technology.  Suitable  im- 

plementation  for  both  loop  6  and  loop  7  is  described, 
for  example,  in  U.S.  Patent  No.  4,594,563  issued  on 
June  10,  1986  to  Marshall  Williams.  Many  specific 
circuit  designs  are  available  to  those  skilled  in  the 

20  art,  depending  upon  the  basic  cell  design  and 
technology  of  the  gate  array  chip  employed,  e.g., 
bipolar  or  FET  technology.  Fig.  3  illustrates  a  design 
configuration  for  oscillators  8,  9  using  AND-INVERT 
(Al)  array  cells  connected  in  a  loop  design. 

?5  It  will  be  noted  from  Fig.  3  that  each  oscillator  loop 
comprises  an  odd-number  of  AND-INVERT  cells 
such  as  14,  15,  16,  17  and  18.  In  operation,  a  "one" 
present  at  the  input  (node  19)  of,  for  example,  cell  16 
remains  as  a  "one"  at  that  mode  until  the  "one" 

30  travels  fully  around  the  inverter  loop,  with  the  odd 
number  of  cummulative  inversions  and  delays  intro- 
duced  by  the  cells,  causing  a  "zero"  to  arrive  at  the 
node  19.  The  change  from  "one"  to  "zero"  at  output 
node  19  occurs  at  one  half  the  repetition  rate  of  the 

35  loop  oscillator.  Node  19  then  remains  at  a  "zero" 
value  for  five  stage  delays,  (in  this  example)  until  the 
"zero"  has  propagated  through  the  loop  and  been 
inverted  at  node  19  by  the  odd  number  of  inverter 
cells. 

40  The  oscillator  repetition  rate  can  be  varied  by 
changing  the  time  delay  experienced  by  the  propa- 
gating  pulse  in  traversing  each  of  the  cells  17,  18,  14, 
15  and  16.  It  has  been  found  that  control  of  the 
propagational  delay  can  be  realized  in  response  to 

45  changes  in  circuit  powering  potential.  It  has  also 
been  found  that  a  T2L  circuit  implementation  of  the 
basic  AND-INVERT  cells  is  especially  advantageous 
for  obtaining  delay  control  of  the  loop  oscillator 
repetition  rate,  particularly  where  the  loop  cells  are 

50  low-powered,  relative  to  the  higher  performance 
powering  of  the  cells  used  in  the  logic  portion  of  the 
gate  array  chip.  Relatively  low  or  high  powering  of 
the  cells  can  be  readily  accomplished  simply  by 
controlling  the  value  of  the  AND-INVERT  cell  load 

55  resistors.  This  load  resistor  area  may  be  determined 
by  the  area  of  the  impurity  implantation  or  diffusion 
mask  used  in  forming  the  load  resistors. 

In  order  to  control  the  propagational  delay  of  each 
loop  cell,  a  control  voltage  is  applied  via  power  line 

60  20  to  cells  14,  15,  16,  17  and  18  in  Fig.  3.  The  control 
voltage  is  derived  from  the  output  of  the  respective 
loop  filter,  such  as  filter  12  of  loop  6  of  Figure  2  and 
will  typically  vary  from  1  .4  to  2.2  volts.  However,  all  of 
the  cells  of  chip  1  are  ordinarily  powered  by  the  same 

65  power  buses.  Accordingly,  it  becomes  necessary, 
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hen  adding  the  loop-connected  oscillators  to  a 
-e-existing  gate  array,  to  isolate  the  loop  cells  from 
aid  power  busses. 
Figure  4  shows  oscillator  loops  8  and  9  discon- 

scted  at  respective  points  A  &  B  from  the  normal 
riip  power  distribution  busses  21  and  22.  The 
olated  cell  power  lines  23  and  24  are  connected 
istead  to  the  output  lines  from  the  respective  loop 
Iters  such  as  filter  12  of  loop  6  and  filter  52  of  loop  7 
f  Figure  2,  as  previously  explained.  The  required 
isconnections  and  the  required  connections  bet- 
ween  the  loop  filters  and  the  isolated  cell  power  lines 
an  be  readily  accomplished  by  customizing  a  metal 
atterning  mask  for  region  2  of  gate  array  chip  1  of 
ig.  1.  The  correspondence  of  the  Al  cells  14-18  in 
ig.  3  are  shown  in  Fig.  4  for  the  lower  Al  loop  in  the 
igure. 
While  the  present  invention  has  been  particularly 

hown  and  described  with  reference  to  preferred 
mbodiments  therefor,  it  will  be  understood  by 
hose  skilled  in  the  art  that  the  foregoing  and  other 
ihanges  in  form  and  detail  may  be  made  therein 
without  departing  from  the  spirit  and  the  scope  of 
he  present  invention,  as  defined  in  the  appended 
:laims. 

Claims 

1.  A  single  semiconductor  chip  tor  pertor- 
ming  both  logic  and  analog  functions,  compris- 
ing: 
a  gate  array  composed  of  cells  with  digital  logic 
elements  therein  disposed  on  said  single  chip, 
with  each  of  said  cells  having  a  power  supply 
line; 
a  main  power  bus  for  providing  electrical  power 
to  the  power  supply  lines  of  said  gate  array 
cells; 
means  for  connecting  said  logic  elements  in  a 
plurality  of  said  cells  to  form  at  least  one 
oscillating  circuit,  oscillating  at  a  signal  fre- 
quency; 
means  for  disconnecting  said  main  power  bus 
from  a  first  set  of  said  cells  used  to  form  said 
oscillating  circuit; 
means  for  receiving  said  frequency  signal  from 
said  at  least  one  oscillating  circuit  and  for 
receiving  a  reference  frequency  signal,  and  for 
generating  a  control  signal  indicative  of  the 
frequency  difference  between  said  signal  fre- 
quencies;  and 
means  for  providing  said  control  signal  to  the 
power  supply  lines  of  said  first  set  of  cells  used 
to  form  said  oscillating  circuit  to  provide  a 
controlled  amount  of  power  thereto  in  order  to 
control  the  frequency  of  oscillation  of  said 
oscillating  circuit. 

2.  A  chip  as  defined  as  in  claim  1,  wherein 
said  cells  are  transistor-transistor-logic  cells. 

3.  A  chip  as  defind  in  claim  1,  wherein  said 
receiving  means  includes  a  phase  detector  for 
receiving  a  reference  frequency  signal  and 
comparing  said  reference  frequency  signal  to 
the  oscillation  frequency  signal  of  said  oscillat- 
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4.  A  chip  as  defined  in  claim  1,  wherein  said 

iscillating  circuit  comprises  a  recirculating 
jop. 

5.  A  chip  as  defined  in  claim  1  ,  wherein  said 
iscillating  circuit  comprises  a  recirculating  loop 
if  voltage  inverters,  with  the  power  supply  lines 
if  said  inverters  connected  to  said  control 
iignal  from  said  receiving  means. 

6.  A  chip  as  defined  in  claim  1  wherein  said 
;ells  associated  with  said  logic  functions  are 
ligh-powered  relative  to  said  cells  associated 
vith  said  analog  functions. 

7.  A  chip  as  defined  in  claim  1  further 
comprising  means  connected  to  the  output  of 
said  oscillating  circuit  for  dividing  said  oscillat- 
ng  frequency  of  said  oscillating  circuit  by  a  first 
actor  to  obtain  a  second  frequency,  which 
second  frequency  is  applied  to  said  receiving 
neans  to  be  compared  with  said  reference 
requency  signal. 

8.  A  chip  as  defined  in  claim  7  wherein  said 
actor  is  greater  than  one. 

9.  A  chip  as  defined  in  claim  7,  further 
ncluding  means  to  cause  said  oscillating  circuit 
n  combination  with  said  receiving  means,  said 
control  signal  providing  means,  and  said  fre- 
quency  dividing  means  to  operate  as  a  first 
phase-locked  loop  circuit  for  controlling  the 
frequency  of  said  oscillator  circuit  in  accord- 
ance  with  said  reference  frequency  signal. 
10.  A  chip  defined  in  claim  7,  further  compris- 

ing; 
second  means  for  connecting  said  logic  ele- 
ments  in  a  second  plurality  of  said  cells  to  form 
a  second  oscillating  circuit,  oscillating  at  a  third 
signal  frequency; 
second  means  for  disconnecting  said  main 
power  bus  from  a  second  set  of  said  cells  used 
to  form  said  second  oscillating  circuit; 
second  means  connected  to  the  output  of  said 
second  oscillating  circuit  for  dividing  by  a 
second  factor  said  third  oscillating  frequency  of 
said  second  oscillating  circuit  to  form  a  fourth 
frequency  signal; 
second  means  for  receiving  said  fourth  fre- 
quency  signal  and  said  reference  frequency 
signal  and  generating  a  second  control  signal 
indicative  of  the  frequency  difference  between 
said  fourth  frequency  signal  and  said  reference 
frequency  signal;  and 
means  for  providing  said  second  control  signal 
to  the  power  supply  lines  of  said  second  set  of 
cells  used  to  form  said  second  oscillating  circuit 
to  provide  a  controlled  amount  of  power  thereto 
in  order  to  control  the  third  frequency  of 
oscillation  of  said  second  oscillating  circuit. 

11.  A  gate  array  chip  for  performing  both  logic 
and  frequency  generation  functions,  compris- 
ing; 
a  plurality  of  logic  cells,  with  each  logic  cell 
having  a  power  supply  line  ; 
a  main  power  bus  for  providing  electrical  power 
to  the  power  supply  lines  of  said  cells; 
a  first  recirculating  loop  formed  by  connection 
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of  a  first  set  of  said  cells,  said  first  recirculating 
loop  oscillating  at  a  first  frequency; 
a  second  recirculating  loop  formed  by  connec- 
tion  of  a  second  set  of  said  cells,  said  second 
recirculating  loop  oscillating  at  a  second  fre- 
quency; 
means  for  disconnecting  said  main  power  bus 
from  a  first  plurality  of  the  cells  in  said  first  set  of 
cells  and  from  a  second  plurality  of  said  cells  in 
said  second  set  of  cells; 
means  for  providing  a  reference  frequency 
signal; 
a  first  phase/frequency-locked  loop  including 
first  means  for  generating  a  third  signal  that  is 
indicative  of  said  first  frequency  signal;  first 
means  for  comparing  said  third  frequency 
signal  to  said  reference  frequency  signal  and  for 
generating  a  first  control  signal  indicative  of  the 
frequency  difference  therebetween;  and  first 
means  for  providing  said  first  control  signal  to 

10 
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20 

the  power  supply  lines  of  said  first  plurality  of 
cells  of  said  first  set  of  cells  to  provide  a 
controlled  amount  of  power  thereto  in  order  to 
control  the  frequency  of  oscillation  of  said  first 
recirculating  loop;  and 
a  second  phase/frequency-locked  loop  includ- 
ing  second  means  for  generating  a  fourth  signal 
that  is  indicative  of  said  second  frequency 
signal  ;  second  means  for  comparing  said  fourth 
frequency  signal  to  said  reference  frequency 
signal  and  generating  a  second  control  signal 
indicative  of  the  frequency  difference  therebet- 
ween;  and  second  means  for  providing  said 
second  control  signal  to  the  power  supply  lines 
of  said  second  plurality  of  cells  of  said  second 
set  of  cells  to  provide  a  controlled  amount  of 
power  thereto  in  order  to  control  the  frequency 
of  oscillation  of  said  second  recirculating  loop. 
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