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©  In  a  ring-shaped  magnetic  head  in  a  sandwich 
structure  of  magnetic  cores  with  nonmagnetic  sub- 
strates,  by  achieving  electric  conductance  between  a 
pair  of  opposing  magnetic  cores,  electrostatic  noise 
generated  due  to  sliding  of  the  recording  medium 
can  be  prevented  without  grounding  the  cores  them- 
selves.  If  mounted  on  an  insulating  head  base,  con- 
ductor  for  grounding  is  not  needed.  Besides,  the 
head  chip  can  be  manufactured  in  a  few  manufactur- 
ing  steps  by  the  processing  to  achieve  conductance 

Ol  between  magnetic  cores  in  a  state  of  core  block 
^composed  of  plural  head  chips  when  manufacturing 
^ a   magnetic  head. 
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MAGNETIC  HEAD 

This  invention  relates  to  a  magnetic  head,  and 
nore  particularly  to  a  ring-shaped  magnetic  head 
possessing  a  metal  magnetic  core  appropriate  for 
■ecording  and  reproducing  signals  efficiently  and 
also  to  prevention  of  electrostatic  noise  thereof.  5 

Recently,  systems  handling  signals  in  a  wide 
3and  such  as  high  definition  VTR  (Video  Tape 
Recorder)  and  digital  VTR  are  intensively  devel- 
oped,  in  this  situation,  the  recording  medium  is 
3nhanced  in  density  so  as  to  be  capable  of  record-  w 
ng  a  large  quantity  of  information,  and  in  this  trend 
ihe  iron  oxide  compounds  are  being  replaced  by 
alloy  powder,  metal  evaporated  film  or  other  re- 
cording  media  higher  in  coercive  force.  By  con- 
trast,  the  ferrite  magnetic  head  for  recording  and  15 
'eproducing  signals  on  the  recording  medium  has 
the  saturated  magnetic  flux  density  of  only  about 
5,000  gauss  at  maximum,  the  pole  tip  is  saturated 
in  the  recording  of  the  high  coercive  medium  with 
He  of  1,000  Oe  or  more  as  mentioned  above,  and  20 
sufficient  recording  is  impossible.  Accordingly,  a 
ring-shaped  magnetic  head  structured  as  shown  in 
FIG.  1  using  metal  magnetic  material  such  as  sen- 
dust  and  amorphous  magnetic  alloy  having  a  high 
maximum  magneitc  flux  density  has  been  devel-  25 
oped.  In  this  structure,  a  metal  magnetic  core  200 
is  held  by  a  nonmagnetic  substrate  100. 

In  thus  composed  magnetic  head,  when  the 
non-magnetic  substrate  100  holding  the  metal  mag- 
netic  core  200  is  insulating,  spotty  noise  may  be  30 
formed  on  the  reproduced  image  of  the  VTR.  Such 
noise  is  also  experienced  in  ferrite  head.  Its  cause 
is  considered  to  be  due  to  discharge  of  the  gen- 
erated  on  the  head  surface  due  to  electrostatic 
charge  with  the  tape,  and  it  was  believed  to  be  35 
sliding  by  grounding  the  magnetic  core  so  as  to 
allow  this  electric  charge  to  escape.  In  the  Japa- 
nese  Utility  Model  Publication  No.  62-41377  is  dis- 
closed  a  head  structure  capable  of  preventing  such 
noise  by  adhering  the  magnetic  core  to  the  head  40 
base  with  a  conductive  adhesive  and  grounding  the 
magnetic  core  electrically.  However,  the  adhesion 
of  the  conductive  adhesive  is  weak  as  compared 
with  that  of  general  adhesives,  and  the  reliability  of 
adhesion  tends  to  be  inferior,  and  when  the  entire  45 
head  is  not  conductive  such  as  the  head  in  a 
structure  of  holding  the  metal  magnetic  core  by  a 
ceramic  substrate,  if  the  metal  magnetic  core  is 
thin,  conduction  may  not  be  always  obtained  per- 
fectly  depending  on  the  size  of  the  conductive  so 
particles  of  the  conductive  adhesive.  Or,  in  the 
case  of  a  head  mounted  on  an  insulating  ceramic 
head  base  such  as  dynamic  tracking  head  using 
piezoelectric  element,  it  is  necessary  to  wind  ar- 
ound  the  conductor  in  order  to  ground  the  mag- 

netic  core,  which  resulted  in  complicated  structure. 
In  order  to  solve  the  above-discussed  prob- 

ems,  this  invention  is  intended  to  present  a  mag- 
netic  head  having  a  pair  of  magnetic  cores  dis- 
posed  opposedly  across  a  gap  conducting  with 
3ach  other  electrically. 

That  is,  the  present  inventors  have  discovered 
that  the  electrostatic  noise  is  caused,  not  by  the 
discharge  of  the  electric  charge  accumulated  on 
ihe  head  surface  into  other  parts,  but  by  the  dis- 
charge  generated  across  the  gap  due  to  the  poten- 
tial  difference  derived  from  the  difference  in  the 
quantity  of  electric  charge  charged  in  a  pair  of 
magnetic  cores  opposing  to  each  other  through  a 
nonmagnetic  gap  film  such  as  Si02"  and  glass.  It  is 
hence  found  that,  to  prevent  this  noise,  it  is  suffi- 
cient  to  eliminate  the  potential  difference  between  a 
pair  of  magnetic  cores  by  electrically  connecting 
them,  without  having  to  ground  the  magnetic  cores. 
Therefore,  when  the  head  is  designed  so  that  a 
pair  of  magnetic  cores  may  conduct  electrically,  it 
is  possible  to  prevent  generation  of  noise  by  the 
head  alone,  and  it  is  necessary  neither  to  connect 
to  the  head  base  with  conductive  adhesive,  nor  to 
ground  by  wiring  about  the  conductor  if  disposed 
on  an  insulating  head  substrate. 

While  the  novel  features  of  the  invention  are 
set  forth  in  the  appended  claims,  the  invention, 
both  as  to  organization  and  content,  will  be  better 
understood  and  appreciated,  along  with  other  ob- 
jects  and  features  thereof,  from  the  following  de- 
tailed  description  of  the  invention  taken  in  conjunc- 
tion  with  the  drawings. 

FIG.  1  is  a  perspective  view  of  a  conven- 
tional  magnetic  head; 

FIG.  2  is  a  perspective  view  of  a  first  em- 
bodiment  of  a  magnetic  head  of  this  invention; 

FIG.  3  is  a  perspective  veiw  of  a  second 
embodiment  of  a  magnetic  head  of  the  invention; 
and 

FIG.  4  and  FIG.  5  are  perspective  views 
showing  the  manufacturing  method  of  the  magnetic 
head  in  an  embodiment  of  the  invention. 

A  perspective  view  of  a  first  embodiment  of  the 
invention  is  shown  in  FIG.  2,  in  which  numeral  1  is 
a  magnetic  core  of  thin  sheet  made  of  metal  mag- 
netic  film  such  as  Co  amorphous  alloy  and  sen- 
dust,  and  this  magnetic  core  1  is  held  by  nonmag- 
netic  substrates  2  made  of  calcium  titanate  ceram- 
ics  or  the  like.  The  magnetic  core  1  is  separated 
into  a  pair  of  magnetic  cores  1A,  1B,  and  these 
magnetic  cores  1A,  1B  are,  in  their  upper  part, 
opposite  to  each  other  through  a  nonmagnetic  gap 
film  5  formed  at  the  part  of  a  front  magnetic  gap  G, 
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ind,  in  their  rear  part,  in  contact  with  each  other 
iirectly,  and  moreover  they  are  joined  together  by 
ponding  glass  4.  In  such  structure,  the  pair  of 
nagnetic  cores  1A,  1B  contact  with  each  other 
iirectly  at  a  rear  magnetic  gap  G  as  mentioned 
ibove  so  as  to  conduct,  and  when  they  are  placed 
)n  an  insulating  head  base  such  as  ceramics,  noise 
s  not  generated  if  not  grounded.  Incidentally,  nu- 
meral  3  denotes  a  winding  window. 

A  perspective  view  of  a  second  embodiment  of 
he  invention  is  shown  in  FIG.  3.  In  the  head 
according  to  this  embodiment,  the  two  magnetic 
;ores  opposing  across  a  magnetic  gap  conduct  to 
3ach  other  by  a  conductive  thin  film  6  such  as  Cr 
ind  Cu  formed  on  a  plane  Y  opposite  to  a  mag- 
netic  recording  medium  opposing  plane  X  of  the 
nead.  In  this  case,  the  pair  of  magnetic  cores  1A, 
IB-do  not  contact  with  each  other  directly,  but  are 
separated  into  right  and  left  side  by  a  nonmagnetic 
3ap  film  5. 

The  manufacturing  method  of  such  magnetic 
lead  is  explained  below  while  referring  to  FIGS.  4 
and  5.  In  the  first  place,  a  metal  magnetic  film  12  is 
brmed  on  a  nonmagnetic  substrate  1  1  by  sputter- 
ng,  and  a  plurality  thereof  are  laminated  and  ad- 
nered  with  crystallized  glass  13  or  the  like,  and 
:hen  cut  off,  thereby  fabricating  a  pair  of  core 
Dlocks  15,  16  having  the  metal  magnetic  film  and 
nonmagnetic  substrate  laminated  alternately.  One 
of  the  pair  of  core  bicoks  is  a  C-shaped  "core  block 
forming  a  winding  window  14,  while  the  other  is 
directly  formed  as  an  l-shaped  core  block.  After- 
wards,  the  gap  faces  of  the  both  core  blocks  are 
polished  to  a  mirror-smooth  surface,  and  a  non- 
magnetic  thim  film  of  glass  or  the  like  is  formed  to 
a  specified  film  thickness,  and  is  joined  and  ad- 
hered  with  bonding  glass,  and  a  metal  thin  film  of 
Cr  or  the  like  in  a  thickness  of  about  1  urn  is 
formed  on  the  opposite  side  of  the  side  of  the 
magnetic  recording  medium  sliding  face  by  a  prop- 
er  method  such  as  sputtering  and  evaporation, 
thereby  obtaining  a  core  block  1  8.  Later  it  is  cut  to 
a  specified  thickness,  and  the  front  side  is  tape 
lapped,  so  that  the  magnetic  head  as  shown  in  FIG. 
3  may  be  manufactured. 

Other  embodiment  of  the  magnetic  head  manu- 
facturing  method  of  this  invention  is  explained  be- 
low.  By  the  same  method  as  in  the  first  mebodi- 
ment  of  the  manufacturing  method,  an  l-shaped 
core  and  a  C-shaped  core  are  adhered  through  a 
magnetic  gap,  and  a  core  block  is  formed.  Then, 
through  the  magnetic  gap,  a  voltage  is  applied 
between  the  opposing  magnetic  cores,  and  the 
insulation  of  the  magnetic  gap  film  is  broken  down. 
In  this  case,  the  voltage  to  be  applied  is,  when  the 
gap  length  is,  for  example,  0.3  urn,  about  100V. 
When  the  current  during  insulation  breakdown  is 
adjusted,  the  resistance  between  the  two  cores  will 

drop  from  the  infinity  to  less  man  several  kiio- 
ohms.  To  connect  the  metal  magnetic  core  and  the 
lead  wire  for  passing  current,  when  the  magnetic 
cores  are  held  by  conductive  resin  from  both  sides, 

5  many  head  cores  may  be  processed  easily. 
According  to  this  invention,  the  noise  occurring 

due  to  the  electrostatics  generated  due  to  sliding 
with  the  recording  medium  may  be  prevented  by 
the  head  alone,  without  resort  to  the  conductive 

•o  adhesive  for  linking  between  the  head  and  head 
base  or  the  conductor  for  grounding  in  the  case  of 
the  head  on  an  insulating  head  base,  so  that  an 
excellent  reliability  will  be  obtained  in  a  simple 
structure.  Furthermore,  according  to  the  manufac- 

'5  turing  method  of  this  invention,  since  the  process- 
ing  for  conducting  between  two  cores  can  be 
achieved  in  a  laminated  state  of  multiple  head 
chips  in  the  midst  of  manufacture  of  head,  and  the 
number  of  processes  for  manfuacture  may  not  be 

»o  increased  so  much. 
While  specific  embodiments  of  the  invention 

have  been  illustrated  and  described  herein,  it  is 
realized  that  other  modifications  and  changes  will 
occur  to  those  skilled  in  the  art.  It  is  therefore  to  be 

25  understood  that  the  appended  claims  are  intended 
to  cover  all  modifications  and  changes  as  fail  within 
the  true  sprit  and  scope  of  the  invention. 

30  Claims 

1  .  A  magnetic  head  comprising  a  pair  of  mag- 
netic  cores  made  of  metal  magnetic  bodies  oppos- 
ing  across  a  nonmagnetic  gap,  and  nonmagnetic 

35  substrates  holding  these  magnetic  cores  from  both 
sides,  in  which  said  pair  of  magnetic  cores  elec- 
trically  conduct  to  each  other. 

2.  A  magnetic  head  according  to  claim  1, 
wherein  a  metal  thin  film  is  disposed  on  the  op- 

40  posite  side  of  the  magnetic  recording  medium  con- 
fronting  face  of  the  magnetic  head,  so  that  the  pair 
of  magnetic  cores  electrically  contact  to  each  oth- 
er. 

3.  A  manufacturing  method  of  magnetic  head 
45  comprising  a  step  of  fabricating  a  pair  of  core 

blocks  alternately  laminating  a  metal  magnetic  film 
and  nonmagnetic  substrate  by  forming  a  metal 
magnetic  film  on  a  nonmagnetic  substrate  and 
laminating  a  plurality  and  adhering  and  cutting  off, 

50  a  step  of  forming  a  winding  window  at  least  in  one 
of  the  pair,  polishing  the  gap  surface  of  the  both 
core  blocks  to  a  mirror  smooth  surface,  forming  a 
nonmagnetic  film  to  a  specified  thickness,  and  ad- 
hering  butt  to  butt,  and  a  step  of  forming  a  metal 

55  film  on  the  opposite  side  of  the  recording  medium 
sliding  surface,  and  cutting  it  to  a  specified  thick- 
ness. 
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4.  A  manufacturing  method  of  magnetic  head 
pomrpising  a  step  of  fabricating  a  pair  of  core 
plocks  laminating  a  metal  magnetic  film  and  non- 
magnetic  substrate  alternately  by  forming  a  metal 
nagnetic  film  on  a  nonmagnetic  substrate,  laminat-  5 
ng  a  plurality  and  adhering  and  cutting  off,  a  step 
pf  forming  a  winding  window  in  one  of  the  pair, 
polishing  the  gap  surface  of  the  both  core  blocks  to 
a  mirror  smooth  surface,  forming  a  nonmagnetic 
:iim  to  a  specified  thickness,  and  adhering  butt  to  10 
putt,  and  a  step  of  applying  a  voltage  between  the 
yvo  cores  to  break  down  the  insulation  so  as  to 
achieve  conduction  between  the  two  cores. 
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