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Description

Technical Field

[0001] The present invention relates to a retainer of a
roller bearing, such as a radial ball bearing and a radial
roller bearing, and particularly to a retainer of a sealed
bearing with grease filled therein or a retainer for balls or
rollers of a sealed bearing, such as shown e.g. in GB 1
353 045.

Background Art

[0002] A radial ball bearing has a retainer for retaining
therein plural balls that are arranged in a freely rotatable
manner in a circumferential direction between an outer
ring and an inner ring.
[0003] A sealed bearing with grease filled therein has
seal rings, such as those made of iron plate, arranged
on both the lateral end surfaces between the outer ring
and the inner ring to prevent leakage of grease filled in-
side of the bearing. There is an example of such a roller
bearing, in which an inside space of a retainer of a ball
bearing is increased to increase the durability of the ball
bearing (e.g., refer to Patent Document 1).

Patent Document 1: Japanese Patent Application
Laid-open No. 2005-214257

Disclosure of the Invention

Problems that the Invention is to Solve

[0004] There was a problem associated with a me-
chanical grease-filled seal bearing of a machine, such
as a turbo molecular pump that rotates at high speed, in
which although grease is mainly retained in an inner pe-
ripheral part of the retainer, the grease may be forced
out of the bearing from the inner peripheral part, and
thereby the operational life of the bearing is shortened.
[0005] The above problem is not avoidable in a case
where the inside space of the retainer is directly opened
to pocket holes with balls therein and openings of the
lateral sides of the retainer, such as a retainer and a ball
bearing described in the above Patent Document 1. Even
when the amount of grease filled in the inside of the re-
tainer is large, it was assumed that leakage of grease
caused by the high speed rotation shortens the opera-
tional life of the bearing.
[0006] Furthermore, in a mechanical seal bearing that
rotates at high speed, there was a problem in which ro-
tational mass unbalance takes place in a retainer by the
grease forced out and hence vibration is caused in a bear-
ing portion.
[0007] An object of the present invention is to provide
a retainer of a ball bearing that is capable of solving those
problems, and preventing such leakage of grease filled
in a seal bearing as well as extending the life of the bear-

ing.

Means to Solve the Problems

[0008] In order to accomplish the above object, there
is provided a retainer according to claim 1.

Advantages of the Invention

[0009] The present invention produces an advanta-
geous effect in which grease is held in the recesses in
the inner circumferential part of the retainer, thereby the
grease is unlikely to be forced out even by centrifugal
force applied during the high-speed rotation and hence
the grease remaining period is elongated, and supply of
grease to the surfaces of the balls is continued for an
elongated period of time and thereby elongate the oper-
ational life of the bearing.

Brief Description of the Drawings

[0010]

FIG. 1 is a vertical cross sectional view of a retainer
not claimed.
FIG. 2 is a lateral cross sectional view of the retainer.
FIG. 3 is a vertical cross sectional view of a ball bear-
ing using the retainer.
FIG. 4 is a vertical cross sectional view of a retainer
of an Embodiment according to the invention.
FIG. 5 is a vertical cross sectional view of a retainer
not claimed.
FIG. 6 is a lateral cross sectional view of the retainer
of FIG. 5.

Description of Reference Numerals

[0011]

1, 7, 11: retainers
1A, 7A, 11A: main bodies
1a, 7a, 11a: pockets
1b, 7b, 11b: recesses
B: ball bearing

Best Mode for Carrying out the Invention

[0012] Hereinafter, the best mode for carrying out the
present invention will be described.
[0013] An example of retainer not claimed will be de-
scribed with reference to FIGS. 1 to 3.
[0014] FIG. 1 is a vertical cross sectional view of a re-
tainer 1, and FIG. 2 is a lateral cross sectional view of
the retainer 1.
[0015] The retainer 1 is composed of a main body 1A
having a circular annular shape, and the main body 1A
is made of a composite material such as a cloth-contain-
ing phenol resin and is formed to have a permeability to
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a grease base oil.
[0016] A reference numeral 1a represents a circular
pocket for holding balls, and each of these pockets 1
extends through the main body 1A in a radial direction
and has an inner circumference having a cylindrical
shape.
[0017] A reference numeral 1b represents a recess
having a substantially square shape, and each of these
recesses 1b is formed at an intermediate part between
the corresponding adjacent pockets 1a, 1a on the inner
circumferential surface of the main body 1A.
[0018] The depth of each recess 1b is set to be, for
example, half of the thickness of the main body 1A so as
not to cause influences on the strength of the main body
1A.
[0019] Now, the description will be made for a method
of using the retainer 1 of the present invention. FIG. 3
shows a vertical cross sectional view of a ball bearing B
using the retainer 1.
[0020] In FIG. 3, a reference numeral 2 represents an
outer ring, and 3 represents an inner ring, in which the
retainer 1 is interposed between the outer ring 2 and the
inner ring 3. A ball 4 is interposed between a circular
groove 2a of an inner circumference of the outer ring 2
and a circular groove 3a of an outer circumference of the
inner ring 3 and is retained to be rollable in the retainer
1, and more specifically in each of the pockets 1a of the
main body 1A.
[0021] Seal rings 5 are respectively mounted to oppo-
site lateral end surfaces between the outer ring 2 and the
inner ring 3 and are each made of an iron plate or the like.
[0022] These seal rings 5 are held to have at least an
outer circumferential portion thereof held in tight contact
with the outer ring 2 to thereby prevent leakage of grease
filled in the ball bearing B.
[0023] The grease is also filled in a peripheral portion
of the main body 1A, as well as in the recesses 1b of the
main body 1A.
[0024] Upon rotation of the inner ring 3 or the outer ring
2, of the ball bearing B, the main body 1A and more spe-
cifically the retainer 1 is rotated at a speed slighter slower
than those rings. In a case where the inner ring 3 or the
outer ring 2 is rotated at high speed, the retainer 1 is also
rotated at high speed. Since the grease held in the re-
cesses 1b are unlikely to be forced out of the recesses
1b to the outside even by centrifugal force at high speed,
the grease remains in the ball bearing B for an elongated
period of time. As a result, the grease base oil transmits
through the cloth of the composite material of the retainer
1 and hence is supplied to the surface of each ball 4 for
an elongated period of time, which produces an advan-
tageous effect in which the operational life of the ball
bearing B is extended.
[0025] Since the grease held in the recesses 1b is un-
likely to be forced out of the main body 1A or the retainer
1, unbalance is not caused in the ball bearing B to thereby
produce an advantageous effect in which occurrence of
vibration of the ball bearing due to the grease forced out

is eliminated.

Embodiment according to the invention

[0026] The description will be made for an embodiment
of the present invention with reference to FIG. 4.
[0027] FIG. 4 is a vertical cross sectional view of a re-
tainer 7 of this embodiment.
[0028] The retainer 7 is composed of a main body 7A
having a circular annular shape, and the main body 7A
is made of a composite material such as a cloth-contain-
ing phenol resin and is formed to have a large width.
[0029] Plural pockets 7a having a cylindrical shape for
retaining balls extend through the main body 7A in a radial
direction.
[0030] A reference numeral 7b represents a recess
and each of these recesses 7b has a substantially square
shape with a thin projection 7bt projecting from one side
of the square, and these recesses 7b are arranged sym-
metrical to each other on both the lateral sides relative
to the center line connecting the center portions of the
pockets 7a of the inner circumferential surface of the main
body 7A. The depth of the recesses 7b is set to be, for
example, about half of the thickness of the main body 7A.
[0031] Each pair of the laterally opposite recesses 7b,
7b and each pocket 7a are alternatively arranged along
the circumference of the inner circumferential surface of
the main body 7A.
[0032] Now, the description will be made for a method
of using the retainer 7 of this embodiment and its advan-
tageous effects.
[0033] The retainer 7 is also used in the same manner
as the retainer 1 of the previously described example of
retainer.
[0034] The main body 7A of the retainer 7 of this em-
bodiment is arranged to have the thin projections 7bt of
the recesses 7b facing each other, so that even where
the distance between the adjacent pockets 7a for ball
retaining is small, it is possible to ensure a large area for
each recess 7b. Since the projections 7bt of the recesses
7b extend into the inside of the lines of the pockets 7a,
a grease base oil stored in the projections 7bt permeates
inside of the cloth of the retainer 7 and reaches the pock-
ets 7a by centrifugal force, thereby producing advanta-
geous effects in which the lubrication of the surface of
the ball 4 within each pocket 7a. can be satisfactorily
made and hence the operational life of the bearing can
be extended.
[0035] In this embodiment, the recesses 7b are sym-
metrically arranged to face each other on the opposite
lateral sides relative to the center line connecting the
center portions of the pockets 7a, while it is possible to
employ an arrangement, in which the recesses 7b are
arranged on either lateral side relative to the center line.
[0036] The description will be made for an example of
retainer not claimed with reference to FIGS. 5 and 6.
[0037] FIG. 5 is a vertical cross sectional view of a re-
tainer 11 of this example, and FIG. 6 is a lateral cross
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sectional view of the retainer 11.
[0038] A main body 11A having a circular annular
shape of the retainer 11 of this example is configured to
have an inner circumferential surface of each pocket 11a
for retaining a ball therein formed into a spherical concave
shape corresponding to the ball.
[0039] The retainer 11 is configured to be dividable into
two pieces and a reference numeral 11c represents a
joint portion of them.
[0040] The recesses 11b each have the same shape
as that of the recesses 1b of the other previously de-
scribed example of retainer not claimed.
[0041] The spherical shape of the pockets 11a for re-
taining the balls therein prevents the retainer 11 from
vibrating in the radial direction.
[0042] The retainer 11 is also used in the same manner
as the retainer 1 of the previously described example or
the previously described embodiment of the invention.
[0043] The embodiment of the invention was described
by taking, for example, the case in which a radial ball
bearing is used, while it is possible to form plural recesses
for grease storage in an inner circumferential surface of
a retainer of a radial roller bearing.
[0044] Instead of the alternative arrangement of the
pockets and the recesses, the recesses themselves may
be alternatively arranged.

INDUSTRIAL APPLICABILITY

[0045] The present invention is utilized for a grease-
filled bearing for use in a rotational shaft or the like of a
tube molecular pump that rotates at high speed.

Claims

1. A retainer of a ball bearing comprising a main body
having a circular annular shape, and a plurality of
circular pockets that extend through the main body
in a radial direction for retaining balls therein, where-
in intermediate parts between adjacent pockets in
an inner circumferential surface of the main body
define recesses for holding grease, wherein the re-
cesses are formed at the inner circumferential sur-
face of the main body so as to extend only partially
through the main body, the recesses are each
formed into a substantially square shape, and the
substantially square shaped recesses each have a
projecting opening extending from one side of the
square into the inside of the lines of the circular pock-
ets, wherein a composite material is used for the
main body, thereby enabling a grease base oil to
permeate therethrough.

2. A retainer of a ball bearing according to claim 1,
wherein the recesses are arranged on any of one
lateral side or both lateral sides relative to the center
line drawn in the circumferential direction on an inner

circumferential surface of the main body, which line
connects center portions of the plural pockets.

3. A retainer of a ball bearing according to claim 2,
wherein the projecting opening extends towards the
center line of an inner circumferential surface of the
main body.

4. A retainer of a ball bearing according to any one of
claims 1 to 3,
wherein an inner circumferential surface of each of
the pockets is formed into a cylindrical shape.

5. A retainer of a ball bearing according to any one of
claims 1 to 3,
wherein an inner circumferential surface of each of
the pockets is formed into a spherical concave
shape.

Patentansprüche

1. Halter für ein Kugellager, der einen Hauptkörper um-
fasst, der eine kreisrunde, ringförmige Gestalt sowie
mehrere kreisrunde Taschen aufweist, die sich in
einer radialen Richtung durch den Hauptkörper hin-
durch erstrecken, um darin Kugeln aufzunehmen,
wobei Zwischenteile zwischen benachbarten Ta-
schen in einer Innenumfangsfläche des Hauptkör-
pers Ausnehmungen zum Aufnehmen von Fett de-
finieren, wobei die Ausnehmungen so an der Innen-
umfangsfläche des Hauptkörper ausgebildet sind,
dass sie sich nur teilweise durch den Hauptkörper
hindurch erstrecken, wobei die Ausnehmungen je-
weils zu einer im Wesentlichen quadratischen Form
gebildet sind und wobei die im Wesentlichen qua-
dratischen Ausnehmungen jeweils eine hervorste-
hende Öffnung aufweisen, die sich von einer Seite
des Quadrates ins Innere der Reihen der kreisförmi-
gen Taschen erstrecken, wobei ein Verbundmaterial
für den Hauptkörper verwendet wird, wodurch ein
Fettgrundöl dort hindurchdringen kann.

2. Halter für ein Kugellager nach Anspruch 1, wobei die
Ausnehmungen auf einer Seite oder auf beiden Sei-
ten relativ zur Mittelachse, die in der Umfangsrich-
tung an einer Innenumfangsfläche des Hauptkör-
pers gezogen ist, angeordnet sind, wobei diese Ach-
se die mittleren Abschnitte der mehreren Taschen
verbindet.

3. Halter für ein Kugellager nach Anspruch 2, wobei
sich die hervorstehende Öffnung in Richtung der Mit-
telachse einer Innenumfangsfläche des Hauptkör-
pers erstreckt.

4. Halter für ein Kugellager nach einem der Ansprüche
1 bis 3, wobei eine Innenumfangsfläche einer jeden
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der Taschen zu einer quadratischen Form ausgebil-
det ist.

5. Halter für ein Kugellager nach einem der Ansprüche
1 bis 3, wobei eine Innenumfangsfläche einer jeden
der Taschen zu einer kugelförmig-konkaven Form
ausgebildet ist.

Revendications

1. Dispositif de retenue d’un roulement à billes com-
prenant un corps principal ayant une forme annulaire
circulaire, et une pluralité de poches circulaires qui
s’étendent à travers le corps principal dans une di-
rection radiale pour retenir des billes dans celui-ci,
dans lequel des parties intermédiaires entre les po-
ches adjacentes dans une surface circonférentielle
interne du corps principal définissent des évide-
ments pour retenir la graisse, dans lequel les évide-
ments sont formés au niveau de la surface circonfé-
rentielle interne corps principal de manière à s’éten-
dre uniquement partiellement à travers le corps prin-
cipal, chacun des évidements étant formé dans une
forme sensiblement carrée, et les évidements de for-
me sensiblement carrée ont tous une ouverture fai-
sant saillie qui s’étend depuis un côté du carré à
l’intérieur des lignes des poches circulaires, dans
lequel un matériau composite est utilisé pour le corps
principal, de manière à permettre à de l’huile à base
de graisse de pénétrer à travers lui.

2. Dispositif de retenue d’un roulement à billes selon
la revendication 1, dans lequel les évidements sont
disposés sur l’un quelconque d’un côté latéral ou
des deux côtés latéraux par rapport à la ligne mé-
diane tracée dans le sens de la circonférence sur
une surface circonférentielle interne du corps prin-
cipal, laquelle ligne relie des parties centrales de la
pluralité de poches.

3. Dispositif de retenue d’un roulement à billes selon
la revendication 2, dans lequel l’ouverture faisant
saillie s’étend vers la ligne centrale d’une surface
circonférentielle interne du corps principal.

4. Dispositif de retenue d’un roulement à billes selon
l’une quelconque des revendications 1 à 3, dans le-
quel une surface circonférentielle interne de chacu-
ne des poches est formée dans une forme cylindri-
que.

5. Dispositif de retenue d’un roulement à billes selon
l’une quelconque des revendications 1 à 4, dans le-
quel une surface circonférentielle interne de chacu-
ne des poches est formée dans une forme concave
sphérique.
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