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Description

[0001] The present invention relates to nasal delivery
devices and methods for delivering substances, in par-
ticular particulate substances, such as powdered sub-
stances, to the nasal cavities of subjects, and in particular
multi-dose devices adapted for use with a plurality of con-
tainers, such as capsules, blisters and vitals, which each
contain a single dose of substance.
[0002] Current nasal delivery systems can adequately
treat topical diseases, but are not suited to the delivery
of substances to the upper part of the nasal airway, and
in particular for targeted delivery to the olfactory region
and sinus ostia.
[0003] The Turbohaler (RTM) as developed by Astra-
Zeneca AB, where adopted for nasal delivery has not
been a success. A large fraction of particles is deposited
in the anterior region of the nasal cavity. Furthermore,
the nasal cavity becomes narrower during nasal inhala-
tion, thus further reducing the deposition efficiency in the
posterior regions of the nasal airway, in particular in nar-
row and congested noses. There is also a considerable
risk of inhalation of small particles to the lungs, as dem-
onstrated in previous studies.
[0004] It is thus an aim of the present invention to pro-
vide nasal delivery systems which are suited to deliver
substances, in particular particulate substances, such as
powdered substances, to the nasal cavities of subjects,
and in particular nasal powder delivery systems for both
tropical delivery and nose-to-brain (N2B) delivery.
[0005] In one embodiment it is an aim of the present
invention to provide for bi-directional nasal delivery using
a single-dose or multi-dose device, such as a duo-dose
device, where utilizing capsules or blisters containing ac-
tive drug substance having a suitable particle size, size
distribution surface properties and formulations, in order
to achieve optimal delivery to the nasal mucosa in general
and/or targeted delivery to specific regions of a nasal
cavity. Bi-directional nasal delivery is disclosed in the ap-
plicant’s earlier WO-A-00/51672, or WO-A-03/082393.
[0006] In another embodiment it is an aim of the
present invention to prevent delivery to selected regions
of the nasal cavity, in particular to the anterior valve area,
by utilizing two separate delivery channels, that is, a cen-
tral channel for the drug substance and air, and an outer
channel which acts to modify and optimize the deposition
pattern of the particles in the nasal cavity.
[0007] In one aspect the present invention provides a
nasal delivery device for delivering substance to a nasal
cavity of a subject, the delivery device comprising: a con-
tainer-receiving unit comprising a container chamber for
receiving a substance-containing container which con-
tains substance to be delivered to the nasal cavity of the
subject, the container chamber including an inlet and an
outlet; a nosepiece unit including a nosepiece for fitting
to a nasal cavity of the subject and being in fluid commu-
nication with the outlet of the container chamber; a
mouthpiece unit including a mouthpiece in fluid commu-

nication with the inlet of the container chamber and
through which the subject in use exhales, such as to en-
train substance from the container and deliver the same
through the nosepiece; and moisture mitigation means
for mitigating an effect of moisture in an exhaled breath
on the entrainment of substance from the container,
which means are provided, for example, by providing the
container in a replaceable container-containing member,
by a pressure-sensitive valve which normally closes the
fluid connection between the container chamber and the
mouthpiece, and a temperature regulator upstream of
the container chamber.
[0008] In another aspect the present invention pro-
vides a nasal delivery device for delivering substance to
a nasal cavity of a subject, the delivery device comprising:
a container-receiving unit comprising a container cham-
ber for receiving a substance-containing container which
contains substance to be delivered to the nasal cavity of
the subject, the container chamber including an inlet and
an outlet; a nosepiece unit including a nosepiece for fitting
to a nasal cavity of the subject and being in fluid commu-
nication with the outlet of the container chamber; a
mouthpiece unit including a mouthpiece in fluid commu-
nication with the inlet of the container chamber and
through which the subject in use exhales, such as to en-
train substance from the container and deliver the same
through the nosepiece; and a moisture-reducing element
for reducing condensation at or downstream of the con-
tainer chamber.
[0009] In a further aspect the present invention pro-
vides a nasal delivery device for delivering substance to
a nasal cavity of a subject, the delivery device comprising:
a container-receiving unit comprising a container cham-
ber for receiving a substance-containing container which
contains substance to be delivered to the nasal cavity of
the subject, the container chamber including an inlet and
an outlet; a nosepiece unit including a nosepiece for fitting
to a nasal cavity of the subject and being in fluid commu-
nication with the outlet of the container chamber; a
mouthpiece unit including a mouthpiece in fluid commu-
nication with the inlet of the container chamber and
through which the subject in use exhales, such as to en-
train substance from the container and deliver the same
through the nosepiece.
[0010] In a yet further aspect the present invention pro-
vides a nasal delivery device for delivering substance to
a nasal cavity of a subject, the delivery device comprising:
a body member; a carrier which is supported by the body
member and carries a plurality of substance-containing
containers; a nosepiece unit including a nosepiece for
fitting to a nasal cavity of the subject; a mouthpiece unit
including a mouthpiece trough which the subject in use
exhales; and an actuating mechanism which is operative,
in each operation, to open a plurality of the substance-
containing containers, and including a valve unit for fluidly
connecting the mouthpiece to a respective one of the
opened substance-containing containers in successive
exhalation cycles.
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[0011] In a still further aspect the present invention pro-
vides a method of delivering substance to a nasal cavity
of a subject, the method comprising the steps of: dispos-
ing a substance-containing container which contains
substance to be delivered to the nasal cavity of the sub-
ject in a container chamber, the container chamber in-
cluding an inlet and an outlet; fitting a nosepiece in fluid
communication with the outlet of the container chamber
to a nasal cavity of the subject; the subject exhaling
through a mouthpiece which is in fluid communication
with the inlet of the container chamber, such as to deliver
an air flow through the container chamber and entrain
substance from the container and deliver the same
through the nosepiece and into the nasal cavity of the
subject; and drawing moisture from the exhaled air flow
upstream of the container chamber, such as to reduce
condensation at or downstream of the container cham-
ber.
[0012] In a yet still further aspect the present invention
provides a method of delivering substance to a nasal
cavity of a subject, the method comprising: the steps of:
disposing a substance-containing container which con-
tains substance to be delivered to the nasal cavity of the
subject in a container chamber, the container chamber
including an inlet and an outlet; fitting a nosepiece in fluid
communication with the outlet of the container chamber
to a nasal cavity of the subject; and the subject exhaling
through a mouthpiece which is in fluid communication
with the inlet of the container chamber, such as to deliver
an air flow through the container-chamber and entrain
substance from the container and deliver the same
through the nosepiece and into the nasal cavity of the
subject.
[0013] Preferred embodiments of the present invention
will now be described hereinbelow by way of example
only with reference to the accompanying drawings, in
which:

Figures 1(a) to (f) illustrate a nasal delivery device
in accordance with a first embodiment of the present
invention;

Figures 2(a) to (f) illustrate a nasal delivery device
in accordance with a second embodiment of the
present invention;

Figures 3(a) to (f) illustrate a nasal delivery device
in accordance with a third embodiment of the present
invention; and

Figures 4(a) to (f) illustrate a nasal delivery device
in accordance with a fourth embodiment of the
present invention.

Figures 1(a) to (f) illustrate a nasal delivery device
in accordance with a first embodiment of the present
invention.

[0014] The delivery device comprises a housing 15, a
capsule-receiving unit 16 for receiving a capsule C, a
nosepiece unit 17 for fitting to a nasal cavity of a subject,
a mouthpiece unit 19 through which the subject exhales,
and a capsule-piercing mechanism 20, which is operable
to pierce a capsule C as contained by the capsule-re-
ceiving unit 16 and thereby prime the delivery device for
operation, as will be described in more detail hereinbe-
low.
[0015] The housing 15 includes a first, nosepiece ap-
erture 21, in this embodiment at the upper end of the
housing 15, which receives the nosepiece unit 17, and a
second, lateral aperture 22, in this embodiment in the
lateral wall of the housing 15, through which extends an
actuator button 81 of the capsule-piercing mechanism
20, as will be described in more detail hereinbelow.
[0016] The capsule-receiving unit 16 comprises a cap-
sule-receiving member 23, in this embodiment an elon-
gate, upstanding chamber which is disposed opposite
the nosepiece aperture 21 in the housing 15, for receiving
a capsule C, in this embodiment as contained within a
capsule-containing member 49 of the nosepiece unit 17,
as will be described in more detail hereinbelow.
[0017] In this embodiment the capsule-receiving mem-
ber 23 includes an inlet 24 and an outlet 25 for providing
for an air flow therethrough, with the outlet 25, as defined
by an upper, downstream end of the capsule-receiving
member 23, being adapted to receive the capsule-con-
taining member 49 of the nosepiece unit 17, such that
the capsule-containing member 49 is a sealing fit within
the capsule-receiving member 23.
[0018] The capsule-receiving unit 16 further comprises
a pressure-sensitive valve 26 in fluid communication with
the inlet 24 of the capsule-receiving member 23, which
is such as to prevent an air flow through the capsule-
receiving member 23 until a predetermined pressure has
been developed upstream thereof. In this embodiment
the pressure-sensitive valve 2f is located at the inlet 24
to the capsule-receiving member 23.
[0019] In this embodiment the pressure-sensitive valve
26 comprises a flap member 27 which is hingeable about
a pivot 28 and normally biased to a dosed, sealing posi-
tion by a resilient element 29, here a spring, such that a
predetermined pressure is required to overcome the bi-
asing force of the resilient element 29.
[0020] The nosepiece unit 17 comprises a main body
member 45 which is configured to fit in the nosepiece
aperture 21 of the housing 15, a nosepiece 47 which
extends outwardly of the main body member 45 for fitting
to the nostril of the subject, and a capsule-containing
member 49 which extends inwardly of the main body
member 45 and contains a capsule C, the contents of
which are to be delivered to the nasal cavity of the subject.
In this embodiment the capsule C is a conventional gel-
atine capsule which contains a particulate substance,
such as a powdered substance, and typically a pharma-
ceutical substance.
[0021] In this embodiment the nosepiece 47 has a sub-
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stantially frusto-conical outer section 53 for insertion into
a nostril of the subject such as to provide a fluid-tight seal
therewith, and includes an inner channel 55, here of sub-
stantially cylindrical section, through which substance is
delivered to the nasal cavity of the subject. In this em-
bodiment the nosepiece 47, in providing a fluid-tight seal
with the nostril of the subject, provides for bi-directional
delivery through the nasal airway of the subject, as dis-
closed in the applicant’s earlier WO-A-00/51672. In an-
other embodiment, however, the nosepiece 47 need not
provide a sealing fit, thus encompassing delivery to the
nasal cavity, but not necessarily bi-directional delivery.
[0022] In this embodiment the nosepiece 47 includes
a trap element 57, typically a perforated or mesh element,
for preventing any foreign matter, such as a part of the
capsule C, which is above a predetermined size from
passing through the nosepiece 47 and into the nasal cav-
ity of the subject.
[0023] The capsule-containing member 49 includes an
elongate flow passage 63, in this embodiment cylindrical
in shape, in which the capsule C is oriented axially the-
realong such as to be rotatable therewithin when an air
flow is delivered therethrough, and an inlet aperture 65
in fluid communication with one, the downstream, end of
the flow passage 63, which inlet aperture 65 provides a
flow restriction to an air flow as delivered therethrough
and acts as a seat for one, the lower, end of the capsule
C prior to the delivery of an air flow through the flow pas-
sage 63.
[0024] The capsule-containing member 49 further in-
cludes a plurality of, in this embodiment first and second
piercing apertures 71, 73 in a lateral wall thereof for en-
abling the capsule C to be pierced at locations spaced
along the axial length thereof. In this embodiment the
first, lower aperture 71 is located such that the capsule
C is pierced at a location above the height of the dose of
substance as contained thereby when the lower end of
the capsule C is seated in the inlet aperture 65 of the flow
passage 63. In this way, the dose of substance as con-
tained by the capsule C is not released into the flow pas-
sage 63 until an air flow is delivered through the flow
passage 63.
[0025] In this embodiment the nosepiece unit 17 is pro-
vided as a replaceable unit which is replaced following
each operation of the delivery device. In this embodiment
the nosepiece unit 17 can be packaged in air-tight pack-
aging, for example, an aluminum foil package.
[0026] In an alternative embodiment only the capsule-
containing member 49 could be replaceable, such as to
be replaceable following each operation, with the nose-
piece 47 being a sealing fit to the other, downstream end
of the capsule-containing member 49. In this embodi-
ment the capsule-containing member 49 can be pack-
aged in air-tight packaging, for example, an aluminum
foil package.
[0027] In still another alternative embodiment the
nosepiece unit 17 could be a re-useable unit, with the
capsule-containing member 49 being separable from the

nosepiece 47 to allow for replacement of the capsule C
following operation of the delivery device. In this embod-
iment the capsule C can be packaged in air-tight pack-
aging, for example, an aluminum foil package.
[0028] The mouthpiece unit 19 comprises a mouth-
piece 77, in this embodiment as gripped in the lips of the
subject, through which the subject exhales to deliver an
entraining air flow through the capsule-receiving unit 16,
and an air chamber 78, in this embodiment an elongate
tubular section, which fluidly connects the mouthpiece
77 and the pressure-sensitive valve 26 of the capsule-
receiving unit 16.
[0029] In this embodiment the air chamber 78 has a
greater volume than the capsule-receiving member 23
of the capsule-receiving unit 16, and preferably has a
volume at least twice that of the capsule-receiving mem-
ber 23.
[0030] In this embodiment the air chamber 78 incorpo-
rates a temperature regulator 79, here formed as a con-
denser for cooling the exhaled air flow, at least at the
upstream end thereof. With this configuration, the ex-
haled air flow is cooled during exhalation, and also a pre-
determined volume of cooler air, as contained by the air
chamber 78, is available prior to release of the pressure-
sensitive valve 26.
[0031] In this embodiment the temperature regulator
79 comprises a labyrinthine structure. In another embod-
iment the temperature regulator 79 could be provided by
a filter element, which could also act as a microbiological
filter.
[0032] In one embodiment the temperature regulator
79 could include means for drying the condensate as
collected therein when the delivery device is not in use.
[0033] In one embodiment the air chamber 78 is re-
movable, such as to allow for cleaning or replacement.
[0034] This arrangement has been found to provide for
reliable operation of the delivery device, in delivering sub-
stance from the capsule C. The present inventors have
established that the provision of moist exhaled air directly
to the capsule C can sometimes prevent the required
rotation of the capsule C, and thereby prevent proper
release of the substance as contained thereby. By pro-
viding a volume of cooler air, and arranging for that vol-
ume of cooler air to be delivered initially in a burst, the
required rotation of the capsule C is seen repeatedly.
[0035] The capsule-piercing mechanism 20 comprises
an actuator button 81 which extends through the lateral
aperture 22 in the housing 15 such as to sallow for op-
eration by the subject, a plurality of, in this embodiment
first and second piercing elements 83, 85 which are sup-
ported by the actuator button 81 and extend forwardly
thereof, such that, on depression of the actuator button
81 from a retracted position, as illustrated in Figure 1(a),
to an extended position, as illustrated in Figure 1(b), the
piercing elements 83, 85 are driven through respective
ones of the piercing apertures 71, 73 in the lateral wall
of the capsule-containing member 49 to pierce the cap-
sule C.
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[0036] In this embodiment the capsule-piercing mech-
anism 20 includes a resilient element 87 which acts to
bias the actuator button 81 outwardly towards the retract-
ed position, such that, following depression of the actu-
ator button 81 to pierce the capsule C, the actuator button
81 is returned to the retracted position. In this embodi-
ment the resilient element 87 is formed as an integral
part of the actuator button 81, but in other embodiments
could be provided by a separate element, such as a com-
pression spring.
[0037] Operation of the delivery device will now be de-
scribed hereinbelow.
[0038] Firstly, taking the delivery device in hand, and
with a nosepiece unit 17 inserted in the housing 15, as
illustrated in Figure 1(a), the subject depresses the ac-
tuator button 81 of the capsule-piercing mechanism 20
such as to pierce the capsule C as contained in the cap-
sule-containing member 49, as illustrated in Figure 1(b).
[0039] By depressing the actuator button 81, the cap-
sule C is pierced by the piercing elements 83, 85 at two
locations spaced along the axial length thereof. In this
embodiment the first, lower piercing element 83 acts to
pierce the capsule C at a location just above the height
of the substance as contained by the capsule C, the cap-
sule C only being part filled, and the second, upper pierc-
ing element 85 acts to pierce the upper, distal end of the
capsule C.
[0040] The actuator button 81 is then released, which
causes the actuator button 81 to be returned to the re-
tracted under the bias of the biasing element 87, as illus-
trated in Figure 1(c). In this way, the delivery device is
primed and ready for use.
[0041] The subject then inserts the nosepiece 53 into
one of his nostrils, grips the mouthpiece 77 in his or her
lips and begins to exhale through the mouthpiece 77, as
illustrated in Figure 1(d). Initially, this exhalation is resist-
ed by the pressure-sensitive valve 26, thereby preventing
the delivery of an air flow through the capsule-containing
member 49 and over the capsule C.
[0042] When the subject exhales with sufficient force
to develop a pressure upstream of the pressure-sensitive
valve 26 which is greater than a predetermined pressure,
the pressure-sensitive valve 26 is opened, causing a sud-
den flow of air, as a burst of air, through the capsule-
containing member 49, as illustrated in Figure 1(e).
[0043] This burst of air acts to lift the capsule C from
the seat as defined by the inlet aperture 65 of the capsule-
containing member 49 and initiate the rotation of the cap-
sule C, which rotation acts to release the substance from
within the capsule C. With continued exhalation, the cap-
sule C continues to rotate.
[0044] Following exhalation, as illustrated in Figure
1(f), the pressure-sensitive valve 26 is returned to the
closed, sealing position and the, now empty, capsule C
is returned to a rest position.
[0045] This operation of the delivery device can be re-
peated with a new capsule C. As described hereinabove,
in this embodiment the entire nosepiece unit 17 is re-

placed, but in other embodiments either the capsule-con-
taining member 49 or just the capsule C could be re-
placed.
[0046] Figures 2(a) to (f) illustrate a nasal delivery de-
vice in accordance with a second embodiment of the
present invention.
[0047] The delivery device of this embodiment is very
similar to the delivery device of the above-described first
embodiment, and thus, in order to avoid unnecessary
duplication of description, only the differences will be de-
scribed in detail.
[0048] The delivery device of this embodiment differs
from that of the above-described embodiment in that the
nosepiece 53 includes first and second channels 55a,
55b, in this embodiment concentric annular channels,
which are centred about the longitudinal axis of the cap-
sule-containing member 49, where the first, inner chan-
nel 55a is fluidly connected to the downstream end of the
capsule-containing member 49 such that the substance
as contained by the capsule C is delivered therethrough
and the second, outer channel 55b is fluidly connected
by a ducting channel 91 to the mouthpiece 77, in this
embodiment upstream of the air chamber 78.
[0049] With this arrangement, a focussed powder aer-
osol is delivered from the outlet end of the inner channel
55a, and entrained by the co-axial air flow as delivered
from the mouthpiece 77. This arrangement is particularly
advantageous in targeting specific regions of the nasal
airway, in particular posterior regions, such as the olfac-
tory region. As this entraining air flow does not pass over
the capsule C, the humidity of the entraining air flow is
not significant.
[0050] Figures 3(a) to (f) illustrate a nasal delivery de-
vice in accordance with a third embodiment of the present
invention.
[0051] The delivery device comprises a housing 101
which includes a central support spindle 105, a carrier
109 which carries a plurality of substance-containing cap-
sules C, the contents of which are to be delivered to a
nasal cavity of the subject, and is movably disposed to
the housing 101, in this embodiment rotatably mounted
to the housing 101 about the support spindle 105, a nose-
piece unit 119 for fitting to a nasal cavity of a subject, a
mouthpiece unit 121 through which the subject exhales,
and a capsule-piercing mechanism 123, which is opera-
ble, in this embodiment simultaneously, to pierce a pair
of capsules C and thereby prime the delivery device for
operation, as will be described in more detail hereinbe-
low.
[0052] In this embodiment the capsules C are conven-
tional gelatine capsules which contain a particulate sub-
stance, such as a powdered substance, and typically a
pharmaceutical substance.
[0053] The carrier 109 comprises a body member 131,
in this embodiment an annular element, and a plurality
of capsule-containing members 133, each containing a
capsule C, which are disposed symmetrically in adjacent
pairs about the support spindle 105, such that, as the
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carrier 109 is indexed successively to new positions, new
pairs of capsule-containing members 133 arse indexed
to the capsule-piercing mechanism 123.
[0054] In this embodiment the capsule-containing
members 133 each comprises a tubular element 137
which defines an elongate flow passage 139, in this em-
bodiment cylindrical in shape, in which the capsule C is
oriented axially therealong such as to be rotatable there-
within when an air flow is delivered therethrough, and
first and second sealing members 141, 142 which seal
the opposite, lower and upper ends of the tubular element
137.
[0055] In this embodiment the capsule-containing
members 133 each include a plurality of, in this embod-
iment first and second piercing apertures 143, 144 in a
lateral wall thereof for enabling the capsule C to be
pierced at locations spaced along the axial length thereof.
In this embodiment the first, lower aperture 143 is located
such that the capsule C is pierced at a location above
the height of the dose of substance as contained thereby.
In this way, the dose of substance as contained by the
capsule C is not released into the flow passage 139 until
an air flow is delivered through the flow passage 139.
[0056] The nosepiece unit 119 comprises a body mem-
ber 145 which is movably, in this embodiment pivotally,
coupled to the housing 101 such as to be movable be-
tween a first, inoperative position, as illustrated in Figure
3(a), in which the nosepiece unit 119 is stowed away and
a second, operative position, as illustrated in Figure 3(c),
and a nosepiece 147 which extends outwardly of the body
member 145 for fitting to a nostril of the subject.
[0057] In this embodiment the body member 145 in-
cludes a flow channel 149 which fluidly connects the flow
passages 139 of an adjacent pair of the capsule-contain-
ing members 133 to the nosepiece 147 when the nose-
piece unit 119 is in the operative position.
[0058] In this embodiment the body member 145 in-
cludes first and second cutters 151 which are adapted
to cut the upper sealing members 142 of the adjacent
pair of capsule-containing members 133 when the nose-
piece unit 119 is in the operative position.
[0059] In this embodiment the body member 145 in-
cludes a catch member 155, here having a diamond-
shaped cross section which presents forwardly-directed,
tapering surfaces when the nosepiece unit 119 is pivoted
in either sense from or to the operative position, which
acts to operate in part the capsule-piercing mechanism
123 and also latch the nosepiece unit 119 in the operative
position, as will be described in more detail hereinbelow.
[0060] In this embodiment the nosepiece 147 has a
substantially frusto-conical outer section 157 for insertion
into a nostril of the subject such as to provide a fluid-tight
seal therewith, and includes an inner channel 159
through which substance is delivered to the nasal cavity
of the subject In this embodiment the nosepiece 147, in
providing a fluid-tight seal with the nostril of the subject,
provides for bi-directional delivery through the nasal air-
way of the subject, as disclosed in the applicant’s earlier

WO-A-00/51672. In another embodiment, however, the
nosepiece 147 need not provide a sealing fit, thus en-
compassing delivery to the nasal cavity, but not neces-
sarily bi-directional delivery.
[0061] The mouthpiece unit 121 comprises a body
member 165 which is movably, in this embodiment piv-
otally, coupled to the housing 101 such as to be movable
between a first, inoperative position, as illustrated in Fig-
ure 3(a), in which the mouthpiece unit 121 is stowed away
and a second, operative position, as illustrated in Figure
3(c), a mouthpiece 167 which extends outwardly of the
body member 165, in this embodiment as gripped in the
lips of the subject, through which the subject exhales to
deliver an entraining air flow, and a valve unit 169 which
is operative fluidly to connect the mouthpiece 167 to a
respective one of the adjacent pair of opened capsule-
containing members 133 in successive exhalation cy-
cles.
[0062] In this embodiment the valve unit 169 comprises
a pressure sensor which is operative to detect the pres-
sure as developed in the mouthpiece 167 and an electro-
mechanical valve, which includes two flow channel and
is switchable such as fluidly to connect the mouthpiece
167 first to one of the pair of capsule-containing members
133 and, following the first exhalation cycle, which is rep-
resented by a return to ambient pressure, then to the
other of the pair of capsule-containing members 133.
[0063] In this embodiment the body member 165 in-
cludes first and second cutters 171 which are adapted
to cut the lower sealing members 141 of the adjacent pair
of capsule-containing members 133 when the mouth-
piece unit 121 is in the operative position.
[0064] In this embodiment the body member 165 in-
cludes a catch member 175, here having a diamond-
shaped cross section which presents forwardly-directed,
tapering surfaces when the mouthpiece unit 121 is piv-
oted in either sense from or to the operative position,
which acts to operate in part the capsule-piercing mech-
anism 123 and also latch the mouthpiece unit 121 in the
operative position, as will be described in more detail
hereinbelow.
[0065] The capsule-piercing mechanism 123 compris-
es first and second piercing units 181, which are disposed
in opposed, back-to-back relation and are actuated by
movement of the nosepiece unit 119 and the mouthpiece
unit 121 from the inoperative, stowed positions to the
operative positions,
[0066] Each of the piercing units 181 includes an ac-
tuator button 182 and a plurality of, in this embodiment
first and second piercing elements 183, 185 which are
supported by the actuator button 182 and extend forward-
ly thereof, such that, on depression of the actuator button
182 from a retracted position, as illustrated in Figure 3(a),
to an extended position, as illustrated in Figure 3(b), the
piercing elements 183, 185 are driven through respective
ones of the piercing apertures 143, 144 in the lateral wall
-of the respective capsule-containing member 133 to
pierce the capsule C.
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[0067] In this embodiment the capsule-piercing units
181 each include a resilient element 187 which acts to
bias the respective actuator button 182 inwardly towards
the retracted position, such that, following depression of
the actuator button 182 to pierce the capsule C, the ac-
tuator button 182 is returned to the retracted position.
[0068] In this embodiment the actuator buttons 182
each include first and second recesses 189, 191 in a rear
surface thereof, here V-shaped in cross section, which
are configured such as to engage respective ones of the
catches 155, 175 on the body members 145, 165 of the
nosepiece and mouthpiece units 119, 121, such as to
latch the same in the operative positions.
[0069] Operation of the delivery device will now be de-
scribed hereinbelow.
[0070] Firstly, the subject indexes the carrier 109 such
as to present the next pair of capsule-containing mem-
bers 133 at the capsule-piercing mechanism 123, as il-
lustrated in Figure 3(a).
[0071] The subject then moves the nosepiece unit 119
and the mouthpiece unit 121 to the respective operative
positions, in this embodiment by pivoting the same rela-
tive to the housing 101, as illustrated in figures 3(b) and
(c).
[0072] In moving the nosepiece unit 119 and the
mouthpiece unit 121 to the respective operative posi-
tions, the catch member 155 on the body member 145
of the nosepiece unit 119 and the catch member 175 on
the body member 165 of the mouthpiece unit 121 engage
between the respective ends of the opposing actuator
buttons 182 of the piercing units 181, such as to bias the
actuator buttons 182 outwardly and pierce the capsules
C as contained in the capsule-containing members 133,
as illustrated in Figure 3(b).
[0073] By depressing the actuator buttons 182, the
capsules C are pierced by the piercing elements 183,
185 at two locations spaced along the axial length there-
of, with the piercing elements 183, 185 extending through
the piercing apertures 143, 144 in the lateral walls of the
tubular elements 137 of the capsule-containing members
133. In this embodiment the first, lower piercing elements
183 act to pierce the capsules C at locations just above
the height of the substance as contained by the capsules
C, the capsules C only being part filled, and the second,
upper piercing elements 185 act to pierce the upper, dis-
tal ends of the capsules C.
[0074] On further moving the nosepiece unit 119 and
the mouthpiece unit 121 to the respective operative po-
sitions, the catch member 155 on the body member 145
of the nosepiece unit 119 and the catch member 175 on
the body member 165 of the mouthpiece unit 121 engage
in the respective recesses 189, 191 in the rear surfaces
of the opposing actuator buttons 182 of the piercing units
181, as illustrated in Figure 3(c), with the actuator buttons
182 being returned to the retracted positions under the
bias of the biasing elements 187, whereby the nosepiece
unit 119 and the mouthpiece unit 121 are latched in the
operative positions.

[0075] Also, with movement of the nosepiece unit 119
and the mouthpiece unit 121 to the operative positions,
the cutters 151 on the body member 145 of the nosepiece
unit 119 act to rupture the upper sealing members 142
of the capsule-containing members 133 and the cutters
171 on the body member 165 of the mouthpiece unit 121
act to rupture the lower sealing members 141 of the cap-
sule-containing members 133.
[0076] The subject then inserts the nosepiece 147 into
one of his or her nostrils, grips the mouthpiece 167 in his
or her lips and exhales through the mouthpiece 167, as
illustrated in Figure 3(d).
[0077] In this first exhalation cycle, the valve unit 169
is configured such as to direct the exhaled air flow through
one of the pair of capsule-containing members 133,
which air flow acts to lift the capsule C and cause rotation
of the capsule C, and which rotation acts to release the
substance from within the capsule C. With continued ex-
halation, the capsule C continues to rotate.
[0078] Following exhalation, the, now empty, capsule
C returns to a rest position, and, as detected by the ab-
sence of any pressure in the mouthpiece 167, the valve
unit 169 is re-confgured such that the mouthpiece 167 is
fluidly connected to the other of the pair of capsule-con-
taining members 133, whereby the air flow as developed
by a subsequent exhalation breath is directed through
the other of the pair of capsule-containing members 133.
[0079] In one mode of operation the nosepiece 147 is
inserted in the other of the nostrils of the subject, and the
subject grips the mouthpiece 167 in his or her lips and
exhales through the mouthpiece 167, as illustrated in Fig-
ure 3(e).
[0080] In this second, subsequent exhalation cycle, the
valve unit 169 is configured such as to direct the exhaled
air flow through the other of the pair of capsule-containing
members 133, which air flow acts to lift the capsule C
and cause rotation of the capsule C, and which rotation
acts to release the substance from within the capsule C.
With continued exhalation, the capsule C continues to
rotate.
[0081] In this mode of operation the same, or indeed
different, substances can be delivered to each of the na-
sal cavities of the subject.
[0082] Following exhalation, the, now empty, capsule
C returns to a rest position.
[0083] In another mode of operation, where the cap-
sules C in the pair of capsule-containing members 133
contain different substances, and these substances are
both to be delivered to one nasal cavity, the nosepiece
147 is not moved to the other nostril of the subject.
[0084] Following use of the delivery device, the nose-
piece unit 119 and the mouthpiece unit 121 are returned
to the respective stowed, inoperative positions, in this
embodiment by pivoting the same relative to the housing
101, as illustrated in figure 3(f).
[0085] In moving the nosepiece unit 119 and the
mouthpiece unit 121 to the respective inoperative posi-
tions, the catch member 155 on the body member 145
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of the nosepiece unit 119 and the catch member 175 on
the body member 165 of the mouthpiece unit 121 are
released from engagement with the recesses 189, 191
in the rear surfaces of the opposing actuator buttons 182
of the piercing units 181.
[0086] This operation of the delivery device can then
subsequently be repeated for the next pair of capsules C.
[0087] Figures 4(a) to (f) illustrate a nasal delivery de-
vice in accordance with a fourth embodiment of the
present invention.
[0088] The delivery device comprises a housing 201
which includes a central support spindle 205, a carrier
209 which carries a plurality of substance-containing blis-
ters B, the contents of which are to be delivered to a nasal
cavity of the subject, and is movably disposed to the
housing 201, in this embodiment rotatably mounted to
the housing 201 about the support spindle 205, an inter-
face assembly 211 which provides the interface to the
subject, and a latch mechanism 223 which acts to latch
the interface assembly 211 in the operative position, as
will be described in more detail hereinbelow.
[0089] In this embodiment the blisters B are conven-
tional blisters which contain a particulate substance, such
as a powdered substance, and typically a pharmaceutical
substance.
[0090] The carrier 209 comprises a body member 231,
in this embodiment an annular element, and a plurality
of blisters B which are disposed symmetrically in adjacent
pairs about the support spindle 205, such that, as the
carrier 209 is indexed successively to new positions, new
pairs of blisters B are indexed to the operative position
of the interface assembly 211.
[0091] The interface assembly 211 comprises a body
member 235 which is movably, in this embodiment piv-
otally, coupled to the housing 201 such as to be movable
between a first, inoperative position, as illustrated in Fig-
ure 4(a), in which the interface assembly 211 is stowed
away and a second, operative position, as illustrated in
Figure 4(c), a nosepiece unit 219 which includes a nose-
piece 247 which extends outwardly of the body member
235 for fitting to a nostril of the subject, a mouthpiece unit
221 which includes a mouthpiece 249 which extends out-
wardly of the body member 235, in this embodiment as
gripped in the lips of the subject, through which the sub-
ject exhales to deliver an entraining air flow, and a valve
unit 251 which is operative fluidly to connect the mouth-
piece 249 to a respective one of the adjacent pair of
opened blisters B in successive exhalation cycles
[0092] In this embodiment the body member 235 in-
cludes a flow channel 259 which fluidly connects the ad-
jacent pair of blisters B to the nosepiece 249 when the
interface assembly 211 is in the operative position.
[0093] In this embodiment the body member 235 in-
cludes first and second cutters 261 which are adapted
to cut the sealing members of the adjacent pair of blisters
B when the interface assembly 211 is in the operative
position.
[0094] In this embodiment the body member 235 in-

cludes a catch member 265, here having a diamond-
shaped cross section which presents forwardly-directed,
tapering surfaces when the interface assembly 211 is
pivoted in either sense from or to the operative position,
which acts to latch the interface assembly 211 in the op-
erative position, as will be described in more detail here-
inbelow.
[0095] In this embodiment the nosepiece 247 has a
substantially frusto-conical outer section 267 for insertion
into a nostril of the subject such as to provide a fluid-tight
seal therewith, and includes an inner channel 269
through which substance is delivered to the nasal cavity
of the subject. In this embodiment the nosepiece 247, in
providing a fluid-tight seal with the nostril of the subject,
provides for bi-directional delivery through the nasal air-
way of the subject, as disclosed in the applicant’s earlier
WO-A-00/51672. In another embodiment, however, the
nosepiece 247 need not provide a sealing fit, thus en-
compassing delivery to the nasal cavity, but not neces-
sarily bi-directional delivery.
[0096] In this embodiment the valve unit 251 comprises
a pressure sensor which is operative to detect the pres-
sure as developed in the mouthpiece 249 and an electro-
mechanical valve, which includes two flow channels and
is switchable such as fluidly to connect the mouthpiece
249 first to one of the pair of blisters B and, following the
first exhalation cycle, which is represented by a return to
ambient pressure, then to the other of the pair of blisters
B.
[0097] The latch mechanism 223 comprises first and
second latch elements 281, which are disposed in op-
posed, back-to-back relation, and each comprise a latch
body 282 and a resilient element 287 which acts to bias
the latch body 282 forwardly to a latching position.
[0098] In this embodiment the latch bodies 282 each
include a recess 289 in a rear surface thereof, here V-
shaped in cross section, which acts to engage the catch
265 on the body member 235 of the interface assembly
211 when the interface assembly 211 is in the operative
position.
[0099] Operation of the delivery device will now be de-
scribed hereinbelow.
[0100] Firstly, the subject indexes the carrier 209 such
as to present the next pair of blisters B at the operative
position of the interface assembly 211, as illustrated in
Figure 4(a).
[0101] The subject then moves the interface assembly
211 to the operative position, in this embodiment by piv-
oting the same relative to the housing 201, as illustrated
in Figures 4(b) and (c).
[0102] In moving the interface assembly 211 to the op-
erative position, the catch member 265 on the body mem-
ber 235 of the interface assembly 211 engages between
the respective ends of the latch bodies 282 of the latch
units 281, such as to bias the latch bodies 282 outwardly,
as illustrated in Figure 4(b).
[0103] On further moving the interface assembly 211
to the operative position, the catch member 265 on the
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body member 235 of the interface assembly 211 engages
in the respective recesses 289 in the rear surfaces of the
opposing latch bodies 282 of the latch units 281, as illus-
trated in figure 4(c), with the latch bodies 282 being re-
turned to the retracted positions under the bias of the
biasing elements 287, whereby the interface assembly
211 is latched in the operative position.
[0104] Also, with movement of the interface assembly
211 to the operative position, the cutters 261 on the body
member 235 of the interface assembly 211 act to rupture
the sealing members of the adjacent pair of blisters B.
[0105] The subject then inserts the nosepiece 247 into
one of his or her nostrils, grips the mouthpiece 249 in his
or her lips and exhales through the mouthpiece 249, as
illustrated in Figure 4(d).
[0106] In this first exhalation cycle, the valve unit 251
is configured such as to direct the exhaled air flow through
one of the pair of blisters B, which air flow acts to entrain
the substance from the blister B.
[0107] Following exhalation, the blister B is emptied,
and, as detected by the absence of any pressure in the
mouthpiece 249, the valve unit 251 is re-configured such
that the mouthpiece 249 is fluidly connected to the other
of the pair of blisters B, whereby the air flow as developed
by a subsequent exhalation breath is directed through
the other of the pair of blisters B.
[0108] In one mode of operation the nosepiece 247 is
inserted in the other of the nostrils of the subject, and the
subject grips the mouthpiece 249 in his or her lips and
exhales through the mouthpiece 249, as illustrated in Fig-
ure 4(e).
[0109] In this second, subsequent exhalation cycle, the
valve unit 251 is configured such as to direct the exhaled
air flow through the other of the pair of blisters B, which
acts to entrain the substance from the blister B.
[0110] In this mode of operation the same, or indeed
different, substances can be delivered to each of the na-
sal cavities of the subject.
[0111] Following exhalation, the blister B is emptied.
[0112] In another mode of operation, where the blisters
B contain different substances, and these substances
are both to be delivered to one nasal cavity, the nose-
piece 247 is not moved to the other nostril of the subject.
[0113] Following use of the delivery device, the inter-
face assembly 211 is returned to the stowed, inoperative
position, in this embodiment by pivoting the same relative
to the housing 201, as illustrated in Figure 4(f).
[0114] In moving the interface assembly 211 to the
stowed position, the catch member 265 on the body
member 235 of the interface assembly 211 is released
from engagement with the recesses 289 in the rear sur-
faces of the opposing latch bodies 282 of the latch units
281.
[0115] This operation of the delivery device can then
subsequently be repeated for the next pair of blisters B.
[0116] Finally, it will be understood that the present
invention has been described in its preferred embodi-
ments and can be modified in many different ways without

departing from the scope of the invention as defined by
the appended claims.
[0117] In one modification the delivery device could be
modified to include a rotatable cartridge which includes
a plurality of capsule-containing members 49, which are
each successively indexed into the capsule-receiving
chamber 23 of the capsule-receiving unit 16.

Claims

1. A nasal delivery device for delivering substance to
a nasal cavity of a subject, the delivery device com-
prising:

a container-receiving unit (16) comprising a con-
tainer chamber (23) for receiving a container-
containing member (49) which contains a sub-
stance-containing container (C) which contains
substance to be delivered to the nasal cavity of
the subject, wherein the container chamber (23)
includes an inlet (24) and an outlet (25);
a nosepiece unit (17) including a nosepiece (47)
for fitting to a nasal cavity of the subject and
being in fluid communication with the outlet (25)
of the container chamber (23); and
a mouthpiece unit (19) including a mouthpiece
(77) in fluid communication with the inlet (24) of
the container chamber (23) and through which
the subject in use exhales, such as to entrain
substance from the container (C) and deliver the
same through the nosepiece (47),
characterized in that the container-containing
member (49) includes a flow passage (63) in
which the container (C) is disposed, such as to
be rotatable therewithin when an air flow is de-
livered therethrough:

2. The delivery device of claim 1, wherein the mouth-
piece unit (19) further comprises an air chamber (78)
which fluidly connects the mouthpiece (77) to the
inlet (24) of the container chamber (23).

3. The delivery device of claim 2, wherein the air cham-
ber (78) comprises an elongate tubular section.

4. The delivery device of claim 2 or 3, wherein the air
chamber (78) has a greater volume than the contain-
er chamber (23).

5. The delivery device of claim 4, wherein the air cham-
ber (78) has a volume at least twice that of the con-
tainer chamber (23).

6. The delivery device of any of claims 1 to 5, wherein
the air chamber (78) incorporates a temperature reg-
ulator (79) for regulating a temperature of an air flow
as exhaled therethrough.
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7. The delivery device of claim 6, wherein the temper-
ature regulator (79) is operative to cool the exhaled
air flow.

8. The delivery device of claim 6 or 7, wherein the tem-
perature regulator (79) is located at least at an up-
stream end of the air chamber (78).

9. The delivery device of claim 8, wherein the temper-
ature regulator (79) substantially fills the air chamber
(78).

10. The delivery device of any of claims 6 to 9, wherein
the temperature regulator (79) comprises a labyrin-
thine condenser.

11. The delivery device of any of claims 1 to 10, further
comprising:

a pressure-sensitive valve (26) in fluid commu-
nication with the inlet (24) of the container cham-
ber (23) and being configured such as to close
the inlet (24) of the container" chamber (23) until
a predetermined pressure is developed up-
stream of the pressure-sensitive valve (26).

12. The delivery device of claim 11, wherein the pres-
sure-sensitive valve (26) comprises a flap member
(27) which is normally biased to a closed, sealing
position.

13. The delivery device of claim 12, wherein the flap
member (27) is hingeable about a pivot (28), and the
pressure-sensitive valve (26) includes a resilient el-
ement (29) which normally biases the flap member
(27) to the closed position.

14. The delivery device of any of claims 11 to 13, wherein
the pressure-sensitive valve (26) is located adjacent
the inlet (24) to the container chamber (23).

15. The delivery device of any of claims 11 to 14, wherein
the container-receiving unit (16) comprises the pres-
sure-sensitive valve (26).

16. The delivery device of any of claims 1 to 15, wherein
the nosepiece unit (17) is removable.

17. The delivery device of claim 16, wherein the nose-
piece unit (17) further comprises a container-con-
taining member (49) which contains the container
(C) and is in use fitted in the container chamber (23).

18. The delivery device of any of claims 1 to 15, further
comprising:

a replaceable container-containing member
(49) which contains the container (C) and is in

use fitted in the container chamber (23).

19. The delivery device of any of claims 16 to 18, wherein
the nosepiece unit (17) is replaceable.

20. The delivery device of any of claims 16 to 18, wherein
the container-containing member (49) is replaceable
separately of the nosepiece (47), which is re-usable.

21. The delivery device of any of claims 16 to 18, wherein
the container (C) is replaceable and the nosepiece
(47) and the container-containing member (49) are
re-usable.

22. The delivery device of any of claims 1 to 21, wherein
the container-containing member (49) includes an
inlet aperture (65) in fluid communication with one,
upstream end of the flow passage (63), which inlet
aperture (65) provides a flow restriction to an air flow
as delivered therethrough.

23. The delivery device of claim 22, wherein the inlet
aperture (65) provides a seat for a lower end of the
container (C) prior to delivery of an air flow through
the flow passage (63).

24. The delivery device of any of claims 1 to 23, further
comprising:

a container-opening mechanism (20) which is
operative to open a container (C) as received in
the container chamber (23).

25. The delivery device of claim 24, wherein the contain-
er-opening mechanism (20) includes at least one
piercing element (83, 85) for piercing the container
(C) such as to open the same.

26. The delivery device of claim 25, wherein the contain-
er-opening mechanism (20) includes a plurality of
piercing elements (83, 85) for piercing the container
(C) at a plurality of locations spaced along the length
thereof.

27. The delivery device of claim 26, wherein the contain-
er (C) is only partially filled and the container-opening
mechanism (20) includes first and second piercing
elements (83, 85), with one of the piercing elements
(83) being configured to pierce the container (C) at
a height above a level to which the container (C) is
filled and the other of the piercing elements (85) be-
ing configured to pierce an upper region of the con-
tainer (C).

28. The delivery device of any of claims 1 to 27, wherein
the container (C) is a capsule.

29. The delivery device of any of claims 1 to 28, wherein
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the substance comprises a particulate substance.

30. The delivery device of claim 29, wherein the sub-
stance comprises a powdered substance.

Patentansprüche

1. Nasenverabreichungs-Einrichtung zur Verabrei-
chung einer Substanz in die Nasenhöhle eines Indi-
viduums, welche umfasst:

eine Behälteraufnahme-Einheit (16), welche ei-
nen Behälterraum (23) zur Aufnahme eines Be-
hälter-enthaltenden Elements (49) mit einem
Substanz enthaltenden Behälter (C), der eine in
die Nasenhöhle eines Individuums zu verabrei-
chenden Substanz enthält, umfasst, worin der
Behälterraum (23) einen Einlaß (24) und einen
Auslaß (25) beinhaltet;
eine Nasenstückeinheit (17) mit einem Nasen-
stück (47) zur Anpassung an eine Nasenhöhle
des Individuums, welche mit dem Auslaß (25)
des Behälterraums (23) in Fluidverbindung
steht; und
eine Mundstückeinheit (19) mit einem Mund-
stück (77), das mit dem Einlaß (24) des Behäl-
terraums (23) in Fluidverbindung steht und
durch das das Individuum bei Verwendung aus-
atmet, um so die Substanz aus dem Behälter
(C) mitzureißen und diese durch das Nasen-
stück (47) zu liefern,
dadurch gekennzeichnet, dass das Behälter-
enthaltende Element (49), in dem der Behälter
(C) angeordnet ist, einen Strömungsdurchlass
(63) umfasst, dass dieser, wenn ein Luftstrom
dadurch geliefert wird, damit drehbar ist.

2. Verabreichungseinrichtung nach Anspruch 1, worin
die Mundstückeinheit (19) weiter eine Luftkammer
(78) umfasst, die das Mundstück (77) mit dem Einlaß
(24) des Behälterraums (23) fluid verbindet.

3. Verabreichungseinrichtung nach Anspruch 2, worin
die Luftkammer (78) einen länglichen röhrenförmi-
gen Bereich umfasst.

4. Verabreichungseinrichtung nach Anspruch 2 oder 3,
worin die Luftkammer (78) ein größeres Volumen
aufweist als der Behälterraum (23).

5. Verabreichungseinrichtung nach Anspruch 4, worin
die Luftkammer (78) ein Volumen aufweist, das min-
destens doppelt so groß ist wie das des Behälter-
raums (23).

6. Verabreichungseinrichtung nach einem der Ansprü-
che 1 bis 5, worin die Luftkammer (78) einen Tem-

peraturregler (79) beinhaltet, um eine Temperatur
eines dadurch ausgeatmeten Luftstroms zu regulie-
ren.

7. Verabreichungseinrichtung nach Anspruch 6, worin
der Temperaturregler (79) betriebsfähig ist, den aus-
geatmeten Luftstrom zu kühlen.

8. Verabreichungseinrichtung nach Anspruch 6 oder 7,
worin der Temperaturregler (79) an mindestens ei-
nem stromaufwärts gelegenen Ende der Luftkam-
mer (78) angeordnet ist.

9. Verabreichungscinrichtung nach Anspruch 8, worin
der Temperaturregler (79) die Luftkammer (78) im
Wesentlichen ausfüllt.

10. Verabreichungseinrichtung nach einem der Ansprü-
che 6 bis 9, worin der Temperaturregler (79) einen
Labyrinthin-Kondensator umfasst.

11. Verabreichungseinrichtung nach einem der Ansprü-
che 1 bis 10, welche weiter umfasst:

ein Druck-empfindliches Ventil (26), welches mit
dem Einlaß (24) des Behälterraums (23) in Flu-
idverbindung steht und ausgestaltet ist, den Ein-
laß (24) des Behälterraums (23) zu schließen,
bis sich stromaufwärts des Druck-emapfindli-
chen Ventils (26) ein bestimmter Druck aufge-
baut hat.

12. Verabreichungseinrichtung nach Anspruch 11, wo-
rin das Druck-empfindliche Ventil (26) ein Klappen-
element (27) umfasst, das bestimmungsgemäß in
eine geschlossene, dichtende Position vorgespannt
ist.

13. Verabreichungscinrichtung nach Anspruch 12, wor-
in das Kappenelement (27) um eine Achse (28)
schwenkbar ist, und worin das Druck-empfindliche
Ventil (26) ein Federelement (28) beinhaltet, das das
Klappenelement (27) bestimmungsgemäß in die ge-
schlossene Position vorspannt.

14. Verabreichungseinrichtung nach einem der Ansprü-
che 11 bis 13, worin das Druck-empfindliche Ventil
(26) neben dem Einlaß (24) des Behälterraums (23)
angeordnet ist.

15. Verabreichungseinrichtung nach einem der Ansprü-
che 11 bis 14, worin die Behälteraufnahme-Einheit
(16) das Druck-empfindliche Ventil (26) umfasst.

16. Verabreichungseinrichtung nach einem der Ansprü-
che 1 bis 15, worin die Nasenstück-Einheit (17) ent-
fernbar ist.
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17. Verabreichungseinrichtung nach Anspruch 16, wo-
rin die Nasenstück-Einheit (17) weiter ein Behälter-
enthaltendes Element (49) umfasst, das den Behäl-
ter (C) enthält und bei Verwendung in den Behälter-
raum (23) eingepasst ist.

18. Verabreichungseinrichtung nach einem der Ansprü-
che 1 bis 15, welche weiter umfasst:

ein entfernbares Behälter-enthaltendes Ele-
ment (49), das den Behälter (C) enthält und bei
Verwendung in den Behälterraum (23) einge-
passt ist.

19. Verabreichungseinrichtung nach einem der Ansprü-
che 16 bis 18, worin die Nasenstückeinheit (17) er-
setzbar ist.

20. Verabreichungseinrichtung nach einem der Ansprü-
che 16 bis 18, worin das Behälter-enthaltende Ele-
ment (49) separat von dem Nasenstück (47), wel-
ches wiederverwendbar ist, ersetzt werden kann.

21. Verabreichungseinrichtung nach einem der Ansprü-
che 16 bis 18, worin der Behälter (C) ersetzbar ist
und das Nasenstück (47) und das Behälter-enthal-
tende Element (49) wiederverwendbar ist.

22. Verabreichungseinrichtung nach einem der Ansprü-
che 1 bis 21, worin das Behälter-enthaltende Ele-
ment (49) eine Einlaß-Öffnung (65) umfasst, die mit
einem stromaufwärts gelegenen Ende des Strö-
mungsdurchlasses (63) in Fluidverbindung steht und
die für den dadurch geleiteten Luftstrom eine Strö-
mungsbeschränkung darstellt.

23. Verabreichungseinrichtung nach Anspruch 22, wo-
rin die Einlaß-Öffnung (65) für ein unteres Ende des
Behälters (C) vor der Lieferung eines Luftstroms
durch den Strömungsdurchlass (63) einen Sitz be-
reitstellt.

24. Verabreichungseinrichtung nach einem der Ansprü-
che 1 bis 23, welche weiter umfasst:

einen Behälter-Öffnungsmechanismus (20), der
betriebsfähig ist, einen in den Behälterraum (23)
aufgenommenen Behälter (C) zu öffnen.

25. Verabreichungseinrichtung nach Anspruch 24, wo-
rin der Behälter-Öffnungsmechanismus (20) min-
destens ein Stechelement (83, 85) zum Anstechen
des Behälters (C) umfasst, um diesen zu öffnen.

26. Verabreichungseinrichtung nach Anspruch 25, wo-
rin der Behälter-Öffnungsmechanismus (20) mehre-
re Stechelemente (83, 85) umfasst, um den Behälter
(C) an mehreren, entlang seiner Länge beabstande-

ten Stellen anzustechen.

27. Verabreichungseinrichtung nach Anspruch 26, wo-
rin der Behälter (C) nur teilweise gefüllt ist und worin
der Behälter-Öffnungsmechanismus (20) erste und
zweite Stechelemente (83, 85) umfasst, worin eines
der Stechelemente (83) ausgestaltet ist, den Behäl-
ter (C) an einer Höhe über einem Niveau anzuste-
chen, bis zu dem der Behälter (C) gefüllt ist, und
worin das andere Stechelement (85) ausgestaltet ist,
einen oberen Bereich des Behälters (C) anzuste-
chen.

28. Verabreichungseinrichtung nach einem der Ansprü-
che 1 bis 27, worin der Behälter (C) eine Kapsel ist.

29. Verabreichungseinrichtung nach einem der Ansprü-
che 1 bis 28, worin die Substanz eine teilchenformige
Substanz umfasst.

30. Verabreichungseinrichtung nach Anspruch 29, wo-
rin die Substanz eine gepulverte Substanz umfasst.

Revendications

1. Dispositif d’administration nasale pour administrer
une substance à une cavité nasale d’un sujet, le dis-
positif d’administration comprenant:

une unité (16) recevant-conteneur, comprenant
une chambre (23) de conteneur pour recevoir
un membre (49) contenant-conteneur, qui con-
tient un conteneur (C) contenant- substance, qui
contient une substance devant être administrée
à la cavité nasale du sujet, dans lequel la cham-
bre (23) de conteneur inclut une entrée (24) et
une sortie (25);
une unité (17) de pièce nasale incluant une piè-
ce nasale (47) pour s’adapter à une cavité na-
sale du sujet et être en communication fluidique
avec la sortie (25) de la chambre de conteneur
(23); et
une unité (19) de pièce buccale incluant une piè-
ce buccale (77) en communication fluidique
avec l’entrée (24) de la chambre de conteneur
(23) et à travers laquelle le sujet exhale pendant
l’utilisation, de sorte à entrainer la substance à
partir du conteneur (C) et la délivrer à travers la
pièce nasale (47),
caractérisé en ce que le membre (49) conte-
nant-conteneur inclut un passage de flux (63)
dans lequel est disposé le conteneur (C), de sor-
te à pouvoir y être mis en rotation lorsqu’un flux
d’air traversant y est délivré.

2. Dispositif d’administration de la revendication 1,
dans lequel l’unité (19) de pièce buccale comprend
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en outre une chambre à air (78) qui relie fluidique-
ment la pièce buccale (77) à l’entrée (24) de la cham-
bre de conteneur (23).

3. Dispositif d’administration de la revendication 2,
dans lequel la chambre à air (78) comprend une sec-
tion tubulaire allongée.

4. Dispositif d’administration de la revendication 2 ou
3, dans lequel la chambre à air (78) a un volume
supérieur à celui de la chambre de conteneur (23).

5. Dispositif d’administration de la revendication 4,
dans lequel la chambre à air (78) a un volume au
moins double de celui de la chambre de conteneur
(23).

6. Dispositif d’administration de l’une des revendica-
tions 1 à 5, dans lequel la chambre à air (78) inclut
un régulateur de température (79) pour réguler une
température d’un flux d’air exhalé à travers elle.

7. Dispositif d’administration de la revendication 6,
dans lequel le régulateur de température (79) fonc-
tionne pour refroidir le flux d’air exhalé.

8. Dispositif d’administration de la revendication 6 ou
7, dans lequel le régulateur de température (79) est
situé au moins en une extrémité amont de la cham-
bre à air (78).

9. Dispositif d’administration de la revendication 8,
dans lequel le régulateur de température remplit sen-
siblement la chambre à air (78).

10. Dispositif d’administration de l’une des revendica-
tions 6 à 9, dans laquelle régulateur de température
(79) comprend un condenseur labyrinthique.

11. Dispositif d’administration de l’une des revendica-
tions 1 à 10, comprenant en outre :

une vanne (26) sensible à la pression, en com-
munication fluidique avec l’entrée (24) de la
chambre de conteneur (23), et configurée de
manière à fermer l’entrée (24) de la chambre de
conteneur (24) jusqu’à ce qu’une pression pré-
déterminée se développe en amont de la vanne
(26) sensible à la pression.

12. Dispositif d’administration de la revendication 11,
dans lequel la vanne (26) sensible à la pression com-
prend un membre de clapet (27) qui est normalement
chargé vers une position d’étanchéité fermée.

13. Dispositif d’administration de la revendication 12,
dans lequel le membre de clapet (27) est articulé
autour d’un pivot (28), et la vanne (26) sensible à la

pression inclut un élément (29) faisant ressort qui
charge normalement le membre de clapet (27) vers
la position fermée.

14. Dispositif d’administration de l’une des revendica-
tions 11 à 13, dans lequel la vanne (26) sensible à
la pression est située adjacente à l’entrée (24) de la
chambre de conteneur (23).

15. Dispositif d’administration de l’une des revendica-
tions 11 à 14, dans lequel l’unité (16) recevant-con-
teneur comprend la vanne (26) sensible à la pres-
sion.

16. Dispositif d’administration de l’une des revendica-
tions 1 à 15, dans lequel l’unité de pièce nasale (17)
est amovible.

17. Dispositif d’administration de la revendication 16,
dans lequel l’unité (17) de pièce nasale comprend
un membre (49) contenant-conteneur qui contient le
conteneur (C) et qui en utilisation est inséré dans la
chambre de conteneur (23).

18. Dispositif d’administration de l’une des revendica-
tions 1 à 15, comprenant en outre un membre (49)
contenant-conteneur remplaçable, qui contient le
conteneur (C) et qui en utilisation est inséré dans la
chambre de conteneur (23).

19. Dispositif d’administration de l’une des revendica-
tions 16 à 18 dans lequel l’unité (17) de pièce nasale
est remplaçable.

20. Dispositif d’administration de l’une des revendica-
tions 16 à 18, dans lequel le membre (49) contenant-
conteneur, est remplaçable séparément de la pièce
nasale (47), qui est réutilisable.

21. Dispositif d’administration de l’une des revendica-
tions 16 à 18, dans lequel le conteneur (C) est rem-
plaçable et la pièce nasale (47) et le membre (49)
contenant-conteneur sont réutilisables.

22. Dispositif d’administration de l’une des revendica-
tions 1 à 21, dans lequel le membre (49) contenant-
conteneur inclut une ouverture d’entrée (65) en com-
munication fluidique avec une extrémité amont du
passage de flux (63), l’ouverture d’entrée créant une
restriction de flux à un flux d’air délivré à travers elle.

23. Dispositif d’administration de la revendication 22,
dans lequel l’ouverture d’entrée (65) forme un siège
pour une extrémité inférieure du conteneur (C),
avant passage d’un flux d’air à travers le passage
de flux (63).

24. Dispositif d’administration de l’une des revendica-
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tions 1 à 23, comprenant en outre un mécanisme
(20) ouvre-conteneur, qui fonctionne pour ouvrir un
conteneur (C) reçu dans la chambre de conteneur
(23).

25. Dispositif d’administration de la revendication 24,
dans lequel le mécanisme ouvre-conteneur (20) in-
clut au moins un élément de perçage (83, 85) pour
percer le conteneur (C) afin d’ouvrir ce dernier.

26. Dispositif d’administration de la revendication 25,
dans lequel le mécanisme ouvre-conteneur (20) in-
clut une pluralité d’éléments de perçage (83, 85)
pour percer le conteneur (C) en une pluralité d’em-
placements espacés sur sa longueur.

27. Dispositif d’administration de la revendication 26,
dans lequel le conteneur (C) n’est que partiellement
rempli et le mécanisme ouvre-conteneur (20) inclut
un premier et un second élément de perçage (83,
85), l’un des éléments de perçage (83) étant confi-
guré pour percer le conteneur à une hauteur au-des-
sus d’un niveau auquel le conteneur (C) est rempli
et l’autre élément de perçage (85) étant configuré
pour percer une région supérieure du conteneur (C).

28. Dispositif d’administration de l’une des revendica-
tions 1 à 27, dans lequel le conteneur (C) est une
capsule.

29. Dispositif d’administration de l’une des revendica-
tions 1 à 28, dans lequel la substance comprend une
substance particulaire.

30. Dispositif d’administration de la revendication 29,
dans lequel la substance est une substance sen pou-
dre.
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