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Description

Technical Field

[0001] The present invention relates to a multi-functional monomer having a photoreactive group and, more particularly,
to a multi-functional monomer having a photoreactive group and a heat-curable functional group, an alignment film for
LCDs using the multi-functional monomer, and an LCD including the alignment film.
[0002] This application claims the benefit of the filing date of Korean Patent Application No. 10-2005-0088317 filed
on July 22, 2005 in the Korean Intellectual Property Office, the disclosure of which is incorporated herein by reference
in its entirety.

Background Art

[0003] Currently, it is required that display devices such as televisions and image devices connected to computers
are light and slim, and consume a small amount of power. Accordingly, there is a need to produce excellent LCDs in
order to obtain flat displays satisfying the above-mentioned requirements.
[0004] In the LCD, an alignment film having a surface that is inclined at a pretilt angle is provided to align liquid crystals
in a predetermined direction.
[0005] With respect to a process of producing the alignment film, a process of rubbing a polymer resin film such as a
polyimide resin formed on a substrate using cloths and the like in a predetermined direction, and a process of inclinedly
depositing silicon dioxide (SiO2) to produce an alignment film are known. However, in the case of when the alignment
film is produced using the rubbing treatment, there are problems in that the yield of products is reduced and contrast
deteriorates due to contamination caused by impurities which are generated due to contact during the rubbing and the
occurrence of static electricity. Additionally, the process using the inclined deposition is problematic in that production
cost is increased and it is difficult to produce the alignment film having the large size, thus obstructing the production of
the LCD having the large size.
[0006] In order to avoid the above-mentioned problems, currently, a method of producing the alignment film using a
transcription process is in the spotlight In the method of producing the alignment film using the transcription process, a
lithograph body, having a surface of which protrusions and recesses to be transcribed are formed, is heated and pressed
on a resin film formed on a substrate so as to form the protrusions and the recesses on a surface of the resin film.
Generally, the surface of the alignment film, which is produced using the transcription body, has a structure where a
plurality of blocks are repetitively formed in parallel on the substrate. However, in the LCD using the alignment film on
which only the protrusions and the recesses are formed by the transcription process, the interface regulating force of
the liquid crystal is poor and it is impossible to maintain desirable a pretilt angle (generally, 1° or more) by applying the
external force or heat. Thus, the so-called domains may be generated.
[0007] JP-A-11-181127 discloses a method of producing a polymer-type alignment film that has a main chain including
acrylate and methacrylate and a side chain having a photosensitive group such as a cinnamic acid group, and an
alignment film produced using the method. However, the polymer is disadvantageous in that, since mobility is poor, it
is difficult to obtain desirable alignment properties even though the polymer is exposed to light for a long time. The reason
for this is as follows. Since the photosensitive group in the polymer is restrained in the main chain of the polymer, the
photosensitive group cannot be rapidly reacted with polarized light when the polarized light is radiated. Accordingly,
since it takes a long time to produce a network polymer, process efficiency is reduced. Additionally, if the alignment is
finished after the alignment is performed for an insufficient time, the alignment of liquid crystals of the LCD is poor, thus
reducing a dichroic ratio and a contrast.

Disclosure of Invention

Technical Problem

[0008] Therefore, a first object of the invention is to provide a multi-functional monomer that is capable of producing
an alignment film designed so that photoreactive groups are rapidly aligned when light is radiated.
[0009] A second object of the invention is to provide an alignment film for LCDs using the multi-functional monomer,
and a method of producing the same.
[0010] A third object of the invention is to provide an LCD including the alignment film.

Technical Solution

[0011] In order to accomplish the first object of the invention, the invention provides a multi-functional monomer
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represented by Formula 1:

[Formula 1] X-(-Y1-Z-Y2-A)a

[0012] In Formula 1, A is a functional group of Formula 2:

(wherein Rf is hydrogen, a C1-4 alkyl or cycloalkyl group),
Z is a functional group of Formula 3:

(wherein L and L’ are respectively a nitrogen atom or an oxygen atom),
Y1 and Y2 are the same as each other or different from each other, and respectively a direct bond or C1-9 alkylene,
X is a functional group represented by Formula 5

(Formula 5) * -(CH2)n- *

wherein n is an integer ranging from 1 to 6,
a is 2 and
* denotes a connection portion.

[0013] In order to accomplish the second object of the invention, the invention provides an alignment film for an LCD
formed using the monomer, and a method of producing the same.
[0014] In order to accomplish the third object of the invention, the invention provides an LCD including the alignment film.

Brief Description of the Drawings

[0015]

Fig. 1 illustrates a liquid crystal display according to the invention;
Figs. 2 to 8 show NMR analysis results of compounds produced in Reference Examples 1 to 7;
Fig. 9 is a graph showing measurement results of UV-VIS absorbencies of the compounds produced in Reference
Examples 2, 4, 5, and 7; and
Fig. 10 shows order parameters when polarized light of 365 nm is radiated on the compounds produced in Reference
Examples 1 to 7;

Best Mode for Carrying Out the Invention

[0016] Hereinafter, the invention will be described in detail.
[0017] Since a multi-functional monomer according to the invention is applied to a substrate in a monomer state unlike
a known photoreactive polymer, a reaction rate of a photoreactive group is very high. Additionally, a typical monomer
is problematic in that, since viscosity is low, the monomer is not adsorbed on an inorganic substrate. Accordingly, the
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multi-functional monomer according to the invention includes a heat-curable functional group as well as the photoreactive
group, thus improving physical properties using heat curing.
[0018] The invention provides the multi-functional monomer represented by the following Formula 1:

[Formula 1] X-(-Y1-Z-Y2-A)a

[0019] In the Formula 1, A, Z, Y1, Y2, X, and a are defined as described above.
[0020] In the above-mentioned monomer, the photoreactive group is not restrained in a main chain of polymer unlike
a known photoreactive polymer. Thus, since it is possible to perform desirable alignment treatment even though polarized
UV is radiated for a short time, the production time and the production cost of the alignment film are reduced and
aligmnent regulating force of liquid crystals is significantly increased, thus increasing a dichroic ratio.
[0021] In the case of when the monomer is used along with a photoinitiator generating radicals using radiation of light,
photopolymerization occurs. In the case of when a photocuring reaction is performed in conjunction witch the alignment
treatment of the monomer using the polarized UV, it is possible to improve thermal stability of anisotropy occurring on
the alignment film due to polarization. The photocuring and the radiation of the polarized UV may be simultaneously
performed, or the photocuring may be performed using additional radiation of light.
[0022] In the above-mentioned Formula 1, it is preferable that Y1 and Y2 be functional groups of the following Formula 4:

[0023] In the above-mentioned Formula 4, p is an integer ranging from 0 to 9.
[0024] * denotes a connection portion, and has the same meaning throughout the specification.
[0025] In the above-mentioned Formula 1, X is the functional group represented by the following Formula 5

[0026] In the above-mentioned Formula 5, n is an integer ranging from 1 to 9.
[0027] The multi-functional monomer generally may be prepared by the following method. A compound comprising
the group of Formula 3, Y1 and X is prepared and purified, and then Y2 and A are added and reacted thereto sequentially.
The obtained compound, in the amount of equivalents equal to or more than a, is reacted with chlorides or oxides of the
center molecule "X" in the presence of catalyst of Lewis bases. However, the above method is only to set forth to illustrate,
and starting materials used in the preparation, the order of the reactions, the type of catalysts and specific conditions of
the reaction may be changed depending on the structure of compounds.
[0028] Furthermore, the invention provides an alignment film for the LCD formed using the multi-functional monomer.
The alignment film for LCD according to the invention may be produced by a method comprising the steps of applying
a solution where the multi-functional monomer is dissolved on a substrate, removing a solvent from the applied solution
to form a film, radiating UV that is polarized in a predetermined direction to provide anisotropy to a surface of the film,
and heat treating the film to form a polymer film.
[0029] When the solution is prepared, solvents having melting point of 80°C or more and having excellent solubility
to materials that are dissolved in the solvent, such as the multi-functional monomer, are preferably used as a main
solvent. Examples of the main solvent include N-methyl pyrrolidone, butyl cellosolve and the like. An additional solvent
having solubility properties different from that of the main solvent may be used in small amount, for example less than
20 wt% in the total solvent. Examples of the additional solvent include butyl carbitol. The type of the solvent may be
selected variously according to the type of synthesized materials as long as the solvent satisfies the above conditions
and the scope of the present invention is not limited to the above examples of solvents. In addition, additives such as a
surfactant, adhesive aid and heat-curable initiator, may be used. The total amount of the additives is preferred to 5 wt%
or less in the solvent.
[0030] Examples of the process of applying the multi-functional monomer solution on the substrate include, but are
not limited to a spin coating process, a roll coating process, and a slit coating process. After the multi-functional monomer
solution is applied on the substrate, baking treatment may be performed to remove the solvent if necessary.
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[0031] Next, the substrate on which the multi-functional monomer is applied is exposed to the polarized UV to dimerize
a cinnamoyl group or cinnamide group, and heating is performed to polymerize heat-curable functional groups, thereby
forming the polymer film. In connection with this, it is preferable that the thickness of the polymer compound film be 100
to 2,000 nm. If the thickness of the polymer compound film is less than 100 nm, thin film diffraction occurs at a prede-
termined wavelength of visible light, thus reducing transmissivity at a predetermined wavelength. If the thickness of the
polymer compound film is more than 2,000 nm, there is a problem in that the transmissivity is reduced due to light
absorption of the compound.
[0032] The temperature for heat treating is preferably 100°C to 350°C. The duration for heat treating is preferably 15
minutes to 2 hours. It is preferred that the temperature and duration for heat treating does not exceed 350°C and 2
hours, respectively. When the temperature and duration for beat treating does not exceed 350°C and 2 hours, respectively,
it becomes problematic in that oxidation of substrates attributable to high temperature or decomposition of materials
may occur.
[0033] During the production of the alignment film, the photoinitiator is added to the multi-functional monomer solution,
and additional radiation of light is performed at the same time the polarized UV is radiated or after the polarized UV is
radiated. As described above, the radiation of light may improve thermal stability of anisotropy occurring due to polarized
light.
[0034] In the present invention, a high-pressure mercury lamp, low-temperature mercury lamp, tungsten light, laser
and the like may be used as a light source to generate UV. The intensity of UV area is preferably 5 mW/cm2 or more.
The amount of UV radiation is preferably 5 mJ/cm2 or more in order to achieve desirable dimerization properties. The
duration for UV radiation is determined according to the required amount of UV radiation and the intensity of light source.
Examples of methods for polarizing light include a method of stacking quartz glass substrates, a method of using quartz
substrates on which an organic or inorganic thin film is formed, and a method of forming straight patterns on quartz
substrates, etc. The degree of light polarization (a value defined by the larger value between the degree of horizontal
light polarization and the degree of vertical light polarization divided by small value of the same) is preferably equal to
or more than 1.2.
[0035] The invention provides an LCD including the alignment film. Fig. 1 illustrates the LCD according to the invention.
A shown color LCD 10 includes a pair of substrates 12 and 14 that face each other, liquid crystals 16 inserted between
them and sealed, liquid crystal actuating elements 18 formed on the substrate 12, transparent electrodes (pixel electrodes)
20a, 20b, and 20c connected to the liquid crystal actuating elements 18, a counter electrode 22 that is formed on another
substrate 14 to face the transparent electrode 20, alignment films 24 supporting liquid crystals 16, polarized light filters
(a lower polarized light filter 26 and an upper polarized light filter 28) formed on a pair of substrates 12 and 14, and color
filters 30r, 30g, and 30b formed on the substrate 14.
[0036] A substrate that is typically used in the LCD may be used as the substrates 12 and 14, and various substrates
such as a glass substrate and a ceramic substrate may be used. The shape of the substrate corresponds to that of the
commercial LCD, and may be various types including a plane and a rectangle.
[0037] The alignment of liquid crystal molecules 16 is changed by application of voltage. For example, in the TN type
of liquid crystals shown in Fig. 1, the row of molecules that is distorted at an angle of 90°when voltage is not applied is
recovered when voltage is applied to the liquid crystals. Additionally, spacers that are formed of particles are provided
between both the alignment films 24 and 24, which is not shown in Fig. 1. The interval between the alignment films
between which the liquid crystals are provided is maintained by the spacers.
[0038] A thin film transistor (TFT) is used as the liquid crystal actuating element 18, and the liquid crystal actuating
element controls voltage applied to the liquid crystals using an actuating signal.
[0039] The transparent electrode 20 forms a pair in conjunction with the counter electrode 22 formed on another
substrate 14, and applies voyage from the liquid crystal actuating elements 18 to the liquid crystals 16. Generally, an
ITO film is used as the transparent electrode. The liquid crystal actuating elements 18 and the transparent electrodes
20a, 20b, and 20c are provided in each pixel, but the counter electrode 22 typically acts as a common electrode of the
pixels.
[0040] The polarized light filters 26 and 28 are films having the function polarizing straight light, and, in the shown
LCD 10, the lower filter 26 and the upper filter 28 formed on the substrates 12 and 14 are set so that a difference in
polarization direction is 90°.
[0041] The color filter 30 is used in the color LCD, and a set of three color filters having red, green, and blue colors is
provided in each pixel. In the color LCD, various colors are realized by combination of the three colors.

Mode for the Invention

[0042] A better understanding of the present invention may be obtained in light of the following Reference Examples
and Comparative Examples which are set forth to illustrate, but are not to be construed to limit the present invention.
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<Reference Example 1> Preparation of multi-functional monomer of Formula 18

(1) Preparation of compound (a) [(bis(4-formylphenyl)terephthalate)]

[0043] 6.6 g of hydroxybenzaldehyde and 10.3 ml of tetraethylamine (TEA) were put into 100 ml of methyl chloride
(MC), to which 5 g of terephthalolyl chloride was slowly added dropwise in an ice bath, and the mixture was stirred at
the normal temperature for 5 hours. After completion of the reaction, the produced solid in the reaction solution was
filtered and washed with MC several times. Thereafter, the resultant was further washed with a 10% aqueous HCl solution
and MeOH, and dried in an oven under vacuum to obtain 8.2 g of (bis(4-formylphenyl)terephthalate). (Yield: 89 %)

(2) Preparation of compound (b) [1,4-(terephphthaloyldioxy)dicimamic acid)]

[0044] 5.8 g of bis(4-formylphenyl)terephthalate and 4.84 g of malonic acid were dissolved in 50 ml of pyridine, and
0.1 ml of piperidine was added thereto. The mixture was refluxed for 10 hours. After completion of the reaction, a 10%
aqueous HCl solution was added thereto, and the obtained precipitants were filtered and repeatedly washed with water
and acetone. Thus obtained solid was dried in an oven under vacuum to obtain 3 g of 1,4-(terephthaloyldioxy)dicinnamic
acid). (Yield: 42 %)

(3) Preparation of compound of Formula 18

[0045] 2.7 g of the 1,4-(terephthaloyldioxy) dicinnamic acid was put to 10 ml of SOCl2, about 100 ppm of dimethyl
formamide (DMF) was added thereto, and the mixture was reftuxed for 2 hours. SOCl2 was removed under reduced
pressure, and the residual solid was stirred in 30 ml of pyridine with 6.5 g of 2-bydroxyethyl methacrylate and 100 ppm
of N,N-dimethyl-4-aminopyridine (DMAP) at normal temperature for 24 bours. Distilled water was added thereto to
complete the reaction, and thus obtained solid was filtered and then purified by column chromatography (MC) to obtain
1.52 g of a pure compound of Formula 18 (CLM_001). (Yield: 38 %)
[0046] The above-described process is shown in the following Reaction scheme 1.
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[0047] The NMR analysis results carried out in order to confirm the production of the prepared compound of Formula
18 are shown in Fig. 2.

<Reference Example 2> Preparation of multi-functional monomer of Formula 19

(1) Preparation of compound (c) [(bis(4-formylphenyl) sebacoylate)]

[0048] 10.25 g of hydroxybenzaldehyde and 12.8 ml of TEA were put to 200 ml of MC, to which 11.19 g of sebacoyl
chloride was slowly added dropwise in an ice bath, and the mixture was stirred at normal temperature for 5 hours. After
completion of the reaction, a 10% aqueous HCl solution was added thereto to wash the MC layer, and deionized water
was used to further wash the organic layer. The organic layer was dried over MgSO4, and concentrated under reduced
pressure to obtain 15.7 g of crude bis(4-formylphenyl) sebacoylate. (Yield: 100 %)

(2) Preparation of compound (d) [1,4-(sebacoyldioxy) dicinnamic acid)]

[0049] 3 g of bis(4-formylphenyl)sebacoylate and 2.3 g of malonic acid were dissolved in 30 ml of pyridine, to which
0.1 ml of piperidine was put, and the mixture was reflexed for 10 hours. After completion of the reaction, a 10% aqueous
HCl solution was added thereto, and thus produced precipitants were filtered, and washed with deionized water and
acetone several times. Thus obtained solid was dried in an oven under vacuum to 2.35 g of 1,4-(sebacoyldioxy)dicinnamic
acid. (Yield: 65 %)

(3) Preparation of compound of Formula 19

[0050] 2.6 g of 1,4-(sebacoyldioxy) dicinammic acid was put to 25 ml of SOCl2, to which about 100 ppm of DMF was
added, and the mixture was refluxed for 2 hours. SOCl2 was removed under reduced pressure, and the residual solid
was stirred in 30 ml of pyridine with 3.84 ml of 2-hydroxyethyl methacrylate and about 100 ppm of DMAP at normal
temperature for 24 hours. Distilled water was added thereto to complete the reaction, and thus obtained solid was filtered
and then purified by column chro-matography (MC) to obtain 1.9 g of a compound of Formula 19 (CLM_002). (Yield: 50 %)
[0051] The above-described process is shown in the following Reaction scheme 2.
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[0052] The NMR analysis results carried out in order to confirm the production of the prepared compound of Formula
19 are shown in Fig. 3.

<Reference Example 3> Preparation of multi-functional monomer of Formula 20

(1) Preparation of compound (e) [4-((6-hydroxyhexyl)oxy)cinnamon acid)]

[0053] A solution of 4.4 g of NaOH in 20 ml of distilled water was added to a solution of 7.5 g of 4-hydroxy cinnamic
acid in methanol, 0.02 g of KI was added thereto, and then 10.0 g of 6-bromo-1-hexanol was slowly added dropwise for
reaction at 65°C for 24 hours. 100ml of distilled water was added thereto to complete the reaction, and then the mixture
was cooled to normal temperature. A 10% aqueous HCl solution was added thereto, and the obtained precipitants were
filtered to obtain 9.5 g of 4-((6-hydroxyhexyl)oxy)cinnamic acid. (Yield: 60 %)

(2) Preparation of compound (f) [4-((6-(Methacroyloxy)hexyl)oxy)cinnamic acid]

[0054] To a solution of 4.6 g of 4-((6-hydroxyhexyl)oxy)cinnamic acid and 4.4 ml of pyridine in 30 ml of DMF, 5.9 ml
of methacryloyl chloride was slowly added dropwise, and then dimethyl aminopyridine was added portionwise thereto.
The mixture was stirred at normal temperature for 24 hours. After completion of the reaction, a 10% aqueous HCl solution
was added thereto, and the obtained precipitants were filtered and recrystallized from methanol to obtain 3 g of
4-((6-(methacroyloxy) hexyl)oxy)cinnamic acid). (Yield: 50 %)

(3) Preparation of compound of Formula 20

[0055] 0.35 g of 4,4’-biphenol and 1.5 g of 4-((6-(methacroyloxy)hexyl)oxy)cinnamic acid were dissolved in 25 ml of
DMF, to which 1.15 g of 1-(3-dimethylaminopropyl)-3-ethylcarbodiimide and 0.76 g of 1-hydroxybenzotrizole were added,
and further 1.15 ml of triethylamine for reaction at normal temperature for 24 hours. Distilled water was added thereto
to complete the reaction, and the mixture was stirred for 30 minutes, and the precipitant was filtered and washed with
methanol several times. This filtrate was recrystallized from methanol to obtain 1.2 g of a compound of Formula 20
(CLM_003). (Yield: 60 %)
[0056] The above-described process is shown in the following Reaction scheme 3.
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[0057] The NMR analysis results carried out in order to confirm the production of the prepared compound of Formula
20 are shown in Fig. 4.

<Reference Example 4> Preparation of multi-functional monomer of Formula 21

(I) Preparation of compound (g) [4,4’-(die(6-hydtoxyhexyl)oxy)biphenyl]

[0058] To a solution of 3 g of 4,4’-biphenol and 18 g of K2CO3 in methylethylketone (MEK), 0.02 g of KI was put, and
6.9 g of 6-bromo-1-hexanol was slowly added dropwise thereto for reaction at 80°C for 24 hours. 100 ml of distilled water
was added thereto to complete the reaction, the mixture was cooled to normal temperature, and a 10% aqueous HCl
solution was added thereto. The obtained precipitants were filtered to obtain 3.8 g of 4,4’-(di(6-hydroxyphexyl)oxy))
biphenyl. (Yield: 50 %)

(2) Preparation of compounds of Formula 21

[0059] To solution of 0.73 g of 4,4’-(di(6-hydroxyhexyl)oxy)biphenyl and 1.5 g of the compound (f) of Example 3,
4-((6-(methacroyloxy)hexy)oxy)cinnamic acid in 25 ml of DMF, 1.15 g of 1-(3-dimethylaminopropyl)-3-ethylcarbodiimide
and 0.76 g of 1-hydroxybenzotrizole were put, and 1.15 ml of triethylamine was added thereto for reaction at normal
temperature for 24 hours. Distilled water was added thereto to complete the reaction, the mixture was stirred for 30
minutes, and the precipitant was filtered and washed with methanol several times. This filtrate was recrystallized from
methanol to obtain 1.0 g of the compound of Formula 21 (CLM_004). (Yield: 40 %)
[0060] The above-described process is shown in the following Reaction scheme 4.

[0061] The NMR analysis results carried out in order to confirm the production of the prepared compound of Formula
21 are shown in Fig. 5.

<Reference Example 5> Preparation of multi-functional monomer of Formula 22

[0062] To a solution of 0.30 g of 4,4’-dihydroxydiphenyl ether and 1.2 g of the compound (f) of Example 3, 4-((6-(meth-
acroyloxy)hexyl)oxy)cinnamic acid in 25 nat of DMF, 0.92 g of 1-(3-dimethylaminopropyl)-3-ethylcarbodiimide and 0.60
g of 1-hydroxybenzotrizole was put, and 0.91 ml of triethylamine was added thereto for reaction at normal temperature
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for 24 hours. Distilled water was added thereto to complete the reaction, and the mixture was stirred for 30 minutes and
the precipitant was filtered and washed with methanol several times. This filtrate was recrystallized from methanol to
obtain 1.1 g of the compound of Formula 22 (CLM_005). (Yield: 70 %)
[0063] The above-described process is shown in the following Reaction scheme 5.

[0064] The NMR analysis results carried out in order to confirm the production of the prepared compound of Formula
22 are shown in Fig. 6.

<Reference Example 6> Preparation of multi-functional monomer of Formula 23

[0065] To a solution of 0.60 g of 4,4’-di(6-hydroxyhexyl)oxy) diphenyl ether and 1.2 g of the compound (f) of Example
3, 4-((6-(methacroyloxy)hexyl)oxy)cinnamic acid in 25 ml of DMF, 0.92 g of 1-(3-dimethylaminopropyl)-3-ethylcarbodi-
imide and 0.61 g of 1-hydroxybenzotrizole were put, and 0.91 ml of triethylamine was added thereto for reaction at
normal temperature for 24 hours. Distilled water was added thereto to complete the reaction, and the mixture was stirred
for 30 minutes, and the precipitant was filtered and washed with methanol several times. This filtrate was recrystallized
from methanol to obtain 1.2 g of the compound of Formula 23 (CLM_006). (Yield: 62 %)
[0066] The above-described process is shown in the following Reaction scheme 6.
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[0067] The NMR analysis results carried out in order to confirm the production of the prepared compound of Formula
23 are shown in Fig. 7.

<Reference Example 7> Preparation of multi-functional monomer of Formula 24

[0068] To a solution of 0.46 g of 1,1,3-tris(2-methyl-4-hydroxy-5-tert-butylphenyl)butane and 1 g of the compound (f)
of Example 3,4-((6-methacroyloxy)hexyl)oxy)cinnamic acid in 20 ml of DMF, 0.77 g of 1-(3-dimethylaminopropy)-3-
ethylcarbodiimide and 0.51 g of 1-hydroxybenzotrizole were put, and 0.8 ml of triethylamine was added thereto for
reaction at normal temperature for 24 hours. Distilled water was added thereto to complete the reaction, and the mixture
was stirred for 30 minutes, and the precipitant was filtered and washed with methanol several times. This filtrate was
recrystallized from MC/n-hexane to obtain 0.8 g of the compound of Formula 24 (CLM_007). (Yield: 70 %)
[0069] The above-described process is shown in the following Reaction scheme 7.
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[0070] The NMR analysis results carried out in order to confirm the production of the prepared compound of Formula
24 are shown in Fig. 8.

<Reference Examples 8 to 11> Production and properties of the alignment film

[0071] To obtain optical properties of the substances of Examples 2, 4, 5, and 7 (CLM_002, 004, 005, and 007), UV-
VIS absorbencies were measured. In order to achieve this, a solution in which the sample was dissolved in cyclopentanone
was applied on a quartz snbstrate using spin coating to form a thin film, and the thin film was dried on a hot plate at
150°C for 2 min to remove a solvent. The thickness of the film was 110 nm. The results are shown in Fig. 9. From Fig.
9, it can be seen that the monomers of Examples reacted with light having the wavelength of 260 to 330 nm.
[0072] Further, in order to evaluate thermal properties of the compounds produced in Examples 1 to 7, heat absorption
and generation temperatures were checked using DSC data. Melting temperatures were found on the DSC curves of
all substances, and heat generation was observed while the first beating was performed. The heat generation peak was
observed at 140 to 250°C during the first hearing, which depended on the molecular structure. Accordingly, it is believed
that crosslinking of acrylate occurred The DSC test results are described in the following Table 1.

Table 1

First heating First cooling Second heating

heat absorption(°C) heat generation(°C) heat generation(°C) heat absorption(°C)

Example 1 * 73,140 146 69 72

Example 2 * 80 175 - -
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[0073] Polarized light was radiated using the film which was produced through the above-mentioned procedure to
align the liquid crystals, thereby producing the parallel liquid crystal cell.
[0074] In order to evaluate the alignment degree of alignment of the liquid crystals, the order parameter S using
transmissivity of polarized light was calculated through the folowing Equation 1.

[0075] In Equation 1, A1 and A2 denote transmissivities when polarization and alignment directions are identical and
perpendicular to each other.
[0076] The order parameters when polarized light of 365 mn was radiated on the compounds of Examples 1 to 7 in a
predetermined dose to produce the liquid crystal cells are shown in Fig. 10. Poly(vinyl cinnamate) was used for comparison
with the polymer in views of reactivity. From Fig. 10, it can be seen that the order parameter of the polymer was increased
even though light of 10000 mJ was radiated. However, in the case of the multi-functional monomer of the invention,
saturation was achieved at 100 mJ.
[0077] To observe the change in thermal stability of the film due to additional photoreaction, the liquid crystal cells
that were produced by radiating polarized light of 365 nm in the intensity of 100 mJ and 1000 mJ to the substances were
left at 150°C for 30 min and for 1 hour to measure the order parameters.
[0078] In order to evaluate the results obtained from the additional photoreaction using the photoinitiator, 1 mass% of
the photoinitiator (Irgacure 369, absorption wavelength of about 305 nm) was added to the substance, exposure was
performed using polarized light of 365 nm having the intensity of 100 mJ, and additional exposure was performed using
light of 305 nm that was not polarized in the intensity of 100 mJ and 1000 mJ. The liquid crystal cells were left at 150°C
for 30 min and for 1 hour, and the order parameters were measured. Reduction in the order parameter for the above-
mentioned cases is shown in the following Table 2.

(continued)

First heating First cooling Second heating

heat absorption(°C) heat generation(°C) heat generation(°C) heat absorption(°C)

Example 3 * 130 143 105 130

Example 4 * 76 211 56 77

Example 5 * 93,103 208, 239 74 95

Example 6 * 126 161, 220 - -

Example 7 * 88 219 71 -

*Reference Example

Table 2

Sample 365 nm 
Polarisation 
dose (mJ)

305 nm add. 
(mJ)

150°C (0 min) 150°C (30 min) 150°C (60 min) Ratio (%)

Example 1 100 0 0,55 0,22 0,08 14
1.000 0 0,54 0,33 0,22 40

100 100 0,52 0,44 0,39 76
100 1.000 0,50 0,48 0,45 90

Example 2 100 0 0,55 0,22 0,08 15
1.000 0 0,55 0,34 0,23 41

100 100 0,52 0,43 0,39 75
100 1.000 0,51 0,48 0,46 91
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[0079] From Table 2, it can be seen that the change in anisotropy dne to heat is reduced as the radiation time of the
polarized light is increased and the additional exposure time is increased.

Industrial Applicability

[0080] As described above, in a multi-functional monomer according to the invention, a photoreactive group is not
restrained in a main chain of a polymer. Thus, since it is possible to perform desirable alignment treatment even though
polarized UV is radiated for a short time, the production time and the production cost are reduced and alignment regulating
force of liquid crystals is increased, thereby increasing a dichroic ratio. Furthermore, since the multi-functional monomer
includes a heat-curable functional group, it is possible to improve physical properties by additional photocuring in con-
junction with the alignment.

Claims

1. A multi-functional monomer represented by Formula 1:

[Formula 1] X-(-Y1-Z-Y2-A)a

wherein A is a functional group of Formula 2:

(continued)

Sample 365 nm 
Polarisation 
dose (mJ)

305 nm add. 
(mJ)

150°C (0 min) 150°C (30 min) 150°C (60 min) Ratio (%)

Example 3 100 0 0,54 0,21 0,08 14
1.000 0 0,52 0,31 0,20 40

100 100 0,48 0,40 0,36 76
100 1.000 0,45 0,43 0,41 90

Example 4 100 0 0,50 0,19 0,07 14
1.000 0 0,48 0,29 0,20 41

100 100 0,47 0,38 0,35 74
100 1.000 0,44 0,42 0,40 91

Example 5 100 0 0,52 0,21 0,08 15
1.000 0,52 0,31 0,20 39

100 100 0,48 0,39 0,36 74
100 1.000 0,47 0,45 0,42 90

Example 6 100 0 0,55 0,22 0,08 14
1.000 0 0,60 0,36 0,24 40

100 100 0,50 0,41 0,37 74
100 1.000 0,53 0,50 0,47 90

Example 7 100 0 0,47 0,19 0,07 16
1.000 0 0,50 0,30 0,20 41

100 100 0,44 0,36 0,33 75

100 1.000 0,46 0,43 0,41 89
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(wherein R1 is hydrogen, a C1-4 alkyl or cycloalkyl group) Z is a functional group of Formula 3:

(wherein L and L’ are respectively a nitrogen atom or an oxygen atom),

Y1 and Y2 are the same as each other or different from each other, and respectively a direct bond or C1-9 alkylene,
X is a functional group represented by Formula 5, and
a is 2:

[Formula 5] * -(CH2)n- *

wherein n is an integer ranging from 1 to 6.

2. The multi-functional monomer according to claim 1, wherein Y1 and Y2 of Formula 1 are respectively selected from
functional groups represented by Formula 4:

wherein p is an integer ranging from 0 to 9.

3. An alignment film for a liquid crystal display formed using the multi-functional monomer of claim 1.

4. The alignment film for a liquid crystal display according to claim 3, wherein the alignment film is produced using a
method that comprises applying a solution, in which the multi-functional monomer of claim 1 is dissolved, on a
substrate, removing a solvent from the applied solution to form a film, radiating polarized UV to provide anisotropy
to a surface of the film, and heat treating the film to form a polymer film.

5. The alignment film for a liquid crystal display according to claim 4, wherein the alignment film is produced using the
method that further comprises adding a photoinitiator to the solution in which the multi-functional monomer is dis-
solved, and performing photocuring at the same time the polarized UV is radiated or after the polarized UV is radiated.

6. The alignment film for a liquid crystal display according to claim 3, wherein the alignment film is 100 to 2,000 nm in
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thickness.

7. A method of producing an alignment film for a liquid crystal display, comprising:

applying a solution in which the multi-functional monomer of claim 1 is dissolved on a substrate;
removing a solvent from the applied solution to form a film;
radiating polarized UV to provide anisotropy to a surface of the film; and
heat treating the film to form a polymer film.

Patentansprüche

1. Multifunktionelles Monomer der Formel 1:

[Formel 1] X-(-Y1-Z-Y2-A)a

worin A eine funktionelle Gruppe der Formel 2 ist:

(worin R1 Wasserstoff, eine C1-4-Alkylgruppe oder eine Cycloalkylgruppe ist), Z eine funktionelle Gruppe der Formel
3 ist:

(worin L und L’ jeweils ein Stickstoffatom oder ein Sauerstoffatom sind),

Y1 und Y2 gleich oder verschieden voneinander sind und jeweils eine direkte Bindung oder C1-9-Alkylen sind,
X eine durch Formel 5 dargestellte funktionelle Gruppe ist und
a 2 ist:

[Formel 5] * -(CH2)n- *

worin n eine ganze Zahl im Bereich von 1 bis 6 ist.

2. Multifunktionelles Monomer gemäß Anspruch 1, worin Y1 und Y2 der Formel 1 jeweils aus funktionellen Gruppen
der Formel 4 ausgewählt sind:
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worin p eine ganze Zahl im Bereich von 0 bis 9 ist.

3. Ausrichtungsfilm für eine Flüssigkristallanzeige, der unter Verwendung des multifunktionellen Monomers gemäß
Anspruch 1 gebildet wird.

4. Ausrichtungsfilm für eine Flüssigkristallanzeige gemäß Anspruch 3, wobei der Ausrichtungsfilm unter Verwendung
eines Verfahren hergestellt wird, das das Auftragen einer Lösung, in der das multifunktionelle Monomer gemäß
Anspruch 1 gelöst ist, auf ein Substrat, das Entfernen eines Lösungsmittels aus der aufgetragenen Lösung zur
Bildung eines Films, das Einstrahlen von polarisiertem UV, um einer Oberfläche des Films Anisotropie zu verleihen,
und die Wärmebehandlung des Films zur Bildung eines Polymerfilms umfasst.

5. Ausrichtungsfilm für eine Flüssigkristallanzeige gemäß Anspruch 4, wobei der Ausrichtungsfilm durch das Verfahren
hergestellt wird, das ferner die Zugabe eines Photoinitiators zu der Lösung, in der das multifunktionelle Monomer
gelöst ist, und die Durchführung einer Lichthärtung zu der Zeit, zu der das polarisierte UV eingestrahlt wird, oder
nachdem das polarisierte UV eingestrahlt wurde, umfasst.

6. Ausrichtungsfilm für eine Flüssigkristallanzeige gemäß Anspruch 3, wobei die Dicke des Ausrichtungsfilms 100 bis
2000 nm beträgt.

7. Verfahren zur Herstellung eines Ausrichtungsfilms für eine Flüssigkristallanzeige, umfassend:

das Auftragen einer Lösung, in der das multifunktionelle Monomer gemäß Anspruch 1 gelöst ist, auf ein Substrat;
das Entfernen des Lösungsmittels aus der aufgetragenen Lösung zur Bildung eines Films;
das Einstrahlen von polarisiertem UV, um einer Oberfläche des Films Anisotropie zu verleihen, und
die Wärmebehandlung des Films zur Bildung eines Polymerfilms.

Revendications

1. Monomère multifonctionnel représenté par la formule 1 :

[Formule 1] X-(-Y1-Z-Y2-A)a

dans laquelle A est un groupe fonctionnel de formule 2 :

(dans laquelle R1 est un hydrogène, un alkyle en C1 à C4 ou un groupe cycloalkyle),
Z est un groupe fonctionnel de formule 3 :

(dans laquelle L et L’ sont respectivement un atome d’azote ou un atome d’oxygène),
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Y1 et Y2 sont identiques l’un à l’autre ou différents l’un de l’autre, et respectivement une liaison directe ou un
alkylène en C1 à C9,
X est un groupe fonctionnel représenté par la formule 5, et
a est 2 :

[Formule 5] * -(CH2)n- *

dans laquelle n est un nombre entier allant de 1 à 6.

2. Monomère multifonctionnel selon la revendication 1, dans lequel Y1 et Y2 de formule 1 sont respectivement choisis
parmi les groupes fonctionnels représentés par la formule 4 :

dans laquelle p est un nombre entier allant de 0 à 9.

3. Film d’alignement pour écran à cristaux liquides, formé en utilisant le monomère multifonctionnel de la revendication
1.

4. Film d’alignement pour écran à cristaux liquides selon la revendication 3, dans lequel le film d’alignement est produit
en utilisant un procédé qui comprend l’application d’une solution, dans laquelle le monomère multifonctionnel selon
la revendication 1 est dissous, sur un substrat, l’élimination d’un solvant de la solution appliquée pour former un
film, l’irradiation par UV polarisé pour fournir une anisotropie sur une surface du film et le traitement thermique du
film pour former un film polymère.

5. Film d’alignement pour écran à cristaux liquides selon la revendication 4, dans lequel le film d’alignement est produit
en utilisant le procédé qui comprend en outre l’ajout d’un photoinitiateur à la solution dans laquelle le monomère
multifonctionnel est dissous, et la mise en oeuvre d’une photoréticulation en même temps que l’irradiation par l’UV
polarisé ou après l’irradiation par l’UV polarisé.

6. Film d’alignement pour écran à cristaux liquides selon la revendication 3, dans lequel l’épaisseur du film d’alignement
est de 100 nm à 2000 nm.

7. Procédé de production d’un film d’alignement pour écran à cristaux liquides, comprenant :

l’application d’une solution, dans laquelle le monomère multifonctionnel selon la revendication 1 est dissous,
sur un substrat ;
l’élimination d’un solvant de la solution appliquée pour former un film ;
l’irradiation par UV polarisé pour fournir une anisotropie sur une surface du film ; et
le traitement thermique du film pour former un film polymère.
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