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Description

FIELD OF THE DISCLOSURE

[0001] The invention relates to adaptors for shaving
cartridges, to shaving assemblies including a cartridge
and an adaptor, to a razor having a razor handle and
such an assembly and to methods of shaving.

BACKGROUND OF THE DISCLOSURE

[0002] In particular, the invention is related to shaving
cartridges and shaving razors having a shaving aid di-
rectly attached on the shaving cartridge. For example,
US2011/0247216 discloses a shaving cartridge that in-
cludes a mounted solid shaving aid. The shaving car-
tridge comprises a frame, wherein wings are joined, and
a blade unit comprising a plurality of blades disposed
within an aperture of the frame. The shaving aid is mount-
ed on the wings of the frame, which is component of the
shaving cartridge.
[0003] Such razors avoid the use of shaving prepara-
tion like shaving foam, gel or cream to be put on the skin
before shaving. Besides, such shaving aid provided di-
rectly on the shaving cartridge allows shaving within a
wet shaving environment, for instance, within a shower
where a shaving preparation will be immediately re-
moved by the water before the surface can be shaved.
[0004] Therefore, shaving cartridges have been pro-
vided with additional shaving aids attached on the shav-
ing cartridge in order to improve the shaving.
[0005] However, the shaving cartridges provided with
additional shaving aids are connected permanently to
the shaving aids. As a result, when the shaving aid is
outworn while the shaving blades are not dulled the entire
shaving cartridge (with the additional shaving aid) needs
to be thrown unless the shaving is to be achieved de-
graded.
[0006] Therefore, the known shaving cartridges do not
allow shaving in good conditions as soon as the shaving
aid is outworn unless changing the entire shaving car-
tridge. In addition, the user is given the option to remove
one or more of the shaving aids, for instance when pre-
cision is needed or for hygiene reasons.

SUMMARY OF THE DISCLOSURE

[0007] To this aim, it is provided an adaptor according
to claim 1. The adaptor is provided with at least one shav-
ing aid, and wherein the adaptor is mountable on a shav-
ing cartridge having one or more shaving blades, each
of shaving blades being provided with a cutting edge.
[0008] The adaptor comprises a frame which is provid-
ed with at least one shaving aid, wherein the adaptor is
mountable on a shaving cartridge having one or more
shaving blades, each of shaving blades being provided
with a cutting edge and wherein the at least one shaving
aid is reversibly mounted on the frame. The adaptor fur-

ther comprises at least one shaving aid holder configured
to hold the at least one shaving aid, and the shaving aid
holder is reversibly mounted on the frame.
[0009] The reversibility of the adaptor can be with re-
gard to a plane, (the shaving aid is reversed by rotation
about an axis perpendicular to that plane), whereas it
can also mean with regard to an axis contained in that
plane (the shaving aid is reversed by rotation about an
axis contained in that plane).
[0010] When the reversibility is made in a plane (for
instance, the plane containing the cutting edges), the at
least one shaving aid location will change with regard to
the position of the cutting edge. More precisely, when
the shaving aid is located forwardly in front of the cutting
edges, after being reversed it will be located rearwardly
the cutting edges. This means that the same surface of
the shaving aid is used for shaving; it is just its location
with regard to the blades that changes.
[0011] When the reversibility is made perpendicular to
a plane (for instance, the plane containing the cutting
edges), the at least one shaving aid location will not
change with regard to the position of the cutting edge.
More precisely, when the shaving aid is located forwardly
in front of the cutting edges, after being reversed it will
still be located forwardly the cutting edges. This means
that an opposite surface of the shaving aid is used for
shaving; the shaving aid has in that case preferably a
first face and an opposed second face.
[0012] The adaptor thus allows a further use of a shav-
ing cartridge when the shaving aid is outworn.
[0013] In various embodiments one and/or the other
of the following features may be incorporated in this adap-
tor alone or in mutual combination:

- the adaptor is adapted to be slidably mountable
and/or mountable by snap-fit or by encasing on a
shaving cartridge having one or more shaving
blades, each of shaving blades being provided with
a cutting edge.

- further comprising a frame, the frame having a first
wall, a second wall opposed to said first wall, a side
wall extending from said first wall to said second wall,
a first end and an opposed second end, the first wall
having a first opening, wherein the frame is mount-
able on a shaving cartridge such that the cutting edge
of the one or more shaving blades is uncovered and
is accessible through the first opening for shaving;
in that case, the second wall of the frame may have
a second opening and the frame might be mountable
on a shaving cartridge such that the cutting edge of
the one or more shaving blades is uncovered and is
accessible through either the first opening or the sec-
ond opening; besides, the frame might comprise two
parts connected by a hinge; besides, the first end
might have a first end opening and the frame is able
to be slidably mountable on a shaving cartridge
through the first end opening.
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- the adaptor is adapted to frictionally receive the
shaving cartridge.

- the adaptor is releasably mountable on the shaving
cartridge.

- the adaptor is elastically mountable on the shaving
cartridge.

- the at least one shaving aid has a shaving aid body
comprising a lubricant, a moisturizer, a conditioner
and/or an exfoliant.

- further comprising a frame, wherein the at least one
shaving aid is releasable with regard to the frame.

[0014] The invention also concerns a shaving assem-
bly comprising a shaving cartridge having one or more
shaving blades, each of shaving blades being provided
with a cutting edge and an adaptor, wherein the adaptor
is mountable on the shaving cartridge and wherein the
at least one shaving aid extends outwardly with regard
to the shaving cartridge when the adaptor is mounted on
the shaving cartridge.
[0015] The invention also concerns a razor comprising
a razor handle and such a shaving assembly, wherein
the shaving assembly is provided with connecting means
for connecting the shaving assembly to the razor handle.
[0016] The invention also concerns a method of shav-
ing with such a razor according, wherein the shaving aid
is reversed on the adaptor when outworn while the razor
handle and the shaving head are kept.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] Other characteristics and advantages of the in-
vention will readily appear from the following description
of one embodiment, provided as non-limitative exam-
ples, in reference to the accompanying drawings.
[0018] In the drawings:

Figure 1A is a perspective view of an adaptor con-
nected to a shaving cartridge itself connected to a
handle body.
Figure 1B is a perspective view of the razor of Figure
1A, illustrating the method of detaching the adaptor
of Figure 1A from the shaving cartridge.
Figure 1C is a sectional view of the razor of Figure
1A, illustrating the method of detaching the adaptor
of Figure 1A from the shaving cartridge.
Figures 1D-1E are perspective views of the razor of
Figure 1A, illustrating a method of attaching the
adaptor of Figure 1A on the shaving cartridge.
Figures 1F-1G are perspective views of the razor of
Figure 1A, illustrating another method of attaching
the adaptor of Figure 1A on the shaving cartridge.
Figures 1H-1J are perspective views of the razor of
Figure 1A, illustrating another method of attaching
the adaptor of Figure 1A on the shaving cartridge.
Figure 1K is a perspective view of a razor of Figure
1A, the adaptor having being reversed on the shav-
ing cartridge according to another method of attach-

ing the adaptor of Figure 1A on the shaving cartridge.
Figure 2A is a perspective view of an adaptor con-
nected to a shaving cartridge itself connected to a
handle body.
Figures 2B and 2D are perspective views of the razor
of Figure 2A, illustrating the method of attaching/de-
taching the adaptor of Figure 2A from the shaving
cartridge.
Figures 2C and 2E are sectional views of the razor
of Figure 2A, illustrating the method of attaching/de-
taching the adaptor of Figure 2A from the shaving
cartridge.
Figure 2F is a perspective view of a razor of Figure
2A, the adaptor having being reversed on the shav-
ing cartridge with regard to the attachment illustrated
on Figure 2A.
Figure 3A is a perspective view of an adaptor ac-
cording to another embodiment connected to a shav-
ing cartridge itself connected to a handle body.
Figures 3B is a perspective view of the razor of Figure
3A, illustrating the method of attaching/detaching the
adaptor of Figure 3A from the shaving cartridge.
Figure 4A is a perspective view of an adaptor ac-
cording to another embodiment connected to a shav-
ing cartridge itself connected to a handle body.
Figures 4B-4F are perspective views of the razor of
Figure 4A, illustrating the method of attaching/de-
taching the adaptor of Figure 4A from the shaving
cartridge.
Figure 4G is a perspective view of a razor of Figure
4A, the adaptor having being reversed on the shav-
ing cartridge with regard to the attachment illustrated
on Figure 4A.
Figure 4H is a perspective view of a razor of Figure
4G viewed from the lower side of the shaving car-
tridge.
Figure 5A is a perspective view of an adaptor ac-
cording to another embodiment connected to a shav-
ing cartridge itself connected to a handle body.
Figure 5B is perspective view of the adaptor of Figure
5A without the shaving cartridge and opened.
Figure 6 is a perspective view of the shaving assem-
bly of Figure 1A or 2A viewed from the lower side of
the shaving cartridge.
Figure 7 is a perspective view of the shaving assem-
bly of Figure 4A viewed from the lower side of the
shaving cartridge.
Figure 8 is an exploded perspective view of the adap-
tor.
Figures 9A-9C are upper views of a shaving assem-
bly with an adaptor according to the present inven-
tion, illustrating the method of reversing the shaving
aid.
Figure 10 is an exploded perspective view of the
adaptor of the invention having detachable shaving
aids.

[0019] On the different Figures, the same reference
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signs designate identical or similar elements.

DETAILED DESCRIPTION OF THE DISCLOSURE

[0020] Figures 1 to 8 do not show embodiments of the
present invention but are useful for understanding the
present invention or can be used in combination with the
present invention.
[0021] Figures 1A, 2A, 3A, 4A, 5A and 9A illustrate a
wet razor 10, comprising a razor handle 12, a shaving
cartridge 14 and an adaptor 16 which can be connected
to the shaving cartridge 14 as illustrated on the Figures
such to form a shaving assembly 18.
[0022] More precisely, Figures 1A-1K and 2A-2F illus-
trate an adaptor connected to the shaving cartridge 14
by snap-fit on one shaving cartridge 14, Figures 3A-3B
and 4A-4H illustrates an adaptor slidably mounted on
one shaving cartridge 14, Figures 5A-5B illustrates an
adaptor mounted by encasing on one shaving cartridge
14 and Figures 9A-9C illustrates an adaptor according
to the present invention having shaving aids reversibly
mounted on the frame of the adaptor.
[0023] The adaptors disclosed in the Figures can either
be reversible or not as further disclosed hereafter.
[0024] As depicted on the Figures, the shaving car-
tridge 14 has one or more shaving blades 20, each of
the shaving blades 20 being provided with a cutting edge
22. More precisely, the shaving cartridge 14 comprises
a housing 24 which has a front edge 24A and a rear edge
24B, an upper face 24C and an opposed lower face 24D
and into which the one or more shaving blades 20 are
located (between the front edge and the rear edge). The
shaving blades 20 might be movably mounted on elastic
fingers provided on the housing or might be fixed. The
number of shaving blades 20 might be comprised be-
tween one and five for instance, and is preferably of three
or four.
[0025] The housing 24 is preferably elongated, extend-
ing along a longitudinal axis X-X. A guard bar 26 and
respectively a lubra 28 might be also provided on the
upper face 24C of the housing 24, respectively in front
the shaving blades 20 and aft them.
[0026] The cutting edge 22 of each shaving blades 20
extends preferably longitudinally along the longitudinal
axis X-X.
[0027] The shaving assembly is provided with connect-
ing means for connecting the shaving assembly 18 to the
razor handle 12. More precisely, either the shaving car-
tridge 14 or the adaptor 16 can be provided with connect-
ing means for connecting the shaving assembly 18 to the
razor handle 12. According to the connecting means, the
connection between the razor handle 12 and the shaving
assembly 18 is fixed or pivotable.
[0028] In the examples depicted on the figures, the
connecting means 30 (as best seen on Figures 4H, 6 and
7) allow a pivot of the shaving assembly 18 with regard
to the razor handle 12 (around the elongated axis X-X),
but the invention is not limited to a pivotable shaving as-

sembly. As illustrated, the connecting means 30 are pref-
erably provided on the shaving cartridge 14 (on the lower
face 24D of the housing 24), especially when the adaptor
16 is reversible as described in details below.
[0029] The reversibility disclosed herein concerns two
kinds:

- a reversibility about the longitudinal axis X-X.
- a reversibility sensibly perpendicular to the longitu-

dinal axis X-X.

[0030] The connecting means 30 can comprise shell
bearings, especially when the shaving assembly 18 is
pivotable with regard to the razor handle 12, but the in-
vention is not limited to this kind of connecting means.
Besides, the handle 12 can be detachable from the shav-
ing cartridge 14 or non-detachable according to the razor;
more precisely, the handle 12 is detachable when the
razor is a system (meaning the shaving cartridge 14 is
changed by a new one when the blades are dulled, while
the handle is kept), whereas the handle is non-detacha-
ble when the razor is a disposable one (meaning both
the shaving cartridge 14 and the handle are changed by
new ones when the blades are dulled).
[0031] The adaptor 16 is provided with at least one
shaving aid and is preferably provided with two shaving
aids or four shaving aids (not illustrated). In the examples
depicted on the figures, the adaptor 16 is provided with
one or two shaving aids 32 (one of them being located
in front of the forward-most blade and the other one being
located aft of the aft-most blade, when the adaptor 16 is
mounted on the shaving cartridge 14). The shaving aids
32 extend longitudinally along the longitudinal axis X-X.
Besides, at least one or two other shaving aid(s) can
further be provided on the adaptor (not depicted), more
precisely on its lateral faces, obliquely with regards to
the cutting edges.
[0032] As best seen on Figures 1A, 2A, 3A, 4A and 5A
the adaptor 16 comprises preferably a frame 34 having
a first wall 36 (upper surface), a second wall 38 (lower
surface) opposed to said first wall 36, a side wall 40 ex-
tending from said first wall 36 to said second wall 38, a
first end 42 and a second end 44 opposed to the first end
42.
[0033] The first wall 36 has a first opening 36A and the
second wall 38 of the frame has a second opening 38A
as best visible on Figures 1C, 2C, 3B, 4B-4F, 5B, 6 and
7. In reference to Figures 1A, 2A, 3A, 4A and 5A when
the frame 34 is mounted on the shaving cartridge 14, the
cutting edge 22 of the shaving blades 20 is at least partly,
preferably totally (Figure 2A, 4A and 5A), uncovered by
the adaptor and is accessible through the first opening
36A in order to allow the shaving, whereas the second
opening 38A allows the connecting means 30 to be ac-
cessible and to be connected to a razor handle.
[0034] When the adaptor is reversible around axis X-
X, the second opening 38A is also designed, as detailed
after, such that the cutting edge of the one or more shav-
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ing blades is at least partially uncovered and is accessible
through the second opening 38A when the adaptor is
reversed on the shaving cartridge 14 (by rotation about
axis X-X).
[0035] In reference to Figures 1A-1C and 1H-1K, to
Figures 2A-2F, 4A-4G and to Figures 5A-5B, when the
adaptor 16 is reversibly mountable on the shaving car-
tridge 14, the frame 34 might be reversely mountable on
the shaving cartridge 14; in that last case, the cutting
edge 22 of the shaving blades 20 is at least partly, pref-
erably totally, uncovered by the adaptor 16 and is acces-
sible through the second opening 38A in order to allow
the shaving, whereas the first opening 36A allows the
connecting means 30 to be accessible and to be con-
nected to a razor handle. Thus, in that case, the frame
34 of the adaptor 16 can be mounted on the shaving
cartridge 14 such that the cutting edges 22 are accessible
through either the first opening 36A or the second open-
ing 38A. For the embodiments depicted on Figures 1A-
1C and 1H-1K and on Figures 2A-2F (snap-fitting), ac-
cording to the shape and dimension of the first opening
36A and of the second opening 38A, the connection to
the shaving cartridge 14 might be obtained from the first
opening 36A and/or from the second opening 38A (Fig-
ures 1H and 2E) .
[0036] The adaptor 16 comprises at least one shaving
aid holder configured to hold the at least one shaving aid.
More precisely, as best seen on Figure 8, which illustrates
only the adaptor (without the shaving cartridge and the
handle), the adaptor 16 comprises two shaving aid hold-
ers 46, each provided with one shaving aid 32.
[0037] When the adaptor has only one shaving aid 32
and it is attached to a shaving cartridge (see figure 1A),
only one shaving aid holder 46 is provided and it extends
outwardly with regard to the shaving cartridge 14 when
the adaptor 16 is mounted on the shaving cartridge 14.
The shaving aid holders 46 can be located in front of the
forward-most blade (and in front of the guard bar 26 when
it exists) or as depicted on Figure 1A it can be located
aft of the aft-most blade (and aft of the lubra 28 when it
exists).
[0038] When attached to one shaving cartridge (see
figures 2A, 3A, 4A and 5A), one of the shaving aid holders
46 extends outwardly with regard to the shaving cartridge
14 when the adaptor 16 is mounted on the shaving car-
tridge 14, and is located in front of the forward-most blade
(and in front of the guard bar 26 when it exists) and the
other one is located aft of the aft-most blade (and aft of
the lubra 28 when it exists).
[0039] Each of the shaving aids 32 has a shaving aid
body 32 which is preferably solid and which can comprise
a lubricant, a moisturizer, a conditioner and/or an exfo-
liant.
[0040] The shaving aids 32 are designed such that they
are provided with two opposed faces. More precisely,
each shaving aid 32 has a first face 32A and an opposed
second face 32B. The shape of the shaving aids can be
of several kinds; for instance, the shapes of the first and

second faces 32A, 32B might be a square surface, a
rectangular surface, or an oval surface, etc., as long as
they provide one face 32A or 32B which enters in contact
with the skin during shaving. The thickness T32 of each
shaving aid 32 is adapted to the height of the adaptor
and to the height of the shaving cartridge 14 such that
when the adaptor is mounted on the shaving cartridge
14, the corresponding face 32A (or 32B) enters in contact
with the skin of the user during shaving (and at least one
of the cutting edges is also in contact with the skin of the
user during shaving).
[0041] The shaving aid holder is configured to hold the
shaving aids 32 such that during shaving only one of the
faces 32A, 32B is used for each shaving aid 32. This
means, that as depicted on Figure 1A, when the first face
32A of the shaving aid 32 is able to be used during shav-
ing, the opposed faces 32B is not accessible to be used
for shaving. This means, that as depicted on Figures 2A,
3A, 4A and 5A, when the adaptor is provided with two
shaving aids the two first faces 32A of the shaving aids
32 are able to be used during shaving, whereas the two
opposed faces 32B are not accessible to be used for
shaving.
[0042] When the adaptor 16 is reversible about axis X-
X, both faces of each shaving aids 32 can be successively
used. Actually, the first face 32A of each shaving aid 32
is useful when the cutting edges 22 are accessible
through the first opening 36A, whereas the second face
32B of each shaving aids 32 is useful when the cutting
edges 22 are accessible through the second opening 38A
(after having reversed the adaptor on the shaving car-
tridge). Thus, when the first face 32A of the shaving aids
32 is outworn, the adaptor 16 can be reversed by the
user such that the second face 32B of each shaving aids
32 can be used during further shaving (as depicted on
Figures 1G, 2F and 4G).
[0043] As already mentioned, the adaptor can be
mounted on the shaving cartridge, slidably, by snap-fit
and/or by encasing. Besides, the adaptor can be revers-
ible or not. To be changed (either by reversing or by a
new adaptor), the adaptor is preferably detachable from
the shaving cartridge. Besides, the adaptor can be re-
versible around the longitudinal axis X-X and/or trans-
versally to it.
[0044] The adaptor 16 receives preferably frictionally
the shaving cartridge 14 such that it can be mounted and
naturally maintained on the shaving cartridge 14; this
means that the frame 34 of the adaptor 16 is designed
to cooperate with friction with the housing 24 of the shav-
ing cartridge 14.
[0045] The adaptor can also be elastically mountable
on the shaving cartridge; more precisely, the frame 34
of the adaptor might deform elastically during its connec-
tion to the shaving cartridge 14. This means that the elas-
ticity of the frame 34 is higher than that of the shaving
housing 24.
[0046] According to the friction forces and to the elas-
ticity of the adaptor, after mounting, the adaptor 16 can

7 8 



EP 3 003 656 B1

6

5

10

15

20

25

30

35

40

45

50

55

be definitely connected to the shaving cartridge 14 or
preferably releasably (i.e. detachably) connected to the
shaving cartridge 14. When the adaptor 16 is releasably
connected to the shaving cartridge 14, the friction be-
tween the adaptor 16 and the shaving cartridge 14 might
be such that the adaptor 16 is maintained on the shaving
cartridge 14 such that it allows the shaving without any
risk of detachment. Besides, the voluntary release/de-
tachment of the adaptor 16 from the shaving cartridge
14 can be realized without using of a significant force (a
child may obtain the separation of the adaptor from the
shaving cartridge) and without help of any tool.
[0047] When the adaptor 16 is releasably connected
(detachable) to the shaving cartridge 14, the user can
shave with or without the adaptor. Besides, when the
shaving aids 32 are outworn, the user can change the
adaptor by a new one, while keeping the same shaving
cartridge 14 and the same razor handle 12.
[0048] In summary, in relation with the different kinds
of connections between the adaptor and the cartridge as
described just above (snap-fitting, sliding, encasing), the
adaptor 16 can be reversibly mounted on the shaving
cartridge 14.
[0049] The reversibility of the adaptor 16 can be ob-
tained either with a reversible frame 34 as described
above (in reference to Figures 1A-11C and 1F-1K, to
Figures 2A-2F, 4A-4H and to Figures 5A-5B) and/or with
reversible shaving aids 32 according to the present in-
vention as described hereafter and in reference to Fig-
ures 9A-9C and 10. When the shaving aids 32 are out-
worn, the user can thus reverse the shaving aid on the
shaving cartridge, more precisely on the frame onto
which they are reversibly attached. Besides, the shaving
aid can be releasable with regard to the frame such that
it can be changed by another one when outworn or kept
in being reversed on the frame to allow its second face
to be used.
[0050] When the shaving aids 32 are unreleasably (in-
separably or non-detachable) maintained on the shaving
aid holders 46, they are preferably molded on the last.
As best seen on figure 8, the shaving aid holders 46 are
in that case preferably provided with holes 48 through
which the shaving aids 32 can spread through during
manufacturing. After manufacturing, the shaving aids 32
are non detachable from the shaving aid holders 46, like
anchored on the shaving aid holders 46.
[0051] When the shaving aid 32 is outworn, the user
needs to change the whole adaptor 14 by a new one
unless it is reversible.
[0052] In reference to Figures 9A-9C, the shaving aids
32 are attached to the shaving aid holders 46, preferably
unreleasably, whereas each of the shaving aid holders
46 is reversibly mounted on the frame 34, for instance in
being rotatably mounted on the frame 34. As depicted
on the figures 9A-9C, the shaving aid holders 46 are able
to be twisted on the frame 34 such that when outworn
the first face 32A can be replaced by the opposed second
face 32B for further shaving without detaching the adap-

tor 16 from the shaving cartridge 14. More precisely, Fig-
ure 9A illustrates the adaptor with both first faces 32A to
be used during shaving, Figure 9B illustrates the way of
reversing the face (from first to second) for instance by
twisting it and Figure 9C illustrated the adaptor with one
second face 32B to be used during shaving (the other
shaving aid 32 one be still used with its first face 32A).
The adaptor 16 can thus be used during shaving either
with both first faces 32A, with both second faces 32B or
with a mix of a first face 32A and a second face 32B. The
shaving aid holders 46 might besides also are a little bit
slidably mounted on the frame 34 to avoid any friction of
the shaving aids 32 when reversed on the frame 34.
[0053] In reference to Figure 10, the shaving aids 32
are attached to the shaving aid holders 46, whereas each
of the shaving aid holders 46 is releasably mounted on
the frame 34. The shaving aid holders 46 are able to be
attached on and detached from the frame 34 such that
when outworn the first face 32A can be replaced by the
opposed second face 32B for further shaving without de-
taching the adaptor 16 from the shaving cartridge 14.
The frame 34 may allow an attachment to the shaving
cartridge by sliding, snap-fitting (as illustrated on Figure
10) or by encasing.
[0054] We will now describe the method of using an
adaptor attached on the shaving cartridge by snap-fitting
(see Figures 1A-1K). Figures 1A to 1C depict an adaptor
which can be both reversible and not. Figures 1D and 1E
depict a replacement of the adaptor by a new one. Fig-
ures 1F and 1G depict an adaptor reversed at least per-
pendicularly to the axis X-X, Figures 1H and 1J depict
an adaptor reversed at least about the axis X-X, and fig-
ure 1K depicts an adaptor reversed both perpendicularly
and about the axis X-X.
[0055] As best seen on Figures 1B to 1D, 1F and 1H,
one or more bulges 50 can be provided on the frame 34
to allow the attachment and firmly maintain the adaptor
16 onto the shaving cartridge 14 after said snap-fitting
occurred. Actually, the adaptor can be reversible for in-
stance according to its geometry (first opening 36A, sec-
ond opening 36B, bulge 50, etc.) and to the geometry of
the shaving cartridge 14.
[0056] In reference to Figures 1A-1E, when the adaptor
16 is not reversible, only the first faces 32A of the shaving
aids are used during shaving. Thus, when the first faces
32A of the shaving aids 32 are outworn, the user changes
the adaptor 16 by a new one. As best depicted on Figure
1B, the user detaches the adaptor 16, more precisely the
frame 34, from the shaving cartridge 14 in unsnapping it
from the last, for instance in direction D1. When the adap-
tor is completely separated from the shaving cartridge
14 as depicted on Figure 1C, the user can attach a new
adaptor 16 by snap-fitting as depicted on Figure 1D , for
instance in direction D2 (opposed to direction D1) and
shave with a razor as depicted on Figure 1E (provided
with a new adaptor). The shaving aid 32 was located for
instance forward the cutting edges as depicted on Figure
1A and after change of the adaptor, the shaving aid 32
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can again be located forward the cutting edges as de-
picted on Figure 1E
[0057] In reference to Figures 1A-1C and further to Fig-
ures 1F-1G or to Figure 1K, when the adaptor 16 is re-
versible perpendicularly to the axis X-X, the user can
reverse the frame 34 such that the user changes the lo-
cation of the shaving aid 32 with regard to the cutting
edges 22. Actually, the user detaches the frame 34 from
the shaving cartridge 14 in unsnapping it from the last
(see Figure 1B), for instance in direction D1. When the
adaptor 16 is completely separated from the shaving car-
tridge 14 (see Figure 1C), the user can rotate it in order
to change its location on the shaving cartridge 14 (see
Figure 1F) and snap-fit it in order to connect it the shaving
cartridge 14 (see Figure 1G). As depicted on Figure 1A
before detachment, the adaptor 16 had its first end 42
provided on the left of the shaving cartridge 14 when
seen from a top view (or from a top perspective view like
Figure 1A) and its second end 44 is located on the right,
whereas after the adaptor 16 is reversed perpendicularly
to the axis X-X, its first end 42 provided on the right of
the shaving cartridge 14 when seen from a top view (or
from a top perspective view like Figure 1G) and its second
end 44 is located on the left. Besides, since the reversi-
bility disclosed here concerns the one occurring perpen-
dicularly to the axis X-X, before detachment, the first wall
36 (upper surface of the adaptor 16) is located on the
upper face 24C of the shaving cartridge 14, the second
wall 38 (lower surface of the adaptor 16) is located on
the lower face 24D of the shaving cartridge 14 (see Figure
1A), and after the adaptor 16 is reversed perpendicularly
to the axis X-X the first wall 36 (upper surface of the
adaptor 16) is still located on the upper face 24C of the
shaving cartridge 14, the second wall 38 (lower surface
of the adaptor 16) is still located on the lower face 24D
of the shaving cartridge 14 (See Figure 1G). The razor
is again ready for shaving.
[0058] In reference to Figures 1A-1C and further to Fig-
ures 1H-1J or to Figure 1K, when the adaptor 16 is re-
versible about the axis X-X, the user can reverse the
frame 34 for instance when the first face 32A of the shav-
ing aid 32 is outworn, such that the second face 32B of
the shaving aid 32 can be used during shaving. Actually,
the user detaches the frame 34 from the shaving cartridge
14 in unsnapping it from the last (see Figure 1B), for
instance in direction D1. When the adaptor 16 is com-
pletely separated from the shaving cartridge 14 (see Fig-
ure 1C), the user can either change it by a new one (as
disclosed above and in reference to Figure 1D) or the
user can reverse it and attach it onto the shaving cartridge
14 for instance as disclosed below.
[0059] The first opening 36A of the frame which was
covering the cutting edges 22 as depicted on Figure 1A
is after having reversed the frame 34 on the shaving car-
tridge 14 covering the lower face 24D of the housing 24
(not depicted), whereas the second opening 38A which
covered the lower face 24D of the housing 24 (see Figure
6), covers now the shaving blades 20 after having re-

versed the frame 34 on the shaving cartridge 14 (see
Figure 1J or 1K). The first opening 36A of the adaptor 16
which was connected to the shaving cartridge 14 on the
upper face 24C is after reversing connected to the lower
face 24D of the housing, whereas the second opening
36B of the adaptor 16 which was connected to the shav-
ing cartridge 14 on the lower face 24D is after reversing
about the axis X-X connected to the upper face 24C of
the housing. Than, the user can bring the adaptor 16
close to the shaving cartridge 14, for instance from the
lower side of the housing 24D (see Figure 1H). The user
can than snap-fit the adaptor 16 on the shaving cartridge
14 (see Figure 1I) until complete attachment (see Figure
1J). After that, the razor is ready again to be used with
the shaving aids 32 for further shaving. More precisely,
the shaving aid 32 of the razor which is now used for
shaving on its second face 32B. The location of the shav-
ing aid 32 with regard to the cutting edges 22 is also
changed. The shaving aid 32 which was for instance lo-
cated rearward the cutting edges 22 (see Figure 1A) is
now located in front of the blade edges 22 (see Figure
1J). In other words, before detachment, the adaptor 16
had its first end 42 provided on the left of the shaving
cartridge 14 when seen from a top view (or from a top
perspective view like Figure 1A) and its second end 44
is located on the right, and after the adapter is reversed
about the axis X-X, its first end 42 provided is still the left
of the shaving cartridge 14 when seen from a top view
(or from a top perspective view like Figure 1J) and its
second end 44 is still located on the right. Besides, since
the reversibility disclosed here concerns the one occur-
ring about the axis X-X, before detachment, the first wall
36 (upper surface of the adaptor 16) is located on the
upper face 24C of the shaving cartridge 14, the second
wall 38 (lower surface of the adaptor 16) is located on
the lower face 24D of the shaving cartridge 14 (see Figure
1A), and after the adaptor 16 is reversed perpendicularly
to the axis X-X the first wall 36 (upper surface of the
adaptor 16) is now located on the lower face 24D of the
shaving cartridge 14, the second wall 38 (lower surface
of the adaptor 16) is now located on the upper face 24C
of the shaving cartridge 14 (See Figure 1J or Figure 1K).
The razor is again ready for shaving.
[0060] When the user want also to change the location
of the shaving aid (with regard to the cutting edges 22),
the user has just to further reverse the adaptor perpen-
dicular to the axis X-X. In that case, the adaptor had its
first end 42 provided on the left of the shaving cartridge
14 when seen from a top view (or from a top perspective
view like Figure 1A) and its second end 44 is located on
the right, whereas after the adaptor 14 is reversed both
perpendicularly to and about the axis X-X, its first end 42
provided on the right of the shaving cartridge 14 when
seen from a top view (or from a top perspective view like
Figure 1K) and its second end 44 is located on the left.
The razor is again ready for shaving.
[0061] Apart from this embodiment depicted in Figures
1A-1K, the embodiments depicted in the other Figures
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are provided with two shaving aids 32, but they could be
provided with a sole one as above disclosed. Besides,
the reversibility disclosed hereafter is the one which is
made about the axis X-X. This reversibility might occur
in combination of a reversibility occurring perpendicularly
to the axis X-X as disclosed above.
[0062] We will now describe the method of using an
adaptor of the embodiment depicted in Figures 2A-2F
and which is also attached on the shaving cartridge by
snap-fitting.
[0063] Like the adaptor disclosed on Figures 1A-1K,
the adaptor disclosed on Figures 2A-2D can be both re-
versible and not, whereas figures 2E to 2F depict only a
reversible adaptor. As best seen on Figures 2B to 2E,
one or more bulges 50 can be provided on the frame 34
to allow the attachment and firmly maintain the adaptor
16 onto the shaving cartridge 14 after said snap-fitting
occurred. Actually, the adaptor can be reversible for in-
stance according to its geometry (first opening 36A, sec-
ond opening 36B, bulge 50, etc.) and to the geometry of
the shaving cartridge 14.
[0064] In reference to Figures 2A-2D, when the adap-
tor 16 is not reversible, only the first faces 32A of the
shaving aids are used during shaving. Thus, when the
first faces 32A of the shaving aids 32 are outworn, the
user changes the adaptor 16 by a new one. As best de-
picted on Figure 2B, the user detaches the adaptor 16,
more precisely the frame 34, from the shaving cartridge
14 in unsnapping it from the last, for instance in direction
D1. When the adaptor is completely separated from the
shaving cartridge 14 as depicted on Figure 2C, the user
can attach a new adaptor 16 by snap-fitting as depicted
on Figure 2D , for instance in direction D2 (opposed to
direction D1) and shave with a razor as depicted on Fig-
ure 2A (provided with a new adaptor).
[0065] In reference to Figures 1A-1D and further to Fig-
ures 1E-1F, when the adaptor 16 is reversible, the user
can reverse the frame 34 when the first faces 32A of the
shaving aid 32 are outworn, such that the second faces
32B of the shaving aids 32 can be used during shaving.
Actually, the user detaches the frame 34 from the shaving
cartridge 14 in unsnapping it from the last (see Figure
2B), for instance in direction D1. When the adaptor 16 is
completely separated from the shaving cartridge 14 (see
Figure 2C), the user can either change it by a new one
(as disclosed above and in reference to Figure 2D) or
the user can reverse it and attach it onto the shaving
cartridge 14 for instance as disclosed below.
[0066] The first opening 36A of the frame which was
covering the cutting edges 22 as depicted on Figure 2A
is after having reversed the frame 34 on the shaving car-
tridge 14 covering the lower face 24D of the housing 24
(not depicted), whereas the second opening 38A which
covered the lower face 24D of the housing 24 (see Figure
6), covers now the shaving blades 20 after having re-
versed the frame 34 on the shaving cartridge 14 (see
Figure 2F). The first opening 36A of the adaptor 16 which
was connected to the shaving cartridge 14 on the upper

face 24C is after reversing connected to the lower face
24D of the housing, whereas the second opening 36B of
the adaptor 16 which was connected to the shaving car-
tridge 14 on the lower face 24D is after reversing con-
nected to the upper face 24C of the housing. Than, the
user can bring the adaptor 16 close to the shaving car-
tridge 14, for instance from the upper side of the housing
24D (see Figure 2E). The user can than snap-fit the adap-
tor 16 on the shaving cartridge 14 until complete attach-
ment (see Figure 2F). After that, the razor is ready again
to be used with the shaving aids 32 for further shaving.
More precisely, the shaving aids 32 of the razor which
are now used for shaving on their second faces 32B.
[0067] We will know describe the method of using an
adaptor attached on the shaving cartridge by sliding in
reference to Figures 3A-3B. The adaptor of this embod-
iment is not reversible.
[0068] When the adaptor 16 is not reversible, only the
first faces 32A of the shaving aids are used during shav-
ing. Thus, when the first faces 32A of the shaving aids
32 are outworn, the user changes the adaptor 16 by a
new one. As best depicted on Figure 3B, the user de-
taches the adaptor 16, more precisely the frame 34, from
the shaving cartridge 14 in sliding it from the last espe-
cially along arrow F1 and passing the shaving cartridge
14 through a first end opening 42A provided on the first
end 42 of the frame 34; more precisely in sliding it along
axis X-X. Of course, one user can also separate the adap-
tor 16 from the shaving cartridge 14 in sliding the last
with regard to the adaptor 16 along arrow F2 (opposed
to arrow F1); the user can also combine both movements
(sliding the adaptor along F1 and sliding the shaving car-
tridge along F2). The first end opening 42A may be de-
signed as depicted on the drawings to allow the sliding
of the adaptor 16 with regard to the shaving cartridge 14
even when the last is connected to the handle body 12;
this means that there is no need to detach the shaving
cartridge 14 from the handle body 12 when sliding the
adaptor 16 from the shaving cartridge 14. The adaptor
16 is preferably provided with a second end hole 44A on
its second end 44 such that the sliding of the adaptor on
the shaving cartridge 14 can be done easily without cre-
ating a vacuum effect.
[0069] When the adaptor is completely separated from
the shaving cartridge 14 as depicted on Figure 3B, the
user can attach a new adaptor 16 for instance by sliding
it along arrow F2 (opposed to arrow F1) in passing the
shaving cartridge 14 through the first end opening 42A
of the frame 34 (not illustrated); after that the user can
shave with a razor as depicted on Figure 3A. Of course,
here again as for the separation of the adaptor from the
shaving cartridge, one user can also attach the adaptor
16 onto the shaving cartridge 14 in sliding the last with
regard to the adaptor 16 along arrow F1 in passing the
shaving cartridge 14 through the first end opening 42A
of the frame 34; the user can also combine both move-
ments (sliding the adaptor along F2 and sliding the shav-
ing cartridge along F1). As best seen on Figures 3B, one
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or more bulges 50 can be provided on the frame 34 to
allow the attachment and firmly maintain of the adaptor
16 onto the shaving cartridge 14 after said sliding oc-
curred in order to be ready for shaving securely.
[0070] We will now describe the method of using an-
other embodiment of an adaptor attached on the shaving
cartridge by sliding in reference to Figures 4A-4H.
[0071] In this embodiment of this sliding adaptor, the
adaptor 14 can be provided with a first end 42 and a
second end 44 opposed to the first end 42 which have a
U-shape as depicted on Figures 4A to 4H. In that case,
there is no need of a second end hole as previously men-
tioned to avoid a vacuum effect since due to their shape
in U the first end 42 and the second end 44 are provided
with openings 42A and 44A allowing the passage of the
shaving cartridge (by sliding). To attach the adaptor 16
on the shaving cartridge 14, the adaptor 16 is slid onto
the shaving cartridge 14 either by its second end 44 (not
illustrated) when using the first faces 32A of the shaving
aid 32 (Figure 4A) or by its first end 42 as depicted on
Figure 4F for instance, when using the second faces 32B
of the shaving aid 32.
[0072] When the adaptor 16 is not reversible, only the
first faces 32A of the shaving aids are used during shav-
ing. Thus, when the first faces 32A of the shaving aids
32 are outworn, the user changes the adaptor 16 by a
new one. As best depicted on Figure 4B, the user de-
taches the adaptor 16, more precisely the frame 34, from
the shaving cartridge 14 in sliding it from the last espe-
cially along arrow F1 and passing the shaving cartridge
14 through a first end opening 42A provided on the first
end 42 of the frame 34; more precisely in sliding it along
axis X-X. Of course, one user can also separate the adap-
tor 16 from the shaving cartridge 14 in sliding the last
with regard to the adaptor 16 along arrow F2 (opposed
to arrow F1); the user can also combine both movements
(sliding the adaptor along F1 and sliding the shaving car-
tridge along F2). The first end opening 42A may be de-
signed as depicted on the drawings to allow the sliding
of the adaptor 16 with regard to the shaving cartridge 14
even when the last is connected to the handle body 12;
this means that there is no need to detach the shaving
cartridge 14 from the handle body 12 when sliding the
adaptor 16 from the shaving cartridge 14. When the adap-
tor is completely separated from the shaving cartridge
14 as depicted on Figure 4B, the user can attach a new
adaptor 16 for instance by sliding along arrow F2 (op-
posed to arrow F1) in passing the shaving cartridge 14
through the first end opening 42A of the frame 34; after
that the user can shave with a razor as depicted on Figure
4A. Of course, here again as for the separation of the
adaptor from the shaving cartridge, one user can also
attach the adaptor 16 onto the shaving cartridge 14 in
sliding the last with regard to the adaptor 16 along arrow
F1 in passing the shaving cartridge 14 through the first
end opening 42A of the frame 34; the user can also com-
bine both movements (sliding the adaptor along F2 and
sliding the shaving cartridge along F1).

[0073] As best seen on Figures 4B and 4F, one or more
bulges 50 can be provided on the frame 34 to allow the
attachment and firmly maintain of the adaptor 16 onto
the shaving cartridge 14 after said sliding occurred in
order to shave.
[0074] When such an adaptor is reversible, the user
can reverse the frame 34 when the first faces 32A of the
shaving aid 32 are outworn, such that the second faces
32B of the shaving aids 32 can be used during shaving.
Actually, the user detaches the frame 34 from the shaving
cartridge 14 in sliding it from the last (see Figure 4B)
along arrow F1 in passing the shaving cartridge 14
through the first end opening 42A of the frame 34; more
precisely in sliding the frame 34 along axis X-X. When
the adaptor is completely separated from the shaving
cartridge 14 (see Figure 4B), the user can reverse it in
rotating/twisting it around axis X-X for instance (see Fig-
ures 4C to 4E). The first opening 36A of the frame which
was covering the cutting edges 22 as depicted on Figure
4A is after having reversed the frame 34 on the shaving
cartridge 14 covering the lower part of the housing 24D
(see Figure 4H), whereas the second opening 38A which
covered the upper face of the housing 24C (see Figure
7), covers the shaving blades 20 after having reversed
the frame 34 on the shaving cartridge 14 (see Figure 4G).
The first opening 36A of the adaptor 16 which was con-
nected to the shaving cartridge 14 on the upper face 24C
is after reversing connected to the lower face 24D of the
housing, whereas the second opening 36B of the adaptor
16 which was connected to the shaving cartridge 14 on
the lower face 24D is after reversing connected to the
upper face 24C of the housing. The user can than slide
the adaptor 16 on the shaving cartridge 14 (see Figure
4F) until complete attachment (see Figure 4G). After that,
the razor is ready again to be used with the shaving aids
32 for further shaving.
[0075] We will know describe the method of using an
adaptor attached on the shaving cartridge by encasing
(see Figures 5A-5B).
[0076] When the adaptor 16 is not reversible this
means that only the first faces 32A of the shaving aids
can be used during shaving. Thus, when the first faces
32A of the shaving aids 32 are outworn, the user changes
the adaptor 16 by a new one. The adaptor is reversible,
as depicted on Figures 5A and 5B, when each of the
shaving aids 32 is provided with a first face 32A and a
second face 32B, each of them being able to contact the
skin during shaving. The frame 34 of the adaptor 14 com-
prises for instance two parts 34A and 34B linked pivotally
together by a hinge 35. Opposed to that hinge 35, several
tabs 33 can be provided on the frame 34 to secure the
closure of the adaptor 14 as illustrated on Figure 5A.
[0077] When the adaptor 16 is not reversible, only the
first faces 32A of the shaving aids are used during shav-
ing. Thus, when the first faces 32A of the shaving aids
32 are outworn, the user changes the adaptor 16 by a
new one. As best depicted on Figure 5B, the user opens
the adaptor 16 in pivoting one part of the frame with re-
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gard to the other one about the hinge 35. The user can
than attach a new adaptor 16 by encasing the shaving
cartridge in it and shave with a razor 10 as depicted on
Figure 5A.
[0078] When such an adaptor is reversible, the user
can reverse the frame 34 when the first faces 32A of the
shaving aid 32 are outworn, such that the second faces
32B of the shaving aids 32 can be used during shaving.
Actually, the user detaches the frame 34 from the shaving
cartridge 14 in opening the hinge 34 (see Figure 5B) and
when the adaptor is completely separated from the shav-
ing cartridge 14 (see Figure 5B), the user can reverse it
in twisting it around axis X-X for instance. The first open-
ing 36A of the frame which was covering the cutting edg-
es 22 as depicted on Figure 5A is after having reversed
the frame 34 on the shaving cartridge 14 covering the
lower part of the housing 24D (not illustrated), whereas
the second opening 38A which covered the lower face
of the housing, covers the shaving blades 20 after having
reversed the frame 34 on the shaving cartridge 14 (s not
illustrated). The first opening 36A of the adaptor 16 which
was connected to the shaving cartridge 14 on the upper
face 24C is after reversing connected to the lower face
24D of the housing, whereas the second opening 36B of
the adaptor 16 which was connected to the shaving car-
tridge 14 on the lower face 24D is after reversing con-
nected to the upper face 24C of the housing. After that,
the razor is ready again to be used with the shaving aids
32 for further shaving.
[0079] Each of the above disclosed adaptors can be
provided with shaving aid holders 46 which are unitary
with the frame 34 or which are removably attached to the
frame such disconnected from the frame 34 of the adap-
tor 16 as depicted for instance on Figure 8. In this case,
when the shaving aid 32 is outworn, the frame 16 can be
maintained on the shaving cartridge 14 and the user can
either remove the shaving aid holders 46 in order to
change it by a new one or the user can reverse the shav-
ing aid holders 46.
[0080] When discussing about reversibility, one should
understand that it means that at least one of the shaving
aid provided on the frame has two opposed faces each
of which can successively be used during shaving in re-
versing the faces. This reverse of the two opposed faces
32A and 32B of one shaving aid 32 may be obtained in
reversing the complete adaptor 16 (more precisely the
frame 34) with regard to the shaving cartridge 14 and/or
in reversing the holder 46 of the shaving aid 32 with re-
gard to the frame 34. The reversibility of the adaptor (the
frame and/or each shaving aid) is obtained especially by
twisting or reversal.
[0081] The adaptor comprises preferably a material
chosen among the plastic, like for instance thermoplastic
like PP, PS and/or ABS.
[0082] The adaptor can be provided with one or more
bulges 50 on the frame 34 to allow the attachment and
firmly maintain of the adaptor 16 onto the shaving car-
tridge 14 after said sliding occurred in order to shave

securely (avoiding any risk of untimely detachment of the
adaptor). Any other means can be provided to retain se-
curely the adaptor on the shaving cartridge in order to
avoid any risk of untimely detachment of the adaptor
when shaving.

Claims

1. An adaptor for a shaving cartridge (14), wherein the
adaptor (16) comprises a frame (34) which is provid-
ed with at least one shaving aid (32), wherein the
adaptor (16) is mountable on a shaving cartridge (14)
having one or more shaving blades (20), each of the
shaving blades (20) being provided with a cutting
edge (22) and characterized in that the at least one
shaving aid (32) is reversibly mounted on the frame
(34) which comprises at least one shaving aid holder
(46) configured to hold the at least one shaving aid
(32) and the shaving aid holder (46) being reversibly
mounted on the frame (34).

2. The adaptor according to claim 1, wherein the frame
(34) has a first wall (36), a second wall (38) opposed
to said first wall (36), a side wall (40) extending from
said first wall (36) to said second wall (38), a first end
(42) and an opposed second end (44), the first wall
(36) having a first opening (36A), such that the frame
(34) is mountable on a shaving cartridge (14) such
that the cutting edge (22) of the one or more shaving
blades (20) is uncovered and is accessible through
the first opening (36A) .

3. The adaptor according to claim 2, wherein the sec-
ond wall (38) of the frame (34) has a second opening
(38A) such that the frame (34) is mountable on a
shaving cartridge (14) allowing the cutting edge (22)
of the one or more shaving blades (20) being uncov-
ered and being accessible through either the first
opening (36A) or the second opening (38A).

4. The adaptor according to claim 2 or 3, wherein the
frame (34) comprises two parts (34A, 34B) connect-
ed by a hinge (35) .

5. The adaptor according to claim 2 or 3, wherein the
first end (42) of the first wall (36) of the frame (34)
has a first end opening (42A) such that the frame
(34) is slidably mountable on a shaving cartridge (14)
through the first end opening (42A).

6. The adaptor according to anyone of the preceding
claims, wherein the at least one shaving aid (32) has
a shaving aid body (32) comprising a lubricant, a
moisturizer, a conditioner and/or an exfoliant.

7. The adaptor according to the preceding claims,
wherein the at least one shaving aid (32) is releas-
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able with regard to the frame (34).

8. A shaving assembly comprising a shaving cartridge
(14) having one or more shaving blades (20), each
of the shaving blades (20) being provided with a cut-
ting edge (22) and an adaptor (16) according to an-
yone of the preceding claims, wherein the adaptor
(16) is mountable on the shaving cartridge (14) and
wherein the at least one shaving aid (32) extends
outwardly with regard to the shaving cartridge (14)
when the adaptor (16) is mounted on the shaving
cartridge (14).

9. The shaving assembly according to claim 8, wherein
the adaptor (16) further being adapted to be slidably
mountable and/or mountable by snap-fit or by en-
casing and/or mountable frictionally or releasably or
elastically on the shaving cartridge (14).

10. A razor comprising a razor handle and a shaving
assembly according to claim 8, wherein the shaving
assembly (18) is provided with connecting means
(30) for connecting the shaving assembly (18) to the
razor handle (12).

11. A method of shaving with a razor according to claim
10, wherein the shaving aid holder (46) is twisted on
the frame (34) such that when a first face of the shav-
ing aid (32) is outworn, is replaced by its opposed
second face without detaching the adaptor from the
shaving cartridge (14) while the razor handle (12)
and the shaving cartridge (14) are kept.

Patentansprüche

1. Adapter für eine Rasierpatrone (14), wobei der Ad-
apter (16) einen Rahmen (34) aufweist, der mit min-
destens einer Rasierhilfe (32) versehen ist, wobei
der Adapter (16) auf einer Rasierpatrone (14) mit
einer oder mehreren Rasierklingen (20) montierbar
ist, wobei jede Rasierklinge (20) mit einer Schneid-
kante (22) versehen ist und dadurch gekennzeich-
net ist, dass die mindestens eine Rasierhilfe (32)
reversibel am Rahmen (34), der mindestens einen
Rasierhilfehalter (46) umfasst, der zum Halten der
mindestens einen Rasierhilfe (32) konfiguriert ist,
und wobei der Rasierhilfehalter (46) reversibel am
Rahmen (34) angebracht ist.

2. Adapter nach Anspruch 1, wobei der Rahmen (34)
eine erste Wand (36), eine der ersten Wand (36)
gegenüberliegende zweite Wand (38), eine sich von
der ersten Wand (36) zur zweiten Wand (38) erstre-
ckende Seitenwand (40), ein erstes Ende (42) und
ein gegenüberliegendes zweites Ende (44) aufweist,
wobei die erste Wand (36) eine erste Öffnung (36A)
aufweist, so dass der Rahmen (34) an einer Rasier-

patrone (14) so montierbar ist, dass die Schneidkan-
te (22) der einen oder mehreren Rasierklingen (20)
unbedeckt ist und durch die erste Öffnung (36A) zu-
gänglich ist.

3. Adapter nach Anspruch 2, wobei die zweite Wand
(38) des Rahmens (34) eine zweite Öffnung (38A)
aufweist, so dass der Rahmen (34) auf einer Rasier-
patrone (14) montierbar ist, so dass die Schneidkan-
te (22) der einen oder mehreren Rasierklingen (20)
freigelegt werden kann und entweder durch die erste
Öffnung (36A) oder die zweite Öffnung (38A) zu-
gänglich ist.

4. Adapter nach Anspruch 2 oder 3, wobei der Rahmen
(34) zwei Teile (34A, 34B) umfasst, die durch ein
Scharnier (35) verbunden sind.

5. Adapter nach Anspruch 2 oder 3, wobei das erste
Ende (42) der ersten Wand (36) des Rahmens (34)
eine erste Endöffnung (42A) aufweist, so dass der
Rahmen (34) durch die erste Endöffnung (42A) ver-
schiebbar auf einer Rasierpatrone (14) montierbar
ist.

6. Adapter nach einem der vorhergehenden Ansprü-
che, wobei die mindestens eine Rasierhilfe (32) ei-
nen Rasierhilfekörper (32) aufweist, der ein
Schmiermittel, ein Feuchthaltemittel, einen Conditi-
oner und/oder ein Peeling umfasst.

7. Adapter nach einem der vorhergehenden Ansprü-
che, wobei die mindestens eine Rasierhilfe (32) in
Bezug auf den Rahmen lösbar ist (34).

8. Rasieranordnung, umfassend eine Rasierpatrone
(14) mit einer oder mehreren Rasierklingen (20), wo-
bei jede der Rasierklingen (20) mit einer Schneid-
kante (22) und einem Adapter (16) nach einem der
vorhergehenden Ansprüche vorgesehen ist, wobei
der Adapter (16) an der Rasierpatrone (14) montier-
bar ist und wobei sich die mindestens eine Rasier-
hilfe (32) in Bezug auf die Rasierpatrone (14) nach
außen erstreckt, wenn der Adapter (16) an der Ra-
sierpatrone (14) montiert ist.

9. Rasieranordnung nach Anspruch 8, bei der der Ad-
apter (16) ferner dazu ausgelegt ist, dass er ver-
schiebbar und/oder durch Einschnappen oder durch
Umhüllen und/oder reibschlüssig oder lösbar oder
elastisch an der Rasierpatrone (14) montierbar ist.

10. Rasierer, umfassend einen Rasierergriff und eine
Rasieranordnung nach Anspruch 8, wobei die Ra-
sieranordnung (18) mit Verbindungsmitteln (30) zum
Verbinden der Rasieranordnung (18) mit dem Ra-
siergriff (12) vorgesehen ist.
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11. Verfahren zum Rasieren mit einem Rasierapparat
nach Anspruch 10, wobei der Rasierhilfehalter (46)
auf dem Rahmen (34) so gedreht wird, dass, wenn
eine erste Fläche der Rasierhilfe (32) abgenutzt ist,
diese durch ihre gegenüberliegende zweite Fläche
ersetzt wird, ohne den Adapter von der Rasierpatro-
ne (14) zu lösen, während der Rasierapparatgriff
(12) und die Rasierpatrone (14) beibehalten werden.

Revendications

1. Adaptateur pour cartouche de rasage (14), dans le-
quel l’adaptateur (16) comprend un cadre (34) qui
est pourvu d’au moins d’un accessoire de rasage
(32), l’adaptateur (16) pouvant être monté sur une
cartouche de rasage (14) ayant une ou plusieurs la-
mes de rasage (20), chacune des lames de rasage
(20) étant pourvue d’un bord de coupe (22) et ca-
ractérisé en ce que l’au moins un accessoire de
rasage (32) est monté de manière réversible sur le
cadre (34) qui comprend au moins un support d’ac-
cessoire de rasage (46) conçu pour maintenir l’au
moins un accessoire de rasage (32) et le support
d’accessoire de rasage (46) étant monté de manière
réversible sur le cadre (34).

2. Adaptateur selon la revendication 1, dans lequel le
cadre (34) présente une première paroi (36), une
seconde paroi (38) opposée à ladite première paroi
(36), une paroi latérale (40) s’étendant depuis ladite
première paroi (36) à ladite seconde paroi (38), une
première extrémité (42) et une seconde extrémité
opposée (44), la première paroi (36) ayant une pre-
mière ouverture (36A), de telle sorte que le cadre
(34) peut être monté sur une cartouche de rasage
(14) de telle sorte que le bord de coupe (22) de la
ou des lames de rasage (20) est découvert et ac-
cessible à travers la première ouverture (36A).

3. Adaptateur selon la revendication 2, dans lequel la
seconde paroi (38) du cadre (34) présente une se-
conde ouverture (38A) de telle sorte que le cadre
(34) est montable sur une cartouche de rasage (14)
permettant au bord de coupe (22) de la ou des lames
de rasage (20) d’être découvertes et accessibles à
travers la première ouverture (36A) ou la seconde
ouverture (38A).

4. Adaptateur selon la revendication 2 ou 3, dans lequel
le cadre (34) comprend deux parties (34A, 34B) rac-
cordées par une charnière (35).

5. Adaptateur selon la revendication 2 ou 3, dans lequel
la première extrémité (42) de la première paroi (36)
du cadre (34) a une première ouverture d’extrémité
(42A) de telle sorte que le cadre (34) peut être monté
de manière coulissante sur une cartouche de rasage

(14) à travers la première ouverture d’extrémité
(42A).

6. Adaptateur selon l’une quelconque des revendica-
tions précédentes, dans lequel l’au moins un acces-
soire de rasage (32) a un corps d’accessoire de
rasage (32) comprenant un lubrifiant, un hydratant,
un conditionneur et/ou un exfoliant.

7. Adaptateur selon les revendications précédentes,
dans lequel l’au moins un accessoire de rasage (32)
est amovible par rapport au cadre (34).

8. Ensemble de rasage comprenant une cartouche de
rasage (14) ayant une ou plusieurs lames de rasage
(20), chacune des lames de rasage (20) étant pour-
vue d’un bord de coupe (22) et d’un adaptateur (16)
selon l’une quelconque des revendications précé-
dentes, l’adaptateur (16) pouvant être monté sur la
cartouche de rasage (14) et l’au moins un accessoire
de rasage (32) s’étendant vers l’extérieur par rapport
à la cartouche de rasage (14) lorsque l’adaptateur
(16) est monté sur la cartouche de rasage (14).

9. Ensemble de rasage selon la revendication 8, dans
lequel l’adaptateur (16) est en outre adapté pour
pouvoir être monté de manière coulissante et/ou
montable par encliquetage ou par enveloppement
et/ou montable par friction ou de manière amovible
ou élastique sur la cartouche de rasage (14).

10. Rasoir comprenant une poignée de rasoir et un en-
semble de rasage selon la revendication 8, dans le-
quel l’ensemble de rasage (18) est pourvu de
moyens de raccordement (30) pour raccorder l’en-
semble de rasage (18) à la poignée de rasoir (12).

11. Procédé de rasage au moyen d’un rasoir selon la
revendication 10, dans lequel le support d’accessoi-
re de rasage (46) est vrillé sur le cadre (34) de telle
sorte que lorsqu’une première face de l’accessoire
de rasage (32) est usée, elle est remplacée par sa
seconde face opposée sans détacher l’adaptateur
de la cartouche de rasage (14) tandis que la poignée
de rasoir (12) et la cartouche de rasage (14) sont
conservées.
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