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(54) Heat accumulating module with PCM, module’s assembly and double heat accumulating wall

(57) Heat accumulation module based on phase
change materials, comprising the casing (2), wherein the
casing (2) consists from the rear wall (3), the side wall
(4) and the flange (5), the latter carrying the cavity plate
(6) arranged thereon in a fixed position, thus creating the
air duct (10) extending between the rear wall (3) of the
casing (2) and the inner wall (9) of the cavity plate (6),
the cavity plate (6) is provided with a silicone sealing strip
(13) extending along the side of the cavity plate (6), where
the cavities (6a) of the same have their open ends, and
adjoining to the flange (5), the cavities (6a) of the cavity
plate (6) being filled with a phase change material. The
corresponding modular heat accumulation assembly
then consists of the lower module (1), at least one inter-
mediate module (1a) and the upper module (1b), the low-
er module being provided with the lower outlet branch
(11) and the upper module (1b) being provided with the
upper outlet branch (12), the conduits connected to the
outlet branches (11, 12) being led out of the room, the at
least one intermediate module (1a) having both the top
and the bottom side of its casing (2) open, the lower mod-
ule (1) having only the top side of its casing (2) open and
the upper module (1b) having only the bottom side of its
casing (2) open, the boundary zone of the jointing area
of one of the modules (1, 1a, 1b) being adapted to form
the coupling element for attaching a subsequent module
and the air ducts (10) of the modules (1, 1a, 1b) being
interconnected. The double heat accumulating wall has
its rear wall designed in the form of the load-carrying wall
(20) and its front facing wall is formed by the cavity wall
(19) having its cavities (23) filled with a phase change

material, the rear load-carrying wall (20) being on its side
facing to the cavity wall (19) provided with the reflective
foil (28) eliminating the intrusion of vent air into the build-
ing structure, the walls (19, 20) being separated by load-
carrying profiles (27) and partitions (25) arranged be-
tween the former and creating the path (26) for the uni-
form flow of vent air through the interspace (24) of the
double wall, the interspace (24) being in turn connected
to inlet and outlet conduits (21, 22) of the air-conditioning
system (18) and having its periphery closed with covering
strips.
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