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(54) Magnetic resonance imaging apparatus and method using an intermediate RF pulse

(57) A magnetic resonance imaging apparatus in-
cludes a data acquisition unit and an image data gener-
ating unit. The data acquisition unit acquires MR signals
for imaging by an imaging scan with applying a frequen-
cy-selective or slice-selective radio frequency intermedi-

ate pulse for controlling a contrast and a spoiler gradient
magnetic field for suppressing unnecessary signal com-
ponent after applying al least one of radio frequency ex-
citation pulses. The image data generating unit gener-
ates image data based on the magnetic resonance sig-
nals.
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Description

BACKGROUND OF THE INVENTION

1. Field of the invention

[0001] The present invention relates to a MRI (mag-
netic resonance imaging) apparatus and a magnetic res-
onance imaging method which excite nuclear spin of an
object magnetically with a RF (radio frequency) signal
having the Larmor frequency and reconstruct an image
based on NMR (nuclear magnetic resonance) signals
generated due to the excitation, and more particularly,
to a magnetic resonance imaging apparatus and a mag-
netic resonance imaging method which perform imaging
with applying a desired RF pulse, such as a fat saturation
pulse, for controlling an image contrast.

2. Description of the Related Art

[0002] Magnetic Resonance Imaging is an imaging
method which excites nuclear spin of an object set in a
static magnetic field with a RF signal having the Larmor
frequency magnetically and reconstruct an image based
on NMR signals generated due to the excitation.
[0003] In the field of magnetic resonance imaging, the
techniques to control an image contrast include the fat
suppression methods. The fat suppression methods that
has been widely used in general include the CHESS
(chemical shift selective) method, the SPIR (spectral pre-
saturation with inversion recovery) method (also referred
as SPECIR method), and the STIR (short TI inversion
recovery) method.
[0004] Of the fat suppression methods, the CHESS
method is referred as a frequency-selective fat suppres-
sion method since the method suppresses only fat sig-
nals frequency-selectively using the fact that the reso-
nance frequencies of the water proton and the fat proton
mutually differs by 3.5ppm (see, for example, Japanese
Patent Application (Laid-Open disclosure) No. 7-327960,
Japanese Patent Application (Laid-Open disclosure) No.
9-182729 and Japanese Patent Application (Laid-Open
disclosure) No. 11-299753). A CHESS pulse is applied
as a RF pre-pulse in advance of data acquisition for im-
aging in the CHESS method.
[0005] The SPIR method is also a frequency-selective
fat suppression method which uses the difference in the
resonance frequency between the water proton and the
fat proton (see, for example, Japanese Patent Applica-
tion (Laid-Open disclosure) No. 2006-149583). In the
SPIR method, a SPIR pulse that is a frequency-selective
inversion RF pulse matched with a resonance frequency
of fat signals is applied as a RF pre-pulse.
[0006] Meanwhile, the STIR method is a fat suppres-
sion method which uses a difference in T1 relaxation time
between a fat signal and a water signal and a frequency-
nonselective fat suppression method.
[0007] Fig. 1 is a time chart of the conventional pulse

sequence under the FSE (fast spin echo) method with
applying a frequency-selective fat saturation pulse as a
RF pre-pulse.
[0008] In Fig. 1, RF denotes RF pulses, Gss, Gro and
Gpe denote axes to which gradient magnetic field for
slice selection, gradient magnetic field for RO (readout)
and gradient magnetic field for PE (phase encode) are
applied respectively, ECHO denotes echo signals.
[0009] As shown in Fig. 1, an α° frequency-selective
fat saturatio pulse RFc1 for suppressing unnecessary
signals from fat is applied as a RF pre-pulse prior to a
FSE sequence for imaging. In addition, a spoiler gradient
magnetic field Gsp1 is applied in a gradient magnetic
field direction for slice selection subsequently to the α°
frequency-selective fat saturation pulse RFc1.
[0010] In the FSE sequence, a flip pulse RFI1 with 90
degrees of FA (flip angle) is generally applied as a RF
excitation pulse. In addition, plural refocus pulses RFI2,
RFI3, RFI4, ... are applied at an ETS (Echo Train Space)
subsequently to the flip pulse RFI1. Each FA of the refo-
cus pulses RFI2, RFI3, RFI4, ... is generally set to 180
degrees. An interval between the flip pulse RFI1 and the
first refocus pulse RFI2 is set to ETS/2.
[0011] Meanwhile, a slice selection gradient magnetic
field pulse Gss1 corresponding to the flip pulse RFI1, and
slice selection gradient magnetic field pulses Gss2,
Gss3, Gss4, ... corresponding to the refocus pulses
RFI2, RFI3, RFI4, ..., respectively are applied. The slice
selection gradient magnetic field pulse Gss1 correspond-
ing to the flip pulse RFI1 has a dephasing part. Each of
the slice selection gradient magnetic field pulses Gss2,
Gss3, Gss4, ... corresponding to the refocus pulses
RFI2, RFI3, RFI4, ..., respectively has spoiler gradient
magnetic field parts on its both sides.
[0012] Further, readout gradient magnetic field pulses
Gro2, Gro3, Gro4, ... each having a same area S are
applied following the refocus pulses RFI2, RFI3, RFI4, ...,
respectively. In addition, a readout gradient magnetic
field pulse Gro1 for dephasing is applied following the
flip pulse RFI1. The area of the readout gradient magnetic
field pulse Gro1 for dephasing is set to be S/2 which is
half of each area S of the readout gradient magnetic field
pulses Gro2, Gro3, Gro4, ... applied subsequent to the
refocus pulses RFI2, RFI3, RFI4, ....
[0013] Moreover, phase encode gradient magnetic
field pulses Gpe1, Gpe2, Gpe3, Gpe4, ... having re-
versed signs and equal areas are applied in intervals
between respective applications of the refocus pulses
RFI2, RFI3, RFI4, ....
[0014] In the foregoing pulse sequence, echo signals
Echo1, Echo2, ... are generated by application of the re-
adout gradient magnetic field pulses Gro2, Gro3, ....
[0015] In recent years, the high magnetization tech-
nique in the MRI apparatus has been investigated and a
high magnetic field apparatus have been produced. How-
ever, especially under a high magnetic field not less than
3T, it is known that there is a B1 inhomogeneity problem
that an inhomogeneity in a RF magnetic field increases
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due to attenuation of a RF pulse since a RF pulse having
a shorter wavelength attenuates more in a living body
while a resonance frequency becomes higher. The B1
inhomogeneity is also referred as RF magnetic field in-
homogeneity.
[0016] Consequently, an adequate fat suppression ef-
fect might not be achieved by simply applying a frequen-
cy-selective fat saturation pulse, such as a CHESS pulse,
as a RF pre-pulse, depending on an imaging condition
as in the case of being under a high magnetic field.
[0017] This problem is common to an imaging with ap-
plication of a RF pulse for controlling an image contrast,
as well as a fat saturation pulse. That is, a desired image
contrast could not be obtained simply by applying a RF
pre-pulse for controlling an image contrast.
[0018] On the other hand, an imaging with application
of a RF pre-pulse has a problem with increasing an im-
aging time. Especially in multi-slice imaging, the problem
is that the minimum TR (repetition time) is increased by
application of a RF pre-pulse and to increase the number
of slices becomes difficult. Note that, the minimum TR is
a TR for imaging a specific slice set consisting of multiple
slices.

SUMMARY OF THE INVENTION

[0019] The present invention has been made in light
of the conventional situations, and it is an object of the
present invention to provide a magnetic resonance im-
aging apparatus and a magnetic resonance imaging
method which make it possible to control an image con-
trast satisfactorily by applying an RF pulse for a desired
purpose such as fat suppression with a shorter imaging
period.
[0020] The present invention provides a magnetic res-
onance imaging apparatus comprising: a data acquisition
unit configured to acquire magnetic resonance signals
for imaging by an imaging scan with applying a frequen-
cy-selective or slice-selective radio frequency intermedi-
ate pulse for controlling a contrast and a spoiler gradient
magnetic field for suppressing unnecessary signal com-
ponent after applying al least one radio frequency exci-
tation pulse to be applied for acquiring the magnetic res-
onance signals, the spoiler gradient magnetic field being
subsequent to the radio frequency intermediate pulse;
and an image data generating unit configured to generate
image data based on the magnetic resonance signals,
in an aspect to achieve the object.
[0021] The present invention also provides a magnetic
resonance imaging apparatus comprising: a data acqui-
sition unit configured to acquire magnetic resonance sig-
nals for imaging by an imaging scan with applying a fre-
quency-selective or slice-selective fat saturation pulse
for controlling a contrast and a spoiler gradient magnetic
field for suppressing unnecessary signal component af-
ter applying al least one of radio frequency excitation
pulses to be applied for acquiring the magnetic reso-
nance signals, the spoiler gradient magnetic field being

subsequent to the fat saturation pulse; and an image data
generating unit configured to generate image data based
on the magnetic resonance signals, in an aspect to
achieve the object.
[0022] The present invention also provides a magnetic
resonance imaging method comprising: acquiring mag-
netic resonance signals for imaging by an imaging scan
with applying a frequency-selective or slice-selective ra-
dio frequency intermediate pulse for controlling a contrast
and a spoiler gradient magnetic field for suppressing un-
necessary signal component after applying al least one
of radio frequency excitation pulses to be applied for ac-
quiring the magnetic resonance signals, the spoiler gra-
dient magnetic field being subsequent to the radio fre-
quency intermediate pulse; and generating image data
based on the magnetic resonance signals, in an aspect
to achieve the object.
[0023] The magnetic resonance imaging apparatus
and the magnetic resonance imaging method according
to the present invention as described above make it pos-
sible to control an image contrast satisfactorily by apply-
ing an RF pulse for a desired purpose such as fat sup-
pression with a shorter imaging period.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024] In the accompanying drawings:

Fig. 1 is a time chart of the conventional pulse se-
quence under the FSE (fast spin echo) method with
applying a frequency-selective fat saturation pulse
as a RF pre-pulse;
Fig. 2 is a block diagram showing a magnetic reso-
nance imaging apparatus according to an embodi-
ment of the present invention;
Fig. 3 is a functional block diagram of the computer
shown in Fig 2;
Fig. 4 is a time chart showing an example of FSE
sequence, with applying two fat-saturation pulses as
a RF pre-pulse and a RF intermediate pulse, which
is set by the imaging condition setting unit shown in
Fig. 3;
Fig. 5 is a time chart showing an example of DWI
(diffusion weighted imaging) sequence, with apply-
ing two fat-saturation pulses as a RF pre-pulse and
a RF intermediate pulse, which is set by the imaging
condition setting unit shown in Fig. 3; and
Fig. 6 is a flowchart showing a procedure for acquir-
ing an image of the object by imaging with applying
a RF intermediate pulse with the magnetic reso-
nance imaging apparatus shown in Fig. 2.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0025] A magnetic resonance imaging apparatus and
a magnetic resonance imaging method according to em-
bodiments of the present invention will be described with
reference to the accompanying drawings.
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(Configuration and function)

[0026] Fig. 2 is a block diagram showing a magnetic
resonance imaging apparatus according to an embodi-
ment of the present invention.
[0027] A magnetic resonance imaging apparatus 20
includes a static field magnet 21 for generating a static
magnetic field, a shim coil 22 arranged inside the static
field magnet 21 which is cylinder-shaped, a gradient coil
23 and RF coils 24.
[0028] The magnetic resonance imaging apparatus 20
also includes a control system 25. The control system 25
includes a static magnetic field power supply 26, a gra-
dient power supply 27, a shim coil power supply 28, a
transmitter 29, a receiver 30, a sequence controller 31
and a computer 32. The gradient power supply 27 of the
control system 25 includes an X-axis gradient power sup-
ply 27x, a Y-axis gradient power supply 27y and a Z-axis
gradient power supply 27z. The computer 32 includes an
input device 33, a display unit 34, a operation unit 35 and
a storage unit 36.
[0029] The static field magnet 21 communicates with
the static magnetic field power supply 26. The static mag-
netic field power supply 26 supplies electric current to
the static field magnet 21 to get the function to generate
a static magnetic field in a imaging region. The static field
magnet 21 includes a superconductivity coil in many cas-
es. The static field magnet 21 gets current from the static
magnetic field power supply 26 which communicates with
the static field magnet 21 at excitation. However, once
excitation has been made, the static field magnet 21 is
usually isolated from the static magnetic field power sup-
ply 26. The static field magnet 21 may include a perma-
nent magnet which makes the static magnetic field power
supply 26 unnecessary.
[0030] The static field magnet 21 has the cylinder-
shaped shim coil 22 coaxially inside itself. The shim coil
22 communicates with the shim coil power supply 28.
The shim coil power supply 28 supplies current to the
shim coil 22 so that the static magnetic field becomes
uniform.
[0031] The gradient coil 23 includes an X-axis gradient
coil 23x, a Y-axis gradient coil 23y and a Z-axis gradient
coil 23z. Each of the X-axis gradient coil 23x, the Y-axis
gradient coil 23y and the Z-axis gradient coil 23z which
is cylinder-shaped is arranged inside the static field mag-
net 21. The gradient coil 23 has also a bed 37 in the area
formed inside it which is an imaging area. The bed 37
supports an object P. The RF coils 24 include a whole
body coil (WBC: whole body coil), which is built in the
gantry, for transmission and reception of RF signals and
local coils, which are arranged around the bed 37 or the
object P, for reception of RF signals.
[0032] The gradient coil 23 communicates with the gra-
dient power supply 27. The X-axis gradient coil 23x, the
Y-axis gradient coil 23y and the Z-axis gradient coil 23z
of the gradient coil 23 communicate with the X-axis gra-
dient power supply 27x, the Y-axis gradient power supply

27y and the Z-axis gradient power supply 27z of the gra-
dient power supply 27 respectively.
[0033] The X-axis gradient power supply 27x, the Y-
axis gradient power supply 27y and the Z-axis gradient
power supply 27z supply currents to the X-axis gradient
coil 23x, the Y-axis gradient coil 23y and the Z-axis gra-
dient coil 23z respectively so as to generate gradient
magnetic fields Gx, Gy and Gz in the X, Y and Z directions
in the imaging area.
[0034] The RF coils 24 communicate with the trans-
mitter 29 and/or the receiver 30. The transmission RF
coil 24 has a function to transmit a RF signal given from
the transmitter 29 to the object P. The reception RF coil
24 has a function to receive a MR signal generated due
to an nuclear spin inside the object P which is excited by
the RF signal to give to the receiver 30.
[0035] The sequence controller 31 of the control sys-
tem 25 communicates with the gradient power supply 27,
the transmitter 29 and the receiver 30. The sequence
controller 31 has a function to storage sequence infor-
mation describing control information needed in order to
make the gradient power supply 27, the transmitter 29
and the receiver 30 drive and generate gradient magnetic
fields Gx, Gy and Gz in the X, Y and Z directions and a
RF signal by driving the gradient power supply 27, the
transmitter 29 and the receiver 30 according to a prede-
termined sequence stored. The control information
above-described includes motion control information,
such as intensity, impression period and impression tim-
ing of the pulse electric current which should be im-
pressed to the gradient power supply 27
[0036] The sequence controller 31 is also configured
to give raw data to the computer 32. The raw data is
complex data obtained through the detection of a NMR
signal and A/D conversion to the NMR signal detected
in the receiver 30.
[0037] The transmitter 29 has a function to give a RF
signal to the RF coil 24 in accordance with control infor-
mation provided from the sequence controller 31. The
receiver 30 has a function to generate raw data which is
digitized complex number data by detecting a MR signal
given from the RF coil 24 and performing predetermined
signal processing and A/D converting to the MR signal
detected. The receiver 30 also has a function to give the
generated raw data to the sequence controller 31.
[0038] The computer 32 gets various functions by the
operation unit 35 executing some programs stored in the
storage unit 36 of the computer 32. Alternatively, some
specific circuits having various functions may be provided
with the magnetic resonance imaging apparatus 20 in-
stead of using some of the programs.
[0039] Fig. 3 is a functional block diagram of the com-
puter 32 shown in Fig 2.
[0040] The computer 32 functions as an imaging con-
dition setting unit 40, a sequence controller control unit
41, a k-space database 42, an image reconstruction unit
43, an image database 44 and an image processing unit
45 by program.
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[0041] The imaging condition setting unit 40 has a
function to set a pulse sequence with applying a frequen-
cy-selective or slice-selective RF pulse, such as a fat-
saturation pulse, for controlling an image contrast, as an
imaging condition, based on instruction from the input
device 33, and to provide the set imaging condition to
the sequence controller control unit 41. The RF pulse for
controlling an image contrast is set as a RF intermediate
pulse at least in an imaging sequence for acquiring NMR
signals for imaging. Specifically, an application timing of
a RF intermediate pulse for controlling an image contrast
is set after at earliest application of a RF excitation pulse
for acquiring imaging data.
[0042] For example, when a timing for applying a RF
intermediate pulse is set to one before a timing for ac-
quiring data on the center of the K space determined
according to a TE (echo time) and an ETS, a more sat-
isfactory contrast control can be performed by providing
the effect of the RF intermediate pulse with the data, hav-
ing the most effect on an image contrast, on the center
of the K space. Therefore, a RF intermediate pulse can
be applied multiple times at both timings before acquisi-
tion of all imaging data and before acquisition of the data
on the center of the K space. However, the application
of a RF intermediate pulse at only the timing before ac-
quisition of the data on the center of the K space leads
to shortening an imaging time.
[0043] Moreover, when it is preferable to control an
image contrast more satisfactorily or intricately, for ex-
ample, a frequency-selective or slice-selective RF pre-
pulse for controlling an image contrast can be applied
prior to an imaging sequence, i.e., before application of
a RF excitation pulse for acquiring imaging data, as need-
ed. On the contrary, when there is a need for shortening
an imaging time, an imaging condition in which a RF in-
termediate pulse is applied without applying a RF pre-
pulse may be set.
[0044] In addition, the pulse sequence is set so that a
spoiler gradient magnetic field pulse for suppressing
transverse magnetization signal component from an un-
necessary metabolite such as fat is applied after each
application of a RF intermediate pulse and a RF pre-
pulse.
[0045] A RF contrast control pulse applied as a RF
intermediate pulse or a RF pre-pulse can be an arbitrary
pulse as long as it is either a slice-selective pulse applied
in a slice different from an imaging slice or a frequency-
selective pulse applied to a matter having a resonance
frequency different from that of NMR signals acquired for
imaging. Therefore, examples of a RF contrast control
pulse include a water-selective excitation pulse, a fat sat-
uration pulse, a saturation pulse, a spin labeling pulse,
a MTC (magnetization transfer contrast) pulse and a
SORS (slice-selective off-resonance sinc pulse).
[0046] The water-selective excitation pulse is a RF
contrast control pulse for exciting water selectively and
the fat saturation pulse is a RF contrast control pulse for
suppressing signals from fat. The saturation pulse is a

RF contrast control pulse for saturating spins in a desired
matter to suppress signals from the desired matter, and
is applied before application of a dephasing gradient
magnetic field. The spin labeling pulse is a RF contrast
control pulse for tagging a moving object flowing into an
imaging section. The MTC pulse is a RF contrast control
pulse for saturating a magnetization of protons in bound
water to suppress signals from parenchyma organs. The
MTC pulse applied together with a slice selection gradi-
ent magnetic field is referred as the SORS.
[0047] A RF intermediate pulse and a RF pre-pulse
can be RF contrast control pulses of a same kind and
alternatively RF contrast control pulses of mutually dif-
ferent kinds. When a RF intermediate pulse and a RF
pre-pulse are a same type of RF contrast control pulses,
a contrast control can be performed more satisfactorily
without increasing an imaging time. On the contrary,
when a RF intermediate pulse and a RF pre-pulse are
mutually different types of RF contrast control pulses,
several types of contrast controls can be performed with-
out increasing an imaging time.
[0048] In addition, an imaging condition can be set so
that multiple RF intermediate pulses and/or multiple RF
pre-pulses are applied. Even in those cases, multiple RF
intermediate pulses can be set to a same type or different
types of RF contrast control pulses. Similarly, multiple
RF pre-pulses can be set to a same type or different types
of RF contrast control pulses.
[0049] Note that, a fat saturation pulse is considered
to be under the largest demands as a RF contrast control
pulse. Therefore, an example of applying two fat satura-
tion pulses as a single RF pre-pulse and a single RF
intermediate pulse is described hereinafter. However,
the same holds true for applying another RF contrast
control pulse as a single RF pre-pulse, one of multiple
RF pre-pulses, a single RF intermediate pulse or one of
multiple RF intermediate pulses.
[0050] Fig. 4 is a time chart showing an example of
FSE sequence, with applying two fat-saturation pulses
as a RF pre-pulse and a RF intermediate pulse, which is
set by the imaging condition setting unit 40 shown in Fig.
3.
[0051] In Fig. 4, RF denotes RF pulses, Gss, Gro and
Gpe denote axes to which gradient magnetic field for
slice selection, gradient magnetic field for readout and
gradient magnetic field for phase encode are applied re-
spectively, ECHO denotes echo signals.
[0052] As shown in Fig. 4, an α1° frequency-selective
(chemical shift selective) fat saturation pulse RFc1 for
suppressing unnecessary signals from fat is applied as
a RF pre-pulse prior to a FSE sequence for imaging. Fur-
ther, a spoiler gradient magnetic field Gsp1 is applied in
a slice selection gradient magnetic field direction, follow-
ing the α1° frequency-selective fat saturation pulse
RFc1. The FA of the fat saturation pulse RFc1 is set to
about α1° = 90° to 130° according to a required fat sup-
pression effect.
[0053] In the FSE sequence, a flip pulse RFI1 with a
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90 degrees of FA is generally applied as a RF excitation
pulse. Further, multiple refocus pulses RFI2, RFI3,
RFI4, ... are applied at an ETS, following the flip pulse
RFI1. The FA of the refocus pulses RFI2, RFI3, RFI4, ...
is generally set to 180 degrees. An interval between the
flip pulse RFI1 and the first refocus pulse RFI2 is set to
ETS/2.
[0054] Moreover, an α2° frequency-selective fat satu-
ration pulse RFc2 is applied as a RF intermediate pulse
at an arbitrary position on the FSE sequence after appli-
cation of the flip pulse RFI1. Fig. 4 shows an example
that the α2° frequency-selective fat saturation pulse
RFc2 is applied between the first refocus pulse RFI2 and
the second refocus pulse RFI3. However, the α2° fre-
quency-selective fat saturation pulse RFc2 may be ap-
plied after application of an arbitrary refocus pulse.
[0055] Note that, the α2° frequency-selective fat satu-
ration pulse RFc2 may be applied between the flip pulse
RFI1 and the first refocus pulse RFI2. However, the in-
terval between the refocus pulses is longer than the in-
terval between the flip pulse RFI1 and the first refocus
pulse RFI2. Therefore, when the frequency-selective fat
saturation pulse RFc2 is applied between the refocus
pulses, it is highly possible that the pulse length of the
frequency-selective fat saturation pulse RFc2 can be set
to a desired length. Therefore, it is preferable to apply
the frequency-selective fat saturation pulse RFc2 be-
tween the refocus pulses to obtain a desired contrast
easily.
[0056] In addition, it is preferable to determine the FA
of the fat saturation pulse RFc2 so that the contrast con-
trol effect can be constantly maintained according to the
FA of the refocus pulses RFI2, RFI3, RFI4, .... For ex-
ample, if the FA of the refocus pulses RFI2, RFI3, RFI4, ...
is 180° , it is preferable to set the FA of the fat saturation
pulse RFc2 to α2° = 180°. In this case, since a magnet-
ization in a fat region inverts by 180° with respect to a
magnetization in a region other than fat by application of
the fat saturation pulse RFc2, the suppressed magneti-
zation state in the fat region is constantly maintained even
though the 180° refocus pulse is applied repeatedly.
[0057] For example, an adiabatic pulse can be used
for the α2° frequency-selective fat saturation pulse RFc2
as well as the α1° frequency-selective fat saturation pulse
RFc1.
[0058] Thus, the α1° frequency-selective fat saturation
pulse RFc1 functions as the first fat saturation pulse and
the α2° frequency-selective fat saturation pulse RFc2
functions as the second fat saturation pulse.
[0059] Meanwhile, a slice selection gradient magnetic
field pulse Gss1 corresponding to the flip pulse RFI1, and
slice selection gradient magnetic field pulses Gss2,
Gss3, Gss4, ... corresponding to the refocus pulses
RFI2, RFI3, RFI4, ..., respectively are applied. The slice
selection gradient magnetic field pulse Gss1 correspond-
ing to the flip pulse RFI1 has a dephasing part. Each of
the slice selection gradient magnetic field pulses Gss2,
Gss3, Gss4, ... corresponding to the refocus pulses

RFI2, RFI3, RFI4, ..., respectively has spoiler gradient
magnetic field parts on its both sides.
[0060] Further, a readout gradient magnetic field pulse
(Gro3, Gro4, ... in the case of Fig. 4) having a same area
S is applied following each of the refocus pulses (RFI3,
RFI4, ... in the case of Fig. 4) except for a refocus pulse
applied just before application of the α2° fat saturation
pulse RFc2. In addition, a readout gradient magnetic field
pulse Gro1 for dephasing is applied following the flip
pulse RFI1. The area of the readout gradient magnetic
field pulse Gro1 for dephasing is S/2 which is half of each
area S of the readout gradient magnetic field pulses
(Gro3, Gro4 ... in the case of Fig. 4) applied subsequent
to the refocus pulses (RFI3, RFI4, ... in the case of Fig. 4).
[0061] Further, an arbitrary number of readout gradient
magnetic field pulses are applied between the refocus
pulse (RFI2 in the case of Fig. 4) applied just before ap-
plication of the α2° fat saturation pulse RFc2 and the
refocus pulse (RFI3 in the case of Fig. 4) applied just
after application of the α2° fat saturation pulse RFc2. Fig.
4 shows an example in which two readout gradient mag-
netic field pulses Gsp2 and Gsp3 are applied before and
after the α2° fat saturation pulse RFc2. The total area of
an arbitrary number of readout gradient magnetic field
pulses (Gsp2 and Gsp3 in the case of Fig. 4) applied
before and after the α2° fat saturation pulse RFc2 is set
to be the same as each area S of the readout gradient
magnetic field pulses (Gro3, Gro4, ... in the case of Fig.
4) applied subsequent to other refocus pulses (RFI3,
RFI4, ... in the case of Fig. 4). Therefore, as shown in
Fig. 4, when the area of the readout gradient magnetic
field pulse Gsp2 applied before the α2° fat saturation
pulse RFc2 is S1, the area of the readout gradient mag-
netic field pulse Gsp3 applied after the α2° fat saturation
pulse RFc2 becomes S-S1.
[0062] That is, to avoid applying a readout gradient
magnetic field pulse at the timing of application of the
α2° fat saturation pulse RFc2, it can be thought that the
readout gradient magnetic field pulse that should be orig-
inally applied in the interval between the refocus pulses
RFI2 and RFI3 where the α2° fat saturation pulse RFc2
is applied is divided with the constant area to be set before
and after the α2° fat saturation pulse RFc2. By doing so,
the readout gradient magnetic field pulse Gsp3 applied
after the α2° fat saturation pulse RFc2 can function as a
spoiler gradient magnetic field pulse corresponding to
the α2° fat saturation pulse RFc2 by simply adjusting an
imaging condition. Therefore, it is preferable to determine
the area S-S1 of the readout gradient magnetic field pulse
Gsp3 applied after the α2° fat saturation pulse RFc2 so
as to function adequately as a spoiler gradient magnetic
field pulse.
[0063] However, since the area of the readout gradient
magnetic field pulse Gsp3 applied after the α2° fat satu-
ration pulse RFc2 has an upper limit, a sufficient area
might not be acquired. Accordingly, a spoiler gradient
magnetic field pulse having an arbitrary area can be set
in either a slice selection gradient magnetic field direction

9 10 



EP 2 390 677 A1

7

5

10

15

20

25

30

35

40

45

50

55

or a phase encode gradient magnetic field direction, or
in both the directions. This allows setting an intensity of
a spoiler gradient magnetic field pulse arbitrarily. In this
case, if a pre-spoiler gradient magnetic field pulse having
the same area as that of the spoiler gradient magnetic
field pulse and the polarity opposite to that of the spoiler
gradient magnetic field pulse is applied in application ax-
ial directions of the spoiler gradient magnetic field pulse
before the α2° fat saturation pulse RFc2, a dephasing
amount by the spoiler gradient magnetic field pulse can
be cancelled so that echo signals from metabolites to be
observed can be successfully acquired.
[0064] Note that, when a spoiler gradient magnetic
field pulse is set in a slice selection gradient magnetic
field direction or a phase encode gradient magnetic field
direction, a readout gradient magnetic field pulse Gsp2
having the area S may be applied only before the α2° fat
saturation pulse RFc2 with setting the area S-S1 of the
readout gradient magnetic field pulse Gsp3, applied as
a spoiler gradient magnetic field pulse after the α2° fat
saturation pulse RFc2, to zero. Meanwhile, a readout gra-
dient magnetic field pulse Gsp3 having the area S may
be applied only after the α2° fat saturation pulse RFc2
without applying the readout gradient magnetic field
pulse Gsp2 before the α2° fat saturation pulse RFc2
whether a spoiler gradient magnetic field pulse is applied
in a direction other than the readout gradient magnetic
field direction or not. That is, the readout gradient mag-
netic field pulse that should be applied in the interval be-
tween the refocus pulses RFI2 and RFI3 where the α2°
fat saturation pulse RFc2 is applied may not be neces-
sarily divided.
[0065] Moreover, phase encode gradient magnetic
field pulses Gpe1, Gpe2, Gpe3, Gpe4, ... having opposite
signs and a equal area are applied in the intervals among
respective applications of the refocus pulses RFI2, RFI3,
RFI4, .... However, it is also possible to remove the phase
encode gradient magnetic field pulses Gpe1 and Gpe2
applied in the interval between the refocus pulses RFI2
and RFI3 where the α2° fat saturation pulse RFc2 is ap-
plied, and to set the foregoing pre-spoiler gradient mag-
netic field pulse and the foregoing spoiler gradient mag-
netic field pulse.
[0066] Fig. 4 shows an example that the pre-spoiler
gradient magnetic field pulse Gsp4 and the spoiler gra-
dient magnetic field pulse Gsp5 that have the same area
and mutually opposite polarities are set in the phase en-
code gradient magnetic field direction before and after
the α2° fat saturation pulse RFc2. Then, unnecessary
signal component from fat is suppressed by application
of the spoiler gradient magnetic field pulse Gsp5 while a
dephasing amount by the spoiler gradient magnetic field
pulse Gsp5 can be cancelled by application of the pre-
spoiler gradient magnetic field pulse Gsp4. Cobsequent-
ly, NMR signals from a desired metabolite to be observed
other than fat can be successfully extracted. Note that,
a pre-spoiler gradient magnetic field pulse and a spoiler
gradient magnetic field pulse may be applied in the slice

selection gradient magnetic field direction as described
above.
[0067] In the foregoing pulse sequence, echo signals
are generated by application of the readout gradient mag-
netic field pulses Gro3, Gro4, ... during the intervals
among the refocus pulses RFI3, RFI4, RFI5, ... where
the α2° fat saturation pulse RFc2 is not applied.
[0068] Meanwhile, not only a FSE sequence but an
arbitrary pulse sequence based on another imaging tech-
nique can be used as an imaging sequence. That is, ap-
plication of a RF intermediate pulse can be set after ap-
plication of a RF excitation pulse such as a flip pulse, a
flop pulse or a refocus pulse. In addition, application of
a RF pre-pulse can be set before application of a flip
pulse or a flop pulse as needed.
[0069] In this case, gradient magnetic field pulses must
be determined so that no gradient magnetic field pulse
is applied at a timing of application of the RF intermediate
pulse, and a gradient magnetic field pulse such as a re-
adout gradient magnetic field pulse applied just after the
RF intermediate pulse can be used as a spoiler gradient
magnetic field pulse. Meanwhile, when a pulse available
as a spoiler gradient magnetic field pulse does not exist
after the RF intermediate pulse, a spoiler gradient mag-
netic field pulse and a pre-spoiler gradient magnetic field
pulse can be set before and after the RF intermediate
pulse in an arbitrary axis direction or arbitrary plural axis
directions of a readout gradient magnetic field direction,
a phase encode gradient magnetic field direction and a
slice selection gradient magnetic field direction.
[0070] Then, data can be acquired with suppressing
signals from an unnecessary metabolite such as fat more
successfully to control the contrast by application of a
readout gradient magnetic field pulse after the RF inter-
mediate pulse.
[0071] Fig. 5 is a time chart showing an example of
DWI (diffusion weighted imaging) sequence, with apply-
ing two fat-saturation pulses as a RF pre-pulse and a RF
intermediate pulse, which is set by the imaging condition
setting unit 40 shown in Fig. 3.
[0072] In Fig. 5, RF denotes RF pulses, Gss and Gro
denote axes to which gradient magnetic field for slice
selection and gradient magnetic field for readout are ap-
plied respectively, ECHO denotes echo signals. Note
that, explanations of gradient magnetic field for phase
encode and each pulse similarly to a pulse shown in Fig.
4 are omitted.
[0073] As shown in Fig. 5, an α1° frequency-selective
fat saturation pulse RFc1 is applied as a RF pre-pulse
prior to a DWI sequence for imaging.
[0074] For example, the DWI sequence is a sequence
derived by adding a MPG (motion probing gradient) pulse
to a SE-EPI sequence based on the SE (Spin Echo)
method and the EPI (echo planar imaging) method. That
is, a 180° RF pulse RFI2 is applied after TE/2 following
application of a 90° RF excitation pulse RFI1. In addition,
slice selection gradient magnetic field pulses Gss1 and
Gss2 are applied together with the 90° RF excitation
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pulse RFI1 and the 180° RF pulse RFI2, respectively.
Then, echo signals can be acquired continuously after a
TE from application of the 90° RF excitation pulse RFI1
by applications of readout gradient magnetic field pulses
Gepi-ro set based on the EPI method.
[0075] Moreover, an arbitrary number of MPG pulses
are applied in arbitrary gradient magnetic field directions
set arbitrarily depending on an imaging purpose. For ex-
ample as shown in Fig.5, the first positive MPG pulse
MPG1 and the second negative MPG pulse MPG2 are
applied in the readout gradient magnetic field direction
between the 90° RF excitation pulse RFI1 and the 180°
RF pulse RFI2, and the third positive MPG pulse MPG3
is applied in the readout gradient magnetic field direction
between the 180° RF pulse RFI2 and the readout gradient
magnetic field pulses Gepi-ro based on the EPI method.
[0076] Moreover, an α2° frequency-selective fat satu-
ration pulse RFc2 can be applied as a RF intermediate
pulse at an arbitrary position on the DWI sequence after
application of the 90° RF excitation pulse RFI1. For ex-
ample as shown in Fig.5, if the α2° frequency-selective
fat saturation pulse RFc2 is applied between the first pos-
itive MPG pulse MPG1 and the second negative MPG
pulse MPG2, the second negative MPG pulse MPG2 can
be used as a spoiler gradient magnetic field pulse. In
addition, if the α2° frequency-selective fat saturation
pulse RFc2 is applied before acquisition of the first echo
signal for imaging, the effect of the α2° frequency-selec-
tive fat saturation pulse RFc2 can be provided to all echo
signals.
[0077] Further, even when a MPG pulse is not set in
an appropriate position in the DWI sequence before hav-
ing set the α2° fat saturation pulse RFc2, a MPG pulse
can be intentionally set so as to be used as a spoiler
gradient magnetic field pulse in an appropriate position
after the α2° fat saturation pulse RFc2 with keeping a
total area of all MPG pulses constant. Moreover, a pair
of a pre-spoiler gradient magnetic field pulse and a spoiler
gradient magnetic field pulse can be set in arbitrary axis
directions, e.g., axes where no MPG pulse is applied.
[0078] In addition, when the α2° fat saturation pulse
RFc2 is applied between the 180° RF pulse RFI2 and
the readout gradient magnetic field pulses Gepi-ro based
on the EPI method, echo signals acquired by applications
of the readout gradient magnetic field pulses Gepi-ro can
also achieve the fat suppression effect by the α2° fat
saturation pulse RFc2. In this case, the third MPG pulse
MPG3 can be used as a spoiler gradient magnetic field
pulse.
[0079] Then, other functions of the computer 32 will be
described.
[0080] The sequence controller control unit 41 has a
function for controlling the driving of the sequence con-
troller 31 by giving the imaging condition including the
pulse sequence, acquired from the imaging condition set-
ting unit 40, to the sequence controller 31 based on in-
formation from the input device 33 or another element.
In addition, the sequence controller control unit 41 has a

function for receiving raw data from the sequence con-
troller 31 and arranging the raw data to k space formed
in the k-space database 42. Therefore, the k-space da-
tabase 42 stores the raw data generated by the receiver
30 as k space data.
[0081] The image reconstruction unit 43 has a function
for reconstructing image data by capturing the k-space
data from the k-space database 42 and performing image
reconstruction processing including FT (Fourier trans-
form) of the k-space data, and a function for writing the
generated image data to the image database 44. There-
fore, the image database 44 stores the image data re-
constructed by the image reconstruction unit 43.
[0082] The image processing unit 45 has a function for
generating two-dimensional image data for displaying by
performing necessary image processing to image data
read form the image database 44 and displaying the gen-
erated image data on the display unit 34.

(Operation and action)

[0083] Then, the operation and action of a magnetic
resonance imaging apparatus 20 will be described.
[0084] Fig. 6 is a flowchart showing a procedure for
acquiring an image of the object P by imaging with ap-
plying a RF intermediate pulse with the magnetic reso-
nance imaging apparatus 20 shown in Fig. 2. The sym-
bols each including S with a number in Fig 6 indicate
respective steps of the flowchart.
[0085] In step S1, an imaging condition including a
pulse sequence, as shown in Fig. 4 or Fig. 5, with applying
a RF intermediate pulse for controlling a contrast is set
in the image condition setting unit 40 based on informa-
tion input from the input device 33. In addition, a RF pre-
pulse is added as needed.
[0086] Subsequently, in step S2, an imaging scan is
performed according to the set imaging condition for data
acquisition
[0087] For that purpose, the object P is set to the bed
37, and a static magnetic field is generated at an imaging
area of the magnet 21 (a superconducting magnet) for
static magnetic field excited by the static-magnetic-field
power supply 26. Further, the shim-coil power supply 28
supplies current to the shim coil 22, thereby uniformizing
the static magnetic field generated at the imaging area.
[0088] The input device 33 sends instruction for start-
ing an imaging scan to the sequence controller control
unit 41. The sequence controller control unit 41 supplies
a pulse sequence with applying a RF intermediate pulse,
received from the imaging condition setting unit 40, to
the sequence controller 31. Therefore, the sequence
controller 31 drives the gradient power supply 27, the
transmitter 29, and the receiver 30 in accordance with
the pulse sequence received from the sequence control-
ler control unit 41, thereby generating a gradient mag-
netic field at an imaging area having the set object P, and
further generating RF signals from the RF coil 24.
[0089] Consequently, the RF coil 24 receives NMR sig-
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nals generated due to nuclear magnetic resonance in the
object P. Then, the receiver 30 receives the NMR signals
from the RF coil 24 and generates raw data which is
digital data of NMR signals by A/D conversion subse-
quently to necessary signal processing. The receiver 30
supplies the generated raw data to the sequence con-
troller 31. The sequence controller 31 supplies the raw
data to the sequence controller control unit 41. The se-
quence controller control unit 41 arranges the raw data
as k-space data to the k space formed in the k-space
database 42.
[0090] Subsequently, in step S3, the image recon-
struction unit 43 reads the k-space data from the k-space
database 42 and performs image reconstruction
processing including Fourier transform to the read k-
space data, thereby reconstructing image data. The gen-
erated image data is written into the image database 44.
[0091] Subsequently, in step S4, the image processing
unit 45 reads the image data form the image database
44 and performs necessary image processing of the im-
age data, thereby generating two-dimensional image da-
ta for displaying. The generated image data for displaying
is displayed on the display unit 34. Since the image data
is acquired according to an imaging condition with apply-
ing a RF intermediate pulse, as shown in Fig. 4 or Fig.
5, for controlling the contrast, the image data can be ac-
quired in a less imaging time. Moreover, if a RF pre-pulse
for controlling the contrast is applied, a more satisfactory
fat suppression effect can be achieved in the image data.
[0092] That is, the foregoing magnetic resonance im-
aging apparatus 20 is an apparatus which acquires im-
age data by applying a RF intermediate pulse, such as
a fat saturation pulse, for controlling a contrast and a
spoiler gradient magnetic field pulse during execution of
an imaging sequence.
[0093] Consequently, according to the foregoing mag-
netic resonance imaging apparatus 20, the first TR can
be shortened since a RF pre-pulse is not necessarily re-
quired. Especially in the case of a multi slice imaging,
the minimum TR for performing imaging a specific slice
set can be shortened. For this reason, the number of
slices can be increased in multi slice imaging with per-
forming a contrast control such as fat suppression.
[0094] Moreover, if a same kind of contrast control
pulse as a RF intermediate pulse is applied as a RF pre-
pulse in the magnetic resonance imaging apparatus 20,
more satisfactory contrast control can be performed. For
example, if fat saturation pulses are applied as a RF pre-
pulse and a RF intermediate pulse, an adequate fat sup-
pression effect can be achieved. Meanwhile, if a different
kind of contrast control pulse from that of a RF interme-
diate pulse is applied as a RF pre-pulse, various image
contrast controls can be performed depending on an im-
aging purpose.
[0095] Since a chemical shift amount increases in a
high magnetic field apparatus exceeding 3T especially,
improvement of an image contrast can be expected by
application of the foregoing RF intermediate pulse.

[0096] Note that, multichannelizing of a RF transmis-
sion pulse that transmits a RF transmission pulse formed
by using multiple RF element coils has been designed.
For that reason, if a RF pre-pulse and/or a RF interme-
diate pulse are transmitted by using multiple RF element
coils, profiles of the RF pre-pulse and/or the RF interme-
diate pulse in a frequency direction can be stabilized.
Consequently, a more satisfactory contrast control can
be performed.
[0097] It is explicitly stated that all features disclosed
in the description and/or the claims are intended to be
disclosed separately and independently from each other
for the purpose of original disclosure as well as for the
purpose of restricting the claimed invention independent
of the composition of the features in the embodiments
and/or the claims. It is explicitly stated that all value rang-
es or indications of groups of entities disclose every pos-
sible intermediate value or intermediate entity for the pur-
pose of original disclosure as well as for the purpose of
restricting the claimed invention, in particular as limits of
value ranges.
[0098] Additional aspects of the invention include:

Aspect 1. A magnetic resonance imaging apparatus
comprising:

a data acquisition unit (24, 29, 30) configured to
acquire magnetic resonance signals for imaging
by an imaging scan with applying a frequency-
selective or slice-selective radio frequency in-
termediate pulse for controlling a contrast and
a spoiler gradient magnetic field for suppressing
unnecessary signal component after applying at
least one of radio frequency excitation pulses to
be applied for acquiring the magnetic resonance
signals, the spoiler gradient magnetic field being
subsequent to the radio frequency intermediate
pulse; and
an image data generating unit (32) configured
to generate image data based on the magnetic
resonance signals.

Aspect 2. The magnetic resonance imaging appara-
tus of aspect 1, wherein said data acquisition unit
(24, 29, 30) is configured to apply a fat saturation
pulse as the radio frequency intermediate pulse.

Aspect 3. The magnetic resonance imaging appara-
tus of aspect 1 or 2, wherein said data acquisition
unit (24, 29, 30) is configured to apply at least one
of a water selective excitation pulse for exciting water
selectively, a saturation pulse for suppressing sig-
nals from a desired matter by saturating spins of the
desired matter, a spin labeling pulse for tagging a
moving object flowing into an imaging section, a
magnetization transfer contrast pulse for suppress-
ing signals from a parenchymatous organ by satu-
rating a magnetization of protons in bound water and
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a slice-selective off-resonance sinc pulse which is a
magnetization transfer contrast pulse applied with a
slice selection gradient magnetic field as the radio
frequency intermediate pulse, the saturation pulse
being applied precedently to a dephasing gradient
magnetic field.

Aspect 4. The magnetic resonance imaging appara-
tus of any of aspects 1 to 3, wherein said data ac-
quisition unit (24, 29, 30) is configured to apply a
frequency-selective or slice-selective radio frequen-
cy pre-pulse for controlling the contrast precedently
to the radio frequency excitation pulses.

Aspect 5. The magnetic resonance imaging appara-
tus of any of aspects 1 to 4, wherein said data ac-
quisition unit (24, 29, 30) is configured to apply plural
radio frequency intermediate pulses of one kind.

Aspect 6. The magnetic resonance imaging appara-
tus of any of aspects 1 to 4, wherein said data ac-
quisition unit (24, 29, 30) is configured to apply plural
radio frequency intermediate pulses of different
kinds.

Aspect 7. The magnetic resonance imaging appara-
tus of any of aspects 1 to 6, wherein said data ac-
quisition unit (24, 29, 30) is configured to use a gra-
dient magnetic field for readout as the spoiler gradi-
ent magnetic field.

Aspect 8. The magnetic resonance imaging appara-
tus of any of aspects 1 to 7, wherein said data ac-
quisition unit (24, 29, 30) is configured to apply the
spoiler gradient magnetic field in at least one of a
slice direction and a phase encode direction and a
gradient magnetic field for cancelling a dephasing
amount by the spoiler gradient magnetic field, the
gradient magnetic field for cancelling the dephasing
amount being applied precedently to the radio fre-
quency intermediate pulse.

Aspect 9. The magnetic resonance imaging appara-
tus of any of aspects 1 to 8, wherein said data ac-
quisition unit (24, 29, 30) is configured to perform
diffusion weighted imaging and use a motion probing
gradient pulse as the spoiler gradient magnetic field.

Aspect 10. The magnetic resonance imaging appa-
ratus of any of aspects 1 to 9, wherein said data
acquisition unit (24, 29, 30) is configured to apply a
refocus pulse after each radio frequency excitation
pulse and apply the radio frequency intermediate
pulse with a flip angle determined depending on a
flip angle of the refocus pulse.

Aspect 11. The magnetic resonance imaging appa-
ratus of any of aspects 1 to 10, wherein said data

acquisition unit (24, 29, 30) is configured to transmit
the radio frequency intermediate pulse with plural
element coils.

Aspect 12. The magnetic resonance imaging appa-
ratus of any of aspects 1 to 11, wherein said data
acquisition unit (24, 29, 30) is configured to apply
the radio frequency intermediate pulse at a timing
according to at least one of an echo interval and an
echo time.

Aspect 13. The magnetic resonance imaging appa-
ratus of any of aspects 1 to 12, wherein said data
acquisition unit (24, 29, 30) is configured to apply a
refocus pulse after each radio frequency excitation
pulse and apply the radio frequency intermediate
pulse between refocus pulses.

Aspect 14. The magnetic resonance imaging appa-
ratus of any of aspects 1 to 13, wherein said data
acquisition unit (24, 29, 30) is configured to perform
diffusion weighted imaging and apply the radio fre-
quency intermediate pulse before acquiring a first
magnetic resonance signal for the imaging.

Aspect 15. A magnetic resonance imaging method
comprising:

acquiring magnetic resonance signals for imag-
ing by an imaging scan with applying a frequen-
cy-selective or slice-selective radio frequency
intermediate pulse for controlling a contrast and
a spoiler gradient magnetic field for suppressing
unnecessary signal component after applying at
least one of radio frequency excitation pulses to
be applied for acquiring the magnetic resonance
signals, the spoiler gradient magnetic field being
subsequent to the radio frequency intermediate
pulse; and
generating image data based on the magnetic
resonance signals.

Claims

1. A magnetic resonance imaging apparatus compris-
ing:

a data acquisition unit (24, 29, 30) configured to
perform an imaging scan, the imaging scan in-
cluding
applying at least one radio frequency excitation
pulses (RFI1) for acquiring magnetic resonance
signals;
for controlling a contrast, applying one or more
frequency-selective or slice-selective radio fre-
quency intermediate pulses (RFc2) after apply-
ing the radio frequency excitation pulse (RFI1),
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wherein each of the one or more radio frequency
intermediate pulses (RFc2) is a radio frequency
pulse applied to a matter having a resonance
frequency different from that of NMR signals ac-
quired for imaging and each of the one or more
slice-selective radio frequency intermediate
pulse (RFc2) is a radio frequency pulse applied
in a slice different from an imaging slice;
for suppressing a signal component, applying a
spoiler gradient magnetic field (Gsp3/MPG2)
subsequent to each of the radio frequency inter-
mediate pulses (RFc2); and
acquiring magnetic resonance signals for imag-
ing after applying the spoiler gradient magnetic
field (Gsp3, MPG2); and
an image data generating unit (32) configured
to generate image data based on the magnetic
resonance signals.

2. The magnetic resonance imaging apparatus of claim
1, wherein the one ore more radio frequency inter-
mediate pulses (RFc2) include at least one of a water
selective excitation pulse, a saturation pulse for sup-
pressing signals from a respective matter, a spin la-
beling pulse, a magnetization transfer contrast pulse
for suppressing signals by saturating a magnetiza-
tion of protons in bound water, and a slice-selective
off-resonance sinc pulse, which is a magnetization
transfer contrast pulse applied with a slice selection
gradient magnetic field.

3. The magnetic resonance imaging apparatus of claim
1 or 2, wherein the one ore more radio frequency
intermediate pulses (RFc2) include a fat saturation
pulse.

4. The magnetic resonance imaging apparatus of any
of claims 1 to 3, wherein said data acquisition unit
(24, 29, 30) is further configured to apply, precedent-
ly to the radio frequency excitation pulses (RFI1) and
for controlling the contrast, a frequency-selective
pre-pulse (RFc1), which is applied to a matter having
a resonance frequency different from that of NMR
signals acquired for imaging, or a slice-selective ra-
dio frequency pre-pulse (RFc1), which is applied in
a slice different from an imaging slice, followed by a
spoiler gradient magnetic field (Gsp1).

5. The magnetic resonance imaging apparatus of any
of claims 1 to 4, wherein the one or more radio fre-
quency intermediate pulses (RFc2) are of the same
type.

6. The magnetic resonance imaging apparatus of any
of claims 1 to 4, wherein the one or more radio fre-
quency intermediate pulses (RFc2) are of different
types.

7. The magnetic resonance imaging apparatus of any
of claims 1 to 6, wherein each of the spoiler gradient
magnetic fields (Gsp3, MPG2) is applied in the rea-
dout direction.

8. The magnetic resonance imaging apparatus of any
of claims 1 to 7, wherein said data acquisition unit
(24, 29, 30) is configured to transmit the one or more
radio frequency intermediate pulses (RFc2) with plu-
ral element coils.

9. The magnetic resonance imaging apparatus of any
of claims 1 to 8, wherein said data acquisition unit
(24, 29, 30) is configured to apply the one or more
radio frequency intermediate pulses (RFc2) at a tim-
ing according to at least one of an echo interval and
an echo time.

10. The magnetic resonance imaging apparatus of any
of claims 1 to 9, wherein said data acquisition unit
(24, 29, 30) is configured to perform diffusion weight-
ed imaging and use a motion probing gradient pulse
(MPG2) as the spoiler gradient magnetic field.

11. The magnetic resonance imaging apparatus of any
of claims 1 to 10, wherein said data acquisition unit
(24, 29, 30) is configured to perform diffusion weight-
ed imaging and apply the one or more radio frequen-
cy intermediate pulse (RFc2) before acquiring a first
magnetic resonance signal for the imaging.

12. The magnetic resonance imaging apparatus of any
of claims 1 to 9, wherein said data acquisition unit
(24, 29, 30) is configured to apply the spoiler gradient
magnetic field (Gsp5) in at least one of a slice direc-
tion and a phase encode direction and to apply a
gradient magnetic field (Gsp4) for cancelling a
dephasing amount by the spoiler gradient magnetic
field (Gsp5), wherein the gradient magnetic field for
cancelling the dephasing amount being applied
precedently to the radio frequency intermediate
pulse.

13. The magnetic resonance imaging apparatus of any
of claims 1 to 9 and 12, wherein said data acquisition
unit (24, 29, 30) is configured to determine a flip angle
of the radio frequency intermediate pulse (RFc2) de-
pending on a flip angle of refocus pulses (RFI2, RFI3,
RFI4).

14. The magnetic resonance imaging apparatus of any
of claims 1 to 9, 12, and 13, wherein said data ac-
quisition unit (24, 29, 30) is configured to apply a
plurality of refocus pulses (RFI2, RFI3, RFI4) after
each radio frequency excitation pulse and apply
each of the one or more radio frequency intermediate
pulse (RFc2) separately between a respective pair
of successive refocus pulses (RFI2/RFI3,
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RFI3/RFI4).

15. A magnetic resonance imaging method comprising:

performing an imaging scan based on a Fast
Spin Echo sequence, the imaging scan includ-
ing
applying at least one radio frequency excitation
pulses (RFI1) for acquiring magnetic resonance
signals;
for controlling a contrast, applying a frequency-
selective or slice-selective radio frequency in-
termediate pulse, wherein each of the one or
more frequency-selective radio frequency inter-
mediate pulses (RFc2) is a radio frequency
pulse applied to a matter having a resonance
frequency different from that of NMR signals ac-
quired for imaging and each of the one or more
slice-selective radio frequency intermediate
pulses (RFc2) is a radio frequency pulse applied
in a slice different from an imaging slice;
for suppressing a signal component applying a
spoiler gradient magnetic field (Gsp3, MPG2)
subsequent to the radio frequency intermediate
pulse; and
acquiring magnetic resonance signals for imag-
ing after applying the spoiler gradient magnetic
field (Gsp3/MPG2); and
generating image data based on the magnetic
resonance signals.

21 22 



EP 2 390 677 A1

13



EP 2 390 677 A1

14



EP 2 390 677 A1

15



EP 2 390 677 A1

16



EP 2 390 677 A1

17



EP 2 390 677 A1

18



EP 2 390 677 A1

19



EP 2 390 677 A1

20



EP 2 390 677 A1

21



EP 2 390 677 A1

22



EP 2 390 677 A1

23

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 7327960 A [0004]
• JP 9182729 A [0004]

• JP 11299753 A [0004]
• JP 2006149583 A [0005]


	bibliography
	description
	claims
	drawings
	search report

