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(54) Apparatus and method for configuring password and for releasing lock

(57) Methods of configuring a different authority for
a plurality of users to use at least one application in an
electronic device. User inputs are received to set pass-
words for respective user levels, where each user level
is associated with a different authority to access applica-
tions. The passwords are registered for the respective
user levels. At least one application is associated with
one of the user levels.

Method of releasing a lock in an electronic device.
The method includes: receiving an input password for
releasing the lock; comparing the input password with
configured passwords for a plurality of user levels asso-
ciated with different authority for at least one application;
and releasing the lock in consideration of a user level for
the input password when the input password matches
any one of the configured passwords.
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Description

BACKGROUND

1. Technical Field

[0001] The present disclosure relates generally to con-
figuring a password and releasing a lock using the con-
figured password in an electronic device.

2. Description of the Related Art

[0002] With recent advances in information and com-
munication technologies, many kinds of portable elec-
tronic devices such as smart phones and tablet PCs have
proliferated. Various applications for SNS, games, pho-
tography, etc. have been implemented in a typical device.
[0003] Generally, devices such as smart phones and
the like have employed a screen lock function. The term
"screen lock" refers to a locked screen condition in which
only predetermined information is displayed without the
performance of most functions. A screen lock occurs after
the passage of predetermined time following no detected
user input to the device when no applications are running
that normally prevent the screen lock from occurring
(such as a broadcast reception application). The screen
lock function restricts telephony and prevents the expo-
sure of a user’s personal information including pictures,
a list of text message transmissions, and the like.
[0004] Conventionally, if a password protection is set
up for the device, a method for releasing the screen lock
requires the input of a predetermined password such as
a pattern of numbers or touch patterns. That is, when the
correct password is input, a device releases the screen
lock and enables a user to use various applications which
are executable in the device.
[0005] A problem arises, however, in a situation where
the device is shared by multiple users. That is, when all
users have authority to use all applications available in
the device, personal information of each user is exposed
to other users. Further, when parents and children use
the device together, there is a problem in that inappro-
priate information might be inadvertently viewable by
young children.

SUMMARY

[0006] Disclosed herein is a method for configuring au-
thority in an electronic device to use at least one appli-
cation differently for a plurality of users.
[0007] In one aspect, a method of configuring a pass-
word in an electronic device is provided. User inputs are
received to set passwords for respective user levels,
where each user level is associated with a different au-
thority to access applications. The passwords are regis-
tered for the respective user levels. At least one applica-
tion is associated with one of the user levels.
[0008] In another aspect, a method of releasing a lock

in an electronic device is provided. The method includes:
receiving an input password for releasing the lock; com-
paring the input password with configured passwords for
a plurality of user levels associated with different author-
ity for at least one application; and releasing the lock in
consideration of a user level for the input password when
the input password matches any one of the configured
passwords.
[0009] Apparatus for implementing the methods are al-
so described.
[0010] Implementations may have the advantage of
preventing certain users from accessing inappropriate
information and contents.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] The above and other aspects, features, and ad-
vantages of the present invention will be more apparent
from the following detailed description taken in conjunc-
tion with the accompanying drawings, in which:

FIG. 1A is a flowchart illustrating a method for con-
figuring a password according to embodiments of
the present invention;
FIG. 1B is a flowchart illustrating a method for re-
leasing a lock according to embodiments of the
present invention;
FIG. 2 is a flowchart illustrating the method for con-
figuring the password according to an embodiment
of the present invention;
FIGS. 3A to 3I are views illustrating an example of
the method for configuring the password according
to an embodiment of the present invention;
FIGS. 4A to 4H are views illustrating an example of
the method for releasing the lock according to an
embodiment of the present invention;
FIG. 5 is a flowchart illustrating a method for chang-
ing a user level to each application according to an
embodiment of the present invention;
FIGS. 6A to 6D are views illustrating a method for
changing a user level to each application according
to an embodiment of the present invention;
FIG. 7 is a flowchart illustrating processes for auto-
matically configuring a user level to a downloaded
application according to an embodiment of the
present invention;
FIG. 8 is a view illustrating a process for identifying
category information of the application according to
an embodiment of the present invention; and
FIG. 9 is a block diagram illustrating an electronic
device to which embodiments of the present inven-
tion can be applied.

DETAILED DESCRIPTION

[0012] Hereinafter, various embodiments of the
present invention will be described with reference to the
accompanying drawings. In the following description, a
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detailed description of known functions and configura-
tions incorporated herein will be omitted to avoid obscur-
ing the subject matter of the present invention.
[0013] As described above, a method for releasing a
lock according to the conventional art has a disadvantage
in that private information on a certain person may be
exposed to others, or inappropriate contents may be ob-
tainable by a certain person when plural users use a de-
vice.
[0014] The present invention addresses these prob-
lems by providing a scheme in which a plurality of user
levels are configured in order to permit each user to ac-
cess applications depending on his/her level, thereby
preventing private information and inappropriate con-
tents from being exposed to others.
[0015] An electronic device ("device") in embodiments
described herein can be a portable information or com-
munication device such as a smart phone, a tablet PC,
a cell phone, an e-book, a camera, a game player, a
music player, an Internet device or any other processing
device with a display. The electronic device can also be
a fixed device, such as a display device integrated with
a home appliance.
[0016] FIGS. 1A and 1B are flowcharts illustrating re-
spective methods 100a, 100b of setting a password, and
releasing a lock, according to embodiments of the
present invention.
[0017] Referring to FIG. 1A, in step 101a, a device en-
ables a user to select applications which are available in
each one of multiple user levels that are predefined. Each
user level is designated with a different authority to use
at least one application that operates differently as a func-
tion of the operational user level. For instance, a music
player application may automatically avoid playing songs
that are rated for a mature listener when a current user
is recognized as a low level user (e.g., a child level).
Accordingly, one or more applications may be available
in each user level, and may be selected for execution at
various user levels.
[0018] Next, in step 103a, upon receiving different user
inputs for setting passwords at each user level, the device
proceeds to step 105b. In one embodiment, each pass-
word may be settable in a form of numerals or a pattern
or combination of thereof.
[0019] In step 105a, the device registers the input
password for each user level and the selected application
for a corresponding user level. Such registered informa-
tion is used when an operation of releasing a lock is ex-
ecuted later.
[0020] FIG. 1B is a flowchart illustrating a method,
100b, of releasing a lock according to embodiments of
the present invention. In step 101b, when the device is
in a locked state and a user inputs a password to release
the lock, then at step 103b, the device determines wheth-
er the input password matches any of the registered
passwords corresponding to one of the user levels. If the
password matches, then in step 105b, the device carries
out releasing the lock in consideration of the user level

corresponding to the password. That is, the device re-
leases the lock so that the user is enabled to use only
the applications which are registered in the correspond-
ing user level. In an implementation, releasing the lock
can also enable a user to use all applications registered
in the corresponding user level and in one or more user
levels lower than the corresponding user level. In other
words, the device releases the lock so that the user in a
higher user level is enabled to have authority to use the
applications registered in the lower user level.
[0021] Accordingly, when passwords for different user
levels of a common device are registered as just de-
scribed, users assigned different levels have different au-
thority from one another in order to access applications.
Therefore, there is an advantage in that inappropriate
information can be blocked from being provided to a cer-
tain user.
[0022] FIG. 2 is a flowchart illustrating a more specific
method, 200, of setting a password according to an em-
bodiment of the present invention. In step 201, the device
determines whether a user makes a request for setting
a plurality of user levels. This refers to a request for setting
passwords respectively corresponding to each user lev-
el, where available applications depend on each user
level. The request may be selectively achieved through
predesignated menus.
[0023] When the request is received, in step 203, the
device receives a user input designating the number of
user levels. Here, the device can provide the user with a
guide screen so that the user inputs the number of the
user levels. An example of the guide screen is shown in
FIG. 3A.
[0024] It is noted that step 203 may be omitted accord-
ing to a setting manner. For example, a device designer,
a software developer, etc. can pre-set the number of the
user levels as a default. In this case, the device may not
prompt the user to input a number of user levels.
[0025] In step 205, the device provides the user with
a guide screen so that the user sets detail specifications
relating to each user level. That is, the device provides
the user with the guide screen in order that the user se-
lects available applications in each user level and sets a
password relating to the corresponding user level. Ex-
amples of these screens will be described with reference
to FIGS. 3B to 3D.
[0026] In the screen examples FIGS. 3B to 3D, the
example of setting three user levels is illustrated. How-
ever, the number of the user levels can be variable ac-
cording to the selection or setting of the user.
[0027] As shown in FIG. 3B, the device can provide
the user with menus 302a, 302b and 302c which are used
for selecting available applications in each user level,
and menus 304a, 304b and 304c which are used for in-
putting a password corresponding to each user level.
[0028] Where the user selects a menu 302a in order
to select available applications in a user level 1, the de-
vice can guide categories of applications to the user as
shown in FIG. 3C. When the user selects one or more
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categories, the device registers the applications, which
belong to the selected categories, as the available appli-
cations in the user level 1. For example, when the user
selects a category of "web browser" as a category of the
available application in the user level 1, the device ana-
lyzes the category of the applications stored therein and
registers the applications included in "web browser" as
the application to be available in the user level 1.
[0029] Categories of the respective applications can
be identified in various ways. For example, the device
may analyze meta data of each application, thereby iden-
tifying a category of the corresponding application. As
shown in FIG. 8, on the other hand, the device may iden-
tify the category of the corresponding application by an-
alyzing a download page thereof or a page linked to the
download page. Thus the device parses the meta data,
the download page, or the like and analyzes words in-
serted in a certain tag, so as to identify the category of
the corresponding application. For example, the device
parses the meta data of each application or the download
page and identifies a property value of a certain tag, so
as to identify the category of the corresponding applica-
tion. In a case that a category 802 in the property value
of the certain tag indicates a game 804, the device de-
termines that the category of the corresponding applica-
tion is a "game". For instance, the device can request an
application provider to transmit information on the cate-
gory of the corresponding application to the device while
transmitting a title of the application to the application
provider. Then, the device may analyze information re-
ceived from the application provider, and identify the cat-
egory of each application.
[0030] On the other hand, when the user selects a
menu 304a (see FIG. 3B) in order to set a password for
the user level 1, the device provides the user with a
screen as shown in FIG. 3D on which the user inputs the
password. FIG. 3D shows an example of inputting the
password in a pattern manner, where the user drags a
touch input between different grid points. When the user
inputs a pattern, which is formed by crossing two grid
points 306a and 306b of plural grid points, as a password,
for example, the device registers the input password as
a password with respect to the user level 1. Alternatively,
the device can be designed to receive a password input
via numeric keys of the device.
[0031] The processes described above with reference
to FIGS. 3B to 3D can be executed identically when de-
tails relating to other user levels are set.
[0032] Returning to FIG. 2, in step 209, the device de-
termines whether the user requests the device to store
the details of the user levels and passwords input in the
prior steps. If so, then in step 209, the device identifies
whether inappropriate details are included in the details
input by the user. Examples of inappropriate details are
conditions where: 1) the user does not set a password
for a certain user level; 2) the user does not select an
application for a certain user level; 3) a password for a
higher user level is lower in complexity (or security) than

a lower user level; 4) passwords of different user levels
are identical to one another, or 5) selected applications
relating to different user levels are identical to one an-
other. Other conditions may also be predefined.
[0033] Regarding the third condition above, i.e., the
complexity criteria, this can be predefined, for example,
on the basis of the number of grid points in a case of
inputting a password in a pattern manner. For instance,
a pattern crossing three grid points has a higher com-
plexity than a pattern crossing two grid points. Further,
in a case of inputting numerals as a password, the com-
plexity criteria may be based on the number of numerals
/ characters to be input. For example, a password includ-
ing three numerals has a higher complexity than a pass-
word including two numerals.
[0034] As a result of the determination of step 209,
when it is determined that inappropriate details exist, the
device proceeds to step 211 and provides a guide screen
in order for the user to reset details relating to the corre-
sponding user level.
[0035] For example, as shown in FIG. 3E, it is assumed
that a password relating to a user level 2 is input in a form
of a pattern crossing five grid points, and a password
relating to a user level 3 is input in a form of a pattern
crossing four grid points as shown in FIG. 3F. In this case,
since the complexity of the password for a high-rank user
level (user level 3) is lower than that of a low-rank user
level (user level 2) as described above, the device de-
termines that inappropriate details exist (and may display
text information explaining why) and requests the user
to input a password of any user level again. FIG. 3G
shows an example of a case that the device enables the
user to input a password again by requesting the user to
input the password for the user level 3 again.
[0036] If at step 209, the device determines that the
inappropriate details do not exist, the process moves to
step 213 so as to store the details input by the user.
[0037] As mentioned above, the selection of one or
more applications for each user level by selecting pre-
determined categories has been described as an exam-
ple. As shown in FIG. 3H, however, certain applications
may be adapted to two or more user levels. In this case,
each user level may be selected from an application list
stored in the device.
[0038] Further, the method of inputting the password
using a pattern has been described above. However, a
password may be input by using numerals instead of pat-
terns.
[0039] As mentioned above, a method of setting the
details for each user level according to an embodiment
of the present invention has been described with refer-
ence to FIGS. 2 and 3. Subsequent entry of a correct
password for a corresponding user level is of course nec-
essary for releasing a lock for that level, as described in
connection with FIG. 1B. Releasing a lock in considera-
tion of a user level for a corresponding password means
that the lock may be released in order for a user to use
only applications registered in a corresponding user lev-
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el. For example, as shown in FIG. 4A, it is assumed that
a category of "web browser" for a user level 1 is registered
as a category of an available application and a category
of "telephony" for a user level 2 is registered as a category
of an available application. When a password for the user
level 2 is input, a device can display an icon 404 as shown
in FIG. 4B of the application corresponding to the cate-
gory of "telephony" which is registered in the user level
2. In one implementation, icons for applications for lower
rank user levels are also displayed and made available.
For instance, as in FIG. 4A, a category of "web browser"
and a category of "telephony" are registered for user lev-
els 1 and 2, respectively. When a password for the user
level 2 is input, then as shown in FIG. 4C, a device can
display both an icon 402 of the application corresponding
to the category of "web browser" registered in the user
level 1 and an icon 404 of the application corresponding
to the category of "telephony" registered in the user level
2.
[0040] According to another embodiment of the
present invention, releasing a lock in consideration of a
user level for a corresponding password means that a
device displays all icons of applications stored therein
but only enables a user to use applications registered in
the user level for a corresponding password, or applica-
tions in that user level and lower rank user levels. For
example, when the input password identifies a level 2
user, the device displays all icons of the applications
stored therein as shown in FIG. 4D, but does not enable
the user to execute an application 406 registered for a
user level 3.
[0041] According to still another implementation, re-
leasing the lock after password entry is implemented by
displaying all icons of the applications stored in the de-
vice; however, icons of the applications registered in the
user level for the corresponding password are displayed
in a different state from that of icons of the remaining
applications. For instance, applications that are unavail-
able due to the current user level being too low are dis-
played in a distinguishing manner. Examples of this ap-
proach are illustrated in FIG. 4E, in which a different opac-
ity is used for the icons of the unavailable applications
("apps"); and in FIG. 4F, where icons of unavailable apps
are replaced with predetermined images 412 and in FIG.
4G, where predetermined images 414 are superposed
with the icons of the unavailable apps.
[0042] Further, in a case of only one application being
registered in a user level for a corresponding password,
after the correct password is entered, the application may
be executed immediately. For example, when only one
application, which belongs to a category of "web brows-
er", is registered in a user level 1 and a password input
by a user in order to release a lock is matched with the
user level 1, a device can execute the corresponding
application immediately, as shown in FIG. 4H.
[0043] Methods of releasing the lock according to em-
bodiments of the present invention have been described
with reference to FIG. 4A to 4H. User levels for each

application can be subsequently changed. For example,
as described above with reference to FIG. 3C, upon se-
lecting a category of applications and an application
adapted to each user level, a user can designate sepa-
rately and set the respective applications to belong to
respective user levels different from one another, even
though the applications are included in the identical cat-
egory. Hereinafter, processes of changing the user levels
for each application will be described with reference to
FIGS. 5 - 6.
[0044] FIG. 5 is a flowchart illustrating an example
process 500 of changing user levels for each application
according to an embodiment of the present invention.
[0045] When receiving a user request in step 501 for
a change of the user levels, i.e. a request to change user
levels for each application, a device proceeds to step 503
and receives a password input by the user.
[0046] The device identifies whether the password in-
put by the user is matched with a top-rank user level in
step 505. If not, user levels are not changeable and the
device remains in a waiting mode for the correct top-rank
password (indicated by flow line back to 505 query). If
the input password is matched with the top-rank user
level, the device proceeds to step 507 where the device
enables the user, who belongs to the top-rank user level,
to change the user level for each application.
[0047] The device provides a guide screen so that the
user can change the user level for each application, in
step 507. For example, the device can display a list of
the applications registered in each user level, as shown
in FIG. 6A. Accordingly, the user may select any one of
the applications and change the user level for the corre-
sponding application, as shown in FIG. 6B. According to
embodiments of the present invention, the device can
display a level of each application in a form of an image
602 (see FIG. 6C), and the user can change the user
level for each application by swiping the corresponding
image 602 (e.g., lengthening the level indicator, as indi-
cated by the arrowed line). Where the user level for any
one of the applications is changed from a user level 2 to
a user level 3 as shown in FIGS. 6A to 6C, the device
registers the corresponding application as an application
to be available in the user level 3.
[0048] Once the user is satisfied with the user level
changes, the user can request that the changes be stored
via suitable input command in step 509, whereupon the
device finally stores the changes in step 511.
[0049] An embodiment in which only the user belong-
ing to the top-rank user level changes the user level for
each application, has been described with reference to
FIG. 5. In an alternative embodiment, users who do not
belong to the top-rank user level are permitted to change
the user level for each application.
[0050] The embodiment of changing the user level for
each application has been described with reference to
FIG. 5. The technique of this embodiment can be identi-
cally applied to a case of changing the available applica-
tions for each user level, or a case of changing the pass-
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word for each user level. That is, when the device re-
ceives a request from the user, the device can provide a
guide screen so that a user changes details for each user
level, for example passwords and available applications,
through the guide screen, as shown in FIG. 6D.
[0051] Referring to FIG. 6D, the device provides a
menu so that the user adds or deletes a user level through
the menu. In an embodiment, when any user level is de-
leted, the device can register applications, which are in-
cluded in the user level to be deleted, in the lowest rank
user level among higher user levels than that of the de-
leted user level. For example, when a user level 1 is de-
leted, the applications included in a user level 1 can be
registered in a user level 2 which is the lowest rank user
level of a user level 2 and a user level 3 which are higher
level than the user level 1. According to this embodiment,
in a state that the user levels 1 to 3 are set, when the
user level 1 is deleted, the user level 2 may be changed
into the user level 1, and the user level 3 may be changed
into the user level 2.
[0052] Methods of changing various details related to
the user level according to embodiments have been de-
scribed with reference to FIGS. 5 and 6. After the user
levels are set and a new application is to be downloaded,
it is desirable to automatically set a user level for the new
application. Hereinafter, processes of automatically set-
ting user levels for a downloaded application will be de-
scribed..
[0053] FIG. 7 is a flowchart illustrating an example
process, 700, of automatically setting user levels for a
new downloaded application ("app") according to an em-
bodiment of the present invention. In the embodiment to
be described with reference to FIG. 7, it is assumed that
a selection of an app for each user level can be achieved
by selecting a category of the app as described with ref-
erence to FIG. 3C.
[0054] A device identifies whether an app is download-
ed in step 701. If so, the device identifies a category of
the downloaded app in step 703. Here, the category of
the downloaded app can be identified in different ways.
For example, the device analyzes meta data of the down-
loaded app, so as to identify the app’s category. In an-
other approach, as shown in FIG. 8, the device can an-
alyze a page linked to a download page of the corre-
sponding app so as to identify the app’s category. That
is, the device can parse the meta data, the download
page, or the like and analyze words inserted in a certain
tag, so as to identify the app’s category. For example,
the device can parse the meta data or the download page
of the downloaded app and analyze a property value of
the certain tag to identify the app’s category. If the prop-
erty value of the certain tag is category 802 and game
804, the device determines that the app’s category is
"game". In another example, the device transmits infor-
mation of the app, for example the app’s title, to an ap-
plication provider, while requesting the application pro-
vider to transmit category information for the correspond-
ing app to the device. Then, the device may analyze in-

formation received from the application provider to iden-
tify the app’s category.
[0055] Returning to FIG. 7, the device registers the
downloaded app as an available application in a user
level which includes the identified category.
[0056] The methods of setting passwords for plural us-
er levels respectively and of releasing a lock have been
described with reference to FIGS. 1 to 8. Hereinafter, the
configuration of a device to which the embodiments of
the present invention are applied will be described with
reference to FIG. 9.
[0057] FIG. 9 is a block diagram illustrating an elec-
tronic device, 900, to which embodiments of the present
invention can be applied. Device 900 conveniently per-
forms both functions of a device for setting a password
and a device for releasing a lock. It should be noted, at
least one of structural elements according to the embod-
iment shown in FIG. 9 may be omitted.
[0058] Device 900 includes a controller 910, an input
unit 920, an output unit 930, a memory 940 and a com-
munication unit 950.
[0059] Controller 910 controls the various operations
described above in connection with FIGS. 1 - 8. Thus, at
the time of setting a password, the controller 910 enables
a user to select one or more applications to be used in
each user level through the input unit 920 with relation
to a plurality of user levels respectively having an author-
ity to use one or more applications, and receives a pass-
word to be used for releasing a lock in each user level
through the input unit 920. At this time, the controller 910
enables a user to select at least one category among the
plural categories set for an application. As a result, the
user can select at least one application to be used in
each user level. Further, the controller 910 enables the
user to individually select at least one application to be
used in each user level from a list of the applications
stored in the memory 940.
[0060] Controller 910 registers the input password for
each user level and the selected application for the cor-
responding user level. In order to register the password
and the application, the controller 910 can display a guide
screen on the output unit 930 for the user to select and
input the details for each user level, i.e. the password
and the application.
[0061] Before the controller 910 enables the user to
select at least one application to be used in each user
level, on the other hand, it receives the number of the
user levels through the input unit 920. Accordingly, the
controller 910 displays the guide screen on the output
unit 930 in order for the user to select the number of the
user levels.
[0062] In cases that the complexity of the input pass-
word for any one user level is lower than that of a pass-
word for a low-rank user level, the complexity of the input
password for any one user level is higher than that of a
password for a high-rank user level, or the complexity of
the input password for any one user level is identical to
that of a password for another user level, the controller
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910 receives a password for the corresponding user level
input by the user again. Accordingly, the controller 910
displays the guide screen on the output 930 in order for
the user to input a password for the corresponding user
level again.
[0063] When at least one application is downloaded,
the controller 910 identifies a category of the downloaded
application and registers the downloaded application as
an application to be used in a user level to which the
identified category belongs. At this time, the controller
910 analyzes at least one of meta data and the download
page of the corresponding application and a page linked
to the download page of the corresponding application
and identifies the category of the downloaded applica-
tion.
[0064] Upon receiving a request for user level change
of at least one application, the controller 910 registers
the corresponding application as an application to be
used in the user level which is requested to be changed.
Accordingly, the controller 910 displays a guide screen
on the output unit 930 in order for the user to change a
user level for each application.
[0065] Upon receiving a request for deletion of one us-
er level, the controller 910 registers the application reg-
istered in the corresponding user level as an application
to be used in the lowest-rank user level among high-rank
user levels of the user level which is requested to be
deleted. Accordingly, the controller 910 displays a guide
screen on the output unit 930 in order for the user to
delete or add a user level.
[0066] In releasing a lock, the controller 910 receives
a password to release the lock through the input unit 920,
and compares the input password and the passwords
stored in the memory 940. Then, the controller 910 re-
leases the lock in consideration of a user level for the
corresponding password where the input password is
identical to any one of the stored passwords.
[0067] In releasing the lock, the controller 910 can
command the displaying of icons of applications to be
used in the user level corresponding to the input pass-
word on the output unit 930. Icons of applications to be
unavailable in the corresponding user level can be dis-
played in a different state from the icons of the applica-
tions to be used in the corresponding user level. For ex-
ample, the controller 910 commands the displaying of
the icons of the applications to be unavailable in the cor-
responding user level in the different state from the icons
of the applications to be used in the corresponding user
level in any one manner of applying different opacities to
the icons of the applications to be used in the correspond-
ing user level and the icons of the applications to be un-
available in the corresponding user level, changing the
icons of the unavailable applications to a predetermined
image, and superposing predetermined image over the
icons of the unavailable applications.
[0068] Further, the controller 910 may not display the
icons of the applications to be unavailable in the corre-
sponding user level.

[0069] On the other hand, where only one application
is available in the user level corresponding to the pass-
word input by the user, the controller 910 may carry out
an application immediately.
[0070] The input unit 920 transmits information input
by the user to the controller 910.
[0071] The output unit 930 displays various guide
screens under the control of the controller 910.
[0072] The input unit 920 and the output unit 930 pref-
erably include a touch screen.
[0073] The memory 940 stores details for each user
level.
[0074] The communication unit 950 communicates
with external devices, preferably with the capability of
using different communication mechanisms.
[0075] It will be appreciated that embodiments of the
present invention may be implemented in the form of
hardware, software, or a combination of hardware and
software. Where the embodiment of the present invention
may be implemented in a software, the software can be
executed by one or more processors using various op-
erating systems or platforms. In addition, the software
can be programmed by using any one of a variety of
suitable programming languages, and also can be com-
piled into assembly codes or intermediate codes which
can be carried out in a framework or a virtual machine.
[0076] Furthermore, embodiments of the present in-
vention may be implemented by a processor-readable
storage medium, for example a memory, a floppy disc,
a hard disc, a compact disc, an optical disc or a magnetic
tape, suitable for storing a program or programs including
instructions for implementing the exemplary embodi-
ments of the present invention.
[0077] While the present invention has been shown
and described with reference to certain embodiments
thereof, it will be understood by those skilled in the art
that various changes in form and details may be made
therein without departing from the scope of the present
invention as defined by the appended claims.

Claims

1. A method of releasing a lock in an electronic device,
comprising:

receiving (101b) a password for releasing the
lock;
comparing (103b) the password with configured
passwords for a plurality of user levels associ-
ated with different authority for at least one ap-
plication; and
releasing (105b) the lock in consideration of a
user level for the input password when the input
password matches any one of the configured
passwords.

2. The method of claim 1, wherein releasing the lock
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comprises displaying icons (402, 404, 406) of appli-
cations which are available in the corresponding user
level.

3. The method of claim 2, wherein displaying the icons
comprises displaying icons (412, 414) of applica-
tions which are unavailable in the corresponding us-
er level in a different state from that of the icons (402,
404, 406) of the applications which are available in
the corresponding user level.

4. The method of claim 3, wherein displaying the ap-
plication in a different state comprises any one of
displaying the icons of the available applications and
the icons of the unavailable applications in a different
opacity, changing the icons of the unavailable appli-
cation with predetermined images, and superposing
predetermined images over the icons of the unavail-
able applications.

5. The method of claim 2, wherein displaying the icons
of the available applications comprises hiding the
icons of the applications which are unavailable in the
corresponding user level.

6. The method of claim 2, further comprising:

immediately executing an application when only
a single application is available in a correspond-
ing user level, after releasing the lock.

7. The method of claim 2, wherein the password is input
in a form of a pattern or numerals.

8. The method of claim 7, wherein the different patterns
are formed by crossing at least two grid points (306a,
306b) of plural grid points provided on a screen of
the electronic device, wherein one of the at least two
grid points of plural grid points is provided at a center
of the screen.

9. The method of claim 2, wherein a password com-
plexity criteria, based on a number of grid points de-
fining the password and the associated user level,
is predefined for the plurality of user levels.

10. An apparatus for releasing a lock in a device, com-
prising:

an input unit (920);
a memory (940) configured to store configured
passwords for a plurality of user levels each as-
sociated with a different authority to use at least
one application; and
a controller (910) configured to receive a pass-
word for releasing the lock through the input unit,
to compare the password with the passwords
stored in the memory, and to release the lock in

consideration of an user level for a correspond-
ing password when the password matches any
one of the stored passwords.

11. The apparatus of claim 10, further comprising an out-
put unit (930), wherein the controller (110) is config-
ured to display icons of applications which are avail-
able in the corresponding user level on the output
unit, after releasing the lock.

12. The apparatus of claim 10, wherein the password is
input in a form of a pattern or numerals.

13. The apparatus of claim 12, wherein the different pat-
terns are formed by crossing at least two grid points
(306a, 306b) of plural grid points provided on a
screen of the electronic device, wherein one of the
at least two grid points of plural grid points is provided
at a center of the screen.

14. The apparatus of claim 10, wherein a password com-
plexity criteria, based on a number of grid points de-
fining the password and the associated user level,
is predefined for the plurality of user levels.

15. Computer program product comprising computer in-
structions configured to cause a processing device
to act as defined in any one of the claims 1 -9.
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