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(54) Techniques for controlling a power converter using multiple controllers

(57) A power converter controller includes a primary
controller that is galvanically isolated from a secondary
controller. The primary controller controls a state of a
power switch during a first mode of operation according
to a switching pattern defined by the primary controller.
During a second mode of operation, the primary control-
ler controls the state of the power switch in response to
control signals received via a communication link. The

secondary controller operates in a powered down state
during the first mode of operation. The secondary con-
troller initiates a transition operation with the primary con-
troller that transitions the primary controller and the sec-
ondary controller from the first mode of operation to the
second mode of operation. In the second mode of oper-
ation, the secondary controller transmit the control sig-
nals to the primary controller via the communication link.
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Description

BACKGROUND INFORMATION

Field of the Disclosure

[0001] The disclosure relates to power converters, and
more particularly, to control circuits for power converters.

Background

[0002] Switch mode power converters are widely used
in household or industrial appliances for converting a low
frequency (e.g., 50 Hz or 60 Hz) high voltage alternating
current (ac) input voltage to a required level of direct cur-
rent (dc) output voltage. For example, switch mode power
converters may be included in commonly used electronic
devices, such as battery chargers for mobile electronic
devices. Various types of switch mode power converters
are popular because of their well regulated output, high
efficiency, and small size along with their safety and pro-
tection features. Popular topologies of switch mode pow-
er converters include flyback, forward, boost, buck, half
bridge, and full bridge, among many others including res-
onant types.
[0003] Switch mode power converters may include an
energy transfer element, a power switch, and control cir-
cuits that operate to regulate the value of the power con-
verter output voltage. The energy transfer element (e.g.,
a coupled inductor) may include a primary winding and
a secondary winding that are galvanically isolated from
one another. The primary winding may be coupled to
circuits on the input side of the power converter, such as
the power switch. The secondary winding may be cou-
pled to circuits on the output side of the power converter
that deliver the regulated output voltage to the electrical
load.
[0004] The power switch (e.g., a high voltage power
switch) may be coupled to the primary winding of the
energy transfer element to control current through the
primary winding. The control circuits of the power con-
verter may sense the output voltage and control the state
of the power switch to control the transfer of energy from
the primary winding to the secondary winding in response
to the sensed output voltage.

BRIEF DESCRIPTION OF THE DRAWINGS

[0005] Non-limiting and non-exhaustive embodiments
of the present disclosure are described with reference to
the following figures, wherein like reference numerals
may refer to like parts throughout the various views.

FIG. 1 is a schematic diagram of an example isolated
power converter including a primary controller, a sec-
ondary controller, and a power switch.
FIG. 2 is a functional block diagram of an example
integrated circuit package that includes a primary

controller, a secondary controller, and a power
switch.
FIG. 3 is a flow diagram that describes operation of
an example primary controller.
FIG. 4 is a flow diagram that describes operation of
an example secondary controller.
FIG. 5 is a flow diagram that describes operation of
a primary controller and a secondary controller.
FIG. 6 is a flow diagram that describes operation of
a primary controller that detects potential abnormal
operating conditions in a secondary controller.
FIGS. 7A-7B illustrate operation of primary and sec-
ondary controllers during a first mode of operation,
a transition operation, and a second mode of oper-
ation.
FIG. 8A is a functional block diagram of an example
integrated circuit package that includes a magneti-
cally coupled communication link.
FIG. 8B is a functional block diagram of an example
integrated circuit package that includes an optically
coupled communication link.
FIG. 9 is a schematic diagram of an example non-
isolated power converter that includes an example
primary controller and an example secondary con-
troller.

[0006] Corresponding reference characters may indi-
cate corresponding components throughout the several
views of the drawings. Skilled artisans will appreciate that
elements in the figures are illustrated for simplicity and
clarity and have not necessarily been drawn to scale. For
example, the dimensions of some of the elements in the
figures may be exaggerated relative to other elements
to help to improve understanding of various embodi-
ments of the present disclosure. Also, common but well-
understood elements that are useful or necessary in com-
mercially feasible embodiments are often not depicted in
order to facilitate a less obstructed view of the various
embodiments of the present disclosure.

DETAILED DESCRIPTION

[0007] In the following description, numerous specific
details are set forth in order to provide a thorough under-
standing of the present invention. It will be apparent, how-
ever, to one having ordinary skill in the art that the specific
detail need not be employed to practice the present in-
vention. In other instances, well-known materials or
methods have not been described in detail in order to
avoid obscuring the present invention.
[0008] Reference throughout this specification to "one
embodiment", "an embodiment", "one example" or "an
example" means that a particular feature, structure or
characteristic described in connection with the embodi-
ment or example is included in at least one embodiment
of the present invention. Thus, appearances of the phras-
es "in one embodiment", "in an embodiment", "one ex-
ample" or "an example" in various places throughout this

1 2 



EP 2 775 602 A2

3

5

10

15

20

25

30

35

40

45

50

55

specification are not necessarily all referring to the same
embodiment or example. Furthermore, the particular fea-
tures, structures, or characteristics may be combined in
any suitable combinations and/or subcombinations in
one or more embodiments or examples. Particular fea-
tures, structures, or characteristics may be included in
an integrated circuit, an electronic circuit, a combinational
logic circuit, or other suitable components that provide
the described functionality.
[0009] A power converter according to the present dis-
closure includes a primary controller and a secondary
controller that are galvanically isolated from one another,
e.g., by a communication link. The primary and second-
ary controllers may also be galvanically isolated from one
another by an energy transfer element (e.g., a coupled
inductor) in some examples, depending on the power
converter topology.
[0010] The primary controller is coupled to drive a pow-
er switch on the primary side of the power converter to
control the transfer of energy from the primary winding
of the energy transfer element to the secondary winding
of the energy transfer element. The secondary controller
is coupled to circuit components on the secondary side
of the power converter in order to sense an output quan-
tity of the power converter. Although the primary control-
ler and the secondary controller are galvanically isolated
from one another, in some circumstances, the secondary
controller may transmit signals to the primary controller
via a communication link to control how the primary con-
troller switches the power switch. For example, the sec-
ondary controller may transmit one or more control sig-
nals when an output quantity (e.g., voltage and/or cur-
rent) of the power converter is less than a desired output
quantity. The control signals may cause the primary con-
troller to switch the power switch and transfer energy to
the secondary side to increase the value of the output
quantity of the power converter.
[0011] In general, the primary and secondary control-
lers may operate to regulate an output quantity (e.g., volt-
age and/or current) of the power converter that is deliv-
ered to a load. For example, the primary and secondary
controllers may operate to regulate the output voltage of
the power converter to a desired output voltage value in
response to a sensed output voltage. Although the pri-
mary and secondary controllers may regulate the output
voltage in response to a sensed output voltage, in some
examples, the primary and secondary controllers may
regulate the output voltage and/or the output current of
the power converter in response to a sensed output volt-
age and/or a sensed output current.
[0012] The primary controller may receive operating
power from the input of the power converter. The sec-
ondary side of the power converter includes circuits that
receive energy from the primary side of the power con-
verter and provide operating power to the secondary con-
troller. For example, the secondary side of the power
converter may include a bypass capacitor that provides
operating power to circuits of the secondary controller.

In some circumstances (e.g., during startup), some cir-
cuits of the secondary controller may not be receiving
sufficient operating power. In these circumstances, the
primary controller may switch the power switch between
an ON and OFF state for a period of time in order to
provide sufficient operating power to the secondary con-
troller.
[0013] The power converter of the present disclosure
may be described as operating in one of a first mode of
operation (i.e., a "first mode") and a second mode of op-
eration (i.e., a "second mode"). In the first mode, the pri-
mary controller controls the state of the power switch.
For example, the primary controller may control when
the power switch is set into the ON state (e.g., a short
circuit) and when the power switch is set into the OFF
state (e.g., an open circuit) during the first mode. In some
examples, the secondary controller may not be receiving
sufficient operating power during the first mode (e.g., dur-
ing startup). In these examples, the secondary controller
may not transmit control signals to the primary controller.
Accordingly, the primary controller may control the state
of the power switch without receiving control signals from
the secondary controller in the first mode.
[0014] In general, the primary controller may control
the state of the power switch according to a switching
pattern defined by circuits of the primary controller during
the first mode. The switching pattern defined by the pri-
mary controller may be referred to herein as a "primary
switching pattern." The primary switching pattern may
define a switching frequency, ON time, a duty cycle, or
other switching parameters. The primary switching pat-
tern may include fixed values in some examples. In other
examples, the primary controller may update the primary
switching pattern during operation.
[0015] During the second mode, the secondary con-
troller controls the state of the power switch. For example,
the secondary controller may control when the power
switch transitions from the OFF state to the ON state. As
described herein, the secondary controller transmits con-
trol signals to the primary controller that cause the pri-
mary controller to set the power switch into the ON state
in response to each of the control signals. Put another
way, the primary controller may be coupled to set the
power switch into the ON state in response to each con-
trol signal received from the secondary controller during
the second mode. After the primary controller switches
the power switch into the ON state in response to a control
signal, the primary controller may switch the power switch
back into the OFF state in response to a detected turn-
off condition. A turn-off condition may include a threshold
amount of power switch current and/or a threshold ON
time of the power switch. As described herein, during the
second mode, the secondary controller may transmit
control signals when an output voltage of the power con-
verter is less than the desired output voltage value in
order to increase the output voltage of the power con-
verter.
[0016] The power converter may transition between
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the first and second modes. The operations performed
by the primary controller and/or the secondary controller
to transition the power converter between the first and
second modes may be referred to herein as "transition
operations." In some examples, the primary and second-
ary controllers may implement a transition operation in
order to transition from the first mode to the second mode.
In other words, the primary and secondary controllers
may implement a transition operation to transfer control
of the power switch from the primary controller to the
secondary controller. A variety of different transition op-
erations are described herein.
[0017] Operation of the primary and secondary con-
trollers during and after startup of the power converter is
now described. Startup may refer to the period of time
starting from when an input voltage is applied to the pow-
er converter until the secondary controller begins oper-
ation. At the beginning of startup, the primary controller
may receive operating power from the input of the power
converter while the secondary controller may not receive
sufficient operating power because the bypass capacitor
on the secondary side may be insufficiently charged. Ac-
cordingly, the primary controller may operate while the
secondary controller is powered down.
[0018] During startup, the power converter may oper-
ate in the first mode in which the primary controller con-
trols the state of the power switch. For example, the pri-
mary controller may control the state of the power switch
according to the primary switching pattern defined by cir-
cuits of the primary controller. In some examples, the
primary switching pattern may have a set switching fre-
quency, power switch ON time, duty cycle, or other
switching parameter.
[0019] The primary controller may control switching of
the power switch during startup in order to transfer energy
to the secondary side of the power converter to charge
the bypass capacitor. The bypass capacitor may be
charged to a voltage that is sufficient to operate the sec-
ondary controller after a period of time during which the
primary controller controls switching of the power switch.
The secondary controller may begin operating when the
voltage across the bypass capacitor (i.e., bypass voltage)
has reached a voltage that is sufficient to operate the
circuits (e.g., logic and or analog circuits) of the second-
ary controller.
[0020] After the secondary controller has powered up,
the secondary controller may decide to take control of
the power switch from the primary controller. In some
examples, the secondary controller may sense parame-
ters (e.g., bypass voltage and/or output voltage) on the
secondary side to determine whether the power convert-
er is operating in a manner that allows the secondary
controller to reliably perform a transition operation to take
control of the power switch. For example, the secondary
controller may decide to take control of the power switch
when the bypass voltage and/or the output voltage are
at sufficient levels to prevent powering down of the sec-
ondary controller during a transition operation in which

the primary controller temporarily refrains from switching
the power switch according to the primary switching pat-
tern.
[0021] The secondary controller may initiate a transi-
tion operation with the primary controller to take control
of the power switch from the primary controller. Put an-
other way, the secondary controller may initiate a transi-
tion operation in order to take control of when the power
switch is set into the ON state. The primary and second-
ary controllers may be configured to transfer control from
the primary controller to the secondary controller in a
variety of different ways.
[0022] A transition operation for transitioning from the
first mode to the second mode may include the transmis-
sion of one or more control signals by the secondary con-
troller. In some examples, the secondary controller may
detect switching of the power switch and schedule trans-
mission of the one or more control signals relative to the
switching of the power switch. In other examples, the
secondary controller may not schedule the one or more
control signals relative to the switching of the power
switch, but instead, the secondary controller may trans-
mit the one or more control signals without monitoring
switching of the power switch. Although transition oper-
ations illustrated and described herein include the trans-
mission of control signals from the secondary controller
to the primary controller, it is contemplated that in some
implementations the secondary controller may transmit
signals to the primary controller that differ from the control
signals during a transition operation. For example, to in-
itiate and/or complete the transition operation, the sec-
ondary controller may transmit signals that differ from the
control signals in amplitude, duration, frequency content,
or other parameters.
[0023] In some examples, the primary controller may
acknowledge receipt of the one or more transmitted con-
trol signals. For example, the primary controller may ad-
just the switching pattern of the power switch to indicate
to the secondary controller that the one or more control
signals were received. In examples where the primary
controller may communicate with the secondary control-
ler via the communication link, the primary controller may
transmit one or more signals back to the secondary con-
troller via the communication link to acknowledge the re-
ceipt of the one or more control signals transmitted by
the secondary controller. A variety of different example
transition operations are now described.
[0024] In one example, the secondary controller may
transmit a single control signal to the primary controller
to indicate that the secondary controller is taking control
of the power switch. In this example, the primary control-
ler may cease switching of the power switch according
to the primary switching pattern in response to the single
control signal. The primary controller may then wait for
subsequent control signals and switch the power switch
into the ON state in response to each of the subsequent
control signals. Although the secondary controller may
indicate taking control of the power switch using a single
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control signal in some implementations, in other imple-
mentations the secondary controller may send multiple
control signals to indicate that it is taking control of the
power switch. In these implementations, the primary con-
troller may cease switching the power switch according
to the primary switching pattern in response to the mul-
tiple control signals. The primary controller may then be-
gin setting the power switch into the ON state in response
to each of the subsequently received control signals.
[0025] In some examples, the secondary controller
may schedule the transmission of the one or more control
signals relative to a detected switching event of the power
switch. For example, with respect to FIGS. 7A-7B, the
secondary controller may detect when the power switch
switches to the OFF state and transmit a control signal
within a window of time after the power switch has been
set into the OFF state. In these examples, the secondary
controller may monitor a voltage developed on the sec-
ondary side (e.g., at a node of the secondary winding) to
determine when the power switch switches states. After
the primary controller receives the one or more control
signals that are scheduled relative to switching events of
the power switch, the primary controller may cease
switching according to the primary switching pattern and
wait for subsequent control signals. The primary control-
ler may then set the power switch into the ON state in
response to each of the subsequent control signals. Al-
though the secondary controller may schedule the trans-
mission of control signals relative to switching events of
the power switch in some examples, as described above,
the secondary controller may not schedule the transmis-
sion of control signals relative to switching events of the
power switch in other examples.
[0026] In some examples, the primary controller may
acknowledge receipt of the control signals transmitted
by the secondary controller. For example, the primary
controller may acknowledge receipt of the control signals
by adjusting the switching pattern of the power switch to
be different than the primary switching pattern. In one
example, the primary controller acknowledges receipt of
the control signals by ceasing switching of the power
switch for a quiet period in response to receiving one or
more control signals from the secondary controller. In
other examples, the primary controller may acknowledge
receipt of the one or more control signals by increasing
or decreasing the rate at which the power switch is
switched relative to the rate at which the power switch
was switched according to the primary switching pattern.
[0027] In examples where the primary controller ac-
knowledges receipt of the control signals, the primary
controller may cease switching the power switch accord-
ing to the primary switching pattern after acknowledging
receipt of the control signals. The primary controller may
then wait for subsequent control signals and switch the
power switch into the ON state in response to each of
the subsequent control signals. The secondary controller
may begin transmitting control signals to the primary con-
troller after the secondary controller detects acknowl-

edgement (e.g., the modified switching pattern) by the
primary controller.
[0028] Although the primary controller may acknowl-
edge receipt of the one or more control signals by mod-
ifying the switching pattern of the power switch, in some
examples, the primary controller may acknowledge re-
ceipt of the one or more control signals in other ways.
For example, if the communication link between the pri-
mary and secondary controller allows for transmission of
signals from the primary controller to the secondary con-
troller, the primary controller may acknowledge receipt
of the one or more control signals by transmitting an ac-
knowledgement signal back to the secondary controller
via the communication link. In this example, the primary
controller may cease switching the power switch upon
sending the acknowledgement signal to the secondary
controller and wait for subsequent control signals. The
secondary controller may begin generating control sig-
nals to control the state of the power switch after the
secondary controller receives the acknowledgement
from the primary controller via the communication link.
The primary controller may set the power switch into the
ON state in response to the subsequently received con-
trol signals.
[0029] The power converter may be operating in the
second mode after a transition operation from the first
mode is completed. As described above, the secondary
controller may transmit control signals to the primary con-
troller to control the state of the power switch during the
second mode. In response to each of the control signals,
the primary controller may set the power switch into the
ON state and subsequently set the power switch into the
OFF state in response to detection of a turn-off condition
(e.g., a threshold amount of switch current and/or a
threshold ON time of the power switch). While the power
converter is in the second mode, the secondary controller
may transmit control signals when an output voltage of
the power converter is less than the desired output volt-
age value in order to increase the output voltage of the
power converter. The secondary controller may refrain
from transmitting control signals in the second mode
when the output voltage of the power converter is greater
than the desired output voltage value.
[0030] During normal operation, the power converter
may remain in the second mode after transitioning from
the first mode to the second mode after startup. However,
in some examples, the power converter may transition
from the second mode back to the first mode. Put another
way, the primary controller may take control of the power
switch back from the secondary controller in some cir-
cumstances. The primary controller may take control of
the power switch from the secondary controller in a va-
riety of different circumstances described hereinafter.
[0031] In some examples, the primary controller may
take control of the power switch from the secondary con-
troller when the primary controller detects that the sec-
ondary controller is experiencing potential abnormal op-
erating conditions. The primary controller may determine
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that the secondary controller is experiencing potential
abnormal operating conditions based on a number of
control signals received over a period of time. In one ex-
ample, if the primary controller does not receive a control
signal for a period of time, the primary controller may
determine that the secondary controller may be experi-
encing abnormal operating conditions, such as an inop-
erable communication link or a condition that resulted in
the output voltage being maintained above the desired
output voltage value for an excessive period of time. In
another example, if the primary controller is receiving an
excessive number of control signals over a period of time,
the primary controller may determine that the secondary
controller may be experiencing potential abnormal oper-
ation conditions, such as a short circuit at the output of
the power converter.
[0032] The primary controller may take control of the
power switch in circumstances where the primary con-
troller fails to receive a control signal for a threshold
amount of time. In some examples, the primary controller
may begin controlling the power switch according to the
primary switching pattern. Controlling the power switch
according to the primary switching pattern may transfer
energy to the secondary side of the power converter and
prevent the output voltage of the power converter from
dropping below the desired output voltage value. Addi-
tionally, controlling the power switch according to the pri-
mary switching pattern may prevent powering down of
the secondary controller. After the primary controller
takes control of the power switch from the secondary
controller, the secondary controller may initiate a transi-
tion operation at a later time to regain control of the power
switch from the primary side.
[0033] In other examples, the primary controller may
maintain the power switch in the OFF state when the
primary controller fails to receive a control signal for a
threshold amount of time. The primary controller may
maintain the power switch in the OFF state in order to
allow the secondary controller to lose operating power.
The primary controller may then return to switching the
power switch (e.g., according to the primary switching
pattern) after a period of time has elapsed that is sufficient
to cause the secondary controller to power down. The
secondary controller may then initiate a transition oper-
ation to take back control of the power switch when the
secondary controller is powered back on.
[0034] In circumstances where the primary controller
receives an excessive number (e.g., greater than a
threshold number) of control signals over a period of time,
the primary controller may ignore the control signals and
maintain the power switch in the OFF state. In other
words, the primary controller may take control of the pow-
er switch from the secondary side and maintain the power
switch in the OFF state when an excessive number of
control signals are received over a period of time. Main-
taining the power switch in the OFF state for a sufficient
amount of time may result in the secondary controller
losing operating power. For example, the bypass capac-

itor may discharge if the power switch is maintained in
the OFF state. In these examples, the primary controller
may return to switching the power switch (e.g., according
to the primary switching pattern) after a period of time
has elapsed that is sufficient to cause the secondary con-
troller to power down.
[0035] The bypass capacitor may be recharged after
the primary controller resumes switching the power
switch. The secondary controller may begin operating
once the bypass capacitor has been charged to a suffi-
cient level. After the secondary controller begins operat-
ing, the secondary controller may decide to take control
of the power switch as described above. For example,
the secondary controller may perform a transition oper-
ation in order to take control of the power switch. In one
example, when the secondary controller begins sending
excessive signals after powering back up, the primary
controller may again take control of the power switch.
This process may be repeated until the power converter
is disconnected from the power source and the primary
controller powers down.
[0036] An excessive number of control signals over a
time period may be transmitted in circumstances where
a short circuit is present at the output of the power con-
verter. In other examples, where a short circuit is not
present at the output, an excessive number of control
signals being received by the primary controller may
cause the primary controller to transfer an excessive
amount of energy to the secondary side. Accordingly, the
primary controller may prevent the transfer of an exces-
sive amount of energy to the secondary side by taking
control of the power switch and maintaining the power
switch in the OFF state in response to the receipt of an
excessive number of control signals over a period of time.
[0037] Accordingly, as described above, the primary
controller may be coupled to transition from the second
mode to the first mode in response to a number of control
signals received from the secondary controller. For ex-
ample, the primary controller may be coupled to transition
from the second mode to the first mode when the primary
controller detects an excessive number of control signals
over a period of time and/or an absence of control signals
within a threshold amount of time. In examples where
the primary controller transitions from the first mode to
the second mode, the secondary controller may detect
the transition of the primary controller from the first mode
to the second mode. For example, the secondary con-
troller may detect changes in the switching pattern of the
power switch when the primary controller transitions from
the first mode to the second mode.
[0038] In some examples, the secondary controller
may be coupled to acknowledge the transition of the pri-
mary controller from the second mode to the first mode.
For example, the secondary controller may be coupled
to acknowledge the transition of the primary controller by
modifying the transmission of control signals to the pri-
mary controller. In an example where the secondary con-
troller is sending an excessive number of control signals
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over a period of time, the secondary controller may ac-
knowledge the transition of the primary controller from
the second mode to the first mode by ceasing the trans-
mission of control signals upon detecting the transition
of the primary controller to the first mode. In an example
where the primary controller detects an absence of con-
trol signals within a threshold amount of time, the sec-
ondary controller may acknowledge the transition of the
primary controller to the first mode by initiating a subse-
quent transition operation.
[0039] Although the primary and secondary controllers
may be included in isolated power converters, in other
examples, the primary and secondary controllers may be
included in a non-isolated power converter in which the
input side (e.g., input terminals) of the non-isolated power
converter is not galvanically isolated from the output side
(e.g., output terminals). When used in a non-isolated
power converter, the primary and secondary controllers
may be galvanically isolated from one another (e.g., by
a communication link) although the input side and the
output side of the non-isolated power converter are not
galvanically isolated from one another. An example im-
plementation of the primary and secondary controllers is
illustrated and described in a non-isolated buck converter
topology with reference to FIG. 9.
[0040] An example power converter that operates in
one of a first mode of operation and a second mode of
operation is now described with reference to FIGS. 1-9.
FIG. 1 shows an example isolated power converter that
includes a primary controller and a secondary controller
that operate to regulate an output quantity of the isolated
power converter. FIG. 2 illustrates a more detailed view
of example primary and secondary controllers. FIGS. 3-6
are flow diagrams that illustrate operation of example pri-
mary and secondary controllers. FIGS. 7A-7B illustrate
waveforms generated during the first mode, a transition
operation, and the second mode. FIGS. 8A-8B show ex-
ample communication links through which the secondary
controller and primary controller may communicate. FIG.
9 shows a non-isolated power converter that includes
example primary and secondary controllers.
[0041] FIG. 1 is a schematic diagram of an example
power converter 100 which may operate in one of a first
mode and a second mode according to the present dis-
closure. Example power converter 100 is an isolated
switch mode power converter having a flyback topology.
Although primary side control circuit 118 and secondary
side control circuit 120 of FIG. 1 are included in an iso-
lated power converter, in other examples, primary side
control circuit 118 and secondary side control circuit 120
may be included in non-isolated power converters (e.g.,
a non-isolated buck converter as shown in FIG. 9). When
used in non-isolated power converters, the galvanic iso-
lation between the primary side control circuit and the
secondary side control circuit allows for voltage differ-
ences between the output and the power switch. In other
words, the galvanic isolation allows the power switch to
float relative to the output terminals. In some examples,

this may eliminate the need for complex level shift cir-
cuitry that may otherwise be required between the sec-
ondary side control circuit and the primary side control
circuit.
[0042] Power converter 100 includes input terminals
102-1, 102-2 (collectively "input terminals 102") and out-
put terminals 104-1, 104-2 (collectively "output terminals
104"). Input terminals 102 are coupled to receive an input
voltage VIN 106, which may be a rectified and filtered ac
voltage. For example, input terminals 102 may be cou-
pled to a full-bridge rectifier (not shown) and a filter ca-
pacitance (not shown) that are coupled to rectify and filter
an ac voltage received from an ac voltage source. In one
example, input voltage VIN 106 may be a time-varying
dc voltage. As shown, VIN 106 is referenced to input ter-
minal 102-2, which may be referred to as an "input return
102-2."
[0043] Output terminals 104 provide an output voltage
VOUT 108 to an electrical load (not shown). After startup
of power converter 100, power converter 100 may regu-
late the value of output voltage VOUT 108 to a desired
output voltage value (e.g., 5 to 12 V dc). Startup may be
a period of time starting from when VIN 106 is applied to
power converter 100 until the control circuits (e.g., sec-
ondary controller 120) of power converter 100 begin op-
erating to regulate output voltage VOUT 108 of power con-
verter 100. Accordingly, output voltage VOUT 108 may
be referred to as a "regulated output voltage." Output
terminals 104 are coupled to an output capacitor 110 to
smooth out regulated output voltage VOUT 108. As
shown, output voltage VOUT 108 is referenced to output
terminal 104-2, which may be referred to as an "output
return 104-2."
[0044] Power converter 100 includes an energy trans-
fer element 112. Energy transfer element 112 includes
a primary winding 114 and a secondary winding 116.
Energy transfer element 112 is coupled to transfer energy
from primary winding 114 to secondary winding 116. In
one example, energy transfer element 112 may be a cou-
pled inductor. Circuits that are electrically coupled be-
tween input terminals 102 and primary winding 114 may
be referred to as the "primary side" of power converter
100. Circuits that are electrically coupled between sec-
ondary winding 116 and output terminals 104 may be
referred to as the "secondary side" of power converter
100. Energy transfer element 112 provides galvanic iso-
lation between circuits on the primary side of power con-
verter 100 and circuits on the secondary side of power
converter 100. Accordingly, a dc voltage applied between
the primary side and the secondary side of power con-
verter 100 will produce substantially zero current.
[0045] Power converter 100 includes a primary side
control circuit 118 (hereinafter "primary controller 118"),
a secondary side control circuit 120 (hereinafter "second-
ary controller 120"), and a power switch 122. Primary
controller 118, secondary controller 120, and power
switch 122 are included in an integrated circuit package
124, which is illustrated as a box in FIG. 1.
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[0046] In one example, integrated circuit package 124
may include a first integrated circuit die and a second
integrated circuit die within an encapsulation. An encap-
sulation may refer to an encasing or molding that sur-
rounds or encloses one or more integrated circuit dice
and a portion of a lead frame. The first integrated circuit
die may include primary controller 118 and power switch
122. The second integrated circuit die may include sec-
ondary controller 120. In another example, integrated cir-
cuit package 124 may include three integrated circuit dice
within an encapsulation. For example, integrated circuit
package 124 may include a first integrated circuit die that
includes power switch 122, a second integrated circuit
die that includes primary controller 118, and a third inte-
grated circuit die that includes secondary controller 120.
[0047] The integrated circuit dice including primary
controller 118 and secondary controller 120 are galvan-
ically isolated from one another. Accordingly, secondary
controller 120 is galvanically isolated from primary con-
troller 118 and power switch 122. Although primary con-
troller 118 and secondary controller 120 are galvanically
isolated from one another, primary controller 118 and
secondary controller 120 may communicate with one an-
other. For example, secondary controller 120 may com-
municate with primary controller 118 via a communica-
tion link. In one example, the communication link may be
a magnetically coupled communication link. An example
magnetically coupled communication link is described
with reference to FIG. 8A. In another example, secondary
controller 120 may communicate with primary controller
118 through an optically coupled communication link. An
example optically coupled communication link is de-
scribed with reference to FIG. 8B. In other examples,
secondary controller 120 may communicate with primary
controller 118 through other types of communication
links, such as a capacitive communication link.
[0048] Although primary controller 118, secondary
controller 120, and power switch 122 are illustrated as
included in a single integrated circuit package, in other
examples, one or more of primary controller 118, sec-
ondary controller 120, and power switch 122 may be lo-
cated outside of the illustrated integrated circuit package.
For example, power switch 122 may be included in an
integrated circuit package that is separate from another
integrated circuit package that includes both primary con-
troller 118 and secondary controller 120.
[0049] Circuits external to integrated circuit package
124 may electrically couple to package terminals D
126-1, S 126-2, PBP 126-3, FWD 126-4, BP 126-5, GND
126-6, and FB 126-7 (collectively "package terminals
126") of integrated circuit package 124. Package termi-
nals 126 of integrated circuit package 124 may include
conductive pins and/or conductive pads for connection
to circuits external to integrated circuit package 124.
[0050] Package terminals 126 may connect to termi-
nals (e.g., on integrated circuit die) of power switch 122,
primary controller 118, and secondary controller 120 in-
cluded inside encapsulation of integrated circuit package

124. Power switch 122 includes terminals D 128-1 and
S 128-2. Primary controller 118 includes terminal PBP
128-3. Secondary controller 120 includes terminals FWD
128-4, BP 128-5, GND 128-6, and FB 128-7. Terminals
D 128-1, S 128-2, PBP 128-3, FWD 128-4, BP 128-5,
GND 128-6, and FB 128-7 may be conductive connec-
tions included on the integrated circuit die that include
power switch 122, primary controller 118, and secondary
controller 120. GND terminal 128-6 is coupled to output
terminal 104-2. In one example, GND terminal 128-6 may
be the output return for secondary controller 120.
[0051] Primary controller 118 is coupled to circuit com-
ponents of the primary side of power converter 100, such
as power switch 122. Secondary controller 120 is coupled
to circuit components of the secondary side of power
converter 100. For example, secondary controller 120
may be coupled to secondary winding 116 and a bypass
capacitor 130. Secondary controller 120 may also be
coupled to output terminals 104 via feedback circuits (not
shown) that allow secondary controller 120 to sense an
output quantity of power converter 100 (e.g., output volt-
age VOUT 108 and/or output current IOUT 109). For ex-
ample, power converter 100 of FIG. 1 may include feed-
back circuits between output terminals 104 and feedback
terminal FB 126-7 that generate a feedback voltage VFB
132 that is representative of output voltage VOUT 108.
Although power converter 100 of FIG. 1 may include feed-
back circuits that generate feedback voltage VFB 132, in
other examples, power converter 100 may include cir-
cuits that generate a feedback current that is represent-
ative of output current IOUT 109. Primary controller 118
and secondary controller 120 control circuits of power
converter 100 (e.g., power switch 122) to control energy
transfer from input terminals 102 to output terminals 104.
[0052] Secondary controller 120 receives power from
the secondary side of power converter 100. For example,
secondary controller 120 may receive power from bypass
capacitor 130 which is coupled to secondary controller
120 at bypass terminal BP 128-5 and ground terminal
GND 128-6. Bypass capacitor 130 may supply power to
circuits of secondary controller 120 such as voltage de-
tection circuit 262 (FIG. 2) and secondary switch control
circuit 258 (FIG. 2). Secondary controller 120 may in-
clude circuits (e.g., charging circuit 260) that charge by-
pass capacitor 130 from forward terminal FWD 128-4
and that regulate bypass voltage VBP 134 across bypass
capacitor 130.
[0053] Although primary controller 118 and secondary
controller 120 are galvanically isolated from one another,
secondary controller 120 may transmit a control signal
UCON 136 to primary controller 118. For example, sec-
ondary controller 120 may transmit control signal UCON
136 via a communication link, e.g., a magnetic, capaci-
tive, or an optical communication link. As described here-
inafter, primary controller 118 may set power switch 122
into an ON state in response to a control signal UCON
136 received from secondary controller 120 during the
second mode.
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[0054] Power switch 122 may be a high voltage power
switch, which may have a breakdown voltage in the range
of 700-800 V. In one example, power switch 122 may be
a power metal-oxide-semiconductor field-effect transis-
tor (power MOSFET), as illustrated in FIG. 2. Power
switch 122 is coupled to primary winding 114 and input
return 102-2. In examples where power switch 122 is a
power MOSFET, the drain of the power MOSFET may
be coupled to drain terminal D 128-1 and the source of
the power MOSFET may be coupled to source terminal
S 128-2, as illustrated in FIG. 2.
[0055] Primary controller 118 controls current through
power switch 122 and primary winding 114 by controlling
the state of power switch 122. Current through power
switch 122 may be referred to herein as "switch current."
In general, power switch 122 may be in an "ON" state
(e.g., a closed switch) or an "OFF" state (e.g., an open
switch), in response to a switch drive signal UDRIVE 138
generated by primary controller 118. When power switch
122 is in the ON state (e.g., a closed switch), power switch
122 may conduct current. When power switch 122 is in
the OFF state (e.g., an open switch), power switch 122
may not conduct current when a voltage is applied across
power switch 122.
[0056] Primary controller 118 generates switch drive
signal UDRIVE 138 to control the state of power switch
122. In an example where power switch 122 is a power
MOSFET, primary controller 118 may be coupled to the
gate of the power MOSFET, as illustrated in FIG. 2. In
this example, primary controller 118 applies a gate-to-
source voltage that is greater than the threshold voltage
of the power MOSFET to set the power MOSFET into
the ON state. Primary controller 118 applies a gate-to-
source voltage that is less than the threshold voltage of
the power MOSFET to set the power MOSFET into the
OFF state.
[0057] Primary controller 118 receives operating pow-
er from input terminals 102 and/or primary bypass ca-
pacitor 140. In one example, primary controller 118 may
also receive operating power from a low voltage winding
(not shown in FIG. 1) forming part of energy transfer el-
ement 112. Primary bypass capacitor 140 may store en-
ergy received from input terminals 102 when input volt-
age VIN 106 is provided at input terminals 102. Energy
stored on primary bypass capacitor 140 may be used as
operating power by primary controller 118, e.g., to gen-
erate switch drive signal UDRIVE 138.
[0058] When power switch 122 is in the ON state, cur-
rent through primary winding 114 increases, storing en-
ergy in energy transfer element 112. Additionally, a pri-
mary winding voltage VP 142 with a first polarity develops
across primary winding 114 while power switch 122 is in
the ON state. A secondary winding voltage Vs 144 of
opposite polarity with respect to primary winding voltage
VP 142 develops across secondary winding 116 while
power switch 122 is in the ON state. Diode D1 146 may
be reverse-biased when power switch 122 is in the ON
state.

[0059] When power switch 122 is in the OFF state,
power switch 122 may act as an open circuit and sub-
stantially prevent current through power switch 122.
When power switch 122 switches from the ON state to
the OFF state, the polarity of secondary winding voltage
VS 144 reverses and energy is transferred to output ca-
pacitor 110, which provides power to an electrical load
connected to output terminals 104. Diode D1 146 may
allow charging of output capacitor 110 and the delivery
of energy to a load after power switch 122 transitions to
the OFF state. Although a passive rectification compo-
nent (i.e., diode D1 146) is illustrated in FIG. 1, in other
examples, power converter 100 may include a synchro-
nous rectification switch (e.g., a MOSFET) that may be
controlled by secondary controller 120. In some exam-
ples, a synchronous rectification switch may be integrat-
ed as a separate die inside integrated circuit package
124. Clamp circuit 148 is coupled to primary winding 114
of energy transfer element 112 to limit the maximum volt-
age on power switch 122 when power switch 122 switch-
es between an ON state and an OFF state.
[0060] Secondary controller 120 may sense an output
quantity of power converter 100 (e.g., output current IOUT
109 and/or output voltage VOUT 108). For example, sec-
ondary controller 120 of FIG. 1 senses feedback voltage
VFB 132 at feedback terminal FB 128-7 (e.g., with respect
to GND terminal 128-6). In one example, feedback volt-
age VFB 132 sensed at feedback terminal FB 128-7 is a
scaled down voltage, e.g., by a resistor divider circuit,
that is representative of output voltage VOUT 108 of power
converter 100. Although example secondary controller
120 of FIG. 1 senses output voltage VOUT 108 of power
converter 100, it is contemplated that, in some examples,
secondary controller 120 may sense other output quan-
tities, such as output current IOUT 109 and/or a combina-
tion of output voltage VOUT 108 and output current IOUT
109 of power converter 100.
[0061] As described herein, primary controller 118 and
secondary controller 120 may operate to regulate an out-
put quantity (e.g., output voltage VOUT 108 and/or output
current IOUT 109) of power converter 100 after startup.
For example, primary controller 118 and secondary con-
troller 120 may operate to regulate output voltage VOUT
108 to a desired output voltage value in response to
sensed feedback voltage VFB 132. In general, in circum-
stances when output voltage VOUT 108 drops to a value
that is less than a desired output voltage value, primary
controller 118 and secondary controller 120 may operate
to increase output voltage VOUT 108 until output voltage
VOUT 108 has reached the desired output voltage value.
Although primary controller 118 and secondary controller
120 may regulate output voltage VOUT 108 in response
to feedback voltage VFB 132, in some examples, primary
controller 118 and secondary controller 120 may regulate
output voltage VOUT 108 and/or output current IOUT 109
in response to sensed output current IOUT 109 and/or
feedback voltage VFB 132.
[0062] Power converter 100 may be described as op-
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erating in one of a first mode and a second mode. When
power converter 100 is operating in the first mode, pri-
mary controller 118 and secondary controller 120 may
also be described as operating in the first mode. When
power converter 100 is in the second mode, primary con-
troller 118 and secondary controller 120 may also be de-
scribed as operating in the second mode. Operation of
primary controller 118 and secondary controller 120 in
the first and second modes is described hereinafter dur-
ing startup and operation of power converter 100.
[0063] In the first mode, primary controller 118 controls
the state of power switch 122 while secondary controller
120 may be in a powered down state. In general, primary
controller 118 may control the state of power switch 122
according to a switching pattern (hereinafter "primary
switching pattern") defined by circuits of primary control-
ler 118. For example, primary controller 118 may control
when power switch 122 is set into the ON state and when
power switch 122 is set into the OFF state according to
the primary switching pattern. The primary switching pat-
tern may define a variety of different switching parame-
ters. For example, the primary switching pattern may de-
fine a switching frequency, an ON time, a duty cycle, or
other switching parameters. In some examples, the pri-
mary switching pattern may define when primary control-
ler 118 sets power switch 122 into the ON state, and then
primary controller 118 may set power switch 122 into the
OFF state in response to one or more turn-off conditions.
The primary switching pattern may include fixed values
in some examples. In other examples, primary controller
118 may update the primary switching pattern during op-
eration.
[0064] In some examples, secondary controller 120
may not be receiving sufficient operating power during
the first mode (e.g., during startup). In these examples,
secondary controller 120 may not transmit control signals
UCON 136 to primary controller 118. Accordingly, primary
controller 118 may control the state of power switch 122
without receiving control signals UCON 136 from second-
ary controller 120 in the first mode.
[0065] Energy is transferred to the secondary side of
power converter 100 while primary controller 118 controls
power switch 122 according to the primary switching pat-
tern during the first mode. Bypass capacitor 130 may be
charged towards a voltage that is sufficient to operate
secondary controller 120 during the first mode. After a
period of time during the first mode, bypass voltage VBP
134 reaches a level that is sufficient to operate the circuits
(e.g., logic circuits) of secondary controller 120. After sec-
ondary controller 120 has powered up, secondary con-
troller 120 may decide to take control of power switch
122 from primary controller 118.
[0066] In summary, primary controller 118 may control
the state of power switch 122 while secondary controller
120 is in a powered down state during the first mode.
Switching of power switch 122 according to the primary
switching pattern may transfer energy to the secondary
side so that bypass capacitor 130 is charged to a voltage

that is sufficient for operating secondary controller 120.
Primary and secondary controllers 118, 120 may operate
in the first mode in a variety of different scenarios de-
scribed herein. In some examples, primary and second-
ary controllers 118, 120 may operate in the first mode
during startup of power converter 100. In other examples
described herein, primary controller 118 may refrain from
switching power switch 122 during operation in order to
power down secondary controller 120. In these exam-
ples, primary controller 118 and secondary controller 120
may begin operating in the first mode when primary con-
troller 118 begins switching power switch 122 after sec-
ondary controller 120 has powered down.
[0067] Power converter 100 may transition from the
first mode to the second mode when secondary controller
120 begins operating. The operations performed by pri-
mary controller 118 and/or secondary controller 120 to
transition from the first mode to the second mode may
be referred to as "transition operations." A variety of dif-
ferent transition operations are described hereinafter.
[0068] Power converter 100 may be operating in the
second mode after completion of a transition operation.
During the second mode, secondary controller 120 con-
trols when power switch 122 is set into the ON state. For
example, secondary controller 120 transmits control sig-
nals UCON 136 to primary controller 118 that cause pri-
mary controller 118 to set power switch 122 into the ON
state in response to each of control signals UCON 136.
Put another way, in the second mode, primary controller
118 may be coupled to set power switch 122 into the ON
state in response to each control signal UCON 136 re-
ceived from secondary controller 120. Accordingly, dur-
ing the second mode, primary controller 118 may have
ceased switching of power switch 122 according to the
primary switching pattern. Instead, primary controller 118
sets power switch 122 into the ON state in response to
control signals UCON 136 transmitted by secondary con-
troller 120.
[0069] After primary controller 118 switches power
switch 122 into the ON state in response to a control
signal UCON 136, primary controller 118 may determine
when to set power switch 122 into the OFF state. For
example, primary controller 118 may switch power switch
122 back into the OFF state in response to a detected
turn-off condition. In some examples, a turn-off condition
may include a threshold amount of switch current and/or
a threshold ON time of power switch 122.
[0070] During the second mode, secondary controller
120 may transmit a control signal UCON 136 when output
voltage VOUT 108 is less than the desired output voltage
value in order to increase output voltage VOUT 108. As
described above, primary controller 118 sets power
switch 122 into the ON state in response to receiving a
control signal UCON 136 from secondary controller 120
and subsequently sets power switch 122 into the OFF
state, which may then result in a transfer of energy to the
secondary side of power converter 100. The transfer of
energy to the secondary side may increase output volt-
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age VOUT 108 towards the desired output voltage value.
Power switch 122 may then be maintained in the OFF
state by primary controller 118 until primary controller
118 receives another control signal UCON 136. During
the second mode, secondary controller 120 may refrain
from transmitting control signals UCON 136 when output
voltage VOUT 108 is greater than the desired output volt-
age value.
[0071] In some examples, control signal UCON 136 may
be a pulse that is transmitted by secondary controller 120
and detected by primary controller 118. In these exam-
ples, secondary controller 120 may transmit a plurality
of consecutive pulses which may be separated by similar
or different amounts of time. Primary controller 118 may
set power switch 122 into the ON state in response to
each of the consecutive pulses. For each pulse, primary
controller 118 determines when to set power switch 122
into the OFF state.
[0072] Primary controller 118 sets power switch 122
into the OFF state in response to detection of a turn-off
condition. In one example, a turn-off condition may in-
clude an amount of switch current through power switch
122. In this example, primary controller 118 may sense
an amount of switch current when power switch 122 is
in the ON state. Primary controller 118 may then set pow-
er switch 122 into an OFF state when the switch current
reaches a threshold current limit while power switch 122
is in the ON state. In another example, a turn-off condition
may include a threshold amount of ON time. In this ex-
ample, primary controller 118 may be coupled to set pow-
er switch 122 into the ON state for the threshold amount
of ON time in response to control signal UCON 136, and
then set power switch 122 into the OFF state after the
threshold amount of ON time has expired. Although turn-
off conditions may include a threshold current limit and/or
a threshold amount of ON time, it is contemplated that
primary controller 118 may set power switch 122 into the
OFF state in response to other conditions. The turn-off
conditions may be fixed quantities in some examples. In
other examples, primary controller 118 may adjust the
turn-off conditions.
[0073] During startup, primary controller 118 and sec-
ondary controller 120 may be operating in the first mode.
Primary controller 118 may receive operating power dur-
ing startup while secondary controller 120 may not ini-
tially receive sufficient operating power because bypass
capacitor 130 on the secondary side may be insufficiently
charged. During startup, primary controller 118 may con-
trol the state of power switch 122 while secondary con-
troller 120 is in a powered down state. For example, pri-
mary controller 118 may control the state of power switch
122 according to the primary switching pattern. Primary
controller 118 may control switching of power switch 122
during startup in order to transfer energy to the secondary
side to charge bypass capacitor 130. Secondary control-
ler 120 may begin operating when bypass voltage VBP
134 reaches a voltage that is sufficient to operate sec-
ondary controller 120.

[0074] After secondary controller 120 has begun op-
erating (i.e., is in an operational state), secondary con-
troller 120 may take control of power switch 122 from
primary controller 118. In some examples, the secondary
controller 120 may sense parameters (e.g., bypass volt-
age VBP 134 and/or output voltage VOUT 108) to deter-
mine whether to take control of power switch 122. For
example, secondary controller 120 may decide to take
control of power switch 122 when bypass voltage VBP
134 and/or output voltage VOUT 108 are at sufficient lev-
els to prevent powering down of secondary controller 120
during a transition operation in which primary controller
118 temporarily refrains from switching power switch 122
according to the primary switching pattern, as illustrated
in FIGS. 7A-7B.
[0075] Secondary controller 120 may initiate a transi-
tion operation with primary controller 118 to take control
of power switch 122 from primary controller 118. Primary
and secondary controllers 118, 120 may be configured
to transfer control from primary controller 118 to second-
ary controller 120 in a variety of different ways.
[0076] A transition operation for transitioning primary
and secondary controllers 118, 120 from the first mode
to the second mode may include the transmission of one
or more control signals UCON 136 by secondary controller
120. In some examples, secondary controller 120 may
detect switching of power switch 122 and schedule trans-
mission of the one or more control signals UCON 136 rel-
ative to switching events of power switch 122 (e.g.,
ON/OFF or OFF/ON transitions). In other examples, sec-
ondary controller 120 may not schedule one or more con-
trol signals UCON 136 relative to the switching events of
power switch 122. Instead, secondary controller 120 may
transmit one or more control signals UCON 136 without
monitoring switching of power switch 122.
[0077] Although transition operations illustrated and
described herein include the transmission of control sig-
nals UCON 136 from secondary controller 120 to primary
controller 118, it is contemplated that in some implemen-
tations secondary controller 120 may transmit signals to
primary controller 118 that differ from control signals
UCON 136 to initiate and complete a transition operation.
For example, to initiate and/or complete a transition op-
eration, secondary controller 120 may transmit signals
that differ from control signals UCON 136 in amplitude,
duration, frequency content, or other parameters. In one
example, the signals transmitted during a transition op-
eration may be different than the example pulses used
to illustrate control signals UCON 136 in FIGS. 7A-7B.
[0078] In some examples, primary controller 118 may
acknowledge receipt of one or more control signals UCON
136 transmitted during a transition operation. For exam-
ple, primary controller 118 may adjust the switching pat-
tern of power switch 122 to indicate to secondary con-
troller 120 that the one or more control signals UCON 136
were received. In examples where the communication
link between primary controller 118 and secondary con-
troller 120 provides for the transmission of signals 149
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from primary controller 118 to secondary controller 120,
primary controller 118 may transmit one or more signals
back to secondary controller 120 via the communication
link to acknowledge the receipt of the one or more control
signals UCON 136 transmitted by secondary controller
120. A variety of different example transition operations
are now described.
[0079] In some implementations, secondary controller
120 may transmit a single control signal UCON 136 to
primary controller 118 during a transition operation. In
this example, primary controller 118 may cease switching
of power switch 122 according to the primary switching
pattern in response to the single control signal UCON 136.
Primary controller may then wait for subsequent control
signals UCON 136 and switch power switch 122 into the
ON state in response to each of the subsequent control
signals UCON 136.
[0080] In some implementations, secondary controller
120 may send multiple control signals UCON 136 during
a transition operation. In these implementations, primary
controller 118 may cease switching of power switch 122
according to the primary switching pattern in response
to receiving multiple control signals UCON 136. Primary
controller 118 may then begin setting power switch 122
into the ON state in response to each of the subsequently
received control signals UCON 136.
[0081] In some implementations, secondary controller
120 may schedule the transmission of the one or more
control signals UCON 136 relative to detected switching
events of power switch 122 during a transition operation.
In these examples, secondary controller 120 may monitor
a voltage developed on the secondary side (e.g., at node
147 of secondary winding 116) to determine when power
switch 122 switches states. After primary controller 118
receives the one or more control signals UCON 136 that
are timed relative to switching events of power switch
122, primary controller 118 may cease switching accord-
ing to the primary switching pattern and wait for subse-
quent control signals UCON 136. Primary controller 118
may then set power switch 122 into the ON state in re-
sponse to each of the subsequent control signals UCON
136. An example implementation in which secondary
controller 120 schedules the transmission of one or more
control signals UCON 136 with respect to switching events
of power switch 122 is illustrated and described with re-
spect to FIGS. 7A-7B. Although secondary controller 120
may schedule the transmission of control signals UCON
136 relative to switching events of power switch 122 in
some implementations, as described above, in other im-
plementations, secondary controller 120 may not sched-
ule the transmission of control signals UCON 136 relative
to switching events of power switch 122.
[0082] In some examples, primary controller 118 may
acknowledge receipt of control signals UCON 136 trans-
mitted by secondary controller 120 during the transition
operation. For example, primary controller 118 may ac-
knowledge receipt of control signals UCON 136 during the
transition operation by adjusting the switching pattern of

power switch 122 to be different than the primary switch-
ing pattern of the first mode. In one example, as illustrated
in FIGS. 7A-7B, primary controller 118 acknowledges re-
ceipt of control signals UCON 136 by ceasing switching
of power switch 122 for a period of time (i.e., a "quiet
period") in response to receiving one or more control sig-
nals UCON 136 from secondary controller 120. In other
examples, primary controller 118 may acknowledge re-
ceipt of the one or more control signals UCON 136 during
the transition operation by increasing or decreasing the
rate at which power switch 122 is switched relative to the
rate at which power switch 122 was switched according
to the primary switching pattern.
[0083] In examples where primary controller 118 ac-
knowledges receipt of control signals UCON 136 during
the transition operation, primary controller 118 may
cease switching power switch 122 according to the pri-
mary switching pattern after acknowledging receipt of
control signals UCON 136. Primary controller 118 may
then wait for subsequent control signals UCON 136. After
secondary controller 120 detects acknowledgement
(e.g., the quiet period or the modified switching pattern)
by primary controller 118, secondary controller 120 may
begin transmitting control signals UCON 136 to primary
controller 118 when output voltage VOUT 108 is less than
the desired output voltage value. Primary controller 118
may then switch power switch 122 into the ON state in
response to each of the control signals UCON 136.
[0084] Although primary controller 118 may acknowl-
edge receipt of the one or more control signals by mod-
ifying the switching pattern of power switch 122, in some
examples, primary controller 118 may acknowledge re-
ceipt of the one or more control signals UCON 136 in other
ways. For example, if the communication link between
primary and secondary controllers 118, 120 allows for
transmission of signals from primary controller 118 to
secondary controller 120, primary controller 118 may ac-
knowledge receipt of the one or more control signals
UCON 136 by transmitting an acknowledgement signal
149 back to secondary controller 120 via the communi-
cation link. In this example, primary controller 118 may
cease switching power switch 122 upon sending ac-
knowledgement signal 149 to secondary controller 120
and wait for subsequent control signals UCON 136. Sec-
ondary controller 120 may begin generating control sig-
nals UCON 136 to control when power switch 122 is set
into the ON state after secondary controller 120 receives
acknowledgment signal 149 from primary controller 118
via the communication link. Primary controller 118 may
set power switch 122 into the ON state in response to
the subsequently received control signals UCON 136.
[0085] Power converter 100 may be operating in the
second mode after a transition operation from the first
mode is completed. In the second mode, secondary con-
troller 120 may transmit control signals UCON 136 to pri-
mary controller 118 to control when power switch 122 is
set into the ON state. For example, secondary controller
120 may transmit control signals UCON 136 when output
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voltage VOUT 108 is less than the desired output voltage
value. In response to each of the control signals UCON
136, primary controller 118 may set power switch 122
into the ON state and subsequently set power switch 122
into the OFF state in response to detection of a turn-off
condition. In the second mode, secondary controller 120
may refrain from transmitting control signals UCON 136
when output voltage VOUT 108 is greater than the desired
output voltage value.
[0086] During normal operation, power converter 100
may remain in the second mode after transitioning from
the first mode to the second mode after startup. However,
in some circumstances, power converter 100 may tran-
sition from the second mode back to the first mode. Cir-
cumstances in which power converter 100 transitions
from the second mode back to the first mode are de-
scribed hereinafter.
[0087] In some examples, primary controller 118 may
take control of power switch 122 from secondary control-
ler 120 when primary controller 118 detects that second-
ary controller 120 is experiencing potential abnormal op-
erating conditions. Primary controller 118 may determine
that secondary controller 120 is experiencing potential
abnormal operating conditions based on a number of
control signals UCON 136 received over a period of time.
In one example, primary controller 118 may determine
that secondary controller 120 is experiencing potential
abnormal operating conditions when primary controller
118 does not receive a control signal UCON 136 for a
period of time. In another example, primary controller 118
may determine that secondary controller 120 is experi-
encing potential abnormal operating conditions when pri-
mary controller 118 is receiving an excessive number
(e.g., greater than a threshold number) of control signals
UCON 136 over a period of time.
[0088] In some examples, when primary controller 118
fails to receive a control signal UCON 136 for a threshold
amount of time, primary controller 118 may take control
of power switch 122 and begin controlling power switch
122 according to the primary switching pattern. Control-
ling power switch 122 according to the primary switching
pattern may transfer energy to the secondary side and
prevent output voltage VOUT 108 from dropping below
the desired output voltage value. In other examples, pri-
mary controller 118 may maintain power switch 122 in
the OFF state in order to cause secondary controller 120
to power down. Then primary controller 118 may control
power switch 122 according to the primary switching pat-
tern to cause secondary controller 120 to begin operating
again. After secondary controller 120 enters an opera-
tional state, secondary controller 120 may initiate a tran-
sition operation to regain control of power switch 122.
[0089] In circumstances where primary controller 118
receives an excessive number (e.g., greater than a
threshold number) of control signals UCON 136 within a
period of time, primary controller 118 may ignore subse-
quent control signals UCON 136 and maintain power
switch 122 in the OFF state. Maintaining power switch

122 in the OFF state for a sufficient amount of time may
cause secondary controller 120 to lose operating power.
In these examples, primary controller 118 may return to
switching power switch 118 (e.g., according to the pri-
mary switching pattern) after a period of time has elapsed
that is sufficient to cause secondary controller 120 to
power down. Secondary controller 120 may then begin
operating once bypass capacitor 130 has been re-
charged to a sufficient level. After secondary controller
120 begins operating, secondary controller 120 may per-
form a transition operation in order to take control of pow-
er switch 122, as described above. If secondary controller
120 begins sending excessive control signals UCON 136
after powering back up, primary controller 118 may again
take control of power switch 122. This process may be
repeated until power converter 100 is disconnected from
the power source and primary controller 118 powers
down.
[0090] An excessive number of control signals UCON
136 over a period of time may indicate a short circuit on
the secondary side of power converter 100. An excessive
number of control signals UCON 136 over a period of time
may also cause primary controller 118 to transfer an ex-
cessive amount of energy to the secondary side. By ig-
noring the excessive number of control signals UCON 136,
primary controller 118 may prevent transferring an ex-
cessive amount of energy to the secondary side.
[0091] Accordingly, primary controller 118 may be cou-
pled to transition from the second mode to the first mode
when primary controller 118 detects an excessive
number of control signals UCON 136 over a period of time
and/or an absence of control signals UCON 136 within a
threshold amount of time. In examples where primary
controller 118 transitions from the first mode to the sec-
ond mode, secondary controller 120 may detect the tran-
sition of primary controller 118 from the first mode to the
second mode. For example, secondary controller 120
may detect changes in the switching pattern of power
switch 122 when primary controller 118 transitions from
the first mode to the second mode. In examples where
primary controller 118 stops switching power switch 122
in response to receiving an excessive number of control
signals UCON 136 over a period of time, secondary con-
troller 120 may detect that primary controller 118 has
transitioned to the first mode upon detecting that power
switch 122 has stopped switching in response to trans-
mitted control signals UCON 136. In examples where pri-
mary controller 118 begins switching power switch 122
after failing to receive a control signal UCON 136 for a
threshold amount of time, secondary controller 120 may
detect that primary controller 118 has transitioned to the
first mode upon detecting the switching according to the
primary switching pattern.
[0092] In some examples, secondary controller 120
may be coupled to acknowledge the transition of primary
controller 118 from the second mode to the first mode.
For example, secondary controller 120 may be coupled
to acknowledge the transition of primary controller 118
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by modifying the transmission of control signals UCON
136 to primary controller 118. In an example where sec-
ondary controller 120 is sending an excessive number
of control signals UCON 136 over a period of time, sec-
ondary controller 120 may acknowledge the transition of
primary controller 118 from the second mode to the first
mode by ceasing the transmission of control signals
UCON 136 upon detecting the transition of primary con-
troller 118 to the first mode. In an example where primary
controller 118 detects an absence of control signals UCON
136 within a threshold amount of time, secondary con-
troller 120 may acknowledge the transition of primary
controller 118 to the first mode by initiating a subsequent
transition operation.
[0093] Operation of example circuits included in prima-
ry controller 118 and secondary controller 120 is now
described in greater detail with respect to FIG. 2. FIG. 2
shows an example integrated circuit package 224 that
includes a power switch 222 (e.g., power MOSFET 222),
an example primary controller 218, and an example sec-
ondary controller 220. Circuits external to integrated cir-
cuit package 224 may electrically couple to package ter-
minals D 226-1, S 226-2, PBP 226-3, FWD 226-4, BP
226-5, GND 226-6, and FB 226-7 (collectively "package
terminals 226") of integrated circuit package 224.
[0094] Package terminals 226 may connect to termi-
nals D 228-1, S 228-2, PBP 228-3, FWD 228-4, BP 228-5,
GND 228-6, and FB 228-7 of power switch 222, primary
controller 218, and secondary controller 220 included on
the inside of integrated circuit package 224. Package ter-
minals 226 may be connected to a power converter in a
similar manner as illustrated in FIG. 1. Accordingly, the
description of integrated circuit package 224 may here-
inafter reference the components of power converter 100
of FIG. 1.
[0095] Primary controller 218 includes a primary switch
control circuit 250 that generates switch drive signal
UDRIVE 238 to set the state of power switch 222. Primary
controller 218 also includes a current sense circuit 252,
a primary switching pattern circuit 254, and a signal mon-
itoring circuit 256. Secondary controller 220 includes a
secondary switch control circuit 258, a charging circuit
260, and a voltage detection circuit 262. Ground terminal
GND 228-6 may be the output return for circuits of sec-
ondary controller 220.
[0096] Primary controller 218 may include additional
circuits that are not illustrated in FIG. 2. For example,
primary controller 218 may include circuits that couple to
terminal PBP 228-3 to provide power to primary controller
218. Secondary controller 220 may also include addition-
al circuits and/or terminals not illustrated in FIGS. 1-2.
For example, secondary controller 220 may include an
additional terminal that is coupled to output terminal
104-1. The additional terminal may be coupled to charg-
ing circuit 260 to charge bypass capacitor 130 from output
terminal 104-1. For example, charging circuit 260 may
charge bypass capacitor 130 from forward terminal FWD
228-4 and/or the additional terminal coupled to output

terminal 104-1. Charging bypass capacitor 130 from out-
put terminal 104-1 during operation may be more efficient
than charging bypass capacitor 130 from forward termi-
nal FWD 228-4.
[0097] Current sense circuit 252 may sense an amount
of switch current ISWITCH 264 through power switch 222
when power switch 222 is in the ON state. Primary switch
control circuit 250 may determine when the amount of
current through power switch 222 has reached a thresh-
old current limit based on the amount of current sensed
by current sense circuit 252. In some examples, primary
switch control circuit 250 may set power switch 222 into
the OFF state in the first and/or second modes when the
amount of current sensed by current sense circuit 252
reaches the threshold current limit.
[0098] Primary switching pattern circuit 254 represents
circuits that define the primary switching pattern. The pri-
mary switching pattern may define a switching frequency,
a power switch ON time, a duty cycle, or other switching
parameters. The primary switching pattern may include
fixed values in some examples. In other examples, pri-
mary switch control circuit 250 may modify the primary
switching pattern during operation. In some examples,
the power switch ON time may be approximately five mi-
croseconds, the maximum duty cycle may be approxi-
mately 65%, and the frequency may be approximately
132 kHz.
[0099] Operation of primary controller 218 and second-
ary controller 220 in the first and second modes is now
described. In the first mode, primary switch control circuit
250 controls the state of power switch 222 according to
the primary switching pattern. In other words, primary
switch control circuit 250 generates switch drive signal
UDRIVE 238 according to the primary switching pattern in
the first mode. In some examples, primary switch control
circuit 250 may control the state of power switch 222
during the first mode according to the primary switching
pattern and an amount of current sensed by current
sense circuit 252. For example, the primary switching
pattern may define when to set power switch 222 into the
ON state and primary switch control circuit 250 may set
power switch 222 into the OFF state in response to the
amount of switch current ISWITCH 264 through power
switch 222.
[0100] While primary controller 218 controls the state
of power switch 222 in the first mode, secondary control-
ler 220 may be in a powered down state. Secondary con-
troller 220 may be in a powered down state during the
first mode (e.g., during startup or after loss of power)
because secondary controller 220 may not be receiving
sufficient operating power from bypass capacitor 130.
For example, in the first mode, secondary switch control
circuit 258 may not have sufficient operating power trans-
mit control signals UCON 236 to primary switch control
circuit 250. Accordingly, primary switch control circuit 250
may control the state of power switch 222 without receiv-
ing control signals UCON 236 from secondary switch con-
trol circuit 258 in the first mode.
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[0101] During the first mode, energy is transferred to
the secondary side of power converter 100 while primary
switch control circuit 250 controls power switch 222 ac-
cording to the primary switching pattern. Charging circuit
260 may be coupled to charge bypass capacitor 130 us-
ing forward terminal FWD 228-4 while primary switch
control circuit 250 switches power switch 222. Accord-
ingly, during the first mode, charging circuit 260 may op-
erate to charge bypass capacitor 130 towards a voltage
that is sufficient to operate the circuits of secondary con-
troller 220 (e.g., voltage detection circuit 262 and/or sec-
ondary switch control circuit 258). After a period of time
during the first mode, bypass voltage VBP 134 reaches
a voltage that is sufficient to operate the circuits of sec-
ondary controller 220.
[0102] Charging circuit 260 may regulate bypass volt-
age VBP 134 at a voltage that is sufficient to operate the
circuits of secondary controller 220. In some examples,
secondary controller 220 may include an additional ter-
minal that is coupled to output terminal 104-1. In these
examples, charging circuit 260 may be coupled to regu-
late bypass voltage VBP 134 using forward terminal FWD
228-4 and/or the additional terminal coupled to output
terminal 104-1.
[0103] After secondary controller 220 begins operat-
ing, secondary switch control circuit 258 may decide to
take control of power switch 222 from primary switch con-
trol circuit 250. Voltage detection circuit 262 may sense
parameters on the secondary side to determine whether
power converter 100 is operating in a manner that allows
secondary switch control circuit 258 to reliably perform
a transition operation. In some examples, voltage detec-
tion circuit 262 may indicate to secondary switch control
circuit 258 when to initiate a transition operation based
on at least one of the bypass voltage VBP 134 and/or the
output voltage VOUT 108. For example, voltage detection
circuit 262 may indicate to secondary switch control cir-
cuit 258 to initiate a transition operation when bypass
voltage VBP 134 is greater than a threshold bypass volt-
age. As another example, voltage detection circuit 262
may indicate to secondary switch control circuit 258 to
initiate a transition operation when output voltage VOUT
108 is greater than a threshold output voltage. In other
examples, voltage detection circuit 262 may indicate to
secondary switch control circuit 258 to initiate a transition
operation when both bypass voltage VBP 134 is greater
than a threshold bypass voltage and when output voltage
VOUT 108 is greater than a threshold output voltage.
[0104] Secondary switch control circuit 258 may initi-
ate a transition operation when voltage detection circuit
262 indicates to secondary switch control circuit 258 that
the transition operation may be reliably performed. Pri-
mary switch control circuit 250 and secondary switch con-
trol circuit 258 may implement a transition operation for
primary and secondary controllers 218, 220 as described
above. An example transition operation that may be im-
plemented by primary switch control circuit 250 and sec-
ondary switch control circuit 258 is illustrated and de-

scribed hereinafter with reference to FIGS. 7A-7B.
[0105] After secondary switch control circuit 258 and
primary switch control circuit 250 implement a transition
operation, primary controller 218 and secondary control-
ler 220 may be operating in the second mode. During the
second mode, primary switch control circuit 250 may
cease switching of power switch 222 according to the
primary switching pattern. Instead, primary switch control
circuit 250 sets power switch 222 into the ON state in
response to control signals UCON 236 transmitted by sec-
ondary switch control circuit 258. For example, in the
second mode, secondary switch control circuit 258 trans-
mits control signals UCON 236 to primary switch control
circuit 250 that cause primary switch control circuit 250
to set power switch 222 into the ON state in response to
each of control signals UCON 236. Accordingly, during
the second mode, secondary switch control circuit 258
may control when power switch 222 is set into the ON
state by primary switch control circuit 250.
[0106] After primary switch control circuit 250 switches
power switch 222 into the ON state in response to a con-
trol signal UCON 236, primary switch control circuit 250
may switch power switch 222 back into the OFF state in
response to a detected turn-off condition. In some exam-
ples, a turn-off condition may include a threshold amount
of switch current ISWITCH 264 and/or a threshold ON time
of power switch 222. Primary switch control circuit 250
may then maintain power switch 222 in the OFF state
until primary switch control circuit 250 receives another
control signal UCON 236.
[0107] Secondary switch control circuit 258 receives
feedback voltage VFB 132 that is representative of output
voltage VOUT 108. During the second mode, secondary
switch control circuit 258 may transmit a control signal
UCON 236 when secondary switch control circuit 258 de-
termines that output voltage VOUT 108 of power converter
100 is less than the desired output voltage value. Sec-
ondary switch control circuit 258 may refrain from trans-
mitting control signals UCON 236 when output voltage
VOUT 108 is greater than the desired output voltage value.
[0108] As described above, primary controller 218 may
take control of power switch 222 from secondary control-
ler 220 when primary controller 218 detects that second-
ary controller 220 is experiencing potential abnormal op-
erating conditions. Potential abnormal operating condi-
tions may be indicated by the number of control signals
UCON 236 received by primary controller 218. Primary
controller 218 includes a signal monitoring circuit 256
that monitors the number of control signals UCON 236.
[0109] Signal monitoring circuit 256 may detect poten-
tial abnormal operating conditions based on the number
of control signals UCON 236 received during a period of
time. Signal monitoring circuit 256 may indicate to prima-
ry switch control circuit 250 when potential abnormal op-
erating conditions are detected. In one example, signal
monitoring circuit 256 may determine that secondary
controller 220 is experiencing potential abnormal oper-
ating conditions when signal monitoring circuit 256 does
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not receive a control signal UCON 236 for a period of time.
In another example, signal monitoring circuit 256 may
determine that secondary controller 220 is experiencing
potential abnormal operating conditions when signal
monitoring circuit 256 is receiving an excessive number
(e.g., greater than a threshold number) of control signals
UCON 236 over a period of time.
[0110] Operation of primary and secondary controllers
218, 220 during and after startup of power converter 100
is described hereinafter with respect to FIGS. 3-7B. FIG.
6 illustrates scenarios in which primary controller 218
may take back control of power switch 222. FIGS. 7A-
7B illustrate an example transition operation.
[0111] FIG. 3 is a flow diagram describing operation of
primary controller 218 from startup until primary controller
218 is operating in the second mode. Before the start of
method 300, it may be assumed that bypass capacitor
130 is discharged to a voltage level that is insufficient for
operating secondary controller 220. In block 302, input
voltage VIN 106 is introduced to power converter 100. In
block 304, primary switch control circuit 250 controls
power switch 222 according to the primary switching pat-
tern.
[0112] While primary switch control circuit 218 is con-
trolling power switch 222 in block 304, secondary con-
troller 220 may initiate a transition operation after sec-
ondary controller 220 transitions from a powered down
state to an operational state. In block 306, primary switch
control circuit 250 determines whether a transition oper-
ation has been initiated and whether the transition oper-
ation is completed. As described above, a transition op-
eration may include receipt of one or more control signals
UCON 236 by primary switch control circuit 250 in some
examples. In some examples, primary switch control cir-
cuit 250 may determine whether the received control sig-
nals UCON 236 are received relative to a switching event
in order to determine whether the transition operation is
completed. In some examples described above, primary
switch control circuit 250 may generate an acknowledg-
ment (e.g., a modified switching pattern) during the tran-
sition operation.
[0113] After primary switch control circuit 250 deter-
mines that the transition operation is complete in block
306, primary switch control circuit 250 may operate in
the second mode. In the second mode, primary switch
control circuit 250 may wait to receive a control signal
UCON 236 in block 308. Primary switch control circuit 250
sets power switch 222 into the ON state in response to
a received control signal UCON 236 in block 310. Primary
switch control circuit 250 sets power switch 222 into the
OFF state in response to detection of a turn-off condition
in block 312. Primary switch control circuit 250 may then
wait for another control signal UCON 236 in block 308.
[0114] FIG. 4 is a flow diagram describing operation of
secondary controller 220 from startup until secondary
controller 220 is operating in the second mode. Before
the start of method 400, it may be assumed that bypass
capacitor 130 is discharged to a voltage level that is in-

sufficient for operating secondary controller 220. In block
402, voltage detection circuit 262 senses voltages (e.g.,
bypass voltage VBP 134 and/or output voltage VOUT 108)
on the secondary side and determines whether the
sensed voltages are sufficient for initiating a transition
operation. If the sensed voltages are not sufficient for
initiating a transition operation, voltage detection circuit
262 continues sensing the voltages in block 402.
[0115] If the sensed voltages are sufficient for initiating
a transition operation, voltage detection circuit 262 indi-
cates to secondary switch control circuit 258 to initiate a
transition operation. In block 404, secondary switch con-
trol circuit 258 initiates a transition operation. In block
406, secondary switch control circuit 258 determines
whether the transition operation is completed. In some
examples, secondary switch control circuit 258 may ini-
tiate and complete the transition operation by transmitting
one or more control signals UCON 236 without receiving
an acknowledgement. In other examples, secondary
switch control circuit 258 may determine that the transi-
tion operation is completed when secondary switch con-
trol circuit 258 detects an acknowledgement. In some
examples, secondary switch control circuit 258 may de-
tect an acknowledgement by detecting a modification of
the switching pattern of power switch 222. In these ex-
amples, secondary switch control circuit 258 may monitor
a voltage on the secondary side that indicates switching
of power switch 222, such as a voltage at node 147 of
secondary winding 116.
[0116] If the transition operation fails, secondary con-
troller 220 may continue operation in block 402. If the
transition operation is successful, secondary controller
220 is operating in the second mode in block 408. In block
408, secondary switch control circuit 258 senses an out-
put quantity of power converter 100 (e.g., output voltage
VOUT 108). In block 408, secondary switch control circuit
258 determines whether the sensed output quantity (e.g.,
output voltage VOUT 108) is less than a desired output
quantity (e.g., the desired output voltage value). If the
sensed output quantity is less than the desired output
quantity in block 410, secondary switch control circuit
258 transmits a control signal UCON 236 in block 412 and
returns to sensing the output quantity of power converter
100 in block 408. If the sensed output quantity is not less
than the desired output quantity in block 410, secondary
switch control circuit 258 returns to sensing the output
quantity in block 408.
[0117] FIG. 5 is a flow diagram describing operation of
primary controller 218 and secondary controller 220 from
startup until primary controller 218 and secondary con-
troller 220 are operating in the second mode. Before the
start of method 500, it may be assumed that bypass ca-
pacitor 130 is discharged to a voltage level that is insuf-
ficient for operating secondary controller 220. In block
502, input voltage VIN 106 is applied to power converter
100. In block 504, primary switch control circuit 250 con-
trols power switch 222 according to the primary switching
pattern.
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[0118] While primary switch control circuit 250 is con-
trolling power switch 222 in block 504, voltage detection
circuit 262 senses voltages (e.g., bypass voltage VBP
134 and/or output voltage VOUT 108) on the secondary
side and determines whether the sensed voltages are
sufficient for initiating a transition operation. If the sensed
voltages are not sufficient for initiating a transition oper-
ation, voltage detection circuit 262 continues sensing the
voltages in block 506.
[0119] If the sensed voltages are sufficient for initiating
a transition operation, voltage detection circuit 262 indi-
cates to secondary switch control circuit 258 to initiate a
transition operation. In block 508, primary controller 218
and secondary controller 220 perform a transition oper-
ation. Primary controller 218 and secondary controller
220 are operating in the second mode after performing
the transition operation in block 508.
[0120] In the second mode, secondary switch control
circuit 258 senses an output quantity of power converter
100 and transmits a control signal UCON 236 to primary
switch control circuit 250 when the sensed output quan-
tity is less than the desired output quantity. In the second
mode, primary switch control circuit 250 may wait to re-
ceive a control signal UCON 236 in block 510. Primary
switch control circuit 250 sets power switch 222 into the
ON state in response to a received control signal UCON
236 in block 512. Primary switch control circuit 250 sets
power switch 222 into the OFF state in response to de-
tection of a turn-off condition in block 514. Primary switch
control circuit 250 may then wait for another control signal
UCON 236 in block 510.
[0121] FIG. 6 is a flow diagram that describes operation
of primary controller 218 in the second mode. Specifical-
ly, FIG. 6 is a method 600 that illustrates detection of
potential abnormal operating conditions by primary con-
troller 218. At the start of the method 600, it may be as-
sumed that primary controller 218 is operating in the sec-
ond mode. Accordingly, in block 602, primary switch con-
trol circuit 250 receives a control signal UCON 236, sets
power switch 222 into the ON state in response to the
control signal UCON 236, and sets power switch 222 into
the OFF state in response to a turn-off condition.
[0122] In block 604, signal monitoring circuit 256 de-
termines whether a control signal UCON 236 is received.
If a control signal UCON 236 has not been received in
block 604, in block 606 signal monitoring circuit 256 de-
termines whether a first period of time (e.g., a threshold
period of time) has passed since the last control signal
was received. The first period of time may be approxi-
mately one second in some examples. If the first period
of time has passed since receipt of a control signal, signal
monitoring circuit 256 may indicate to primary switch con-
trol circuit 250 that the first period of time has passed
since the last received control signal. In response to the
indication from signal monitoring circuit 256, primary
switch control circuit 250 may start switching power
switch 222 (e.g., according to the primary switching pat-
tern) in block 607 for a second period of time in order to

maintain the output voltage VOUT 108 at a sufficient level
to operate secondary controller 220. In the event that the
absence of control signals detected in block 606 was due
to a powering down of secondary controller 220, switch-
ing of power switch 222 in block 607 may power up sec-
ondary controller 220 and allow secondary controller 220
to initiate a transition operation. In the event that a tran-
sition operation is initiated and completed due to switch-
ing of power switch 222 in block 607, the method 600
may be restarted to continue in block 602. The method
600 may continue in block 612 in the event that a transi-
tion operation is not initiated due to switching of power
switch 222 in block 607.
[0123] Primary switch control circuit 250 may refrain
from switching power switch 222 for a third period of time
in block 612. Secondary controller 220 may power down
during the third period of time in which primary switch
control circuit 250 refrains from switching power switch
222. Primary switch control circuit 250 may then start
switching power switch 222 according to the primary
switching pattern in block 614 so that secondary control-
ler 220 is powered on. After secondary controller 220 is
powered on, secondary controller 220 may initiate a tran-
sition operation to take back control of power switch 222.
[0124] If a control signal UCON 236 is received in block
604, primary switch control circuit 250 may set power
switch 222 into the ON state in response to control signal
UCON 236 and then set power switch 222 into the OFF
state in response to a detected turn-off condition in block
608. In block 610, signal monitoring circuit 256 deter-
mines whether an excessive number of control signals
UCON 236 have been received over a period of time. For
example, signal monitoring circuit 256 may determine
that an excessive number of control signals UCON 236
have been received if greater than a threshold number
of control signals UCON 236 have been received over a
period of time. As another example, signal monitoring
circuit 256 may determine that an excessive number of
control signals UCON 236 have been received if control
signals UCON 236 have been received at a near maximum
rate for a period of time. In one implementation, an ex-
cessive number of control signals may be approximately
eight thousand control signals (e.g., 213 control signals)
within a 64 millisecond period of time.
[0125] If signal monitoring circuit 256 determines that
an excessive number of control signals UCON 236 have
been received in block 610, primary switch control circuit
250 may refrain from switching power switch 222 for a
period of time in block 612, even if additional control sig-
nals UCON 236 are received. Secondary controller 220
may power down during the period of time in which pri-
mary switch control circuit 250 refrains from switching
power switch 222. After the period of time has elapsed,
primary switch control circuit 250 begins controlling pow-
er switch 222 according to the primary switching pattern
in block 614. At the end of method 600, primary controller
218 and secondary controller 220 are operating in the
first mode.
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[0126] FIG. 7A illustrates operation of primary and sec-
ondary controllers 218, 220 during the first mode, a tran-
sition operation, and the second mode. FIG. 7B shows
a magnified view of control signals sent during the tran-
sition operation that are timed relative to switching events
of power switch 222. It may be assumed that input voltage
VIN 106 has been applied at or before time zero.
[0127] The transition operation of FIG. 7 may include
the following operations. Secondary controller 220 trans-
mits multiple (e.g., 2) control signals UCON 765, 766 dur-
ing the transition operation illustrated in FIGS. 7A-7B.
The multiple control signals UCON 765, 766 are each
scheduled relative to a switching event (e.g., a turn OFF
event) of power switch 222. Additionally, primary control-
ler 218 acknowledges the receipt of the control signals
UCON 765, 766 by changing the switching pattern of pow-
er switch 222. Specifically, primary controller 218 refrains
from switching power switch 222 for a "quiet period" to
acknowledge receipt of the control signals UCON 765,
766.
[0128] Referring now to FIG. 7A, at time zero, primary
and secondary controllers 218, 220 are operating in the
first mode. Accordingly, primary controller 218 is control-
ling power switch 222 according to the primary switching
pattern. The switch current ISWITCH 264 waveform illus-
trates when power switch 222 is set into the ON state
(e.g., at 767) and when power switch 222 is set into the
OFF state (e.g., at 768).
[0129] Secondary controller 220 initiates the transition
operation by transmitting control signal UCON 765. Spe-
cifically, secondary controller 220 transmits control signal
UCON 765 during a window of time (i.e., a "receive win-
dow") after power switch 222 is set into the OFF state at
769. In the example illustrated in FIGS. 7A-7B, primary
controller 218 may be configured to identify a control sig-
nal as the start of a transition operation if received during
receive window 770. Since control signal UCON 765 is
received during receive window 770, the transition oper-
ation begins at 771.
[0130] Secondary controller 220 transmits a second
control signal UCON 766 in response to detecting power
switch 222 switching into the OFF state at 772. Specifi-
cally, secondary controller 220 detects power switch 222
switching into the OFF state and transmits control signal
766 within receive window 773. Primary controller 218
detects control signal 766 within receive window 773.
Primary controller 218 acknowledges receipt of the two
consecutive control signals UCON 765, 766 received with-
in receive windows 770, 773 and begins operating in the
second mode. As illustrated in FIG. 7A, primary controller
218 acknowledges receipt of control signals UCON 765,
766 by refraining from switching power switch 222 for a
duration of time referred to as a "quiet period" in FIG. 7A.
[0131] Secondary controller 220 detects the modified
switching pattern (i.e., the quiet period) generated by pri-
mary controller 218 and identifies the modified switching
pattern as an acknowledgement. Specifically, secondary
controller 220 detects the absence of switching events

after transmitting control signal 766 and identifies this
quiet period as an acknowledgement. Secondary con-
troller 220 then transitions to the second mode. During
the second mode, secondary controller 220 generates
control signals UCON 774, 775 when output voltage VOUT
108 drops below the desired output voltage value. Pri-
mary controller 218 sets power switch 222 into the ON
state at 776 and 777 in response to receipt of control
signals UCON 774, 775. Primary controller 218 may set
power switch 222 into the OFF state at 778 and 779 in
response to detection of a turn-off condition.
[0132] FIG. 7B graphically illustrates receive windows
770, 773. Receive windows 770, 773 may be windows
of time that are set to occur a period of time after power
switch 222 is set into the OFF state. The period of time
from when power switch 222 is set into the OFF state
until the start of the receive windows 770, 773 may be
referred to as "blanking periods 780, 781." Blanking pe-
riods 780, 781 may be periods of time during which pri-
mary controller 218 is configured to ignore control signals
transmitted from secondary controller 220. Blanking pe-
riods 780, 781 may be implemented by primary controller
218 in order to prevent the interpretation of switching
noise as valid control signals. In scenarios where the
switching of power switch 222 may induce noise in pri-
mary controller 218 and/or the communication link, such
noise may arise within blanking periods 780, 781, and
may therefore be ignored by primary controller 218. In
some examples, the quiet period of FIG. 7A may be ap-
proximately 10 microseconds in duration. Receive win-
dows 770, 773 may each be approximately 2 microsec-
onds in duration in some examples. Blanking periods
780, 781 may be approximately .7 microseconds in du-
ration in some examples. Although example durations of
the quiet period, receive windows 770, 773, and blanking
periods 780, 781 are described and illustrated with re-
spect to FIGS. 7A-7B, it is contemplated that other du-
rations may be implemented in other examples.
[0133] FIGS. 8A-8B show example communication
links through which control signal UCON 236 may be
transmitted. The communication links illustrated in FIGS.
8A-8B may be included in integrated circuit package 224.
FIG. 8A shows an example magnetically coupled com-
munication link included in integrated circuit package
224. Integrated circuit package 224 includes a primary
conductive loop 882 and a secondary conductive loop
883 that are galvanically isolated from one another. In
some examples, primary conductive loop 882 and sec-
ondary conductive loop 883 may be isolated conductors
of the lead frame of integrated circuit package 224.
[0134] Primary conductive loop 882 may be coupled
to primary switch control circuit 250. Secondary conduc-
tive loop 883 may be coupled to secondary switch control
circuit 258. Although primary and secondary conductive
loops 882, 883 are galvanically isolated from one anoth-
er, primary and secondary conductive loops 882, 883
may be magnetically coupled such that a change in cur-
rent through secondary conductive loop 883 may induce
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a change in voltage/current in primary conductive loop
882. Secondary switch control circuit 258 may transmit
control signal UCON 236 to primary switch control circuit
250 by inducing a change in current through secondary
conductive loop 883. Primary switch control circuit 250
may detect control signal UCON 236 by detecting an in-
duced voltage and/or current in primary conductive loop
882. In some examples, primary controller 218 may ac-
knowledge receipt of one or more control signals UCON
236 by transmitting an acknowledgement signal 149 back
to secondary controller 220 via the communication link.
[0135] FIG. 8B shows an example optically coupled
communication link included in integrated circuit package
224. Integrated circuit package 224 includes an optical
transmitter 884 (e.g., a light-emitting diode) and an opti-
cal receiver 885 (e.g., a phototransistor) that are galvan-
ically isolated from one another. Optical receiver 885 may
be coupled to primary switch control circuit 250. Optical
transmitter 884 may be coupled to secondary switch con-
trol circuit 258. Optical transmitter 884 may emit light that
is detected by optical receiver 885. Secondary switch
control circuit 258 may transmit control signal UCON 236
to primary switch control circuit 250 by energizing optical
transmitter 884 to emit light. Primary switch control circuit
250 may detect control signal UCON 236 by detecting an
induced voltage and/or current generated by optical re-
ceiver 885 in response to the light emitted by optical
transmitter 884. It is contemplated that communication
link technologies other than magnetically and optically
coupled communication links may be used. For example,
a capacitive coupling may be used as a communication
link between primary controller 218 and secondary con-
troller 220.
[0136] FIG. 9 shows an example non-isolated power
converter 985 that includes a primary controller 986 and
a secondary controller 987 of the present disclosure. Al-
though primary controller 986 and secondary controller
987 are illustrated as included in a non-isolated power
converter 985 having a buck converter topology, it is con-
templated that primary controller 986 and secondary con-
troller 987 may be included in non-isolated power con-
verters having other topologies. Primary controller 986
and secondary controller 987 may operate in a similar
manner as primary controller 218 and secondary control-
ler 220 described above.
[0137] Power converter 985 includes input terminals
988-1, 988-2 (collectively "input terminals 988") and out-
put terminals 989-1, 989-2 (collectively "output terminals
989"). Input terminals 988 are coupled to receive an input
voltage VIN 990, which may be a rectified and filtered ac
voltage. Output terminals 989 provide an output voltage
VOUT 991 to a load (not shown).
[0138] Power converter 985 includes input capacitor
992, output capacitor 993, inductor 994, diode 995, and
power switch 996. As illustrated in FIG. 9, power switch
996, diode 995, and inductor 994 are coupled to operate
as a buck converter circuit. Secondary controller 987 may
be coupled to receive operating power from node 997

and/or bypass capacitor 998. Secondary controller 987
may also be coupled to output terminals 989 via a feed-
back circuit 999 that allows secondary controller 987 to
sense an output quantity of power converter 985 (e.g.,
output voltage VOUT 991).
[0139] Primary controller 986 and secondary controller
987 are galvanically isolated from one another. Even
though the output of power converter 985 shown in the
example in FIG. 9 is not isolated from the input, the gal-
vanic isolation between primary controller 986 and sec-
ondary controller 987 allows for power switch 996 to float
with respect to the output ground, which may eliminate
the need for a complex level shift circuit. Secondary con-
troller 987 may transmit a control signal UCON 1000 to
primary controller 986 via a communication link (e.g., a
magnetically, capacitively, or optically coupled commu-
nication link). Primary controller 986 may control the state
of power switch 996 by generating switch drive signal
UDRIVE 1001.
[0140] Primary controller 986 and secondary controller
987 may operate to regulate an output quantity of power
converter 985 in a similar manner as described above
with respect to primary controller 218 and secondary con-
troller 220. For example, primary controller 986 and sec-
ondary controller 987 may operate in a first mode in which
primary controller 986 controls the state of power switch
996 according to a primary switching pattern. Primary
controller 986 and secondary controller 987 may imple-
ment a transition operation to transition from the first
mode to the second mode. In the second mode, second-
ary controller 987 may transmit control signals UCON
1000 that cause primary controller 986 to set power
switch 996 into the ON state.
[0141] The above description of illustrated examples
of the present invention, including what is described in
the Abstract, is not intended to be exhaustive or to be
limiting to the precise forms disclosed. While specific em-
bodiments of, and examples for, the invention are de-
scribed herein for illustrative purposes, various equiva-
lent modifications are possible without departing from the
broader spirit and scope of the present invention. Indeed,
it is appreciated that the specific example voltages, cur-
rents, times, etc., are provided for explanation purposes
and that other values may also be employed in other
embodiments and examples in accordance with the
teachings of the present disclosure.

EMBODIMENTS

[0142] Although the present invention is defined in the
attached claims, it should be understood that the present
invention can also (alternatively) be defined in accord-
ance with the following embodiments:

1. A power converter controller comprising:

a primary controller to be coupled to a power
switch of a power converter, wherein the primary
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controller is coupled to control a state of the pow-
er switch during a first mode of operation ac-
cording to a primary switching pattern defined
by the primary controller, and wherein the pri-
mary controller is coupled to control the state of
the power switch in response to control signals
received via a communication link during a sec-
ond mode of operation; and
a secondary controller that is galvanically isolat-
ed from the primary controller, wherein the sec-
ondary controller is coupled to initiate a transi-
tion operation with the primary controller during
the first mode of operation, wherein the transi-
tion operation transitions the primary controller
and the secondary controller from the first mode
of operation to the second mode of operation,
and wherein the secondary controller is coupled
to transmit the control signals to the primary con-
troller via the communication link during the sec-
ond mode of operation.

2. The power converter controller of embodiment 1,
wherein the power converter is a non-isolated power
converter.

3. The power converter controller of embodiment 1,
wherein the power converter is an isolated power
converter, wherein the primary controller is config-
ured to be coupled to a primary side of the power
converter, wherein the primary controller is coupled
to receive the control signals from a secondary side
of the power converter, and wherein the secondary
controller is configured to be coupled to the second-
ary side of the power converter.

4. The power converter controller of embodiment 3,
wherein the secondary controller initially operates in
a powered down state during the first mode of oper-
ation, wherein switching of the power switch accord-
ing to the primary switching pattern transfers energy
to the secondary side, wherein the secondary con-
troller transitions from the powered down state to an
operational state in response to the energy trans-
ferred to the secondary side, and wherein the sec-
ondary controller initiates the transition operation
when the secondary controller is in the operational
state.

5. The power converter controller of embodiment 4,
wherein the secondary controller is coupled to mon-
itor a voltage on the secondary side and initiate the
transition operation when the monitored voltage is
greater than a threshold voltage.

6. The power converter controller of embodiment 1,
wherein the primary switching pattern defines when
the primary controller sets the power switch into an
ON state and when the primary controller sets the

power switch into an OFF state.

7. The power converter controller of embodiment 1,
wherein the secondary controller is coupled to sense
an output quantity of the power converter during the
second mode of operation, and wherein the second-
ary controller is coupled to transmit the control sig-
nals to the primary controller when the sensed output
quantity is less than a desired output quantity.

8. The power converter controller of embodiment 1,
wherein the primary controller is coupled to set the
power switch into an ON state in response to each
control signal received during the second mode of
operation.

9. The power converter controller of embodiment 8,
wherein the primary controller is coupled to set the
power switch into an OFF state in response to a turn-
off condition during the second mode of operation.

10. The power converter controller of embodiment
9, wherein the turn-off condition includes at least one
of a threshold current limit through the power switch
and a threshold amount of ON time of the power
switch.

11. The power converter controller of embodiment
1, wherein the secondary controller transmits a sin-
gle control signal to the primary controller to initiate
the transition operation, wherein the primary control-
ler transitions from the first mode of operation to the
second mode of operation in response to receipt of
the single control signal, and wherein the secondary
controller transitions from the first mode of operation
to the second mode of operation in response to trans-
mitting the single control signal.

12. The power converter controller of embodiment
1, wherein the secondary controller is coupled to
transmit one or more control signals during the tran-
sition operation.

13. The power converter controller of embodiment
12, wherein the secondary controller is coupled to
detect switching events of the power switch during
the first mode of operation, and wherein the second-
ary controller is coupled to schedule the transmission
of the one or more control signals based on when
the switching events are detected.

14. The power converter controller of embodiment
13, wherein the secondary controller is coupled to
detect when the power switch transitions from an ON
state to an OFF state, and wherein the secondary
controller is coupled to schedule the transmission of
the one or more control signals to occur a period of
time after the secondary controller detects a transi-
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tion of the power switch from the ON state to the OFF
state.

15. The power converter controller of embodiment
12, wherein the primary controller is coupled to ac-
knowledge receipt of the one or more control signals
during the transition operation.

16. The power converter controller of embodiment
15, wherein the primary controller is coupled to ac-
knowledge receipt of the one or more control signals
during the transition operation by modifying the
switching pattern of the power switch to be different
than the primary switching pattern.

17. The power converter controller of embodiment
16, wherein the primary controller is coupled to ac-
knowledge receipt of the one or more control signals
during the transition operation by refraining from
switching the power switch for a period of time.

18. The power converter controller of embodiment
16, wherein the primary controller is coupled to tran-
sition to the second mode of operation in response
to acknowledging receipt of the one or more control
signals, and wherein the secondary controller is cou-
pled to transition to the second mode of operation in
response to detecting the acknowledgement.

19. The power converter controller of embodiment
1, wherein the primary controller is coupled to mon-
itor the number of control signals received over a
first period of time during the second mode of oper-
ation, wherein the primary controller is coupled to
detect a potential abnormal operating condition
based on an excessive number of control signals
received over the first period of time during the sec-
ond mode of operation, and wherein the primary con-
troller is coupled to maintain the power switch in an
OFF state for a second period of time to power down
the secondary controller.

20. The power converter controller of embodiment
1, wherein the primary controller is coupled to mon-
itor the number of control signals received over a
period of time during the second mode of operation,
wherein the primary controller is coupled to detect a
potential abnormal operating condition based on an
absence of control signals received over the period
of time during the second mode of operation, and
wherein the primary controller transitions from the
second mode of operation to the first mode of oper-
ation in response to detection of the potential abnor-
mal operating condition.

21. A power converter comprising:

an energy transfer element comprising a prima-

ry winding on a primary side of the power con-
verter and a secondary winding on a secondary
side of the power converter;
a power switch coupled to the primary winding;
a primary controller coupled to the power switch,
wherein the primary controller is coupled to con-
trol a state of the power switch during a first
mode of operation according to a primary switch-
ing pattern defined by the primary controller, and
wherein the primary controller is coupled to con-
trol the state of the power switch in response to
control signals received from the secondary side
during a second mode of operation; and
a secondary controller coupled to the secondary
side and galvanically isolated from the primary
controller, wherein the secondary controller is
coupled to initiate a transition operation with the
primary controller during the first mode of oper-
ation, wherein the transition operation transi-
tions the primary controller and the secondary
controller from the first mode of operation to the
second mode of operation, and wherein the sec-
ondary controller is coupled to transmit the con-
trol signals to the primary controller during the
second mode of operation.

22. The power converter of embodiment 21, further
comprising a communication link, wherein the sec-
ondary controller is coupled to transmit the control
signals via the communication link, wherein the pri-
mary controller is coupled to receive the control sig-
nals via the communication link, and wherein the
communication link includes at least one of an optical
communication link, a capacitive communication
link, and a magnetic communication link.

23. The power converter of embodiment 21, wherein
the primary switching pattern defines when the pri-
mary controller sets the power switch into an ON
state and when the primary controller sets the power
switch into an OFF state.

24. The power converter of embodiment 21, wherein
the secondary controller is coupled to transmit the
control signals to the primary controller when an out-
put quantity of the power converter is less than a
desired output quantity, wherein the primary control-
ler is coupled to set the power switch into an ON
state in response to each control signal received dur-
ing the second mode of operation, and wherein the
primary controller is coupled to set the power switch
into an OFF state in response to a turn-off condition
during the second mode of operation.

25. The power converter of embodiment 21, wherein
the secondary controller is coupled to transmit one
or more control signals to the primary controller dur-
ing the transition operation.
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26. The power converter of embodiment 25, wherein
the secondary controller is coupled to detect switch-
ing events of the power switch during the first mode
of operation, and wherein the secondary controller
is coupled to schedule the transmission of the one
or more control signals based on when the switching
events are detected.

27. The power converter of embodiment 25, wherein
the primary controller is coupled to acknowledge re-
ceipt of the one or more control signals during the
transition operation by modifying the switching pat-
tern of the power switch to be different than the pri-
mary switching pattern, and wherein the secondary
controller is coupled to detect the acknowledgement
by the primary controller.

28. A method for controlling a power converter, the
method comprising:

controlling a state of a power switch on a primary
side of the power converter during a first mode
of operation according to a primary switching
pattern, wherein the primary switching pattern
is defined by circuits on the primary side of the
power converter;
transitioning from the first mode of operation to
a second mode of operation, wherein transition-
ing comprises transmitting one or more control
signals from a secondary side of the power con-
verter to the primary side;
transmitting control signals from the secondary
side of the power converter to the primary side
during the second mode of operation; and
controlling the state of the power switch in re-
sponse to control signals received from the sec-
ondary side during the second mode of opera-
tion.

29. The method of embodiment 28, wherein the pri-
mary switching pattern defines when the power
switch is set into an ON state and when the power
switch is set into an OFF state.

30. The method of embodiment 28, further compris-
ing:

transmitting the control signals from the second-
ary side to the primary side during the second
mode of operation when an output quantity of
the power converter is less than a desired output
quantity;
setting the power switch into an ON state in re-
sponse to each control signal received at the
primary side during the second mode of opera-
tion; and
setting the power switch into an OFF state in
response to a turn-off condition detected on the

primary side during the second mode of opera-
tion.

31. The method of embodiment 28, wherein transi-
tioning further comprises:

detecting switching events of the power switch
on the secondary side during the first mode of
operation; and
scheduling the transmission of the one or more
control signals based on when switching events
are detected.

32. The method of embodiment 28, wherein transi-
tioning further comprises:

acknowledging receipt of the one or more control
signals on the primary side by modifying the
switching pattern of the power switch to be dif-
ferent than the primary switching pattern; and
detecting acknowledgement on the secondary
side by detecting modification of the switching
pattern of the power switch on the secondary
side.

33. A power converter controller comprising:

a primary controller to be coupled to a power
switch of a power converter, wherein the primary
controller is coupled to control a state of the pow-
er switch during a first mode of operation ac-
cording to a primary switching pattern defined
by the primary controller, and wherein the pri-
mary controller is coupled to control the state of
the power switch in response to control signals
received via a communication link during a sec-
ond mode of operation; and
a secondary controller that is galvanically isolat-
ed from the primary controller, wherein the sec-
ondary controller is coupled to transmit the con-
trol signals to the primary controller via the com-
munication link during the second mode of op-
eration, wherein the primary controller is cou-
pled to transition from the first mode of operation
to the second mode of operation in response to
a transition operation initiated by the secondary
controller, and wherein the primary controller is
coupled to transition from the second mode of
operation to the first mode of operation in re-
sponse to a number of control signals received
over a first period of time from the secondary
controller, or an absence of control signals re-
ceived over a second period of time from the
secondary controller.

34. The power converter controller of embodiment
33, wherein the primary controller is coupled to tran-
sition from the second mode of operation to the first
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mode of operation when the primary controller de-
tects an excessive number of control signals over
the first period of time during the second mode of
operation.

35. The power converter controller of embodiment
34, wherein the secondary controller is coupled to
detect the transition of the primary controller from
the second mode of operation to the first mode of
operation.

36. The power converter controller of embodiment
35, wherein the secondary controller is coupled to
detect the transition of the primary controller from
the second mode of operation to the first mode of
operation by detecting changes in the switching pat-
tern of the power switch.

37. The power converter controller of embodiment
35, wherein the secondary controller is coupled to
acknowledge the transition of the primary controller
from the second mode of operation to the first mode
of operation.

38. The power converter controller of embodiment
37, wherein the secondary controller is coupled to
acknowledge the transition of the primary controller
by modifying the transmission of control signals to
the primary controller.

39. The power converter controller of embodiment
33, wherein the primary controller is coupled to tran-
sition from the second mode of operation to the first
mode of operation when the primary controller de-
tects an absence of control signals over the second
period of time during the second mode of operation.

40. The power converter controller of embodiment
39, wherein the secondary controller is coupled to
detect the transition of the primary controller from
the second mode of operation to the first mode of
operation.

41. The power converter controller of embodiment
40, wherein the secondary controller is coupled to
detect the transition of the primary controller from
the second mode of operation to the first mode of
operation by detecting changes in the switching pat-
tern of the power switch.

42. The power converter controller of embodiment
40, wherein the secondary controller is coupled to
acknowledge the transition of the primary controller
from the second mode of operation to the first mode
of operation.

43. The power converter controller of embodiment
42, wherein the secondary controller is coupled to

acknowledge the transition of the primary controller
by modifying the transmission of control signals to
the primary controller.

Claims

1. A power converter controller comprising:

a primary controller to be coupled to a power
switch of a power converter, wherein the primary
controller is coupled to control a state of the pow-
er switch during a first mode of operation ac-
cording to a primary switching pattern defined
by the primary controller, and wherein the pri-
mary controller is coupled to control the state of
the power switch in response to control signals
received via a communication link during a sec-
ond mode of operation; and
a secondary controller that is galvanically isolat-
ed from the primary controller, wherein the sec-
ondary controller is coupled to initiate a transi-
tion operation with the primary controller during
the first mode of operation, wherein the transi-
tion operation transitions the primary controller
and the secondary controller from the first mode
of operation to the second mode of operation,
and wherein the secondary controller is coupled
to transmit the control signals to the primary con-
troller via the communication link during the sec-
ond mode of operation.

2. The power converter controller of claim 1, wherein
the power converter is a non-isolated power convert-
er.

3. The power converter controller of claim 1, wherein
the power converter is an isolated power converter,
wherein the primary controller is configured to be
coupled to a primary side of the power converter,
wherein the primary controller is coupled to receive
the control signals from a secondary side of the pow-
er converter, and wherein the secondary controller
is configured to be coupled to the secondary side of
the power converter.

4. The power converter controller of claim 3, wherein
the secondary controller initially operates in a pow-
ered down state during the first mode of operation,
wherein switching of the power switch according to
the primary switching pattern transfers energy to the
secondary side, wherein the secondary controller
transitions from the powered down state to an oper-
ational state in response to the energy transferred
to the secondary side, and wherein the secondary
controller initiates the transition operation when the
secondary controller is in the operational state,
wherein the secondary controller is coupled to mon-
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itor a voltage on the secondary side and initiate the
transition operation when the monitored voltage is
greater than a threshold voltage.

5. The power converter controller of any of claims 1 to
4, wherein the primary switching pattern defines
when the primary controller sets the power switch
into an ON state and when the primary controller
sets the power switch into an OFF state.

6. The power converter controller of any of claims 1 to
5, wherein the secondary controller is coupled to
sense an output quantity of the power converter dur-
ing the second mode of operation, and wherein the
secondary controller is coupled to transmit the con-
trol signals to the primary controller when the sensed
output quantity is less than a desired output quantity.

7. The power converter controller of any of claims 1 to
6, wherein the primary controller is coupled to set
the power switch into an ON state in response to
each control signal received during the second mode
of operation, wherein the primary controller is cou-
pled to set the power switch into an OFF state in
response to a turn-off condition during the second
mode of operation, and wherein the turn-off condition
includes at least one of a threshold current limit
through the power switch and a threshold amount of
ON time of the power switch.

8. The power converter controller of any of claims 1 to
7, wherein the secondary controller transmits a sin-
gle control signal to the primary controller to initiate
the transition operation, wherein the primary control-
ler transitions from the first mode of operation to the
second mode of operation in response to receipt of
the single control signal, and wherein the secondary
controller transitions from the first mode of operation
to the second mode of operation in response to trans-
mitting the single control signal.

9. The power converter controller of of any of claims 1
to 8, wherein the secondary controller is coupled to
transmit one or more control signals during the tran-
sition operation.

10. The power converter controller of claim 9, wherein
the secondary controller is coupled to detect switch-
ing events of the power switch during the first mode
of operation, and wherein the secondary controller
is coupled to schedule the transmission of the one
or more control signals based on when the switching
events are detected, wherein the secondary control-
ler is coupled to detect when the power switch tran-
sitions from an ON state to an OFF state, and where-
in the secondary controller is coupled to schedule
the transmission of the one or more control signals
to occur a period of time after the secondary control-

ler detects a transition of the power switch from the
ON state to the OFF state.

11. The power converter controller of claim 9 or 10,
wherein the primary controller is coupled to acknowl-
edge receipt of the one or more control signals during
the transition operation, wherein the primary control-
ler is coupled to acknowledge receipt of the one or
more control signals during the transition operation
by modifying the switching pattern of the power
switch to be different than the primary switching pat-
tern.

12. The power converter controller of claim 11, wherein
the primary controller is coupled to acknowledge re-
ceipt of the one or more control signals during the
transition operation by refraining from switching the
power switch for a period of time.

13. The power converter controller of claim 11 or 12,
wherein the primary controller is coupled to transition
to the second mode of operation in response to ac-
knowledging receipt of the one or more control sig-
nals, and wherein the secondary controller is cou-
pled to transition to the second mode of operation in
response to detecting the acknowledgement.

14. The power converter controller of any of claims 1 to
13, wherein the primary controller is coupled to mon-
itor the number of control signals received over a
first period of time during the second mode of oper-
ation, wherein the primary controller is coupled to
detect a potential abnormal operating condition
based on:

an excessive number of control signals received
over the first period of time during the second
mode of operation, and wherein the primary con-
troller is coupled to maintain the power switch
in an OFF state for a second period of time to
power down the secondary controller, or
based on an absence of control signals received
over the period of time during the second mode
of operation, and wherein the primary controller
transitions from the second mode of operation
to the first mode of operation in response to de-
tection of the potential abnormal operating con-
dition.

15. A method for controlling a power converter, the meth-
od comprising:

controlling a state of a power switch on a primary
side of the power converter during a first mode
of operation according to a primary switching
pattern, wherein the primary switching pattern
is defined by circuits on the primary side of the
power converter;
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transitioning from the first mode of operation to
a second mode of operation, wherein transition-
ing comprises transmitting one or more control
signals from a secondary side of the power con-
verter to the primary side;
transmitting control signals from the secondary
side of the power converter to the primary side
during the second mode of operation; and
controlling the state of the power switch in re-
sponse to control signals received from the sec-
ondary side during the second mode of opera-
tion.
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