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(54) Solar panel and method for manufacturing the same

(57) A solar panel capable of exhibiting excellent
aesthetics and power generation efficiency, and capable
of easily forming a protection plate in a manufacturing
process is provided. The solar panel of the present in-
vention comprises a protection plate (1) having translu-
cency from a front surface (1a) to a back surface (1b), a
solar battery cell (3), and an encapsulant (5) that is inte-
grally provided on the back surface, and fixes the solar

battery cell to the back surface in sealed state. The pro-
tection plate (1) is formed from a resin with polycarbonate
as a main component by injection molding. The front sur-
face (1a) serves as a design surface. A portion (1c) of
the back surface that faces the solar battery cell (3)
serves as an offset surface that is offset with respect to
the solar battery cell, and differs from the design surface
in shape.
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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to a solar panel
and a method for manufacturing the same.
[0002] A known solar panel is disclosed in Toyota Mo-
tor Corporation website "toyota.jp PRIUS | FUNC-
TION/MECHANISM | BODY" <URL: http://toyota.
jp/prius/003_p_007/dynamism/body/index.html>. As
shown in Fig. 14 of the present application, it is known
that such a solar panel, which is illustrated as a solar
panel 82, is used in a roof 81 of a vehicle 80. As shown
in FIG. 15, the solar panel 82 is composed of a protection
plate 90, a plurality of solar battery cells 91, an encap-
sulant 92 and a film 93. The protection plate 90 is formed
from inorganic glass having translucency from a front sur-
face 90a that serves as a design surface to a back surface
90b. The respective solar battery cells 91 adopt crystal-
line silicon and are formed into flat plate shapes. The
encapsulant 92 is integrally provided on the back surface
90b of the protection plate 90. The encapsulant 92 fixes
the respective solar battery cells 91 to the back surface
90b of the protection plate 90 in sealed state. The film
93 is provided on a back surface of the encapsulant 92.
[0003] The solar panel 82 forms a solar ventilation sys-
tem in the vehicle 80. Thus, the solar panel 82 can supply,
among other purposes, electric power for ventilating a
vehicle interior while the vehicle 80 is parked, for exam-
ple, in the summer season.
[0004] The solar panel 82 is manufactured substantial-
ly as follows. First, inorganic glass in a flat plate shape
is prepared. Subsequently, the inorganic glass is heated
to be bent into the protection plate 90. In the protection
plate 90, the front surface 90a serves as the design sur-
face along the roof 81. Subsequently, an encapsulant
92a is disposed on the back surface 90b of the protection
plate 90, the respective solar battery cells 91 are dis-
posed next, and an encapsulant 92b is disposed on the
back surfaces of the respective solar battery cells 91. In
this manner, the encapsulant 92 is provided on the back
surface 90b of the protection plate 90. Thereafter, the
film 93 is provided on the back surface of the encapsulant
92b, and thereafter, the encapsulants 92a and 92b are
brought into close contact with each other. Thus, the re-
spective solar battery cells 91 are fixed to the back sur-
face 90b in sealed state by the encapsulant 92.
[0005] However, in the conventional solar panels as
described above, the protection plate 90 in the above
solar panels may be difficult to form in the manufacturing
process.
[0006] The present invention has been made in the
light of the conventional circumstances described above,
and an object thereof is to provide a solar panel capable
of exhibiting excellent aesthetics and power generation
efficiency, and capable of easily forming in a manufac-
turing process.

SUMMARY OF THE INVENTION

[0007] A solar panel of the present invention comprises
a protection plate that has translucency from a front sur-
face to a back surface, a solar battery cell, and an en-
capsulant that is integrally provided on the back surface
and fixes the solar battery cell to the back surface in
sealed state. The protection plate is formed from a resin.
The front surface serves as a design surface. A portion
of the back surface that faces the solar battery cell serves
as an offset surface that is offset with respect to the solar
battery cell, and differs from the design surface in shape.
[0008] Other aspects and advantages of the invention
will be apparent from embodiments disclosed in the at-
tached drawings, illustrations exemplified therein, and
the concept of the invention.

BRIEF DESCRIPTION OF DRAWINGS

[0009] The invention will be described in more detail
along with the concept and advantages thereof by refer-
ring to the attached drawings and the detailed description
of the preferred embodiments below.

FIG. 1 is an enlarged sectional view of a solar panel
of embodiment 1.
FIG. 2 is a perspective view of a solar battery cell in
a flat shape.
FIG. 3(A) is an enlarged sectional view showing a
method for manufacturing the solar panel of embod-
iment 1, FIG. 3(A) shows a sectional view of a first
die and a second die at a time of a preparation step.
FIG. 3 (B) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 1, FIG. 3(B) shows a sectional view of the first
die, a protection plate and the second die at a time
of an injection step.
FIG. 3 (C) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 1, FIG. 3(C) shows a sectional view of the first
die, the protection plate and the second die at a time
of a die opening step.
FIG. 4 (A) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 1, FIG. 4(A) shows a sectional view of a vac-
uum forming jig, and the protection plate.
FIG. 4 (B) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 1, FIG. 4(B) shows a sectional view of the vac-
uum forming jig, the protection plate, the solar battery
cells, an encapsulant, a film and a force plunger at
a time of a sealing step.
FIG. 4 (C) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 1, FIG. 4(C) shows a sectional view of the vac-
uum forming jig, the solar panel and the force plung-
er.
FIG. 5 is a perspective view of the solar panel of
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embodiment 1.
FIG. 6 is an enlarged sectional view of a solar panel
of embodiment 2.
FIG. 7(A) is an enlarged sectional view showing a
method for manufacturing the solar panel of embod-
iment 2, FIG. 7(A) shows a sectional view of a first
die and a second die at a time of a preparation step.
FIG. 7 (B) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 2, FIG. 7(B) shows a sectional view of the first
die, a protection plate and the second die at a time
of an injection step.
FIG. 7 (C) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 2, FIG. 7(C) shows a sectional view of the first
die, the protection plate and the second die at a time
of a die opening step.
FIG. 8 (A) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 2, FIG. 8(A) shows a sectional view of a vac-
uum forming jig and the protection plate.
FIG. 8 (B) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 2, FIG. 8(B) shows a sectional view of the vac-
uum forming jig, the protection plate, solar battery
cells, an encapsulant, a film and a force plunger.
FIG. 8 (C) is an enlarged sectional view showing the
method for manufacturing the solar panel of embod-
iment 2, FIG. 8(C) shows a sectional view of the vac-
uum forming jig, the solar panel and the force plung-
er.
FIG. 9 is a perspective view of the solar panel of
embodiment 2.
FIG. 10 is a perspective view of a solar battery cell
in a curved surface shape according to modification
1.
FIG. 11 is a perspective view of a solar battery cell
in a ruffled shape according to modification 2.
FIG. 12 is a perspective view of a solar panel of mod-
ification 3.
FIG. 13 is an enlarged sectional view of a solar panel
of embodiment 3.
FIG. 14 is a perspective view of a vehicle using a
conventional solar panel.
FIG. 15 is an enlarged sectional view of the conven-
tional solar panel.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0010] Hereinafter, embodiments 1 to 3 in which the
present invention is embodied will be described with ref-
erence to the drawings.

(Embodiment 1)

[0011] As shown in FIG. 1, a solar panel of embodiment
1 is composed of a protection plate 1, a plurality of solar

battery cells 3, an encapsulant 5 and a film 7. The pro-
tection plate 1 has polycarbonate as a main component.
The protection plate 1 has translucency from a front sur-
face 1a that serves as a design surface to a back surface
1b. As the respective solar battery cells 3, crystalline sil-
icon is adopted. As shown in FIG. 2, in the respective
solar battery cells 3, cell surfaces 3a are flat surfaces in
ordinary state. As shown in FIG. 1, the encapsulant 5 is
integrally provided on the back surface 1b of the protec-
tion plate 1. The encapsulant 5 fixes the respective solar
battery cells 3 to the back surface 1b in sealed state. The
film 7 is provided on a back surface of the encapsulant 5.
[0012] The back surface 1b of the protection plate 1 is
composed of offset surfaces 1c that face the respective
solar battery cells 3, and bending surfaces 1d that con-
nect the respective offset surfaces 1c. The offset surface
1c differs from the design surface of the front surface 1a
of the protection plate 1, and forms flatness that is offset
with respect to the cell surface 3a of the solar battery cell
3.
[0013] The solar panel is manufactured as follows.
First, as shown in FIG. 3(A), as a preparation step, a
molding die 11 is prepared. The molding die 11 has a
first die 13 and a second die 15.
[0014] In the first die 13, a first molding surface 13a
capable of molding the front surface 1a of the protection
plate 1 is formed. The first molding surface 13a bends
along a roof 81, as shown in FIG. 14. Further, as shown
in FIGS. 3(A) to 3(C), in the second die 15, a second
molding surface 15a that faces the first molding surface
13a is formed. The second molding surface 15a is capa-
ble of molding the offset surface 1c and the curved sur-
face 1d of the protection plate 1. When the first die 13
and the second die 15 are closed, the first molding sur-
face 13a and the second molding surface 15a are capa-
ble of forming a cavity C1. A gate not illustrated commu-
nicates with the cavity C1.
[0015] Next, as shown in FIG. 3 (B), as an injection
step, a molten resin P1 with polycarbonate as a main
component is injected into the cavity C1.
[0016] Subsequently, as shown in FIG. 3(C), as a die
opening step, after the molten resin P1 is solidified, the
molding die 11 is opened. In this manner, the protection
plate 1 with polycarbonate as the main component is
molded.
[0017] As shown in FIGS. 4 (A) to 4 (C), in the next
step, a vacuum forming jig 17 and a force plunger 18 are
prepared, in place of the molding die 11. As shown in
FIG. 4(A), the vacuum forming jig 17 holds the front sur-
face 1a so as to cause the back surface 1b of the pro-
tection plate 1 to face upward.
[0018] Next, as shown in FIG. 4(B), as a sealing step,
the sheet-shaped encapsulant 5a, the respective solar
battery cells 3, a sheet-shaped encapsulant 5b, and a
film 7 are disposed in sequence on the back surface 1b
of the protection plate 1. Thereafter, as shown in FIG.
4(C), the vacuum forming jig 17 and the force plunger 18
bring clearances between the respective members into

3 4 



EP 2 775 536 A2

4

5

10

15

20

25

30

35

40

45

50

55

vacuum state while pressing the respective members. At
the same time, the encapsulant 5 is softened by heating,
and brings the respective members into close contact
with the encapsulant 5. Thus, the respective solar battery
cells 3 are fixed to the back surface 1b in the sealed state.
[0019] As shown in FIG. 5, in the solar panel that is
obtained in this manner, an entire structure and the front
surface 1a (the design surface) of the protection plate 1
are formed into a dome shape, and all the offset surfaces
1c and the cell surfaces 3a are flat surfaces. The solar
panel also forms a solar ventilation system in a vehicle
similarly to the conventional solar panel. Thus, the solar
panel also can supply electric power or the like for ven-
tilating a vehicle interior while the vehicle is parked in the
summer season or the like.
[0020] In the solar panel, the protection plate 1 is easily
formed from a resin by injection molding. In the protection
plate 1, the front surface 1a serves as a design surface
similarly to the conventional solar panel. Meanwhile, in
the protection plate 1, portions of the back surface 1b
that face the respective solar battery cells 3 are offset
with respect to the solar battery cells 3, and serve as the
flat offset surfaces 1c that differ from the design surface
in shape. Therefore, a distance between the offset sur-
face 1c and the solar battery cell 3 does not vary in a
width direction of the solar battery cell 3. Therefore, when
the encapsulant 5 is provided on the back surface 1b of
the protection plate 1, adhesion between the protection
plate 1 and the solar battery cell 3 is high, and the en-
capsulant 5 between the back surface 1b and the solar
battery cell 3 is less likely to contain air bubbles. Further,
since in the sealed state, the solar battery cell 3 is pressed
against the offset surface 1c of the protection plate 1,
bending force is less likely to be applied to the solar bat-
tery cell 3. Therefore, the solar battery cell 3 is less likely
to crack in despite of press by the force plunger 18, and
power generation efficiency is less likely to be impaired.
[0021] Accordingly, the solar panel is capable of ex-
hibiting excellent aesthetics and power generation effi-
ciency, and is capable of preventing cracking of the solar
battery cell 3 in the manufacturing process. In particular,
in the solar panel, the respective offset surfaces 1c are
connected by the bending surfaces 1d. Therefore,
straight line portions that are formed when the respective
offset surfaces 1c intersect one another to connect to
one another are not visible from the solar panel, and the
solar panel exhibits excellent outer appearance.
[0022] Further, according to the solar panel, a compli-
cated step of bending inorganic glass is not required, and
excellent productivity also can be realized.

(Embodiment 2)

[0023] As shown in FIG. 6, a solar panel of embodiment
2 is composed of a protection plate 21, a plurality of solar
battery cells 23, the encapsulant 5 and the film 7. The
protection plate 21 has polycarbonate as a main compo-
nent. The protection plate 21 has translucency from a

front surface 21a that serves as a design surface to a
back surface 21b. As the respective solar battery cells
23, crystalline silicon is adopted. Each of the solar battery
cells 23, which is flat in the cell surface 3a in ordinary
state as shown in FIG. 2, has flexibility capable of bending
in one direction. The cell surface that is bent to be a
curved surface is assigned with reference sign 23a. As
shown in FIG. 6, the encapsulant 5 is integrally provided
on the back surface 21b of the protection plate 21. The
encapsulant 5 fixes the respective solar battery cells 23
to the back surface 21b in sealed state. The film 7 is
provided on a back surface of the encapsulant 5.
[0024] The back surface 21b of the protection plate 21
is composed of offset surfaces 21c that face the respec-
tive solar battery cells 23, and curved surfaces 21d that
connect the respective offset surfaces 21c. The offset
surface 21c differs from the front surface 21a of the pro-
tection plate 21, and forms a curved surface that is offset
with respect to the cell surface 23a of the solar battery
cell 23.
[0025] The solar panel is manufactured as follows.
First, as shown in FIG. 7(A), a molding die 31 is prepared
as a preparation step. The molding die 31 has a first die
33 and a second die 35.
[0026] In the first die 33, a first molding surface 33a
capable of molding the front surface 21a of the protection
plate 21 is formed. Further, in the second die 35, a second
molding surface 35a that faces the first molding surface
33a is formed. The second molding surface 35a is capa-
ble of molding the offset surfaces 21c and the curved
surfaces 21d of the protection plate 21. When the first
die 33 and the second die 35 are closed, the first molding
surface 33a and the second molding surface 35a are
capable of forming a cavity C2. A gate not illustrated com-
municates with the cavity C2.
[0027] Next, as shown in FIG. 7 (B), as an injection
step, a molten resin P2 with polycarbonate as a main
component is injected into the cavity C2.
[0028] Subsequently, as shown in FIG. 7 (C), as a die
opening step, the molding die 31 is opened after the mol-
ten resin P2 is solidified. In this manner, the protection
plate 21 with polycarbonate as a main component is
molded.
[0029] In the next step, in place of the molding die 31,
a vacuum forming jig 37 and a force plunger 38 are pre-
pared, as shown in FIGS. 8(A) to 8(C). As shown in FIG.
8(A), the vacuum forming jig 37 holds the front surface
21a so as to cause the back surface 21b of the protection
plate 21 to face upward.
[0030] Next, as shown in FIG. 8(B), as a sealing step,
a sheet-shaped encapsulant 5a, the respective solar bat-
tery cells 3, a sheet-shaped encapsulant 5b, and the film
7 are disposed in sequence on the back surface 21b of
the protection plate 21. Thereafter, as shown in FIG. 8(C),
the vacuum forming jig 37 and the force plunger 38 bring
clearances between the respective members into vacu-
um state while pressing the respective members. At the
same time, the encapsulants 5a and 5b are softened by
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heating to bring the respective members into close con-
tact therewith. Thus, the respective solar battery cells 3
are fixed to the back surface 21b in sealed state.
[0031] At this time, even if the respective solar battery
cells 3 initially have the cell surfaces 3a that are flat sur-
faces, the respective solar battery cells 3 become the
solar battery cells 23 that have the cell surfaces 23a that
are the curved surfaces similarly to the back surface 21b
by pressing by the force plunger 38.
[0032] In the solar panel thus obtained, all the offset
surfaces 21c and the cell surfaces 23a are curved sur-
faces as shown in FIG. 9, and the entire structure and
the front surface 21a (the design surface) of the protec-
tion plate 21 are in a dome shape. The solar panel is in
the shape that more easily conforms to the ceiling surface
of a vehicle than that of embodiment 1. The other oper-
ations and effects are similar to those in embodiment 1.

(Embodiment 3)

[0033] As shown in FIG. 13, a solar panel of embodi-
ment 3 is composed of a protection plate 61, the plurality
of solar battery cells 3, and the encapsulant 5. The pro-
tection plate 61 has a synthetic resin as a main compo-
nent. The protection plate 61 has translucency from a
front surface 61a that serves as a design surface to a
back surface 61b. The respective solar battery cells 3
are formed into flat plate shapes. The encapsulant 5 is
integrally provided on the back surface 61b of the pro-
tection plate 61. The encapsulant 5 fixes the respective
solar battery cells 3 to the back surface 61b in sealed
state.
[0034] The back surface 61b of the protection plate 61
is also composed of flat offset surfaces 61c that face the
respective solar battery cells 3 and differ from the front
surface 61a, and curved surfaces 61d that connect the
respective offset surfaces 61c.
[0035] In the solar panel, the front surface 61a that is
the design surface has a three-dimensional shape that
is more complicated than those in embodiments 1 and
2, but the solar panel provides the operation and effect
similar to those of embodiments 1 and 2.
[0036] In the above, the present invention is described
in accordance with embodiments 1 to 3, but it goes with-
out saying that the present invention is not limited to the
above described embodiments 1 to 3, and can be applied
by being properly changed within the range without de-
parting from the gist of the invention.
[0037] For example, in the present invention, a solar
panel also can be composed of the cell surfaces 3a
formed by flat surfaces and the cell surfaces 23a formed
by curved surfaces.
[0038] Further, as shown in FIG. 10, the solar panel of
the present invention may adopt a solar battery cell 33
that is formed into a curved surface shape in advance.
Similarly, as shown in FIG. 11, the solar panel of the
present invention may adopt a solar battery cell 43 that
is formed in a ruffled shape in advance.

[0039] Furthermore, as shown in FIG. 12, the solar
panel of the present invention may use a protection plate
51 that is formed by offset surfaces and cell surfaces 53a
that are formed by various curved surfaces such as a
part of a cylindrical surface, a part of a conical surface,
a surface with a parabolic section, and a surface with a
section in a ruffled shape, and has an entire structure
and a front surface (a design surface) formed into a dome
shape.

INDUSTRIAL APPLICABILITY

[0040] The present invention is usable in a roof of a
vehicle, or the like.

REFERENCE SIGNS LIST

[0041]

1a, 21a, 61a front surface

1b, 21b, 61b back surface

1, 21, 51, 61 protection plate

3, 23, 33, 43 solar battery cell

5 encapsulant

1c, 21c, 61c offset surface

3a, 23a, 53a cell surface

1d, 21d, 61d bending surface

13, 33 first die

C1, C2 cavity

15, 35 second die

11, 31 molding die

P1, P21 molten resin

[0042] A solar panel capable of exhibiting excellent
aesthetics and power generation efficiency, and capable
of easily forming a protection plate in a manufacturing
process is provided. The solar panel of the present in-
vention comprises a protection plate 1 having translu-
cency from a front surface 1a to a back surface, a solar
battery cell, and an encapsulant that is integrally provided
on the back surface, and fixes the solar battery cell to
the back surface in sealed state. The protection plate is
formed from a resin with polycarbonate as a main com-
ponent by injection molding. The front surface serves as
a design surface. A portion of the back surface that faces
the solar battery cell serves as an offset surface that is
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offset with respect to the solar battery cell, and differs
from the design surface in shape.

Claims

1. A solar panel comprising a protection plate that has
translucency from a front surface to a back surface,
a solar battery cell, and an encapsulant that is inte-
grally provided on the back surface and fixes the
solar battery cell to the back surface in sealed state,
wherein the protection plate is formed from a resin,
the front surface serves as a design surface, and
a portion of the back surface that faces the solar
battery cell serves as an offset surface that is offset
with respect to the solar battery cell, and differs from
the design surface in shape.

2. The solar panel according to claim 1,
the solar panel comprising a plurality of the solar
battery cells,
wherein the respective solar battery cells have cell
surfaces drawn by rectilinear generatrices, and
the back surface has bending surfaces that connect
the respective offset surfaces.

3. The solar panel according to claim 2,
wherein all the cell surfaces are flat surfaces, and
the protection plate is in a dome shape.

4. The solar panel according to claim 2,
wherein at least one of the cell surfaces is a curved
surface, and the protection plate is in a dome shape.

5. A method for manufacturing a solar panel, compris-
ing:

a preparation step of preparing a molding die
that has a first die, and a second die that forms
a cavity between the first die and the second
die, and the second die is opened with respect
to the first die;
an injection step of injecting a molten resin form-
ing a resin having translucency from a front sur-
face to a back surface by solidification into the
cavity;
a die opening step of opening the molding die
after the molten resin is solidified, and obtaining
a protection plate formed from the resin; and
a sealing step of disposing a solar battery cell
on the back surface of the protection plate, and
providing an encapsulant that fixes the solar bat-
tery cell to the back surface in sealed state,
wherein the first die and the second die form the
cavity in such a manner that the front surface of
the protection plate serves as a design surface,
and a portion of the back surface that faces the
solar battery cell serves as an offset surface that

is offset with respect to the solar battery cell, and
differs from the design surface in shape.
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