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(54) Retransmission method and terminal device thereof

(57) The present invention provides a terminal de-
vice that allows constraints on user allocation to be pre-
vented and spread codes to be allocated in a scheduler
when non-adaptive HARQ is employed using a PHICH.
A codeword generator (103) generates code words (CW)
by encoding data, a layer mapping unit (108) places each
CW in one or a plurality of layers, a DMRS generator
(110) generates a reference signal for each layer in which

a CW is placed by using any resource among a plurality
of resources defined by a mutually orthogonal plurality
of OCCs, and an ACK/NACK demodulator (102) receives
a response signal indicating a retransmission request.
When a response signal requesting retransmission of on-
ly a CW placed in a plurality of layers is received, the
DMRS generator (110) uses each resource having the
same OCC among the plurality of resources for the ref-
erence signals generated in the corresponding layers.
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Description

Technical Field

[0001] The present invention relates to a terminal ap-
paratus, a base station apparatus, a retransmission
method and a resource allocating method.

Background Art

[0002] In recent years, attempts have been made to
improve throughput by providing a plurality of antennas
on both a base station apparatus (referred to simply as
a base station hereinafter) and a terminal apparatus (re-
ferred to simply as a terminal hereinafter) to introduce
the MIMO (multiple-input multiple-output) communica-
tion technology on uplink. In this MIMO communication
technology, a study is made on data transmission using
precoding control in a terminal. In the precoding control,
the base station estimates a channel condition between
the base station and the terminal, from a receiving con-
dition of a reference signal (Sounding Reference Signal:
SRS) independently transmitted from each antenna of
the terminal, selects a precoder which is optimal for the
estimated channel condition and applies the precoder to
data transmission.
[0003] Particularly, precoding control based on a trans-
mission rank is applied to LTE-Advanced (Long Term
Evolution-Advanced: hereinafter, referred to as a LTE-
A). Specifically, the base station selects the most suitable
rank and precoder for the channel matrix formed by the
values of observed SRSs transmitted from the terminal.
Herein, a rank refers to the number of space multiplexing
(the number of layers) in space division multiplexing
(SDM) and is the number of independent data transmitted
at the same time. To be more specific, code books having
different sizes are employed for respective ranks. The
base station receives a reference signal transmitted from
the terminal, estimates a channel matrix from the re-
ceived signal, and selects a rank and a precoder which
is optimal for the estimated channel matrix.
[0004] In a communication path such as mobile com-
munication, having a relatively large channel variation, a
hybrid automatic repeat request (HARQ) is applied for
an error controlling technique. HARQ is a technique
whereby the transmitting side retransmits data, and the
receiving side combines the received data and the re-
transmitted data to improve error correction performance
and achieve high quality transmission. As a HARQ meth-
od, adaptive HARQ and non-adaptive HARQ are under
study. Adaptive HARQ is a method for allocating retrans-
mitted data to any resource. On the other hand, non-
adaptive HARQ is a method for allocating retransmitted
data to predetermined resources. In an uplink of LTE,
the non-adaptive HARQ scheme  is employed among
HARQ schemes.
[0005] A non-adaptive HARQ scheme will be de-
scribed with reference to Fig. 1. In non-adaptive HARQ,

the base station determines resources for allocating data
in the first data allocation. The base station then reports
transmission parameters to a terminal through a downlink
control channel (PDCCH: Physical Downlink Control
Channel). The transmission parameters include informa-
tion such as allocated frequency resources indicating in-
formation on resource allocation, a transmission rank
number, a precoder, and a modulation scheme/a coding
rate. The terminal acquires the transmission parameters
transmitted through the PDCCH and transmits first data,
using a predetermined resource in accordance with the
aforementioned resource allocation information.
[0006] The base station receives the first data and re-
ports, to the terminal, a NACK corresponding to data
which could not be demodulated in the first data, through
a HARQ reporting channel (PHICH: Physical Hybrid-
ARQ Indicator Channel). The terminal receives the
NACK and controls retransmission by using the trans-
mission parameters reported through the PDCCH, the
parameters including information resource allocation and
the like. Specifically, the terminal generates and trans-
mits retransmission data, using an allocation frequency
resource, a precoder, a modulation scheme, and the like,
which are the same as those in the first transmission.
The terminal changes an RV  (Redundancy Version) pa-
rameter depending on the number of retransmission re-
quests. The RV parameter represents a reading position
in a memory (referred to as a circular buffer) for storing
Turbo-coded data. For example, when the memory is
equally divided into approximately four regions and tops
of the areas are assigned zero, one, two, and three re-
spectively, the terminal changes an RV parameter (a
reading position) in order of zero, two, one, three, and
zero depending on the number of retransmission re-
quests.
[0007] Non-adaptive HARQ is often used together with
Synchronous HARQ employing the constant transmis-
sion interval. In LTE, retransmission data is retransmitted
eight subframes after the report of the NACK.
[0008] Non-adaptive HARQ is performed on a per pre-
determined control unit basis, the control unit is referred
to as a code word (CW). The CW is a control unit to which
the same modulation scheme and coding rate are ap-
plied. As with the CW processed in a physical layer deal-
ing with modulation and coding, the control unit may be
referred to as a transport block (TB) since the control unit
is processed in a MAC layer dealing with HARQ, and the
CW may be distinguished from the TB. The present em-
bodiment however employs uniform notation "CW" with-
out a distinction therebetween hereafter.
[0009] In LTE, the transmission of one CW is generally
applied to rank 1 (in transmission in a single rank) in the
first transmission, and the transmission of two CWs is
applied to  ranks 2, 3, and 4 (in transmission in multiple
ranks) in the first transmission. In the transmission in mul-
tiple ranks, CW0 is allocated to Layer 0 and CW1 is al-
located to Layer 1 in rank 2. In rank 3, CW0 is allocated
to Layer 0, and CW1 is allocated to Layer 1 and Layer
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2. In rank 4, CW0 is allocated to Layer 0 and Layer 1,
and CW1 is allocated to Layer 2 and Layer 3.
[0010] When retransmitting only CWs allocated to a
plurality of layers, the terminal transmits one CW at a
time in rank 2. To be more specific, when retransmitting
CW1 in rank 3 and CW0 or CW1 in rank 4, the terminal
transmits these CWs as one CW in rank 2.
[0011] Since the base station includes a larger number
of antennas compared to the terminal, the base station
is flexibly installed relatively. For this reason, a so-called
multiuser MIMO, which assigns the same resource to a
plurality of terminals, can be applied through an adequate
process on a received signal in the base station. An ex-
ample case will be described where the same resource
is allocated to two terminals through the terminal having
one transmitting antenna and the base station having two
receiving antennas. This case can be equivalently treat-
ed as a MIMO channel with two transmitting antennas
and two receiving antennas, and the base station can
process a received signal. To be more specific, the base
station performs a general MIMO received-signal proc-
ess such as spatial filtering, canceller, and maximum like-
lihood estimation, thereby detecting respective signals
transmitted from a plurality of  terminals. With multiuser
MIMO, the base station estimates interference values
between terminals based on the channel condition be-
tween the base station and each terminal, and sets trans-
mission parameters for the respective terminals by con-
sidering interference values, in order to more stably op-
erate a communication system.
[0012] As described above, a MIMO operation for a
single terminal (a single user) provided with a plurality of
antennas is sometimes referred to as a single-user MIMO
to distinguish it from the multiuser MIMO. An operation
to allocate a plurality of terminals, each of which is ca-
pable of a single-user MIMO operation and has more
than one transmission antennas provided thereon, to the
same resource is also referred to as a multiuser MIMO.
[0013] The terminal transmits not only the SRS de-
scribed above but also a demodulation reference signal
(Demodulation RS or DMRS) to the base station, and the
base station uses the received DMRS for demodulating
data. In LTE-A, the DMRS is transmitted for each layer.
The terminal transmits the DMRS using the same pre-
coding vector as that of the signal transmitted for each
layer. In order for a plurality of terminals to transmit the
DMRSs for a plurality of layers in the same frequency
resource, some multiplexing process is needed. In LTE-
A, as a process of multiplexing the DMRSs, multiplexing
using an orthogonal cover code (OCC) is used in addition
to multiplexing using a cyclic shift sequence used in LTE
to multiplex a plurality  of terminals.
[0014] The cyclic shift sequence is generated by cyclic
shift of a predetermined one of CAZAC (constant ampli-
tude zero auto-correlation) sequences having good auto-
correlation characteristics and a constant amplitude. For
example, twelve cyclic shift sequences each of which
having a starting point at one of twelve points that equally

divide a CAZAC sequence along the code length are
used. In the following, the starting point will be expressed
as ncs.
[0015] As for the OCC, spreading codes having a se-
quence length of 2 are formed using a DMRS, which in-
cludes two symbols per sub-frame, taking into consider-
ation the transmission format of the uplink data. To be
more specific, in LTE-A, as OCCs, two spreading codes
having a sequence length of 2, {+1, +1} and {+1, -1}, are
formed. In the following, a spreading code according to
the OCC will be expressed as nOCC. For example, the
two spreading codes {+1, +1} and {+1, -1} are expressed
as nOCC = 0 and 1, respectively.
[0016] Further, nCS and nOCC are included in transmis-
sion parameters reported from the base station to the
terminal through the PDCCH. A specific method of re-
porting the transmission parameters including ncs and
nocc, in particular, a specific reporting method using the
single-user MIMO, will be described later.
[0017] Next, interference between DMRSs multi-
plexed in the same frequency resource will be described.
Fig. 2 is a  schematic diagram showing interference be-
tween DMRSs to which nCS = 6 and nOCC = 0 are allo-
cated. The interference between the DMRSs formed by
the cyclic shift sequence and the OCC described above
is characterized in that the DMRSs having the same value
of nOCC and adjacent values of nCS interfere with each
other. For example, reference signals having the same
value of nOCC and adjacent values of nCS that differ from
each other by up to 3 or so (indicated by the arrows in
Fig. 2) (that is, reference signals whose nOCC is 0 and
whose ncs falls within a range of 3 to 5 or a range of 7
to 9 in Fig. 2) interfere with each other. Therefore, as for
nCS, in order for reference signals to be allocatable at the
same time, the values of nCS of the reference signals
preferably differ by 6 or so.
[0018] As for nocc, on the other hand, if reference sig-
nals to be allocated (to be multiplexed) at the same time
have the same code length, that is, the same bandwidth
allocated thereto, the reference signals are expected to
be orthogonal to each other if they have different values
of nOCC. The degree of the orthogonality (referred to sim-
ply as orthogonality) depends on the fading correlation
between the two symbols in one sub-frame to which the
reference signals (DMRSs) are allocated. For example,
in a low-speed moving environment, which is a primary
application of MIMO, high orthogonality is expected to
be assured.
[0019] Next, a method of reporting a spreading code
of a DMRS in the single-user MIMO will be described.
According to a  method of reporting a spreading code of
a DMRS in LTE, the base station sets arbitrary spreading
codes using a parameter nDMRS

(1) set for each user in a
higher layer assuming a relatively long period and a pa-
rameter nDMRS

(2) that is a transmission parameter report-
ed through the PDCCH and set for a relevant transmis-
sion sub-frame by decision of the scheduler, and indi-
cates the spreading codes to the terminal. The terminal
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generates a DMRS using a prescribed nCS calculated
from the indicated parameter (nDMRS

(1) or nDMRS
(2)).

[0020] In LTE-A, there is proposed a method of ex-
panding the reporting method described above to the sin-
gle-user MIMO (see Non-Patent Literature 1, for exam-
ple). In Non-Patent Literature 1, the starting point of the
cyclic shift sequence and the set value of OCC for the k-
th layer (k = 0 to 3) are set as nDMRS,k

(2) (corresponding
to nCS described above) and nOCC,k, respectively. In Non-
Patent Literature 1, information reported through higher
layers or the PDCCH is only the set values (nDMRS,0

(2)

and nOCC,0) for the 0-th layer (k = 0, Layer 0), and the
set values for the remaining layers (k = 1 to 3, Layers 1
to 3) are determined by calculation from the set values
for the 0-th layer (k = 0, Layer 0). This is an attempt to
minimize the overhead involved in reporting of the con-
trolling signal.
[0021] To be more specific, Non-Patent Literature 1
discloses that each set value is set as follows in order to
avoid the interference between the reference signals as
far as possible in the single-user MIMO.
[0022] Specifically, nDMRS,0

(2) is defined as (nDMRS,0
(2)

+ Δk) mod 12
where
in transmission using two layers, Δk = 0 for k = 0, and Δk
= 6 for k = 1,
in transmission using three layers, Δk = 0 for k = 0, Δk =
6 for k = 1, and Δk = 3 for k = 2, or
Δ k = 0 for k = 0, Δk = 4 for k = 1, and Δk = 8 for k = 2, and
in transmission using four layers, Δk = 0 for k = 0, Δk = 6
for k = 1, Δk = 3 for k = 2, and Δk = 9 for k = 3.
[0023] Further, nOCC,k is defined as nOCC,0 or (1 -
nOCC,0) where
nOCC,k = nOCC,0 for k = 1, and nOCC,k = (1 - nocc,o) for k
= 2 or 3.

Citation List

Non-Patent Literature

[0024]

NPL 1
R1-104219, "Way Forward on CS and OCC signal-
ling for UL DMRS", Panasonic, Samsung, Motorola,
NTT DOCOMO, NEC, Panatech

Summary of Invention

Technical Problem

[0025] A case where a terminal transmits data using
the  above-described conventional method for allocating
spreading codes of a reference signal (DMRS), and a
base station applies non-adaptive HARQ control using a
PHICH will be described. In this case, the PHICH used
for instructing data retransmission cannot carry informa-
tion on transmission parameters. As a result, the same

spreading codes for the reference signal as those used
in the first transmission are used in retransmission of
data, more specifically, retransmission of a CW in re-
sponse to a NACK returned from the base station.
[0026] For example, in the case where the first trans-
mission is transmission using three layers (rank 3 trans-
mission) as shown in Fig. 3, the spreading codes (CS
(starting point nCS,k) and OCC (code nOCC,k)) used for
each layer (k = 0 to 3) are the following three sets: nCS,0
= 0 and nOCC,0 = 0, nCS,1 = 6 and nOCC,1 = 0, and nCS,2
= 3 and nOCC,2 = 1. As shown in Fig. 3, it is assumed that
the base station reports an instruction for retransmission
of only CW1 in the PHICH to the terminal (CWO: ACK,
CW1: NACK). Then, the spreading codes used in retrans-
mission of CW1 are the same two sets as those used in
the first transmission: nCS,1 = 6 and nOCC,1 = 0, and nCS,2
= 3 and nOCC,2 = 1. The two sets of spreading codes
occupy both OCCs (nOCC,k = 0 and 1).
[0027] As a result, only the resources of spreading
codes (referred to as a spreading code resource, here-
inafter) in the region enclosed by the dashed line in the
right half (in retransmission) of Fig. 3 are available for
allocation to a new user to be multiplexed in the same
resource. To be more  specific, as shown in the right half
of Fig. 3, for both OCCs (nOCC,k = 0 and 1), spreading
code resources having ncs whose values differ by 6 or
so are not available for allocation to a new user.
[0028] Thus, as shown in Fig. 3, when the scheduler
at the base station is to multiplex a new user that performs
transmission using two layers as a multiuser MIMO op-
eration (when spreading codes having the same value
of OCC and values of nCS that differ by 6 or so are to be
used), there are no available spreading code resources,
and no spreading code resources can be allocated to the
new user.
[0029] As described above, when non-adaptive HARQ
control is applied using the PHICH, there are restrictions
on allocation of spreading codes to a new user by the
scheduler.
[0030] An object of the present invention is to provide
a terminal apparatus, a base station apparatus, a retrans-
mitting method and a resource allocating method that
allow a scheduler to perform a spreading code allocating
operation by avoiding restrictions on allocation of a
spreading code to a new user even in the case where
non-adaptive HARQ control is applied using a PHICH.

Solution to Problem

[0031] A terminal apparatus reflecting an aspect of the
present invention has: a code word generating section
that generates a code word by encoding a data se-
quence; a mapping section that  allocates each code
word to one or a plurality of layers; a reference signal
generating section that generates a reference signal for
each of the layers to which the code word is allocated,
using any of resources from among a plurality of resourc-
es defined by a plurality of codes orthogonal to each oth-
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er; and a receiving section that receives a response sig-
nal indicating a retransmission request for the code word,
and in a case where the received response signal is to
request for retransmission of only a single code word
allocated to the plurality of layers, the reference signal
generating section uses resources having a same code
from among the plurality of resources, for the reference
signal generated for each of the plurality of layers.
[0032] According to another aspect, the terminal ap-
paratus, further comprises: a storage section that stores
the resources used for the reference signal generated
for each of the plurality of layers in a first transmission,
wherein the reference signal generating section uses re-
sources having a same code from among the resources
stored in the storage section, for the reference signal
generated for each of the plurality of layers in a retrans-
mission.
[0033] According to a further aspect, the terminal ap-
paratus wherein the reference signal generates section
changes, for each retransmission, the same code used
for the reference signal generated for each of the plurality
of layers.
[0034] A base station reflecting an aspect of the
present invention has: a receiving section that receives
a code word  allocated to one or a plurality of layers; a
detecting section that detects an error of the received
code word; a response signal generating section that
generates a response signal indicating a result of error
detection of the code word; and a scheduling section that
allocates any of resources from among a plurality of re-
sources defined by a plurality of codes orthogonal to each
other, to the reference signal to be transmitted from each
terminal apparatus and to be generated for each of the
layers to which the code word is allocated, and in a case
where only the result of error detection of a single code
word allocated to the plurality of layers shows a NACK,
the scheduling section identifies resources used for the
reference signal for each of the plurality of layers trans-
mitted from a terminal apparatus to retransmit the single
code word, as resources having a same code from
among the plurality of resources, and allocates a re-
source having a different code than the same code from
among the plurality of resources, to the reference signal
transmitted from another terminal apparatus different
from the terminal apparatus to perform the retransmis-
sion.
[0035] A retransmitting method reflecting an aspect of
the present invention includes: generating a code word
by encoding a data sequence; allocating each code word
to one or a plurality of layers; generating a reference sig-
nal for each of the layers to which the code word is allo-
cated, using any of resources from among a plurality of
resources defined by a plurality of codes orthogonal to
each other; and receiving a response signal  indicating
a retransmission request for the code word, and in a case
where the received response signal is to request for re-
transmission of only a single code word allocated to the
plurality of layers, resources having a same code from

among the plurality of resources are used for the refer-
ence signal generated for each of the plurality of layers.
[0036] A resource allocating method reflecting an as-
pect of the present invention includes: receiving a code
word allocated to one or a plurality of layers; detecting
an error of the received code word; generating a re-
sponse signal indicating a result of error detection of the
code word; and allocating any of resources from among
a plurality of resources defined by a plurality of codes
orthogonal to each other, to the reference signal to be
transmitted from each terminal apparatus and to be gen-
erated for each of the layers to which the code word is
allocated, and in a case where only the result of error
detection of a single code word allocated to the plurality
of layers shows a NACK, resources used for the refer-
ence signal for each of the plurality of layers transmitted
from a terminal apparatus to retransmit the single code
word are identified as resources having a same code
from among the plurality of resources, and a resource
having a different code than the same code from among
the plurality of resources is allocated to the reference
signal transmitted from another terminal apparatus dif-
ferent from the terminal apparatus to perform the retrans-
mission.

Advantageous Effects of Invention

[0037] According to the present invention, even in the
case where non-adaptive HARQ control is applied using
a PHICH, it is possible for a scheduler to perform a
spreading code allocating operation by avoiding restric-
tions on allocation of a spreading code to a new user.

Brief Description of Drawings

[0038]

Fig. 1 illustrates a non-adaptive HARQ scheme;
Fig. 2 is a diagram for illustrating interference be-
tween reference signals (DMRSs);
Fig. 3 illustrates the scheme disclosed in Non-Patent
Literature 1;
Fig. 4 is a block diagram showing a configuration of
main components of a transmitting apparatus ac-
cording to Embodiment 1 of the present invention;
Fig. 5 is a block diagram showing a configuration of
main components of a receiving apparatus accord-
ing to Embodiment 1 of the present invention;
Fig. 6 is a diagram for illustrating a spreading code
allocating process according to Embodiment 1 of the
present invention;
Fig. 7 is a block diagram showing a configuration of
main components of a transmitting apparatus ac-
cording to Embodiment 2 of the present invention;
Fig. 8 is a block diagram showing a configuration of
main components of a transmitting apparatus ac-
cording to Embodiment 3 of the present invention;
Fig. 9 is a diagram for illustrating a spreading code
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setting process according to Embodiment 3 of the
present invention; and
Fig. 10 is a diagram for illustrating a spreading code
allocating process according to Embodiment 3 of the
present invention;

Description of Embodiments

[0039] Embodiments of the present invention will now
be described in detail with reference to the drawings.

(Embodiment 1)

[0040] Fig. 4 is a block diagram showing a configura-
tion of main components of a transmitting apparatus ac-
cording to the present embodiment. Transmitting appa-
ratus 100 in Fig. 4 is applied to, for example, an LTE-A
terminal. In order to avoid complicated explanation, Fig.
4 shows components associated with transmission of up-
link data which is closely related to the present invention
and components associated with reception of downlink
response signals to that uplink data, and the illustration
and explanation of components associated with recep-
tion of downlink data will be omitted.
[0041] PDCCH demodulating section 101 demodu-
lates transmission parameters (parameters associated
with data  transmission) determined in a base station,
from a PDCCH included in a signal transmitted from the
base station (a receiving apparatus described later). The
transmission parameters include information such as al-
located frequency resources (allocated resource blocks
(RBs), for example), a transmission rank number, a pre-
coder, a modulation scheme, a coding rate, RV param-
eters used in retransmission, or spreading codes for the
reference signal (DMRS) associated with a 0-th layer (k
= 0, Layer 0) (nCS,0 (or nDMRS,0

(2)) and nOCC,0 described
above, for example). PDCCH demodulating section 101
outputs the demodulated transmission parameters to
rate matching section 105, modulating section 107, layer
mapping section 108, DMRS generating section 110 and
SC-FDMA signal generating section 113.
[0042] ACK/NACK demodulating section 102 demod-
ulates, for each CW, ACK/NACK information indicating
the result of error detection of the received signal at the
base station, from a PHICH included in the signal trans-
mitted from the base station (the receiving apparatus de-
scribed later). Then, ACK/NACK demodulating section
102 outputs the demodulated ACK/NACK information to
rate matching section 105, layer mapping section 108
and DMRS generating section 110.
[0043] The number of code word generating sections
103 depends on the number of code words (CW), and
code word generating section 103 generates a CW by
encoding input transmission data (a data sequence).
Each code word generating  section 103 includes coding
section 104, rate matching section 105, interleaving/
scrambling section 106 and modulating section 107.
[0044] Coding section 104 receives transmission data,

provides CRC (Cyclic Redundancy Checking) to the
transmission data, encodes the data to generate coded
data, and outputs the generated coded data to rate
matching section 105.
[0045] Rate matching section 105 includes a buffer and
stores the coded data in the buffer. Rate matching section
105 then performs a rate matching process on the coded
data based on the transmission parameters outputted
from PDCCH demodulating section 101 to adaptively ad-
just an M-ary modulation value or a coding rate. Rate
matching section 105 then outputs the coded data sub-
jected to the rate matching process to interleaving/scram-
bling section 106. In retransmission (if the ACK/NACK
information from ACK/NACK demodulating section 102
shows a NACK), rate matching section 105 reads a pre-
determined amount of coded data depending on the M-
ary modulation value and the coding rate as retransmis-
sion data, from the starting position in the buffer indicated
by the RV parameter outputted from PDCCH demodu-
lating section 101. Rate matching section 105 then out-
puts the read retransmission data to interleaving/scram-
bling section 106.
[0046] Interleaving/scrambling section 106 performs
an interleaving/scrambling process on the coded data
received from rate matching section 105 and outputs the
coded data subjected  to the interleaving/scrambling
process to modulating section 107.
[0047] Modulating section 107 performs an M-ary
modulation on the coded data based on the transmission
parameters received from PDCCH demodulating section
101 to generate modulated signals and outputs the mod-
ulated signals to layer mapping section 108.
[0048] Layer mapping section 108 maps, to each layer
on a CW basis, the modulated signals received from mod-
ulating section 107 in each code word generating section
103 based on the transmission parameters received from
PDCCH demodulating section 101 and the ACK/NACK
information received from ACK/NACK demodulating sec-
tion 102. Herein, layer mapping section 108 maps (allo-
cates) each CW to one or more layers depending on the
transmission rank number included in the transmission
parameters, as described above. Layer mapping section
108 then outputs the mapped CWs to precoding section
109.
[0049] Precoding section 109 performs precoding
process on the DMRS received from DMRS generating
section 110 or the CWs received from layer mapping sec-
tion 108 to apply a weight to each DMRS or CW. Pre-
coding section 109 then outputs precoded CWs and
DMRS to SC-FDMA (Single Carrier Frequency Division
Multiple Access) signal generating section 113.
[0050] DMRS generating section 110 generates a
DMRS for each of the layers, which depends on the trans-
mission rank  number, based on the transmission param-
eters received from PDCCH demodulating section 101
and the ACK/NACK information received from ACK/
NACK demodulating section 102. In the present embod-
iment, a plurality of spreading code resources for DMRSs
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are defined based on cyclic shift sequences that can be
separated from each other using different amounts of
cyclic shift (nCS,k = 0 to 11, for example) and OCCs that
are orthogonal to each other (nOCC,k = 0, 1, for example).
DMRS generating section 110 generates a DMRS for
each layer to which a CW is allocated, using any of the
plurality of spreading code resources for DMRSs.
[0051] To be more specific, DMRS generating section
110 calculates, based on the spreading codes (ncs,o and
nOCC,0, for example) used in the DMRS associated with
the 0-th layer (k = 0, Layer 0), included in the transmission
parameters, as described above, the spreading codes
used in the DMRS associated with each of the other lay-
ers (k = 1, 2 and 3, Layers 1, 2 and 3). DMRS generating
section 110 outputs the spreading codes generated
based on the transmission parameters received from PD-
CCH demodulating section 101 (that is, the spreading
codes used in the DMRS indicated by the base station
through the PDCCH) to retransmission spreading code
storage section 111. If the ACK/NACK information re-
ceived from ACK/NACK demodulating section 102
shows a NACK (that is, if retransmission is required),
DMRS generating section 110 sets spreading codes
used in the DMRS in CW retransmission based  on the
CW associated with the NACK and the spreading codes
stored in retransmission spreading code storage section
111. A DMRS generating process conducted by DMRS
generating section 110 in retransmission will be de-
scribed later.
[0052] Retransmission spreading code storage sec-
tion 111 stores the spreading codes received from DMRS
generating section 110 (that is, the spreading code re-
source used for the DMRS generated for each layer in
the first transmission and indicated through the PDCCH).
Retransmission spreading code storage section 111 out-
puts the spreading codes stored therein to DMRS gen-
erating section 110 in response to a request from DMRS
generating section 110.
[0053] SRS (Sounding Reference Signal) generating
section 112 generates reference signal for measuring
channel quality (SRS) and outputs the generated SRS
to SC-FDMA signal generating section 113.
[0054] SC-FDMA signal generating section 113 per-
forms SC-FDMA modulation on the reference signal
(SRS) received from SRS generating section 112 or the
precoded CW and DMRS to generate an SC-FDMA sig-
nal. SC-FDMA signal generating section 113 then per-
forms a radio transmitting process (S/P (Serial/Parallel)
transform, inverse Fourier transform, upconvert, amplifi-
cation, and the like) on the generated SC-FDMA signal
and transmits the signal subjected to the radio transmit-
ting process through transmitting antennas. In view of
the above, the first transmission data or retransmission
data is transmitted  to the receiving apparatus.
[0055] Fig. 5 is a block diagram showing a configura-
tion of main components of a receiving apparatus ac-
cording to the present embodiment. Receiving apparatus
200 in Fig. 5 is applied to, for example, an LTE-A base

station. Note that, to avoid complication of explanation,
Fig. 5 shows components associated with reception of
uplink data which is closely related to the present inven-
tion and components associated with transmission of
downlink response signals to that uplink data, and illus-
tration and explanation of components associated with
transmission of downlink data will be omitted.
[0056] The number of receiving RF section 201 de-
pends on the number of antennas. Each receiving RF
section 201 receives a signal transmitted from a terminal
(transmitting apparatus 100 shown in Fig. 4) through an-
tennas, transforms the received signal into a baseband
signal through a radio receiving process (downconvert,
Fourier transform, P/S transform and the like), and out-
puts the transformed baseband signal to channel esti-
mating section 202 and spatial demultiplexing synchro-
nization detecting section 203.
[0057] The number of sections for each of the sections
from channel estimating sections 202 to PDCCH gener-
ating sections 211 depends on the number of terminals
which the base station (receiving apparatus 200) can
communicate with at the same time.
[0058] Channel estimating section 202 performs chan-
nel  estimation based on a reference signal (DMRS) in-
cluded in the baseband signal and calculates a channel
estimation value. In this process, channel estimating sec-
tion 202 identifies the spreading codes used in the DMRS
in accordance with an instruction from scheduling section
212. Channel estimating section 202 then outputs the
calculated channel estimation value to PDCCH generat-
ing section 211 and spatial demultiplexing synchroniza-
tion detecting section 203.
[0059] Spatial demultiplexing synchronization detect-
ing section 203 demultiplexes the baseband signals
mapped to a plurality of layers, using the channel esti-
mation value and outputs the demultiplexed baseband
signals to layer demapping section 204.
[0060] Layer demapping section 204 combines the de-
multiplexed baseband signals for each CW and outputs
the combined CW to likelihood generating section 206.
[0061] The number of error detecting sections 205 de-
pends on the number of CWs. Each of error detecting
section 205 includes likelihood generating section 206,
retransmission combining section 207, decoding section
208, and CRC detecting section 209.
[0062] Likelihood generating section 206 calculates a
likelihood for each CW and outputs the calculated likeli-
hood to retransmission combining section 207.
[0063] Retransmission combining section 207 stores
past likelihoods for each CW and performs a  retrans-
mission-combining process on the retransmission data,
based on the RV parameter and outputs the combining-
processed likelihood to decoding section 208.
[0064] Decoding section 208 decodes a likelihood ob-
tained through the retransmission-combining process to
generate decoded data and outputs the generated de-
coded data to CRC detecting section 209.
[0065] CRC detecting section 209 performs an error
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detecting process by CRC on the decoded data outputted
from decoding section 208 and outputs the result of error
detection for each CW to PHICH generating section 210
and scheduling section 212. CRC detecting section 209
outputs the decoded data as received data.
[0066] PHICH generating section 210 allocates ACK/
NACK information indicating the result of error detection
received from CRC detecting section 209 associated with
each CW to a PHICH for each CW. The PHICH is pro-
vided with an ACK/NACK resource as a response re-
source for each CW. For example, PHICH generating
section 210 allocates an ACK to the ACK/NACK resource
for the CW0 when the result of error detection for the
CW0 indicates the absence of an error, and allocates a
NACK to the ACK/NACK resource for the CW0 when the
result of error detection for the CW0 indicates the pres-
ence of an error. Similarly, PHICH generating section
210 allocates an ACK to an ACK/NACK resource corre-
sponding to CW1 when the result of error detection with
respect to CW1 indicates the  absence of an error, and
allocates a NACK to the ACK/NACK resource corre-
sponding to CW1 when the result of error detection with
respect to CW1 indicates the presence of an error. In
view of the above, PHICH generating section 210, as a
response signal generating section, allocates an ACK or
a NACK to a response resource provided in the PHICH
for each CW. In this way, the ACK/NACK information
indicating the result of error detection for each CW is
allocated to the PHICH and transmitted to the terminal
(transmitting apparatus 100) (not shown).
[0067] PDCCH generating section 211 estimates the
channel condition based on the channel estimation value
calculated by channel estimating section 202. Then, PD-
CCH generating section 211 determines transmission
parameters for a plurality of terminals based on the es-
timated channel condition. In this process, PDCCH gen-
erating section 211 sets a spreading code resource used
for the DMRS allocated to each terminal in accordance
with an instruction from scheduling section 212. PDCCH
generating section 211 allocates the set transmission pa-
rameters to the PDCCH. In this way, the transmission
parameters for each terminal are allocated to the PDCCH
and transmitted to each terminal (not shown).
[0068] Scheduling section 212 allocates any of a plu-
rality of spreading code resources to the DMRS trans-
mitted from each terminal and generated for each layer
to which the CW transmitted by the terminal is allocated,
based on the result of error detection inputted from CRC
detecting section 209  associated with each CW. Then,
scheduling section 212 indicates the spreading code re-
source allocated to each terminal to PDCCH generating
section 211 associated with that terminal. Furthermore,
scheduling section 212 indicates the spreading code re-
source allocated to each terminal to channel estimating
section 202 associated with that terminal.
[0069] The operations of transmitting apparatus 100
(hereinafter, referred to as "a terminal") and receiving
apparatus 200 (hereinafter, referred to as "a base sta-

tion") configured as described above will now be de-
scribed.
[0070] The terminal transmits a reference signal (SRS:
Sounding Reference Signal) for estimating a channel
condition (for measuring channel quality) in accordance
with an instruction from the base station.
[0071] The base station receives the reference signal
(SRS) and, based on the result of observation of the re-
ceived signal, determines transmission parameters in-
cluding allocated frequency resources (allocated RBs),
a transmission rank number, a precoder, a modulation
scheme, a coding rate, RV parameters used in retrans-
mission, or spreading codes used in the reference signal
(DMRS) associated with the 0-th layer (k = 0, Layer 0).
The base station reports the determined transmission
parameters to the terminal through PDCCH. The terminal
needs time corresponding to about four subframes to
generate transmission data in LTE, for example. Thus,
the base station needs to report resource allocation in
the (n-4)-th subframe in order to generate  transmission
data transmitted in the n-th subframe. Therefore, the
base station determines and reports transmission pa-
rameters based on a channel condition in the (n-4)-th
subframe.
[0072] Then, the terminal extracts the transmission pa-
rameters from the PDCCH, generates the DMRS and a
data signal for each layer based on the extracted trans-
mission parameters, and performs a precoding on the
DMRS and the data signal, thereby forming a transmis-
sion signal to be transmitted from each transmission an-
tenna. The terminal transmits the generated transmis-
sion signal to the base station.
[0073] The spreading codes used in the DMRS asso-
ciated with each layer (k = 1, 2 or 3, Layer 1, 2 or 3) is
determined based on the value for that layer relative to
the value for the 0-th layer (k = 0, Layer 0) which is in-
cluded in the transmission parameters, as described
above. In other words, the spreading codes for each of
Layers 1, 2 and 3 is determined based on the spreading
codes for Layer 0 (the spreading code included in the
transmission parameters). The terminal also retains the
spreading codes of the DMRS indicated through the PD-
CCH.
[0074] The base station performs a receiving process
on the transmission signal transmitted from the terminal
in the n-th subframe and generates the PHICH based on
the result of error detection for each CW. In LTE, the
base station can issue a retransmission instruction
through the PDCCH as well as through the PHICH. How-
ever, such a situation is not closely related to the present
invention and thus will not be described in detail.
[0075] The terminal refers to the PDCCH and the
PHICH at a timing when the result of error detection is
reported from the base station (in this case, the (n+4)-th
subframe in LTE). The PHICH includes an instruction for
HARQ.
[0076] When detecting an ACK from the PHICH, the
terminal determines that the base station could success-
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fully demodulate the corresponding CW and stops re-
transmission of the CW. On the other hand, when not
detecting an ACK in the PHICH, the terminal determines
that the base station could not demodulate the corre-
sponding CW and instructs the CW to be retransmitted,
and retransmits the CW at predetermined timing.
[0077] According to the aforementioned example,
when not detecting an ACK corresponding to a CW trans-
mitted in the n-th subframe, the terminal transmits re-
transmission data of the CW in the n+8-th subframe. For
this transmission, as described above, the terminal uses
the same transmission parameters (precoder, for exam-
ple) as those indicated through the PDCCH in the (n-4)-th
subframe, except that a predetermined value depending
on the number of retransmission requests is used as the
RV parameter, and values (spreading code resources)
set in accordance with values (spreading code resourc-
es) stored in retransmission spreading code storage sec-
tion 111 and the occurrences of ACKs and NACKs are
used for the spreading codes of the DMRSs. A method
of setting the spreading codes used in the DMRS in re-
transmission will be described hereinafter.
[0078] When the result of error detection of a CW in-
dicates the absence of an error, the base station reports
an ACK to the terminal, through a PHICH and instructs
the transmission of the corresponding CW to be stopped.
When the result of error detection of a CW indicates the
presence of an error, the base station reports a NACK
to the terminal through the PHICH. The base station per-
forms a retransmission combining process and repeats
a demodulating process. The base station performs de-
modulation of the retransmission data and resource al-
location to another terminal based on the spreading code
resources set in accordance with the spreading code re-
sources indicated to the terminal in the first transmission
and the result of error detection of the CW.
[0079] Next, a method of setting the spreading codes
used in the DMRS in retransmission will be described.
[0080] In the following, as shown in Fig. 6, a case where
the first transmission is transmission using three layers,
as in the case shown in Fig. 3, will be described. That is,
in the first transmission, CW0 is transmitted in the 0-th
layer (k = 0, Layer 0), CW1 is transmitted in two layers
of the first layer (k = 1, Layer 1) and the second layer (k
= 2, Layer 2). The spreading codes used for Layers 0 to
2 in the first transmission are nCS,0 = 0 and nOCC,0 = 0,
nCS,1 = 6 and nOCC,1 = 0, and nCS,2 = 3 and nOCC,2 = 1,
respectively. As shown in Fig. 6, it is assumed that only
CW1 is retransmitted (reTX) as a result of error detection
at the base station (that is, CW0: ACK, and CW1: NACK).
[0081] In retransmission of CW1 shown in Fig. 6, if the
terminal uses the same spreading code resource for the
DMRS (that is, set values stored in retransmission
spreading code storage section 111) as that used in the
first transmission, different OCCs (nOCC,2 = 0 and 1) are
applied to the two layers, Layers 1 and 2, to which CW1
is allocated, as in the case shown in Fig. 3.
[0082] Thus, when DMRS generating section 110 re-

ceives a response signal requesting for retransmission
of only a single CW allocated to a plurality of layers,
DMRS generating section 110 uses, for the DMRS gen-
erated for the plurality of layers, spreading code resourc-
es having the same OCC from among the plurality of
spreading code resources defined by the plurality of
OCCs (nOCC,k = 0, 1, in this example). That is, in a situ-
ation where different OCCs are applied to a plurality of
layers to which the CW to be retransmitted is allocated
when the spreading code resources for the DMRSs used
in the first transmission are used in the retransmission,
the terminal adjusts the spreading code resources for the
DMRSs so that the spreading code resources having the
same OCC for the plurality of layers to which the CW to
be retransmitted is allocated are applied to the DMRSs.
[0083] To be more specific, the terminal uses spread-
ing code resources having the same OCC from among
the spreading code resources used for the DMRSs gen-
erated for a plurality of layers in the first transmission
(that is, set values stored in  retransmission spreading
code storage section 111), for the DMRSs generated for
the plurality of layers to which the CW to be retransmitted
is allocated. For example, in Fig. 6, the terminal uses two
spreading codes having the same OCC (nOCC,k = 0) in
retransmission, from among the three spreading code
resources used in the first transmission. As shown in Fig.
6, two spreading codes nCS,1 = 0 and nOCC,1 = 0, and
nCS,2 = 6 and nOCC,2 = 0 are used for Layers 1 and 2,
respectively, to which CW1 to be retransmitted is allo-
cated, and these spreading codes occupy only one OCC
(nOCC,k = 0).
[0084] As a result, as spreading code resources that
are other than those occupied by Layers 1 and 2 to which
CW1 to be retransmitted is allocated and that do not in-
terfere with the spreading code resources used for CW1,
the spreading code resources in the region enclosed by
the dashed line in Fig. 6 (the spreading code resources
having an OCC of 1 (nOCC,k = 1) and any cyclic shift
sequence (nCS,k = 0 to 11)) are available.
[0085] On the other hand, in a situation where different
OCCs are applied to a plurality of layers to which the CW
to be retransmitted is allocated when the spreading code
resources for the DMRSs allocated to the terminal in the
first transmission are used in the retransmission, the
base station recognizes that the CW (DMRS) is to be
retransmitted using the spreading code resources having
the same OCC from among the spreading code resourc-
es for the DMRSs allocated to the terminal in the first
transmission. And the base station demodulates the  re-
transmitted CW using the spreading codes having the
same OCC described above from among the spreading
code resources for the DMRS allocated to the terminal
in the first transmission. Furthermore, the base station
performs resource allocation to another terminal (a new
user) taking into consideration that, from among the
spreading code resources for the DMRS allocated in the
first transmission, the spreading codes having the same
OCC are used for the CW retransmitted.
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[0086] That is, when only the result of error detection
of a single CW allocated to a plurality of layers shows a
NACK, the base station identifies the spreading code re-
sources used for the DMRS for the plurality of layers
transmitted by the terminal that retransmits the single
code word as spreading code resources having the same
OCC from among the plurality of spreading code resourc-
es. Furthermore, the base station allocates, from among
the plurality of spreading code resources, spreading code
resources having different OCCs than the OCC used by
the terminal that performs the retransmission (the iden-
tified OCC) to the DMRSs transmitted by another terminal
apparatus (a new user) different from the terminal that
performs the retransmission.
[0087] For example, in Fig. 6, the result of error detec-
tion of the data received from CRC detecting section 209
is "CW0: absence of an error and CW1: presence of an
error". Therefore, scheduling section 212 identifies that
CW1 to be retransmitted next time from the terminal is
generated using the DMRSs for the  spreading code re-
sources different from those in the first transmission
(nOCC,1 = 0, nOCC,2 = 1 shown in Fig. 6) and having the
same OCC (nOCC,1 = 0, nOCC,2 = 0 shown in Fig. 6). Then,
scheduling section 212 indicates to channel estimating
section 202 that the two spreading code resources, nCS,1
= 0 and nOCC,1 = 0, and nCS,2 = 6 and nOCC,2 = 0, are the
spreading code resources applied to CW1 to be retrans-
mitted.
[0088] Furthermore, as resources to be allocated to
the DMRSs for another terminal (a new user) different
from the terminal that retransmits CW1 shown in Fig. 6,
scheduling section 212 uses spreading code resources
that are other than the spreading code resources used
for CW1 to be retransmitted (nOCC,1 = 0 shown in Fig. 6)
and do not interfere with the spreading code resources
used for CW1. In other words, scheduling section 212
can allocate the spreading code resources in the region
enclosed by the dashed line in Fig. 6, where the spread-
ing code resources have an OCC of 1 (nOCC,k = 1) and
any cyclic shift sequences (nCS,k = 0 to 11), to the DMRSs
for another terminal.
[0089] Therefore, for example, even in the case where
a scheduler is to multiplex a new user that performs trans-
mission using two layers as a multiuser MIMO operation
(that is, in the case where spreading codes having the
same value of OCC and values of nCS,k that differ by 6
or so are used), spreading code resources whose values
of nCS,k differ by 6 or so in the region enclosed by the
dashed line in Fig. 6 can be allocated. In this way, as
shown in Fig. 6, the DMRS for the retransmission data
(CW1) and DMRSs for another terminal can be multi-
plexed.
[0090] As described above, on the side of the terminal
(transmitting apparatus 100), in the case where a re-
sponse signal that requests for retransmission of only a
single code word allocated to a plurality of layers is re-
ceived, DMRS generating section 110 uses spreading
code resources having the same OCC from among a

plurality of spreading code resources, for the DMRSs
generated for the plurality of layers to which the code
word to be retransmitted is allocated. As a result, a short-
age of spreading code resources in retransmission can
be prevented. In other words, even in the case where
non-adaptive HARQ control is applied using the PHICH,
it is possible to avoid restrictions on allocation of resourc-
es to a new user by the scheduler that would otherwise
be imposed due to the continuation of use, for retrans-
mission, of the spreading code resources for different
OCCs set for DMRSs for a plurality of layers in the first
transmission.
[0091] On the side of the base station (receiving ap-
paratus 200), in the case where only the result of error
detection of a single code word allocated to a plurality of
layers shows a NACK, scheduling section 212 identifies
that the spreading code resources used for the DMRSs
for a plurality of layers transmitted by the terminal that
retransmits the single code word are spreading code re-
sources having the same OCC from among a plurality of
spreading code resources. Furthermore, from among a
plurality of spreading code resources, scheduling  section
212 allocates, to DMRSs transmitted by another terminal
(a new user) different from the terminal that performs the
retransmission, spreading code resources having differ-
ent OCCs than the OCC used by the terminal that per-
forms the retransmission (the same OCC for the layers).
Accordingly, resources are adequately allocated to each
terminal in application of multiuser MIMO.
[0092] Therefore, according to the present embodi-
ment, the scheduler can perform spreading code alloca-
tion by avoiding restrictions on allocation of resources to
a new user even in the case where non-adaptive HARQ
control is applied using the

PHICH.

(Embodiment 2)

[0093] According to Embodiment 2, spreading code re-
sources for the same OCC are used for DMRS generated
for a plurality of layers to which one CW to be retrans-
mitted is allocated, as in Embodiment 1. However, the
present embodiment differs from Embodiment 1 in that
the OCC used by the terminal (the same OCC for the
layers) is changed each time retransmission occurs.
[0094] In the following, the present embodiment will be
described in detail.
[0095] Fig. 7 is a block diagram showing a configura-
tion of main components of a transmitting apparatus ac-
cording to the present embodiment. In transmitting ap-
paratus 300 according to the present embodiment in Fig.
7, components in Fig. 7 common to Fig. 4 are assigned
the same reference numerals as in  Fig. 4, and descrip-
tions thereof are omitted here. Transmitting apparatus
300 shown in Fig. 7 is transmitting apparatus 100 shown
in Fig. 4 in which retransmission number counting section
301 is additionally provided, and retransmission spread-
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ing code storage section 111 is replaced with retrans-
mission spreading code storage section 302.
[0096] For each CW received from ACK/NACK de-
modulating section 102, if the ACK/NACK information
shows a NACK, retransmission number counting section
301 increments the number of retransmissions for the
CW and stores the number in the interior. In other words,
retransmission number counting section 301 counts the
number of retransmissions for each CW and stores the
counted number of retransmissions for each CW. In ad-
dition, for each CW, if the ACK/NACK information shows
an ACK, retransmission number counting section 301
resets the number of retransmissions for the CW. Then,
retransmission number counting section 301 outputs the
counted number of retransmissions for each CW to re-
transmission spreading code storage section 302.
[0097] Retransmission spreading code storage sec-
tion 302 sets the OCC in accordance with the number of
retransmissions received from retransmission number
counting section 301 in accordance with a predetermined
rule concerning the OCCs included in the spreading code
resources. For example, in an odd-numbered retrans-
mission, retransmission spreading code storage section
302 outputs the stored spreading code resources  without
change to DMRS generating section 110, as in Embod-
iment 1. On the other hand, in an even-numbered re-
transmission, retransmission spreading code storage
section 302 outputs the stored spreading code resources
with their OCCs inverted to DMRS generating section
110. Note that the operations of retransmission spread-
ing code storage section 302 are not limited to the proc-
esses described above, and the operation in the odd-
numbered retransmission and the operation in the even-
numbered retransmission may be interchanged.
[0098] As in Embodiment 1, in retransmission of only
a single CW allocated to a plurality of layers, DMRS gen-
erating section 110 uses spreading code resources hav-
ing the same OCC for the DMRSs generated for the plu-
rality of layers to which the CW to be retransmitted is
allocated. However, for each retransmission, DMRS gen-
erating section 110 changes the OCC used for the
DMRSs generated for the plurality of layers to which the
single CW to be retransmitted is allocated (the same OCC
for the layers).
[0099] For example, as shown in Fig. 6, it is assumed
that the first transmission is transmission using three lay-
ers, and the spreading codes used for the layers (k = 0,
1 and 2, Layers 0, 1 and 2) are ncs,o = 0 and nOCC,0 =
0, nCS,1 = 6 and nOCC,1 = 0, and nCS,2 = 3 and nOCC,2 = 1.
[0100] Here, as shown in Fig. 6, it is assumed that only
CW1 allocated to Layers 1 and 2 (k = 1, 2) is to be re-
transmitted. In this case, in the odd-numbered (first, third,
fifth and so on) retransmissions, DMRS generating sec-
tion 110 uses the two spreading codes (nCS,1 = 0 and
nOCC,1 = 0, and nCS,2 = 6 and nOCC,2 = 0) having the
same OCC (nOCC,k = 0) without change, as shown in Fig.
6.
[0101] On the other hand, in the even-numbered (sec-

ond, fourth, sixth and so on) retransmissions, DMRS gen-
erating section 110 uses the spreading code resources
(nCS, 1 = 0 and nOCC,1 = 1, and nCS,2 = 6 and nOCC,2 =
1) obtained by inverting the OCC of the two spreading
codes for the same OCC (nOCC,k = 0) (nCS, 1 = 0 and
nOCC,1 = 0, and nCS,2 = 6 and nOCC,2 = 0) (that is, the
OCC is inverted from nOCC,k = 0 to nOCC,k = 1) (not
shown).
[0102] As a result, the DMRSs generated for the plu-
rality of layers to which the CW to be retransmitted is
allocated occupy spreading code resources having dif-
ferent OCCs in each retransmission. For example, in Fig.
6, in each of Layers 1 and 2 (k = 1, 2) to which CW1 to
be retransmitted is allocated, spreading code resources
having one OCC (nOCC,k = 0) are occupied in the odd-
numbered retransmissions, and spreading code resourc-
es having the other OCC (nOCC,k = 1) are occupied in the
even-numbered retransmissions.
[0103] On the other hand, on the side of the base sta-
tion (receiving apparatus 200 (Fig. 5)), scheduling sec-
tion 212 has the same function (not shown) as that of
retransmission number counting section 301 of the ter-
minal and outputs spreading code resources having dif-
ferent OCCs changed in accordance with the counted
number of retransmissions of each CW to channel  esti-
mating section 202 in the same manner as the terminal
(transmitting apparatus 300). Furthermore, as in Embod-
iment 1, from among a plurality of spreading code re-
sources, scheduling section 212 allocates spreading
code resources having different OCCs than the OCC
used by the terminal that performs the retransmission
(the same OCC for a plurality of layers) to the DMRSs
transmitted by another terminal (a new user) different
from the terminal instructed to retransmit the CW allocat-
ed to the plurality of layers.
[0104] With such a configuration, according to the
present embodiment, it is possible to avoid using a par-
ticular OCC (either one of nOCC,k = 0 or 1, for example)
on the terminal that retransmits only the CW allocated to
a plurality of layers. Therefore, the present embodiment
not only achieves the same advantages as those of Em-
bodiment 1 but also allows multiplexing of another termi-
nal using different spreading codes for each retransmis-
sion of the CW.

(Embodiment 3)

[0105] In Embodiments 1 and 2, cases have been de-
scribed in which spreading code resources used for
DMRSs used in CW retransmission are adjusted in ac-
cordance with the spreading code resources used in the
first transmission and the occurrences of ACKs and
NACKs. According to the present embodiment, spread-
ing code resources used for DMRSs used in CW trans-
missions (the first transmission and the subsequent re-
transmissions) are adjusted in accordance with the
spreading  code resources and the number of transmis-
sion layers (the transmission rank number) reported
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through the PDCCH.
[0106] In the following, the present embodiment will be
described in detail.
[0107] Fig. 8 is a block diagram showing a configura-
tion of main components of a transmitting apparatus ac-
cording to the present embodiment. In transmitting ap-
paratus 400 according to the present embodiment in Fig.
8, components in Fig. 8 common to Fig. 4 are assigned
the same reference numerals as in Fig. 4, and descrip-
tions thereof are omitted here. Transmitting apparatus
400 shown in Fig. 8 is transmitting apparatus 100 shown
in Fig. 4 in which retransmission spreading code storage
section 111 is replaced with spreading code adjusting
section 401.
[0108] In transmitting apparatus 400 (terminal) shown
in Fig. 8, DMRS generating section 110 calculates, based
on the spreading codes (ncs,o and nOCC,0, for example)
used for the DMRS associated with the 0-th layer (k = 0,
Layer 0) included in the transmission parameters report-
ed from the base station through the PDCCH, spreading
codes used for the DMRS associated with each of the
other layers (k = 1, 2 and 3, Layers 1, 2 and 3), as in
Embodiment 1. Then, DMRS generating section 110 out-
puts the calculated spreading codes (the spreading
codes used for each of the layers (k = 0 to 3)) and the
transmission rank number (that is, the number of trans-
mission layers) included in the transmission parameters
to spreading code adjusting section 401.
[0109] Spreading code adjusting section 401 adjusts
the spreading codes received from DMRS generating
section 110 based on the transmission rank number re-
ceived from DMRS generating section 110. To be more
specific, spreading code adjusting section 401 adjusts
(resets) the spreading codes used for the respective
number of transmission layers so that spreading code
resources having the same OCC are allocated to the
DMRSs generated for each of the plurality of layers to
which the same CW is allocated, by referring to the re-
lationship between the layers determined by the value of
the transmission rank number (the number of transmis-
sion layers) and the CWs.
[0110] Then, DMRS generating section 110 generates
DMRSs using the spreading codes (adjusted spreading
codes) received from spreading code adjusting section
401 and outputs the generated DMRSs to precoding sec-
tion 109. If the ACK/NACK information received from
ACK/NACK demodulating section 102 shows a NACK
(that is, if a retransmission is required), DMRS generating
section 110 uses the same spreading codes used in the
first transmission (adjusted spreading codes) without
change.
[0111] Next, a spreading code adjusting process per-
formed by spreading code adjusting section 401 will be
described in detail.
[0112] Spreading code adjusting section 401 receives
spreading code resources used for the DMRS for each
layer (Layer 0 to 3), from DMRS generating section 110.
To be more specific, as shown in the left half of Fig. 9,

the spreading codes for Layer 0 (k = 0) are nCS,0 = 0 and
nOCC,0 = 0, the spreading codes for Layer  1 (k = 1) are
nCS,1 = 6 and nOCC,1 = 0, the spreading codes for Layer
2 (k = 2) are nCS,2 = 3 and nOCC,2 = 1, and the spreading
codes for Layer 3 (k = 3) are nCS,3 = 9 and nOCC,3 = 1.
[0113] As described above, in transmission using three
layers, as the relationship between the layers and the
CWs, CW0 is allocated to Layer 0 (k = 0), and CW1 is
allocated to Layers 1 and 2 (k = 1, 2). Accordingly, as
shown in the left half of Fig. 9, if the terminal uses the
spreading code resources for the DMRSs indicated
through the PDCCH (that is, the set values inputted to
spreading code adjusting section 401) without change,
different OCCs (nOCC,2 = 0, 1) are applied to the two
layers, Layers 1 and 2, to which CW1 is allocated, as in
the case shown in Fig. 3. In other words, different OCCs
are used in the DMRSs generated for the plurality of lay-
ers to which the same CW is allocated.
[0114] In view of this, spreading code adjusting section
401 adjusts the spreading code resource used in each
layer for the respective number of transmission layers so
that spreading code resources for the same OCC are
used for the DMRSs generated for the plurality of layers
to which the same CW is allocated.
[0115] To be more specific, as shown in the right half
of Fig. 9, spreading code adjusting section 401 adjusts
spreading code resources nCS,0 = 0 and nOCC,0 = 0 for
k = 0, nCS,2 = 3 and nOCC,2 = 1 for k = 2, and nCS,3 = 9
and nOCC,3 = 1 for k = 3 as the spreading code resources
used in transmission using three layers (three layers
shown in Fig. 9). In other words, spreading code adjusting
section 401 uses the spreading codes nCS,3 = 9 and
nOCC,3 = 1 for = 3 used in transmission using four layers,
instead of the spreading codes nCS,1 = 6 and nOCC,1 = 0
for k = 1 that would otherwise be used in transmission
using three layers.
[0116] As a result, as shown in the left half of Fig. 10,
in the first transmission using three layers, DMRS gen-
erating section 110 generates a DMRS using nCS,0 = 0
and nOCC,0 = 0 for Layer 0 (k = 0) to which CW0 is allo-
cated, and generates a DMRS using nCS,1 = 3 and nOCC,1
= 1, and nCS, 2 = 9 and nOCC,2 = 1 for Layers 1 and 2 to
which CW1 is allocated, respectively.
[0117] In other words, spreading code resources for
the same OCC (nOCC,k = 1) are used for the DMRSs
generated for the two layers, Layers 1 and 2, to which
CW1 is allocated.
[0118] In the case where the terminal (transmitting ap-
paratus 400) detects no ACK for a CW transmitted there-
from, the terminal is to transmit retransmission data for
the CW. In the retransmission, DMRS generating section
110 uses the spread code resources used for the DMRSs
in the first transmission (that is, the adjusted spreading
code resources shown in the right half of Fig. 9) without
change. For example, in Fig. 10, in the case where re-
transmission of only CW1 occurs, DMRS generating sec-
tion 110 uses the spreading code resources (nCS,1 = 3
and nOCC,1 = 1, and nCS,2 = 9 and nOCC,2 = 1) used in
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the first transmission for the DMRSs generated for the
two layers, Layers 1 and 2, to which CW1 is allocated.
[0119] As a result, as shown in the right half of Fig. 10,
even when only CW1 allocated to a plurality of layers is
to be  retransmitted, the spreading code resources hav-
ing an OCC of 0 (nOCC,k = 0) and any cyclic shift sequence
(nCS,k = 0 to 11), that is, the spreading code resources
in the region enclosed by the dashed line, are available
as spreading code resources that can be allocated to
another terminal (a new user) that can be multiplexed in
the same resource.
[0120] On the other hand, on the side of the base sta-
tion (receiving apparatus 200 (Fig. 5)), scheduling sec-
tion 212 has the same function (not shown) as that of
spreading code adjusting section 401 of the terminal and
outputs the adjusted (reset) spreading code resources
to channel estimating section 202 in the same manner
as the terminal (transmitting apparatus 400). Further-
more, from among a plurality of spreading code resourc-
es, scheduling section 212 allocates, to the DMRSs
transmitted by another terminal (a new user) different
from the terminal instructed to retransmit only the CW
allocated to the plurality of layers, spreading code re-
sources having different OCCs than the OCC used by
the terminal that performs the retransmission (the same
OCC for a plurality of layers). As a result, an appropriate
resource is allocated to each terminal even in the case
where the multiuser MIMO is applied.
[0121] Therefore, for example, in Fig. 10, even in the
case where the scheduler is to multiplex an LTE terminal
(a new user) that is only capable of an multiuser MIMO
operation using an OCC of 0 (nOCC,k = 0), a sufficient
amount of resources can be provided for the LTE termi-
nal.
[0122] As described above, according to the present
embodiment, in preparation for occurrence of retrans-
mission, the terminal (transmitting apparatus 400) uses,
in the first transmission, spreading code resources hav-
ing the same OCC from among a plurality of spreading
codes for DMRSs generated for a plurality of layers to
which the same CW, which is a unit of retransmission, is
allocated. As a result, a shortage of spreading code re-
sources in retransmission can be prevented. In other
words, even in the case where non-adaptive HARQ con-
trol is applied using the PHICH (even in the case where
the spreading codes for the DMRS cannot be reported
through the PHICH), it is possible to avoid restrictions on
allocation of resources to a new user by the scheduler
that would otherwise be imposed due to the use, for re-
transmission, of spreading code resources for different
OCCs.
[0123] Therefore, according to the present embodi-
ment, as in Embodiment 1, the scheduler can perform
spreading code allocation by avoiding restrictions on al-
location of resources to a new user even in the case
where non-adaptive HARQ control is applied using the
PHICH.
[0124] Embodiments of the present invention have

been described above.
[0125] Although the present invention has been de-
scribed above with embodiments using antennas, the
present invention is equally applicable to antenna ports.
[0126] An antenna port refers to a theoretical antenna
comprised of one or a plurality of physical antennas. In
other words, "antenna port" does not necessarily refer to
one physical antenna, but may refer to an array antenna
and so forth composed of a plurality of antennas.
[0127] For example, 3 GPP LTE does not define how
many physical antennas an antenna port is formed with,
but defines that an antenna port is the minimum unit for
transmitting different reference signals in a base station.
[0128] In addition, an antenna port may be defined as
a minimum unit for multiplying a precoding vector as
weighting.
[0129] Although an example of the present invention
configured as hardware has been described in the
present embodiments, the present invention may also
implement software in collaboration with hardware.
[0130] Furthermore, each function block employed in
the above descriptions of embodiments may typically be
implemented as an LSI constituted by an integrated cir-
cuit. These may be implemented individually as single
chips, or a single chip may incorporate some or all of the
function blocks. "LSI" is adopted here but this may also
be referred to as "IC," "system LSI," "super LSI," or "ultra
LSI" depending on differing extents of integration.
[0131] Further, the method of circuit integration is not
limited to LSI’s, and implementation using dedicated cir-
cuitry or general purpose processors is also possible.
After LSI production, utilization of an FPGA (Field Pro-
grammable Gate Array) or a  reconfigurable processor
where connections and settings of circuit cells in an LSI
can be reconfigured may also be possible.
[0132] In the event of the introduction of a circuit im-
plementation technology whereby LSI is replaced by a
different technology, which is advanced in or derived from
semiconductor technology, integration of the function
blocks may of course be performed using technology
therefrom. An application to biotechnology and/or the like
is also possible.
[0133] The disclosure of Japanese patent application
No. 2010-181344, filed on August 13, 2010, including the
specifications, drawings and abstracts, is incorporated
herein by reference in its entirety.

Industrial Applicability

[0134] A terminal apparatus, a base station apparatus,
a retransmission method, and a resource allocation
method according to the present invention are suitable
for performing a method of controlling retransmission us-
ing non-adaptive HARQ in a radio communication system
using a MIMO communication technique.
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Reference Signs List

[0135]

100, 300, 400 Transmitting apparatus

101 PDCCH demodulating section

102 ACK/NACK demodulating section

103 Code word generating section

104 Coding section

105 Rate matching section

106 Interleaving/scrambling section

107 Modulating section

108 Layer mapping section

109 Precoding section

110 DMRS generating section

111, 302 Retransmission spreading code stor-
age section

112 SRS generating section

113 SC-FDMA signal generating section

200 Receiving apparatus

201 Receiving RF section

202 Channel estimating section

203 Spatial demultiplexing synchronization
detecting section

204 Layer demapping section

205 Error detecting section

206 Likelihood generating section

207 Retransmission combining section

208 Decoding section

209 CRC detecting section

210 PHICH generating section

211 PDCCH generating section

212 Scheduling section

301 Retransmission number counting sec-
tion

401 Spreading code adjusting section

Claims

1. A terminal apparatus comprising:

a layer mapping section configured to map each
of a plurality of codewords to one or a plurality
of layers, at least one of the plurality of code-
words is mapped to the plurality of layers;
a transmitting section configured to transmit the
mapped plurality of codewords;
a receiving section configured to receive ACK/
NACK information indicating an error detection
result of respective one of the transmitted plu-
rality of codewords; and
a reference signal generating section configured
to generate, for each of the one or a plurality of
layers, a demodulation reference signal using a
cyclic shift value among a plurality of cyclic shift
values and an orthogonal sequence among a
plurality of orthogonal sequences, a plurality of
combinations being prepared for a combination
of an index specifying the cyclic shift value and
the orthogonal sequence, and wherein when the
received ACK/NACK information denotes a re-
transmission request of one codeword that is
mapped to the plurality of layers, a common or-
thogonal sequence is used to generate the de-
modulation reference signal among the plurality
of layers;
wherein the transmitting section transmits the
generated demodulation reference signal.

2. The terminal apparatus according to claim 1, wherein
a number of layers used to retransmit the one code-
word of which a retransmission is requested is small-
er than a total number of layers used to transmit the
plurality of codewords.

3. The terminal apparatus according to claim 1 or 2,
wherein
the ACK/NACK information is transmitted using a
HARQ reporting channel (PHICH).

4. The terminal apparatus according to one of claims
1 to 3, wherein
the plurality of codewords includes a first codeword
and a second codeword;
the first codeword is mapped to a first layer and the
second codeword is mapped to a second layer and
a third layer; and
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the ACK/NACK information indicates that an error
was not detected for the first codeword and that an
error was detected for the second codeword.

5. The terminal apparatus according to one of claims
1 to 4,
wherein
when retransmission of the one codeword is per-
formed a plurality of times, the reference signal gen-
erating section changes the common orthogonal se-
quence each time the  retransmission is performed.

6. The terminal apparatus according to one of claims
1 to 5, wherein
the reference signal generating section sets the com-
mon orthogonal sequence such that a different or-
thogonal sequence is set between an odd number
retransmission and an even number retransmission
of the one codeword.

7. A communication method comprising:

mapping each of a plurality of codewords to one
or a plurality of layers, at least one of the plurality
of codewords is mapped to the plurality of layers;
transmitting the mapped plurality of codewords;
receiving ACK/NACK information indicating an
error detection result of respective one of the
transmitted plurality of codewords;
generating, for each of the one or a plurality of
layers, a demodulation reference signal using a
cyclic shift value among a plurality of cyclic shift
values and an orthogonal sequence among a
plurality of orthogonal sequences, a plurality of
combinations being prepared for a combination
of an index specifying the cyclic shift value and
the orthogonal sequence, and wherein when the
received ACK/NACK information denotes a re-
transmission request of one codeword that is
mapped to the plurality of layers, a common or-
thogonal sequence is used to  generate the de-
modulation reference signal among the plurality
of layers; and
transmitting the generated demodulation refer-
ence signal.

8. The communication method according to claim 7,
wherein
a number of layers used to retransmit the one code-
word of which a retransmission is requested is small-
er than a total number of layers used to transmit the
plurality of codewords.

9. The communication method according to claim 7 or
8, wherein
the ACK/NACK information is transmitted using a
HARQ reporting channel (PHICH).

10. The communication method according to one of
claims 7 to 9, wherein
the plurality of codewords includes a first codeword
and a second codeword;
the first codeword is mapped to a first layer and the
second codeword is mapped to a second layer and
a third layer; and
the ACK/NACK information indicates that an error
was not detected for the first codeword and that an
error was detected for the second codeword.

11. The communication method according to one of
claims 7  to 10, wherein
when retransmission of the one codeword is per-
formed a plurality of times, the common orthogonal
sequence is changed each time the retransmission
is performed.

12. The communication method according to one of
claims 7 to 11, wherein
the common orthogonal sequence is set such that a
different orthogonal sequence is set between an odd
number retransmission and an even number retrans-
mission of the one codeword.
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